We, N.V. PHILIPS' GLOEILAMPENFABRIEKEN, a limited liability company, organized under the laws of the Kingdom of the Netherlands and carrying on business at Groenewoudseweg 1, Eindhoven, The Netherlands, hereby apply for the grant of a Standard Patent for an invention entitled:

"Transmission circuit for an electronic telephone set".

APPLICATION ACCEPTED AND AMENDMENT ALLOWED 12-3-86.

which is described in the accompanying complete specification. This application is made under the provisions of Part XVI of the Patents Act 1952 and is based on the following application or applications for a patent or patents or similar protection made in the following country or countries on the following date or dates:

in the Netherlands, appl. No. 82006, filed February 19, 1982

Our address for service is:

Philips Industries Holdings Ltd,
Patent and Trade Mark Division
The Philips Building, Blue Street,
North Sydney, New South Wales 2060, Australia.

Dated this 19th January 1983

N.V. PHILIPS' GLOEILAMPENFABRIEKEN

Director of the Patents and Trade Marks Department.

To: THE COMMISSIONER OF PATENTS.

17 FEB 1983

SYDNEY
COMMONWEALTH OF AUSTRALIA
Patents Act

DECLARATION FOR A PATENT APPLICATION

INSTRUCTIONS
(a) Insert "Convention" if applicable
(b) Insert FULL name(s) of applicant(s)
(c) Insert "of addition" if applicable
(d) Insert TITLE of invention
(e) Insert FULL name(s) AND address(es) of actual inventor(s) *(See headsnote)*
(f) Insert FULL name(s) AND address(es) of actual inventor(s)* *(See headsnote)*
(g) Recite how applicant(s) derive title from actual inventor(s) *(See headsnote)*
(h) Insert - country, filing date, and basic applicant(s) for the/or each basic application
(i) Insert PLACE of signing
(j) Insert DATE of signing
(k) Insert SIGNATURE(s) of declarant(s)

Notes: No legalization or other witnesses required

To: The Commissioner of Patents

In support of the (a) "Convention" application made by
(b) N.V. Philips' Gloeilampenfabrieken,

(herinafter called "applicant(s)" for a patent) invention entitled (d) "Transmission circuit for an electronic telephone set".

(i) Dirk Jan Sakkers
Director of the Patents and Trademarks Department of N.V. Philips' Gloeilampenfabrieken of Groenewoudeg 1, Eindhoven, The Netherlands, do solemnly and sincerely declare as follows:

1. I am authorized to make this declaration on behalf of the applicant(s).

2. (f)

Josephus Johannes Antonius GEBOERS and Daniël Johannes Gerardus JANSEN both of Groenewoudeg 1, Eindhoven, The Netherlands, are the actual inventor(s) of the invention and the facts upon which the applicant(s) is/are entitled to make the application are as follows:

(g) The Applicant is the assignee from the said actual inventor(s) by virtue of an assignment dated 14th January 1983

(Note: Paragraphs 3 and 4 apply only to Convention applications)

3. The basic application(s) for patent or similar protection on which the application is based is/are identified by country, filing date, and basic applicant(s) as follows:

(b) in The Netherlands on 19th February 1982 by N.V. PHILIPS' GLOELAMPENFABRIEKEN,

4. The basic application(s) referred to in paragraph 3 hereof was/were the first application(s) made in a Convention country in respect of the invention the subject of the application.

Declared at Eindhoven, The Netherlands, Dated (l) 14th January 1983

(m) ____________________________

To: The Commissioner of Patents
The invention relates to a transmission circuit for an electronic telephone set, comprising a receive circuit, a transmit circuit and a logic circuit, two of these circuits being connected as direct current series circuit.


An electronic telephone set comprises a transmission circuit for transmitting information and for signalling purposes. The receiving circuit of the transmission circuit is used for the reception and amplification of the audio signals received by the telephone set through the subscriber line. The logic circuit of the transmission circuit, when dialing push-buttons are employed, is used to generate logic signals to obtain a frequency combination tone signal representing the chosen number.
The transmit circuit of the transmission circuit is used for amplifying and transmitting the audio signals which are conveyed to the exchange through the subscriber line. Generally, and particularly for long subscriber lines, it is desirable for the audio signal transmitted to the exchange by the transmit circuit to have the largest possible voltage amplitude so as to satisfy the requirement imposed by the regulatory authorities that the power of this audio signal must be above a minimum value set forth by the regulatory.

The receive circuit, the transmit circuit and the logic circuit all receive their supply direct current through the subscriber line to which the telephone set is connected. Each of the circuits can only function if its supply direct voltage exceeds a certain minimum value, which minimum supply voltage generally has a value which is different for each one of the circuits. The maximum supply current the subscriber line is capable of producing depends inter alia on the line impedance and consequently on the length of the subscriber line. It is possible that with the minimum supply voltage required by the circuits, a long subscriber line cannot produce the current required by the authorities.

SUMMARY OF THE INVENTION

The invention has for its object to provide a transmission circuit for an electronic telephone set which will operate at a minimal supply current, and in which the signal voltage swing of the transmit circuit is only limited by the direct line voltage at the subscriber connection.
Claim

1. A transmission circuit for an electronic telephone set comprising a receive circuit, a transmit circuit, and a logic circuit for generating tone signals; said logic circuit being in series arrangement with said transmit circuit for such tone signals and forming a series arrangement with said receive circuit for direct current; and for direct current said transmit circuit being connected in parallel with said direct current series arrangement of said logic circuit and said receive circuit.
COMMONWEALTH OF AUSTRALIA
PATENTS ACT 1952-1969

COMPLETE SPECIFICATION FOR THE INVENTION ENTITLED:
"Transmission circuit for an electronic telephone set".

The following statement is a full description of this invention, including the best method of performing it known to me:-
BACKGROUND OF THE INVENTION.

The invention relates to a transmission circuit for an electronic telephone set, comprising a receive circuit, a transmit circuit and a logic circuit, two of these circuits being connected as direct current series circuit.


An electronic telephone set comprises a transmission circuit for transmitting information and for signalling purposes. The receiving circuit of the transmission circuit is used for the reception and amplification of the audio signals received by the telephone set through the subscriber line. The logic circuit of the transmission circuit, when dialing push-buttons are employed, is used to generate logic signals to obtain a frequency combination tone signal representing the chosen number.

The transmit circuit of the transmission circuit is used for amplifying and transmitting the audio signals which are conveyed to the exchange through the subscriber line. Generally, and particularly for long subscriber lines, it is desirable for the audio signal transmitted to the exchange by the transmit circuit to have the largest possible voltage amplitude so as to satisfy the requirement imposed by the regulatory authorities that the power of this audio signal must be above a minimum value set forth by the regulatory.

The receive circuit, the transmit circuit and the logic circuit all receive their supply direct current through the subscriber line to which the telephone set is connected. Each of the circuits can only function if its supply direct voltage exceeds a
certain minimum value, which minimum supply voltage generally has a value which is different for each one of the circuits. The maximum supply current the subscriber line is capable of producing depends inter alia on the line impedance and consequently on the length of the subscriber line. It is possible that with the minimum supply voltage required by the circuits, a long subscriber line cannot produce current required by the authorities.

SUMMARY OF THE INVENTION
The invention has for its object to provide a transmission circuit for an electronic telephone set which will operate at a minimal supply current, and in which the signal voltage swing of the transmit circuit is only limited by the direct line voltage at the subscriber connection.

The invention provides a transmission circuit, having a series arrangement for direct current supply formed by the receive circuit and the logic circuit. For direct current supply, the transmit circuit is connected in parallel with the series arrangement. The logic circuit is in series arrangement with the transmit circuit for tone signals.

With these measures, the supply current flowing through the receive circuit is also used as the supply current for the logic circuit, so that the subscriber line need not produce the sum of these two supply currents. These measures are possible because the required minimal supply voltage of the logic circuit, and the required minimal supply voltage of the receive circuit, are each less than the supply voltage required by the transmit circuit. A further advantage of arranging the transmit circuit in parallel with the series arrangement of the logic circuit and the receive circuit, is that the supply voltage of the transmit amplifier is not limited. The supply voltage may be
made equal to the line voltage, as a result of which the signal voltage swing of the transmission amplifier is substantially equal to the line voltage.

It should be noted that the above-identified publication describes a transmission circuit in which the output stage of the transmit amplifier for direct current is in series through a current stabilizing circuit with a parallel circuit comprising the receive amplifier and the remaining parts of the transmission amplifier. However, this configuration has the disadvantage that the signal voltage swing of the transmit amplifier, and consequently the amplitude of the transmit signal, is limited by the voltage drop across the current stabilizing circuit and the receive amplifier.

It is possible for the voltage between the connection terminals of the logic circuit and the voltage between the connection terminals of the receive circuit to have an a.c. voltage component which is not the result of the operation of the relevant circuit. In order to prevent any unwanted influence of this a.c. voltage on each of these circuits, the transmission circuit may incorporate a current source circuit which forms part of the series arrangement, which current source circuit is connected to the logic circuit and to the receive circuit. This measure reduces the possibility of mutual interaction between the logic circuit and the receive circuit for a.c. voltages, while voltage changes on the subscriber line also have a reduced effect on the voltage across each of these circuits.

The presence of the current source circuit in the transmission circuit further facilitates the signal transmission from the receive circuit to the electro-acoustical transducer, as it enables a receive circuit to be realized which has a minimum voltage drop.
To this end the transmission circuit may be characterized in that receive circuit incorporates a series arrangement of a capacitor and an electro-acoustical transducer, which series circuit is in parallel with the output transistor of the receive circuit. This measure enables the maximum voltage between the connection terminals of the receive circuit to be only slightly higher than the voltage swing of the a.c. voltage across the electro-acoustical transducer.

An embodiment of the invention and its advantages will now be described.

DESCRIPTION OF THE DRAWING

The sole FIGURE of the accompanying drawing shows an embodiment of a transmission circuit in accordance with one embodiment of the invention.

DESCRIPTION OF THE PREFERRED EMBODIMENT

The transmission circuit shown in the FIGURE is formed by a transmit circuit 2 which for direct current is in parallel with a series arrangement for direct current, formed by a logic circuit 1, a current source circuit 4 and an output transistor 8 of a receive circuit 3. A series circuit of a capacitor 10 and an electro-acoustical transducer (loudspeaker or earpiece) 11 is in parallel with the output transistor 8.

The transmit circuit 2 and the series arrangement 1, 4, 8 are both connected to the subscriber line through the connection terminals 5 and 6 and the subscriber set hook contact, not shown in the FIGURE. In addition, for tone signals the logic circuit 1 is series connected by a control line 13 to the transmit circuit 2 to enable transmission of the tone signals for tone push-button signalling generated in the logic circuit 1 to the subscriber line.

The microphone 12 is also connected to the transmit circuit 2. The transmit circuit applies
the audio signals to be transmitted and the signals received from the logic circuit to the subscriber line through a hybrid circuit, not shown in the FIGURE.

The logic circuit 1 is supplied by a current whose magnitude is determined by the current source 4. This logic circuit 1 is, for example, formed in what is commonly referred to as the I$^2$L-technology ("integrated injection logic"), which has the advantage that the minimum supply voltage required for an undisturbed operation has a low value, for example a value of 0.7V.

The current source 4 fixes the current through the logic circuit 1 at a constant value of, for example, 4mA. In addition, this current source has a high differential impedance so that the presence of the series arrangement 1, 4, 8 has no influence on the set impedance of, for example, 600 prescribed by the regulatory authorities. This current source is preferably of a type which at a low voltage across its terminals (the operating voltage) still produces a constant current. A current source as disclosed in U.S. Pat. No. 4,117,391 may, for example, be chosen. This current source has a minimum working voltage of, for example, 0.3 V.

The audio signal which is received through the subscriber line is applied, in a manner not shown, to the input 7 of the receive circuit 3. The pre-amplifier 9, which forms part of the receive circuit 3, drives the base of the output transistor 8. As a result this transistor is made conductive or non-conductive to a greater or lesser extent at the rate of the audio signal, which results in a larger or smaller portion of the constant current from the current source being forced to flow through the series circuit of the capacitor 10 and the electro-acoustical transducer 11, so that the sum of the alternating
currents in transistor 8 and in the series circuit 10, 11 remains equal to the constant current produced by the current source 4.

The capacitor 10 blocks direct current. The value of capacitor 10 is chosen to be such that the voltage drop across it in the audio frequency range is small compared with the drop across electro-acoustical transducer 11.

The series circuit 10, 11 is arranged in parallel with the collector-emitter path of transistor 8. The alternating current portion which flows through this series arrangement forms the audio signals which generates the sound in the electro-acoustical transducer 11.

A typical value for the impedance of the electro-acoustical transducer 11 is, for example, 200. By means of a signal current of, for example, 4 mA, a voltage swing of 0.8 V is then produced across the collector-emitter path of transistor 8. The minimum collector-emitter voltage of this transistor required for linear operation is of the order of magnitude of, for example, 0.2 V. The sum of the minimum transistor voltage of 0.2 V, the signal voltage swing of 0.8 V, the minimum voltage drop across the current source 4 of 0.3 V and the voltage of 0.7 V across the logic circuit is 2 V. This consequently is the minimum voltage at which the series arrangement 1, 4, 8 can still function in an undisturbed manner.

The above numerical example clearly shows the advantage of the illustrated arrangement of the logic circuit 1, the receive circuit 3 and the transmit circuit 2. The maximum possible voltage swing of the signal supplied by the transmit circuit 2 is 2 V, which value would be approximately halved if the transmit circuit 2 were in series with the logic circuit 1 or with the receive circuit 3.
THE CLAIMS DEFINING THE INVENTION ARE AS FOLLOWS:

1. A transmission circuit for an electronic telephone set comprising a receive circuit, a transmit circuit, and a logic circuit for generating tone signals; said logic circuit being in series arrangement with said transmit circuit for such tone signals and forming a series arrangement with said receive circuit for direct current; and for direct current said transmit circuit being connected in parallel with said direct current series arrangement of said logic circuit and said receive circuit.

2. The transmission circuit of claim 1 wherein said direct current series arrangement of said logic circuit and said receive circuit further comprises a current source connected in series between said logic circuit and said receive circuit for reducing the possibility of mutual interaction between said circuits for alternating current voltages.

3. The transmission circuit of claim 2 wherein said receive circuit comprises amplifier means having a transistor output circuit, an electro-acoustic transducer and a capacitor; said electro-acoustic transducer being parallel connected to said transducer output circuit through said capacitor.

Dated this Fifth day of March 1986.

N.V. PHILIPS GLOEILAMPENFABRIKEN.
AN ELECTRONIC TRANSMITTING TONE ARRANGEMENT OF SIGNALS AND EIVE CIRCUIT S AID DIRECT CIRCUIT AND

CLAIM 1

MENT OF SAID OTHER COMPRIS
THEN SAID LOGIC SIGNALING THE SAID CIRCUITS

CLAIM 2

IFIER MEANS ELECTRO-ACOUSTIC ACUSTIC TRANSDUCER