PATENT REQUEST: STANDARD PATENT

I/We, the Applicant(s)/Nominated Person(s) specified below, request I/We be granted a patent for the invention disclosed in the accompanying standard complete specification.

[70,71] Applicant(s)/Nominated Person(s):
Kawasaki Jukogyo Kabushiki Kaisha, incorporated in Japan, of 1-1, Higashikawasaki-Cho 3-Chome, Chuo-Ku, Kobe-Shi, Hyogo-Ken, JAPAN

[54] Invention Title:
Crushing Member of Gyratory Crusher

[72] Inventor(s):
Mitsuo Ijuin, Tsukasa Katayama, Shigeto Fukumura and Yorizo Kudo

[74] Address for service in Australia:
Spruson & Ferguson, Patent Attorneys
Level 33 St Martins Tower
31 Market Street
Sydney New South Wales Australia (Code SF)

[31] Appl’n No(s):
87842/1991

[33] Country:
JP

[32] Application Date:
27 March 1991

DATED this TENTH day of MARCH 1992

Kawasaki Jukogyo Kabushiki Kaisha

By:

Registered Patent Attorney

IRN: 205812

INSTR CODE: 57050

S027972 10/03/92
NOTICE OF ENTITLEMENT

I, John Gordon Hinde, of Spruson Ferguson, St Martins Tower, 31 Market Street, Sydney, New South Wales, Australia

being authorised by the Applicant/Nominated Person in respect of an application entitled:

Crushing Member of Gyratory Crusher

state the following:-

The Applicant/Nominated Person has entitlement from the actual inventors as follows:-

The Applicant/Nominated Person, by virtue of a Contract of Employment between the actual inventors as employees and the Applicant/Nominated Person as employer, is a person which would be entitled to have the patent assigned to it if a patent were granted on an application made by the actual inventors.

The Applicant/Nominated Person is the applicant of the basic application listed on the Patent Request. The basic application listed on the Patent Request is the application first made in a Convention Country in respect of the invention.

DATED this TENTH day of MARCH 1992

John Gordon Hinde

IRN: 205812 INSTR CODE: 57050

ALB:8053M
Title: CRUSHING MEMBER OF GYRATORY CRUSHER

International Patent Classification(s)
B02C 002/04

Application No.: 12194/92
Application Date: 10.03.92

Priority Data

Publication Date: 15.10.92
Publication Date of Accepted Application: 29.04.93

Applicant(s)
KAWASAKI JUKOGYO KABUSHIKI KAISHA

Inventor(s)
MITSUO IJUIN; TSUKASA KATAYAMA; SHIGETO FUKUMURA; YORIZO KUDO

Attorney or Agent
SPRUSON & FERGUSON, GPO Box 3898, SYDNEY NSW 2001

Claim

1. A crushing member of a gyratory crusher for crushing materials successively from an upstream side towards a downstream side of a material flow direction, comprising:

   a mantle having a frustoconical outer structure and composed of a teeth plate member formed of a material having high anti-wearing properties; and

   a plurality of grooves formed to an outer peripheral surface of the teeth plate member,

   said grooves being arranged in plurality of circumferential stages along the material flow direction of the outer peripheral surface of the teeth plate member so as to extend in the same directions of a generating line of the mantle and disposed with spaces from each other in the respective circumferential stages, the grooves formed to a peripheral surface portion on the downstream side of the material flow direction each having a pitch and a width narrower stepwise than those of the grooves formed to a peripheral surface portion of the upstream side of the material flow direction.
6. A gyratory crusher for crushing materials successively from an upstream side towards a downstream side of a material flow direction, comprising:

a mantle having a frustoconical outer structure and composed of a teeth plate member formed of a material having high anti-wearing property;

a concave co-axially arranged around the mantle and having an inverted frustoconical inner structure and composed of a teeth plate member formed of a material having high anti-wearing properties; and

a plurality of grooves formed to a peripheral surface of each teeth plate member,

said grooves being arranged in plurality of circumferential stages along the material flow direction of the peripheral surface of each teeth plate member so as to extend in the same directions of a generating line of the mantle and the concave and disposed with spaces from each other in the respective circumferential stages, the grooves formed to a peripheral surface portion on the downstream side of the material flow direction each having a pitch and a width narrower in stepwise than those of the grooves formed to a peripheral surface portion of the upstream side of the material flow direction.
Name and Address of Applicant: Kawasaki Jukogyo Kabushiki Kaisha
1-1, Higashikawasaki-Cho 3-Chome
Chuo-Ku, Kobe-Shi
Hyogo-Ken
JAPAN

Actual Inventor(s): Mitsuo Ijuin, Tsukasa Katayama, Shigeto Fukumura and Yorizo Kudo

Address for Service: Spruson & Ferguson, Patent Attorneys
Level 33 St Martins Tower, 31 Market Street
Sydney, New South Wales, 2000, Australia

Invention Title: Crushing Member of Gyratory Crusher

The following statement is a full description of this invention, including the best method of performing it known to me/us:-
CRUSHING MEMBER OF GYRATORY CRUSHER

BACKGROUND OF THE INVENTION

The present invention relates to a crushing member (mantle and conecave), of a grooved teeth plate structure, of a gyratory type crusher such as cone crusher or gyratory crusher.

In the prior art, a crushing member of a gyratory crusher is composed of a grooved crushing plate member provided with, such as shown in Fig. 12 showing a mantle (movable member) 13 of a cone crusher, for example, a plurality of grooves 14 formed on an outer peripheral surface of the mantle 13 of frustoconical structure and extending in the same directions as that of a generating line q of the mantle 13. A crushing chamber 12 having a wedge-shaped section c is formed between the outer peripheral surface of the mantle 13 and a conecave (fixed member of inverted frustoconical structure) 11 arranged around it.

In a gyratory crusher of the structure described above, as shown in Fig. 12, materials S to be treated and having sizes of D₁, D₂, D₃, D₄ ... corresponding to crushing gaps W₁, W₂, W₃, W₄, ... which are formed between the outer peripheral surface of the mantle 13 and the conecave 11 and which are gradually made narrow from the upper portion towards the lower portion of the crushing chamber 12 as viewed in Fig. 12 along the material flow direction f, are sheared and crushed under compression caused by a gyration of the mantle 13.

In such a gyratory crusher, as shown in Fig. 13, it is basically necessary for the size D of the material S to be treated and a pitch P of teeth 16 of a grooved crushing member 15 to have a suitable relationship therebetween. Thus, it is desired that the ratio D/P is of about 2 to 5.

As shown in Fig. 14, in a case where the groove pitch P₁ of the teeth 16 of the grooved crushing member
15 is small with respect to the size $D_1$ of the material $S$, good crushing effect is not expected and the strength of the teeth 16 is itself insufficient, thereby resulting in causes of deformation, wearing and the like of the crushing member.

On the contrary, as shown in Fig. 15, in a case where the groove pitch $P_2$ of the teeth 16 is large with respect to the size $D_2$ of the material $S$, the crushing effect is degraded and crushed materials will enter into the grooves 17 and clog the same, thereby disturbing the smooth passing of the crushed products and hence adversely lowering the workability of the crusher.

However, the crushing member, particularly the mantle, of the conventional gyratory crusher of the structure described above has a frustoconical structure. Accordingly, it is impossible in its principle or basic shape in relation to a casting mold (such as relating a draft angle, strength of molding sand, baking and the like) to form the mantle so as to have an upper portion thereof with wide teeth having rough pitches and a lower portion thereof with fine teeth having fine pitches in accordance with the basic condition or requirement described hereinabove. Such formation of the mantle has a tendency that opposes this requirement. That is, the upper portion of the mantle has a fine pitch and the lower portion has a rough pitch, thus achieving no good crushing effect.

Furthermore, in the conventional crushing member of the gyratory crusher, the grooved teeth plate provides the following problems for the reason that it is considerably difficult to cast fine and deep grooves to the intermediate and lower surface portions of the outer peripheral surface of the crushing member.

(1). As shown in Figs. 16 and 17, a material 18 to be crushed enters into or bites the groove 17 of the crushing member 15 and the downward flow of the material
to be treated is thereby hindered, resulting in the lowering of the throughput capacity.

(2). The groove 17 has a wide groove width, so that the width of each tooth 16 is relatively reduced, thus reducing the crushing surface area of the crushing member, which may result in the lowering of the material crushing ability. In the case of presence of proceeding wear, the lifetime of the crushing member is reduced.

(3). In the case of the material having a small feed size, as shown in Fig. 18, corner portions 16a of the teeth 16 are worn to become round surfaces, and when the roundness progresses, there may be the adverse case of it being impossible to crush the materials.

(4). In the case of hard rocks or the like having a high hardness to be treated, there may be caused a case where the teeth portion 16 falls down or is broken.

(5). In a case where a mud or water component is included in the material to be treated, the mud component may enter into or clog the grooves 17, which will cause wear and result in the lowering of the material throughput capacity.

In order to obviate the defects of such prior art, there has been also provided a crushing member in which two kinds of members having different anti-wear properties are provided on the surface of the teeth plate member alternately so as to extend in the same direction of the generating line and in which grooves are formed by the wearing of one of these members having relatively low anti-wear property when the material to be treated is crushed. Such prior art is disclosed in, for example, the Japanese Patent Publication No. 2-39939 (39939/1990) which correspond to U.S. Patent No. 4,848,683. According to this prior art, when it is intended to make suitable the feed size of the material at the lower portion of the mantle, the pitch of the teeth at the upper portion thereof have to have extremely a small pitch with respect to the material to be treated.
Consequently, in any of the prior art, there has not yet been provided an improved technique for adequately satisfying the basic conditions or principle for the ideal crushing function.

SUMMARY OF THE INVENTION

It is the object of the present invention to overcome or substantially ameliorate the above disadvantages.

There is disclosed herein a crushing member of a gyratory crusher for crushing materials successively from an upstream side towards a downstream side of a material flow direction, comprising:

- a mantle having a frustoconical outer structure and composed of a teeth plate member formed of a material having high anti-wearing properties; and
- a plurality of grooves formed to an outer peripheral surface of the teeth plate member,

said grooves being arranged in plurality of circumferential stages along the material flow direction of the outer peripheral surface of the teeth plate member so as to extend in the same directions of a generating line of the mantle and disposed with spaces from each other in the respective circumferential stages, the grooves formed to a peripheral surface portion on the downstream side of the material flow direction each having a pitch and a width narrower stepwise than those of the grooves formed to a peripheral surface portion of the upstream side of the material flow direction.

There is further disclosed herein a crushing member of a gyratory crusher for crushing materials successively from an upstream side towards a downstream side of a material flow direction, comprising:

- a mantle having a frustoconical outer structure and composed of a teeth plate member formed of a material having high anti-wearing properties;
- a plurality of grooves formed to an outer peripheral surface of the teeth plate member, said grooves being arranged to the upstream side portion of an outer peripheral surface of the teeth plate member so as to extend in the same directions as that of a generating line of the mantle and disposed with spaces from each other, said grooves each having a relatively wide pitch and width; and
a plurality of groove forming members disposed to the downstream side portion of the outer peripheral surface of the teeth plate member so as to extend in the same direction of a generating line of the mantle and disposed with spaces from each other, said groove forming members each having a relatively narrow pitch and width with respect to the grooves formed to the upstream side of the mantle and being formed of a material having a low anti-wear property.

There is further disclosed herein a gyratory crusher for crushing materials successively from an upstream side towards a downstream side of a material flow direction, comprising:

- a mantle having a frustoconical outer structure and composed of a teeth plate member formed of a material having high anti-wearing property;
- a concave co-axially arranged around the mantle and having an inverted frustoconical inner structure and composed of a teeth plate member formed of a material having high anti-wearing properties; and
- a plurality of grooves formed to a peripheral surface of each teeth plate member,

said grooves being arranged in plurality of circumferential stages along the material flow direction of the peripheral surface of each teeth plate member so as to extend in the same directions of a generating line of the mantle and the concave and disposed with spaces from each other in the respective circumferential stages, the grooves formed to a peripheral surface portion on the downstream side of the material flow direction each having a pitch and a width narrower in stepwise than those of the grooves formed to a peripheral surface portion of the upstream side of the material flow direction.

There is further disclosed herein a gyratory crusher for crushing materials successively from an upstream side towards a downstream side of a material flow direction, comprising:

- a mantle having a frustoconical outer structure and composed of a teeth plate member formed of a material having high anti-wearing properties;
- a concave co-axially arranged around the mantle and having an inverted frustoconical inner structure and composed of a teeth member formed of a material having high anti-wearing properties;
a plurality of grooves formed to a peripheral surface of each teeth plate member, said grooves being arranged to the upstream side portion of an outer peripheral surface of the teeth plate member so as to extend in the same directions of a generating line of the mantle and the concave and disposed with spaces from each other, said grooves each having a relatively wide pitch and width; and

a plurality of groove forming members disposed to the downstream side portion of the outer peripheral surface of the teeth plate member so as to extend in the same direction of a generating line of the mantle and the concave and disposed with spaces from each other, said groove forming members each having a relatively narrow pitch and width with respect to the grooves formed to the upstream side of the mantle and being formed of a material having a low anti-wearing property.

BRIEF DESCRIPTION OF THE DRAWINGS

A preferred form of the present invention will now be described by way of example with reference to the accompanying drawings, wherein:

Fig. 1 is a perspective view of a mantle as a crushing member of a gyratory crusher according to a first embodiment of the present invention;

Figs. 2, 3 and 4 are partial sectional views taken along the lines II-II, III-III and IV-IV of Fig. 1;

Figs. 5, 6 and 7 are views corresponding to Figs. 2, 3 and 4, respectively, for describing the operation of grooved teeth portions of the crushing member;

Fig. 8 is a perspective view of a mantle as a crushing member of a gyratory crusher according to a second embodiment of the present invention;

Figs. 9, 10 and 11 are partial sectional views taken along the lines IX-IX, X-X and XI-XI of Fig. 8;

Fig. 12 is a front view of a mantle of a conventional gyratory crusher;

Fig. 13 is a partial sectional view of a grooved teeth portion of the mantle for describing a basic condition for the operation of the grooved teeth plate member;

Fig. 14 is a view for describing a case wherein the basic condition for the ideal crushing function is not satisfied because of the teeth portion having a small pitch;
Fig. 15 is a view for describing a case wherein the basic condition is not satisfied because of the teeth portion having a wide pitch;

Fig. 16 is a partial sectional view of the conventional mantle of bad condition in function;

Fig. 17 is an illustration in part of a conventional gyratory crusher; and

Fig. 18 is a partial sectional view of a grooved teeth portion of the conventional mantle in a case where materials each having a feed size smaller with respect to grooves of the grooved teeth plate are fed.

DESCRIPTION OF THE PREFERRED EMBODIMENTS

A first embodiment of a mantle as a crushing member of a gyratory crusher according to the present invention will be first described hereunder with reference to Fig. 1.

Referring to Fig. 1, a mantle 1 is composed of a teeth plate member 2 of frustoconical structure made of a high manganese cast steel including manganese of 13 wt% or more. The outer peripheral surface of the frustoconical mantle 1 is divided into three circumferential stage portions, i.e. upper, intermediate and lower staged surface portions, of the teeth plate member 2 along the material flow direction f.

As shown in Figs. 1 and 2, a plurality of grooves 3 and teeth 5 are formed to the upper surface portion of the teeth plate member 2 so as to extend parallel in the same direction of a generating line of the mantle 1 and disposed with spaces with each other along the peripheral surface of the mantle 1 with relatively large pitches P1 (See Fig. 5). Each of the grooves 3 has a relatively wide width and deep depth corresponding to the wearing limit of the teeth plate member 2. The pitch P1 is determined so as to satisfy the basic condition for the ideal crushing function in relation to a size D1 of a material S to be treated corresponding to a gap W1 (See Fig. 1) between the upper surface portion of the teeth
plate member 2 and a conecave 4 arranged around it as shown in Fig. 5. The space between the outer peripheral surface of the teeth plate member 2 and the conecave 4 is called a crushing chamber C. Each tooth 5 formed between the adjacent grooves 3, 3 has a thickness $t_1$, as shown in Fig. 5, capable of withstanding the strength of the material S.

As shown in Figs. 1 and 3, a plurality of grooves 6 are formed to the intermediate surface portion of the teeth plate member 2 so as to extend parallel in the same direction of the generating line $q$ of the mantle and disposed with spaces with each other along the peripheral surface of the mantle 1 with pitches $P_2$ each narrower than that of $P_1$. Each of the grooves 6 has a width smaller than that of the groove 3 and a depth equal to that of the groove 3. The pitch $P_2$ is determined so as to satisfy the basic condition in relation to a size $D_2$ of the material S to be treated corresponding to a gap $W_2$ (See Fig. 1) in the crushing chamber C between the intermediate surface portion of the teeth plate member 2 and the conecave 4.

Furthermore, as shown in Figs. 1 and 4, a plurality of grooves 7 are formed to the lower portion of the teeth plate member 2 so as to extend parallelly in the same direction of the generating line $q$ of the mantle 1 and disposed with spaces with each other along the peripheral surface of the mantle 1 with pitches $P_3$ each narrower than that of $P_2$. Each of the grooves 7 has a width smaller than that of the groove 6 and a depth equal to that of the groove 6. The pitch $P_3$ is determined so as to satisfy the basic condition in relation to a size $D_3$ of the material S to be treated corresponding to a gap $W_3$ (See Fig. 1) in the crushing chamber C between the lower surface portion of the teeth plate member 2 and the conecave 4.

In the gyratory crusher provided with the mantle 1 of the structures described above, the pitches and the
widths of the grooves 3, 6, 7 formed to the outer peripheral surface of the mantle 1 are made smaller or narrower from the upper portion towards the lower portion in three circumferential stages along the material flow direction f, and the grooves 3, 6, 7 are also increased in their numbers in the respective stages.

Accordingly, the materials S each having the size $D_1$ fed from the upper side of a crushing chamber C formed between the mantle 1 and the tooth plate member 2 are first crushed in an ideal state at the upper portion of the crushing chamber C into materials each having a size $D_2$. These materials S are then fallen down into an intermediate portion of the crushing chamber C and subjected to the crushing operation by the intermediate teeth portion having grooves 6 of the structures described above into materials each having a size $D_3$. The materials S thereafter fall down into the lower crushing chamber C and are subjected to the same crushing operation into materials each having a desired size, and the materials thus crushed in three stages are finally discharged out of the gyratory crusher.

Fig. 8 shows a second embodiment according to the present invention, which includes a mantle 8 as a crushing member having a teeth plate member 2 having substantially the same grooved structure in the upper portion thereof as that of the first embodiment shown in Fig. 1. Namely, the outer peripheral surface of the teeth plate member 2 is divided into three, i.e. upper, intermediate and lower, circumferential stage portions along the material flow direction f thereof. The grooves 3 are formed to the upper portion of the peripheral surface of the teeth plate member 2 as shown in Figs. 8 and 9.

However, as shown in Figs. 8 and 10, to the intermediate portion of the teeth plate member 2 are disposed groove forming members 9 formed of a mild steel such as SS41 (JIS) and each having substantially a
rectangular shape and having a thickness smaller than the width of the groove 3. The groove forming members 9 are disposed parallelly along the outer peripheral surface of the teeth plate member 2 so as to extend in the same direction of the generating line q of the teeth plate member 2 with spaces and with pitches each being smaller than that of the groove 3. The groove forming members 9 are cast into the peripheral surface of the teeth plate member 2 so that the side portions thereof are exposed outward from the peripheral surface of the teeth plate member 2.

Furthermore, as shown in Figs. 8 and 11, to the lower peripheral portion of the teeth plate member 2 are disposed groove forming members 10 formed of the same material as that of the groove forming members 9, and each having substantially a rectangular shape and having a thickness smaller than that of the groove forming member 9. The groove forming members 10 are also disposed parallelly along the outer peripheral surface of the teeth plate member 2 so as to extend in the same direction of the generating line of the teeth plate member 2 with spaces and with pitches each being smaller than that of the groove forming member 9. The groove forming members 10 are cast into the peripheral surface of the teeth plate member 2 so that the side portions thereof exposed outward from the peripheral surface of the teeth plate member 2.

According to the gyratory crusher provided with the mantle 8 of the structure described above as shown in Fig. 8, grooves are formed at portions corresponding to the groove forming members 9 and 10 by the wearing at the time of the crushing of the materials to be treated. Accordingly, substantially the same effects as that of the first embodiment can be achieved. In addition, according to this embodiment, grooves obtained have narrower widths and deeper depths than those formed by casting.
It is, of course, to be noted that in the foregoing embodiments, the outer peripheral surface of the mantle is divided into three circumferential stages along the material flow direction. But the present invention is not limited to this structure and the peripheral surface may be divided into two or more than three stages.

Furthermore, the grooved structures of the present embodiments may also be applied to the cone cave 4 of the gyratory crusher, which has an inverted frustoconical inner surface structure.
The claims defining the invention are as follows:

1. A crushing member of a gyratory crushe for crushing materials successively from an upstream side towards a downstream side of a material flow direction, comprising:
   a mantle having a frustoconical outer structure and composed of a teeth plate member formed of a material having high anti-wearing properties; and
   a plurality of grooves formed to an outer peripheral surface of the teeth plate member,
   said grooves being arranged in plurality of circumferential stages along the material flow direction of the outer peripheral surface of the teeth plate member so as to extend in the same directions of a generating line of the mantle and disposed with spaces from each other in the respective circumferential stages, the grooves formed to a peripheral surface portion on the downstream side of the material flow direction each having a pitch and a width narrower stepwise than those of the grooves formed to a peripheral surface portion of the upstream side of the material flow direction.

2. The crushing member according to claim 1, wherein said grooves formed to the downstream side of the material flow direction are increased in number in comparison with the grooves formed to the upstream side thereof.

3. A crushing member of a gyratory crushe for crushing materials successively from an upstream side towards a downstream side of a material flow direction, comprising:
   a mantle having a frustoconical outer structure and composed of a teeth plate member formed of a material having high anti-wearing properties;
   a plurality of grooves formed to an outer peripheral surface of the teeth plate member, said grooves being arranged to the upstream side portion of an outer peripheral surface of the teeth plate member so as to extend in the same directions as that of a generating line of the mantle and disposed with spaces from each other, said grooves each having a relatively wide pitch and width; and
   a plurality of groove forming members disposed to the downstream side portion of the outer peripheral surface of the teeth plate member so as to extend in the same direction of a generating line of the mantle and...
disposed with spaces from each other, said groove forming members each having a relatively narrow pitch and width with respect to the grooves formed to the upstream side of the mantle and being formed of a material having a low anti-wear property.

4. The crushing member according to claim 3, wherein said groove forming members are casted into the outer peripheral surface of the teeth plate member.

5. The crushing member according to claim 3, wherein said groove forming members are arranged in a plurality of circumferential stages of the outer peripheral surface of the teeth plate member at the downstream side portion of the grooved upstream side portion in a manner that the groove forming members arranged in a downstream side circumferential stage each has a pitch and a width narrower in stepwise than those of the grooves formed to an upstream side stage of the peripheral surface portion of the teeth plate member.

6. A gyratory crusher for crushing materials successively from an upstream side towards a downstream side of a material flow direction, comprising:
   a mantle having a frustoconical outer structure and composed of a teeth plate member formed of a material having high anti-wearing property;
   a concave co-axially arranged around the mantle and having an inverted frustoconical inner structure and composed of a teeth plate member formed of a material having high anti-wearing properties; and
   a plurality of grooves formed to a peripheral surface of each teeth plate member,
   said grooves being arranged in plurality of circumferential stages along the material flow direction of the peripheral surface of each teeth plate member so as to extend in the same directions of a generating line of the mantle and the concave and disposed with spaces from each other in the respective circumferential stages, the grooves formed to a peripheral surface portion on the downstream side of the material flow direction each having a pitch and a width narrower in stepwise than those of the grooves formed to a peripheral surface portion of the upstream side of the material flow direction.

7. The gyratory crusher according to claim 6, wherein said grooves formed to the downstream side of the material flow direction are increased in number in comparison with the grooves formed to the upstream side thereof.
8. A gyratory crusher for crushing materials successively from an upstream side towards a downstream side of a material flow direction, comprising:

- a mantle having a frustoconical outer structure and composed of a teeth plate member formed of a material having high anti-wearing properties;
- a concave co-axially arranged around the mantle and having an inverted frustoconical inner structure and composed of a teeth member formed of a material having high anti-wearing properties;
- a plurality of grooves formed to a peripheral surface of each teeth plate member, said grooves being arranged to the upstream side portion of an outer peripheral surface of the teeth plate member so as to extend in the same directions of a generating line of the mantle and the concave and disposed with spaces from each other, said grooves each having a relatively wide pitch and width; and
- a plurality of groove forming members disposed to the downstream side portion of the outer peripheral surface of the teeth plate member so as to extend in the same direction of a generating line of the mantle and the concave and disposed with spaces from each other, said groove forming members each having a relatively narrow pitch and width with respect to the grooves formed to the upstream side of the mantle and being formed of a material having a low anti-wearing property.

9. The gyratory crusher according to claim 8, wherein said groove forming members are casted into the peripheral surface of each teeth plate member.

10. The gyratory crusher according to claim 9, wherein said groove forming members are arranged in a plurality of circumferential stages of the peripheral surface of each teeth plate member at the downstream side portion of the grooved upstream side portion in a manner that the groove forming members arranged in a downstream side circumferential stage each has a pitch and a width narrower stepwise than those of the grooves formed to an upstream side stage of the peripheral surface portion of the teeth plate member.
ABSTRACT OF THE DISCLOSURE

Crushing Member of Gyratory Crusher

A crushing member of a gyratory crusher for crushing materials successively from an upstream side towards a downstream side of a material flow direction. The crushing member comprises a mantle (1) having a frustoconical outer structure and composed of a teeth plate member (2) formed of a material having high anti-wearing property and a plurality of grooves (3) formed to an outer peripheral surface of the teeth plate member (2). The grooves (3) are arranged in a plurality of circumferential stages of the outer peripheral surface of the teeth plate member (2) so as to extend parallelly along a generating line (G) of the mantle (1) and disposed with spaces from each other in the respective stages. Each of the grooves (3) formed to a peripheral surface portion on the downstream side (6,7) of the material flow direction has a pitch (P) and a width narrower stepwise than those of the grooves formed to a peripheral surface portion of the upstream side of the material flow direction. The grooves (6,7) of the downstream side are substituted with a plurality of groove forming members casted into the downstream side portion of the members disposed with spaces from each other. The groove forming members each has a pitch and a width relatively narrower than those of the grooves and is formed of a material having a low anti-wearing property.

Figure 1
FIG. 12
PRIOR ART