CONVENTION

AUSTRALIA

Patents Act 1990

REQUEST FOR A STANDARD PATENT

AND NOTICE OF ENTITLEMENT

The Applicant identified below requests the grant of a patent to the nominated person identified below for an invention described in the accompanying standard complete patent specification.

[70,71]Applicant and Nominated Person:

Phillips Petroleum Company
Bartlesville, Oklahoma 74004, UNITED STATES OF AMERICA

[54]Invention Title:

A PROCESS FOR REGENERATING A HYDROGEN FLUORIDE CATALYST

[72]Actual Inventors:

Leroy W. Carlson

[74]Address for Service:

PHILLIPS ORMONDE & FITZPATRICK
367 Collins Street
Melbourne 3000 AUSTRALIA

[31,33,32]

Details of basic application(s):

298,016 UNITED STATES OF AMERICA US 30 August 1994

Applicant states the following:

1. The nominated person is the assignee of the actual inventor.

2. The nominated person is the assignee of the applicant of the basic application.

3. The basic application was the first made in a convention country in respect of the invention.

The nominated person is not an opponent or eligible person described in Section 33-36 of the Act.

23 June 1995

Phillips Petroleum Company
By PHILLIPS ORMONDE & FITZPATRICK
Patent Attorneys
By

Our Ref : 416467

5999q
A PROCESS FOR REGENERATING A HYDROGEN FLUORIDE CATALYST

A process for regenerating an HF catalyst, containing HF and ASO, used in an olefin and isoparaffin alkylation process which comprises:

utilizing separation means for separating ASO from said HF catalyst, said separation means comprising a separator column which defines a separation zone having a top zone, an intermediate zone, and a bottom zone, wherein contained within said bottom zone are a series of vertically spaced, fixed valve fractionation trays, each of said fixed valve fractionation trays including a plate defining a plurality of apertures and wherein fixedly spaced above each of said apertures is a valve having a shape substantially the same as said apertures for directing the flow of gas passing upwardly through said apertures of said plate into the direction substantially parallel to said plate;

introducing said HF catalyst into said intermediate zone;

introducing, as a reflux, liquid isoparaffin into said top zone;

introducing into said bottom zone and below said series of vertically spaced, fixed valve fractionation trays a vaporous isoparaffin stripping fluid;
removing from said top zone an overhead stream comprising purified HF;
removing from said bottom zone a bottoms stream comprising ASO; and
introducing at least a portion of said bottoms stream into said intermediate zone below the point of introduction of said HF catalyst.
AUSTRALIA
Patents Act

COMPLETE SPECIFICATION
(ORIGINAL)

Application Number:
Lodged:

Complete Specification Lodged:
Accepted:
Published:

Priority

Related Art:

Name of Applicant:
Phillips Petroleum Company

Actual Inventor(s):
Leroy W. Carlson

Address for Service:
PHILLIPS ORMONDE & FITZPATRICK
Patent and Trade Mark Attorneys
367 Collins Street
Melbourne 3000 AUSTRALIA

Invention Title:
A PROCESS FOR REGENERATING A HYDROGEN FLUORIDE CATALYST

Our Ref : 416467
POF Code: 1422/50647

The following statement is a full description of this invention, including the best method of performing it known to applicant(s):

- 1 -
This invention relates to the regeneration of a hydrogen fluoride catalyst used in an olefin and isoparaffin alkylation process.

In the process for alkylating olefins with isoparaffins in the presence of a hydrogen fluoride (HF) catalyst, a by-product called acid soluble oil (ASO) is produced. This ASO is soluble in the acid phase of an HF catalyst and, because of this solubility, over time, it will build-up in the acid phase of the HF catalyst. If not removed, a high ASO concentration will render the HF catalyst ineffective as an alkylation catalyst.

There are certain known methods for regenerating an HF alkylation catalyst, which contains a concentration of ASO, by removing the ASO therefrom. However, many of the known methods for regenerating an HF alkylation catalyst also result in a loss of HF that is lost along with the removed ASO.

The present invention provides a process for regenerating an HF alkylation catalyst containing therein a concentration of ASO.

The invention further provides an HF alkylation catalyst regeneration process which removes ASO from such HF alkylation catalyst with a minimum of loss of HF which is removed along with the ASO product.

Therefore, the inventive process provides for the regeneration of an HF catalyst used in the
alkylation of olefins with isoparaffins and containing therein HF and ASO. Separation means for separating ASO from the HF catalyst is utilized. The separation means comprises a separation column, which defines a separation zone with the separation zone having a top zone, an intermediate zone, and a bottom zone, wherein contained within the bottom zone is a series of vertically spaced, fixed valve fractionation trays, wherein each of the fixed valve fractionation trays include a plate defining a plurality of apertures and wherein fixedly spaced above each of the apertures is a valve having a shape substantially the same as the apertures for directing the flow of gas passing upwardly through the apertures of the plate into the direction substantially parallel to the plate. HF catalyst is introduced into the intermediate zone of the separation column while a reflux of liquid isoparaffin is introduced into the top zone of the separation column and a vaporous isoparaffin stripping fluid is introduced into the bottom zone of the separation column but below the series of vertically spaced, fixed valve fractionator trays. Removed from the separation column is an overhead stream of HF and a bottom stream of ASO.

Another embodiment of the inventive process for the regeneration of an HF catalyst used in the alkylation of olefins with isoparaffins and containing therein HF and ASO utilizing separation means for separating ASO from the HF catalyst is also provided. The separation means comprises a separation column, which defines a separation zone, and a bottom zone, wherein contained within the bottom zone is a series of vertically spaced fractionation trays. HF catalyst is introduced into the intermediate zone of the separation column while a reflux of liquid isoparaffin is introduced into the top zone of the separation column and a vaporous isoparaffin stripping fluid is
introduced into the bottom zone of the separation column but below the series of vertically spaced fractionator trays. Removed from the separation column is an overhead stream of HF. Provided in the bottom zone and below the series of vertically spaced fractionator trays are at least two liquid phases including an upper phase having an HF concentration and a lower phase having an HF concentration greater than the HF concentration of the upper phase. The upper phase is removed from the bottom zone and the lower phase is introduced into the intermediate zone of the separation means.

In the accompanying drawings:

FIG. 1 is a schematic representation of the process which is one embodiment of the invention;

FIG. 2 is a vertical cross-sectional view of the separation column;

FIG. 3 is a horizontal cross-sectional view of the bottom zone of the separation column as viewed along section 3-3 and showing a fixed valve fractionator tray; and

FIG. 4 is a perspective view of a single representative fixed valve of a fixed valve fractionator tray.

Referring now to FIG. 1 there is shown alkylation reactor 10 which defines an alkylation reaction zone. An olefin feed stream is introduced into alkylation reactor 10 through conduit 12 and an isoparaffin feed stream is introduced into alkylation reactor 10 through conduit 14. The olefin feed generally comprises one or more olefins having from 2 to 5 carbon atoms, while the isoparaffin stream generally comprises isobutane and/or isopentane. In a typical operation, the olefin feed comprises a mixture of propylene and butylenes, while the isoparaffin feed comprises primarily isobutane. A catalyst comprising hydrogen fluoride is introduced into alkylation reactor
10 through conduit 16 and through recycle conduits 18 and 19. In a typical alkylation process operation, the HF is in the liquid phase and has a purity of at least about 90%. Fresh makeup catalyst can be introduced as required through conduit 16. The effluent from alkylation reactor 10 is passed to a settler 20 in which a phase separation is made between the acid phase and hydrocarbon phase. The hydrocarbon phase is removed from settler 20 through conduit 22 and passes to downstream processing.

The acid phase is removed from settler 20 through conduit 24. At least a portion of the acid phase stream is recycled directly to alkylation reactor 10 through recycle conduit 19. The remainder of the acid phase stream is passed through conduit 28, having interposed therein heater 30 defining a heat transfer zone and providing means for transferring heat to the acid phase stream, to separator column 32. Separator column 32 defines a separation zone comprising a top zone, an intermediate zone, and a bottom zone and provides separation means for separating ASO from the HF of the acid phase. A purified HF stream is removed as an overhead stream from separator column 32 through conduit 18 and is recycled to alkylation reactor 10.

An ASO stream can be removed as a bottoms stream from separator column 32 through conduits 34 and 36 or, alternatively, through conduit 37.

A liquid hydrocarbon reflux is introduced into the top zone of separator column 32 through conduit 38 having interposed therein condenser 40 defining a heat transfer zone and providing means for transferring heat from the liquid hydrocarbon reflux. The reflux is introduced onto distribution tray 42 located within the top zone of separator column 32.

The bottom zone of separator column 32 is provided with a plurality of vapor-liquid contacting means, such as fixed valve fractionator trays 50. Stripping isobutane
is directed to the bottom zone of separator column 32 by conduit 44. Interposed in conduit 44 is vaporizer 48 which defines a heat transfer zone and provides means for heating and/or vaporizing the stripping isobutane introduced into separator column 32.

A bottoms stream comprising ASO is removed from separator column 32 through conduit 34 and passes downstream by way of conduit 36. As an additional embodiment of the invention, at least a portion of the bottoms stream can be recycled or returned to separator column 32 by way of conduit 52. Interposed in conduit 52 is pump 54 for providing work input required to recycle the at least a portion of the bottoms stream to separator column 32. The at least a portion of the bottoms stream is introduced into the intermediate zone of separator column 32 at a location below the introduction entry point of the acid phase but above the bottom zone of separator column 32 wherein contained is a series of vertically spaced, fixed valve fractionator trays 50. A further embodiment of the invention includes, optionally, drawing the bottoms stream from separator column 32 through conduit 37.

FIG. 2 provides an enlarged detail of separator column 32, which includes the bottom zone, containing the series of vertically spaced, fixed valve fractionator trays 50. Each of the vertically spaced, fixed valve fractionator trays 50 include a plate or a deck 56 having a thickness and defining therein a pattern or plurality of apertures 60 (shown in FIG. 3) for permitting the upwardly flow of gas therethrough. Each individual aperture 60 defined by each plate 56 represents a cross-sectional area in the range of from about 0.005 square feet to about 0.40 square feet, preferably from about 0.01 square feet to about 0.30 square feet and, most preferably, from 0.015 square feet to 0.25 square feet.

Provided with each fixed valve fractionator
tray 50 is a downcomer 62. Each downcomer 62 can comprise vertical plates secured along opposite edges thereof to the interior surface of separator column 32 so as to extend entirely across the interior of separator column 32. The vertical plate of downcomer 62 extends upwardly above the plane of plate 56 so as to provide an edge 64, which defines an overflow weir, having a height of from about 0.5 inches to about 4 inches, for retaining a level of liquid upon each plate 56. The vertical plate of downcomer 62 also extends downwardly to close proximity of the fixed valve fractionator tray 50 positioned below. The downcomers 62 are located on opposite sides of the interior of separator column 32 so as to guide liquids from a fixed valve fractionator tray 50 above to a fixed valve fractionator tray 50 below until the liquid passes along the last of such trays and is directed by its downcomer 62 to the bottom of separator column 32. Thus, the arrangement of fixed valve fractionator trays 50 and downcomers 62 provide for the stair step type flow of liquids down the interior of separator column 32 with the liquid passing horizontally along each plate 56 and being directed to the tray below each downcomer 62.

The liquid is held on top of each tray by gases that flow upwardly through separator column 32 and passing through apertures 60. Preferably, the gas flow through apertures 60 should be sufficient to prevent a substantial portion of the liquid contained on top of each plate 56 to fall through such apertures and sufficient to maintain a level of liquid on top of each tray 50.

The liquid level formed or provided in the bottom zone of separator column 32 primarily contains ASO, but it also contains a concentration of HF. It has been discovered that at least two liquid phases will form in the bottom zone of separator column 32.
The top phase, or upper phase 66, will have a concentration of HF that is less than the concentration of HF in the bottom phase, or lower phase 68. Generally, upper phase 66 will have an HF concentration of less than about 20 weight percent, preferably less than about 10 weight percent and, most preferably, less than 5 weight percent. As for lower phase 68, the HF concentration is greater than the HF concentration of the upper phase and can be as high as about 50 weight percent.

In one embodiment of the invention, it is important for the bottoms stream drawn from separator column 32 to be taken from upper phase 66 as opposed to lower phase 68. By removing upper phase 66 as the bottoms stream, as opposed to lower phase 68, HF loss is reduced due to the lower HF concentration in upper phase 66. The removal of upper phase 66 as the bottoms stream in combination with the recycling of lower phase 68, which has a greater concentration of HF than that of upper phase 66, to the intermediate zone of separator column 32, a significant reduction in HF loss with the bottoms stream is achieved.

Provided in FIG. 4 is a close-up perspective view of a single aperture 60 and the associated fixed valve 70. As described earlier herein, each plate 56 shall define a plurality of apertures 60, but associated with each of such aperture 60 is a fixed valve 70 fixedly spaced above each aperture 60. The fixed valve 70 has substantially the same shape as its associated aperture 60 and is provided to direct the flow of the gases which are passing upwardly through apertures 60 in the horizontal direction parallel to plate 56. This configuration provides for the intimate contacting of the upwardly flowing gases with the liquid flowing across each plate 56. The distance of the fixed space above each aperture 60, as measured by the distance from the horizontal plane plate 56 and the
horizontal plane of fixed valve 70, is in the range of from about 0.1 inches to about 0.5 inches, preferably from about 0.15 inches to about 0.45 inches and, most preferably, from 0.2 inches to 0.4 inches.

An important aspect of the process in the regeneration of an HF catalyst that contains a concentration of ASO is for the separator column 32 to be properly equipped with fixed fractionator trays 50 as described herein. It has been found that the use of such trays in combination with the other features of the inventive process provides for a separation of ASO from the ASO-containing HF catalyst with a reduction in the amount of HF that is lost along with the ASO removed from the ASO-containing HF catalyst.

The ASO-containing HF catalyst is charged to the intermediate zone of separator column 32 at a temperature in the range of from about 200°F. to about 300°F., preferably, however, in the range of from 250°F. to 295°F. The temperature of the overhead stream of purified HF comprising HF can be in the range of from about 200°F. to about 300°F. and, preferably between 250°F. and 295°F.

As for the isoparaffin reflux stream, its temperature can be in the range of from about 40°F. to about 140°F., preferably, 60°F. to 120°F. The preferred isoparaffin for use as the isoparaffin reflux stream is isobutane.

The stripping isoparaffin stream is introduced into the bottom zone of separator column 32 at an entry point below the series of vertically spaced, fixed valve fractionator trays contained within the bottom zone of separator column 32, and is in the form of a vapor or a gas. This vaperous isoparaffin rises upwardly through apertures 60 of each fixed valve fractionator tray 50 and provides for the separation of ASO and HF from the ASO-containing HF catalyst. The preferred stripping isoparaffin is isobutane, and it
can have a temperature exceeding about 275°F. and, preferably, can be in the range of from 300°F. to 400°F.

The pressure at which column 32 is operated can generally be in the range of from 100 psia to 200 psia, preferably, from 125 psia to 175 psia.

The ASO-containing HF catalyst will generally have a concentration of ASO exceeding about 1.0 weight percent ASO based on the total weight of the ASO-containing HF catalyst. Specifically, the ASO concentration can be in the range of from about 1.25 weight percent to about 10 weight percent, and, more specifically, it can be in the range of from 1.5 weight percent to 5 weight percent.

The overhead stream of purified HF comprising HF shall have a concentration of ASO that is lower than that of the ASO-containing HF catalyst. Therefore, the ASO concentration will generally be less than 1.0 weight percent.

As for the bottoms stream of ASO, it is desirable to minimize the amount of ASO in such streams; and, indeed, this is an advantage of the instant invention in that the amount of ASO that is lost along with the ASO bottoms stream is much less than for other methods of regeneration of ASO-containing HF catalyst streams. The bottoms stream will comprise ASO at a concentration of at least about 50 weight percent based on the total weight of the bottoms streams. Preferably, the ASO concentration can be at least about 60 weight percent and, more preferably, it can be at least 70 weight percent.

It is most desirable to minimize the concentration of HF in the bottoms stream in order to also minimize the amount of HF lost with the bottoms stream, thus, the HF concentration can be less than about 50 weight percent of the bottoms stream, preferably less than about 40 weight percent and, most
preferably less than 30 weight percent.

As discussed elsewhere herein, it has been discovered that the liquid level established in the bottom zone of separator column 32 forms at least two separate liquid phases, including an upper phase and a lower phase. The upper phase has a concentration of HF that is smaller than the concentration of HF in the lower phase. Generally, the lower phase will have a concentration of HF that is greater than the concentration of HF in the upper phase. Specifically, the concentration of HF in the upper phase is less than about 20 weight percent, preferably less than about 10 weight percent and, most preferably, less than 5 weight percent. The lower phase has an HF concentration as high as about 50 weight percent.

The following examples are provided to further illustrate the invention and the benefits thereof.

Example I

The example summarizes the results of an actual installation and operation of the invention at the Phillips Petroleum Company refinery located at Sweeny, Texas. The process had experienced high acid losses with its use of a separation column containing therein conventional sloping or inclined trays. The inclined trays were removed from the separation column and replaced with fixed valve fractionator trays. After a period of operation, the data clearly establishes the enormously improved performance of the separation column and the significant reduction in the loss of HF with the ASO bottoms product.

The following Table I provides actual HF losses for each of six time periods immediately prior to the modification of the separation column and for each of seven time periods subsequent to the modification of the separation column. The data show that the average HF lost in the ASO bottoms product for
the conventional process was 34,676 pounds per time period and was significantly higher than the average HF loss of 18,633 pounds per time period after the installation and operation of the novel process. These figures amounted to an average acid consumption in the associated alkylation process of 0.12 pounds HF per barrel alkylate produced for the conventional process versus 0.06 pounds of HF per barrel alkylate produced for the novel process.

<table>
<thead>
<tr>
<th>Time Period</th>
<th>LBS HF Lost With ASO Product</th>
<th>LBS Per Bbl Alkylate Produced</th>
</tr>
</thead>
<tbody>
<tr>
<td>Old Process</td>
<td></td>
<td></td>
</tr>
<tr>
<td>1</td>
<td>42,420</td>
<td>0.15</td>
</tr>
<tr>
<td>2</td>
<td>50,500</td>
<td>0.16</td>
</tr>
<tr>
<td>3</td>
<td>26,260</td>
<td>0.09</td>
</tr>
<tr>
<td>4</td>
<td>30,300</td>
<td>0.12</td>
</tr>
<tr>
<td>5</td>
<td>26,260</td>
<td>0.08</td>
</tr>
<tr>
<td>6</td>
<td>32,320</td>
<td>0.10</td>
</tr>
<tr>
<td>20 Average</td>
<td>34,676</td>
<td>0.12</td>
</tr>
<tr>
<td>New Process</td>
<td></td>
<td></td>
</tr>
<tr>
<td>1</td>
<td>17,409</td>
<td>0.08</td>
</tr>
<tr>
<td>2</td>
<td>16,796</td>
<td>0.05</td>
</tr>
<tr>
<td>3</td>
<td>26,521</td>
<td>0.07</td>
</tr>
<tr>
<td>25</td>
<td>4</td>
<td>21,520</td>
</tr>
<tr>
<td>5</td>
<td>22,658</td>
<td>0.07</td>
</tr>
<tr>
<td>6</td>
<td>16,705</td>
<td>0.05</td>
</tr>
<tr>
<td>7</td>
<td>8,827</td>
<td>0.04</td>
</tr>
<tr>
<td></td>
<td>18,633</td>
<td>0.06</td>
</tr>
</tbody>
</table>

Example II

This example provides selected values from a calculated material balance used for designing a revamp of an acid rerun column of a Phillips Petroleum Company HF Alkylation Process Unit. The stream numbers
correspond to those of FIG's. 1 and 2. As can be seen from the stream compositions, the HF concentration of stream 37 is 0.5 weight percent as compared with an HF concentration of 10 weight percent for stream 34. This demonstrates that the upper liquid phase in the bottom liquid level of the acid rerun column has a lower HF concentration than that of the bottom liquid phase. Also, the material balance shows that by recycling the bottom phase, HF loss with the ASO product is significantly reduced and minimized.

<table>
<thead>
<tr>
<th>Table II - Selected Stream Compositions</th>
</tr>
</thead>
<tbody>
<tr>
<td>Stream No.</td>
</tr>
<tr>
<td>Components:</td>
</tr>
<tr>
<td>Hydrogen Fluoride</td>
</tr>
<tr>
<td>Ethane</td>
</tr>
<tr>
<td>Propylene</td>
</tr>
<tr>
<td>Propane</td>
</tr>
<tr>
<td>Iso-Butane</td>
</tr>
<tr>
<td>Butylenes</td>
</tr>
<tr>
<td>Amylenes</td>
</tr>
<tr>
<td>N-Butane</td>
</tr>
<tr>
<td>Pentanes Plus</td>
</tr>
<tr>
<td>Heavy Alkylate</td>
</tr>
<tr>
<td>Acid Soluble Oil</td>
</tr>
<tr>
<td>Water</td>
</tr>
<tr>
<td>Total</td>
</tr>
</tbody>
</table>
The claims defining the invention are as follows:

1. A process for regenerating an HF catalyst, containing HF and ASO, used in an olefin and isoparaffin alkylation process which comprises:
   - utilizing separation means for separating ASO from said HF catalyst, said separation means comprising a separator column which defines a separation zone having a top zone, an intermediate zone, and a bottom zone, wherein contained within said bottom zone are a series of vertically spaced, fixed valve fractionation trays, each of said fixed valve fractionation trays including a plate defining a plurality of apertures and wherein fixedly spaced above each of said apertures is a valve having a shape substantially the same as said apertures for directing the flow of gas passing upwardly through said apertures of said plate into the direction substantially parallel to said plate;
   - introducing said HF catalyst into said intermediate zone;
   - introducing, as a reflux, liquid isoparaffin into said top zone;
   - introducing into said bottom zone and below said series of vertically spaced, fixed valve fractionation trays a vaporous isoparaffin stripping fluid;
   - removing from said top zone an overhead stream comprising purified HF;
   - removing from said bottom zone a bottoms stream comprising ASO; and
   - introducing at least a portion of said bottoms stream into said intermediate zone below the point of introduction of said HF catalyst.

2. A process according to claim 1, wherein each of said plurality of apertures defined by said plate represents a cross-sectional area in the range of from about 0.005 square feet to about 0.40 square feet.

3. A process according to claim 1 or 2, wherein the distance of the fixed space above each of said plurality of apertures as measured by the distance from the horizontal plane of said plate and the horizontal plane of said valve is
in the range of from about 0.1 inches to about 0.5 inches.

4. A process according to any one of claims 1-3, wherein the concentration of ASO in said bottoms stream is at least about 50 weight percent based on the total weight of said bottoms stream and the concentration of HF in said bottoms stream is less than about 50 weight percent of the total weight of said bottoms stream.

5. A process for regenerating an HF catalyst, containing HF and ASO, used in an olefin and isoparaffin alkylation process which comprises:

utilizing separation means for separating ASO from said HF catalyst, said separation means comprising a separator column which defines a separation zone having a top zone, an intermediate zone, and a bottom zone, wherein contained within said bottom zone are a series of vertically spaced, fractionation trays;

introducing said HF catalyst into said intermediate zone;

introducing, as a reflux, liquid isoparaffin into said top zone;

introducing into said bottom zone and below said series of vertically spaced, fractionation trays a vaporous isoparaffin stripping fluid;

removing from said top zone an overhead stream comprising purified HF;

providing in said bottom zone and below said series of vertically spaced, fractionation trays at least two liquid phases, including an upper phase, having an HF concentration, and a lower phase, having an HF concentration greater than said HF concentration of said upper phase;

removing said upper phase from said bottom zone;

and

introducing said lower phase into said intermediate zone.

6. A process according to claim 5, wherein said HF concentration of said upper phase is less than about 10 weight percent.

7. A process according to claim 6, wherein said HF
concentration of said upper phase is less than about 5 weight percent.

8. A process according to any one of claims 5-7, wherein said upper phase comprises ASO and HF, and wherein said lower phase comprises water and HF.

9. A process according to any one of claims 5-8, wherein said series of vertically spaced, fractionation trays are of fixed valve type wherein each of said fixed valve fractionation trays include a plate defining a plurality of apertures and wherein fixedly spaced above each of said apertures is a valve having a shape substantially the same as said apertures for directing the flow of gas passing upwardly through said apertures of said plate into the direction substantially parallel to said plate.

10. A process according to any one of the preceding claims, wherein the concentration of ASO in said HF catalyst exceeds about 1.0 weight percent based on the total weight of said HF catalyst and the concentration of ASO in said overhead stream of purified HF is less than 1.0 weight percent of said overhead stream.

11. A process for regenerating an HF catalyst substantially as herein described with reference to any of the Examples.

12. A regenerated catalyst when made by a process according to any one of claims 1-10 and 11.

DATED: 22nd June, 1995
PHILLIPS ORMONDE & FITZPATRICK
Attorneys for: PHILLIPS PETROLEUM COMPANY
Abstract of the Disclosure

An improved process for the regeneration of an ASO-containing HF catalyst by the removal of ASO from said catalyst through the utilization of a separation column.
END