**APPLICATION FOR A STANDARD/PETTY PATENT**

We (c) Bristol-Myers Squibb Company

of (d) 345 Park Avenue, New York, New York, 10154, United States of America,

hereby apply for the grant of a (e) Standard/Petty Patent for an invention entitled (f) **LOCKING MECHANISM FOR A PROSTHETIC IMPLANT**

which is described in the accompanying (g) complete specification.

(Note: The following applies only to Convention applications)

Details of basic application(s)

<table>
<thead>
<tr>
<th>Application No.</th>
<th>Country</th>
<th>Filing Date</th>
</tr>
</thead>
<tbody>
<tr>
<td>137128</td>
<td>United States of America</td>
<td>23 December 1987</td>
</tr>
</tbody>
</table>

Address for Service: PHILLIPS ORMONDE AND FITZPATRICK

Patent and Trade Mark Attorneys

367 Collins Street
Melbourne, Australia 3000

Dated (i) 19 January, 1990.

(k) PHILLIPS ORMONDE & FITZPATRICK

ATTORNEYS FOR:

BRISTOL-MYERS SQUIBB COMPANY

[Signature]

PHILLIPS ORMONDE AND FITZPATRICK

Patent and Trade Mark Attorneys

367 Collins Street
Melbourne, Australia
AUSTRALIA

Patents Act

DECLARATION FOR A PATENT APPLICATION

In support of the (a) convention application made by

(b) BRISTOL-MYERS COMPANY

(thereinafter called "applicant(s)"

for a patent (c)

for an invention entitled (d)

Locking Mechanism for a Prosthetic Implant

I/We (e) Isaac Jarkovsky, 345 Park Avenue, New York, New York

United States of America

do solemnly and sincerely, declare as follows:

1. I am/We are the applicant(s).

(or, in the case of an application by a body corporate)

1. I am/We are authorized to make this declaration on behalf of the applicant(s).

2. I am/We are the actual inventor(s) of the invention.

(or, where the applicant(s) is/are not the actual inventor(s))

2. (f)

Robert Allen Hodorek

620 North Lincoln Street

Warsaw, Indiana 46580

United States of America

Terry Dean Schlotterback

62 Shagbark Drive

Warsaw, Indiana 46580

United States of America

I/j/are the actual inventor(s) of the invention and the facts upon which the applicant(s) is/are entitled to make the application are as follows:

Applicant is the assignee of the actual inventors.

(Note: Paragraphs 3 and 4 apply only to Convention applications)

3. The basic application(s) for patent or similar protection on which the application is based is/are identified by country, filing date, and basic applicant(s) as follows:

(b) United States of America

December 23, 1987

Robert Allen Hodorek

Terry Dean Schlotterback

4. The basic application(s) referred to in paragraph 3 hereof was/were the first application(s) made in a Convention country in respect of the invention the subject of the application.

Declared at (g) New York, New York

Dated (h)

August 23, 1988

(m) Isaac Jarkovsky

To: The Commissioner of Patents

PHILLIPS ORMONDE & FITZPATRICK

Patent and Trade Mark Attorneys

367 Collins Street

Melbourne, Australia

STUART TAYLOR
1. A prosthetic implant having a base support, a bearing insert, and a resilient clip for securing the bearing insert to the base support, wherein the base support includes a first side having a first cavity disposed therein, in which the cavity accepts the resilient clip and holds the clip in place, the clip having a first position in which the clip has a portion which partially protrudes from the first cavity and a second deflected position in which the clip recedes substantially completely into the cavity, and wherein the bearing insert includes a first groove which is aligned with the first cavity such that when the clip is in its first position and the bearing insert is operatively positioned on the base support, the protruding clip portion is engaged in the first groove of the insert, thus, securely locking the insert to the base support and wherein the base support includes a second side oppositely located from the first side, the second side including a separate second cavity disposed therein and wherein the bearing insert includes a lip aligned with the second cavity for locating engagement within the second cavity.

19. A method of securing a bearing insert to a base support comprising the following steps:
a. Inserting a protruding lip extending from one side of the bearing insert into a corresponding cavity in one side of the base support to secure the one side of the bearing insert to the one side of the base support;

b. Lowering an oppositely located side of the bearing insert toward an oppositely located side of the base support;

c. Contacting a bottom chamfered surface of the oppositely located side of the bearing insert with a top chamfered surface of a resilient clip which is disposed and secured in a first position in a clip cavity on the oppositely located side of the base support in which the clip has a portion which partially protrudes from this clip cavity;

d. Deflecting the resilient clip into a second position by pushing the two chamfered surfaces against each other, causing the clip to recede substantially completely into the clip cavity;

e. Enabling the oppositely located side of the bearing insert to be inserted fully onto the base support; and

f. Aligning a clip groove in the bearing insert with the clip cavity enabling the clip to relax back to its first position in which a portion of the clip partially protrudes from the clip cavity, the protruding portion now extending into the clip groove, thus securely locking the insert to the base support.
AUSTRALIA

Patents Act

COMPLETE SPECIFICATION
(ORIGINAL)

Application Number:
Lodged:

Complete Specification Lodged:
Accepted:
Published:

Priority:

Related Art:

APPLICANT'S REF.: ZM-0122 Australia

Name(s) of Applicant(s): BRISTOL-MYERS COMPANY
Bristol-Myers Squibb Company

Address(es) of Applicant(s):
345 Park Avenue,
New York, New York 10154,
United States of America

Actual Inventor(s):
ROBERT ALLEN HODOREK
TERRY DEAN SCHLOTTERBACK

Address for Service is:
PHILLIPS, ORMONDE & FITZPATRICK
Patent and Trade Mark Attorneys
367 Collins Street
Melbourne, Australia, 3000

Complete Specification for the invention entitled:

LOCKING MECHANISM FOR A PROSTHETIC IMPLANT

The following statement is a full description of this invention, including the best method of performing it known to applicant(s):

P 19/11/77
LOCKING MECHANISM FOR A PROSTHETIC IMPLANT

BACKGROUND OF THE INVENTION

The present invention relates to a prosthetic implant device, and more particularly to such implants which include a bearing insert or articulation member attached to a base support or reinforcing member. This invention is particularly suitable for use as a tibial component of a knee implant prosthesis, although is not limited thereto.

Heretofore, numerous ways have been utilized to secure an articulating bearing insert to a base support. One such example is U.S. Patent 4,501,031 to McDaniel et al. which discloses a means of molding the articulating surface onto the base support to permanently secure this surface to the base support. Alternatively, it is noted that bearing inserts may be removably attached to a base support as shown in various ways by the following documents. U.S. Patent 3,958,278 to Lee et al. discloses a tibial component which includes a removable E-shaped portion 25 on the base support which enables insertion or removal of the bearing insert 29. U.S. Patent 4,016,606 to Murray et al. discloses a bearing insert which slides into a base support and is then secured by a locking pin inserted through both the insert and support. U.S. Patent 4,207,627 to Cloutier discloses a replaceable bearing insert which has a lip which interlocks with a recess in the base support. U.S. Patent 4,257,129 to Volz discloses a bearing insert which is slidably received onto a base support and then secured by a removable horizontal clip disposed about a removable vertical pin. U.S. Patent 4,470,158 to Pappas et al. discloses a circular snap-ring (see Figs. 10,3-5 and 7-9) to unite prosthetic components.
Groove 25 in component 11 retains snap-ring 24 when nonmetallic bearing insert 12 is positioned within component 11. The insert 12 can be removed by spreading the ears 23 apart through aperture 22 in component 11. It is noted that the single snap-ring 24 and corresponding grooves substantially fully encircle or surround the components which have circular attachment configurations. European Patent EP 0 032 828 A2 to Lindstrand et al. discloses a bearing portion which is deformable to provide a releasable snap fit connection to the base support.

OBJECTS OF THE INVENTION

A principle object of this invention is to provide a locking mechanism to engage two mating prosthetic components and secure them together in a manner which is simple and convenient.

Another object of the invention is to preferably provide such a locking mechanism which also allows for subsequent separation of the mating components in a simple and convenient manner.

Another object of the invention is to provide a resilient locking clip disposed at one side of the implant extending between the two components to secure the two components together.

A further object of the invention is to provide such a clip which limits its engagement between the two components so that such clip and engagement of the clip does not completely
surround the implant components to provide a compact and robust structure.

A still further object of the invention is to provide a locking mechanism which allows for easy insertion (such as with manual finger pressure) of a bearing insert component into a mating base support component.

Another object of the invention is to provide for easy removal of the bearing insert from the base support via a small opening or notch which allows access to the clip, so that the clip can be moved from a locking engagement position to a recessed position allowing removal of the bearing insert.

SUMMARY OF THE INVENTION

The present invention provides a prosthetic implant for replacement of a portion of natural bone at a point of articulation. The implant includes a base support component and a bearing insert which is to be secured thereto, preferably in a removable manner. The implant includes a first side in which a resilient locking clip is predisposed in a first side of one of the two components with the clip being substantially contained to this first side of the implant. The clip protrudes from the first side of the one component in a first position to extend into the first side of the other of the two components, thus causing an interference interlocking between the two components to securely lock the bearing insert to the base support. The clip has a second position in which it does not extend from the one component in which it is predisposed, but is substantially
SUMMARY OF THE INVENTION

According to one aspect of the present invention there is provided a prosthetic implant having a base support, a bearing insert, and a resilient clip for securing the bearing insert to the base support, wherein the base support includes a first side having a first cavity disposed therein, and in which the cavity accepts the resilient clip and holds the clip in place, the clip having a first position in which the clip has a portion which partially protrudes from the first cavity and a second deflected position in which the clip recedes substantially completely into the cavity, and wherein the bearing insert includes a first groove which is aligned with the first cavity such that when the clip is in its first position and the bearing insert is operatively positioned on the base support, the protruding clip portion is engaged in the first groove of the insert, thus, securely locking the insert to the base support and wherein the base support includes a second side oppositely located from the first side, the second side including a separate second cavity disposed therein and wherein the bearing insert includes a lip aligned with the second cavity for locating engagement within the second cavity.

According to another aspect of the present invention there is provided a prosthetic implant for replacement of a portion of natural bone at a point of articulation, the implant comprising a first component of a base support and a second component of a removable bearing insert which may be positioned on the base support and a resilient locking clip, the implant includes a first side in which the clip is predisposed within a first side of one of these two components and wherein the clip protrudes from the first side of the one component in a first position to extend into the other of the two components, thus causing an interference between the two components to securely lock the bearing insert to the base support, the clip has a second position in which it does not extend from the component in which it is predisposed, thus enabling the bearing insert to be inserted onto and potentially removed from the base.
support, and wherein the implant further includes an oppositely located second side, the second side including a lip protruding from one of the two components and a corresponding cavity aligned with the lip in the other of the two components, the lip extending into the cavity for locating engagement therebetween.

The clip preferably has a length which extends around a portion of the periphery of the bearing insert when operatively engaged therewith. This portion is less than half of the overall periphery of the bearing insert.

According to a further aspect of the present invention there is provided a method of securing a bearing insert to a base support comprising the following steps:

a. Inserting a protruding lip extending from one side of the bearing insert into a corresponding cavity in one side of the base support to secure the one side of the bearing insert to the one side of the base support;

b. Lowering an oppositely located side of the bearing insert toward an oppositely located side of the base support;

c. Contacting a bottom chamfered surface of the oppositely located side of the bearing insert with a top chamfered surface of a resilient clip which is disposed and secured in a first position in a clip cavity on the oppositely located side of the base support in which the clip has a portion which partially protrudes from this clip cavity;

d. Deflecting the resilient clip into a second position by pushing the two chamfered surfaces against each other, causing the clip to recede substantially completely into the clip cavity;

e. Enabling the oppositely located side of the bearing insert to be inserted fully onto the base support; and

f. Aligning a clip groove in the bearing insert with the clip cavity enabling the clip to relax back to its first position in which a portion of the clip partially protrudes from the clip cavity, the protruding portion now extending into the clip groove, thus securely locking the insert to the base support.
According to a further aspect of the present invention there is provided a method of securing a bearing insert component to a base support component comprising the following steps:

a. Inserting a protruding lip extending from one side of one of the two components into a corresponding cavity in one side of the other component to secure the one side of the one component to the one side of the other component;

b. Lowering an oppositely located side of the bearing insert toward an oppositely located side of the base support;

c._deflecting a resilient clip from a first position in which the clip is disposed and secured in a clip cavity on the oppositely located side of one of the two components and in which the clip has a portion which partially protrudes from this clip cavity and into a second position in which the clip recedes substantially completely into the clip cavity;

d. Enabling the oppositely located side of the bearing insert to be inserted fully onto the base support; and

e. Aligning a clip groove in the oppositely located side of the other of the two components with the clip cavity enabling the clip to relax back to its first position in which a portion of the clip partially protrudes from the clip cavity, the protruding portion now extending into the clip groove, thus securely locking the insert to the base support.

The bearing insert may subsequently be removed if desired by applying pressure to the clip to cause it to recede into its
second position, enabling the first side of the bearing insert to be removed from the base support. The protruding lip on the second side of the implant is then removed from the corresponding cavity, thus separating the insert completely from the base support.

The removable feature of the insert enables the insert to be replaced, if necessary, or enables a choice of bearing inserts to be available for use on the base support having various heights or thicknesses of inserts or providing inserts having a top articulating surface with varying contours. This modularity approach of being able to select from varying inserts to secure the desired insert to a corresponding base support chosen from a possible variety of sizes/styles of base supports designed to mate therewith helps reduce inventory stocking needs. This locking mechanism also enables the implant to be designed to accommodate varying geometries and component cross-sections as desired.

BRIEF DESCRIPTION OF THE DRAWINGS

These features and objects of the invention, as well as others, will become apparent to those skilled in the art by referring to the accompanying drawings:

Fig. 1 is an exploded perspective view of a tibial component for a knee prosthesis in accordance with the present invention;
Fig. 2 is an assembled perspective view of the tibial component of Fig. 1;

Fig. 3 is a side view of the tibial component of Fig. 1 with the bearing insert partially assembled to the base support;

Fig. 4 is a top view of the tibial component of Fig. 1;

Fig. 5 is an enlarged top view of the base support of the tibial component of Fig. 1;

Fig. 6 is a bottom view of the base support of the tibial component of Fig. 1;

Fig. 7 is a side view of the bearing insert of the tibial component of Fig. 1;

Fig. 7a is a partial bottom view of the bearing insert of the tibial component of Fig. 1;

Fig. 7b is an enlarged partial perspective view of one end of the bearing insert of Fig. 1;

Fig. 7c is an enlarged partial side view of one end of the bearing insert Fig. 1;

Fig. 8 is a top view of the bearing insert of the tibial component of Fig. 1;
Fig. 9 is an enlarged top view of the resilient clip of the tibial component of Fig. 1;

Fig. 10 is a cross-sectional view of the tibial component taken along lines 10-10 of Fig. 4;

Fig. 10a is a cross-sectional view of the tibial component taken along lines 10-10 of Fig. 4 with a removal tool shown pressing the clip toward its recessed second position.

Figs. 11-13 are each enlarged partial cross-sectional views of the tibial component taken along lines 11-11 of Fig. 4, with Fig. 11 showing the initial insertion of the bearing insert with the clip still in its first protruding position, Fig. 12 showing the partially inserted bearing insert pressing the clip into its second recessed position, and Fig. 13 showing the fully inserted/seated bearing insert with the clip returned to its first protruding position providing interlocking between both the bearing insert and the base support.

DETAILED DESCRIPTION OF THE INVENTION

Figs. 1-13 illustrate a particularly advantageous embodiment of a prosthetic implant including a locking mechanism in accordance with the present invention. The invention will be described with reference to a tibial prosthesis, and is particularly suitable as such. However, it is understood that the principles of the invention are suitable for other implants which include two mating interconnecting components such as a base support and a corresponding bearing member.
The prosthetic implant 1 of Figs. 1 and 2 includes a base support 60, a bearing insert 20 and a resilient clip 40 for securing the bearing insert 20 to the base support 60. The implant 1 includes a first side 8 and a second side 9. The first and second sides 8 and 9 are oppositely located from each other. The base support 60 includes a first side 78 corresponding to the first side 8 of the implant 1. The base support's first side includes a first cavity 64 disposed therein which is substantially contained to the first side 78. The first cavity 64 is appropriately contoured to accept a resilient clip 40 and hold the clip 40 in place in a first position 43 (see Figs. 11 and 13) in which the clip has a portion which partially protrudes from the first cavity 64 and a second deflected position 44 (see Fig. 12) in which the clip 40 recedes substantially completely into the cavity. The bearing insert 20 includes a first groove 33 in its first side 30 which is aligned with the first cavity 64 such that when the clip 40 is in its first position 43 and the bearing insert is operatively positioned on the base support 60, the protruding clip portion is engaged in the first groove 33 of the insert 20, thus, securely locking the insert to the base support. See Fig. 13. The groove 33 is above lip 31.

It is noted that the invention is being described with reference to a particularly advantageous embodiment in which the clip is predisposed in the base support 60 and recedes into the base support 60 to allow for insertion and removal of the bearing insert 20. However, it is understood that the principles of the invention are suitable for the clip 40 to be predisposed in the bearing insert 20 to protrude therefrom into
the base support 60 and wherein the clip 40 would recede into
the insert 20 to allow for insertion and removal of the insert
20. This alternate design is not shown in the Figs.; however,
it is noted that the features of the invention are readily
adapted to such an alternate embodiment.

The base support 60 includes a second side 79 which
 corresponds to the second side of the implant 9. The second
side 79 is oppositely located from the first side 78. The
second side 79 of the support 60 includes a separate second
cavity 65 disposed therein. The second side 39 of the bearing
insert 20 includes a lip 32 aligned with the second cavity 65
for locating engagement within the second cavity 65. See
Figs. 10 and 10a.

The base support 60 may include a substantially flat
platform 61 with a raised rim 62 about the periphery of the
platform 61 creating a receptacle area therewithin. The first
cavity 64 is disposed in a first side of the rim 62 on the
support's first side 78. The bearing insert 20 includes a
 corresponding substantially flat bottom surface 35 for seating
on the platform 61 of the base support 60 within the receptacle
area.

The bottom surface 35 of the bearing insert 20 has a shape
which substantially corresponds to the receptacle area of the
base support 60.
The second cavity 65 is disposed in a second side of the rim 62 on the support's second side 79 oppositely located from the first cavity 64 and first side of the rim 62.

The clip 40 has a chamfered upper surface 42 and the bearing insert 20 has a corresponding chamfered bottom surface 22 to enable the clip 40 to slide from its first position 43 to its second position 44 upon sliding contact between the two chamfered surfaces 42 and 22 upon application of pressure to effect such sliding, thus enabling insertion of the bearing insert. See Figs. 11-12. Upon full insertion of the bearing, insert 20 the resilient clip 40 returns to its first position 43 to lock the bearing insert 20 to the base support 60. See Fig. 13.

Although the clip 40 could suitably be a straight, resilient member (such a straight embodiment is not shown), it is noted that the resilient clip 40 as shown in the Figs. is preferably arcuate in shape. See Fig. 9. The arcuate clip 40 has a first end 48 and a second end 49 interconnected by a middle portion 47. The arcuate clip 40 has an overall width "w" which is larger at the middle portion 47 and which becomes progressively thinner toward the first and second ends 48 and 49. In addition, the chamfer 42 on the clip 40 has a width "cw" which is larger at the middle portion 47 of the clip 40 and which width "cw" of the clip's chamfer 42 tapers to substantially zero toward the first and second ends 48 and 49 of the clip 40.

The chamfer 22 on the bearing insert 20 has first and second ends 18 and 19 interconnected by a middle portion 17.
The chamfer 22 on the insert 20 has a width "bw" which is larger at the middle portion 17 of the bearing insert's chamfer 22 and which width "bw" tapers to substantially zero toward the first and second ends 18 and 19 of the chamfer 22 of the bearing insert 20.

The clip 40 has an overall thickness "t" which is substantially constant throughout the nonchamfered portion of the clip 40.

The above described clip 40 geometry optimizes the strength of the clip 40 for the deflection it is designed to withstand. The tapering of the mating chamfers 42 on the clip and 22 on the insert is significant in that it forces the sliding action between the insert 20 and the clip 40 to occur toward the ends of the clip 40 where the spring is best supported in the first cavity 64 of the base support 60. The sliding action then migrates toward the center as the process of deflecting the clip from its first position 43 to its second position 44. The thicker middle and thinner sides of the chamfers allows the resilient clip 40 to flex, without permanent deformation.

The clip 40 and base support's clip cavity 64 and bearing insert's clip groove 33 are contained to the first side 1 of the implant, and thus do not extend around the whole periphery of the implant 1. The arcuate resilient clip 40 may be a curved circular segment, the segment being less than a semi-circular segment. Preferably, the length of the arcuate segment may be less than one-third of a circular path and potentially less than
The following statement is a full description of this invention, including the best method of performing it known to applicant(s):

In general, the clip 40 has a length which extends around a portion of the periphery of the bearing insert 20 when operatively engaged therewith, the portion being less than half of the overall periphery of the bearing insert 20. This allows for more flexibility in design considerations and sizes by providing a compact and robust locking mechanism. Since the clip cavity 64 and clip groove 33 do not extend substantially around the overall periphery of the implant, less material needs to be taken out for the clip cavity 64 and groove cavity 33. With the resilient clip 40 contained to one side 8 of the implant 1, this allows for great flexibility in implant design considerations. The combination of the lip 32 engaged in the second cavity 65 at the second side 9 of the implant with the resilient clip arrangement 40 at the oppositely located first side 8 provides a secure, yet simple locking mechanism. This arrangement is particularly suitable for a non-circular bearing insert 20 such as is shown in Fig. 8, although it could also be utilized with a circular insert (not shown).

In addition, the bearing insert 20, although not circular, may include a first half 28 and a second half 29 on either side 43 of center line "CL" (see Fig. 8), so that the first half 28 is a mirror image of the second half 29. The particular tibial component shown is for a unicompartmental knee replacement in which the two bone condyles of the tibia of a knee are replaced by separate components instead of by one biarticulating tibial component, as is well known in the art. The mirror image of the
first half 28 and second half 29 enables the bearing insert 20 shown to be usable on a base support for both the lateral and medial condyles of a tibia. For example, the base support 60 shown in Fig. 5 would be appropriate for a lateral right knee or medial left knee tibial condyle replacement. The mirror image of base support 60 (not shown) would be appropriate for a medial right knee or lateral left knee tibial condyle replacement. The bearing insert 20 shown in Fig. 8 could be utilized in either base support. It is noted that the features of this invention could also be adapted to a duocondylar tibial component (not shown), as well as to other suitable prosthetic implants which have bearing inserts to be secured to a mating base support.

The bearing insert 20 includes a first notch 27 on the first side 38 of the insert 20 which accesses the first groove 33 and enables a removal tool 10 having a thin distal tip 12 to be inserted into the notch 27 and groove 33 between the clip 40 and the bearing insert 20. Application of pressure of the tool 10 on the clip 40 toward the first cavity 64 causes the clip 40 to be translated from its first position 43 to its second position 44 to enable removal of the bearing insert 20 from the base support 60. See Fig. 10a. Upon removal of the first end 38 of the insert 20 from the base support 60, the clip 40 relaxes and returns back to its original first position. As shown in Fig. 7b, the notch 27 may include a larger upper notch portion 27u and a smaller lower notch portion 27L in the lip 31.

A second notch 27 is located on the second side 39 of the bearing insert 20 which accesses a second groove 34 in keeping with the mirror-image of the first and second halves 28 and 29.
so that the bearing insert 20 can be used on the mirror image base support (not shown).

It is noted that the first side 78 of the base support 60 is thicker than the second side 79 to provide more room for the first cavity 64 in which the clip 40 is retained. The rim 62 increases in height at rim ramps 66 and 64 as shown in Fig. 5.

The first cavity 64 at the first side 78 of the base support retains the resilient clip therein. The first cavity 64 includes first and second ends 68 and 69. When the clip 40 is in its first position 43, the clip ends 48 and 49 are supported thereagainst. The first cavity 64 is deep enough as shown in Figs. 11-13 to allow the clip 40 to substantially completely recede into the cavity 64. When the clip is in its relaxed first position, the first cavity 64 supports the clip 40 so that approximately a width of about 1mm extends from cavity 64 into groove 33. (The overall width "w" of such clip may be approximately 2mm at the middle portion 47.) The first side 78 of the base support includes a plurality of notches 77 which allow some access to the first cavity 64 and which may be utilized to help release the clip 40 from cavity 64 should this be necessary.

The prosthetic implant 1 may utilize any suitable fixation means for securing the base support to the bone. Fig. 6 shows a suitable fixation means on the bottom surface 63 of the base support 60 which includes a protruding flange and two protruding pegs 74. It is understood that any suitable fixation means may be utilized.
Although any suitable implantable materials may be utilized, the base support 60 may advantageously be made from metal such as titanium, the bearing insert 20 from plastic such as ultra high molecular weight polyethylene and the clip 40 from a plastic such as PEEK (polyaryletherketone) or such as Delrin plastic. The material for the clip 40 should be able to withstand deflection without permanent deformation, thus enabling the resilient clip to perform like a spring. Certain metals may also be suitable for such a spring/clip. The spring/clip 40 is preferably retained in the base support 60 in first cavity 64 in its first position 43 in a relaxed position. It is deflected during insertion and then returns to its first relaxed position. This feature virtually eliminates problems of material creep.

The following will describe the method of securing the bearing insert 20 to the base support 60. First, the lip 32 on the second side 39 of the insert 20 is inserted into corresponding second cavity 65 on the second side 9 of the implant 1. The oppositely located first side 38 of the insert 20 is lowered toward the base support 60 as shown in Fig. 3. The bottom chamfered surface 22 of the insert contacts the clip chamfer 42. See Fig. 11. Application of finger pressure is applied to cause the clip to deflect from its first position 43 to its second position 44 in which the clip 40 is substantially receded into the first clip cavity 64. See Fig. 12. The base insert 20 is then fully seated onto the base support 60 so that the first clip groove 33 is aligned with the first clip cavity 64, enabling the clip 40 to relax back to its first position 43 in which a portion of the clip 40 partially protrudes from the clip cavity 64. The clip 40 now extends between both the cavity
64 and the groove 33, thus securely locking the insert to the base support 60. See Figs. 10 and 13.

In order to remove the insert, should this be desirable, the thin tip 12 of removal tool 10 is inserted into notch 27 between the insert 20 and clip 40. Pressure is applied to clip 40 to cause it to recede into its second position 44. See Fig. 10a. The first side 38 of the insert 20 can then be lifted off or removed from the support 60. Then the lip 32 is removed from the second cavity 65 on the base support 60, thus easily separating the insert 20 completely from support 60.

The locking mechanism for a prosthetic implant as described herein provides for a simple, but effective means for securing a bearing insert to a base support, and preferably provides a simple means for subsequent removal of the insert. While this invention has been described and exemplified in terms of a particularly advantageous embodiment, those skilled in the art can appreciate that modifications can be made without departing from the spirit and scope of this invention.
The claims defining the invention are as follows:

1. A prosthetic implant having a base support, a bearing insert, and a resilient clip for securing the bearing insert to the base support, wherein the base support includes a first side having a first cavity disposed therein, and in which the cavity accepts the resilient clip and holds the clip in place, the clip having a first position in which the clip has a portion which partially protrudes from the first cavity and a second deflected position in which the clip recedes substantially completely into the cavity, and wherein the bearing insert includes a first groove which is aligned with the first cavity such that when the clip is in its first position and the bearing insert is operatively positioned on the base support, the protruding clip portion is engaged in the first groove of the insert, thus, securely locking the insert to the base support and wherein the base support includes a second side oppositely located from the first side, the second side including a separate second cavity disposed therein and wherein the bearing insert includes a lip aligned with the second cavity for locating engagement within the second cavity.

2. The prosthetic implant of Claim 1 wherein the base support includes a substantially flat platform with a raised rim about the periphery of the platform creating a receptacle area therewithin and wherein the first cavity is disposed in a first side of the rim, and wherein the bearing insert includes a corresponding substantially flat bottom surface for seating on the platform of the base support within the receptacle area.

3. The prosthetic implant of Claim 2 wherein the bottom surface of the bearing insert has a shape, substantially corresponding to the receptacle area of the base support.

4. The prosthetic implant of any one of Claims 1 to 3 wherein the prosthetic implant is a tibial component for a knee prosthesis.

5. The prosthetic implant of any one of Claims 1 to 4 wherein the bearing insert includes a first notch which accesses the first groove and enables a removal tool to be inserted into the notch and groove between the clip and the
bearing insert so that the clip can be translated from its first position to its second position by the tool to enable removal of the bearing insert from the base support.

6. The prosthetic implant of any one of Claims 1 to 5 wherein the clip has a chamfered upper surface and the bearing insert has a corresponding chamfered bottom surface to enable the clip to slide from its first position to its second position upon sliding contact between the two chamfered surfaces to enable insertion of the bearing insert, and whereby upon full insertion of the bearing insert, the resilient clip returns to its first position to lock the bearing insert to the base support.

7. The prosthetic implant of Claim 6 wherein the resilient clip is arcuate in shape.

8. The prosthetic implant of Claim 7 wherein the arcuate resilient clip has a first end and a second end interconnected by a middle portion and wherein the clip has an overall width which is larger at the middle portion and which becomes progressively narrower toward the first and second ends.

9. The prosthetic implant of Claim 7 or Claim 8 wherein the resilient clip has a first end and a second end interconnected by a middle portion, and wherein the chamfer has a width which is larger at the middle portion and which tapers to substantially zero toward the first and second ends.

10. The prosthetic implant of Claim 9 wherein the chamfer on the bearing insert has a first and second end interconnected by a middle portion, such that the middle portion of the chamfer on the bearing insert has a width that is larger at the middle portion and which tapers to substantially zero toward the first and second ends.

11. The prosthetic implant of Claim 7 wherein the clip has an overall thickness which is substantially constant throughout the nonchamfered portion of the clip.

12. The prosthetic implant of any one of Claims 1 to 6 wherein the bearing insert has a center line with a first half on one side of the center line and a second half on the other side, the first half being a mirror image of the
second half.

13. The prosthetic implant of any one of Claims 7 to 11 wherein the arcuate resilient clip is a curved circular segment, the segment being less than a semi-circular segment.

14. The prosthetic implant of Claim 13 wherein the arcuate resilient clip is a curved circular segment in which the segment is less than one-third of a circular path in length.

15. The prosthetic implant of any one of Claims 1 to 14 wherein clip has a length which extends around a portion of the periphery of the bearing insert when operatively engaged therewith, but the portion being less than half of the overall periphery of the bearing insert.

16. The prosthetic implant of Claim 12 wherein the bearing insert has a non-circular shape.

17. A prosthetic implant for replacement of a portion of natural bone at a point of articulation, the implant comprising a first component of a base support and a second component of a removable bearing insert which may be positioned on the base support and a resilient locking clip, the implant includes a first side in which the clip is predisposed within a first side of one of these two components and wherein the clip protrudes from the first side of the one component in a first position to extend into the other of the two components, thus causing an interference between the two components to securely lock the bearing insert to the base support, the clip has a second position in which it does not extend from the component in which it is predisposed, thus enabling the bearing insert to be inserted onto and potentially removed from the base support, and wherein the implant further includes an oppositely located second side, the second side including a lip protruding from one of the two components and a corresponding cavity aligned with the lip in the other of the two components, the lip extending into the cavity for locating engagement therebetween.

18. The prosthetic implant of Claim 17 wherein the clip has a length which extends around a portion of the periphery of the bearing insert when operatively engaged therewith, but the portion being less than half of the overall

JC
periphery of the bearing insert.

19. A method of securing a bearing insert to a base support comprising the following steps:
   a. Inserting a protruding lip extending from one side of the bearing insert into a corresponding cavity in one side of the base support to secure the one side of the bearing insert to the one side of the base support;
   b. Lowering an oppositely located side of the bearing insert toward an oppositely located side of the base support;
   c. Contacting a bottom chamfered surface of the oppositely located side of the bearing insert with a top chamfered surface of a resilient clip which is disposed and secured in a first position in a clip cavity on the oppositely located side of the base support in which the clip has a portion which partially protrudes from this clip cavity;
   d. Reflecting the resilient clip into a second position by pushing the two chamfered surfaces against each other, causing the clip to recede substantially completely into the clip cavity;
   e. Enabling the oppositely located side of the bearing insert to be inserted fully onto the base support; and
   f. Aligning a clip groove in the bearing insert with the clip cavity enabling the clip to relax back to its first position in which a portion of the clip partially protrudes from the clip cavity, the protruding portion now extending into the clip groove, thus securely locking the insert to the base support.

20. The method of Claim 19 further including the following steps to enable subsequent removal of the bearing insert:
   a. Inserting a removal tool into a notch in the oppositely located side of the bearing insert between the insert and the clip;
   b. Applying pressure to the clip to cause it to recede into its second position;
   c. Removing the oppositely located side of the insert from the base support; and
   d. Removing the protruding lip of the one side of the
insert from the base support, thus separating the bearing insert completely from the base support.

21. A method of securing a bearing insert component to a base support component comprising the following steps:
   a. Inserting a protruding lip extending from one side of one of the two components into a corresponding cavity in one side of the other component to secure the one side of the one component to the one side of the other component;
   b. Lowering an oppositely located side of the bearing insert toward an oppositely located side of the base support;
   c. Deflecting a resilient clip from a first position in which the clip is disposed and secured in a clip cavity on the oppositely located side of one of the two components and in which the clip has a portion which partially protrudes from this clip cavity and into a second position in which the clip recedes substantially completely into the clip cavity;
   d. Enabling the oppositely located side of the bearing insert to be inserted fully onto the base support; and
   e. Aligning a clip groove in the oppositely located side of the other of the two components with the clip cavity enabling the clip to relax back to its first position in which a portion of the clip partially protrudes from the clip cavity, the protruding portion now extending into the clip groove, thus securely locking the insert to the base support.

22. The method of Claim 21 further including the following steps to enable subsequent removal of the bearing insert:
   a. Applying pressure to the clip by means of an external tool contacting an interior surface of the clip through an access port to cause the clip to recede into its second position;
   b. Removing the oppositely located side of the insert from the base support; and
   c. Removing the protruding lip from the corresponding cavity, thus separating the bearing insert completely from the base support.

23. A prosthetic implant substantially as hereinbefore
described with reference to the drawings.

24. A method of securing a bearing insert to a base support substantially as hereinbefore described with reference to the drawings.

DATED: 24 July 1991
PHILLIPS ORMONDE & FITZPATRICK
Attorneys For:
BRISTOL-MYERS SQUIBB COMPANY

[Signature]

(0431h)