CONVENTION OR NON-CONVENTION APPLICATION
PATENT OR PATENT OF ADDITION

I/We (a) GIRLING LIMITED

of (b) Kings Road, Tyseley, Birmingham, 11, England.

hereby apply for the grant of a (c) patent/patent of addition for an invention entitled (d) IMPROVEMENTS IN FLUID-PRESSURE OPERATED ANTI-SKID BRAKING SYSTEMS FOR VEHICLES

which is described in the accompanying provisional/complete specification.

I/We request that the patent may be granted as a patent of addition to

(c) the patent applied for on application No. patent No. in the name of

I/We request that the term of the patent of addition be the same as that of the patent for the main invention or so much of the term of the patent for the main invention as is unexpired.

This application is a Convention application and is based on the following application or applications for a patent or patents or similar protection made in the following country or countries on the following date or dates:

No. (g) 28885/77 in (h) Great Britain on (i) July 9 1977.

No. (g) in (h) on (i) 19.

No. (g) in (h) on (i) 19.

My/Our address for service is care of CLEMENT HACK & CO., Patent Attorneys, 140 William Street, Melbourne, Victoria, 3000, Australia.

(j) Dated this 27TH day of JUNE 1978

(k) GIRLING LIMITED

CLEMENT HACK & CO.
DEARATION IN SUPPORT OF A CONVENTION OR NON-CONVENTION APPLICATION FOR A PATENT OR PATENT OF ADDITION

In support of the application No. (a) .................................................. made by (b) ....GIRLING LIMITED .............................................

for a patent / improvement on an invention entitled (c) ...........................................

I, (d) ........................... MICHAEL ALBERT CAREY ..................................................

of (e) .......................... 28 North Drive, Sutton Coldfield, West Midlands, .....

Do solemnly and sincerely declare as follows:-

1. (g) I am authorized by the abovementioned applicant for the patent .......................... to make this declaration on its behalf.

2. The basic application(s) as defined by Section 141 of the Act was/were made in the following country or countries on the following date(s) by the following applicant(s) namely:

   in (i) Great Britain on (j) 9th July, 1977 ..........................

   (h) by (k) ....GIRLING LIMITED .............................................

   in (i) ...................................... on (j) ..........................

   by (k) ...................................... ..........................

   in (i) ...................................... on (j) ..........................

   by (k) ...................................... ..........................

3. (l) ..........................................................................................

3. (m)..................................................


   are the actual inventor(s) of the invention and the facts upon which the applicant(s) is/are entitled to make the application are as follows:-

   (o) The said Girling Limited is the assignee of the said inventors .............................................

4. (p) The basic application(s) referred to in paragraph 2 of this Declaration was/were the first application(s) made in a Convention country in respect of the invention the subject of the application.

Declared at Birmingham, this 20th day of June 1978

England Girling Limited
This invention relates to improvements in fluid-pressure operated anti-skid braking systems for vehicles of the kind in which operating fluid from a supply for actuating a wheel brake is supplied to the brake through fluid-flow control valve means interposed in the line between the supply and the brake, and deceleration responsive means responsive to a skid signal are incorporated for operating the valve means to relieve the brake pressure of the fluid supplied to the brake at a skid point when the deceleration of the wheel is excessive and exceeds a predetermined value, a memory chamber being incorporated for storing a memory pressure dependant upon the brake pressure occurring at the skid point to provide a datum or changeover point between first and second successive stages of brake re-application, the first stage comprising the re-application of the operating fluid from the supply until a pressure less than the pressure at the skid point is attained at the changeover point, and the second stage comprising the continued re-application of the supply of operating fluid but at a reduced rate of pressure increase.
1. An anti-skid braking system of the kind set forth comprising a relay valve operable in response to a control pressure in an application chamber, a supply passage through which the control pressure is supplied to the application chamber from operator-controlled means, a latch valve disposed in the supply passage, a connection between the supply passage and the memory chamber downstream of the latch valve, a one-way valve permitting flow through the connection only into the memory chamber, the latch valve being movable between an open position in which the control pressure can be supplied to the application chamber and to the memory chamber through the supply passage and a closed position, and a restricted passage through which the control pressure can be supplied to the application chamber and to the memory chamber at least when the latch valve is closed, in which the deceleration responsive means includes a valve member movable between a first position in which the application chamber is isolated from an exhaust port and the supply passage is in communication with both the application chamber and the memory chamber and a second position at the skid point in which the supply passage is isolated from the application chamber and the memory chamber, and the application chamber and the supply passage at least on the downstream side of the valve member are exhausted to the exhaust port so that braking is relieved, skid correction returning the valve member to the first position with the latch valve closing so that brake re-application can occur rapidly
during the first stage with the control pressure supplied to the application chamber through the restricted passage until the changeover point is reached at which the pressure in the application chamber equals the pressure in the memory chamber, whereafter re-application in the second stage continues at a reduced rate since the control pressure supplied through the restricted passage has also to increase the pressure of the memory chamber.
GIRLING LIMITED

Kings Road
Tyseley

Ivan MORTIMER
Charles Thomas LAYTON

"IMPROVEMENTS IN FLUID-PRESSURE OPERATED ANTI-SKID BRAKING SYSTEMS FOR VEHICLES"
IMPROVEMENTS IN FLUID-PRESSURE OPERATED
ANTI-SKID BRAKING SYSTEMS FOR VEHICLES

This invention relates to improvements in fluid-pressure operated anti-skid braking systems for vehicles of the kind in which operating fluid from a supply for actuating a wheel brake is supplied to the brake through fluid-flow control valve means interposed in the line between the supply and the brake, and deceleration responsive means responsive to a skid signal are incorporated for operating the valve means to relieve the brake pressure of the fluid supplied to the brake at a skid point when the deceleration of the wheel is excessive and exceeds a predetermined value, a memory chamber being incorporated for storing a memory pressure dependant upon the brake pressure occurring at the skid point to provide a datum or changeover point between first and second successive stages of brake operation, the first stage comprising the re-application of the operating fluid from the supply until a pressure less than the pressure at the skid point is attained at the changeover point, and the second stage comprising the continued re-application of the supply of operating fluid but at a reduced rate of pressure increase.

An anti-skid braking system of the kind set forth is disclosed in our Patent Application No. 52265/76. In that Patent Application the control valve means comprises a relay valve operable in response to a control pressure in an application chamber and, until the skid point is reached, the control pressure comprises the operator-controlled pressure which is supplied through an open latch valve to both the application chamber and the memory and, at the skid point, the latch valve closes and remains shut during brake re-application in a common cycle so that the application chamber can be exposed only to the
pressure of the memory, or to the pressure of the memory suitably augmented by the original operator-controlled pressure, but supplied at a reduced rate as determined by a restrictor.

According to our invention an anti-skid braking system of the kind set forth comprises a relay valve operable in response to a control pressure in an application chamber, a supply passage through which the control pressure is supplied to the application chamber from operator-controlled means, a latch valve disposed in the supply passage, a connection between the supply passage and the memory chamber downstream of the latch valve, a one-way valve permitting flow through the connection only into the memory chamber, the latch valve being movable between an open position in which the control pressure can be supplied to the application chamber and to the memory chamber through the supply passage and a closed position, and a restricted passage through which the control pressure can be supplied to the application chamber and to the memory chamber at least when the latch valve is closed, in which the deceleration responsive means includes a valve member movable between a first position in which the application chamber is isolated from an exhaust port and the supply passage is in communication with both the application chamber and the memory chamber, and a second position at the skid point in which the supply passage is isolated from the application chamber and the application chamber is exhausted to the exhaust port so that braking is relieved, skid correction returning the valve member to the first position with the latch valve closing so that brake re-application can occur rapidly during the first stage with the control pressure supplied to the application chamber through the restricted passage until the changeover point is reached at which the pressure in the application chamber equals the pressure in the memory chamber, whereafter re-application in the second stage continues at a reduced rate since the control pressure supplied
through the restricted passage has also to increase the pressure of the memory chamber.

Arranging for the application chamber to be relatively small provides a rapid brake re-application in the first stage following correction of a skid in a single brake applying cycle, and the rate of continued re-application in the second stage will depend upon the volume of the memory or, more precisely, upon the effective increase in the total volume which the operator-controlled pressure has to increase.

Preferably the one-way valve is disposed between the application chamber and the memory chamber.

A restricted orifice may be provided between the memory chamber and the exhaust port through which the pressure in the memory chamber can decay, when the valve member is in the second position. This ensures that the changeover point is reached when the pressure in the application chamber equals the reduced pressure then present in the memory chamber.

The restricted passage may comprise a separate passage by-passing the latch valve so that, when the valve member returns to the first position following skid correction, the latch valve closes due to reduction in the pressure on one side of its valve member, which pressure is supplied to the application chamber with the pressure through the restricted passage.

Preferably, however, the latch valve itself is connected into the supply passage and the restricted passage comprises a gap incorporated in its valve member to permit a restricted
flow through the latch valve when the latch valve has closed following a skid.

Some embodiments of our invention are illustrated in the accompanying drawings in which:

- **Figure 1** is a transverse section through a skid control unit in a pneumatically-operable braking system;
- **Figure 2** is a transverse section through a skid control unit similar to Figure 1, but showing a modification;
- **Figure 3** is a plan view of a further skid control unit;
- **Figure 4** is a transverse section on the line 4-4 of Figure 1;
- **Figure 5** is a side view of the unit; and
- **Figure 6** is a section on the line 6-6 of Figure 5.

In the anti-skid braking system illustrated in Figure 1 of the drawings a skid control unit 1 is adapted to regulate the supply of pneumatic fluid from a source 2 to an actuator 3 of a brake 4 in accordance with the deceleration of the wheel braked by the brake 4.

As illustrated the unit 1 comprises a housing 5 having a first inlet supply passage 6 connected to a pedal-operated treadle air valve 7 for controlling a branch supply from the source 2, a memory chamber 8, and a latch valve 9 which controls communication between spaced ports 10 and 11 in the passage 6. The latch valve 9 comprises a valve member 12 for engagement with a seating 13 surrounding the port, and carried by a flexible diaphragm 14. The valve member 12 is provided with a bleed orifice 15 providing a restricted flow into a chamber 16 above the diaphragm 14 and extending transversely, even when the latch valve 9 is shut, to cut-off flow through the supply passage 6 except through a restricted passage defined by a gap 17 in the valve member 12. The chamber 16 also communicates with the supply passage at a position downstream of the port 10, through a one-way valve 47.
A solenoid-operated valve 18 responsive to an electrical signal from means responsive to deceleration of a braked wheel incorporates a valve member 19 engageable alternatively with first and second spaced seatings 20 and 21. The first seating 20 is disposed between the supply passage 6 and an application chamber 23, and the second is disposed between the application chamber 23 and an exhaust port 24. The volume of the application chamber 23 is small in comparison with that of the memory chamber 8.

When the solenoid is de-energised, during normal braking, the valve member 19 engages with the seating 21 so that the supply passage 6 is in communication with the re-application chamber 23. A light spring 55 acts on the valve member 12 to hold the latch valve 9 open. Thus operator-controlled pressure will be supplied to the application chamber 23 through the latch valve 9 and the supply passage 6, and the latch valve 9 will remain open since equal pressures are applied to opposite sides of the diaphragm 14.

A one-way valve 25 permits flow only in one direction from the application chamber 23 into the memory chamber 8 so that the memory chamber 8 is normally maintained at the same pressure as the application chamber 23, and an orifice 26 permits flow between the two chambers 23 and 8 in both directions.

The housing 1 also accommodates fluid-flow control means comprising a relay valve 30 for controlling communication between an inlet supply passage 31, which is connected to the source 2, and an outlet supply passage 32 which is connected to the actuator 3 of the brake 4.
The relay valve 30 comprises a bore 33 of stepped outline and a piston 34 defining the lower end of the application chamber 23 works in the inner portion 35 of the bore 33 which is of greater diameter. A valve head 36 on the face of the piston 34 which is opposite the chamber 23 is engageable with the inner end of a sleeve 37 and the sleeve 37 is guided in an inwardly projecting axial skirt 38 of a closure member 39 for the outer end of the bore 33 which is of smaller diameter. The sleeve 37 has a radial flange 40 comprising a valve head which is urged inwardly towards a shoulder 41 at the step at the change in diameter by means of a compression spring 42, and the closure member 39 is provided with at least one exhaust port 43 communicating with the interior of the sleeve. The inlet passage 31 is located on the same side of the seating 41 as the valve head 40 and the outlet passage 32 is located on the opposite side thereof. Thus, in the inoperative position shown, communication between the inlet passage 31 and a chamber 44 in the bore 33 to which the side of the piston 34 carrying the valve head 36 is exposed is cut-off by the engagement of the head 40 with the seating 41, and that chamber 44 is exhausted to atmosphere through the port 43 since the head 36 is spaced from the sleeve 37.

In an inoperative position, and when the brakes are to be applied, the valve member 19 is held in engagement with the seating 21 by means of a spring 45 which acts on an armature 46 carrying the valve member 19. This isolates the application chamber 23 from atmosphere. Also the latch valve 9 is held in the open position by the spring 55. Control pressure from the treadle valve 7 is supplied from the inlet supply passage 6 to the application chamber 23 of the relay valve 30 through the latch valve 9, which remains in the open position since equal pressures are applied to opposite sides of the diaphragm 14. The pressure in the application chamber 14 also enters the memory chamber 8 through the one-way valve 25 so that the pressure in the memory chamber 8 is
equal to the pressure in the application chamber 23. The pressure in the application chamber 23 acts on the piston 34 to urge it downwardly with the result that the valve head 36 engages with the upper end of the sleeve 37 to isolate the chamber 44 from atmosphere. Thereafter further movement of the piston 34 in the same direction moves the flange 40 away from the seating 41 so that the brakes are operated by pressure from the inlet passage 31 which passes to the outlet passage 32 through the chamber 44.

When the deceleration of the wheel braked by the brake 4 exceeds a predetermined value the solenoid-operated valve 18 is energised by a skid signal and the armature 46 is urged inwardly against the loading in the spring 45 to cause the valve member to engage with the seating 20. This cuts off communication between the supply passage 6 and the application chamber 23. The application chamber 23 is, in addition, exhausted to atmosphere through the exhaust port 24 although the latch valve 9 remains in the open position.

The reduction in pressure in the application chamber 23 permits the piston 34 to move relatively away from the closure member 39 with the sleeve 37 also moving away from the closure member 39 under the influence of the spring 42 until the flange 40 engages with the seating 41 to isolate the inlet passage 31 from the outlet passage 32. Further movement of the piston 34 in the same direction moves the head 36 away from the sleeve 37 so that air under pressure in the chamber 44 is exhausted to atmosphere through the port 43.

The pressure in the memory chamber 18 also reduces through the application chamber 23 and the exhaust port 24, but at a rate of decay controlled by the metered orifice 26. No flow can take place through the one-way valve 25 in that direction.
After the skid condition has been corrected the solenoid is de-energised so that the valve member 19 re-engages the seating 21 to isolate the application chamber 23 from atmosphere and to open the supply passage 6 to the application chamber 23. This reduces the pressure acting on the underside of the diaphragm 14 so that the latch valve 9 closes against the force in the spring 55 and the latch valve 9 remains shut during the remainder of that brake applying sequence.

Pressure in the application chamber 23 is rapidly increased by the flow through the restricted passage defined by the gap 17 to provide a restricted flow with the latch valve 4 shut. The relay valve 30 is operated as described above in response to pressure in the application chamber 23 to re-apply the brakes.

The pressure in the application chamber 23 rises rapidly during the first stage of brake re-application and until the changeover point is reached at which that pressure equals the pressure then present in the memory chamber 8, and to which it has decayed by bleed through the orifice 26.

Thereafter the control pressure in the chamber 14 can still increase, but at a slower rate, since the restricted flow through the gap 17 has also to increase, at the same rate, the pressure in the memory chamber 8. Thus the brakes are re-applied in a second stage but at a reduced rate of pressure increase. This continues through the remainder of the brake re-application in a common cycle following a skid condition, until the end of that brake applying sequence, or until a further skid condition is reached, whereupon the sequence of brake release and re-application described above is repeated.
Upon release of the treadle valve the components restored to the position shown in the drawings with all chambers exhausted to atmosphere. The one-way valve 47 opens to exhaust pressure from the chamber 16 to ensure that the latch valve 4 opens rapidly.

In the construction illustrated in Figure 2 of the drawings the supply passage 6 is connected into the inlet supply passage 31 internally of the housing, and the treadle valve itself is connected to the supply passage 31. The one-way valve 47 is also omitted.

In the construction of Figure 2 release of the treadle valve at the termination of a brake application connects the inlet supply passage 31 to exhaust. This exhausts the pressure in the supply passage 6 and the pressure in the chamber 44, to reduce the pressure applied to the brakes from the outlet passage 32. Reduction in the pressure in the supply passage 6 causes the latch valve 9 to close, since a higher pressure is present in the chamber 16. Pressure is therefore trapped in the application chamber 23 to hold the relay valve 30 in the open position with the head 36 in engagement with the upper end of the sleeve 37, and the flange 40 spaced from the seating 41. The chamber 44 is therefore isolated from the exhaust port 43.

The pressure in the application chamber 23 bleeds into the passage 6 through the restricted passage defined by the gap 17. Pressure also bleeds into the supply passage 6 through the bleed orifice 15 in the valve member 12 of the latch valve 9 until the pressures on opposite sides of the diaphragm 14 approach each other to an extent sufficient for the spring 55 to open the latch valve 9. When that occurs the pressure in the application chamber 23 is rapidly exhausted and, as
as described above with reference to Figure 1, the components are returned to the positions shown in Figure 2 of the drawings with the relay valve 30 opening to exhaust any remaining pressure in the brakes to atmosphere through the exhaust port 43.

Omitting the one-way valve 47 ensures that during brake re-application in a common cycle following skid correction there is no tendency for the latch valve 9 to open prematurely due to reduction in the pressure in the chamber 16 above the diaphragm. This otherwise might occur due to the pressure gradient between the source 2 and the port 10 when the pressure in the application chamber 23 is being increased by flow through the restricted passage defined by the gap 17.

The construction and operation of the unit shown in Figure 2 is otherwise the same as that of Figure 1 and corresponding reference numerals have been applied to corresponding parts.

In the skid control unit illustrated in Figures 3 to 6 the valve member 12 of the latch valve 9 has a flat face for engagement with the seating 13, and the restricted passage which is operative when the latch valve 9 is shut comprises an orifice 50 in a member 51 which is located in a by-pass passage 52 which by-passes the latch valve 9. Thus, after the latch valve 9 closes, upon brake re-application the control pressure is supplied to the application chamber 23 through the orifice 50 in the by-pass passage 52 at a reduced rate of flow.

The member 51 is in the form of a washer of star-outline having a series of serrations around its peripheral edge to provide a desired flow when the washer 51 is blown away from a seating in response to reverse flow into the supply passage 6 when the brakes are released.
The construction and operation of the control unit of Figures 3 to 6 is otherwise the same as that of Figure 2 described above and corresponding reference numerals have again been applied to corresponding parts.
THE CLAIMS DEFINING THE INVENTION ARE AS FOLLOWS:

1. An anti-skid braking system of the kind set forth comprising a relay valve operable in response to a control pressure in an application chamber, a supply passage through which the control pressure is supplied to the application chamber from operator-controlled means, a latch valve disposed in the supply passage, a connection between the supply passage and the memory chamber downstream of the latch valve, a one-way valve permitting flow through the connection only into the memory chamber, the latch valve being movable between an open position in which the control pressure can be supplied to the application chamber and to the memory chamber through the supply passage and a closed position, and a restricted passage through which the control pressure can be supplied to the application chamber and to the memory chamber at least when the latch valve is closed, in which the deceleration responsive means includes a valve member movable between a first position in which the application chamber is isolated from an exhaust port and the supply passage is in communication with both the application chamber and the memory chamber and a second position at the skid point in which the supply passage is isolated from the application chamber and the memory chamber, and the application chamber and the supply passage at least on the downstream side of the valve member are exhausted to the exhaust port so that braking is relieved, skid correction returning the valve member to the first position with the latch valve closing so that brake re-application can occur rapidly during the first stage with the control pressure supplied to the application chamber through the restricted passage until the changeover point is reached at which the pressure in the application chamber equals the pressure in the memory chamber, whereafter re-application in the second stage continues at a reduced rate since the control pressure supplied through the restricted passage has also to increase the pressure of the memory chamber.
2. An anti-skid braking system as claimed in Claim 1, in which the volume of the application chamber is small in comparison with that of the memory chamber.

3. An anti-skid braking system as claimed in Claim 1 or Claim 2, in which the one-way valve is located between the application chamber and the memory chamber.

4. An anti-skid braking system as claimed in any preceding claim, in which a restricted orifice is provided between the memory chamber and the exhaust port through which the pressure in the memory chamber can decay when the valve member is in the second position whereby, during brake re-application, the changeover point is reached when the pressure in the application chamber equals the reduced pressure then present in the memory chamber.

5. An anti-skid braking system as claimed in Claim 4, in which the restricted orifice is located between the memory chamber and the application chamber.

6. An anti-skid braking system as claimed in any preceding claim, in which the restricted passage comprises a by-pass passage which by-passes the latch valve.

7. An anti-skid braking system as claimed in Claim 6, in which the by-pass passage is restricted by means of an orifice incorporated in it.

8. An anti-skid braking system as claimed in any of Claims 1 to 5, in which the latch valve itself is connected
into the supply passage, and the restricted passage comprises a restricted flow path defined between a valve member of the latch valve and a seating when the valve member is in engagement with the seating.

9. An anti-skid braking system as claimed in Claim 8, in which the restricted passage comprises a gap in the valve member of the latch valve.

10. An anti-skid braking system substantially as described herein with reference to and as illustrated in Figure 1 of the accompanying drawings.

11. An anti-skid braking system substantially as described herein with reference to and as illustrated in Figure 2 of the accompanying drawings.

12. An anti-skid braking system substantially as described herein with reference to and as illustrated in Figures 3 to 6 of the accompanying drawings.

DATED THIS 27TH DAY OF JUNE, 1978

GIRLING LIMITED
By Its Patent Attorneys

CLEMENT HACK & CO.
Fellows Institute of Patent Attorneys of Australia