MICROCOPY RESOLUTION TEST CHART
NATIONAL BUREAU OF STANDARDS C 903 A
FORM 1
COMMONWEALTH OF AUSTRALIA
PATENTS ACT 1952

APPLICATION FOR A STANDARD PATENT

I/We, MOLNLYCKE AB
of S-40503 GOTEBOG
SWEDEN

hereby apply for the grant of a standard patent for an
invention entitled:

ABSORPTION BODY INTENDED FOR DISPOSABLE
ARTICLES SUCH AS DIAPERS, SANITARY
NAPKINS AND THE LIKE.

which is described in the accompanying complete specification

Details of basic application(s):

<table>
<thead>
<tr>
<th>Number of basic application</th>
<th>Name of Convention country in which basic application was filed</th>
<th>Date of basic application</th>
</tr>
</thead>
<tbody>
<tr>
<td>169629/85</td>
<td>JP</td>
<td>31 JUL 85</td>
</tr>
</tbody>
</table>

My/our address for service is care of CLEMENT HACK & CO., Patent
Attorneys, 601 St. Kilda Road, Melbourne 3004, Victoria, Australia.

DATED this 22nd day of July 1986

MOLNLYCKE AB

TO: The Commissioner of Patents.

LODGED AT SUB-OFFICE
2 JUL 1986
Melbourne
Claim

1. Absorption body intended for disposable articles such as diapers, sanitary napkins and the like and comprising a highly absorbent material, characterized in that it includes a first layer which is intended to be placed against the wearer's body and which is soft, with a bulk exceeding $10 \, \text{cm}^3/\text{g}$, preferably more than $10 \, \text{cm}^3/\text{g}$, and at least one second layer which is substantially more heavily compressed, with a bulk of less than $10 \, \text{cm}^3/\text{g}$; and that the highly absorbent material is applied underneath the first layer in one or more of said heavily compressed layers.

2. Absorption body according to Claim 1, characterized in that it includes two layers; and that the highly absorbent material has been distributed within the more heavily compressed second layer upon the formation thereof.

.../2
5. Absorption body according to any one of the preceding claims, characterized in that the layers incorporated therein are bonded together, for example by means of hot melt spraying.
TO BE COMPLETED BY APPLICANT

Name of Applicant: MOLNLYC1(E AB
Address of Applicant: S-40503 GOTEBOG SWEDEN

Actual Inventor: CLEMENT HACK & CO.,
601 St. Kilda Road,
Melbourne, Victoria 3004,
Australia.

Complete Specification for the invention entitled:
ABSORPTION BODY INTENDED FOR DISPOSABLE ARTICLES SUCH AS DIAPERS, SANITARY NAPKINS AND THE LIKE.

The following statement is a full description of this invention including the best method of performing it known to me:-
Absorption body intended for disposable articles such as diapers, sanitary napkins and the like

The present invention relates to an absorption body intended for disposable articles such as diapers, sanitary napkins and the like, and containing highly absorbent material.

Although absorption bodies containing highly absorbent material are known per se, there has so far existed no method, which functions well in all respects, of fixing the highly absorbent material in absorption bodies consisting otherwise of absorbent cellulose fluff pulp.

Such prior art absorption bodies of cellulose have low density and poor strength, which means that it has been impossible to satisfactorily bind a highly absorbent material, especially in powder form, in the absorption body. Consequently, the powder is substantially freely movable in these known absorption bodies and may be collected where undesired in diapers, for example, as a result of the infant's movements, thereby negatively influencing the distribution of liquid in the absorption body.

The problem is due to the fact that the highly absorbent material, which has a very high liquid-retaining capacity, almost completely lacks a liquid-distributing capacity. As a consequence, liquid reaching a collection of highly absorbent material will not be spread therein but is instead transported around the accumulated material.

In case a material in powder form is used, each single grain must therefore be fixed at mutually spaced points, and the rest of the absorption body must possess a satisfactory liquid-transmitting capacity in order to fully utilize the liquid-absorbing capacity of the powder.
Since no successful method of fixing highly absorbent powder in an absorbent core has been found so far, there has instead been suggested the application of thin layers of tissue, for example, onto which the powder is fixed with the aid of a binder. There has further been suggested the application of individual powder grains in separate pockets between two thin layers of fiber fabric, for example.

These known methods, however, involve the drawback that the highly absorbent powder be located in one single plane, and therefore the quantity of powder will be insufficient for increasing to any appreciable extent the liquid-absorbing capacity of the absorption body.

With the present invention, the problem of fixing highly absorbent powder in cellulose absorption bodies has now been solved.

An absorption body made in accordance with the invention is primarily distinguished in that it comprises a first layer which is intended to be placed against the wearer's body, and which is soft and has a bulk exceeding 10 cm$^3$/g, suitably more than 13 cm$^3$/g, and at least one second layer which has a substantially higher degree of compression and a bulk of less than 10 cm$^3$/g; and in that the highly absorbent material is applied in the absorption body underneath the first layer in one or more of said heavily compressed layers.

Absorption bodies according to the invention, compressed to such a high density as in the second layer, will substantially retain their stable shape even during use of the absorption body, for example in a diaper. In this manner the heavily compressed layers will be stable enough for the individual, highly absorbent powder grains to be fixed in position in the absorption body.
The invention will be described more closely in the following, with reference to an exemplary embodiment illustrated in the drawing, wherein Fig 1 is a plan view of an absorption body according to the invention, intended for use in disposable diapers, and Fig 2 shows to a larger scale a cross section taken along the line II-II in Fig 1.

The absorption body illustrated in Fig 1 consists of a substantially T-shaped first layer 1 of cellulose fluff pulp. The widened portion of the first layer 1 is intended for application against the wearer's abdomen while preventing the diaper from slipping backwards upon movements of the wearer. The layer 1, which is soft and has a bulk of more than 10 cm$^3$/g, is intended to be placed closest to the wearer's body during use. The absorption body further includes a rectangular layer 2 which is heavily compressed and has a bulk of less than 10 cm$^3$/g, preferably between 4 and 8 cm$^3$/g. To advantage, the two layers 1,2 are bonded together by means of hot melt, for example. Both of the absorption layers are air-laid and compressed to the above-mentioned bulk values. In connection with the second layer 2 being air-laid, a highly absorbent powder 3 such as that marketed under the trade name SANWET by the Japanese company Sanyo, is mixed with the fluff pulp.

The heavily compressed second layer 2 has a width fitting the wearer's crotch and is situated underneath the layer 1 during use of the diaper.

The absorption body is intended to be enclosed in a casing (not shown) for creating a diaper to be discarded after a single use. In general, such a casing consists of a liquid-permeable outer layer applied to the first layer 1, and a liquid-impermeable outer layer applied to the opposite side of the absorption body. The two outer layers extend outside the absorption body, where they are being united.
When using the described and illustrated absorption body in a diaper, the soft layer 1 is first wetted in the so-called wetting point, designated by 4 in Fig 1. Due to the poor liquid-distributing capacity of the soft layer 1, discharged urine will substantially fall right through this layer and down into the underlying, heavily compressed second layer 2. Owing to the extremely large liquid-transporting capacity of this layer, the urine will be rapidly distributed all over said layer, despite the action of gravity. The highly absorbent powder 3, which is spread all over the second layer 2 and is fixed in position by means of the high compression, can now be fully utilized while giving the second layer 2 an exceptional liquid-retaining capacity.

The invention is not restricted to the exemplary embodiment described above, but a plurality of modifications are feasible within the scope of the claims.

The absorbent core illustrated in the exemplary embodiment can either constitute a part of a so-called complete disposable diaper, i.e. a diaper where the casing wrapped around the absorption body is designed as a pant-shaped unit, or it can be used in combination with a separate, elastic so-called baby pant.
THE CLAIMS DEFINING THE INVENTION ARE AS FOLLOWS:

1. Absorption body intended for disposable articles such as diapers, sanitary napkins and the like and comprising a highly absorbent material, characterized in that it includes a first layer which is intended to be placed against the wearer's body and which is soft, with a bulk exceeding 10 cm³/g, preferably more than 10 cm³/g, and at least one second layer which is substantially more heavily compressed, with a bulk of less than 10 cm³/g; and that the highly absorbent material is applied underneath the first layer in one or more of said heavily compressed layers.

2. Absorption body according to Claim 1, characterized in that it includes two layers; and that the highly absorbent material has been distributed within the more heavily compressed second layer upon the formation thereof.

3. Absorption body according to Claim 2, characterized in that the second layer is compressed to a bulk of less than 9 cm³/g preferably between 4 and 8 cm³/g.

4. Absorption body according to Claim 1, characterized in that it includes more than two layers; that the highly absorbent material has been distributed in the other layers disposed underneath the first layer during the formation of said other layers; and that the concentration of highly absorbent material varies in the different layers, with a higher concentration in a layer which, in relation to the first layer, is disposed underneath another layer.

5. Absorption body according to any one of the preceding claims, characterized in that the layers incorporated therein are bonded together, for example by means of hot melt spraying.
6. Absorption body substantially as hereinbefore described with reference to and as shown in the accompanying drawing.

DATED this 22nd day of JULY 1986.

MOLNLYCKE AB
By its Patent Attorneys:

CLEMENT HACK & CO.
