AUSTRALIA

PATENTS ACT 1990

PATENT REQUEST: STANDARD PATENT

I/We, the Applicant(s)/Nominated Person(s) specified below, request I/We be granted a patent for the invention disclosed in the accompanying standard complete specification.

[70,71] Applicant(s)/Nominated Person(s):
NEC Corporation, incorporated in Japan, of 7-1, Shiba 5-chome, Minato-ku, Tokyo, JAPAN

[54] Invention Title:
Apparatus for Extracting Fingerprint Features

[72] Inventor(s):
Kaoru Uchida

[74] Address for service in Australia:
Spruson & Ferguson, Patent Attorneys
Level 33 St Martins Tower
31 Market Street
Sydney New South Wales Australia (Code SF)

[31] Appl'n No(s):
289460/95

[33] Country:
JP

[32] Application Date:
8 November 1995

DATED this SEVENTH day of NOVEMBER 1996

NEC Corporation

By:

Registered Patent Attorney

IRN: 357133
INSTR CODE: 50524

S070944 07NOV96
NOTICE OF ENTITLEMENT

I, John Gordon Hinde, of Spruson & Ferguson, St Martins Tower, 31 Market Street, Sydney, New South Wales 2000, Australia, being the patent attorney for the Applicant(s)/Nominated Person(s) in respect of an application entitled:
Apparatus for Extracting Fingerprint Features

state the following:-

The Applicant(s)/Nominated Person(s) has/have entitlement from the actual inventor(s) as follows:-

The Applicant(s)/Nominated Person(s) is/are the assignee(s) of the actual inventor(s).

The Applicant(s)/Nominated Person(s) is/are the applicant(s) of the basic application(s) listed on the Patent Request. The basic application(s) listed on the Patent Request is/are the first application(s) made in a Convention Country in respect of the invention.

DATED this SIXTH day of NOVEMBER 1996

John Gordon Hinde

IRN: 357133
INSTR CODE: 50524
2
1054P
In order to extract position and direction of the first joint line of a fingerprint for stable pattern positioning in fingerprint comparison, an apparatus for extracting fingerprint features comprises a vertical strip divider (11) for dividing digitized data of a fingerprint into data of a plurality of strips with straight lines parallel to a y direction; a projection calculator (12) for obtaining histograms, each of said histograms calculated by accumulating pixel values of each of said plurality of strips in an x direction perpendicular to said y direction; a valley candidate calculator (13) for detecting candidate valleys from said histograms, one of said histograms having a locally minimum value at each of said candidate valleys; and a valley information integrator (116) for calculating a position of a joint line of said fingerprint from positional information of said candidate valleys detected by said valley candidate calculator (13).
Name and Address of Applicant: NEC Corporation
7-1, Shiba 5-chome
Minato-ku
Tokyo
JAPAN

Actual Inventor(s): Kaoru Uchida

Address for Service: Spruson & Ferguson, Patent Attorneys
Level 33 St Martins Tower, 31 Market Street
Sydney, New South Wales, 2000, Australia

Invention Title: Apparatus for Extracting Fingerprint Features

The following statement is a full description of this invention, including the best method of performing it known to me/us:-
APPARATUS FOR EXTRACTING
FINGERPRINT FEATURES

BACKGROUND OF THE INVENTION

The present invention relates to an apparatus for detecting fingerprint features used for pattern positioning in fingerprint comparison.

As a prior art for fingerprint comparison, there is an apparatus disclosed in a Japanese patent application entitled "Picture Pattern Processor" and laid open as a Provisional Publication No. 108075/’91, wherein, picture patterns of a fingerprint under search and a filed fingerprint, both including patterns of the first and the second finger joints, are compared with each other after pattern positioning.

Referring to FIG. 8, a histogram J1(x) of density distribution is obtained in the prior art for each fingerprint l1(x, y), for the pattern positioning, by accumulating pixel values of the fingerprint pattern in a y direction perpendicular to the finger axis. Shifting mutual position of the histograms of the two fingerprints along an x direction parallel to the finger axis, a position giving the least-square sum of differences between the two histograms is determined as the matching position.

As other prior arts for pattern positioning, methods of detecting cores of fingerprints are disclosed in Japanese patent applications laid open as Provisional Publications No. 271883/’89 and 271884/’89, both entitled "Method of fingerprint core detection". In the former application, a core of a fingerprint to be used for pattern positioning is determined as a probable center of ridge line curvature obtained from direction of each ridge line segment of the fingerprint, and it is calculated, in the latter application, from tops of convex lines (points having maximum curvature) detected on the ridge lines.
Still another prior art for determining direction of fingertip axis of a fingerprint is disclosed in a Japanese patent application No. 79033/’95, entitled “Apparatus for Detecting Fingertip Axis”.

In consideration of the fact that the angular difference between ridge line direction at a peripheral point and a radial direction of the point from the core of the fingerprint has a correlation with the angular difference between the radial direction of the point and the direction of the fingertip axis, a distribution pattern dictionary of scalar products of unit vectors of ridge lines and their radial directions is prepared in the prior art from fingerprints of which fingertip axis are known. By calculating the scalar products between a fingerprint under search, the direction of the fingertip axis is obtained referring to the distribution pattern dictionary.

However, there are some problems in the prior arts above described.

In the prior art disclosed in the Japanese patent application entitled “Picture Pattern Processor”, the pixel values are accumulated only in the direction perpendicular to the finger axis on an assumption that the fingerprint patterns are obtained from fingers well kept in the same direction, by certain means such as a finger guide provided on a platen for fingerprint imprinting. Therefore, reliable pattern positioning cannot be performed when fingerprints are imprinted obliquely.

For instance, the above assumption cannot be expected when a comparison is performed between fingerprint data of two fingers read out by a scanner from fingerprint cards of ten fingers, because imprinting direction of the fingers are not standardized there for each of ten fingers nor for each of fingerprint cards.
FIG. 4 shows an example of an input picture of such fingerprint data.

When the finger axis is oblique as exampled in FIG. 4, pattern positioning by shifting a histogram of pixel density accumulated in a fixed direction (direction perpendicular to the finger axis, x axis in this case) can not bring a reliable result.

Furthermore, there are cases where a part of a fingerprint is lacking, the face of the finger not imprinted sufficiently flat on a surface, for example. In these cases, when the histogram is calculated by accumulating all pixel values for a finger width perpendicular to the finger axis as in this prior art, a small value of the histogram may appear in the lacking part, other than the finger joint, where the histogram must originally have a large value. So, methods standing on the premise that the small value of histogram represents the finger joint can not guarantee the correct pattern positioning.

Compared to the above prior art, methods disclosed in the patent applications beforehand described entitled “Method of fingerprint core detection”, or that entitled "Apparatus for Detecting Fingertip Axis" are said to be able to bring reliable and accurate results realizing high accuracy verifications, in many cases, of fingerprints having a variety of positions and directions imprinted with a variety of conditions and qualities.

However, even with these methods, it is some times difficult to obtain a sufficiently accurate and reliable pattern positioning when the picture quality in the central part of a fingerprint defining the ridge line curvatures is not sufficiently good.

SUMMARY OF THE INVENTION
Therefore, a primary object of the present invention is to provide an apparatus for extracting fingerprint features for enabling more reliable pattern positioning, which can be applied even when sufficient information can not be obtained by these prior methods described because of picture quality degradation in the central part of a fingerprint, for example, instead of or compensating these prior methods.

In particular, the object of this invention is to provide an apparatus for extracting the position and the direction of a line indicating the first finger joint (hereafter will be called the joint line) included in most pictures imprinted on the fingerprint cards of ten fingers, together with the confidence of the position and the direction extracted, for indicating reliability of the extraction.

In order to achieve the object, an apparatus for extracting fingerprint features of the invention comprises:

- a vertical strip divider for dividing digitized data of a fingerprint into data of a plurality of strips with straight lines parallel to a y direction;
- a projection calculator for obtaining histograms, each of said histograms calculated by accumulating pixel values of each of said plurality of strips in an x direction perpendicular to said y direction;
- a valley candidate calculator for detecting candidate valleys from said histograms, one of said histograms having a locally minimum value at each of said candidate valleys;
- a valley confidence calculator for calculating valley confidence for each of said candidate valleys;
- a strip confidence calculator for calculating strip confidence for
each of said plurality of strips; and

a valley information integrator for calculating a position of a joint line of said fingerprint and confidence of said joint line from positional information of said candidate valleys detected by said valley candidate calculator, said valley confidence calculated by said valley confidence calculator and said strip confidence calculated by said strip confidence calculator.

DESCRIPTION OF THE DRAWINGS

The foregoing, further objects, features, and advantages of this invention will become apparent from a consideration of the following description, the appended claims, and the accompanying drawings following in which the same numerals indicate the same or the corresponding parts.

FIG. 1 is a block diagram illustrating a basic composition of an embodiment of the present invention.

FIG. 2 is a block diagram illustrating the valley candidate calculator 13 of FIG. 1.

FIG. 3 is a block diagram illustrating the valley information integrator 16 of FIG. 1.

FIG. 4 illustrates an example of the digitized data to be supplied to the apparatus of the embodiment.

FIG. 5 illustrates examples of the digitized data 52 divided into strips and their histograms 51 and 53.

FIG. 6 is a block diagram illustrating another embodiment of the present invention.

FIG. 7 is a block diagram illustrating configuration of the valley information integrator 116 of FIG. 6.
FIG. 8 shows a fingerprint and its histogram for illustrating a prior art.

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS

Now, referring to the drawings, embodiments of the present invention are described.

FIG. 1 is a block diagram illustrating a basic composition of an embodiment of the present invention, wherein digitized data of a fingerprint extracted from a fingerprint card, for example, are supplied. On general, fingerprints are imprinted on the fingerprint cards roughly vertically with some inclination.

FIG. 4 illustrates an example of the digitized data to be supplied to the apparatus of the embodiment, expressed on an area of \( X \times Y \) pixels, of which \( x \) and \( y \) axes representing horizontal and vertical direction of the fingerprint card. The digitized data of a fingerprint is represented by a function \( f(x, y) \) expressing darkness of pixels at coordinates \( (x, y) \) \((0 \leq x < X, 0 \leq y < Y)\) having large values at black lines imprinted and small values at white background spaces.

Considering that a joint line should be a white straight region nearly horizontal and having a certain width, the joint line to be detected is defined, in the embodiment, as a white region composed of a nearly horizontal array of white sub-regions where pixels have values locally small compared to pixels in upper and lower regions. For detecting each of the white sub-regions, the area of \( X \times Y \) pixels, hereafter called the processing area is divided into a plurality of vertical strips and horizontal projection is calculated for each of the strips.

For the purpose, a vertical strip divider 11 and a projection cal-
calculator 12 are provided in the embodiment of FIG. 1.

When the digitized data of a fingerprint such as above described are supplied to the apparatus, the processing area of the digitized data is divided into vertical rectangular strips (hereafter simply called the strips) mutually adjacent, with a plurality of vertical parallel lines by the vertical strip divider 11.

In the projection calculator 12, each of the strips is first smoothed in the vertical (y) direction by low pass filtering in order to eliminate influences of horizontal ridge lines in detecting the white sub-region in the projected histogram, making use of the fact that the darkness variation of a ridge line is narrower than that of a joint line. For the low pass filtering to obtain the smoothed data \( g(x, y) \) from the digitized data \( f(x, y) \), a following equation can be applied, for example.

\[
g(x, y) = \frac{1}{2L+1} \sum_{i=-L}^{L} f(x, y + L)
\]

\( L \) being window size for the filtering.

After the smoothing, the horizontal projection, namely a histogram \( h_m(y) \) is calculated for each \((m\text{-th})\) of the strips as follows.

\[
h_m(y) = \sum_{i=0}^{W-1} g(mW + i, y) \quad (0 \leq m < N_h)
\]

where \( W = X/N_h \) is the width of a strip, \( N_h \) being a number of the strips.

Thus, \( N_h \) histograms are obtained from the digitized data of a fingerprint.

In FIG. 5, examples of the digitized data 52 divided into strips and their histograms 51 and 53 are illustrated.

On general, picture quality of fingerprints is not good enough and their joint lines are somewhat inclined. So, value of the projected histogram does not become zero at the joint line, but becomes small
locally compared to neighboring areas. Making use of the fact, a valley
candidate calculator 13 of FIG. 1 extracts candidates of the white sub-
region to be detected, namely the valleys of the histograms.

FIG. 2 is a block diagram illustrating the valley candidate calcu-
lator 13 comprising a histogram differentiator 22, a zero-cross detector
23 and a valley position calculator 24.

Scanning a histogram \( h_m(y) \) delivered from the projection cal-
culator 12 from up to down (increasing y coordinates), the histogram
differentiator 22 calculates differential \( \frac{d}{dy} h_m(y) \) representing inclination
of the histogram \( h_m(y) \).

The zero-cross detector 23 extracts valley candidates of the his-
togram \( h_m(y) \) according to values of the differential \( \frac{d}{dy} h_m(y) \) as follows;

1. Where \( \frac{d}{dy} h_m(y) \) becomes less than \(-\varepsilon\), a valley candidate begins,
\( \varepsilon \) being a small positive constant.

2. Where \( \frac{d}{dy} h_m(y) \) becomes positive from negative crossing zero,
there lies bottom of the valley candidate.

3. Where \( \frac{d}{dy} h_m(y) \) becomes less than \( \varepsilon \) after once exceeding \( \varepsilon \), the
valley candidate ends.

Then, defining depth and width of the valley candidate as the
average height of the histogram \( h_m(y) \) at the beginning and the ending
points compared to that at the bottom of the valley candidate and the
difference of y coordinates between the beginning and the ending points
respectively, the valley position calculator 24 selects valleys \( P_i \) having
the depth and the width both more than their threshold values, from
the valley candidates thus extracted, and outputs their coordinates
\((x_i, y_i)\), \( x_i \) being x coordinates of center of the concerning strip and
\( y_i \) being y coordinates of the bottom of the valley \( P_i \). Number of the
valleys for each strip may be zero, one or more.

With a simple method as above described, a reliable extraction of valleys $P_i$ can be performed here, since the strips are smoothed in the pre-processing.

In the valleys $P_i$ obtained as above described, there are included many false valleys other than valleys indicating the true joint line, that is, white local sub-regions caused of various factors such as wrinkles, ridge lines, injuries of the finger or blurs, blots or stains accompanying its imprinting. For selecting true valleys among them, a valley confidence calculator 14 is provided for calculating so called the joint line indexes for each of the valleys $P_i$ thus obtained, determined from its three factors, position, depth and depth-width ratio referring to relation between the index value and the three factors beforehand prepared statistically from numbers of known samples.

For example, positions of joint lines of known samples being input manually, an index function having variables of the position, the depth and the depth-width ratio of the valleys concerning to the joint lines is calculated from their distributions obtained by extracting valleys from the samples in the same way, so as to have the highest value at the peak of the distributions. Referring to the index function, valley confidence $C_i$ is determined for each of the valleys $P_i$. The valley confidence $C_i$ has a positive value the larger when the valley is the more probable to be the valley corresponding to a joint line.

A strip confidence calculator 15 of FIG. 1 calculates strip confidence $D_m$ for each $m$-th strip from an average of its histogram $h_m(y)$ in $y$ direction according to a following equation.

$$D_m = \frac{1}{Y} \sum_{y=0}^{Y-1} h_m(y)$$
From information thus calculated, a valley information integrator 16 of FIG. 1 calculates positional information of the joint line and joint line confidence representing its confidence.

FIG. 3 is a block diagram illustrating the valley information integrator 16, wherein comprised a strip selector 31, a Hough transformer 32, a Hough peak detector 34, an inverse Hough transformer 35, a neighboring valley selector 36, an approximate line calculator 37 and a joint line confidence calculator 38.

The strip selector 31 selects strips having strip confidence $D_m$ larger than a threshold value referring to the strip confidence $D_m$ delivered from the strip confidence calculator 15. The reason for selecting strips is that the reliability of valleys $P_i$ obtained from strips having insufficient darkness, such as strips corresponding back ground regions situated at both sides of the processing area out of the imprinted region or those corresponding to fringe areas situated at both sides of the imprinted region, is considered to be low. As for the threshold value, an average darkness of the processing area can be applied, for example.

Coordinates $(x_i, y_i)$ and valley confidence $C_i$ of each of the valleys $P_i$ detected on the strips thus selected by the strip selector 31 are supplied to the Hough transformer 32.

In the Hough transformer 32, valleys ranged straight are searched among the valleys $P_i$ including the false valleys by a Hough transformation for detecting a candidate joint line where the true valleys should be ranged straight. As for the Hough transformation, a curved line determined by a following mapping equation is drawn for each of the valleys $P_i$ in a $u$-$v$ Hough space.

$$\frac{v}{V} = x_i \cos(\pi \frac{u}{U}) + y_i \sin(\pi \frac{u}{U})$$
Then, an image function $H(u, v)$ in the $u$-$v$ Hough space is calculated by increasing pixel values at coordinates $(u, v)$ ($0 \leq u < U$, $0 \leq v < V$) every time when each curved line corresponding to each of the valleys $P_i$ passes on the coordinates $(u, v)$. The increment is performed here in the embodiment with values proportional to the valley confidence $C_i$ for reflecting confidence of each of the valleys $P_i$, instead of a constant value, one for example, increased in ordinary Hough transformations.

Thus, a point (or points) having an intense pixel value appears in the image function $H(u, v)$ corresponding to the true valleys to be ranged along a straight line, the pixel value intensity of the point representing convergence strength of the straight line weighted by the valley confidence $C_i$.

The Hough peak detector 34 detects a peak point $Q_m = (u_m, v_m)$ (among the points) having a maximum pixel value scanning all of the coordinates $(u, v)$ of the image function $H(u, v)$ in the $u$-$v$ Hough space.

The inverse Hough transformer 35 calculates a candidate joint line $y = A_h x + B_h$ by an inverse Hough transformation of the peak point $Q_m$ according to following equations.

$$A_h = -\frac{\cos(\pi u_m/U)}{\sin(\pi u_m/U)}, \quad B_h = \frac{v_m/V}{\sin(\pi u_m/U)}$$

The neighboring valley selector 36 selects valleys in a fixed distance from the candidate joint line $y = A_h x + B_h$ calculated by the inverse Hough transformer 35 as the true valleys consisting in the joint line, by selecting the valleys $P_i$ of the strips selected by the strip selector 31 having coordinates $(x_i, y_i)$ satisfying a following condition, $\delta$ being a small positive threshold value.

$$A_h x_i + B_h - \delta < y_i < A_h x_i + B_h + \delta$$
Finally, the approximate line calculator 37 calculates an approximate line \( y = Ax + B \) to be determined as the joint line by a least-square approximation from the true valleys above selected as follows.

\[
A = \frac{S_{xy} - \bar{x} \bar{y}}{S_{x^2} - \bar{x}^2}, \quad B = \bar{y} - A \bar{x}
\]

wherein \( S_{xy} = \sum x_i y_i / n, \ S_{x^2} = \sum x_i^2 / n, \ \bar{x} = \sum x_i / n, \ \bar{y} = \sum y_i / n \), the summation \( \sum \) being performed for every of the selected \( n \) of the valleys \( P_i \).

In the Hough transformation, valleys to be mapped at a point \( Q_m \) in the \( u-v \) Hough space are those ranged straight within rounding errors among the valleys \( P_i \) scattered in the \( x-y \) space. However, the joint line is not always strictly straight, somewhat curved in many cases, and has a certain width. That means the real joint line may also include valleys not ranged straight. This is the reason for re-selecting valleys near \((\pm \delta)\) the candidate joint line in the neighboring valley selector 36 and obtaining the approximate line to be determined as the joint line by the least-square approximation at the approximate line calculator 37.

Returning to FIG. 3, the joint line confidence calculator 38 calculates a joint line confidence \( C \) of the joint line determined by the approximate line calculator 37 from an average value of valley confidence \( C_i \) of valleys \( P_i \) selected by the neighboring valley selector 36 for obtaining the joint line in the approximate line calculator 37.

Thus, when digitized data of a fingerprint are supplied, coefficients \( A \) and \( B \) for defining the joint line thereof can be obtained with the apparatus of FIG. 1 of the embodiment, together with joint line confidence \( C \) of the joint line obtained. When the digitized data of a fingerprint contain no joint line, value of the joint line confidence \( C \)
should be low near zero, indicating that the obtained joint line could not be applied for the pattern positioning.

Heretofore, the present invention is described along with the embodiments of FIG. 1. However, it is apparent that a various application can be considered in the scope of the invention.

For an example, there is comprised the valley confidence calculator 14 in the embodiment heretofore described, but a Hough transformation in the Hough transformer 32 can be performed without the valley confidence calculator 14 by increasing pixel values in the $u$-$v$ Hough space regarding the value of valley confidence $C_i$ for every of the valleys $P_i$ as the same, one for example. Furthermore, the neighboring valley selector 36 and the approximate line calculator 37 of FIG. 3 can be also omitted by regarding the candidate joint line calculated by the inverse Hough transformer 35 as the joint line to be detected.

FIG. 6 is a block diagram illustrating another embodiment of the present invention without valley confidence calculator, comprising a vertical strip divider 11, a projection calculator 12, a valley candidate calculator 13, a strip confidence calculator 15 and a valley information integrator 116.

The vertical strip divider 11, the projection calculator 12, the valley candidate calculator 13 and the strip confidence calculator 15 function in the same way in the embodiment of FIG. 1, and so duplicated descriptions are omitted.

Configuration of the valley information integrator 116 of FIG. 6 is illustrated in FIG. 7, from where the approximate line calculator 37 and the joint line confidence calculator 38 are omitted compared to the valley information integrator 16 of FIG. 3.
From information obtained by the valley candidate calculator 13 and the strip confidence calculator 15, the valley information integrator 116 of FIG. 6 calculates positional information of the joint line.

The strip selector 31 selects strips having strip confidence $D_m$ larger than a threshold value.

Coordinates $(x_i, y_i)$ of each of the valleys $P_i$ detected on the strips selected by the strip selector 31 are supplied to a Hough transformer 132.

In the Hough transformer 132, valleys ranged straight are searched among the valleys $P_i$ including the false valleys, by a Hough transformation for detecting a candidate joint line where the true valleys should be ranged straight. As for the Hough transformation, a curved line determined by a following mapping equation is drawn for each of the valleys $P_i$ in a $u$-$v$ Hough space.

$$\frac{v}{V} = x_i \cos(\pi \frac{u}{U}) + y_i \sin(\pi \frac{u}{U})$$

Then, an image function $H(u, v)$ in the $u$-$v$ Hough space is calculated by increasing pixel values at coordinates $(u, v) (0 \leq u \leq U, 0 \leq v \leq V)$, every time when each curved line corresponding to each of the valleys $P_i$ passes on the coordinates $(u, v)$. The increment is performed here in the embodiment with a constant value, one for example, in the same way as in ordinary Hough transformations.

Thus, a point (or points) having an intense pixel value appears in the image function $H(u, v)$ corresponding to the true valleys to be ranged along a straight line, the pixel value intensity of the point representing convergence strength of the straight line.

The Hough peak detector 34 detects a peak point $Q_m = (u_m, v_m)$ (among the points) having a maximum pixel value scanning all of the
coordinates \((u, v)\) of the image function \(H(u, v)\) in the \(u-v\) Hough space.

The inverse Hough transformer 35 calculates the joint line \(y = Ax + B\) to be detected by an inverse Hough transformation of the peak point \(Q_m\) according to following equations.

\[
A = \frac{\cos(\pi u_m/U)}{\sin(\pi u_m/U)}, \quad B = \frac{v_m/V}{\sin(\pi u_m/U)}
\]

Thus, when digitized data of a fingerprint are supplied, coefficients \(A\) and \(B\) for defining the joint line thereof can be obtained with the apparatus of FIG. 6 of the embodiment.
The claims defining the invention are as follows:

What is claimed is:

1. An apparatus for extracting fingerprint features comprising:
   a. a vertical strip divider for dividing digitized data of a fingerprint into data of a plurality of strips with straight lines parallel to a \( y \) direction;
   b. a projection calculator for obtaining histograms, each of said histograms calculated by accumulating pixel values of each of said plurality of strips in an \( x \) direction perpendicular to said \( y \) direction;
   c. a valley candidate calculator for detecting candidate valleys from said histograms, one of said histograms having a locally minimum value at each of said candidate valleys; and
   d. a valley information integrator for calculating a position of a joint line of said fingerprint from positional information of said candidate valleys detected by said valley candidate calculator.

2. An apparatus for extracting fingerprint features comprising:
   a. a vertical strip divider for dividing digitized data of a fingerprint into data of a plurality of strips with straight lines parallel to a \( y \) direction;
   b. a projection calculator for obtaining histograms, each of said histograms calculated by accumulating pixel values of each of said plurality of strips in an \( x \) direction perpendicular to said \( y \) direction;
   c. a valley candidate calculator for detecting candidate valleys from said histograms, one of said histograms having a locally minimum value at each of said candidate valleys; and
   d. a valley confidence calculator for calculating valley confidence for
each of said candidate valleys;
a strip confidence calculator for calculating strip confidence for
each of said plurality of strips; and

3. An apparatus for extracting fingerprint features recited in claim
1, wherein said valley candidate calculator comprises:
a histogram differentiator for differentiating said histograms in
said y direction;
a zero-cross detector for detecting y coordinates of each of said his-
tograms where polarity of said each of said histograms changes;
and

4. An apparatus for extracting fingerprint features recited in claim
2, wherein said valley candidate calculator comprises:
a histogram differentiator for differentiating said histograms in
said y direction;
a zero-cross detector for detecting y coordinates of each of said his-
tograms where polarity of said each of said histograms changes;
a valley position calculator for discriminating whether said each of said y coordinates where polarity of said each of said histograms changes correspond to a candidate valley to be detected.

5. An apparatus for extracting fingerprint features recited in claim 1, wherein said valley information integrator comprises:
a hough transformer for calculating a hough image by performing a hough transform of coordinates of a certain of said candidate valleys delivered from said valley candidate calculator;
a hough peak detector for detecting peak coordinates of said hough image where a pixel value of said hough image becomes highest; and
an inverse hough transformer for calculating said joint line by performing an inverse hough transform of said peak coordinates.

6. An apparatus for extracting fingerprint features recited in claim 2, wherein said valley information integrator comprises:
a strip selector for selecting a certain of said plurality of strips according to said strip confidence delivered from said strip confidence calculator;
a hough transformer for calculating a hough image by performing a hough transform of coordinates of a certain of said candidate valleys delivered from said valley candidate calculator and existing on said certain of said plurality of said strips selected by said strip selector;
a hough peak detector for detecting peak coordinates of said hough image where a pixel value of said hough image becomes highest; and
an inverse hough transformer for calculating said joint line by performing an inverse hough transform of said peak coordinates.

7. An apparatus for extracting fingerprint features recited in claim 6, wherein said hough transformer increases pixel values of coordinates corresponding to each of said certain of candidate valleys with a value proportional to valley confidence of said each of said certain of candidate valleys calculated by said valley confidence calculator instead of increasing with such a constant value as used in a ordinary hough transform.

8. An apparatus for extracting fingerprint features recited in claim 6, wherein said valley information integrator further comprises:

- a neighboring valley selector for selecting candidate valleys neighboring to said joint line;
- an approximate line calculator for calculating an approximate line by a least-square approximation from said candidate valleys neighboring to said joint line selected by said neighboring valley selector; and
- a joint line confidence calculator for calculating confidence of said approximate line from valley confidence of said candidate valleys neighboring to said joint line selected by said neighboring valley selector.
9. Apparatus substantially as described herein with reference to the accompanying drawings.

DATED this SEVENTH day of NOVEMBER 1996
NEC Corporation

Patent Attorneys for the Applicant
SPRUSON & FERGUSON
Apparatus for Extracting Fingerprint Features

ABSTRACT

In order to extract position and direction of the first joint line of a fingerprint for stable pattern positioning in fingerprint comparison, an apparatus for extracting fingerprint features comprises a vertical strip divider (11) for dividing digitized data of a fingerprint into data of a plurality of strips with straight lines parallel to a y direction; a projection calculator (12) for obtaining histograms, each of said histograms calculated by accumulating pixel values of each of said plurality of strips in an x direction perpendicular to said y direction; a valley candidate calculator (13) for detecting candidate valleys from said histograms, one of said histograms having a locally minimum value at each of said candidate valleys; and a valley information integrator (116) for calculating a position of a joint line of said fingerprint from positional information of said candidate valleys detected by said valley candidate calculator (13).
Fig. 3

2/4

Fig. 3

Fig. 4
FIG. 5

FIG. 6