**Title:** METHOD TO PREVENT OR REDUCE FORMATION OF MAGNETISM IN TWO ADJACENTLY LOCATED SAW BLADES ROTATING IN OPPOSED DIRECTIONS, AND A DEVICE FOR UTILIZATION OF THE METHOD

A method and device for preventing or reducing formation of magnetism in two adjacently located saw blades (1) rotating in opposed rotary directions in relation to each other. According to the invention each saw blade (1) is arranged having a number of substantially radially extending through grooves (2, 2', 2'') having an extension within the area of the rotary centre for each saw blade (1) and the surrounding saw teeth area. The grooves (2, 2', 2'') are arranged, when rotating, to remove air existing between adjacent planes of the saw blades (1). The through grooves (2, 2', 2'') preferably arranged having a substantially curved extension, but may also have a substantially linear extension. The grooves (2, 2', 2'') are preferably arranged having a chamfer (3) by the edge portions, arranged to increase removal of air from the space between the interacting saw blades (1).
Method to prevent or reduce formation of magnetism in two adjacently located saw blades rotating in opposed directions, and a device for utilization of the method

The present invention relates to a method for preventing or reducing formation of magnetism in two adjacently located saw blades rotating in opposed rotary directions in relation to each other, and a device for utilization of the method.

SE, B, 458 096 discloses a pair of saw blades, comprising two in relation to each other adjacently located saw blades, arranged while rotating in relation to each other opposed rotary directions to take up a saw cut in a workpiece in a common and interacting operation. According to this prior patent publication internal contact between the saw blades is prevented by application of a pneumatic or hydraulic pressure between the saw blades. To accomplish such a pneumatic pressure, it is proposed that each saw blade is arranged with embossed portions from an outer side plane, arranged to form channels open against the rotary direction. Further improvements of such an interacting pair of saw blades are proposed in SE Patent Appln. No. 9403767-8, primarily intended to improve the cut surface of a workpiece and to reduce burr formation, but also this embodiment is based on that the pair of interacting saw blades are maintained separated by application of a pneumatic or hydraulic pressure.

However, practical use of the above mentioned previously known saw blades has resulted in a previously unknown and non-desirable technical effect. The adjacently located and in relation to each other in opposed directions rotating saw blades have been magnetized in use, and since adjacent surfaces have a machined plane surface, the saw blades have when used magnetically adhered to each other with such a force, that they hardly not have been separable from each other. The successively increased magnetization during operation has also resulted in a considerable rotary speed.
reduction, and the sawing operation has been interrupted in certain cases. During the starting operation, a certain "wobbling effect" has been observed for the saw blades, i.e. oscillations which during an initial stage result in a wider saw cut.

The object of the present invention is to disclose a method for reducing formation of magnetism in a pair of saw blades of the above mentioned type, which during a starting phase also results in that the adjacently located saw blades move in a parallel relationship, without the above mentioned oscillating movements in relation to each other. The invention also relates to a device for utilization of the method.

The method according to the present invention for preventing or reducing formation of magnetism in two adjacently located saw blades rotating in opposed rotary directions in relation to each other is mainly characterized in that each saw blade is arranged having a number of substantially radially extending through grooves having an extension within the area of the rotary centre for each saw blade and the surrounding saw teeth area, arranged when rotating to remove air existing between adjacent planes of the saw blades, and thereby prevent or reduce magnetization of the saw blades.

The device for utilization of the method according to the present invention is mainly characterized in that each saw blade is arranged having a number of substantially radially extending through grooves having an extension within the area of the rotary centre for each saw blade and the surrounding saw teeth area, arranged when rotating to remove air existing between adjacent planes of the saw blades.

The method according to the present invention and a nonrestricting example of an embodiment for utilization of the method are more fully described below with reference to the accompanying drawings, in which:
Fig. 1 shows a side view of a saw blade forming a part of an interacting pair of saw blades, viewed from the side which is adjacent to an interacting saw blade and arranged with an example of an embodiment according to the invention;

Fig. 2 shows a cross-sectional view in enlarged scale at the line II - II in Fig. 1;

Fig. 3 shows a view corresponding to Fig. 2 disclosing two interacting saw blades rotating in opposed directions in relation to each other;

Fig. 4 shows a side view of a modified embodiment of a saw blade according to the present invention, viewed from the side which is adjacent to an interacting saw blade;

Fig. 5 shows a cross-sectional view in enlarged scale at the line V - V in Fig. 4

Fig. 6 shows a cross-sectional view in enlarged scale through parts of two interacting saw blades according to the present invention, intended to illustrate an example of how the non-penetrating grooves can be arranged displaced in relation to each other at the two saw blades;

Fig. 7 shows a side view of a further modified embodiment of a saw blade according to the present invention, viewed from the side which is adjacent to an interacting saw blade;

Fig. 8 shows a view corresponding to Fig. 7 of an example of a further modified saw blade according to the present invention;

Fig. 9 shows a cross-sectional view in enlarged scale of a saw blade according to the present invention at the line A - A in Fig. 7 or Fig. 8;

Fig. 10 shows a cross-sectional view in enlarged scale of the saw blade shown in Fig. 7 at the line B - B;
Fig. 11 is a cross-sectional view of two adjacently located saw blades, intended to show exaggeratedly how the saw blades can be deflected away from each other when sawing;

Fig. 12 is a view corresponding to Fig. 11 which shows exaggeratedly a modification intended to remove the problem shown in Fig. 11;

Fig. 13 is a cross-sectional view in enlarged scale of the area denominated XIII in Fig. 11; and

Fig. 14 is a side view showing two each other adjacently located saw teeth modified according to the present invention.

The problem with strong magnetization of two adjacently located saw blades rotating in opposed directions may be related to ionization of intermediately located air molecules in association with formation of a magnetic/electrical changing field, and this phenomena also influences the saw blades during an initial start phase, and as a result, the saw blades do not move in a parallel relationship to each other.

In previously known solutions, as mentioned earlier, the saw blades have been regarded as stable in relation to each other, e.g. by arranging air channels in the saw blades, which when rotated supply air to the space between the saw blades, and thus stabilize same during a sawing operation by means of a pneumatic force.

The method according to the present invention is based on an important and in this connection surprising change of previously accepted technology, namely to remove air existing between the saw blades by means of preferably substantially radially extending through penetrating grooves in the area between the central portion of the saw blades and the saw teeth area.
Theoretically, such an action should result in that the saw blades are pressed towards each other, and presumably that same should be further magnetized, e.g. by means of frictional influence.

However, the method according to the present invention results in a surprising effect, on one hand is magnetization of the saw blades avoided (substantially totally), on the other hand will the saw blades receive a stable and parallel motion already when commencing rotation in opposed rotary directions. As a further surprising effect, the saw blades will maintain an adjacent, but separated, relationship.

With reference to Fig. 1, an example of an embodiment for utilization of the method according to the present invention is shown. A saw blade, in its entirety denominated 1, is arranged with a number of substantially radially extending through grooves 2, 2', 2", preferably substantially equally angularly separated from each other. In the shown example of an embodiment the grooves 2, 2', 2" have a slightly bent curved extension, with each end portion located as a first portion in the rotary direction of the saw blade 1, and with the central portion as a successively following part. This configuration is a preferred configuration, but also opposed extension, or a substantially linear extension, can be used.

The effect of these grooves can be further increased, which initially is described with reference to Fig. 2. In order to further disclose which plane that is located adjacent to an interacting saw blade, same has been denomitated "N", whereas the plane which in use acts as an outer or outside plane is denominated "U". A groove 2 is shown in cross-section, disclosing that the grooves 2, 2', 2" have a chamfer 3 at the edge portion which is a first edge portion in the rotary direction, and that the grooves 2, 2', 2" have a chamfer 4 in the same direction at the edge portion serving as a final edge portion in the rotary direction. The latter chamfer 4 extends from the inner side plane and is inclined towards the outer side plane, whereas the first chamfer 3 is terminated.
by the edge portion of the grooves 2, 2', 2" which is located by the outer pla:. of the saw blade 1.

These chamfers 3, 4 cause during rotation of the saw blade 1 removal of air existing by the inside plane of the saw blade 1, i.e. the plane which is adjacent to an interacting saw blade 1'.

This is shown more in detail in Fig. 3, which shows a portion of two saw blades 1, 1' rotating in an opposed and adjacent relationship. This figure illustrates how the grooves 2, 2', 2" during rotation of the saw blades 1, 1' remove intermediately existing air, an action resulting in that magnetization of the saw blades 1, 1' is avoided, and that the saw blades 1, 1' receive a stable and parallel movement during the initial stage of a sawing operation. Previously discussed chamfers 3, 4 result in accomplishment of an increased removal of air, but an acceptable reduction of magnetization of the saw blades 1, 1' is also accomplished without such chamfers.

As an example of a preferred embodiment five grooves 2, 2', 2" having a groove width of 3 mm were arranged, and with chamfers 3, 4 arranged having an angle of 45°. A pair of saw blades (diameter 225 mm) arranged accordingly have not resulted in magnetization of the saw blades 1, 1' within the rotary range of 2.000 - 4.700 rpm.

Tests have also been made without chamfers 3, 4, and at a number of revolutions of 2.000 rpm disclosed that a groove width of at least 4.8 mm for the grooves 2, 2', 2" was required to prevent magnetization. When the number of revolutions was increased to 4.700 rpm a groove width of at least 6 mm was required to avoid magnetization, i.e. an increased groove width is required for an increased rotary speed.

It is also possible to reduce the groove width under 3 mm by changing the angle of the chamfers 3, 4. In this case the
chamfers 3, 4 are given a more pointed angle, reduced approximately 3° for each one millimetre reduction of the groove width, i.e. approximately 42° for a groove width of 2 mm, and approximately 39° for a groove width of 1 mm. Chamfers having a more blunt angle than 45° result in a considerably more poor result, and as a result, the width of the grooves 2, 2', 2'' can not be reduced as described.

Above described examples of various embodiments disclose that a number of variables exist with regard to the design of the grooves 2, 2', 2'', which can be varied to accomplish desired result. Apart from what has been exemplified, the number of grooves obviously constitute a further variable, and the exemplified embodiments include five grooves 2, 2', 2'', substantially equally spaced from each other by an angle having the size of 72°. Reduction or increase of the number of grooves 2, 2', 2'' can thus be compensated by an increase/reduction of the width of the grooves 2, 2', 2'', and the width of the grooves can be further reduced by previously mentioned chamfers. Also utilized rotary speed has a certain influence on the width of the grooves, particularly when the edge portions of the grooves 2, 2', 2'' are not arranged with chamfers, resulting, as previously mentioned, in a need for a larger groove width for an increased rotary speed.

A modified embodiment of a saw blade in relation to Figs. 1 - 3 is shown in Figs. 4 and 5 which in similarity with previously described embodiment includes a number of substantially radially extending through grooves 2, 2', 2'', preferably substantially equally angularly spaced from each other. In the example of an embodiment shown, the grooves 2, 2', 2'' have a slightly bent curved extension, with each end portion located as an initial first portion in the rotary direction of the saw blade 1, and with the central portion as a successively following part. This configuration constitutes a preferred configuration, but also reversed extension, or a substantially linear extension, can be used.

This results in previously discussed advantages and
furthermore is the vacuum formed between two interacting saw blades reduced, and also the nondesirable increase of temperature for the saw blades during the rotary movement of same. Said increase of temperature causes a widening of the gap between the outer parts of the saw blades since the saw blades tend to bend away from each other, a condition which results in that saw dust and other particles can penetrate in between the interacting saw blades.

The effect of the grooves 2, 2′, 2″ is increased by a number of non-penetrating grooves or recesses 5, 5′, 5″, which are arranged by the plane of the saw blade intended to serve as an adjacent surface in relation to an interacting saw blade. According to a preferred embodiment (Fig. 4) the non-penetrating grooves 5, 5′, 5″ extend circular with from each other different radius from the centre of the saw blade 1.

The non-penetrating grooves 5, 5′, 5″ have a relatively small depth, e.g. 0.1 mm, but this depth can be varied from a few hundreds of a millimetre to a few tenths of a millimetre, and even deeper grooves 5, 5′, 5″ may be used for saw blades having very large diameter. As an example, tests have been performed with extremely good result utilizing a saw blade 1 having a diameter of 230 mm and 7 – 9 non-penetrating grooves 5, 5′, 5″ with a width of 2 mm and a depth of 0.1 mm or less.

However, suitable width/depth for the non-penetrating grooves 5, 5′, 5″, space between the grooves and number of grooves, can obviously be varied within broad limits and with regard taken to the diameter of the saw blade, rotary speed and similar factors.

Fig. 6 is intended to disclose how the grooves 5, 5′, 5″ can be arranged displaced in relation to each other at two interacting saw blades 1, 1′. Such a relative displacement results in an improved result, but it should be emphasized that the shown degree of displacement can be smaller, and that a fully acceptable result also can be obtained with the grooves 5, 5′, 5″ located in a substantially opposed
relationship.

In this connection, it should also be emphasized, that even if previous embodiment refers to the non-penetrating grooves 5, 5', 5" as a number of grooves, said number may also be reduced to only one circular groove. However, an embodiment with only one circular non-penetrating groove has obviously not the same good properties as an embodiment having several such grooves 5, 5', 5", but even a single groove results in a certain technical effect.

Examples of further modified embodiments are shown in Figs. 7 and 8, intended to increase the effect of previously discussed through grooves 2, 2', 2" by a number of non-penetrating grooves or recesses 5, 5', 5", which are arranged by the plane of the saw blade 1 which is intended to be an adjacent surface in relation to an interacting saw blade. According to a preferred embodiment (Fig. 7), the non-penetrating grooves 5, 5', 5" extend curved with a common radius from the centre of the saw blade 1 and having an angular extension which is less than the distance between each other adjacently located through grooves 2, 2', 2". Each non-penetrating groove 5, 5', 5" extends from a through groove 2, 2', 2" in the rotary direction of the saw blade 1 (as indicated by an arrow) and is terminated by a closed end portion before the next through groove 2, 2', 2".

The non-penetrating grooves 5, 5', 5" have a relatively small depth, e.g. 0.1 mm, but this depth can be varied from a few hundreds of a millimetre to a few tenths of a millimetre, and for saw blades having a very large diameter even deeper grooves 5, 5', 5" can be used. As an example, extremely good results were obtained with a saw blade 1 having a diameter of 230 mm and non-penetrating grooves with a width of 20 mm and a depth of 0.1 mm. Good results were also obtained when the width of the grooves was reduced to 10 mm.

However, suitable width/depth of the non-penetrating grooves 5, 5', 5" can obviously be varied within broad limits,
related to the diameter of the saw blade 1, rotary speed and similar factors.

Even if the non-penetrating grooves 5, 5', 5" have a further restricted extension, i.e. when same do not communicate with the through grooves 2, 2', 2", an acceptable technical effect is obtained. An example of such an embodiment is shown in Fig. 8, with the non-penetrating grooves 5, 5', 5" having closed end portions, i.e. not directly communicating with a through groove 2, 2', 2".

Even though not shown in the drawings, the non-penetrating grooves 5, 5', 5" shown in Figs. 7 and 8 may for example be replaced by two or more preferably substantially parallel grooves, i.e. with in relation to each other different radius. In such an embodiment the groove width for each individual non-penetrating groove 5, 5', 5" can obviously also usually be reduced in relation to embodiments having only one groove 5, 5', 5".

The non-penetrating grooves 5, 5', 5" can also be used in association with through grooves 2, 2', 2" having chamfered side portions, i.e. arranged as disclosed in the embodiment according to Figs. 1 - 3.

It is also within the scope of the invention to arrange the non-penetrating grooves 5, 5', 5" in such a way, that same extend between two each other adjacently located through grooves 2, 2', 2", i.e. with each end portion open towards said through grooves 2, 2', 2". Such an embodiment substantially corresponds to the embodiment previously described with reference to Figs. 4 - 6.

Furthermore, the non-penetrating grooves 5, 5', 5" can also be given another length extension than what has been shown and described, e.g. a more straight extension, even though shown curved extension obviously from machining point of view and other aspects is a preferred embodiment.
As previously mentioned, the invention is not restricted to the examples relating to groove depth, groove width and number of grooves given earlier, since possibility exists to vary these parameters within a large spectrum.

The saw blade 1 according to the present invention can be further modified in order to secure that the outer portion of same is not deflected away from an adjacent and interacting saw blade 1' during rotation, a situation which is shown exagerrated in Fig. 11.

By arranging the saw blades 1, 1' as shown exagerrated in Fig. 12, i.e. shaped with facing surfaces having a substantially concave shape, existing contact surface is reduced considerably, which results in reduced magnetization of the saw blades 1, 1', and also reduced temperature increase. During a sawing operation the saw blades 1, 1' take up a more parallel extension, partly through rotary influence, partly through pressure from the saw cut surfaces formed.

Furthermore, the outer peripheral portions of the saw blades 1, 1' are preferably arranged with towards each other facing surfaces initially (prior to a sawing operation) extending in a substantially parallel relationship, as indicated in Fig. 13 as the area "X". This is preferably accomplished by means of a grinding operation, and safeguards that the saw teeth do not intermesh during the rotary movement in opposed directions for the saw blades 1, 1'. As an example of the angular size which is ground off can be mentioned an angle of 4 - 7 degrees, but the size of the angle is obviously adapted to the bowl shape of the saw blades 1, 1'.

A further factor has been found influencing the magnetization of the saw blades 1, 1', namely that magnetization is formed in the space for sawdust by the saw teeth. By arranging, as shown in Fig. 14, the bottom part (area "Z") of the space for sawdust substantially straight or slightly curved and with the distance "Z" not smaller than 4 mm, said magnetization
can be avoided.

The above modification can easily be implemented when manufacturing new saw blades 1, 1', as well as for existing saw blades 1, 1', in order to further remove the problems obtained through magnetization of the saw blades 1, 1'.

The present invention is obviously in no way restricted to shown and described examples of embodiments, but can be further modified. For example, shown examples of embodiments may in different ways be combined with each other within the scope of the inventive thought and the following claims.
1. Method for preventing or reducing formation of magnetism in two adjacently located saw blades rotating in opposed rotary directions in relation to each other, characterized in that each saw blade is arranged having a number of substantially radially extending through grooves having an extension within the area of the rotary centre for each saw blade and the surrounding saw teeth area, arranged when rotating to remove air existing between adjacent planes of the saw blades, and thereby prevent or reduce magnetization of the saw blades.

2. Device for preventing or reducing formation of magnetism in two adjacently located saw blades (1, 1') rotating in opposed rotary directions in relation to each other according to the method of claim 1, characterized in that each saw blade (1, 1') is arranged having a number of substantially radially extending through grooves (2, 2', 2'') having an extension within the area of the rotary centre for each saw blade (1, 1') and the surrounding saw teeth area, arranged when rotating to remove air existing between adjacent planes of the saw blades (1, 1').

3. Device according to claim 2, characterized in that the through grooves (2, 2', 2'') have a substantially curved extension, preferably having the end portions of the grooves (2, 2', 2'') located in rotary direction ahead of the central portion.

4. Device according to claim 2, characterized in that the through grooves (2, 2', 2'') have a substantially linear extension.

5. Device according to any one of claims 2 - 4, characterized in that the width of the grooves (2, 2', 2'') is arranged larger for saw blades (1, 1') intended for a higher rotary speed range than for saw blades (1, 1') intended for a lower rotary speed range.
6. Device according to any one of claims 2 - 5, characterized in, that the grooves (2, 2', 2") are arranged substantially symmetrically and angularly equally spaced from each other.

7. Device according to any one of claims 2 - 6, characterized in, that the grooves (2, 2', 2") are arranged having a chamfer (3) by the edge portion acting as a first edge portion in the rotary direction, thereby forming an inclined edge surface extending from the outer plane of each saw blade (1, 1') towards an area by the inside plane (adjacent interacting saw blade) located forward in rotary direction, and that the grooves (2, 2', 2") by the edge portion arranged to act as a successively following edge portion in rotary direction are arranged with a chamfer (4) forming an inclined edge surface extending from the inside plane of each saw blade (1, 1') towards a successively following area by the outer plane in rotary direction.

8. Device according to claim 7, characterized in, that the chamfers (3, 4) preferably are arranged having an angle in relation to adjacent saw blade plane of 45°.

9. Device according to any one of claims 7 or 8, characterized in, that the width of the grooves (2, 2', 2") is arranged reduced by forming the chamfers (3, 4) as portions having a more pointed angle.

10. Device according to any one of claims 2 - 6, characterized in, that the grooves (2, 2', 2") have a substantially perpendicular extension in relation to the outer plane of the saw blade (1, 1').

11. Device according to any one of claims 2 - 10, characterized in, that the grooves (2, 2', 2") are arranged having a larger width for a reduced number of grooves and a smaller width for a larger number of grooves.

12. Device according to any one of claims 2 - 11, characterized in, that the grooves (2, 2', 2") are arranged substantially symmetrically and angularly equally spaced from each other.
characterized in, that at least one non-penetrating groove preferably having a curved extension, is arranged at the side of the saw blade (1, 1') intended to serve as an adjacent side to an interacting saw blade (1, 1').

13. Device according to claim 12, characterized in, that said non-penetrating groove (5, 5', 5'') is arranged extending between and communicating with the grooves (2, 2', 2'').

14. Device according to claim 12, characterized in, that said non-penetrating groove (5, 5', 5'') is arranged extending between and with only one end portion communicating with such a groove (2, 2', 2'').

15. Device according to claim 12, characterized in, that said non-penetrating groove (5, 5', 5'') is arranged extending between the grooves (2, 2', 2''), and with such an extension that said non-penetrating groove (5, 5', 5'') does not communicate with the grooves (2, 2', 2'').

16. Device according to any one of claims 2 - 15, characterized in, that the saw blades (1, 1') have a substantially bowlshaped extension, facing side planes having a substantially concave extension.

17. Device according to claim 16, characterized in, that the saw blades (1, 1') are machined at facing peripheral surfaces, thus forming a substantially parallel area (X).

18. Device according to any one of claims 2 - 17, characterized in, that the sawdust space by the saw teeth of the saw blades (1, 1') are arranged with a substantially straight or slightly curved bottom area (Z) having an extension exceeding 4 mm.
Fig. 4

Fig. 5
Fig. 9

Fig. 10
**INTERNATIONAL SEARCH REPORT**

**International application No.**
PCT/SE 96/01251

### A. CLASSIFICATION OF SUBJECT MATTER

**IPC6:** B23D 61/02, B23D 45/10, B27B 33/08

According to International Patent Classification (IPC) or to both national classification and IPC

### B. FIELDS SEARCHED

**Minimum documentation searched (classification system followed by classification symbols)**

**IPC6:** B23D, B27B

**Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched**

SE, DK, FI, NO classes as above

**Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)**

**DIALOG: WPI, CLAIMS, JAPIO**

### C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>WO 8900474 A1 (GEBELIUS, SVEN), 26 January 1989 (26.01.89), page 3, line 33 - page 4, line 3, figure 1, abstract, &amp; se, 458 096.b (cited in the application)</td>
<td>1,2</td>
</tr>
<tr>
<td>A</td>
<td>DE 1050987 A (FA. ERWIN BURGEL ET AL), 19 February 1959 (19.02.59), figure 1</td>
<td>1,2</td>
</tr>
<tr>
<td>A</td>
<td>US 4106382 A (SALJE ET AL), 15 August 1978 (15.08.78), figure 3, abstract</td>
<td>1,2</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

- * Special categories of cited documents:
  - **"A"** document defining the general state of the art which is not considered to be of particular relevance
  - **"B"** earlier document but published on or after the international filing date
  - **"L"** document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  - **"O"** document referring to an oral disclosure, use, exhibition or other means
  - **"P"** document published prior to the international filing date but later than the priority date claimed
  - **"T"** later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
  - **"X"** document of particular relevance: the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
  - **"Y"** document of particular relevance: the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
  - **"Z"** document member of the same patent family

**Date of the actual completion of the international search**

19 December 1996

**Date of mailing of the international search report**

13-02-1997

**Name and mailing address of the ISA/Swedish Patent Office**

Box 5055, S-102 42 STOCKHOLM

**Authorized officer**

Anders Brinkman

**Telephone No.**

+46 8 782 25 00
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>EP-A- 0380498</td>
<td>08/08/90</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SE-B, C- 458096</td>
<td>27/02/89</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SE-A- 8702867</td>
<td>15/01/89</td>
</tr>
<tr>
<td>DE-A- 1050987</td>
<td>19/02/59</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US-A- 4106382</td>
<td>15/08/78</td>
<td>DE-A, C- 2623339</td>
<td>08/12/77</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB-A- 1551553</td>
<td>30/08/79</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SE-B- 431841</td>
<td>05/03/84</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SE-A- 7705676</td>
<td>26/11/77</td>
</tr>
</tbody>
</table>
END