A toilet and a flush valve therefor.

Priority: 14.11.78 CA 316190

Date of publication of application: 26.05.80 Bulletin 80/11

Publication of the grant of the patent: 17.04.85 Bulletin 85/16

Designated Contracting States:
AT BE CH DE FR GB IT LU NL SE

References cited:
AT-B-213 347
CH-A-149 644
DE-C-27 588
DE-C-472 333
DE-C-520 508
FR-A-550 304
FR-A-1 001 419
GB-A-1 093 277
US-A-1 973 349
US-A-3 224 013

Proprietor: International Water Saver Toilets Inc.
80 Maple Street Box 452
Wellington Ontario, KOK 3LO (CA)

Inventor: Hennessy, Arnold
182 Niles Street
Wellington, Ontario, KOK 3LO (CA)
Inventor: Inch, John David
R.R. No. 1
Bloomfield, Ontario (CA)

Representative: Hallam, Arnold Vincent et al
E.N. LEWIS & TAYLOR 144 New Walk
Leicester LE1 7JA (GB)

Note: Within nine months from the publication of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European patent convention).
Description

This invention relates generally to flush-type toilets.

Conventional toilets of this type are wasteful of water in that a large volume of flush-water is required for satisfactory operation. Typically, a conventional domestic toilet requires 4 or 5 gallons (18.9 or 22.7 litres) for each flush. Also, at least in the case of a domestic toilet a relatively large holding tank for flush water must be provided in the toilet itself; this makes for a relatively large and bulky toilet which is difficult to make aesthetically acceptable.

Prior art attempts at reducing the volume of flush-water required have generally proved unsatisfactory for the reason that they have usually attempted to merely restrict the volume of the flush-water in the toilet tank rather than to approach the more fundamental problem of toilet design. Thus, a conventional flush toilet operates on the principle that a syphon is set up by the flush-water delivered into the toilet bowl, so that the contents of the bowl are in effect sucked out by the syphon. In order for this syphon effect to be produced it is essential that a relatively large volume of flush-water be used. In other words, the need for a large volume of flush-water is inherent in the design of a conventional toilet.

Austrian patent specification No. 213,347 and German patent specification No. 27588 both describe a toilet which includes a bowl for receiving waste and a waste outlet extending from the bowl and defining a first trap arranged so that a body of liquid is normally retained in the bottom of the bowl for preventing gaseous flow through the trap. A flush system is provided and is arranged, when operated, to deliver a charge of flushing liquid into the bowl in a direction to cause the body of liquid to be discharged through the outlet. A waste holding tank communicates with the bowl outlet for receiving waste from the bowl and has an outlet extending outwardly from the tank and adapted for connection to a sewer inlet. The holding tank outlet defines a second trap capable of preventing reverse flow of sewer gas into the holding tank in use.

An object of the present invention is to provide an improved toilet based on novel design considerations which allow substantially smaller volumes of flush-water to be used.

Accordingly the present invention provides a toilet which includes:

a bowl for receiving waste;
a waste outlet extending laterally from the bowl and defining a first, shallow trap arranged so that a relatively shallow body of liquid is normally retained in the bowl for preventing gaseous communication through the trap;
a flush system arranged, when operated, to deliver a charge of flushing liquid into the bowl in a direction to cause said body of liquid and waste to be discharged through said outlet; a chamber communicating with said bowl outlet for receiving waste from said bowl:

an outlet extending outwardly from said chamber and adapted for connection to a sewer inlet, said chamber outlet defining a second trap of substantial height capable of preventing reverse flow of sewer gas into the chamber in use; characterised in that said chamber outlet defining a second trap of substantial height capable of preventing reverse flow of sewer gas into the chamber in use; characterised in that said chamber and said second trap are arranged to contain a volume of liquid substantially in excess of that discharged from the bowl at each flush; and in that said chamber is provided with a flexible diaphragm adapted to accommodate air displaced into said chamber as liquid enters the chamber from the bowl, so as to minimise air resistance to flushing of liquid from the bowl.

The present invention is further described hereinafter, by way of example, with reference to the accompanying drawings, in which:

Fig. 1 is a perspective view, partly exploded, of a toilet according to a preferred embodiment of the invention;

Fig. 2 is a longitudinal sectional view generally along line II—II of Fig. 1;

Fig. 3 is a schematic illustration of the flush system of the toilet of Figs. 1 and 2;

Fig. 4 is a detail view of part of the flush system;

Fig. 5 is a plan view of an alternative flush actuating mechanism according to a further embodiment of the invention;

Fig. 6 is a view similar to Fig. 1 showing a toilet according to a further preferred embodiment;

Fig. 7 is a vertical sectional view through the top of the tank of the toilet shown in Fig. 6;

Fig. 8 is a sectional view on line VIII—VIII of Fig. 7;

Figs. 9 and 10 are detailed elevational views of the flush valve and its operating mechanism of the toilet of Fig. 6;

Fig. 11 is a detail perspective view of the valve of Figs. 9 and 10;

Fig. 12 is a view similar to Fig. 9 showing an alternative form of flush valve; the valve being shown in the “fill” position;

Fig. 13 is a plan view corresponding to Fig. 12;

Fig. 14 is a view similar to Fig. 12 showing the valve in the “flush” position; and

Fig. 15 is a sectional view on line XV—XV of Fig. 14.

Referring first to Fig. 1, the toilet has a housing generally denoted 20 made up a lower housing part 22 and an upper housing part 24 which fit together at a joint line indicated at 28. The two housing parts are permanently sealed together by means of a suitable adhesive. Upper housing part 24 has an upwardly extending rear portion 28 which has a removable top 30 and which houses a holding tank 32 for flush water and associated components of the flush system as will be more specifically described later. Forwardly of portion 28, the upper housing part 24 is formed with a toilet bowl opening 34 providing communication to a bowl 36. A conventional toilet seat assembly, shown in an exploded position at 38, is fitted to the upper housing part 24 so as to overlie the bowl opening 34.

In Fig. 2, the toilet bowl 36 is visible in section
and it will be seen that the bowl communicates with a waste outlet 40 which extends laterally from the bowl. Outlet 40 in turn communicates with a waste holding tank 42 which is disposed at the rear of the toilet housing, below the flush water tank 32. Adjacent its lower end, the holding tank communicates with an outlet 44, the outer end portion 46 of which is adapted to be connected to a sewer inlet generally in the manner of a conventional toilet.

Before describing the toilet in more detail, it may be convenient to note that, not only the housing 20, but also the remaining principal components of the toilet are, where possible, made of a suitable plastic material, e.g. by vacuum forming, and are secured together by a suitable adhesive. Thus, the toilet bowl 36 is a vacuum plastic moulding having an inwardly turned lip 48 around its upper edge, which nests behind a downwardly directed flange 50 of the upper housing part 24 extending around the toilet bowl opening. Lip 48 is secured to the rear face of flange 50 by adhesive. It will be seen that the lip defines a recess 52, the purpose of which will be described later. At this point, it may be convenient to note that the toilet bowl and/or the upper housing part 24 will be provided with suitable supports for carrying the weight of a person seated on the toilet; however, for clarity of illustration, these supports have not been shown in the drawings.

As can best be seen in Fig. 1, the bottom of the toilet bowl is shaped to define a trough-shaped depression 54 which extends generally from front to back of the bowl. At its rear end, depression 54 communicates with the bowl outlet 40 by way of a coupling 56 (Fig. 2) integrally formed on the bowl. The coupling 56 has an annular recess 58 in its outer end which receives a length of pipe 60 forming said waste outlet 40. A similar coupling 62 is formed on the waste holding tank and receives the opposite end of pipe 60. The pipe is secured into the tube couplings using a conventional solvent-type adhesive.

When the toilet is in use, a relatively shallow body of liquid will normally remain in the bottom of the bowl at a level indicated by reference numeral 64 in Fig. 2. This level will be determined by the angular inclination of the bowl outlet 40 and is chosen so that the outlet defines a first trap in which a relatively shallow body of liquid is normally retained for preventing gaseous communication through the trap. Thus, it will be seen that level 64 is always slightly above the portion 36a of the bowl at the top of outlet 40. This will prevent reverse flow of any unpleasant odours from the holding tank 42. At the same time, it is to be noted that this first trap formed by outlet 40 does not form the main sewer gas trap of the toilet and need not therefore be of substantial height. As a result, the volume of the residual body of liquid in the toilet bowl is relatively small and can be readily flushed from the bowl as will be described.

Flush water is delivered to the bowl through a series of openings in the wall of the bowl at the front end of the trough-shaped depression 54 referred to in connection with Fig. 1. One of these openings is visible at 66 in Fig. 2; the remaining openings are disposed in horizontal alignment with opening 66. Water is delivered to the opening 66 through a pipe 68 (see also Fig. 1) from the flush mechanism of the toilet (to be described). Pipe 68 is fitted over a spigot 70 (Fig. 2) which projects from a moulded housing 72 on the exterior surface of bowl 26. Housing 72 defines a chamber behind the opening 66 in which water delivered from the flush mechanism is distributed to the openings and issues into the bowl. It will be appreciated that the water leaving openings 66 will be directed towards the bowl outlet 40 and will accordingly tend to flush waste in the bowl directly into the outlet. The water is under pressure (as will be described) and has been found in practice to readily clear the bowl using a minimum volume flush. For example, in practical tests, a flush volume of 3 quarts (Imperial) (3.4 Litres) has been found to be adequate over an extended period of time of ordinary domestic use of the toilet.

Rinsing of the toilet bowl is provided for by a rinsing line 74 (Fig. 2) connected into the main flush water line 68 by a T-piece 76 (see also Fig. 1). Line 74 is connected to an arcuate shaped rinsing element 78 (see Fig. 1) which is secured by adhesive in the recess 52 behind the lip 48 of bowl. Element 78 is in the form of a length of pvc tubing closed at its ends and having a series of holes through which water can be directed downwardly over the surface of the bowl as indicated by the arrows 80 in Fig. 2. It is of course to be understood that, while only a short length of tubing has been shown in the drawings, in practice, the rinse element could extend over substantially the whole of the circumference of the toilet bowl.

With continued reference to Fig. 2, it will be remembered that the waste outlet 40 is connected to a coupling 62 on the holding tank 42 of the toilet. Tank 42 is a specially shaped plastic tank disposed inside the housing 20 of the toilet. The tank is of rectangular shape in plan and fills the entire width of the rear portion of the housing. The flush system of the toilet is generally indicated at 82 in Fig. 2 and, as can be seen, is mounted on the top of the tank.

Adjacent the bottom of its front wall, tank 42 includes an integral coupling 84 similar to the couplings 56 and 62 described previously. The holding tank outlet 44 extends outwardly from this coupling. As can be seen, outlet 44 is generally J-shaped and includes a straight pipe section 86 and two 90° elbows 88 and 90 joined to one another by a coupling sleeve 92 and joined to the outer end of pipe 86 by an integral coupling collar 94 on the inner end of elbow 98. At its outer end, elbow 90 is fitted with a short pipe section 96 which couples to a 45° elbow 98 fitting with an integral mounting plate 100 which extends transversely through a recess 102 in the toilet housing.
Plate 100 has openings for receiving securing bolts, one of which is indicated at 104, for securing the toilet to a floor surface. Plate 100 has a recess 106 in its under surface for receiving a flanged sewer inlet connection such as that indicated generally at 108 in Fig. 1. Thus, the portion of the toilet providing a connection to the sewer inlet is of the form conventionally used on domestic toilets in order that the toilet provided by the invention may be readily coupled to an existing sewer system in exactly the same fashion as a conventional toilet. The only other external connection required for the toilet will be the water inlet pipe, which will be a standard 1/2 inch or 3/4 inch (15 or 22 mm) copper pipe as will be described.

The pipe 60 of the bowl outlet and the pipes 86 and 96 and the elbows 88 and 90 of the holding tank outlet 44 are all standard ABS plastic sewer pipe fittings and are secured in place using normal ABS solvent adhesive.

The holding tank outlet 44 defines a second trap of the toilet which is of substantial height compared with the height of the first trap defined by the bowl outlet. Thus, the static liquid level in the second trap is represented by the lines indicated at 110 in Fig. 2 and the trap height is represented by dimension H and provides the "legal" sewer trap height required by plumbing codes for preventing reverse flow of sewer gas into the toilet.

Holding tank 42 and the associated outlet 44 are dimensioned so that the volume of liquid contained therein in the static condition shown in Fig. 2 is substantially in excess of the volume of liquid discharged from the bowl at each flush. This avoids any possibility that a syphon effect might be set up which could tend to empty the second trap, as might occur if the holding tank were too small. Thus, the toilet is designed so that, when the bowl is flushed the volume of liquid which passes into the holding tank will be sufficient to cause merely an overflow of liquid from the second trap into the sewer rather than a full scale flushing effect intended to generate a syphon as in the case of a conventional toilet.

For the same reason, the holding tank 42 is fitted with a flexible diaphragm which extends across the tank above the level at which liquid enters from the bowl 36. This diaphragm is designed to flex upwardly to accommodate the air displaced in the holding tank as liquid enters from the bowl. In this particular embodiment, the diaphragm is indicated at 112 and is in the form of a dome-shaped vacuum moulded flexible sheet fitted across a circular opening in the top wall 114 of holding tank 42. The peripheral margin of the diaphragm is sealed in gas tight fashion to wall 144 by means of a suitable adhesive. The diaphragm is shown in its normal static position in full line and in its position of maximum flex in chain dotted line. The diaphragm is designed so that the air displacement which can be accommodated by movement of the diaphragm from its full line position to its chain dotted line position exceeds the maximum anticipated volume of air which would be displaced when the toilet is in operation. Thus, in practice, it is likely that the diaphragm will probably not move fully to its chain dotted line position. The diaphragm is made of pvc and is sufficiently thin and flexible as to present minimal resistance to flexing. A relatively dense type of adhesive is provided in the center region of the diaphragm as indicated at 116 in order to ensure that the diaphragm will naturally return to its full line position when all of the liquid and waste material from the bowl 36 has entered the holding tank 42.

Diaphragm 112 is important to the proper operation of the toilet in two respects. Firstly, it ensures that the air in holding tank 42 presents minimum resistance to flushing of liquid and waste from the toilet bowl into the holding tank. Were it not for the presence of the diaphragm the air in the holding tank would act as a buffer tending to resist inflow of liquid from the bowl. Thus, the diaphragm generally makes it easier to flush the bowl and allows less water to be used. Secondly, the diaphragm further reduces any likelihood of a syphon effect occurring at the second trap. Thus, if there were no diaphragms, the buffering effect of the air in the holding tank would tend to cause the liquid in the second trap to be pushed through the trap and might tend to promote a syphoning effect which could empty the trap. It contrast, the liquid which enters the holding tank from the bowl in the toilet being described, merely causes a gradual over-flowing of liquid from the second trap, with no syphoning effect. Solid waste and tissue in the holding tank will tend to be broken down while standing in the holding tank and due to turbulence in the liquid (as a result of subsequent flushes), before passing into the sewer.

Reference will now be made to Figs. 3 and 4 in describing the flush system of the toilet. Fig. 3 shows the flush water tank 32 discussed previously. The tank is of generally cylindrical shape and comprises two end caps 118 and 120 fitted in air-tight fashion to a cylindrical body 122. End cap 118 is fitted with an air operated flush valve 124 which is shown in more detail in Fig. 4. End cap 120 is fitted with a coupling for a water inlet pipe 126 from the main water supply of the dwelling in which the toilet is installed. End cap 120 also has a tapping at the top for an air line 128. Air line 128 is connected to the flush valve 124 and includes a standard air check valve 130 and an adjustable flow control valve 132. A further air line 134 bypasses the valves 130 and 132 and is fitted with an on/off air valve 136 which is operated by a handle 138 in the manner of a conventional toilet flush handle. Handle 138 is visible at the front of the upper extension of the rear portion of the toilet housing in Fig. 1. Valve 136 is spring biased to the "off" position in which it is shown.

Referring now to Fig. 4, the air operated flush valve 124 includes a body 140 having a cylindrical extension 140a at its inner end which is fitted into an opening 142 in the end cap 118 of cylinder 32. A water passageway 144 extends through to the
interior of cylinder 32 and is surrounded by a valve seat 146 inside the cylinder. Outside the cylinder, the passageway is fitted with a coupling 148 to which is attached the main water flush pipe 68 shown in Figs. 1 and 2. A conical valve member 150 normally seats against valve seat 146 and is carried by a valve stem 152 which extends through valve body 140 and is fitted adjacent its outer end with a spring 154 arranged to normally bias valve member 150 against seat 146. The outer end of valve stem 152 is fitted with an end cap 156 which is disposed in a recess 158 in the end of the valve body. A diaphragm 160 extends across the outer end of the recess and bears against cap 156. Finally, the diaphragm is surmounted by a dome-shaped cover 162 having a projecting spigot 164 to which is attached the air line 128 referred to in Fig. 3. Thus, it will be apparent that once pressure is delivered to valve 124 along line 128, the diaphragm 160 will bow inwardly as indicated in chain dotted line and will cause the valve stem 152 to move upwardly and lift the valve member 150 off its seat 146 and provide fluid communication between the interior of cylinder 32 and the flush water line 68.

Referring back to Fig. 3, the sequence of operation of the flush mechanism will now be described. Assuming that cylinder 32 is initially empty, water will enter through line 126 and will begin to fill the cylinder. As the cylinder fills up (from the bottom) air will be trapped above the water and will be pressurized to an extent depending on the mains pressure of the water entering the cylinder. When the air above the water is fully pressurized, inflow of water will stop. Not only the air above the water will be pressurized but also the air in line 128 and in the portion of line 134 between line 128 and valve 136. Check valve 130 will prevent pressurized air from reaching the diaphragm of flush valve 124. If the flush handle 138 is now operated opening valve 136, the pressurized air in line 134 will be applied to the diaphragm 160 of the flush valve and the valve will open. The pressurized air in cylinder 32 will then eject the water under pressure through the main flush line 68. This pressurized water will be delivered directly to the front end of the trough-shaped depression 54 in the toilet bowl as described previously and will flush any waste in the toilet bowl into the holding tank also as described. At the same time, a rinsing action will occur in the bowl through rinse line 74. It will be noted that line 74 is of smaller diameter than line 128 so that a lesser volume of flush water will be used for rinsing than for the main flush action.

When the flush handle 138 is released, valve 136 will close, but the diaphragm 160 of flush valve 124 will be held in the pressurized position because the pressurized air will be trapped in line 134 due to the fact that 136 will be closed. However, flow control valve 132 will set to allow air to bleed back into the cylinder through line 128 so that the flush valve will close progressively. This will ensure that, rather than being abruptly cut off, the flow of flushing water will gradually diminish so as to ensure that a residual body of water will remain in the toilet bowl.

As soon as the flush water begins to leave cylinder 32 it will be replaced by water from line 128 so that the tank will immediately repressurize. Fig. 5 illustrates an alternative mechanism for operating a pressurized water tank of the form described with reference to Fig. 3. Thus, in the Fig. 5 embodiment, the water tank would be essentially the same as tank 32 but with different connections; accordingly, the tank has been shown merely diagrammatically in Fig. 5 at 32'. The tank has a single inlet 166 for water and the single, larger diameter outlet 168. In this embodiment, the flush mechanism includes a seat-operated rotary valve 170 having an inlet 172 connected to a water supply and a corresponding outlet 174 connected to a conduit 186. The flush water outlet from cylinder 32' is connected to a second inlet 176 of valve 170 and a corresponding outlet 178 is connected to the main flush pipe 68 of the toilet. Valve 170 is operated by a shaft which is turnable in the valve housing to operate a valve member (not shown) for controlling communication between the inlets and outlets of the valve as will be described. Shaft 180 forms the hinge pin for the toilet seat assembly 38' by lugs 184 which project from the shaft into corresponding recesses in the seat so that shaft 180 is turned by raising and lowering seat 381.

The valve member of valve 170 is designed so that, when the seat is in the down position in which it is shown, the water supply line 172 is closed while the flush line 176 is open and communicates with outlet 178 for delivering flushing water to the toilet. When the seat is raised, the connections are reversed so that the water supply inlet 172 is open allowing water to flow through the valve to tank 32' while the flush water inlet connection 176 of the valve is closed. Visualizing the toilet in use, it will be appreciated that, when the seat is raised by a person wishing to use the toilet, water will flow through valve 170 and into the tank 32', pressurizing the same ready for flushing. When the person has finished using the toilet and closes the seat the flush line from the tank will open and deliver flush water to the toilet bowl.

Reference will now be made to Figs. 6 to 15 in describing further embodiments of the invention. Double primed reference numerals have been used in those views to denote parts which correspond with parts shown in the previous views.

Referring first to Fig. 6, the toilet shown in that view includes a housing 20' which is essentially very similar to the housing shown in Figs. 1 and 2 although of somewhat different style. Thus, the housing includes a lower housing part 22', and an upper housing part 24' defining an upwardly extending rear portion 28'. In contrast to Figs. 1 and 2, the rear portion 28' does not have a lid but is designed to be removable as a whole. A joint line between portion 28' and the remainder of the
upper housing part is visible at 200. With the exception of portion 28, the two housing parts are permanently secured together.

The toilet has a bowl 36° which is moulded integrally with the relevant portion of the upper housing part 24°. The bowl has a trough shaped depression 54° which communicates through a shallow trap with a waste holding tank at the rear of the toilet in substantially the same manner as disclosed with reference to Figs. 1 and 2. The top wall of the holding tank is visible at 114° and the diaphragm in that wall is indicated at 112°. The holding tank is of generally the same form as the tank 42 shown in Fig. 2 and communicates with a second trap as shown in that view.

A flush water holding tank 32° is disposed inside the cover portion 28° of the toilet upper part. A flush valve 202 is associated with the tank and controls both admission of water to the tank and flushing of the toilet. A water inlet line connected to the valve is indicated at 204 and a valve operating lever is shown at 206. Lever 206 is coupled to a lid 207 of the toilet so that the valve is operated automatically in response to raising and lowering of the toilet seat as will be described later. A flush water discharge line 208 extends outwardly from valve 202 and is connected to a main flush water discharge nozzle 210 at the forward end of the toilet bowl depression 54°. A T-piece 212 is connected in line 208 and has a lateral connection 214 to a bowl rinse jet system. Connection 214 is of smaller diameter than line 208 so that the volume of water which flows to the rinse jet system will be less than the volume of the main flush. The rinse jet system includes three jets 216 which extend through the wall of the toilet bowl just below its rim at positions spaced around said rim, and a length of tubing 218 to which the jets 216 are coupled and which is itself coupled to the lateral connection 214 of T-piece 212 by a further T-piece 220. Thus, when the toilet is flushed, the rinse jets 216 will receive a volume of water smaller than the main flush for the purpose of rinsing the bowl. One of the rinse jets 216 is shown individually in Fig. 8 and includes a valve body 222 disposed at the inner surface of the toilet bowl wall, and having a water discharge passageway 224 which is screw threaded at its outer end and into which is screwed a spray head 226. Referring back to Fig. 6, it will be seen that the two endmost rinse jets 216 have valve bodies of elbow shape while the third rinse jet has a T-shaped valve body. In either event, the water discharge passageway 224 has an inlet end which communicates with the tube 218 of the rinse system for delivering water to the spray head 226.

Spray head 226 has a generally cylindrical shaped body 228 with a hexagonal portion 230 at its outer end by which the head can be turned using a wrench. Body 228 is externally screw threaded at its outer end and is screwed into the passageway 224 in body 222.

Immediately behind the hexagonal portion 230 of the spray head is a transversely extending water discharge slot 232 which extends over approximately half of the diameter of body 228. A water outlet passageway 234 extends through body 228 and includes a relatively large diameter portion at the outer end of the body which merges into a narrow portion disposed generally axially of body 228 and communicating with slot 232. Thus, water delivered to the valve body along tube 218 will be discharged into slot 232 and will issue downwardly from the spray head 226 in a fan-like spray pattern over the inner surface of the toilet bowl. It will be noted that the face of slot 232 against which the water will impinge is curved to facilitate smooth downward flow of the water.

Fig. 7 illustrates the flush water tank 32° used in the toilet shown in Fig. 6. The tank has a cylindrical body 236 fitted with airtight end caps 238 and 240. Tank 32° is a pressure tank and is designed to operate in generally similar fashion to the tank 32 shown in the previous views in that the pressure of incoming water is used to compress the air in the tank and the pressurized air is then used to expel the water for flushing. However, in this case, the tank includes a water inlet/outlet fitting 242 designed to provide an automatic “topping up” action to ensure that a residual amount of water always remains in the trap in the toilet bowl. Fitting 242 is fitted inside the tank in an opening in the bottom of the tank which extends through the body 236 and through a portion of end cap 238. The fitting is generally T-shaped and includes a large diameter passageway 242a which is disposed generally vertically as seen in Fig. 7 (radially of body 236) and a lateral port 242b which is of smaller diameter than and communicates with passageway 242a. A drain tube 244 is fitted inside port 242b and extends generally horizontally (axially of body 236). The lower end portion of passageway 242a receives a pipe 246 communicating with the flush valve 202 (Fig. 6).

Valve 202 will be described in more detail later. For present purposes, it is sufficient to note that, during filling of the tank, valve 202 allows water to enter fitting 242 through pipe 246. Most of this water will flow upwardly through passageway 242a and into the interior of the tank. The water level in the tank will rise, compressing the air above the water until the pressure of the air balances the pressure of the incoming water. At this time, the water may typically be at the level indicated by line 247 in Fig. 7. The interior of the tank will remain exposed to the incoming water pressure until valve 202 is operated to flush the toilet. At that time, pipe 246 will be placed in communication with the flush pipe 208 (Fig. 6) and the water will flow from the tank into pipe 208 under the pressure of the contained air. Most of the water will flow through passageway 242a at a relatively high rate. When the water level has dropped to approximately the position indicated by line 248, flow through the main passageway 242a will cease and the main part of the flush cycle will come to an end. However, water will continue to drain into fitting 242 through tube 244 and port 242b. Due to the smaller diameter of port 242b, the water flow rate from the tank will
be much less than during the main part of the flush cycle. Also, as soon as the water level drops below the top of fitment 242, air will be allowed to enter the tank through passageway 242a and the interior of the tank will be at atmospheric pressure. Accordingly, the remaining water will flow out under gravity only and will therefore flow at a much slower rate than the main portion of the flush under pressure.

The relative diameters of passageways 242a and port 242b, the height of fitment 242 and the vertical position of port 242b will all be selected to provide appropriate flow characteristics according to the particular toilet in question. For example, it is of course important that the flow volume and duration of the main portion of the flush should be sufficient to ensure complete flushing of the contents of the bowl.

Reference will now be made to Figs. 9 and 10 in describing the flush valve 202 in more detail. The valve has a body 248 formed with three internally screw threaded ports 250, 252, and 254. The ports communicate with corresponding passageways which lead to a valve chamber 256 having a cylindrical valve member 258. A recess is formed in the curved surface of member 258 to define an angled valve passageway 260 and the valve member is turnable about its axis through 90° to bring passageway 260 into either of two positions. In a first position, passageway 260 provides communication between valve port 250 and port 252, and in a second position ports 252 and 254 will be in communication. The valve member is mounted on a shaft which protrudes from body 248 and to which a lever 262 is attached for operating the valve.

Valve port 250 communicates with the main water inlet line 204 (Fig. 6) while port 252 communicates with the pipe 246 connected to the flush tank fitment 242. The third port 254 communicates with the main flush line 208.

Fig. 9 shows valve 202 in the "fill" position in which the valve member 258 allows communication between the water inlet port 250 and the port 252 connected to the flush water tank. In this position, water flows into the tank until its internal air pressure reaches the pressure of the incoming water. When the toilet is to be flushed, valve member 258 is turned so that the interior of the tank now communicates with the flush line 208. The water inlet line 204 is at this time blocked by the valve member and the water in the tank is discharged into line 208 as described in connection with Fig. 7. Thus, the main charge of flush water will be delivered into the bowl of the toilet under pressure and the top up water will flow through the valve and into the toilet. This is the normal rest position of the valve and is shown in Fig. 10.

In this particular embodiment, valve 202 is operated automatically by raising and lowering the toilet seat. Thus, the valve operating link 264 is pivotally connected at one end to the outer end of the valve operating lever 262 and extends forwardly through the toilet housing as shown in Fig. 6. At its outer end, link 264 is pivoted to an integral lug 268 which projects rearwardly from the toilet lid 207. It will be appreciated from a comparison of Figs. 9 and 10 that the various components are positioned so that, when the toilet seat is down (its normal position) the valve member 258 will be in the position shown in Fig. 10 and with the seat up the valve member will adopt its Fig. 9 position. Assuming the toilet has been flushed and the seat is normally in its down position, the flush water tank 32" will remain empty with the interior of the tank in communication with atmosphere through the main flush line 208 and the rinse jets 216. When the toilet is to be used, the seat lid will be raised, causing valve member 258 to turn so that the tank will fill from inlet line 204. When the user subsequently closes the seat lid, the valve member will be returned to the position shown in Fig. 10 and the contents of the tank will flush into the bowl and top up the shallow trap as discussed previously.

Figs. 11 to 15 illustrate an alternative form of flush valve which may be used in place of valve 202. This valve is generally indicated at 268 and includes a valve body 270 having a straight through passageway 272 of relatively large diameter communicating at one end with a port 274 for connection to the tank 32" of the toilet, and at its opposite end with a port 276 for connection to the bowl of the toilet by way of flush line 208. The valve body also has a lateral port 278 (Fig. 13) for connection to the water inlet line 204 of the toilet. The three ports communicate with a valve chamber 280 which houses a valve member 282 of generally spherical shape having a diametrically extending passageway of a relatively large diameter substantially equal to the diameter of the passageway 272 in the valve body. The shape of the valve member can best be seen in Fig. 11 and the passageway is indicated at 284. The valve member is turnable about an axis generally normal to passageway 284 so that the valve member can be moved through 90° from the position shown in which passageway 284 communicates with the passageway 272 in the valve body and allows water to flow straight through the valve body from the tank to the bowl during flushing (as shown in Fig. 14), to a position in which the passageway 284 is disposed generally normal to passageway 272 (see Figs. 12 and 13). In this latter position, there is no communication between the tank and bowl but the water inlet port 278 communicates with the tank port 274 by way of a recess 286 in the exterior surface of the valve member (see Figs. 11 and 13). It will be seen that the recess is positioned and dimensioned to allow water to "bleed" past the valve member 282 from the water inlet port 278 to the tank port 274 for filling of the tank.

The advantage of the form of valve shown in Figs. 11 to 15 is that the valve provides a relatively large diameter "straight through" flow passageway between the tank and bowl for flushing of the toilet; there is no restriction or diversion of the flush water within the valve body which would otherwise cause some of the energy flush water
to be lost. Inevitably, this valve configuration leads to some restriction in the passageway between the water inlet line and the tank (recess 286) but this is found to be relatively unimportant to the satisfactory operation of the toilet in that there is normally an adequate length of time for the tank to fill completely even through a restricted passageway such as that represented by recess 286.

The valve member 282 is carried by a turnable axle 288 disposed on the turning axis of the valve member and the axle has a lever 290 at its outer end which is coupled to the toilet lid by a link 292 in much the same fashion as link 264 in the previous embodiment. Fig. 15 in particular shows the axle 288 and lever 290. This view also illustrates that the recess 286 is of no effect when the valve member is in the position in which water flows straight through from the tank to the bowl.

Although the valve 288 has been described in association with the particular form of toilet provided by the present invention, it is to be understood that the valve may also be useful in other forms of toilets.

It will also be appreciated that the preceding description relates to specific embodiments of the invention only and that many modifications are possible within the broad scope of the invention. For example, while a number of specific flush systems have been described, other alternatives are possible. Preferably, the flush water is pressurized to achieve a high pressure action. However, it might even be possible to flush the toilet using a conventional water tank and gravity feed flush system. Another possibility would be to use a two tank flush system in which the two tanks would alternately fill and be used for flushing so that one tank would always contain water under pressure and would be ready to be used instantly when a flush was required.

Referring to the holding tank of the toilet (e.g. item 42 in Fig. 2), the diaphragm (112) need not be mounted in the top wall of the tank as described. It could, for example, extend across the tank below the top wall. It would even be possible to mount the diaphragm in a vertical wall of the tank although in that event special means would have to be provided to return the diaphragm to its rest position. Also, it should be noted that while the specific description refers to a toilet constructed primarily of plastic moulded components there is no limitation in this. Conventional ceramic manufacturing techniques could be applied to the toilet provided by the invention.

Claims

1. A toilet which includes:
   a bowl (36) for receiving waste;
   a waste outlet (40) extending laterally from the bowl (36) and defining a first, shallow trap arranged so that a relatively shallow body of liquid is normally retained in the bowl for preventing gaseous communication through the trap;
   a flush system (82) arranged, when operated, to deliver a charge of flushing liquid into the bowl (36) in a direction to cause said body of liquid and waste to be discharged through said outlet (40); a chamber (42) communicating with said bowl outlet for receiving waste from said bowl;
   an outlet (44) extending outwardly from said chamber (42) and adapted for connection to a sewer inlet, said chamber outlet (44) defining a second trap of substantial height capable of preventing reverse flow of sewer gas into the chamber in use; characterised in that said chamber (42) and said second trap are arranged to contain a volume of liquid substantially in excess of that discharged from the bowl (36) at each flush; and in that said chamber is provided with a flexible diaphragm (112) adapted to accommodate air displaced into said chamber as liquid enters the chamber from the bowl, so as to minimise air resistance to flushing of liquid from the bowl.

2. A toilet as claimed in claim 1 wherein the chamber is a holding tank (42) and said flexible diaphragm (112) extends across the chamber (42) above the level at which liquid enters from the bowl (36) and is sealed to the chamber in gas-tight fashion, said diaphragm being adapted to flex upwardly and accommodate air displaced as liquid enters the chamber from the bowl, so as to minimize air resistance to flushing of liquid from the bowl.

3. A toilet as claimed in claim 1 or 2 wherein said flexible diaphragm (112) is provided in a top wall (114) of the chamber (42) and wherein the diaphragm is weighted so that it normally assumes a depressed position in the chamber.

4. A toilet as claimed in claim 1, 2 or 3 wherein the bowl (36) has a through-shaped depression (54) extending generally from front to rear of the bowl, while said outlet (40) is disposed at the rear end of said depression, and wherein the flush system (82) is arranged to deliver flush liquid into the bowl at the front end of said depression in a direction towards said outlet.

5. A toilet as claimed in any of claims 1 to 4 wherein the waste outlet (40) from the bowl (36) is defined by an inclined pipe (60) extending upwardly from an outlet opening (82) in the holding tank (42) and arranged at an inclination such that the portion of the bowl defining the top of said opening is maintained below the level (54) of said relatively shallow body of liquid in the bowl.

6. A toilet as claimed in any of claims 1 to 5 wherein said flush system (82) includes a main flush pipe (68) connected to said bowl (36) and a bowl rinsing pipe (74) which is of smaller diameter than said main flush pipe and which is arranged to deliver flush liquid to a position adjacent to upper edge of the bowl for rinsing the bowl surface.

7. A toilet as claimed in any of claims 1 to 6 wherein said flush system (82) includes a closed water tank (32); means (126, 268) for delivering water to said tank under pressure directly from a main supply, whereby air trapped in the tank is pressurized by incoming water; valve means
(136, 268) operable by a person using the toilet for releasing the pressurized water from the tank; and conduit means (68, 74) for delivering pressurized water from the tank to the bowl for flushing.

8. A toilet as claimed in claim 7 wherein said valve means (136) is an on/off air valve biased towards its off position, and wherein the flush system further comprises: an air operated flush valve (124) which is normally closed and is adapted to open under the influence of air pressure to release flush liquid to the bowl; a first air line (134) coupling said air operated flush valve (124) through said on/off air valve (136) with pressurized air trapped in the tank; and a second air line (128) bypassing said on/off valve and arranged to allow pressurized air applied to said flush valve to bleed back to the tank when the on/off valve is closed, whereby the flow of flush liquid to the bowl is progressively terminated.

9. A toilet as claimed in claim 8 wherein said second air line (128) includes an adjustable flow control valve (132) for varying the speed of bleed back of air to the tank.

10. A toilet as claimed in claim 7 wherein said valve means (136, 268) is coupled to a seat (38) of the toilet and is operable to allow water to flow into the tank when the seat is up and to flow from the tank for flushing the toilet when the seat is closed.

11. A toilet as claimed in any of claims 1 to 5 wherein said flush system includes: a closed pressure tank (32') for flush water having a single opening in a lower region of the tank; an inlet/outlet fitment (242) disposed in said opening and defining a main generally upright water passageway (242a) of relatively large diameter extending into the tank and having an open inner end, and an open lateral port (242b) of substantially smaller diameter than said passageway spaced vertically by a predetermined distance from said open upper end and communicating with said passageway; valve means (202, 268) disposed externally of said tank and coupled to said fitment for controlling water flow through said passageway, said valve means additionally being adapted to be coupled to a source of water under pressure; and conduit means (208, 218) for delivering water from the tank (32') to the bowl (36') for flushing; said valve means including a valve member (258, 282) movable by a user of the toilet between a first position permitting water under pressure to be delivered from said source into the tank in use so that air trapped in the tank is pressurized by the incoming water, and a second position in which said passageway (242a) is placed in communication with said conduit means (208, 218) whereby water in the tank is delivered by said pressurized air through said passageway and said conduit means into the bowl until the water level in the tank reaches the position of said passageway open upper end, following which the water will drain at a slower rate by gravity by way of said port (242b) for topping up of said first trap (40) in the toilet.

12. A toilet as claimed in claim 11 wherein said valve means (268) includes a valve body (270) having a straight through water flow passageway (272) extending from a first port (274) in said valve body communicating with said tank fitment (242) to a second port (276) in said body communicating with said conduit means (208), a valve chamber interposed between said ports in said passageway and receiving a valve member (282) having an opening (284) forming a part of said passageway, said valve member in its said second position providing communication between said first and second port by way of said opening, a third port (278) in said valve body communicating with said valve chamber and adapted to be coupled to said source of water under pressure, said valve member further including a recess (286) in its outer surface providing communication between said first and third ports (274, 278) when the valve member is in its first position for filling of said tank with water.

13. A toilet as claimed in claim 11 or 12, further comprising a lid (207) for said toilet bowl (36'), said lid being movable between a closed position and an open position, and means (206, 264) coupling said lid with said valve member (258, 282) so that the valve member is in its said first position when the toilet lid is open and is in its said second position when the toilet is closed.

14. A toilet as claimed in claim 11, 12 or 13 wherein said conduit means includes a main flush pipe (208) extending between said valve means (202, 268) and said bowl (36') and arranged to deliver said charge of flushing liquid into the bowl, and a bowl rinsing system including a pipe (218) or smaller diameter than said main flush pipe connected to said pipe so that a portion of said flush water flows into said flush system, and a plurality of rinse jets (216) disposed in said bowl adjacent said upper edge thereof and coupled to said tube for delivering rinsing water onto the inner surface of the bowl.

15. A toilet as claimed in claim 7 or 10 wherein said valve means (268) has a valve body (270) having a straight through water flow passageway (272) extending from a first port (274) in said valve body adapted to communicate with said tank (32) to a second port (276) in said body adapted to communicate with discharge means for flush water, the valve body further including a valve chamber interposed between said ports in said passageway; a valve member (282) disposed in said chamber and movable between two positions, said member including an opening (284) which forms part of said passageway in one position of said valve member and provides communication between said first and second ports; the valve body including a third port (278) communicating with said valve chamber and adapted to be coupled to said water delivering means (126, 268) for filling of said tank, and said valve member further including a recess (286) in its outer surface providing communication between said first and third ports when the valve member is in the outer of said positions for filling
of said tank with water.

**Revidications**

1. Un water-closet qui comprend: une cuvette (36) pour recevoir les excréments; une sortie (40) d'excréments s'étendant latéralement à partir de la cuvette (36) et définissant un premier siphon peu profond conçu de façon qu'une masse de liquide relativement peu profonde soit normalement retenue dans la cuvette pour empêcher le passage de gaz à travers le siphon; un système de chasse (82) conçu, lorsqu'il est actionné, pour délivrer une charge de liquide de chasse dans la cuvette (36) dans une direction provoquant la décharge de ladite masse de liquide et des déchets excréments à travers la sortie (40); une chambre (42) communiquant avec la sortie de la cuvette pour recevoir les excréments provenant de ladite cuvette; une sortie (44) s'étendant vers l'extérieur en partant de la chambre (42) et adaptée pour être reliée à une entrée d'égout, cette sortie (44) de chambre délimitant un deuxième siphon de hauteur substantielle capable d'empêcher la remontée de gaz d'égout dans la chambre en service; caractérisée en ce que ladite chambre (42) et ledit deuxième siphon sont conçus pour contenir un volume de liquide substantiellement en excès de celui déchargé à partir de la cuvette (36) à chaque chasse; et en ce que ladite chambre est pourvue d'un diaphragme flexible (112) conçu pour adapter l'air déplacé dans ladite chambre lorsque du liquide pénètre dans la chambre en provenance de la cuvette, de façon à minimiser la résistance de l'air à la chasse de liquide provenant de la cuvette.

2. Un water-closet selon la revendication 1, dans lequel la chambre est un réservoir de retenue (42) et le diaphragme flexible (112) est étendu en travers de la chambre (42) au-dessus du niveau auquel le liquide pénètre en provenance de la cuvette (36) et est fixé à la chambre d'une façon étanche aux gaz, ce diaphragme étant adapté pour fléchir le haut et adapter l'air déplacé lorsque du liquide pénètre dans la chambre en provenance de la cuvette, de façon à minimiser la résistance de l'air à la chasse de liquide provenant de la cuvette.

3. Un water-closet selon les revendications 1 et 2, dans lequel le diaphragme flexible (112) est prévu dans la paroi supérieure (114) de la chambre (42) et dans lequel le diaphragme est lesté de façon qu'il adopte normalement une position déprimée dans la chambre.

4. Un water-closet selon la revendication 1, 2 ou 3, dans lequel la cuvette (36) présente une dépression (54) en forme d'aiguë s'étendant, de façon générale, de l'avant vers l'arrière de la cuvette, dans lequel ladite sortie (40) est disposée à l'extrémité postérieure de cette dépression, et dans lequel le système de chasse (42) est conçu pour délivrer du liquide de chasse dans la cuvette à l'extrémité antérieure de ladite dépression dans une direction allant vers ladite sortie.

5. Un water-closet selon l'une quelconque des revendications 1 à 4, dans lequel la sortie (40) d'excréments s'étendant à partir de la cuvette (36) est définie par un conduit incliné (60) s'étendant vers le haut à partir d'une ouverture de sortie (62) prévue dans le réservoir de retenue (42) et disposé avec une inclinaison telle que la partie de la cuvette définissant le haut de cette ouverture soit maintenue au-dessous du niveau (64) de ladite masse de liquide relativement peu profonde dans la cuvette.

6. Un water-closet selon l'une quelconque des revendications 1 à 5, dans lequel le système de chasse (82) comprend un conduit de chasse principal (68) relié à la cuvette (36) et un conduit de rinçage (74) de la cuvette qui présente un diamètre inférieur à celui du conduit de chasse principal et qui est arrangé pour délivrer du liquide de chasse à une position adjacente au bord supérieur de la cuvette pour rincer la surface de la cuvette.

7. Un water-closet selon l'une quelconque des revendications 1 à 6, dans lequel le système de chasse (82) comprend un réservoir d'eau fermé (32); des moyens (126, 268) pour amener de l'eau à ce réservoir sous pression directement à partir d'une source principale, de manière que l'eau emprisonnée dans le réservoir soit mis sous pression par l'eau entrante; des moyens formant soupape (136, 268) actionnables par une personne utilisant le water-closet pour libérer l'eau sous pression du réservoir; et des moyens formant conduit (68, 74) pour délivrer l'eau sous pression provenant du réservoir à la cuvette à des fins de chasse.

8. Un water-closet selon la revendication 7, dans lequel les moyens formant soupape (136) consistent en une soupape à air du type ouverte/fermée normalement en position fermée, et dans lequel le système de chasse comprend en outre: une soupape de chasse actionnée par air (124) qui est normalement fermée et est adaptée pour s'ouvrir sous l'influence d'une pression d'air pour envoyer du liquide de chasse dans la cuvette; une première canalisation à air (134) raccordant la soupape de chasse actionnée par air (124), par l'intermédiaire de ladite soupape à air du type ouverte/fermée (136), à l'air sous pression emprisonnée dans le réservoir; et une deuxième canalisation à air (128) court-circuitant la soupape de type ouverte/fermée et arrangée pour laisser l'air sous pression appliqué à ladite soupape de chasse revenir dans le réservoir lorsque la soupape de type ouverte/fermée est fermée, de manière que l'écoulement de liquide de chasse vers la cuvette se termine progressivement.

9. Un water-closet selon la revendication 8, dans lequel la deuxième canalisation à air (128) comprend une vanne ajustable (132) de réglage de l'écoulement pour faire varier la vitesse de retour de l'air au réservoir.

10. Un water-closet selon la revendication 7, dans lequel les moyens formant soupape (136,
268) sont accouplés à un siège (38) du water-closet et agissent pour permettre à de l'eau de s'écouler dans le récevoir lorsque le siège est levé et de s'écouler à partir du réservoir pour balayer le water-closet lorsque le siège est fermé.

11. Un water-closet selon l'une quelconque des revendications 1 à 5, dans lequel le système de chasse comprend: un réservoir fermé sous pression (32°) pour l'eau de chasse comprenant une unique ouverture à sa partie inférieure; un agencement d'entrée/sortie (242) disposé dans cette ouverture et définissant un passage d'eau principal généralement vertical (242a) de diamètre relativement grand s'étendant dans le réservoir et ayant une extrémité inférieure ouverte, et un orifice latéral ouvert (242b) de diamètre substantiellement inférieur à celui dudit passage espacé verticalement d'une distance prédéterminée de ladite extrémité supérieure ouverte et communiquant avec ledit passage; des moyens formant soupape (202, 268) disposés à l'extérieur dudit réservoir et raccordés audit agencement pour contrôler l'écoulement d'eau à travers ledit passage, ces moyens formant soupape étant en outre adaptés pour être raccordés à une source d'eau sous pression; et des moyens formant conduit (208, 218) pour amener de l'eau provenant du réservoir (32°) à la cuvette (36°) à des fins de chasse; ledits moyens formant soupape comprenant un élément de soupape (258, 282) déplaçable par un utilisateur du water-closet entre une première position permettant à de l'eau sous pression d'être délivrée à partir de ladite source dans le réservoir en service de façon que l'air emprisonné dans le réservoir soit mis sous pression par l'eau entrante, et une deuxième position dans laquelle ledit passage (242a) est mis en communication avec ledits moyens formant conduit (208, 218) de manière que de l'eau du réservoir soit envoyée, par l'air sous pression, à travers ledit passage et ledits moyens formant conduit, dans la cuvette jusqu'à ce que le niveau d'eau dans le réservoir atteigne la position de ladite extrémité supérieure ouverte du passage, après quoi l'eau se videra par gravité à un débit plus lent à travers ladite ouverture (242b) pour remplir le premier siphon du water-closet.

12. Un water-closet selon la revendication 11, dans lequel les moyens formant soupape (268) comprennent un corps de soupape (270) ayant un passage rectiligne (272) pour l'écoulement de l'eau s'étendant d'un premier orifice (274) dans ledit corps de soupape communiquant avec ledit agencement (242) du réservoir, à un deuxième orifice (276) dans ledit corps communiquant avec ledits moyens formant conduit (208), une chambre de soupape disposée entre ces orifices dans le passage et recevant un élément de soupape (282) ayant une ouverture (284) formant une partie dudit passage, cet élément de soupape dans sa deuxième position assurant une communication entre ledits premier et deuxième orifices par le moyen de ladite ouverture, un troisième orifice (278) dans ledit corps de soupape communiquant avec ladite chambre de soupape et adapté pour être raccordé à ladite source d'eau sous pression, l'élément de soupape comprenant en outre un renforcement (286) dans sa surface externe assurant une communication entre ledits premier et troisième orifices (274, 278) lorsque l'élément de soupape est dans sa première position pour remplir le réservoir avec de l'eau.

13. Un water-closet selon la revendication 11 ou 12, qui comprend en outre un couvercle (207) pour la cuvette (36°) du water-closet, ce couvercle étant déplaçable entre une position fermée et une position ouverte, et des moyens (208, 284) accouplant ce couvercle à l'élément de soupape (258, 282) de manière que l'élément de soupape soit dans sa première position lorsque le couvercle du water-closet est ouvert et soit dans sa deuxième position lorsque le water-closet est fermé.

14. Un water-closet selon la revendication 11, 12 ou 13, dans lequel les moyens formant conduit comprennent un conduit de chasse principal (208) s'étendant entre ledits moyens formant soupape (202, 268) et la cuvette (36°) et arrangés pour amener ladite charge de liquide de chasse dans la cuvette, et un système de rinçage comprenant un conduit (218) de diamètre inférieur à celui dudit conduit de chasse principal relié audit conduit de façon qu'une partie de ladite eau de chasse s'échoue dans le système de chasse, et une pluri- lité de jets de rinçage (216) disposés dans la cuvette au voisinage du bord supérieur de celle-ci et raccordés audit conduit pour délivrer de l'eau de rinçage sur la surface inférieure de la cuvette.

15. Un water-closet selon la revendication 7 où 10, dans lequel les moyens formant soupape (268) comprennent un corps de soupape (270) ayant un passage rectiligne (272) pour l'écoulement d'eau s'étendant d'un premier orifice (274) dans ledit corps de soupape adapté pour communiquer avec le réservoir (32), à un deuxième orifice (276) dans ledit corps adapté pour communiquer avec des moyens de décharge pour de l'eau de chasse, le corps de soupape comprenant, en outre, une chambre de soupape disposée contre ces orifices dans le passage; un élément de soupape (282) disposé dans cette chambre et déplaçable entre deux positions, cet élément comprenant une ouverture (284) qui fait partie dudit passage dans une des positions de l'élément de soupape et assure une communication entre ces premier et deuxième orifices; le corps de soupape comprenant un troisième orifice (278) communiquant avec l'élément de soupape et adapté pour être raccordé auxdits moyens de délivrance d'eau (126, 268) pour le remplissage du réservoir, et l'élément de soupape comprenant en outre un renforcement (286) dans sa surface externe assurant une communication entre les premier et troisième orifices lorsque l'élément de soupape est dans la position externe desdits positions pour le remplissage du réservoir avec de l'eau.
Patentansprüche

1. Toilette mit einer Schüssel (36) zum Aufnehmen von Abfall, einem Abfall-Auslaß (40), der sich von der Schüssel in seitlicher Richtung erstreckt und eine erste, flache Falle definiert, die so angeordnet ist, daß ein relativ flacher Flüssigkeitskörper normalerweise in der Schüssel zurückgehalten wird, um eine gasförmige Verbindung durch die Falle hindurch zu verhindern;

   einem Spülungssystem (82), das so angeordnet ist, daß es beim Befüllen eine Portion Spülfüssigkeit in die Schüssel (36) in einer solchen Richtung abgibt, daß der Flüssigkeitskörper und der Abfall durch den Auslaß (40) ausgetragen werden;

   einer mit dem Auslaß der Schüssel kommunizierenden Kammer (42) zur Aufnahme des Abfalls aus der Schüssel;

   einem Auslaß (44), der sich von der Kammer (42) nach außen hin erstreckt und dafür ausgerichtet ist, daß eine Verbindung mit dem Abwasserkanal hergestellt werden kann, wobei der Kammer-Auslaß (44) eine zweite Kammer mit einer erheblichen Höhe definiert, die in der Lage ist, einen Rückstrom von Kanalgas in die in Benutzung befindliche Kammer zu verhindern, dadurch gekennzeichnet,

   daß die genannte Kammer (42) und die genannte zweite Falle so angeordnet sind, daß sie ein Flüssigkeitsvolumen enthalten, das wesentlich größer ist als dasjenige, das bei jedem Spülvorgang aus der Schüssel (36) ausgetragen wird, und daß die Kammer mit einem flexible Diaphragma (112) versehen ist, das so beschaffen ist, daß es sich der Luft anpaßt, die in die Kammer hinein verdrängt wird, wenn Flüssigkeit aus der Schüssel in die Kammer eintritt, so daß der Luftwiderstand gegen den Spülfüssigkeitschwamm aus der Schüssel auf ein Minimum herabgesetzt wird.

2. Toilette nach Anspruch 1, dadurch gekennzeichnet, daß die Kammer ein Haltebehälter (42) ist und das flexible Diaphragma (112) sich quer durch die Kammer (42) über dem Niveau erstreckt, bei dem die Flüssigkeit aus der Schüssel (36) eintritt, und an der Kammer in gasdichter Weise befestigt ist, wobei das Diaphragma so beschaffen ist, daß es sich nach oben blägt und der Luft anpaßt, die beim Eintritt von Flüssigkeit in die Kammer verdrängt wird, so daß der Luftwiderstand gegen den Spülfüssigkeitschwamm aus der Schüssel auf ein Minimum herabgesetzt wird.

3. Toilette nach Anspruch 1 und 2, dadurch gekennzeichnet, daß das flexible Diaphragma (112) in einer oberen Wand (114) der Kammer (42) angebracht ist und daß das Diaphragma so mit einem Gewicht beschwert ist, daß es normalerweise eine abgesenkte Lage in der Kammer einnimmt.

4. Toilette nach Anspruch 1, 2 oder 3, dadurch gekennzeichnet, daß die Schüssel (36) eine trogförmige Vertiefung (54) aufweist, die sich allgemein vom vorderen Ende zum rückwärtigen Ende der Schüssel erstreckt, wobei der Auslaß (40) am rückwärtigen Ende dieser Vertiefung angebracht ist und das Spülungssystem (82) so angeordnet ist, daß es die Spülfüssigkeit in die Schüssel am vorderen Ende der Vertiefung in Richtung auf den Auslaß hin abgibt.

5. Toilette nach irgendeinem der Ansprüche 1 bis 4, dadurch gekennzeichnet, daß der Abfall-Auslaß (40) aus der Schüssel (36) durch ein geneigtes Rohr (60) definiert ist, das sich von einer Auslaßöffnung (82) in dem Haltebehälter (42) nach oben hin erstreckt und unter einer solchen Neigung angeordnet ist, daß der Teil der Schüssel, der das obere Ende der Öffnung definiert, unterhalb des Niveaus (64) des relativ flachen Flüssigkeitskörpers in der Schüssel gehalten wird.

6. Toilette nach irgendeinem der Ansprüche 1 bis 5, dadurch gekennzeichnet, daß das Spülungssystem (82) ein mit der Schüssel (38) verbundenes Hauptspülorrohr (68) und ein Schüssel-Spülorrohr (74) umfaßt, das einen kleineren Durchmesser als das Hauptspülorrohr besitzt und so angeordnet ist, daß es Spülfüssigkeit einer Steile in die Nachbarschaft der Oberkante der Schüssel zum Spülen der Schüsseloberfläche zuführt.

7. Toilette nach irgendeinem der Ansprüche 1 bis 6, dadurch gekennzeichnet, daß das Spülungssystem (82) einen geschlossenen Wasserbehälter (32), Mittel (126, 268) zum Einspeisen von Wasser in den Tank unter Druck unmittelbar von einer Hauptleitung, wodurch in dem Behälter eingeschlossene Luft durch eintretendes Wasser unter Druck gesetzt wird, Ventilmittel (136, 268), die durch eine die Toilette benützende Person betätigt werden und mittels deren das unter Druck stehende Wasser aus dem Behälter freigesetzt wird, und Rohrleitungsmittel (68, 74), mittels deren das unter Druck stehende Wasser aus dem Behälter zu Spülzwecken an die Schüssel abgegeben wird, umfaßt.

8. Toilette nach Anspruch 7, dadurch gekennzeichnet, daß das das Ventilmittel (136) ein Auf/ Zu-Luftventil ist, das in Richtung auf die Zu-Steilung vorbelastet ist, und daß das Spülungssystem weiterhin umfaßt: ein mit Luft betriebenes Spülungsventil (124) das normalweise geschlossen ist und so ausgelegt ist, daß es sich unter dem Einfluß von Luftdruck öffnet, um die Spülfüssigkeit in die Schüssel freizusetzen; eine erste Luftleitung (134), die das mit Luft betriebene Spülungsventil (124) über das Auf/ Zu-Luftventil (136) mit der in dem Behälter eingeschlossenen koppelt; und eine zweite Luftleitung (128), die im Nebenschluß zu dem Auf/ Zu-Luftventil geführt ist und so angeordnet ist, daß sie der auf das Spülungsventil einwirkenden Druckluft das Rückströmen in den Behälter erlaubt, wenn das Auf/ Zu-Ventil geschlossen wird, wodurch der Flüß der Spülfüssigkeit in die Schüssel zunehmend beeinflußt wird.

9. Toilette nach Anspruch 8, dadurch gekennzeichnet, daß die zweite Luftleitung (128) ein
einstellbares Durchflussregelventil (132) zur Regulierung der Geschwindigkeit des Rückstroms der Luft in den Behälter umfaßt.


12. Toilette nach Anspruch 11, dadurch gekennzeichnet, daß das Ventilumtrieb (268) einen Ventilkörper (270) mit einem geradlinigen Wasser-Durchgangsweg (272), der sich von einem mit dem Behälter-Paßstück (242) verbundenen ersten Durchlaß (274) in dem Ventilkörper zu einem zweiten, mit dem Rohrleitungselement (208) verbundenen Durchlaß (276) erstreckt, eine Ventilkammer, die zwischen den Durchläufen in dem Durchgangsweg liegt und ein Ventilti

5

10

15

20

25

30

35

40

45

50

55

60

65

...
des Behälters verbunden zu werden, wobei das Ventilglied ferner eine Aussparung (286) auf seiner äußeren Oberfläche enthält, die eine Verbindung zwischen dem ersten und dem dritten

Durchlaß zum Füllen des Behälters mit Wasser herstellt, wenn sich das Ventilglied in der äußeren der genannten Stellungen befindet.