Calcination method and apparatus for gypsum or similar materials.

Priority: 07.01.86 GB 8600275
Date of publication of application: 05.08.87 Bulletin 87/32
Publication of the grant of the patent: 25.07.90 Bulletin 90/30
Designated Contracting States: AT BE CH DE ES FR GB GR IT LI LU NL SE
References cited:
GB-A-2 140 702
US-A-4 176 157

Proprietor: BPB INDUSTRIES public limited company
Langley Park House Uxbridge Road
Slough SL3 6DU (GB)

Inventor: Ball, David John
37 Haileybury Road
West Bridgford Nottingham (GB)
Inventor: Varney, Edward
9, Sutton Gardens
Ruddington Nottingham (GB)

Representative: Bass, John Henton et al
REDDIE & GROSE 16 Theobalds Road
London WC1X 8PL (GB)

Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European patent convention).
The present invention relates to calcination apparatus, and more especially to apparatus for calcining calcium sulphate dihydrate or gypsum.

One of the main methods by which gypsum has been calcined industrially is by indirect or external heating of a bed of gypsum of substantial depth in a so-called “kettle”. Such kettles may be operated batchwise or by a continuous process as described in GB 1 018 464. More recently, the heat input to kettles has been increased, and the production rate thereby enhanced, by the direct introduction of hot gas into the bed through a tube extending downwardly from the top of the vessel and provided with at least one opening in its lower region, as described in GB 1 488 665. Furthermore, GB 2 043 219 describes a calcination vessel of different form, having inclined side walls to provide a smaller cross sectional area at the bottom of the vessel than at the top of the bed, a downwardly extending heating tube opening in the interior of the vessel adjacent to the bottom for the passage of hot gas into the bed.

It has been found that calcination techniques using direct heating by the introduction of hot gas tend to produce a proportion of insoluble anhydrite (anhydrite II) which is detrimental in the manufacture of plasterboard. We now believe that an important factor in the production of insoluble anhydrite is the temperature of the hot gas when it first contacts gypsum in the bed.

It is an object of the present invention to reduce the proportion of insoluble anhydrite produced by a calcination process involving the direct introduction of hot gases into a bed of gypsum and we achieve this by reducing the temperature of the hot gas contacting the gypsum.

According to the present invention, the downwardly extending hot gas tube in calcination apparatus of the type described above is surrounded along part only of its length by an outer tube which extends from a level above that of the bed, when the apparatus is in operation, to a level below that of the bed, and means are provided for introducing at least one cool substance compatible with the material of the bed into an upper region of the outer tube, whereby the substance reduces the temperature of the hot gas by heat exchange through the hot gas tube before emerging from the lower end of the outer tube into the bed.

The hot gas may be produced by means of a burner positioned, preferably, in an upper region within the inner tube adjacent the upper region of the outer tube.

The relatively cool, compatible substance employed for this purpose may conveniently be powdered gypsum or gases recycled from the exhaust system after separation of dust, or may include both these materials. Powdered gypsum introduced into the outer tube may comprise part or all of the supply of calcium sulphate dihydrate to be calcined, which may be constituted by gypsum mineral or other source of dihydrate. Calcium sulphate or recycled gases passing down the outer tube are preheated before entering the bed, while at the same time they reduce the temperature of the gas within the hot gas tube before it in turn enters the bed. A further source of compatible material for introduction into the outer tube is recycled hemihydrate, for example derived from a dust collection system for the exhaust gases from the calcination vessel.

The invention has the particular advantage that it does not reduce the thermal efficiency of the calcination process. Moreover, since the outer tube only extends for part of the length of the hot gas tube within the bed, the substance passing through the outer tube does not encounter the high back pressure encountered by the heating gas at the lower end of the hot gas tube and therefore requires relatively little power, for example, in pumping recycled gases through the outer tube.

The invention will be further described by way of example, with reference to the accompanying drawings, in which:

Fig. 1 is a diagrammatic vertical section of a calcination kettle with a direct-heating in hot gas tube modified in accordance with this invention, and Fig. 2 is a similar view of a different form of calcination vessel including a similar modification.

The calcination apparatus shown in Fig. 1 comprises an externally heated steel vessel 10 surrounded by a heating jacket or chamber 11 to which heat is supplied by a burner 12. The vessel may be provided in conventional manner with a rotary stirs or 13 and with cross tubes or flues to bring the hot gases into more intimate heat exchange with the contents of the vessel, although the latter are omitted from the drawing for the sake of clarity. The vessel is fitted with a lid 14 having an opening 15 for exhaust gases and a further access opening 16 ordinarily used for the introduction of powdered gypsum. A controlled outlet 17 at the bottom of the vessel enables the contents of the vessel to be dumped, for example in batch working, and an outlet 18 at the level of the top of the bed, protected by a baffle 19, enables the kettle to be operated continuously, as described in GB 1 018 464.

The vessel is provided, in accordance with GB 1 488 665, with a heating tube 21 of steel or other heat conductive material extending downwardly into the vessel and having one or more openings at its bottom end 22 in the lower region of the vessel. Hot gases, for example hot gaseous combustion products, are either introduced at the upper end of the tube from an external source or are produced in the upper part of the tube by means of a burner 23 as shown in the drawing. With the latter arrangement, fuel is introduced through a line 24 and air for combustion purposes through a tube 25. The hot gas introduced into the bed through the tube 21 provides additional heat input over and above that conducted through the walls of the vessel from the jacket 11 and at the same time help to fluidize the material being calcined in the vessel.

In accordance with this invention, the upper part of the tube 21 is surrounded by an outer tube 26,
which extends along part only of the length of the tube 21 and terminates below the top 27 of the bed of material in the vessel but at a substantial distance above the opening at the bottom 22 of the hot gas tube. The outer tube conveniently extends through the lid 14 of the vessel, as shown in the drawing, and may be provided with inlets for solid material 28 or inlets for gaseous material 29 or both.

It is preferable that the burner 23 be mounted within the inner tube 21 in a position just below the lid 14 of the vessel.

The exhaust gas outlet 15 is connected to a cyclone dust separator 31 from which a duct 32 leads to a final dust collector and subsequent discharge of the exhaust gas. If cool exhaust gases are to be recycled to the outer tube 26, they are conveniently taken from the duct 32 and pumped by a fan 33 to the gas inlet 29, as shown in the drawing. Finely divided calcined material is recovered at the base 34 of the cyclone 31 and, if desired, may be recycled to the solids inlet 28, as shown by a broken line.

In Fig. 2, items corresponding to those shown in Fig. 1 are represented by the same reference numerals. The calcination vessel, however, is of the type described in GB 2 043 219 and has an inverted frustoconical region 41 which contains the bed of material. An upper cylindrical portion 42 of the vessel extends above the level of the bed and carries a lid 43, this upper region serving principally as a release zone for solids carried up with the exhaust gases. The vessel 41 is efficiently lagged and is not externally heated, although a low level of heating may be provided in the insulation to offset any heat loss through the wall. An opening 44 near the bottom of the vessel communicates with a weir 45 which determines the level 27 of the bed in operation.

A hot gas tube 21 extends through the lid 43 of the vessel to a position near the bottom, where its open bottom 22 receives an internal protuberance 46, preferably conical, on the bottom of the vessel, which serves to improve the distribution of gases emerging from the bottom 22 of the tube. The gas tube 21 may also be provided with slots 48 in the lower region of its sidewall to further improve the distribution of gases.

The arrangement of the hot gas tube 21, the means for supplying the hot gas, the provision of an outer tube 26 and the means for introducing various substances into the outer tube are all as described in connection with Fig. 1, as are the means employed to separate dust from the exhaust gases and for recycling cool exhaust gas or recovered powdered material from the cyclone to the inlets of the outer tube.

The outer tube 26 may conveniently be restrained from movement by retaining means such as springs 50.

It is preferable that the burner 23 be positioned within the inner tube 21 in a position just below the lid 43 of the vessel.

The invention will be further described by way of the following examples.

Examples

Gypsum was calcined using a gas fired calcination vessel, as described in GB 2 043 219, modified according to the present invention as shown in Fig. 2. The calcination process was operated with either exhaust gas recycle via the duct 32 and fan 33 to the gas inlet 29 or with cool mineral infed to the solids inlet 28 or with both, as indicated in Table 1. The proportion of insoluble anhydrite present in the calcined product leaving the weir 45 and the base 34 of the cyclone 31 was determined and is also shown in Table 1.

The percentage excess air values detailed in Table 1 indicate the amount of air entering the burner tube in excess of that necessary for complete combination of the burner fuel gas, expressed as a percentage of the stoichiometric quantity required for complete combustion.

| TABLE 1 |
| --- | --- | --- |
| Example | Description of calcination conditions | Gas scfh | Air scfh | % Excess air | Principal product (from weir) | Fine product (from cyclone) |
| Control | No exhaust gas recycle or mineral injection | 700 | 14000 | 117 | 3.5 | 7.1 |
| 1 | Mineral injection | 700 | 13000 | 102 | 2.9 | 3.6 |
| 2 | Mineral injection | 600 | 13500 | 144 | 2.3 | 4.9 |
| 3 | Exhaust gas recycle | 600 | 13500 | 144 | 0.8 | 1.4 |
| 4 | Exhaust gas recycle and mineral injection | 650 | 15500 | 159 | 0.5 | 2.0 |

3
Claims

1. A method of calcining calcium sulphate dihydrate or like heat sensitive material by heating the material in a bed by the direct introduction of hot gas through a tube extending downwardly into the bed, characterised in that the temperature of the hot gas is reduced before it directly contacts the material in the bed by indirect heat exchange through the wall of the tube with at least one relatively cool substance compatible with the material of the bed, the said substance or substances themselves contacting the material of the bed before the latter is contacted by the hot gas.

2. A method according to claim 1, characterised in that calcination is carried out continuously, and the compatible substance comprises a continuous supply of fresh material to be calcined.

3. A method according to claim 1 or 2, characterised in that the compatible substance comprises relatively cool exhaust gas from the bed from which dust carried out by the exhaust gas has been separated.

4. A method according to claim 1, 2 or 3 characterised in that the compatible substance comprises dust separated from the exhaust gas leaving the bed.

5. Apparatus for calcining calcium sulphate dihydrate or like heat sensitive material comprising a vessel for containing a bed of the material and a tube extending downwardly from the top of the vessel and provided with at least one opening in its lower region for the direct introduction of hot gas into the bed, characterised in that the hot gas tube (21) is surrounded along part of its length by an outer tube (26) which extends from a level above the top (27) of the bed (when the apparatus is in operation) to a level below the top of the bed, and means (28, 29) are provided for introducing at least one cool compatible substance into an upper region of the outer tube.

6. Apparatus according to claim 5 in which means (28) are provided for introducing fresh material to be calcined into the upper region of the outer tube.

7. Apparatus according to claim 5 or 6 in which a dust separator (31) is connected to the upper region of the vessel (10, 42) to separate dust from the exhaust gas leaving the vessel, and means (33, 29) are provided for recycling exhaust gas from the dust collector to the upper region of the outer tube.

8. Apparatus according to claim 5, 6 or 7 in which means (34, 28) are provided for recycling separated dust from the dust separator (31) to the upper region of the tube.

9. Apparatus according to any of claims 5 to 8 in which the hot gas is supplied by a burner (27) disposed in the hot gas tube (21) at a level immediately below the top (14, 43) of the vessel.

Patentansprüche


2. Verfahren gemäß Anspruch 1, dadurch gekennzeichnet, daβ die Calcination kontinuierlich durchgeführt wird und die verträgliche Substanz aus einem kontinuierlichen Vorrat von frischem, zu calcinierendem Material besteht oder diesen enthält.


4. Verfahren gemäß Anspruch 1, 2 oder 3, dadurch gekennzeichnet, daβ die verträgliche Substanz aus Staub, der von dem Abgas, das das Bett verläßt, abgetrennt worden ist, besteht oder diesen enthält.


9. Vorrichtung gemäß einem der Ansprüche 5 bis 8, worin das heiße Gas durch einen Brenner (23) geliefert wird, der in dem Rohr (21) für das heiße Gas an einer Stelle unmittelbar unterhalb des Oberteils (14, 43) des Gefäßes angeordnet ist.

Revendications

1. Procédé de calcination du sulfate de calcium dihydrite ou d’une matière thermosensible analogue par chauffage de la matière dans un lit par introduction directe de gaz chaud à travers un tube s’étendant vers le bas dans le lit, caractérisé en ce que la température du gaz chaud est réduite avant qu’il ne vienne directement en contact avec la matière dans le lit par échange de chaleur indirect à travers la paroi tube avec au moins une substance relativement froide compatible avec la matière du lit, cette substance ou ces substances venant elle-mêmes au contact de la matière du lit avant que le gaz chaud ne vienne en contact de ce dernier.

2. Procédé suivant la revendication 1, caractérisé en ce que la calcination est effectuée en continu, et en ce que la substance compatible comprend une alimentation continue de matière fraîche à calculer.

3. Procédé suivant les revendications 1 ou 2, caractérisé en ce que la substance compatible comprend un gaz d’évacuation relativement froid provenant du lit dont la poussière entrainée dans le gaz d’évacuation a été séparée.

4. Procédé suivant les revendications 1, 2 ou 3, caractérisé en ce que la substance compatible comprend de la poussière séparée du gaz d’évacuation qui tend le lit.

5. Appareil pour calculer du sulfate de calcium dihydrite ou une matière thermosensible analogue, comprenant un récipient pour contenir un lit de la matière et un tube s’étendant vers le bas depuis le sommet du récipient et muni d’au moins une ouverture dans sa région inférieure pour l’introduction directe de gaz chaud dans le lit, caractérisé en ce que le tube de gaz chaud (21) est entouré sur une partie de longueur d’un tube externe (26) qui s’étend d’un niveau supérieur au sommet 27 du lit (lorsque l’appareil est en fonctionnement) à un niveau inférieur au sommet du lit, et en ce que des moyens (28, 29) sont prévus pour l’introduction d’au moins une substance compatible froide dans une région supérieure du tube externe.

6. Appareil suivant la revendication 5, dans lequel des moyens (28) sont prévus pour introduire de la matière fraîche à calculer dans la région supérieure du tube externe.

7. Appareil suivant les revendications 5 et 6, dans lequel un dépoussiéreur (31) est relié à la région supérieure du récipient (10, 42) pour séparer la poussière du gaz d’évacuation quittant le récipient, et dans lequel des moyens (33, 29) sont produits pour recycler le gaz d’évacuation depuis le collecteur de poussière jusqu’à la région supérieure du tube externe.

8. Appareil suivant les revendications 5, 6 ou 7, dans lequel des moyens (34, 28) sont prévus pour recycler la poussière séparée du séparateur de poussière (31) vers la région supérieure du tube.

9. Appareil suivant l’une quelconque des revendications 5 à 8, dans lequel le gaz chaud est fourni par un brûleur (27) disposé dans le tube à gaz chaud (21) à un niveau immédiatement inférieur au sommet (14, 43) du récipient.
FIG. 2