Ladder stabiliser.

Priority: 02.10.86 GB 8623702
20.05.87 GB 8711898

Date of publication of application:
06.04.88 Bulletin 88/14

Publication of the grant of the patent:
29.04.92 Bulletin 92/18

Designated Contracting States:
AT BE CH DE ES FR GR IT LI LU NL SE

References cited:
DE-C- 255 597
FR-A- 1 024 706
GB-A- 14 108
GB-A- 2 166 793

Proprietor: Stabilad Limited
Enterprise House 83a Western Road
Hove, East Sussex(GB)

Inventor: Harvey, David Henry Charles
"Wickhurst"
Poynings West Sussex, BN4 7AB(GB)
Inventor: Menelaus, Ian Geoffrey
31 The Nursery
Burgess Hill West Sussex(GB)

Representative: Tomlinson, Kerry John et al
Frank E. Dehn & Co. European Patent Attorneys
Imperial House 15-19 Kingsway
London WC2B 6UZ(GB)

Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid (Art. 99(1) European patent convention).
Description

The present invention relates to an accessory for a ladder. More particularly it relates to a device for stabilising a ladder thereby improving the safety of the ladder user.

Many building, decorating and repair jobs require the use of a ladder but it is often found that the ideal conditions for ladder use are not available. Most ladders have only two small points of contact with the ground, at the base of each stile, and it is therefore essential that the ground line is entirely level and unyielding. Uneven or soft ground can allow the ladder to slip, and it is particularly dangerous if the base of the ladder slips outwards away from the wall. Even on hard, level ground the base of the ladder can slip outwards if its angle to the vertical is greater than 20-30° and it is usually recommended that the distance of the ladder foot from the wall or other vertical surface should be as near as possible to one quarter of the height reached by the top of the ladder. Such safety requirements impose severe limitations on the situations where the safe use of a ladder is possible and tends to invite the use of unsafe practices.

The problems of safe ladder use are well appreciated and a number of safety devices are known in the art. These include simple boards on which the ladder is stood, having an upwardly directed lip to prevent outward movement of the ladder base, rope stays tied at one end to a ladder stile or rung and secured at the other end either to the vertical working surface or to a stake driven into the ground beneath the ladder, and a wide variety of permanent or detachable ladder feet. Such ladder feet may take the form of suction pads, simple serrated base plates or articulated feet intended to compensate for a slightly uneven ground line. None of these devices provides a perfect solution to the problem and most require either a fairly permanent attachment to the ladder or some form of adjustment and readjustment each time the ladder is moved.

GB-A-2166793 discloses the pre-characterising part of claim 1, specifically a device comprising two brackets welded to the upper ends of respective box-section. Leg parts, interconnected at their lower ends by a rod, each bracket having two hook parts which engage the respective opposite edge faces of the ladder stiles. This type of ladder stabiliser is simple to attach and detach from the ladder. However, this device will safely fit only a single size and shape of ladder stile which necessitates its production in a number of designs and sizes in order to fit different types of ladder. This is a major disadvantage both for the manufacturer and retailer, who must deal with the problems and expense of several manufacturing lines, multiple packaging designs, and ordering and stocking a range of similar products, and for the final user who must purchase the correct size and design of stabiliser for the intended ladder use. Users may well have access to more than one type of ladder and may need separate stabilisers for each one. In addition, the prior device cannot be safely used on ladders with the ends of the rungs or other protrusions projecting from the outer side faces of the stiles. Such protrusions would restrict the available fitting positions of the device up and down the stile if the bracket fitted relatively closely to the stile or would allow unacceptable sideways movement if the bracket was sufficiently loose to allow it to pass over the protrusions. Furthermore, the rod connecting the lower ends of the two leg parts makes the device unwieldy and prevents the positioning of the legs at different levels, as may be desirable, for example, on very uneven ground or where one ladder stabiliser has to be placed at a higher level, such as on a step.

It is an object of the invention to provide a ladder stabiliser which can adjust itself to provide a secure engagement with the ground and the ladder in use, irrespective of the size and shape of the ladder stile or the presence of protrusions on the outer side face of the stile.

According to the present invention there is provided a stabiliser device for attachment to a ladder, comprising an attachment portion adapted to be attached to a stile of a ladder and a leg portion connected to and extending away from the attachment portion, the attachment portion being provided with two projections, characterised in that the projections are of adjustable length and extend outwardly from the attachment portion and are positioned such that the stile can pass freely therebetween when the axis of the stile, the projections, and a line joining the projections are generally mutually perpendicular, and such that the projections engage the respective edge faces of the stile when the device is rotated about an axis generally parallel to the rungs of the ladder.

In this specification the 'sides' of a ladder are the directions to the left and right of a user standing on the ladder, so the side faces of the stiles are the faces normally intersected by the axes of the rungs. The front and rear of the ladder are the portions facing towards and away from the user respectively and the edge faces of the stiles are thus the front and rear faces of the stiles, which are generally perpendicular to the side faces. The invention is not limited to use with ladders having stiles of a rectangular cross-section: it may be used with virtually any cross-section including rounded sections in which the edge faces will be reduced to vertical lines along the stiles facing towards and away from the user.
The attachment and leg portions may be constructed of metal such as, for example, steel or aluminium alloy, or of moulded plastics or of composite materials, and preferably are an integral metal die casting. The projections may also be of metal or plastics material and are preferably of glass-filled nylon.

In one form of the invention, the device is an anchor for attachment to a ladder stile near the bottom of the ladder and operates such that forces on the ladder in use cause an increase in the force of engagement of the projections with the respective edge faces. In another form, the device is a ladder stay adapted to be attached to a ladder stile near the top of the ladder for holding the top of the ladder away from the wall. Again the force of the ladder on the device and the reaction of the wall on the device cause an increasing engagement between the projections and the edge faces of the stile.

The projections may take the form of short pieces of rod axially adjustably connected at one end to the attachment portion. They may have extensions at their opposite end, in a direction generally perpendicular to their longitudinal axis, to define a retaining means which can engage the inner side face of the stile to prevent the device from becoming detached during use.

In operation the adjustable projections allow the device to be attached to a ladder stile sufficiently firmly to provide safe support for the ladder, but the attachment does not prevent the device from sliding down the stile until the device firmly engages both the ground and the edge faces of the ladder stile. This provides great convenience in use, since the device may be fitted to the ladder above its desired position and then simply allowed to settle down to its final position. Thus, in the case of a ladder anchor, the retaining means are preferably sufficiently short to allow the device to pass up and down the stile without engaging the rungs for adjustment purposes immediately prior to the use of the attachment and to locate and adjust itself correctly upon contact of the leg portion with the ground. In the case of a ladder stay, at least one of the retaining means is preferably of such a length as to engage one of the rungs of the ladder to prevent the device from sliding down the ladder stile.

Each projection may be adjustably connected to the attachment portion by screwing one end thereof into a threaded hole in the attachment portion. Preferably, however, each projection comprises a pin which can be slidably fitted into a corresponding receiving hole in the attachment portion and clamped into position by any suitable fastening means. Such pins may be provided at one end with an eccentric head. Rotation of two such pins about their longitudinal axes within their respective receiving holes provides an adjustable retaining means, since cooperative rotation of said pins effectively alters the distance between the edges of the pin heads. At their maximum spacing the stabiliser device can be positioned onto the ladder stile without securely retaining it. The pins are then rotated to minimise the distance between the pin head edges and clamped into position thereby securely retaining the ladder stile between the two pins, the two pin heads and the attachment portion.

The inner face of the attachment portion which engages the outer side face of the ladder stile may be further provided with a relieved channel running generally transversely to a line joining the two projections. Preferably the recessed channel has a hollow dome region generally central to its longitudinal axis. The inner face of the attachment portion between and immediately adjacent to the two projections would lie in parallel contact with the outer side face of the ladder stile when the device is in use whilst the recessed channel may pass freely over any protrusions projecting from the approximate midline of the stile face. The central region of the inner face of the attachment portion may be the base of a generally hollow dome. The absence of material at this central region further aids in avoiding projections.

The leg portion connected to the attachment portion is preferably directed slightly outwardly in use so that the area enclosed by the four points of ground contact, i.e. the two ladder anchor feet and the two ladder stiles, is large, thus improving stability by increasing the moment required to tilt the ladder sideways.

The leg portion may be of uniform cross-section or may taper to provide a point to embed in soft ground or may provide a wider contact area with the ground if it is preferred that the leg should rest on the surface of the ground. Any known kind of ladder foot may be attached to the leg, such as friction or suction pads or an articulated foot.

The two ladder stabilisers for attachment to the respective stiles of a ladder are preferably mirror images of each other.

Some embodiments of the invention will now be described by way of example only and with reference to the accompanying drawings, in which:

Fig. 1 is a front view of a pair of ladder anchors according to the invention attached to the stiles of a ladder;
Fig. 2 is an inside perspective view of the left-hand ladder anchor of Fig. 1 during initial positioning onto the ladder stile;
Fig. 3 is an inside perspective view of the ladder anchor of Fig. 2 securely attached to the ladder stile;
Fig. 4 is a side view of the attachment portion of the anchor of Figs. 2 and 3 exploded to show the insertion of a pin and pad bolt;

Fig. 5 is an outside side view of the right-hand ladder anchor of Fig. 1;

Fig. 6 is a cross-sectional view of the anchor of Fig. 5 through the plane X-X;

Fig. 7 is a perspective view of the anchor of Fig. 5 from the direction Y; and

Fig. 8 is a perspective view of a preferred embodiment of a foot portion.

Stabilisers 1 and 2 are intended to be used in pairs as shown in Figure 1. Each pair comprises a left-hand stabiliser 1 for attachment to the left-hand ladder stile 3 and its mirror image comprising the right-hand stabiliser 2. Each stabiliser comprises an attachment portion 5 and a leg portion 4. The leg portion 4 of each stabiliser extends outwardly from the attachment portion 5 such that the distance between the two points of contact of the stabiliser legs with the ground is greater than the distance between the ladder stiles. This enhances the stabilising effect.

Each attachment portion is provided with two projections 6 which engage the opposite edge faces 10, 11 of the ladder stile when the device is attached thereto. In a preferred embodiment the attachment portion 5 and leg 4 are formed as an integral metal die casting whilst the projections 6 are of moulded plastics material such as, for example, glass-filled nylon.

Figures 2 and 3 illustrate how the left-hand adjustable ladder stabiliser is attached to the ladder stile. In this preferred embodiment the two projections 6 comprise pins with cylindrical shafts 7 which fit slidable and rotatably into corresponding holes 17 within the attachment portion 5. The pins may be of solid design or may be hollow optionally with, for example, a number of interior reinforcing ribs extending radially from a central core for improved strength. Each pin is provided at one end with a D-shaped flattened head 9 which may be an integral part of the pin or separately manufactured and fastened to the pin shaft by any conventional means. The pins are rotated about their longitudinal axis such that the distance between the pin head edges is maximised and the stabiliser is initially positioned against the outer side face of the ladder stile as shown in Figure 5. The pins are then rotated further so that the D-shaped heads partially enclose the ladder stile as shown in Figure 3.

The pins are also adjustable along their longitudinal axis by a sliding motion guided within holes 17. Thus the effective length of the pin shaft protruding from the attachment head can be adjusted to be slightly longer, for example 1-2 mm longer, than the width of the stile edge 10, and the heads may be turned to enclose the stile, before the pins are clamped into position. The device is thereby securely attached to the ladder but remains sufficiently loose to slide freely on the stile so that it can adjust itself on contact with the ground whereupon the device is rotated slightly about an axis generally parallel to the rungs of the ladder, i.e. the leg is moved in the direction of the arrow A. This causes one pin shaft to engage the front edge face 11 of the ladder stile and the other to engage the rear edge face 10 of the stile. The end of the leg 4 engages the ground and if a load is subsequently placed on the ladder, or the ladder tends to slip, the reaction of the ground on the end of the leg tends to cause an increased rotation in the direction A resulting in an increased jamming effect of the projections 6 against the stile edge faces 10 and 11. The positioning of the flattened heads 9 adjacent to the inside face of the ladder stile prevents the device from becoming detached by moving sideways away from the ladder stile. A recessed channel 12 on the inner face of the attachment head allows freedom of movement even where protrusions are present on the outer side face of the stile, such as rivets or the ends of the rungs.

Figure 4 shows more clearly the attachment portion of a preferred embodiment of the invention. The preferred clamping mechanism comprises a pad bolt 13 having a threaded region at one end 14 and a cut-away radius 15 of a diameter corresponding to the diameter of the pin shaft 7. The pad bolt 13 fits into a blind cylindrical bore 16 in the attachment portion 5 and the pin shaft 7 is then fitted into the perpendicular cylindrical receiving hole 17. The pin is clamped into position by screwing a wing nut 18 and washer 19 onto the threaded region of the pad bolt which pulls the pad bolt in a direction generally perpendicular to the longitudinal axis of the pin and fastens the pad bolt in position.

Figures 5, 6 and 7 show a right-hand stabiliser in greater detail. In a preferred embodiment the stabiliser leg 4 is provided with webbing 8 to provide greater strength. It may be seen that the attachment portion is formed generally as a hollow dome so that the face (visible in Figs. 2 and 3) which engages the outer side face of the ladder stile is free of material in a central circular region.

Figure 8 shows a rubber foot 20 which connects to a suitably dovetail- and wedge-shaped plate 21 fixed to the lower end of leg 4.

When it is desired to detach the device the clamping mechanism may be released to allow the pin heads to turn thereby releasing the ladder stile. It is unnecessary to release the device each time the ladder is moved: the device may remain attached to the ladder stile and simply readjusts itself when the ladder is repositioned. The adjustability of the device provides for simple fitting of a standard
design of stabiliser to almost any size or shape of ladder. With many ladders the device may be manoeuvred to remove it from the ladder without releasing the clamping mechanism: if the leg 4 is moved relative to the ladder stile in a direction opposite to the arrow A in Fig. 3 until a line joining the pins is perpendicular to the axis of the stile, it may be possible to remove the device. This means that once the pins have been clamped in a suitable operative position for a particular ladder they need not be readjusted.

Many modifications can be made to the device if desired: the leg portion may be tapered towards its free end if it is desired to fix it into soft ground. Alternatively, if it is preferred for the leg portion to rest on the surface of the ground, it may be thickened at its free end to provide a flat or serrated portion or pad, or an articulated foot could be provided.

Claims

1. A stabiliser device for attachment to a ladder, comprising an attachment portion (5) adapted to be attached to a stile (3) of a ladder and a leg portion (4) connected to and extending away from the attachment portion, the attachment portion being provided with two projections (6), characterised in that the projections are of adjustable length and extend outwardly from the attachment portion and are positioned such that the stile (3) can pass freely therebetween when the axis of the stile, the projections (6), and a line joining the projections are generally mutually perpendicular, and such that the projections engage the respective edge faces (10,11) of the stile when the device is rotated about an axis generally parallel to the rungs of the ladder.

2. A device as claimed in claim 1 wherein each projection has a portion (9) at its free end which extends in a direction generally perpendicular to its longitudinal axis to define a retaining means which can engage the inner side face of the stile to prevent the device from becoming detached during use.

3. A device as claimed in claim 1 or claim 2 wherein each projection comprises a pin slidably fitted into a corresponding receiving hole in the attachment portion, and including means (13) for clamping the pin into position.

4. A device as claimed in claim 3 wherein each pin has a cylindrical shaft (7) which may be freely rotated about its longitudinal axis within the receiving hole prior to clamping, and which is provided at one end with an eccentric head (9).

5. A device as claimed in claim 3 or 4 wherein the clamping means comprises a pad bolt having a cut-away region (15) which may engage with the pin and which engagement may be tightened by pulling the pad bolt in a direction generally perpendicular to the longitudinal axis of the Pin and fastening said pad bolt in position.

6. A device as claimed in any preceding claim wherein the face of the attachment portion which engages the outer face of the stile in use is provided with a relieved channel (12).

7. A device as claimed in claim 6 wherein the channel runs generally transversely to a line joining the two projections.

8. A device a claimed in claim 7 wherein the channel runs in a direction generally parallel to the axis of the ladder stile in use.

9. A device as claimed in any preceding claim wherein the attachment portion (5) is formed generally as a hollow dome so that there is no material at a central region of a face of the attachment portion which engages the outer side face of the ladder stile in use.

10. A pair of devices as claimed in any preceding claim for attachment to the respective stiles of a ladder, which devices are mirror images of each other.

Revendications

1. Appareil stabilisateur destiné à être fixé à une échelle, comprenant une partie de fixation (5) destinée à être fixée à un montant (3) d’une échelle et une partie de pied (4) raccordée à la partie de fixation et dépassant de celle-ci, la partie de fixation ayant deux saillies (6), caractérisée en ce que les saillies ont une longueur réglable et dépassent à l’extérieur de la partie de fixation, et sont disposées de manière que le montant (3) puisse passer librement entre elles lorsque l’axe du montant, les saillies (6) et une droite reliant les saillies sont perpendiculaires les unes aux autres de façon générale, et de manière que les saillies viennent au contact des faces (10, 11) des bords respectifs du montant lorsque l’appareil est tourné autour d’un axe parallèle de façon générale aux barreaux de l’échelle.
2. Appareil selon la revendication 1, dans lequel chaque saillie a, à son extrémité libre, une partie (9) qui s’étend dans une direction perpendiculaire de façon générale à son axe longitudinal et forme un dispositif de retenue qui peut venir au contact de la face latérale interne du montant de manière que l’appareil ne puisse pas se séparer pendant l’utilisation.

3. Appareil selon la revendication 1 ou 2, dans lequel chaque saillie comporte une broche montée coulissante dans un trou de logement correspondant ménagé dans la partie de fixation, et l’appareil comprend un dispositif (13) de serrage de la broche en position.

4. Appareil selon la revendication 3, dans lequel chaque broche a une tige cylindrique (7) qui peut tourner librement autour de son axe longitudinal dans le trou de logement avant le serrage et qui comporte, à une extrémité, une tête excentrique (9).

5. Appareil selon la revendication 3 ou 4, dans lequel le dispositif de serrage comporte un bouton formant un tampon ayant une région évidée (15) qui peut coopérer avec la broche et qui peut être serré par tirage du bouton en direction perpendiculaire de façon générale à l’axe de la broche et par fixation du bouton en position.

6. Appareil selon l’une quelconque des revendications précédentes, dans lequel la face de la partie de fixation qui est au contact de la face externe du montant pendant l’utilisation a un canal (12) formé par évidement.

7. Appareil selon la revendication 6, caractérisé en ce que le canal a une orientation transversale de façon générale à une droite reliant les deux saillies.

8. Appareil selon la revendication 7, dans lequel le canal est en direction parallèle de façon générale à l’axe du montant de l’échelle pendant l’utilisation.

9. Appareil selon l’une quelconque des revendications précédentes, dans lequel la partie de fixation (5) est réalisée de façon générale sous forme creuse bombée de manière que la région centrale d’une face de la partie de fixation qui est au contact de la face latérale externe du montant de l’échelle pendant l’utilisation ne comporte pas de matière.


Patentansprüche

1. Stabilisiervorrichtung zum Anbringen an einer Leiter, umfassend: einen zum Anbringen an einem Holm (3) einer Leiter geeigneten Befestigungsabschnitt (5) und einen an dem Befestigungsabschnitt angebrachten und davon wegweisenden Strebenabschnitt (4), wobei der Befestigungsabschnitt mit zwei Vorsprüngen (6) versehen ist, dadurch gekennzeichnet, daß die Vorsprüinge längenverstellbar sind, sich von dem Befestigungsabschnitt nach außen weg erstrecken und derart angeordnet sind, daß der Holm (3) dazwischen frei durchlaufen kann, wenn die Achse des Holms, die Vorsprüinge (6) und eine die Vorsprüinge verbindende Linie im wesentlichen rechtwinklig zu einander sind, und die Vorsprüinge mit entsprechenden Randflächen (10,11) des Holms in Eingriff stehen, wenn die Vorrichtung um eine zu den Sprossen der Leiter im wesentlichen parallele Achse gedreht wird.

2. Vorrichtung nach Anspruch 1, in der jeder Vor sprung an seinem freien Ende einen Abschnitt (9) aufweist, der sich in einer zu seiner Längs achse im wesentlichen rechtwinkligen Richtung erstreckt und somit ein Haltemittel bildet, das mit der inneren Seitenfläche des Holms in Eingriff treten kann, um bei Benutzung ein Lösen der Vorrichtung zu verhindern.

3. Vorrichtung nach Anspruch 1 oder Anspruch 2, in der jeder Vorsprung einen Zapfen umfaßt, der in ein entsprechendes Aufnahmeloch in dem Befestigungsabschnitt gleitbar einge paßt, und die ein Mittel (13) enthält, um den Zapfen in seiner Position festzuklemmen.


5. Vorrichtung nach Anspruch 3 oder 4, in der das Festklemm-mittel einen Klemmbolzen mit einem ausgeschnittenen Bereich (15) umfaßt, der mit dem Zapfen in Eingriff bringbar ist und bei Eingriff durch Ziehen des Klemmbolzens in
einer Richtung im wesentlichen rechtwinklig zu
der Längsachse des Zapfens festziehbar ist
und den Klemmbohren in seiner Position hält.

6. Vorrichtung nach einem der vorhergehenden
Ansprüche, in der die bei Verwendung mit der
Außenseite des Holms in Eingriff tretende Sei-
te des Befestigungabschnitts mit einem Löse-
kanal (12) versehen ist.

7. Vorrichtung nach Anspruch 6, in der der Kanal
im wesentlichen quer zu einer die beiden Vor-
sprünge verbindenden Linie verläuft.

8. Vorrichtung nach Anspruch 7, in der bei Benut-
zung der Kanal in einer zur Achse des Leiter-
holms im wesentlichen parallelen Richtung ver-
läuft.

9. Vorrichtung nach einem der vorhergehenden
Ansprüche, in der der Befestigungabschnitt
(5) im wesentlichen als eine hohe Kuppel aus-
gebildet ist, sodass an einem Mittelbereich ei-
er Fläche des Befestigungabschnitts, die bei
Verwendung mit der äußeren Seitenfläche des
Leiterholms in Eingriff steht, kein Material vor-
handen ist.

10. Paar Vorrichtungen nach einem der vorherge-
henden Ansprüche zur Anbringung an entspre-
chenden Holmen einer Leiter, welche Vorrich-
tungen zueinander spiegelbildlich sind.
FIG. 4.