EUROPEAN PATENT SPECIFICATION

Date of publication of patent specification: 12.04.95 Bulletin 95/15

Int. Cl. G02F 1/136

Application number: 90202393.6

Date of filing: 10.09.90

Active matrix display devices and methods of fabricating such.

Priority: 15.09.89 GB 8920963

Date of publication of application: 20.03.91 Bulletin 91/12

Publication of the grant of the patent: 12.04.95 Bulletin 95/15

Designated Contracting States: DE FR GB

References cited:

Proprietor: PHILIPS ELECTRONICS UK LIMITED 420-430 London Road Croydon CR9 3QR (GB)

GB Proprietor : Philips Electronics N.V. Groenewoudseweg 1 NL-5621 BA Eindhoven (NL)

DE FR

Inventor: Shannon, John Martin c/o Philips Research Laboratories Redhill, Surrey RH1 5HA (GB)

Representative: Williamson, Paul Lewis et al. Philips Electronics UK Limited Patents and Trade Marks Department Cross Oak Lane Redhill, Surrey RH1 5HA (GB)

Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid (Art. 99(1) European patent convention).
Description

This invention relates to an active matrix display device of the kind comprising an array of display elements each of which is associated with at least one two-terminal non-linear device connected between an electrode of the display element and an address conductor. The invention is concerned also with methods of fabricating display devices of this kind.

Active matrix addressed liquid crystal display devices using two terminal non-linear devices as switching elements for the display elements are now well known. The non-linear devices may be, for example, in the form of diode rings, back to back diodes or MIM (Metal-Insulator-Metal) devices. In a typical construction of LC display device, two insulative and transparent, for example glass, substrates are provided spaced apart and carry respective sets of electrodes which, together with LC material between the substrates, define individual display elements in an X-Y array. The non-linear devices are provided on one of the substrates adjacent the electrode of their associated display element. Also provided on that substrate is a set of row address conductors to which drive voltages are applied in operation of the device. Non-linear devices associated with a row of display elements are connected electrically between the display element electrodes and a respective row conductor on the substrate. A display device of this kind, and its method of construction by depositing and patterning thin film layers on a substrate, is described in EP-A-0184341.

In fabricating such display devices, the display element electrodes, address conductors and non-linear devices are usually formed in a two dimensional array on the surface of one substrate by depositing a series of thin film layers on the substrate and defining these layers into required patterns using photolithographic process operations.

Although this technique is now generally accepted it suffers from certain drawbacks. The photolithographic processes necessary mean that the display devices are expensive to produce. There is a demand for display devices having larger area displays. Because of the extensive use of lithography entailed in this approach, the capital cost required is very high. Moreover, great care is necessary to ensure that the so-formed non-linear devices in particular are, as far as possible, free from defects and faults and that their interconnections with address conductors and display element electrodes are sufficiently reliable. A defective non-linear device producing for example a short circuit can lead to a fault in the operation of one or more display elements thus rendering the device unusable. High yields are therefore difficult to obtain, this being the case particularly with comparatively large area displays. Attempts have been made to minimise these kinds of problems by incorporating extra components to provide some fault tolerance or redundancy. However, this adds significantly to the cost of fabrication.

It is an object of the present invention to provide active matrix display devices which can be produced conveniently with large display areas and at relatively low cost.

It is another object of the present invention to provide a method of fabricating active matrix display devices using two-terminal non-linear devices which offers simplicity and reliability.

According to one aspect of the present invention a method of fabricating an active matrix display device having an array of display elements consisting of first and second spaced electrodes with electro-optical material therebetween, the first electrodes each being connected electrically to an associated address conductor through at least one two-terminal non-linear device, the method including the step of forming the first electrodes in a two-dimensional array, is characterised by the steps of forming the address conductors separate from the array of first electrodes and providing the non-linear devices as prefabricated discrete devices, and by arranging the non-linear devices, address conductors and first electrodes with the non-linear devices between the array of first electrodes and the address conductors whereby each non-linear device is coupled electrically between a respective first electrode and an associated address conductor. In a structure formed using this method and in which the non-linear devices are of uniform thickness the first electrodes and the address conductors are in respective planes spaced from one another, and the non-linear devices, connected electrically between the first electrodes and the address conductors, extend between these planes. The non-linear devices may then in effect serve also as spacers maintaining the address conductors and first electrodes at a fixed distance apart, as determined by the thickness of the non-linear devices. Electrically-inert spacing elements of equivalent thickness to the non-linear devices may be interspersed with the non-linear devices if required to provide a greater density of spacers.

The electrical circuit thus obtained, with the non-linear devices connected between address conductors and display element electrodes, is equivalent to that of a conventional display device using two-terminal non-linear devices. However, an important distinction is that the display element electrodes, address conductors and non-linear devices are not formed on a common support. The address conductors and first electrodes are formed as arrays separately from one another and moreover separate from the non-linear devices. The method enables large area display devices to be fabricated readily with the need for extensive lithography being avoided. Compared with conventional forms of display devices, the
arrays are simpler to produce, and thus greater reliability can be expected. For example, the width of the address conductors can be considerably greater, corresponding for example to the dimension of the display elements in the same direction, so that the possibility of discontinuities is removed. Likewise, improvements in the reliability of the non-linear devices are possible by virtue of the fact that the devices are fabricated independently of the conductor and electrode arrays. Because the non-linear devices are fabricated separately from the other components, their fabrication process can be select and preferential and is not limited for example by the need for compatibility with the processes used to form the electrodes and address conductors. The ability to fabricate large area display devices is particularly advantageous. By using separately formed arrays and prefabricated non-linear devices the formality of conventional fabrication processes for the address conductor, display element electrodes and non-linear devices, involving the setting down on a common support complex regular patterns requiring photolithography, interconnections, etc., over large areas, is unnecessary. The method of the present invention enables less complicated processes to be adopted, which leads to lower costs and also higher yields as the kinds of problems commonly experienced with conventional fabrication techniques are to a large extent avoided.

According to another aspect of the present invention an active matrix display device having an array of display elements comprising first and second spaced electrodes with electro-optical material therebetween, the first electrodes being in a two dimensional array with each first electrode being connected electrically with an associated address conductor through at least one two-terminal non-linear device, is characterised in that the address conductors are spaced from the array of first electrodes with prefabricated, physically discrete, non-linear devices being arranged between the first electrodes and the address conductors, each non-linear device being coupled electrically between a respective first electrode and an associated address conductor.

The two-terminal non-linear devices may comprise thin film diode structures, for example MIM or P-n-P devices having opposing flat surfaces which constitute respective terminals. The devices are preferably of substantially uniform thickness, this thickness being the distance between their two terminals. They can then conveniently serve as spacing elements.

In one example of a suitable non-linear device of the MIM type, the device comprises a three-layer structure with each layer being of substantially uniform thickness, the two outer layers being of conductive material, such as a metal, and the intermediate layer being of insulative material. The devices are fabricated in bulk using commonly-deposited layers. In a preferred method of fabrication, the three layer structure is built up on a support, the structure is then scribed, for example in a rectangular pattern, to define separate individual portions of the structure, each of which is to provide a MIM device, and thereafter the support is removed, for example by etching, to leave physically discrete MIM devices. Because they are fabricated from common layers, the devices have a high uniformity of layer thickness and exhibit substantially identical performance. The scribing may be completely or only partially through the layers. In the latter case the MIM devices may still be attached to one another after removal of the support. They may be divided then to provide physically separate MIMs using a suitable technique such as rolling. In a particular example of this method, a layer of tantalum is evaporated on a support of polyimide, for example Kapton (Trade Name), film support. The tantalum layer is then subjected to an anodisation process to form a layer of insulative tantalum pentoxide at the surface remote from the film support. A further layer of tantalum is then deposited, for example by evaporation, over the insulative layer and the resulting three-layer structure linearly scribed, in a regular array of rows and columns, completely therethrough. Subsequently, the polyimide film is etched away.

In another example of a suitable non-linear device of the diode type, the device comprises a punchthrough diode having a P+ n P+ layer structure. A preferred method of fabricating devices of this type in bulk comprises an epitaxial process on a single crystal wafer, using CVD or MBE. For example on a n+ type wafer there are formed successively a P type layer, followed by a P type layer, an n type layer and a further P+ type layer in that order. The four-layer structure thus formed is scribed linearly, in a regular array of rows and columns, completely or partially therethrough following which the substrate wafer is etched away, this etching stopping at the P type layer boundary, to leave discrete diode structures whose overall thickness is determined by the constituent layer thicknesses and whose other dimensions are determined by the scribing process. Diode structures of highly uniform thickness and substantially equivalent performance are thus obtained.

If only partially scribed, the devices can be separated to leave physically discrete devices by any suitable means, such as rolling.

By way of example, the non-linear device may typically be around ten by twenty μm in size and have a thickness of between five and ten μm depending on the type of device and its fabrication process. It will be appreciated that with the diode structures described above, the opposing major surfaces constitute the two contact terminals.

The non-linear devices may be disposed over the first electrodes in a quasi-random manner. To this end, the devices, which in bulk can be considered to
take the form of a powder, may be distributed over the array of first electrodes, or alternatively the address conductors, by spinning or otherwise so that the devices are substantially evenly scattered over the first electrodes, or address conductors, the amount of "powder" being such that the density of the quasi-random distribution results in at least one device being present on the surface of each individual first electrode in the array. The provision of more than one non-linear device on any particular first electrode is not detrimental as in the finished display device they merely operate in parallel with one another. Indeed, the provision of two, or more, devices on each first electrode might be regarded as preferable as a degree of redundancy is then obtained.

In the method of the invention, the non-linear devices may be distributed over the array of first electrodes and thereafter the array of address conductors disposed over the non-linear devices, or vice versa. Alternatively, the non-linear devices may be provided in a carrier film of transparent, insulative material. The carrier film may be disposed as a pre-formed component between the array of first conductors and the address conductors.

It will be understood that unlike conventional display device constructions the arrangement of the array of first electrodes and the array of address conductors in respective, spaced, planes, with address conductors overlapping respective associated first electrodes, means that the positioning of the non-linear devices is not critical. Moreover, for the same reason, the first electrodes can be extended in size compared with those of conventional display devices as the need for gaps to be provided between adjacent rows, or alternatively columns as the case may be, of first electrodes to accommodate address conductors is removed. For simplicity, the width of the address conductors, at least at the regions of the first electrodes, is preferably substantially the same as the dimension of the first electrodes in that direction. For example in the case where the address conductors comprise row conductors, their width is substantially equal to the height of the first electrodes. The area of overlap between a display element's first electrode and its associated address conductor is thus maximised making distribution of the non-linear devices easier. The size of a non-linear device is small in relation to that of the first electrode (typically approximately 250 \( \mu \)m square) so that the effect on light transmission through a display element due to the presence of one, or a few, non-linear devices, assuming the devices are non-transmissive and the display device is operated in transmissive mode, is negligible. The address conductors may be formed from a layer of transparent material such as ITO. In addition, the address conductors may include a further layer of metal, for example aluminium, which is narrow in comparison with the transparent material.

Fabrication of the display device further includes the provision of opposing display element second electrodes spaced from the first electrodes and of electro-optical material between these electrodes.

The invention is of particular interest in relation to display devices in which the electro-optical material comprises liquid crystal material, although it is envisaged that other electro-optical materials could be employed.

In one embodiment, using liquid crystal as the electro-optical material, the opposing display element second electrodes are carried on a second support together with a liquid crystal film overlying the opposing display element electrodes and the display element first electrodes which overlie the film. Self-supporting films containing liquid crystal material, for example encapsulated liquid crystal films, sometimes otherwise referred to as a polymer dispersed liquid crystal films, may be employed. Encapsulated liquid crystal films are now well known in the art and, briefly, comprise small droplets of liquid crystal material, typically of the nematic type in operation and having positive dielectric anisotropy, which are embedded or encapsulated in a solid, but flexible, polymer film. Examples of this kind of film and its operation in a display device to modulate light are described in EP-A-88128 and in the article by J. L. Ferguson entitled "Polymer Encapsulated Nematic Liquid Crystals for Display and Light Control Applications" published in SID 85 DIGEST at pages 68-69. Because encapsulated liquid crystal films are solid, in the sense that they are self-supporting, the display element electrodes provided the surface of the film remote from the support, that is, the first electrodes, no separate support is necessary for these electrodes. Thus the exposed surfaces of the first electrodes may be used to contact the non-linear devices directly.

The use of an encapsulated liquid crystal film in this manner greatly facilitates fabrication of the display device. The liquid crystal film, with electrodes on opposing surfaces can be provided as a sub-assembly using standard technology for these kinds of films. The prefabricated non-linear devices can then be disposed on this sub-assembly, either by themselves or carried in an insulative carrier film as previously mentioned, followed by the support carrying the address conductors to complete the assembly. Another possibility, when the devices are provided in a carrier film, is that the array of first electrodes is formed on the carrier film.

Other films containing pockets or cells of liquid crystal material may be used.

The comparatively new type of liquid crystal material known as liquid crystal polymer may also be used in the form of a film. This material, like encapsulated liquid crystal film, is a solid, self-supporting, type of film and consequently does not need any internal spacing elements in order to maintain the elec-
trodes on its opposing surfaces in predetermined spatial relationship.

Other, more conventional, liquid crystal materials in fluid phase may be used.

In another embodiment, therefore, being a modified form of the above embodiment, an intermediate support layer of insulative material may be provided between the supports carrying the address conductors and second electrodes respectively which serves to contain the liquid crystal material, the intermediate support layer carrying the display element first electrodes. The first electrodes may be provided on the layer’s surface facing the liquid crystal material and an additional set of electrodes in registration with the first electrodes provided on its opposite side with which the non-linear devices contact. In one variant of this embodiment, sets of electrodes on opposing sides of the intermediate support layer are separated completely by the support layer.

The respective pairs of registered electrodes on the intermediate support layer form, in combination with the insulative material of that layer, capacitors whereby in this embodiment, the one or more non-linear devices associated with an individual display element are capacitively coupled to the display element.

In another variant of this embodiment the intermediate support layer is provided with at least one aperture at the location of each pair of registered electrodes through which the pairs of electrodes are in contact with one another.

In another embodiment of display device adapted for use with fluid phase liquid crystal material, the non-linear devices are carried in a carrier film of insulative material on whose surface the array of first electrodes is carried. The address conductors may be formed on the opposing surface of this film, or alternatively on a substrate against which the film is disposed, whereby the address conductors and first electrodes are connected electrically via the non-linear devices. As before, the display element second electrodes are formed on a further substrate with liquid crystal material being disposed between the opposing first and second electrodes, the spacing between the first and second electrodes being maintained by spacing elements in conventional manner.

In all the above embodiments, the display element second electrodes may for convenience and simplicity comprise portions of the second set of address conductors. This second set of address conductors may comprise column or row address conductors in which case the first-mentioned set of address conductors adjacent the non-linear devices comprise row or column address conductors respectively.

Embodiments of the active matrix display devices, particularly liquid crystal display devices, and their method of fabrication, in accordance with the present invention will now be described, by way of example, with reference to the accompanying drawings, in which:

Figure 1 shows schematically the circuit configuration of part of an active matrix liquid crystal display device according to the invention;

Figure 2 is a schematic cross-sectional view, not to scale, through a typical path of one embodiment of display device according to the invention;

Figure 3 is a schematic plan view, not to scale, of part of the display device of Figure 2;

Figures 4A and 4B illustrate two forms of non-linear devices which are used in the display devices of the present invention during a stage in their fabrication; and

Figures 5, 6 and 7 are schematic cross-sectional views, not to scale, through parts of three further embodiments of display devices according to the invention.

Referring to Figures 1 to 3, the active matrix liquid crystal display device consists of m rows of picture elements 12 with n horizontal picture elements 12 in each row. The total number of picture elements in the matrix array of row and columns may be, for example, 200,000 or more. Only a few, typical, picture elements are represented in the figures for simplicity. Referring particularly to Figure 1, each picture element 12 comprises a liquid crystal display element 14 connected electrically in series with a two-terminal bi-directional non-linear resistance element 16 exhibiting a threshold characteristic and acting as a switching element between a row address conductor 18 and a column address conductor 20 via which the picture element is addressed. Each element 16 may comprise one or more non-linear device. A single device is represented in Figure 1. The sets of row and column address conductors extend at right angles to each other with the picture elements located at their cross-over regions.

The circuit of the picture elements thus far described and the manner in which they are driven follow conventional practice and as such will not be described herein in detail. Briefly, however, the row conductors 16 serve as scanning electrodes to which a scanning signal is applied sequentially in turn by a row driver circuit. In synchronism with the scanning signals data signals are applied to the column address conductors 20 by a column driver circuit to produce the required display from the display elements of each row as they are scanned. For a video or TV display these data signals comprise video information. By appropriate selection of the scanning and data signal voltages the optical transmissivity of the display elements 14 of each row of elements in turn are controlled to modulate light directed onto the display device to create a visible effect. Each row of display elements is addressed in one row address period in which the display elements are charged according to the value of the applied data signals, the display elements being isolated upon removal of the scanning
signal so that the charge is stored in the display elements to maintain the display effect for the remainder of a field period until they are next addressed. The individual display effects of the rows of display elements combine to build up a complete picture in one field, the display elements being addressed again in subsequent field periods. For further information on the driving and operation generally of liquid crystal devices using two terminal non-linear switching elements reference is invited to US-A-4223308 and GB-A-2091468 by way of example.

The structure of one embodiment of the display device is illustrated in Figures 2 and 3 which show respectively cross-sectional and plan schematic views of typical parts of the device. Referring particularly to Figure 2, the display device can be regarded as having two sections, a display element section, A, and a switching section, B, each section including address conductors.

The display element section in this embodiment basically comprises a polymer dispersed liquid crystal type of matrix display. A transparent substrate 23, for example of glass or other rigid insulative material, has on its surface a set of parallel, transparent, ITO strip electrodes of constant width and uniform thickness which constitute row address conductors 18. These are provided in standard manner by deposition and definition of ITO material and extend in a flat plane. The conductors 18, and intervening surface areas of the substrate, are overlain with polymer dispersed liquid crystal film material 21 consisting of a solid polymer matrix in which separate, generally spherical, droplets 22 of nematic liquid crystal are dispersed, and whose surface remote from the substrate extends substantially parallel to the surface of the substrate. On the surface of the film 21 there are formed in conventional manner transparent display element electrodes 24 of ITO in a two dimensional regular array whose plane is parallel to that of the row conductors 18 and is spaced therefrom by the thickness of the film 21. The electrodes 24 are physically separate from one another and in the form of discrete rectangular pads supported by the film 21 in registration with the row conductors 18 and whose one dimension corresponds substantially with the lateral dimension of the row conductors, as can be seen in Figure 3. The portions of the row conductors 18 underlying the electrodes 24 serve as second electrodes for the display elements. Each electrode 24 together with the underlying portion of its associated row conductor 18 and the film 21 therebetween constitutes a display element.

The structure of the display element section A follows that of conventional polymer dispersed liquid crystal display devices as described in the aforementioned references except that the display element electrodes 24 are individually defined rather than comprising respective portions of column conductors.

The size of each display element 14 is determined in accordance with the size of the overall display area and the desired resolution. For video, e.g. TV, display purposes they may typically be around 250 μm square. In known polymer dispersed liquid crystal films, the droplets 22 of liquid crystal can be from 1 to 20 μm in diameter and their size is chosen to suit the display element dimensions. The thickness of the polymer matrix material may be from around 2 to 50 μm so that several layers of droplets can be accommodated. Latex, polyvinyl alcohol, epoxy resin, polyurethane resin, polycarbonate resin or polyvinyl butyral resin can be used for the polymer. The liquid crystal droplets may be formed and fixed in random disbursement in the polymer matrix by chemical, thermal or light induced phase separation. The film 21 for example can be one of the encapsulated group in which the liquid crystal is encapsulated in polymer shells which are subsequently embedded in a polymer continuum or of the kind in which liquid crystal droplets are spontaneously dispersed in the matrix material during film formation.

The device, as shown in Figure 2, includes a further substrate 30, again, for example, of glass, extending over the array of electrodes 24. The substrate 30 carries a set of constant width, uniform thickness, ITO strip electrodes constituting the column conductors 20 which extend at right angles to the row conductors 18 and which lie in a plane parallel to, and spaced from, the plane of the electrodes 24. The width of the column conductors 20 corresponds substantially with the dimension of the electrodes 24 in the same direction.

Disposed between the substrate 30 and the film 21, and bridging the space between the column conductors 20 and the display element electrodes 24 are discrete two-terminal non-linear devices 35, here shown in simple block form. In this embodiment the devices 35 comprise MiMs or punch-through diodes. The devices 35 are pre-formed and of rectangular shape with opposing, substantially flat, major surfaces. They are of uniform thickness and act as spacer elements between the conductors 20 and electrodes 24. Their opposing major surfaces constitute respective terminals so that, in situ, the two terminals of each device are in electrical contact with a column conductor 20 and a display element electrode 24 respectively, thus forming the circuit configuration illustrated in Figure 1. The devices 35 are distributed over the film 21 in quasi-random fashion but in sufficient density to ensure that at least one device is provided between each electrode 24 and its associated column conductor 20.

The remaining space between the substrate 30 and the film 21 may be a partial vacuum or filled with air or an inert gas.

It will be appreciated from the circuit configuration that operation of the device is similar to conven-
tional forms of display devices using two-terminal non-linear devices. In use, light is directed towards the substrate 30. In the absence of an electric field across the display elements 14, the droplets are in the isotropic, non-aligned, state with their optic axes randomly orientated so that light entering a display element is scattered. In the presence of an electric field across the display elements produced by a voltage difference being applied to the row conductors 18 and the display element electrodes 24, the optic axes of the droplets become aligned with the field so that minimal scattering of light takes place and the display elements become transparent allowing light to pass therethrough with practically no change in direction. By varying the applied field, the degree of transmittance can be varied correspondingly to provide grey scales. The necessary voltage on the electrode 24 of a display element to produce the desired display effect is supplied when the display element is addressed by scanning and data signal voltages provided on its associated row and column conductors 18 and 20 which, in combination, are sufficient to overcome the threshold of the device 35, or devices if more than one is present on the electrode 24, whereby a voltage depending on the data signal voltage is written onto the electrode 24. Because of the overlap between electrodes 24 and column conductors 20, a parasitic capacitance, C_p, is introduced. To minimise undesirable effects caused by this capacitance C_p, the relevant spacings between the electrodes 24 and the conductors 20 on the one hand and the conductors 18 on the other are chosen such that the capacitance of the display element, C_{LC} is much greater than the parasitic capacitance C_p. To this end, the thickness of the film 21 is preferably chosen to be less than the thickness of the non-linear device 35. The non-linear devices 35 may exhibit some capacitance in operation but any such capacitance is likely to be much smaller than the capacitance of the display elements and consequently will have minimal effect.

Fabrication of the display device will now be described. Section A of the device, comprising components 23, 18, 21 and 24, is formed as a sub-assembly using techniques standard in the art for polymer dispersed liquid crystal type display devices. Similarly, the substrate 30 and conductors 20 are provided as another sub-assembly using conventional processes in which ITO is deposited and patterned.

The prefabricated non-linear devices 35 are then distributed over the exposed surfaces of the electrodes 24 of the sub-assembly A. This is conveniently achieved by a spinning or sprinkling process, although other techniques may be used instead. The devices 35 are applied in the form of a "powder" which is produced in the following manner.

To obtain a powder of discrete bidirectional diode structure devices, for example MIM or npn type devices, a large area, multiple layer diode structure is built up on a temporary support and then divided to produce physically discrete devices. Separation from the temporary support is accomplished by etching away the support. Division is assisted by scribing at least partially through the multiple layer structure while still supported to define individual portions of the structure. Upon subsequent removal of the support, the multiple layer structure is broken up into its individual elements, as determined by the scribing pattern, each of which constitutes a non-linear device.

Using this technique, and referring to Figure 4A, MIMs having a known kind of structure comprising tantalum - tantalum pentoxide - tantalum superimposed layers are produced on a polyimide (e.g. Kapton) support film 40. Firstly, a layer of tantalum 41 of approximately 2.5 μm thickness is evaporated onto the film 40. This layer is then subjected to an anodisation process, for example using a weak citric acid solution, at an anodising voltage of around 30 to 60 V to produce a thin surface film of insulative tantalum pentoxide 42 around 0.1 μm in thickness. Following this, a further layer 43 of tantalum is evaporated over the surface of the tantalum pentoxide layer to a thickness of approximately 2.5 μm. All three layers are formed as continuous co-extensive layers.

The triple layer structure thus formed on the support film is then reticulated by scribing linearly, in a pattern of rows and columns, to define individual portions 45 of approximately 10 μm by 20 μm. This scribing may be completely or only part way through the three layers. Figure 4A illustrates schematically, and not to scale, a small, representative, part of the structure following such scribing, which in this case is carried out to a depth approximately equal to the thickness of the three layers. In practice, the size of the film 40 and the area of the layers 40 to 43 is such that many hundreds of thousands of these individual portions 45 are defined. The polyimide support film 40 is then removed by means of a dry etching process or wet etching in hydrazine. Upon removal of this film the individual portions 45 of the structure become separated into physically discrete elements, each of which constitutes a MIM device 35. If only partial scribing is employed, the elements may still be joined after removal of the support film. If this is the case they can be physically separated by subjecting the triple-layer structure to rolling, or another suitable known technique, which breaks up the structure into the required individual elements.

In this way discrete rectangular MIM devices comprising a thin film of tantalum pentoxide sandwiched between tantalum layers are formed whose overall thickness is approximately 5 μm. The two opposing, flat, major surfaces of the elements, defined by the tantalum layers, act as respective terminals of the devices.
20. Because of the symmetrical and bidirectional characteristic electrical behaviour of the device 35 in operation it is not important which way up they fall. If two, or more non-linear devices 35 are associated with any one electrode 24, they operate in parallel with one another so that a degree of redundancy is afforded.

The electrodes 24 are preferably spaced such that the gap between adjacent electrodes 24 is greater than the maximum dimension of a non-linear device so that bridging of two adjacent electrodes 24 by a non-linear device when randomly scattered is not possible. However, even if the spacing of electrodes 24 is reduced such that a non-linear device could perhaps be located with its one terminal bridging across two adjacent electrodes the effects on the produced display would hardly be perceptible.

In a variant of the above-described method, the non-linear devices 35 may instead be scattered over the address conductors 20 on the substrate 30 and the section A then disposed over the exposed surfaces of the non-linear devices.

After the two substrates 20 and 30 are brought together, they are clamped together around their periphery under pressure which ensures that the non-linear devices 35 are held firmly between their associated electrodes 24 and conductors 20 and that reliable electrical contact is achieved. The remaining space between the substrate 30 and the film 21 may be filled with air or an inert gas. Preferably, however, this space is subjected to a partial vacuum whose effect would be to assist in firmly clamping the devices 35.

Because the non-linear devices are formed separately and disposed as prefabricated devices between pre-formed electrodes, the need for complex photolithographic processes to define display elements electrodes and address conductors together with non-linear devices on a common substrate is avoided. The two sub-assemblies used in fabricating the display device, comprising section A and the substrate 30 with column conductors 20 respectively, are simple to form using standard technology which does not require complicated photolithography processes and conductor interconnections over large areas. These components can therefore be fabricated with greater reliability. Likewise, the manner in which the non-linear devices are formed offers greater reliability. The method of fabricating display devices according to the invention avoids the formality of existing approaches and is a major simplification of conventional technologies. High yields of display devices can be expected and at comparatively low cost. Importantly, the display device construction means that devices with large display areas can be produced in a convenient and relatively simple manner.

Various modifications to the above-described embodiment of display device and its method of fab-
rification are possible within the scope of the invention. For example, the described arrangement of row and column address conductors may be reversed with the non-linear devices contacting row conductors provided on the substrate 30 and column conductors provided on the substrate 23.

Further, the non-linear devices 35 may be contained, or embedded in, a film of transparent insulating polymer material, for example polyimide or polyurethane provided in the space between the electrodes 24 and the conductors 20 rather than this space being partially occupied by only the non-linear devices themselves. The insulative material matrix may be provided in situ after the devices 35 have been scattered over the electrodes 24, or the conductors 20, by depositing the material in a non-solid state over the electrodes 24 or conductors 20 as the case may be such that it flows around the devices 35 and fills the spaces therebetween to a thickness slightly less than the thickness of the devices 35. Thereafter, the material is allowed to set or harden or is suitably cured or treated according to the type of material employed to form a solid matrix thereby trapping and physically restraining the devices. Preferably, however, a film of the combined insulative material and non-linear devices is formed as a separate component and then subsequently disposed over the electrodes 24 or conductors 20, thus eliminating the step of disposing the devices over, for example, the electrodes 24 by scattering. Such a film can be obtained by scattering the devices over a support and depositing the insulative material in a manner similar to that described previously in which the density of the devices is sufficient to ensure that ultimately at least one device is associated with each display element, and thereafter removing the film from this support. The film, with the devices contained and supported by the matrix material, is then laid over the electrodes 24 or conductors 20. Alternatively, the insulative material can be deposited over the support and thereafter the devices scattered over this material and embedded in the material by pressing the devices into the material with the aid of a movable plate. After embedding the devices, the film is removed and can then be used as before.

It is intended that the major surfaces of the embedded devices, that is their terminals, remain exposed so that in use of the film direct contact is established between these terminals surfaces and the electrodes 24 and conductors 20. Using these methods, the possibility exists that a thin layer of polymer material may overlie a terminal surface. When the film is disposed between the electrodes 24 and the conductors 20, however electrical coupling between this terminal and its associated electrode 24 or conductor 20 is achieved capacitively rather than by direct contact and operation of the display element concerned would normally be unimpaired. Thus with regard to Figure 1, the effective circuit in this case would include a capacitor in series with the non-linear device 16 between the display element 14 and its address conductor 20.

The display elements may comprise fluid liquid crystal material rather than solid polymer dispersed or similar type material. Figures 5, 6 and 7 show schematic cross-sections through three embodiments of liquid crystal display devices of this kind. In these Figures, the same reference numerals are used to designate components corresponding to those of the previous embodiment.

Referring to Figure 5, this embodiment is similar in many respects to the variant of the previous embodiment using a carrier film of polymer material such as a polyimide in which the non-linear devices are contained. The carrier film, here referenced at 66, containing the device 35 embedded therein may be prefabricated as a separate component using the methods described previously. In this embodiment the carrier film also carries the display element electrodes 24 which are formed by depositing and patterning ITO material on the surface of the film. The conductors 20 may be formed on the other surface of the film 66 in similar manner or instead formed on the substrate 30 with the film then being disposed adjacent the conductors. Alternatively, the conductors 20 may be formed on the substrate 30, and the non-linear devices 35 then scattered over the conductors 20 following which the polymer material constituting the film is deposited to fill the spaces between the devices 35 and form the film in situ as also previously described. Thereafter, the electrodes 24 are formed on the surface of the film 66.

Using any of these methods, a sub-assembly comprising the components 30, 20, 35, 66 and 24 is obtained.

This sub-assembly is then brought together with the sub-assembly comprising the substrate 23 and the conductors 18 with inert spacing elements 63 disposed therebetween to maintain the two sub-assemblies a predetermined distance apart. It will be understood therefore that in the resulting structure, the conductors 20 and 18 and the electrodes 24 lie in respective, spaced, planes which are substantially parallel to one another with each display element electrode 24 being electrically coupled with an associated conductor 20 via at least one non-linear device 35 as in the previous embodiment. The space between the film 66 and the substrate 23 is bounded by sealing means around the periphery of the structure and twisted nematic liquid crystal, 61, material is introduced so as to fill completely this space. In practice, the electrodes 24 and the conductors 18 would be covered by molecular alignment layers in conventional fashion, these layers having been omitted from Figure 5 for simplicity.

Referring now to Figure 6, this embodiment uses fluid twisted nematic liquid crystal 61 which is con-
tained between the substrate 23 and a further, intermediate layer 60 of transparent insulative material extending continuously and completely over the display area. As before, row conductors 18 are carried on the substrate 23. The display element electrodes 24 are carried on the surface of the layer 60 facing the substrate 23. The substrate 23 and the intermediate layer 60 are maintained a predetermined distance apart in the usual manner by spacer elements 63 of inert material. For each electrode 24, a respective supplementary pad electrode 64 of ITO is provided on the surface of the layer 60 which is co-extensive with the electrode 24. In this embodiment, therefore, the non-linear devices 35 contact with the supplementary electrodes 64 rather than directly connecting with the electrodes 24. Each respective pair of electrodes 24 and 64 together with the insulative material of the layer 60 therebetween act as a capacitor whose capacitance is determined by the thickness of the layer 60. Thus for each display element in this arrangement, the associated one or more non-linear devices 35 are capacitively coupled to the display element electrode 24. The material for the layer 60 is chosen having regard also to its supporting function and the mechanical properties required in this respect. The insulative material of the layer 60 should be sufficiently stiff to prevent significant distortion in the plane thereof due to pressure applied to the layer 60 by the devices 35 and the spacer elements 63 upon clamping together of the substrates 20 and 30. In constructing this embodiment, first, second and third sub-assemblies, comprising respectively the substrate 23 and conductors 18, the layer 60 with the electrodes 64 and 24, and the substrate 30 with the conductors 20, are fabricated separately. The non-linear devices 35 are distributed over the conductors 20 and clamped thereagainst by positioning the second sub-assembly. The third sub-assembly is positioned with the spacer elements 63 serving to define a gap of predetermined thickness which is subsequently filled with liquid crystal material.

The embodiment of Figure 7 can be regarded as a variant of the embodiment of Figure 6. In this arrangement, the layer 60 is formed with a regular array of perforations each of which is at the location of the display element electrode 24. When the electrodes 24 and 64 are provided on opposing surfaces of the layer 60 therefore, the deposited electrode materials extend through the perforations so that each pair of electrodes 24 and 64 are connected electrically. Thus the terminals of the non-linear devices 35 facing the display elements are connected electrically with their associated display element electrodes 24.

In all the embodiments described with reference to Figures 5, 6 and 7 it will be appreciated that the same general advantages are afforded as described with regard to the embodiment of Figures 2 and 3. Notably the need for extensive and complex lithogra-

phy, particularly when making large area display devices, is avoided.

It should be understood that the Figures are merely schematic and are not drawn to scale. In particular certain dimensions such as the thickness of the layers or regions may have been exaggerated whilst other dimensions may have been reduced. It should also be understood that the same reference numerals are used throughout the Figures to indicate the same or similar parts.

From reading the present disclosure, other modifications will be apparent to persons skilled in the art. Such modifications may involve other features which are already known in the field of active matrix display devices and component parts thereof and which may be used instead of or in addition to features already described herein.

Claims

1. A method of fabricating an active matrix display device having an array of display elements (14) consisting of first and second spaced electrodes (24,18) with electro-optical material (21,61) therebetween, the first electrodes (24) each being connected electrically to an associated address conductor (20) through at least one two-terminal non-linear device (35), the method including the step of forming the first electrodes (24) in a two-dimensional array, characterised by the steps of forming the address conductors (20) separate from the array of first electrodes and providing the non-linear devices (35) as prefabricated discrete devices, and by arranging the non-linear devices, address conductors and first electrodes with the non-linear devices between the array of first electrodes and the address conductors whereby each non-linear device is coupled electrically between a respective first electrode and an associated address conductor.

2. A method according to Claim 1, characterised by the steps of forming the address conductors (20) on an insulative support (30) and thereafter disposing the support over the array of first electrodes (24) with the non-linear devices positioned therebetween.

3. A method according to Claim 2, characterised by distributing the non-linear devices (35) in a quasirandom manner over the first electrodes or the address conductors prior to disposing the address conductors over the first electrodes.

4. A method according to Claim 3, characterised by the step of providing insulative material in the space between the address conductors (20) and
the first electrodes (24) around the non-linear devices.

5. A method according to Claim 1, characterised in that the non-linear devices are carried in a film of transparent insulative material (66).

6. A method according to Claim 5, characterised by the step of forming the array of first electrodes (24) on one surface of said film.

7. A method according to Claim 6, characterised by the steps of forming the address conductors (20) on a support (30) and thereafter disposing the film carrying the non-linear devices over the address conductors.

8. A method according to Claim 6, characterised by the step of forming the address conductors (20) on the opposing surface of said film.

9. A method according to any one of the preceding claims, characterised by the further steps of forming on an insulative substrate (23) an array of display element second electrodes (18), disposing the substrate over, and parallel to, the array of first electrodes (24) with respective first and second electrodes facing and spaced from one another and providing liquid crystal material (61) in the space between the first and second electrodes.

10. A method according to any one of Claims 1 to 8, characterised by the further steps of forming an array of display element second electrodes (18) and arranging the arrays of first and second electrodes (24,18) parallel to and spaced from one another with a self-supporting film (21) containing liquid crystal material situated between the two arrays.

11. A method according to any one of the preceding claims, characterised in that the non-linear devices (35) comprise thin film diode devices.

12. A method according to Claim 11, characterised by the steps of fabricating the thin film diode devices by forming on a support a multiple layer structure comprising a series of layers of selected materials constituting a diode structure, scribing the multiple layer structure to define individual portions thereof, and thereafter removing the support and separating the portions into discrete elements (45) each constituting a diode device.

13. An active matrix display device having an array of display elements (14) comprising first and second spaced electrodes (24,18) with electro-optical material (21;61) therebetween, the first electrodes (24) being in a two dimensional array with each first electrode being connected electrically with an associated address conductor (20) through at least one two-terminal non-linear device (35), characterised in that the address conductors (20) are spaced from the array of first electrodes (24) with prefabricated, physically discrete, non-linear devices (35) being arranged between the first electrodes and the address conductors, each non-linear device being coupled electrically between a respective first electrode and an associated address conductor.

14. A display device according to Claim 13, characterised in that the non-linear devices (35) comprise thin film diode devices having opposing flat surfaces which constitute respective terminals.

15. A display device according to Claim 13 or Claim 14, characterised in that the non-linear devices are distributed between the first conductors (24) and the address conductors (20) in quasi-random manner.

16. A display device according to any one of Claims 13 to 15, characterised in that the address conductors (20) are carried on a transparent insulative support (30).

17. A display device according to any one of Claims 13 to 16, characterised in that the non-linear devices are contained in a film of transparent insulative material (66) extending between the address conductors (20) and the first electrodes (24).

18. A display device according to Claim 17, characterised in that the array of first electrodes (24) is carried on a surface of the film (66) containing the non-linear devices.

19. A display device according to any one of Claims 13 to 18, characterised in that the device further includes an array of display element second electrodes (18) carried on a transparent substrate (23) and facing the array of first electrodes, and a self-supporting electro-optical film (21) containing liquid crystal material which extends between the arrays of first and second electrodes.

20. A display device according to any one of Claims 13 to 18, characterised in that the device further includes an array of display element second electrodes (18) carried on a transparent substrate (23) and facing the array of first electrodes, a layer of liquid crystal material (61) between the arrays of first and second electrodes, and spacer
elements (63) extending between the arrays and maintaining the arrays a predetermined distance apart.

21. A display device according to any one of Claims 13 to 18, characterised in that the array of first electrodes (24) is carried on a transparent insulative support layer (60), in that an array of display element second electrodes (18) is carried on a transparent substrate (23) facing the array of first electrodes and spaced therefrom by spacer elements (63), and in that a layer of liquid crystal material (61) is provided between the arrays of first and second electrodes and contained between the transparent substrate and the insulative support layer.

22. A display device according to any one of Claims 13 to 21, characterised in that respective terminals of the non-linear devices (35) are in direct electrical contact with the address conductors (20) and the first electrodes (24).

23. A display device according to any one of Claims 13 to 22, characterised in that the width of the address conductors (20), at least at the regions overlying the display element first electrodes (24), is substantially equal to the dimension of the first electrodes in that direction.

Patentansprüche


2. Verfahren nach Anspruch 1, gekennzeichnet durch die Schritte der Bildung des Adreßleiters (20) auf einem Isolierträger (30) und anschließend durch das Anbringen des Trägers auf das Feld erster Elektroden (24) mit den zwischenliegenden nichtlinearen Anordnungen.

3. Verfahren nach Anspruch 2, gekennzeichnet durch die Verteilung der nichtlinearen Anordnungen (35) auf eine quasi willkürliche Weise auf die ersten Elektroden oder die Adreßleiter vor dem Anbringen der Adreßleiter auf den ersten Elektroden.


5. Verfahren nach Anspruch 1, dadurch gekennzeichnet, daß die nichtlinearen Anordnungen in einem Film aus transparentem Isolierelement (66) angebracht sind.


7. Verfahren nach Anspruch 6, gekennzeichnet durch die Schritte der Bildung der Adreßleiter (20) auf einem Träger (30) und anschließend durch das Anbringen des Films mit den nichtlinearen Anordnungen auf den Adreßleitern.

8. Verfahren nach Anspruch 6, gekennzeichnet durch den Schritt der Bildung der Adreßleiter (20) auf der gegenüberliegenden Oberfläche des Films.


10. Verfahren nach einem der Ansprüche 1 bis 9, gekennzeichnet durch die weiteren Schritte der Bildung eines Feldes zweiter Anzeigegelelementelektroden (18) und der Anordnung der Felder erster und zweiter Elektroden (24, 18) parallel zu und im Abstand voneinander mit einem freitragenden Film (21) mit Flüssigkristallmaterial zwischen den
beiden Feldern.


13. Anzeigeanordnung mit aktiver Matrix und mit einem Feld von Anzeigeelementen (14) mit ersten und zweiten im Abstand voneinander liegenden Elektroden (24, 18) mit zwischenliegendem elektroptischem Material (21; 61), wobei die ersten Elektroden (24) sich in einem zweidimensionalen Feld befinden, wobei jede erste Elektrode mit einem zugeordneten Adreßleiter (20) über wenigstens eine nichtlineare Zweiklemmenanordnung (35) elektrisch verbunden ist, dadurch gekennzeichnet, daß der Adreßleiter (20) im Abstand vom Feld erster Elektroden (24) liegen, wobei vorgefertigte physikalisch diskrete nichtlineare Anordnungen (35) zwischen den ersten Elektroden und den Adreßleitern angeordnet sind, und jede nichtlineare Anordnung zwischen einer be treffenden ersten Elektrode und einem zugeordneten Adreßleiter elektrisch gekoppelt ist.


16. Anzeigeanordnung nach einem der Ansprüche 13 bis 15, dadurch gekennzeichnet, daß der Adreßleiter (20) auf einem transparenten Isolierträger (30) angeordnet sind.

17. Anzeigeanordnung nach einem der Ansprüche 13 bis 16, dadurch gekennzeichnet, daß die nichtlinearen Anordnungen sich in einem Film aus transparentem Isoliermaterial (66) befinden, der sich zwischen den Adreßleitern (20) und den ersten Elektroden (24) erstreckt.

18. Anzeigeanordnung nach Anspruch 17, dadurch gekennzeichnet, daß das Feld erster Elektroden (24) sich auf einer Oberfläche des Films (66) mit den nichtlinearen Anordnungen befindet.

19. Anzeigeanordnung nach einem der Ansprüche 13 bis 18, dadurch gekennzeichnet, daß die Anordnung außerdem ein Feld zweiter Anzeigeelementelektroden (18) auf einem transparenten Substrat (23) enthält, das dem Feld erster Elektroden zugewandt ist, und ein freitragender elektroptischer Film (21) Flüssigkristallmaterial enthält, das sich zwischen den Feldern erster und zweiter Elektroden erstreckt.

20. Anzeigeanordnung nach einem der Ansprüche 13 bis 18, dadurch gekennzeichnet, daß die Anordnung außerdem ein Feld zweiter Anzeigeelementelektroden (18) auf einem transparenten Substrat (23) enthält, das dem Feld erster Elektroden, einer Schicht aus Flüssigkristallmaterial (61) zwischen den Feldern erster und zweiter Elektroden zugewandt ist, und Distanzelemente (83) sich zwischen den Feldern erstrecken und die Felder in einem vorgegebenen Abstand voneinander getrennt halten.

21. Anzeigeanordnung nach einem der Ansprüche 13 bis 18, dadurch gekennzeichnet, daß das Feld erster Elektroden (24) auf einer transparenten Isolierträgerschicht (60) angeordnet ist, daß ein Feld zweiter Anzeigeelementelektroden (18) sich auf einem transparenten Substrat (23) befindet, das dem Feld erster Elektroden zugewandt ist und im Abstand davon durch Distanzelemente (83) liegt, und daß eine Schicht aus Flüssigkristallmaterial (61) zwischen den Feldern erster und zweiter Elektroden angeordnet ist und sich zwischen dem transparenten Substrat und der Isolierträgerschicht befindet.


23. Anzeigeanordnung nach einem der Ansprüche 13 bis 22, dadurch gekennzeichnet, daß die Breite der Adreßleiter (20) wenigstens in den Gebieten auf den ersten Anzeigeelementelektroden (24) im wesentlichen gleich der Abmessung der ersten Elektroden in dieser Richtung sind.
Revendications

1. Procédé de fabrication d’un dispositif d’affichage à matrice active comportant un réseau d’éléments d’affichage (14) constitués de premières et deuxièmes électrodes (24, 18) espacées avec, entre elles, une matière électro-optique (21; 61), les premières électrodes (24) étant chacune connectées électroniquement à un conducteur d’adresse (20) associé via au moins un dispositif non linéaire à deux bornes (35), le procédé comprenant l’étape consistant à former les premières électrodes (24) selon un réseau bidimensionnel, caractérisé en ce que l’on forme les conducteurs d’adresse (20) séparément du réseau de premières électrodes et on prévoit les dispositifs non linéaires (35) sous la forme de dispositifs discrets préfabriqués, et on agence les dispositifs non linéaires, les conducteurs d’adresse et les premières électrodes avec les dispositifs non linéaires entre le réseau de premières électrodes et les conducteurs d’adresse, de sorte que chaque dispositif non linéaire est couplé électroniquement entre une première électrode respective et un conducteur d’adresse associé.

2. Procédé selon la revendication 1, caractérisé en ce que l’on forme les conducteurs d’adresse (20) sur un support isolant (30) et on dispose ensuite le support sur le réseau de premières électrodes (24), les dispositifs non linéaires étant disposés entre eux.

3. Procédé selon la revendication 2, caractérisé en ce que l’on distribue les dispositifs non linéaires (35) de manière quasi aléatoire sur les premières électrodes ou les conducteurs d’adresse avant de disposer les conducteurs d’adresse sur les premières électrodes.

4. Procédé selon la revendication 3, caractérisé en ce que l’on place de la matière isolante dans l’espace compris entre les conducteurs d’adresse (20) et les premières électrodes (24) autour des dispositifs non linéaires.

5. Procédé selon la revendication 1, caractérisé en ce que les dispositifs non linéaires sont supportés par un film de matière isolante transparente (66).

6. Procédé selon la revendication 5, caractérisé en ce que l’on forme le réseau de premières électrodes (24) sur une surface dudit film.

7. Procédé selon la revendication 6, caractérisé en ce que l’on forme les conducteurs d’adresse (20) sur un support (30) et on dispose ensuite le film portant les dispositifs non linéaires sur les conducteurs d’adresse.

8. Procédé selon la revendication 6, caractérisé en ce que l’on forme les conducteurs d’adresse (20) sur la surface opposée du film.

9. Procédé selon l’une quelconque des revendications précédentes, caractérisé, en outre, en ce que l’on forme sur un substrat isolant (23) un réseau de deuxièmes électrodes (18) d’éléments d’affichage, on dispose le substrat sur le réseau de premières électrodes (24), parallèlement à celui-ci, les premières et deuxièmes électrodes respectives se faisant face et étant réciproquement espacées, et on prévoit une matière à cristaux liquides (61) dans l’espace compris entre les premières et deuxièmes électrodes.

10. Procédé selon l’une quelconque des revendications 1 à 8, caractérisé, en outre, en ce que l’on forme un réseau de deuxièmes électrodes (18) d’éléments d’affichage et on dispose les réseaux de premières et deuxièmes électrodes (24, 18) parallèlement l’un à l’autre et à distance l’un de l’autre, avec un film autoportant (21) contenant une matière à cristaux liquides située entre les deux réseaux.

11. Procédé selon l’une quelconque des revendications précédentes, caractérisé en ce que les dispositifs non linéaires (35) comprennent des dispositifs à diodes à couches minces.

12. Procédé selon la revendication 11, caractérisé en ce que l’on fabrique les dispositifs à diodes à couches minces en formant sur un support une structure à couches multiples comprenant une série de couches de matières choisies constituant une structure de diode, on découpe la structure à couches multiples pour définir ses parties individuelles, on élimine ensuite le support et on sépare les parties en éléments discrets (45) dont chacun constitue un dispositif à diode.

13. Dispositif d’affichage à matrice active comportant un réseau d’éléments d’affichage (14) comprenant des premières et deuxièmes électrodes (24, 18) espacées avec, entre elles, une matière électro-optique (21; 61), les premières électrodes (24) se trouvant dans un réseau bidimensionnel et chaque première électrode étant connectée électroniquement à un conducteur d’adresse associé (20) via au moins un dispositif non linéaire à deux bornes (35), caractérisé en ce que les conducteurs d’adresse (20) sont espacés du réseau de premières électrodes (24) par des...
dispositifs non linéaires (35) physiquement discrets préfabriqués agencés entre les premières électrodes et les conducteurs d’adresse, chaque dispositif non linéaire étant couplé électriquement entre une première électrode respective et un conducteur d’adresse associé.

14. Dispositif d’affichage selon la revendication 13, caractérisé en ce que les dispositifs non linéaires (35) comprennent des dispositifs à diodes à couches minces ayant des surfaces planes opposées qui constituent des bornes respectives.

15. Dispositif d’affichage selon la revendication 13 ou 14, caractérisé en ce que les dispositifs non linéaires sont distribués entre les premiers conducteurs (24) et les conducteurs d’adresse (20) de manière quasi aléatoire.

16. Dispositif d’affichage selon l’une quelconque des revendications 13 à 15, caractérisé en ce que les conducteurs d’adresse (20) sont supportés par un support isolant transparent (30).

17. Dispositif d’affichage selon l’une quelconque des revendications 13 à 16, caractérisé en ce que les dispositifs non linéaires sont contenus dans un film de matière isolante transparente (66) s’étendant entre les conducteurs d’adresse (20) et les premières électrodes (24).

18. Dispositif d’affichage selon la revendication 17, caractérisé en ce que le réseau de premières électrodes (24) est supporté par une surface du film (66) contenant les dispositifs non linéaires.

19. Dispositif d’affichage selon l’une quelconque des revendications 13 à 18, caractérisé en ce que le dispositif comprend, en outre, un réseau de deuxième électrodes (18) d’éléments d’affichage supportées par un substrat transparent (23) et disposées en regard du réseau de premières électrodes, et un film électro-optique autoportant (21) contenant une matière à cristaux liquides qui s’étend entre les réseaux de premières et de deuxième électrodes.

20. Dispositif d’affichage selon l’une quelconque des revendications 13 à 18, caractérisé en ce que le dispositif comprend, en outre, un réseau de deuxième électrodes (18) d’éléments d’affichage supportées par un substrat transparent (23) et disposées en regard du réseau de premières électrodes, une couche de matière à cristaux liquides (61) entre les réseaux de premières et de deuxième électrodes, et des éléments d’espacement (63) s’étendant entre les réseaux et maintenant les réseaux à une distance mutuelle pré-

déterminée.

21. Dispositif d’affichage selon l’une quelconque des revendications 13 à 18, caractérisé en ce que le réseau de premières électrodes (24) est supporté par une couche de support isolante transparente (60), un réseau de deuxième électrodes (18) d’éléments d’affichage est supporté par un substrat transparent (23), en regard du réseau de premières électrodes et espacé de celui-ci par des éléments d’espacement (63), et une couche de matière à cristaux liquides (61) est placée entre les réseaux de premières et de deuxième électrodes et est contenue entre le substrat transparent et la couche de support isolante.

22. Dispositif d’affichage selon l’une quelconque des revendications 13 à 21, caractérisé en ce que les bornes respectives des dispositifs non linéaires (35) sont en contact électrique direct avec les conducteurs d’adresse (20) et les premières électrodes (24).

23. Dispositif d’affichage selon l’une quelconque des revendications 13 à 22, caractérisé en ce que la largeur des conducteurs d’adresse (20), au moins dans les régions chevauchant les deuxième électrodes (24) des éléments d’affichage, est sensiblement égale à la dimension des premières électrodes dans cette direction.