Aqueous polyurethane dispersions and adhesives based thereon.

Priority: 25.09.89 US 412046
Date of publication of application: 03.04.91 Bulletin 91/14
Publication of the grant of the patent: 24.08.94 Bulletin 94/34
Designated Contracting States: DE GB NL

References cited:
WO-A-81/02894
FR-A- 2 366 319
GB-A- 2 104 085
US-A- 4 501 852

Proprietor: MILES INC.
One Mellon Center
500 Grant St.
Pittsburgh, PA 15219-2502 (US)

Inventor: Tirpak, Robin E.
42 Baytree Drive
Wheeling, WV 26003 (US)
Inventor: Cline, Robert L.
212 South 4th Avenue
Paden City, WV 26159 (US)

Representative: Zobel, Manfred, Dr. et al
BAYER AG
Konzerntverwaltung RP
Patente Konzern
D-51368 Leverkusen (DE)

Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid (Art. 99(1) European patent convention).
Description

Field of the Invention

The present invention relates to aqueous polyurethane dispersions and to adhesives based thereon and more particularly to the use of a multi-functional amine-containing chain extender in such systems.

SUMMARY OF THE INVENTION

The invention is predicated on the surprising finding that the softening point temperature of an adhesive based on an aqueous polyurethane-urea dispersion is increased appreciably upon the incorporation of a multifunctional amine-containing chain extender, for instance diethylenetriamine, therewith. The improved durability of the adhesive thus produced is attained without affecting its tensile properties.

BACKGROUND OF THE INVENTION

Aqueous polyurethane-urea dispersions are well known. U.S. patents 4,501,852 and the several patents referred to therein represent relevant art. These dispersions are primarily used as films, coatings or adhesives because of their good profile of properties. Stable, colloidal, aqueous dispersions of cross-linked urea-urethane polymers and their method of production are also known from UK-Patent Application 2 104 085. The preparation of such dispersions of cross-linked urea-urethanes comprises reacting

a) an aqueously dispersed, substantially linear, isocyanate-terminated prepolymer having a molecular weight of up to about 25,000 and containing

i) about 0 to 120 milliequivalents of ionic groups per 100 grams of prepolymer, and

ii) about 0.35 to 10% by weight, based on the weight of the prepolymer, of lateral and/or terminal, hydrophilic ethylene oxide units wherein components (i) and (ii) are present in an amount sufficient to provide a stable dispersion of the prepolymer in the aqueous medium, with

b) polyfunctional amine chain extenders having an average functionality between about 2.2 and 6.0.

From US 4,501,852 a stable, aqueous dispersions of polyurethane-ureas is known wherein said polyurethane-ureas contain

i) about 10 to 120 milliequivalents per 100 grams of polyurethane-urea of chemically incorporated anionic groups, and

ii) up to about 10% by weight, based on the weight of the polyurethane-urea, of lateral and/or terminal hydrophilic chains containing ethylene oxide units,

wherein the counterions of the anionic groups are a mixture of volatile and non-volatile cations in an equivalent ratio of about 1:4 to 4:1.

From FR-A-2366319 a process for the production of aqueous dispersion of polyurethane-ureas is also known. According to the examples 9-11 between 5 and 50% of tri-functional amines are employed to make colloidal dispersions of polyurethane-ureas derived from isocyanate-terminated prepolymers and polyamines. According to Claim 1 of WO-A-8102894 an aqueous dispersion prepared by reacting an isocyanate-terminated prepolymer and polyamine is disclosed. The preferred amines have functionalities of 2.3 and 2.4. Their use as adhesives is disclosed on page 1, line 23.

An object of the invention is to provide aqueous polyurethane-urea dispersions useful for the preparation of adhesives having high softening point temperatures. The softening point temperature referred to in the present context is measured in accordance with ASTM D-816 (in peel) and is often used as a criterion to determine the durability of adhesives.

It was surprisingly found that the dispersion of the invention which comprise a relatively small amount of a multi-functional amine-containing chain extending agent is useful for the preparation of an adhesive which exhibits a higher softening point temperature, an excellent level of adhesion to substrates, including plasticized PVC, and a virtually unchanged tensile strength as compared to systems which include no such agent.

DETAILED DESCRIPTION OF THE INVENTION

In accordance with the present invention there is provided an aqueous polyurethane dispersion comprising a multi-functional amine-containing chain extending agent which dispersion is suitable for the preparation of adhesives.
The aqueous polyurethane dispersion-based adhesive is preferably prepared by a two stage process wherein an isocyanate-terminated prepolymer is formed in the first stage by reacting an excess of a polyisocyanate with an isocyanate-reactive component. The isocyanate terminated prepolymer is then chain extended in a second stage, before, during or after being mixed with an aqueous medium, to form the dispersion of the invention. The resulting aqueous dispersion is stable and is suitable for use as an adhesive. The amine-containing chain extending agent suitable in accordance with the present invention is characterized in that its average functionality is 2.05 to 2.20 whereby the functionality of 2.20 is excluded.

The preparation of a stable aqueous dispersion suitable in the present context has been described in U.S. patent 4,501,852.

Essentially, the isocyanate terminated prepolymer of the present invention are prepared by reacting the polyisocyanate component with an organic component which contains at least two isocyanate-reactive groups, the component containing at least one ionic, preferably sulfonate, group. The ratio of isocyanate groups to isocyanate reactive groups is maintained at about 1.1 to 3, preferably about 1.2 to 2 and most preferably about 1.5 to about 1.8 on an equivalent basis. The components are reacted to produce the isocyanate terminated prepolymer following conditions and procedures which are well known in the relevant art. The reaction temperature during the production of the prepolymer is normally maintained at below 150°C, preferably between 50 and 130°C. The reaction is continued until the amount of unreacted isocyanate reactive groups is essentially zero. The finished prepolymer should have a free isocyanate content of about 1 to 8%, preferably about 1 to 5% by weight based on the weight of the prepolymer solids.

The molecular weight of the prepolymer should be less than about 25,000 preferably between 600 and 12,000. It is possible to carry out the prepolymer reaction in the presence of a suitable catalyst, such as an organo-tin compound, or a tertiary amine, although the use of a catalyst is not necessary and is not preferred.

The prepolymer may be prepared in the presence of a solvent provided that the solvent is substantially nonreactive in the context of the isocyanate-polyaddition reaction. The solvents are generally organic and may be comprised essentially of carbon and hydrogen with or without other elements such as oxygen or nitrogen. While it may not be necessary to employ a solvent during formation of the isocyanate-terminated prepolymer, the use of a solvent may be desirable to maintain the reagents in the liquid state as well as permit better temperature control during the reaction by serving as a heat sink and, if desired, as a refluxing medium. Solvents which may be employed include dimethylformamide, esters, ethers, ketones, ketones, e.g., methyl ethyl ketone and acetone, glycol-ether-esters, chlorinated hydrocarbons, aliphatic and alicyclic hydrocarbon pyrrolidones, e.g., N-methyl-2-pyrrolidinones, hydrogenated furans, aromatic hydrocarbons, and the like, and mixtures thereof. The amount of solvent employed should be sufficient to provide a prepolymer solution having a sufficiently low viscosity to enhance the formation of the urea-urethane dispersion of this invention; however, the solutions may be successfully employed in forming the dispersions even though the viscosity of the solution is relatively high at the temperature of dispersion. Such viscosities may be as low as 100 centipoise or above 10,000 centipoise, and only mild agitation need be employed to form the dispersion, even in the absence of an external emulsifying agent. Often about 0.01 to 10 parts by weight of solvent, preferably about 0.02 to 2 parts by weight of solvent, per part by weight based on the weight of a solvent for the prepolymer can be used. However, the presence of a solvent for the prepolymer or the urea-urethane is not necessary to provide a stable, aqueous dispersion. Often, when solvent is employed during the preparation of the isocyanate-terminated prepolymer and/or the urea-urethane prepolymer it is desirable to remove at least a portion of the solvent from the aqueous dispersion. Advantageously, the solvent to be removed from the dispersion has a lower boiling point than water and thus can be removed from the dispersion by, for example, distillation. The removal of the low boiling solvent is desirably conducted under conditions which are not deleterious to the urea-urethane polymer such as vacuum distillation or thin film evaporation conditions. A solvent having a higher boiling point than water such as dimethyl formamide, N-methyl-2-pyrrolidinone, and the like, may be employed, in which case the higher boiling solvent is generally retained in the aqueous dispersion of urea-urethane polymer to enhance the coalescence of the urea-urethane polymer particles during film formation.

The isocyanate-terminated prepolymer of the present invention are prepared from (a) organic polyisocyanates which contain at least two aromatically, aliphatically or cycloaliphatically bound isocyanate groups,
(b) organic compounds which have at least two isocyanate-reactive groups,
(c) organic compounds which are monofunctional or difunctional in the context of the isocyanate-polyaddition reaction and which contain hydrophilic ethylene oxide units and, optionally
(d) organic compounds which are monofunctional or difunctional in the context of the isocyanate-polyaddition reaction and which contain ionic groups or potential ionic groups.
Examples of suitable polyisocyanates (a) for the preparation of the prepolymer of the invention are organic isocyanates represented by:

\[ R-\left(\mathrm{NCO}\right)_{2} \]

wherein \( R \) represents an organic group obtainable by removal of the isocyanate group from an organic diisocyanate having a molecular weight of about 112 to 1000, and preferable about 140 to 400. Preferably, \( R \) denotes a divalent aliphatic hydrocarbon group having 4-18 carbon atoms, a divalent cycloaliphatic hydrocarbon group having 5-15 carbon atoms, or an araliphatic hydrocarbon group having 7-15 carbon atoms. Examples of the organic diisocyanates which are particularly suitable for the process include tetramethylene diisocyanate, 1,6-hexamethylene diisocyanate, dodecamethylene diisocyanate, cyclohexane-1,3- and 1,4-diisocyanate, 1-isocyanato-3-isocyanatomethyl-3,5,5-trimethylcyclohexane (isophorone diisocyanate or IPDI), bis-(4-isocyanatocyclohexyl)methane, 1,3 and 1,4-bis-(isocyanatomethyl)cyclohexane, and bis-(isocyanato-3-methylcyclohexyl)-methane and aromatic diisocyanates such as 2,4 diisocyanato toluene, 2,6-diisocyanatotoluene and mixtures of these. Mixtures of diisocyanates can of course be used.

The organic compound (b) containing at least two isocyanate-reactive groups can be divided into two groups, i.e., high molecular weight compounds with molecular weights from about 300 to 6,000, preferably from about 300 to 3,000, and low molecular weight compounds with molecular weights below about 300. Examples of the high molecular weight compounds are:

1. Dihydroxy polyesters generally known in polyurethane chemistry which are obtained from dicarboxylic acids (such as succinic acid, adipic acid, suberic acid, azelaic acid, sebacic acid, phthalic acid isophthalic acid, terephthalic acid tetrahydrophthalic acid and the like) and diols such as ethylene glycol, propylene glycol-1,2, propylene glycol-1,3, diethylene glycol, butanediol-1,4, butanediol-1,3, hexanediol-1,6, octanediol-1,8, neopentyl glycol, 2-methylpropanediol-1,3, the various isomeric bis-hydroxymethyl cyclohexanes, and the like;
2. Polylactones generally known from polyurethane chemistry, e.g., polymers of \( \epsilon \)-caprolactone started on the above-mentioned dihydric alcohols;
3. Polycarbonates generally known from polyurethane chemistry, obtainable by, for example, reaction of the above-mentioned diols with diacylcarboxanlates or phosgene;
4. Polyethers generally known in polyurethane chemistry; examples include the polymers or copolymers of styrene oxide, propylene oxide, tetrahydrofuran, butylene oxide or epichlorohydrin, which may be prepared with the aid of divalent starter molecules such as water, the above-mentioned diols or amines containing two NH bonds; certain proportions of ethylen oxide may also be included, provided the polyether used does not contain more than about 10% by weight of ethylene oxide; however, polyethers obtained without the addition of ethylene oxide are generally used;
5. Polythioethers, polythio mixed ethers and polythio ether esters generally known in polyurethane chemistry;
6. Polycetals generally known in polyurethane chemistry, for example, those obtained from the above-mentioned diols and formaldehyde; and
7. Difunctional polyether esters containing isocyanate-reactive end groups generally known in the art.

The compounds of the above-described type preferably used in the process according to the invention are dihydroxy polyesters, dihydroxy polylactones, dihydroxy polyethers and dihydroxy polycarbonates.

The low molecular weight compounds which may be used in the process for the preparation of the isocyanate-terminated prepolymer include, for example, the low molecular weight diols which have been described for the preparation of dihydroxy polyesters; diamines such as diaminooctane, 1,6-diaminohexane, piperazine, 2,5-dimethylpiperazine, 1-amino-3-aminomethyl-2,5,5-trimethylcyclohexane, bis-(4-amino-cyclohexyl)-methane, bis-(4-amino-3-cyclohexyl)-methane, 1,4-diaminocyclohexane, 1,2-propylene diamine, hydrazine, amino acid hydrazides, hydrazides of semicarbazidocarboxylic acids, bis-hydrazides and bis-semicarbazides; and the like.

In addition to the above-mentioned components which are preferably difunctional in the isocyanate polyaddition reaction, monofunctional and even small proportions of trifunctional and higher functional components generally known in polyurethane chemistry, such as trimethylolpropane, may be used in special cases in which slight branching of the isocyanate-terminated prepolymer is desired. However, these prepolymer should be substantially linear and this may be achieved by maintaining the average functionality of the prepolymer starting components below about 2.1.

The reaction components which ensure the dispersibility of the polyurethanes herein include compounds containing lateral or terminal, hydrophilic ethylene oxide units (c) and compounds containing ionic group(s) or potential ionic group(s) (d). Component (c) is used in an amount sufficient to provide a content
of hydrophilic ethylene oxide units of about 0.35 to 10% by weight, preferably about 0.8 to 10% by weight, more preferably about 1.0 to 6.0% by weight, and most preferably about 2.0 to 6.0% by weight, based on the weight of the prepolymer. Component (d) is used in an amount sufficient to provide an ionic group content of about 0 to 120 milliequivalents, preferably 0 to 80 milliequivalents, more preferably about 10 to 60 milliequivalents per 100 grams of prepolymer. Components (c) and (d) may be either monofunctional or difunctional in the context of the isocyanate-polyaddition reaction. Suitable compounds include:

(c) a nonionic hydrophilic component selected from
(i) disiocyanates which contain lateral, hydrophilic ethylene oxide units,
(ii) compounds which are difunctional in the isocyanate-polyaddition reaction and contain lateral, hydrophilic ethylene oxide units,
(iii) monoisocyanates which contain terminal, hydrophilic ethylene oxide units,
(iv) compounds which are monofunctional in the isocyanate-polyaddition reaction and contain terminal, hydrophilic ethylene oxide units, and
(v) mixtures thereof; and optionally,

(d) an ionic hydrophilic component selected from
(i) monoisocyanates or disiocyanates which contain ionic group(s) or potential ionic group(s), and
(ii) compounds which are monofunctional or difunctional in the isocyanate-polyaddition reaction and contain ionic group(s) or potential ionic group(s).

The preferred difunctional hydrophilic components having lateral hydrophilic chains containing ethylene oxide units include compounds corresponding to the following general formula:

\[
\begin{align*}
&\text{R'} \quad \text{R'} \\
&\text{HO-CH-CH}_2-\text{N-CH}_2-\text{CH-OH} \\
&\text{CO-NH-R-NH-CO-Z-X-Y-R''}
\end{align*}
\]

and/or compounds corresponding to the following general formula:

\[
\begin{align*}
&\text{OCN-R-N-CO-NH-R-NCO} \\
&\text{CO} \\
&Z-X-Y-R''
\end{align*}
\]

Preferred difunctional hydrophilic components (a) are those corresponding to the general formula (I) and (II) above,

\[R\text{ represents a difunctional radical of the type obtained by removing the isocyanate groups from a disiocyanate corresponding to the general formula:}
\]

\[R\text{(NCO)}_2\]

of the above-mentioned type;

\[R'\] represents hydrogen or a monovalent hydrocarbon radical containing from 1 to 8 carbon atoms, preferably a hydrogen atom or a methyl group;

\[R''\] represents a monovalent hydrocarbon radical having from 1 to 12 carbon atoms, preferably an unsubstituted alkyl radical having from 1 to 4 carbon atoms;

\[X\] represents the radical obtained by removal of the terminal oxygen atom from a polyalkylene oxide chain having from about 5 to 90 chain members preferably from about 20 to 70 chain members, of which at least about 40%, preferably at least about 65%, comprises ethylene oxide units and the remainder comprises other alkylene oxides such as propylene oxide, butylene oxide or styrene oxide units, preferably propylene oxide units;

\[Y\] represents oxygen or -NR''- wherein R'' has the same definition as R"; and

\[Z\] represents a radical which corresponds to Y, but may additionally represent -NH-

The compounds corresponding to general formulae (I) and (II) above may be produced by the methods according to U.S. Patent Nos. 3,905,929 and 3,920,598. In addition to the disclosures of these two patents,
it is noted that instead of using the monofunctional polyether alcohols mentioned therein as starting materials, it is also possible to use those of the type where the polyether segment, in addition to ethylene oxide units, also contains up to 60% by weight based on polyether segment, of other alkylene oxide units such as propylene oxide, butylene oxide or styrene oxide units, preferably propylene oxide units. The presence of such "mixed polyether segments" may afford specific advantages in certain cases. These "mixed polyether segments" are described in U.S. Patent No. 4,190,586.

Other particularly preferred hydrophilic components for incorporating lateral or terminal hydrophilic chains containing ethylene oxide units include compounds corresponding to the following general formula:

\[ H-Y'-X-Y-R'' \]

and/or compounds corresponding to the following general formula:

\[ OCN-R-NH-CO-Z-X-Y-R'' \]

wherein

X, Y, Z, R and R'' are as defined above; and Y' corresponds in its meaning to Y, but may additionally represent -NH-.

Monofunctional polyethers are preferably used, but preferably only in molar quantities of ≤ 10%, based on the polyisocyanate used, to guarantee the required high molecular weight structure of the polyurethane elastomers. In cases where relatively large molar quantities of monofunctional alkylene oxide polyethers are used, it is advantageous also to use trifunctional compounds containing isocyanate-reactive hydrogen atoms, although the average functionality of the synthesis components should preferably not exceed about 2.1 in order to obtain substantially linear prepolymers.

The monofunctional hydrophilic synthesis components are produced in accordance with the processes described in U.S. Patent Nos. 3,905,929 and 3,820,598 by alkoxylating of the monofunctional starter, such as n-butanol or n-methyl butyramine, using ethylene oxide and optionally another alkylene oxide, for example, propylene oxide. The resultant product may be optionally further modified (although this is less preferred) by reaction with excess quantities of diisocyanates or by reaction with ammonia to form the corresponding primary aminopolyethers.

The second hydrophilic component (d) contains potential ionic group(s) or their corresponding ionic group(s). The ionic groups may be cationic or anionic, although the anionic groups are preferred. Examples of anionic groups include -COO⁻ and -SO₄⁻. Examples of cationic groups are

\[ -N\bullet \] and \[ -S\bullet \]

These ionic groups are formed by neutralizing the corresponding potential ionic groups either prior to, during or after forming the isocyanate-terminated prepolymer. When the potential ionic groups are neutralized prior to forming the isocyanate-terminated prepolymer, the ionic groups are incorporated directly. When neutralization is performed subsequent to forming the prepolymer, potential ionic groups are incorporated.

Suitable compounds for incorporating the previously discussed carboxylate, sulfonate and quaternary nitrogen groups are described in U.S. Patent Nos. 3,479,310 and 4,108,814. Suitable compounds for incorporating tertiary sulfonium groups are described in U.S. Patent No. 3,419,533. The neutralizing agents for converting the potential ionic groups to ionic groups are also described in the above-mentioned U.S. patents. Within the context of this invention, the term "neutralizing agents" is meant to embrace all types of agents which are useful for converting potential ionic groups to ionic groups. Accordingly, this term also embraces quaternizing agents and alkylating agents.

The preferred ionic groups for use in this invention are aliphatic diols containing sulfonate groups. These ionic groups are prepared prior to formation of the isocyanate prepolymer and as such the ionic groups are directly incorporated into the prepolymer. Dial sulfonates of this type have been disclosed in U.S. Patent 4,108,814.

The neutralization step may be conducted

(1) prior to the prepolymer formation by treating the component containing the potential ionic group(s) or by using compounds in the prepolymer formation which have been specifically synthesized to contain ionic groups.

(2) after prepolymer formation, but prior to dispersing the prepolymer or,

(3) by adding the neutralizing agent to all or a portion of the dispersing water.
After neutralization according to alternative 1 and 2 above or during neutralization if alternative 3 is used, a dispersion of the prepolymer in water is formed. This may be done by the following method:

The prepolymer is added to the water, either in a batch-type process or continuously by using pin-mixers. When this method is used, significant increases in viscosity do not occur. In addition, if alternative 3 is used for neutralization, all of the neutralization agent is present in the water prior to the addition of the prepolymer.

The prepolymer is usually added in increments to the water or water-neutralizing agent mixture. The aqueous mixture is preferably agitated during the addition of the prepolymer to assist in forming the dispersion. Any low boiling solvent present during prepolymer formation may be removed prior to dispersing the prepolymer; however, it is preferred to remove the solvent after the dispersion is formed since the solvent will facilitate the formation of the dispersion, and also, the subsequent cross-linking reaction with the polyfunctional amine.

After the formation of the dispersed, isocyanate-terminated prepolymer the polyfunctional amine cross-linking agent should be added before the reaction of the terminal isocyanate groups with water proceeds to any significant extent, normally within about 30 minutes, preferably within about 15 minutes.

The cross-linked, urea-urethane products of the present invention are formed by reacting the dispersed prepolymer with a polyfunctional amine or a mixture of polyfunctional amines. The average functionality of the amine, i.e., the number of amine nitrogens per molecule, should be between 2.05 and 2.20 whereby the functionality of 2.20 is excluded. The desired functionalities can be obtained by using mixtures of polyamines. Suitable mixtures for obtaining the desired functionalities will be readily apparent to those of ordinary skill in the art.

Suitable amines are essentially hydrocarbon polyamines containing 2 to 6 amine groups which have isocyanate-reactive hydrogens according to the Zerewitoff test, e.g., primary or secondary amine groups. The polyamines are generally aromatic, aliphatic or alkylcyclic amines and contain between about 1 to 30 carbon atoms, preferably about 2 to 15 carbon atoms, and most preferably about 2 to 10 carbon atoms. These polyamines may contain additional substituents provided that they are not as reactive with isocyanate groups as the primary or secondary amines. Examples of polyamines for use in the present invention include the amines listed as low molecular compounds containing at least two isocyanate-reactive amino hydrogens, and also diethylene triamine, triethylene tetramine, tetraethylene pentamine, pentaethylene hexamine, N,N,N-tris-(2-aminooethyl)amine, N-(2-piperazinoethyl) ethylene diamine, N,N'-bis-(2-aminoethyl)-piperazine, N,N,N',tris-(2-aminooethyl)-ethylene diamine, N-[N-(2-aminoethyl)-2-aminoethyl]-N'-(2-aminooethyl)-piperazine, N-(2-aminooethyl)-N'-(2-piperazinoethyl)-piperazine, N-(2-aminoethyl)-N'-(2-piperazinoethyl)-ethylene diamine, N,N-bis-(2-aminoethyl)-N-(2-piperazinoethyl)-amine, N,N-bis-(2-piperazinoethyl)-amine, polyethylene imines, iminobispropylamine, guanidine, melamine, N-(2-aminoethyl)-1,3-propane diamine, 3,3'-diaminobenzidine, 2,4,6-triaminopyrimidinone, polyoxypropylene amines, tetrapolykylenepentamine, tripropylentetramine, N,N-bis-(6-aminohexyl)amine, N,N'-bis-(3-aminopropyl)-ethylene diamine and 2,4-bis-(4'-aminobenzyl)-aniline. Preferred polyamines are 1-amino-3-aminomethyl-3,5,5-trimethyl-cyclohexane (isophorone diamine or IPDA), bis-(4-aminocyclohexyl)-methane, bis-(4-amino-3-methylcyclohexyl)-methane, 1,6-diaminohexane, ethylene diamine, diethylene triamine, triethylene tetramine, tetraethylene pentamine and pentaethylene hexamine.

The amount of polyfunctional amine to be used in accordance with the present invention is dependent upon the number of terminal isocyanate groups in the prepolymer. Generally, the ratio of terminal isocyanate groups of the prepolymer to the amino hydrogens of the polyfunctional amine is between about 1.0:0.6 and 1.0:1.1, preferably between about 1.0:0.8 and 1.0:0.98 on an equivalent basis. Lesser amount of polyfunctional amine will allow for too much undesired reaction of the isocyanate groups with water, while an undue excess may lead to products with low molecular weight and less than the desired amount of cross-linking. For the purposes of these ratios a primary amino group is considered to have one amino hydrogen. For example, ethylene diamine has two equivalents of amino hydrogens and diethylene triamine has three equivalents.

The reaction between the dispersed prepolymer and the polyamine is conducted at temperatures from about 5° C to 90° C, preferably from about 20° C to 90° C, and most preferably from about 30° C to 60° C. The reaction conditions are normally maintained until the isocyanate groups are essentially completely reacted. In order to reduce the presence of localized concentration gradients, the polyamine is preferably added in increments to the dispersed prepolymer which is normally agitated to ensure complete mixing of the polyamine throughout the aqueous medium. The polyamine may be added to the aqueous medium in its pure form or it may be dissolved or dispersed in water or an organic solvent. Suitable organic solvents are those previously described for use in preparing the isocyanate-terminated prepolymer.
The Softening Point entailed in the present invention is determined in accordance with ASTM D-816 which is incorporated herein by reference. Essentially, the testing of the softening point of an adhesive is determined by bonding two samples of canvas and aging them for one week. The sample is then hanged in a temperature programmable oven with a one kilogram dead load hanging from the sample so as to peel the two substrates apart. As the temperature is increased, the bond fails and the substrates separate. The temperature at the instant of failure is noted as the softening point.

The invention is further illustrated but is not intended to be limited by the following examples in which all parts and percentages are by weight unless otherwise specified.

**EXAMPLES**

**Example 1**

The invention has been demonstrated as follows:

An isocyanate-terminated prepolymer (1) was prepared from the following charge:

<table>
<thead>
<tr>
<th>Grams</th>
<th>Equivalent weight (EW)</th>
<th>Charge</th>
</tr>
</thead>
<tbody>
<tr>
<td>1000</td>
<td>1000</td>
<td>1,4 butanediol adipate, (Desmophen 2502)</td>
</tr>
<tr>
<td>223</td>
<td>322</td>
<td>polyether mixture *</td>
</tr>
<tr>
<td>292.9</td>
<td>111</td>
<td>Isophorone disocyanate (IPDI)</td>
</tr>
<tr>
<td>102.4</td>
<td>84</td>
<td>Hexamethylene diisocyanate, (Desmodur H)</td>
</tr>
</tbody>
</table>

(*) the polyether mixture consists of a blend of 128.9 gm of the adduct formed by the addition of sodium hydrogen sulfate to propoxylated 1,4-butanediol (average molecular weight 428), 54.2 gm of a polyether monoalcohol prepared from 1,4-butanediol, propylene oxide and ethylene oxide (molecular weight =2150), and 39.9 gm of a polyether diol prepared from a bisphenol A and propylene oxide (molecular weight = 580).

The Desmophen 2502 and the polyether mixture were placed in a 2 liter 3 neck flask equipped with a heating mantle temperature controller, thermometer, condenser with drying tube and a stirrer. While stirring, the mixture was heated to 70 °C, followed by the addition of the IPDI and the Hexamethylene diisocyanate (Desmodur H, from Bayer AG or from Mobay Corporation). The components were stirred and heated to 90-105 °C. The mixture was reacted for 4-5 hours at 95-105 °C. An NCO-terminated prepolymer with an NCO content of 3.54% (theoretical NCO content 3.72%) resulted.

The prepolymer (1) was divided into equal portions (400 grams each) to make three dispersions with the various chain extender compositions described below.

Accordingly, Dispersion 1a was thus prepared:

<table>
<thead>
<tr>
<th>Grams</th>
<th>EW</th>
<th>Charge</th>
</tr>
</thead>
<tbody>
<tr>
<td>400</td>
<td>30</td>
<td>Prepolymer 1 ethylenediamine</td>
</tr>
<tr>
<td>7.59</td>
<td></td>
<td>Demineralized water for the chain extender solution</td>
</tr>
<tr>
<td>43.01</td>
<td></td>
<td>Demineralized water for dispersing</td>
</tr>
<tr>
<td>565.46</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

400 grams of prepolymer 1 at 80 °C were charged slowly over a period of 3-5 minutes to a 2 liter resin flask which contained 565.46 grams of Demineralized water (25-35 °C) under rapid agitation.

Upon completion of the dispersion step, an amine solution consisting of 7.59 grams of ethylenediamine and 43.01 grams of demineralized water was slowly added to the dispersed prepolymer over a 3-5 minutes period. The aeous polyurethane dispersion was then heated to 70 °C for 4 hours to react off any remaining isocyanate. The resulting product was a stable, fine particle size aqueous dispersion of polyurethane-urea which exhibited excellent adhesion to plasticized PVC and gave a softening point under ASTM D-816 (in peel) of 106 °C.

Dispersion 1b was prepared following a similar procedure using the following charge: (the amounts noted are in grams)
The resulting aqueous dispersion of polyurethane-urea was stable and had a fine particle size. It exhibited excellent adhesion to plasticized PVC and had a softening point (ASTM D-816, in peel) of 137 °C.

Dispersion 1c was prepared by the procedure described above, using the following charge:

<table>
<thead>
<tr>
<th>Grams</th>
<th>EW</th>
<th>Charge</th>
</tr>
</thead>
<tbody>
<tr>
<td>400</td>
<td>6.83</td>
<td>prepolymer 1</td>
</tr>
<tr>
<td>.86</td>
<td>30</td>
<td>ethylenediamine</td>
</tr>
<tr>
<td>43.58</td>
<td>34</td>
<td>diethylenetriamine</td>
</tr>
<tr>
<td>565.05</td>
<td></td>
<td>demineralized water (for the chain extender solution).</td>
</tr>
<tr>
<td></td>
<td></td>
<td>demineralized water (for dispersing the prepolymer)</td>
</tr>
</tbody>
</table>

The resulting aqueous dispersion was stable, fine particle size aqueous dispersion of polyurethane-urea which exhibited excellent adhesion to plasticized PVC and which had a softening point (ASTM D-816, in peel) of 150 °C.

The results clearly demonstrate the effectiveness of a relatively small amount of added triamine in increasing the softening temperature of the system.

Example 2

An isocyanate-terminated prepolymer (2) was prepared from the following charge:

<table>
<thead>
<tr>
<th>Grams</th>
<th>EW</th>
<th>Charge</th>
</tr>
</thead>
<tbody>
<tr>
<td>1000</td>
<td>1000</td>
<td>Desmophen 2001 (1,4 butanediol, ethylene glycol adipate)</td>
</tr>
<tr>
<td>223</td>
<td>322</td>
<td>Polyether mixture *</td>
</tr>
<tr>
<td>292.9</td>
<td>111</td>
<td>IPDI</td>
</tr>
<tr>
<td>102.4</td>
<td>84</td>
<td>Desmodur H (hexamethylene diisocyanate)</td>
</tr>
</tbody>
</table>

* identical to that of example 1

The Desmophen 2001 and the polyether mixture were placed in a 2 liter 3-neck flask equipped with a heating mantle, temperature controller, thermometer, condenser with a drying tube, and stirrer. While stirring, the mixture was heated to 70 °C followed by the addition of the IPDI and Desmodur H. The components were stirred and heated to 95-105 °C. The mixture was reacted for 4-5 hours at 95-105 °C. An NCO-terminated prepolymer with an NCO content of 3.58% (theoretical NCO content = 3.72%) resulted.

The prepolymer 2 was divided into equal portions (400 grams each) to make two dispersions with different chain extender compositions.

Dispersion 2a:

<table>
<thead>
<tr>
<th>Grams</th>
<th>EW</th>
<th>Charge</th>
</tr>
</thead>
<tbody>
<tr>
<td>400</td>
<td>7.59</td>
<td>Prepolymer 2</td>
</tr>
<tr>
<td>43.01</td>
<td>30</td>
<td>Ethylenediamine</td>
</tr>
<tr>
<td>565.46</td>
<td></td>
<td>Demineralized water for the chain extender solution</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Demineralized water for dispersing</td>
</tr>
</tbody>
</table>
400 grams of prepolymer 2 at 80 °C were charged slowly over a period of 3-5 minutes to a 2 liter resin flask containing 565.46 grams of demineralized water at 25-35 °C, and under rapid agitation.

Following the completion of the dispersing step, an amine solution composed of 7.59 grams of ethylenediamine and 43.01 grams of demineralized water was slowly added to the dispersed prepolymer over a 3-5 minutes period. The aqueous polyurethane dispersion was heated to 70 °C for 4 hours to react off any remaining NCO. The resulting product was a stable, fine particle size aqueous dispersion of polyurethane-urea which exhibited excellent adhesion to plasticized PVC and had a softening point temperature, per ASTM D-816 (in peel) of 119 °C.

Dispersion 2b

<table>
<thead>
<tr>
<th>Grams</th>
<th>EW</th>
<th>Charge</th>
</tr>
</thead>
<tbody>
<tr>
<td>400</td>
<td>30</td>
<td>Prepolymer 2</td>
</tr>
<tr>
<td>6.83</td>
<td>30</td>
<td>ethylenediamine</td>
</tr>
<tr>
<td>0.86</td>
<td>34</td>
<td>diethylenetriamine</td>
</tr>
<tr>
<td>43.58</td>
<td></td>
<td>demineralized water for the chain extender solution</td>
</tr>
<tr>
<td>565.05</td>
<td></td>
<td>Demineralized water for dispersing</td>
</tr>
</tbody>
</table>

Using the same procedure as described above with the above listed charge, a stable, fine particle size aqueous dispersion of polyurethane-urea resulted which exhibited excellent adhesion to plasticized PVC and had a softening point temperature of 146 °C.

Example 3

An isocyanate-terminated prepolymer (3) was prepared from the following charge:

<table>
<thead>
<tr>
<th>Grams</th>
<th>EW</th>
<th>Charge</th>
</tr>
</thead>
<tbody>
<tr>
<td>1000</td>
<td>1000</td>
<td>Desmophen 2502 (1,4 butanediol adipate)</td>
</tr>
<tr>
<td>223</td>
<td>322</td>
<td>polyether mixture described in example 1</td>
</tr>
<tr>
<td>261.9</td>
<td>87</td>
<td>toluene diisocyanate (60% 2,4-isomer/20% 2,6 isomer)</td>
</tr>
</tbody>
</table>

The Desmophen 2502 and the polyether mixture were placed in a 2-liter 3-neck flask equipped with a heating mantle, temperature controller, thermometer, condenser with a drying tube, and stirrer. While stirring, the mixture was heated to 50 °C followed by the addition of the toluene disiocyanate. The components were stirred and heated to 90-95 °C. The mixture was reacted for 3-4 hours at 90-95 °C. An NCO-terminated prepolymer with an NCO content of 3.35% (theoretical NCO content = 3.77%) resulted.

The prepolymer 3 was divided into equal portions (400 grams each) to make two dispersions with various chain extender compositions.

Dispersion 3a:

<table>
<thead>
<tr>
<th>Grams</th>
<th>EW</th>
<th>Charge</th>
</tr>
</thead>
<tbody>
<tr>
<td>400</td>
<td>30</td>
<td>prepolymer 3</td>
</tr>
<tr>
<td>7.66</td>
<td></td>
<td>ethylene diamine</td>
</tr>
<tr>
<td>43.40</td>
<td></td>
<td>demineralized water for the chain extender solution</td>
</tr>
<tr>
<td>556.5</td>
<td></td>
<td>demineralized water for dispersing</td>
</tr>
</tbody>
</table>

400 grams of prepolymer 3 at 80 °C were charged slowly over a period of 3-5 minutes to a 2 liter resin flask containing 556.5 grams of demineralized water at 25-35 °C, and under rapid agitation.

Following the completion of the dispersing step, an amine solution composed of 7.66 grams of ethylenediamine and 43.40 grams of demineralized water was slowly added to the dispersed prepolymer over a 3-5 minutes period. The aqueous polyurethane dispersion was heated to 60 °C for 4 hours to react off any remaining NCO. The resulting product was a stable, fine particle size aqueous dispersion of polyurethane-urea which exhibited excellent adhesion to plasticized PVC and had a softening point temperature, per ASTM D-816 (in peel) of 119 °C.
off any remaining NCO. The resulting product was a stable, fine particle size aqueous dispersion of polyurethane-urea which had a softening point temperature, per ASTM D-816 (in peel) of 125 °C.

Dispersion 3b

<table>
<thead>
<tr>
<th>Grams</th>
<th>EW</th>
<th>Charge</th>
</tr>
</thead>
<tbody>
<tr>
<td>400</td>
<td>30</td>
<td>prepolymer 3</td>
</tr>
<tr>
<td>6.89</td>
<td>34</td>
<td>ethylene diamine</td>
</tr>
<tr>
<td>0.87</td>
<td></td>
<td>diethylenetriamine</td>
</tr>
<tr>
<td>43.97</td>
<td></td>
<td>demineralized water for the chain extender solution</td>
</tr>
<tr>
<td>556.11</td>
<td></td>
<td>demineralized water for dispersing</td>
</tr>
</tbody>
</table>

Using the same procedure as was described above, with the charge listed as dispersion 3b, the resulting product was a stable, fine particle size aqueous dispersion of polyurethane-urea which had a softening point temperature, per ASTM D-816 (in peel) of 182 °C.

Example 4

An isocyanate-terminated prepolymer (4) was prepared from the following charge:

<table>
<thead>
<tr>
<th>Grams</th>
<th>EW</th>
<th>Charge</th>
</tr>
</thead>
<tbody>
<tr>
<td>1000</td>
<td>1000</td>
<td>Desmophen 2502 (1,4 butanediol adipate)</td>
</tr>
<tr>
<td>223</td>
<td>322</td>
<td>polyether mixture described in example 1</td>
</tr>
<tr>
<td>292.9</td>
<td>111</td>
<td>IPDI</td>
</tr>
<tr>
<td>102.4</td>
<td>84</td>
<td>Desmodur H (Hexamethylene diisocyanate)</td>
</tr>
</tbody>
</table>

The Desmophen 2502 and the polyether mixture were placed in a 2-liter 3-neck flask equipped with a heating mantle, temperature controller, thermometer, condenser with a drying tube, and stirrer. While stirring, the mixture was heated to 70 °C followed by the addition of the IPDI and Desmodur H. The components were stirred and heated to 90-95 °C. The mixture was reacted for 4-5 hours at 95-105 °C. An NCO-terminated prepolymer with an NCO content of 3.41% (theoretical NCO content = 3.72%) resulted.

The prepolymer 4 was divided into equal portions (400 grams each) to make two dispersions with various chain extender compositions.

Dispersion 4a:

<table>
<thead>
<tr>
<th>Grams</th>
<th>EW</th>
<th>Charge</th>
</tr>
</thead>
<tbody>
<tr>
<td>400</td>
<td>85</td>
<td>prepolymer 4</td>
</tr>
<tr>
<td>22.08</td>
<td></td>
<td>Isophorone diamine</td>
</tr>
<tr>
<td>125.14</td>
<td></td>
<td>demineralized water for the chain extender solution</td>
</tr>
<tr>
<td>496.43</td>
<td></td>
<td>demineralized water for dispersing</td>
</tr>
</tbody>
</table>

400 grams of prepolymer 4 at 80 °C were charged slowly over a period of 3-5 minutes to a 2 liter resin flask containing 496.43 grams of demineralized water at 25-35 °C, and under rapid agitation.

Following the completion of the dispersing step, an amine solution composed of 22.08 grams of isophorone diamine and 125.14 grams of demineralized water was slowly added to the dispersed prepolymer over a 3-5 minutes period. The aqueous polyurethane dispersion was heated to 70 °C for 4 hours to react off any remaining NCO. The resulting product was a stable, fine particle size aqueous dispersion of polyurethane-urea which had a softening point temperature, per ASTM D-816 (in peel) of 128 °C.
Dispersion 4b

<table>
<thead>
<tr>
<th>Grams</th>
<th>EW</th>
<th>Charge</th>
</tr>
</thead>
<tbody>
<tr>
<td>400</td>
<td>85</td>
<td>prepolymer 4</td>
</tr>
<tr>
<td>19.88</td>
<td>34</td>
<td>isophorone diamine</td>
</tr>
<tr>
<td>0.88</td>
<td>34</td>
<td>diethylenetriamine</td>
</tr>
<tr>
<td>117.63</td>
<td>34</td>
<td>demineralized water for the chain extender solution</td>
</tr>
<tr>
<td>501.95</td>
<td></td>
<td>demineralized water for dispersing</td>
</tr>
</tbody>
</table>

Using the same procedure as was described above, with the charge listed as dispersion 4b, the resulting product was a stable, fine particle size aqueous dispersion of polyurethane-urea which had a softening point temperature, per ASTM D-816 (in peel) of 180 °C.

Example 5

In the table below there are summarized the results of a series of experiments demonstrating the invention in the context of adhesives based of any of a variety of polyesters differing one from the other in terms of their respective degree of crystallinity.
The results point to the fact that the small addition of DETA as a chain extending agent causes a considerable increase in the softening point temperature of the adhesive. It was also noted that adding DETA beyond a certain level causes a decrease in the softening point.

Example 6

An additional set of experiments was conducted aimed at identifying the limits on the operability of the invention. The results are tabulated below. In this set of experiments, the prepolymer was based on 1,4 butanediol adipate, IPDI and hexamethylene diisocyanate. The chain extending systems are noted in the table below. It should be noted that the use of diethylene triamine (DETA) as the sole chain extending agent...
is impractical as it results in an unworkable system.

<table>
<thead>
<tr>
<th>Chain extending system</th>
<th>triamine weight %</th>
<th>equivalent %</th>
<th>softening temp. (°C)</th>
</tr>
</thead>
<tbody>
<tr>
<td>100% IPDA</td>
<td>0</td>
<td>0</td>
<td>128**</td>
</tr>
<tr>
<td>90% IPDA/10% DETA</td>
<td>2.1</td>
<td>3.28</td>
<td>160</td>
</tr>
<tr>
<td>100% water</td>
<td>0</td>
<td>0</td>
<td>92**</td>
</tr>
<tr>
<td>90% water/10% DETA</td>
<td>2.3</td>
<td>3.37</td>
<td>107**</td>
</tr>
<tr>
<td>100% EDA</td>
<td>0</td>
<td>0</td>
<td>126**</td>
</tr>
<tr>
<td>95% EDA/5% DETA</td>
<td>0.11</td>
<td>1.64</td>
<td>154*</td>
</tr>
<tr>
<td>90% EDA/10% DETA</td>
<td>0.22</td>
<td>3.26</td>
<td>161</td>
</tr>
<tr>
<td>80% EDA/20% DETA</td>
<td>0.44</td>
<td>6.6</td>
<td>173**</td>
</tr>
<tr>
<td>75% EDA/25% DETA</td>
<td>0.55</td>
<td>8.25</td>
<td>100**</td>
</tr>
<tr>
<td>70% EDA/30% DETA</td>
<td>0.68</td>
<td>9.9</td>
<td>82**</td>
</tr>
<tr>
<td>65% EDA/35% DETA</td>
<td>0.77</td>
<td>11.6</td>
<td>82**</td>
</tr>
</tbody>
</table>

*The functionality of this chain extender system is 2.05  
**The functionality of this chain extender system was 2.20  
***Comparison Examples with functionalities below 2.05 or above 2.20.

The results point to that the softening point of the system improves markedly upon the use of a relatively small amount of the triamine chain extender.

Claims

1. An adhesive comprising a aqueous dispersion of polyurethane-urea which is the reaction product of an isocyanate-terminated prepolymer with a mixture of amine-containing chain extending agents which is characterized in that
   (i) the functionality of said mixture is 2.05 to 2.20 whereby the functionality of 2.20 is excluded and whereby the mixture of said agents contains tri- or higher functional amines and
   (ii) the softening point temperature of said adhesive when measured in accordance with ASTM-D-816 (in peel) is greater than that of corresponding adhesive which contains no such chain extending agent.

2. The adhesive of Claim 1 wherein said agent is at least one member selected from the group consisting of 1-amino-3-aminomethyl-3,5,5-trimethyl-cyclohexane, bis-(4-aminocyclohexyl)-methane, bis-(4-amino-3-methylcyclohexyl)-methane, 1,6-diaminohexane, ethylene diamine, diethylene triamine, triethylene tetramine, tetraethylenepentamine and pentaethylene hexamine.

3. The adhesive of Claim 1 wherein the ratio between the terminal isocyanate groups of said prepolymer and amino hydrogens of said polyfunctional amine agent is between about 1.0 : 0.06 to 1.0 : 1.1.

Patentansprüche

1. Klebstoff, umfassend eine wäßrige Suspension aus Polyurethan-Harnstoff, welche das Reaktionsprodukt aus einem mit Isocyanat terminierten Prepolymer mit einer Mischung aus aminhaltigen Kettenverlängerungsmittlen ist, dadurch gekennzeichnet, daß
   (i) die Funktionalität der Mischung 2.05 bis 2.20 ist, wobei die Funktionalität von 2.20 ausgeschlossen ist, und wobei die Mischung der Reagentien tri- oder höherfunktionelle Amine enthält und
   (ii) die Erreichungspunkt-Temperatur des Klebstoffes beim Messen gemäß ASTM-D-816 (abgeschätzt) größer ist als die des entsprechenden Klebstoffes, der kein derartiges Kettenverlängerungsmittel enthält.

2. Klebstoff gemäß Anspruch 1, worin das Reagens zumindestens ein Glied ist, ausgewählt aus der Gruppe, bestehend aus 1-Amino-3-aminomethyl-3,5,5-trimethyl-cyclohexan, Bis-(4-aminocyclohexyl)-methan, Bis-(4-amino-3-methylcyclohexyl)-methan, 1,6-Diaminohexan, Ethylenediamin, Diethylenetriamin, Triethylenetetramin, Tetraethylenpentamin und Pentaethylenhexamin.
3. Klebstoff gemäß Anspruch 1, worin das Verhältnis zwischen den terminalen Isocyanatgruppen des Prepolymers und Aminowasserstoffen des polyfunktionellen Aminreagens etwa zwischen 1,0:0,06 bis 1,0:1,1 liegt.

Revendications

1. Adhésif comprenant une dispersion aqueuse d’une polyuréthaneurée qui est le produit de réaction d’un prépolymère à terminaisons isocyanate avec un mélange d’agents d’allongement des chaînes aminés, qui est caractérisé en ce que :
   i) la fonctionnalité dudit mélange est de 2,05 à 2,20, à l’exclusion de la fonctionnalité de 2,20 et le mélange desdits agents contient ainsi des amines trifonctionnelles ou de fonctionnalité supérieure et
   ii) la température du point de ramollissement dudit adhésif, mesurée selon la norme ASTM-D-816 (par arrachement), est supérieure à celle de l’adhésif correspondant qui ne contient pas cet agent d’allongement des chaînes.

2. Adhésif selon la revendication 1, dans lequel ledit agent est au moins un composé choisi parmi les suivants : 1-amino-3-aminométhyl-3,5,5-triméthyl-cyclohexane, bis-(4-amino-cyclohexyl)-méthane, bis-(4-amino-3-méthylcyclohexyl)-méthane, 1,6-diamino-hexane, diéthylénediamine, triéthylénediamine, tétraéthylénpentamine et pentaéthylénhexamine.

3. Adhésif selon la revendication 1, dans lequel le rapport entre les groupes isocyanates terminaux dudit prépolymère et les hydrogènes amino dudit agent aminé polyfonctionnel est compris entre environ 1,0 : 0,06 à 1,0 : 1,1.