Extrusion die assembly.

Priority: 28.12.89 US 458213

Date of filing: 23.11.90

Date of publication of patent specification: 19.07.95
Int. Cl.⁹: A23P 1/12, A21C 3/04

Application number: 90122353.7

Date of publication of application: 03.07.91 Bulletin 91/27

Publication of the grant of the patent: 19.07.96 Bulletin 95/29

Designated Contracting States:
AT BE CH DE DK ES FR GB GR IT LI LU NL SE

References cited:
DE-A- 2 031 890
FR-A- 1 360 137
US-A- 2 261 977
US-A- 3 162 147

FR-A- 957 813
FR-A- 2 120 182
US-A- 3 046 602
US-A- 3 782 878

Proprietor: SOCIETE DES PRODUITS NESTLE S.A.
Service des Brevets
Case postale 353
CH-1800 Vevey (CH)

Inventor: Farnsworth, John T.
3010 36th Terrace North
St. Joseph, MO 64503 (US)
Inventor: Johnson, Roger D.
4412 Hunter Drive
St. Joseph, MO 64506 (US)
Inventor: Obrecht, Gary W.
208 North Leonard Road
St. Joseph, MO 64506 (US)
Inventor: Young, Linda A.
3902 Eastgate Drive
St. Joseph, MO 64506 (US)

Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid (Art. 99(1) European patent convention).
Description

BACKGROUND OF THE INVENTION

This invention relates to an extrusion die assembly and to a system for producing extruded products utilizing the die assembly. More particularly, the invention relates to a free-standing, die assembly suitable for use in the production of extruded products, particularly food products with the die assembly being detached from the extruder.

Extruders, of both the single screw and twin-screw types, are widely used in a number of industries, especially the food industry in which extruders are utilized to produce a variety of products such as snack foods, breakfast cereals, pet foods, texturized vegetable proteins, and confections. Typical extruders consist of one or more sets of flighted screws which rotate within a barrel. Suitable ingredients are introduced into the inlet end of the extruder, with the ingredients being cooked and formed into a flowable dough during passage through the extruder by dissipation of mechanical energy through shearing action, and/or heat transfer through jackets surrounding the barrel and/or by steam injection into the barrel. The flowable dough thus formed is forced through one or more die openings of uniform size and shape in a die plate mounted across the discharge end of the extruder, and the extrudate is cut into pieces of a desired length and dried.

Extrusion dies currently used in the production of extruded foods give rise to a number of disadvantages in commercial production operations. For example, since the die plate is mounted on the extruder head, the number of die openings in the die plate is limited by the diameter of the extruder head, thereby limiting the production capacity of the extruder. Moreover, the production of extruded pieces having different shapes requires the use of separate die plates, each having die orifices of one desired cross-sectional configuration, so that the operation of the extruder must be interrupted to effect such a change. If a single extruder is used, a predetermined quantity of extruded pieces having one shape/size is produced, after which, operation of the extruder is interrupted while the die plate is replaced with another having die orifices of a different shape/size. Such interruptions in the operation of the extruder has an adverse effect on the production capacity of the extruder.

In the production of coextruded foods, that is, products having an outer shell, such as an expanded, cellular farinaceous and/or proteinaceous material, surrounding a central core of material which is dissimilar in some respect (e.g. texture, composition, consistency, color, flavor, etc.) from the shell material, the shell and core materials typically are processed in separate extruders. The separate materials are then extruded through concentric dies in a die plate mounted across the discharge end of one of the extruders, generally the extruder in which the shell ingredients are processed. Typically the two extruders are positioned perpendicular to one another, with the discharge ends of the extruders abutting one another. This arrangement of the extruders and the concentric dies in the production of coextruded products is disadvantageous in a number of respects. For example, positioning the extruders so that the discharge ends abut one another restricts the placement options for the extruders. Moreover, the number of concentric dies in the die plate is limited by the diameter of the extruder head, thereby limiting production capacity of the coextrusion operation.

The US Patent No. 3,162,147 discloses a free standing extrusion die assembly having a single distribution chamber, with a plurality of conduits extending between the distribution chamber and a plurality of die heads. The main drawback of this extrusion die is that it has a limited extrusion capacity.

The present invention provides a free-standing extrusion die assembly for use in the production of extruded products particularly food products, including coextruded, coexpanded and centerfilled products, which is mounted apart from the extruder in which ingredients are processed rather than on the discharge end of the extruder. That is, the die assembly of this invention is mounted as a separate unit on a suitable support detached from the extruder, with the die assembly being connected to the discharge end of an extruder by suitable tubing or piping. One or more of the extrusion die assemblies may be connected to a single extruder.

The free-standing die assembly of this invention includes a plurality of die heads having shaped die orifices in the outer face of each die head, and distribution means for carrying extrudate discharged from the extruder to said plurality of die heads wherein the die assembly comprises as distribution means a flat center plate having a pair of opposed planar side faces, channel means extending between said planar side faces, and at least one inlet passage communicating with said channel means and extending perpendicular to said channel means through which extrudate material from an extruder is introduced into said channel means, and a pair of die units, with one of said die units being mounted on each of the planar side faces of the center plate, each of said die units having a distribution chamber in communication with the channel means of the center plate, with the distribution chamber having a plurality of axial feed passages about the periphery of the chamber in
communication with the shaped die orifices. Each of the die units mounted on the block has one or more shaped die orifices therein through which the dough is extruded. The size of the die units and the number of orifices therein is independent of the head diameter of the extruder with which the die assembly is associated. Suitable cutting means, such as a rotary knife, mounted adjacent the outer face of each die unit, cuts the extrudate to a desired length. When two or more die units are mounted on the block, the number, size and shape of the die orifices in the plates may vary. Each of the die units comprises a distribution plate having an upstream face mounted on each planar side face of the center plate and a downstream face, and a die plate mounted on the downstream face of each distribution plate, both of said distribution plates having a distribution chamber in the upstream face thereof for receiving extrudate material from said channel means, and a plurality of axial passages around the periphery of the distribution chamber extending through the distribution plate to the downstream face thereof, both of said die plates having a plurality of axial conduits extending there through for carrying extrudate material, with each of said axial conduits being in communication with each of the axial passages in the distribution plate and forming a shaped die orifice in a downstream face of both die plates.

The free standing die assembly of this invention effectively increases the production capacity of a given extruder and provides increased flexibility in the production of extruded, coextruded, coexpanded, and/or centerfilled product. That is, since the die assembly is detached from the extruder, the number of die openings is no longer limited by the diameter of the extruder head. For example, the present invention permits the use of multiple die assemblies fed by a single extruder, thereby increasing the production capacity of the extruder. Alternatively, a single die assembly having two or more die plates mounted on the assembly may be used, again increasing the number of die orifices associated with a single extruder. Moreover, the die assembly of this invention permits the production of extruded product having multiple shapes, sizes and/or colors from one or more extruders without interrupting the operation of the extruders.

The die assembly of this invention may, if desired, be used in the production of coextruded, coexpanded or centerfilled products. That is, the die assembly may be modified to include a coextrusion die member in each of the die orifices, with the shell component material being pumped from one extruder into the distribution ring of the die assembly, and the core component material being pumped to the coextrusion die member mounted in the die orifice. If used in this manner, the free-standing die assembly of the present invention not only results in increased production capacity and flexibility, but also affords machine placement options not heretofore available in a coextrusion operation. The coextrusion plate is mounted between the distribution plate and the die plate, said coextrusion plate having a plurality of circumferentially spaced openings extending there through, wherein one of said plurality of openings is axially aligned and in communication with one of said plurality of axial conduits in said die plate, a reservoir chamber for receiving filling material, an inlet port for introduction of filling material into the reservoir chamber, a coextrusion die member mounted within each of said openings and extending into an associated axial conduit of the die plate to form an annulus between each coextrusion die member and the associated axial conduit with each coextrusion die member having a longitudinal passage therein, and passage means extending between the reservoir chamber and the longitudinal passage of each coextrusion die member.

BRIEF DESCRIPTION OF THE DRAWINGS

Fig. 1 is an end elevational view of a free standing, extrusion die assembly of the present invention with the die assembly having two die plates;

Fig. 2 is a view, partly in section, along line 2-2 of Fig. 1;

Fig. 3 is a schematic representation, not to scale, of a system for the production of an extruded food product using the free-standing, dual-faced die assembly of Figs. 1 and 2;

Fig. 4 is a schematic representation, not to scale, of another embodiment of a system in which a plurality of the free standing dual-faced die assemblies of this invention are used in conjunction with a single extruder;

Fig. 5 is a side view, partly in section, of the free standing dual-faced die assembly which includes a coextrusion die unit;

Fig. 6 is an axial sectional view taken on line 6-6 of Fig. 5;

Fig. 7 is a sectional view taken along line 7-7 of Fig. 6;

Fig. 8 is a schematic representation, not to scale, of a system for the production of a coextruded product using the die assembly of Fig. 5; and

Fig. 9 is a schematic representation, not to scale, of another embodiment of a system for producing a coextruded product using the free standing, dual-faced die assembly.
DETAILED DESCRIPTION OF THE INVENTION

The free-standing die assembly of this invention will be described and illustrated with particular reference to a die assembly having a pair of die plates through which product is extruded. It will be understood, however, that the present invention is not limited to such a dual-faced die assembly but also includes free standing die assemblies having a single or multiple die plates. As illustrated in Figs. 1 and 2, the die assembly, generally designated by reference numeral 10, includes a center plate 11, generally in the form of a flat circular plate having a pair of planar side faces 12 and 14, with side faces 12 and 14 having a circular boss 15 extending therefrom. Center plate 11 is provided with an axial central channel 16 extending between the planar side faces of the plate. One or more inlet passages, such as opposed inlet passages 17 and 18 extend through the center plate from the outer surface thereof to central channel 16. The inlet passages are in direct communication with feed conduits (not shown) which transport hot flowable dough from an extruder to die assembly 10, with the dough passing through the inlet passages into channel 16. Support brackets 19 are affixed to opposing edges of center plate 11 for securing the die assembly 10 to a suitable support (not shown) apart from the extruder.

As shown in Fig. 2, die units 20 and 21 are secured to planar side faces 12 and 14 respectively of center plate 11. Die units 20 and 21 preferably include a pair of circular or disc-shaped plates, namely, distribution plate 22 and die plate 23, secured together in face-to-face relationship by circumferentially spaced bolts 24, with die units 20 and 21 being secured against side faces 12 and 14 of center plate 11 by circumferentially spaced axial bolts 25. Die units 20 and 21 are substantially identical in construction, being mirror images of one another. Accordingly, only the construction of one of the die units (20) will be described in more detail hereinbelow, it being understood that the construction of the other die unit (21) is identical to that of the unit described.

Distribution plate 22, which abuts center plate 11, has an annular ridge 27 around the circumference thereof which is engaged by circular boss 15 of center plate 11 to facilitate proper alignment of the distribution plate on the center plate. Distribution plate 22 includes a generally circular distribution chamber 28 having a conical distribution point 29 milled into the upstream face thereof. When distribution plate 22 is mounted against the center plate, chamber 28 is disposed about axial central channel 16 with the apex of point 29 being adjacent the center of distribution channel 16 to facilitate the uniform distribution of flowable dough throughout chamber 28. A plurality of axial feed passages 30 spaced equidistant about the periphery of chamber 28 traverse distribution plate 22 from distribution chamber 28 to the downstream face of plate 22, with each of axial feed passages 30 terminating in a frustoconical chamber 31 at the downstream face of plate 22.

Secured to the downstream face of distribution plate 22 is die plate 23, which includes a plurality of circumferentially spaced axial conduits 32 extending therethrough to the outer face 37 of the die plate, with a conduit 32 being opposed to and axially aligned with each feed passage 30 in distribution plate 22. Mounted within each conduit 32 is a die insert member 33 retained in position in plate 23 by flange portion 34 and having a cylindrical passage 35 extending axially therethrough, terminating in shaped die orifice 36 in the outer face 37 of die plate 23. Die orifice 36 may have any desired cross-sectional shape and/or size, depending on the shape and/or size of the extruded product desired. That is, orifices 36 may be circular, square, triangular, or other suitable shape. The die orifices in one of the die units (e.g. 20) may have a cross-sectional shape and/or size which is the same as or different than the die orifices in the other die unit (e.g. 21). Die plate 23 may be modified, if desired, whereby die inserts are not utilized. In this embodiment, conduits 32 do not extend through to the outer face 37 of the die plate. Rather, openings of a desired size are drilled through the outer face of the die plate to provide die orifices 36, with the openings being in communication with conduits 32.

In accordance with another embodiment of the invention, die units 20 and 21 may each comprise a single plate (e.g. die plate 23) rather than a pair of plates joined together. In this embodiment, the distribution chamber 28 may be milled or otherwise formed into the upstream face of the die plate with axial feed passages 30 extending to the outer face 37 of the die plate.

Rotatable shaft 43 journalled in conventional support bearing structure on the outer face 37 of die plate 23, carries one or more conventional rotary knives (not shown) for cutting material extruded from die orifice 36 into predetermined lengths. Other suitable cutting means may, of course, be used.

If desired, the die assembly illustrated in Fig. 2 may be modified to provide a die assembly having a single or multiple die plates through which product is extruded. To provide a die assembly having a single die plate, one of the die units (e.g. 21) is removed from center plate 11 and is replaced with an imperforate plate. To provide a free-standing die assembly having more than 2 die plates, center plate 11 is replaced with a polygonal distribution
block having 3 or more planar faces (e.g. triangular, square, rectangular, etc.) and a die unit (e.g. 20) is mounted on the desired number of planar faces of the block. A central channel, which is in communication with a feed conduit from an extruder, extends from the interior of the block to each of the die units to carry dough pumped from an extruder to the distribution chamber 28 of each die unit.

Fig. 3 illustrates one embodiment of a system for the production of an extruded food product incorporating the free-standing, dual-faced die assembly described in connection with Figs. 1 and 2. As shown in Fig. 3, the die assembly 10, which has a pair of die units 20, 21, is mounted as a separate unit apart from the extruder 45 in which the ingredients for the product are processed. Any conventional extruder, either of the single screw or twin-screw type, used in the food industry, such as commercially available Wenger, Clextral or other extruded may be used. In the extruder, a mixture of moistened farinaceous and/or proteinaceous materials is subject to mechanical working under elevated heat and pressure to cook the ingredients into a hot flowable dough. The dough thus formed is extruded from the discharge end 46 of the extruder into conduits 47, 47a and 47b, such as flexible metal tubing, which carry the dough to die assembly 10. Flow control means 48, such as suitable valves, pumps or other similar devices, are provided in conduits 47a and 47b to adjust the rate of feed of dough to the die assembly. If desired, dough from the extruder may be carried to the die assembly in a single line (e.g. 47) rather than through two lines as illustrated in Fig. 3.

Hot flowable dough carried to die assembly 10 is introduced into inlet passages 17 and 18 in center plate 11 (Fig. 2), and into central channel 16 which carries the dough to the opposing side faces 12 and 14 of the center plate and into the die units 20 and 21. The dough enters distribution chamber 28 in both die units, in which the dough is uniformly distributed by conical point 29, and is carried through distribution channel 30, axial conduits 32, and passage 35, and is extruded through one or more shaped die orifices 36 circumferentially spaced about the outer face 37 of die units 20 and 21. Material extruded from both die units is cut to desired length by a conventional rotary knife (now shown) mounted adjacent the die orifices. The number, size and/or shape of the die orifices in one die unit may be the same as or different than the die orifices in the other die unit. If different, it can be appreciated that the free standing die assembly of this invention permits the simultaneous production of extruded pieces having different sizes or shapes.

Fig. 4 illustrates another embodiment of the invention in which the extrudate from a conventional extruder 45 is fed to a pair of free-standing, dual-faced die assemblies as described in Figs. 1 and 2. In this embodiment, hot flowable dough is pumped from the discharge end 46 of extruder 45 into feed manifold 50, from which it passes into conduits 51a and 51b, which carry the dough to die assembly 10a, and conduits 52a and 52b, which carry the dough to die assembly 10b. If desired, an additive, such as coloring, flavoring, etc. may be injected into the conduits carrying the hot flowable dough to one or both of the die assemblies. Thus, an additive is pumped from a supply tank (not shown) through lines 53 and injected into conduits 51a and 51b, which carry the dough to die assembly 10a, under sufficient pressure to deposit the additive in the flowable dough in the conduits. A suitable mixing device 54, such as a static mixer, is provided in conduits 51a and 51b to mix the additive substantially uniformly throughout the dough in the conduits. Similarly, an additive may, if desired, also be injected into conduits 52a and 52b, which carry the dough to die assembly 10b. This additive may be the same as or different than the additive injected into conduits 51a and 51b. If the additives, such as coloring, are different, it can be appreciated that the embodiment illustrated in Fig. 4 permits the production of product pieces having different colors, shapes, sizes, density, and textures using a single extruder, without interruption in the operation of the extruder. Dough pumped to die assemblies 10a and 10b is extruded from orifices in both outer faces 37 of both die assemblies as described above.

As noted hereinafter, the die assembly of this invention may be modified, if desired, to permit the production of coextruded, coexpanded or centerfilled products. In this embodiment, which is shown in Figs. 5-7, the die assembly of Fig. 1 is modified by including a coextrusion plate 55 in both die units 20 and 21, with the coextrusion plate being mounted between distribution plate 22 and die plate 23 on both sides of center plate 11. Coextrusion plate 55 includes a plurality of circumferentially spaced conduits 56 extending axially through the plate, with each of conduits 56 being opposed to and axially aligned with a feed passage 30 in distribution plate 22. A number of equalizer ports 57 are provided parallel to and circumferentially disposed about each of conduits 56, with the equalizer ports extending through plate 55 in direct communication with frustoconical chamber 31. Also included in coextrusion plate 55 are one or more feed passages, such as opposed longitudinal feed passages 58 and 59, extending through plate 55 and terminating in reservoir chamber 60 milled into the downstream face of plate 55. Feed passages 58 and 59 are in direct communication with feed conduits (not shown) through connectors 61.
for the transport of the core or filling material of the product to the die assembly. A plurality of passages 62 extend radially outwardly from reservoir chamber 60, with a passage 62 extending to each of the axial conduits 56.

A die member 65 having a frustoconical nose 66 is mounted concentrically within each of conduits 56, with frustoconical nose 66 being positioned in but spaced from the walls of chamber 31 to define an extrusion passageway 67. Die member 65 includes a longitudinal passage 68 and has a pair of opposed openings 69 and 70 through the walls of the die member whereby longitudinal passage 68 is in direct communication with reservoir chamber 60 and passage 62 through opening 69. A cylindrical opening 71 extends from each axial conduit 56 to the outer surface of plate 55, and a pin (not shown) is mounted in each opening 71 to secure the die member 65 in position.

A second die insert member 38, mounted in axial conduit 32 upstream of first die insert member 33, has a central extrusion passage 42 along the longitudinal axis thereof, with passage 42 having three contiguous sections, namely, an inwardly tapering upstream section, a cylindrical downstream section, and an inwardly tapering intermediate section. As shown in Fig. 5, the downstream end of die member 65 is spaced from the inwardly tapering walls of the intermediate section of second die insert 38 to define an annular extrusion passage 73 between the outer surface of die member 65 and extrusion passage 42.

The production of a composite coextruded, coexpanded or centerfilled product utilizing the die assembly shown in Fig. 5 proceeds as follows. The hot, flowable dough for the shell component of the product is pumped from an extruder via suitable tubing to inlet passages 17 and 18 in center plate 11, and into the central channel 16. As described above in connection with Fig. 3, the dough passes into chamber 28, axial feed passages 30 and frustoconical chambers 31 in both die units 20 and 21. From chamber 31, the flowable dough passes through equalizer ports 57 in coextrusion plate 55 to extrusion passage 73 around the downstream end of die member 65, and is extruded through die orifice 36 in the form of a tubular shell. Feed equalizer ports 57 are sized sufficiently small to create a back pressure or pressure differential thereacross sufficient to ensure complete distribution of flowable dough throughout distribution chamber 28.

The core or center material for the coextruded product is pumped from a suitable source via tubing to feed passages 58 and 59 in coextrusion plates 55 mounted in each die unit. The dough is carried to reservoir chamber 60 from which it passes into each of the radially extending passages 62 and into the longitudinal passage 68 to each of the die members 65 circumferentially spaced about reservoir chamber 60. The flowable core material is extruded from die members 65 through passages 42 and 35, and is discharged from die orifices 36 as a concentric filling material within the tubular shell component.

Fig. 8 illustrates one embodiment of a system in which the free-standing dual-faced die of Figs. 5-7 is used in the production of a coextruded food product. In this embodiment, a single extruder is used to supply both the shell component and the core component of the product. As shown in Fig. 8, the die assembly 10, which contains a coextrusion plate in the die units 20 and 21 on both sides of the center plate, is mounted as a separate unit, apart from the extruder 74 in which suitable ingredients are heated and cooked to form a hot flowable dough. The dough is extruded under pressure into feed manifold 75.

Dough for the shell component of the product is carried in lines 76a and 76b to inlet passages 17 and 18 in the center plate 11 of die assembly 10. Dough for the core component of the product is carried in lines 77a, 77b, 77c and 77d to feed passages 58 and 59 in the coextrusion plates on each side of the center plate. Flow control means 78 such as a suitable valve, pump, and the like is provided in each of the lines from the manifold 75 to the die assembly 10 to adjust the rate of dough feed to the die assembly. In order to distinguish the shell material from the core material of the coextruded product, an additive, such as coloring, flavoring, etc. is injected through lines 79 into the dough carried in lines 76a and 76b, and the dough is carried through a suitable in-line mixer 80 in lines 76a and 76b to mix the additive substantially uniformly throughout the dough. The passage of the dough for the shell component and the dough for the core component through the die assembly proceeds as described hereinabove in connection with Figs. 5-7, with coextruded product being discharged from die orifices in both outer faces 37 of both die units 20 and 21.

Fig. 9 illustrates another embodiment of a system for the production of a composite coextruded product in which hot flowable dough from two extruders is fed to a free-standing, dual faced die assembly. Dough for the shell component of the product is discharged from extruder 81 and is carried in lines 82a and 82b to inlet passages 17 and 18 of the center plate 11 of die assembly 10. Dough for the core component is discharged from extruder 83 into feed manifold 84 and is carried in lines 85a, 85b, 85c and 85d to feed passages 58 and 59 in the coextrusion plates on both sides of the center plate of die assembly 10. Suitable flow control means 88 is provided in each of the lines.
from both extruders to the die assembly. The passage of dough for the shell component and the core component of the product proceeds as described above in connection with Figs. 5-7, with coextruded product being extruded from die orifices on both sides of the die assembly, with coextruded product being discharged from die orifices in both outer faces 37 of the two die units.

If desired, an additive, such as coloring, flavoring, etc. may be injected into the lines carrying the core component dough to either or both coextrusion plates and/or to the center distribution block. This flexibility enables a variety of coextruded products to be produced using a single die assembly, without interrupting the operations of the extruders.

The free-standing die assembly of this invention may be used with any conventional extruders in connection with the production of extruded, coextruded, coexpanded or centerfilled food products. No change in the operating characteristics or screw configuration of conventional extruders having a die plate affixed to the extruder is required when the free standing die assembly of this invention is used. Similarly, the same ingredient mix used for the production of extruded, coextruded, coexpanded or centerfilled products with a conventional die plate attached to an extruder may be used in the production of a product using the die assembly of this invention. The die assembly may be used in connection with the production of any product which is produced on conventional extruders, and is particularly well suited for use in the production of food products, such as pet foods, breakfast cereals, snack foods, confections, savory coatings, bread crumbs, croutons, and the like.

Claims

1. A free standing extrusion die assembly which is mounted apart from but in communication with the discharge end of an extruder (45), with the die assembly including a plurality of die heads having shaped die orifices in the outer face of each die head, and distribution means for carrying extrudate discharged from the extruder to said plurality of die heads characterized in that the die assembly comprises as distribution means a flat center plate (11) having a pair of opposed planar side faces (12, 14), channel means (18) extending between said planar side faces, and at least one inlet passage (18) communicating with said channel means and extending perpendicular to said channel means through which extrudate material from an extruder is introduced into said channel means, and

2. The die assembly defined in claim 1 characterized in that each of the die units (20, 21) comprises a distribution plate (22) having an upstream face mounted on each planar side face of the center plate (11), and a downstream face, and a die plate (23) mounted on the downstream face of each distribution plate (22), both of said distribution plates (22) having a distribution chamber (28) in the upstream face thereof for receiving extrudate material from said channel means, and a plurality of axial passages (30) around the periphery of the distribution chamber extending through the distribution plate to the downstream face thereof, both of said die plates (23) having a plurality of axial conduits (32) extending there through for carrying extrudate material, with each of said axial conduits being in communication with each of the axial passages in the distribution plate and forming a shaped die orifice (36) in a downstream face of both die plates.

3. The die assembly defined in claim 2, characterized in that each of the die orifices (36) in one of said die units has a cross-sectional configuration different than that of each of the die orifices in the other die unit.

4. The die assembly defined in claim 2 characterized in that both of said die units further includes a coextrusion plate (55) mounted between the distribution plate (22) and the die plate (23), said coextrusion plate having a plurality of circumferentially spaced openings (56) extending there through, wherein one of said plurality of openings (56) is axially aligned and in communication with one of said plurality of axial conduits (32) in said die plate, a reservoir chamber (60) for receiving filling material, an inlet port (58) for introduction of filling material into the reservoir chamber (60), a coextrusion die member (65) mounted within each of said openings (56) and extending into an associated axial conduit (32) of the die plate to form an annulus (73) between each coextrusion die member (66) and the associated
axial conduit (32), with each coextrusion die member (65) having a longitudinal passage (68) therein, and passage means (62) extending between the reservoir chamber (60) and the longitudinal passage (68) of each coextrusion die member (65).

5. The die assembly defined in claim 4 characterized in that a plurality of equalizer ports (57) are provided in coextrusion plate (55) parallel to and circumferentially disposed about each of spaced openings (56).

Patentansprüche

1. Freistehendes Extrusionswerkzeug, das für sich aber in Verbindung mit dem Austrittsende eines Extruders (45) montiert ist, wobei das Werkzeug eine Vielzahl von Werkzeugköpfen, die an der Außenseite von jedem Werkzeugkopf Form-Werkzeugöffnungen haben, und eine Verteilereinrichtung aufweist, um das aus dem Extruder ausgetretene Extrudat zu der Vielzahl von Werkzeugköpfen zu leiten, dadurch gekennzeichnet, daß das Werkzeug als Verteilereinrichtung aufweist eine flache Mittelplatte (11) mit einem Paar gegenüberliegenden ebenen Seitenflächen (12, 14), einer Kanaleinrichtung (16), die sich zwischen den ebenen Seitenflächen erstreckt, und mindestens einem Einlaßdurchgang (18), der mit der Kanaleinrichtung in Verbindung steht und sich senkrecht zur Kanaleinrichtung erstreckt, und durch den Extrudatmateria von dem Extruder in die Kanaleinrichtung einge führt wird, und ein Paar Werkzeugseinheiten (20, 21), wobei eine der Werkzeugseinheiten an jeder der ebe nen Seitenflächen (12, 14) der Mittelplatte (11) angebracht ist, wobei jede der Werkzeugseinheiten eine Verteilerkammer (28) aufweist, die mit der Kanaleinrichtung (16) der Mittelplatte in Verbindung steht, wobei die Verteilerkammer über dem Umfang der Kammer eine Vielzahl axialer Zuführdurchgänge (30) aufweist, die mit den Form-Werkzeugöffnungen in Verbindung stehen.

2. Werkzeug nach Anspruch 1, dadurch gekennzeichnet, daß jede der Werkzeugseinheiten (20, 21) aufweist eine Verteilerplatte (22) mit einer stromaufwärtsigen Seite, die an jeder ebenen Seitenfläche der Mittelplatte (11) angebracht ist, und einer stromabwärtsigen Seite, und eine Werkzeugplatte (23), die an der stromabwärtsigen Seite von jeder Verteilerplatte (22) angebracht ist, wobei die beiden Verteilerplatten (22) auf der stromaufwärtsige Seite davon eine Verteilerkammer (28), um Extrudatmaterial aus der Kanaleinrichtung aufzunehmen, und auf dem Um fang der Verteilerkammer eine Vielzahl von axialen Durchgängen (30) aufweisen, die sich durch die Verteilerplatte zu der stromabwärtigen Seite davon erstrecken, wobei die beiden Platten (23) eine Vielzahl von axialen Leitungen (32) aufweisen, die sich durch erstrecken, um Extrudatmaterial zu leiten, wobei jede der axialen Leitungen mit jeder der axialen Durchgänge in der Verteilerplatte in Verbindung steht und auf einer stromabwärtigen Seite von beiden Werkzeugplatten eine Form-Werkzeugöffnung (36) bildet.

3. Werkzeug nach Anspruch 2, dadurch gekennzeichnet, daß jede der Werkzeugöffnungen (36) in einer der Werkzeugseinheiten eine andere Querschnittsauordnung aufweist als jede der Werkzeugöffnungen in der anderen Werkzeug einheit.

4. Werkzeug nach Anspruch 2, dadurch gekennzeichnet, daß beide Werkzeugseinheiten des weiteren eine Koextrusionsplatte (55) aufweisen, die zwischen der Verteilerplatte (22) und der Werkzeugplatte (23) angebracht ist, wobei die Koextrusionsplatte aufweist eine Vielzahl auf einem Umfang beobachtete Öffnungen (56), die sich durch erstrecken, wobei eine aus der Vielzahl von Öffnungen (56) axial ausgerichtet ist und mit einer von der Vielzahl der axialen Leitungen (32) in der Werkzeugplatte in Verbindung steht, eine Speicherkammer (60) zur Aufnahme von Füllmaterial, einen Einlaufkanal (58) zum Einführen von Füllmaterial in die Speicherkammer (60), ein Koextrusionswerkzeugelement (65), das in jeder der Öffnungen (56) angebracht ist und sich in eine zugehörige axiale Leitung (32) der Werkzeugplatte erstreckt, um einen Ringraum (73) zwischen jedem Koextrusionswerkzeugelement (65) und der zugehörigen axialen Leitung (32) zu bilden, wobei jedes Koextrusionswerkzeugelement (65) einen Durchgang (68) aufweist, und eine Durchgangseinrichtung (62), die sich zwischen der Speicherkammer (60) und dem Längsdurchgang (69) von jedem Koextrusionswerkzeugelement (65) erstreckt.

5. Werkzeug nach Anspruch 4, dadurch gekennzeichnet, daß parallel zu und auf einem Um-
Revendications

1. Assemblage de matrice d’extrusion indépendant qui est monté à l’écart mais en communication avec l’extrémité de déchargement d’une extrudeuse (45), l’assemblage de matrice comprenant une pluralité de têtes de matrice ayant des orifices de matrice en forme sur la face extérieure de chaque tête de matrice, et des moyens de distribution pour transporter le produit d’extrusion déchargé depuis l’extrudeuse vers ladite pluralité de têtes d’extrusion, caractérisé en ce que l’assemblage de matrice comprend en tant que moyens de distribution une plaque centrale plate (11) ayant une paire de faces latérales planes opposées (12, 14) des moyens à canal (16) s’étendant entre lesdites plaques latérales planes, et au moins un passage d’entrée (18) communiquant avec lesdits moyens à canal et s’étendant perpendiculairement auxdits moyens à canal à travers lequel la matière de produit d’extrusion provenant d’une extrudeuse est introduite dans lesdits moyens à canal, et une paire d’unités de matrice (20, 21), l’une desdites unités de matrice étant montée sur chacune des faces latérales planes (12, 14) de la plaque centrale (11), chacune desdites unités de matrice ayant une chambre de distribution (28) en communication avec les moyens à canal (16) de la plaque centrale, la chambre de distribution ayant une pluralité de passages d’alimentation axiaux (30) autour de la périphérie de la chambre en communication avec les orifices de matrice en forme.

2. Assemblage de matrice selon la revendication 1, caractérisé en ce que chacune des unités de matrice (20, 21) comprend une plaque de distribution (22) ayant une face amont montée sur chaque face latérale plane de la plaque centrale (11), et une face aval, et un support de matrice (23) monté sur la face aval de chaque plaque de distribution (22), les deux desdites plaques de distribution (22) ayant une chambre de distribution (28) sur leur face amont afin de recevoir la matière de produit extrudé provenant desdits moyens à canal, et une pluralité des passages axiaux (30) autour de la périphérie de la chambre de distribution s’étendant à travers la plaque de distribution jusqu’à leur face aval, les deux dits supports de matrice (23) ayant une pluralité de conduits axiaux (32) s’étendant à travers eux-mêmes pour transporter la matière de produit extrudé, chacun desdits conduits axiaux étant en communication avec chacun des passages axiaux de la plaque de distribution et formant un orifice de matrice en forme (36) sur la face aval des deux supports de matrice.

3. Assemblage de matrice selon la revendication 2, caractérisé en ce que chacun des orifices de matrice (36) de l’une desdites unités de matrice possède une configuration en coupe transversale différente de celle de chacun des orifices de matrice de l’autre unité de matrice.

4. Assemblage de matrice selon la revendication 2, caractérisé en ce que les deux dites unités de matrice comprennent en outre une plaque de coextrusion (55) montée entre la plaque de distribution (22) et le support de matrice (23), ladite plaque de coextrusion ayant une pluralité d’ouvertures circonférentiellement espacées (56) s’étendant à travers elle-même, dans lequel une de ladite pluralité d’ouvertures (56) est alignée axialement et en communication avec un de ladite pluralité de conduits axiaux (32) dudit support de matrice, une chambre de réservoir (60) pour recevoir la matière de remplissage, un accès d’entrée (58) pour l’introduction de matière de remplissage dans la chambre de réservoir (60), un élément à matrice de coextrusion (65) monté dans chacune desdites ouvertures (56) et s’étendant dans un conduit axial associé (32) du support de matrice afin de former un anneau (73) entre chaque élément à matrice de coextrusion (65) et le conduit axial associé (32), chaque élément à matrice de coextrusion (65) ayant un passage longitudinal (68) à travers lui-même, et des moyens de passage (62) s’étendant entre la chambre de réservoir (60) et le passage longitudinal (68) de chaque élément à matrice de coextrusion (65).

5. Assemblage de matrice selon la revendication 4, caractérisé en ce qu’une pluralité d’accès égalisateurs (57) sont prévus dans la plaque de coextrusion (55) parallèlement à et circonférentiellement disposés autour de chacune des ouvertures espacées (56).