EUROPEAN PATENT SPECIFICATION

Date of publication of patent specification: 20.12.95

Application number: 91908576.1

Date of filing: 12.04.91

International application number:
PCT/US91/02537

International publication number:
WO 91/16141 (31.10.91 91/25)

POWDER COATING SYSTEM

Priority: 16.04.90 US 510295

Date of publication of application:
10.02.93 Bulletin 93/06

Publication of the grant of the patent:
20.12.95 Bulletin 95/51

Designated Contracting States:
DE ES FR GB IT SE

References cited:
DE-A- 2 262 084
US-A- 4 409 009
US-A- 4 823 731

Proprietor: NORDSON CORPORATION
28601 Clemens Road
Westlake, OH 44145 (US)

Inventor: SHUTIC, Jeffrey, R.
11809 Clary Road
Wakeman, OH 44889 (US)
Inventor: HOLLAND, Robert, J.
4340 Case Road
Avon, OH 44011 (US)
Inventor: BARNETT, Phillip, R. + di
DECEASED (US)
Inventor: HOLLSTEIN, Thomas, E.
104 Forest Hill Drive
Amherst, OH 44001 (US)

Representative: Allen, Oliver John Richard et al
Lloyd Wise, Tregear & Co.
Norman House
105-109 Strand
London, WC2R 0AE (GB)

Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid (Art. 99(1) European patent convention).
Description

This invention relates to powder coating systems, and, more particularly, to a powder spray booth and powder collection and recovery system adapted for the application of powder coating material onto relatively large objects, such as automotive and other types of vehicle bodies, for example.

The application of liquid coating materials to large objects such as automotive and other vehicle bodies has conventionally been accomplished in spray booths having an elongated tunnel-like construction formed with an inlet for the ingress of the vehicle body, a coating application area, a curing or drying area in some designs, and an outlet for the egress of the vehicle body. In many systems, "conditioned" air, i.e., humidified and filtered air, is introduced by a blower or feed fan into a plenum chamber at the top of the spray booth and then directed downwardly toward the vehicle body moving through the booth. The conditioned air picks up oversprayed coating material within the booth interior and this air-entrained oversprayed material is drawn downwardly through the floor of the booth by an exhaust fan. Filters are located at the bottom of the booth to capture the oversprayed material, and the resulting filtered or clean air is withdrawn from the booth and either exhausted to atmosphere or recirculated within the system for reuse.

The coating material in most common use for vehicles such as automobiles is a high solids resinous paint material which contains a relatively high percentage of liquid solvent components to facilitate atomization of the resinous material. The problems attendant to the recovery of oversprayed, resinous paint material have been well documented and present a continuing environmental problem for the coating and finishing industry. See, for example, U.S. Patent No. 4,247,591 to Cobbs et al and 4,553,701 to Rehman et al.

As an alternative to solvent-based liquid paint material, the use of powder coating material has been proposed for application to vehicle bodies and other relatively large objects. In the practice of powder coating, a powdered resin is applied to the substrate and then the substrate and powder are heated so that the powder melts and when subsequently cooled, forms a solid continuous coating on the substrate. In most powder spraying applications, an electrostatic charge is applied to the sprayed powder which is directed toward a grounded object to be coated so as to increase the quantity of powder which attaches to the substrate and to assist in retaining the powder on the substrate.

As disclosed, for example, in U.S. Patent No. 3,847,118, the application of powder material onto large objects such as automotive or other vehicle bodies has been performed in a spray booth which provides a control area wherein oversprayed powder which is not deposited on the vehicle body can be collected. Containment of the oversprayed powder within the booth in apparatus of this type is aided by an exhaust system which creates a negative pressure within the booth and causes the oversprayed powder to be drawn through the booth and into a powder collection and recovery system. The recovered oversprayed powder can be saved for future use or immediately recycled to powder dispensers associated with the spray booth.

It has been observed that the application of powder coating material onto large objects such as automotive bodies presents a number of difficulties, many of which can be attributed to the large physical size of the spray booth and the large quantity of powder coating material required to coat vehicle bodies. Many powder coating systems do not have the capacity to collect and recover the large quantity of oversprayed powder obtained from coating a vehicle body. Additionally, access to the various components of the powder collection and recovery system, particularly the powder filters, for maintenance and/or replacement is difficult in many prior powder coating booth designs. This is of particular concern in a spray booth for vehicle bodies wherein a large quantity of powder material must be collected and recovered.

US-A-4409009 discloses an apparatus for applying powder coating material onto objects comprising a spray booth in which powder coating material is applied to objects moving therethrough, powder collection means located beneath the floor of the spray booth for collecting oversprayed powder coating material and exhaust means for drawing air and air-entrained powder coating material from the interior of the spray booth through openings in the spray booth floor onto the powder collection means, wherein the powder collection means comprises a number of powder collection chambers extending along substantially the length of the spray booth, each powder collection chamber containing filter means connected to a clean air chamber, so as to draw air and air entrained powder material into the powder collection chambers and through the filter means therein for filtering of the powder material to form clean air and to collect powder material in the powder collection chambers.

Apparatus in accordance with the present invention comprises a spray booth in which powder coating material is applied to objects moving therethrough, powder collection means located beneath the floor of the spray booth for collecting oversprayed powder coating material and exhaust means for drawing air and air-entrained powder coating material from the interior of the spray booth.
through openings in the spray booth floor into the powder collection means wherein the powder collection means comprises a number of powder collection chambers extending along the length of the spray booth, each powder collection chamber containing filter means connected to a clean air chamber so as to draw air and air-entrained powder material into the powder collection chambers and through the filter means therein for filtering of the powder material to form clean air and to collect powder material in the powder collection chambers characterised in that a clean air chamber is associated with each powder collection chamber in that a clean air plenum is connected to each of the clean air chambers and in that the exhaust means are connected to the clean air plenum for creating a negative pressure therewithin and within the clean air chambers connected thereto, the clean air entering the clean air chambers and thence the clean air plenum.

Conditioned air may be introduced through plenums at the ceiling of the booth which, after picking up oversprayed powder material which does not adhere to the vehicle bodies, is drawn downwardly through a powder collection and recovery system beneath the booth where the overspray powder is collected within powder collection chambers to produce filtered or clean air which is withdrawn through clean air chambers into a clean air plenum for subsequent discharge to atmosphere.

A two-step operation may be employed to apply the powder coating material onto the vehicle body in the course of its movement through the interior of the spray booth. The interior of the booth may be formed with a manual or robotic spraying area near the inlet of the booth which has a relatively large cross sectional area. Downstream from the manual/robotic spraying area, the side walls of the booth are sufficiently spaced from one another to permit the doors of the vehicle body to be fully opened. This allows either hand-held or robotically manipulated powder dispensers to coat the inner flange areas of the doors and other hard to reach areas of the vehicle body. The vehicle body is then conveyed into the automatic spraying area, with the doors closed, where automatically operated powder dispensers apply powder material to the remainder of the vehicle body without manual intervention. The vehicle body is then conveyed from the automatic spraying area out of the booth interior to an oven or the like where the vehicle body and powder are heated so that the powder melts to form a solid continuous coating on the vehicle body.

Powder recovery means may be associated with the powder collection means for transporting collected, oversprayed powder material from the powder collection chambers to a location exteriorly of the spray booth, the powder recovery means comprising powder receiving means associated with each of the powder collection chambers for receiving oversprayed powder material collected therein, a header pipe connected to each of the powder receiving means, means for transmitting oversprayed powder material from the powder receiving means into the header pipe, means located exteriorly of the spray booth for receiving powder material from the header pipe and means for transmitting oversprayed powder material from the header pipe into the means located exteriorly of the spray booth. Such a powder collection and recovery system is capable of effectively collecting and recovering a relatively large quantity of oversprayed powder, and is relatively easy to maintain.

The vehicle bodies are conveyed along the center of the booth interior and a number of side-by-side powder collection chambers extend longitudinally along the length of the booths on both sides of the center portion of the booth, beneath its floor. Each of these powder collection chambers contains a bank of cartridge filters which filter the powder material from the air drawn from the booth interior to produce clean air which enters a clean air chamber located within each powder collection chamber. Each bank of cartridge filters comprises two rows of individual filters with the rows oriented at an angle relative to one another in generally a V-shape. In this position, each cartridge filter in a row is angled relative to the bottom of the powder collection chamber so that when powder collected on the exterior surface thereof is dislodged by a reverse jet of air from a blow-back device within the interior of the clean air chamber, the powder can fall by gravity into the bottom of the powder collection chamber.

Each of the individual cartridge filters within a bank may be removably mounted to the housing of the clean air chamber within a powder collection chamber. The housing of the clean air chamber mounts a female connector and each cartridge filter has a male connector mounted to its base which threadedly engages the female connector. In order to avoid leakage of powder from the powder collection chamber into the clean air chamber, a gasket is interposed between the cartridge filter and housing of the clean air chamber. This construction permits each cartridge filter to be easily installed and removed from the clean air chamber and, because the cartridge filters are angled relative to the clean air chamber, they can be accessed through the floor of the spray booth by removing a grating overlying the cartridge filters.

Oversprayed powder material collected within the powder collection chambers may be transported to a hopper or other storage container located outside of the booth. A pair of inductor mounting blocks may be located at the base of
each powder collection chamber. These inductor mounting blocks are formed with a passageway and a longitudinally extending powder inlet along the top portion thereof which receives oversprayed powder collected at the bottom of the powder collection chamber. An inductor tube is rotatably carried within each inductor mounting block, and these inductor tubes are formed with longitudinal slots to receive the oversprayed powder material passing through the powder inlet of the inductor mounting blocks.

As mentioned above, there are a number of powder collection chambers on either side of the center portion of the booth which extend side-by-side along the length of the booth. Preferably, each powder collection chamber contains two inductor tubes. The inductor tubes within the powder collection chambers located on one side of the spray booth are all connected to a first header pipe which extends longitudinally along the length of the spray booth, and the inductor tubes within the powder collection chambers located on the opposite side of the booth connect to a second header pipe. An air accumulator is connected to one end of each of the header pipes, and a Minitransporter or other powder collection device is connected to the opposite end of each header pipe outside of the spray booth.

Once the inductor tubes become filled with collected, oversprayed powder, a mechanism rotates each inductor tube individually within an associated inductor mounting block so as to create at least a partial seal between the slots in the inductor tube and the wall of the mounting block. A burst of air is then introduced into the interior of the inductor tubes which conveys the powder therein in dilute phase into the header pipes on either side of the booth. The air accumulators are then operative to introduce a volume of air into the header pipes which convey the powder therein in dense phase into the Minitransporters located at the opposite end of the header pipes exteriorly of the spray booth.

As mentioned above, the air introduced at the top of the booth, together with air-entrained, oversprayed powder material, is drawn into the powder collection chambers by exhaust fans connected to a clean air plenum beneath the floor of the booth.

It has been found desirable to balance the negative pressure applied by the exhaust fans within the interior of the clean air plenum so that the negative pressure within each clean air chamber associated with the powder collection chambers is substantially equal.

This may be achieved initially by interposing an adjustable damper between each individual clean air chamber and the clean air plenum. This adjustable damper may comprise a pair of hinged dampers which are movable toward and away from one another to either open or close the flow path for the clean air between the clean air chamber and clean air plenum. Because the exhaust fans which withdraw air from the clean air plenum may be located at opposite ends of the spray booth, adjustment of the dampers associated with each clean air chamber is advantageous to ensure that the negative pressure created within the clean air chambers at the ends of the spray booth is substantially equal to the negative pressure within the clean air chambers located at the middle of the spray booth.

The dampers associated with each clean air chamber provide an initial adjustment of the negative pressure therein, but the negative pressure changes as powder is collected on the cartridge filters, and the quantity of powder on one bank of filters may differ from that collected on another bank. In order to compensate for this change in negative pressure within different clean air chambers during operation of the powder spray booth herein, a static air probe is located within each clean air chamber to sense the negative pressure therein. The static air probe is connected to a pressure transmitter, which, in turn, is connected to a controller. When the negative pressure within a clean air chamber drops below a predetermined minimum level, the pressure transmitter sends a signal to the controller which then activates reverse air jets within the clean air chamber to dislodge collected powder from the cartridge filters and restore the appropriate pressure level within the clean air chamber. This ensures that essentially the same negative pressure, i.e., an equilibrium state, is maintained within the clean air chambers at the ends and middle of the booth during its operation.

Apparatus and methods in accordance with the invention provide a powder spraying system for applying powder coating material onto large objects such as automotive or other vehicle bodies which is effective to provide a uniform coating of powder material onto the entire vehicle body, which is capable of efficiently and effectively collecting and recovering large quantities of oversprayed powder and which is easy to maintain and repair.

The invention will now be described, by way of example only, with reference to the accompanying drawings, in which:

Fig. 1 is a partial, schematic view of apparatus for applying powder coating material in accordance with the invention;

Fig. 2 is a schematic, plan view of the powder spray booth shown in Fig. 1 illustrating a vehicle body within the manual/robotic spray area and automatic spraying area, and the powder dispensers associated with same;

Fig. 3 is a plan view of the spray booth illustrating the gratings in the floor and several banks of
cartridge filters;

Fig. 4 is a cross sectional view of a portion of the spray booth, and the powder collection and recovery system beneath the spray booth, taken generally along line 4-4 of Fig. 3;

Fig. 5 is a cross sectional view of a powder collection chamber and an associated clean air chamber taken generally along line 5-5 of Fig. 3;

Fig. 6 is a cross sectional view of an inductor tube and inductor mounting block taken generally along line 6-6 of Fig. 3;

Fig. 7 is a cross sectional view taken generally along line 7-7 of Fig. 6 illustrating the mechanism for rotating an inductor tube;

Fig. 8 is a cross sectional view taken generally on line 8-8 of Fig. 6 illustrating the position of the inductor tube before and after rotation;

Fig. 9 is a cross sectional view of an adjustable damper associated with each clean air chamber taken generally along line 9-9 of Fig. 3; and

Fig. 10 is a cross sectional view of the adjustable damper of Fig. 9 taken generally along line 10-10 of Fig. 9.

With reference to the Figs., the powder coating system 10 off this invention includes components for the application of powder coating material onto objects such as automotive or other vehicle bodies, for the collection and recovery of oversprayed powder material and for the balanced exhaust of filtered or clean air from the booth. These various components are described separately below.

Referring to Figs. 1 and 2, the system 10 includes a spray booth 12 having a ceiling 14, floor 16, opposed outer side walls 18, 20, and opposed end walls 22, 24 formed with a booth inlet 26 and a booth outlet 28, respectively. This construction of spray booth 12 defines an interior 30 forming a controlled area in which to apply powder coating material onto objects such as a vehicle body 32 moved by a conveyor 34 through the longitudinally extending center portion 36 of the spray booth 12. Oversprayed powder material which does not adhere to the vehicle body 32 passes through gratings 38 located along the floor 16 of the spray booth 12, on either side of the center portion 36, and into a powder collection and recovery system 40 which is described in detail below.

As best seen in Fig. 2, the interior 30 of powder spray booth 12 also includes a pair of inner side walls 42 and 44, spaced inwardly from the outer walls 18, 20, respectively, which extend longitudinally from the end wall 24 near the booth outlet 28 toward the end wall 22. A space is formed between the end wall 22 and the leading edge of the inner side walls 42, 44 which forms a manual/robotic spraying area 46 whose cross sectional area is defined by the ceiling 14, floor 16 and the outer side walls 18, 20 of the booth 12. Downstream from this manual/robotic spraying area 46, in between the inner side walls 42, 44, is an automatic spraying area 48 which is defined by the ceiling 14, floor 16 and the inner side walls 42, 44 and has a smaller cross sectional area than that of spraying area 48.

A spray coating operation performed within the booth 12 of this invention includes a two-stage powder coating application sequence. Initially, a vehicle body 32 is transported by the conveyor 34 through the booth inlet 26 into the manual/robotic spraying area 46 within the booth interior 30. As shown in Fig. 2, this manual/robotic spraying area 46 has sufficient cross sectional area to permit opening of the doors 33 of the vehicle body 32 without contacting the outer side walls 18, 20. In this manual/robotic spraying area 46, hand-held or robotically manipulated spray guns 49 apply powder coating material onto the inner flange areas of the doors of the vehicle body 32 and any other hard to reach areas as desired. After application of the powder material manually, the vehicle doors 33 are closed and the vehicle body 32 continue on into the automatic spraying area 48. In the automatic spraying area 48, spray guns 50 are manipulated by robot arms or other automatic mechanisms (not shown) to apply powder coating material to the remainder of the vehicle body 32. The vehicle body 32 is then removed from the automatic spraying area 48 and conveyed toward the end wall 24 and out the booth outlet 28 for further treatment.

The vehicle body 32 is held at ground potential by the conveyor 34 and an electrostatic charge is imparted to the powder coating material by the spray guns 49, 50. The details of the spray gun operation form no part of this invention per se and are not discussed herein. The electrostatic charge applied to the powder material increases the quantity of powder which adheres to the vehicle body 32, and assists in retaining powder thereon, but a relatively large quantity of powder material is nevertheless "oversprayed" or fails to adhere to the vehicle body 32. This oversprayed powder must be collected and recovered in the course of the powder coating operation, as described below.

Referring now to Figs. 1 and 3-8, the powder collection and recovery system 40 of this invention is illustrated in detail. One aspect of the powder recovery operation performed by system 40 is to provide a flow of "make-up" or outside air into the booth interior 30 to entrain the oversprayed powder material within such air and convey it to the collection and recovery system described below.

This air supply system includes an air house 52 which is connected by feed ducts 54 and 56 to an air plenum 58 mounted to the ceiling 14 of the spray booth 12. The air house 52 is of conventional
design and is adapted to provide "conditioned" air, i.e., filtered and humidified air, through the feed ducts 54, 56 and into the plenum 58 which introduces the conditioned air into the manual/robotic and automatic spraying areas 46, 48.

As depicted in Figs. 1 and 4, and described in more detail below, a clean air plenum 62 is formed beneath the floor 16 of the spray booth 12 which receives "clean air" after filtering of the oversprayed powder. The clean air plenum 62 is connected by a pair of exhaust ducts 64, 66 through a pair of final filters 67 to a pair of exhaust fans 68, 70, respectively. These exhaust fans 68, 70, in turn, are each connected to discharge ducts 72 which discharge clean air to atmosphere. Alternatively, if desired, clean air can be recycled through the air house 52 and reused. As described more fully below, the exhaust fans 68, 70 are operative to draw air supplied by the air house 52, together with air-entrained, oversprayed powder material, from the booth interior 30 and into the powder collection and recovery system 40 beneath the booth 12. The oversprayed powder is filtered within the powder collection and recovery system 40 to produce filtered or clean air which is drawn into the clean air plenum 62 by the exhaust fans 68, 70 and then transmitted through the exhaust ducts 64, 66 to the discharge ducts 72 for discharge to atmosphere.

The powder collection and recovery portions of the system 40 are located beneath the floor 16 of the spray booth 12. A number of powder collection chambers 74 are disposed side-by-side and extend longitudinally along the length of the spray booth 12 on each side of the center portion 36 thereof beneath the gratings 38. As shown in Figs. 4 and 5, each powder collection chamber 74 comprises a pair of side walls 76, 78 which are common to adjacent chambers 74, an inner wall 80 closest to the center portion 36 of booth 12, an outer wall 82 and downwardly angled lower walls 84, 86 which are connected to a base 88. As discussed below, oversprayed powder material is drawn into each powder collection chamber 74, and/or falls therein by gravity, and is directed toward the base 88 along the angled lower walls 94, 86.

A clean air chamber 90 having a base portion 92 connected to a removable service cover 94 is contained within each of the powder collection chambers 74. The cover 94 of clean air chamber 90 is formed with side walls 96, 98 which are angled relative to one another and relative to the base 88 of powder collection chamber 74. As viewed in Figs. 3-5, the angled side walls 96, 98 of cover 94 are adapted to mount a bank 100 of cartridge filters 102 each having a filter body formed with a base 103 and a cylindrical-shaped wall 105 defining a hollow interior 107. Each bank 100 of cartridge filters 102 comprises two rows of spaced filters 102, arranged in a V-shape on the cover 94, wherein one row of filters 102 is mounted to the side wall 96 of cover 94 and the other row of filters 102 is mounted to the side wall 98 thereof. In the larger, manual/robotic spraying area 46, each bank 100 includes ten cartridge filters 102, whereas the banks 100 in the smaller, automatic spraying area 48 each include six cartridge filters 102. The cartridge filters 102 within one row of each filter bank 100 are staggered or offset relative to the filters 102 in the other row of such filter bank 100. See Fig. 3.

With reference to Figs. 4 and 5, in one aspect of this invention, structure is provided for removably mounting each cartridge filter 102 to the cover 94 of clean air chamber 90.

The side walls 96, 98 of the cover 94 of clean air chamber 90 are each formed with spaced openings within which internally threaded, female connectors 104 are mounted. These female connectors 104 threadedly engage a male connector 106 mounted to the base 103 of each cartridge filter 102. As shown in Fig. 5, a rubber gasket 108 is interposed between the base 103 of each cartridge filter 102 and the side walls 96 or 98 of cover 94 to seal the clean air chamber 90 from the powder collection chamber 74. This threaded connection between the cartridge filters 102 and cover 94 of clean air chamber 90 facilitates replacement of the filters 102 which can be easily accessed through the gratings 38 in the floor 16 of the booth 12.

As shown in Figs. 4 and 5, a series of nozzles 110 connected to a source 112 of pressurized air are mounted within the interior of each clean air chamber 90. One nozzle 110 is provided for each cartridge filter 102 mounted to the cover 94 of clean air chamber 90, and these nozzles 110 each have a discharge outlet 114 which is aligned with the center of one of the cartridge filters 102. Each nozzle 110 is operable to introduce a reverse pulse or jet of pressurized air into the interior of a cartridge filter 102 to dislodge powder material collected on the exterior surface thereof. Because the cartridge filters 102 are carried at an angle by the cover 94 relative to the base 88 of powder collection chamber 74, the powder material dislodged from the filters 102 by the reverse air jets falls by gravity onto the angled lower walls 84, 86 and toward the base 88 of powder collection chamber 74.

Having collected the oversprayed powder material within the powder collection chamber 74, the powder collection and recovery system 40 is operative to then transmit the collected powder to a hopper or container located outside of the booth 12 for either storage or reuse. The powder recovery aspect of system 40 is best illustrated in Figs. 1 and 4-8.
A pair of inductor mounting blocks 116 are affixed to the base 88 of each powder collection chamber 74 on opposite sides of the clean air chamber 90 therein. Each mounting block 116 includes a passageway 118 and a longitudinally extending powder inlet 120 which is connected on one side to one of the lower walls 84, 86 of powder collection chamber 74, and on the opposite side to an angled wall 122 which extends to the base 92 of clean air chamber 90. Oversedpary powder material falling into the base of powder collection chamber 74 is thus directed by the angulated walls 84, 86 and 122 into the longitudinal powder inlet 120 of the inductor mounting block 116.

As shown in Figs. 5 and 6, the passageway 118 of mounting block 116 carries an inductor tube 124 formed with a number of spaced slots 126 along the upper surface thereof. A tube sleeve 128 is mounted to the outside of inductor tube 124, and this tube sleeve 128 is fixedly connected to one end of an armature 130. The armature 130, in turn, is pivotally mounted by a pin 131 to a connector plate 132 carried at one end of a piston 134 movable within a cylinder 136. The end of cylinder 136 opposite piston 134 is pivotally mounted by a pin 138 to a bracket 140 carried on the base 88 of powder collection chamber 74. As viewed in Fig. 7, the bracket 140 also carries a cylinder 136 associated with the inductor tube 124 in an adjacent powder collection chamber (not shown).

The aforementioned structure illustrated in Figs. 5-7 is provided for the purpose of transmitting collected, oversprayed powder from the base of the powder collection chamber 74 to a location toward the center 36 of the booth 12 where it can be removed from the booth 12 as described below. This is accomplished as follows. The powder material which is directed by angulated walls 84, 86 and 122 into the inlet 120 of each mounting block 116 with the powder collection chamber 74 enters each inductor tube 124 through the slots 126 in its upper surface. At periodic intervals, the inductor tube 124 must be cleared of powder material collected therein. This is achieved in a two-step operation. First, the cylinder 136 is activated to extend piston 134 so that the armature 130 is moved from the position depicted in solid lines in Fig. 7 to the position illustrated in phantom lines therein. Movement of the armature 130 in this direction is permitted by the pivotal connections between the armature 130 and connector plate 132, and between the cylinder 136 and bracket 140.

In response to movement of the armature 130, the inductor tube 124 is rotated within the mounting block 116 so that the slots 126 at the top of inductor tube 124 are moved from a powder intake position in alignment with the powder inlet 120 of mounting block 116, to a powder discharge position in which the slots 126 are located against the wall of the mounting block 116. See Fig. 8. Movement of the slots 126 in the inductor tube 124 to the powder discharge position creates at least a partial seal within the interior of inductor tube 124. A blast or jet of air is then delivered into the inductor tube 124 through a valve 142 mounted at one end thereof which is connected to a source of pressurized air. See Fig. 6. This burst of pressurized air moves the powder collected within inductor tube 124 in dilute phase out of the inductor tube 124 toward the center portion 36 of spray booth 12.

The cylinder 136 is then operated to retract the piston 134 which moves the armature 130 in the opposite direction and thus rotates the inductor tube 124 to a powder intake position wherein its slots 126 align with the powder inlet 120 of an inductor mounting block 116.

Referring now to Figs. 1 and 4, structure is illustrated for receiving the powder material from the inductor tubes 124 and transmitting such material from the spray booth 12.

A first header pipe 144 extends longitudinally along the length of spray booth 12 on one side of the center portion 36 thereof, and a second header pipe 146 extends longitudinally along the length of the booth 12 on the opposite side of center portion 36. Each header pipe 144, 146 receives oversprayed powder from all of the side-by-side powder collection chambers 74 on their respective sides of the booth 12, and is identical in structure and operation. Only the first header pipe 144 is described in detail herein, it being understood that the same discussion and reference numbers apply to the second header pipe 146.

Each inductor tube 124 associated with the powder collection chambers 74 along one side of spray booth 12 is joined by a connector pipe 148 to the header pipe 144. Preferably, a duct billet-type one-way valve 149 is mounted in each connector pipe 148 between the inductor tube 124 and header pipe 144 to prevent flow of powder material in a reverse direction, i.e., from the header pipe 144 into the inductor tubes 124. Although it is contemplated that a number of one-way valves could be employed, one presently preferred valve is a Tied-Flex Series 33 check valve manufactured by the Red Valve Company of Carnegie, Pennsylvania.

As shown in Fig. 1, one end of header pipe 144 is connected to an air accumulator 150 and the opposite end of header pipe 144 is connected to a powder hopper or Minitransporter 152 located exteriorly of the booth 12. One type of Minitransporter which has been found suitable for use is the Series 353 Minitransporter supplied by Dynamic Air Conveying Systems of St. Paul, Minnesota. A valve 154 operated by a timer 156, and a pressure regulator
are mounted to the header pipe 144 immediately downstream from the air accumulator 150. At periodic intervals, after powder material has been transmitted into the header pipe 144 from the inductor tubes 124, the air accumulator 150 is effective to introduce a volume of pressurized air into the header pipe 144. The valve 154 is opened by the timer 156 for this purpose, and the pressure regulator 158 is effective to control the pressure of the volume of air from accumulator 150. The pressurized air transmits the powder material in dense phase through the header pipe 144 and into the Minitransporter 152. The Minitransporter 152 can be operated to either introduce the powder material into a bulk container (not shown) or to a cyclone and sieve unit 160 having a powder pump 162 which delivers the powder back to a virgin powder hopper (not shown), from which it is pumped to the spray guns 49, 50 for reuse of the powder. 

As discussed above, a flow of air is introduced into the booth interior 30 by the air house 52 which carries with it oversprayed powder material into the powder collection chambers 74. Movement of such air, and the air-entrained powder material, into the powder collection chamber 74 is induced by the exhaust fans 68, 70 connected to the clean air plenum 62. These exhaust fans 68, 70 draw air and air-entrained powder material from the booth interior 30 and into the powder collection chamber 74 where the powder either falls to the chamber base 88 or is collected on the cartridge filters 102. The cartridge filters 102 remove the powder from the air stream to produce filtered or "clean" air which is drawn into the clean air chamber 90 associated with each powder collection chamber 74 for discharge into the clean air plenum 62.

Another feature of this invention is the provision of air flow control means between each of the clean air chambers 90 and the clean air plenum 62 so that the draw or negative pressure within each clean air chamber 90 created by exhaust fans 68, 70 can be initially set to be substantially equal. The air flow control means is necessary because the exhaust ducts 64, 66 are connected at essentially opposite ends of the clean air plenum 62, and thus the negative pressure in those areas nearer the exhaust ducts 64, 66 is greater than that further away or toward the middle of the clean air plenum 62.

The air flow control means employed in this invention comprises an adjustable damper 164 mounted within a housing 166 located between each clean air chamber 90 and the clean air plenum 62. As viewed in Figs. 9 and 10, the damper housing 166 is formed with an annular opening 168 interconnecting the clean air chamber 90 with the clean air plenum 62. A shaft 170 is rotationally mounted by bearings 172 across the opening 168 in housing 166, and this shaft 170 is formed with a righthand threaded portion 174 and a lefthand threaded portion 176 interconnected by a coupler 178.

The shaft 170 carries a pair of semicircular-shaped, damper plates 180 and 182 having facing edges which are pivotally interconnected by a hinge 184. The damper plate 180 is pivotally mounted by a connector 186 to a nut 188 movable along the righthand threaded portion 174 of shaft 170. Similarly, the damper plate 182 is pivotally mounted by connector 190 to a nut 192 movable along the lefthand threaded portion 176 of shaft 170. In response to rotation of the shaft 170, e.g., by turning an end 194 of shaft 170 with a tool (not shown), the nuts 188, 192 are movable either toward one another to move the damper plates 180, 182 together to a fully open position; or, the nuts 188, 192 are movable away from one another to move the damper plates 180, 182 apart to a fully closed position across the opening 168 in the damper housing 166.

Movement of the damper plates 180, 182 between the open and closed positions, or any intermediate position therebetween, controls the flow of air from the clean air chamber 90 into the clean air plenum 62. This permits initial adjustment of the negative pressure or draw within the interior of each clean air chamber 90 so that the negative pressure within all clean air chambers 90 is substantially the same. Because the damper plates 180, 182 of the adjustable damper 164 are movable toward and away from one another in generally the same direction as the movement of air from the clean air chamber 90 into the clean air plenum 62, the damper plates 180, 182 minimize resistance to the movement of air therepast. This is advantageous in the system of this invention because less resistant to air flow allows the overall power requirements of the exhaust fans 68, 70 to be reduced. Considering the large size of the spray booth 12 employed herein, such reduction of such power requirements can result in significant energy savings.

As mentioned above, the air flow control means or dampers 164 are employed to obtain an initial balancing or equilibrium wherein the negative pressure within each of the clean air chambers 90 is substantially equal regardless of their position relative to exhaust fans 68, 70.

Structure is provided to help maintain this pressure equilibrium during operation of the spray booth 12. It has been found that in the course of operation of spray booth 12 the oversprayed powder collected on cartridge filters 102 affects the draw or negative pressure within the associated clean air chamber 90, and the amount of powder collected on the filters 102 of one bank 100 may
be different from that collected on another bank 100. In order to take into account this pressure variation within the clean air chamber 90, each clean air chamber is provided with a static air probe 200, such as the static air probe Model SAP4 sold by Air Monitor Corporation, which is effective to sense the pressure within clean air chamber 90. The static air probe 200 is connected by a tube 202 to a pressure transmitter 204 such as a Veltron pressure transmitter, which, in turn, is connected to a controller 206. If the pressure within any one clean air chamber 90 drops below a predetermined level, the pressure transmitter 204 associated with that chamber 90 sends a signal to the controller 206 which then operates a valve 208 connected to the reverse air jet nozzles 110 within that chamber 90 to introduce a burst of pressurized air into the associated cartridge filters 102 and dislodge the collected powder thereon, as described above. This restores the appropriate negative pressure within any given chamber 90 and thus maintains balanced pressure conditions during operation of the spray booth 12.

Claims

1. Apparatus for applying powder coating material onto objects, comprising a spray booth (12) in which powder coating material is applied to objects (32) moving therethrough, powder collection means (40) located beneath the floor (16) of the spray booth (12) for collecting oversprayed powder coating material and exhaust means for drawing air and air-entrained powder coating material from the interior of the spray booth (12) through openings in the spray booth floor (16) into the powder collection means (40) wherein the powder collection means comprises a number of powder collection chambers (74) extending along substantially the length of the spray booth (12), each powder collection chamber (74) containing filter means (100) connected to a clean air chamber (90) so as to draw air and air-entrained powder material into the powder collection chambers (74) and through the filter means (100) therein for filtering of the powder material to form clean air and to collect powder material in the powder collection chambers (74) characterised in that a clean air chamber (90) is associated with each powder collection chamber (74), in that a clean air plenum (62) is connected to each of the clean air chambers (90) and in that the exhaust means (68, 70) are connected to the clean air plenum (62) for creating a negative pressure therewithin and within the clean air chambers (90) and thence the clean air plenum (62).

2. Apparatus according to Claim 1 characterised in that damper means (164) are interposed between each of the clean air chambers (90) and the clean air plenum (62) for adjusting the magnitude of the negative pressure within each of the clean air chambers (90).

3. Apparatus according to Claim 1 or 2 characterised in that sensor means are provided within each clean air chamber (90) for sensing the negative pressure therein and in that reverse air jet means are provided for dislodging oversprayed powder collected on the filter means (102) connected to each of the clean air chambers (90), the reverse air jet means being operated in the event the negative pressure sensed by the sensor means falls below a predetermined level.

4. Apparatus according to Claim 3 characterised in that the reverse air jet means comprises at least one valve (208) adapted to be connected to a source of pressurised air (112) and at least one nozzle (110) connected to the or each valve (208), the or each nozzle (110) being located within the clean air chamber (90) and being oriented to direct a jet of pressurised air into the interior of the filter means (102) upon opening of the valve (208) to dislodge oversprayed powder collected on the filter means (102).

5. Apparatus according to Claim 3 or 4 characterised in that the sensor means comprises a static air probe (200) located within each of the clean air chambers (90) for sensing the pressure therein, a pressure transmitter (204) connected to each static air probe (200), the pressure transmitter (204) being effective to produce a signal corresponding to the pressure sensed by the static air probe (200) and a controller (206) connected to each pressure transmitter (204) and to the valve (208) of the air jet means, the controller (206) being effective to open the valve (208) and initiate the jet of pressurised air from the nozzle (110) in the event the signal from the pressure transmitter (204) indicates the pressure within the clean air chamber (90) has fallen below a predetermined level.

6. Apparatus according to any preceding Claim, characterised in that the filter means (102) comprise a number of cartridge filters (102) each cartridge filter (102) being removably mounted within the powder collection chamber.
(74) and in that the floor (16) of the spray booth (12) comprises gratings (38) which are removable so as to provide access into the powder collection chamber (74) to permit insertion and/or removal of a cartridge filter (102) mounted therein.

7. Apparatus according to any preceding Claim characterised in that powder recovery means are associated with the powder collection means for transporting collected, oversprayed powder material from the powder collection chambers (74) to a location exteriorly of the spray booth (12), the powder recovery means comprising powder receiving means (124) associated with each of the powder collection chambers (74) for receiving oversprayed powder material collected therein, a header pipe (144,146) connected to each of the powder receiving means (124), means for transmitting oversprayed powder material from the powder receiving means (124) into the header pipe (144,146), means located exteriorly of the spray booth (12) for receiving powder material from the header pipe (144,146) and means (152) for transmitting oversprayed powder material from the header pipe (144,146) into the means located exteriorly of the spray booth (12).

8. A method of applying powder coating material onto objects, comprising dispensing powder coating material onto objects moving through the interior of a spray booth, drawing air and air-entrained, oversprayed powder material from the interior of the spray booth into powder collection chambers wherein the overspray powder is collected and filtered from the air to form clean air, characterised by creating a negative pressure within a clean air plenum connected to clean air chambers associated with the powder collection chambers to draw the clean air into and out of each of the clean air chambers into the common clean air plenum.

9. A method according to Claim 8 comprising adjusting the flow of clean air between each of the clean air chambers and the common clean air plenum so that the negative pressure within each of the clean air chambers is substantially equal.

10. A method according to Claim 8 or 9 comprising sensing the negative pressure within each of the clean air chambers and dislodging collected powder from the filters associated with any one of the clean air chambers in the event the negative pressure sensed within that clean air chamber falls below a predetermined level.

Patentansprüche

1. Vorrichtung zum Aufbringen von Pulverbeschichtungsmaterial auf Gegenstände, umfassend eine Spritzkabine (12), in der Pulverbeschichtungsmaterial auf sich dorthindurch bewegende Gegenstände (32) aufgebracht wird, unterhalb des Bodens (16) der Spritzkabine (12) gelegene Pulversammelmittel (40) zum Sammeln von übersprühtem Pulverbeschichtungsmaterial und Entlüftungsmittel zum Abgaugen von Luft und in Luft eingeschlossenem Pulverbeschichtungsmaterial aus dem Inneren der Spritzkabine (12) durch Öffnungen in dem Spritzkabinenboden (18) auf das Pulversammelmittel (40), bei der das Pulversammelmittel eine Anzahl sich im wesentlichen über die Länge der Spritzkabine (12) erstreckende Pulversammelkammern (74) umfaßt, wobei jede Pulversammelkammer (74) Filtermittel (100) enthält, die an eine Reinluftkammer (90) ange schlossen sind, um Luft und in Luft eingeschlossenes Pulvermaterial in die Pulversammelkammern (74) und durch die Filtermittel (100) darin zum Filtrieren des Pulvermaterials anzusaugen, um Rein Luft zu bilden und Pulvermaterial in den Pulversammelkammern (74) zu sammeln, gekennzeichnet dadurch, daß eine Reinluftkammer (90) mit jeder Pulversammelkammer (74) verbunden ist, dass an jede der Reinluftkammern (90) eine Reinluftmischkammer (62) angeschlossen ist und die Entlüftungsmittel (68, 70) an die Reinluftmischkammer (62) zum Erzeugen eines Unterdruckes darin und in den daran angeschlossenen Rein luftkammern (90) angeschlossen sind, wobei die Reinluft in die Reinluftkammern (90) und von dort in die Reinluftmischkammer (62) eintritt.

2. Vorrichtung nach Anspruch 1, gekennzeichnet dadurch, daß Drosselmittel (164) zum Einstellen der Größe des Unterdruckes in jeder der Reinluftkammern (90) zwischen jeder der Reinluftkammern (90) und der Reinluftmischkammer (62) angeordnet sind.

3. Vorrichtung nach Anspruch 1 oder 2, gekennzeichnet dadurch, daß in jeder Reinluftkammer (90) Sensormittel zum Messen des Unterdruckes darin vorgesehen sind und daß zum Ent fernen von an den mit jeder der Reinluftkammern (90) verbundenen Filtermitteln (102) gesammeltem, übersprühtem Pulver Gegenlufts trahlmittel vorgesehen sind, wobei die Gegen-
luftstrahlmittel in dem Fall betätigt werden, daß der durch die Sensormittel gemessene Unter-
druck unter ein vorgegebenes Niveau fällt.

4. Vorrichtung nach Anspruch 3, gekennzeichnet dadurch, daß das Gegenluftstrahlmittel minde-
sten eine zum Anschließen an eine Druckluft-
quelle (112) angepaßtes Ventil und mindestens eine mit dem oder jedem Ventil (208) verbun-
dene Düse (110) umfaßt, wobei die oder jede Düse (110) in der Reinluftkammer (90) ange-
ordnet und ausgerichtet ist, um beim Öffnen des Ventiles (208) einen Druckluftstrahl zum Entfernen des übersprühten, an den Filtermit-
teln (102) gesammelten Pulvers in das Innere der Filtermittel (102) zu richten.

5. Vorrichtung nach Anspruch 3 oder 4, gekenn-
zeichnet dadurch, daß das Sensormittel eine in
jeder der Reinluftkammern (90) angeordnete,
statische Luftdrucksonde (200) zum Messen des Druckes darin, einen mit jeder statischen Luftdrucksonde (200) verbundenen Druckgeber
(204), wobei der Druckgeber (204) wirksam ist,
um ein dem durch die statische Luftdrucksonde (200) gemessenen Druck entsprechendes Signal zu erzeugen, und einen mit jedem Druckgeber (204) und dem Ventil (208) des Luftstrahlmittels verbundenen Regler (206) um-
fällt, wobei der Regler (206) wirksam ist, um das Ventil (208) zu öffnen und den Druckluft-
strahl aus der Düse (110) in dem Fall zu initiie-
ren, daß das Signal von dem Druckgeber (204)
anzeigt, daß der Druck in der Reinluftkammer (90) unter ein vorgegebenes Niveau gefallen ist.

6. Vorrichtung nach einem vorhergehenden An-
spruch, gekennzeichnet dadurch, daß die Filter-
mittel (102) eine Anzahl von Patronenfiltern
(102) umfassen, wobei jedes Patronenfilter (102) in der Pulversammelkammer (74) ent-
fernbar befestigt ist, und dadurch, daß der Boden (16) der Spritzkabine (12) Gitterroste (38)
umfaßt, die entfernt sind, um Zugang zu der Pulversammelkammer (74) zu schaffen und den Einsatz und/oder die Entfernung eines dar-
in befestigten Patronenfilters (102) zu ermögli-
chen.

7. Vorrichtung nach einem vorhergehenden An-
spruch, gekennzeichnet dadurch, daß zum Transportieren von gesammeltem, übersprühtem Pulvermaterial von den Pulversammel-
kammern (74) zu einem Ort außerhalb der Spritz-
kabine (12) Pulverrückgewinnungsmittel mit dem Pulversammelmedium verbunden sind, wobei die Pulverrückgewinnungsmittel mit jeder der Pulversammelkammern (74) verbundene Pulververflüssigungsmittel (124) zum Aufnehmen von darin gesammeltem, übersprühtem Pulvermaterial, ein mit jedem der Pulververflüssigungsmittel (124) verbundenes Sammelrohr (144, 146), Mittel zum Übertragen von übersprühtem Pulvermaterial von dem Pulververflüssigungsmittel (124) in das Sammelrohr (144, 146), außerhalb der Spritzkabine (12) gelegene Mittel zum Aufneh-
men von Pulvermaterial aus dem Sammelrohr (144, 146) und Mittel (152) zum Übertragen von übersprühtem Pulvermaterial aus dem Sammelrohr (144, 146) in das außerhalb der Spritzkabine (12) gelegene Mittel umfassen.

8. Verfahren zum Aufbringen von Pulverbeschich-
tungsmaterial auf Gegenstände, umfassend das Verteilen von Pulverbeschichtungsmaterial auf sich durch das Innere einer Spritzkabine bewegende Gegenstände, Absaugen von Luft und von in Luft eingeschossenem übersprühtem Pulvermaterial aus dem Inneren der Spritzkabine in Pulversammelkammern, in de-
en das übersprühte Pulvermaterial gesammelt und aus der Luft gefiltert wird, um Rein Luft zu bilden, gekennzeichnet durch Erzeugen eines Underdruckes in einer Reinfiffmischkammer, die mit den mit dem Pulversammelkammern verbundenen Reinluftkammern verbunden ist, um die Rein Luft in jede der Reinluftkammern und aus jeder der Reinluftkammern in die geme-
insame Reinluftmischkammer zu saugen.

9. Verfahren nach Anspruch 8, umfassend das Einstellen des Stromes der Reinfiff zwischen jeder der Reinluftkammern und der gemeinsa-
men Reinluftmischkammer, so daß der Unter-
druck in jeder der Reinluftkammern im wesent-
llichen gleich ist.

10. Verfahren nach Anspruch 8 oder 9, umfassend das Messen des Underdruckes in jeder der Reinluftkammern und Entfernen von gesam-
meltem Pulver von den mit irgenddeiner der Reinluftkammern verbundenen Filtern in dem Fall, daß der in jener Reinluftkammer gemes-
sene Unterdruck unter ein vorgegebenes Ni-
veau fällt.

Reivendications

1. Appareil pour appliquer un matériau de revêtement sous forme de poudre sur des objets, comprenant une cabine de peinture (12) dans laquelle le matériau de revêtement sous forme de poudre est appliqué à des objets (32) se déplaçant à travers cette dernière, des moyens de collecte de poudre (40) placés au-
dessous du plancher (16) de la cabine de peinture (12) pour collecter l'excès de matériau de revêtement sous forme de poudre pulvérisée et des moyens d'échappement pour attirer l'air et le matériau de revêtement sous forme de poudre entraîné par l'air, depuis l'intérieur de la cabine de peinture (12) à travers des ouvertures ménagées dans le plancher (16) de la cabine de peinture, dans le moyen de collecte de poudre (40) selon lequel le moyen de collecte de poudre comprend un certain nombre de chambres de collecte de poudre (74) s'étendant sur sensiblement la longueur de la cabine de peinture (12), chaque chambre de collecte de poudre (74) contenant des moyens formant filtres (100) raccordés à une chambre d'air propre (90) de manière à attirer l'air et le matériau formant poudre entraîné par de l'air dans les chambres de collecte de poudre (74), et à travers les moyens formants filtres (100) pour filtrer le matériau formant poudre pour former de l'air propre et pour collecter le matériau formant poudre dans les chambres de collecte de la poudre (74) caractérisé en ce qu'une chambre d'air propre (90) est associée à chaque chambre de collecte de poudre (74), en ce qu'un collecteur d'air propre (62) est raccordé à chacune des chambres d'air propre (90) et en ce que les moyens d'échappement (68, 70) sont raccordés au collecteur d'air propre (62) pour créer une pression négative dans ce dernier et à l'intérieur des chambres d'air propre (90) raccordées à ce dernier, l'air propre pénétrant dans les chambres d'air propre (90) et ainsi dans le collecteur d'air propre (62).

2. Appareil selon la revendication 1, caractérisé en ce que des moyens d'amortissement (164) sont interposés entre chacune des chambres d'air propre (90) et le collecteur d'air propre (62) pour ajuster la grandeur de la pression négative à l'intérieur des chambres d'air propre (90).

3. Appareil selon la revendication 1 ou 2, caractérisé en ce que des moyens formant capteurs sont prévus à l'intérieur de chacune des chambres d'air propre (90) pour déterminer la pression négative dans ces dernières, et en ce que des moyens de jets d'air inversés sont prévus pour déloger l'excès de poudre pulvérisée collecté sur les moyens formant filtre (102) raccordés à chacune des chambres d'air propre (90), les moyens formant jet d'air inversés étant actionnés lorsque la pression négative captée par le moyen formant capteur tombe à une valeur inférieure à un niveau prédéterminé.

4. Appareil selon la revendication 3, caractérisé en ce que le moyen formant jet d'air inversé comprend au moins une soupape (208) adaptée pour être raccordée à une source d'air pressurisé (112) et au moins une buse (110) raccordée à la ou à chaque soupape (208), la ou chaque buse (110) étant placée à l'intérieur de la chambre d'air propre (90) et étant orientée pour diriger un jet d'air pressurisé dans l'intérieur des moyens formant filtres (102) lors de l'ouverture de la soupape (208) pour déloger l'excès de poudre pulvérisée collecté sur le moyen formant filtre (102).

5. Appareil selon la revendication 3 ou la revendication 4, caractérisé en ce que le moyen formant capteur comprend une sonde d'air statique (200) placée à l'intérieur de chacune des chambres d'air propre (90) pour détecter la pression dans ces dernières, un transmetteur de pression (204) raccordé à chaque sonde d'air statique (200), le transmetteur de pression (204) pouvant produire un signal correspondant à la pression détectée par la sonde d'air statique (200) et un contrôleur (206) raccordé à chaque transmetteur de pression (204) et à la soupape (208) du moyen formant jet d'air, le contrôleur (206) pouvant ouvrir la soupape (208) et initier le jet d'air pressurisé provenant de la buse (110) lorsque le signal émis par le transmetteur de pression (204) indique que la pression à l'intérieur de la chambre d'air propre (90) est tombée à une valeur inférieure à un niveau prédéterminé.

6. Appareil selon l'une quelconque des revendications précédentes, caractérisé en ce que les moyens formant filtres (102) comprennent une certain nombre de filtres à cartouches (102), chaque filtre à cartouche (102) étant monté de manière amovible à l'intérieur de la chambre de collecte de poudre (74) et en ce que le plancher (16) de la cabine de peinture (12) comprend des grillages (38) qui peuvent être retirés afin de pouvoir accéder à la chambre de collecte de poudre (74) pour permettre l'insertion et/ou le retrait d'un filtre à cartouches (102) monté dans cette dernière.

7. Appareil selon l'une quelconque des revendications précédentes, caractérisé en ce que les moyens de récupération de la poudre sont associés au moyen de collecte de la poudre pour transporter l'excès de matériau formant poudre, pulvérisé, collecté à partir des chambres de collecte des poudres (74) vers un emplacement extérieur à la cabine de peinture (12), le moyen de récupération de la poudre...
comprenant des moyens de réception de la poudre (124) associés à chacune des cham-
bres de collecte de poudre (74) pour recevoir l'excès de matériau formant poudre pulvérisé,
collecté dans ces dernières, un tuyau collecte-
teur (144, 146) raccordé à chacun des moyens
de réception de la poudre (124), des moyens
pour transmettre l'excès de matériau formant
poudre pulvérisé depuis le moyen de réception
de la poudre (124) dans le tuyau collecte-
teur (144, 146), des moyens placés à l'extérieur de
la cabine de peinture (12) pour recevoir le
matériau formant poudre depuis le tuyau col-
lecteur (144, 146) et des moyens (152) pour
transmettre l'excès de matériau formant pou-
dre pulvérisé depuis le tuyau collecteur (144,
146) dans les moyens placés à l'extérieur de
la cabine de peinture (12).

8. Procédé d'application du matériau de revête-
ment sous forme de poudre sur des objets,
consistant à distribuer le matériau de revête-
ment sous forme de poudre sur des objets se
déplaçant à l'intérieur de la cabine de peinture,
é attirer l'air et l'excès de matériau formant
poudre pulvérisé entraîné par l'air, depuis l'in-
térieur de la cabine de peinture dans des
chambres de collecte de poudre, selon lequel
l'excès de poudre pulvérisé est collecté et filtré
t à partir de l'air pour former de l'air propre,
caractérisé par la création d'une pression né-
gative à l'intérieur du collecteur d'air propre
raccordé aux chambres d'air propre associées
aux chambres de collecte de poudre pour atti-
er l'air propre pour le faire entrer et sortir de
chacune des chambres d'air propre, puis en-
trer dans le collecteur d'air propre commun.

9. Procédé selon la revendication 8, caractérisé
en ce qu'il consiste à ajuster l'écoulement d'air
propre entre chacune des chambres d'air pro-
pre et le collecteur d'air propre commun de
sorte que la pression négative à l'intérieur de
chacune des chambres d'air propre est sensi-
blement la même.

10. Procédé selon la revendication 8 ou 9, caracté-
risé en ce qu'il consiste à détecter la pression
négative à l'intérieur de chacune des cham-
bres d'air propre et à déloger la poudre collec-
tée des filtres associés à l'une quelconque des
chambres d'air propre, lorsque la pression né-
gative détectée à l'intérieur de la chambre
da'air propre tombe à une valeur inférieure à un
niveau prédéterminé.