EUROPEAN PATENT SPECIFICATION

Date of publication of patent specification: 09.08.95
Int. Cl.®: C01B 13/11
Application number: 92117128.6
Date of filing: 07.10.92

Method of manufacturing a corona discharge device.

Proprietor: TOTO LTD.
1-1, Nakashima 2-chome, Kokura-Kita-ku,
Kita-kyushu-shi,
Fukuoka (JP)

Inventor: Watanabe, Toshiya, c/o Toto Ltd.
1-1, Nakashima 2-chome,
Kokura-kita-ku
Kita-kyushu-shi,
Fukuoka (JP)

Inventor: Aso, Yuji, c/o Toto Ltd.
1-1, Nakashima 2-chome,
Kokura-kita-ku
Kita-kyushu-shi,
Fukuoka (JP)

Inventor: Kojima, Eiichi, c/o Toto Ltd.
1-1, Nakashima 2-chome,
Kokura-kita-ku
Kita-kyushu-shi,
Fukuoka (JP)

Inventor: Hayashida, Yoshihide, c/o Toto Ltd.
1-1, Nakashima 2-chome,
Kokura-kita-ku
Kita-kyushu-shi,
Fukuoka (JP)

Priority: 14.10.91 JP 91833/91 U
28.02.92 JP 78863/92

Date of publication of application:
21.04.93 Bulletin 93/16

Publication of the grant of the patent:
09.08.95 Bulletin 95/32

Designated Contracting States:
AT BE CH DE DK ES FR GB GR IE IT LI LU MC
NL PT SE

References cited:
US-A- 4 545 960
US-A- 4 626 876


Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid (Art. 99(1) European patent convention).
Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to a method of manufacturing a corona discharge device which may suitably be used as an ozonizer for deodorization of ambient air bearing malodorous substances.

2. Description of the Prior Art

To provide ease and comfort of living spaces, such as lavatories, wherein sources of offensive smell are present, various deodorization techniques have been used to remove unfavorable smell from the ambient atmosphere.

Conventional deodorization techniques typically include the use of ozone generators which are commonly referred to in the art as ozonizers. In many instances, an ozonizer is preferably used in combination with an ozone decomposer catalyst, as described, for example, in Japanese Utility Model Kokai Publication No. 1-128822(1989). More specifically, an ozonizer is placed in an air passage of a deodorizer equipment through which ambient air containing malodorous substances is circulated by a fan. A high frequency alternating voltage is applied to the ozonizer to develop corona discharge across an air gap thereof whereby ozone is artificially produced. The air-borne malodorants as well as ozone generated by the ozonizer are forced to contact with the ozone decomposer catalyst, such as TiO₂ and MnO, carried by a porous catalyst support formed, for example, in a honeycomb structure. Conveniently, the extended surface area of the ozone decomposing catalyst serves to effectively capture the malodorants thereon. The catalyst functions to decompose ozone into oxygen molecules and active oxygen atoms. The active oxygen, in turn, reacts with the malodorants captured on the catalyst surface to oxidize them into odorless or less malodorous substances. As an example, when malodorant is H₂S, chemical reaction of deodorization takes place as follows.

\[ \text{H}_2\text{S} + 3\text{O}_3 \rightarrow \text{SO}_2 + \text{H}_2\text{O} + 3\text{O}_2 \]

The flow of air treated in this manner by the deodorizer equipment is then discharged into the ambient atmosphere.

Since ozone is toxic and has a unique stimulative smell, it is desirable that treated air leaving the deodorizer apparatus be ozone free. In this regard, an important function of the conventional ozone decomposer catalyst is to decompose any excessive amount of ozone into harmless oxygen in the following manner.

\[ 2\text{O}_3 \rightarrow 3\text{O}_2 \]

However, it has been recognized that, because the amount of ozone decomposer catalyst filled in the currently available deodorizer equipment is limited due to the size thereof, the overall efficiency of the ozone decomposer catalyst generally does not exceed about 90%, with a result that about 10% of ozone produced by the ozonizer is unavoidably released into the atmosphere without being decomposed.

The present inventors have observed that about 0.02ppm of ozone contained in a flow of air flowing at a flow rate of 100 liters per minute may be sensed by human respiratory organs. Assuming that the efficiency of the ozone decomposer catalyst is 90%, it follows that, desirably, an ozonizer should not generate ozone at a production rate greater than about as small as 0.2ppm for air flowing at a flow rate of 100 liters per minute.

Another requirement for the deodorizing ozonizer is that such a limited ozone generating capability must be sustained for years in order to adequately deodorize the environment throughout the service life of the ozonizer.

In short, the problem which must be overcome in designing an ozonizer for deodorizer applications is to ensure that a controlled, small amount of ozone is generated constantly for a prolonged period of time.

Various types of the prior art ozonizers will be briefly discussed below. It is known in the art that the principle of operation of an ozonizer, wherein ozone is artificially produced, is found in the "Siemens Tube" developed in as early as 1857. This device is provided with a double-walled glass tube forming an annular air passage through which dry air or oxygen under atmospheric pressure is circulated. An inner electrode is
provided at the center of the glass tube and an outer casing surrounding the tube serves as an outer electrode. When an alternating high voltage is applied between the inner and outer electrodes, silent electric discharge which is otherwise known as corona discharge is developed across the air passage whereby oxygen is converted into ozone. In the Siemens Tube, corona discharge is spread over the inner surfaces of the glass tube and this phenomenon is known in the art as surface creepage or surface flashover. It is said that such flashover is due to the presence of the glass tube which acts as an insulating barrier between electrodes to cause electric discharge columns, which in actuality are streams or avalanches of electrons, to be distributed over the surfaces of the glass tube.

Recent ozonizers are made generally by using manufacturing techniques of solid state devices and have one or more planar electrodes but operate on as much the same principle as the Siemens Tube.

For example, Japanese Patent Kokai Publication No. 61-231573(1983) and Figure 2 of Japanese Patent Kokai Publication No. 60-157183(1985) describe corona discharge devices or ozonizers of the opposed electrode type, a cross-section of which is reproduced schematically in FIG. 1 of the drawings accompanying the present application. As shown therein, an inner planar electrode 10 is embedded in a substrate 12 of dielectric ceramic material and an outer electrode 14 is formed on the surface of the substrate by metallizing techniques such as tungsten paste printing. As a high frequency alternating voltage is applied between the electrodes by a power source 16, an electric field is developed across the dielectric layer. In FIG. 1, the direction of the electric field is shown by the lines of electric force indicated by the broken lines 18, the lines of electric force being perpendicular to the equipotential surfaces indicated by the line solid lines 20. It will be noted that, because the outer electrode 14 is narrower than the inner electrode 10, the equipotential surfaces 20 are flared upwardly so as to cause part of the electric field to be developed across the air gap. When at any point of time the electric potential applied across the air gap exceeds the breakdown voltage thereof, breakdown of the air gap takes place thereby resulting in electric discharge occurring along the lines of electric force as schematically illustrated in FIG. 1 by the bold lines 22. Corona discharge is observed as a crowd of discharge columns of such individual discrete electric discharge occurring consecutively. Such corona discharge is spread to a certain extent over the surface of the dielectric substrate due to the surface creepage or flashover mentioned hereinbefore.

The disadvantage of the ozonizer of the opposed electrode type as reproduced in FIG. 1 is that it is difficult to provide a durable and reliable electrical connection to the outer electrode 14. Thus, one of the lead wires from the power source 16 must necessarily be arranged to extend above the outer electrode, with an end thereof soldered to the upper surface of the outer electrode. As the lead wire as well as the soldered end are arranged in this manner in an ozone enriched region, there is a risk that they are readily degraded due to oxidation. The outer electrode is also subjected to the attack by ozone.

Japanese Patent Kokai Publication Nos. 64-33004(1989) and 1-246104(1989) disclose an ozonizer of the opposed electrode type wherein the outer electrode is covered by a protective coating. While the ceramic coating protects the outer electrode from oxidation, this arrangement still suffers from the disadvantage of degradation of lead wire and soldered connection.

Japanese Patent Kokai Publication No. 58-108559(1983) and United States Patent No. 4,783,716 describe a discharge device having a pair of inner planar electrodes juxtaposed in a side-by-side arrangement in a dielectric layer. The cross-sectional representation thereof is schematically reproduced in FIG. 2 hereof. Advantageously, this juxtaposed electrode arrangement enables to position all the lead wires at the lower side of the device remote from the ozone rich region. Therefore, the lead wires are exempt from chemical attack by ozone. It seems, however, that this discharge device has not been commercialized. Presumably, this is because of failure to produce an adequate amount of ozone. It is believed that, since the electric field developed between the juxtaposed electrodes 24 and 26 is mostly confined within the dielectric layer as illustrated in FIG. 2, it is difficult to develop across the air gap an electric field strong enough to generate intensive corona discharge.


For ready reference, a cross-sectional schematic view of these devices is reproduced in FIG. 3 of the present application. It will be understood from FIG. 3 hereof that the intermediate floating electrode 28 functions to capacitively couple the inner juxtaposed electrodes 30 and 32 with each other. Accordingly, as compared with the arrangement illustrated in FIG. 2, the presence of the floating electrode 28 contributes to raise the lines of electric force toward the air gap, thereby provoking more intensive corona discharge between the electrodes 28 and 30, in the one place, and between the electrodes 28 and 32, in the other place.
According to testings and investigations of the present inventors, however, it has been observed that the amount of ozone produced therein decreases rapidly as time elapses. The outer floating electrode 28 is readily oxidized because it is subjected not only to chemical attack by ozone which is generated but also to electrical attack by corona discharge. In addition, the floating electrode is damaged by sputtering due to ion bombardment. As a result, the electric resistance of the floating electrode becomes increased as the device is operated. Accordingly, the minimum voltage level necessary to trigger corona discharge becomes increased in response to the lapse of time, as described later in more detail with reference to the test results indicated in the accompanying drawings. This means that, when the ozonizer is to be operated at a predetermined operating voltage, the intensity of corona discharge will slide down so that the ozonizer will finally fail to produce required amount of ozone.

Accordingly, an object of the present invention is to provide an improved corona discharge device.

Another object of the invention is to provide a corona discharge device for use as an ozonizer, wherein ozone is generated at a constant rate for an extended period of time.

A still another object of the invention is to provide a corona discharge device which is capable of producing a controlled small amount of ozone throughout a prolonged service life.

A further object of the invention is to provide a method by which high quality corona discharge devices are manufactured on a mass production basis.

SUMMARY OF THE INVENTION

The present invention is based on several findings and discoveries related to a protective coating for the floating electrode which are as follows.

The present inventors have attempted to protect the floating electrode from the above-mentioned sputtering and oxidation. To this end, a plurality of identical experimental examples of corona discharge device each having a floating electrode coated by a protective layer of ceramic material have been prepared. While operating, these examples have been tested to see how the minimum flashover voltage thereof will vary as a function of total time of operation. The term "minimum flashover voltage" as used herein and in the appended claims is intended to mean the minimum voltage required to cause the corona discharge device to develop corona discharge across the air gap practically instantaneously upon application of voltage, i.e., without perceptible delay time. Likewise, the term "initial minimum flashover voltage" is defined as being the minimum flashover voltage which is initially observed with an unused, new corona discharge device as fabricated. Measurement of the minimum flashover voltage has been carried out in such a manner that the voltage level of a high frequency alternating voltage applied to respective examples is gradually increased until commencement of corona discharge is observed, whereupon the minimum flashover voltage has been determined.

As anticipated, it has been observed that, throughout the tested examples, the initial minimum flashover voltage is considerably higher as compared with that of the device wherein the floating electrode is uncoated as illustrated in FIG. 3. This is partly because the presence of the protective layer prevents supply of electrons from the floating electrode so that, presumably, a considerable delay time is necessary until corona discharge is triggered at a given voltage level.

However, it has been found that the initial minimum flashover voltage varies from example to example to an unexpectedly wide extent. Probably, this is related to the surface roughness of the protective coating. Such a wide fluctuation in the initial minimum flashover voltage is undesirable when corona discharge devices are to be manufactured by mass production techniques and operated at a predetermined equal voltage.

More importantly, the present inventors have discovered that the minimum flashover voltage of the tested examples becomes gradually lowered as a function of the total time of operation. This is in contrast to the conventional corona discharge device wherein the minimum flashover voltage becomes increased in accordance with continued operation as mentioned hereinbefore.

Inspired by this discovery, the present inventors have tentatively applied to the experimental examples a high frequency alternating voltage of a level higher than the initial minimum flashover voltage for the purposes of aging the protective coating by corona discharge. Surprisingly, it has been discovered that the examples having the thus aged protective coating have exhibited the initial minimum flashover voltage fluctuation which is much narrower than that observed with the non-aged examples. Furthermore, it has been found that the initial minimum flashover voltage is considerably lowered as a result of aging.

Based on these discoveries, the present invention provides a method of manufacturing a corona discharge device for use as ozonizer. According to the invention, a foreproduct of corona discharge device is prepared which is provided with a pair of spaced planar inner electrodes embedded in a substrate of
dielectric material such as alumina ceramics. The foreproduct further includes an outer floating electrode disposed on the substrate. The floating electrode is covered by a protective layer of chemically-resistive electrically-insulating material such as alumina ceramics. According to the invention, the protective layer of the thus prepared foreproduct is then aged to obtain a final product of corona discharge device, by applying a high frequency alternating voltage having a voltage level higher than an initial minimum flashover voltage level of the foreproduct.

While the principle and mechanism of aging of the protective layer is not clear, aging is obviously effective in lowering the initial minimum flashover voltage of the final product as well as in reducing the extent of fluctuation of the initial minimum flashover voltage.

Preferably, aging is carried out for more than about 5 seconds, preferably for 10-300 seconds, at a voltage slightly lower than the breakdown voltage of a layer of the dielectric material located between the outer and inner electrodes.

Other features and advantages of the present invention will become apparent from the following description.

BRIEF DESCRIPTION OF THE DRAWINGS

FIGS. 1-3 are schematic cross-sectional representations of various prior art corona discharge devices; FIG.4 is a plan view in a slightly enlarged scale showing the corona discharge device manufactured according to the method of the invention;

FIG. 5 is a cross-sectional view taken along the line V-V of FIG. 4, with the cross-section being shown greatly exaggerated in the thickwise direction;

FIG. 6 is a cross-sectional view taken along the line VI-VI of FIG. 4, with the cross-section exaggerated in a greater scale in the lateral direction than in the thickwise direction;

FIG. 7 is a view similar to FIG. 4 but showing portion of the device in a further enlarged scale;

FIGS. 8A and 8B are production flowcharts illustrating the method according to the invention;

FIG. 9 is a diagrammatic view showing the apparatus used for testing and measurement;

FIG. 10 is a graph showing the variation in the minimum flashover voltage of the corona discharge devices each having a non-aged protective layer;

FIG. 11 is a graph showing the variation in the minimum flashover voltage of the comparative examples which are not provided with a protective layer;

FIGS. 12-16 are graphs showing the variation in the minimum flashover voltage of corona discharge devices aged under varying conditions;

FIG. 17 is a graph showing the variation in the ozone content measured for corona discharge devices manufactured according the method of the invention;

FIG. 18 is a graph showing the bulk density of the dielectric ceramics having varying CaO content;

FIG. 19A-19E are graphs showing the results of X-ray diffraction analysis conducted for the dielectric ceramics having varying CaO content;

FIG. 20 is a graph showing the dielectric strength of the dielectric ceramics having varying CaO content;

FIGS. 21A and 21B are scanning electron microscope photographs showing the cross section of the metallized layer of two specimens having the CaO content of 1.0% and 0.5%, respectively;

FIG. 22 is a graph showing the tensile strength of the dielectric ceramics having varying CaO content;

FIG. 23 is a graph showing the results of the life test conducted for corona discharge devices made from the dielectric ceramics having different CaO content;

FIG. 24 is a cross-sectional representation similar to FIG. 5 but schematically showing a part of the corona discharge device;

FIG. 25 is a graph showing the variation in the initial minimum flashover voltage as measured for varying total effective thickness of the ceramic layers;

FIG. 26 is a graph showing the breakdown voltage of the dielectric layer having varying thickness;

FIGS. 27 and 28 are plan views similar to FIG. 4 but showing different electrode patterns;

FIGS. 28 and 30 are cross-sectional views similar to FIG. 5 but taken along the line XXVIII-XXVIII of FIG. 27 and the line XXX-XXX of FIG. 29, respectively;

FIGS. 31-32 and 34-37 are schematic cross-sectional views showing various arrangements of the corona discharge device, with the cross-section of FIG. 31 being taken along the line XXXI-XXXI of FIG. 32, the cross-section of FIG. 32 taken along the line XXXII-XXXII of FIG. 31, the cross-section of FIG. 34 taken along the line XXXIV-XXXIV of FIG. 35, the cross-section of FIG. 35 taken along the line XXXV-XXXV of FIG. 34, the cross-section of FIG. 36 taken along the line XXXVI-XXXVI of FIG. 37, the cross-section of FIG. 37 taken along the line XXXVII-XXXVII of FIG. 38; and,
FIG. 33 is an equivalent circuit diagram of the arrangement shown in FIGS. 31 and 32.

DESCRIPTION OF THE PREFERRED EMBODIMENTS

Referring now to FIGS. 4-7, general structure and mode of operation of the corona discharge device according to the invention will be described. As illustrated in FIGS. 4-6, the corona discharge device 50 includes a substrate 52 of dielectric material, such as alumina ceramics, in which a pair of planar inner electrodes 54 and 56 are embedded. Each of the electrodes 54 and 56 has a rectangular inward portion 58 and a circular terminal portion 60 connected with each other by an elongated bridging portion 62. An elongated outer electrode 64 having rounded end corners is arranged on the upper surface of the dielectric substrate 52 in such a manner as to partly overlap the inward sections 58 of the inner electrodes 54 and 56, with a layer 68 of dielectric ceramics sandwiched therebeteween. While shown greatly exaggerated in the drawings, the effective thickness D of the dielectric layer 68 is preferably about 25-75 micrometers and is substantially smaller than the horizontal distance between the inner electrodes 54 and 56, which distance is in the order of 1 mm. The outer electrode 64 is covered by a protective coating 68 of chemically-resistive electrically-insulating material, such as alumina ceramics, having an effective thickness d of about 7-20 micrometers.

As shown in FIG. 5, a pair of metal conductors 70 and 72 extend across the ceramic substrate 52 and are electrically connected at the ends thereof to the circular terminal sections 60 of the inner electrodes 54 and 56, respectively. The other ends of respective conductors 70 and 72 are connected to a pair of terminals 74 and 76 provided on the lower surface of the substrate 52.

In use, the corona discharge device 50 may be connected via lead wires 78 and 80 to a conventional power source 82 to apply a high frequency alternating voltage between the inner electrodes 54 and 56, as shown in FIG. 5. As the outer electrode 64 is partly superposed with the inner electrodes 54 and 56, and due to the presence of the dielectric layer 68 therebetween, electric capacitance is established between the outer electrode 64 and the inner electrode 54, in the one place, and between the outer electrode 64 and the inner electrode 56, in the other place, so that the outer electrode 64 functions as a floating electrode which capacitively couples the inner electrodes 54 and 56 together. As a result, an alternating electric field is developed between the floating electrode 64 and the respective inner electrodes 54 and 56 so that corona discharge is generated across the air gap between the floating electrode and the inner electrodes as schematically illustrated in FIGS. 5 and 6 by the arcuated arrows.

Corona discharge will take place along the contour in which the floating electrode 68 is superposed with the inner electrodes 54 and 56. Since the floating electrode is overlapped with the inner electrodes 54 and 56 separately, and because in the illustrated embodiment the end corners of the floating electrode 64 are rounded as shown enlarged in FIG. 7, there are two discrete U-shaped regions along which corona discharge is developed. Due to the presence of the ceramic coating 68, corona discharge creeps or flashes over the surface of the protective coating 68 to a certain extent as shown by the hatched areas in FIG. 7. It will be noted that the amount of ozone generated by the corona discharge device 50 is roughly proportional to the surface area of such surface creepage or flashover and, hence, to the total horizontal length along which the outer electrode 64 is superposed with respect to the inner electrodes 54 and 56. By varying the length of the outer floating electrode 64, the ozone productivity of the corona discharge device 50 may readily be controlled with a high degree of accuracy. Therefore, the corona discharge device 50 according to the invention is capable of generating ozone at a controlled small production rate.

It will also be noted that the rounded corners of the floating electrode 64 advantageously prevent localization of columns of corona discharge. If, otherwise, the ends of the outer electrode 64 were configured to present sharp edges, corona discharge columns would be concentrated on such sharp edges, causing the floating electrode 64 and the protective coating 68 to be prematurely damaged.

Next, the method of making the corona discharge device 50 according to the invention will be described with reference to the illustrative production flowchart shown in FIGS. 8A and 8B.

A slurry of ceramic-forming dielectric material, such as alumina ceramic-forming material, is first prepared and is formed into a green sheet by any conventional process such as doctor blade process. The green sheet is then subjected to punching to form a pair of through holes 84 which are intended to receive the electric conductors shown at 70 and 72 in FIG. 5. To this end, the through holes are filled with a paste 86 containing electrically conductive material, such as particulate tungsten, by any conventional printing technique such as screen printing. After drying, electrode patterns 88 for the inner electrodes 54 and 56 as well as terminal patterns 90 for the terminals 74 and 76 are printed with the paste of conductive material by the conventional printing technique on the upper and reverse surfaces of the green sheet, respectively, in contact with the paste 86 filled in the through holes. Preferably, terminal patterns 92 of the paste of
EP 0 537 613 B1

conductive material are also printed on the reverse surface of the green sheet to provide terminals for an electric heater described later. After drying, the thus formed product is then hot pressed to flatten any surface irregularities.

Then a paste of ceramic-forming dielectric material, preferably having the same composition as the green sheet, is printed by conventional screen printing technique to form the dielectric layer 66. After drying, an electrode pattern 94 of the paste of conductive material is printed over the dielectric layer to provide the outer floating electrode 64 and the product is again subjected to drying. Thereafter, a paste of chemically-resistive electrically-insulating material is screen printed to form the protective layer 68. As alumina ceramics is both chemically resistive and electrically insulating, the paste of ceramic-forming dielectric material forming the dielectric layer 66 may be used to provide the protective layer 68. After drying, the product is subjected to sintering in a reducing atmosphere to obtain a foreproduct 96 of the corona discharge device. Preferably, the terminals 74, 76 and 92 are nickel plated to facilitate subsequent soldering of lead wires.

The thus prepared foreproduct of corona discharge device is then aged to obtain a final product by applying a high frequency alternating voltage between the inner electrodes 54 and 56. The voltage of aging must be higher than the initial minimum flashover voltage of the foreproduct. However, the voltage of aging should not be high enough to cause breakdown of the dielectric layer 66. Preferably, aging is carried out at a voltage slightly lower than the breakdown voltage of the dielectric layer 66. Aging may be continued until the initial minimum flashover voltage of the final product after aging is substantially lowered and until the fluctuation in the initial minimum flashover voltage after aging is practically eliminated. Preferably, aging may be carried out for more than about 5 seconds, preferably for about 10-300 seconds.

After aging, an electric heater such as a prefabricated single chip resistor 97 is preferably mounted to the substrate 52 in contact with the heater terminals 92. Use of an electric heater is desirable to prevent condensate of moisture from adhering to the protective coating 68 prior to commencement of operation of the corona discharge device and to maintain ozone producing capability of the device even in humid conditions. Finally, lead wires are soldered to the associated terminals and a conventional potting resin is molded to seal the soldered electrical connections.

Example 1

Ceramic forming material was prepared by mixing 859 parts by weight of high purity alumina powders containing about 99.5% of Al₂O₃, 122 parts by weight of kaolin containing about 98.6% of kaolinite, 12 parts by weight of MgCO₃, 7 parts by weight of CaCO₃, and 700 parts by weight of water. The mixture was then subjected to grinding in an alumina ball mill until the average particle size is reduced to about 3 micrometers. The mixture was then dried to obtain ceramic forming material containing less than 0.3% of water. Added to 225 parts by weight of the thus prepared ceramic forming material were 18 parts by weight of polyvinylbutylral, 15 parts by weight of dibutylphthalate, 1 part by weight of defloculant, 62 parts by weight of toluene, and 26 parts by weight of isopropyl alcohol. The mixture was subjected to mixing in an alumina ball mill for about 20 hours and was subjected to vacuum for degassing. The mixture was then aged for about 20 hours to obtain a slurry of ceramic forming material. The slurry thus prepared was then rolled by a conventional doctor blade method into a strip of green ceramic material having a thickness of about 0.83mm. The strip was then transferred to a press wherein the strip was cut into sheets and through holes were simultaneously punched through respective green sheets. Several of the thus prepared green sheets were reserved to form an alumina paste as described later.

The through holes of the green sheets were then filled with a conventional tungsten paste by screen printing. After drying, terminal patterns of tungsten paste were similarly printed on one face of each green sheet which is again subjected to drying. Then, printed patterns of tungsten paste for the inner electrodes were formed by screen printing on the other face of each green sheet, followed by drying. The products were then hot pressed at about 60 °C for about 20 seconds. Then, an alumina paste for the dielectric layer was coated over the inner electrode patterns by screen printing. In order to provide a uniformity in particle size between the dielectric layer and the underlying layer of the substrate, the alumina paste used for screen printing of the dielectric layer has conveniently been prepared by heating some of the green sheets to evaporate volatile additives and by adding thereto conventional paste forming vehicles. After drying, an electrode pattern for the outer floating electrode was screen printed using the tungsten paste and the product was subjected to drying. Thereafter, the floating electrode pattern was coated by screen printing of the similar alumina paste to provide the protective layer and the product was again dried. A plurality of the thus prepared products were then sintered in a nitrogen-rich reducing atmosphere for about 30 hours in a continuous sintering furnace having a temperature gradient varying from 300 °C to 1580 °C to obtain a
batch of foreproducts of corona discharge device.

In each of the foreproducts prepared in this manner, the dielectric layer 66 had an average thickness $D$ of about 50 micrometers, with the protective layer 68 having an average thickness $d$ of about 10 micrometers. The alumina ceramics forming the dielectric layer 66 and the protective layer 68 contained, in weight percentage, about 92.5% of $\text{Al}_2\text{O}_3$, about 5.7% of $\text{SiO}_2$, about 1.0% of $\text{CaO}$, and about 0.6% of $\text{MgO}$, the balance being impurities.

The foreproducts were subjected to aging under varying conditions as described later and the effect of aging was investigated by measuring the variation in the minimum flashover voltage. For the purposes of comparison, several comparative examples of corona discharge device without the protective layer were also made and tested. These comparative examples were made in the same manner as the foreproducts except that the outer floating electrode was not coated by a protective layer.

Aging of the foreproducts as well as measurement of the minimum flashover voltage were carried out by using an apparatus shown in FIG. 9. Alternating current from a public alternating power source 100 was stabilized by a conventional stabilized power source 102 and was supplied therefrom to a conventional variable-voltage high-frequency high-voltage power source 104 having a fixed output frequency of 15kHz. The output from the power source 104 was applied through a pair of lead wires to a particular corona discharge device under testing. The variable output voltage from the power source 104 was detected by a conventional high voltage probe 106, marketed by Iwatsu Co., Ltd. under Model HV-P30, connected between the lead wires. The output from the probe 106 was forwarded to a first channel of a conventional oscilloscope 108 to measure the peak-to-peak voltage by visual inspection. The intensity of electric current flowing through the corona discharge device was picked up by a conventional current probe 110 associated with one of the lead wires, the output of the current probe 110 being sent to a second channel of the oscilloscope after being amplified by a conventional amplifier 112.

Aging of the foreproducts was performed under varying voltage and time conditions. That is, a series of foreproducts were aged at a given voltage for a predetermined time, with another series being aged at the same voltage for different time, with a further series being aged at different voltage for different time, and so on. Another series of foreproducts were retained for testing and measurement without aging.

Variation in the minimum flashover voltage of a particular corona discharge device was measured in the following manner. After the high-frequency high-voltage power source 104 was turned on, a voltage control dial thereof was manually operated to increase the output voltage until corona discharge took place within about 10 seconds from voltage increase. Occurrence of corona discharge was detected by inspecting wave form of the electric current flowing through the corona discharge device as detected by the current probe 110 and displayed in the oscilloscope 108 via the second channel thereof, the occurrence of corona discharge being confirmed by visual inspection. Then the oscilloscope was switched over to the first channel to see the voltage as detected by the high voltage probe 106. The voltage thus detected for an unused corona discharge device is the initial minimum flashover voltage as defined hereinbefore. Then, each corona discharge device under test was operated at a normal operating peak-to-peak voltage of about 5.4$kV_{pp}$ for a maximum period of about 2,000 seconds. Operation was discontinued from time to time at various phases of operation to measure the minimum flashover voltage in the same manner.

Effect of the protective layer and the effect of aging thereof will be discussed with reference to the graphs of FIGS. 10-16 wherein the results of measurement of the minimum flashover voltage are plotted. Throughout these graphs, the ordinate represents the minimum flashover voltage in $kV_{pp}$ and the abscissa indicates the total time, in second, of operation at the above-mentioned normal operation voltage. The results plotted by a circle, a triangle and a dot indicate, respectively, the maximum value, the minimum value and the average value of the minimum flashover voltage as measured for a series of corona discharge devices numbering from 5 to 10 in total.

Referring first to the graph of FIG. 10, there is shown the variation, as a function of total time of operation, of the minimum flashover voltage as measured for a series of foreproducts which were never subjected to aging. It will be noted from this graph that, in the corona discharge devices having a non-aged protective layer, the initial minimum flashover voltage, i.e., the minimum flashover voltage exhibited when the time of operation is zero, fluctuated from device to device over a wide range of fluctuation ranging from about 4.4$kV_{pp}$ to about 5.1$kV_{pp}$. The present inventors believe that such a wide fluctuation in the initial minimum flashover voltage is probably because the surface roughness of the protective layer 68 varies from device to device since that layer is formed by sintering of ceramic forming material. It will be also noted from the graph of FIG. 10 that, as the device was operated at the normal operating voltage, the magnitude of fluctuation in the minimum flashover voltage was rapidly reduced and the average minimum flashover voltage gradually lowered. This is probably due to the microscopic projections on the surface of the ceramic protective layer being reformed or altered by the energy of corona discharge.
Referring to the graph of FIG. 11, there is plotted the variation in the minimum flashover voltage as measured for the comparative examples of corona discharge device wherein the outer floating electrode was uncoated. In contrast to the results shown in the graph of FIG. 10, the initial minimum flashover voltage was considerably lower and the fluctuation thereof was very small due to the absence of the protective layer. However, it will be observed that the minimum flashover voltage was progressively increased in response to the total time of operation. Clearly, this is due to the increase in the electric resistance of the floating electrode resulting from oxidation and sputtering.

The graphs of FIGS. 12-16 show the test results obtained with different series of corona discharge device subjected to aging according to the present invention under different conditions. FIG. 12 shows the test results of a first series of corona discharge device subjected to aging at 7kV pp for 3 seconds. As compared with the graph of FIG. 10, no appreciable change in the minimum flashover voltage will be noted. It is considered that the degree of aging is insufficient to improve the property of the protective layer.

FIG. 13 shows the test results obtained with a second series of corona discharge device subjected to aging at 7kV pp for 30 seconds. By comparing with FIGS. 10 and 12, it will be noted that the range of fluctuation in the initial minimum flashover voltage was remarkably narrowed. In addition, the average initial minimum flashover voltage was considerably lowered. As the device was operated at the normal operating voltage of 5.4kV pp, the minimum flashover voltage showed a slight drift or transitional recovery in the earlier phase of operation but thereafter decreased continuously.

FIG. 14 shows the test results of a third series of corona discharge device aged at 7kV pp for 300 seconds. The average initial minimum flashover voltage was lower than that shown in FIG. 13 but the degree of transitional recovery was correspondingly higher.

FIGS. 15 and 16 indicate the test results obtained with a fourth and a fifth series of corona discharge device aged, respectively, for 30 and 120 seconds at 8kV pp. Aging under these conditions was also effective in lowering the initial minimum flashover voltage as well as in reducing the fluctuation in the initial minimum flashover voltage.

A plurality of corona discharge devices aged at a voltage equal to or higher than 7kV pp for at least 30 seconds were then operated for 6,000 hours in a flow of dry air flowing at a flow rate of 10 liters per minute and the content of ozone being generated was monitored. The results of the test are plotted in the graph of FIG. 17. As will be noted therefrom, the corona discharge devices subjected to sufficient aging were capable of producing about 2ppm of ozone throughout the operating period totalling 6,000 hours. Decline in the ozone productivity after 6,000 hours of operation was not greater than about 30% of the initial productivity.

Example 2

Another series of experiments were conducted to find out an optimum composition of alumina ceramics which could provide a high degree of dielectric strength of the dielectric layer 66 (FIG. 5) and a prolonged service life of the corona discharge device. Green sheets having varying CaO content were prepared in the manner similar to Example 1 and were provided with printed electrode patterns of tungsten paste. The products were then sintered in the same manner as Example 1 to obtain five series of specimens of metallized alumina ceramics. The CaO content of the alumina ceramics of respective series of specimens was 0.5%, 0.8%, 1.0%, 1.2% and 1.5%, respectively, in weight percentage. These specimens were subjected to various tests and analyses, the results of which will be described below.

FIG. 18 shows the bulk density of the alumina ceramics as measured for the five series of specimens. In the graph of FIG. 18, the maximum value, the minimum value and the average value of the measured bulk density are plotted, respectively, by a circle, a triangle and a dot. It will be noted that the average bulk density was higher for the CaO content of from 0.8% to 1.2% and had a peak value when the CaO content was about 1.0%. This indicates that, with the CaO content of about 1%, the ceramic structure comprised of alumina particles bonded by intergranular SiO₂ glass was rendered most dense and compact and was more free from internal voids.

This was confirmed by X-ray diffraction analysis the results of which are reproduced in FIGS. 19A-19E. As shown therein, mullite (2SiO₂•3Al₂O₃) was formed when the CaO content was equal to or less than 0.8%, while anorthite (CaO•Al₂O₃•2SiO₂) was formed when the CaO content was equal to or greater than 1.5%. It is believed that formation of mullite or anorthite undesirably consumed SiO₂ and prevented formation of intergranular SiO₂ glass.

FIG. 20 indicates the results of dielectric strength test carried out for the series of specimens. Also in the graph of FIG. 20, a circle, a triangle and a dot designate, respectively, the maximum value, the
minimum value and the average value of the measured dielectric strength. It will be noted from the graph of Fig. 20 that the alumina ceramics presented maximum dielectric strength when the CaO content was about 1%. Obviously, this is because, with the CaO content of 1%, the formation of internal voids was minimized so that the dielectric ceramics was free from void discharge which would otherwise result in premature breakdown. Accordingly, a high degree of dielectric strength of the dielectric layer can be provided by controlling the CaO content toward 1%.

FIGS. 21A and 21B are microscopic photographs taken by a scanning electron microscope and showing the cross section of the metallized layer of two specimens having the CaO content of 1.0% and 0.5%, respectively. It will be noted from the photograph of Fig. 21B that, when the CaO content was 0.5%, a large number of internal voids were formed between tungsten particles as well as along the interface between the metallized electrode layer and the alumina ceramics. In contrast, with the CaO content of 1.0%, the intergranular spaces between tungsten particles as well as the interstices between the alumina ceramics and the metallized layer were filled by SiO₂ glass, as will be apparent from the photograph of Fig. 21A. This indicates that the CaO content of the alumina ceramics also had an effect on migration of SiO₂ glass that took place during sintering from the body of the alumina ceramics into the metallized layer.

Obviously, a profound migration of SiO₂ glass was resulted when the CaO content was 1.0%, thereby preventing formation of both internal and interstitial voids. Formation of voids internal to the metallized layer is disadvantageous in that, due to void discharge across the metallized layer, the electric resistance of the electrode is prematurely increased so that the service life of the corona discharge device is shortened. Formation of interstitial voids is undesirable because void discharge across such interstitial voids promotes breakdown of the dielectric layer. Therefore, by optimizing the CaO content, a high degree of dielectric strength of the dielectric layer and a prolonged service life of the corona discharge device can be provided.

The graph shown in Fig. 22 indicates the results of a tensile test wherein tensile stress was applied between the the metallized layer and the dielectric layer of respective specimens. As shown, the tensile strength revealed a maximum value for the CaO content of 1%. These test results support the fact that the intergranular spaces between tungsten particles as well as the interstices between the alumina ceramics and the metallized layer were adequately occupied by the migrated SiO₂ glass when the CaO content was 1%.

Two examples of corona discharge device were prepared in the manner similar to Example 1 from an alumina ceramics having the CaO content of 0.5%. These examples as well as a series of the foreproducts of Example 1 made from an alumina ceramics having the CaO content of about 1.0% were subjected to a life test to see how long the dielectric layer thereof could withstand breakdown under various voltage conditions. The results of the life test are shown in the graph of Fig. 23 wherein the ordinate indicates the applied voltage and the abscissa represent, in the logarithmic scale, the total time elapsed before breakdown occurred. As plotted therein by cross marks, the corona discharge device made from the alumina ceramics having the CaO content of 0.5% was broken down by 80 seconds of application of voltage of 7kV<sub>pp</sub> and could not last 600 hours of application of the rated operating voltage of 5.7kV<sub>pp</sub>. In contrast, the foreproducts made from the alumina ceramics having the CaO content of about 1.0% showed a tendency to last 6,000 hours of operation at a voltage much higher than the rated operating voltage of 5.7kV<sub>pp</sub> as will be understood from the inclined dotted line indicating the average of the values plotted by the circles.

The dielectric layer must withstand both (1) a relatively high aging voltage applied for a short period during aging and (2) a relatively low operating voltage applied throughout the service life of corona discharge device during normal operation. The test results shown in Fig. 23 also teaches that, with the CaO content of 1.0%, aging for less than 100 seconds at a voltage of 8kV<sub>pp</sub> would not inadvertently cause breakdown of the dielectric layer.

Example 3

In the corona discharge device described hereinbefore, the thickness D of the dielectric layer 66 and the thickness d of the protective layer 68 must be large enough to avoid breakdown and to adequately protect the outer electrode 64. If excessively increased, however, a high operating voltage would be required in order to generate corona discharge across the air gap because most part of the applied voltage is consumed for polarization of the dielectric material. Therefore, the upper limit of the thickness is dictated by the routine operating voltage at which the corona discharge device is intended to be operated, which voltage, in turn, is limited by the size and cost of the high frequency power source available for routine operation. Because the minimum flashover voltage of the device undergoes a slight drift or rise during operation as described hereinbefore with reference to Fig. 13, aging of the foreproducts of corona
discharge device must be carried out to such a degree that the initial minimum flashover voltage, after aging, becomes lower than the projected routine operating voltage. Investigations were made and experiments conducted to determine the permissible thickness range meeting with the limitations imposed on the available power source, the results of which will be described below.

Referring to FIG. 24 wherein part of the corona discharge device is schematically reproduced, when a voltage $V$ is applied between the inner electrodes 54 and 56, an electric field is developed between the outer floating electrode 64 and each of the inner electrodes. Assuming that the vector of the electric field developed across the dielectric layer 66 and the protective layer 68 is perpendicular thereto, the following relationship is established.

$$V/2 = Ed \cdot (D + 2d) + Eg \cdot X \quad (1)$$

wherein $Ed$ is the electric field strength developed across the dielectric layer and the protective layer, $Eg$ is the electric field strength developed across the air gap, $X$ is the total length of the air gap, $D$ is the thickness of the dielectric layer 66, and $d$ is the thickness of the protective layer 68.

A series of foreproducts having varying total effective thickness of $D$ plus $2d$ ($D + 2d$) were made in a manner similar to Example 1. After aging at $7kV_{pp}$ for about 30 seconds, the initial minimum flashover voltage was measured, the results of the measurement being plotted in the graph of FIG. 25 wherein the ordinate represents the initial minimum flashover voltage in $kV_{pp}$, and the abscissa represents the total effective thickness $D$ plus $2d$ in micrometers. From the relationship shown in the graph of FIG. 25, the following regressive function is obtained.

$$U_i = 0.03(D + 2d) + 2.2 \quad (2)$$

wherein $U_i$ is the initial minimum flashover voltage in $kV_{pp}$.

As the projected operating voltage $V_o$ must be higher than the initial minimum flashover voltage ($V_o > U_i$),

$$V_o > 0.03(D + 2d) + 2.2 \quad (3)$$

In view of the size and cost of currently available high frequency power source, it is preferable that the normal operating voltage $V_o$ does not exceed $6kV_{pp}$. In consideration of the aforementioned drift of the minimum flashover voltage that occurs during operation, if $V_o = 6kV_{pp}$, then the initial minimum flashover voltage is preferably about $4.9kV_{pp}$. In that event, from equation (2), the total effective thickness $D$ plus $2d$ is roughly $90 (D + 2d \approx 90)$. Assuming that the average thickness $d$ of the protective layer 68 is 10 micrometers, the maximum thickness of the dielectric layer 66 is therefore 70 micrometers.

The minimum thickness of the dielectric layer 66 is dictated by the breakdown voltage thereof. According to the results of testing shown in the graph of FIG. 26, wherein the breakdown voltage is indicated for varying thickness of the dielectric layer 66, it is believed that a minimum thickness of 25 micrometers is required for the dielectric layer 66 to avoid breakdown.

Thickness requirement for the protective layer 68 was examined by corrosion test. It was found that the protective layer was able to sufficiently protect the outer electrode from corrosion when the thickness $d$ was 7 micrometers. It was also found that, if the thickness of the protective layer exceeded 20 micrometers, the delay time that elapsed after application of voltage and prior to commencement of corona discharge became prohibitive.

As a conclusion, when the projected operating voltage of the corona discharge device is $6kV_{pp}$, the preferable range of thickness of the dielectric layer 66 is about 25-70 micrometers and the desirable thickness of the protective layer 68 is about 7-20 micrometers.

Other embodiments of the corona discharge device having different screen printed electrode patterns will be described with reference to FIGS. 27-30, wherein parts and members equivalent to those shown in FIGS. 4 and 5 are indicated by like reference numerals with suffices A and B. These embodiments can be made in the same manner as the foregoing embodiment and only the differences will be described. Referring to FIGS. 27 and 28, in each of the inner electrodes 54A and 56A, the bridging portion connecting the inward portion and the terminal portion is offset from the outer floating electrode 64A. In addition, the outer electrode 64A superposed over the inner electrodes is so sized as to extend beyond the longitudinal length of the inward portion of each inner electrode. Similarly, in the embodiment shown in FIGS. 29 and 30, each of the inner electrode patterns 54B and 56B has a central recess over which the end of the outer floating electrode 64B extends. With these arrangements, corona discharge is generated only along those
sections of the outer electrode contour which extend parallel and linearly, as shown by the hatched areas in FIGS. 27 and 29. This is advantageous in preventing columns of corona discharge from being concentrated on the ends of the outer electrode and, therefore, in avoiding premature damage of the outer electrode.

FIGS. 31-37 illustrate various arrangements of the corona discharge device which are specifically designed to reduce the operating voltage of the device, while fully retaining the advantage of the present invention. Also in these drawings, parts and members equivalent to those shown in FIGS. 4 and 5 are designated by like reference numerals with suffixes C, D and E.

Referring to FIGS. 31 and 32, the inner electrodes 54C and 56C are rectangular in shape and have an equal surface area. The outer electrode 64C is comprised of a larger section 120 entirely overlapping the first inner electrode 54C and a smaller section 122 partly overlapping the second inner electrode 56C. When a voltage V is applied between the inner electrodes 54C and 56C from the power source 82, electrostatic capacitances C1 and C2 are established between the outer floating electrode 64C and the respective inner electrodes to equivalently form a pair of capacitors 124 and 126 as shown in the equivalent circuit diagram of FIG. 33. Since the capacitors 124 and 126 may be regarded as being connected in series by the outer electrode 64C, the voltage V is the sum of the potential difference V1 across the first capacitor 124 and the potential difference V2 across the second capacitor 126:

\[ V = V_1 + V_2 \]

Assuming the area of overlap between the first inner electrode 54C and the floating electrode 64C to be S1, the area of overlap between the second inner electrode 56C and the floating electrode 64C to be S2, the distance between the first inner electrode 54C and the floating electrode 64C to be D1, the distance between the second inner electrode 56C and the floating electrode 64C to be D2, and the dielectric constant of the dielectric layer 66C to be \( \epsilon \), the capacitances C1 and C2 can be expressed as follows.

\[
C_1 = \epsilon \cdot \frac{S_1}{D_1} \\
C_2 = \epsilon \cdot \frac{S_2}{D_2}
\]

Generally, an electrostatic charge Q accumulated in a capacitor having a capacitance C is Q = CV. Therefore, the electrostatic charge Q1 and Q2 of the capacitors 124 and 126 may be expressed respectively as follows.

\[
Q_1 = \epsilon \cdot \frac{S_1}{D_1} \cdot V_1 \\
Q_2 = \epsilon \cdot \frac{S_2}{D_2} \cdot V_2
\]

Since the capacitors 124 and 126 are electrically connected with each other by the outer electrode 64C, Q1 = Q2. Therefore,

\[
\epsilon \cdot \frac{S_1}{D_1} \cdot V_1 = \epsilon \cdot \frac{S_2}{D_2} \cdot V_2 \quad (4)
\]

Since D1 = D2, and assuming that K = S1/S2, equation (4) may be rewritten as follows.

\[
K \cdot V_1 = V_2 \quad (5)
\]

As \( V = V_1 + V_2 \), \( V_1 = V - V_2 \) for \( V_1 \) in equation (5),

\[
K \cdot (V - V_2) = V_2
\]

Therefore,

\[
V_2 = \frac{1}{1 + 1/K} \cdot V \quad (6)
\]

If the the areas of overlap S1 is designed to be ten times larger than S2 so that K = 10, then, \( V_2 \) is approximately equal to 0.9V. Accordingly, in contrast to the corona discharge device of FIGS. 4 and 5 wherein the electrostatic capacitance between a first pair of electrodes 54 and 64 is equal to the capacitance between a second pair
of electrodes 56 and 64 so that the applied voltage \( V \) is divided and equally distributed between the two pairs of electrodes, the corona discharge device shown in FIGS. 31 and 32 can be operated at a much lower voltage to produce corona discharge between the smaller section 122 of the outer electrode 64C and the second inner electrode 56C, as shown by the bold line 128 in FIG. 31.

FIGS. 34 and 35 illustrate another arrangement wherein the areas of overlap S1 and S2 are equal but the distance \( D \) between the first inner electrode 54D and the outer floating electrode 64D is much smaller than the distance \( D \) between the second inner electrode 56D and the outer electrode 64D. Since \( S1 = S2 \), following equation is obtained from equation (4).

\[
V_2 = \frac{1}{1 + \frac{D_1}{D_2}} \cdot V
\]  

(7)

If \( D_1 \) and \( D_2 \) are selected such that \( D_1/D_2 \) is 0.3, then,

\[
V_2 = \frac{1}{1 + 0.3} \cdot V = 0.77 \cdot V
\]

As a result, the voltage applied between the second inner electrode 56D and the outer electrode 64D approximates to the voltage \( V \) of the power source 82. Therefore, the corona discharge device 50D shown in FIGS. 34 and 35 can be operated to develop corona discharge only between the second inner electrode 56D and the outer electrode 64D at a voltage lower than that required in the device of FIGS. 4 and 5.

Referring to FIGS. 36 and 37, the arrangement shown therein is characterized in that the capacitances of the two pairs of electrodes are made differently by using dielectric materials having different dielectric constant. For example, the left-hand half 130 of the dielectric substrate 52E is made from titanate ceramics having a dielectric constant \( \varepsilon_1 \) of 15-1000, with the right-hand half 132 of the substrate being made from alumina ceramics having a dielectric constant \( \varepsilon_2 \) of 2-10. With this arrangement, equation (4) can be rewritten as follows.

\[
\varepsilon_1 \cdot \frac{A_1}{D_1} \cdot V_1 = \varepsilon_2 \cdot \frac{A_2}{D_2} \cdot V_2
\]  

(8)

Since \( D_1 = D_2 \) and \( S1 = S2 \), following equation is derived from equation (8).

\[
V_2 = \frac{1}{1 + \frac{\varepsilon_2}{\varepsilon_1}} \cdot V
\]  

(9)

Assuming that the dielectric materials are selected such that \( \varepsilon_1 = 100 \) and \( \varepsilon_2 = 10 \) so that \( \varepsilon_2/\varepsilon_1 = 0.1 \), then,

\[
V_2 = \frac{1}{1 + 0.1} \cdot V = 0.9 \cdot V
\]

Therefore, the voltage applied between the second inner electrode 56E and the outer electrode 64E approaches to the voltage \( V \) of the power source 82. Accordingly, by applying a voltage much lower than that required in the device of FIGS. 4 and 5, the corona discharge device 50E may be operated to develop corona discharge between the second inner electrode 56E and the outer electrode 64E, as shown by bold line 134 in FIG. 36.

Claims

1. A method of manufacturing a corona discharge device (50) for use as ozonizer, comprising the steps of:
   preparing a foreproduct (96) of corona discharge device, said foreproduct having spaced first and second planar electrodes (54; 56) embedded in a substrate (52) of dielectric material, terminal means (70/74; 72/76) connected to said first and second electrodes for applying a high frequency alternating
voltage therebetween, a third electrode (64) disposed on said substrate in a spaced, parallel, at least partly superposing relationship with respect to said first and second electrodes, and a protective layer (68) of chemically-resistive electrically-insulating material covering said third electrode, said first and second electrodes being laterally spaced apart from each other at a distance greater than the least distance between said first and second electrodes and said third electrode; and,

aging said protective layer (68) of said foreproduct (96) for a predetermined period of time to obtain a final product of corona discharge device by applying between said first and second electrodes thereof a high frequency alternating voltage having a voltage level higher than an initial minimum flashover voltage level of said foreproduct.

2. A method of manufacturing a corona discharge device according to claim 1, wherein said step of aging is carried out at a voltage slightly lower than a breakdown voltage of a layer (68) of said dielectric material located between said first and second electrodes and said third electrode.

3. A method of manufacturing a corona discharge device according to claim 1, wherein said step of aging is carried out for at least about 5 seconds.

4. A method of manufacturing a corona discharge device according to claim 1, wherein said substrate is made of alumina ceramics comprising about 90-94% by weight of Al₂O₃, about 4-8% by weight of SiO₂, about 0.9-1.1% by weight of CaO, and about 0.5-0.9% by weight of MgO.

5. A method of manufacturing a corona discharge device according to claim 1, wherein said first and second electrodes (54; 56) are coplanar and wherein said step of aging is carried out for such time and at such voltage that the initial minimum flashover voltage of said final product becomes to satisfy the equation:

\[ U_i = 0.03 (D + 2d) + 2.2 \]

wherein

- \( U_i \) is the initial minimum flashover voltage, in kVpp, of said final product,
- \( D \) is the effective thickness, in micrometers, of a layer (66) of said dielectric material situated between said first and second electrodes and said third electrode, and,
- \( d \) is the effective thickness, in micrometers, of said protective layer (68).

6. A method of manufacturing a corona discharge device according to claim 1, wherein said first and second electrodes (54; 56) are coplanar and wherein the effective thickness of a layer (66) of said dielectric material situated between said first and second electrodes and said third electrode and the effective thickness of said protective layer (68) are selected to satisfy the relationship:

\[ V_o > 0.03 (D + 2d) + 2.2 \]

wherein

- \( V_o \) is the normal operating voltage, in kVpp, of said corona discharge device,
- \( D \) is the effective thickness, in micrometers, of a layer (66) of said dielectric material situated between said first and second electrodes and said third electrode, and,
- \( d \) is the effective thickness, in micrometers, of said protective layer.

7. A method of manufacturing a corona discharge device according to claim 1, wherein the effective thickness of a layer (66) of said dielectric material situated between said first and second electrodes and said third electrode is selected to be about 25-70 micrometers and the effective thickness of said protective layer (68) is selected to be about 7-20 micrometers so that said final product is operated at an operating voltage equal to or less than about 6kVpp.

8. A method of manufacturing a corona discharge device according to claim 1, wherein said third electrode (64) is configured to present round corners to avoid concentration of corona discharge columns.
9. A method of manufacturing a corona discharge device according to claim 1, wherein said third electrode (64) has such a length as to extend beyond the contour of at least one of said first and second electrodes (54; 56) so that corona discharge is generated between said one of electrodes and said third electrode only along linear portions of the contour of said third electrode.

10. A method of manufacturing a corona discharge device according to claim 1, wherein said device is designed and constructed such that the electrostatic capacitance established between said first and third electrodes (54; 64) is different from that established between said second and third electrodes (56; 64).

11. A method of manufacturing a corona discharge device according to claim 10, wherein the area (S1) in which said third electrode is superposed upon one of said first and second electrodes is greater than the area (S2) in which said third electrode is superposed on the other of said first and second electrodes.

12. A method of manufacturing a corona discharge device according to claim 10, wherein the distance (D1) between said first and third electrodes is different from the distance (D2) between said second and third electrodes.

13. A method of manufacturing a corona discharge device according to claim 10, wherein the dielectric constant of a layer of said dielectric material situated between said first and third electrodes is different from that of a layer of said dielectric material situated between said second and third electrodes.

14. A method of manufacturing a corona discharge device (50) comprising the steps of:
   - preparing a foreproduct (96) of corona discharge device having first and second planar electrodes (54; 56) embedded in a substrate (52) of dielectric material in a laterally-spaced coplanar relationship with each other, terminal means (70/74; 72/76) connected to said first and second electrodes for applying a high frequency alternating voltage therebetween, a third floating electrode (64) disposed on said substrate and capacitively coupled to but spaced from said first and second electrodes, and a protective layer (68) of chemically-resistant electrically-insulating material covering said third electrode, said foreproduct (96) originally having an initial minimum flashover voltage level at which corona discharge would be generated almost instantaneously upon application of a high frequency alternating voltage; and,
   - applying for a predetermined time between said first and second electrodes of said foreproduct a high frequency alternating voltage having a voltage level higher than said initial minimum flashover voltage level of said foreproduct thereby causing corona discharge to be developed over said protective layer to age said protective layer, whereby a final product of corona discharge device having an effective operating voltage level lower than said initial minimum flashover voltage level is obtained.

15. A method of manufacturing a corona discharge device (50) comprising the steps of:
   - preparing a green sheet of ceramic-forming dielectric material;
   - forming a pair of spaced through holes (84) across said green sheet;
   - filling said holes with a paste (86) containing metallic particles to form a pair of spaced electric terminal patterns;
   - forming a pair of spaced electrode patterns (88) of said paste on a surface of said green sheet in contact, respectively, with said terminal patterns;
   - forming a layer (66) of ceramic-forming dielectric material over said electrode patterns;
   - forming another electrode pattern (94) of said paste on said layer of ceramic-forming dielectric material in an at least partly superposing relationship with respect to said spaced electrode patterns;
   - coating said another electrode pattern with a protective layer (68) of chemically-resistant-electrically-insulating material;
   - sintering the thus formed product to obtain a foreproduct (96) of corona discharge device; and,
   - causing said foreproduct to generate corona discharge until said protective layer is aged.

Patentansprüche

1. Verfahren zum Herstellen einer Coronaentladungsvorrichtung (50) zur Benutzung als Ozonisator, welches die Schritte aufweist,
daß ein Vorprodukt (96) der Coronaeladungsrichtung vorbereitet wird, welches eine erste und zweite ebene Elektrode (54; 56) im Abstand voneinander hat, die in ein Substrat (52) aus dielektrischem Material eingebettet sind, Anschlußmittel (70/74; 72/76), die mit der ersten und zweiten Elektrode zum Anlegen einer hochfrequenten Wechselspannung zwischen denselben verbunden sind, eine dritte Elektrode (64), die auf dem Substrat in einem beibehalten, parallelen, zumindest teilweise überlagernem Verhältnis gegenüber der ersten und zweiten Elektrode angeordnet ist, und eine Schutzschicht (68) aus chemisch beständigem, elektrisch isolierendem Material, welche die dritte Elektrode bedeckt, wobei die erste und zweite Elektrode seitlich in einer Entfernung voneinander beibehalten sind, die größer ist als die geringste Entfernung zwischen der ersten und zweiten Elektrode und der dritten Elektrode; und

daß die Schutzschicht (68) des Vorproduktes (96) zum Erhalt eines Endproduktes der Coronaeladunsgvorrichtung durch Anlegen einer hochfrequenten Wechselspannung zwischen der ersten und zweiten Elektrode derselben, die einen Spannungspiegel hat, der höher ist als ein anfänglicher Mindestüberschlagspannungspegel des Vorproduktes, eine vorherbestimmte Zeit lang gealtert wird.

2. Verfahren zum Herstellen einer Coronaeladungsrichtung nach Anspruch 1, bei dem der Alterungsschritt bei einer Spannung geringfügig niedriger als eine Durchschlagsspannung einer Schicht (68) des dielektrischen Materials, die sich zwischen der ersten und zweiten Elektrode und der dritten Elektrode befindet, durchgeführt wird.

3. Verfahren zum Herstellen einer Coronaeladungsrichtung nach Anspruch 1, bei dem der Alterungsschritt während mindestens etwa 5 Sekunden durchgeführt wird.

4. Verfahren zum Herstellen einer Coronaeladungsrichtung nach Anspruch 1, bei dem das Substrat aus Tonerdekeramik gemacht wird, die etwa 90-94 Gew. % Al₂O₃, etwa 4-8 Gew. % SiO₂, etwa 0,9-1,1 Gew. % CaO und etwa 0,5 bis 0,9 Gew. % MgO aufweist.

5. Verfahren zum Herstellen einer Coronaeladungsrichtung nach Anspruch 1, bei dem die erste und zweite Elektrode (54; 56) in einer Ebene liegen und der Alterungsschritt so lange und bei einer solchen Spannung durchgeführt wird, daß die anfängliche Mindestüberschlagspannungspegel des Endproduktes die Gleichung:

\[ U_l = 0,03 (D + 2d) + 2,2 \]

erfüllt ist, worin \( U_l \) die anfängliche Mindestüberschlagsspannung in kVₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑ($('<div class="tiny">\[ V_e > 0,03 (D + 2d) + 2,2 \]</div>'))

erfüllt, worin \( V_e \) die normale Betriebsspannung in kVₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑ euler durch die Coronaeladungsrichtung, D die wirksame Dicke in Mikrometer einer Schicht (66) des dielektrischen Materials ist, welche sich zwischen der ersten und zweiten Elektrode und der dritten Elektrode befindet, und d die wirksame Dicke der Schutzschicht (68) ist.

6. Verfahren zum Herstellen einer Coronaeladungsrichtung nach Anspruch 1, bei dem die erste und zweite Elektrode (54; 56) in einer Ebene liegen und bei der wirksame Dicke einer Schicht (66) des dielektrischen Materials, die sich zwischen der ersten und zweiten Elektrode und der dritten Elektrode befindet und die wirksame Dicke der Schutzschicht (68) so ausgewählt sind, daß sie das Verhältnis:

\[ V_e > 0,03 (D + 2d) + 2,2 \]

erfüllt, worin \( V_e \) die normale Betriebsspannung in kVₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑ euler cross durch die Coronaeladungsrichtung, D die wirksame Dicke in Mikrometer einer Schicht (66) des dielektrischen Materials ist, welches sich zwischen der ersten und zweiten Elektrode und der dritten Elektrode befindet, und d die wirksame Dicke der Schutzschicht in Mikrometer ist.

7. Verfahren zum Herstellen einer Coronaeladungsrichtung nach Anspruch 1, bei dem die wirksame Dicke einer Schicht (66) des dielektrischen Materials, die sich zwischen der ersten und zweiten Elektrode und der dritten Elektrode befindet, so ausgewählt ist, daß sie etwa 25-70 Mikrometer beträgt, und die wirksame Dicke der Schutzschicht (68) so ausgewählt ist, daß sie etwa 7-20 Mikrometer beträgt, so daß das Endprodukt bei einer Betriebsspannung betrieben wird, die gleich oder weniger ist als etwa 6 kVₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑₑ euler durch die Coronaeladungsrichtung, D die wirksame Dicke in Mikrometer einer Schicht (66) des dielektrischen Materials ist, welche sich zwischen der ersten und zweiten Elektrode und der dritten Elektrode befindet, und d die wirksame Dicke der Schutzschicht in Mikrometer ist.
8. Verfahren zum Herstellen einer Coronaentladungsvorrichtung nach Anspruch 1, bei dem die dritte Elektrode (64) so gestaltet ist, daß sie runde Ecken vorweist, um eine Konzentration von Coronaentladungsstälten zu vermeiden.

9. Verfahren zum Herstellen einer Coronaentladungsvorrichtung nach Anspruch 1, bei dem die dritte Elektrode (64) eine solche Länge hat, daß sie sich bis über den Umriß mindestens einer der ersten und zweiten Elektroden (54/56) hinaus erstreckt, so daß eine Coronaentladung zwischen dieser einen der Elektroden und der dritten Elektrode nur entlang linearer Bereiche des Umrisse der dritten Elektrode erzeugt wird.

10. Verfahren zum Herstellen einer Coronaentladungsvorrichtung nach Anspruch 1, bei dem die Vorrichtung so ausgelegt und aufgebaut ist, daß die elektrostatische Kapazität, die zwischen der ersten und dritten Elektrode (54; 64) erzeugt wird, sich von der zwischen der zweiten und dritten Elektrode (56; 64) erzeugten unterscheidet.

11. Verfahren zum Herstellen einer Coronaentladungsvorrichtung nach Anspruch 10, bei dem der Bereich (S1), in dem die dritte Elektrode auf einer der ersten und zweiten Elektroden überlagert ist, größer ist als der Bereich (S2), in welchem die dritte Elektrode auf der anderen der ersten und zweiten Elektroden überlagert ist.

12. Verfahren zum Herstellen einer Coronaentladungsvorrichtung nach Anspruch 10, bei dem die Entfernung (D1) zwischen der ersten und dritten Elektrode anders ist als die Entfernung (D2) zwischen der zweiten und dritten Elektrode.

13. Verfahren zum Herstellen einer Coronaentladungsvorrichtung nach Anspruch 10, bei dem die Dielektrizitätskonstante einer Schicht aus dem dielektrischen Material, die sich zwischen der ersten und dritten Elektrode befindet, anders ist als die einer Schicht aus dem dielektrischen Material, die sich zwischen der zweiten und dritten Elektrode befindet.

14. Verfahren zum Herstellen einer Coronaentladungsvorrichtung (50), welches die Schritte aufweist, daß ein Vorprodukt (96) der Coronaentladungsvorrichtung vorbereitet wird, welches eine ebene erste und zweite Elektrode (54; 56) hat, die in einem Substrat (52) aus dielektrischem Material in einem Verhältnis zueinander mit seitlichem Abstand in einer Ebene liegend eingebettet sind, Anschlußmittel (70/74; 72/76), die mit der ersten und zweiten Elektrode zum Anlegen einer hochfrequenten Wechselspannung zwischen denselben verbunden sind, eine dritte schwimmende Elektrode (64), die auf dem Substrat angeordnet ist und mit der ersten und zweiten Elektrode kapazitiv gekoppelt ist, aber einen Abstand von diesen hat, und eine Schutzschicht (68) aus chemisch beständigem, elektrisch isolierendem Material, welche die dritte Elektrode bedeckt, wobei das Vorprodukt (96) ursprünglich einen anfänglichen Mindestüberschlagsspannungspegel hat, bei dem eine Coronaentladung nahezu augenblicklich beim Anlegen einer hochfrequenten Wechselspannung erzeugt würde; und eine vorherbestimmte Zeit lang zwischen der ersten und zweiten Elektrode des Vorproduktes eine hochfrequente Wechselspannung angelegt wird, die einen Spannungspegel hat, der höher ist als der anfängliche Mindestüberschlagsspannungspegel des Vorproduktes, wodurch verursacht wird, daß sich eine Coronaentladung über die Schutzschicht entwickelt, um die Schutzschicht zu altern, wodurch ein Endprodukt der Coronaentladungsvorrichtung erhalten wird, das einen wirksamen Betriebsspannungspegel hat, der niedriger ist als der anfängliche Mindestüberschlagsspannungspegel.

15. Verfahren zum Herstellen einer Coronaentladungsvorrichtung (50), welches die Schritte aufweist, daß eine ungebrannte Tafel aus Keramik bildendem dielektrischem Material vorbereitet wird, ein Paar Durchgangslöcher (84) im Abstand voneinander über die ungebrannte Tafel hinweg gebildet wird; die Löcher mit einer Paste (86) gefüllt werden, welche metallische Teilchen enthält, um ein Paar elektrischer Anschlußmuster im Abstand voneinander zu schaffen; ein Paar Elektrodenmuster (88) im Abstand voneinander aus der Paste auf einer Oberfläche der ungebrannten Tafel in Berührung jeweils mit den Anschlußmustern gebildet wird; eine Schicht (66) aus Keramik bildendem dielektrischem Material über den Elektrodenmustern geschaffen wird; ein weiteres Elektrodenmuster (94) aus der Paste auf der Schicht aus Keramik bildendem
EP 0 537 613 B1
dielektrischem Material in einem mindestens teilweise überlagernden Verhältnis in bezug auf die im Abstand voneinander vorgesehenen Elektrodenmuster gebildet wird;
ein weiteres Elektrodenmuster mit einer Schutzschicht (68) aus chemisch beständigem, elektrisch isolierendem Material Überzogen wird;
das so gebildete Produkt gesintert wird, um ein Vorprodukt (96) der Coronaentladungsvorrichtung zu erhalten; und
das Vorprodukt veranlasst wird, eine Coronaentladung zu erzeugen, bis die Schutzschicht gealtert ist.

Revendications

1. Procédé de fabrication d'un dispositif (50) à décharge par effet corona utilisable comme ozoniseur, comprenant les étapes suivantes :
   préparation d'un produit préliminaire (96) de dispositif à décharge par effet corona, ledit produit préliminaire ayant une première et une deuxième électrodes planar espacées (54 ; 56) noyées dans un substrat (52) de matériau diélectrique, des moyens de connexion (70/74 ; 72/76) reliés auxdites première et deuxième électrodes pour appliquer une tension alternative haute fréquence entre celles-ci, une troisième électrode (64) disposée sur ledit substrat dans une relation de superposition espacée, parallèle et au moins partielle par rapport auxdites première et deuxième électrodes, et une couche de protection (68) en matériau isolant électriquement, et résistant chimiquement, recouvrant ladite troisième électrode, lesdites première et deuxième électrodes étant espacées latéralement l'une de l'autre à une distance supérieure à la plus petite distance entre lesdites première et deuxième électrodes et ladite troisième électrode ; et,
vieillissement de ladite couche de protection (68) dudit produit préliminaire (96) pendant une période de temps prédéterminée pour obtenir un produit final de dispositif à décharge par effet corona en appliquant entre lesdites première et deuxième électrodes de celui-ci une tension alternative haute fréquence ayant un niveau de tension supérieur à un niveau de tension d'arc minimale initiale dudit produit préliminaire.

2. Procédé de fabrication d'un dispositif à décharge par effet corona selon la revendication 1, dans lequel ladite étape de vieillissement est réalisée à une tension légèrement inférieure à une tension de rupture d'une couche (66) dudit matériau diélectrique placée entre lesdites première et deuxième électrodes et ladite troisième électrode.

3. Procédé de fabrication d'un dispositif à décharge par effet corona selon la revendication 1, dans lequel ladite étape de vieillissement est réalisée pendant au moins environ 5 s.

4. Procédé de fabrication d'un dispositif à décharge par effet corona selon la revendication 1, dans lequel ledit substrat est composé de céramiques d'alumine comprenant environ 90 à 94 % en poids d'Al₂O₃, environ 4 à 8 % en poids de SiO₂, environ 0,9 à 1,1 % en poids de CaO, et environ 0,5 à 0,9 % en poids de MgO.

5. Procédé de fabrication d'un dispositif à décharge par effet corona selon la revendication 1, dans lequel lesdites première et deuxième électrodes (54 ; 56) sont coplanaires et dans lequel ladite étape de vieillissement est réalisée pendant un temps tel que la tension d'arc minimale initiale dudit produit final satisfait à l'équation suivante :

\[ U_i = 0,03 (D + 2d) + 2,2 \]

dans laquelle

- \( U_i \) est la tension d'arc minimale initiale, en kVcc, dudit produit final,
- \( D \) est l'épaisseur effective, en micromètres, d'une couche (66) dudit matériau diélectrique placé entre lesdites première et deuxième électrodes et de ladite troisième électrode, et,
- \( d \) est l'épaisseur effective, en micromètres, de ladite couche de protection (68).

6. Procédé de fabrication d'un dispositif à décharge par effet corona selon la revendication 1, dans lequel lesdites première et deuxième électrodes (54 ; 56) sont coplanaires et dans lequel l'épaisseur effective d'une couche (66) dudit matériau diélectrique placé entre lesdites première et deuxième électrodes et
ladite troisième électrode et l'épaisseur effective de ladite couche de protection (68) sont sélectionnées pour satisfaire à la relation:

\[ V_c > 0.03(D + 2d) + 2.2 \]

dans laquelle

\( V_c \) est la tension de fonctionnement normale, en kVcc, dudit dispositif à décharge par effet corona,

\( D \) est l'épaisseur effective, en micromètres, d'une couche (66) dudit matériau diélectrique placé entre lesdites première et deuxième électrodes et ladite troisième électrode, et ;

\( d \) est l'épaisseur effective, en micromètres, de ladite couche de protection.

7. Procédé de fabrication d'un dispositif à décharge par effet corona selon la revendication 1, dans lequel l'épaisseur effective d'une couche (66) dudit matériau diélectrique placé entre lesdites première et deuxième électrodes et ladite troisième électrode est sélectionnée entre 25 et 70 micromètres environ et l'épaisseur effective de ladite couche de protection (68) est sélectionnée entre 7 et 20 micromètres environ pour que ledit produit final fonctionne à une tension de fonctionnement égale ou inférieure à environ 6 kVcc.

8. Procédé de fabrication d'un dispositif à décharge par effet corona selon la revendication 1, dans lequel ladite troisième électrode (64) est configurée pour présenter des coins arrondis afin d'éviter la concentration d'effluve de décharge par effet corona.

9. Procédé de fabrication d'un dispositif à décharge par effet corona selon la revendication 1, dans lequel ladite troisième électrode (64) a une longueur qui s'étend au-delà du contour d'au moins l'une desdites première et deuxième électrodes (54/56) pour que la décharge par effet corona soit générée entre l'une desdites électrodes et ladite troisième électrode uniquement le long de parties linéaires du contour de ladite troisième électrode.

10. Procédé de fabrication d'un dispositif à décharge par effet corona selon la revendication 1, dans lequel ledit dispositif est conçu et construit de telle sorte que la capacité électrostatique établie entre lesdites première et troisième électrode (54 ; 64) est différente de celle établie entre lesdites deuxième et troisième électrodes (56 ; 64).

11. Procédé de fabrication d'un dispositif à décharge par effet corona selon la revendication 10, dans lequel la zone (S1) dans laquelle ladite troisième électrode est superposée sur l'une desdites première et deuxième électrodes est plus grande que la zone (S2) dans laquelle ladite troisième électrode est superposée sur l'autre desdites première et deuxième électrodes.

12. Procédé de fabrication d'un dispositif à décharge par effet corona selon la revendication 10, dans lequel la distance (D1) entre lesdites première et troisième électrodes est différente de la distance (D2) entre lesdites deuxième et troisième électrodes.

13. Procédé de fabrication d'un dispositif à décharge par effet corona selon la revendication 10, dans lequel la constante diélectrique d'une couche dudit matériau diélectrique placé entre lesdites première et troisième électrodes est différente de celle d'une couche dudit matériau diélectrique placé entre lesdites deuxième et troisième électrodes.

14. Procédé de fabrication d'un dispositif (50) à décharge par effet corona, comprenant les étapes suivantes :

- préparation d'un produit préliminaire (96) de dispositif à décharge par effet corona ayant une première et une deuxième électrodes planar (54 ; 56) noyées dans un substrat (52) de matériau diélectrique dans une relation coplanaire espacée latéralement l'une de l'autre, des moyens de connexion (70/74 ; 72/76) reliés auxdites première et deuxième électrodes pour appliquer une tension alternative haute fréquence entre celles-ci, une troisième électrode flottante (64) disposée sur ledit substrat et couplée capacitivement, tout en restant espacée desdites première et deuxième électrodes, et une couche de protection (68) en matériau isolant électriquement et résistant chimiquement recouvrant ladite troisième électrode, ledit produit préliminaire (96) ayant originairement un niveau de tension d'arc minimale initiale auquel la décharge par effet corona serait générée presque instantané-
ment dès l'application d'une tension alternative haute fréquence ; et,
application pendant un temps prédéterminé entre lesdites première et deuxième électrodes dudit
produit préliminaire d'une tension alternative haute fréquence ayant un niveau de tension supérieur
audit niveau de tension d'arc minimale initiale dudit produit préliminaire, provoquant, de ce fait,
l'établissement d'une décharge par effet corona sur ladite couche de protection pour vieillir ladite
couche de protection, grâce à quoi un produit final de dispositif à décharge par effet corona ayant un
niveau de tension de fonctionnement efficace inférieur audit niveau de tension d'arc minimale initiale
est obtenu.

15. Procédé de fabrication d'un dispositif (50) à décharge par effet corona, comprenant les étapes
suivantes :
préparation d'une plaque verte de matériau diélectrique formant céramique ;
formation d'une paire de trous de passage espacés (84) dans l'épaisseur de ladite plaque verte :
remplissage desdits trous avec une pâte (88) contenant des particules métalliques pour former une
paire de motifs de connexions électriques espacés ;
formation d'une paire de motifs d'électrodes espacés (88) de ladite pâte sur une surface de ladite
plaque verte en contact, respectivement, avec lesdits motifs de connexions ;
formation d'une couche (66) de matériau diélectrique formant céramique sur lesdits motifs d'élec-
trodes ;
formation d'un autre motif d'électrode (94) de ladite pâte sur ladite couche de matériau diélec-
trique formant céramique en relation de superposition au moins partielle par rapport auxdits motifs d'électro-
des espacés ;
revêtement dudit autre motif d'électrode d'une couche de protection (68) de matériau isolant
electriquement et résistant chimiquement ;
frittage du produit ainsi formé pour obtenir un produit préliminaire (96) du dispositif à décharge par
effet corona ; et,
amorçage d'une décharge par effet corona par ledit produit préliminaire jusqu'au vieillissement de
ladite couche de protection.
FIG. 8A

1. GREEN SHEET PREPARATION
2. THROUGH HOLE PUNCHING
3. CONDUCTOR PRINTING
4. INNER ELECTRODE PRINTING
5. TERMINAL PRINTING
6. HOT PRESS
7. DIELECTRIC LAYER PRINTING
FIG. 8B

OUTER ELECTRODE PRINTING

PROTECTIVE LAYER PRINTING

SINTERING

NICKEL PLATING

AGING

HEATER MOUNTING

LEAD WIRE SOLDERING

TERMINAL POTTING
FIG. 10

NON-AGED PRODUCT

MINIMUM FLASHOVER VOLTAGE (kVpp)

TOTAL TIME OF OPERATION (sec)

FIG. 11

COMPARATIVE EXAMPLE

MINIMUM FLASHOVER VOLTAGE (kVpp)

TOTAL TIME OF OPERATION (sec)
FIG. 12
AGED AT 7kVpp FOR 3 sec

FIG. 13
AGED AT 7kVpp FOR 30 sec

FIG. 14
AGED AT 7kVpp FOR 300 sec
FIG. 15
AGED AT 8kVpp FOR 30 sec

FIG. 16
AGED AT 8kVpp FOR 120 sec
FIG. 18

FIG. 20
FIG. 19A
CaO 0.5 wt%

FIG. 19B
CaO 0.8 wt%

FIG. 19C
CaO 1.0 wt%

FIG. 19D
CaO 1.2 wt%

FIG. 19E
CaO 1.5 wt%
FIG. 21A

CaO 1.0 %

FIG. 21B

CaO 0.5 %
FIG. 22

FIG. 23
FIG. 27

FIG. 28

FIG. 29

FIG. 30