SHAMPOO COMPOSITIONS WITH SILICONE AND CATIONIC ORGANIC POLYMERIC CONDITIONING AGENTS.

Priority: 05.12.90 US 622699

Date of publication of application: 22.09.93 Bulletin 93/38

Publication of the grant of the patent: 21.09.94 Bulletin 94/38

Designated Contracting States: AT BE CH DE DK ES FR GB GR IT LI LU NL SE

References cited:
EP-A- 0 400 976
EP-A- 0 426 520
GB-A- 2 178 443
US-A- 4 733 677

Proprietor: THE PROCTER & GAMBLE COMPANY
One Procter & Gamble Plaza
Cincinnati Ohio 45202 (US)

Inventor: WELLS, Robert, Lee
4245 Roase Hill Avenue
Cincinnati, OH 45229 (US)

Representative: Brooks, Maxim Courtney
Procter & Gamble Limited
Whitley Road
Longbenton
Newcastle-upon-Tyne NE12 9TS (GB)

Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid (Art. 99(1) European patent convention).
Description

FIELD OF THE INVENTION

This invention relates to shampoo compositions comprising anionic detergents surfactants, silicone hair conditioning agents, and cationic polymeric hair conditioning agents.

BACKGROUND OF THE INVENTION

Human hair becomes soiled due to its contact with the surrounding atmosphere and, to a greater extent, from sebum secreted by the head. The build-up of the sebum causes the hair to have a dirty feel and an unattractive appearance. The soiling of the hair necessitates it being shampooed with frequent regularity.

Shampooing the hair cleans by removing excess soil and sebum. However, the shampooing process has disadvantages in that the hair is left in a wet, tangled and generally unmanageable state. Shampooing can also result in the hair becoming dry or "frizzy" due to removal of natural oils or other hair moisturizing materials. After shampooing, the hair can also suffer from a loss of "softness" perceived by the user upon drying. A variety of approaches have been developed to alleviate the after-shampoo problems. These range from the inclusion of hair conditioning aids in shampoos to post-shampoo application of hair conditioners, i.e., hair rinses. Hair rinses are generally liquid in nature and must be applied in a separate step following the shampooing, left on the hair for a length of time, and rinsed with fresh water. This, of course, is time consuming and is not convenient.

While a wide variety of shampoos have been disclosed which contain conditioning aids, they have not been totally satisfactory for a variety of reasons. One problem relates to compatibility problems between good cleaning anionic surfactants and the many conventional cationic agents which historically have been used as conditioning agents, including both cationic surfactants and cationic polymers.

Whereas efforts have been made to minimize adverse interaction through the use of alternate surfactants and improved cationic conditioning agents, it remains highly desirable to utilize anionic surfactants in shampoo compositions. Furthermore, cationic conditioning agents commonly do not provide optimal overall conditioning benefits, particularly in the area of "softness", especially when delivered as an ingredient in a shampoo composition. Many cationic polymers, additionally, tend to build up on the hair to result in an undesirable, "unclean" coated feel.

Materials which can provide increased softness are nonionic silicones. Silicones in shampoo compositions have been disclosed in a number of different publications. Such publications include U.S. Patent 2,826,551, Geen, issued March 11, 1958; U.S. Patent 3,964,500, Drakoff, issued June 22, 1976; U.S. Patent 4,364,837, Pader, issued December 21, 1982; and British Patent 849,433, Woolston, issued September 28, 1960. While these patents disclose silicone containing compositions, they also did not provide a totally satisfactory product in that it was difficult to maintain the silicone well dispersed and suspended in the product. Recently, stable, insoluble silicone-containing hair conditioning shampoo compositions have been described in U.S. Patent 4,741,855, Grote and Russell, issued May 3, 1988 and U.S. Patent 4,788,066, Bolich and Williams, issued November 29, 1988. These shampoo compositions can deliver excellent overall conditioning benefits to the hair while maintaining excellent cleaning performance, even with the use of anionic detergents surfactants, for a wide variety of hair types. However, it would be desirable to improve these types of shampoos such that they provided improved conditioning benefits to one type of hair in particular, that type being hair damaged by permanent treatments (i.e., "perms"), color treatments, and bleach treatments, applied either at hair salons or at home. Unfortunately, silicone hair conditioner efficacy for permed hair appears to be lower than that for most undamaged hair. It would be desirable to provide a shampoo composition that would provide excellent overall cleaning and conditioning benefits for such hair, as well as other types of hair not subjected to such treatments. This would reduce the need for families or other residents to purchase separate hair conditioning shampoo products for persons with damaged and undamaged hair.

It is an object of this invention to provide shampoo compositions, which can provide excellent cleaning performance and excellent overall hair conditioning for such damaged hair as well as for hair not subjected to such treatments ("undamaged hair").

It is a further object of this invention to provide an improved anionic surfactant-containing shampoo compositions that can provide excellent cleaning performance and conditioning performance for both damaged and undamaged hair types, such that the shampooed hair can have desirable levels of manageability, combability, softness, and low or reduced levels of dryness.
These objects will become apparent from the description which follows, as many other objects become apparent upon a reading of said description.

Unless otherwise indicated, all percentages are calculated by weight of the total composition, and all ratios are calculated on a weight basis.

5 SUMMARY OF THE INVENTION

This invention provides anionic detergentsurfactant-containing liquid shampoo compositions that can provide both excellent cleaning performance and hair conditioning benefits to a wide variety of hair types, including treatment damaged and undamaged hair. This can be attained by incorporating into the shampoo composition a nonionic, insoluble, nonvolatile silicone hair conditioning agent and, additionally, a critically selected soluble, organic, cationic, polymeric conditioning agent. The shampoo compositions hereof will also comprise an aqueous carrier.

The cationic polymer conditioning agents of the present invention are organic polymers having quaternary ammonium or amino moieties (said amino moieties being cationic at the pH of the shampoo composition) about pH 9, more preferably from about pH 4 to 9, most preferably from about pH 5 to 8, and open chain backbone. Furthermore, these polymers essentially have a charge density of about +3.0 meq/gram or less, preferably about +2.75 meq/gram or less. The precise cationic charge density is not believed to be critical as long as it is less than those stated essential and preferred limits. However, for practical reasons, the charge density should be of a level such that efficient substantivity between the polymer and the hair can be attained. Generally, it is preferred that cationic charge density be at least about 0.2 meq/gram, more preferably at least about 0.4 meq/gram.

When combined with the nonionic silicone conditioning agents in the shampoo compositions of this invention, these cationic organic polymers can provide surprisingly good hair conditioning benefits for permed or other damaged hair characterized by increased anionic character, such as bleached hair and color treated hair. These types of hair that have been damaged and are characterized by increased anionic character shall hereinafter be collectively referred to as "damaged hair". Nonionic silicone conditioning agents suffer from reduced deposition, and therefore reduced efficacy, for these hair types. On the other hand, the use of the cationic organic polymers as the sole type of hair conditioning agents to damaged hair and especially to undamaged hair when delivered from shampoo compositions may not provide sufficient overall conditioning benefits, especially in the area of softness. The combination of hair conditioning agents, however, results in shampoo compositions with high levels of conditioning for damaged hair, and retains excellent conditioning for undamaged hair and cleaning performance for all hair types. As used herein, undamaged refers to hair that is not damaged by perms or other hair treatments which increase the anionic character of the hair, and does not exclude, for example, oily hair, dry hair, etc., or hair damaged in some other respect, unless such other damage is specifically and expressly indicated. These performance benefits are especially important because merely increasing the level of silicone conditioning agent in a particular shampoo that is effective for treating undamaged hair to improve conditioning of damaged hair can result in too high a level of silicone deposition for undamaged hair. This can impart an undesirable greasy feel. On the other hand, the cationic organic polymer, by itself, does not provide efficient conditioning of undamaged hair. The present invention provides anionic detergentsurfactant-containing shampoo compositions that can provide excellent conditioning to both damaged and normal hair through the use of nonionic silicone and particularly selected soluble, organic, polymeric, cationic conditioning agents hereof.

Although it is not intended to limit the present invention by theory, it is believed that the cationic polymers of the present invention are particularly advantageous for use in anionic detergentsurfactant-containing shampoos as a result of a combination of factors. First is the absence of ring structures and saturated carbon-carbon covalent bonds in the polymer backbone. This type of backbone results in a more flexible polymer which, along with their relatively low charge density, reduces the tendency of many cationic polymers to undesirably build up on the hair upon repeated usage. The use of these cationic, organic polymers as conditioning agents along with the silicone conditioning agents hereof can provide excellent cleaning shampoos useful for conditioning a wide variety of damaged and undamaged hair types.

In a preferred embodiment, the present invention provides hair conditioning shampoo compositions comprising:

(a) from about 5% to about 50%, by weight, of an anionic detergentsurfactant component;
(b) from about 0.1% to about 10%, by weight, of a dispersed, insoluble, nonvolatile, nonionic silicone conditioning agent;
(c) from about 0.05% to about 10%, by weight, of soluble, organic, polymeric, cationic hair conditioning agent, said polymeric, cationic hair conditioning agent Consisting essentially of one or more cationic hair conditioning polymers, said cationic hair conditioning polymers having quaternary ammonium or cationic amino moieties, or a mixture thereof, an open chain backbone, and a charge density of about +3.0 meq/gram or less; and
(d) an aqueous carrier.

As used herein, the terms "soluble" and "insoluble" used in reference to particular ingredients of the shampoo compositions refer to solubility or insolubility, respectively, of that ingredient in the shampoo composition.

All percentages are calculated by weight of the total composition unless otherwise specifically indicated.

The invention, including preferred embodiments thereof, is described in further detail in the Detailed Description of the Invention, which follows.

DETAILED DESCRIPTION OF THE INVENTION

The essential as well as a variety of preferred and optional components of the compositions of the present invention are described below.

Anionic Detergent Surfactant

The hair conditioning shampoo compositions of the present invention comprise an anionic detergent surfactant to provide cleaning performance to the composition.

The anionic detergent surfactant will generally be from about 5% to about 50%, preferably from about 8% to about 30%, more preferably from about 10% to about 25%, of the composition. The anionic detergent surfactant of the compositions hereof can be a single species of surfactant or a combination of different surfactants.

Synthetic anionic detergent surfactants useful herein include alkyl and alkyl ether sulfates. These materials have the respective formulae RO(SO₂)x M and RO(CH₂)ₙ SO₃-M, wherein M is a water-soluble cation such as ammonium, sodium, potassium or triethanolamine. The alkyl ether sulfates are typically made as condensation products of ethylene oxide and monohydric alcohols having from about 8 to about 24 carbon atoms, x is 1 to 10, and M is a water-soluble cation such as ammonium, sodium, potassium or triethanolamine. The alkyl ether sulfates are typically made as condensation products of ethylene oxide and monohydric alcohols having from about 8 to about 24 carbon atoms.

Preferably, R has from about 12 to about 18 carbon atoms in both the alkyl and alkyl ether sulfates. The alcohol can be derived from fats, e.g., coconut oil or tallow, or can be synthetic. Lauryl alcohol and straight chain alcohols derived from coconut oil are preferred herein. Such alcohols are reacted with about 1 to about 10, and especially about 3, molar proportions of ethylene oxide and the resulting mixture of molecular species having, for example, an average of 3 moles of ethylene oxide per mole of alcohol, is sulfated and neutralized.

Specific examples of alkyl ether sulfates which may be used in the present invention are sodium and ammonium salts of coconut alkyl triethylene glycol ether sulfate; tallow alkyl triethylene glycol ether sulfate, and tallow alkyl hexaoxyethylene sulfate. Highly preferred alkyl ether sulfates are those comprising a mixture of individual compounds, said mixture having an average alkyl chain length of from about 12 to about 18 carbon atoms and an average degree of ethoxylation of from about 1 to about 4 moles of ethylene oxide. Such a mixture also comprises from about 0 to about 20% by weight of C₁₂₋₁₃ compounds; from about 60 to about 100% by weight of C₁₄₋₁₅₋₁₆ compounds, from about 0 to about 20% by weight of C₁₇₋₁₈₋₁₉ compounds; from about 3 to about 30% by weight of compounds having a degree of ethoxylation of 0; from about 45 to about 90% by weight of compounds having a degree of ethoxylation of from about 1 to about 4; from about 10 to about 25% by weight of compounds having a degree of ethoxylation of from about 4 to about 8; and from about 0.1 to about 15% by weight of compounds having a degree of ethoxylation greater than about 8.

Another suitable class of anionic detergent surfactants are the water-soluble salts of the organic, sulfuric acid reaction products of the general formula:

\[ R_{1}\cdot SO_{3}\cdot M \]

wherein \( R_{1} \) is chosen from the group consisting of a straight or branched chain, saturated aliphatic hydrocarbon radical having from about 8 to about 24, preferably about 12 to about 18, carbon atoms; and M is a cation. Important examples are the salts of an organic sulfuric acid reaction product of a hydrocarbon of the methane series, including iso-, neo-, ineso-, and n-paraffins, having about 8 to about 24 carbon atoms,
preferably about 12 to about 18 carbon atoms and a sulfonating agent, e.g., \( \text{SO}_3 \), \( \text{H}_2\text{SO}_4 \), oleum, obtained according to known sulfonation methods, including bleaching and hydrolysis. Preferred are alkali metal and ammonium sulfonated \( \text{C}_{12-18} \) \( n \)-paraffins.

Additional examples of synthetic anionic detersive surfactants which come within the terms of the present invention are the reaction products of fatty acids esterified with isethionic acid and neutralized with sodium hydroxide where, for example, the fatty acids are derived from coconut oil; sodium or potassium salts of fatty acid amides of methyl tauride in which the fatty acids, for example, are derived from coconut oil. Other synthetic anionic detersive surfactants of this variety are set forth in U.S. Patents 2,486,921; 2,486,922; and 2,396,278.

Still other synthetic anionic detersive surfactants are in the class designated as succinamates. This class includes such surface active agents as disodium \( \text{N} \)-octadecylsulfosuccinamate; tetrasodium \( \text{N} \)-(1,2-dicarboxyethyl)-\( \text{N} \)-octadecylsulfosuccinamate; diaryl ester of sodium sulfosuccinic acid; dihexyl ester of sodium sulfosuccinic acid; dioctyl esters of sodium sulfosuccinic acid.

Other suitable anionic detersive surfactants utilizale olefin sulfonates having about 12 to about 24 carbon atoms. The term "olefin sulfonates" is used herein to mean compounds which can be produced by the sulfonation of \( \alpha \)-olefins by means of uncomplexed sulfur trioxide, followed by neutralization of the acid reaction mixture in conditions such that any sulfones which have been formed in the reaction are hydrolyzed to give the corresponding hydroxy-alkanesulfonates. The sulfur trioxide can be liquid or gaseous, and is usually, but not necessarily, diluted by inert diluents, for example by liquid \( \text{SO}_3 \), chlorinated hydrocarbons, etc., when used in the liquid form, or by air, nitrogen, gaseous \( \text{SO}_2 \), etc., when used in the gaseous form.

The \( \alpha \)-olefins from which the olefin sulfonates are derived are mono-olefins having about 12 to about 24 carbon atoms, preferably about 14 to about 16 carbon atoms. Preferably, they are straight chain olefins. Examples of suitable 1-olefins include 1-dodecene; 1-tetradecene; 1-hexadecene; 1-octadecene; 1-eicosene and 1-tetracosene.

In addition to the true alkene sulfonates and a proportion of hydroxy-alkanesulfonates, the olefin sulfonates can contain minor amounts of other materials, such as alkene disulfonates depending upon the reaction conditions, proportion of reactants, the nature of the starting olefins and impurities in the olefin stock and side reactions during the sulfonation process.

A specific \( \alpha \)-olefin sulfonate mixture of the above type is described more fully in the U.S. Patent 3,332,880, Pfauemr and Kessler, issued July 25, 1967, incorporated herein by reference.

Another class of anionic detersive surfactants are the \( \beta \)-alkyloxy alkane sulfonates. These compounds have the following formula:

\[
\begin{array}{c}
\text{OR}_2 \\
| \\
\text{R}_1 - \text{C} - \text{C} - \text{SO}_3 \text{M} \\
| \\
\text{H} \\
\end{array}
\]

where \( R_1 \) is a straight chain alkyl group having from about 6 to about 20 carbon atoms, \( R_2 \) is a lower alkyl group having from about 1 (preferred) to about 3 carbon atoms, and \( M \) is a water-soluble cation as hereinbefore described.

Specific examples of \( \beta \)-alkyloxy-alkane-1-sulfonates, or alternatively 2-alkyloxy-alkane-1-sulfonates, having low hardness (calcium ion) sensitivity useful herein include: potassium \( \beta \)-methoxydecylsulfonate, sodium \( \beta \)-methoxydecylsulfonate, potassium 2-ethoxytetradecylsulfonate, sodium 2-propoxyhexadecylsulfonate, lithium 2-t-butoxytetradecyl-sulfonate, sodium \( \beta \)-methoxyoctadecylsulfonate, and ammonium \( \beta \)-n-propoxydodecylsulfonate.

Many additional synthetic anionic surfactants are described in McCutcheon's, Emulsifiers and Detergents, 1989 Annual, published by M. C. Publishing Co., which is incorporated herein by reference. Also U.S. Patent 3,929,678, Laughlin et al., issued December 30, 1975, discloses many other anionic as well as other surfactant types and is incorporated herein by reference.

Preferred anionic detersive surfactants for use in the present shampoo compositions include ammonium lauryl sulfate, ammonium laureth sulfate, triethylamine lauryl sulfate, triethyamine lauroth sulfate, triethanolamine lauryl sulfate, triethanolamine laurth sulfate, monoethanolamine lauryl sulfate, mon-
oethanolamine laureth sulfate, diethanolamine lauryl sulfate, diethanolamine laureth sulfate, lactic monoglyceride sodium sulfate, sodium lauryl sulfate, sodium laurate sulfate, potassium lauryl sulfate, potassium laureth sulfate, sodium lauryl sarcosinate, sodium lauroyl sarcosinate, lauryl sarcosine, cocoyl sarcosine, ammonium cocoyl sulfate, ammonium lauroyl sulfate, sodium cocoyl sulfate, sodium lauroyl sulfate, potassium cocoyl sulfate, potassium lauryl sulfate, triethanolamine lauryl sulfate, triethanolamine lauryl sulfate, monoethanolamine cocoyl sulfate, monoethanolamine laurate sulfate, sodium tridecyl benzene sulfonate, and sodium dodecyl benzene sulfonate.

Optional Detergent Surfactants

In addition to the anionic detergent surfactant, the compositions of the present invention can optionally contain other detergent surfactants. These include nonionic surfactants, amphoteric surfactants, zwitterionic surfactants. Optional detergent surfactants, when used, are typically present at levels of from about 0.5% to about 20%, more typically from about 1% to about 10%. Also, the total amount of detergent surfactant in compositions containing optional detergent surfactants in addition to the anionic surfactant will generally be from about 5.5% to about 50%, preferably from about 8% to about 30%, more preferably from about 10% to about 25%. Cationic detergent surfactants can also be used, but are generally less preferred because they can adversely interact with the anionic detergent surfactant. Cationic detergent surfactants, if used, are preferably used at levels no greater than about 5%.

Nonionic detergent surfactants which can be used include those broadly defined as compounds produced by the condensation of alkylen oxide groups (hydrophilic in nature) with an organic hydrophobic compound, which may be aliphatic or alkyl aromatic in nature. Examples of preferred classes of nonionic detergent surfactants are

1. The polyethylene oxide condensates of alkyl phenols, e.g., the condensation products of alkyl phenols having an alkyl group containing from 6 to about 20 carbon atoms in either a straight chain or branched chain configuration, with ethylene oxide, the said ethylene oxide being present in amounts equal to from about 10 to about 60 moles of ethylene oxide per mole of alkyl phenol. The alkyl substituent in such compounds may be derived from polymerized propylene, disobutylene, octane, or nonane, for example.

2. Those derived from the condensation of ethylene oxide with the product resulting from the reaction of propylene oxide and ethylene diamine products which may be varied in composition depending upon the balance between the hydrophobic and hydrophilic elements which is desired. For example, compounds containing from about 40% to about 80% polyoxyethylene by weight and having a molecular weight of from about 5,000 to about 11,000 resulting from the reaction of ethylene oxide groups with a hydrophobic base constituted of the reaction product of ethylene diamine and excess propylene oxide, said base having a molecular weight of the order of about 2,500 to about 3,000, are satisfactory.

3. The condensation product of aliphatic alcohols having from about 8 to about 18 carbon atoms, in either straight chain or branched chain configuration, with ethylene oxide, e.g., a coconut alcohol ethylene oxide condensate having from about 10 to about 30 moles of ethylene oxide per mole of coconut alcohol, the coconut alcohol fraction having from about 10 to about 14 carbon atoms.

4. Long chain tertiary amine oxides corresponding to the following general formula:

\[ R_1R_2R_3N \to O \]

wherein \( R_1 \) contains an alkyl, alkenyl or monohydroxy alkyl radical of from about 8 to about 18 carbon atoms, from 0 to about 10 ethylene oxide moieties, and from 0 to about 1 glyceryl moiety, and \( R_2 \) and \( R_3 \) contain from about 1 to about 3 carbon atoms and from 0 to about 1 hydroxy group, e.g., methyl, ethyl, propyl, hydroxyethyl, or hydroxypropyl radicals. The arrow in the formula is a conventional representation of a semipolar bond. Examples of amine oxides suitable for use in this invention include dimethyl-dodecylamine oxide, oleyldi(2-hydroxyethyl) amine oxide, dimethyl-octylamine oxide, dimethyldecylamine oxide, dimethyl-tetradecylamine oxide, 3,6,9-trioxahexadecyl(dimethyloxide, di(2-hydroxyethyl)tetradecylamine oxide, 2-dodecoxyethyl(dimethyloxide, 3-dodecoxy-2-hydroxypropyldi(3-hydroxypropy) amine oxide, dimethylhexadecylamine oxide.

5. Long chain tertiary phosphine oxides corresponding to the following general formula:

\[ RR'R''P \to O \]

wherein \( R \) contains an alkyl, alkenyl or monohydroxyalkyl radical ranging from about 8 to about 18
carbon atoms in chain length, from 0 to about 10 ethylene oxide moieties and from 0 to about 1 glyceryl moiety and R' and R" are each alkyl or monohydroxyalkyl groups containing from about 1 to about 3 carbon atoms. The arrow in the formula is a conventional representation of a semipolar bond. Examples of suitable phosphine oxides are: dodecyl(dimethyl)phosphine oxide, tetradecyl(dimethyl)phosphine oxide, tetradecyl(trimethyl)phosphine oxide, 3,6,9-trioxoacetadecyl(dimethyl)phosphate oxide, cetyl(dimethyl)phosphate oxide, 3-dodec oxy-2-hydroxypropylidin(2-hydroxyethyl) phosphate oxide, stearyl(dimethyl)phosphate oxide, cetylhexyphosphine oxide, oleyl(diethyl)phosphine oxide, dodecyldiethylphosphine oxide, tetradecyl(diethyl)phosphate oxide, dodecyl(diethyl)phosphine oxide, dodecyl(2-hydroxyethyl)phosphine oxide, tetradecylmethy-2-hydroxypropylphosphate oxide, oleyl(diethyl)phosphine oxide, 2-hydroxydodecyl(dimethyl)phosphine oxide.

6. Long chain dialkyl sulfoxides containing one short chain alkyl or hydroxy alkyl radical of from about 1 to about 3 carbon atoms (usually methyl) and one long hydrophobic chain which include alkyl, alkenyl, hydroxy alkyl, or keto alkyl radicals containing from about 8 to about 20 carbon atoms, from 0 to about 10 ethylene oxide moieties and from 0 to about 1 glyceryl moiety. Examples include: octadecyl methyl sulfoxide, 2-ketotridecyl methyl sulfoxide, 3,6,9-trioxoacetadecyl 2-hydroxyethyl sulfox ide, dodecyl methyl sulfoxide, oleyl 3-hydroxypropyl sulf oxide, tetrade cyl methyl sulf oxide, 3-methoxytridecyl methyl sulf oxide, 3-hydroxy3-dodec oxybutyl methyl sulf oxide.

Zwitterionic detergents surfactants are exemplified by those which can be broadly described as derivatives of aliphatic quaternary ammonium, phosphonium, and sulfonyl compounds, in which the aliphatic radicals can be straight or branched chain, and wherein one of the aliphatic substituents contains from about 8 to about 18 carbon atoms and one contains an anionic group, e.g., carboxy, sulfonate, sulfate, phosphates, or phosphonate. A general formula for these compounds is:

\[ (R^3)_x \]

\[ R^2 - Y(+) - CH_2 - R^4 - Z(-) \]

wherein \( R^2 \) contains an alkyl, alkenyl, or hydroxy alkyl radical of from about 8 to about 18 carbon atoms, from 0 to about 10 ethylene oxide moieties and from 0 to about 1 glyceryl moiety; Y is selected from the group consisting of nitrogen, phosphorus, and sulfur atoms; \( R^3 \) is an alkyl or monohydroxyalkyl group containing about 1 to about 3 carbon atoms; \( X \) is 1 when \( Y \) is a sulfur atom, and 2 when \( Y \) is a nitrogen or phosphorus atom; \( R^4 \) is an alkylene or hydroxylalkylene of from about 1 to about 4 carbon atoms and \( Z \) is a radical selected from the group consisting of carboxylate, sulfonate, sulfate, phosphonate, and phosphate groups.

Examples of such surfactants include:
1-4-[N,N-di(2-hydroxyethyl)-N-octadecylammonio]-butane-1-carboxylate;
5-[S-3-hydroxypropyl-S-hexadecylsulfonyl]-3-hydroxypentane-1-sulfate;
3-[P,P-diethyl-P-3,6,9-tri oxoacetadecyl-phosphonic]-2-hydroxy-propane-1-phosphate; 3-[N,N-di propyl-N-3-dodec oxy-2-hydroxypropylammonio]-propane-1-phosphate; 3-[N,N-dimethyl-N-hexadecylammonio]-propane-1-sulfonate; 3-[N,N-dimethyl-N-hexadecylammonio]-2-hydroxy-propane-1-sulfonate; 4-[N,N-di(2-hydroxyethyl)-N-(2-hydroxydodecylammonio)-butane-1-carboxylate; 3-[S-ethyl-S-[3-dodec oxy-2-hydroxypropyl-sulfonyl]]-propane-1-phosphate; 3-[P,P-dimethyl-P-dodecyl-phosphonio]-propane-1-phosphate; and 5-[N,N-di(3-hydroxypropyl)-N-hexadecylammonio]-2-hydroxy-pentane-1-sulfate.

Other zwitterions such as betaines can also be useful in the present invention. Examples of betaines useful herein include the high alkyl betaines, such as coco dimethyl carboxymethyl betaine, cocomidopropyl betaine, cocobetaine, lauryl amidos propyl betaine, oleyl betaine, lauryl dimethyl carboxy methyl betaine, lauryl dimethyl alphan carboxy methyl betaine, cetyl dimethyl carboxymethyl betaine, lauryl bis-(2-hydroxyethyl) carboxymethyl betaine, stearyl bis-(2-hydroxypropyl) carboxymethyl betaine, oleyl dimethyl gamma-carboxypropyl betaine, and lauryl bis-(2-hydroxy-propyl)alpha-carboxyethyl betaine. The sulfobetaines may be represented by coco dimethyl sulpropyl betaine, stearyl dimethyl sulfopropyl betaine, lauryl dimethyl sulfoethyl betaine, lauryl bis-(2-hydroxyethyl) sulfopropyl betaine and the like; amidobetaines and amidosulfobetaines, wherein the RCONH(CH_3) radical is attached to the nitrogen atom of the betaine are also useful in this invention. Preferred betaines for use in the present compositions are cocoamidopropyl betaine, cocobetaine, lauryl amidopropyl betaine, and oleyl betaine.
Examples of amphoteric detersive surfactants which can be used in the compositions of the present invention are those which are broadly described as derivatives of aliphatic secondary and tertiary amines in which the aliphatic radical can be straight or branched chain and wherein one of the aliphatic substituents contains from about 8 to about 18 carbon atoms and one contains an anionic water solubilizing group, e.g., carboxy, sulfonate, sulfate, phosphate, or phosphonate. Examples of compounds falling within this definition are sodium 3-dodecyl-aminopropionate, sodium 3-dodecylaminopropane sulfonate, sodium lauryl sarcosinate, N-alkyltaurines such as the one prepared by reacting dodecylamine with sodium isethionate according to the teaching of U.S. Patent 2,658,072, N-higher alkyl aspartic acids such as those produced according to the teaching of U.S. Patent 2,438,091, and the products sold under the trade name "MIRANOL"™ and described in U.S. Patent 2,528,378.

The most preferred shampoos of the present invention contain specific combinations of anionic surfactants, zwitterionic surfactants, and amphoteric surfactants. The preferred shampoos contain from about 2% to about 16% of alkyl sulfates, from 0% to about 14% of ethoxylated alkyl sulfates, and from about 0% to about 10% of an optional detersive surfactant selected from the nonionic, amphoteric, and zwitterionic detersive surfactants, with a total surfactant level of from about 10% to about 25%.

**Silicone Hair Conditioning Agent**

An essential component of the present invention is a volatile, nonionic silicone hair conditioning agent which is insoluble in the shampoo compositions hereof. The silicone conditioning agent comprises a silicone fluid component which contains a nonvolatile, insoluble, silicone fluid and optionally comprises a silicone gum which is insoluble in the shampoo composition as a whole but is soluble in the silicone fluid. The silicone hair conditioning agent can also comprise a silicone resin to enhance silicone fluid component deposition efficiency.

The silicone hair conditioning agent may comprise low levels of volatile silicone components; however, such volatile silicones will preferably exceed no more than about 0.5%, by weight, of the shampoo composition. Typically, if volatile silicones are present, it will be for practical reasons incidental to their utility as a solvent and carrier for commercially available silicone resins.

The silicone hair conditioning agent for use herein will preferably have viscosity of from about 10-20,000 cm²/s (1,000 to about 2,000,000 centistokes) at 25 °C, more preferably from about 100-18,000 cm²/s (about 10,000 to about 1,800,000 centistokes), even more preferably from about 1000-15,000 cm²/s (about 100,000 to about 1,500,000 centistokes). The viscosity can be measured by means of a glass capillary viscometer as set forth in Dow Corning Corporate Test Method CTM0004, July 20, 1970.

The silicone hair conditioning agent will be used in the shampoo compositions hereof at levels of from about .1% to about 10% by weight of the composition, preferably from about 0.5% to about 8%, more preferably from about 1% to about 5%.

Suitable insoluble, nonvolatile silicone fluids include polyalkyl siloxanes, polyaryl siloxanes, polyalkylaryl siloxanes, polyster siloxane copolymer and mixtures thereof. However, other insoluble, nonvolatile silicone fluids having hair conditioning properties may be used. The term "nonvolatile" as used herein shall mean that the silicone material exhibits very low or no significant vapor pressure at ambient conditions, as is well understood in the art. The term "silicone fluid" shall mean flowable silicone materials having a viscosity of less than 10,000 cm²/s (1,000,000 centistokes) at 25 °C. Generally, the viscosity of the fluid will be between about 0.05-1000 cm²/s (5 and 1,000,000 centistokes) at 25 °C, preferably between about 0.1-1000 cm²/s (10 and 100,000 centistrokes). The term "silicone", as used herein, shall be synonymous with the term "polysiloxane".

The nonvolatile polyalkylsiloxane fluids that may be used include, for example, polydimethyl siloxanes. These siloxanes are available, for example, from the General Electric Company as a Viscasil series and from Dow Corning as the Dow Corning 200 series.

The polyalkylaryl siloxane fluids that may be used, also include, for example, polymethylphenylsiloxanes. These siloxanes are available, for example, from the General Electric Company as SF 1075 methyl phenyl fluid or from Dow Corning as 556 Cosmetic Grade Fluid.

The polyster siloxane copolymers that may be used include, for example, a polypropylene oxide modified dimethylpolysiloxane (e.g., Dow Corning DC-1248) although ethylene oxide or mixtures of ethylene oxide and propylene oxide may also be used. The ethylene oxide and polypropylene oxide level must be sufficiently low to prevent solubility in water and the composition hereof.
Silicone fluids hereof also include polyalkyl or polyaryl siloxanes with the following structure:

\[
R \mid A - Si - O - Si - O - Si - A \mid R
\]

wherein R is alkyl or aryl, and x is an integer from about 7 to about 8,000 may be used. "A" represents groups which block the ends of the silicone chains.

The alkyl or aryl groups substituted on the siloxane chain (R) or at the ends of the siloxane chains (A) may have any structure as long as the resulting silicones remain fluid at room temperature, are hydrophobic, are neither irritating, toxic nor otherwise harmful when applied to the hair, are compatible with the other components of the composition, are chemically stable under normal use and storage conditions, and are capable of being deposited on and of conditioning hair.

Suitable A groups include methyl, methoxy, ethoxy, propoxy, and aryloxy. The two R groups on the silicone atom may represent the same group or different groups. Preferably, the two R groups represent the same group. Suitable R groups include methyl, ethyl, propyl, phenyl, methylphenyl and phenylmethyl. The preferred silicones are polydimethyl siloxane, polydiethylsiloxane, arid polymethylphenylsiloxane. Polydimethylsiloxane is especially preferred.

References disclosing suitable silicone fluids include U.S. Patent 2,826,551, Geen; U.S. Patent 3,964,500, Drakoff, issued June 22, 1976; U.S. Patent 4,364,837, Pader; and British Patent 849,433, Woolston. All of these patents are incorporated herein by reference. Also incorporated herein by reference is *Silicon Compounds* distributed by Petrarch Systems, Inc., 1984. This reference provides an extensive (though not exclusive) listing of suitable silicone fluids.

Another silicone material that can be especially useful in the silicone conditioning agents is insoluble silicone gum. The term "silicone gum", as used herein, means polyorganosiloxane materials having a viscosity at 25°C of greater than or equal to 10 000 cm²/s (1,000,000 centistokes). Silicone gums are described by Petrarch and others including U.S. Patent 4,152,416, Spitzer et al., issued May 1, 1979 and Noll, Walter, *Chemistry and Technology of Silicones*, New York: Academic Press 1968. Also describing silicone gums are General Electric Silicone Rubber Product Data Sheets SE 30, SE 33, SE 54 and SE 76. All of these described references are incorporated herein by reference. The "silicone gums" will typically have a mass molecular weight of about 200,000, generally between about 200,000 and about 1,000,000. Specific examples include polydimethylsiloxane, (polydimethylsiloxane) (methylvinylsiloxane) copolymer, poly(dimethylsiloxane) (diphenyl siloxane)(methylvinylsiloxane) copolymer and mixtures thereof.

Preferably the silicone hair conditioning agent comprises a mixture of a polydimethylsiloxane gum, having a viscosity greater than about 10 000 cm²/s (1,000,000 centistokes) and polydimethylsiloxane fluid having a viscosity of from about 0.1-1 000 cm²/s (10 centistokes to 100,000 centistokes), wherein the ratio of gum to fluid is from about 30:70 to about 70:30, preferably from about 40:60 to about 60:40.

Another optional ingredient that can be included in the silicone conditioning agent is silicone resin. Silicone resins are highly crosslinked polymeric siloxane systems. The crosslinking is introduced through the incorporation of trifunctional and tetrafunctional silanes with monofunctional or difunctional, or both, monomer units during manufacture of the silicone resin. As is well understood in the art, the degree of crosslinking that is required in order to result in a silicone resin will vary according to the specific silane units incorporated into the silicone resin. In general, silicone materials which have a sufficient level of trifunctional and tetrafunctional siloxane monomer units (and hence, a sufficient level of crosslinking) such that they dry down to a rigid, or hard, film are considered to be silicone resins. The ratio of oxygen atoms to silicon atoms is indicative of the level of crosslinking in a particular silicone material. Silicone materials which have at least about 1.1 oxygen atoms per silicon atom will generally be silicone resins herein. Preferably, the ratio of oxygen: silicon atoms is at least about 1.2:1.0. Silanes used in the manufacture of silicone resins include monomethyl-, dimethyl-, monophenyl-, diphenyl-, methyl-phenyl-, monovinyl-, and methylvinyl-chlorosilanes, and tetra-chlorosilane, with the methyl-substituted silanes being most commonly utilized. Preferred resins are offered by General Electric as GE SS4230 and SS4267. Commercially available silicone resins will generally be supplied in an unhardened form in a low viscosity volatile or nonvolatile silicone fluid. The silicone resins for use herein should be supplied and incorporated into the present compositions in such unhardened form, as will be readily apparent to those skilled in the art.

Silicone materials and silicone resins in particular, can conveniently be identified according to a shorthand nomenclature system well known to those skilled in the art as "MDTQ" nomenclature. Under this system, the silicone is described according to presence of various siloxane monomer units which make up the silicone. Briefly, the symbol M denotes the monofunctional unit \((\text{CH}_3)_2\text{SiO}_2\); D denotes the difunctional unit \((\text{CH}_3)_2\text{SiO}_3\); T denotes the trifunctional unit \((\text{CH}_3)\text{SiO}_4\); and Q denotes the quadri- or tetra-functional unit \(\text{SiO}_2\). Primes of the unit symbols, e.g., M', D', T', and Q' denote substituents other than methyl, and must be specifically defined for each occurrence. Typical alternate substituents include groups such as vinyl, phenyls, amines, hydroxyls, etc. The molar ratios of the various units, either in terms of subscripts to the symbols indicating the total number of each type of unit in the silicone (or an average thereof) or as specifically indicated ratios in combination with molecular weight complete the description of the silicone material under the MDTQ system. Higher relative molar amounts of T, Q, T' and/or Q' to D, D', M and/or or M' in a silicone resin is indicative of higher levels of crosslinking. As discussed before, however, the overall level of crosslinking can also be indicated by the oxygen to silicon ratio.

The silicone resins for use herein which are preferred are MQ, MT, MTQ, MQ and MDTQ resins. Thus, the preferred silicone substituent is methyl. Especially preferred are MQ resins wherein the M:Q ratio is from about 0.5:1.0 to about 1.5:1.0 and the average molecular weight of the resin is from about 1000 to about 10,000.

The weight ratio of the nonvolatile silicone fluid component to the silicone resin component is from about 4:1 to about 400:1, preferably this ratio is from about 9:1 to about 200:1, more preferably from about 19:1 to about 100:1, particularly when the silicone fluid component is a polydimethylsiloxane fluid or a mixture of polydimethylsiloxane fluid and polydimethylsiloxane gum as described above.

**Polymeric, Cationic Hair Conditioning Agent**

The shampoo compositions of the present invention comprise a soluble, organic, polymeric cationic hair conditioning agent as an essential element. The polymeric cationic hair conditioning agent hereof will generally be present at levels of from about 0.05% to about 10%, preferably from about 0.1% to about 5%, more preferably from about 0.3% to about 3%, by weight, of the shampoo composition.

The cationic organic polymers useful in the hair conditioning agent hereof are organic polymers that can provide conditioning benefits to hair and that are soluble in the shampoo composition. Structurally, these polymers are characterized by open chain backbone, with quaternary ammonium or cationic amino moieties, or a mixture thereof, and a charge density which is no greater than about +3.0 meq/gram. Preferably, charge density is less than about +2.75 meq/gram. The precise cationic charge density is not believed to be critical so long as it is less than those stated essential and preferred limits. However, for practical reasons, the charge density should be of a level such that efficient substantivity between the polymer and the hair can be attained. Generally, it is preferred that cationic charge density be at least about 0.2 meq/gram, more preferably at least about 0.4 meq/gram. Generally, the shampoo pH will be between about 3 and about 9, preferably between about 4 and about 8. Those skilled in the art will recognize that the charge density of amino-containing polymers may vary depending upon pH and the isoelectric point of the amino groups. Additionally, it is preferred that the charge density be within the above limits at the pH of intended use which will, in general, be from about pH 4 to about pH 9, most generally from about pH 5 to about pH 8. The polymer, of course, must remain cationic upon application to the hair in order for there to be adequate substantivity between the conditioning agent and the hair.

The cationic hair conditioning polymers hereof have a flexible, open chain organic backbone comprising saturated carbon-carbon covalent bonds. The polymer backbones are preferably substantially free of carbon-carbon triple bonds, which can adversely affect polymer flexibility. More preferably, the polymer backbone will be completely free of carbon-carbon triple bonds.

The cationic nitrogen-containing moiety will be present generally as a substituent, on a fraction of the total monomer units of the cationic hair conditioning polymers. Thus, the cationic can comprise copolymers, terpolymers, etc. of quaternary ammonium or cationic amine-substituted monomer units and other non-cationic units referred to herein as spacer monomer units. Such materials are known in the art, and a variety of such materials can be found in the *CTFA Cosmetic Ingredient Dictionary*, 3rd edition, edited by Estrin, Crosley, and Haynes, (The Cosmetic, Toiletry, and Fragrance Association, Inc., Washington, D.C., 1982). As used herein, the term "polymer" shall include materials whether made by polymerization of one type of monomer as well as materials made by two (i.e., copolymers) or more types of monomers.
Suitable cationic polymers include, for example, copolymers of vinyl monomers having cationic amine or quaternary ammonium functionalities with water soluble spacer monomers such as acrylamide, methacrylamide, alkyl and dialkyl acrylamides, alkyl and dialkyl methacrylamides, alkyl acrylate, alkyl methacrylate, vinyl caprolactone, and N-vinyl pyrrolidone. The alkyl and dialkyl substituted monomers preferably have C₁-C₇ alkyl groups, more preferably C₁-C₅ alkyl groups. Other suitable spacer monomers include vinyl esters, vinyl alcohol (made by hydrolysis of polyvinyl acetate), maleic anhydride, propylene glycol, and ethylene glycol.

Tertiary amine-substituted vinyl monomers can be polymerized in the amine form, or can be converted to ammonium by a quaternization reaction. The amines can also be similarly quaternized subsequently to formation of the polymer.

Tertiary amine functionalities can be quaternized by reaction with a salt of the formula RX wherein R’ is a short chain alkyl, preferably a C₁-C₇ alkyl, more preferably a C₁-C₅ alkyl, and X is an anion which forms a water soluble salt with the quaternized ammonium. X can be, for example, a halide (e.g., Cl, Br, I, or F), preferably CI, Br, or I or a sulfate.

Suitable cationic amino and quaternary ammonium monomers include, for example, vinyl compounds substituted with dialkylaminoalkyl acrylate, dialkylaminoalkyl methacrylate, monoalkylaminoalkyl acrylate, monoalkylaminoalkyl methacrylate, trialkyl methacryloxyalkyl ammonium salt, trialkyl acryloyloxyalkyl ammonium salt, vinyl quaternary ammonium monomers having cyclic cationic nitrogen-containing rings such as pyridinium and imidazolium, e.g., alkyl vinyl imidazolium and alkyl vinyl pyridinium salts. The alkyl portions of these monomers are preferably lower alkylics such as the C₁-C₅ alkylics, more preferably C₁ and C₂ alkylics. The quaternary ammonium salts must, of course, be soluble, and the anionic counterions referred to above are suitable.

The amine-substituted monomers useful for cationic organic polymers hereof will preferably be secondary or tertiary amines, more preferably tertiary amines. Suitable amine-substituted vinyl monomers for use herein include dialkylaminoalkyl acrylate, dialkylaminoalkyl methacrylate, dialkylaminoalkyl acrylamide, dialkylaminoalkyl and methacrylamide wherein the alkyl groups are preferably C₁-C₇, more preferably C₁-C₅, alkylics.

The cationic polymers hereof can also comprise mixtures of monomer units derived from amine and/or quaternary ammonium-substituted oxyalkylene, vinyl, or other polymerizable monomer and compatible spacer monomers.

The charge density, i.e., the meq/gram of cationic charge, can be controlled and adjusted in accordance with techniques will known in the art. In general, adjustment of the proportions of amine or quaternary ammonium moieties in the polymer, as well as pH of the shampoo composition in the case of the amines, will affect the charge density.

Specific examples of suitable cationic hair conditioning polymers include, for example, copolymers of 1-vinyl-2-pyrrolidone and 1-vinyl-3-methylimidazolium salt (e.g., chloride salt) (referred to in the industry as Polyquaternium-16), such as those commercially available from BASF Wyandotte Corp. ( Parsippany, NJ, USA) under LUVIQUAT trade name (e.g., LUVIQUAT FC 370, and copolymers of 1-vinyl-2-pyrrolidone and dimethylaminoethyl methacrylate (referred to in the industry as Polyquaternium-11) such as those commercially available from GAF Corporation (Wayne, NJ, USA) under the GAFQUAT trade name (e.g., GAFQUAT 755N).

Aqueous Carrier

The shampoo compositions of the present invention are liquids which, preferably are pourable at room temperature. The compositions hereof will comprise an aqueous carrier, i.e., water, which will generally be present at a level of about 20% to about 95% by weight of the composition, preferably from about 60% to about 85% for pourable, liquid formulations. The compositions of the present invention can also be in other forms, such as gels, mouse, etc. In such cases, appropriate components known in the art such as gelling agents (e.g., hydroxyethyl cellulose), etc. can be included in the compositions. Gels will typically contain from about 20% to about 90% water. Mousses will contain aerosol propellant in a low viscosity composition and are packaged in an aerosol can, according to techniques well known in the art.

Suspending Agent for Silicone Conditioning Agent

Since the silicone conditioning agent used in the present compositions is an insoluble silicone dispersed in the compositions, it is preferred to utilize a suspending agent for the silicone. Suitable suspending agents are long chain acyl derivatives, long chain amine oxides, and mixtures thereof, wherein
such suspending agents are present in the shampoo compositions in crystalline form. A variety of such suspending agents are described in U.S. Patent 4,741,855, Grote et al., issued May 3, 1988. Especially preferred is ethylene glycol distearate.

Also included among the long chain acyl derivatives useful as suspending agents are the N,N-di-(hydrogenated) C₁₆-C₁₈ amido benzoic acid, or soluble salt (e.g., K, Na salts) thereof particularly N,N-di-(hydrogenated) aliphatic amido benzoic acid which is commercially marketed by Stepan Company (Northfield, Illinois, USA).

Another useful suspending agent for the silicone conditioning agents of the present compositions is xanthan gum as described in U.S. Patent 4,788,006, Bolich et al., issued June 5, 1994. The combination of long chain acyl derivatives and xanthan gum as a suspending system for silicone is described in U.S. Patent 4,704,272, Oh et al., issued November 3, 1987, and may also be used in the present compositions.

Generally, the shampoo compositions will comprise from about 0.1% to about 5.0%, preferably from about 0.5% to about 3.0%, of the suspending agent to suspend the silicone conditioning agent.

Optional Components

The present compositions may also comprise a variety of non-essential, optional shampoo components suitable for rendering such compositions more cosmetically or aesthetically acceptable or to provide them with additional usage benefits. A variety of such ingredients are well-known to those skilled in the art, and these include without limiting the invention thereof: pearlescent aids, such as TiO₂ coated mica, ethylene glycol distearate; opacifiers; preservatives, such as benzyl alcohol, 1,3-bis(hydroxymethyl)-5,5-dimethyl-2,3-imidazolidinidine (e.g., Glydant®, Glyco, Inc., Greenwich, CT, USA), methylchloroisothiazolinone (e.g., Kathon®, Rohm & Haas Co., Philadelphia, PA, USA), methyl paraben, propyl paraben, and imidazolidinyl urea; fatty alcohols, such as cetearyl alcohol, cetyl alcohol, and stearyl alcohol; sodium chloride; sodium sulfate; ethyl alcohol; pH adjusting aids, such as citric acid, sodium citrate, succinic acid, phosphoric acid, monosodium phosphate, disodium phosphate, sodium hydroxide, and sodium carbonate; coloring agents or dyes; perfume; and sequestering agents, such as disodium ethylenediamine tetra-acetate.

Another optional ingredient that can be advantageously used is an anti-static agent. The anti-static agent should not unduly interfere with the in-use performance and end-benefits of the shampoo; particularly, the anti-static agent should not interfere with the anionic detressive surfactant. Suitable anti-static agents include, for example, tricetyl methyl ammonium chloride.

Typically, from about 0.1% to about 5% of such anti-static agent is incorporated into the shampoo compositions.

Though the silicone suspending agent component may act to thicken the present compositions to some degree, the present compositions may also optionally contain other thickeners and viscosity modifiers such as an ethanolamide of a long chain fatty acid (e.g., polyethylene (3) glycol lauramide and coconut monoethanolamide).

These optional components generally are used individually in the compositions of the present invention at a level of from about 0.01% to about 10%, preferably from about 0.05% to about 5.0% of the shampoo composition.

The pH of the present compositions will generally be in the range of from about 2 to about 10, preferably from about 3 to about 9.

Method of Manufacture

The compositions of the present invention, in general, can be made by mixing the materials together at elevated temperature, e.g., about 72°C. The silicone resin, if any, and silicone fluid component are first mixed together before being mixed with the other ingredients. The complete mixture is mixed thoroughly at the elevated temperature and is then pumped through a high shear mill and then through a heat exchanger to cool it to ambient temperature. The average particle size of the silicone is preferably from about 0.5 microns to about 20 microns. Alternately, the silicone conditioning agent can be mixed with anionic surfactant and fatty alcohol, such as cetyl and stearyl alcohols, at elevated temperature, to form a premix containing dispersed silicone. The premix can then be added to and mixed with the remaining materials of the shampoo, pumped through a high shear mill, and cooled.
Method of Use

The shampoo compositions of the present invention are utilized conventionally, i.e., the hair is shampooed by applying an effective amount of the shampoo composition to the scalp, and then rinsing it out. Application of the shampoo to the scalp in general, encompasses massaging or working the shampoo in the hair such that all or most of the hair on the scalp is contacted. The term an "effective amount" as used herein, is an amount which is effective in cleaning and conditioning the hair. Generally, from about 1 g to about 20 g of the composition is applied for cleaning and conditioning the hair.

EXAMPLES

The following examples illustrate the present invention. It will be appreciated that other modifications of the present invention within the skill of those in the hair care formulation art can be undertaken without departing from the spirit and scope of this invention.

All parts, percentages, and ratios herein are by weight unless otherwise specified. Some components may come from suppliers as dilute solutions. The levels given reflect the active weight percent of such materials.

Example 1

The following is a shampoo composition of the present invention.

<table>
<thead>
<tr>
<th>Component</th>
<th>Weight %</th>
</tr>
</thead>
<tbody>
<tr>
<td>Ammonium Lauryl Sulfate</td>
<td>13.5</td>
</tr>
<tr>
<td>Ammonium Laureth (3) Sulfate</td>
<td>4.0</td>
</tr>
<tr>
<td>LUVIQUAT FC 370 (^1)</td>
<td>0.5</td>
</tr>
<tr>
<td>Coconut Monoethanol Amide</td>
<td>1.0</td>
</tr>
<tr>
<td>Ethylene Glycol Distearate</td>
<td>1.5</td>
</tr>
<tr>
<td>Ammonium Xylene Sulfonate</td>
<td>1.0</td>
</tr>
<tr>
<td>Xanthan Gum</td>
<td>0.5</td>
</tr>
<tr>
<td>Polydimethylsiloxane (^2)</td>
<td>3.0</td>
</tr>
<tr>
<td>Cetyl Alcohol</td>
<td>0.4</td>
</tr>
<tr>
<td>Stearyl Alcohol</td>
<td>0.2</td>
</tr>
<tr>
<td>Perfume</td>
<td>1.2</td>
</tr>
<tr>
<td>Color Solution</td>
<td>0.6</td>
</tr>
<tr>
<td>Preservative</td>
<td>0.2</td>
</tr>
<tr>
<td>Water and Minors</td>
<td>72.4</td>
</tr>
</tbody>
</table>

\(^1\) Tradename of BASF Wyandotte Corporation (Parsippany, NJ, USA) for copolymer of vinyl pyrrolidone and methyl vinyl imidazolium chloride.

\(^2\) A 40/60 weight ratio blend of polydimethylsiloxane gum (GE SE 76, available from General Electric Co., Silicone Products Div., Waterford, NY, USA) and polydimethylsiloxane fluid (about 3.5 cm\(^2\)/s (350 centistokes)).

The composition can provide excellent in-use hair cleaning and conditioning, for both damaged and undamaged, or normal, hair types.
Example II

The following is an example of a shampoo composition of the present invention.

<table>
<thead>
<tr>
<th>Component</th>
<th>Weight %</th>
</tr>
</thead>
<tbody>
<tr>
<td>Ammonium-Lauryl Sulfate</td>
<td>13.0</td>
</tr>
<tr>
<td>Ammonium Laureth (3) Sulfate</td>
<td>5.0</td>
</tr>
<tr>
<td>GAFQUAT 755N ¹</td>
<td>0.5</td>
</tr>
<tr>
<td>Coconut Monoethanol Amide</td>
<td>1.5</td>
</tr>
<tr>
<td>Ethylene Glycol Distearate</td>
<td>2.0</td>
</tr>
<tr>
<td>Ammonium Xylene Sulfonate</td>
<td>1.0</td>
</tr>
<tr>
<td>Polydimethylsiloxane ²</td>
<td>2.5</td>
</tr>
<tr>
<td>Cetyl Alcohol</td>
<td>0.4</td>
</tr>
<tr>
<td>Stearyl Alcohol</td>
<td>0.2</td>
</tr>
<tr>
<td>Perfume</td>
<td>1.2</td>
</tr>
<tr>
<td>Color Solution</td>
<td>0.6</td>
</tr>
<tr>
<td>Preservative</td>
<td>0.2</td>
</tr>
<tr>
<td>Water and Minors</td>
<td>71.9</td>
</tr>
</tbody>
</table>

¹ Tradename of Gaf Corporation (Wayne, New Jersey, USA) for copolymer of vinyl pyrrolidone and ethyl dimethyl methacryloxyethyl ammonium methosulfate.

² A 40/60 weight ratio blend of polydimethylsiloxane gum (GE SE 76, available from General Electric Co., Silicone Products Div., Waterford, NY, USA) and polydimethylsiloxane fluid (about 3.5 cm²/s (350 centistokes)).

The composition can provide excellent in-use hair cleaning and conditioning, for both damaged and undamaged, or normal, hair types.
Example III

The following is an example of a shampoo composition of the present invention.

<table>
<thead>
<tr>
<th>Component</th>
<th>Weight %</th>
</tr>
</thead>
<tbody>
<tr>
<td>Ammonium Lauryl Sulfate</td>
<td>13.5</td>
</tr>
<tr>
<td>Ammonium Laureth (3) Sulfate</td>
<td>4.0</td>
</tr>
<tr>
<td>LUVIQUAT FC 370 ¹</td>
<td>0.5</td>
</tr>
<tr>
<td>Coconut Monoethanol Amide</td>
<td>1.5</td>
</tr>
<tr>
<td>Ethylene Glycol Distearate</td>
<td>2.0</td>
</tr>
<tr>
<td>Trimethylsiloxy silicate</td>
<td>0.1</td>
</tr>
<tr>
<td>Polydimethylsiloxane ²</td>
<td>2.0</td>
</tr>
<tr>
<td>Cetyl Alcohol</td>
<td>0.4</td>
</tr>
<tr>
<td>Stearyl Alcohol</td>
<td>0.2</td>
</tr>
<tr>
<td>Perfume</td>
<td>1.2</td>
</tr>
<tr>
<td>Color Solution</td>
<td>0.6</td>
</tr>
<tr>
<td>Preservative</td>
<td>0.2</td>
</tr>
<tr>
<td>Water and Minors</td>
<td>73.8</td>
</tr>
</tbody>
</table>

¹ Tradename of BASF Wyandotte Corporation (Parsippany, NJ, USA) for copolymer of vinyl pyrrolidone and methyl vinyl imidazolium chloride.
² A 40/60 weight ratio blend of polydimethylsiloxane gum (GE SE 76, available from General Electric Co., Silicone Products Div., Waterford, NY, USA) and polydimethylsiloxane fluid (about 3.5 cm²/s (350 centistokes)).

The composition can provide excellent in-use hair cleaning and conditioning, for both damaged and undamaged, or normal, hair types.
Example IV

The following is an example of a shampoo composition of the present invention.

<table>
<thead>
<tr>
<th>Component</th>
<th>Weight %</th>
</tr>
</thead>
<tbody>
<tr>
<td>Ammonium Lauryl Sulfate</td>
<td>4.0</td>
</tr>
<tr>
<td>Cocoamidopropyl Betaine</td>
<td>3.5</td>
</tr>
<tr>
<td>Ammonium Laureth (3) Sulfate</td>
<td>9.0</td>
</tr>
<tr>
<td>Sodium N-Lauryl β-Liminodipropionate</td>
<td>4.0</td>
</tr>
<tr>
<td>LUVIQUAT FC 370 ¹</td>
<td>0.3</td>
</tr>
<tr>
<td>Coconut Monoethanol Amide</td>
<td>2.0</td>
</tr>
<tr>
<td>Ethylene Glycol Distearate</td>
<td>2.0</td>
</tr>
<tr>
<td>Xanthan Gum</td>
<td>0.5</td>
</tr>
<tr>
<td>Polydimethylsiloxane ²</td>
<td>2.0</td>
</tr>
<tr>
<td>Cetyl Alcohol</td>
<td>0.4</td>
</tr>
<tr>
<td>Stearyl Alcohol</td>
<td>0.2</td>
</tr>
<tr>
<td>Perfume</td>
<td>1.2</td>
</tr>
<tr>
<td>Color Solution</td>
<td>0.6</td>
</tr>
<tr>
<td>Preservative</td>
<td>0.2</td>
</tr>
<tr>
<td>Water and Minors</td>
<td>70.4</td>
</tr>
</tbody>
</table>

¹ Tradename of BASF Wyandotte Corporation (Parsippany, NJ, USA) for copolymer of vinyl pyrrolidone and methyl vinyl imidazolium chloride.
² A 40/60 weight ratio blend of polydimethylsiloxane gum (GE SE 76, available from General Electric Co., Silicone Products Div., Waterford, NY, USA) and polydimethylsiloxane fluid (about 3.5 cm²/s (350 centistokes)).
Example V

The following is a shampoo composition of the present invention.

<table>
<thead>
<tr>
<th>Component</th>
<th>Weight %</th>
</tr>
</thead>
<tbody>
<tr>
<td>Ammonium Lauryl Sulfate</td>
<td>13.5</td>
</tr>
<tr>
<td>Ammonium Laureth (3) Sulfate</td>
<td>4.0</td>
</tr>
<tr>
<td>LUVIQUAT FC 370</td>
<td>0.5</td>
</tr>
<tr>
<td>Coconut Monoethanol Amide</td>
<td>1.0</td>
</tr>
<tr>
<td>Ethylene Glycol Distearate</td>
<td>2.0</td>
</tr>
<tr>
<td>Ammonium Xylene Sulfonate</td>
<td>1.4</td>
</tr>
<tr>
<td>Polydimethylsiloxane Fluid Component</td>
<td>2.85</td>
</tr>
<tr>
<td>MQ Silicone Resin/Volatile Cyclomethicone</td>
<td>0.15</td>
</tr>
<tr>
<td>Cetyl Alcohol</td>
<td>0.4</td>
</tr>
<tr>
<td>Stearyl Alcohol</td>
<td>0.2</td>
</tr>
<tr>
<td>Perfume</td>
<td>1.2</td>
</tr>
<tr>
<td>Color Solution</td>
<td>0.6</td>
</tr>
<tr>
<td>Preservative</td>
<td>0.03</td>
</tr>
<tr>
<td>Water and Minors</td>
<td>--- to 100% ---</td>
</tr>
</tbody>
</table>

1 Tradename of BASF Wyandotte Corporation (Parsippany, NJ, USA) for copolymer of vinyl pyrrolidone and methyl vinylimidazolium chloride.
2 A 40/60 weight ratio blend of polydimethylsiloxane gum (GE SE 78, available from General Electric Co., Silicone Products Div., Waterford, NY, USA) and polydimethylsiloxane fluid (about 3.5 cm/s (350 centistokes)).
3 A 60/40 weight ratio blend of the MQ resin in volatile silicone carrier. M:Q molar ratio of about 0.8:1:0.

The composition can provide excellent in-use hair cleaning and conditioning, for both damaged and undamaged, or normal, hair types.

The compositions hereof can be made by preparing a premix of the entire amount of silicone conditioning agent (i.e., the silicone fluid component and the silicone resin) to be incorporated into the shampoo, along with sufficient ammonium laureth sulfate and cetyl and stearyl alcohol such that the premix comprises about 30% silicone conditioning agent, about 69% surfactant, and about 1% of the alcohols. The premix ingredients are heated and stirred at 72 °C for about 10 minutes and the premix is then conventionally mixed with the remaining hot ingredients. The composition is then pumped through a high shear mixer and cooled.

Claims

1. A liquid hair conditioning shampoo composition characterized in that it comprises:
   (a) from 5% to 50%, by weight, of an anionic surfactant component;
   (b) from 0.1% to 10%, preferably from 0.5% to 10%, by weight, of a dispersed, insoluble, nonvolatile, nonionic silicone conditioning agent;
   (c) from 0.05% to 10%, by weight, of soluble, organic, polymeric cationic hair conditioning agent, said polymeric, cationic hair conditioning agent consisting essentially of one or more cationic, hair conditioning polymers, said cationic hair conditioning polymers having quaternary ammonium or cationic amino moieties, or a mixture thereof, an open chain backbone, and a charge density of +3.0 meq/gram or less; and
   (d) an aqueous carrier.

2. A liquid hair conditioning shampoo composition as in Claim 1, further comprising a suspending agent for said silicone hair conditioning agent.

3. A liquid hair conditioning shampoo composition, as in Claim 1 or 2, wherein said shampoo composition comprises from .1% to 5% of said polymeric cationic hair conditioning agent, and said polymeric cationic hair conditioning agent comprises cationic polymers having cationic vinyl monomers with
ammonium quaternary or cationic amine substituents and water-soluble spacer monomers and having a charge density of +2.75 meq/gram or less, said cationic polymers being free of carbon-carbon triple bonds, and said spacer monomers preferably are selected from the group consisting of acrylamide, methacrylamide, alkyl and dialkyl acrylamides, alkyl and dialkyl methacrylamides, alkyl acrylate, alkyl methacrylate, vinyl caprolactone, and N-vinyl pyrrolidone and said cationic vinyl monomers are selected from the group consisting of dialkylaminoalkyl acrylate, dialkylaminoalkyl methacrylate, dialkylaminoalkyl acrylamide, and dialkylaminoalkyl methacrylamide, monoalkylaminoalkyl acrylate, monoalkylaminoalkyl methacrylate, trialkyl methacryloxyalkyl ammonium salt, trialkyl acryloxyalkyl ammonium salt, and vinyl quaternary ammonium monomers having cyclic cationic nitrogen-containing rings.

4. A shampoo composition as in Claim 3, wherein said cationic polymeric hair conditioning agent is a copolymer of 1-vinyl-2-pyrrolidone and 1-vinyl-3-methylimidazolium salt or a copolymer of 1-vinyl-2-pyrrolidone and dimethylaminoethyl methacrylate, or a mixture thereof.

5. A shampoo composition as in Claim 1, 2, 3, or 4, further comprising from 0.5% to 20% of a detersive surfactant selected from the group consisting of nonionic, zwitterionic, and amphoteric surfactants, and mixtures thereof.

6. A shampoo composition as in Claim 1, 2, 3, 4, or 5, wherein said anionic detersive surfactant component is selected from the group consisting of alkyl sulfates, ethoxylated alkyl sulfates, and mixtures thereof.

7. A shampoo composition as in Claim 5 or 6 wherein the composition comprises a detersive surfactant selected from the group consisting of betaines, amido propyl betaines, sarcosinates, cocamphocarboxylic glycinate, and mixtures thereof.

8. A shampoo composition as in Claim 1, 2, 3, 4, 5, 6, or 7, wherein the silicone conditioning agent is present at a level of from 0.5% to 5% and comprises a silicone fluid component containing polydimethyl siloxane gum having a viscosity greater than 1,000,000 centistokes, and a polydimethylsiloxane fluid having a viscosity of from 0.1 to 1 000 cm²/s (10 centistokes to 100,000 centistokes), wherein the ratio of gum to fluid is from 30:70 to 70:30.

9. A shampoo composition as in Claim 1, 2, 3, 4, 5, 6, 7, or 8, wherein said silicone conditioning agent comprises a silicone fluid component and a silicone resin component, said resin is soluble in said fluid, and the weight ratio of silicone fluid:silicone resin is from 4:1 to 400:1.

10. A liquid hair conditioning shampoo composition as in Claim 1, 2, 3, 4, 5, 6, 7, 8, or 9, further comprising an anti-static agent.

11. A method for cleaning and conditioning the hair comprising applying an effective amount of the composition of Claim 1, 2, 3, 4, 5, 6, 7, 8, 9, or 10 to the hair and then rinsing said composition from the hair.

Patentansprüche

1. Flüssige, haarkonditionierende Shampoozusammensetzung, dadurch gekennzeichnet, daß sie
   (a) 5 Gew.-% bis 50 Gew.-% einer anionischen grenzflächenaktiven Komponente;
   (b) 0,1 Gew.-% bis 10 Gew.-%, vorzugsweise 0,5 Gew.-% bis 10 Gew.-%, eines dispersierten, unlöschlichen, nicht-flüchtigen, nichtionischen haarkonditionierenden Mittels auf Silikonbasis;
   (c) 0,05 Gew.-% bis 10 Gew.-% eines löschlichen, organischen, polymeren, kationischen, haarkonditionierenden Mittels, welches polymer, kationische, haarkonditionierende Mittel im wesentlichen aus einem oder mehreren kationischen, haarkonditionierenden Polymeren besteht, welche kationischen, haarkonditionierenden Polymeren quaternäre Ammonium- oder kationische Aminorestes oder ein Gemisch hievon, ein offenkettiges Rückgrat und eine Ladungsdichte von +3,0 mÄq/g oder darunter aufweisen; und
   (d) einen wäβrigen Träger umfaßt.
2. Flüssige, haarkonditionierende Shampoozusammensetzung nach Anspruch 1, welche ferner ein Suspensionsmittel für das genannte haarkonditionierende Mittel auf Silikonbasis umfaßt.

3. Flüssige, haarkonditionierende Shampoozusammensetzung nach Anspruch 1 oder 2, worin die genannte Shampoozusammensetzung 0,1 % bis 5 % des genannten Polymeren, kationischen, haarkonditionierenden Mittels umfaßt, und welches polymere, kationische, haarkonditionierende Mittel kationische Polymere beinhaltet, welche kationische Vinylmonomere mit quaternären Ammonium- oder kationischen Aminsubstituenten und wasserlösliche Spacermonomere aufweisen und eine Ladungsdichte von \( +2,75 \, \text{mÄq/g} \) oder darunter besitzen, welche kationischen Polymere von Kohlenstoff-Kohlenstoff-Dreifachbindungen frei sind und welche Spacermonomere vorzugsweise von der aus Acryl, Methacrylamid, Alkyl- und Dialkylacrylamiden, Alkyl- und Dialkylmethacrylamiden, Alkylacrylat, Alkylmethacrylat, Vinylcaprolacton und N-Vinylpyrrolidon bestehenden Gruppe ausgewählt sind, und welche kationischen Vinylmonomere von der aus Dialkylaminolalkylacrylat, Dialkylaminolalkylmethacrylat, Dialkylaminolalkylacrylamid und Dialkylaminolalkylmethacrylamid, Monoalkylaminolalkylacrylat, Monoalkylaminolalkylmethacrylat, Trialkylmethacryloxalkylaminiumsalz, Triaalkylacryloxyalkylaminiumsalz und quaternären Ammoniumvinylmonomeren mit kationischen Stickstoff enthaltenden, cyclischen Ringen bestehenden Gruppe ausgewählt sind.

4. Shampoozusammensetzung nach Anspruch 3, worin das genannte kationische, polymere, haarkonditionierende Mittel ein Copolymer aus 1-Vinyl-2-pyrrolidon und 1-Vinyl-3-methylimidazoliumsalz oder ein Copolymer aus 1-Vinyl-2-pyrrolidon und Dimethylaminoethylmethacrylat oder ein Gemisch hiervon ist.

5. Shampoozusammensetzung nach Anspruch 1, 2, 3 oder 4, welche ferner 0,5 % bis 20 % eines detseriven, grenzflächenaktiven Mittels umfaßt, welches von der aus nichtionischen, zwittrionischen und amphoteren grenzflächenaktiven Mitteln bestehenden Gruppe und Gemischen hiervon ausgewählt ist.

6. Shampoozusammensetzung nach Anspruch 1, 2, 3, 4 oder 5, worin die genannte anionische, detersive, grenzflächenaktive Komponente von der aus Alkylsulfaten, ethoxylierten Alkylsulfaten bestehenden Gruppe und Gemischen hiervon ausgewählt ist.

7. Shampoozusammensetzung nach Anspruch 5 oder 6, worin die Zusammensetzung ein detserives, grenzflächenaktives Mittel umfaßt, welches von der aus Betaine, Amidopropylbetaine, Sarcosinaten, Kokosamphocarboxylgycinat bestehenden Gruppe und Gemischen hiervon ausgewählt ist.

8. Shampoozusammensetzung nach Anspruch 1, 2, 3, 4, 5, 6 oder 7, worin das konditionierende Mittel auf Silikonbasis in einer Menge von 0,5 % bis 5 % vorhanden ist und eine Silikonölkompomente umfaßt, welche Polydimethylsiloxankaustschuk mit einer Viskosität von mehr als 1.000.000 cSt und ein Polydimethylsiloxanöl mit einer Viskosität von 0,1-1.000 cm²/s (10 cSt bis 100.000 cSt) enthält, worin das Verhältnis von Kautschuk zu Öl von 30:70 bis 70:30 beträgt.

9. Shampoozusammensetzung nach Anspruch 1, 2, 3, 4, 5, 6, 7 oder 8, worin das genannte konditionierende Mittel auf Silikonbasis eine Silikonölkompomente und eine Silikonharzkomponente umfaßt, welches Harz im genannten Öl löslich ist, und worin das Gewichtsverhältnis von Silikonöl zu Silikonharz von 4:1 bis 400:1 beträgt.

10. Flüssige, haarkonditionierende Shampoozusammensetzung nach Anspruch 1, 2, 3, 4, 5, 6, 7, 8 oder 9, welche ferner ein antistatisches Mittel umfaßt.

11. Verfahren zur Reinigung und Konditionierung von Haar, umfassend das Aufbringen einer wirksamen Menge der Zusammensetzung nach Anspruch 1, 2, 3, 4, 5, 6, 7, 8, 9 oder 10 auf das Haar und anschließendes Abspülen der genannten Zusammensetzung vom Haar.

Revalidations

1. Composition liquide de shampooing conditionnant les cheveux, caractérisée en ce qu'elle comprend :
   (a) de 5% à 50% en poids d'un constituant tensioactif anionique ;
EP 0 560 919 B1

(b) de 0,1% à 10%, de préférence de 0,5% à 10%, en poids, d’un agent de conditionnement des cheveux de type silicone non ionique, dispersé, insoluble, non volatile ;
(c) de 0,05% à 10% en poids d’agent polymère cationique de conditionnement des cheveux, soluble, organique, ledit agent polymère cationique de conditionnement des cheveux étant essentiellement constitué d’un ou de plusieurs polymères cationiques de conditionnement des cheveux, lesdits polymères cationiques de conditionnement des cheveux possédant des groupements de type ammonium quaternaire ou amino cationique, ou un mélange de ceux-ci, une chaîne principale ouverte et une densité de charge de +3,0 mèq/gramme ou moins ; et
(d) un véhicule aqueux.

2. Composition liquide de shampooing conditionnant les cheveux selon la revendication 1, comprenant aussi un agent de mise en suspension pour ledit agent de conditionnement des cheveux de type silicone.

3. Composition liquide de shampooing conditionnant les cheveux selon la revendication 1 ou 2, dans laquelle ladite composition de shampooing comprend de 0,1% à 5% dudit agent polymère cationique de conditionnement des cheveux, et ledit agent polymère cationique de conditionnement des cheveux comprend des polymères cationiques possédant des monomères vinyles cationiques avec des substituants de type ammonium quaternaire ou amine cationique et des monomères espaces hydrosolubles entretenant une densité de charge de +2,75 mèq/g ou moins, lesdits polymères cationiques ne possédant pas de triples liaisons carbone-carbone, et lesdits monomères espaces étant, de préférence, choisis dans le groupe constitué par l’acrylamide, le méthacrylamide, les alkyl- et dialkylacrylamides, les alkyl- et dialkylméthacrylamides, l’acrylate d’alkyle, le méthacrylate d’alkyle, la vinyloprolactone et la N-vinylpyrrolidine, et lesdits monomères vinyles cationiques sont choisis dans le groupe constitué par l’acrylate de dialkylaminoalkyle, le méthacrylate de dialkylaminoalkyle, le dialkylaminoalkylacrylamide et le dialkylaminoalkylméthacrylamide, l’acrylate de monoalkylaminoalkyle, le méthacrylate de monoalkylaminoalkyle, le sel de trialkylméthacryloxyalkylammonium, le sel de trialkylcryloxyalkylammonium et les monomères vinyles ammonium quaternaire possédant des noyaux azotés cationiques cycliques.

4. Composition de shampooing selon la revendication 3, dans laquelle ledit agent polymère cationique de conditionnement des cheveux est un copolymère de 1-vinyl-2-pyrrolidon et de sel de 1-vinyl-3-méthylimidazolium ou un copolymère de 1-vinyl-2-pyrrolidon et de méthacrylate de diméthylaminéthyle, ou un mélange de ceux-ci.

5. Composition de shampooing selon la revendication 1, 2, 3 ou 4, comprenant, en outre, de 0,5% à 20% d’un tensioactif déférent choisi dans le groupe constitué par les tensioactifs non ioniques, zwitterioniques et amphothères, et leurs mélanges.

6. Composition de shampooing selon la revendication 1, 2, 3, 4 ou 5, dans laquelle ledit constituant tensioactif déférent anionique est choisi dans le groupe constitué par les alkylsulfates, les alkylsulfates éthoxyliés, et leurs mélanges.

7. Composition de shampooing selon la revendication 5 ou 6, dans laquelle la composition comprend un tensioactif déférent choisi dans le groupe constitué par les bétaïnes, les amidoprophybétaïnes, les sarcosinates, le coprahamphocarboxyglycitine, et leurs mélanges.

8. Composition de shampooing selon la revendication 1, 2, 3, 4, 5, 6 ou 7, dans laquelle l’agent de conditionnement de type silicone est présent dans une proportion de 0,5% à 5% et comprend un constituant d’huile de silicone contenant une gomme de polydiméthylsiloxane ayant une viscosité supérieure à 1 000 000 centistokes et une huile de polydiméthylsiloxane ayant une viscosité de 0,1-1 000 cm²/s (10 centistokes à 100 000 centistokes), le rapport de la gomme à l’huile étant de 30:70 à 70:30.

9. Composition de shampooing selon la revendication 1, 2, 3, 4, 5, 6, 7 ou 8, dans laquelle ledit agent de conditionnement de type silicone comprend un constituant d’huile de silicone et un constituant de résine de silicone, ladite résine est soluble dans ladite huile, et le rapport pondéral huile de silicone/résine de silicone est de 4:1 à 400:1.
10. Composition liquide de shampooing conditionnant les cheveux selon la revendication 1, 2, 3, 4, 5, 6, 7, 8 ou 9, comprenant, en outre, un agent anti-statique.

11. Procédé de nettoyage et de conditionnement des cheveux, comprenant l'application sur les cheveux d'une quantité efficace de la composition selon la revendication 1, 2, 3, 4, 5, 6, 7, 8, 9 ou 10, puis le rinçage des cheveux pour éliminer ladite composition.