AN ELECTROHYDRAULIC CONTROL DEVICE FOR A DRIVE TRAIN OF A VEHICLE
ELEKTROHYDRAULISCHES STEUERGÄRT FÜR EINEN ANTRIEBSSTRANG EINES FAHRZEUGS
DISPOSITIF DE COMMANDE ELECTRO-HYDRAULIQUE POUR LE TRAIN D’ENTRAÎNEMENT D’UN VÉHICULE

Designated Contracting States: BE DE FR GB IT
Priority: 05.11.1990 US 608868
Date of publication of application: 06.04.1994 Bulletin 1994/14
Proprietor: CATERPILLAR INC.
Peoria Illinois 61629-6490 (US)

Inventors:
- MITCHELL, Randall, M.
  Washington, IL 61571 (US)
- BUMP, David, W.
  * (US)
- COFFMAN, Michael, F.
  Metamora, IL 61548 (US)
- HOLLOWAY, Dwight, S.
  Chillicothe, IL 61523 (US)
- JOHNSON, Lowell, E.
  East Peoria, IL 61611 (US)
- MARCOTT, Tony, L.
  Peoria, IL 61615 (US)

References cited:
- EP-A- 0 308 049
- EP-A- 0 375 162
- DE-A- 3 545 500
- FR-A- 2 599 447
- US-A- 2 972 906
- US-A- 3 621 955
- US-A- 3 805 640
- US-A- 3 822 771
- US-A- 4 194 608
- US-A- 4 208 925
- US-A- 4 386 688
- US-A- 4 388 987
- US-A- 4 414 863
- US-A- 4 463 842
- US-A- 4 961 484

Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

Technical Field

The present invention relates generally to an electrohydraulic control device and method for controllably operating a vehicle, and more particularly to an electrohydraulic control device having an electronic control module and one or more manually operated actuator mechanisms for effecting certain modes of operation of the drive line of the vehicle through the electronic control module including the engagement level of a torque converter input clutch.

Background Art

In one conventional mode of "inch"ing of a vehicle the transmission is kept in gear and the brakes are manually modulated by use of a foot pedal. This is undesirable because it requires considerable operator effort and because the service brakes experience a relatively rapid rate of wear. In another well known mode, when the vehicle's service brakes are applied by the depression of a foot pedal an associated disc and plate type transmission clutch is caused to slip so that the transmission is substantially neutralized. This is most often accomplished by the brake system fluid circuit acting upon an "inch"ing valve disposed between a pressure source and the clutch, as has been widely used in shuttle-type lift trucks. This is desirable since the vehicle's ground speed is reduced for more precise control, while the speed of the engine is maintained at a relatively high rate to enable a rapid response of the auxiliary equipment operated by the engine. However, controlled slip at a fixed setting of the manually operated control member in both of these modes of operation has heretofore been impractical.

The interconnection between the service brake pedal and a clutch pedal can be done mechanically, but this requires rather critical adjustments to function properly. U. S. Patent No. 2,972,906 issued to C. S. Schroeder on February 28, 1961, for example, discloses a left foot pedal that mechanically operates a spool of a valve for decreasing the pressure delivered to a clutch in order to controllably slip it. A right foot pedal is independently depressible to solely engage the service brakes, and the left foot pedal is mechanically connected to the right foot pedal after some free travel of the left foot pedal to depress it and to cause the application of the service brakes after some clutch slippage.

U. S. Patent No. 3,181,667 issued to K. R. Lohbauer et al. on May 4, 1965 is illustrative of another double pedal system for automatically neutralizing a vehicle's transmission with the application of the service brakes. Depression of the right brake pedal causes application of the service brakes, whereas depression of the left brake pedal causes actuation of a transmission neutralizing valve associated with the transmission to disengage it while simultaneously cooperating with a cross shaft arrangement to physically move the right brake pedal and cause the brakes to be applied after a certain amount of free travel.

At the same time, hydrodynamic torque converters having bladed impeller, reactor and turbine elements have been widely incorporated in vehicles between the engine and a multispeed transmission. U. S. Patent No. 3,820,417 issued to T. E. Allen et al. on June 28, 1974 illustrates a more sophisticated variation thereof wherein a disc type input clutch is disposed within the rotating housing of the torque converter to controllably deliver power from the engine to the impeller element. That patent further discloses a disc type lockup clutch engageable at a relatively high torque converter output speed for directly mechanically connecting the input rotating housing and the turbine element and obtaining an improved efficiency of the drive train. To effectively absorb the energy peaks resulting from the release and engagement of the downstream clutches of the transmission, the converter input clutch in U. S. Patent No. 3,820,417 is disengaged during each gear shift and controllably reengaged after certain selected ones of the transmission clutches were engaged. The design of the transmission clutches could thus be simplified because they would not be required to absorb the full energy levels of the shift. On the other hand, the control system associated with the actuating pistons of the input clutch and the lockup clutch was solely of the hydraulic valving type and not fully responsive to the full range of operating conditions of a vehicle.

U. S. Patent No. 3,680,398 issued to R. C. Schneider et al. on August 1, 1972 illustrates another torque converter with a hydraulically modulated or slippable input clutch which has a hydraulic control valve mechanism for preventing the impeller element from being driven in a reverse direction during shifts of the transmission under certain conditions of movement of the vehicle. Specifically, a preselected minimum pressure level is directed to the actuating piston of that input clutch to prevent the impeller from reversing direction and to thus reduce the power level transmitted through it. A radially oriented valve spool within the impeller element is sensitive to the speed of rotation thereof, and substantial efforts are made to control the dumping and filling of the input clutch with respect to the transmission clutches during different shifting conditions.

U. S. Patent No. 3,822,771 issued to S. A. Audiffred et al. on July 9, 1974 discloses another hydraulic control system for a torque converter of the type described that has a dual purpose option. For example, the operator of a wheel loader can adjust the controls to apportion the power delivery to the wheels and to auxiliary equipment to better match the work tasks being undertaken. More particularly, a right foot pedal could be manually depressed to controllably increase the pressure level to the actuating piston of the converter input clutch and to deliver more torque to the wheels.
A knob on the dash could be adjusted by the operator to set a limit to the amount of torque being delivered to the wheels and to minimize the amount of tire slippage. Another knob could be adjusted to change over the control system so that the depression of the same right foot pedal would cause solely the acceleration of the engine with a fully engaged converter input clutch. In that control system a left foot pedal solely engaged the service brakes, and a central foot pedal sequentially engaged the service brakes and neutralized the transmission.

U. S. Patent No. 3,621,955 issued to J. B. Black on November 23, 1971 is illustrative of still another control system effective to limit the amount of torque delivered through the converter input clutch to the wheels. For example, when a wheel loader is forcing a bucket forwardly into a pile of earth the input clutch could be controllably slipped below a preselected output speed of the torque converter in order to minimize tire slippage and to thus reduce the amount of tire wear.

The aforementioned torque converter equipped drive trains have not been fully commercially exploited because the control systems used therewith have become too complex in an attempt to accomplish all of the tasks required to controllably shift the converter input clutch, the lockup clutch, and the speed and directional clutches of the transmission in the desired manner. Moreover, many of these systems have not been sufficiently adjustable to make the systems practical to matching a wide range of vehicular operating conditions.

The broad adaptation of automated electronic-over-hydraulic transmission controls of the type shown by U. S. Patent Nos. 4,208,925 issued June 24, 1980 to R. G. Miller et al.; 4,414,863 issued November 15, 1983 to D. L. Heino; 4,699,239 issued October 13, 1987 to T. Ishino et al.; and 4,734,861 issued March 29, 1988 to R. B. Berolasi et al., indicates that they have become fully accepted and even demanded by progressive vehicular operators. The electronic portion of these controls is capable of being programmed to accomplish a wide variety of logic steps relatively instantaneously after receiving the input signals from a plurality of signal generating devices. Thereafter, the electronic portion directs control signals to a plurality of solenoid-operated valves for directing fluid to the various clutches controlling the transmission gear ratios in a fully automated manner, in a fully manually selected manner, or in a combination of the two forms of control.

What is needed is an electrohydraulic control device for controllably operating an input clutch of a vehicular drive train that would incorporate a microprocessor-based electronic control module responsive to the manual movement of a control member by the vehicle operator. The subject electrohydraulic control device should electrically operate a valve and thereby precisely control the degree of engagement of the input clutch by supplying pressurized fluid thereto, and should contain logic routines for automatically overriding the manually called for degree of engagement under certain conditions of operation of the vehicle. Preferably, the drive train should include a torque converter with an impeller element driven by the input clutch, a turbine element, and a lockup clutch for mechanically bypassing the torque converter, and be especially adaptable for use in an earthmoving vehicle. In such instance the subject device should be responsive to the speed of the engine, the output speed of the torque converter, and changes in the transmission gear selector to controllably manage the degree of engagement of the input clutch and the lockup clutch in accordance with programmed logic and sequence steps. Specifically, it would be desirable to avoid excessive engine lug on the one hand to maintain the responsiveness of auxiliary equipment operated directly by the engine, and to avoid engine overspeeding on the other hand. Furthermore, the device should be integrated into a fully practical braking system for the vehicle, and be of a construction sufficient to fully overcome one or more of the problems associated with the prior art as set forth above. Moreover, the device should improve the overall productivity of the vehicle on which it is mounted, and preferably should reduce fuel consumption.

The present invention is directed to overcoming one or more of the problems as set forth above.

DE-A-3545500 discloses an electrohydraulic control device for an input clutch with actuator monitor as defined by the features of the preamble of claim 1.

According to the present invention there is provided an electrohydraulic control device for a drive train of a vehicle including an engine, a transmission, a source of pressurized fluid, and an input clutch drivingly connected between the engine and the transmission, comprising:

an electronic control module;
actuator means including a control member progressively manually movable between first and second positions for delivering a first electrical signal to the electronic control module indicative of the position of the control member;
valve means for directing fluid under pressure from the source to the input clutch at a decreasing pressure and controllably decreasing the degree of engagement thereof in response to a second electrical signal from the electronic control module reflecting movement of the control member from the first to the second position; and

wherein the electronic control module includes logic means for automatically modifying the second electrical signal and setting a different level of engagement of the input clutch through the valve means than called for by the position of the control member in response to preselected conditions of operation of the drive train; characterised in that:
the drive train includes a torque converter connected between the input clutch and the transmission and having an output member, and including an output speed sensor for delivering a third electrical signal to the electronic control module proportionate to the speed of the output member; and
the actuator means includes control means for manually modifying the low output speed means of the electronic control module and controllably resetting the maximum amount of torque being transmitted through the input clutch at preselected relatively low values of the speed of the output member.

In the drawings:-

5 Fig. 1A is a diagrammatic and pictorial view of an upper portion of one embodiment of the electrohydraulic control device of the present invention that is separated from the lower remaining portion shown in Fig. 1B;
Fig. 1B is a diagrammatic view of the lower remaining portion of the electrohydraulic control device showing a vehicle's drive train that is controlled by an electronic control module as illustrated in Figs. 1A and 1B;
10 Fig. 2 is a longitudinal sectional view of the solenoid-operated impeller clutch valve shown in box outline form in Fig. 1B;
Fig. 3 is a longitudinal sectional view of the solenoid-operated lockup clutch valve shown in Fig. 1B;
Fig. 4 is a graph illustrating impeller clutch torque as a percentage of maximum, impeller clutch pressure as a percentage of maximum, left foot pedal effort, and brake pressure as a percentage of the maximum with the depression of the left foot pedal of the electrohydraulic control device;
Fig. 5 is a main program flow chart showing the major processing steps initiated by the electronic control module shown in Figs. 1A and 1B;
Figs. 6A and 6B are a first subsidiary program flow chart showing the processing steps initiated by the electronic control module in conjunction with determining the lockup clutch solenoid command;
15 Figs. 7A, 7B and 7C are a second subsidiary program flow chart showing the logic routines and processing steps initiated by the electronic control module of the present invention in conjunction with determining the impeller clutch solenoid command; and
Fig. 8 is a diagrammatic representation of the shift control member setting, the forward and reverse clutch pressures, the speed clutch pressure, and the impeller clutch pressure as a function of time during a gear shift of a transmission associated with the electrohydraulic control device of the present invention.

Best Mode for Carrying Out the Invention

A drive train 10 for a vehicle 12 such as an earthmoving wheel loader or the like is illustrated in Fig. 1B. The drive train includes an engine 14 having a shaft 16 connected to drive a housing 18 of a hydrodynamic torque converter 20. The torque converter has a pump (P) or impeller element 22, a reactor (R) or reactor element 24 connected to a stationary support member 26, and a turbine (T) or turbine element 28 connected to a centrally located output shaft 30. The portions located below the axis of the output shaft 30 have been omitted, since it is well known that these bladed converter elements are annular. The output shaft 30 provides the input to a multispeed transmission 32 that preferably has a plurality of interconnected planetary gear sets, not shown, selectively engaged in cooperating groupings by operation of a pair of disc-type directional clutches or brakes 34 and 36, and a plurality of disc-type speed clutches or brakes 38, 40, 42 and 44 as is schematically indicated.

In the instant embodiment, four forward and four reverse speeds can be obtained with the actuation of a conventional hydraulically operated transmission control 46 having a plurality of pressure controlling valves therein, not shown, that are in selective communication with the clutches or brakes 34, 36, 38, 40, 42 and 44. A charging pump 48 is effective to direct fluid from a tank or reservoir 50 to a conventional priority valve 52 which has a preselected pressure setting, for example 320 psi (2,200 kPa). Thus, a first conduit or pressure rail 54 branching off from the pump has top priority, and a second conduit or pressure rail 56 has secondary priority since the priority valve opens to allow pump flow thereto at that pressure. These two conduits are pressure sources that are normally maintained at approximately 370 psi (2,550 kPa), for example. During a shift of the transmission 32 the priority valve is adapted to close. The second conduit 56 is connected to the transmission control 46 and experiences pressure levels P1 corresponding to that of one of the speed clutches 38, 40, 42 and 44. The transmission control subsequently directs flow to the torque converter 20 through internal pressure reducing valving, not shown, to a charging conduit 58 at a lower pressure P3 for charging and lubrication purposes. The discharge or return flow from the torque converter is directed to an outlet conduit 60, an outlet relief valve 61 that maintains approximately 60 psi (410 kPa) in the outlet conduit, a cooler or heat exchanger 62, and back to the tank 50. Another conduit 63 within the transmission control 46 experiences pressure levels P2 corresponding to that of one of the directional clutches 34 and 36, and such levels are normally about 55 psi (380 kPa) below the pressure level P1 of the selected speed clutch.

The drive train also has a disc-type input clutch or impeller clutch 64 located between the engine 14 and the torque converter 20 for controllably coupling the rotating housing 18 to the pump element 22, and a disc-type lockup clutch 66 for selectively coupling the rotating housing to the turbine element 28 and the output shaft 30 for a direct mechanical connection that effectively bypasses the torque converter. The input clutch 64 includes an annular piston 68 subject to movement clampingly against the usual interleaved plates and discs by pressurizing an annular actuating chamber 70, and the lockup clutch 66 includes an annular piston 72 and an annular actuating chamber 74 for engagement purposes.
An electrohydraulic control device 76 is provided for operation of the drive train 10 as is shown in both Figs. 1A and 1B. The control device 76 includes an electronic control module 78 connected to an electrical power source 79 and containing an internal microprocessor, not shown. The term microprocessor is meant to include microcomputers, microprocessors, integrated circuits and the like capable of being programmed. The electronic control module 78 contains sufficient electronic circuitry to convert input signals from a plurality of sensors and switches to a form readable by the microprocessor, and circuitry to generate sufficient power to drive a plurality of solenoids for actuating the transmission 32, the impeller clutch 64, and the lockup clutch 66 according to the microprocessor output signals as will be described later. The microprocessor is programmed with preselected logic rules for receiving one or more manually selected operating signals and a plurality of automatically generated operating signals. The upper left portion of Fig. 1A illustrates first actuator means or a first actuator mechanism 80 for operating the transmission control 46 and changing the gear ratio and/or direction of the vehicle 12. Such actuator means includes an upstanding control handle 82 having speed selector means or a speed selector apparatus 84 including an actuating element 86 for changing the gear ratio of the vehicle 12, and directional selector means or a directional selector apparatus 88 including another actuating element 90 for changing the direction of longitudinal travel of the vehicle. More particularly, the actuating element 86 is movable by an operator's thumb about a pivot axis 92 to any one of four gear ratio positions as indicated by an indicia plate 94 on the control handle 82. A conventional rotary electrical switch, not illustrated within the control handle, directs electrical signals corresponding to these four gear ratio or speed positions through a wiring harness 96 to the electronic control module 78. Similarly, the operator's trigger finger can bias the rockable actuating element 90 to any one of three positions, and a three-way electrical switch, not shown within the control handle, can direct electrical signals through the same wiring harness 96 to the electronic control module 78 corresponding to the FORWARD, NEUTRAL and REVERSE modes of operation of the transmission control 46. As shown in Fig. 1B, another wiring harness 98 extends from the electronic control module 78 to six pilot operating solenoid valves 100, 102, 104, 106, 108 and 110 corresponding to FORWARD, REVERSE, and FIRST, SECOND, THIRD and FOURTH gear ratios respectively, and hereinafter referred to as transmission solenoids. While the wiring harness 98 is shown diagrammatically, it is to be appreciated that each of these transmission solenoids is preferably connected to the electronic control module by two wires including a positive lead and a grounded lead for subsequently piloting the internal valving within the transmission control 46. These six transmission solenoid valves are individually connected to the fluid pressure existing in the second conduit 56.

The electronic control module 78 automatically receives two control signals. As shown in Fig. 1B, an engine speed sensor 112 is mounted on a stationary portion of the drive train 10 for providing an electrical frequency signal in a signal line 114 proportionate to the rotational speed of the engine shaft 16 or the rotating housing 18 connected directly thereto. Another speed sensor 116 directs an electrical signal to the electronic control module via a signal line 118 corresponding to the rotational speed of the torque converter output shaft 30, and also the direction of rotation thereof which is carried by the pattern of the signal in a conventional manner.

Referring to Fig. 1A, the electrohydraulic control device 76 includes second actuator means or a second actuator mechanism 120 for selectively controlling the degree of engagement of the input clutch 64 of the torque converter 20. This second actuator means includes a control member or depressible left pedal 122 that is rockable about a transversely oriented pivot pin 124. As the left pedal is depressed from an elevated position to an intermediate position the ability of the input clutch 64 to transmit torque to the pump element 22 from the engine 14 is proportionately reduced. When depressed, the left pedal 122 actsuates a rotary sensor 125 and provides a pulse-width-modulated signal to a signal line 126 having a duty factor responsive to the pedal position. Although not illustrated in detail, this position sensor is preferably of the type shown and described in U.S. Patent No. 4,915,075 issued April 10, 1990 to R.L. Brown. This pulse-width-modulated signal is directed to the electronic control module 78 and is more reliable and less susceptible to electromagnetic interference and wiring harness degradation than other signal forms.

When the left pedal 122 is depressed to a preselected position, braking of the vehicle 12 is initiated through a service brake mechanism identified generally by the reference number 128. This brake mechanism includes a fluid pressure source 130 connected to a pair of independent supply conduits 132 and 134. The supply conduit 132 is connected to a left brake valve 136 having an actuator element, not shown, that is depressible in response to downward movement of the left pedal 122. The brake valve 136 is of the heavy duty type supplied by MICO Incorporated, of North Mankato, Minnesota, and it provides a fluid output pilot signal proportionate to the amount of pedal depression within the operating range in a pilot conduit 138 shown in broken lines.

The service brake mechanism 128 further includes a centrally located control member or brake pedal 140 that is manually depressible about a transverse pivot pin 142 to actuate a tandem pressure reducing valve 144 with two independent pressure output lines 146 and 148 leading to a rear set of brakes 150 and a front set of brakes 152 respectively. The tandem pressure reducing valve 144 is in fluid communication with the independent supply conduits 132 and 134, as well as the pilot conduit 138 shown in broken lines, and is a form of another brake valve supplied by MICO Incorporated, previously mentioned.

Furthermore, electrohydraulic control device 76 preferably has a right control member or pedal 154 effective when manually depressed about a pivot pin 156 to increase the speed of the vehicle's engine 14. This can be accomplished by a cable 157, as schematically shown, interconnecting the right pedal 154 with a conventional engine governor con-
control 159. Alternatively, the right pedal 154 can be depressed to provide an engine speed-reducing function, since it is immaterial whether the right pedal acts as an accelerator or a deaccelerator. Although not illustrated, a rotary position sensor could optionally be used similar to the left pedal sensor 125 to produce a pulse-width-modulated electrical signal of the type disclosed in U.S. Patent No. 4,915,075, mentioned above. That signal could be directed to an engine speed controller, not shown, for controlling the speed of the engine 14.

Fig. 1B shows that the second actuator means 120 for controlling the degree of engagement of converter input clutch 64 includes a solenoid-operated or electromagnetic impeller clutch valve 170 that is connected to the electronic control module 78 by an electrical signal line 172. This valve is hydraulically connected to the first conduit 54 by a branch supply conduit 174, to the reservoir 50 by a branch drain conduit 176, and to the input clutch chamber 70 by a control conduit 178. In general, the impeller clutch valve 170 is a three-way proportional pressure reducing valve that decreases the pressure in control conduit 178 with an increase in the coil current in the signal line 172 leading to a solenoid identified by the reference number 180 in Figs. 1B and 2. With depression of the left pedal 122 shown in Fig. 1A the force generated by the solenoid urges a plunger or push pin 182 to the right when viewing Fig. 2.

More specifically, the impeller clutch valve 170 has a housing 184 defining a multi-stepped bore 186 adapted to threadably receive a stepped valve body 188. This valve body has three annular grooves 190, 192 and 194 in fluid communication with the supply conduit 174, the drain conduit 176 and the control conduit 178 respectively. A drain passage 196 is connected to a spring chamber 198 defined within the right end of the valve body by an adjustable spring seat 200 threadably connected therewithin. A reaction plunger 202 is reciprocally guided by the spring seat 200, and is continually biased to the left when viewing Fig. 2 by a coiled compression spring 204 acting on a thrust washer 206. A control spool 208 is centered between the left and right plungers 182 and 202 within a central bore 210 in the valve body 188, and has three cylindrical lands 212, 214 and 216 defining a left drain chamber 218 and a right pressure chamber 220 between the lands. A cylindrical first passage 222 connects the annular supply groove 190 with the pressure chamber 220, a cylindrical second passage 224 connects the drain groove 192 with the drain chamber 218 through the passage 196, and a cylindrical third passage 226 connects the central groove 194 to both chambers 218 and 220 with a metering action because the diameter thereof is slightly larger than the width of central spool land 214. A control pressure feedback passage 228 having a flow controlling orifice 230 therein is in fluid communication between the third passage 226 and a left end chamber 231 defined within the valve body 188 and in pressure-biasing communication with the left end of control spool 208.

As is shown in Figs. 1B and 3, the electrohydraulic control device 76 includes third actuator means or a third actuator mechanism 232 for controllably engaging the lockup clutch 66 at a preselected speed of the converter output shaft 30 to obtain a direct mechanical connection therebetween. The third actuator means 232 includes a solenoid-operated or electromagnetic lockup clutch valve 234 responsive to an electrical signal in a signal line 236 from the electronic control module 78. This valve is in fluid communication with the pressurized first conduit 54 through a branch supply conduit 238, the reservoir 50 through a branch drain conduit 240, and to a control conduit 242. Valve 234 is basically a three-way proportional valve having a solenoid 244 that increases the pressure in the control conduit 242 in direct proportion to the strength of the electrical signal in the line 236. Valve 234 has a housing 246 adapted to receive a stepped valve body 248 having three annular grooves 250, 252 and 254 around the periphery thereof that are continuously connected to the supply conduit 238, the drain conduit 240, and the control conduit 242 respectively. A drain passage 256 in the valve body 248 is connected to a left end chamber 258 immediately around a solenoid-operated plunger 260, and three radially oriented cylindrical passages 262, 264 and 266 are connected between a central bore 267 in the valve body 248 and the respective annular grooves 250, 252 and 254. A control spool 268 is disposed in the central bore 267 in abutment with the plunger 260 and has three cylindrical lands 270, 272 and 274 defining a left pressure chamber 276 and a right drain chamber 278 between the lands. A chamber 280 within the housing 246 at the right end of the valve body 248 is in continuous communication with the pressure in the third passage 226 via a cross passage 281, and another chamber 282 at the right end of the control spool 268 is in fluid communication with the chamber 280 through a damping orifice 283 defined in an end plug 284. Metering in the lockup clutch valve 234 is achieved by the axial displacement of the center land 272 with respect to the slightly larger diameter cylindrical passage 266.

Referring to Fig. 1A, the electrohydraulic control device 76 optionally has torque limiting means or a first gear limit control 286 for limiting the torque transmitted by the input clutch 64 when the output speed of the torque converter 20 decreases to a preselected range and when the transmission 32 is solely in first gear. Such torque limiting means preferably includes a manually rotatable control dial 288 connected to a source of electricity 290, and adapted to direct a pulse width modulated electrical signal to the electronic control module 78 via a signal line 292 proportionate to the rotational displacement of that dial.

An optional disabling switch or lockup enable switch 294 is preferably associated with the electronic control module 78 that can allow the vehicle operator to maintain the lockup clutch 66 continuously disengaged when positioned in an OFF position. In the remaining ON position of the switch the third actuator means 232 functions automatically to engage the lockup clutch when the speed of the torque converter output shaft 30 reaches a preselected value. For this purpose the disabling switch 294 is connected to another electrical source 296. Another signal line 298 connects the disabling switch to the electronic control module 78.
As is shown in Fig. 1B, the electrohydraulic control device 76 includes pressure responsive means or a pressure responsive apparatus 300 for directing an electrical signal to the electronic control module 78 via a signal line 302 that is proportional to the pressure level in one of the directional clutches 34 and 36. Preferably, the pressure responsive means 300 includes a signal generator 304 connected to a source of electrical energy 306 and to the conduit 63 and generates a pulse width modulated signal in the line 302 having a duty cycle proportional to the pressure level in either the FORWARD or REVERSE directional clutch 34,36. Alternatively, the signal generator 304 could provide an electrical signal proportional to the pressure level in one of the speed clutches 38,40,42 and 44 in accordance with the specifics of the design of the transmission 32.

In Fig. 5 the main processing steps of the microprocessor are illustrated which take place during each periodic control loop of the electronic control module 78. In first main step 308 the following seven electrical control inputs are continually read:

1. The electrical signals in the wiring harness 96 from the transmission control handle 82;

THANDLE = Transmission shift handle setting
0 = NEUTRAL
1 = FIRST GEAR
2 = SECOND GEAR
3 = THIRD GEAR
4 = FOURTH GEAR
POSITIVE = FORWARD
NEGATIVE = REVERSE

2. The electrical engine speed signal in the signal line 114;

ENGSPD = Engine speed (rpm)

3. The electrical torque converter output speed signal in the signal line 118 (including the direction of rotation of the output shaft 30);

TCOSPD = Torque converter output speed and direction (rpm; + = FORWARD, - = REVERSE)

4. The electrical signal in the signal line 302 corresponding to the hydraulic pressure P2 existing in the active one of the directional clutches 34,36;

TP2PRESS = Trans. directional clutch pressure (kPa)

5. The electrical signal in the signal line 126 corresponding to the displacement of the left foot pedal 122 by the vehicle operator;

LPPOS = Left foot pedal position (degrees)

6. The electrical signal in the signal line 298 from the lookup enable switch 294;

LESW = Lockup enable switch setting (0=OFF, 1=ON)

and

7. The electrical signal in the signal line 292 from the first gear rimpull limit control 286.

RPLPOS = Rimpull limit dial position (degrees)

The second main step 310 is to determine the existing commands to the transmission solenoid valves 100,102,104,106,108 and 110. The microprocessor sets the transmission solenoid command (TSOLCMD) which indicates which solenoids are to be energized to engage the transmission direction and gear ratio indicated by the transmission control handle 82, such as is indicated by the following chart:

TSOLCMD = Trans. sol. command (6 bit binary no.)
BIT 0 = sol.100 command (0=OFF, 1=ON) F
BIT 1 = sol.102 command (0=OFF, 1=ON) R
BIT 2 = sol.104 command (0=OFF, 1=ON) 1
BIT 3 = sol.106 command (0=OFF, 1=ON) 2
BIT 4 = sol.108 command (0=OFF, 1=ON) 3
BIT 5 = sol.110 command (0=OFF, 1=ON) 4

The third main step 312 is to determine the required command for the lockup clutch valve 234 as is indicated by the middle block in Fig. 5.

LCSOLCMD = Lockup clutch solenoid command (amps)

The third main step 312 is delineated by the subroutine or logic subchart illustrated in Figs. 6A and 6B. At substep 314 the electronic control module 78 determines whether the manually operated disabling switch 294 is in the OFF position, indicating that the operator wants to maintain the torque converter 20 solely in a hydrodynamic working mode, or in the ON position indicating that the operator wants the control module to automatically engage the lockup clutch 66 under preselected circumstances. If the disabling switch 294 is OFF, the microprocessor will proceed to disengage the lockup clutch 66 as will be later described. If the disabling switch 294 is ON, the microprocessor proceeds to substep 320. Substep 320 determines whether or not the left pedal 122 is released from depression by the vehicle operator. If the left pedal 122 is not released, or is depressed, the microprocessor will proceed to substep 322 (Fig. 6B). If the pedal 122 is released, or not depressed, the microprocessor will proceed to a decision-making substep 326. Substep 326 determines whether the transmission 32 has been in the same gear for a preselected period of time, e.g., for 1.0 seconds. If not, the microprocessor will proceed to substep 322. If the transmission has been in the same gear for more than that selected time period then the microprocessor will proceed to a substep 332. Substep 332 identifies whether it has been more than a preselected period of time, for example 4.2 seconds, since the lockup clutch 66 was last engaged. If not, the microprocessor proceeds to substep 322. If YES, the microprocessor proceeds to a decision-making substep 338.

Substep 338 establishes if the torque converter output shaft speed (TCOSPD) is within a preselected speed range; for example, above 1565 rpm and below a maximum speed of 2250 rpm. If not, the microprocessor proceeds to a substep 340. Substep 340 determines the lockup adjusted torque converter output speed (LUADJTCOSPD), which is the torque converter output speed (TCOSPD) adjusted by a factor related to the deceleration rate of the torque converter output shaft 30, or specifically [K (TCOSPD - OLDTTCOSPD)].

LUADJTCOSPD = Lockup adjusted torque converter output speed (rpm), and wherein
OLDTTCOSPD = Torque converter output speed from the last control loop - approximately 0.015 seconds earlier (rpm)

On the other hand, if the speed is within the range set forth in substep 338, the microprocessor will proceed to engage the lockup clutch 66 in accordance with a substep 341 (Fig. 6B) as will be described later. From the information obtained in substep 340 a subsequent substep 342 determines whether the adjusted speed of the converter output shaft 30 is above a preselected "HOLD" value; for example, 1415 rpm. This value is somewhat less than the value required to initiate engagement of the lockup clutch 66. If not, the microprocessor proceeds to substep 322 of Fig. 6B so that the the lockup clutch 66 is disengaged. If yes, the microprocessor proceeds to a substep 350. The substep 350 determines whether or not the lockup clutch 66 is currently engaged by checking the value of LCENGCMD as set in the last loop.

LCENGCMD = Lockup clutch engage command (0=disengage, 1=engage)

If not, the microprocessor proceeds to substep 322 to disengage the lockup clutch 66. If yes, the microprocessor proceeds to substep 341 to engage that clutch.

Beginning at substep 322, as directed above, the microprocessor sets LCENGCMD to zero, indicating the disengage command. In subsequent substep 352 LCSOLCMD is set as a function of time since the transition of LCENGCMD from one to zero, and a predetermined table, in order to controllably modulate the gradual release of the lockup clutch 66. Such modulation is a controlled rate of pressure release from the chamber 74 shown in Fig. 1B, and can be referred to as a "ramp down" controlled pressure release function. Such "ramp down" is preferably accomplished in only a fraction of a second; for example, 0.1 seconds.

Beginning at substep 341, as directed above, the microprocessor sets LCENGCMD to one, indicating the engage command. In subsequent substep 354 LCSOLCMD is set as a function of time since the transition of LCENGCMD from zero to one, and a predetermined table, in order to controllably modulate the gradual engagement of the lockup clutch 66. Such modulation is at a controlled rate of pressure increase to the chamber 74, and can be referred to as a "ramp
up” or graduated pressure increase function. Preferably, this “ramp up” is accomplished in approximately 0.7 seconds.

Returning now to the main routine flow chart of Fig. 5, it may be noted to include a fourth main step 356 that determines the solenoid operating command for the controlled engagement of the impeller input clutch 64 shown in Fig. 1B.

\[ \text{ICSOLCMD} = \text{Impeller clutch solenoid command (amps)} \]

The subsidiary processing steps for such clutch engagement are more specifically illustrated by the serially related subroutine flow charts shown in Figs. 7A, 7B and 7C. Overall, the flow charts of Figs. 7A and 7B produce the following six variables that are subsequently used in the flow chart of Fig. 7C to compute ICSOLCMD:

\[ \begin{align*}
\text{ICTCPR} &= \text{Impeller clutch torque capacity pedal ratio (\% of maximum)} \\
\text{ICTCTRL} &= \text{Impeller clutch torque capacity limit ratio (\% of maximum)} \\
\text{MAXRICTC} &= \text{Maximum rimpull impeller clutch torque capacity (\% of impeller torque at full throttle converter stall)} \\
\text{MAXTICTC} &= \text{Maximum transmission shift impeller clutch torque capacity (\% of impeller torque at full throttle converter stall)} \\
\text{MAXLICTC} &= \text{Maximum lockup impeller clutch torque capacity (\% of impeller torque at full throttle converter stall)} \\
\text{MINICTC} &= \text{Minimum impeller clutch torque capacity (\% of impeller torque at full throttle converter stall)}
\end{align*} \]

In the initial stepsubstep 358 of Fig. 7A the microprocessor determines the impeller clutch torque capacity pedal ratio (ICTCPDR) from the position of left pedal 122 in Fig. 1A (LPPOS) according to a predetermined table as is illustrated. The second stepsubstep 360 determines the impeller clutch torque capacity limit ratio (ICTCTRL) from the position of the rimpull limit control dial 288 in Fig. 1A (RLPPOS) according to another predetermined table as is shown.

In addition to the two manual inputs associated with substeps 358 and 360, the present invention utilizes four automatic inputs. The third stepsubstep 362 is the first one of the automatic inputs and determines the maximum rimpull impeller clutch torque capacity (MAXRICTC). If the transmission is not in first gear, as is indicated by the position of the actuating element 66 of the control handle 82 of Fig. 1A (and the TSHANDLE value), then MAXRICTC is set to 100%. If the transmission is in first gear, then as indicated by subroutine 364 an adjusted torque converter output speed is calculated.

\[ \text{TLADJTCOSPD} = \text{Adjusted torque converter output speed (rpm)} \]

TLADJTCOSPD is the speed of the torque converter output shaft 30 (TCOSPD) adjusted by a factor related to the deceleration rate of the torque converter output shaft. In a subsequent subroutine 366 the microprocessor determines MAXRICTC as a function of the adjusted torque converter output speed according to another predetermined table as is shown.

The microprocessor of the electronic control module 78 proceeds to fourth stepsubstep 368 shown at the top of Fig. 7B, which is the second one of the automatic inputs, and determines the maximum transmission shift impeller clutch torque capacity (MAXTICTC). When a shift in gears is indicated by a change in TSHANDLE, the stepsubstep 368 will cause MAXTICTC to be set to a preselected relatively low level. When the pressure rises in the conduit 63 in Fig. 1B (TP2PRESS) above a preselected value, indicating that the engagement of one of the directional clutches 34 or 36 of the transmission 32 has begun, MAXTICTC will be adjusted upward at a controlled rate until it reaches 120%.

In fifth stepsubstep 370 of Fig. 7B, involving the third automatic input, the microprocessor determines the maximum lockup impeller torque capacity (MAXLICTC) according to the value of the lockup clutch engagement command (LCENGCMD). If the lockup clutch 66 is being engaged, as indicated by a transition value of LCENGCMD from zero to one, the microprocessor decreases MAXLICTC or “ramps it downwardly” according to a preselected function of time since LCENGCMD changed. This normally means that the input clutch 64 is gradually disengaged or "ramped down" in pressure in approximately 0.7 seconds for a smooth transition. If the lockup clutch is being disengaged, MAXLICTC is increased or “ramped upwardly” as a function of time since the LCENGCMD changed from one to zero. This normally means that the input clutch 64 is gradually fully engaged in about 0.7 seconds.

The microprocessor proceeds to stepsubstep 372 in Fig. 7B, involving the fourth automatic input, to determine minimum impeller clutch torque capacity (MINICTC). The value of MINICTC is set as a function of torque converter output speed (TCOSPD) to cause the minimum impeller clutch torque capacity to increase above zero as TCOSPD reaches a preselected negative speed value and continues to increase in the negative direction, indicating the transmission output shaft 30 is rotating in a direction opposite that of the engine shaft 16 shown in Fig. 1B.

All of the impeller clutch control variables described above are used in the logic flow chart of Fig. 7C to determine the combined impeller clutch torque capacity (COMICTC).

\[ \text{COMICTC} = \text{Combined impeller clutch torque capacity (\% of impeller torque at full throttle converter stall)} \]

As is indicated by seventh stepsubstep 374 the microprocessor first sets COMICTC equal to the product of the impeller speed (TCOSPD) and the minimum impeller clutch torque capacity (MINICTC).
clutch torque capacity pedal ratio (ICTCPR) times the impeller clutch torque capacity torque limit ratio (ICTCTLR) times
the maximum rimpull impeller clutch torque converter capacity (MAXRICTC). This is the basic capacity as adjusted by
the vehicle operator.

In the eighth substep 376 of Fig.7C the microprocessor determines if the value of COMICTC exceeds the value of
the maximum transmission shift impeller torque capacity (MAXTICTC) calculated in substep 368. If yes, then COMICTC
is set to the value of MAXTICTC. If no, the COMICTC is left unchanged. Thus substep 376 has the effect of limiting
COMICTC to be equal to or below the value MAXTICTC.

In the same way ninth substep 386 limits COMICTC to be less than or equal to the maximum lockup impeller torque
capacity (MAXLICTC) calculated in substep 370, and tenth substep 394 limits COMICTC to be greater than or equal to
the minimum impeller clutch torque capacity (MINICTC) calculated in substep 372.

The microprocessor proceeds to eleventh substep 396 of Fig. 7C to determine the impeller clutch solenoid command
(ICSOLCMD) as a function of the final value of COMICTC according to a predetermined table as is illustrated
within the drawing box. The impeller clutch solenoid command determines the electrical current that will be supplied to
the electromagnetic impeller clutch valve 170 by the electronic control module 78 driver circuitry. The relationship
between ICSOLCMD and COMICTC is established by the pressure-current relationship provided by the impeller clutch
valve 170, the pressurized area of the input clutch piston 68, and the area and friction coefficient of the discs of the
impeller clutch 64.

As is indicated in Fig. 5, a fifth and last main step 398 is accomplished by the microprocessor that sends out the
required solenoid commands through the driver circuitry of the electronic control module 78 to the transmission sole-
noids 100,102,104,106,108 and 110, the lockup clutch solenoid 244, and the impeller clutch solenoid 180.

Industrial Applicability

In operation, this embodiment provides the vehicle operator direct control of the transmission 32 by the direction
setting and gear ratio setting control handle 82. The manipulation of the FORWARD, NEUTRAL, REVERSE actuating
element 90 and the displacement of the gear ratio actuating element 86 is converted to electrical signals which are
directed to the electronic control module 78 by the wiring harness 96 shown in Fig. 1A. The electronic control module
then energizes the correct ones of the transmission solenoids 100, 102, 104, 106, 108, and 110 shown in Fig. 1B via
the wiring harness 98 to cause the transmission to shift according to the operator's demand.

The operator can choose to enable or disable automatic engagement of the lockup clutch 66 by setting the disa-
bbling switch 294 shown in Fig. 1A. If the disabling switch is positioned in OFF, indicating the operator wants the drive
train 10 to function solely in a hydrodynamic working mode, then the electronic control module 78 disengages the
lockup clutch 66 by continuing to execute substeps 322 and 352 of Fig. 6B and causing no current to be passed through
the lockup clutch solenoid 244 shown in Figs. 1B and 3. This causes the lockup clutch valve 234 to drop the pressure
in the control conduit 242 leading to the lockup clutch actuating chamber 74. This is achieved by the retraction of the
left plunger 260 shown in Fig. 3, whereupon the control spool 268 is urged to the left by the pressure in the third pas-
sage 266, cross passage 281, right end chamber 280 and the chamber 282 connected thereto via the orifice 283. The
control conduit 242 and the third passage 266 are subsequently placed into more open communication with the drain
conduit 240 through the drain chamber 278 and second passage 264, and pressure is substantially fully relieved from
right end chamber 290. Simultaneously, the center land 272 of the control spool 268 substantially blocks fluid commu-
nication between the pressurized chamber 276 and the third passage 266.

If the disabling switch 294 is ON, then control logic substeps 320, 326, 332, 333, 338, 340, 342 and 350 of Fig. 6A deter-
mine if conditions are correct for automatic engagement of the lockup clutch 66. The conditions that must be met are
that the left foot pedal 122 of Fig. 1A is released (substep 320), that the transmission 32 has been in the same gear for
some predetermined period of time (substep 332), that the lockup clutch 66 has been disengaged for a predetermined
length of time (substep 332), that the speed of the output shaft 30 of the torque converter 20 is within a preselected range
(TCOSP of substep 338), and that the adjusted torque converter output speed (LUADJTCOSPD) stays above a
preselected value (substeps 340, 342 and 350). When engagement of the lockup clutch 66 is called for, substeps 341
and 354 of Fig. 6B are executed to cause current flow through the lockup solenoid 244 of Fig. 3 in such a manner that
the lockup clutch valve 234 "ramps up" and then holds a relatively high pressure level in conduit 242 sufficient to engage
the lockup clutch 66. This is achieved by the high current signal being directed to the signal line 236 in Fig. 1B so as to
actuate the solenoid 244 and urge the left plunger 260 to the right when viewing the drawing. This causes the control
spool 268 to move to the right to the position illustrated, whereupon the pressurized chamber 276 is in more open com-
munication with the third passage 266, the control conduit 242, and the chamber 74 behind the actuating piston 72. This
substantially fully pressurizes and engages the lockup clutch 66.

The operator can directly control the action of the impeller clutch 64, subject to the automatic functions described
below, by moving the left foot pedal 122 shown in Fig. 1A. The rotary position sensor 125 provides a signal representing
the position of the pedal to the electronic control module 78 via the signal line 126. Within the electronic control module
the pedal position (LPPOS) is read, as in substep 358 of Fig. 7A, and is used in the calculation of the combined impeller
clutch torque capacity (COMICTC) as indicated by Figs. 7A, 7B and 7C. The current to the impeller clutch solenoid 180 is set according to COMICTC, and the resulting impeller clutch actuating pressure directed to the control conduit 178 by the impeller clutch valve 170, and the resulting torque capacity of the input clutch 64 varies with the elevation or position of the foot pedal 122 as is shown in Fig. 4. With depression of the left foot pedal the rotary position sensor 125 produces a pulse width modulated signal to a conventional driver circuit, not shown, in the electronic control module 78. More particularly, as the left foot pedal is manually depressed from a fully elevated 45° angle first position to an intermediate 33° angle second position the electronic control module adjusts impeller clutch solenoid current proportionately, increasing it to a preselected level. This signal is subsequently effective to proportionately reduce the control pressure in the control conduit 178 leading to impeller input clutch 64 to a preselected relatively lower pressure value. This reduces the torque transmitting capability of the input clutch 64 as is also shown in Fig. 4. Further depression of the left foot pedal 122 so that it is within the remaining 33° to 25° range results, in the instant embodiment, in no further reduction in the pressure that extends the actuating piston 68 to the left against the interleaved plates and discs of input clutch 64 shown in Fig. 1B. This is very significant feature in that the fluid pressure existing in the toroidal circuit of the torque converter 20 tends to retract the actuating piston 68 to the right when viewing Fig. 1B, and such internal pressure varies over a substantial range due to the widely varying operating conditions of the vehicle 12. By holding 25 psi (170 kPa), for example, in the input clutch chamber 70 the fill and reaction time is shortened for any subsequent repressurization.

When the left foot pedal 122 is depressed the required pedal effort increases at a relatively low rate until the 33° position is obtained as is shown by a solid line in Fig. 4. During this range of movement the impeller clutch pressure is reduced from a maximum 100% value to a minimal level of approximately 5% to 10%. That maximum value as is shown by a phantom line, for example, the minimum pressure level could be about 25 psi (170 kPa). Simultaneously, the torque transmitting capability of the input clutch 64 is proportionately reduced as is shown by the broken line.

Fig. 4 further illustrates that after the the left foot pedal 122 is depressed beyond the 33° second position the left brake valve 136 progressively directs an increasing pilot signal via the conduit 138 to the tandem pressure reducing valve 144. The pilot signal pressure increases directly with the further depression of the foot pedal as is indicated by the dotted line in Fig. 4. This results in the tandem pressure reducing valve communicating the supply conduit 132 with line 146 to the rear set of service brakes 150, and independently the supply conduit 134 to the line 148 to the front set of service brakes 152. If the operator alternatively depresses the central brake pedal 140, the same independent actuation of the rear and front set of service brakes would be assured in a conventional manner without any interaction with the impeller clutch 64.

The vehicle operator can also adjust the action of the impeller clutch 64 by setting the control dial 288 shown in Fig. 1A, which in effect will alter the value LPOS read by the electronic control module 78 in substep 358 of Fig. 7A. Through the action of substeps 360, 362, 374 and 396 in Figs. 7A and 7C current supplied to the solenoid 180 of the impeller clutch valve 170 is adjusted so as to reduce the clutch actuating pressure in chamber 70 and the clutch torque that will be achieved at relatively low speed values of the torque converter output shaft 30 and at any given position of the left foot pedal 122. When the dial 288 is disposed in a fully clockwise position there is a preselected minimal amount of pressure reduction to the impeller clutch valve or maximum torque transmission. Moving the dial 288 fully counterclockwise causes a maximum reduction in the impeller clutch pressure and minimal torque transmission through the drive train 10. This feature will allow the operator to adjust impeller clutch torque capacity to match vehicle operating conditions.

The first automatic function of the electronic control module 78 is provided within the substep 362 of Fig. 7A which initially determines whether or not the transmission 32 is engaged in first gear. If it is, then subroutine 364 calculates TLADJTCOSPD which recognizes changes in the speed of torque converter output shaft 30. In order to better appreciate the advantages of this desirable feature, it can be visualized that the vehicle 12 is a wheel loader equipped with a loader bucket and that the wheel loader has been driven forwardly into a pile of dirt. This is a typical mode of operation, and if the impeller clutch 64 is allowed to remain fully engaged then an excessive amount of torque is delivered to the wheels of the vehicle, not shown, via the hydrodynamic circuit of the torque converter 20, the output shaft 30 and the transmission 32. In order to automatically anticipate this eventuality, the rate of deceleration of the output shaft 30 is monitored by subroutine 364. When the loader bucket, also not shown, penetrates the dirt pile the forward motion of the wheel loader is drastically reduced and the rate of deceleration of the output shaft 30 is immediately recognized. This deceleration rate is reflected in TLADJTCOSPD that is directed to subroutine 366. As the graph within subroutine 366 indicates, at low values of the ADJUSTED torque converter output speed the amount of torque transmitting capability of the input clutch 64 is reduced. At low values of TLADJTCOSPD subroutine 364 promptly reduces the electrical signal in the line 172 to the impeller clutch valve 170 causing the automatic reduction of the pressure supplied to the actuating chamber 70 and the reduction of torque delivered through the input clutch 64. This decreases the amount of wear of the vehicle's tires, and also allows the speed of the engine 14 to be maintained at a reasonably high level so that the vehicle's auxiliary equipment such as the loader bucket's hydraulic system can respond to new commands at a relatively fast rate. In this regard, rotating the control dial 288 of Fig. 1A in a counterclockwise direction has the effect of displacing the inclined solid line identified by the letter E to the position of broken line F in the graph of subroutine 366.
in first gear. In this way the operator can tailor the automatic reduction of impeller clutch torque to the vehicle operating conditions or the ground conditions.

A second automatic function is provided by substep 368 at the top of Fig. 7B. The diagram shown in Fig. 8 illustrates the transient pressure changes in the forward directional clutch 34 and the reverse directional clutch 36 shown in Fig. 1B, the changes in pressure P2 in the conduit 63, and the changes in pressure in the impeller clutch actuating chamber 70 resulting in a typical shift from forward to reverse as made by the operator's manipulation of the control handle 82 shown in Fig. 1A. When the actuating element 90 is rocked from FORWARD TO REVERSE the electronic control module 78 turns off the forward solenoid 100 causing the pressure to drop in forward clutch 34, and turns on the reverse solenoid 102 causing the reverse clutch 36 to fill and then begin to pressurize as is shown by point C on the middle drawing of Fig. 8. During this same time frame, which is approximately 0.4 seconds, the pressure P2 initially drops and then begins to rise. When a shift is called for, such as indicated at broken vertical line A-A in Fig. 8, MAXITCCT drops as is indicated by reference letter A in substep 368 of Fig. 7B and this causes the pressure to impeller clutch actuating chamber 70 to drop quickly to some relatively low value, for example approximately 25 to 50 psi (170 to 345 kPa). At broken vertical line B-B in Fig. 8 the pressure P2 rises above a preselected value, and the value of MAXITCCT of substep 368 begins to rise at reference letter B. This causes impeller clutch pressure to rise in a modulated manner as is indicated at point D in the lower graph of Fig. 8 to full engagement and the pressure level before the shift. This automatic function reduces the energy absorbed by the reverse transmission clutch 36 during this shift by reducing the torque it transmits while slipping.

A third automatic function is provided by substep 370 of Fig. 7B in which the impeller clutch 64 is caused to disengage when the lockup clutch 66 is engaged as indicated by LCENGCMD computed in substeps 341 and 354 of Fig. 6B. When the lockup clutch 66 is engaged, substep 370 of Fig. 7B causes MAXLICTC to be gradually reduced to zero, which in turn causes the current to impeller clutch solenoid 180 to increase through substep 396 of Fig. 7C and the action of the electronic control module 78. The pressure in the actuating chamber 70 is subsequently caused to "ramp down" and to controllably disengage the impeller clutch 64. This automatic function minimizes fluid losses within the torque converter 20 by allowing the impeller element 22 to freewheel. Conversely, the pressure to the impeller clutch 64 is automatically "ramped upwardly" to engage it when the lockup clutch 66 is disengaged.

The fourth automatic function is provided by substep 372 of Fig. 7B which determines a minimum impeller clutch torque capacity (MINICTC) as a function of the negative speed value of the torque converter output shaft 30. By the term "negative speed value" it is meant that the direction of rotation of the output shaft 30 is opposite that of the normal direction of rotation of the engine shaft 16 as may be appreciated by reference to Fig. 1B. When the negative speed value reaches a preselected level, for example 400 rpm as is indicated at point C in the graph of substep 372, then the amount of torque transmitted by the input clutch 64 is automatically increased by the electronic control module 78 as the negative speed value increases as can be noted by reference to the graph. At negative 1600 rpm, point D on the graph, the output signal is modified to produce maximum engagement of the impeller input clutch 64. In operation, for example, if the vehicle is rolling backwards down a steep slope while in a forward gear with the weight of the vehicle driving the converter output shaft 30 in a progressively increasing speed in the negative direction, it becomes increasingly less desirable to reengage the input clutch 64 because the rotating housing 18 is being driven in one direction and the turbine element 28 is being driven in the opposite direction and excessive amounts of energy would have to be absorbed by the input clutch. By automatically progressively engaging the input clutch under these circumstances an increasing portion of the energy being transmitted by the vehicle's weight can be directed back to the engine 14 to retard the acceleration rate and reduce the heat energy absorbed by the input clutch.

Accordingly, it can be appreciated that the electrohydraulic control device 76 of the present invention is simple and easy to operate, and is effective to improve the overall productivity of the vehicle and to reduce fuel consumption. This is due to the continuously modulatable action of the left foot pedal 122 and its precise control of the engagement level of the input clutch 64 through the programmable electronic control module 78 and the solenoid operated valve 170, and to the logic routines contained in the module and discussed above in connection with Figs. 7A, 7B and 7C. Through the direct operator control of the engagement level of the input clutch engagement power can be better divided between the wheels of the vehicle and the auxiliary equipment such as the implement system, not shown, which is driven by the engine 14 upstream of the controllably slippable input clutch 64. Moreover, a "soft" shift is automatically accomplished due to the disengagement of the input clutch during transmission gear ratio or directional shifts. And furthermore, the electronic control module 78 features a logic system that minimizes engine lug during low speed operating conditions of the output shaft 30 of the torque converter 20, that controllably engages the input clutch under certain conditions of fast reverse rotation of the output shaft 30, that disengages the input clutch when the output shaft 30 decelerates too rapidly, and that is compatible with a lockup clutch for effectively bypassing the torque converter and providing an efficient direct drive mode of operation under preselected operating conditions. And still further, the electrohydraulic control device 76 effectively cooperates with the electrical control handle 82 for operating the transmission 32, and the service brake mechanism 128 for braking the vehicle 12 after bringing the input clutch 64 to a substantially disengaged condition by operating the left foot pedal 122, or alternatively by braking the vehicle with an engaged input clutch by operating the central foot pedal 140.
Other aspects, objects and advantages of this invention can be obtained from a study of the drawings, the disclosure and the appended claims.

Claims

1. An electrohydraulic control device (76) for a drive train (10) of a vehicle (12) including an engine (14), a transmission (32), a source of pressurized fluid (48,52,54,56), and an input clutch (64) drivingly connected between the engine (14) and the transmission (32), comprising:

   a. an electronic control module (78);
   b. an actuator means (120,136,80,286,294) including a control member (122) progressively manually movable between first and second positions for delivering a first electrical signal to the electronic control module (78) indicative of the position of the control member (122);
   c. a valve means (170) for directing fluid under pressure from the source (48,54) to the input clutch (64) at a decreasing pressure and controllably decreasing the degree of engagement thereof in response to a second electrical signal from the electronic control module (78) reflecting movement of the control member (122) from the first to the second position; and
   d. wherein the electronic control module (78) includes logic means (362,368,370,372) for automatically modifying the second electrical signal and setting a different level of engagement of the input clutch (64) through the valve means (170) than called for by the position of the control member (122) in response to preselected conditions of operation of the drive train (10); characterised in that:
      a. the drive train (10) includes a torque converter (20) connected between the input clutch (64) and the transmission (32) and having an output member (30), and including an output speed sensor (116) for delivering a third electrical signal to the electronic control module (78) proportionate to the speed of the output member (30); and
      b. the actuator means (120,136,80,286,294) includes control means (286,360) for manually modifying the low output speed means (366) of the electronic control module (78) and controllably resetting the maximum amount of torque being transmitted through the input clutch (64) at preselected relatively low values of the speed of the output member (30).

2. A control device according to claim 1, wherein the logic means (362,368,370,372) includes low output speed means (366) for automatically modifying the second electrical signal to reduce the pressure supplied to the input clutch (64) and reducing the engagement level thereof when the speed of the output member (30) drops below a preselected value.

3. The control device (76) of claim 2 wherein the logic means (362,368,370,372) is programmed to reduce the torque level of the input clutch (64) at relatively low speeds of the output member (30) in a preselected gear ratio range of the transmission (32).

4. The control device (76) of claim 1 wherein the transmission (32) includes a plurality of directional and speed clutches (34,36,38,40,42,44), and transmission control means (46,100,102,104,106,108,110) for controllably engaging selected ones of the clutches, and the actuator means (120,136,80,286,294) includes a control handle (82) for selecting a new gear ratio mode by operating the transmission control means and engaging the selected clutches, and the logic means (362,368,370,372) includes temporary reduction means (368) for temporarily reducing the torque level transmitted by the input clutch (64) in response to the selection of a new gear ratio mode by the control handle (82).

5. The control device (76) of claim 4 wherein the temporary reduction means (368) gradually increases and reestablishes the torque level transmitted by the input clutch (64) in response to the rise of the pressure level P2 to a preselected value in one of the directional clutches (34,36).

6. The control device (76) of claim 1 wherein the drive train (10) includes a torque converter (20) connected between the input clutch (64) and the transmission (32) and having an output member (30), and the logic means (362,368,370,372) includes deceleration means (364) for automatically modifying the second electrical signal to reduce the pressure actuating the input clutch (64) when the rate of deceleration of the output member (30) is above a preselected value.

7. The control device (76) of claim 1 wherein the valve means (170) is so constructed and arranged as to direct maximum pressure to engage the input clutch (64) in the absence of the second electrical signal thereto.
8. The control device (76) of claim 1 wherein the control member (122) is a foot pedal and the actuator means (120, 136, 80, 286, 294) includes means (125) for providing a pulse-width-modulated first electrical signal to the electronic control module (78) having a duty factor responsive to the depressed position of the foot pedal (122).

9. The control device (76) of claim 1, wherein the control member (122) is a foot pedal, the drive train (10) includes a service brake mechanism (128), and the actuator means (120, 136, 80, 286, 294) includes means (130, 136, 138) for progressively engaging the service brake mechanism (128) in response to the depressed movement of the foot pedal (122) beyond the second position and corresponding to a substantially disengaged input clutch (64).

10. The control device (76) of claim 1, wherein the drive train includes a torque converter (20) connected between the input clutch (64) and the transmission (32), and the torque converter (20) has an output member (30) and an output speed sensor (116) for delivering a third electrical signal to the electronic control module (78) proportionate to the speed of the output member (30), and wherein the logic means (362, 368, 370, 372) includes reverse speed protection means (372) for automatically modifying the second electrical signal to gradually increase the pressure supplied to the input clutch (64) if the pressure is below such value when the speed of the output member (30) increases in a reverse direction from that of the engine (14) beyond a preselected value.

11. The control device (76) of claim 1, wherein the valve means (170) includes a solenoid (180) in communication with the second electrical signal, a plunger (182) displaceable by the solenoid (180), a valve body (188) defining a bore (210), a control spool (208) movable in the bore (210), and spring means (204, 206, 200) for biasing the control spool (208) against the plunger (182).

12. The control device (76) of claim 11, wherein the valve means (170) includes a fluid return conduit (176), a fluid control conduit (178) leading to the input clutch (64), and wherein the valve means (170) operates to decrease pressure in the control conduit (178) in response to an increasing current level of the second electrical signal.

13. The control device (76) of claim 1, wherein the drive train (10) includes a torque converter (20) connected between the input clutch (64) and the transmission (32) and having a rotating housing (18), an impeller element (22) connected to the rotating housing (18) through the input clutch (64), a reactor element (24), a turbine element (28) connected to the transmission (32), and a lockup clutch (234) for directing fluid under pressure from the source (48, 54) to the lockup clutch (66) in response to another electrical signal from the electronic control module (78).

14. The control device (76) of claim 13, wherein the logic means (362, 368, 370, 372) includes means (370) for automatically and controllably disengaging the input clutch (64) when the lockup clutch (66) is being engaged.

15. The control device (76) of claim 13, wherein the logic means (362, 368, 370, 372) includes means (370) for automatically and controllably engaging the input clutch (64) when the lockup clutch (66) is being disengaged.

16. The control device (76) of claim 13, wherein the electronic control module (78) includes disabling switch means (294) for maintaining the lockup clutch (66) continuously disengaged.

17. The control device (76) of claim 13, wherein the electronic control module (78) includes means (338, 354) for controllably engaging the lockup clutch (66) when the speed of the turbine element (28) is increased beyond a preselected value.

18. The control device (76) of claim 17, wherein the electronic control module (78) includes means (338) for disengaging the lockup clutch (61) when the speed of the turbine element (28) reaches a preselected maximum limit.

19. The control device (76) of claim 17, wherein the electronic control module (78) includes means (340) for disengaging the lockup clutch (66) when the rate of deceleration of the turbine element (28) reaches a preselected value.

20. The control device (76) of claim 13, wherein the another valve means (234) operates to decrease pressure and decrease the engagement level of the lockup clutch (66) in response to a decreasing current level of the another electrical signal.

Patentansprüche

1. Eine elektrohydraulische Steuervorrichtung (76) für das Triebwerk (Antriebslinie) (10) eines Fahrzeugs (12) mit einem Motor (14), einem Getriebe (32), einer Druckströmungsmittelquelle (48, 52, 54, 56) und einer Eingangs-
kupplung (64) antriebsmäßig verbunden zwischen Motor (14) und Getriebe (32), wobei folgendes vorgesehen ist:

ein elektronisches Steuermodul (78); 
Betätigungsmittel (120, 136, 80, 286, 294) einschließlich eines Steuerglieds (122), welches progressiv manuell zwischen ersten und zweiten Positionen bewegbar ist, um ein erstes elektrisches Signal an das elektronische Steuermodul (78) zu liefern, welches eine Anzeige der Position des Steuerglieds (122) vorsieht; 
Venti lmittel (170) zum Leiten von unter Druck stehendem Strömungsmittel von der Quelle (48, 54) an die Eingangskupplung (64) mit einem abnehmenden Druck und steuerbares Verringern des Ausmaßes des Eingriffs davon ansprechend auf ein zweites elektrisches Signal von dem elektronischen Steuermodul (78), welches die Bewegung des Steuerglieds (122) aus der ersten in die zweite Position reflektiert; und 

wobei das elektronische Steuermodul (78) Logikmittel (362, 368, 370, 372) aufweist zum automatischen Modifizieren des zweiten elektrischen Signals und Einstellen eines unterschiedlichen Eingriffsniveaus der Eingangskupplung (64) durch die Ventilmit tel (170), als dies durch die Position des Steuerglieds (122) verlangt wird und zwar ansprechend auf vorgewählte Betriebszustände des Triebwerks (10) dadurch gekennzeichnet, daß das Triebwerk (10) einen Drehmomentwandler (20) aufweist und zwar angeordnet zwischen der Eingangskupp lung (64) und dem Getriebe (32) mit einem Ausgangsleitglied (30), und ferner mit einem Ausgangsdrehzahlensor (116) zur Lieferung eines dritten elektrischen Signals an das elektronische Steuermodul (78) proportional zur Drehzahl des Ausgangsglieds (30); und 

daß die Betätigungsmittel (120, 136, 80, 286, 294) Steuermittel (286, 360) auf weisen zum manuellen Modifizieren der Niedrigausgangsdrehzahlmittel (366) des elektronischen Steuermoduls (78) und zur steuerbaren Rücksetzung der Maximalgröße des durch die Eingangskupplung (64) übertragenen Drehmoments bei vorgewählten relativ niedrigen Werten der Drehzahl des Ausgangsglieds (30).

2. Steuervorrichtung nach Anspruch 1, wobei die Logikmittel (362, 368, 370, 372) Niedrigausgangsdrehzahlmittel (366) aufweisen zu automatischen Modifizieren des zweiten elektrischen Signals zum Reduzieren des an die Eingangskupplung (64) gelieferten Drucks und zum Reduzieren des Eingriffsniveaus davon, wenn die Drehzahl des Ausgangsglieds (30) unter einen vorgewählten Wert abfällt.

3. Steuervorrichtung (76) nach Anspruch 2, wobei die Logikmittel (362, 368, 370, 372) derart programmiert sind, daß sie das Drehmomentniveau der Eingangskupplung (64) bei relativ niedrigen Drehzahlen des Ausgangsglieds (30) in einem vorgewählten Übersetzungsverhältnisbereich des Getriebes (32) reduzieren.

4. Steuervorrichtung (76) nach Anspruch 1, wobei das Getriebe (32) eine Vielzahl von Richtungs- und Drehzahlkupp lungen (34, 36, 38, 40, 42, 44) und Getriebeänderungsmitteln (46, 100, 102, 104, 106, 108, 110) aufweist zum steuerbaren in Eingriff bringen ausgewählter Kupplungen der Kupplungen und wobei die Betätigungsmittel (120, 136, 80, 286, 294) einen Steuerhandgriff (82) aufweisen, zum Auswählen einer neuen Getriebe- oder Übersetzungsverhält nisbetriebsart durch Betätigen der Getriebeänderungsmittel und durch in Eingriff bringen ausgewählter Kupplungen, und wobei die Logikmittel (362, 368, 370, 372) temporäre Reduktionsmittel (368) aufweisen zum temporären Reduzieren des Drehmomentniveaus übertragen durch die Eingangskupplung (64) ansprechend auf die Auswahl einer neuen Getriebeübersetzungsverhältnisbetriebsart durch den Steuerhandgriff (82).

5. Steuervorrichtung (76) nach Anspruch 4, wobei die temporären Reduktionsmittel (368) graduell das Drehmoment niv eau übertragen durch die Eingangskupplung (64) erhöhen und wiederherstellen und zwar ansprechend auf den Anstieg des Druckniveaus P2 auf einen vorgewählten Wert in einer der Richtungskupplungen (34, 36).

6. Steuervorrichtung (76) nach Anspruch 1, wobei das Triebwerk (10) einen Drehmomentwandler (20) aufweist und zwar verbunden zwischen der Eingangskupplung (64) und dem Getriebe (32) mit einem Ausgangsleitglied (30), und wobei die Logikmittel (362, 368, 370, 372) Verzögerungsmittel (364) aufweisen zum automatischen Modifizieren des zweiten elektrischen Signals, um den die Eingangskupplung (64) betätigenden Druck zu reduzieren, wenn die Verzögerungsraten des Ausgangsleitglieds (30) oberhalb eines vorgewählten Wertes ist.

7. Steuervorrichtung (76) nach Anspruch 1, wobei die Ventilmit tel (170) derart konstruiert und angeordnet sind, daß sie maximalen Druck zum Eingriff der Eingangskupplung (64) leiten beim Nichtvorhandensein des zweiten elektri schen Signals daran.

8. Steuervorrichtung (76) nach Anspruch 1, wobei das Steuermodul (122) ein Fußpedal ist, und wobei die Betätigungsmittel (120, 136, 80, 286, 294) Mittel (125) aufweisen zum Vorsehen eines pulsbreiten modulierten ersten elektrischen Signals für das elektronische Steuermodul (78) mit einem Tastverhältnis (duty factor) ansprechend auf die
9. Steuervorrichtung (76) nach Anspruch 1, wobei das Steuerglied (122) ein Fußpedal ist, wobei das Triebwerk (10) einen Betriebsbremsmechanismus (128) aufweist, und wobei die Betätigungsmittel (120, 136, 80, 266, 294) Mittel (130, 136, 138) aufweisen zum progressiven Eingriff des Betriebsbremsmechanismus (128) ansprechend auf die niedergedrückte Bewegung des Fußpedals (122) über die zweite Position hinaus und entsprechend einer im wesentlichen außer Eingriff befindlichen Eingangskupplung (64).

10. Steuervorrichtung (76) nach Anspruch 1, wobei das Triebwerk einen Drehmomentwandler (20) aufweist und zwar verbunden zwischen der Eingangskupplung (64) und dem Getriebe (32), und wobei der Drehmomentwandler (20) ein Ausgangsglied (30) aufweist und einen Ausgangsdrehzahlsensor (116) zur Lieferung eines dritten elektrischen Signals an das elektronische Steuermodule (78) proportional zur Drehzahl des Ausgangsglieds (30), und wobei die Logikmittel (362, 368, 370, 372) Umkehrdrehzahlschutzmittel (372) aufweisen zum automatischen Modifizieren des zweiten elektrischen Signals um allmählich den an die Eingangskupplung (64) gelieferten Druck zu erhöhen, wenn der Druck unterhalb eines solchen Wertes ist, wenn die Drehzahl des Ausgangsglieds (30) in einer umgekehrten Richtung ansteigt und zwar von der des Motors (14) über einen vorgewählten Wert.

11. Steuervorrichtung (76) nach Anspruch 1, wobei die Ventilmittel einen Elektromagneten (180) aufweisen und zwar in Verbindung mit dem zweiten elektrischen Signal, einem Kolben (182) verschiebbar durch den Elektromagneten (180), ein Ventilkörper (186), der eine Bohrung (210) definiert, ein Steuerkolben (208), der in der Bohrung (210) bewegbar ist, und Federmittel (204, 206, 200) zum Vorspannen des Steuerkolbens (208) gegen den Kolben oder Plunger (182).

12. Steuervorrichtung (76) nach Anspruch 11, wobei die Ventilmittel (170) eine Strömungsmittelrücklaufleitung (176) aufweisen, eine Strömungsmittelsteuerleitung (176), die zur Eingangskupplung (64) führt, und wobei die Ventilmittel (170) den Druck in der Steuerschaltung (178) verringern ansprechend auf ein Erhöhen des laufenden Niveaus des zweiten elektrischen Signals.

13. Steuervorrichtung (76) nach Anspruch 1, wobei das Triebwerk (10) einen Drehmomentwandler (20) aufweist und zwar verbunden zwischen der Eingangskupplung (64) und dem Getriebe (32) und mit einem Drehgehäuse (18), einem Laufradelement (22) verbunden mit dem Drehgehäuse (18) durch die Eingangskupplung (64), einem Reaktions- oder Aufnahmeelement (24), einem Turbinelement (28) verbunden mit dem Getriebe (32), und einer Verriegelungskupplung (234), um unter Druck stehendes Strömungsmittel von der Quelle (48, 50) zur Verriegelungskupplung (66) zu leiten, und zwar ansprechend auf ein weiteres elektrisches Signal von dem elektro-nischen Steuermodule (78).

14. Steuervorrichtung (76) nach Anspruch 13, wobei die Logikmittel (362, 368, 370, 372) Mittel (370) aufweisen zum automatischen und steuerbaren Außer-Eingriff-Bringen der Eingangskupplung (64), wenn die Verriegelungskupplung (66) in Eingriff kommt.

15. Steuervorrichtung (76) nach Anspruch 13, wobei die Logikmittel (362, 368, 370, 372) Mittel (370) aufweisen zum automatischen und steuerbaren In-Eingriff-Bringen der Eingangskupplung (64), wenn die Verriegelungskupplung (66) außer Eingriff gebracht wird.

16. Steuervorrichtung (76) nach Anspruch 13, wobei das elektronische Steuermodule (78) Abschalt-Schaltmittel (294) aufweisen, um die Verriegelungskupplung (66) kontinuierlich außer Eingriff zu halten.

17. Steuervorrichtung (76) nach Anspruch 13, wobei das elektronische Steuermodule (78) Mittel (338, 354) aufweist zum steuerbaren In-Eingriff-Bringen der Verriegelungskupplung (66), wenn die Drehzahl des Turbinelementes (28) über einen vorgewählten Wert erhöht wird.

18. Steuervorrichtung (76) nach Anspruch 17, wobei das elektronische Steuermodule (78) Mittel (338) zum Außer-Eingriff-Bringen der Verriegelungskupplung (61) aufweist, wenn die Drehzahl des Turbinelementes (28) eine vorge-wählte maximale Grenze erreicht.

19. Steuervorrichtung (76) nach Anspruch 17, wobei das elektronische Steuermodule (78) Mittel (340) aufweist zum Außer-Eingriff-Bringen der Verriegelungskupplung (66), wenn die Rate der Verzögerung des Turbinelementes (28) einen vorgewählten Wert erreicht.
20. Steuervorrichtung (76) nach Anspruch 13, wobei weitere Ventilmittel (234) vorgesehen sind und den Druck verringern und das Eingriffsniveau der Verriegelungskupplung (66) verringern und zwar ansprechend auf eine Verringerung des laufenden Niveaus der anderen elektrischen Signals.

5 Revendications

1. Dispositif électrohydraulique (76) pour la commande d’un train d’entraînement (10) d’un véhicule (12) comprenant un moteur (14), une transmission (32), une source de fluide sous pression (48, 52, 54, 56) et un embrayage d’entrée (64) branché à entraînement entre le moteur (14) et la transmission (32), comprenant:

un module électronique de commande (78);
un moyen d’actionnement (120, 136, 80, 286, 294) comprenant un organe de commande (122) pouvant être déplacé progressivement et manuellement entre une première et une deuxième position pour fournir au module électronique de commande (78) un premier signal électrique indiquant la position de l’organe de commande (122);
un moyen à vanne (170) pour envoyer du fluide sous pression provenant de la source (48, 54) à l’embrayage d’entrée (64), sous une pression décroissante, et pour diminuer de façon contrôlable le degré d’engagement de celui-ci en réponse à un deuxième signal électrique provenant du module électronique de commande (78) et reflétant le déplacement de l’organe de contrôle (122) de la première à la deuxième position; et
le module électronique de commande (78) comprenant un moyen logique (362, 368, 370, 372) pour modifier automatiquement le deuxième signal électrique et définir par l’intermédiaire du moyen à vanne (170) un niveau d’engagement de l’embrayage d’entrée (64) différent de celui demandé par la position de l’organe de commande (122), en réponse à des conditions présélectionnées du fonctionnement du train d’entraînement (10);

caractérisé en ce que:
le train d’entraînement (10) comprend un convertisseur de couple (20) branché entre l’embrayage d’entrée (64) et la transmission (32), présentant un organe de sortie (30) et comprenant un détecteur de vitesse de sortie (116) pour délivrer au module électronique de commande (78) un troisième signal électrique proportionnel à la vitesse de l’organe de sortie (30); et en ce que
le moyen d’actionnement (120, 136, 80, 286, 294) comprend un moyen de commande (286, 360) pour modifier manuellement le moyen de basse vitesse de sortie (366) du module électronique de commande (78) et redéfinir de manière contrôlable la valeur maximale du couple transmis par l’intermédiaire de l’embrayage d’entrée (64), pour des valeurs présélectionnées, relativement basses, de la vitesse de l’organe de sortie (30).

2. Dispositif de commande selon la revendication 1, dans lequel le moyen logique (362, 368, 370, 372) comprend un moyen de basse vitesse de sortie (366) pour modifier automatiquement le deuxième signal électrique, en vue de réduire la pression fournie à l’embrayage d’entrée (64), et de réduire le niveau d’engagement de celui-ci lorsque la vitesse de l’organe de sortie (30) tombe en dessous d’une valeur présélectionnée.

3. Dispositif de commande (76) selon la revendication 2, dans lequel le moyen logique (362, 368, 370, 372) est programmé pour réduire le niveau du couple de l’embrayage d’entrée (64) lorsque la vitesse de l’organe de sortie (30) est relativement basse dans une plage présélectionnée de rapports de la transmission (32).

4. Dispositif de commande (76) selon la revendication 1, dans lequel la transmission (32) comprend plusieurs embrayages de direction et de vitesse (34, 36, 38, 40, 42, 44) et un moyen de commande de transmission (46, 100, 102, 104, 106, 108, 110) pour engager de manière contrôlable des embrayages sélectionnés, et le moyen d’actionnement (120, 136, 80, 286, 294) comprend une poignée de commande (82) pour sélectionner un nouveau mode de rapport de transmission en actionnant le moyen de commande de transmission et en engageant les embrayages sélectionnés, et le moyen logique (362, 368, 370, 372) comprend un moyen (368) de réduction temporaire, pour réduire temporairement le niveau du couple transmis par l’embrayage d’entrée (64), en réponse à la sélection d’un nouveau mode de rapport de transmission par la poignée de commande (82).

5. Dispositif de commande (76) selon la revendication 4, dans lequel le moyen (368) de réduction temporaire augmente progressivement et rétablit le niveau du couple transmis par l’embrayage d’entrée (64) en réponse à l’augmentation du niveau de pression P2 jusqu’à une valeur présélectionnée dans l’un des embrayages de direction (34, 36).

6. Dispositif de commande (76) selon la revendication 1, dans lequel le train d’entraînement (10) comprend un convertisseur de couple (20) branché entre l’embrayage d’entrée (64) et la transmission (32) et présentant un organe
de sortie (30), et le moyen logique (362, 368, 370, 372) comprend un moyen de décélération (364) pour modifier automatiquement le deuxième signal électrique, en vue de réduire la pression actionnant l'embrayage d'entrée (64) lorsque le taux de décélération de l'organe de sortie (30) est supérieur à une valeur présélectionnée.

7. Dispositif de commande (76) selon la revendication 1, dans lequel le moyen à vanne (170) est construit et agencé de manière à envoyer une pression maximale pour engager l'embrayage d'entrée (64) lorsque le deuxième signal électrique ne lui est pas envoyé.

8. Dispositif de commande (76) selon la revendication 1, dans lequel l'organe de commande (122) est une pédale, et le moyen d'actionnement (120, 136, 80, 286, 294) comprend un moyen (125) pour fournir au module électronique de commande (78) un premier signal électrique à impulsions de largeur modulée, qui présente un facteur de charge répondant à la position d'enfacement de la pédale (122).

9. Dispositif de commande (76) selon la revendication 1, dans lequel l'organe de commande (122) est une pédale, le train d'entraînement (10) comprend un mécanisme (128) de frein de service, et le moyen d'actionnement (120, 136, 80, 286, 294) comprend un moyen (130, 136, 138) pour engager progressivement le mécanisme (128) de frein de service en réponse à la situation dans laquelle le déplacement d'enfacement de la pédale (122) dépasse la deuxième position et correspond à un embrayage d'entrée (64) essentiellement désengagé.

10. Dispositif de commande (76) selon la revendication 1, dans lequel le train d'entraînement comprend un convertisseur de couple (20) branché entre l'embrayage d'entrée (64) et la transmission (32), et le convertisseur de couple (20) présente un organe de sortie (30) et un détecteur de vitesse de sortie (116) pour fournir au module électronique de commande (78) un troisième signal électrique proportionnel à la vitesse de l'organe de sortie (30), et dans lequel le moyen logique (362, 368, 370, 372) comprend un moyen (372) de protection des vitesses arrière, en vue de modifier automatiquement le deuxième signal électrique pour qu'il augmente progressivement la pression fournie à l'embrayage d'entrée (64) si la pression est inférieure à cette valeur lorsque la vitesse de l'organe de sortie (30) augmente au-delà d'une valeur présélectionnée dans une direction inverse par rapport à celle du moteur (14).

11. Dispositif de commande (76) selon la revendication 1, dans lequel la vanne (170) comprend un solénoïde (180) en communication avec le deuxième signal électrique, un plongeur (182) qui peut être déplacé par le solénoïde (180), un corps de vanne (188) définissant un alésage (210), une broche de commande (208) qui peut être déplacée dans l'alésage (210) et un moyen à ressort (204, 206, 200) pour solliciter la broche de commande (208) en direction du plongeur (182).

12. Dispositif de commande (76) selon la revendication 11, dans lequel le moyen à vanne (170) comprend un conduit de retour de fluide (176), un conduit de commande de fluide (178) conduisant à l'embrayage d'entrée (64), et dans lequel le moyen à vanne (170) agit pour diminuer la pression dans le conduit de commande (178) en réponse à une augmentation du niveau du courant du deuxième signal électrique.

13. Dispositif de commande (76) selon la revendication 1, dans lequel le train d'entraînement (10) comprend un convertisseur de couple (20) branché entre l'embrayage d'entrée (64) et la transmission (32) et présentant un boîtier rotatif (18), un élément à rotor (22) branché sur le boîtier rotatif (18) par l'intermédiaire de l'embrayage d'entrée (64), un élément réactif (24), un élément de turbine (28) branché sur la transmission (32) et un embrayage de verrouillage (234), pour envoyer du fluide sous pression provenant de la source (48, 54) à l'embrayage de verrouillage (66) en réponse à un autre signal électrique provenant du module électronique de commande (78).

14. Dispositif de commande (76) selon la revendication 13, dans lequel le moyen logique (362, 368, 370, 372) comprend un moyen (370) pour désengager automatiquement et de manière contrôlable l'embrayage d'entrée (64) lorsque l'embrayage de verrouillage (66) est engagé.

15. Dispositif de commande (76) selon la revendication 13, dans lequel le moyen logique (362, 368, 370, 372) comprend un moyen (370) pour engager de manière automatique et contrôlable l'embrayage d'entrée (64) lorsque l'embrayage de verrouillage (66) est désengagé.

16. Dispositif de commande (76) selon la revendication 13, dans lequel le module électronique de commande (78) comprend un moyen (294) à commutateur de désactivation pour maintenir l'embrayage de verrouillage (66) désengagé en permanence.

17. Dispositif de commande (76) selon la revendication 13, dans lequel le module électronique de commande (78)
comprend un moyen (338, 354) pour engager de manière contrôlable l'embrayage de verrouillage (66) lorsque la vitesse de l'élément à turbine (28) augmente au-delà d'une valeur présélectionnée.

18. Dispositif de commande (76) selon la revendication 17, dans lequel le module électronique de commande (78) comprend un moyen (338) pour désengager l'embrayage de verrouillage (61) lorsque la vitesse de l'élément à turbine (28) atteint une limite maximale présélectionnée.

19. Dispositif de commande (76) selon la revendication 17, dans lequel le module électronique de commande (78) comprend un moyen (340) pour désengager l'embrayage de verrouillage (66) lorsque le taux de décelération de l'élément à turbine (28) atteint une valeur présélectionnée.

20. Dispositif de commande (76) selon la revendication 13, dans lequel l'autre moyen à vanne (234) agit pour diminuer la pression et pour diminuer le niveau d'engagement de l'embrayage de verrouillage (66) en réponse à une décroissance du niveau du courant de l'autre signal électrique.
FIG. 4

FIG. 5

308 READ SEVEN CONTROL INPUTS

310 DETERMINE TRANSMISSION SOLENOID COMMANDS

312 DETERMINE LOCKUP CLUTCH SOLENOID COMMAND

356 DETERMINE IMPELLER CLUTCH SOLENOID COMMAND

398 SEND OUT SOLENOID COMMANDS
START

NO
LOCKUP ENABLE SWITCH CLOSED

314

YES

320

NO
LEFT FOOT PEDAL RELEASED

YES

326

NO
TRANS. HAS BEEN IN SAME GEAR 1 SEC.

YES

332

IT HAS BEEN MORE THAN 4.2 SEC. SINCE LAST ENGAGEMENT OF LU CLUTCH

338

Determine Lockup Adjusted Torque Converter Output Speed (LUADJTCOSPD)
LUADJTCOSPD = TCOSPD + K * (TCOSPD - OLD TCOSPD)

340

NO

TC OUT SPEED WITHIN ENGAGE RANGE 1565 < TCOSPD < 2250

YES

342

LUADJTCOSPD > 1415

YES

350

LU CLUTCH CURRENTLY ENGAGED

YES

NO


B

A
SET LOCKUP CLUTCH ENGAGE COMMAND
LCENGCMD = 0

DETERMINE LOCKUP CLUTCH SOLENOID COMMAND (LCSOLCMD)

LCSOLCMD
1.8
AMPS.
.5
TIME
LCENGCMD = 1
LCENGCMD = 0

SET LOCKUP CLUTCH ENGAGE COMMAND
LCENGCMD = 1

DETERMINE LOCKUP CLUTCH SOLENOID COMMAND (LCSOLCMD)

LCSOLCMD
1.8
AMPS.
.5
TIME
LCENGCMD = 0
LCENGCMD = 1

END

FIG. 6B.
Fig. 7A

START

DETERMINE IMPELLER CLUTCH TORQUE CAPACITY PEDAL RATIO (ICTCPR)

100% ICTCPR

0% ICTCPR

45° 33° 25°

POSITION OF PEDAL 122 (LPOS)

DETERMINE IMPELLER CLUTCH TORQUE CAPACITY TORQUE LIMIT RATIO (ICTCTL R)

100% ICTCTL R

0% ICTCTL R

0° 60°

SETTING OF DIAL 288

DETERMINE MAXIMUM RIMPULL IMPELLER CLUTCH TORQUE CAPACITY (MAXRICTC)

START

YES IN 1ST GEAR NO

DETERMINE ADJUSTED TORQUE CONVERTER OUTPUT SPEED

100% MAXRICTC

0% MAXRICTC

TLADJTCSPEED RPM

MAXRICTC = 100%

END
Fig 7B

Determine maximum transmission shift impeller clutch torque capacity (MAXTICTC)

120%

MAXTICTC

0%

TIME

Determine maximum lockup impeller torque capacity (MAXLICTC)

LCENGCMD = 0

NO

YES

120%

MAXLICTC

= 0

LCENGCMD

= 1

TIME

120%

MAXLICTC

TORQUE

= 1

LCENGCMD

= 0

TIME

Determine minimum impeller clutch torque capacity (MINICTC)

100%

MINICTC

D

C

0%

= TCOSPD(RPM)

+
Fig 7C

\[ \text{COMICTC} = \frac{\text{ICTCPR}}{100} \cdot \frac{\text{ICTCLR}}{100} \cdot \text{MAXRICTC} \]

- **If COMICTC > MAXICTC**
  - YES
  - COMICTC = MAXICTC

- **If COMICTC < MINICTC**
  - YES
  - COMICTC = MINICTC

- **If COMICTC > MAXLICTC**
  - NO
  - COMICTC = MAXLICTC

CALCULATE IMPELLER CLUTCH SOLENOID COMMAND (ICSOLCMD)

- ICSOLCMD AMPS
- 1.8
- 0.5
- 0
- 100%

END