EUROPEAN PATENT SPECIFICATION

(54) Turboexpander pump unit
Pumpeneinheit mit Entspannungsturbine
Unité de pompe avec turbine de détente

(84) Designated Contracting States:
CH DE FR GB IT LI NL SE

(30) Priority:
23.02.1994 JP 2524294
30.05.1994 JP 13953594
30.05.1994 JP 13953694
27.07.1994 JP 19490494
08.09.1994 JP 24204994

(43) Date of publication of application:
30.08.1995 Bulletin 1995/35

(73) Proprietor:
EBARA CORPORATION
Ohta-ku, Tokyo (JP)

(72) Inventors:
• Matsumura, Masao
  Fujisawa-shi, Kanagawa-ken (JP)
• Takeuchi, Takao,
  c/o Ebara Corp.
  Ohta-ku, Tokyo (JP)
• Katsuta, Seigo,
  c/o Ebara Research Co., Ltd.
  Fujisawa-shi, Kanagawa-ken (JP)

(74) Representative:
Wagner, Karl H., Dipl.-Ing. et al
WAGNER & GEYER
Patentanwälte
Gewürzmühlstrasse 5
80538 München (DE)

(56) References cited:
FR-A- 2 010 240
US-A- 3 176 620
US-A- 3 975 117
US-A- 3 132 594
US-A- 3 570 261
US-A- 4 178 761

Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
BACKGROUND OF THE INVENTION

Field of the Invention:

The present invention relates to a turboexpander pump unit, and more particularly to a turboexpander pump unit for use in a liquefied gas supply installation suitable for use in storing, transporting, and supplying a cryogenic liquid fuel such as a liquefied natural gas (LNG) or the like.

Description of the Prior Art:

Fig. 19 of the accompanying drawings shows the concept of a conventional liquefied gas supply installation in an LNG base. An LNG unloaded from a transport ship is stored in a partly underground tank 201. The LNG stored in the tank 201 can be lifted by a primary (first stage) pump 202 immersed in the stored LNG. A portion of the LNG lifted out of the tank 201 is gasified by an evaporator 203 and delivered as a fuel for a boiler or a gas turbine in the LNG base. The evaporator 203 introduces seawater or waste hot water from an inlet 203A and discharges it from an outlet 203B, during which time the LNG is gasified by a heat exchange in the evaporator 203. Most of the LNG lifted by the pump 202 is pressurized by a secondary (second stage) pump 204, and either supplied in a liquid state to another LNG base through a pipeline 205 or subsequently gasified with heat by a heat exchanger (not shown) and delivered under pressure as a gas for generating electric energy or a city gas to a region where it is to be consumed.

The pump for pressuring the ultra low temperature LNG is generally in the form of a multistage vertical centrifugal pump, and is of the submerged type in which a pump and a motor for driving the pump are entirely submerged in the LNG to eliminate the possibility of leakage from sealed shaft portions (for details, see “Operation and control of LNG devices” written by Aizawa and Kubota, TURBOMACHINES, vol. 17, No. 5, pages 8-13).

Recent years have seen growing demands for LNG as a clean energy source suitable for environmental protection, and increasing LNG service areas have required liquefied gas supply devices to have a larger capacity, a greater scale, and a more ability to handle a higher gas pressure. The secondary pump 204 which is a main pump for delivering the LNG under pressure is, therefore, required to handle a greater gas flow rate and a higher head, and to be driven by a larger horsepower. A motor for driving the pump 204 needs a high-voltage electric supply installation having a large power capacity ranging from several hundreds to several tens of thousands kW, and, as a result, also needs a large electric energy transmission and distribution installation for transmitting and distributing electric energy to the motor.

As the number of stages and the size of the pump increase, an installation space and a maintenance procedure required by the pump pose problems. It has been customary to transport the LNG through a long pipe to a remote electric power generating station to generate electric energy, and supply the generated electric energy from the electric power generating station through long electric cables to the LNG pressure-delivery pump in the LNG base where the supplied electric energy is supplied to energize the motor. Such an electric energy supply system is not preferable from the standpoint of energy saving efforts. Stated otherwise, the supply of electric energy to the LNG pressure-delivery pump in the LNG base has resulted in a transport loss caused by the delivery of the LNG in a gas or liquid state to the electric power generating station, an energy conversion loss caused in the electric power generating station, a transport loss caused by the electric cables, and an energy conversion loss caused by the rotation of the motor.

The submerged pump has a problem in that magnetic bearings are required to be used on the iron core of the rotor of the motor. Since magnetic iron plates are made of ferrite, they are brittle and have low tolerances for tensile or bending stresses at low temperatures. Therefore, the rotational speed of the motor cannot be increased due to limitations on centrifugal stresses. If the motor is of high output power, then the rotor thereof is required to be long enough to have low inherent values, which would make it difficult to get a suitable motor design available even the above-mentioned rotational speeds.

Further, attention is drawn to US-A-3 570 261 which shows a cryogenic pumping system, to accomplish fluid flow by utilization of the negative energy stored by the cryogenic liquid. The system comprises a pump, a heat exchanger and a turbine, which is drivingly connected to the pump by a mechanical linkage.

US-A-3 132 594 discloses a turbine driven pump wherein the turbine hub and the pump impeller hub are interconnected by a spacer sleeve disposed between the races of a ball bearing assembly for each respective hub and wherein a special sealing means is provided to accommodate expansion and contraction between relatively movable parts.
SUMMARY OF THE INVENTION

[0009] It is therefore an object of the present invention to provide a self-contained pump unit for use in delivering an ultra low temperature liquid fuel under pressure, the turboexpander pump unit having a simple drive system, being free of any leakage of an internal fluid to the exterior, and requiring no external energy supply.

[0010] Another object of the present invention is to provide a pump structure for use in such a pump unit.

[0011] Still another object of the present invention is to provide a liquefied gas supply installation of the energy saving type which incorporates such a pump unit.

[0012] According to the present invention, there is provided a turboexpander pump unit as set forth in claim 1.

[0013] Preferred embodiments of the invention are claimed in the dependent claims.

[0014] The principles of the present invention will be described below with reference to Fig. 4 of the accompanying drawings.

[0015] A fluid is polytropically pressurized, taking a loss into account, by a pump from a state S₀ under a pressure P₀ close to the atmospheric pressure up to a pressure P₁ at a state S₁. The fluid is heated by a heat exchanger into a gas at a state S₂ in which its pressure is lower by a loss caused by the heat exchanger. From the state S₂, the gas is polytropically expanded into a state S₃ which is shifted a turbine loss along an enthalpy-constant curve. Subsequently, the gas goes to a state S₄ due to an isobaric change if it will be used as a turbine fuel, or goes to a state S₅ due to an isenthalpy change if to be delivered over a long distance.

[0016] According to the present invention, the expander turbine is actuated using the difference between the gradients of an isentropy curve in a supersaturated liquid range and an isentropy curve in a superheated state, with a differential pressure P₂ - P₃ by setting the pressure P₁ higher than a discharge pressure P₃ required of the pump.

[0017] The above system is established when the following condition is met:

\[ i_2 - i_3 > i_1 - i_0 \]

where \( i_0 \), \( i_1 \), \( i_2 \), \( i_3 \) represent respective enthalpies of the states S₀, S₁, S₂, S₃. The states S₁, S₂ may be established so that the above condition will be met.

[0018] To thus establish the states S₁, S₂, there are available two degrees of freedom, i.e., changing the pressure P₁ and applying heat to vary the entropy increase \( i_2 - i_1 \) while keeping the pressure P₁ at a suitable high level. If the quantity \( i_2 - i_3 \) is sufficiently larger than the quantity \( i_1 - i_0 \), then the entire amount of the liquid discharged from the pump may not be used, but a portion thereof may be used to actuate the pump, and the remainder to generate electric energy. In such a case, a generator may be connected to a shaft end of the expander turbine to generate electric energy though need arises for frequency adjustments.

[0019] Establishment of such a system will be described below with respect to an example in which liquid hydrogen is employed.

[0020] Liquid hydrogen having a saturated pressure of 0.12 MPa (\( i' = 261 \text{ kJ/kg, } s' = 11.08 \text{ kJ/kg} \cdot \text{deg} \)) at 21°C is to be delivered under pressure as a gas having a pressure P₃ = 7.5 MPa. First, the pressure of the liquid hydrogen is to be increased up to a pressure P = 12 MPa by a pump, and then its temperature to 300°C by a heat exchanger having a loss of 1.5 MPa, after which the liquid hydrogen is to be expanded into a gas having a pressure of 7.5 MPa by an expander turbine. If \( P_k = 12 \text{ MPa, } T_{1S} = 24.4°C, i_{1S} = 440.4 \text{ kJ/kg, and the pump efficiency is } 60 \text{ %, then the state } S_1 \text{ is expressed by:} \)

\[ i_1 - i_0 = (i_{1S} - i_0)/\eta_p = (440.4 - 261)/0.60 = 299.0 \text{ kJ/kg}. \]

[0021] Since the state S₂ has a pressure P₂ = 0.5 MPa and a temperature T₂ = 300°C, it is expressed by:

\[ i_2 = 430.6 \text{ kJ/kg, } s_2 = 46.0 \text{ kJ/kg} \cdot \text{deg}. \]

[0022] If the pressure is isenthalpically lowered to 7.5 MPa, then

\[ T_{3S} = 268 \text{ K, } i_{3S} = 3827.24 \text{ kJ/kg}. \]

[0023] If the overall adiabatic efficiency \( \eta_e \) is \( \eta_e = 70 \text{ %, then} \)
According to the present invention, there is also provided a liquid pump assembly comprising a shaft, a pump connected to an end of the shaft and having a plurality of impellers for pressurizing a liquid fluid, and a drive mechanism for absorbing longitudinal thermal strains caused when the joint pipe is heated. Pressures exerted in the joint pipe from the pump and the expander turbine are substantially equal to each other for thereby balancing the pressures in the joint pipe. The pump may have a non-contact shaft seal disposed around the shaft in a region in which the shaft extends. A gas film is produced in the non-contact shaft seal for sealing the shaft with a gas.

The turboexpander pump unit may further comprise a support base supporting the expander turbine above the pump, the joint pipe being integrally joined to the support base. This arrangement eliminates the need for the mechanism for absorbing longitudinal thermal strains.

The joint pipe may have a mechanism for absorbing longitudinal thermal strains when the joint pipe is heated. Pressures exerted in the joint pipe from the pump and the expander turbine are substantially equal to each other for thereby balancing the pressures in the joint pipe. The pump may have a non-contact shaft seal disposed around the shaft in a region in which the shaft extends, for allowing the liquid fluid to leak to a limited extent along the shaft. This allows a boundary between a liquid and a gas to be maintained at a suitable position in the joint pipe.

The turboexpander pump unit may further have a joint pipe disposed hermetically around a portion of the shaft which extends between the pump and the expander turbine, the pump and the expander turbine having respective casings which are held in communication with each other by the joint pipe. Since the shaft is thus prevented from being exposed to the exterior, it does not suffer serious sealing problems.

The turboexpander pump unit may further comprise a support base supporting the expander turbine above the pump, the joint pipe being integrally joined to the support base. This arrangement eliminates the need for the mechanism for absorbing longitudinal thermal strains.

The pump may have a plurality of impellers, the impellers including a first-stage impeller having an inlet port which is positioned closer to the expander turbine, so that the low pressure in the pump acts in the joint pipe to facilitate pressure adjustment in the joint pipe.

Alternatively, the pump may have a plurality of impellers, the impellers being divided into a first impeller group for pressurizing the liquid fluid in a first direction and a second impeller group for pressurizing the liquid fluid in a second direction which is opposite to the first direction, the first impeller group containing as many impellers as those of the second impeller group. This arrangement is effective to cancel reactive forces which are applied to the impellers as the fluid is delivered under pressure, thereby lowering a load on thrust bearings.

Further alternatively, the pump may have a plurality of impellers, the impellers being divided into a first impeller group for pressurizing the liquid fluid downwardly and a secondary impeller group for pressurizing the liquid fluid upwardly, the primary impeller group being disposed above the secondary impeller group, the primary impeller group having an outlet port and the secondary impeller group having an inlet port, the pump further having a flow passage interconnecting the outlet port of the primary impeller group and the inlet port of the secondary impeller group.

According to the present invention, there is also provided a liquefied gas supply installation comprising a liquefied gas storage tank, a first-stage pump disposed in the liquefied gas storage tank, a second-stage pump for pressurizing and delivering a liquid discharged from the first-stage pump, the second-stage pump having an outlet port for discharging the liquid, a heat exchanger for heating and converting a portion of the liquid discharged from the second-stage pump into a high-pressure gas, an expander turbine for driving the second-stage pump when the high-pressure gas supplied to the expander turbine from the heat exchanger is expanded and reduced in pressure, the expander turbine having a gas outlet port for discharging a reduced-pressure gas, a piping connected to the gas outlet port of the expander turbine for delivering the reduced-pressure gas discharged from the expander turbine, and a piping connected to the outlet port of the second-stage pump for delivering the liquid discharged from the second-stage pump.

According to the present invention, there is also provided a liquid pump assembly comprising a shaft, a pump connected to an end of the shaft and having a plurality of impellers for pressurizing a liquid fluid, and a drive mechanism for absorbing longitudinal thermal strains.
mechanism connected to an opposite end of the shaft for driving the pump, the impellers including a first-stage impeller having an inlet port disposed closer to the drive mechanism, whereby the first-stage impeller can pressurize the liquid fluid in a direction toward the end of the shaft.

[0039] According to the present invention, there is further provided a pump assembly for delivering under pressure a fluid at a high or low temperature different from a normal temperature, comprising a pump drive shaft, a pump connected to the pump drive shaft, a pressure vessel covering the pump drive shaft, a prime mover for driving the pump, the pump drive shaft extending through the pressure vessel to the prime mover, and a prime mover base disposed upwardly of the pump, the prime mover being mounted on the prime mover base, the pump drive shaft extending through the prime mover base to the prime mover, the pressure vessel and the prime mover base being integrally formed with each other.

[0040] The above and other objects, features, and advantages of the present invention will become apparent from the following description when taken in conjunction with the accompanying drawings which illustrate preferred embodiments of the present invention by way of example.

BRIEF DESCRIPTION OF THE DRAWINGS

[0041] Fig. 1 is a cross-sectional view of a turboexpander pump according to an embodiment of the present invention;
Fig. 2 is an elevational view of a turboexpander pump unit which incorporates the turboexpander pump shown in Fig. 1;
Fig. 3 is an elevational view of another turboexpander pump unit which incorporates the turboexpander pump shown in Fig. 1;
Fig. 4 is a pressure-enthalpy diagram illustrative of the principles of the present invention;
Fig. 5 is an elevational view, partly in cross section, of a turboexpander pump according to another embodiment of the present invention;
Fig. 6 is a view showing fluid flows with respect to the turboexpander pump shown in Fig. 5;
Fig. 7 is an elevational view, partly in cross section, of a turboexpander pump according to still another embodiment of the present invention;
Fig. 8 is an elevational view of a turboexpander pump unit which incorporates the turboexpander pump shown in Fig. 7;
Fig. 9 is an elevational view of another turboexpander pump unit which incorporates the turboexpander pump shown in Fig. 7;
Fig. 10 is a pressure-enthalpy diagram illustrative of the principles of operation of the turboexpander pump units shown in Figs. 8 and 9;
Fig. 11 is an elevational view, partly in cross section, of a turboexpander pump according to a further embodiment of the present invention;
Fig. 12 is a pressure-enthalpy diagram illustrative of the principles of operation of the turboexpander pump shown in Fig. 11;
Fig. 13 is an elevational view of still another turboexpander pump unit which incorporates the turboexpander pump shown in Fig. 7;
Fig. 14 is a conceptual diagram of a liquefied gas supply installation which incorporates the turboexpander pump shown in Fig. 11;
Fig. 15 is a diagram of a control system of the liquefied gas supply installation shown in Fig. 14;
Fig. 16 is a conceptual diagram of another liquefied gas supply installation which incorporates the turboexpander pump shown in Fig. 11;
Fig. 17 is a diagram of a control system of the liquefied gas supply installation shown in Fig. 16;
Fig. 18 is a schematic view of a turboexpander pump according to a still further embodiment of the present invention; and
Fig. 19 is a conceptual diagram of a conventional liquefied gas supply installation.

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS

[0042] Like or corresponding parts are denoted by like or corresponding reference numerals throughout views.
[0043] Fig. 1 shows a turboexpander pump Ep according to an embodiment of the present invention, and Fig. 2 shows a turboexpander pump unit which incorporates the turboexpander pump Ep shown in Fig. 1.
[0044] As shown in Fig. 1, the turboexpander pump Ep is of a vertical configuration and comprises a pump 1 and an expander turbine 3 disposed above the pump 1 and sharing a common shaft 2 with the pump 1 for rotating the pump
1. The pump 1 and the expander turbine 3 are vertically spaced a distance from each other to reduce mutual thermal effects on each other. The expander turbine 3 is supported on a support base 6 which is mounted on a cover 5 that covers an upper end of a barrel 4 of the pump 1.

[0045] The common shaft 2 is rotatably supported by a plurality of bearings which include, arranged successively from above, a thrust bearing 7 and a radial bearing 8 that comprise non-contact magnetic bearings located in the expander turbine 3, an upper bearing 9 and an upper bearing journal 10 that comprise magnetic or static pressure bearings located in the pump 1, a central bushing 11 located in the pump 1, and a lower bearing 12 located in the pump 1 and similar in structure to the upper bearing 9.

[0046] A non-contact labyrinth seal 13 is disposed around the common shaft 2 directly below the radial bearing 8. The non-contact labyrinth seal 13 allows a certain amount of gas to flow from the expander turbine 3 downwardly along the common shaft 2. Between the pump 1 and the expander turbine 3, the common shaft 2 is covered with a joint pipe 15 having bellows 14 as a mechanism for absorbing axial or longitudinal thermal strains of the joint pipe 15. The joint pipe 15 has a gas discharging opening 16 defined therein above the bellows 14.

[0047] The pump 1 is fixedly disposed in the barrel 4 and depends downwardly from the cover 5. The barrel 4 has a liquid supply opening 17 for introducing a liquid into the barrel 4. The pump 1 operates while being surrounded by a liquid introduced from the liquid supply opening 17 into the barrel 4. The pump 1 draws in the liquid from a lower first inlet port 18, pressurizes the liquid upwardly with a two-stage primary impeller 19, introduces the liquid through a first passage 20 into a two-stage secondary impeller 22 from an upper second inlet port 21, pressurizes the liquid downwardly with a two-stage secondary impeller 22, and discharges the liquid through a second passage 23, an outlet chamber 24, an outlet pipe 25, and an outlet port 26.

[0048] The pump 1 has a casing structure composed of an outer casing assembly 30 which comprises an outer casing 27, an intermediate casing 28, and an inner casing 29 which comprises an upper inlet casing 31, an inner casing 32, an intermediate casing 33, and a lower inlet casing 34. The pump 1 also has an inducer 36, upper guide vanes 37, upper final guide vanes 38, lower final guide vanes 39, and lower guide vanes 40.

[0049] As shown in Fig. 2, the outlet port 26 of the pump 1 is connected to a gas inlet port 41 of the expander turbine 3 by a line L having a heat exchanger 42 in which heat is transferred between a heat source fluid at a normal temperature, such as seawater, and a fluid at low temperature. The line L also has a flow control valve V1 which is connected to and controlled by a controller 43. To the controller 43, there is also connected a rotational speed sensor 44 for detecting the rotational speed of the shaft 2 and supplying the detected rotational speed to the controller 43. The line L is branched off into a line L1 upstream of the valve V1, and the line L1 is connected to a flow control valve V2 which is connected to and controlled by the controller 43, and an outlet pipe 45 of the expander turbine 3 through the heat exchanger 42. The gas discharging opening 16 of the joint pipe 15 is also connected to the outlet pipe 45 through a line L2. The line L is also branched off into a starter line L3 upstream of the valve V1, the starter line L3 being connected to a primary pump (not shown) through a valve. The line L is further branched off into an excess gas line L4 upstream of the gas inlet port 41, the excess gas line L4 being usable in starting the expander turbine 3.

[0050] Operation of the turboexpander pump unit shown in Fig. 2 will be described below. In Fig. 2, thicker arrows represent main fluid flows handled by the pump 1 and the expander pump 3, thinner arrows represent secondary fluid flows required by the turboexpander pump unit, solid-line arrows represent liquid flows, and dotted-line arrows represent gas flows. The above definition of the arrows will also be used with reference to other figures.

[0051] The pump 1 cannot be started by itself. To start the pump 1, the expander turbine 3 is started by sending a gas under a high pressure through the line L3 or L4. When the pump 1 is thus started until its rotational speed reaches a predetermined speed, the relationship $i_2 - i_3 > i_1 - i_0$, described above, is satisfied, and subsequently the rotational speed of the pump 1 is automatically increased to the point where the energies are balanced. The rotational speed of the pump 1 is detected by the rotational speed sensor 44, and supplied to the controller 43 which controls the flow control valves V1, V2 to adjust the rate of flow to the heat exchanger 42 for controlling the rotational speed of the pump 1. The rotational speed of the pump 1 can also be controlled by adjusting the rate of flow and the temperature of a heated gas. A generator may be connected directly to the expander turbine 3 for generating electric energy with excess energy supplied to the expander turbine 3.

[0052] A liquid fluid at low temperature, such as an LNG, liquid hydrogen, or the like, flows into the barrel 4 from the liquid supply opening 17 thereof, and is drawn into the pump 1 through the lower first inlet port 18 that is positioned near the bottom of the pump 1. The fluid is given energy by the inducer 36, introduced into and given energy by one impeller unit of the two-stage primary impeller 19, introduced through the lower guide vanes 40 and given energy by the other impeller unit of the two-stage primary impeller 19, and then introduced through the lower final guide vanes 39 into an outlet chamber 46 of the primary impeller 19. The fluid then flows upwardly through the first passage 20, reverses its direction at the upper end of the first passage 20, is drawn through the upper second inlet port 21 into the secondary impeller 22. The fluid is given energy by the secondary impeller 22 in the same manner as by the primary impeller 19, and then flows through the upper final guide vanes 38 into a final inner outlet chamber 47, from which the fluid flows upwardly through the outlet chamber 24 and the outlet pipe 25 out of the outlet port 26.
The fluid discharged from the outlet port 26 enters the heat exchanger 42 which increases the temperature of the fluid to convert the fluid into a high-pressure gas at a normal temperature. The gas then flows through the gas inlet port 41 into the expander turbine 3 in which the gas releases its energy, lowering its pressure, and becomes a gas under a prescribed delivery pressure. The gas is then delivered through the outlet pipe 45 toward a place where it will be consumed.

In the above process, the fluid drawn into the pump 1 at a state $S_0$ in Fig. 4 is pressurized and forced into the heat exchanger 42 at a state $S_1$. In the heat exchanger 42, the fluid is heated into a state $S_2$ and becomes a gas. The gas then flows into the expander turbine 3 in which it is expanded into a state $S_3$, and then delivered out of the expander turbine 3 under a prescribed delivery pressure.

The joint pipe 15 which vertically extends intermediate between the pump 1 and the expander turbine 3 includes the bellows 14 which can elastically absorb axial displacements or strains of the joint pipe 15. The joint pipe 15 is not thermally insulated, but allows atmospheric heat to be applied thereto. Therefore, a liquid is present in the joint pipe 15 with a gas phase above the liquid level. The pressure of the gas phase is equal to the pressure in the upper second inlet port 21 in the pump 1. If the pressure of the gas phase is substantially equal to, and not lower than, the delivery pressure in the outlet pipe 45, then the pressure in the upper second inlet port 21 and the delivery pressure in the outlet pipe 45 balance each other. For example, if the delivery pressure in the outlet pipe 45 is half the pressure in the outlet port 26 of the pump 1, then the pressure intermediate between the primary and secondary impellers is applied to the upper portion of the pump 1. The fluid pressures which act on the primary and secondary impellers are applied in the opposite directions and are of substantially the same magnitude, so that reactive forces applied from the fluid to the primary and secondary impellers cancel each other, thereby reducing the load imposed on the bearings.

The gas that is evaporated in the joint pipe 15 by the applied atmospheric heat is led from the gas discharging opening 16 through the line $L_2$ into the outlet pipe 45. The region of the turbine expander 3 through which the shaft 2 extends is subject to the differential pressure between the pressure of the gas supplied to the expander turbine 3 and the pressure in the joint pipe 15. Since a pressure reduction is achieved by a balancing piston which is used to balance turbine thrust forces, the differential pressure that is actually applied to the labyrinth seal 13 is the back pressure of the balancing piston, and does not largely differ from the pressure in the line $L$. Stated otherwise, the gas pressure of the expander turbine 3 is reduced by the two pressure reducers, i.e., the balancing piston and the labyrinth seal 13, into the pressure in the joint pipe 15 which is substantially equal to the pressure of the gas discharged from the expander turbine 3.

In this manner, the pump 1 is fully held in a liquid at a specified temperature and the expander turbine 3 is fully held in a gas at a normal temperature. The pump 1 and the expander turbine 3 are interconnected by the shaft 2 and the joint pipe 15, so that they are sealed in a closed structure fully isolated from the atmosphere.

Though the terms "liquid" and "gas" have been used above, they may not strictly be distinguished from each other under pressures higher than the critical pressure. For this reason, the terms "liquid" and "gas" are defined as follows: While the medium is being polytropically pressurized from the saturated state (hence there is little volume change), a state in which $dv/dp$ is small is referred to as a liquid, and a state in which $dv/dp$ is as large as a gas is referred to as a gas.

Transportation of a gas over a long distance, using the turboexpander pump unit according to the present invention, will be described below.

The principles of the present invention, described above with reference to Fig. 4, indicate that the state $S_2$ can be selected with considerably large freedom. If it is assumed in Fig. 2 that the fluid flowing into the pump 1 has a mass flow rate $W$ (kg/s) and the gas required by the expander turbine 3 to actuate the pump 1 has a mass flow rate $W_1$ (kg/s), then the mass flow rate $W_1$ is determined by:

$$W_1 = \frac{(i_1 \cdot i_2)/(i_2 - i_3)}{(i_1 \cdot s)/(i_1 s - i_2 s)}/(\eta_p \cdot \eta_e)W$$

where $\eta_p$ represents the efficiency of the pump and $\eta_e$ represents the overall adiabatic efficiency of the expander turbine. Therefore, since

$$W/W_1 = \frac{(i_1 \cdot s)/(i_2 - i_3 s)}/(\eta_p \cdot \eta_e),$$

there is a sufficient possibility of $W_1/W < 1$, i.e., $W_1 < W$. In the above example of numerical values, $W_1 = 0.89$ W.

The difference $W - W_1$, i.e., a remainder mass flow rate $W_2$, is only 11% in the above example of numerical values. However, the mass flow rate $W_2$ can be increased by selecting the state $S_2$, and the mass flow rate $W$ may be
increased depending on the size of the turboexpander pump unit. Therefore, the mass flow rate \( W_2 \) can be of a quantity that is practically sufficiently significant.

[0063] In Fig. 2, the liquid of the remainder mass flow rate \( W_2 (= W - W_1 \text{ (kg/s)}) \) is delivered in bypassing relation to the expander turbine 3, reduced in pressure by an orifice, heated, cooled, and recovered as a gas which is introduced into the outlet pipe 45. However, the liquid of the remainder mass flow rate \( W_2 \) may be delivered as it is separately from the gas flow in the outlet pipe 45.

[0064] Fig. 3 shows another turboexpander pump unit which incorporates the turboexpander pump shown in Fig. 1, the turboexpander pump unit being arranged to deliver the liquid of the remainder mass flow rate \( W_2 \) separately from the gas flow in the outlet pipe 45. While the line \( L_1 \) is connected through the heat exchanger 42 to the outlet pipe 45 in Fig. 2, the line \( L_1 \) is connected to a liquid delivery pipe 48 in the arrangement shown in Fig. 3. The turboexpander pump unit shown in Fig. 3 is preferably used in an application in which a gas is employed to generate electric energy at the site of the unit and a liquid is required to be delivered for transportation over a long distance. If the pressure \( P_1 \) is too high for the required delivery pressure, then it may be reduced to the required pressure by a gas recovery turbine for energy recovery.

[0065] Figs. 5 and 6 show a turboexpander pump according to another embodiment of the present invention. In this embodiment, the turboexpander pump has a horizontal shaft 2a, a pump 1a mounted on one end of the shaft 2a, and an expander turbine 3a mounted on the other end of the shaft 2a. The pump 1a and the expander turbine 3a are connected to each other by a joint barrel 50 having an opening 49 defined in an upper wall thereof. A drain recovery casing 51 is attached to a lower wall of the joint barrel 50. Other details of the turboexpander pump shown in Figs. 5 and 6 are substantially the same as those shown in Fig. 1, and corresponding parts are denoted by corresponding reference numerals with a suffix “a”. The turboexpander pump shown in Figs. 5 and 6 has a non-contact shaft seal 13a for allowing a liquid to leak to a certain extent from the pump 1a and a non-contact labyrinth seal 8a in the expander turbine 3a.

[0066] As shown in Fig. 6, a liquid flows in the state \( S_0 \) (see Fig. 4) from the liquid supply opening 17a into the pump 1a, and is then pressurized into the state \( S_1 \). The liquid is thereafter discharged from the outlet port 26a and enters the heat exchanger 42a. In the heat exchanger 42a, the liquid is heated into the state \( S_3 \), flows as a gas into the expander turbine 3a through the gas inlet port 41a, and is reduced in pressure into the state \( S_3 \). The gas is then discharged from the expander turbine 3a through the outlet port 45a, and delivered under a prescribed delivery pressure.

[0067] The pressure in the joint barrel 50 is basically equal to and slightly higher than the delivery pressure of the gas in the state \( S_3 \) because of the stages of the pump 1a. Any gas leakage from the expander turbine 3a into the joint barrel 50 flows through the non-contact labyrinth seal 8a. In the joint barrel 50, there is developed a certain differential pressure equal to the head or pressure drop across the expander turbine 3a or a pressure produced by lowering the head with a balancing piston. There is basically no or slight differential pressure in the region of the pump 1a through which the shaft 2a extends. The liquid is prevented from leaking from that region of the pump 1a by a non-contact shaft seal similar to a mechanical seal, or a floating ring or the like, which allows a certain amount of liquid to leak. Such a seal mechanism permits the turboexpander pump to have a desired service life as an industrial machine.

[0068] Inasmuch as the pressure in the joint barrel 50 is basically the same as the delivery pressure of the gas in the state \( S_3 \), any gas leaking from the expander turbine 3a and a gas produced when the liquid leaks from the pump 1a can be introduced from the opening 49 into the outlet port 45a of the expander turbine 3a, i.e., a delivery line from the expander turbine 3a.

[0069] Any liquid leaking from the pump 1a, which is recovered from the joint barrel 50 into the drain recovery casing 51, has basically the same pressure as that in the delivery line, and hence can be introduced into the delivery line by a small-size recovery pump 52. It is preferable to pass the leaking liquid through the heat exchanger 42a to recover thermal energy from the liquid, thereby converting the liquid into a gas, and introduce the gas into the delivery line.

[0070] Insofar as each of the turboexpander pump units described above is used with a liquefied gas at low temperature, it is convenient because it does not require a high-temperature heat source for heating the liquid, but may employ a normal-temperature heat source such as seawater or an external waste heat source. As the turboexpander pump unit needs no operating electric energy while it is in operation, it is suitable for use in a self-contained liquefied gas supply system. The turboexpander pump unit contains only the fluid handled thereby, and hence the expander turbine and the pump thereof do not require use of contact shaft seals such as ordinary mechanical seals, floating rings, or the like. Since the turboexpander pump unit is fully sealed against the atmosphere, it does not cause a fluid leakage into the exterior and does not allow internal components to be contaminated by external sources. For manufacturing liquefied nitrogen or the like by recovering thermal energy from a low-temperature liquefied gas, the turboexpander pump unit is highly useful to cool the gas which has been compressed to a high temperature. Depending on the discharge pressure of the pump and the capacity of the heat exchanger, the turboexpander pump unit can be operated at a sufficiently high speed. Because the rotational speed and output capacity of the turboexpander pump unit can be determined by both the discharge pressure of the pump and the temperature at the outlet of the heat exchanger, the turboexpander pump unit can be designed and controlled with high adaptability.

[0071] An turboexpander pump according to still another embodiment of the present invention will be described.
specifically, the turboexpander pump Ep has a pump 101 and an expander turbine 103 disposed above the pump 101 and sharing a common shaft 102 with the pump 101 for rotating the pump 101. The pump 101 is fixed to a lower surface of a cover 105 and supported thereby, and the expander turbine 103 is supported on a support base 106 which is disposed on an upper surface of the cover 105. The pump 101 has an upper primary impeller 110 and a lower secondary impeller 111. The primary impeller 110 pressurizes a liquid which is introduced from an upper inlet port 112 through an inducer 113 connected thereto, and delivers the liquid through a diffuser 114 into an annular passage 115 connected thereto. The annular passage 115 is connected to a first passage 117 extending to a first outlet port 118 of the secondary impeller 111. The liquid which is further pressurized by the secondary impeller 111 is delivered through a third passage 120 into a second outlet port 121 of the pump 101. The common shaft 102 is supported in the expander turbine 103 by a thrust bearing 107 and a radial bearing 108 which each comprise a non-contact magnetic bearing, and also supported in the pump 101 by a radial magnetic bearing 122 and a radial magnetic bearing 123 that are positioned respectively upwardly and downwardly of the secondary impeller 111. A non-contact labyrinth seal 109 is disposed around the common shaft 102 immediately below the radial bearing 108.

While only one primary impeller 110 and only one secondary impeller 111 are shown in Fig. 7, the turboexpander pump Ep may have a plurality of primary impellers and a plurality of as many secondary impellers as the primary impellers.

Operation of the turboexpander pump Ep will be described below.

A liquid fluid flowing from a liquid supply opening 124 into the barrel 104 submerges the entire pump 101 therein. The liquid fluid flowing at an ultra low temperature from the inlet port 112 into a pump casing is held in contact with a surface of an upper bearing casing 125, and hence cools the radial magnetic bearing 122 at all times. The liquid fluid then flows through the inducer 113 and the primary impeller 110 which pressurizes the liquid fluid. The liquid fluid then passes through the diffuser 114 into the annular passage 115 from which the liquid fluid is branched into the first and second passages 117, 119. The liquid fluid that has entered the first passage 117 is discharged as a pressurized liquid fluid from the outlet port 116, and the liquid fluid that has entered the second passage 119 is directed toward the outlet port 118 of the secondary impeller 111. The liquid fluid then flows through inlet port 118 into the secondary impeller 111, and is pressurized thereby. The pressurized liquid fluid flows through a diffuser 126, and is delivered from the second outlet port 121 to a heat exchanger (not shown).

A portion of the liquid that has been pressurized by the secondary impeller 111 flows upwardly along the shaft 102, lubricates a touchdown ball bearing 127, cools the radial magnetic bearing 123 which is positioned above the touchdown ball bearing 127, and flows into a region behind the primary impeller 110. Since this liquid flow is directed upwardly, it efficiently removes a gas that is generated, thereby effectively preventing scuffing of the components. Thrust forces acting on the shaft 102 are the sum of its own weight, a shaft load determined by a pressure distribution on the impellers 110, 111, and forces produced by a change in the momentum of the flow of the liquid fluid. The thrust forces can substantially be balanced because the primary and secondary impellers 110, 111 are directed in opposite orientations.

The cover 105 which closes the barrel 104 has a gas draining pipe (not shown) for draining a gas produced in the barrel 104 upwardly therethrough.

The non-contact labyrinth seal 109 which is disposed as a shaft seal around the common shaft 102 that rotates at a high speed allows a certain liquid to leak therethrough. Both the liquid fluid leaking from the pump 101 and the gas leaking from the expander turbine 103 flow into the joint pipe 128. The joint pipe 128 has bellows 129 for absorbing axial or longitudinal thermal strains of the joint pipe 128. A boundary between the liquid fluid and the gas is positioned in the bellows 129. The joint pipe 128 has an opening 130 for discharging a gas having a certain pressure or higher.

The pressure of the boundary between the liquid fluid and the gas in the joint pipe 128 is substantially equal to the pressure in an upper portion of the pump 101 to which the joint pipe 128 is directly connected. Since the inlet port 112 of the primary impeller 110 is disposed in an uppermost portion of the barrel 104, the pressure in the joint pipe 128 is low, reducing the load on the bellows 129. Therefore, the joint pipe 128 including the bellows 129 can easily be fabricated, and has increased durability and safety.

Fig. 8 shows a turboexpander pump unit which incorporates the turboexpander pump Ep shown in Fig. 7. Those parts shown in Fig. 8 which are identical to those in the previous embodiments will not be described in detail below.
The turboexpander pump unit illustrated in Fig. 8 delivers a combustible fluid such as an LNG. The first outlet port 116 of the pump 101 is connected through a line L_5 to a liquid fluid delivery line 131, and the second outlet port 121 thereof is connected through a combustion heater 132 in a line L to a gas inlet port 133 of the expander turbine 103. The combustion heater 132 is supplied with a gas from a gas outlet port 134 of the expander turbine 103, and burns the supplied gas with a burner 135 to heat the liquid fluid introduced from the line L. An exhaust gas produced when the gas is burned by the burner 135 is discharged from a line L_6.

The line L has a flow control valve V_1 which is connected to a controller 136. A rotational sensor 137 for detecting the rotational speed of the shaft 102 is also connected to the controller 136. The line L is branched into a line L_1 upstream of the flow control valve V_1, the line L_1 being connected to a liquid fluid delivery line 131 through a flow control valve V_2 that is connected to the controller 136. The opening 130 of the joint pipe 128 is connected through a pipe line. The liquid fluid which has been pressurized to a higher pressure is discharged from the second outlet port 121, flows through the flow control valve V_1 and the line L into the combustion heater 132 from its inlet port 132A. The liquid fluid is heated and converted into a gas at a temperature under a high pressure by the combustion heater 132. The gas is then discharged from the combustion heater 132 through its outlet port 132B, and flows into the expander turbine 103 through the gas inlet port 133. In the expander turbine 103, the gas is expanded and rotates the turbine impeller while lowering its pressure.

In operation, a liquid fluid W drawn from the liquid supply opening 124 into the pump 101 by the primary pump (not shown) is pressurized to a certain pressure by the pump 101, discharged from the first outlet port 116, and delivered from the liquid fluid delivery line 131 to an external installation, e.g., another LNG base if the liquid fluid is an LNG, through a pipe line. The liquid fluid which has been pressurized to a higher pressure is discharged from the second outlet port 121, flows through the flow control valve V_1 and the line L into the combustion heater 132 from its inlet port 132A. The liquid fluid is heated and converted into a gas at a temperature under a high pressure by the combustion heater 132. The gas is then discharged from the combustion heater 132 through its outlet port 132B, and flows into the expander turbine 103 through the gas inlet port 133. In the expander turbine 103, the gas is expanded and rotates the turbine impeller while lowering its pressure.

The turboexpander pump unit cannot be started by itself. To start the turboexpander pump unit, the expander turbine 103 is started by sending a gas under a high pressure through the line L_3 or L_4. After the burner 135 is turned on, the pump 101 is rotated at a gradually increasing speed until its rotational speed reaches a predetermined speed, whereupon an energy balance is achieved, and subsequently the rotational speed of the pump 101 is automatically increased to the point where the energies are balanced. The rotational speed of the pump 101 is detected by the rotational speed sensor 137, and supplied to the controller 136 which controls the flow control valves V_1, V_2 to adjust the rate of flow of the liquid fluid to the combustion heater 132 for controlling the rotational speed of the pump 101. The rotational speed of the pump 101 can also be controlled by adjusting the rate of flow and the temperature of a combusted gas in the burner 135. A generator may be connected directly to the expander turbine 103 for generating electric energy with excess energy supplied to the expander turbine 103.

As described above, the turboexpander pump unit shown in Fig. 8 is capable of pressurizing a liquid fluid to transport the same over a long distance, and also of re-pressurizing and heating a portion of the liquid fluid into a gas, and expanding the gas to rotate the turbine impeller for thereby rotating the pump connected to the expander turbine. The liquid fluid can be heated by combusting the gas which has driven and been discharged from the expander turbine.

Another turboexpander pump unit which incorporates the turboexpander pump shown in Fig. 7 will be described below with reference to Fig. 9. According to the embodiment shown in Fig. 8, the combustion heater 132 is used as a heat exchanger. According to the embodiment shown in Fig. 9, however, a warming heater 138 for heating a liquid fluid with a heat source fluid at a normal temperature, e.g., seawater, is used as a heat exchanger, as with the embodiment shown in Fig. 1. The warming heater 138 transfers heat between the heat source fluid at normal temperature and a pressurized fluid at an ultra low temperature which has been introduced from an inlet port 138A thereof, and discharges a gas under a high pressure which has been heated to a normal temperature of about 300°C, from an outlet port 138B thereof. The high-pressure gas from the warming heater 138 is drawn from a line L into an gas inlet port 133 of an expander turbine 103, and expanded to rotate the impeller of the expander turbine 103. Having lost its energy, the gas is slightly lowered in pressure, and delivered as a certain high pressure from a gas outlet port 134 into an external line. The other system details of the turboexpander pump unit shown in Fig. 9 are the same as those shown in Fig. 8.

The turboexpander pump units shown in Figs. 8 and 9 are suitable for use in an LNG base for generating electric energy with a gas (LNG) and delivering a liquid (LNG) over a long distance. If the pressure discharged from the pump 101 is too high for the required delivery pressure, then it may be reduced to the required pressure by a gas recovery turbine for energy recovery.

The principles of operation of the turboexpander pump units shown in Figs. 8 and 9 will be described below with reference to Fig. 10. A liquid fluid at a low temperature, such as an LNG, liquid hydrogen, or the like is pressurized by the primary pump from a state S_3 under a pressure P_3 close to the atmospheric pressure up to a pressure P_1 at a state S_1. The liquid fluid is then polytropically pressurized, taking a loss into account, up to a pressure P_3 by the pump 101 which is a secondary pump. Most of the pressurized liquid fluid is delivered from the first outlet port 116. The
remaining liquid fluid is further pressurized up to a pressure $P_3$ at a state $S_3$. The liquid fluid is heated by the combustion heater 132 or the warming heater 138, into a gas at a state $S_4$ in which its pressure is lower by a loss caused by the heat exchanger. From the state $S_4$, the gas is polytropically expanded into a state $S_5$ which is shifted a turbine loss along an entropy-constant curve. Subsequently, the gas goes to a state $S_6$ due to an isobaric change at the burner 135 in the combustion heater 132 (see Fig. 8), or is delivered as a gas having a pressure of $P_5$ to an external installation (see Fig. 9).

The expander turbine 103 in each of the above turboexpander pump units is actuated using the difference between the gradients of an isentropy curve in a supersaturated liquid range and an isentropy curve in a superheated state. Such an operating arrangement is established as a system if the following relationship is satisfied:

$$W(i_2 - i_1) + w(i_3 - i_2) \leq w(i_4 - i_5)$$

where $i_1$, $i_2$, $i_3$, $i_4$, $i_5$ represent respective enthalpies of the states $S_1$, $S_2$, $S_3$, $S_4$, $S_5$ represents the overall amount of the liquid fluid flowing into the pump (kg), and $w$ represents the overall amount of the liquid extracted from the pump (kg).

That is, the operating arrangement is established as a system if the following condition is met:

$$W(i_2 - i_1) \leq w(i_4 - i_5 - i_3 + i_2),$$

$$w/W \geq (i_2 - i_1)/(i_4 - i_5 + i_2 - i_3).$$

Therefore, the operating arrangement is established as a system if $(i_2 - i_1)/(i_4 - i_5 + i_2 - i_3)$ is equal to or less than 1.

The states $S_3$, $S_4$ may be established to satisfy the above condition for supplying the heated gas to the expander turbine and delivering the gas discharged from the expander turbine as a gas under a high pressure to an external installation. To thus establish the states $S_3$, $S_4$, there are available two degrees of freedom, i.e., changing the pressure $P_3$ and applying heat to vary the entropy increase $i_4 - i_3$. If the quantity $w(i_4 - i_3)$ is sufficiently larger than the quantity $W(i_2 - i_1) + w(i_3 - i_2)$, then a portion of the gas may be used to actuate the pump, and the remainder to generate electric energy. In such a case, a generator may be connected to a shaft end of the expander turbine to generate electric energy though need arises for frequency adjustments.

Establishment of such a system will be described quantitatively with respect to an example in which liquid hydrogen is employed.

Liquid hydrogen having a saturated pressure $P_0 = 0.12$ MPa at $21^\circ$K and an enthalpy $i_0 = 270$ kJ/kg is to be combusted as a gas having a pressure $P_5 = 0.5$ MPa. First, the pressure of the liquid hydrogen is to be increased up to a pressure $P_1 = 0.28$ MPa by the primary pump, and then up to a pressure $P_2$ and delivered by the secondary pump. An extracted portion of the liquid hydrogen is to be re-pressurized up to a pressure $P_3 = 10$ MPa, and then its temperature is to be increased up to $500^\circ$K by a heat exchanger (combustion heater) having a loss of 1.5 MPa. Thereafter, the heated liquid hydrogen is to be expanded into a gas having a pressure of 0.5 MPa by the expander turbine. If $P_1 = 0.28$ MPa, $i_{1S} = 272$ kJ/kg, and the pump efficiency $\eta_p = 60\%$, then the state $S_1$ in an isentropy change has an enthalpy $i_1$ as follows:

$$i_1 = (i_{1S} - i_0)/\eta_p + i_0 = (272 - 270)/0.60 + 270 = 273$$ kJ/kg.

The state $S_2$ has a pressure $P_2 = 7.5$ MPa and an enthalpy $i_2$ as follows:

$$i_2 = (i_{2S} - i_1)/\eta_p + i_1 = (370 - 273)/0.6 + 273 = 474$$ kJ/kg.

The extracted portion of the liquid hydrogen is pressurized up to the pressure $P_3 = 10$ MPa at the state $S_3$, in which:

$$i_{3S} = 470$$ kJ/kg.

$$i_3 = (i_{3S} - i_2)/\eta_p + i_2 = (470 - 434)/0.6 + 434 = 494$$ kJ/kg.
When the liquid hydrogen is heated to a temperature $T = 500\,^\circ\mathrm{K}$ at the state $S_4$, the state $S_4$ has an enthalpy $i_4 = 7180\,\text{kJ/kg}$.

If the overall adiabatic efficiency $\eta_e$ of the expander turbine is $70\%$, then when the pressure of the liquid hydrogen is isentropically lowered to the pressure $P_5 = 0.5\,\text{MPa}$, since $i_{SS} = 3030\,\text{kJ/kg}$,

\[
i_4 - i_5 = (i_4 - i_{SS}) \times \eta_e = (7180 - 3030) \times 0.7 = 2905\,\text{kJ/kg}.
\]

Therefore,

\[
\frac{(i_2 - i_1)}{(i_4 - i_5 + i_2 - i_3)} = \frac{(434 - 273)}{(2905 + 434 - 494)} = 0.0566.
\]

Consequently, it can be seen that the pump can sufficiently be actuated. That is, the pressure $P_3$ or the temperature may be lower. Similar calculations indicate that even when liquid methane, which is a primary ingredient of LNG, is handled, the pump can be actuated by appropriately selecting the pressure $P_3$.

Fig. 11 shows a turboexpander pump Ep according to a further embodiment of the present invention. The turboexpander pump Ep shown in Fig. 11 is essentially the same as, but slightly modified from, the turboexpander pump Ep shown in Fig. 7.

Fig. 12 is a pressure-enthalpy diagram illustrative of the principles of operation of the turboexpander pump Ep shown in Fig. 11. As with the principles of operation shown in Fig. 10, a liquid fluid at a low temperature, such as an LNG, liquid hydrogen, or the like is pressurized by the primary pump from a state $S_0$ under a pressure $P_0$ close to the atmospheric pressure up to a pressure $P_1$ at a state $S_1$. The liquid fluid is then polytropically pressurized, taking a loss into account, up to a pressure $P_3$ by the pump 101 which is a secondary pump. A portion $w$ kg of the pressurized liquid fluid is delivered from the first outlet port 116 to the heat exchanger 132 or 138. The remaining liquid fluid $(W - w)$ kg is further pressurized up to a pressure $P_2$ at a state $S_2$. The liquid fluid in the state $S_2$ is delivered to an external pipe line. The liquid fluid $w$ kg extracted in the state $S_2$ is heated by the heat exchanger into a gas at a state $S_3$ in which its pressure is lower by a loss caused by the heat exchanger. From the state $S_3$, the gas is polytropically expanded into a state $S_5$ which is shifted a turbine loss along an entropy-constant curve. Subsequently, the gas goes to a state $S_8$ due to an isobaric change at the burner 135 in the combustion heater 132 (see Fig. 8), or is delivered as a gas having a pressure of $P_5$ to an external installation (see Fig. 9).

Therefore, such an operating arrangement is established as a system if the following relationship is satisfied:

\[
W(i_3 - i_1) + (W - w)(i_2 - i_3) \leq w(i_4 - i_1),
\]

i.e.,

\[
w/W \geq (i_2 - i_1)/(i_4 - i_5 + i_2 - i_3).
\]

Establishment of such a system will be described quantitatively with respect to an example in which liquid hydrogen is employed.

Liquid hydrogen having a saturated pressure $P_0 = 0.12\,\text{MPa}$ at $21\,^\circ\mathrm{K}$ and an enthalpy $l_0 = 270\,\text{kJ/kg}$ is to be
combusted as a gas having a pressure $P_5 = 0.5$ MPa. First, the pressure of the liquid hydrogen is to be increased up to a pressure $P_1 = 0.28$ MPa by the primary pump, and then up to a pressure $P_3 = 4$ MPa by the secondary pump. An extracted portion of the liquid hydrogen is to be heated up to 500°C by a heat exchanger (combustion heater) having a loss of 1.5 MPa. Thereafter, the heated liquid hydrogen is to be expanded into a gas having a pressure of 0.5 MPa by the expander turbine. If $P_1 = 0.28$ MPa, $i_{1S} = 272$ kJ/kg, and the pump efficiency $\eta_p = 60\%$, then the state $S_1$ in an isentropy change has an enthalpy $i_1$ as follows:

$$
i_1 = \frac{(i_{1S} - i_0)}{\eta_p} + i_0 = \frac{(272 - 270)}{0.60} + 270
= 273 \text{ kJ/kg}.
$$

[0108] The state $S_3$ has a pressure $P_3 = 4$ MPa and an enthalpy $i_3$ as follows:

$$
i_3 = \frac{(i_{3S} - i_1)}{\eta_p} + i_1 = \frac{(326 - 273)}{0.6} + 273
= 361 \text{ kJ/kg}.
$$

[0109] The extracted portion of the liquid hydrogen is heated to a temperature $T = 500^\circ\text{K}$ at the state $S_4$, which has an enthalpy $i_4 = 7120$ kJ/kg. The liquid hydrogen has a pressure $P_2 = 7.5$ MPa in the state $S_2$, in which:

$$
i_{2S} = 410 \text{ kJ/kg},
$$

$$
i_2 = i_3 + \frac{(i_{2S} - i_3)}{\eta_p} = 361 + \frac{(410 - 361)}{0.6}
= 443 \text{ kJ/kg}.
$$

[0110] If the overall adiabatic efficiency $\eta_e$ of the expander turbine is $\eta_e = 70\%$, then when the pressure of the liquid hydrogen is isentropically lowered to the pressure $P_5 = 0.5$ MPa,

$$
i_4 - i_5 = (i_4 - i_{5S}) \times \eta_e = (7120 - 4500) \times 0.7
= 1834 \text{ kJ/kg}.
$$

[0111] Therefore,

$$
\frac{(i_2 - i_1)(i_4 - i_5 + i_2 - i_3)}{(i_4 - i_5 + i_2 - i_3)} = \frac{(443 - 273)}{(1834 + 443 - 361)}
= 0.088.
$$

[0112] Consequently, it can be seen that the pump according to the embodiment shown in Fig. 11 can sufficiently be actuated.

[0113] Fig. 13 shows still another turboexpander pump unit which incorporates the turboexpander pump shown in Fig. 7. In Fig. 13, the turboexpander pump has a horizontal shaft 102a, a pump 101a mounted on one end of the shaft 102a, and an expander turbine 103a mounted on the other end of the shaft 102a. The pump 101a and the expander turbine 103a are connected to each other by a joint barrel 139 having an opening 143 defined in an upper wall thereof. A drain recovery casing 140 is attached to a lower wall of the joint barrel 139. A non-contact labyrinth seal 142 is disposed around the shaft 102a in the expander turbine 103a. The pump 101a and the turbine 103a are structurally identical to those shown in Figs. 7 and 11 except that the pump 101a and the turbine 103a have the horizontal shaft 102a.

[0114] Operation of the turboexpander pump unit shown in Fig. 13, including fluid flows, and advantages offered thereby are basically the same as those of the turboexpander pump units according to the previous embodiments.

[0115] The pressure in the joint barrel 139 is basically equal to and slightly higher than the delivery pressure of the gas in the state $S_5$ from the expander turbine 103a. Any gas leakage from the expander turbine 103a into the joint barrel 139 flows through the non-contact labyrinth seal 142. A certain differential pressure equal to the head or pressure drop across the expander turbine 103a is developed between the interior of the expander turbine 103a and the interior of the joint barrel 139. There is basically no or slight differential pressure in the region of the pump 101a through which the shaft 102a extends. The liquid is prevented from leaking from that region of the pump 101a by a non-contact shaft seal similar to a mechanical seal, or a floating ring or the like, which allows a certain amount of liquid to leak. Such a seal mechanism permits the turboexpander pump to have a desired service life as an industrial machine.
[0116] Inasmuch as the pressure in the joint barrel 139 is basically the same as the delivery pressure of the gas in the state S2 from the expander turbine 103a, any gas leaking from the expander turbine 103a and a gas produced when the liquid leaks from the pump 101a can be introduced from the opening 143 into a gas delivery line connected to the outlet port 134 of the expander turbine 103a. Any liquid leaking from the pump 101a is recovered from the joint barrel 139 into the drain recovery casing 140, and introduced into a combustion heater 132a by a small-size recovery pump 144. The combustion heater 132a converts the liquid into a gas, and introduces the gas into a delivery line.

[0117] In Fig. 13, the combustion heater 132a may be replaced with a warming heater, or a second outlet port 121a may be connected to a liquid delivery line to deliver a high-pressure liquid to an external installation.

[0118] Since the pump has two outlet ports in the embodiments shown in Figs. 7, 11, and 13, the pressurized liquid discharged from one of the outlet ports can be converted into a gas by a heat exchange for actuating the expander turbine 103 or 103a, and the liquid can be delivered under pressure from the other outlet port. Therefore, each of the arrangements shown in Figs. 7, 11, and 13 can be used in a wider selection of applications than the arrangement shown in Fig. 1.

[0119] Fig. 14 shows a liquified gas supply installation which incorporates the turboexpander pump shown in Fig. 11. The liquified gas supply installation shown in Fig. 14 will be described below primarily with respect to fluid flows and valve control in various stages in the liquified gas supply installation. In Fig. 14, solid-line arrows represent liquid flows, and dotted-line arrows represent gas flows.

[0120] A liquified gas (liquid) such as an LNG is stored in a partly underground tank 151. The LNG stored in the tank 151 can be lifted by a primary pump 152 immersed in the stored LNG. The primary pump 152 has an outlet port connected through a line L10 to an inlet port 124 of a pump 101 of a secondary pump (turboexpander pump) Ep, and also through a line L11 having a valve V1 to an inlet port of an evaporator 153. The pump 101 has a first (low-pressure) outlet port 116 connected through a line L13 having a valve V2 to the evaporator 153 and a warming heater (heat exchanger) 138, and a second (high-pressure) outlet port 121 connected to a liquid delivery line 131, as with the turboexpander pump Ep shown in Fig. 11. Therefore, the pump 101 is characterized by a pressure-enthalpy diagram as shown in Fig. 12. The evaporator 153 has an outlet port connected through the warming heater 138 to a gas inlet port 133 of an expander turbine 103, which is combined with the pump 101, thus making up the secondary pump Ep. The expander turbine 103 has a gas outlet port 134 coupled through the warming heater 138 to a gas delivery pipe 154.

[0121] The first outlet port 116 of the pump 101 is also connected through a valve V3 to the tank 151 for returning a portion of the discharged liquid from the pump 101 to the tank 151. The evaporator 153 is also connected through a bypass line having a valve V4 to the gas outlet port 134 of the expander turbine 103 which is connected to the warming heater 138. When the expander turbine 103 is to be serviced for maintenance, the valve V6 is opened to bypass the expander turbine 103 to send a gas to utilities in an LNG base. Valves V7, V8 are connected to the evaporator 153 and the warming heater 138, respectively, for delivering a heat medium to the evaporator 153 and the warming heater 138. The valves shown in Fig. 14 are controlled by a controller 136 shown in Fig. 15, and a rotational speed detector 137 for detecting the rotational speed of the shaft of the secondary pump Ep.

[0122] To start the liquified gas supply installation shown in Fig. 14, the valve V1 is opened to supply a liquid lifted by the primary pump 152 through the line L11 and the evaporator 153 to the warming heater 138. The warming heater 138 heats and converts the liquid into a gas under a high pressure, and the gas is supplied to the turbine 103 through the gas inlet port 133. As the rotational speed of the turbine 103 increases gradually, the pressure for pressurizing the liquid in the pump 101 also increases gradually. The liquid discharged from the pump 101 flows through the valve V2 in the line L13 into the evaporator 153. The liquified gas supply installation now enters a normal state of operation.

[0123] When the rotational speed of the secondary pump Ep increases to increase the pressure therein, a check valve disposed downstream of the valve V1 is gradually closed, directs the entire amount W kg of liquid lifted by the primary pump 152 into the inlet port 124 of the pump 101. An amount w kg of the liquid thus supplied to the pump 101 is extracted as pressurized in a state S3, and converted into a gas with heat by the evaporator 153 and the warming heater 138. The gas is then expanded in the expander turbine 103, rotating the pump 101, at which the pressure of the gas is slightly lowered. The gas is then delivered as a high-pressure gas from the gas delivery pipe 154 to an external installation. The remaining amount (W - w) kg of liquid is further pressurized by the pump 101, and delivered as a liquid in a state S2 under a pressure P2 into the liquid delivery line 131. In the warming heater 138, the gas discharged from the expander turbine 103 imparts heat to the gas supplied thereto.

[0124] When the pump 101 and the expander turbine 103 are shut off for maintenance or the like, the utilities including a boiler, a turbine, and so on in the LNG base need to be supplied with a fuel. While the pump 101 and the expander turbine 103 are being inactivated, the valve V2 in the line L13 is closed, and the valve V6 in the bypass line is opened. The liquid lifted by the primary pump 152 can now be delivered through the valve V1, the evaporator 153, and the valve V6 to the warming heater 138 where it is converted into a gas, so that the fuel gas can be supplied through the gas delivery pipe 154 to the utilities.

[0125] Fig. 15 illustrates a control system of the liquified gas supply installation shown in Fig. 14. The rotational speed of the shaft of the secondary pump Ep is detected by the rotational speed detector 137, and sent to the controller.
5 valve V4 and branched off from a pipe L15 which is connected to the gas outlet port 134 of the expander turbine 103. The prime mover base 155 and the pump 101 have outer peripheral walls of heat insulating structure.

Another limit seal 166 is disposed between the protrusion 160 and the shaft 102 for minimizing a gas leakage along the shaft 102 in a power portion of the prime mover base 155 for minimizing a gas leakage along the shaft 102.

40 The opening 159 in the cover 105 into the pump 101. The shaft 102 is supported out of contact with the surrounding and the cover 105.

45 Fluid flows at the time the liquefied gas supply installation is started, operates in a normal state, and is controlled in its rotational speed are essentially the same as those shown in Fig. 14. In the embodiment shown in Fig. 16, adjustments of the valve V4 for adjusting the flow of the gas supplied to the burner 135 of the combustion heater 132 are greatly involved in adjustments of the amount of heat applied to the gas to be supplied to the expander turbine 103, and play an important role in adjusting the output power of the turboexpander pump Ep.

50 In the above embodiments, the liquid pressurized into the state S2 by the secondary pump Ep is delivered under pressure to an external installation. However, the pressurized liquid may be converted into a gas by an evaporator, and the gas may be delivered under pressure to an external installation. Furthermore, the liquid discharged from the second outlet port, rather than the first outlet port, of the pump of the secondary pump Ep may be converted into a gas for driving the expander turbine.

A turboexpander pump according to a still further embodiment of the present invention will be described below with reference to Fig. 18. The turboexpander pump shown in Fig. 18 has an improved support base for supporting the expander turbine and an improved joint barrel for covering the shaft thereof. The other details of the turboexpander pump are the same as those of the turboexpander pumps shown in Figs. 7 and 11, and will not be described below.

In the above embodiments, the liquid pressurized into the state S2 by the secondary pump Ep is delivered under pressure to an external installation. However, the pressurized liquid may be converted into a gas by an evaporator, and the gas may be delivered under pressure to an external installation. Furthermore, the liquid discharged from the second outlet port, rather than the first outlet port, of the pump of the secondary pump Ep may be converted into a gas for driving the expander turbine.

The above liquefied gas supply installations do not require the supply of electric energy or another fuel from an external source for driving the pump to delivery a liquefied gas under pressure. Therefore, it is possible to realize a system of reduced energy loss which needs no equipment for transmitting and distributing electric energy. Consequently, the liquefied gas supply installations may be reduced in size, allowing liquefied gas supply bases to be installed in a smaller area for clean and sightly environments.

A turboexpander pump according to a still further embodiment of the present invention will be described below with reference to Fig. 18. The turboexpander pump shown in Fig. 18 has an improved support base for supporting the expander turbine and an improved joint barrel for covering the shaft thereof. The other details of the turboexpander pump are the same as those of the turboexpander pumps shown in Figs. 7 and 11, and will not be described below.

As shown in Fig. 18, an expander turbine 103 is fixedly mounted on a prime mover base 155 that is placed on a cover 105 of a barrel 104 which houses a pump 101. The prime mover base 155 is of a cylindrical shape and has lower and upper flanges 156, 157 spaced vertically from each other. The prime mover base 155 has a central through hole 158 extending vertically which is large enough to allow a shaft 102 to extend therethrough. The hole 158 has a wider lower portion in registration with an opening 159 defined in the cover 105, and an even wider upper portion large enough to permit a protrusion 160 of the expander turbine 103 to be inserted therein.

The expander turbine 103 is fixed to the upper flange 157 of the prime mover base 155 through a seal 161 interposed therebetween. The protrusion 160 of the expander turbine 103 is placed in the wider upper portion of the hole 158 in the prime mover base 155 with a clearance 162 left around the protrusion 160. The lower flange 156 of the prime mover base 155 is fixed to the cover 105 through a seal 163 interposed therebetween. The shaft 102 extends through the opening 159 which is defined centrally in the cover 105. A seal 164 is interposed between the barrel 104 and the cover 105.

The shaft 102 extends from the expander turbine 103 through the hole 158 in the prime mover base 155 and the opening 159 in the cover 105 into the pump 101. The shaft 102 is supported out of contact with the surrounding components by magnetic bearings or the like. A limit seal 165 is disposed in a gap between the prime mover base 155 and the shaft 102 in a power portion of the prime mover base 155 for minimizing a gas leakage along the shaft 102. Another limit seal 166 is disposed between the protrusion 160 and the shaft 102 for minimizing a gas leakage along the shaft 102. The prime mover base 155 and the pump 101 have outer peripheral walls of heat insulating structure.

A gas discharge pipe 168 having a control valve 167 for adjusting the pressure of a gas flowing therethrough
A liquid fluid flowing through the pump 101 passes along the shaft 102 and from the opening 159 in the cover 105 through the limit seal 165 into the clearance 162. The clearance 162 is filled with a gas which is evaporated from the liquid fluid with heat from the expander turbine 103. The gas is combined with a gas flowing from the expander turbine 103 through the limit seal 166. In this manner, the pressures from the pump 101 and the expander turbine 103 are balanced.

When the pressure of the gas in the clearance 162 is increased by the heat transferred from the expander turbine 103, the controller 172 processes output signals from the temperature sensors 169, 170 and the pressure sensor 171, to detect the increase in the gas pressure, and controls the control valve 167 to discharge the gas from the gas discharge pipe 168 until the gas pressure in the clearance 162 is adjusted to a predetermined value, for thereby preventing the gas from flowing back into the pump 101.

With the turboexpander pump shown in Fig. 18, since the prime mover base 155 for securing the expander turbine 103 as a prime mover and a pressure vessel which covers the shaft 102, are integrally formed with each other, it is not necessary to employ bellows capable of absorbing shaft displacements or strains due to temperature differences. The liquid fluid always leaks from the pump 101 along the shaft 102 into the gap around the shaft 102, and is evaporated into a gas by the heat from the expander turbine 103 for thereby developing a gas pressure which counterbalances the gas pressure in the expander turbine 103. When the gas pressure in the gap around the shaft 102 is increased by the heat transferred from the expander turbine 103, the controller 172 processes output signals from the temperature sensors 169, 170 and the pressure sensor 171, and controls the pressure adjusting means, i.e., the control valve 167, to adjust the gas pressure in the gap around the shaft 102 to a predetermined value. Therefore, the gas in the gap around the shaft 102 is prevented from flowing back into the pump 101, which is allowed to operate stably.

Although certain preferred embodiments of the present invention has been shown and described in detail, it should be understood that various changes and modifications may be made therein without departing from the scope of the appended claims.

Claims

1. A turboexpander pump unit (EP) comprising:
   a shaft (2, 2a, 102, 102a);
   a pump (1, 1a, 101, 101a) connected to an end of said shaft (2, 2a, 102, 102a) for pressurizing a liquid fluid to a pressure higher than a predetermined delivery pressure;
   a heat exchanger (42, 42a, 132, 138, 132a) for heating and converting the liquid fluid pressurized by said pump (1, 1a, 101, 101a) into a high-pressure gas;
   an expander turbine (3, 3a, 103, 103a) connected to an opposite end of said shaft (2, 2a, 102, 102a) and actutable by a thermal energy reduction produced when the high-pressure gas from said heat exchanger (42, 42a, 132, 132a, 138) is lowered to the predetermined delivery pressure, for flowing out the liquid fluid continuously under a predetermined pressure;
   a joining pipe (15, 50, 128, 139) disposed hermetically around a portion of said shaft (2, 2a, 102, 102a) which extends between said pump (1, 1a, 101, 101a) and said expander turbine (3, 3a, 103, 103a), said pump (1, 1a, 101, 101a) and said expander turbine (3, 3a, 103, 103a) having respective casings which are held in communication with each other by said joining pipe (15, 50, 128, 139), and a support base (6, 106) constructed on said casings of said pump casing for supporting said expander turbine (3, 3a, 103, 103a), wherein said joining pipe (15, 50, 128, 139) has a mechanism (14, 129) for absorbing longitudinal thermal strains thereof.

2. A turboexpander pump unit (EP) according to claim 1, wherein said mechanism (14, 129) comprises bellows (14, 129) assembled in said joining pipe (15, 50, 128, 139).

3. A turboexpander pump unit according to claim 1 or 2 wherein said pump (101, 101a) having at least two outlet ports (116, 121; 116a, 121a) for discharging the liquid fluid at respective different pressures, one (121, 121a) of said at
least two outlet ports (116, 121; 116a, 121a) being connected to said heat exchanger 132, 138, 132a.

4. A turboexpander pump unit according to claim 3 wherein the other (116, 116a) of said at least two outlet ports (116, 121; 116a, 121a) is connected to a liquid delivery line.

5. A turboexpander pump unit according to any of the preceding claims, wherein said shaft (2, 102) comprises a vertical shaft (2, 102).

6. A turboexpander pump unit according to any of the preceding claims, wherein said shaft (2a, 102a) comprises a horizontal shaft (2a, 102a).

7. A turboexpander pump unit according to any of the preceding claims, further comprising a magnetic bearing, said shaft being supported by said magnetic bearing.

8. A turboexpander pump unit according to any of the preceding claims, wherein said expander turbine has a non-contact shaft seal disposed around said shaft in a region in which said shaft extends.

9. A turboexpander pump unit according to any of the preceding claims, wherein said pump (1, 1a, 101, 101a) and said expander turbine (3, 3a, 103, 103a) are spaced apart from each other.

10. A turboexpander pump unit according to any of the preceding claims, wherein pressures exerted in said joint pipe (15, 50, 128, 139) from said pump (1, 1a, 101, 101a) and said expander turbine (3, 3a, 103, 103a) are substantially equal to each other.

11. A turboexpander pump unit according to any of the preceding claims, wherein said pump (1, 1a, 101, 101a) has a non-contact shaft seal disposed around said shaft (2, 2a, 102, 102a) in a region in which said shaft extends, for allowing the liquid fluid to leak to a limited extent along said shaft (2, 2a, 102, 102a).

12. A turboexpander pump unit according to any of the preceding claims, further comprising a line (L2) extending outwardly from said joint pipe (15, 50, 128, 139) for adjusting a pressure in said joint pipe.

13. A turboexpander pump unit according to any of the preceding claims, wherein said support base (6, 106) supports said expander turbine (3, 103) above said pump (1, 101), said joint pipe (15, 128) being integrally joined to said support base.

14. A turboexpander pump unit according to any of the preceding claims, wherein said pump (101) has a plurality of impellers (110, 111), said impellers including a first-stage impeller (110) having an inlet port (112) which is positioned closer to said expander turbine (103).

15. A turboexpander pump unit according to any of the preceding claims, wherein said pump (1, 1a, 101, 101a) has a plurality of impellers (19, 22; 110, 111), said impellers being divided into a first impeller group (19; 110) for delivering the liquid fluid in a first direction and a second impeller group (22; 111) for delivering the liquid fluid in a second direction which is opposite to said first direction, said first impeller group (19; 110) containing as many impellers as those of said second impeller group (22, 111).

16. A turboexpander pump unit according to any of the preceding claims, wherein said pump (101) has a plurality of impellers (110, 111), said impellers being divided into a primary impeller group (110) for pressurizing the liquid fluid downwardly and a secondary impeller group (111) for pressurizing the liquid fluid upwardly, said primary impeller group (110) being disposed above said secondary impeller group (111), said primary impeller group (110) having an outlet port and said secondary impeller group (111) having an inlet port (118), said pump (101) further having a flow passage (119) interconnecting said outlet port of the primary impeller group (110) and said inlet port (118) of the secondary impeller group (111).

17. A liquefied gas supply installation comprising:
   - a liquefied gas storage tank;
   - a first-stage pump disposed in said liquefied gas storage tank;
   - a second-stage pump for pressurizing and delivering a liquid discharged from said first-stage pump, said sec-
Pumpeneinheit mit Entspannungsturbine (Turboexpansionspumpeneinheit) (EP), die folgendes aufweist:

1. eine Welle (2, 2a, 102, 102a);
eine mit einem Ende der Welle (2, 2a, 102, 102a) verbundene Pumpe (1, 1a, 101, 101a) zur Unterdrucksetzung eines flüssigen Strömungsmittels auf einen Druck höher als ein vorbestimmter Lieferdruck;
ein Wärmeaustauscher (42, 42a, 132, 138, 132a) zum Erhitzen und zum Umwandeln des flüssigen durch die Pumpe (1, 1a, 101, 101a) unter Druck gesetzten Strömungsmittels in ein Hochdruckgas;
eine Expansions- oder Entspannungsturbine (3, 3a, 103, 103a) verbunden mit einem entgegengesetzten Ende der Welle (2, 2a, 102, 102a) und betätigbar durch eine thermische Energiere duktion, die dann erzeugt wird, wenn das Hochdruckgas vom Wärmeaustauscher (42, 42a, 132, 132a, 138) auf den vorbestimmten Lieferdruck abgesenkt wird, um unter einem vorbestehenden Druck kontinuierlich das flüssige Strömungsmittel heraustreten zu lassen;
ein Verbindungsrohr (15, 50, 128, 139) hermetisch angeordnet, um einen Teil der Welle (2, 2a, 102, 102a) herum, die sich zwischen der Pumpe (1, 1a, 101, 101a) der Expansionsturbine (3, 3a, 103, 103a) erstreckt, wobei die Pumpe (1, 1a, 101, 101a) und die Expansionsturbine (3, 3a, 103, 103a) entsprechende Gehäuse aufweisen, die durch das Verbindungsrohr (15, 50, 128, 139) miteinander in Verbindung gehalten werden; und
eine Tragbasis (6, 106) aufgebaut auf den erwähnten Gehäusen des erwähnten Pumpengehäuses zum Tragen der Expansionsturbine (3, 3a, 103, 103a), wobei das Verbindungsrohr (15, 50, 128, 139) einen Mechanismus (14, 129) zum Absorbieren von longitudinalen thermischen Beanspruchungen davon aufweist.

2. Turboexpansionspumpeneinheit (EP) nach Anspruch 1, wobei der Mechanismus (14, 129) Balgen (14, 129) aufweist, und zwar angeordnet in dem Verbindungsrohr (15, 50, 128, 139).

3. Turboexpansionspumpeneinheit nach Anspruch 1 oder 2, wobei die Pumpe (101, 101a) mindestens zwei Auslassanschlüsse (116, 121, 116a, 121a) aufweist, und zwar zum Abgeben des flüssigen Strömungsmittels auf entsprechenden unterschiedlichen Drücken, wobei einer (121, 121a) der mindestens zwei Auslassanschlüsse (116, 121; 116a, 121a) mit dem Wärmeaustauscher (132, 138, 132a) verbunden ist.

4. Turboexpansionspumpeneinheit nach Anspruch 3, wobei der andere (116, 116a), der mindestens zwei Auslassanschlüsse (116, 121; 116a, 121a) mit einer Flüssigkeitslieferleitung verbunden ist.

5. Turboexpansionspumpeneinheit nach einem der vorhergehenden Ansprüche, wobei die Welle (2, 102) eine Vertikalwelle (2, 102) aufweist.

6. Turboexpansionspumpeneinheit nach einem der vorhergehenden Ansprüche, wobei die Welle (2a, 102a) eine Horizontalwelle (2a, 102a) aufweist.

7. Turboexpansionspumpeneinheit nach einem der vorhergehenden Ansprüche, wobei ferner ein Magnetlager vorge sehen ist, welches die Welle trägt.

8. Turboexpansionspumpeneinheit nach einem der vorhergehenden Ansprüche, wobei die Expansionsturbine eine berührungslose Nicht-Kontakt-Wellendichtung aufweist, und zwar angeordnet um die Welle herum in einer Region, in der die Welle sich erstreckt.

9. Turboexpansionspumpeneinheit nach einem der vorhergehenden Ansprüche, wobei die Pumpe (1, 1a, 101, 101a) und die Expansionsturbine (3, 3a, 103, 103a) voneinander beabstandet angeordnet sind.

10. Turboexpansionspumpeneinheit nach einem der vorhergehenden Ansprüche, wobei die in dem Verbindungsrohr (15, 50, 128, 139) von der Pumpe (1, 1a, 101, 101a) und der Expansionsturbine (3, 3a, 103, 103a) ausgeübten Drücke im wesentlichen gleich zueinander sind.

11. Turboexpansionspumpeneinheit nach einem der vorhergehenden Ansprüche, wobei die Pumpe (1, 1a, 101, 101a) eine berührungslose oder nicht Nicht-Kontakt-Wellendichtung aufweist, und zwar angeordnet um die Welle (2, 2a, 102, 102a),
102, 102a) herum in einer Region oder Zone, in der sich die Welle erstreckt, und zwar um zu gestatten, dass flüssiges Strömungsmittel in einem begrenzten Ausmaß entlang der Welle (2, 2a, 102, 102a) leckt.

12. Turboexpansionspumpeneinheit nach einem der vorhergehenden Ansprüche, wobei ferner eine Leitung (L2) vorgesehen ist, die sich nach außen von dem Verbindungsrohr (15, 50, 128, 139) erstreckt, um den Druck in dem Verbindungsröhren einzustellen.

13. Turboexpansionspumpeneinheit nach einem der vorhergehenden Ansprüche, wobei die Tragbasis (6, 106) die Expansionsturbine (3, 103) oberhalb der Pumpe (1, 101) trägt, wobei das Verbindungsrohr (15, 128) integral mit der Tragbasis verbunden ist.

14. Turboexpansionspumpeneinheit nach einem der vorhergehenden Ansprüche, wobei die Pumpe (101) eine Vielzahl von Laufrädern (110, 111) aufweist, die ein Laufrad (110) der ersten Stufe mit einem Einlaßanschluß (112) aufweisen, der näher zur Expansionsturbine (103) hin angeordnet ist.

15. Turboexpansionspumpeneinheit nach einem der vorhergehenden Ansprüche, wobei die Pumpe (1, 1a, 101, 101a) eine Vielzahl von Laufrädern (19, 22; 110, 111) aufweist, wobei die Laufräder in eine erste Laufradgruppe (19; 110) aufgeteilt sind zur Lieferung von flüssigem Strömungsmittel in einer ersten Richtung und eine zweite Laufradgruppe (22; 111) zur Lieferung von flüssigem Strömungsmittel in einer zweiten Richtung, die entgegengesetzt zur ersten Richtung ist, und wobei die erste Laufradgruppe (19; 110) ebenso viele Laufräder aufweist wie die zweite Laufradgruppe (22, 111).

16. Turboexpansionspumpeneinheit nach einem der vorhergehenden Ansprüche, wobei die Pumpe (101) eine Vielzahl von Laufrädern (110, 111) aufweist, die in eine primäre Laufradgruppe (110) und eine sekundäre Laufradgruppe (111) aufgeteilt sind, wobei die erste Laufradgruppe (110) zur Unterdrucksetzung des flüssigen Strömungsmittels in Abwärtssrichtung vorgesehen sind, und wobei die zweite Laufradgruppe (111) das flüssige Strömungsmittel nach oben hin unter Druck setzt, wobei die primitive Laufradgruppe (110) der sekundären Laufradgruppe (111) angeordnet ist, wobei die primäre Laufradgruppe (110) einen Auslaßanschluß besitzt und die sekundäre Laufradgruppe (111) einen Einlaßanschluß (118) aufweist, und wobei ferner die Pumpe (101) einen Umströmungsdurchfluß (119) besitzt, der den Auslaßanschluß der primären Laufradgruppe (110) und den Einlaßanschluß (118) der sekundären Laufradgruppe (111) verbindet.

17. Eine Flüssiggasversorgungsinstallation, die folgendes aufweist:

- einen Flüssiggasspeichertank;
- eine in dem Flüssigkeitsspeichertank angeordnete Pumpe der ersten Stufe;
- eine Pumpe der zweiten Stufe zur Unterdrucksetzung;
- und wobei die Pumpe der zweiten Stufe eine Turboexpansionspumpeneinheit nach einem der vorhergehenden Ansprüche ist.

Revendications

1. Unité de pompage à turbodétendeur (Ep) comportant :

- un arbre (2, 2a, 102, 102a) ;
- une pompe (1, 1a, 101, 101a) reliée à une extrémité dudit arbre (2, 2a, 102, 102a) pour pressuriser un fluide liquide à une pression supérieure à une pression de distribution prédéterminée ;
- un échangeur de chaleur (42, 42a, 132, 138, 132a) pour chauffer et convertir le fluide liquide pressurisé par ladite pompe (1, 1a, 101, 101a) en un gaz à haute-pression ;
- une turbine de détente (3, 3a, 103, 103a) reliée à une extrémité opposée dudit arbre (2, 2a, 102, 102a) et pouvant être actionnée par une réduction d'énergie thermique produite lorsque le gaz à haute-pression provenant dudit échangeur thermique (42, 42a, 132, 132a, 138) est ramené à la pression de distribution prédéterminée, pour fournir en sortie le fluide liquide d'une manière continue sous une pression prédéterminée ;
- un tuyau de raccordement (15, 50, 128, 139) disposé hermétiquement autour d'une partie dudit arbre (2, 2a, 102, 102a) qui s'étend entre ladite pompe (1, 1a, 101, 101a) et ladite turbine de détente (3, 3a, 103, 103a), ladite pompe (1, 1a, 101, 101a) et ladite turbine de détente (3, 3a, 103, 103a) ayant des carters respectifs qui sont maintenus en communication l'un avec l'autre par ledit tuyau de raccordement (15, 50, 128, 139), et une base de support (6, 106) construite sur lesdits carters dudit carter de pompe pour supporter ladite turbine...
dans laquelle ledit tuyau de raccordement (15, 50, 128, 139) comporte un mécanisme (14, 129) pour absorber les contraintes thermiques longitudinales induites dans celui-ci.

2. Unité de pompage à turbodétendeur (Ep) selon la revendication 1, dans laquelle ledit mécanisme (14, 129) comporte des soufflets (14, 129) assemblés sur ledit tuyau de raccordement (15, 50, 128, 139).

3. Unité de pompage à turbodétendeur selon la revendication 1 ou 2, dans laquelle ladite pompe (101, 101a) comporte au moins deux ouvertures de sortie (116, 121 ; 116a, 121a) pour décharger le fluide liquide à des pressions respectives différentes, l'une au moins (121, 121a) desdites deux ouvertures de sortie (116, 121 ; 116a, 121a) étant reliée audit échangeur thermique (132, 138, 132a).

4. Unité de pompage à turbodétendeur selon la revendication 3, dans laquelle l'autre (116, 116a) desdites au moins deux ouvertures de sortie (116, 121 ; 116a, 121a) est reliée à une ligne de fourniture de liquide.

5. Unité de pompage à turbodétendeur selon l'une quelconque des revendications précédentes, dans laquelle ledit arbre (2, 102) comprend un arbre vertical (2, 102).

6. Unité de pompage à turbodétendeur selon l'une quelconque des revendications précédentes, dans laquelle ledit arbre (2a, 102a) comprend un arbre horizontal (2a, 102a).

7. Unité de pompage à turbodétendeur selon l'une quelconque des revendications précédentes, comportant en outre un palier magnétique, ledit arbre étant supporté par ledit palier magnétique.

8. Unité de pompage à turbodétendeur selon l'une quelconque des revendications précédentes, dans laquelle ladite turbine de détente comporte un joint d'étanchéité pour arbre sans-contact disposé autour dudit arbre dans une région dans laquelle ledit arbre s'étend.

9. Unité de pompage à turbodétendeur selon l'une quelconque des revendications précédentes, dans laquelle ladite pompe (1, 1a, 101, 101a) et ladite turbine de détente (3, 3a, 103, 103a) sont espacées l'une de l'autre.

10. Unité de pompage à turbodétendeur selon l'une quelconque des revendications précédentes, dans laquelle les pressions exercées dans ledit tuyau de raccordement (15, 50, 128, 138) par ladite pompe (1, 1a, 101, 101a) et ladite turbine de détente (3, 3a, 103, 103a) sont à peu près égales.

11. Unité de pompage à turbodétendeur selon l'une quelconque des revendications précédentes, dans laquelle ladite pompe (1, 1a, 101, 101a) comporte un joint d'étanchéité pour arbre sans-contact disposé autour dudit arbre (2, 2a, 102, 102a) dans une région dans laquelle ledit arbre s'étend, pour permettre au fluide liquide de fuir dans des proportions limitées le long dudit arbre (2, 2a, 102, 102a).

12. Unité de pompage à turbodétendeur selon l'une quelconque des revendications précédentes, comportant en outre une ligne (L2) s'étendant vers l'extérieur à partir dudit tuyau de raccordement (15, 50, 128, 139) pour ajuster une pression dans ledit tuyau de raccordement.

13. Unité de pompage à turbodétendeur selon l'une quelconque des revendications précédentes, dans laquelle ladite base de support (6, 106) supporte ladite turbine de détente (3, 103) au-dessus de ladite pompe (1, 101), ledit tuyau de raccordement (15, 128) étant relié d'un seul tenant à ladite base de support.

14. Unité de pompage à turbodétendeur selon l'une quelconque des revendications précédentes, dans laquelle ladite pompe (101) comporte une pluralité d'hélices (110, 111), lesdites hélices incluant une hélice (110) associée à un premier étage ayant une ouverture d'entrée (112) qui est positionnée plus près de ladite turbine de détente (103).

15. Unité de pompage à turbodétendeur selon l'une quelconque des revendications précédentes, dans laquelle ladite pompe (1, 1a, 101, 101a) comporte une pluralité d'hélices (19, 22 ; 110, 111), lesdites hélices étant divisées en un premier groupe d'hélices (19 ; 110) pour délivrer le fluide liquide dans une première direction et en un second groupe d'hélices (22 ; 111) pour délivrer le fluide liquide dans une seconde direction qui est opposée à ladite première direction, ledit premier groupe d'hélices (19 ; 110) contenant autant d'hélices que ledit second groupe d'hélices (22 ; 111).
16. Unité de pompage à turbodétendeur selon l'une quelconque des revendications précédentes, dans laquelle ladite pompe (101) comporte une pluralité d'hélices (110, 111), lesdites hélices étant divisées en un groupe d'hélices primaires (110) pour pressurer le fluide liquide vers le bas et en un groupe d'hélices secondaires (111) pour pressurer le fluide liquide vers le haut, ledit groupe d'hélices primaires (110) étant disposé au-dessus dudit groupe d'hélices secondaires (111), ledit groupe d'hélices primaires (110) ayant une ouverture de sortie et ledit groupe d'hélices secondaires (111) ayant une ouverture d'entrée (118), ladite pompe (101) comportant en outre un passage d'écoulement (119) interconnectant ladite ouverture de sortie du groupe d'hélices primaires (110) et ladite ouverture d'entrée (118) du groupe d'hélices secondaires (111).

17. Installation de fourniture de gaz liquéfié comportant :

   un réservoir de stockage de gaz liquéfié,
   une pompe associée à un premier étage disposée dans ledit réservoir de stockage de gaz liquéfié,
   une pompe associée à un second étage pour pressurer et délivrer un liquide déchargé à partir de ladite pompe associée au premier étage, ladite pompe associée au second étage étant une unité de pompage à turbodétendeur selon l'une quelconque des revendications précédentes.
FIG. 4

- Isentropy Curve
- Saturation Limit Curve
- Pressure Levels: $P_0$, $P_1$, $P_2$, $P_d$
- Enthalpy Levels: $i_1$, $i_2$, $i_3$
- Points: $S_0$, $S_1$, $S_2$, $S_3$, $S_4$, $S_5$
- Used as Turbine Fuel
- Long-Distance Delivery
FIG. 9
**Fig. 15**

<table>
<thead>
<tr>
<th></th>
<th>$V_1$</th>
<th>$V_2$</th>
<th>$V_3$</th>
<th>$V_4$</th>
<th>$V_5$</th>
<th>$V_6$</th>
<th>$V_7$</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>START</strong></td>
<td>0</td>
<td>0</td>
<td>C</td>
<td>O</td>
<td>C</td>
<td>C</td>
<td>O</td>
</tr>
<tr>
<td><strong>NORMAL OPER</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td><strong>SPEED CONTROL</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>TO INCREASE SPEED</td>
<td>C</td>
<td>INCREASE OPENING</td>
<td>C</td>
<td>C</td>
<td>C</td>
<td>INCREASE OPENING</td>
<td>INCREASE OPENING</td>
</tr>
<tr>
<td>TO LOWER SPEED</td>
<td>C</td>
<td>REDUCE OPENING</td>
<td>C/O</td>
<td>C</td>
<td>C</td>
<td>REDUCE OPENING</td>
<td>REDUCE OPENING</td>
</tr>
</tbody>
</table>
FIG. 16

LIQUID FLOW

GAS FLOW
### FIG. 17

<table>
<thead>
<tr>
<th></th>
<th>V₁</th>
<th>V₂</th>
<th>V₃</th>
<th>V₄</th>
<th>V₅</th>
<th>V₆</th>
<th>V₇</th>
</tr>
</thead>
<tbody>
<tr>
<td>START</td>
<td>0</td>
<td>0</td>
<td>C</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>C</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>NORMAL OPERATION</td>
<td>C</td>
<td>O</td>
<td>C</td>
<td>O</td>
<td>C</td>
<td>C</td>
<td>C</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>SPEED CONTROL</td>
<td>TO INCREASE SPEED</td>
<td>C</td>
<td>INCREASE OPENING</td>
<td>C</td>
<td>INCREASE OPENING</td>
<td>C</td>
<td>C</td>
</tr>
<tr>
<td>TO LOWER SPEED</td>
<td>C</td>
<td>REDUCE OPENING</td>
<td>C/O</td>
<td>REDUCE OPENING</td>
<td>C</td>
<td>C</td>
<td>REDUCE OPENING</td>
</tr>
</tbody>
</table>