(21) Application number: 95108528.1
(22) Date of filing: 02.06.1995

(54) **Device for connection to a post**
Anordnung zum Verbinden an einem Pol
Dispositif de connexion à une borne

(84) Designated Contracting States:
DE GB

(30) Priority: 03.06.1994 JP 145511/94

(43) Date of publication of application:

(73) Proprietor: SUMITOMO WIRING SYSTEMS, LTD.
Yokkaichi City Mie 510 (JP)

(72) Inventor: Hattori, Kazuhiko,
c/o Sumitomo Wiring Syst., Ltd.
Yokkaichi-City, Mie, 510 (JP)

(74) Representative: Müller-Boré & Partner
Patentanwälte
Grafinger Strasse 2
81671 München (DE)

(56) References cited:
DE-U-8703228
US-A-1859545
US-A-2066452

Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

DETAILED DESCRIPTION OF THE INVENTION

The present invention relates to a device for connection to a post, particularly to a battery terminal for connecting a wire with a battery terminal post projecting from a battery for use in an automotive vehicle.

Such a known battery is disclosed in Japanese Unexamined Utility Model Publication No. 1-35076. One end of a wire connecting portion is connected with the wire and the other end thereof is folded back while forming a circular fastening portion. A bolt and a nut are mounted where the ends of the wire connecting portions are put together. The wire connecting portion, in a loose state where it has a larger diameter, is fitted around the battery terminal post. Then, the fastening portion is tightened by fastening the bolt and nut by use of a wrench or like tool to securely couple the wire connecting portion with the battery terminal post.

However, the prior art battery terminal necessitates a cumbersome operation of rotating the bolt several times by use of the wrench when being coupled with the battery terminal post. Particularly, in recent years, there has been a tendency to compact a variety of equipment in an engine compartment of an automotive vehicle. This leads to reduced operability because of interference of the equipment with the tool.

DE-U-6703228, 7 discloses a device for connecting a cable to a battery post comprising a nut provided with a lever, which is screwed on a slotted fastening ring which is connected with the cable by a connection portion. The fastening ring having an inner tapered configuration is plugged on the battery post having a correspondingly tapered outer configuration.

It is an object of the invention to provide a device which can easily be coupled with a post.

The above object of the invention as to claim 1 is accomplished by a device for connection to a post comprising a connecting portion, a deformable fastening ring, a rotatable means comprising a lever, which is rotatably fitted around the outer surface of said fastening ring and formed such that the diameter of said fastening ring is made smaller by a rotation of said rotatable means with respect to said fastening ring, characterized in that the rotatable means is a rotatable ring comprising the lever, and in that a locking mechanism is arranged at the connecting portion and the lever provided for lockingly engaging the lever with the connecting portion in the position where the rotatable ring deforms the fastening ring to a smaller diameter.

Preferred embodiments are given in the subclaims.

Accordingly, the fastening ring is tightened by gripping and rotating the lever, thereby obviating the need for a wrench or like tool, and the fastening ring can be locked in the position where it is tightened. Thus, the loosening of the fastening ring due to rotation of the rotatable ring upon being subjected to vibrations, etc. can be prevented and connection failures resulting from the loosening of the fastening ring can securely be avoided.

The wire connecting portion may preferably be formed with a fixing portion engageable with a battery main body to prevent the wire connecting portion from rotating together with the rotatable ring. This eliminates the need for an operation of hand-holding the wire connecting portion and enables a single-hand operation, thereby further simplifying the coupling operation.

The invention operates as follows. After fitting the rotatable ring around the fastening ring (preferably such that the major and minor axis portions of the rotatable ring are located outside the corresponding major and minor axis portions of the fastening ring), the fastening ring is fitted around the outer surface of the post (preferably a battery terminal post). Upon rotation of the rotatable ring in this state (the minor axis portions of the rotatable ring preferably come into external contact with the major axis portions of the fastening ring), the fastening ring is pressed inwardly. As a result, the diameter of the fastening ring is made smaller, preferably while narrowing the spacing of a slot of the fastening ring. Thereby, the fastening ring, preferably the projection formed on the inner surface of the fastening ring, is pressed against the outer surface of the post, with the result that the fastening ring is immovably held around the post.

As described above, according to the invention, the fastening ring is securely coupled with the post by merely rotating the rotatable ring by a small angle. Accordingly, the coupling operation can easily be performed even if there is only a small operation space because of the presence of other equipment around the post.

These and other objects, features and advantages of the present invention will become more apparent upon reading the following detailed description and accompanying drawings in which:

FIG. 1 is an exploded perspective view of a battery terminal according to one embodiment of the invention,

Fig. 2 is a plan view of the entire battery terminal before the fastening,

Fig. 3 is a front view of the entire battery terminal,

Fig. 4 is a vertical section of the battery terminal,

Fig. 5 is a plan view of the entire battery terminal after the fastening,

Fig. 6 is a horizontal section showing a cross-section of a fastening ring,

Fig. 7(A) is a partially enlarged plan view showing a state before the fastening, and

Fig. 7(B) is a partially enlarged plan view showing a state after the fastening.

Hereafter, one embodiment of the invention is described with reference to Figs. 1 to 7.

In Fig. 1, a wire connecting portion 11 is formed of conductive material such as copper alloy into a long and narrow shape and is connected with an insulated wire
1 by clamping a barrel 12 formed at one longitudinal end thereof with an exposed core 2 of the wire 1.

In the longitudinal center of the wire connecting portion 11, there is unitarily formed a fastening ring 13 suitable around a battery post 4 which projects from the upper surface of a battery main body 3 for use in an automotive vehicle. The battery post 4 is in the form of a cylinder which has a right circular horizontal cross-section and tapers toward the upper end. The fastening ring 13 also tapers toward the upper end so as to conform to the shape of the battery post 4. As shown in Figs. 2 and 6, a horizontal cross-section of the fastening ring 13 is an ellipse. The fastening ring 13 has minor axis portions 14 closely engageable with the outer surface of the battery post 4 and major axis portions 15 which are more distant from the center of the ellipse than the minor axis portions 14. The minor axis portions 14 are arranged along a direction normal to the longitudinal direction of the wire connecting portion 11, whereas the major axis portions 15 are arranged along the longitudinal direction of the wire connecting portion 11.

A slot 16 of a constant width is formed in a specified position of one minor axis portion 14 of the fastening ring 13. The slot 16 extends from the upper end to the bottom end of the fastening ring 13. The major axis portions 15 are embossed in specified positions substantially in the center with respect to the vertical direction, such that projections 18 project inwardly from the inner surface of the major axis portions 15 as shown in Fig. 4. As shown in Fig. 6, a distance a between the projections 18 is equal to the distance between the minor axis portions 14 through the center of the ellipse (twice the minor axis of the ellipse) at the same height. Thus, when the fastening ring 13 is fitted around the battery post 4, the opposed projections 18 contact the outer surface of the battery post 4 as the minor axis portions 14 do.

At the upper ends of the major axis portions 15 of the fastening ring 13, there are formed locking portions 19 for lockingly retaining a rotatable ring 21 to be described later. As shown in Fig. 1, the locking portions 19 initially project upward, but are bent as indicated by phantom line after the mounting of the rotatable ring 21.

The rotatable ring 21 has an elliptic horizontal cross-section larger than the fastening ring 13 at the same height and tapers toward the upper end. The rotatable ring 21 is fitted around the fastening ring 13 such that minor axis portions 22 and major axis portions 23 thereof are located outside the corresponding minor axis portions 14 and the major axis portions 15 of the fastening ring 13.

A lever 25 which is operated to rotate the rotatable ring 21 projects horizontally outward from the outer surface of one minor axis portion 22 of the rotatable ring 21, in a position a specified distance below the upper end. The opposite lateral edges of the lever 25 are folded so as to assure strength and enable an easier grip. An engaging hole 26 is formed substantially in the longitudinal center of the lever 25. At the leading end of the other longitudinal end of the wire connecting portion 11, there is unitarily formed a locking part 28 having a hook 29 in a position along a rotating path of the rotatable ring 21. The hook 29 is engageable with the engaging hole 26. Specifically, the locking part 28 extends upward from one lateral side (upper side in Fig. 2) of the wire connecting portion 11 to a position in the vicinity of the upper end of the fastening ring 13. The locking portion 28 is folded substantially at a right angle to extend horizontally to a position substantially above the lateral center of the wire connecting portion 11. At this position, the hook 29 projecting downward is formed.

As shown in Fig. 4, the leading end of the wire connecting portion 11 is bent downward to form a fixing plate 30 which is fitted along the upper edge of one side surface 5 of the battery main body 3 to prevent rotation of the wire connecting portion 11.

There is next described a procedure of coupling the battery terminal of this embodiment with the battery post 4. First, the rotatable ring 21 is fitted around the outer surface of the fastening ring 13 such that the major and minor axis portions 23 and 22 of the rotatable ring 21 are located outside the corresponding major and minor axis portions 15, 14 of the fastening ring 13 and the slot 16 of the fastening ring 13 is located where the lever 25 is located. In this state, the slot 16 of the fastening ring 13 is completely open.

The battery terminal is coupled with the battery post 4 as follows. The fastening ring 13 is fitted around the outer surface of the battery post 4 while fitting the fixing plate 30 along the side surface 5 of the battery main body 3. Then, as shown in Fig. 7(A), the minor axis portions 14 and the projections 18 formed on the inner surface of the major axis portions 15 come into contact with the outer surface of the battery post 4 in directions normal to each other.

Subsequently, the lever 25 is gripped and rotated to rotate the rotatable ring 21 clockwise by 90° in the drawings of Figs. 2 and 7(A). At this time, it is unnecessary to hand-hold the wire connecting portion 11 since the fixing plate 30 is engaged with the battery main body 3 to prevent the wire connecting portion 11 from rotating together with the rotatable ring 21. At the final stage of the rotation, the lever 25 is pressed downward to deflect and brought under the hook 29 of the locking part 28. Upon returning the lever 25 to its original upper position when the lever 25 contacts the upward extending part of the locking part 28 after its 90° rotation, the engaging hole 26 of the lever 25 engages the leading end of the hook 29, i.e., the lever 25 or the rotatable ring 21 is immovably locked (see Fig. 5).

After 90° rotation of the rotatable ring 21, the minor axis portions 22 thereof are located outside the major axis portions 15 of the fastening ring 13 and press them inwardly. As a result, the fastening ring 13 is bent inwardly about the minor axis portion 14 opposed to the slot 16 while narrowing the spacing of the slot 16. Thereby, the opposed projections 18 formed on the inner sur-
face of the major axis portions 15 are tightly pressed against the outer surface of the battery post 4. In this way, the fastening ring 13 and the wire connecting portion 11, respectively, are immovably coupled with the battery post 4. In this state, the rotatable ring 21 is made immovable by engagement of the lever 25 with the locking part 28. This securely prevents the fastening ring 13 from being loosened due to rotation of the rotatable ring 21 in a loosening direction upon being subjected to vibrations, etc. during travel of a vehicle.

This battery terminal is detached from the battery post 4 as follows. The engaging hole 26 is disengaged from the hook 29 of the locking part 28 in the state shown in Fig. 5, and the lever 25 is rotated counterclockwise by 90° in the drawing of Fig. 5. Then, the major axis portions 23 and minor axis portions 22 of the rotatable ring 21 are located outside the major axis portions 15 and minor axis portions 14 of the fastening ring 13, thereby allowing the fastening ring 13 to restore its original shape having a larger diameter. The loosened fastening ring 13 is pulled upward to be detached from the battery post 4.

According to this embodiment, the battery terminal can be connected and detached by merely gripping and rotating the lever 25 by 90°. This operation is remarkably simple. Accordingly, even in the case where there is only a narrow operation space due to the presence of other equipment around the battery, the connection can be made easily and speedily. Further, the use of a tool such as a wrench is unnecessary. Particularly, in this embodiment, since the lever 25 can be locked, the loosening of the fastening ring 13 due to rotation of the rotatable ring 21 in a loosening direction upon being subject to vibration during travel of a vehicle can be securely prevented.

The invention is not limited to the foregoing embodiment, but may be embodied, for example, in the following manners. These embodiments are also embraced by the technical scope of the invention.

(1) Although both the fastening ring 13 and the rotatable 21 are of an elliptical shape in this embodiment, they may have any shape if they have major axis portions and minor axis portions and are rotatably fittable. For example, they may have an oblong circular or other noncircular cross-section.

(2) It is most efficient to form the projections 18 of the fastening ring 13 on the inner surface of the major axis portions 15. However, a desired number of projections may be formed on the inner surface of the fastening ring 13 in any positions where the diameters can be reduced.

(3) In the foregoing embodiment, the locking portions 19 of the fastening ring 13 are bent after the rotatable ring 21 is fitted around the fastening ring 13 in order to lock the coupling of the rings 13 and 21. The locking mechanism is not limited to this, but may be as follows. The locking portions 19 are each formed into a bent form and notches engageable with the locking portions 19 are formed on the inner surface of the rotatable ring 21 in positions corresponding to the locking portions 19. The rotatable ring 21 is fitted around the fastening ring 13 while engaging the locking portions 19 with the corresponding notches. When the rotatable ring 21 is rotated in this state, the locking portions 19 are disengaged from the notches, making it impossible for the rotatable ring 21 to be disengaged from the fastening ring 13. This mechanism obviates the need to bend the locking portions 19 after the rotatable ring 21 is fitted around the fastening ring 13, thereby enabling easier manufacturing.

Claims

1. A device for connection to a post comprising

   a connecting portion (11),

   a deformable fastening ring (13), and

   a rotatable means (21) comprising a lever (25), which is rotatably fittable around the outer surface of said fastening ring (13) and formed such that the diameter of said fastening ring (13) is made smaller by a rotation of said rotatable means (21) with respect to said fastening ring (13),

   characterized in that

   the rotatable means is a rotatable ring (21) comprising the lever (25), and in that a locking mechanism (26, 28) is arranged at the connecting portion (11) and the lever (25) provided for lockingly engaging the lever (25) with the connecting portion (11) in the position where the rotatable ring (21) deforms the fastening ring (13) to a smaller diameter.

2. A device according to claim 1, wherein the locking mechanism (26, 28) comprises an engaging hole (28) in the lever (25) of the rotatable ring (21) and a locking part (28) mounted on the fastening ring (13) and adapted to lockingly engage the engaging hole (28) when the rotatable ring (21) reaches the locking position.

3. A device according to claim 1 or 2, wherein the post is a battery terminal post (4) and there is an electrically conductive wire attached to said device by a wire connecting portion (11).

4. A device according to one of the claims 1 - 3, wherein in the fastening ring (13) is formed unitarily with the
wire connecting portion (11).

5. A device according to one of the claims 1 - 4, wherein in the fastening ring (13) has such a noncircular cross-section that it has major axis portions (15) and minor axis portions (14) and wherein the rotatable ring (21) has such a noncircular cross-section that it has major axis portions (23) and minor axis portions (22) and, to make the diameter of the fastening ring (13) smaller, is rotated from a position where the major and minor axis portions (23, 22) thereof are located outside the corresponding major and minor axis portions (15, 14) of the fastening ring (13).

6. A device according to one of the claims 1 to 5, wherein at least one projection (18) is formed on the inner surface of the fastening ring (13).

7. A device according to one of the claims 1 to 6, wherein the fastening ring (13) comprises a slot (16) adapted to narrow when the fastening ring (13) is deformed to make its diameter smaller.

8. A device according to one of the claims 1 to 7, wherein the rotatable ring (21) and the lever (25) are integral.

9. A device according to one of the claims 1 to 8, wherein a fixed portion (30) is provided for engaging a fixed base (3) to prevent the fastening ring (13) from rotating together with the rotatable ring (21).

Patentansprüche


3. Vorrichtung nach Anspruch 1 oder 2, bei welcher die Anschlußeinrichtung ein Batterieanschußpolbolzen (4) ist und ein elektrisch leitendes Kabel an die genannte Vorrichtung durch ein Kabelverbindingsteil (11) angebracht ist.

4. Vorrichtung nach einem der Ansprüche 1 - 3, bei welcher der Befestigungsring (13) unihär mit dem Kabelverbindingsteil (11) ausgebildet ist.

5. Vorrichtung nach einem der Ansprüche 1-4, bei welcher der Befestigungsring (13) einen solchen nicht kreisförmigen Querschnitt hat, daß er Hauptachsenabschnitte (15) und Nebenachsenabschnitte (14) aufweist und der drehbare Ring (21) einen solchen nicht kreisförmigen Querschnitt hat, daß er Hauptachsenabschnitte (23) und Nebenachsenabschnitte (22) aufweist und, um den Durchmesser des Befestigungsringes (13) zu verkleinern, aus einer Stellung, in der seine Haupt- und Nebenachsenabschnitte (23, 22) außerhalb der korrespondierenden Haupt- und Nebenachsenabschnitte (15, 14) des Befestigungsringes (13) liegen, gedreht wird.

6. Vorrichtung nach einem der Ansprüche 1-5, bei welcher mindestens eine Erhebung (18) auf der inneren Oberfläche des Befestigungsringes (13) ausgebildet ist.

7. Vorrichtung nach einem der Ansprüche 1-6, bei welcher der Befestigungsring (13) einen Schlitz (16) umfaßt, der sich verengt, wenn der Befestigungsring (13) verformt wird, um dessen Durchmesser zu verringern.

8. Vorrichtung nach einem der Ansprüche 1-7, bei welcher der drehbare Ring (21) und der Hebel (25) integral ausgebildet sind.

9. Vorrichtung nach einem der Ansprüche 1-8, bei welcher ein Fixierungsteil (30) vorgesehen ist, das mit
einer festen Basis (3) in Eingriff gebracht werden kann, um ein Mitdrehen des Befestigungsringes (13) mit dem drehbaren Ring (21) zu verhindern.

Revidications

1. Dispositif de connexion à un plot comprenant

   une portion de connexion (11),
   un collier de fixation déformable (13), et
   un moyen tournant (21) comprenant un levier (25), qui peut être monté tournant autour de la surface extérieure dudit collier de fixation (13) et qui est formé de manière que le diamètre dudit collier de fixation (13) soit réduit par une rotation dudit moyen tournant (21) par rapport audit collier de fixation (13),

   caractérisé en ce que

   le moyen tournant est un anneau tournant (21) comprenant le levier (25), et ce qu'un mécanisme de verrouillage (26, 26) est agencé sur la portion de connexion (11) et sur le levier (25) et prévu pour mettre le levier (25) en prise verrouillée avec la portion de connexion (11) dans la position où l'anneau tournant (21) déforme le collier de fixation (13) pour le réduire à un plus petit diamètre.

2. Dispositif selon la revendication 1, dans lequel le mécanisme de verrouillage (26, 26) comprend un trou de prise (26) prévu dans le levier (25) de l'anneau tournant (21), et une partie de verrouillage (26) montée sur le collier de fixation (13) et adaptée pour entrer en prise verrouillée avec le trou de prise (26) lorsque l'anneau tournant (21) atteint la position de verrouillage.

3. Dispositif selon la revendication 1 ou 2, dans lequel le plot est une borne d'accumulateur (4) et il y a un fil conducteur de l'électricité attaché audit dispositif par une portion de connexion de fil (11).

4. Dispositif selon une des revendications 1 à 3, dans lequel le collier de fixation (13) est formé en une seule pièce avec la portion de connexion de fil (11).

5. Dispositif selon une des revendications 1 à 4, dans lequel le collier de fixation (13) a une section non circulaire telle qu'il possède des portions de grand axe (15) et des portions de petit axe (14) et dans lequel l'anneau tournant (21) a une section non circulaire telle qu'il possède des portions de grand axe (23) et des portions de petit axe (22) et, pour réduire le diamètre du collier de fixation (13), on tourne cet anneau pour l'écarter d'une position dans laquelle ses portions de grand axe et de petit axe (23, 22) sont situées à l'extérieur des portions de grand axe et de petit axe correspondantes (15, 14) du collier de fixation (13).

6. Dispositif selon une des revendications 1 à 5, dans lequel au moins une saillie (18) est formée sur la surface intérieure du collier de fixation (13).

7. Dispositif selon une des revendications 1 à 6, dans lequel le collier de fixation (13) comprend une fente (16) adaptée pour se rétrécir lorsqu'on déforme le collier de fixation (13) pour réduire son diamètre.

8. Dispositif selon une des revendications 1 à 7, dans lequel l'anneau tournant (21) et le levier (25) sont d'un seul tenant.

9. Dispositif selon une des revendications 1 à 8, dans lequel une portion d'immobilisation (30) est prévue pour coopérer avec une base fixe (3) pour empêcher le collier de fixation (13) de tourner avec l'anneau tournant (21).