EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention of the grant of the patent: 17.06.1998 Bulletin 1998/25

(21) Application number: 94928174.5

(22) Date of filing: 20.09.1994

(41) No. of European专利: EP 0722551 B1

(11) Int Cl.: F16L 21/03

(86) International application number: PCT/US94/10663

(87) International publication number: WO 95/08731 (30.03.1995 Gazette 1995/14)

(54) JOINT AND SEAL SYSTEM FOR AIR TRANSFER TUBES

VERBINDUNGS- UND DICHTUNGSANORDNUNG FÜR LUFTLEITUNGSROHRE

SYSTÈME DE RACCORD ET DE GARNITURE D'ETANCHEITE DESTINE A DES TUYAUX DE TRANSFERT D'AIR

(84) Designated Contracting States: DE FR GB IT SE

• SANDKAMP, John D.
  Minnetonka, MN 55345 (US)


(43) Date of publication of application: 24.07.1996 Bulletin 1996/30

(73) Proprietor: DONALDSON COMPANY, INC.
  Minneapolis, MN 55440-1299 (US)

(74) Representative: Petri, Stellan et al
  Ström & Gulliksson AB
  Box 41 88
  203 13 Malmö (SE)

(72) Inventors:
  • NEPSUND, Larry R.
    Savage, MN 55378 (US)

(56) References cited:


Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

Field of the Invention

The present invention relates to air transfer conduits or tubes. The invention particularly concerns formation of a joint between two air transfer tubes and the provision of a seal in association with the joint, to inhibit leakage. The particular arrangement depicted is a construction for providing joints between an air filter housing and a clean air duct or intake duct of a ventilation system for a vehicle such as the cab of an agricultural implement. The arrangement may also, for example, be used as part of an air intake system for an engine.

Background of the Invention

A variety of systems and arrangements for providing a joint connecting two conduits are known. The arrangements disclosed in U.S. Patents 981,705; 1,830,782; 1,817,744; 2,269,684; 3,165,324; 4,856,828; 4,974,881; 5,129,685; and 5,137,308, reflect some known arrangements. French Patent 806,525 also discloses a joint connecting conduit.

In general, it would be desirable to provide arrangements which avoid the utilization of clamps, bolts or similar structures, to maintain the connection. Advantages which would result from this include: potential cost savings from the avoidance of a multiplicity of parts; ease of manufacture; and, ease of assembly. Many conventional arrangements have not avoided clamps at, or in association with, a junction between conduits. Where clamps have sometimes been avoided, generally a threaded connector, snap fit connector, molded seal or similar construction has been involved. In general while each system has its advantages and disadvantages, to date none has been fully acceptable. What is desired is a system which can be readily manufactured, can be easily installed, and which lends itself toward convenient maintenance and, if necessary, refurbishment or replacement.

Summary of the Invention

According to the present invention an assembly is disclosed for providing a radial seal between two air conduit sections. The assembly generally comprises a first conduit member and a second conduit member. The first conduit member includes a seal retainer thereon. As described hereinbelow, the seal retainer generally includes a retainer trough with a removable and replaceable seal ring nested therein. The seal ring includes an inner surface defining a central aperture. Preferably the seal ring comprises a compressible elastomeric material. The seal ring is configured to have at least first, second and third outside walls, as well as the inner surface. The retainer trough has at least three sidewalls configured and positioned to extend along the seal retainer first, second and third outside walls.

The second conduit member has a tubular section constructed and arranged for insertion through the seal ring central aperture, when the seal ring is nested within the retainer trough, to form a radial seal with a seal ring inner surface. In preferred embodiments the seal ring inner surface has a decreasing diameter along a direction of insertion of the second conduit member therethrough, during formation of the radial seal. Thus, a tighter seal is formed along a portion of the second conduit member tubular section which is further inserted into the seal retainer, i.e. through the retainer trough.

The seal ring has first and second end walls; and, the seal ring inner surface is stepped, and decreases in diameter, from the first end wall to the second end wall. Also the seal ring has an outer side wall opposite the seal ring inner surface; the outer side wall having a frusto-conical configuration and increasing outside diameter in extension from the first end wall to the second end wall. That is, the frusto-conical configuration increases in diameter along a direction of extension from the second conduit member toward the first conduit member, during assembly. The frusto-conical configuration preferably provides for an outer side wall having a smooth surface, without lips, ribs, engaging fingers and the like thereon; i.e. without any features which mechanically engage any portion of the retainer trough.

In preferred embodiments the first end wall of the seal ring is substantially parallel to the second end wall of the seal ring.

In an alternate embodiment the seal ring inner surface as a beveled section defining first and second conical portions with an outer ridge positioned therebetween. The first conical portion preferably has a decreasing inside diameter in extension along a direction from the first end wall to the ride, and, the second conical section preferably has a decreasing inside diameter along a direction of extension from the second end wall to the ridge. In such an embodiment the second conical section of the inner surface comprises a beveled edge in a portion of the seal ring. The ridge, in this embodiment, does not mechanically engage any portion of the retainer trough, to secure the seal ring therein.

Preferably the seal ring is nested within the retainer trough without securement therein by adhesives or any mechanical means. In this manner, the seal ring can be nested by hand, and removed by hand, as may be desired. For example, after repeated insertions and extractions of the second conduit member tubular section within the seal ring, it may be desirable to replace the seal ring to ensure maintenance of a good seal.

In preferred embodiments the seal ring comprises elastomeric foam material. Preferably it is a material such as urethane. It may be constructed by free rise urethane molding techniques.

In certain preferred embodiments the seal ring is sized and configured to compress at least about 10%, in cross-dimension, along at least a portion thereof,
when the second conduit member tubular section is inserted through the seal ring central aperture, during formation of the radial seal. Preferably it compresses the most in a portion furthest from a point of initial insertion of the second conduit member tubular section into the seal ring, during formation of the seal, i.e. at a location near the second end wall.

In certain preferred embodiments the first conduit member comprises an air intake conduit for a ventilation system, and the second conduit member comprises a portion of a joint or extension between the first conduit member and an air filter assembly. In preferred embodiments, the first conduit member includes an internal seat therein, sized and constructed to receive a portion of the second conduit member tubular section nested in an abutting relationship therewith, during formation of the radial seal. Preferably the second conduit member tubular section has a first inside diameter no greater than, and preferably less than, the inside diameter of the first conduit member tubular section against which it abuts, when the seal is formed.

In certain embodiments, the seal ring inner surface may include a lubricant thereon, such as silicone mold release, to facilitate assembly.

**Brief Description of the Drawings**

Fig. 1 is a schematic representation of an assembly comprising an air cleaner housing, clean air conduit and joint, according to the present invention.

Fig. 2 is an exploded, fragmentary side elevational view of a clean air conduit and joint according to the present invention.

Fig. 3 is an enlarged perspective view of a component depicted in Fig. 2.

Fig. 4 is a side elevational view of an air cleaner assembly including an outlet member therein with portions broken away to show internal detail; the assembly being depicted with a connector that can be used to form a joint according to the present invention.

Fig. 5 is an enlarged, exploded, fragmentary cross-sectional view of a portion of the arrangement shown in Fig. 4.

Fig. 6 is an enlarged, exploded, fragmentary cross-sectional view of the two components shown in Fig. 2.

Fig. 7 is a cross-sectional according to view Fig. 6, with the two components depicted partially engaged.

Fig. 8 is a cross-sectional view of the components of Fig. 2, with the two components shown fully engaged.

Fig. 9 is an exploded perspective view of a component of the assembly depicted in Figs. 2 and 6-8.

Fig. 10 is an enlarged, fragmentary, cross-sectional view of a portion of the component depicted in Fig. 6.

Fig. 11 is a cross-sectional view of an alternate seal ring, to a seal ring depicted in Fig. 9, usable in arrangements according to the present invention.

**Detailed Description**

The present invention concerns joints between connecting conduits. It particularly concerns joints between connecting conduits in air transfer systems. An example of such system is the connection between an air cleaner housing and a clean air intake duct for a ventilation system (such as a ventilation system for a cab of a vehicle) or an intake duct for an engine or turbine. Herein, the principles of the present invention are described in an environment of an assembly for providing clean air to a ventilation system. It will be understood, however, that the principles may also be applied in other air conduit systems.

In Fig. 1, the reference numeral 1 generally designates an arrangement comprising an embodiment in which a construction according to the present invention can be advantageously used. In particular, arrangement 1 comprises an air filter assembly 5, a clean air conduit 6 and a joint or extension 7 positioned therebetween. Clean air conduit 6 may, for example, comprise an air intake conduit for a ventilation system.

Referring to Fig. 1, operation of arrangement 1 is generally as follows: first, air enters air filter assembly 5 at inlet 9. The air passes through a filter (not shown) within air filter assembly 5, and the clean air passes outwardly from air filter assembly 5 as indicated generally at arrow 10. Eventually, the air is directed into conduit 6 and further into the ventilation system, as indicated generally at arrow 11. For the arrangement 1 depicted in Fig. 1, in passing from the air filter assembly 5 to the clean air conduit 6, the air is directed through extension 7.

In the arrangement shown in Fig. 1, two sealed connections are of concern, with respect to joint or extension 7. These seals are indicated schematically at 14 and 15 respectively, although their precise location will depend on the particular system. Seal 14 is between joint 7 and air filter assembly 5, and ensures that unfiltered air does not enter joint 7 at this location. While a variety of seals may be utilized as seal 14, it is an advantage of arrangements according to the present invention that they are particularly well adapted for utilization with arrangements such as those described in U.S. Patent 4,720,292. Further detail with respect to this, is provided hereinbelow.

Seal 15 is positioned between joint 7 and clean air conduit 6. According to the present invention, a unique seal is provided at this location, to advantage. While the principles of the present invention may be applied to a variety of connections or joints between conduits, they are particularly well adapted (as the preferred embodiments depicted show) for utilization at a seal (such as seal 15) between an air conduit 6 and an extension 7 that connects the clean air conduit 6 to an air filter assembly 5.

In Fig. 2 an exploded side elevational view is presented, of a particular assembly or construction 20,
According to the general principles of arrangement 1, Fig. 1. Specifically, in Fig. 2 the region in association with a seal analogous to seal 15, Fig. 1, is depicted.

Construction 20 includes clean (first) air conduit member 26 and a second conduit member or extension 27. In general, extension 27 provides a joint or conduit, operatively connecting an air filter assembly (not shown in Fig. 2 but depicted at 25 in Fig. 4) to clean air conduit 26. By analogy to arrangement 1, Fig. 1, in operation air which has been filtered by an upstream air filter, passes through extension 27 into clean air conduit 26, as shown at arrows 29.

A seal 34, Fig. 4, analogous to seal 14, will be used at the connection between extension 27 and the air filter assembly, to protect against leakage of unfiltered air into extension 27. For the arrangement shown in Fig. 4, the seal is according to that described in U.S. Patent 4,720,292, referenced above. Again, further detail with respect to this is provided in connection with Figs. 4 and 5.

By analogy to seal 15, a second seal 35, Fig. 8, is provided at the connection between extension 27 and clean air conduit 26. This seal is a radial seal advantageously created according to the principles of the present invention.

Attention is now directed to Fig. 3. In Fig. 3 extension 27 is depicted in perspective. From a review of Fig. 3, and the descriptions provided herein, it will be understood that extension 27 includes features relating to three basic functions: mechanical connection to air filter assembly 25 (Fig. 4); sealing engagement with an air filter positioned within air filter assembly 25 (Fig. 4); and, sealing engagement with clean air conduit 26. These features are generally respectively illustrated in the regions designated 37, 38 and 39.

Features in regions 37 and 38, relating to mechanical connection to air filter assembly 25, Fig. 4, and a sealing engagement with an air filter positioned therein, will generally be understood by reference to Figs. 4 and 5. Referring first to Fig. 4, air filter assembly 25 comprises housing 42 having inlet 43 and outlet 44. Positioned within housing 42 is air filter 46. Air filter 46 is a cylindrical member defining an internal clean air chamber 48. Chamber 48 is lined by perforated liner 49. In use, air enters housing 42 through inlet 43. It then passes through air filter 46 and into chamber 48. The air then exits housing 42 through outlet 44.

A mechanical engagement between housing 42 and extension 27 is indicated generally at region 52. In particular, extension 27 includes, on an outer surface 55 thereof, bead 56 and shoulder 57.

Housing 25 includes extension 60 thereon sized for a snap fitting engagement with extension 27, in particular against surface 58 between bead 56 and shoulder 57. To facilitate the snap fit, for example, both housing 42 and extension 27 be may be constructed from a plastic polymeric material such as nylon or polypropylene. Also, an O-ring 59 may be used. It will be understood that in region 52 there is no requirement for an air seal. Indeed the connection may be sufficiently loose to allow for some relative rotation between extension 27 and housing 42, especially in the absence of air filter 46.

From the above descriptions, it will be apparent that the engagement between extension 60 and outer surface 58 of extension 27, generally corresponds to the features discussed above with respect to region 37, Fig. 3.

A seal is provided to ensure that unfiltered air does not enter extension 27. The seal is indicated, in Fig. 4, generally at 62. Seal 62 is a radial seal as described in U.S. Patent 4,720,292. In particular, air filter 46 includes end cap 63 positioned on filter element 64. Region 65 of end cap 63 is compressible, and overlaps a portion 66 of liner 49. In general, region 65 defines an aperture in end cap 63 of a smallest diameter slightly smaller than the outside diameter of section 67, Fig. 3, of extension 27. However, the diameter of aperture 67 in region 65 is large enough so that end cap 63 can be fit over section 67, snugly, with some compression in region 65 of end cap 63. A result of such a fitting is that region 65 is compressed against liner 49, and a radial seal is formed between region 65 and section 67 of extension 27. As described in U.S. Patent 4,720,292, preferably region 65 comprises a compressible elastomeric foam material, such as a urethane foam. Indeed, in preferred embodiments the entire end cap 63 will comprise such material.

Attention is directed to Fig. 5, which illustrates structure in the vicinity of seal 62 in more detail. In Fig. 5, extension 27 is shown not inserted in end cap 63. It will be understood that upon insertion of region 67 into region 65, region 65 will compress and radial seal 62 will form.

As indicated above, the present invention concerns provision of a unique seal or joint between two tubular air conduit members in an air conduit system. For the arrangement shown in Fig. 2, this is specifically a junction between extension 27 and clean air conduit 26. Details of the preferred arrangement according to the present invention are reflected in Figs. 6-9.

In Figs. 6-8, cross-sectional views of the extension 27 and clean air conduit 26 are presented. In Fig. 6, an "exploded" view is shown. Thus, conduit 26 and extension 27 appear as they would prior to being joined.

The portion of extension 27 which is involved in the engagement with clean air conduit 26 is cylindrical tubular section 72. Tubular section 72 comprises a portion of region 39, Fig. 3. Section 72 includes beveled end or outside edge 73 thereon. Fig. 6. End 73 comprises the most forward portion of tubular section 72, i.e. the portion first inserted into clean air conduit 26 during assembly.

Clean air conduit 26, Fig. 6, generally includes: a seal retainer 76; seal 77; and, flow passageway 78. When extension 27 and clean air conduit 26 are assembled to form a radial seal therebetween, cylindrical tubular section 72 is inserted sufficiently far into conduit
26 such that end portion 80 of tubular section 72 is positioned on seal 77 with beveled end or edge 73 oriented adjacent shoulder 81; that is, tubular section 72 abuts a portion of the tubular section of conduit 26 defined by seal 77. Preferably shoulder 81 is sized such that when tubular section 72 is positioned within seal 77, no significant abutment to air flow is presented. That is, preferably the inside diameter of flow passageway 78 is about the same as (or is a little larger than) the inside diameter of tubular section 72, for flow in the direction of arrow 79. This is illustrated in Fig. 8. Alternately stated, preferably passageway or tubular section 76 has an inside diameter no smaller than an inside diameter of the abutting portion 72 of conduit member 27.

Referring again to Fig. 6, seal retainer 76 on clean air conduit 26 comprises retainer trough 86 with flexible ring 87 positioned therein. The seal ring 87 is formed from a sufficiently flexible, compressible material, so that it can be manually deformed for being positioned in, or removed from, trough 86, Fig. 9. The seal ring 87 should also be sufficiently compressible to form a good seal against tubular section 72, when the tubular section 72 is inserted therein, Fig. 8.

In general, the function of the retainer trough 86 is to securely retain the seal ring 87 in position, for generation of a seal upon insertion of the cylindrical tubular section 72 of the extension 27 therein. The seal ring 87 is sized and shaped to provide for advantageous operation.

In Fig. 6, seal ring 87 is viewed partly in cross-section. An enlarged view is presented in Fig. 10. Referring to Fig. 10, ring 87 is circular or annular and has four sides or walls designated at 90, 91, 92 and 93 respectively. Side 90 is an inner surface or side of seal ring 87 which defines an aperture 94 through which tubular section 72 is inserted, to form a seal during sealing, Fig. 8. Side 91 and end walls 92 and 93 are sized and shaped to engage various walls 95, 96 and 97 respectively in retainer trough 86.

Herein reference numeral 91 is used to refer to a side (outside wall) generally opposite the side 90 engaged by section 72; numeral 92 is used to identify a front end wall of ring 87, by "front" in this context it is meant the wall oriented toward extension 27 as extension 27 is inserted into conduit 26; and, side 93 is the back end wall or back opposite side 92, and comprises the wall toward which axial pressure is directed, during a step of inserting tubular section 72 through seal ring 87. The size, shape and direction of extension of each side or wall in the preferred embodiments shown, is of some significance with respect to the sealing operation, as will be understood from further description.

Side 90 is generally stepped, as indicated at steps 99 to decrease in diameter from the front end wall 92, to the back end wall 93. This presents, to tubular section 72, a seal ring of decreasing diameter in a step wise fashion, as section 72 is further inserted into seal ring 87; see Figs. 6, 7, 8 and 10. Preferably side 90 includes at least one step, more preferably at least three steps. Each step 99, Fig. 10, comprises a slanted back wall 100, to facilitate the insertion. It is noted that the internal diameter of seal ring 87 in the region of the first several steps (101, 102) through which section 72 passes during sealing are of a diameter about the same size as, or slightly larger than, an outside diameter of end portion 80 of tubular section 72, Fig. 6. Further, the last several steps 106 and 109 are of an inside diameter substantially smaller than an outside diameter of end portion of tubular section 72. A gradation results, in the steps from wall 92 to wall 93, along side 90. Thus, as tubular section 72 is inserted into seal ring 87, the seal ring 87 will be compressed substantially in the regions of steps 108 and 109, but less so in the regions of steps 101 and 102. Indeed, there is a gradation of compression occurring, with gradation increasing from wall 92 to wall 93. A gradation resulting in decrease in diameter (of the inside surface 90 of ring 87) on the order of about 5% to 10% from front wall 92 to back wall 93 will be preferred for typical applications with a tube 72 of diameter about 3 cm to 25 cm. Preferably seal ring 87 is configured to compress at least 10%, in cross-sectional dimension, in the region nearest back wall 93, (i.e. near step 108) during formation of the radial seal.

Tapering of the seal from a thin seal member to a thick seal member in the general direction of front wall 92 to rear wall 93 provides advantage. Where greater compression in the seal ring 87 occurs, a better seal results. Thus, during insertion, as member 72 is inserted through ring 87, compression is enhanced and a relatively strong seal is provided. If the entire ring 87 were as thick as the thickest portion, it would be much harder to insert member 72 therein. If the ring were of even thickness, somewhere between the thickness of end 92 and thickness of end 93, the seal ring 87 would tend to bunch or roll, during insertion.

The stepped gradations are preferred, for numerous reasons. For example, the steps result in rings or ribs in the seal, Fig. 8, which provide individual pressure points or concentrated pressure rings around the seal. This will tend to operate like multiple seals aligned axially with respect to one another. This helps avoid dust or other material working to cause a failure along the seal, during wiggle of components or vibration of the equipment. It will also be easier to insert member 72, without rolling or bunching, if a stepped wall 90 is used.

In some embodiments, surface 90 of seal ring 87, and indeed the entire seal ring 87 if desired, may be coated with a lubricant to facilitate insertion of section 72. A preferred lubricant for such a purpose is silicone mold release. Indeed, in some instances section 72 may also be coated with a such a lubricant to facilitate insertion.

In general, for preferred applications seal ring 87 will not be secured within retainer trough 86 by means such as an adhesive or the like. Rather, seal ring 87 is removeable and replaceable (i.e. it is free to be placed
into and removed from retainer trough 86 by hand). Thus, seal ring 87 can be readily and easily changed, should it become worn through multiple use or cycling, i.e. as tubular section 72 is repeatedly inserted into seal ring 87 and withdrawn therefrom while maintenance operations and the like are conducted.

A potential problem to utilizing a flexible seal member such as seal ring 87 under conditions wherein it is not anchored to, adhered to, or otherwise secured to the retainer trough 86, could have been a problem of the seal ring bunching up or even rolling (for example in the direction indicated by arrows 115, Fig. 6) during insertion of section 72 into seal ring 87. Such bunching or rolling, should it have occurred, would have potentially led to an imperfect and undesirable air seal, as well as possible generation of too much resistance to insertion of section 72 into seal ring 87, to conveniently form the air seal.

Retainer trough 86 and seal ring 87 are sized and configured to specifically inhibit or at least resist such a rolling as that described in the previous paragraph. One feature which facilitates this is the shape and direction of wall 91.

Referring to Figs. 9 and 10, side wall 91 is frustoconical. In particular, the outside diameter at front edge 120 is smaller than the outside diameter at rear edge 121. In this context "front" is meant to refer to the edge or end first passed during insertion of extension 27 into conduit 26, and, "rear" is meant to refer to the edge or end passed second. It will be understood that retainer trough 86 is shaped accordingly. Such a shape to side wall 91, in cooperation with broad backwall 93, inhibits bunching or rolling of the seal ring 87, as tubular section 72 is inserted therein. Preferred dimensions with respect to this are provided hereinbelow. In general, the outside diameter of rear edge 121 should preferably be about 25% larger than the outside diameter of front edge 121, for preferred embodiments used with tubes 72 on the order of 3 cm to 25 cm in diameter. Also, preferably side wall 91 is smooth. That is, it contains no fingers, lips or ribs thereon, for hooking engagement with any portion of retainer trough 86.

In the preferred embodiment described and shown, end walls 92 and 93 are parallel to one another and each is a smooth surface (free of portions which mechanically engage any part of trough 86) which extends substantially perpendicular to a central longitudinal axis 125 (Fig. 6) of clean air conduit 26 or cylindrical tubular section 72. Such an orientation for back wall 93 provides that as section 72 is inserted into seal ring 87, wall 93 is pressed against wall 97 (Fig. 10) without significant bunching or rolling. Such an orientation for front wall 92 generally means that as tubular section 72 is withdrawn from seal ring 87 compression occurs against front wall 96 with relatively little bunching or rolling. Both operations are preferred, in a system wherein multiple insertions and withdrawals (recycling) of extension 27 with respect clean air conduit 26 are foreseen.

It is noted that in the preferred embodiment depicted, no portion of the seal ring 87 is hooked over, or is mechanically engaged by, any features in trough 86. Rather, seal ring 87 is merely nested within retainer trough 86, with walls (55, 96, 97) of the retainer trough 86 positioned along and around at least three sides of the seal ring 87. This facilitates molding of seal ring 87 and engagement between seal ring and retainer trough 86. It is an advantage of the present invention that the design allows for both retainer trough 86 and seal ring 87 to be formed without features for mechanical connection or engagement with the other.

An Example of Preferred Materials and Dimensions

While it is foreseen that a variety of materials may be utilized in arrangements according to the present invention, preferred materials have been identified for applications such as to direct engine and/or ventilation intake air. In addition, while it is foreseen that the principles of the present invention may be applied in systems of a variety of specific size and shapes and dimensions, certain preferred relative dimensions and shapes have been developed, for specific applications as part of a ventilation system in an agricultural vehicle cab. The general principles and applicability of the present invention will be better understood from consideration of a specific system with respect to a preferred embodiment.

Consider a system comprising an air flow stream into a ventilation system for an agricultural vehicle cab. It is foreseen that typical air flow rates for such a system will be on the order of about 50-150 cubic feet/minute (cfm).

In general, the air intake conduit (downstream from the filter element) for such a system will be on the order of 8-9 cm, outside diameter. If the sections of the air flow conduits are molded from nylon or polypropylene plastic, it will generally have a thickness on the order of about .15 cm to .30 cm. Such a conduit section, for the system described, will generally correspond to clean air conduit 26, Fig. 2; and, portions of joint 27.

It is foreseen that a usable air cleaner assembly for such a system would be a cylindrical, pleated paper filter assembly, including as a filter element a radial seal element, available from Donaldson Company, Bloomington, MN 55440. Such a system is readily able to filter air within the flow rates identified.

The outlet aperture for such a filter element would be on the order of 8.9 cm tapering at about a 0.5 degree taper to a smaller inside diameter, Fig. 5.

For the arrangement described, it is foreseen that the opposite end of extension 27, i.e. end 72, Fig. 6 would have an inside diameter of about 9.1 cm and an outside diameter of about 9.5 cm. Beveled edge 73 would be at a radius of about 0.48 cm.

To provide a good seal, the seal ring 87 in such a system would be sized and shaped as follows: angle A (Fig. 10) about 10°; angle B, Fig. 10, 90°; angle C, Fig.
10, 30°, length of wall 91, 1.25 cm to 3.81 cm; length of wall 92, 0.63 cm to 0.97 cm; and length of wall 93, 1.25 cm to 1.57 cm. On surface 90, in going from the largest diameter to the smallest, the depth of each step is about 0.16 cm. Height of each step on surface 90 going from largest to smallest internal diameter, 0.39 cm, 0.47 cm; and 1.25 cm.

Preferably, the seal ring comprises a free rise urethane foam. More specifically, 13.7 pound density and compression set at 150°F (65°C) 25% maximum average at 50% deflection after aging at 22 hours at 180 ± 1.8°F (82 ± 1°C) and allowing a 30 minute recovery.

Retainer trough 86 can be molded from nylon polypropylene directly as part of conduit 26. The dimensions of trough 86 would merely need to be sufficient to retain ring 87. Preferably wall 97 of retainer trough 86 has a width at least 0.36 cm shorter than the distance across wall 93 of seal ring 87. This is illustrated in Fig. 10. Thus, in the vicinity of wall 97, seal ring 86 will compress at least about 10 percent as tubular section 72 is inserted therethrough.

**Alternate Cross-Section for Seal Ring**

Attention is now directed to Fig. 11, wherein an alternate seal ring 150 is depicted in cross-section. Seal ring 150 is generally sized and shaped the same as seal ring 87, Figs. 6-10, except for the presence of bevel surface 151 between back wall 152 and seal surface 158. The position of a bevel surface such as surface 151 at this location even more greatly allows for resistance to bunching or roll during insertion of cylindrical tubular section 72 into the seal ring 150, while at the same time allowing for less compression of material (since less material is present, and thus less resistance to insertion). Thus, bevel surface 151 provides for a system which is easier to assemble, since less resistance to insertion of the tubular section 72 into the seal ring 150 is provided, relative to insertion into the seal ring 87, while at the same time allowing for inhibition of rolling of seal ring 150 analogously to the rolling indicated in Fig. 6 at arrows 115.

Typically provision in a seal ring with a bevel surface analogous to bevel surface 151 on the order of 0.3 cm across, Fig. 11, will be sufficient to provide advantage. Generally, distances on the order 0.12 to 0.36 cm will be utilized.

In general, bevel surface 151 should be provided at an angle relative to the general extension of wall 158 on the order of about 45°. Surface 151 may be generally frusto-conical and flat.

An alternate manner of describing the seal ring for the embodiment of Fig. 11 is as follows. The inner surface 158 of the seal ring 150 has a first conical section 161 and a second conical section 162 (comprising surface 151), with ridge 155 positioned therebetween. The first conical section has a decreasing inside diameter in extension from the first edge in extension along a direction from front end wall 165, to the ridge 155, and, the second conical section 162 has a decreasing inside diameter in extension from the second end wall 152 toward the ridge 155. Preferably section 151 is smooth and free of ribs, ridges, fingers, hooks or other constructions thereon.

**Alternate Positioning of the Retaining Trough**

For the arrangements shown in Figs. 6 through 10, the retaining trough 86 is shown positioned on the clean air conduit, and the cylindrical tubular section 72 to be inserted into the seal ring 87 comprises a section of the extension 27 which also forms a seal with the air filter 46. In some embodiments, alternate positioning is available. More specifically, the principles of the present invention may be applied to form an appropriate or desirable seal and joint when the retainer trough is positioned on the extension 27, and the tubular section 72 (to be inserted into the seal ring) is positioned on the clean air conduit.

It is further noted that the principles of the present invention have been defined as applied in connection with an extension of tubing, such as extension 27, which forms both a seal with an air filter and with a second conduit. The principles may be applied when joining any of a variety of air conduits, regardless of connections at opposite ends of those conduits. Thus, the principles may be applied to join two air conduits neither one of which is also joined to an air filter or air filter assembly. Of course it follows that the principles may be applied when even though one of the tubular members is sealingly connected to an air filter, it is not connected by means of a radial seal such as that depicted in Fig. 4.

However, from a view of the figures in the detailed description presented hereinafore, it will be understood that the principles of the present invention are uniquely adapted for advantageous operation wherein a seal such as that illustrated in Figs. 4 and 5 and described in U.S. Patent 4,720,292 is utilized, with an air filter. When such an arrangement is utilized, relatively lightweight materials may be utilized for all components, and thus molded plastics such as nylon and polypropylene may be utilized. Further, complete assembly by hand, without operation of threaded arrangements, bolts, clamps and the like, as possible. Alignment is relatively easy, and engagement of parts can be made without the need for tools and under pressures readily achieved (by hand) by most workers in the field.

It will be understood that the specific components, arrangements and methods described herein are not be interpreted as limiting, except as required by the following claims. The principles of the present invention may be applied in a variety of specific manners other than those recited.
Claims

1. An assembly (1) for providing a radial seal between two air conduit members (6,7); said assembly comprising:
   (a) a first conduit member (26) having an open end including a seal retainer (76) thereon; said seal retainer including a retainer trough (66);
   (i) said retainer trough (66) having at least three sidewalls (95,96,97); said three sidewalls comprising a front wall (96) adjacent said open end, a rear wall (97) and a frusto-conical sidewall (95) extending therebetween; said frusto-conical sidewall (95) increasing in diameter from said front wall (96) to said rear wall (97);
   (b) a compressible seal ring (87) operably positioned within said retainer trough (86); said seal ring (87), when in an uncompressed state, comprising elastomeric material and having:
   (i) first, second and third outside walls (92,93,91) including first and second opposite end walls (92,93); said first wall (92) engaging said front wall (96), said second wall (93) engaging said rear wall (97) and said third wall (91) engaging said frusto-conical sidewall (95);
   (ii) an inner surface (90) defining a central aperture (94) therethrough; said seal ring inner surface (90) being stepped, in decreasing diameter, in a direction of extension from said first end wall (92) to said second end wall (93);
   (iii) said seal ring third outside wall (91) being opposite said seal ring inner surface (90) and having a frusto-conical configuration of increasing outside diameter in a direction of extension from said first end wall (92) to said second end wall (93);
   (iv) said seal ring (87) being sized to fit between said trough front and rear walls (96, 97), in use;
   (c) a second conduit member (27) having a tubular section (39) constructed and arranged for insertion through said first conduit member open end and through said seal ring central aperture (94) when said seal ring (87) is nested within said retainer trough (86); said tubular section (39) being sized to cause compression of said seal ring (87) sufficiently for formation of a radial seal with said seal ring inner surface (90), when said second conduit tubular section is inserted through said seal ring central aperture (94);
   (i) said retainer trough (86) being sized to receive said compressible seal ring (87) without compression of said seal ring (87) in a direction between said seal ring inner surface (90) and said seal ring outside wall (91), before said second conduit member (27) is operably inserted into said seal ring central aperture.

2. An assembly according to claim 1 wherein:
   said first end wall (92) of said seal ring (87) is substantially parallel to said second end wall (93) of said seal ring (87).

3. An assembly according to claim 2 wherein:
   said seal ring inner surface (90) includes a beveled edge directed to intersect one of said end walls.

4. An assembly according to claim 1 wherein:
   said seal ring inner surface (90) includes a beveled edge directed to intersect one of said end walls.

5. An assembly according to claim 1 wherein:
   (a) said seal ring (87) is non-adhesively secured within said retainer trough (86); and
   (b) said seal ring (87) is non-mechanically connected to said retainer trough (86).

6. An assembly according to claim 1 wherein:
   said seal ring (87) comprises a urethane foam material.

7. An assembly according to claim 1 wherein:
   said second conduit member tubular section (39) has a smooth outer tubular surface, where it engages said seal ring inner surface (90), in use.

8. An assembly according to claim 1 wherein:
   said seal ring (87) is sized and configured to compress at least about 10%, in cross-sectional dimension, along at least a portion thereof, when said second conduit member tubular section is inserted through said seal ring central aperture, during formation of the radial seal.

9. An assembly according to claim 1 wherein:
   (a) said first conduit member (26) comprises an air intake conduit for a ventilation system; and,
   (b) said second conduit member (27) comprises a joint extension between said first conduit member and an air filter.

10. An assembly according to claim 1 wherein:
   (a) said first conduit member (26) includes an internal seat (81); and,
   (b) said second conduit member tubular section (39) is sized and configured to engage said internal seat (81), when said tubular section (39)
is inserted through said seal ring central aperture (94) to form the radial seal.

11. An assembly according to claim 1 wherein:

(a) said second conduit member tubular section (39) has a first inside diameter; and
(b) said first conduit member (26) has a tubular section with a second inside diameter; said second inside diameter being no smaller than said first inside diameter;
(c) said second conduit member tubular section being constructed and arranged to abut said first conduit member tubular section, when said second conduit member tubular section is inserted through said seal ring central aperture to form the radial seal.

12. An assembly according to claim 1 wherein:
said seal ring inner surface includes a silicone mold release thereon.

**Patentansprüche**

1. Aufbau (1) zum Vorsehen einer radialen Dichtung zwischen zwei Luftleitungssteilen (6, 7), mit:

(a) einem ersten Luftleitungssteil (26) mit einem eine Dichtungsaufnahme einschließenden offenen Ende, wobei die Dichtungsaufnahme eine Aufnahmeöffnung (86) einschließt;
   (i) wobei die Aufnahmeöffnung (86) zu mindest drei Seitenwände (95, 96, 97) aufweist, die eine an das offene Ende angrenzende Vorderwand (96), eine Rückwand (97) und eine sich zwischen beiden erstreckende kegelstumpfförmige Seitenwand (95) umfassen, der Durchmesser sich ausgehend von der Vorderwand (96) zur Rückwand (97) vergrößert;
   (b) einem kompressiblen Dichtungsring (87), der in der Aufnahmeöffnung (86) wirksam angeordnet ist, elastomerisches Material enthält und im unkomprimierten Zustand aufweist;
   (i) erste, zweite und dritte Außenwände (92, 93, 91) einschließlich erster und zweiter gegenüberliegender Endwände (92, 93), von denen die erste Wand (92) an die Vorderwand (96) angrenzt, die zweite Wand (93) an die Rückwand (97) angrenzt und die dritte Wand (91) an die kegelstumpfförmige Seitenwand (95) angrenzt,
   (ii) eine Innenfläche (90), die eine durch die hindurchgehende zentrale Öffnung (94) definiert, wobei die Innenfläche (90) des Dichtungsringes in einer Erstreckungsrichtung von der ersten Endwand (92) zur zweiten Endwand (93) mit abnehmendem Durchmesser gestuft ist;
   (iii) wobei die dritte Außenwand (91) des Dichtungsringes gegenüber der Innenfläche (90) des Dichtungsringes liegt und eine Ke gelstumpfform mit in Richtung von der ersten Endwand (92) zur zweiten Endwand (93) zunehmendem Durchmesser hat;
   (iv) wobei der Dichtungsring (87) so dimensioniert ist, daß er bei Gebrauch zwischen die Vorder- und die Rückwand (96, 97) der Öffnung paßt;
   (c) einem zweiten Leitungsteil (27) mit einem röhrenförmigen Abschnitt (39), der zum Einsetzen in das offene Ende des ersten Leitungsteils und in die zentrale Öffnung (94) des Dichtungsringes konstruiert und angeordnet ist, wenn der Dichtungsring (87) in die Aufnahmeöffnung (86) eingesetzt ist, wobei der röhrenförmige Abschnitt (39) so dimensioniert ist, daß er eine Komprimierung des Dichtungsringes (87) bewirkt, die ausreicht, um eine radiale Dichtung mit der Innenfläche (90) des Dichtungsringes zu bilden, wenn der zweite röhrenförmige Abschnitt der Leitung in die zentrale Öffnung (94) des Dichtungsringes eingesetzt ist;
   (i) wobei die Aufnahmeöffnung (86) dimensioniert ist, um den kompressiblen Dichtungsring (87) ohne Komprimierung des Dichtungsringes (87) in einer Richtung zwischen der Innenfläche (90) des Dichtungsringes und der Außenwand (91) des Dichtungsringes aufzunehmen, bevor das zweite Leitungsteil (27) wirksam in die zentrale Öffnung des Dichtungsringes eingesetzt ist.

2. Aufbau nach Anspruch 1, bei dem die erste Endwand (92) des Dichtungsringes (87) im wesentlichen parallel zur zweiten Endwand (93) des Dichtungsringes (87) verläuft.

3. Aufbau nach Anspruch 2, bei dem die Innenfläche (90) des Dichtungsringes eine abgekrümmte Kante einschließlich, die so ausgerichtet ist, daß sie mit einer der Endwände zusammenstoßt.

4. Aufbau nach Anspruch 1, bei dem die Innenfläche (90) des Dichtungsringes eine abgekrümmte Kante einschließlich, die so ausgerichtet ist, daß sie mit einer der Endwände zusammenstoßt.

5. Aufbau nach Anspruch 1, bei dem:

(a) der Dichtungsring (87) in der Aufnahmeöffnung (86) nichtklebend befestigt ist; und
(b) der Dichtungsring (87) nicht-mechanisch mit der Aufnahmeöffnung (86) verbunden ist.

7. Aufbau nach Anspruch 1, bei dem der röhrenförmige Abschnitt (39) des zweiten Leitungsteils dort, wo er im Gebrauch die Innenfläche (90) des Dichtungsringes berührt, eine glatte Röhrenaußenfläche hat.

8. Aufbau nach Anspruch 1, bei dem der Dichtungsring (67) so dimensioniert und angeordnet ist, daß er zumindest entlang eines Teils seiner Länge in Querschnittsrichtung um mindestens 10% komprimiert wird, wenn der röhrenförmige Abschnitt des zweiten Leitungsteils in der zentrale Öffnung des Dichtungsringes unter Bildung der radialen Dichtung eingesetzt ist.

9. Aufbau nach Anspruch 1, bei dem
   (a) das erste Leitungsteil (26) eine Lufteinlaßleitung zum Belüften des Systems aufweist; und
   (b) das zweite Leitungsteil (27) eine Verbindungslängen zwischen dem ersten Leitungsteil und einem Luftfilter umfaßt.

10. Aufbau nach Anspruch 1, bei dem
    (a) das erste Leitungsteil (26) einen innen gelegenen Sitz einschließt; und
    (b) der röhrenförmige Abschnitt (39) des zween Leitungsteils so dimensioniert und angeordnet ist, daß er in den innen gelegenen Sitz (81) eingeht, wenn der röhrenförmige Abschnitt (39) zum Bilden der radialen Dichtung durch die zentrale Öffnung (94) des Dichtungsringes eingesetzt ist.

11. Aufbau nach Anspruch 1, bei dem
    (a) der röhrenförmige Abschnitt (39) des zweiten Leitungsteils einen ersten Innendurchmesser hat; und
    (b) das erste Leitungsteil (26) einen röhrenförmigen Abschnitt mit einem zweiten Innendurchmesser hat, der nicht kleiner als der erste Innendurchmesser ist;
    (c) wobei der röhrenförmige Abschnitt des zweiten Leitungsteils so konstruiert und angeordnet ist, daß er an dem röhrenförmigen Abschnitt des ersten Leitungsteils anliegt, wenn der röhrenförmige Abschnitt des zweiten Leitungsteils zum Bilden der radialen Dichtung in die zentrale Öffnung des Dichtungsringes eingesetzt ist.

12. Aufbau nach Anspruch 1, bei dem die Innenfläche des Dichtungsringes ein Silikon-Trennmittel darauf einschließt.

Revnendications

1. Ensemble (1) pour réaliser un raccord radial entre deux éléments de tuyaux de transfert d’air (6, 7); ledit ensemble comprenant :
   (a) un premier élément de tuyau (26) comportant une extrémité ouverte sur laquelle se trouve un logement étanche (76); ledit logement étanche comprenant un creux de logement (86) :
      (i) ledit creux de logement (86) comportant au moins trois parois latérales (95, 96, 97); lesdites trois parois latérales comprenant une paroi avant (96) contigué à ladite extrémité ouverte, une paroi arrière (97) et une paroi latérale conique tronquée (95) s’étendant entre celles-ci; le diamètre de ladite paroi latérale conique tronquée (95) augmentant depuis ladite paroi avant (96) vers ladite paroi arrière (97);
      (b) un anneau d’étanchéité compressible (87) positionné, de manière fonctionnelle, à l’intérieur dudit creux de logement (86); ledit anneau d’étanchéité (87), lorsqu’il est dans un état non compressé, comprenant un élastomère et comportant :
         (i) des première, seconde et troisième parois extérieures (92, 93, 91) comprenant des première et seconde parois d’extrémités opposées (92, 93); ladite première paroi (92) se mettant en prise avec ladite paroi avant (96), ladite seconde paroi (93) se mettant en prise avec ladite paroi arrière (97) et ladite troisième paroi (91) se mettant en prise avec ladite paroi latérale conique tronquée (95);
         (ii) une surface interne (90) définissant une ouverture centrale (94) à travers celui-ci; ladite surface interne (90) de ladite anneau d’étanchéité étant étagée, en diamètre décroissant, dans une direction d’extension depuis ladite première paroi d’extrémité (92) vers ladite seconde paroi d’extrémité (93);
         (iii) ladite troisième paroi extérieure (91) de ladite anneau d’étanchéité étant face à ladite paroi interne (90) et présentant une configuration conique tronquée de diamètre externe croissant dans une direction d’extension depuis ladite première paroi d’extrémité (92) vers ladite seconde paroi d’extrémité (93);
         (iv) ledit anneau d’étanchéité (87) étant dimensionné de manière à s’ajuster entre
lesdites parois avant et arrière (96, 97) du creux, en usage ;

(c) un second élément de conduit (27) comportant une section tubulaire (39) réalisée et agencée de manière à être insérée à travers ladite extrémité ouverte du premier élément de conduit et à travers ladite ouverture centrale (94) de l’anneau d’étanchéité lorsque ledit anneau d’étanchéité (87) est emboîté à l’intérieur dudit creux de logement (86) ; ladite section tubulaire (39) étant dimensionnée de manière à entraîner la compression dudit anneau d’étanchéité (87) suffisante pour former un raccord radial avec ladite surface interne (90) de l’anneau d’étanchéité, lorsque ladite section tubulaire du second conduit est insérée à travers ladite ouverture centrale (94) de l’anneau d’étanchéité :

(i) ledit creux de logement (86) étant dimensionné de manière à recevoir ledit anneau d’étanchéité compressible (87) sans compression dudit anneau d’étanchéité (87) dans une direction entre ladite surface interne (90) de l’anneau d’étanchéité et ladite paroi extérieure (91) de l’anneau d’étanchéité, avant que ledit second élément de conduit (27) ne soit inséré, de manière fonctionnelle, dans ladite ouverture centrale de l’anneau d’étanchéité.

2. Ensemble selon la revendication 1, dans lequel :
ladite première paroi d'extrémité (92) dudit anneau d'étanchéité (87) est sensiblement parallèle à ladite seconde paroi d'extrémité (93) dudit anneau d'étanchéité (87).

3. Ensemble selon la revendication 2, dans lequel :
ladite surface interne (90) de l’anneau d’étanchéité comprend un bord biseauté orienté de manière à rencontrer l’une desdites parois d’extrémité.

4. Ensemble selon la revendication 1, dans lequel :
ladite surface interne (90) de l’anneau d’étanchéité comprend un bord biseauté orienté de manière à rencontrer l’une desdites parois d’extrémité ;

5. Ensemble selon la revendication 1, dans lequel :

(a) ledit anneau d’étanchéité (87) est fixé de manière non adhésive à l’intérieur dudit creux de logement (86) ; et
(b) ledit anneau d’étanchéité (87) est relié de manière non mécanique dudit creux de logement (86).

6. Ensemble selon la revendication 1, dans lequel :
ledit anneau d’étanchéités (87) comprend un matériau en mousse uréthane.

7. Ensemble selon la revendication 1, dans lequel :
ladite section tubulaire (39) du second élément de conduit présente une surface tubulaire extérieure lisse, où elle se met en prise avec ladite surface interne (90) de l’anneau d’étanchéité, en usage.

8. Ensemble selon la revendication 1, dans lequel :
ledit anneau d’étanchéité (87) est dimensionné et configuré de manière à être compressé d’au moins environ 10 %, dans la dimension en coupe, le long d’au moins une de ses parties, lorsque ladite section tubulaire du second élément de conduit est insérée à travers ladite ouverture centrale de l’anneau d’étanchéité, pendant la formation du raccord radial.

9. Ensemble selon la revendication 1, dans lequel :

(a) ledit premier élément de conduit (26) comprend un conduit d’aspiration d’air pour un système de ventilation ; et,
(b) ledit second élément de conduit (27) comprend une extension de joint entre ledit premier élément de conduit et un filtre à air.

10. Ensemble selon la revendication 1, dans lequel :

(a) ledit premier élément de conduit (26) comprend une embasse interne (81) ; et
(b) ladite section tubulaire (39) du second élément de conduit est dimensionnée et configurée de manière à se mettre en prise avec ladite embasse interne (81), lorsque ladite section tubulaire (39) est insérée à travers ladite ouverture centrale (94) de l’anneau d’étanchéité pour former le raccord radial.

11. Ensemble selon la revendication 1, dans lequel :

(a) ladite section tubulaire (39) du second élément de conduit à un premier diamètre interne ; et
(b) ledit premier élément de conduit (26) comporte une section tubulaire avec un second diamètre interne ; ledit second diamètre interne n’étant pas inférieur audit premier diamètre interne ;
(c) ladite section tubulaire du second élément de conduit étant réalisée et agencée de manière à être contiguë à ladite section tubulaire du premier élément de conduit, lorsque ladite section tubulaire du second élément de conduit est insérée à travers ladite ouverture centrale de l’anneau d’étanchéité pour former le raccord radial.

12. Ensemble selon la revendication, dans lequel :
un lubrifiant silicone de moule se trouve sur ladite surface interne de l'anneau d'étanchéité.