EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention of the grant of the patent: 12.08.1998 Bulletin 1998/33

(21) Application number: 94927728.9

(22) Date of filing: 27.09.1994

(54) DATA ENTRY SYSTEMS
DATENEINGABEVERRICHTUNG
SYSTEME D'ENTREE DE DONNEES

(84) Designated Contracting States:
AT BE CH DE DK ES FR GB GR IE IT LI LU NL PT SE

(30) Priority: 13.10.1993 GB 9321133

(43) Date of publication of application:

(60) Divisional application:
96200196.8 / 0 840 248

(73) Proprietor: Dataquill Limited
Road Town, Tortola (VG)

(72) Inventors:
• CALLAGHAN, Francis, John
  St. Heller Jersey (GB)

• DORAN, Paul, Marshall
  Jersey (GB)
• ROBB, Gary, Douglas
  Jersey (GB)

(74) Representative: Harris, Ian Richard
D. Young & Co.,
21 New Fetter Lane
London EC4A 1DA (GB)

(56) References cited:

Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

This invention relates to data entry systems, to applications of such data entry systems and to equipment for use therewith.

UK patent GB-B-2,202,664 describes an example of an application for a data entry system for the automated ordering of merchandisable items. Merchandisable items are represented in a printed catalogue or other form of list and are associated with bar codes. A merchandise ordering unit comprises a bar code reader with a telephone transmission capability for use in selecting one or more items from the catalogue and transmitting electronically an order for the merchandise to a processing centre over the public telephone network. The orders for the merchandisable items received in this way are processed in the processing centre. As described, the hand held data entry terminal comprises a calculator-like processing unit with a pen-like bar code reader wand electrically connected to the processing unit via a flexible cable. The processing unit includes a display for displaying information and a telephone transmission capability for transmitting captured data via the telephone network. Although this system works well, it is rather bulky and can be somewhat inconvenient in use as it requires two handed operation, one hand for the processing unit and one hand for the wand. Alternatively, if the processing unit is not carried all the time, it needs to be located in a position where the display on the processing unit can be seen and the keys on the processing unit can be operated. It will be appreciated that particularly where the processing unit is being carried in the hand, operation of the keys on it while holding the wand requires considerable dexterity.

European patent application EP-A-0,094,571 describes a self-contained portable data entry terminal positioned within a portable wand-type enclosure. The wand contains a bar code optical reader, signal conditioning electronics, a microprocessor, a memory and a rechargeable battery. The optical reader is operable as a transmitter/receiver so that readout of data stored in the memory is possible. An example of the use of the portable data terminal is described in which captured bar code data can be output from the memory via the optical reader to an optical receiver and from there via an audio coupler to a telephone line for transmission to a remote station. Another example is described where the bar code data relates to items on a menu in a restaurant. Captured menu selections can be output from the menu via the optical reader to an optical receiver and from there via a computer to a printer in a kitchen. Also described is the programming of the portable data entry terminal using an optical transmitter to input data via the optical reader. The wand includes a beeper for indicating the correct reading of a bar code and the current memory loading. The wand described in EP-A-0,094,571 is relatively simple in construction, and although it is readily portable, it does not provide any confirmation of what has been read.

A further portable data entry terminal manufactured by Telxon Corporation is described in an article entitled "Telxon Corporation, Portable Data Collection and Entry Systems" published by McGraw-Hill in 1989 and referenced "RS1-832-101 SKU/UFC Marking and Reading Equipment". The article describes various models of data entry terminals similar to that described in UK patent GB-B-2,202,664. Data from the terminals can be transmitted to a remote station via various telecommunication options including direct connect modems and acoustic couplers. The data entry terminals have a generally rectangular format, similar to a large scientific calculator, with a rectangular display and an array of keys. For most models, a separate bar code reader wand is provided which is connected to the data entry terminal via a flexible cable, requiring a two-handed operation as described above. One model PTC-620 has the same basic format as the other terminals, but is described as being for simple applications and features a snap-on reversible head for one-handed operation with either the left or the right hand. However, this terminal is still relatively bulky and cumbersome and in use it is easy inadvertently to operate one or more keys in the array of keys.

United States Patent No. 4,916,441 discloses a handheld pocket terminal which has a built-in display and bar code reader. The terminal has particular utility in a patient care system.

International Patent Specification No. 87/07106 discloses a portable hand-held terminal which includes an optical bar code reader and an RF transceiver for wireless communication between the terminal and a base communications station.

International Patent Specification No. 91/00574 discloses a system for inputting, processing and transmitting information comprised of a plurality of portable casings each provided with manual, optical and acoustic information inputting means and provided with a memory card including one of a plurality of microcircuits. The casings can dialogue directly with external terminals by infrared transmission or via a telephone line with a server centre acting as a selective and intelligent call diverting unit.

An object of the present invention is to provide a data entry system which mitigates the problems of the prior art.

In accordance with an aspect of the invention, there is provided a data entry system comprising a hand holdable data entry unit, said data entry unit comprising a reading sensor for sensing commands and/or data and for producing input signals in response to said sensed commands and/or data, a rewritable storage programmable with information relating to a plurality of items, user selectable by means of said reading sensor, a controller connected to receive and process said input signals from said sensor, said controller being arranged to respond to commands and/or sensed commands to con-
trol said data entry unit and to said data to select a said item and a display screen for displaying a user readable representation of said commands and said stored information for said selected item, and said system further comprising a telecommunications interface for telephonic transmission of information relating to a selected item or items from said storage to a remote processing centre via a telecommunications network and for telephonic reception of information relating to selectable items from said remote processing centre to said storage via said telecommunications network, said controller being responsive to a said command to cause downloading of information from said remote processing centre as required for updating information previously stored in said rewritable storage for one or more of said selectable items.

The provision of a data entry unit having an integral sensor, control, storage, display means with a telecommunications interface enables the unit to be used in a particularly efficient and self-contained manner for the capture, processing, storage, display and transmission of data. The inclusion of the display in the data entry unit enables the user to verify the data being captured without taking his or her eyes off the areas in which data capture is taking place.

Preferably, the telecommunications interface is integral to said data entry unit and directly connects said data entry unit to said telecommunications network. The provision of a telecommunications interface in the data entry unit enables captured data to be used for direct telephonic transmission of the captured data via a telephone network to a remote processing centre. It also allows for data and/or commands to be received from the remote data processing centre.

Preferably, the data entry unit includes a rechargeable power source, means being provided for recharging said power source. There can be provided a base unit separate from the data entry unit, wherein the base unit includes a charger unit and the base unit and the data entry unit are provided with respective interconnectable electrical connectors for recharging the rechargeable power source.

In some embodiments of the invention, the data entry system can comprise a base unit separate from the data entry unit, wherein the base unit and the data entry unit are provided with a wireless data link which is operable for bidirectional data transfer between the data entry unit and the base unit, and wherein the base unit includes a telecommunications interface for telephonic transmission of information relating to a selected item or items from the storage to a remote processing centre and for telephonic transmission of information relating to selectable items from the remote processing centre to the storage. In this embodiment, the wireless data link may comprise, in the base unit and the data entry unit, optical transmitters and/or receivers which cooperate when the data entry unit is in the rest position to provide a two way optical data link for transferring data from the data entry unit to the base unit and/or from the base unit to the data entry unit. In other embodiments it could comprise respective radio frequency, rather than optical, transmitters and receivers, or indeed other types of transmitters and receivers.

In preferred embodiments of the invention, the telecommunications interface is an interface for connection to a wireless telecommunications network. This provides for a particularly advantageous implementation of the invention, which can then be used without the need to plug in the data entry system to, for example, a conventional wired telephone network.

In a preferred embodiment of the invention the telecommunications interface is a cellular telephone network interface. In this embodiment of the invention, particularly where the telecommunications interface is incorporated in the data entry unit, the data entry system can be used with the convenience, for example, of a portable cellular phone. Cellular telephone networks are now commonplace and give a very wide area of coverage. This facilitates the use of a data entry system in conjunction with the invention in, for example, a user's home or workplace.

Alternatively, the telecommunications interface can be a satellite telephone network interface, or some other form of wireless telephone interface, for example a telephone interface for a telephone network based on highly localised transponder stations.

Where the telecommunications interface is intended to interface with an analogue telephone network, the telecommunications interface may include a modem.

By arranging that the reading sensor can be used for the input of commands for controlling the data entry unit, the number of user input means (e.g., keys) can be kept to a minimum, reducing the possibility of inadvertent operation. Preferably, there are provided one or two manually operable switches for scrolling the display in a first and/or second direction for selectively displaying information for respective selectable or selected items from said storage. The scrolling of the display enables a large number of items to be accessed with a relatively compact display. In a preferred embodiment of the invention, the first and/or second switches are the only switches on the data entry unit. Preferably also, operation of the first and/or second switches in predetermined operational states of said data entry unit causes predetermined functions other than scrolling functions to be performed (e.g., powering-up or powering-down of the data entry unit). By the provision of only two keys on the data entry unit, the possibility of accidentally operating an incorrect key can be reduced, and also the data entry unit can be kept particularly compact.

Preferably, said display screen comprises a touch sensitive screen forming a said reading sensor, said controller being arranged to be responsive to a location at which said screen is touched for user input.

Preferably, a said reading sensor is for reading coded data, and the controller is arranged to access the
stored information for selectable items to determine natural language characters or images corresponding to the coded data for display. The invention finds particular, but not exclusive application to the reading of bar codes and/or binary dot codes, whereby a said reading sensor is a bar code and/or dot code reader. It will be appreciated that the invention also applies to other forms of codes. The a said reading sensor may be a scanning device, for example a camera.

In an embodiment of the invention, the data entry unit may comprise a reading sensor such that data entry can be made in an advantageous manner by tracing out the characters of the data to be input or characters representing commands for controlling the operation of the data entry system.

Preferably, the controller is user programmable to cause the captured data to be displayed on the display either in a first orientation suitable for reading displayed data when the data entry unit is held in a user's right hand, or in a second orientation suitable for reading displayed data when the data entry unit is held in a user's left hand, said controller being responsive to user programming operations including scanning of an appropriate command code using said reading sensor. In a preferred embodiment the display has a substantially rectangular display screen with a longitudinal axis arranged substantially parallel to a longitudinal axis of the data entry unit. For example, for right handed operation, a string of characters could, for example, be displayed along the display from an end nearest to the sensor to the end furthest therefrom, whereas for left handed operation, the same string of characters would be displayed from the end of the display furthest from the sensor to the end nearest thereto.

In one embodiment, the data entry system can also include means for displaying a selectable item with an associated data source for user selection of an item by operation of the data entry unit; and a remote processing centre for processing user selections transmitted from the data entry unit. Preferably, programs in the data entry unit are updatable remotely from the processing centre.

In a preferred embodiment of the invention, the data entry unit is configured as an elongate unit such that it may be held by a user in the manner of a pen or quill with a said reading sensor being located in a reading head at or adjacent to one end of the data entry unit. The configuration of the data entry unit such that it may be held in the manner of a pen or quill means that the unit can be held in a familiar and comfortable manner. Also, it facilitates the provision of user input means (e.g. switches) on the data entry unit to be located such that inadvertent operation thereof can easily be avoided.

Preferably a said reading sensor is located in a reading head which is releasably attached to the data entry unit. This enables alternative types of reading head to be connected to the data entry unit and/or for faulty reading heads to be replaced easily.

The invention also provides a merchandising system comprising a data entry system of this type wherein the selectable items are merchandisable items and the remote processing centre initiates processing of user orders of the selectable merchandisable items.

Thus, a data entry system in accordance with the invention, especially a data entry system comprising a data entry unit including a telecommunications interface for use with a wireless telephony system, such as a cellular network telephone system, provides a particularly advantageous device for use, for example, for “home shopping”. It enables the user to make shopping selections from a catalogue or from a series of options displayed on a television screen from the comfort of his or her home without the need to connect the device to a conventional telephone network. A data entry unit including a wireless telephone network interface such as a cellular network interface finds particular application where the user of the system is travelling from place to place and may need to perform data entry functions when they are far from a conventional wired telephone network socket.

A data entry system or a merchandising system as described above preferably includes a verification device in the form of a verification card (e.g., a credit, payment or other validation card) or like carrier carrying a verification code such as a bar code and/or dot code for verification of user information. Operation of the data entry system subsequent to an initial data capture operation can then be made dependent on the identification of authorised coded data.

The invention also provides a carrier for a plurality of data and/or command codes (e.g., bar and/or dot codes) for association with means for displaying a plurality of selectable items in a data entry system or a merchandising system as defined above, wherein the carrier carries a plurality of codes, each for a respective one
of a plurality of natural language and/or numeric characters, and a plurality of commands for controlling the operation of the data entry or merchandising system, each code being associated with a visual representation of the corresponding natural language or numeric character or command and/or of a graphical representation thereof. This avoids the need for a complete coded data source to be associated with each selectable item in, for example, a catalogue, rather a composite code can be built up by capturing a desired sequence of individual codes. By including the command characters as well, the need for a lot of keys on the data entry device can be avoided.

As an alternative to the use of bar codes, other data representations and/or product identifications could be used. Indeed, if the data entry device is provided with a reading sensor in the form of a camera or other scanning sensor rather than a bar code reader, and the data entry device is provided with character or image recognition logic, graphical or alphanumeric data representations can be captured directly. One application of an embodiment of the pen with a camera head as its sensor could be for fingerprint recognition.

As an example of a possible mode of operation, a command character (e.g., a bar code) can be read using the reading head (e.g., a bar code reading head) and this can be used to load down remote data from a remote station. This is particularly advantageous mode of operation where the data entry system can set up a telephone connection to the remote station automatically, for example where the data entry device has cellular telephone capabilities.

The carrier may be in the form of a sheet of material. The various characters and commands could be arranged in the manner of a standard typewriter keyboard layout to facilitate entry of individual codes to make up a desired code sequence (e.g., for a specific product code). Preferably, a key on said data entry unit can be used for entry of said commands and/or data.

Exemplary embodiments of the invention will be described hereinafter, by way of example only, with reference to the accompanying drawings in which like reference numerals are used for like features and in which:

Figures 1A and 1B are schematic views of a substantially pen-shaped hand held data entry device.

Figure 2 is a schematic plan view of a base unit for use with the hand held unit of Figures 1A and 1B.

Figure 3 is a schematic block diagram of the functional elements of a first example of a hand held data entry device as shown in Figures 1A and 1B.

Figure 4 is a schematic block diagram of the functional elements of a base unit as shown in Figure 2 for use with the hand held data entry device of Figures 1A, 1B and 3;

Figure 5 is an overview of a merchandising system using a data entry terminal such as is illustrated in the preceding Figures;

Figure 6 represents a control card with bar codes for a number of numeric and control characters;

Figure 7 is a flow diagram illustrating an example of the operation of a data entry system as described with reference to Figures 1 to 6;

Figure 8 is a schematic block diagram of the functional elements of a second example of a hand held data entry device as shown in Figures 1A and 1B.

Figure 9 is a schematic block diagram of the functional elements of a further, self-contained, hand held data entry device which is intended for use without a base unit;

Figure 10 is a schematic block diagram of the functional elements of a further, self-contained, hand held data entry device for use without a base unit and intended, in particular, for use with a wireless telephone network such as a cellular network;

Figure 11 is a schematic block diagram illustrating components in an ASIC forming part of the apparatus of Figure 10, and

Figure 12 is a schematic block diagram illustrating the interrelationship of functional elements of Figures 10 and 11.

Figures 1A and 1B are schematic views from above and below, respectively, of one embodiment of hand held data entry unit 10 which is substantially pen-shaped and which will hereinafter, for reasons of conciseness, only be referred to as the "pen 10". The pen 10 is intended to be held for essentially one handed operation between the thumb and forefinger of either the left or right hand in the manner of a conventional, if rather thicker than usual, pen.

The pen 10 has an elongate body 12 with, in the present example, external dimensions of approximately 120mm by 40mm, although the dimensions may be larger or smaller as desired subject to technical limitations. A reading head 14, for example a red or infra-red optical reading head (e.g., a laser diode) suitable for reading bar codes is located at one end of the pen. Other types of reading head may be provided. The reading head is preferably replaceable for interchanging types of reading head. A removable battery cover 16 covering a battery compartment is located at the other end of the pen. As an alternative to a compartment for removable batteries, a removable and/or fixed rechargeable battery pack could be provided instead. Also, the reading head in the present embodiment is arranged to read with a reading angle of between 0° to 45° to the normal to the bar code to be read.

On the upper surface of the pen shown in Figure 1A a display screen 20, first and second microswitches 22 and 24, a first indicator light 26 and a second indicator light 28 are located. The display screen 20 preferably comprises a conventional two-dimensional array of pixels which can be selectively activated in order to provide the display of a wide range of displayable items. However, in a low cost version of the pen 10, the display may be configured only to display a predetermined range of characters and symbols, this reducing the complexity of
the display and the controlling logic and thus reducing the cost as will be well understood by one skilled in the art.

Any suitable display technology can be used which enables the displayed information to be read over a wide enough angular range such that it can be read by the user when the pen is held at an angle suitable for reading a bar code. In this way it is not necessary to change the orientation of the pen in order to read the display. In view of the low power consumption and advantageous readability characteristics, a 2 line by 16 character super-twist LCD display screen is employed in the preferred embodiment giving a viewing area of approximately 60mm by 16mm with a character size of approximately 3mm by 5.5mm. The display is preferably located towards the end of the pen 10 opposite to the reading head 14 with its longitudinal axis substantially parallel to the longitudinal axis of the pen 10.

With the pen 10 held between thumb and forefinger with the user's hand below the pen as viewed in Figure 1A, and with the pen held at an angle of, say, 30° to the normal of a bar code to be read, (assuming that the normal to the bar code is generally in the direction of the line of sight of the user), the display screen can be read without difficulty.

The switches 22 and 24 are used to control basic operations of the data entry system and for control of the sequential display of stored information (scrolling of the display) as will be explained later. The indicator light 26 is used to report successful scanning of a bar code. The indicator light 28 is used when rechargeable batteries (70, Figure 3) are inserted in the battery compartment to indicate that the batteries are charging.

On the lower surface of the pen 10 shown in Figure 1B, an optical transmitter 32 and an optical receiver 34 are provided in a shallow recess 33. Also, provided on the lower surface are a locating groove 36 and first and second electrical contacts 30 and 31. The optical transmitter 32 and the optical receiver 34 are used in combination with an optical receiver 62 and optical transmitter 64, respectively, on a base unit 40 to be described with reference to Figure 2, for the transfer of data between the pen 10 and the base unit 40. The locating groove 36 is used correctly to position the pen 10 with respect to a corresponding ridge in a cradle 56 on the base unit 40 when the pen 10 is placed in that cradle 56. The cradle 56 defines a rest position for the pen 10 on the base unit 40. The first and second contacts 30 and 31 are arranged to cooperate with corresponding contacts 60 and 61 in the cradle 56 on the base unit 40 for charging the rechargeable batteries.

Turning now to Figure 2, this illustrates a plan view of a base unit 40 for use with the pen 10 of Figures 1A and 1B.

The base unit includes a generally rectangular housing 42 with a raised portion 44 containing a power supply unit (102, Figure 4) which receives electrical power via a mains supply cable 45 and a mains switch 46. The mains switch 46 is located on the right hand side of the base unit housing 42. Cooling slots 47 for the power supply unit (102, Figure 4) are provided in the upper surface of the raised portion 44. Further slots 48 in the upper surface of the base unit housing 42 are located over a speaker (110, Figure 4) for relaying information to the user of the data entry system. The rear of the housing 42 is also provided with a socket 52 for a standard telephone plug for connecting the base unit 40 to a telephone line 50 and a standard serial connector 54 (e.g., an RS232 connector) for connecting the base unit to, for example, a personal computer (not shown). A manual switch 53 can be provided for switching between the telephone line and the serial connector. It will be appreciated that a parallel connector could be provided instead of, or in addition to, the serial connector 54. A separate telephone socket 55 can be provided for the connection of a standard telephone handset to the base unit.

Towards the front of the base unit housing 42, a recess is formed which is configured as a cradle 56 for receiving the pen 10.

An optical receiver 62 and an optical transmitter 64 are located in the bottom of the recess for cooperating with the optical transmitter 32 and optical receiver 34, respectively, when the pen is located in the cradle 56. The optical receiver 62 and the optical transmitter 64 are surrounded by a wall 63 which also forms a shroud between the optical receiver 62 and the optical transmitter 64. The wall 63 cooperates with the recess 33 in the pen 10 to prevent external light reaching the optical link, and the shroud between the optical receiver 62 and the optical transmitter 64 prevents light from the two optical paths between the pen and the base unit and between the base unit and the pen from interfering with each other. It will be appreciated that alternative configurations are possible, for example the wall could be provided on the pen and the recess on the base unit, although this could mean that the pen was less comfortable to use.

First and second base contacts 60 and 61 are also located in the recess for cooperating with the contacts 30 and 31 on the pen 10 when it is inserted in the cradle 56, thus enabling rechargeable batteries (70, Figure 3) in the pen 10 to be recharged. A locating ridge 58 is formed in the recess for cooperating with the locating groove 36 in the bottom of the pen 10 to enable to pen to be positioned correctly in the cradle 56 such that the optical transmitter/receiver pairs 32/62 and 64/34 and the contact pairs 30/60 and 31/61 are aligned correctly.

The pen 10 can also be provided with a socket for directly charging the internal rechargeable batteries using an AC mains supply or a DC supply. In the first case the pen will include a transformer, in the second a transformer/rectifier could be incorporated in, for example, a mains plug.

On a further raised portion 66, one or two base unit indicator lights are provided. The first base unit indicator light 67 is for indicating the base unit is receiving mains
power and is turned on. Optionally, the second base unit indicator light 68 can be used to indicate that rechargeable battery (70, Figure 3) in the pen is being charged.

Figure 3 is a schematic block diagram of the functional elements of the pen 10. A processor 74 is preferably formed by a conventional programmable microprocessor (e.g., an Intel 80C31 12 MHz CMOS microprocessor with two internal clocks, an Intel 80486, etc.), although a special purpose or specially configured unit (e.g., an ASIC) could alternatively be used (compare Figure 10). A read only memory (ROM) 76 is connected via a bus 84 to the processor 74 for the storage of control programs and data. The ROM 76 can be implemented by any appropriate technology, for example by a flash PROM. A random access memory (RAM) 78 (for example a 128K low power static RAM, or higher capacity RAM, e.g., a 256K, 512K, 5Mb, etc., RAM) is connected to the processor via the bus 84. The RAM 78 is used as working storage and for the storage of data captured using the reading head 14. A display interface 80, which connects the display 20 to the bus 84, responds to display instructions from the processor to drive the display in a conventional manner. An optical interface 86 is connected to the bus to convert data to be transmitted into signals for driving the optical transmitter 32, and converts signals from the optical receiver 34 into data to be passed to the bus 84.

In the present embodiment, other connections are made directly to the processor rather than via the bus. Thus, in the present embodiment, signals relating to data captured by the reader head 14 are passed directly to the processor 74 to be processed.

The manual switch 22 is also connected directly to the processor. In use this switch serves as a "scroll-down" key. The second manual switch 24, which in use serves as a "scroll-up" key, is, however, connected to the processor via a power control module (PCM) 72. This is because the switch 24 also serves as a "power-up" key for turning the pen on or powering it up after it has been powered down. The power control module 72 responds to operation of the key 24 in a powered down state to connect the battery 70 to the processor 74. The power control module 72 also controls the charging of the battery 70 when the contacts 30 and 31 are connected to the corresponding contacts 60 and 61 in the cradle 56 of the base unit 40. The indicator light 67 (e.g., an LED or NEON) is connected to the processor 74 and indicates when the base unit is connected to the mains. The optional indicator light 68 (e.g., an LED or NEON) is connected to the power control module 72 to indicate when the battery 70 is being charged.

The processor is programmed by means of control programs and data stored in the ROM 76 and, in use, in the RAM 78, to receive signals from the reading head 14, to interpret those signals and to derive data therefrom which are displayed on the display 20 and stored in the RAM 78 for subsequent transmission via the optical interface as will be described in more detail below.

Figure 4 is a schematic block diagram of the functional elements of the base unit 40 of Figure 2. A power supply module 102 is connected to a mains supply via the switch 46 and the supply cable 45. The power supply unit 102 is also connected to the contacts 60 and 61 so that, when the pen 10 is located in the cradle 56, the battery 70 can be recharged. The power supply unit 102 also supplies power to the other elements of the base unit via supply lines which are represented schematically (for reasons of drawing simplicity) by the arrows 104.

A modem 100 is connected via an optical link 106 to an optical receiver 82 and an optical transmitter 64. The optical interface 106 converts signals from the optical receiver 82 to data to be passed to the modem 100 and converts data from the modem 100 to signals to be transmitted by the optical transmitter 64. A further interface (e.g., a standard V24/RS232 interface - not shown) for connection to a personal computer (not shown) could also be provided. Also a socket for a connection to a standard telephone handset (not shown) could be provided. The modem 100 can be a conventional modem generally comprising a master control unit 112, a data pump 114 and memory 118. The master control unit 112 is connected to receive data from the optical interface 106 (and/or from a V24/RS232 interface, if a personal computer is connected). Data from the data pump 114 are coupled via a line interface 116 to the telephone line 50. The data pump 116 is also connected via an audio interface 120 to a speaker 110 for monitoring the transmission of data via the telephone line 50.

Figure 5 is a schematic representation of a data entry network comprising a plurality of pens/base units 10/40 connected via respective telephone connections 50 (telephone lines, wireless telephone channels, etc) to a processing centre 108 where data transmitted from the individual pens/base units 10/40 are processed. In the preferred embodiment of the invention, the pens/base units 10/40 are used for the placing of orders for merchandise and the processing centre 108 processes those orders and dispatches them to the users.

Figure 6 is a schematic representation of an example of a control card for use with the pen 10. The card shows bar codes for the numerals 0 to 9 and for a set of commands. The command bar codes are used for controlling the operation of the pen 10. The control card can be thought of as a keyboard extension for the pen 10.

At this point it should be explained that the operation of reading a bar code is performed by the processor 74 in a conventional manner. Thus, where the head 14 comprises a red or infra-red light source and a light sensor, signals representing changing levels of reflected illuminations are supplied to the processor 74. Firmware stored in the ROM 76, or in other embodiments possibly hard-wired in the processor 74, is used then to decode the changing levels of reflected illumination to generate a numerical value. On successful reading of a bar code the good read light 26 is illuminated.
The processor tests the numerical values to determine whether the sensed code relates to data or a command. A look up table containing the numerical values for individual commands (not shown) is configured in the ROM 76 and/or RAM 78. By accessing this table, input commands can be identified. The controlling software is aware of which commands can be executed for the current processing state. On identifying a currently executable command, the processor 74 executes that command and causes the display of a human readable command description for user verification purposes. The processor causes an error message to be displayed on the display screen if a non-executable command (e.g., a command has been input at a wrong time) has been input.

If the code does not relate to a recognised command, it is treated as data. The data are then stored in RAM as the result of reading a bar code and are used to address a description of the item referenced by the bar code value from a further look-up table. If a description of the item corresponding to the bar code value is stored in the ROM 76 and/or the RAM 76 in a suitable data structure so that the bar code value can be used either directly or indirectly to address the appropriate description, then the item description can readily be displayed instead of or as well as the bar code value for user verification purposes. If the bar code is not read correctly, then an error message is displayed on the display screen.

The item description data can relate, for example, to items from a merchandising catalogue. In this case the rewriteable storage capacity of the pen (e.g., the RAM 78) is chosen to be sufficient to store all the items from one or more merchandising catalogues. If the data is stored in volatile memory, this data is downloaded from the remote processing centre via the telecommunications link on restoring power to the memory in the pen. Preferably, if volatile memory is used, power is supplied to the memory even when the pen is "switched off". An integral rechargeable back-up battery can be provided in addition to the battery 70 to maintain power to a volatile memory when the battery 70 is being changed. If non-volatile memory is provided, then this data can be retained during a period when no power is supplied to the memory. However, through the use of rewriteable memory and control logic enabling the memory to be updated using data downloaded from the remote processing centre, it is possible to keep the pen's memory up to date on a full list of merchandisable items, including product description, availability, price, etc. Then on reading a bar code relating to an item stored in memory the display on the pen can indicate a description of the item corresponding to the code read, its availability and price. If the code read is not recognised, for example, the pen can be programmed automatically to call up the remote processing centre to check on whether an update of the pen's storage is needed when the pen is replaced in the base unit.

Figure 7 is a flow diagram illustrating an example of a possible series of operations using an example of data entry system such as that described with reference to Figures 1 to 6. It will be appreciated that other sequences and modes of operation may be provided in other embodiments of the invention.

In a first step, S1, the pen 10 is removed from the base unit 40.

In step S2, "Up" key switch 24 is operated. The power control module senses operation of this key switch and powers up the processor 74, which performs a series of diagnostic checks, calibres itself and then displays an initial message (e.g., "Ready") on the display 20.

In step S3 the "Down" and "Up" scroll keys switches 22 and 24 are operated to scroll through a number of initial options pre-stored within the ROM 76 or the RAM 76 and presented on successive screens of data items on the display 20.

In this example of operation, in step S4, when an option "Left-handed operation" is encountered on the screen, the pen is scanned over the "Enter" command bar code on the command sheet of Figure 6. Whereas for right-handed operation, where the text is displayed in English, the text is displayed in sequence from the end of the display nearest to the reading head 14 towards the opposite end, for left-handed operation the text display is inverted with the text then reading from the end of the display furthest from the reading head to the end nearest thereto. It can be seen, therefore, that the text is displayed in an orientation appropriate for the user. If left-handed operation has already selected and it is desired to use the pen in a right-handed mode, then "Right-handed operation" can be selected by scrolling the display using the "Down" and "Up" key switches 22 and 24 and then scanning the "Enter" command bar code when the appropriate option is displayed.

Other options which could be provided in this manner could, for example, be the selection of one of a number of operating languages.

In step S5, the scroll key switches 22 and 24 are again operated until the option "Ready" is encountered once more. Then a series of merchandise selections can be entered by the user by scanning the bar codes for the desired merchandise selections and the command bar codes "Enter", "Clear", "Quantity", etc., as appropriate. As each bar code is scanned successfully, the good read indicator 26 lights and the data read by the bar code reader is displayed on the screen. Either the alphanumeric value of the bar code read is displayed or, if a description of the item corresponding to the bar code value is stored in the RAM or the ROM, then this can be displayed instead or as well as the bar code value.

Step S5 can be repeated as often as desired until all the desired items have been entered, or until the RAM 78 has become full or nearly full, in which case a "Memory full" error message is displayed on the display screen 20.
If desired, the items entered and stored in the RAM 78 could be checked by selecting a "Check Entries" option with the scroll key switches 22 and 24. In this case the items entered can then be checked in sequence using the scroll key switches 22 and 24, and if necessary corrected by scanning the correct command bar code while the appropriate item is displayed.

In the example shown in Figure 6, however, after entering the desired items, a phone number is then entered in step S6 by scanning the command bar code "Phone" followed by the number of the processing centre 108 to be called. As an alternative to entering separately the telephone number, this could be pre-stored in memory, or could alternatively be included in the "Phone" bar code.

After this, in step S7 the pen is placed in the cradle on the base unit and the "Down" key switch 22 is pressed to download the data from the pen. This causes the data for the telephone number to be downloaded to the modem 100 via the optical link 106. The downloading of the telephone number causes the base unit automatically to call the desired number and, once the normal modem handshaking is completed, to transfer the data stored in the RAM 78 in the pen 10. Preferably, in addition to the actual data stored, the processor 74 in the pen 10 automatically adds error correcting codes to enable the processing centre 108 to verify that successful transmission has occurred. The processing centre 108 then sends a message to confirm (or otherwise) whether successful transmission occurred after checking the error correcting codes. This message is then displayed on the display 20 of the pen 10.

It will be appreciated that the steps S1 to S7 illustrated above merely form one possible method of operation. In an alternative embodiment of the invention, the scrolling function is only used for stepping through items which have already been entered into the pen, whether in the form of selectable items downloaded from the remote processing centre and/or items selected by means of the reading head. All other command functions are input by reading appropriate command codes from a command sheet. For this embodiment therefore, a command sheet should include commands for left and right handed operation, or a command for changing handedness. Then, to change between left and right-handed operation, it is merely necessary to scan an appropriate command bar code.

In a final step (not shown in Figure 7), the pen is turned off by pressing the "Down" and "Up" scroll key switches simultaneously. It should be noted that one processor, which is provided with a date and time clock, is arranged to power-down the pen to conserve battery power if no bar codes are scanned and no key switches operated during a predetermined interval (e.g. 30 seconds). However, as mentioned above, power will be maintained to the RAM 76 if this is a non-volatile memory.

The software stored in the pen also permits the loading of data from the processing centre or another remote computer. The programming is performed using a series of commands preceded by dot code. The programming commands are thus known as "dot" commands and cover operations such as RAM PEEK, RAM POKE, ROM PEEK, DISPLAY, SENSE, GET INFO, GET FIRST ITEM, GET NEXT ITEM, GET PREVIOUS ITEM, AMEND ITEM, DELETE ITEM, CLEAR ORDER, CLEAR CATALOGUE, ADD CATALOGUE ITEM, and AMEND CATALOGUE ITEM. In this way, a significant amount of catalogue data and/or program software can be held in the processing centre and be sent to the pens only when required. Where programs are to be downloaded, rewritable program storage will be needed in the pen, for example by implementing the ROM 76 in flash PROM technology.

The processing centre can also send commands to a hand held unit to instruct the user to scan in a personal identification number (PIN), possibly with the scanning of a further verification number from, for example a verification device in the form of a verification card (e.g., a credit, payment or other validation card) or like carrier carrying a verification bar code and/or dot code for verification of a user identity. Alternatively, the verification device can be scanned prior to any connection to a remote processing centre. In this case a connection can then be made to the remote processing centre for verification of the user identity. Operation of the data entry system subsequent to an initial data capture operation can then be made dependent on the identification of authorised coded data and a PIN number.

Figure 8 illustrates another example of a pen 10 in accordance with the invention. This example is substantially the same as the pen 10 described with reference to Figures 1 and 3, apart from the addition of a touch sensitive screen 90 for the display 20. A touch screen interface 88 couples the touch sensitive screen to the bus 84 so that data sensed by the touch sensitive screen can be communicated to the processor 74. Although Figure 8 shows a touch sensitive screen 90 (e.g., an overlay) separate from a conventional display screen, any applicable touch sensitive screen technology can be used, either though the use of an addition to an existing conventional display screen, or the use of a display screen with integral touch sensitivity. One or more touch sensitive areas can be defined on the touch sensitive screen area, in combination with the data displayed on the display screen, for the entry of commands and/or the selection of displayed items. In particular, the processor 74 can be arranged to display a menu of user selectable items and to be responsive to a location at which the screen is touched for input of a user selection of a menu item. The touch sensitive screen can then thus be used as a dynamic and reconfigurable user interface. Touch screen entry can be used in place of or in addition to the entry of commands by scanning the bar codes on the command bar code card.

Figure 9 illustrates another example of a pen 10 in
acccordance with the invention. This example includes much in common with the pen 10 of Figure 3, except that here a modem 92, a socket 94 for a standard telephone plug and a speaker 95 for monitoring transmissions during operation of the modem are provided in place of the optical interface 86 and optical transmitter and receivers 32 and 34. In this example, therefore, data can be transmitted and received via a telephone line without the use of the base station, providing added portability. Preferably, a simplified base station is provided in the form of a charging unit for rechargeable batteries in the pen 10. It will be appreciated that the pen 10 could also be provided with the touch screen facility of the pen 10 of Figure 8.

Although in the above embodiments, the pens 10 are intended for manual scanning of bar codes, it will be appreciated that they could also be used for reading other optically readable codes, such as binary dot codes, by the provision of appropriate control software for programming the processor 74. Alternatively, in place of the sensor head 14 which is intended to be manually scanned, a self-scanning head could be provided.

The invention is also applicable to the reading of other coded data sources such as, for example, magnetic strips, graphical representations and/or alphanumeric characters, by the provision of an appropriate reading head and control logic.

Alternative removable heads could be attached to the tip of the pen by a screw, bayonet, friction or other appropriate attachment arrangement.

For example, the data entry pen could be provided with a reading head which is responsive to movement of the pen for tracing out desired codes and or commands. In particular, by the provision of a rolling ball in a holder in the reading head, of rotation sensing means in the manner of a personal computer mouse for tracing movements of the ball and suitable interpretation logic in software or special purpose hardware, for defining a series of vectors as the pen is moved over a surface and for performing pattern recognition on the resulting vector patterns to identify control and/or alphanumeric characters traced out by the pen head, it is possible directly to input information into the pen by "writing" down those characters. By limiting the range of characters to be recognised (e.g., corresponding to the numerals and commands shown in Figure 6) it is possible to use conventional pattern recognition techniques with relatively limited processing power and storage requirements. It will be appreciated that increased processing power and storage can be provided in the pen described above for the embodiments of Figures 1, 3, 8 and 9 by the use of a more powerful processor and increased memory capacity.

Figure 10 illustrates a further embodiment of the invention. This further embodiment of the invention is similar to the embodiment of Figure 9, but this embodiment is intended for use with a wireless data transmission means, for example radio signals. In particular, the embodiment of Figure 10 is intended for use with a cellular telephone network, although it could be adapted for use with some other form of wireless telephone system, for example a satellite based telephone network.

The embodiment of Figure 10 is intended to be used independently of a base unit and to contain all the necessary functionality for independent operation. In one alternative the hand held unit is provided with a rechargeable battery pack 70, which can be removed from the hand held unit for recharging. In another alternative the hand held unit is provided with a fixed rechargeable battery pack 70. In the latter alternative, and optionally in the former alternative, a mains voltage charging socket and transformer/rectifier can be provided in the hand held unit or the battery pack for receiving a mains lead for charging purposes rather than the low voltage connectors 30/31. The low voltage DC charging connectors 30/31 can be configured in a socket for receiving an adapter lead, with a transformer/rectifier being provided, possibly incorporated in a plug, for connection to a mains socket. It will be appreciated that an adapter for connection to, for example, a 12 volt DC supply from a car may also be provided. As a further alternative, contactless recharging (for example by magnetic induction) could be employed.

The embodiment of Figure 10 is implemented using a ASIC, although a conventional microprocessor and external hardware could be used. Likewise, it will be appreciated that the embodiments described with reference to the previous Figures could also be implemented using a ASIC or other equivalent technology instead of a microprocessor.

In the embodiment of Figure 10, the ASIC (Application Specific Integrated Circuit) performs the majority of the necessary processing functions of the device including:

- accepting data from the head 14;
- accepting data from the switches 22 and 24;
- driving the indicator 26;
- processing the data received from the head in the manner described with respect to the previous embodiments in order to extract the necessary information;
- controlling the flow of data in and out of the RAM 78;
- controlling the flow of data in and out of the ROM 76;
- interfacing with the power control module 72;
- implementing the modem function for use with an analogue telephony system and also providing the necessary processing and control for integration with a digital telephony system and/or a cellular telephony network;
- controlling the loudspeaker 95 permitting the progress of calls to be monitored;
- accepting input from a microphone 152 to enable the pen in combination with the loudspeaker 95 to operate as a hand set for the purposes of audio telephony;
- controlling the flow of data to an optional printer socket (not shown) allowing a user to print out information relative to the code being scanned in a predefined format;
- controlling the output of data via an optical link 153 to a peripheral device (e.g., a printer) using for example, infra red light;
- controlling an interface to the display 20, the display interface functions being performed in the ASIC.

The optical link 153 could be implemented using the optical link technology described above for interfacing a hand held unit with a base station. Indeed, the printer or other peripheral device could be implement as, or connected to a base station for the hand held unit.

Figure 11 illustrates in more detail the configuration of the ASIC 150.

The ASIC comprises the system controller 165 that controls the operation of the pen and of its associated components. In this embodiment system controller 165 consists of a microcontroller core incorporated into the ASIC. In other embodiments it could consist of some other control means using, for example, one or more finite state machines.

If the system controller 165 is a microcontroller core, then the data that controls its operation is stored in an internal ROM 163 together with the external ROM 76. Alternatively, there could be no internal ROM 163 and the system controller 165 will then obtain all the data from the external ROM 76. Alternatively, again, the internal ROM 163 could be used exclusively without an external ROM 76. However, this would reduce the flexibility of the device. The use of the internal ROM 163 is advantageous where a pre-defined amount of the operations to be performed are fixed for all pen types, whilst the remainder of the operation is dependent on a particular model, to take account for example of language variations, number of switches used to enter data, etc.

The RAM 161 in the ASIC can be used by the system controller 165 as a scratch pad RAM to speed up operations and in order to reserve the maximum amount of RAM 78 for the storage of the main data. This "main data" includes data identifying information relating to selectable items of, for example, a merchandising catalogue, which can be down loaded by telephonic transmissions from a remote station.

The microcontroller receives requests via the bus 84 which is connected to the external bus 84 illustrated in Figure 10. However, in an alternative embodiment where the system controller 165 consist of a number of finite state machines, then control would be by means of the fixed interconnection of the logic in the fixed state machines.

RAM 161 could be used as a short term data store leaving the RAM 78 to store the main data, the data in RAM 78 being retained by the battery 70. An additional battery (not shown) could be provided for data retention to prevent the loss of data from the RAM 78 or the RAM 161 in the event of failure of the battery 70.

The switch interface 155 responds to the operation of the switch 22 and ensures that the system controller 165 receives signals which are devoid of bounce (resulting for example from multiple operations of the switch due to the spring operation within the switch).

The head interface 156 carries out the necessary signal conditioning as required on receiving signals from the head 14. The signal conditioning will depend on the exact configuration of the head and preferably comprises simple buffering of the data read. Alternatively, it could be implemented to provide at least some of the bar code conversion operations as will be apparent to one skilled in the art.

Selector 159 is controlled by the system controller 165 and functions in a manner to allow the microphone 152 and the speaker 95 to provide standard audio telephony transmission or to allow the system controller to transfer the data over the telephony network using, in the present embodiment, conventional cellular telephony technology.

Thus the selector 159 enables the data entry device to be used as a conventional cellular telephone for the transmission of audio signals. In conventional telephony mode, the selector 159 takes signals from the microphone 152 that have been processed by the signal processor 158 and directs the output to the line interface 116. The processing performed by the processor 158 can comprise, as will be apparent to one skilled in the art, conventional operations of buffering the microphone to filter out any frequencies not required and to amplify the signal to a suitable level. Received audio data is directed to the audio interface 157 which performs necessary signal conditioning before passing the signal to the speaker 95.

In the data transfer mode, the selector takes the output from the data formatter 160, which has prepared the data to be transmitted over the cellular telephone network, and directs this to the line interface 152. The speaker 95 is then used to output any tones or audio messages indicating errors, correct operation, etc., again via the audio interface 157.

Switching between modes can be accomplished using the keys and/or the scanning sensor of the hand held unit in the manner described above for the entry of data and/or commands.

The output formatter 164 prepares the data to be transmitted to a remote printer via an optical link 153 (not shown). This transmission could be in any one of a number of forms, for example, infra red light using technology as described above for interfacing the pen with a base unit. Alternatively, other remote link technology, for example a radio link, could be provided.

Figure 12 illustrates aspects from Figures 10 and 11 to illustrate in more detail the incorporation of an example of a cellular telephone system within the data entry unit. The telecommunications interface 116 comprises a line interface/duplexer which is connected to an
aerial 178. The line interface/duplexer 116 is connected to a transmitter 170 and to a receiver/synthesizer 172 implemented in the selector 159. Also implemented in the selector 159 is selector logic 174 for connecting the transmitter 170 and the receiver/synthesizer 172 to the signal processor 158, the audio interface 157, the data formatter 160 and the control logic 165 within the ASIC 150.

Although specific embodiments of the invention have been described hereinabove, it will be appreciated that many modifications and/or additions are possible within the scope of the present invention.

Thus, for example, although in the presently preferred embodiments described above the hand held unit is configured with the shape of a pen, it will be appreciated that the hand held unit could be configured in other shapes as desired in other applications, for example in the shape of a pistol.

Although in the examples of the pen and base unit described with reference to Figure 1 to 4 and 8 an optical link between the pen and the base unit is provided, in an alternative embodiment other wireless data transmission means, for example radio signals, could be used, in the manner of a portable telephone of the type with a portable handset and a base unit.

The data from the memory of the pen (e.g., the complete list of items which could be ordered from a catalogue) could conveniently be output in alphanumeric form via a modem to a facsimile (fax) machine for printing the content of the memory.

In the preferred embodiments described above, catalogue data is down-loaded into the pen from a remote processing system by telephone over the telecommunications interface. However, as an alternative to down-loading, for example a complete catalogue, via the telephone line, other data entry means could be provided for the bulk of the data, the telephone line then only being used for updating the stored data. For example the pen and/or the base unit as appropriate could be provided with a socket or connector or reader for a memory device (such as a plug-in ROM, a smart card, etc.).

Although no speaker is illustrated in the examples of the pen described with reference to Figures 3 and 8, a speaker or other sound generator could be provided as in the Figures 9 and 10 embodiments for giving audio feedback to report on the correct reading, or otherwise, of a code. Thus, for example, when a code is correctly read, one beep can be sounded, and when a code is incorrectly read, two beeps could be sounded. Alternatively, appropriate synthetic or recorded voice messages could be output.

Although in the examples described above the plane of the display in generally parallel to the axis of the pen, the plane of the display 20 could be arranged to slope progressively towards the axis of the pen away from the head end of the pen to reduce the angle between the normal to the plane of the display and the line of sight of the user.

Also, although in the present examples two mechanical key switches are provided, in other embodiments one key switch only could be provided. Operating that key switch a predetermined number of times within a short period could be used to emulate the provision of two key switches for scrolling and other functions. More key switches could also be provided in other embodiments. For example, a numerical keypad could be provided. However, in preferred embodiments of the invention, the number of keys should be kept as low as possible for any particular application. As in the embodiments described above, two key switches are preferred. The control sheet or data carrier effectively forms a keyboard extension for the pen.

Although in the example of a card or other, carrier shown in Figure 6 a set of bar codes for only numeric and command codes are indicated, if desired a set of bar codes for the complete alphabet could be provided. Alternative arrangements of the codes would also be possible, for example a complete set of codes and corresponding characters could be arranged in the format of a standard typewriter keyboard layout. The codes could also be incorporated in the letters and numerals, for example extending as a strip across the letters and numerals. For example, a bar code could replace the cross bar in a capital "A", and similar modifications for the other letters of the alphabet.

Also, as mentioned above, in appropriate embodiments of the invention, codes other than bar codes or dot codes could be used. For example a symbol blob code could be used, this requiring about 1Kbyte of storage for decoding purposes. Indeed, in other embodiments of the invention full character recognition (OCR) could be employed where the reading sensor is in the form of a camera or other scanning sensor incorporated in the reading head. With a camera and appropriate recognition logic, the pen could be used, for example, for fingerprint recognition, either as an aim in itself, or for user validation purposes.

In a merchandising system, where bar codes or other codes are associated with merchandisable items, this could be achieved simply by means of a printed catalogue, or some other form of list, or as a result of codes applied to examples of the products in question, or as a result of codes displayed, for example, on a TV screen with images relating to those products. The only requirement is that the display of the codes are readable by the data entry system of the present invention.

Features from the respective embodiments of the invention described above could also be combined as desired to provide a configuration appropriate for a particular application.

Thus, for example, the audio telephony functions described with reference to the embodiment of Figures 10 to 12 could be incorporated in the hand held or base unit, as appropriate, of the other embodiments of the invention.

Although in the specific embodiments described
above the telecommunications interface for the telephonic transmission of information is only provided in a hand held unit where no base unit with a telecommunications interface is provided, it will be appreciated that a hand held unit with a telecommunications interface could be combined with a base unit also having a telecommunications interface, either of the same or a different type.

Claims

1. A data entry system comprising a hand holdable data entry unit (10), said data entry unit (10) comprising a reading sensor (14, 90) for sensing commands and/or data and for producing input signals in response to said sensed commands and/or data, re-writable storage (78) programmable with information relating to a plurality of items, user selectable by means of said reading sensor (14, 90), a controller (74) connected to receive and process said input signals from said sensor (14), said controller (74) being arranged to respond to commands and/or sensed commands to control said data entry unit (10) and to said data to select a said item and a display screen (20) for displaying a user readable representation of said commands and said stored information for said selected item, and said system further comprising a telecommunications interface (52, 94, 116) for telephonic transmission of information relating to a selected item or items from said storage (78) to a remote processing centre (108) via a telecommunications network (50) and for telephonic reception of information relating to selectable items from said remote processing centre (108) to said storage (78) via said telecommunications network (50), said controller (74) being responsive to a said command to cause downloading of information from said remote processing centre (108) as required for updating information previously stored in said re-writable storage (78) for one or more of said selectable items.

2. A data entry system according to claim 1, wherein said telecommunications interface (52, 94, 116) is integral to said data entry unit (10) and directly connects said data entry unit (10) to said telecommunications network (50).

3. A data entry system according to any preceding claim, wherein said data entry unit (10) includes a rechargeable power source (70), means (72, 30, 31, 60, 61) being provided for recharging said power source (70).

4. A data entry system according to any preceding claim, wherein said telecommunications interface (116) is an interface for connection to a wireless telecommunications network (50).

5. A data entry system according to any preceding claim, wherein said telecommunications interface (116) is a cellular telephone network interface.

6. A data entry system according to any preceding claim, wherein said telecommunications interface (116) is a satellite interface and said telecommunications network is a satellite telecommunications network.

7. A data entry system according to any preceding claim, wherein said telecommunications interface (52, 94) includes a modem (100, 92).

8. A data entry system according to any preceding claim, wherein said data entry unit (10) comprises one or two manually operable switches (22, 24) for scrolling said display (20) in a first and/or second direction for selectively displaying information for respective selectable or selected items from said storage (78).

9. A data entry system according to claim 8, wherein operation of said first and/or second switches (22, 24) in predetermined operational states of said data entry unit (10) causes predetermined functions other than scrolling functions to be performed.

10. A data entry system according to any preceding claim, wherein said display screen (20) comprises a touch sensitive screen (90) forming a said reading sensor, said controller (74) being arranged to be responsive to a location at which said screen (90) is touched for user input.

11. A data entry system according to any preceding claim, wherein a said reading sensor (14, 90) is for reading coded data, and said controller (74) is arranged to access the stored information for selectable items to determine natural language characters or images corresponding to the coded data for display.

12. A data entry system according to claim 11, wherein said coded data comprises bar codes and/or binary dot codes and a said reading sensor (14) is a bar code and/or dot code reader.

13. A data entry system according to any preceding claim, wherein a said reading sensor (14) is a scanning device, for example a camera.

14. A data entry system according to any preceding claim, wherein said controller (74) is user programmable to cause said captured data to be displayed on said display (20) either in a first orientation suit-
22. A system according to any preceding claim, comprising a carrier for a plurality of data and/or command codes for association with means for displaying a plurality of selectable items, wherein said carrier carries a plurality of codes, each for a respective one of a plurality of natural language and/or numeric characters and a plurality of commands for controlling operation of said data entry or merchandising system, each code being associated with a visual representation of the corresponding natural language or numeric character or command and/or of a graphical representation thereof.

23. A system according to claim 22, wherein said codes are bar and/or dot codes and/or other product identifications.

24. A system according to any preceding claim, wherein a key on said data entry unit (10) can be used for entry of a said command and/or data.

**Patentansprüche**

1. Dateneingabesystem mit einer von Hand zu haltenden Dateneingabeanheit (10), wobei die Dateneingabeanheit (10) einen Lese sensor (14, 90) aufweist, um Befehle und/oder Daten zu erfassen und um Eingabesignale unter Ansprech auf die erfaßten bzw. erfaßten Befehle und/oder Daten zu erzeugen, einem überschreibbaren Speicher (78), der mit Information programmierbar ist, die sich auf eine Mehrzahl von Gegenständen bezieht, und zwar von Benutzer wählbar mit Hilfe des Lese sensors (14, 90), einem Controller (74), der so ange schlossen ist, daß er die Dateneingabesignale von dem Sensor (14) empfängt und verarbeitet, wobei der Controller (74) derart ausgelegt ist, daß er auf Befehle und/oder erfaßte Befehle reagiert, um die Dateneingabeanheit (10) zu steuern, und auf die Daten anspricht, um den Gegenstand und einen Anzeigelschirm (20) auszuwählen für die Anzeige einer für den Benutzer lesbaren Wiedergabe der Befehle und der gespeicherten Information für den ausgewählten Gegenstand, und wobei das System weiterhin ein Telekommunikationsinterface (52, 94, 116) für die Telefonnetzübertragung von Information aufweist, die sich auf einen ausgewählten Gegenstand und Gegenstände aus dem Speicher (78) zu einem entfernt liegenden Verarbeitungszentrum (108) bezieht, und zwar über ein Telekommunikationsnetzwerk (50) und für die telefonische Aufnahme von Information, die sich auf die auswählbaren Gegenstände bezieht, aus dem entfernt gelegenen Verarbeitungszentrum (108) in dem Speicher (78) über das Telekommunikationsnetzwerk (50), wobei der Controller (74) auf den Befolg der Wartung in der Weise anspricht, daß er ein Laden von Information aus dem
ferngelagerten Verarbeitungszentrum (108) betrikt, soweit dies für die Aufbereitung der zuvor gespeicherten Information in dem überschreibbaren Speicher (78) für einen oder mehrere ausgewählte Gegenstände erforderlich ist.

2. Dateneingabesystem nach Anspruch 1, wobei das Telekommunikationsinterface (52, 94, 116) mit der Dateneingabeanheit (10) integriert ist und die Dateneingabeanheit (10) unmittelbar mit dem Telekommunikationsnetzwerk (50) verbunden.

3. Dateneingabesystem nach irgendeinem der vorstehenden Ansprüche, wobei die Dateneingabeanheit (10) eine wiederaufladbare Stromquelle (70) aufweist, wobei Einrichtungen (72, 30, 31, 60, 61) für das Wiederaufladen der Stromquelle (70) vorgesehen sind.

4. Dateneingabesystem nach einem der vorstehenden Ansprüche, wobei das Telekommunikationsinterface (116) ein Interface für die Verbindung mit einem drahtlosen Telekommunikationsnetzwerk (50) ist.

5. Dateneingabesystem nach einem der vorstehenden Ansprüche, wobei das Telekommunikationsinterface (116) ein Interface für ein zelluläres Telefonnetzwerk ist.

6. Dateneingabesystem nach einem der vorstehenden Ansprüche, wobei das Telekommunikationsinterface (116) ein Satelliteninterface ist und das Telekommunikationsnetzwerk ein Satelliten-Telekommunikationsnetzwerk ist.

7. Dateneingabesystem nach einem der vorstehenden Ansprüche, wobei das Telekommunikationsinterface (52, 94) ein Modern (100, 92) einschließt.

8. Dateneingabesystem nach einem der vorstehenden Ansprüche, wobei die Dateneingabeanheit (10) einen oder zwei manuell betätigungspflichtige Schalter (22, 24) für das Umblättern der Anzeige (20) in einer ersten und/oder zweiten Richtung aufweist, um gezielt Information für den jeweils ausgewählten Gegenstand bzw. die ausgewählten Gegenstände aus dem Speicher (78) anzuzeigen.

9. Dateneingabesystem nach Anspruch 8, wobei die Betätigung der ersten und/oder zweiten Schalter (22, 24) in vorbestimmten Betriebszuständen der Dateneingabeanheit (10) vorgeschriebene Funktionen auslöst, die andere sind als die durchzuführenden Umlärfertfunktionen.

10. Dateneingabesystem nach einem der vorstehenden Ansprüche, wobei der Anzeigebildschirm (20) einen berührungsempfindlichen Bildschirm (90) einschließt, der einen Lesesensor bildet, wobei der Controller (74) so angeordnet ist, daß er auf eine Stelle anspricht, an welcher der Bildschirm (90) für eine Benutzereingabe berührt wird.

11. Dateneingabesystem nach einem der vorstehenden Ansprüche, wobei ein entsprechender Lesesensor (14, 90) für das Lesen codierter Daten vorgesehen ist und wobei der Controller (74) so angeordnet ist, daß er auf das gespeicherte Information für ausgewählte Gegenstände Zugriff hat, um Zeichen bzw. Buchstaben in normaler Schrift oder Bilder, welche den codierten Daten entsprechen, für die Anzeige festzulegen.

12. Dateneingabesystem nach Anspruch 11, wobei die codierten Daten Strichcodes und/oder binäre Punktcodes aufweisen und wobei der Lesesensor ein Strichcode- und/oder Punktcodeleser ist.


14. Dateneingabesystem nach einem der vorstehenden Ansprüche, wobei der Controller (74) vom Benutzer programmierbar ist, um zu bewirken, daß die eingegangenen Daten auf dem Bildschirm bzw. der Anzeige (20) entweder in einer ersten Ausrichtung angezeigt werden, die geeignet ist, um angezeigte Daten zu lesen, wenn die Dateneingabeanheit (10) in der rechten Hand eines Benutzers gehalten wird, oder in einer zweiten Orientierung, die geeignet ist für das Lesen angezeigter Daten, wenn die Dateneingabeanheit (10) in der linken Hand eines Benutzers gehalten wird, wobei der Controller auf Benutzerprogrammangebot einschließlich des Abtauf des passenden Befehlsabcodes unter Verwendung des Lesesensors (14, 90) anspricht.

15. Dateneingabesystem nach einem der vorstehenden Ansprüche, wobei die Dateneingabeanheit (10) einen Lautsprecher (95) und/oder ein Mikrophon (152) aufweist, wobei die Dateneingabeanheit (10) wie ein Telefonhandgerät betriebbar bzw. bedienbar ist.

16. Dateneingabesystem nach einem der vorstehenden Ansprüche, wobei die Dateneingabeanheit (10) als eine läppische Einheit ausgestaltet ist, so daß sie von dem Benutzer nach Art eines Schreibstiftes oder einer Hülse gehalten werden kann, wobei der Lesesensor (14) in einem Lesezeigel an oder neben der Dateneingabeanheit (10) angeordnet ist.
17. Dateneingabesystem nach einem der vorstehenden Ansprüche, wobei ein entsprechender Lese- sensor (14, 90) in einem Lesekopf angeordnet ist, der lösbar an der Dateneingabeinheit (10) angebracht ist.

18. Dateneingabesystem nach einem der vorstehenden Ansprüche, welches zusätzlich getrennt von der Dateneingabeinheit (10) aufweist:

Einrichtungen für das Anzeigen eines auswählbaren Gegenstandes mit einer zugeordneten Datennqueue für die Auswahl eines Gegenstands durch den Benutzer durch Betätigung der Dateneingabeinheit (10) und ein entfernt gelegenes Verarbeitungszentrum für das Verarbeiten der Benutzerwahl, die aus der Dateneingabeinheit (10) übermittelt wird.


20. Verkaufssystem mit einem Dateneingabesystem nach Anspruch 18 oder 19, wobei:

die auswählbaren Gegenstände verkaufbare Gegenstände sind, und
das Fernverarbeitungszentrum (108) das Verarbeiten von Benutzerbefehlen bezüglich der auswählbaren, verkaufbaren Gegenstände auslöst.


23. System nach Anspruch 22, wobei die Codes Strichcodes und/oder Punktcodes und/oder andere Identifiziereinrichtungen für das Produkt sind.

24. System nach einem der vorstehenden Ansprüche, wobei für die Eingabe des Befehles und/oder der Daten ein Schlüssel an der Dateneingabeinheit (10) verwendbar wird kann.

Revidierungen

1. Système d'entrée de données comprenant une unité d'entrée de données portable (10), ladite unité d'entrée de données (10) comprenant un détecteur de lecture (14, 90) pour détecter des commandes et/ou des données et pour produire des signaux d'entrée en réponse auxdites commandes et/ou données détectées, une mémoire réenregistrable (78) programmable avec une information concernant une pluralité d'éléments, pouvant être sélectionnées par l'utilisateur au moyen d'un détecteur de lecture (14, 90), un dispositif de commande (74) connecté pour recevoir et traiter lesdits signaux d'entrée provenant dudit détecteur (14), un dispositif de commande (74) étant configuré de façon à répondre aux commandes et/ou aux commandes détectées en commandant ladite unité d'entrée de données (10) et auxdites données en sélectionnant un dit élément, et un écran d'affichage (20) pour afficher une représentation lisible par l'utilisateur desdites commandes et de ladite information mémorisée pour ledit élément sélectionné, et ledit système comprenant de plus une interface de télécommunication (52, 94, 116), pour la transmission téléphonique d'informations concernant un ou plusieurs éléments sélectionnés venant de ladite mémoire (78) à un centre de traitement à distance (108) par l'intermédiaire d'un réseau de télécommunication (50), et pour la réception téléphonique d'informations des éléments pouvant être sélectionnés depuis ledit centre de traitement à distance (108) vers ladite mémoire (78) par l'intermédiaire dudit réseau de télécommunication (50), ledit dispositif de commande (74) réagissant à une dite commande en provoquant le téléchargement d'informations depuis ledit centre de traitement à distance (108) selon ce qui est nécessaire pour remettre à jour les informations précédemment mémorisées dans ladite mémoire réenregistrable (78) pour un ou plusieurs desdits éléments pouvant être sélectionnés.

2. Système d'entrée de données selon la revendication 1, dans lequel ladite interface de télécommunication (52, 94, 116) fait partie intégrante de ladite unité d'entrée de données (10) et connecte directement ladite unité d'entrée de données (10) au dit réseau de télécommunication (50).
3. Système d’entrée de données selon l’une quelconque des revendications précédentes, dans lequel ladite unité d’entrée de données (10) comprend une source d’énergie rechargeable (70), des moyens (72, 30, 31, 60, 61) étant présents pour recharger ladite source d’énergie (70).

4. Système d’entrée de données selon l’une quelconque des revendications précédentes, dans lequel ladite interface de télécommunication (116) est une interface pour la connexion à un réseau de télécommunication sans fil (50).

5. Système d’entrée de données selon l’une quelconque des revendications précédentes, dans lequel ladite interface de télécommunication (116) est une interface de réseau de téléphone cellulaire.

6. Système d’entrée de données selon l’une quelconque des revendications précédentes, dans lequel ladite interface de télécommunication (116) est une interface satellite et ledit réseau de télécommunication est un réseau de télécommunication satellite.

7. Système d’entrée de données selon l’une quelconque des revendications précédentes, dans lequel ladite interface de télécommunication (52 ; 94) comprend un modem (100 ; 92).

8. Système d’entrée de données selon l’une quelconque des revendications précédentes, dans lequel ladite unité d’entrée de données (10) comprend un ou deux commutateurs actionnables manuellement (22, 24) pour faire défiler ledit affichage (20) dans une première et/ou deuxième direction pour visualiser de façon sélective une information concernant des éléments sélectionnés ou pouvant être sélectionnés respectifs venant de ladite mémoire (78).

9. Système d’entrée de données selon la revendication 8, dans lequel l’actionnement desdits premier et/ou deuxième commutateurs (22, 24) dans des états opérationnels prédéterminés de ladite unité d’entrée de données (10) provoque l’exécution de fonctions prédéterminées autres que les fonctions de défillement.

10. Système d’entrée de données selon l’une quelconque des revendications précédentes, dans lequel ledit écran d’affichage (20) comprend un écran sensible au toucher (90) formant un dit détecteur de lecture, ledit dispositif de commande (74) étant configuré de façon à réagir à un emplacement auquel ledit écran (90) est touché pour une entrée de l’utilisateur.

11. Système d’entrée de données selon l’une quelconque des revendications précédentes, dans lequel ledit détecteur de lecture (14, 90) sert à lire des données codées, et ledit dispositif de commande (74) est configuré de façon à accéder à l’information mémorisée concernant des éléments pouvant être sélectionnés afin de déterminer des images ou des caractères de langage naturels correspondant aux données codées pour l’affichage.

12. Système d’entrée de données selon la revendication 11, dans lequel lesdites données codées comprennent des codes-barres et/ou des codes à points binaires, et un dit détecteur de lecture (14) est un lecteur de code-barre et/ou de code à points.

13. Système d’entrée de données selon l’une quelconque des revendications précédentes, dans lequel un dit détecteur de lecture (14, 90) est un dispositif de balayage, par exemple une caméra.

14. Système d’entrée de données selon l’une quelconque des revendications précédentes, dans lequel ledit dispositif de commande (74) est programmable par l’utilisateur pour provoquer l’affichage desdites données capturées sur ledit affichage (20), soit dans une première orientation appropriée pour lire des données affichées lorsque ladite unité d’entrée de données (10) est tenue dans la main droite d’un utilisateur, soit dans une deuxième orientation appropriée pour lire des données affichées lorsque ladite unité d’entrée de données (10) est tenue dans la main gauche d’un utilisateur, ledit dispositif de commande (74) réagissant aux opérations de programmation de l’utilisateur, y compris le balayage d’un code de commande approprié à l’aide dudit détecteur de lecture (14, 90).

15. Système d’entrée de données selon l’une quelconque des revendications précédentes, dans lequel ladite unité d’entrée de données (10) comprend un haut-parleur (95) et/ou un microphone (152), ladite unité d’entrée de données (10) pouvant être utilisée comme combiné téléphonique.

16. Système d’entrée de données selon l’une quelconque des revendications précédentes, dans lequel ladite unité d’entrée de données (10) est configurée sous la forme d’une unité allongée, de telle sorte qu’elle puisse être tenue par un utilisateur à la façon d’un stylo ou d’un porte-plume, avec ledit détecteur de lecture (14) disposé dans une tête de lecture à une extrémité de ladite unité d’entrée de données (10) ou au voisinage de cette extrémité.

17. Système d’entrée de données selon l’une quelconque des revendications précédentes, dans lequel ledit détecteur de lecture (14, 90) est disposé dans une tête de lecture qui est fixée de façon amovible à ladite unité d’entrée de données (10).
18. Système d'entrée de données selon l'une quelconque des revendications précédentes, comprenant de plus, séparément de ladite unité d'entrée de données (10):
- des moyens pour afficher un élément pouvant être sélectionné avec une source de données associée pour la sélection par l'utilisateur d'un élément par actionnement de ladite unité d'entrée de données (10) ; et
- un centre de traitement à distance pour traiter les sélections de l'utilisateur émises par ladite unité d'entrée de données (10).

19. Système d'entrée de données selon l'une quelconque des revendications précédentes, dans lequel les programmes dans ladite unité d'entrée de données (10) peuvent être remis à jour à distance depuis ledit centre de traitement (108).

20. Système de vente comprenant un système d'entrée de données selon la revendication 18 ou la revendication 19, dans lequel :
- lesdits éléments pouvant être sélectionnés sont des éléments pouvant être vendus ; et
- ledit centre de traitement à distance (108) déclenche le traitement d'ordres de l'utilisateur concernant lesdits éléments pouvant être vendus et pouvant être sélectionnés.

21. Système selon l'une quelconque des revendications précédentes, comprenant un dispositif de vérification sous la forme d'une carte de vérification ou d'un support analogue portant un code de vérification tel qu'un code-barre et/ou un code à points pour la vérification de l'information de l'utilisateur.

22. Système selon l'une quelconque des revendications précédentes, comprenant un support pour une pluralité de codes de commandes et/ou de données pour l'association avec des moyens pour afficher une pluralité d'éléments pouvant être sélectionnés, dans lequel ledit support porte une pluralité de codes, servant chacun à l'un respectif d'une pluralité de caractères numériques et/ou de langage naturel et d'une pluralité de commandes pour commander le fonctionnement dudit système de vente ou d'entrée de données, chaque code étant associé à une représentation visuelle du caractère numérique ou de langage naturel ou de la commande correspondant et/ou d'une représentation graphique y associée.

23. Système selon la revendication 22, dans lequel lesdits codes sont des codes-barres et/ou des codes à points et/ou d'autres identifications de produits.
FIG. 4
FIG. 6
PICK UP PEN

USER PRESSES 'UP' KEYS
SYSTEM PERFORMS DIAGNOSTICS

USER PRESSES 'UP' AND/OR 'DOWN' KEYS
SYSTEM SCROLLS ITEMS IN DISPLAY

USER SCANS 'ENTER' COMMAND BAR CODE
WITH 'LEFT-HANDED OPERATION' OPTION
IN DISPLAY
SYSTEM CAUSES DATA DISPLAY FOR
LEFT-HANDED OPERATION

USER OPERATES 'UP' AND 'DOWN' KEYS
UNTIL INITIAL DISPLAY MESSAGE SHOWS
THEN SCANS BAR CODES FOR SELECTIONS
SYSTEM STORES AND DISPLAYS SELECTIONS

USER SCANS 'PHONE' COMMAND BAR CODE
FOLLOWED BY PHONE NUMBER
SYSTEM STORES AND DISPLAYS PHONE NUMBER

USER REPLACES PEN AND
OPERATES 'DOWN' KEY
SYSTEM TRANSMITS DATA AND DISPLAYS
ACKNOWLEDGEMENT OF TRANSFER

FIG. 7