EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention of the grant of the patent: 28.07.1999 Bulletin 1999/30

(21) Application number: 96200611.0

(22) Date of filing: 06.03.1996

(54) Method for joining textile yarns for restoring their continuity in a winding unit

Verfahren zum Verbinden von Textilfäden in einer Wickeleinheit, um ihren Zusammenhang wieder herzustellen

Procédé pour joindre des fils textiles dans une unité à bobiner pour restituer leur continuité

(84) Designated Contracting States:
BE CH DE ES FR GB LI

(30) Priority: 31.03.1995 IT MI950647

(43) Date of publication of application: 02.10.1996 Bulletin 1996/40

(73) Proprietor:
SAVIO MACCHINE TESSILI S.p.A.
33170 Pordenone (IT)

(72) Inventors:
• Badiali, Roberto
  33170 Pordenone (IT)
• Colomerotto, Giorgio
  33077 Sacile (Pordenone) (IT)
• Bertoli, Luciano
  33080 Fiume Veneto (Pordenone) (IT)

(74) Representative: Fusina, Gerolamo
Ing. Barzanò & Zanardo Milano S.p.A,
Via Borgonuovo, 10
20121 Milano (IT)

(56) References cited:
EP-A- 0 134 764
DE-A- 4 124 036
Description

[0001] This invention relates to a method for joining textile yarns for restoring their continuity in a winding unit, in particular a bobbin winding unit, in which the individual joining operations are independent of each other, and of automatic and flexible implementation.

[0002] As is well known, a yarn produced in a spinning machine, particularly a ring spinning machine, is normally wound onto a tube and conveyed as a yarn package to a bobbin winding unit.

[0003] Because of the limitations of a ring spinning machine, the yarn packages contain a relatively small quantity of yarn, of about a few hundred grams at most.

[0004] Consequently they are unwound and then rewound into bobbins in which the yarn quantity is very large, consequently for forming the bobbin some tens of packages are required, so that on changing the package the yarn has to be knotted or joined, after which the known rewinding of the yarn from the new package commences.

[0005] In an automatic bobbin winding unit used for this rewinding, if a particularly thick or thin portion appears, a procedure is undertaken by which the thick portion or the like is detected by a yarn clearer provided in the winding station, the yarn then being totally cut through and the yarn defect removed, after which the yarn is knotted or joined and yarn rewinding recommences. The combination of yarn defects and package changing results in very frequent yarn joining. In particular, if a bobbin carrying a fixed quantity of wound yarn has a large number of knotted joints, these joints must be perfectly made otherwise they can be intercepted by the eye of a needle or of a heddle in the subsequent operation of a knitting machine or loom, resulting in yarn breakage and the requirement for frequent yarn joining, with a low final product production rate.

[0006] DE-A-4.124.036 discloses an air splicing method for the textile yarns in which the yarn ends are coupled in parallel position, introduced in the splicing chamber, with a determined length of coupling, spliced by air blowing to entangle together their fibres and finally checked in order to ascertain whether the yarn ends have been successfully joined.

[0007] EP-A-134.764, which represents the closest prior art, discloses a mechanical splicing process for yarns by coupling two single untwisted yarns and mechanically re-impacting the twists thereafter by opposed untwisting and re-twisting rings that alternatively perform steps for the untwisting and re-twisting rotation.

[0008] Relatively frequent yarn joining during rewinding additionally implies a low bobbin formation efficiency because of the continual repeating of the knotting cycle. Consequently the knotting cycle has to be as short as possible while at the same time producing acceptable quality. It should be noted that if yarn joints are not of acceptable quality, the bobbins produced are unaccept-

able in that it is almost impossible for an operator to distinguish these with the eye in a knitting or weaving operation, resulting in a disconcerting deterioration in the subsequent stages of the article production process. To overcome these other drawbacks, the applicant has experimented with a textile yarn joining method for restoring continuity each time the yarn breaks, or is cut by the yarn clearer, or when the package is empty, said method having proved perfectly reliable in effecting rapid and accurate joining cycles. Hence the present invention not only substantially increases wound yarn bobbin production but also ensures correct yarn behaviour during automatic bobbin winding.

[0009] The object of the present invention is as defined in claim 1.

[0010] According to the method of the present invention, the individual operations of the joining cycle are grouped operationally into at least two consecutive operations before being subjected to an overall acceptance check to enable the next operation of the same joining cycle to proceed.

[0011] According to one embodiment of the method of the present invention each individual joining operation is programmed to occur at least two consecutive times before undergoing the acceptance check based on the predetermined quality standards.

[0012] A preferred embodiment of the invention is described hereinafter by way of non-limiting example with the aid of the accompanying drawings, in which:

Figure 1 is a schematic overall view of the apparatus which implements the method of the present invention, said view showing an example of the general structure of an individual bobbin winding station in which the actuators of the individual yarn joining operations are connected to the joining device and to the control unit, which is advantageously connected to a control keyboard for inserting joining data defined by the winding process;

Figures 2 and 3 are schematic views of the operating steps following the initial insertion of the yarn ends to be joined together and their cutting and gripping;

Figures 4 and 5 are schematic views of the operations of preparing the ends and superimposing the tapered ends;

Figures 6 and 7 are schematic views of the actual joining operation and the extraction of the now connected and perfectly continuous yarn.

[0013] In the figures, equal elements or elements of equal or equivalent function carry the same reference characters for simplicity.

[0014] Those devices and mechanisms operating in mutual cooperation with the apparatus implementing the method of the present invention are not shown, neither is their operation described in connection with the invention.
In an automatic bobbin winding unit shown schematically in Figure 1, the yarn extracted from a spinning package 9 is drawn upwards by the drive roller 10 to wind as crossed turns on the surface of the bobbin 11 under formation. The yarn leaving the package 9 moves rapidly upwards passing through a series of known devices and in particular an electronic yarn clearer 8, which acts as a device for automatically monitoring yarn presence and actively controlling the cleaning function of an electronic yarn cleaner in the individual bobbin winding station of Figure 1.

The electronic clearer 8 can be of conventional construction and can contain an electrical or capacitive sensor-transducer as the yarn feeling or exploration device. During the winding operation the electronic clearer 9 detects the presence of moving yarn and continuously generates electrical pulses which are transmitted via the cable 13 to the control unit 5. The control unit 5 utilizes said pulses to ascertain the presence of regularly winding yarn by comparison with reference values fed from the keyboard 6 via the cable 12.

The control unit 5 is based on a minicomputer able to memorize the operator's instructions and transform said instructions into a program for execution by its computing and processing centre to provide the numerical and graphical results required during the entire winding process. Said numerical and graphical results are then stored in the memory of said control unit 5, which specifically controls the joining device 7 implementing the method of the present invention. Each time the electrical signals originating from the electronic yarn clearer 8 and entering the control unit 5 indicate an interruption in the continuity of the yarn, which has either broken accidentally, or been cut by the clearer or has reached the end of the package, the control unit 5 generates output electrical signals which actuate and control the operating steps connected with the joining device for restoring continuity to the yarn. When yarn interruption is detected the drive roller 10 immediately stops and the operations preceding the actual knotting cycle commence. The control unit 5 generates an electrical output signal which via the cable 14 operates the solenoid valve 1 for cutting and gripping the two yarn ends in known manner after said ends have been initially inserted, as shown schematically in Figures 2 and 3.

Known sensor means then effect the acceptance check on said cutting and gripping, the result of this check being communicated in the form of an electrical signal via the cable 14 to the control unit 5 which, on accepting the result on the basis of predetermined quality standards, allows the next operation in the joining cycle to be performed.

If the check does not generate an acceptable result on the basis of the predetermined quality standards, the control unit 5 reactivates the solenoid valve 1 in the aforesaid manner and rechecks the result for acceptance.

This operation can be repeated one or more times on the basis of the program memorized in the control unit 5 before interrupting the knotting cycle. When the check gives an acceptable result the control unit 5 generates an output electrical signal which via the cable 17 actuates the next operation by means of the solenoid valve 2, which operates with known elements in preparing the yarn ends as schematically represented in Figure 4. When known sensor means verify that the preparation of the yarn ends is acceptably correct, the control unit 5 generates an output electrical signal which, via the cable 15, activates the solenoid valve 3 which, using known means, operates to superimpose the tapered ends.

This superimposing is shown schematically in Figure 5.

When this superimposing has passed the acceptability check, the control unit 5 generates an output electrical signal which, via the cable 16, activates the solenoid valve 4 which, by known means and using known elements, operates to effect the actual joining step to achieve perfect yarn continuity as represented schematically in Figure 6.

When the yarn joint has been acceptably checked as perfectly continuous in accordance with the predetermined quality standards memorized in the control unit 5, the said control unit 5 generates an output signal which activates the joining device 7 to enable the now connected and perfectly continuous yarn to be extracted (see Figure 7).

If any of the said operating steps fails its acceptability check based on the predetermined quality standards, it is repeated at least once under the control of the control unit 5, before proceeding to the next operation in the cycle.

Again, in accordance with a preset memorized program, the individual operations of the joining cycle actuated by the joining device 7 are grouped operationally into at least two consecutive operations before being subjected to an overall acceptability check enabling the next operation in the joining cycle to be effected.

A preferred embodiment has been described together with some modifications. It is however apparent that other embodiments falling within the scope of the method of the present invention are also possible.

**Claims**

1. A method for joining textile yarns to restore their continuity each time this becomes necessary in a winding unit, comprising individual operation steps such as:

   - inserting into a joining device (7) the yarn ends one to the side of the other,
   - cutting said yarn ends to form a knot of determined length for joining thereof,
2. Verfahren zum Verbinden von Textilgarnen, um ihre Kontinuität wiederherzustellen, nach Anspruch 1, dadurch gekennzeichnet,

- tapering said ends, and
- superimposing them for compacting them with fluids in order to achieve a continuity connection, said method being characterised in that each of the individual steps involved in the method for joining are implemented independently of each other and being further characterised by subjecting each individual step in the method for joining to an acceptance check on the basis of a predetermined quality standards before proceeding to the implementation of the next step of the method.

3. Verfahren zum Verbinden von Textilgarnen, um ihre Kontinuität wiederherzustellen, nach Anspruch 1, dadurch gekennzeichnet, daß jeder einzelne Schritt, der das Verfahren zum Verbinden betrifft, zumindest zweimal nacheinander ausgeführt wird, bevor jeder einzelne Schritt einer Abnahmeprüfung auf der Basis vorbestimmter Qualitätsnormen unterzogen wird.

Revidierungen

1. Procédé pour joindre des fils textiles afin de rétablir leur continuité toutes les fois que cela devient nécessaire dans une unité de bobinage, comprenant des étapes opératoires individuelles consistant à :

- insérer les extrémités des fils dans un dispositif de liaison (7), les unes à côté des autres,
- couper lesdites extrémités des fils pour former un noeud de longueur déterminée, en vue de leur liaison,
- tailler lesdites extrémités en pointe, et
- les superposer pour les compacter sous l’action de fluides, afin d’obtenir une liaison de continuité, ledit procédé étant caractérisé par le fait que chacune des étapes individuelles, impliquées dans le procédé de jonction, est exécutée indépendamment des autres ; et étant en outre caractérisé par le fait que chaque étape individuelle, dans le procédé de jonction, est soumise à un contrôle d’acceptation sur la base d’un standard de qualité prédéterminé, avant de passer à l’exécution de l’étape suivante du procédé.

2. Procédé pour joindre des fils textiles afin de rétablir leur continuité, selon la revendication 1, caractérisé par l’exécution d’au moins deux étapes consécutives avant d’effectuer ledit contrôle d’acceptation, ce qui permet, au procédé de jonction, de passer à l’exécution de son étape suivante.

3. Procédé pour joindre des fils textiles afin de rétablir leur continuité, selon la revendication 1, caractérisé par l’exécution de chaque étape individuelle, impliquée dans le procédé de jonction, au moins deux fois consécutives avant de soumettre chaque étape individuelle à un contrôle d’acceptation sur la base des standards de qualité prédéterminés.