EUROPEAN PATENT SPECIFICATION

Date of publication and mention of the grant of the patent: 31.07.2002 Bulletin 2002/31

Application number: 96108489.4

Date of filing: 28.05.1996

Self-contained emergency eye wash station
Unabhängige Augen-Notwascheinrichtung
Installation autonome de lavage oculaire

Designated Contracting States:
DE FR GB IT

Priority: 26.05.1995 US 451191

Date of publication of application: 27.11.1996 Bulletin 1996/48

Divisional application: 01109792.0 / 1 118 317

Proprietor: Fendall Company II. 60004 (US)

Inventors:
• Demeny, Rodney L.
  Medinah, IL 60157 (US)
• Hurley, Robert B.
  Inverness, IL 60067 (US)
• Riback, Richard J.
  Deerfield, IL 60015 (US)

Representative: Grünecker, Kinkeldey, Stockmair & Schwanhäusser Anwaltssozietät
Maximilianstrasse 58
80538 München (DE)

References cited:
FR-E- 80 792 GB-A- 2 172 934

Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

Field of the Invention

[0001] The present invention generally relates to self-contained emergency eye wash stations with the features of the preamble part of claim 1. More particularly, the present invention relates to an emergency eye wash station which employs a unique feedback mechanism for maintaining a constant flow of eye wash fluid upon actuation of the eye wash station and which employs a self-contained delivery system for maintaining long-term stability of the eye wash fluid prior to actuation of the eye wash station.

Background of the Invention

[0002] Government and employers are increasingly aware of the need for protecting the health and safety of workers. For this reason, it is common to find eye wash fountains at industrial work stations, laboratories, and other locations where workers are exposed to gaseous fumes, liquids or solid materials which can irritate or injure eyes upon contact therewith. The Occupational Safety and Health Administration (OSHA) has made eye wash fountains mandatory for particular industrial work stations.

[0003] Some prior art devices have employed eye wash fountains providing sprays of water from regular plant plumbing connections. Other prior art devices, such as the eye wash fountains disclosed in U.S. Patent No. 4,012,798 to Liautaud and U.S. Patent No. 4,363,146 to Liautaud, are self-contained, gravity-fed, and independent of any plumbing connections. Such eye wash fountains typically contain a reservoir (or bottle) of wash fluid spaced above two opposed liquid spray nozzles. Upon activating the fluid flow, the wash fluid from the reservoir is fed solely by gravity to the nozzles to cause a gravity-induced spray of wash fluid from the nozzles.

[0004] Another of such gravity-fed eye wash stations with the features of the preamble part of claim 1 is disclosed by FR 80792. This eye wash station comprises a flexible container containing an eye wash fluid that is suspended at an upper end of a housing. A nozzle is in fluid communication with this container and by this nozzle the eye wash fluid from the container may be dispensed. The nozzle is also connected with a collecting container to which a part of used eye wash fluid may be supplied. This collecting container rests on the bottom of the housing.

[0005] In an effort to encourage suitable eye wash facilities, the American National Standards Institute (ANSI) has promulgated voluntary standards for portable eye wash fountains relating to flushing periods and the rate of flow of wash fluid. These standards dictate that portable eye wash fountains should deliver no less than 1.5 liters per minute (0.4 gallons per minute) of eye wash fluid for a time period of 15 minutes.

[0006] A drawback of the gravity-fed eye wash fountains of the type described above is that they contain fluid significantly in excess of the amount required for actual flushing to meet the ANSI standards because the rate of flow of wash fluid from the gravity-fed eye wash fountains decreases over time. The reason for this decrease in fluid flow rate over time is that the fluid head height in the reservoir decreases as the wash fluid is dispensed from the nozzles, thereby decreasing the amount of hydraulic pressure on the wash fluid over time. This reduction in hydraulic pressure over time causes a corresponding decrease in the fluid flow rate. To provide 1.5 liters per minute (0.4 gallons per minute) of wash fluid for a full 15 minutes, the reservoirs of gravity-fed eye wash fountains must hold a sufficient amount of eye wash fluid that the fluid flow rate does not drop below 1.5 liters per minute (0.4 gallons per minute) prior to 15 minutes from activation.

[0007] Another drawback of the gravity-fed portable eye wash fountains is that the rate of flow of wash fluid is not constant, but rather changes over time. The fluid flow rate is initially quite high so that the fluid flow rate does not drop below 1.5 liters per minute (0.4 gallons per minute) after 15 minutes. The changes in fluid flow rate can limit effective flushing.

[0008] A further drawback of gravity-fed portable eye wash fountains is they often waste much of the wash fluid in the reservoir (as much as 30 percent of the initial supply) because there is insufficient hydraulic pressure to force all of the wash fluid from the reservoir through the nozzles. The flow of wash fluid through the nozzles substantially stops after only a portion of the wash fluid in the reservoir has been dispensed from the nozzles.

[0009] Yet another drawback of existing eye wash fountains is that they do not maintain the stability of the wash fluid in the reservoir for extended periods of time and, as a result, the wash fluid must be replaced with fresh wash fluid at fairly short time intervals. The fluid delivery systems of existing eye wash fountains generally require some exposure of the wash fluid in the reservoir to air. This exposure to air improves the flow of the wash fluid through the nozzles. At the same time, the exposure to air encourages the growth of bacteria existing in the wash fluid and the eye wash fountains themselves. The wash fluid in these eye wash fountains is stagnant, and at ambient temperature the environment is conducive to the growth of micro-organism populations. With this growth of bacteria, the wash fluid typically must be replaced with fresh wash fluid at least every six months, even when treated with preservatives. Further, most existing eye wash fountains employ tap water which contains chemical and solid particle contaminants such as chlorine, lead, and rust. The replacement of wash fluid is time-consuming and expensive in terms of both labor and materials.

[0010] Yet a further drawback of existing eye wash fountains is that the wash fluid dispensed from the noz-
zles generally is drained onto the floor, resulting in a mess which must be cleaned up. Alternatively, the used eye wash fluid is drained into an extra floor-standing container separate from the eye wash fountain. The extra container, in combination with the eye wash fountain, occupies a large amount of space.

[0011] An additional drawback of existing eye wash fountains is that the eye wash fountains typically must be removed from their operating position for draining of unused wash fluid, cleaning, and refilling with fresh wash fluid. Such removal of the eye wash fountains from their operating position is burdensome and time-consuming. When refilled and ready to be returned to their operating position, the units often weigh in excess of 59 kg (130 pounds).

[0012] A need therefore exists for a self-contained eye wash station which overcomes the aforementioned shortcomings associated with existing portable eye wash fountains.

**Summary of the Invention**

[0013] It is, therefore, and object of the invention to provide a self-contained emergency eye wash station that has a simple and inexpensive construction, wherein it is easier to operate and to handle and by which a fluid flow rate over time is essentially constant.

[0014] This object is solved by an eye wash station with the features of claim 1.

[0015] The reservoir is used for collecting eye wash fluid dispensed from said nozzle such that no wash fluid will be drained onto the floor, resulting in a mess which must be cleaned up. The reservoir is integrated in the eye wash station and no extra container that occupies a large amount of space is necessary. To attain a fluid flow rate constant over time, pressure is applied to the flexible container such that wash fluid is not gravity-fed.

[0016] Advantageous embodiments of the invention are disclosed by the subclaims.

[0017] According to the invention, the means for applying pressure are in connection with the reservoir such that the pressure applied to the flexible container is proportional to a weight of the eye wash fluid already collected in the reservoir. Such transfer of weight of the eye wash fluid collected in the reservoir to the pressure applying means is one advantageous embodiment for maintaining a constant flow of eye wash fluid dispensed from the nozzle.

[0018] The nozzle is in fluid communication with the container and is detachably connectable to a housing of the eye station. The nozzle may include an upper pressure plate and a lower nozzle body. The lower nozzle body may have an inlet for receiving the eye wash fluid from the container and may have a plurality of apertures in fluid communication with the inlet. The upper pressure plate may be detachably linked to the lower nozzle body. A seal element may removably be coupled to the nozzle. Such a seal element may firmly secure the upper pressure plate to the lower nozzle body such that the upper pressure plate blocks the apertures formed in the lower nozzle body. Moreover, an actuation element may be coupled to the seal element. By such an embodiment of the nozzle, the self-contained emergency eye wash station is able to maintain long-term stability of the eye wash fluid.

**Brief Description of the Drawings**

[0019] Other objects and advantages of the present invention will become apparent upon reading the following detailed description and upon reference to the accompanying drawings, in which:

FIG. 1 is an exploded perspective view of a self-contained emergency eye wash station embodying the present invention, showing the eye wash station without an eye wash fluid delivery system loaded therein;

FIG. 2 is a perspective view of the eye wash station without the cover mounted thereto, with an actuation door pivotally mounted thereto in an open position, without an eye wash fluid delivery system loaded therein, and with platens disposed in a lower position;

FIG. 3 is a perspective view of the eye wash station without the cover mounted thereto, with the actuation door pivotally mounted thereto in the open position, without the fluid delivery system loaded therein, and with the platens disposed in an upper position;

FIG. 4 is a perspective view of the eye wash station without the cover mounted thereto, with the actuation door pivotally mounted thereto in the open position, and with the fluid delivery system loaded therein;

FIG. 5 is a perspective view of the eye wash station with the cover slidably mounted thereto in a closed position, with the actuation door pivotally mounted thereto in the open position, and with the fluid delivery system loaded therein;

FIG. 6 is a perspective view of the eye wash station with the cover slidably mounted thereto in the closed position, with the actuation door pivotally mounted thereto in a closed position, and with the fluid delivery system loaded therein;

FIG. 7 is a perspective view of the eye wash station with the cover slidably mounted thereto in the closed position and with the actuation door rotated to the open position to initiate fluid flow from nozzles of the station;

FIG. 8 is a perspective view of a nozzle of the eye wash station;

FIG. 9 is an end view of the nozzle in FIG. 8;

FIG. 10 is a side view of the nozzle in FIG. 8 prior to disengaging an upper pressure plate and a lower nozzle body of the nozzle.
FIG. 11 is a side view of the nozzle with the upper pressure plate and the lower nozzle body of the nozzle in the process of being disengaged from each other;

FIG. 12 is a cross-sectional view of the nozzle prior to disengaging the upper pressure plate and the lower nozzle body of the nozzle;

FIG. 13 is a perspective view of the upper pressure plate of the nozzle;

FIG. 14 is a top view of the lower nozzle body of the nozzle;

FIG. 15 is a perspective view of the lower nozzle body of the nozzle;

FIGS. 16a-c are cross-sectional views of the eye wash station, taken through a lower central portion of the eye wash station and then taken through an upper, laterally outward portion of the eye wash station, showing the cover in the process of being slidably mounted to a housing of the eye wash station;

FIG. 17 is a cross-sectional view of the eye wash station, taken along a vertical plane passing through a nozzle of the eye wash station, showing eye wash fluid being dispensed from the nozzle and captured in a reservoir tank;

FIG. 18 is a perspective view of a self-contained fluid delivery system of the eye wash station in accordance with the present invention;

FIG. 19 is a perspective view of a boxed flexible container of the fluid delivery system in FIG. 18;

FIG. 20 is a top view of the fluid delivery system in FIG. 18 with a platen extending into the box and disposed about the flexible container within the box;

FIGS. 21a-d are schematic views showing various pressure application techniques for maintaining a constant fluid flow rate in an eye wash station in accordance with the present invention;

FIG. 22 is a schematic view of a deformable flow restrictor, connected to a nozzle of an eye wash station, for maintaining a constant fluid flow rate in the eye wash station; and

FIG. 23 is a perspective view of a self-contained fluid delivery system used as a stand alone eye wash station.

[0020] While the invention is susceptible to various modifications and alternative forms, a specific embodiment thereof has been shown by way of example in the drawings and will herein be described in detail. It should be understood, however, that it is not intended to limit the invention to the particular forms disclosed, but on the contrary, the intention is to cover all modifications, equivalents, and alternatives falling within scope of the invention as defined by the appended claims.

Description of the Preferred Embodiment

[0021] Turning now to the drawings, FIGS. 1-7 illustrate a self-contained emergency eye wash station 10 used to dispense eye wash fluid contained in a pair of flexible containers. FIG. 1 is an exploded view depicting various components of the eye wash station 10, including a housing 12, a pair of platens 14, a cover 16, an actuation door 18, and a reservoir 46. In addition to the foregoing components, the eye wash station 10 includes a self-contained eye wash fluid delivery system having a pair of identical delivery arrangements. One of these delivery arrangements is best shown in FIG. 18 prior to installation in the housing 12. The delivery arrangement in FIG. 18 includes a box 20, a flexible container 21 holding eye wash fluid, a nozzle 22, and a hose 24. FIGS. 2-6 illustrate the sequence of preparing the eye wash station 10 for use, and FIG. 7 illustrates the eye wash station 10 after it has been activated. Briefly, in this sequence of preparing the eye wash station 10 for use, the platens 14 are raised from a lower position in FIG. 2 to an upper position in FIG. 3. The platens 14 are temporarily locked in this upper position using a latching mechanism described in detail below. With the platens 14 locked in the upper position, the fluid delivery system is loaded into the housing 12 as shown in FIG. 4. Next, the cover 16 is slidably mounted to the housing 12 (FIG. 5), and the hinged actuation door 18 is rotated to a closed position (FIG. 6). Mounting the cover 16 to the housing 12 actuates the latching mechanism to release the platens 14 from their locked upper position and cause the platens 14 to drop onto the fluid-filled flexible containers 21 of the fluid delivery system. To activate the eye wash station, the actuation door 18 is rotated to the open position in FIG. 7. The construction and operation of the eye wash station 10 are described in detail below.

[0022] A top of the housing 12 is provided with a handle 25 for mounting the eye wash station 10 to a vertical wall or mobile cart in an industrial work station, laboratory, or other location where workers are exposed to gaseous fumes, liquids or solid materials which can irritate or injure eyes upon contact therewith (FIGS. 2-4). The vertical wall or mobile cart is preferably provided with a conventional J-hook (not shown) supporting the handle 25. The top wall of the cover 16 is preferably curved to discourage individuals from laying loose items on the cover 16 which could contaminate the eye wash station 10 (FIGS. 1, 5, 6, and 7).

[0023] The housing 12 supports the boxes 20 holding the respective flexible containers 21 and supports the nozzles 22 interconnected to the flexible containers 21 via the hoses 24 (FIG. 4). To support the boxes 20, the housing 12 forms a rigid shelf 26 of sufficient width and depth to accommodate the pair of boxes 20 in side-by-side relation to one another (FIGS. 1, 3, and 4). In addition to supporting the bottoms of the boxes 20, the housing 12 provides side walls 28 to support the outer sides of the boxes 20 and a vertical rear wall 30 to support the back sides of the boxes 20 (FIG. 4). The side walls 28 are preferably spaced from each other by a distance only slightly greater than the combined width of the boxes 20 so that the boxes 20 snugly fit between the
side walls 28. By virtue of this snug fit, the inner sides of the boxes 20 abut each another so that the boxes 20 provide each other with mutual support.

[0024] When the cover 16 is slidably mounted to the housing 12 as shown in FIGS. 6 and 7, the front wall of the cover 16 combines with the rear wall 30 (FIG. 4) of the housing 12 to support the respective front and back sides of the boxes 20. Referring to FIG. 17, the front wall of the cover 16 and the rear wall 30 of the housing 12 are preferably spaced from each other by a distance only slightly greater than the depth of the boxes 20 so that the boxes 20 snugly fit between the front wall of the cover 16 and the rear wall 30 of the housing 12. Thus, each of the boxes 20 is supported on its four vertical sides and its bottom. As will become apparent, this support is desired during operation of the eye wash station 10 to prevent bulging of the boxes 20 as the platens 14 press downward on the flexible containers 21 within the respective boxes 20. By supporting the sides of the boxes 20, the eye wash fluid in the flexible containers 21 is forced by the platen pressure out of the flexible containers 21 within the respective boxes 20 to the respective nozzles 22. In an alternative embodiment, the flexible containers 21 are loaded into the housing 12 without the surrounding boxes 20. To provide the loose containers 21 with support, the housing 12 includes a vertical front wall extending between the side walls 28. This front wall extends upwardly from the shelf 26 to the platens 14 when the platens 14 are in their upper position. Using this front wall, the housing 12 supports substantially the same support function as the boxes 20. The front wall may be hinged to the front edge of the shelf 26 to allow the front wall to be rotated downward to a horizontal position and permit front-loading of the flexible containers 21 into the housing 12. Alternatively, the platens 14 may be rotatable from their normal horizontal orientation to a vertical orientation to permit top-loading of the containers 21 into the housing 12.

[0025] To support the nozzles 22, the housing 12 includes a frontal nozzle mount 32 having a pair of elongated slots 34 formed therein (FIG. 1-3). These slots 34 cooperate with opposing grooves 36 (FIG. 8) formed in each nozzle 22 to slidably engage the nozzles 22 in the respective slots 34 (FIGS. 4, 5, and 7). This sliding engagement of the nozzles 22 in the respective slots 34 positively locates the nozzles 22 with respect to the housing 12. The width of each slot 34 is approximately the same as the width of each nozzle 22 in the region of the grooves 36 (FIG. 8) to create a fairly snug fit therewith. To engage the nozzles 22 in the respective slots 34, the nozzles 22 are first positioned adjacent the outermost edges of the respective slots 34 (i.e., left edge of the left slot 34 and right edge of the right slot 34 in FIGS. 1-3). Next, with the opposing grooves 36 (FIG. 8) of each nozzle 22 aligned with opposing elongated edges of each respective slot 34, the nozzles 22 are slid inwardly through the respective slots 34 with the opposing grooves 36 of each nozzle 22 slidably receiving the opposing elongated edges of each respective slot 34.

[0026] During the operation of the eye wash station 10, the nozzles 22 dispense the eye wash fluid contained in the respective flexible containers 21 within the boxes 20 (FIG. 18). The eye wash fluid dispensed from the nozzles 22 is captured in a basin 44 having a floor properly sloped to direct the eye wash fluid to a drain 38 (FIGS. 7 and 17). The drain 38 includes a pair of holes formed on opposite sides of the frontal nozzle mount 32. The eye wash fluid captured on the floor of the basin 44 flows backward around the nozzle mount 32 to the holes of the drain 38.

[0027] The eye wash fluid captured by the drain 38 is conveyed by the drain 38 to the reservoir 46. As best shown in FIGS. 1 and 17, the reservoir 46 includes a tank 48 of sufficient size to hold the volume of eye wash fluid contained in the flexible containers 21 within the boxes 20. The upper surface of the tank 48 forms a rectangular opening 50 to receive the eye wash fluid exiting the drain 38. The eye wash fluid flows through the holes of the drain 38 with sufficient velocity that the fluid is propelled into the rectangular opening 50 (FIG. 17). In an alternative embodiment, the drain 38 includes a pair of pipes extending from the respective drain holes to the rectangular opening 50 in the tank 48.

[0028] The bottom of the housing 12 is completely open to permit the tank 48 to extend upward into the housing 12 (FIGS. 2-7 and 17). When the tank 48 is empty prior to using the eye wash station 10, the housing 12 conceals a substantial portion of the tank 48 (FIG. 6). The tank 48 moves downward relative to the stationary housing 12 in response to the tank 48 collecting the eye wash fluid therein (FIG. 17). As more and more eye wash fluid enters the tank 48, the more the tank 48 is exposed beneath the housing 12. When the tank 48 is substantially filled with the eye wash fluid following use of the eye wash station 10, the tank 48 is substantially exposed (see FIG. 2).

[0029] When the eye wash station 10 is mounted to a vertical wall or mobile cart in an industrial work station, laboratory, or the like, the eye wash station 10 is mounted at such a height that the tank 48 will not contact the floor or ground prior to being substantially filled with the eye wash fluid. The lower surface of the tank 48 is preferably curved to encourage proper mounting of the eye wash station 10 to a vertical wall. With this curved lower surface, the eye wash station 10 will not remain upright if it is allowed to stand freely on the floor or ground.

[0030] To stabilize the vertical movement of the tank 48 relative to the housing 12 so as to minimize lateral shifting of the tank 48 relative to the housing 12, the transverse cross-section of the tank 48 is substantially identical in shape to the transverse cross-section of the lowermost portion of the housing 12 (FIGS. 1-7). Moreover, the transverse cross-section of the tank 48 is only slightly smaller in size than the transverse cross-section of the lowermost portion of the housing 12. Thus, a tight tolerance exists between the housing 12 and the tank
The platens 14 cause the platens 14 to press downward on the flexible containers 21 when the weight of the collected eye wash fluid is essentially transferred by the reservoir 46 to the platens 14 (FIG. 17). Thus, as the platens 14 move downward due to the weight of the eye wash fluid, the platens 14 apply to the flexible containers 21. The reservoir 46 pulls downward on the flexible containers 21 immediately above the flexible containers 21 to maintain a constant flow of the eye wash fluid. The platens 14 are mounted to the rear support 52 of the reservoir 46 by respective elongated members 56 (FIGS. 1 and 17). The elongated members 56 are connected to the rear support 52 by conventional means such as a quarter-turn lock. The platens 14 are vertically movable between an upper and lower position in response to corresponding vertical movement of the reservoir 46. To permit vertical movement of the platens 14, the rear wall 30 of the housing 12 is provided with a pair of vertical guide slots 58. The elongated members 56 extend from the interior of the housing 12, through the respective guide slots 58, and to the rear support 52 of the reservoir 46 (FIG. 17). Thus, as the platens 14 move between the upper and lower position, the elongated members 56 move vertically through the respective guide slots 58.

When the boxed flexible containers 21 are loaded into the housing 12, the platens 14 are located immediately above the flexible containers 21 (FIGS. 4, 17, and 20). As described below, the platens 14 are responsible for maintaining a constant flow of the eye wash fluid dispensed from the nozzles 22. The platens 14 press downward on the flexible containers 21 in the respective boxes 20 with a downward force proportional to a weight of the eye wash fluid collected in the reservoir 46. Therefore, the greater the volume of eye wash fluid in the reservoir 46, the greater the downward force that the platens 14 apply to the flexible containers 21.

More specifically, the eye wash fluid from the flexible containers 21 is dispensed from the nozzles 22, captured by the drain 38, and collected in the tank 48 of the reservoir 46. The weight of this collected eye wash fluid is essentially transferred by the reservoir 46 to the platens 14 (FIG. 17). The reservoir 46 pulls downward on the platens 14 with a force approximately equal to the combination of the weight of the reservoir 46 and the weight of the collected eye wash fluid. Since the platens 14 are located immediately above the flexible containers 21 within the respective boxes 20, pulling downward on the platens 14 causes the platens 14 to press downward on the flexible containers 21 with a force equivalent to the aforementioned weight combination. This downward force maintains a constant flow of the eye wash fluid from the nozzles 22. Thus, the reservoir 46 and the platens 14 serve as a feedback mechanism using the weight of the collected eye wash fluid to apply downward force to the flexible containers 21.

Prior to using the eye wash station 10, the eye wash fluid delivery system is loaded into the housing 12. The delivery system includes a pair of identical delivery arrangements, one of which is best shown in FIG. 18. Each delivery arrangement includes the flexible container 21 within the box 20, the nozzle 22, and the flexible hose 24 interconnecting the nozzle 22 to the flexible container 21. Each of the foregoing components of the delivery arrangement is described in detail below.

The box 20, shown in detail in FIGS. 18 and 19, contains the flexible container 21 substantially filled with eye wash fluid. The eye wash fluid is preferably a purified fluid such as a buffered isotonic saline solution, although it could be as simple as purified water. An exemplary solution is eyesaline® manufactured by Fendall Company of Arlington Heights, Illinois. Alternatively, the purified eye wash fluid may have a special composition directed toward certain types of hazards. The flexible container 21 is preferably a metallized MYLAR™ bag including a layer of polyethylene. The box 20 is preferably composed of corrugated plastic or thick-walled corrugated paperboard. If the box 20 is composed of corrugated paperboard, the paperboard is preferably wax-coated to protect the box 20 against such environmental conditions as humidity. The box 20 includes opposing front and back walls 60 and 62, opposing side walls 64 and 66, and a bottom wall 68. To safeguard the flexible container within the box 20 during shipment thereof, the box 20 may also be provided with a temporary top wall (not shown). This top wall is removed prior to installation of the box 20 into the housing 12.

The back wall 62 of the box 20 includes a removable tear strip 70 extending downward from the upper edge thereof (FIG. 19). Like the top wall, the tear strip 70 safeguards the flexible container during shipment thereof and is removed prior to installation of the box 20 into the housing 12. Removing the tear strip 70 provides the back wall 62 of the box 20 with an elongated vertical clearance slot. This clearance slot is laterally positioned along the back wall 62 such that, following installation of the box 20 into the housing 12, the clearance slot is aligned with a respective one of the guide slots 58 formed in the rear wall 30 of the housing 12 (FIG. 4). When the elongated members 56 of the respective platens 14 extend through the respective guide slots 58, they also extend through the clearance slots in the back walls 62 of the respective boxes 20. As the elongated members 56 move vertically through the respective guide slots 58, they simultaneously move vertically through the clearance slots in the respective boxes 20.

The lower portion of the front wall 60 of the box
20 forms a hole sized to accommodate an outlet fitment 72 (FIG. 18). One end of the flexible hose 24 is firmly connected to this outlet fitment 72. The other end of the flexible hose 24 is firmly connected to an inlet fitment 74 on the nozzle 22. In the preferred embodiment, the hose 24 has an inner diameter of approximately 0.38 inches (0.95 cm).

[0039] Referring now to FIGS. 8-15, each nozzle 22 includes an upper pressure plate 76 and a lower nozzle body 78. The lower nozzle body 78 includes the inlet 74, a distribution manifold 80 (FIG. 12), and an elongated array of apertures 82 (FIGS. 14 and 15). The distribution manifold 80, which receives eye wash fluid from the inlet 74, distributes the eye wash fluid to the apertures 82. The array of apertures 82 in the lower nozzle body 78 preferably includes approximately sixteen apertures arranged in two rows of eight apertures per row (FIGS. 14 and 15). To permit the nozzle 22 to be slidably mounted to the elongated slots 34 formed in the fronton wall 32 of the housing 12, the lower nozzle body 78 is provided with the opposing grooves 36.

[0040] Prior to activation of the eye wash station 10, the upper pressure plate 76 is hingedly connected to the lower nozzle body 78. In particular, the upper pressure plate 76 forms a retaining tab 84 which is releasably held in a slot 85 formed in the lower nozzle body 78 (FIGS. 12-15). A seal element, such as a plastic shrink band 86, is used to firmly secure the upper pressure plate 76 to the lower nozzle body 78 such that the upper pressure plate 76 blocks the apertures 82 formed in the lower nozzle body 78 (FIGS. 8 and 10). The shrink band 86 tightly circumscribes the nozzle 22 at an opposite end of the nozzle 22 relative to the hinged connection of the pressure plate 76 and nozzle body 78. To hermetically seal the output ends of the apertures 82 prior to activation of the eye wash station 10, the upper pressure plate 76 forms an elongated pocket 88 (FIG. 13) which accommodates a rubber gasket 90 (FIG. 12). As best shown in FIG. 12, the gasket 90 presses against the apertures 82 to prevent air flow into the apertures and to prevent any possible leakage of the eye wash fluid therefrom.

[0041] To permit separation of the upper pressure plate 76 from the lower nozzle body 78, a flexible actuation strap 92, composed of a flexible polymeric material, woven fabric, or the like, is fixedly adhered or mechanically fastened to the upper surface of the upper pressure plate 76 (FIGS. 8, 9, 10, and 12). The strap 92 extends from the hinged end to the wrapped end of the upper pressure plate 76 or, alternatively, the strap 92 extends only from a middle portion of the upper pressure plate 75 to the wrapped end thereof. Moreover, the strap 92 passes beneath the shrink band 86 between the upper surface of the pressure plate 76 and the inner surface of the shrink band 86 (FIG. 8). The strap 92 is not adhered to the upper surface of the pressure plate 76 in the region beneath the shrink band 86. The manner in which this strap 92 is used to separate the upper pressure plate 76 from the lower nozzle body 78, and thereby permit eye wash fluid to be dispensed from the lower nozzle body 78 via the apertures 82, is described in detail below.

[0042] Until the eye wash station 10 is activated, the eye wash fluid delivery system is a hermetically sealed system extending from the flexible containers 21, through the respective hoses 24, to the nozzles 22 (FIGS. 4 and 18). This sealed delivery system prevents any contamination of the eye wash fluid passageway formed by the containers 21, the hoses 24, and the nozzles 22. The eye wash fluid in the sealed delivery system is not exposed to the environment. Moreover, the sealed delivery system maintains the stability of the eye wash fluid contained in that fluid passageway for a time period as long as approximately 2-3 years. Such long-term stability of the eye wash fluid is advantageous because if the eye wash station 10 goes unused, its unused delivery system need not be replaced with a new delivery system for 2-3 years. As a result, the maintenance required by the eye wash station 10 during long-term periods of nonuse is minimal.

[0043] To load the eye wash fluid delivery system into the housing 12, the cover 16 is slidably detached from the housing 12 so that the eye wash station 10 appears as in FIG. 2. Next, the pair of platens 14 are vertically moved to their upper position depicted in FIG. 3 if the platens 14 are not already in that upper position.

[0044] Referring now to FIGS. 1 and 16a-c, to maintain the platens 14 in the upper position without requiring an operator to hold the platens 14 in the upper position, a pair of platen-release latches 94 are formed by a deflectable outer upper portions of the outer rear wall 54 of the housing 12. The outer upper portions of the rear support 52 of the reservoir 46 form mating catches 96 (FIG. 1). FIGS. 16a-c are cross-sectional views of the eye wash station, taken through a lower central portion of the eye wash station and then jogging outward from this lower central portion to an upper, laterally outward portion of the eye wash station. This lower central portion is taken along a vertical plane of mirror symmetry passing through the center of the tank 48 and the centers of the respective basin 44 and nozzle mount 32 of the housing 12. The upper, laterally outward portion is taken along a vertical plane passing through one of the latches 94 and its associated catch 96.

[0045] When the platens 14 are moved to the upper position, each catch 96 serves as a cam which communicates motion to the associated latch 94, which serves as a cam follower. The catch 96 deflects the latch 94 clockwise (as viewed in FIGS. 16a-c) from its relaxed position until an edge 96a of the catch 96 advances beyond an edge 94a of the latch 94. At this point, the latch 94 springs back to its relaxed position with the edge 96a of the catch 96 engaging the edge 94a of the latch 94 (FIG. 16a). Since the platens 14 are mounted to the rear support 52 by the elongated members 56, engagement of the catches 96 by the respective latches 94 holds the platens 14 in their upper position.
With the platens 14 in their upper position, the boxes 20 holding the flexible containers 21 are placed within the housing 12 on the shelf 26 beneath the respective platens 14. Moreover, the nozzles 22 are mounted to the frontal nozzle mount 32 by slidably engaging the grooves 36 formed in the lower nozzle body 78 of each nozzle 22 with the respective slots 34 formed in the nozzle mount 32.

After installing both the boxes 20 and the nozzles 22 into the housing 12, the cover 16 is slidably mounted to the housing 12 (FIG. 5). The housing 12 preferably forms a vertical track for receiving the sliding cover 16. The cover 16 and the housing 12 form respective engaging portions, such as mating male and female nubs, for holding the cover 16 in the closed position. While closing the cover 16, the hoses 24 are fed through respective hose clearance notches 40 formed in the lower edge of the cover 16.

Referring to FIGS. 16a-c, the cover 16 is preferably designed to automatically disengage each platen-release latch 94 from the associated catch 96 upon closure thereof. The cover 16 forms a downwardly-extending rear tab 97. Mounting the cover 16 to the housing 12 causes the tab 97 to deflect the latch 94 clockwise until the edge 94a of the latch 94 no longer supports the edge 96a of the catch 96, thereby releasing the rear support 52 (FIG. 16c). Since the platens 14 are connected to the rear support 52, disengaging the rear support 52 releases the platens 14 from their upper position so that the platens 14 drop onto the flexible containers 21 within the respective boxes 20 (FIG. 4). The boxes 20 are sized to accommodate the respective platens 14 therein while providing minimal space between the peripheries of the platens 14 and the vertical walls 60, 62, 64, and 66 of the respective boxes 20. In an alternative embodiment, buttons are mounted to the housing 12 and coupled to the respective latches 94. Prior to mounting the cover 16 to the housing 12, the buttons are depressed to disengage the latches 94 from the respective catches 96.

After mounting the cover 16 to the housing 12, the straps 92 are laid out to the sides (FIG. 5). Next, the actuation door 18 is rotated to its closed position (FIG. 7). The opposing sides of the door 18 form slipper notches 100 so that slippage is not a problem when the eye wash station 10 is activated. The eye wash station 10 is now ready for operation in the event of an emergency requiring a user to flush his or her eyes. Prior to such an emergency, the actuation door 18 serves as a dust cover protecting the nozzles 22 and basin 44 from contaminants in the environment.

In response to an emergency requiring immediate eye flushing, the user opens the actuation door 18 by grasping onto its integrally-formed handle 102 and pulling the actuation door 18 via the handle 102 to its open position (FIG. 7). Opening the actuation door 18 activates the flow of the eye wash fluid from the nozzles 22 by pulling the straps 92 relative to the respective nozzles 22. More specifically, opening the actuation door 18 pulls each strap 92 in a direction countering the force applied by the associated shrink band 86 to the nozzle 22 (FIGS. 8-10). Pulling the actuation strap 92 first breaks the shrink band 86, and continued pulling of the strap 92 rotates the pressure plate 76 upward about the hinged connection between the pressure plate 76 and the nozzle body 78 (FIG. 11). As the actuation door 18 reaches its open position (FIG. 7), the retaining tab 84 (FIG. 13) of each upper pressure plate 76 is dislodged from its slot 85 (FIG. 15) in the associated lower nozzle body 78 to completely separate the pressure plate 76 from the nozzle body 78.

When the actuation door 18 is in its open position, the pressure plates 76 hang from the actuation door 18 by virtue of their attachment to the straps 92 which, in turn, are fastened to the actuation door 18 (FIG. 7). The lower nozzle bodies 78 of the respective nozzles 22 remain engaged in the slots 34 formed in the frontal nozzle mount 32 of the housing 12.

With the pressure plates 76 separated from their respective lower nozzle bodies 78, the eye wash fluid from the flexible containers 21 is dispensed from the lower nozzle bodies 78 via the apertures 82 (FIG. 15). Each aperture 82 provides a separate stream of eye wash fluid. The user flushes his or her eyes by bending over and positioning his or her eyes over the dispensed streams of eye wash fluid. The left eye is flushed with the streams emitted from the left nozzle body, while the right eye is flushed with the streams emitted from the right nozzle body. While flushing his or her eyes, the user typically leans on the eye wash station 10 for balance and support by placing his or her elbows on right and left arms 105a, 105b (FIG. 7) of the housing 12. The user holds his or her eyes open with his or her fingers to permit flushing thereof.

To prevent the emitted streams from falling back on the apertures 82 in the nozzle bodies 78, the streams are emitted from the lower nozzle bodies 78 at a slight forward angle relative to the vertical direction (FIG. 17). In the preferred embodiment, this angle is approximately eight degrees relative to the vertical direc-
tion. Moreover, to minimize wicking between the multiple streams dispensed from each nozzle body 78, the upper surface of each nozzle body 78 forms an array of nipples or standoffs 104 (FIGS. 11 and 15). The apertures 82 extend through the respective nipples 104 so that the streams are emitted from the lower nozzle bodies 78 via the nipples 104. In the preferred embodiment, the nipples 104 extend approximately 0.063 inches (1.6 mm) above the flat portion of the upper surface of the associated nozzle body 78. Since the apertures 82 are arranged in an elongated array (FIGS. 14 and 15), the streams of eye wash fluid emitted from each nozzle body 78 form an elongated ribbon-like pattern. It has been found that this elongated pattern provides better coverage to the eyes of the user than nozzles having apertures arranged in a circular array.

[0054] As described previously, the eye wash fluid dispersed from the nozzles 22 is captured by the drain 38 which, in turn, directs the captured eye wash fluid to the opening 50 in the tank 48 of the reservoir 46 (FIG. 17). As the eye wash fluid is collected in the tank 48, the weight of the collected eye wash fluid is transferred to the platens 14 via the rear support 52 of the reservoir 46. The platens 14 apply a downward force to the respective flexible containers 21 proportional to the weight of the eye wash fluid collected in the tank 48. Since the volume of the collected eye wash fluid steadily increases over time, the weight of the collected eye wash fluid steadily increases over time and the downward force applied by the platens 14 to the respective flexible containers 21 steadily (linearly) increases over time. This downward force keeps the height of the fluid spray pattern and the flow of the eye wash fluid dispersed from the nozzles 22 constant over time until minimal fluid remains in the flexible containers 21.

[0055] The flexible containers 21 contain a sufficient volume of the eye wash fluid so that the nozzles 22 deliver no less than 0.4 gallons per minute (1.5 liters per minute) of eye wash fluid for a time period of 15 minutes. In the preferred embodiment, the fluid flow rate is approximately 0.45 gallons per minute (1.7 liters per minute) and the flow rate does not fluctuate from this value until the flexible containers 21 substantially run out of the eye wash fluid. The eye wash station 10, including the size of the flexible containers 21 and the pressure applied by the platens 14, can be modified to achieve a different flow rate for a different time period in order to satisfy any changes in the standards for eye wash stations.

[0056] As the eye wash fluid is dispensed from the flexible containers 21, the platens 14 move vertically downward from their upper position toward their lower position. When substantially all the eye wash fluid has been dispensed from the flexible containers 21, the platens 14 are in their lower position and the emergency use of the eye wash station 10 has been completed.

[0057] To prepare the eye wash station 10 for another potential emergency, service personnel discard the waste fluid collected in the tank 48, discard the used eye wash fluid delivery system, and load a fresh eye wash fluid delivery system into the housing 12. To remind the service personnel that the used eye wash station 10 is in need of servicing, the tank 48 is preferably printed with such language as "UNIT DISCHARGED" or "UNIT DISCHARGED - SERVICE IMMEDIATELY" (FIGS. 1 and 2). This language is hidden by the housing 12 prior to use of the station 10 (FIG. 6), but is exposed following use of the station 10.

[0058] To discard the waste fluid collected in the tank 48, the tank 48 is provided with an integral valve 106 at its lower end for draining the waste fluid from the tank 48 into a conventional waste container positioned beneath the tank 48 (FIGS. 1-7). Opening the valve 106 permits the waste fluid to empty into the waste container. To prevent the service personnel from forgetting to close the valve 106 after emptying the waste fluid from the tank 48, the valve 106 may be a self-closing valve. If the valve 106 is self-closing, the service personnel must hold the valve 106 while draining the waste fluid from the tank 48. Alternatively, the valve 106 may be designed with a lever which only permits the tank 48 to be lifted upward into the housing 12 when the lever is in the closed position. When the valve 106 is in the open position, the lever interferes with the housing 12 when the service personnel attempt to raise the tank 48 upward into the housing 12. When the valve 106 is in the closed position, the lever clears the housing 12 when the tank 48 is lifted upward.

[0059] To discard the used eye wash fluid delivery system, the cover 16 is slidably removed from the housing 12 to permit access to the interior of the housing 12. Next, the tank 48 is lifted upward into the housing 12 until the latches 94 engage the respective catches 96 in the rear support 52. Since the tank 48 is connected to the platens 14 via the rear support 52, lifting the tank 48 effectively moves the platens 14 from their lower position to their upper position. Engagement of the catches 96 by the respective latches 94 maintains the platens 14 in their upper position. The lower nozzle bodies 78 of the nozzles 22 are then slidably disengaged from their respective slots 34, and the straps 92 are disconnected from the actuation door 18 to detach the upper pressure plates 76 of the nozzles 22 from the door 18. After detaching the engageable components of the used delivery system from the housing 12, all the components of the used delivery system, including the boxes 20, the substantially empty flexible containers 21, the hoses 24, the upper pressure plates 76, the lower nozzle bodies 78, and the straps 92, are discarded.

[0060] After discarding the used delivery system, a fresh (unused) eye wash fluid delivery system is loaded into the housing 12 (FIGS. 4-6). Since the procedure for loading the delivery system into the housing 12 is described above, it will not be repeated in detail herein. It suffices to state that new boxes 20 holding new flexible containers 21 containing fresh eye wash fluid are placed
within the housing 12 on the shelf 26 beneath the respective platens 14, and new nozzles 22 are slidably mounted to the frontal nozzle mount 32. Next, the cover 16 is mounted to the housing 12 to disengage the latches 94 from the respective catches 96 and cause the platens 14 to drop onto the new flexible containers 21. Finally, the actuation door 18 is closed, and new straps 92 extending from the new nozzles 22 are fastened to the actuation door 18. The eye wash station 10 is now ready for emergency use.

[0061] The eye wash station 10 is manufactured using conventional plastic molding techniques. For example, the housing 12, the platens 14, the cover 16, and the actuation door 18 are composed of plastic and are manufactured using conventional rotational molding or blow molding techniques. The nozzles 22 are composed of molded plastic and are manufactured using conventional injection molding techniques. The straps 92 are preferably labelled with a batch identification number and an expiration date to provide a means for informing the user of the freshness of the eye wash fluid in the flexible containers 21.

[0062] While the present invention has been described with reference to one or more particular embodiments, those skilled in the art will recognize that many changes may be made thereto without departing from the spirit and scope of the present invention.

[0063] For example, the pair of platens 14 may be replaced with a single large platen attached to the rear support 52 of the reservoir 46 by one or more elongated members akin to the elongated members 56. These elongated members extend through corresponding vertical slots formed in the rear wall 30 of the housing 12, where the vertical slots permit vertical movement of the elongated members relative to the housing 12. In this embodiment, the pair of boxes 20 containing the respective flexible containers 21 are replaced with a single box containing a single flexible container. If a single flexible container is employed, the pair of nozzles 22 may be replaced with a single elongated nozzle slidably mounted to a single elongated slot formed in the frontal nozzle mount 32 of the housing 12. This single nozzle is interconnected to the single flexible container by a single flexible hose.

[0064] Furthermore, other pressure application techniques may be used to maintain pressure on the flexible containers 21 and thereby maintain a constant flow of the eye wash fluid dispensed from the nozzles 22. FIGs. 21a, for example, schematically depicts a single nozzle support method where the flexible containers 21 are raised as the eye wash fluid is dispensed therefrom. The flexible containers 21 sit on a movable shelf 108 hanging from a stationary top wall 110 by extension springs 112. The springs 112 force the shelf 108 upward, and the shelf 108, in turn, presses the flexible containers 21 against the stationary top wall 110. Raising the shelf 108 upward as the fluid is dispensed from the flexible containers 21 maintains the head height of the fluid at its initial level relative to the nozzles, thereby maintaining a constant fluid flow rate. FIG. 21b schematically depicts a single gas cylinder-lifted support method where the extension springs 112 in FIG. 21a are replaced with gas cylinders 114 which force the shelf 108 upward so that the shelf 108 presses the flexible containers 21 against the stationary top wall 110. Once again, the fluid head height is maintained at a constant level relative to the nozzles. FIG. 21c schematically depicts a spring-lifted hinged shelf method where the flexible containers 21 sit on respective shelves 116 hingedly connected to respective opposing side walls 118. The hinges are designed to prevent the shelves 116 from rotating below the horizontal position in FIG. 21c. The inner edges of the shelves 116 are attached to the respective side walls 118 by respective extension springs 120. As the eye wash fluid drains from the flexible containers 21, the springs rotate the shelves 116 in the direction of the arrows so that the shelves 116 press the flexible containers 21 against the top wall 110 and the respective side walls 118. FIG. 21d schematically depicts a CO2 bladder method where a bladder 122 is positioned between the flexible containers 21 sitting on the stationary shelf 108. The bladder 122 slowly expands to maintain pressure on the flexible containers 21 as the eye wash fluid is drained therefrom.

[0065] Yet another technique for maintaining a constant fluid flow rate is schematically illustrated in FIG. 22. In this technique, pressure is not applied to the flexible containers 21. Rather, a deformable flow restrictor 126 is connected in the fluid flow path between each flexible container 21 and the associated nozzle 22. For example, as depicted in FIG. 22, the deformable flow restrictor 126 may be connected to the nozzle 22, and the hose 24 may, in turn, be connected to an input end of the deformable flow restrictor 126. To maintain a constant fluid flow rate as the fluid pressure decreases, the deformable flow restrictor 126 contains a flexible valve which gradually deforms (opens) as indicated by the arrows in FIG. 22.

[0066] The self-contained delivery system depicted in FIG. 23 may be used as a stand alone eye wash system. As illustrated in FIG. 23, in such a stand alone system, the box 20 holding a fluid-filled flexible container is hung on a wall or in a vehicle using a hanging strap 128. The nozzle 22 is mounted to the box 20 using a retainer clip 130. The actuation strap 92 is affixed to the box by adhesive or the like. When the stand alone system is needed, the user grabs onto the nozzle 22 or hose 24 and pulls, thereby breaking the seal band 86 and detaching the pressure plate 76 from the lower nozzle body 78. The user holds the lower nozzle body 78 in one hand while rinsing his or her eye(s). It should be understood that the stand alone system in FIG. 23 is preferably employed as a secondary eye wash station which would allow the user to quickly flush his or her eyes until he or she has access to a primary eye wash station, such as the eye wash station in FIG. 6. An advantage of the
stand alone system in FIG. 23 is that it can be readily carried in a vehicle or to a remote site.

To permit the eye wash station 10 to be used in cold-temperature environments, the eye wash station 10 may be provided with heating elements to maintain the eye wash fluid in a comfortable temperature range 21.1°C - 26.7°C (70-80°F) and prevent freezing thereof. These heating elements may be plate heaters arranged to heat the entire interior of the eye wash station 10 so that the nozzles 22, the hoses 24, and the flexible containers 21 are kept warm. Additionally, an insulating jacket with a movable flap (for activation) may cover the exterior of the eye wash station 10.

Each of these embodiments and obvious variations thereof is contemplated as falling within the spirit and scope of the claimed invention, which is set forth in the following claims.

Claims

1. A self-contained emergency eye wash station (10) for dispensing eye wash fluid with a flexible container (21) containing the eye wash fluid and a nozzle in fluid communication with said flexible container (21) and dispensing the eye wash fluid from said flexible container, characterised by a reservoir (46) collecting the eyewash fluid dispensed from said nozzle (22) and means (14, 108, 112, 114, 116, 120, 121) coupled to said flexible container for applying pressure to said flexible container (21) to cause the eye wash fluid to be dispensed from said nozzle at a constant flow rate.

2. The eye wash station of claim 1, characterised in that said means for applying pressure to said flexible container (21) includes a platen (14) connected to said reservoir (46) and located immediately above the flexible container, said platen applying a downward force to the flexible container proportional to a weight of the eye wash fluid collected in the reservoir.

3. The eye wash station according to claim 1 or 2, characterised by a housing (12) supporting the flexible container (21) and supporting said nozzle (22) with said platen being slidably movable relative to said housing (12).

4. The eye wash station according to one of the previous claims, characterised in that said platen (14) is connected to said reservoir (46) via a slot (58) formed in said housing (12) such that said platen is movable relative to said housing between an upper position and a lower position, said slot (58) guiding the movement of said platen between said upper and lower positions.

5. The eye wash station according to one of the previous claims, characterised in that said housing (12) includes a drain (38) capturing the eye wash fluid dispensed from said nozzle (22), wherein said reservoir (46) collects the eye wash fluid captured by said drain with said reservoir being slidably mounted to said housing (12).

6. The eye wash station according to one of the previous claims, characterised in that said housing (12) includes a generally horizontal base (26) and a generally vertical first wall (30) extending upwardly from said base, said base supporting said flexible container (21), said vertical first wall (30) forming said generally vertical guide slot (58), and wherein said platen (14) includes an elongated member (56) extending through said guide slot (58) and connected to said reservoir (46), said elongated member (56) being vertically slideable through said guide slot (58) to move said platen (14) between the upper and lower positions.

7. The eye wash station according to claim 6, characterised in that said housing (12) includes a generally vertical second wall (54) substantially parallel to said first wall (30), said first and second walls being spaced from each other to form a narrow cavity therebetween, and wherein said reservoir (46) includes a generally vertical member (52) extending within said cavity, movement of said reservoir relative to said housing causing said vertical member to slide within said cavity.

8. The eye wash station according to one of the previous claims, characterised in that said housing (12) forms a mounting element (32) and said nozzle (22) is removably engaged to said mounting element.

9. The eye wash station according to one of the previous claims, characterised in that said housing (12) includes a latch (94) releasably coupled to said platen, said latch holding said platen in an upper position while coupled to said platen (14), said latch releasing said platen and permitting downward movement of said platen to a lower position in response to the actuation of said latch.

10. The eye wash station according to claim 9, characterised in that a cover (16) is removably mounted to said housing (12), wherein mounting of said cover to said housing causing said latch to be actuated.

11. The eye wash station according to one of the previous claims, characterised in that said nozzle (22) is switchable from an initial sealed condition to an open condition, said initial sealed condition prohibiting the dispensation of the eye wash fluid from
said nozzle, said open condition permitting the dispensation of the eye wash fluid from said nozzle, and further including an actuation door (18) pivotally mounted to said housing (12) between a closed position and an open position, said actuation door being connected to said nozzle (22) such that pivotal movement of said actuation door from said closed position to said open position causes said nozzle to switch from said initial sealed condition to said open condition.

12. The eye wash station according to one of the previous claims, characterised in that said flexible container (21) includes an outlet (72) in fluid communication with an inlet (74) of said nozzle (22) for receiving the eye wash fluid from the container (21) and for supplying said fluid from said inlet to a plurality of apertures (82) formed in said nozzle (22), wherein said nozzle is switchable from an initial sealed condition blocking said apertures (82) to an open condition exposing said apertures.

13. The eye station according to claim 12, characterised in that flexible hose (24) extends from said outlet (72) of said flexible container (21) to said inlet (74) of said nozzle (22).

14. The eye station according to one of the previous claims, characterised in that a seal element (86) is removably coupled to said nozzle (22), said seal element firmly maintaining said nozzle in said initial sealed condition, and further including a seal-breaking element (92) coupled to said seal element for breaking said seal element and switching said nozzle to said open condition.

15. The eye wash station according to one of the previous claims, characterised in that said nozzle (22) includes an upper pressure plate (76) and a lower nozzle body (78), said inlet (74) and plurality of apertures (82) formed in said lower nozzle body (78), wherein said upper pressure plate (76) is detachably linked to said lower nozzle body to switch the nozzle from said sealed to said open condition.

16. The eye wash station according to claim 15, characterised in that said seal element (86) firmly secures said upper pressure plate (76) to said lower nozzle body (78) in said initial sealed condition such that said upper pressure plate blocks said apertures (82) formed in said lower nozzle body (78), and that said seal-breaking element (92) is an actuation element coupled to said seal element (86) for removing it from said nozzle (22).

17. The eye wash station according to one of the previous claims, characterised in that said actuation element (92) includes an actuation strap fixedly attached to said upper pressure plate (76), and that said seal element (86) is removed from said nozzle in response to pulling said actuation strap relative to said seal element.

18. The eye wash station according to one of the previous claims, characterised in that said nozzle (22) forms a pair of opposing mounting grooves (36) slidably mounted to a slot (34) formed in a nozzle support (32).

19. The eye wash station according to claim 18, characterised in that said grooves (36) are formed by said lower nozzle body (78).

20. The eye wash station according to one of the previous claims, characterised in that it further includes a tank (48) containing said flexible container (21).

21. The eye wash station according to one of the previous claims, characterised in that said upper pressure plate (76) includes a gasket (90) blocking said apertures (82) formed in said lower nozzle body (78).

22. The eye wash station according to one of the previous claims, characterised in that said pressure applying means includes a movable shelf (108, 116) and at least one spring (112, 120) coupled to said shelf, said flexible container (21) being disposed on said shelf.

23. The eye wash station according to claim 22, characterised by a housing wherein said spring (112, 120) extends between a wall (110) of said housing and said shelf (108, 116), said spring forcing said shelf to press said flexible container against said housing.

24. The eye wash station according to one of the previous claims 1 to 21, characterised in that said pressure applying means includes a movable shelf (108) and at least one gas cylinder (114) coupled to said shelf, said flexible container being disposed on said shelf.

25. The eye wash station according to claim 24, characterised by a housing wherein said gas cylinder (114) extends between a wall of said housing and said shelf (108), said gas cylinder forcing said shelf to press said flexible container against said housing.

26. The eye wash station according to one of the previous claims 1 to 22, characterised in that said pressure applying means includes a shelf (108) with said flexible container being disposed thereon and an expandable bladder (122) adjacent to said flex-
ible container (21) such that said bladder applies pressure to said flexible container as said bladder expands.

**Patentansprüche**


2. Augen-Notwascheinrichtung nach Anspruch 1, dadurch gekennzeichnet, dass die Einrichtung zum Aufbringen von Druck auf den flexiblen Behälter (21) eine Platte (14) aufweist, die mit dem Reservoir (46) verbunden ist und direkt oberhalb des flexiblen Behälters angeordnet ist, wobei die Platte eine nach unten gerichtete Kraft auf den flexiblen Behälter proportional zum Gewicht des in dem Reservoir angesammelten Augenwaschfluids aufbringt.

3. Augen-Notwascheinrichtung nach Anspruch 1 oder 2, gekennzeichnet durch ein Gehäuse (12) zur Lagerung des flexiblen Behälters (21) und der Düse (22), wobei die Platte gleitend relativ zum Gehäuse (12) bewegbar ist.


5. Augen-Notwascheinrichtung nach einem der vorangehenden Ansprüche, dadurch gekennzeichnet, dass das Gehäuse (12) einen Ablass (38) zum Auffangen des von der Düse (22) abgegebenen Augenwaschfluids aufweist, wobei das Reservoir (46) das von dem Ablass aufgefangene Augenwaschfluid sammelt und gleitfähig relativ zum Gehäuse (12) angebracht ist.

6. Augen-Notwascheinrichtung nach einem der vorangehenden Ansprüche, dadurch gekennzeichnet, dass das Gehäuse (12) eine im Wesentlichen horizontale Basis (26) und eine im Wesentlichen vertikale erste Wand (30) aufweist, welche Wand sich von der Basis nach oben erstreckt, wobei die Basis den flexiblen Behälter (21) lagert, die vertikale erste Wand (30) den im Wesentlichen vertikalen Führungsschlitz (58) aufweist und die Platte (14) ein langgestrecktes Bauteil (56) aufweist, das sich durch den Führungsschlitz (58) erstreckt und mit dem Reservoir (46) verbunden ist, wobei das langgestreckte Bauteil (56) durch den Führungsschlitz (58) vertikal gleitfähig ist, um die Platte (14) zwischen oberer und unterer Position zu bewegen.

7. Augen-Notwascheinrichtung nach Anspruch 6, dadurch gekennzeichnet, dass das Gehäuse (12) eine im Wesentlichen vertikale zweite Wand (54) aufweist, die in etwa parallel zur ersten Wand (30) ist, wobei erste und zweite Wand voneinander unter Bildung eines engen, zwischen diesen angeordneten Hohlrums beabsichtigt sind und wobei das Reservoir (46) ein im Wesentlichen vertikales Bauteil (52) umfasst, das sich innerhalb des Hohlrums erstreckt, wobei eine Bewegung des Reservoirs relativ zum Gehäuse ein Gleiten des vertikalen Bauteils innerhalb des Hohlrums verursacht.

8. Augen-Notwascheinrichtung nach einem der vorangehenden Ansprüche, dadurch gekennzeichnet, dass das Gehäuse (12) ein Montageelement (32) bildet und die Düse (22) lösbar am Montageelement angebracht ist.


10. Augen-Notwascheinrichtung nach Anspruch 9, dadurch gekennzeichnet, dass eine Abdeckung (16) lösbar am Gehäuse (12) angebracht ist, wobei ein Anbringen der Abdeckung am Gehäuse eine Betätigung des Riegels verursacht.
11. Augen-Notwascheinrichtung nach einem der vorangehenden Ansprüche, dadurch gekennzeichnet, dass die Düse (22) von einem anfänglich abgedichteten Zustand in einen geöffneten Zustand umschaltbar ist, wobei der anfänglich abgedichtete Zustand ein Abgeben des Augenwaschfluids von der Düse verhindert und der offene Zustand die Abgabe des Augenwaschfluids von der Düse erlaubt, und dass weiterhin eine Betätigungstür (18) am Gehäuse (12) zwischen einer geschlossenen Stellung und einer offenen Stellung verschwenkbar angebracht ist, wobei die Betätigungstür mit der Düse (22) so verbunden ist, dass eine Schwenkbewegung der Betätigungstür aus der geschlossenen in die offene Stellung ein Schalten der Düse von dem anfänglich abgedichteten Zustand in den offenen Zustand verursacht.

12. Augen-Notwascheinrichtung nach einem der vorangehenden Ansprüche, dadurch gekennzeichnet, dass der flexible Behälter (21) einen Auslaß (72) in Fluidverbindung mit einem Einlass (74) der Düse (22) zur Aufnahme von Augenwaschfluid vom Behälter (21) und zur Zufuhr des Fluids vom Einlass zu einer Vielzahl von Öffnungen (82) in der Düse (22) aufweist, wobei die Düse aus einem anfänglich abgedichteten Zustand, in dem die Öffnungen (52) blockiert sind, in einen offenen Zustand unter Freigabe der Öffnungen schaltbar ist.

13. Augen-Notwascheinrichtung nach Anspruch 12, dadurch gekennzeichnet, dass ein flexibler Schlauch (24) sich vom Auslaß (72) des flexiblen Behälters (21) zum Einlass (74) der Düse (22) erstreckt.

14. Augen-Notwascheinrichtung nach einem der vorangehenden Ansprüche, dadurch gekennzeichnet, dass ein Abdichtelement (86) lösbar an der Düse (22) angebracht ist, wobei dieses Abdichtelement fest die Düse in ihrem anfänglich abgedichteten Zustand hält, und dass ein Abdichtaufbruchelement (92) mit dem Abdichtelement zum Aufbrechen dieses Abdichtelements und zum Umschalten der Düse in den offenen Zustand gekoppelt ist.

15. Augen-Notwascheinrichtung nach einem der vorangehenden Ansprüche, dadurch gekennzeichnet, dass die Düse (22) eine obere Druckplatte (76) und einen unteren Düsenkörper (78) aufweist, Einlass (74) und Vielzahl von Öffnungen (82) in dem unteren Düsenkörper (78) gebildet sind und die obere Druckplatte (76) lösbar mit dem unteren Düsenkörper verbunden ist, um die Düse von dem abgedichtigten in den offenen Zustand zu schalten.

16. Augen-Notwascheinrichtung nach Anspruch 15, dadurch gekennzeichnet, dass das Abdichtelement (86) fest die obere Druckplatte (76) mit dem unteren Düsenkörper (78) in dem anfänglich abgedichteten Zustand verbindet, so dass die obere Druckplatte die in dem unteren Düsenkörper (78) gebildeten Öffnungen (82) blockiert, und dass das Abdichtaufbrechelement (92) ein mit dem Abdichtelement (86) gekoppeltes Betätigungselement zum Entfernen des Abdichtelements von der Düse (22) ist.

17. Augen-Notwascheinrichtung nach einem der vorangehenden Ansprüche, dadurch gekennzeichnet, dass das Betätigungselement (92) einen Betätigungstreifen aufweist, der fest an der oberen Druckplatte (76) angebracht ist, und das Abdichtelement (86) von der Düse durch Ziehen des Betätigungstreifens relativ zum Abdichtelement entfernt.

18. Augen-Notwascheinrichtung nach einem der vorangehenden Ansprüche, dadurch gekennzeichnet, dass die Düse (22) ein Paar von gegenüberliegenden Montagenuten (36) bildet, welche gleitfähig an einem Schlitz (34) in einem Düsenträger (32) angebracht sind.

19. Augen-Notwascheinrichtung nach Anspruch 18, dadurch gekennzeichnet, dass die Nuten (36) durch den unteren Düsenkörper (78) gebildet sind.

20. Augen-Notwascheinrichtung nach einem der vorangehenden Ansprüche, dadurch gekennzeichnet, dass die Einrichtung weiterhin einen Tank (48) aufweist, der den flexiblen Behälter (21) enthält.

21. Augen-Notwascheinrichtung nach einem der vorangehenden Ansprüche, dadurch gekennzeichnet, dass die obere Druckplatte (76) ein Abdichtelement (90) zur Blockierung der in dem unteren Düsenkörper (78) gebildeten Öffnungen (82) aufweist.


26. Augen-Notwascheinrichtung nach einem der vorangehenden Ansprüche 1 bis 22, dadurch gekennzeichnet, dass die Druckaufbringeinrichtung ein Brett (108), auf dem der flexible Behälter angeordnet ist, und eine expandierbare Blase (122) aufweist, welche benachbart zum flexiblen Behälter (21) so angeordnet ist, dass die Blase einen Druck bei Expansion der Blase auf den flexiblen Behälter ausübt.

Revendications

1. Dispositif autonome de lavage oculaire d'urgence (10) pour distribuer du fluide de lavage oculaire avec un conteneur flexible (21) contenant le fluide de lavage oculaire et une tuyère en communication fluidique avec ledit conteneur flexible (21) et délivrant le fluide de lavage oculaire à partir dudit conteneur flexible, caractérisé par un réservoir (46) collectant le fluide de lavage oculaire délivré à partir de ladite tuyère (22) et des moyens (14, 108, 112, 114, 116, 120, 121) couplés audit conteneur flexible pour appliquer une pression audit conteneur flexible (21) pour provoquer la livraison du fluide de lavage oculaire à partir de ladite tuyère à un débit constant.

2. Dispositif de lavage oculaire selon la revendication 1, caractérisé en ce que lesdits moyens pour appliquer une pression audit conteneur flexible (21) comprennent un plateau (14) connecté audit réservoir (46) et situé immédiatement au-dessus du conteneur flexible, ledit plateau appliquant une force descendante sur le conteneur flexible qui est proportionnelle à un poids du fluide de lavage oculaire collecté dans le réservoir.

3. Dispositif de lavage oculaire selon la revendication 1 ou 2, caractérisé en ce que ledit plateau (14) est connecté audit réservoir (46) via une fente (58) formée dans ledit logement (12) de sorte que ledit plateau soit mobile par rapport audit logement entre une position supérieure et une position inférieure, ladite fente (58) guidant le mouvement dudit plateau entre lesdites positions supérieure et inférieure.

4. Dispositif de lavage oculaire selon l'une quelconque des revendications précédentes, caractérisé en ce que ledit plateau (14) est connecté via une fente (58) portant ledit plateau entre une position supérieure et une position inférieure, ladite fente (58) guidant le mouvement dudit plateau entre lesdites positions supérieure et inférieure.

5. Dispositif de lavage oculaire selon l'une quelconque des revendications précédentes, caractérisé en ce que ledit plateau (14) est connecté audit réservoir (46) via une fente (58) formée dans ledit logement (12) de sorte que ledit plateau soit mobile par rapport audit logement entre une position supérieure et une position inférieure, ladite fente (58) guidant le mouvement dudit plateau entre lesdites positions supérieure et inférieure.

6. Dispositif de lavage oculaire selon l'une quelconque des revendications précédentes, caractérisé en ce que ledit logement (12) comprend une base généralement horizontale (26) et une première paroi généralement verticale (30) s’étendant vers le haut à partir de ladite base, ladite base supportant ledit conteneur flexible (21), ladite première paroi verticale (30) formant ladite fente de guidage généralement verticale (58), et dans laquelle ledit plateau (14) comprend un élément allongé (56) s’étendant à travers ladite fente de guidage (58) et connecté avec un réservoir (46), ledit élément allongé (56) pouvant coulisser de manière verticale à travers ladite fente de guidage (58) pour déplacer ledit plateau (14) entre les positions supérieure et inférieure.

7. Dispositif de lavage oculaire selon la revendication 6, caractérisé en ce que ledit logement (12) comprend une seconde paroi généralement verticale (54) sensiblement parallèle à ladite première paroi (30), lesdites premières et secondes parois étant espacées l’une de l’autre pour former une cavité étroite entre celles-ci, et dans laquelle ledit réservoir (46) comprend un élément généralement vertical (52) s’étendant à l’intérieur de ladite cavité, le mouvement dudit réservoir par rapport audit logement provoquant le coulissemment dudit élément vertical.
à l'intérieur de ladite cavité.

8. Dispositif de lavage oculaire selon l'une quelconque des revendications précédentes, **caractérisé en ce que** ledit logement (12) forme un élément de montage (32) et ladite tuyère (22) est mise en prise de manière amovible avec ledit élément de montage.

9. Dispositif de lavage oculaire selon l'une quelconque des revendications précédentes, **caractérisé en ce que** ledit logement (12) comprend un loquet (94) coupé de manière détachable audit plateau, ledit loquet maintenant ledit plateau dans une position supérieure tout en étant coupé audit plateau (14), ledit loquet relâchant ledit plateau et permettant un mouvement descendant dudit plateau vers une position inférieure en réponse à l'actionnement dudit loquet.

10. Dispositif de lavage oculaire selon la revendication 9, **caractérisé en ce qu'un dispositif de couverture (16) est monté de manière amovible sur ledit logement (12), dans laquelle le montage dudit dispositif de couverture sur ledit logement provoque l'actionnement dudit loquet.**

11. Dispositif de lavage oculaire selon l'une quelconque des revendications précédentes, **caractérisé en ce que** ladite tuyère (22) peut être commutée d'un état scellé initial à un état ouvert, ledit état scellé initial empêchant la distribution du fluide de lavage oculaire à partir de ladite tuyère, ledit état ouvert permettant la distribution du fluide de lavage oculaire à partir de ladite tuyère, et comprenant en outre une porte d'actionnement (18) montée de manière pivotante sur ledit logement (12) entre une position fermée et une position ouverte, ladite porte d'actionnement étant connectée à ladite tuyère (22) de sorte que le mouvement de pivot de ladite porte d'actionnement de ladite position fermée vers ladite position ouverte provoque la commutation de ladite tuyère dudit état scellé initial vers ledit état ouvert.

12. Dispositif de lavage oculaire selon l'une quelconque des revendications précédentes, **caractérisé en ce que** ledit conteneur flexible (21) comprend une sortie (72) qui est en communication fluidique avec une entrée (74) de ladite tuyère (22) pour recevoir le fluide de lavage oculaire à partir du conteneur (21) et pour délivrer ledit fluide à partir de ladite entrée vers une pluralité d'ouverture (82) formées dans ladite tuyère (22), dans laquelle ladite tuyère peut être commuée d'un état scellé initial bloquant lesdites ouvertures (82) vers un état ouvert exposant lesdites ouvertures.

13. Dispositif oculaire selon la revendication 12, **caractérisé en ce qu'un tuyau flexible (24) s'étend à partir de ladite sortie (72) dudit conteneur flexible (21) vers ladite entrée (74) de ladite tuyère (22).**

14. Dispositif oculaire selon l'une quelconque des revendications précédentes, **caractérisé en ce qu'un élément de scellement (86) est coupé de manière amovible à ladite tuyère (22), ledit élément de scellement maintenant fermement ladite tuyère dans ledit état scellé initial, et comprenant en outre un élément de rupture de scellement (92) qui est coupé audit élément de scellement pour rompre ledit élément de scellement et commuter ladite tuyère dans ledit état ouvert.

15. Dispositif de lavage oculaire selon l'une quelconque des revendications précédentes, **caractérisé en ce que** ladite tuyère (22) comprend une plaque de pression supérieure (76) et un corps de tuyère inférieur (78), ladite entrée (74) et ladite pluralité d'ouvertures (82) étant formées dans ledit corps de tuyère inférieur (78), dans laquelle ladite plaque de pression supérieure (76) est liée de manière détachable audit corps de tuyère inférieur pour commuter ladite tuyère dudit état scellé vers l'état ouvert.

16. Dispositif de lavage oculaire selon la revendication 15, **caractérisé en ce que** ledit élément de scellement (86) fixe fermement ladite plaque de pression supérieure (76) audit corps de tuyère inférieur (78) dans ledit état scellé initial de sorte que ladite plaque de pression supérieure bloque lesdites ouvertures (82) formées dans ledit corps de tuyère inférieur (78), et de sorte que ledit élément de rupture de scellement (92) soit un élément d'actionnement coupé audit élément de scellement (86) pour le retirer de ladite tuyère (22).

17. Dispositif de lavage oculaire selon l'une quelconque des revendications précédentes, **caractérisé en ce que** ledit élément d'actionnement (92) comprend une bande d'actionnement qui est attachée de manière fixe à ladite plaque de pression supérieure (76), et **en ce que** ledit élément de scellement (86) est retiré de ladite tuyère en réponse à la traction de ladite bande d'actionnement par rapport audit élément de scellement.

18. Dispositif de lavage oculaire selon l'une quelconque des revendications précédentes, **caractérisé en ce que** ladite tuyère (22) forme une paire de rainures de montage opposées (36) montées de manière coulissante au niveau d'une fente (34) formée dans un support de tuyère (32).

19. Dispositif de lavage oculaire selon la revendication 18, **caractérisé en ce que** lesdites rainures (36) sont formées par ledit corps de tuyère inférieur (78).
20. Dispositif de lavage oculaire selon l’une quelconque des revendications précédentes, **caractérisé en ce qu’elle comprend en outre un réservoir (48) contenant ledit conteneur flexible (21).**

21. Dispositif de lavage oculaire selon l’une quelconque des revendications précédentes, **caractérisé en ce que** ladite plaque de pression supérieure (76) comprend un joint d’étanchéité (90) bloquant lesdites ouvertures (82) formées dans ledit corps de tuyère inférieur (78).

22. Dispositif de lavage oculaire selon l’une quelconque des revendications précédentes, **caractérisé en ce que** lesdits moyens d’application de pression comprennent une tablette mobile (108, 116) et au moins un ressort (112, 120) couplé à ladite tablette, ledit conteneur flexible (21) étant disposé sur ladite tablette.

23. Dispositif oculaire selon la revendication 22, **caractérisé par** un logement dans lequel ledit ressort (112, 120) s’étend entre une paroi (110) dudit logement et ladite tablette (108, 116), ledit ressort forçant ladite tablette à presser ledit conteneur flexible contre ledit logement.

24. Dispositif oculaire selon l’une quelconque des revendications 1 à 21, **caractérisé en ce que** les moyens d’application de pression comprennent une tablette mobile (108) et au moins un cylindre à gaz (114) couplé à ladite tablette, ledit conteneur flexible étant disposé sur ladite tablette.

25. Dispositif de lavage oculaire selon la revendication 24, **caractérisé par** un logement dans lequel ledit cylindre à gaz (114) s’étend entre une paroi dudit logement et ladite tablette (108), ledit cylindre à gaz forçant ladite tablette à presser ledit conteneur flexible contre ledit logement.

26. Dispositif de lavage oculaire selon l’une quelconque des revendications 1 à 22, **caractérisé en ce que** lesdits moyens d’application de pression comprennent une tablette (108), ledit conteneur flexible étant disposé sur celle-ci et une vessie extensible (122) adjacente audit conteneur flexible (21) de sorte que la vessie applique une pression sur ledit conteneur flexible à mesure que ladite vessie s’étend.
FIG. 1

UNIT DISCHARGED
SERVICE IMMEDIATELY