Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention.)
Description

Technical Field

[0001] The present invention relates to a method of and an apparatus for forming an article having load bearing capabilities according to the preamble of claim 1 and claim 21 respectively.

[0002] The invention has been developed for applying structural coverings to helmets and will be described herein-after with reference to that and other applications. However, it will be appreciated that the invention is not limited to those particular fields of use. As will be explained hereafter the invention is also applicable to other articles including pallets, cooling chests or hot boxes, storage containers for fragile articles such as computers, and structural articles including building components and form work, especially in relation to the cool or hot storage of goods.

Background Art

[0003] Hitherto, bicycle helmets in particular have been constructed from a light weight energy absorbent material. Although such helmets provide some degree of protection they lack penetration resistance and as such are easily damaged in accidents at the first impact.

[0004] Additionally, such helmets are easily stained and discoloured by dirt, grease, oil and the like. As a result such helmets quickly become aesthetically displeasing.

[0005] To overcome the problems of discolouring, outer fabric coverings have been used. For example many lycca coverings are available which can be easily removed from the helmet and cleaned as required. Alternative arrangements include; an external plastics covering which is separately injection moulded, vacuumed formed or the like and subsequently abutted against the light weight helmet body and held by way of a surface adhesive or adhesive tape. Such methods of applying the covering are time consuming, either labour or capital intensive and produce a large number of defective units.

[0006] In particular answer to this problem, a separately vacuum formed or injection moulded covering has been inserted into the mould prior to the formation of the energy absorbent helmet body. Although the labour requirement is reduced, there is shrinkage of the body during the moulding process. Also the lack of adherence between the covering and body can result in a loose fit.

[0007] In addition, these coverings are only capable of extending to a mould line otherwise it would not be possible to withdraw the finished product from the mould.

[0008] The types of coverings available contribute minimally to the safety of the helmet as a whole and effectively only offer aesthetic advantages. Any impact performance is provided by the helmet body, and not the cover itself.

[0009] In the field of grand prix, motorcycle and moped helmets where higher impact forces are encountered, prior art helmets tend to be heavy and expensive. For example, it is known to utilise a polycarbonate or reinforced fibreglass outer shell and a separate inner liner which must be subsequently installed within the shell.

[0010] In other fields, the use of structural components in general requires utilising heavy and expensive materials such as timber, steel or the like. The weight and expense are often increased where corrosion resistance is important. Examples of such articles are pallets used in the transportation of goods and metal clad insulated enclosures such as coolers, refrigerators and the like. Furthermore, some materials such as timber used for pallets and for formwork for concrete and other materials that require support during curing, are becoming increasingly scarce and therefore expensive.

[0011] In other fields such as portable coolers or ice chests (such as those sold under the well known trade mark ESKY or ESKIE in Australia), the product suffers severely from a lack of mechanical strength. Such products have hitherto been moulded from expanded polystyrene and although of a low cost construction are easily cracked or broken. For example, a grown man cannot normally sit or stand on such a product without it breaking.

[0012] Further in the building arts it is known to use cellulose fibre cement buildings boards (which have replaced asbestos fibre cement or "fibro" boards). However such boards or cladding, whilst of low cost and adequate strength once installed, are liable to breakage during transport and installation. Furthermore, the appearance of such cladding is overwhelmingly drab and such cladding has not been able to compete with coloured metal cladding such as that sold under the Australian registered trade marks COLOURBOND and ZINCALUME. It would therefore be desirable if the structural strength and appearance of such building boards were improved.

[0013] FR-A-2507443 discloses a process for the production of safety helmets for motorcyclists and the like, and products produced by the process. The helmet comprises at least one layer of deformable material and at least one internal bielastic layer, preferably of thermoplastic, on the interior of an impact-resistant concave body. The shape of the internal elastic layer is conformed to that of the cavity of the intermediate layer.

[0014] US-A-4615438 discloses a helmet shell assembly and a method and apparatus for making it. The assembly is made by inserting a support member into a helmet shell, positioning the shell and support into a cavity of a forming
fixture, draping a sheet of softened thermoplastic material over one side of the shell, and trimming the sheet after it has set. The process is repeated to cover the other sides of the helmet shell.

[0015] DE-A-2404599 discloses a process for the production of sandwich panels by coating a foamed plastic core, preferably a polystyrene core, with a plastic foil, in which the foil is stretched at a temperature of at least 120°C before application.

[0016] BE 894104 and GB-A-2103468 disclose a process for finishing armoured resin products, particularly protective helmets, in which at least one layer or sheet of heated thermoplastic material is applied to the surface of the resin product. Pneumatic pressure is then applied to the sheet to cause it to adhere to the surface of the product. The sheet and product are then allowed to cool so that, in contracting, the layer penetrates and secures itself firmly to the surface of the product.

[0017] WO 93/21014 describes a process for helmet decorating, in which a decorative design is screen printed onto plastic sheeting then directly adhered to the outer surface of a helmet by vacuum forming.

[0018] US-A-3654012 is believed to represent the closest prior art to the present invention. It describes a method of making a composite plastic article in which a layer of thermoplastic material to a temperature at which it is thermally formable, and then thermally forming the heated sheet material against a shape defining thermoplastic body, preferably using differential gas pressure techniques.

[0019] It is an object of the present invention to substantially overcome or ameliorate at least some of these deficiencies of the prior art. In particular, it is an object of the present invention to provide a method and apparatus for forming load bearing articles with improved adherence between the external skin and the body, improved mechanical strength and shock absorbing properties, and a high strength to weight ratio.

[0020] These objectives are achieved by the present invention defined hereinbelow.

Summary of the Invention

[0021] According to a first aspect of the present invention there is disclosed a method of forming an article having load bearing capabilities from a shape defining interior member, said shape defining interior member being at least partially fluid permeable, and at least one external skin, said method comprising the steps of:

A) heating a thermoplastic sheet intended to form said external skin;

B) bringing the heated sheet alongside the shape defining interior member to overlie;

C) applying a fluid pressure differential between opposite sides of said shape defining interior member and said thermoplastic sheet to conform said thermoplastic sheet to the shape of said shape defining interior member and mutually engage same, air trapped between said thermoplastic sheet and said shape defining interior member passing through at least said shape defining interior member;

D) cooling said sheet or allowing same to cool;

characterised in that the fluid pressure differential is maintained until said thermoplastic sheet has cooled whereupon tensional forces arise in said sheet in all directions.

[0022] If desired, both, or all, surfaces of the interior member can be covered with a corresponding skin. The fluid is preferably gas rather than a liquid and air is especially useful.

[0023] According to a second aspect of the present invention there is disclosed apparatus for forming an article having load bearing capabilities from a shape defining interior member, said shape defining member being at least partially fluid permeable, and at least one external skin, said apparatus comprising:

A) a sheet holding device to hold a sheet of plastics material around its periphery or adjacent a pair of opposite edges thereof,

B) a former to hold and support a shape defining interior member,

C) translation means to move said former relative to said sheet holding device to move said sheet and shape defining interior member together,

D) heating means to heat a plastics sheet held in said sheet holding device to at least partially soften said sheet, and

E) pressure differential means to create a pressure differential between said sheet and member to conform said sheet to said member, so that air trapped between said thermoplastic sheet and said shape defining interior member passing through at least said shape defining interior member,

characterised in that said apparatus further comprises;

F) a cooling system which faces that surface of said sheet not engaged with said shape defining interior member, wherein said pressure differential means maintains the pressure differential until said thermoplastic sheet has cooled whereupon tensional forces arise in said sheet in all directions.
In accordance with a third aspect of the invention of the present invention there is provided an article having load bearing capabilities, said article being made in accordance with the method of the first aspect of the present invention.

Particular embodiments of the invention are the subject of the dependent claims.

The shape defining member or body is sufficiently permeable to allow air to be drawn through the body in response to the pressure differential. The preferred body is an open matrix material, although other embodiments include a plurality of spaced apart vents extending between the interior and exterior sides of the body to facilitate the confirming of the sheet to the exterior of the body.

Preferably also, the interior and exterior surfaces of the body terminate at a common peripheral edge and the sheet is brought into engagement with at least some of that edge. The sheet is also preferably brought into captive engagement with at least some of the interior side.

Preferably, the creation of a pressure differential involves the establishment of a negative pressure region on the interior side of the body. Alternatively, a positive pressure region can be established on the exterior side of the body. Both regions can also be simultaneously created.

Preferably, as the sheet cools (or is cooled) it tensionally engages the body. Preferably the sheet sufficiently raises the temperature of the immediately adjacent body surface to allow some softening thereof which in turn facilitates a laminate bonding, or composite union, or welding between the sheet and body. A rough or grained surface of the body creates an improved bond possibly due to increased closer frictional fit.

Preferably the shape defining member consists of expanded polystyrene, however, as will become more evident hereinafter with respect to the description of the preferred and other embodiments, depending on the application, the shape defining member can readily include other materials such as cardboard, particle board, cellulosic fibre cement timber, other forms of plastics and other porous or air permeable substances. Additionally the shape defining member can extend to include non-porous substances which have been rendered porous or air permeable by having a series of spaced holes or apertures placed therethrough or therein. By progressive application of the softened sheet to the member, the whole of the pressure ultimately comes to bear on both to a join therebetween.

Preferably, the sheet is selected from one or a combination of the following materials: acrylonitrile butadiene styrene; polyester; styrene; polycarbonate; PET; APET; PETG; PVC; copolymer polyester/polycarbonate; and HDPE.

Preferably, the sheet is cooled by passing cold air or the like over the completed article. A slower alternative, and therefore less desirable, is to simply let the article stand at room temperature. If the body is dense it is desirable to maintain heat to the sheet as it is being formed into its final shape. It is desirable to cool the sheet quickly when it reaches its final shape to prevent subsequent expansion of the individual beads of any EPS body, these beads being essentially welded together. If necessary a water spray can be used.

In one preferred form the exterior side of the body has applied thereto a heat activated bonding agent for furthering the engagement between the body and covering.

Preferably also, two or more coverings are sequentially formed on the body.

Several embodiments of the present invention will now be described with reference to the drawings in which:

Fig. 1 is an exploded perspective view showing a prior art method of assembly of a safety helmet,
Fig. 2 is a transverse cross sectional view of the partly assembled helmet of Fig. 1,
Fig. 3 is a view similar to Fig. 2 but illustrating the completed helmet,
Fig. 4 is a schematic elevation of the apparatus of the preferred embodiment,
Fig. 5 is an elevational view of the apparatus of Fig. 4 during an initial process step,
Fig. 6 is a view similar to Fig. 5 but illustrating the next process step,
Fig. 7 is a view similar to Fig. 6 but illustrating the next process step,
Fig. 8 is a view similar to Fig. 3 but illustrating the semi-completed helmet made in accordance with the apparatus of Figs. 4-7,
Fig. 9 is a schematic view of a portion of a sheet material,
Fig. 10 is a plan view of the lower portion of a two part pallet,
Fig. 11 is a transverse cross-sectional view taken along the line XI-XI of Fig. 10,
Fig. 12 is a cross-sectional view taken along the line XII-XII of Fig. 10,
Fig. 13 is an end view of the assembled pallet formed by two of the portions illustrated in Fig. 10,
Fig. 14 is a perspective, partially cut away, view of a dual purpose cooling chest or hot box fabricated in accordance with a further embodiment of the present invention,
Fig. 15 is a perspective view, partly in section, of one side of the base portion of the cooling chest of Fig. 14,
Fig. 16 is an exploded view of a corner portion of Fig. 15,
Referring now to Figs. 1-3, the prior art helmet is formed from three pieces namely an outer covering 2, an inner body 3, and a lower rim piece 4 (Fig. 3).

The prior art helmet suffers from a number of disadvantages not the least of which is that it is not particularly strong. Although the outer covering 2 provides some independent load distributing ability, it is not essentially strong in its own right and is often easily deformed, thereby giving rise to low penetration resistance. Furthermore, the assembly of the rim piece 4 is time consuming and the use of an adhesive tape to cover the narrow opening between the upper edge of the rim piece 4 and the lower edge of the outer covering 2 is both time consuming and gives rise to various design constraints as to the overall appearance of the helmet. Partial coming loose of the adhesive tape 7 is also normally the first sign of wear of such a helmet.

By utilising the apparatus illustrated in Fig. 4, a helmet which is superficially similar to, but structurally vastly different from, the helmet of Figs. 1-3, can be fabricated. As indicated in Fig. 4, the apparatus 10 takes the form of a support frame 11 on which is mounted a reciprocal former 12 which is reciprocated by means of pneumatic or hydraulic cylinders 13. Located above the former 12 is a clamping device 14 which is able to clamp a sheet 15 of plastics material around its periphery.

A heater 16 is mounted on wheels and is rollable along the support frame 11 so as to be either located above, or away from, the clamping device 14. Positioned above the clamping device 14 is a pair of nozzles 17 which are connected to an air pump 18. The nozzles 17 are reciprocal by means of pneumatic or hydraulic cylinders 19.

The heater 16 is retracted prior to the commencement of the next step. In places where the ambient temperature varies, or thicker sheets are used, preheating of the sheet to warm same can be used. In addition, both sides of the plastic sheet 15 is clamped in the clamping device 14 and the resistive heater 16 is rolled into position so as to warm the plastic sheet 15. After a predetermined time, the sheet 15 is heated to a desired temperature (typically 135°C). The heater 16 is then retracted prior to the commencement of the next step. In places where the ambient temperature varies, or thicker sheets are used, preheating of the sheet to warm same can be used. In addition, both sides of the sheet can be heated.

Next, as illustrated in Fig. 6 the former 12 is moved upwardly by the pneumatic or hydraulic cylinders 13 thereby pushing upwardly on the heated sheet 15 by means of a layer of air trapped between the sheet 15 and the inner body 33, and also the former 12. This deformation of the heated sheet 15 substantially thins the sheet 15 in a substantially uniform manner.
lower rim 34 of the inner body 33. The penetration of the sheet 15 into the aperture 6 is limited by the projections 23 on the former 12.

[0047] Continued application of the vacuum to former 12 also draws air through the material of the inner body 33 which is preferably air permeable. This ensures that any air or other gas, which may be trapped between the sheet 15 and the inner body 33 is removed whilst the sheet 15 is still hot and therefore partially liquid. The heat of the sheet 15 enables it to form its bond with the inner body 33. The pressure differential eliminates the possibility of any bubbles forming under the sheet 15. In addition, as best illustrated in Fig. 8, the continued application of vacuum to the underside of the sheet 15 draws the sheet 15 around the edge of the lower rim 34 in a continuous forming action. This applies a substantial tensional force acting in all directions within the sheet 15. As a consequence, great structural strength is imparted to the eventual covered article.

[0048] Next the vacuum is switched off as the forming process is by this stage substantially complete. In order to prevent excessive heating of the EPS body 33, as indicated in Fig. 7 the nozzles 17 are lowered by the action of the pneumatic or hydraulic cylinders 19 and cooling air 24 is passed over the upper surface of the sheet 15. This action prevents the sheet 15 unduly heating the expanded polystyrene of the inner body 33.

[0049] The resulting covered body 33 is illustrated in Fig. 8 after the former 12 has been retracted by pneumatic or hydraulic cylinders 19 and the sheet 15 removed from the clamping device 14. This enables the semi-finished (i.e. untrimmed) helmet to be removed and the remaining unwanted portions of the sheet 15 trimmed as necessary where indicated by dashed lines in Fig. 8.

[0050] Some preferred materials for the sheet 15 include acrylonitrile butadiene styrene (ABS), polyester, styrene and polycarbonate, or a combination of the foregoing. One particularly preferred material is amorphous polyester (APET). This material has high impact and tensile strengths and, in addition, is very durable. It is also resistant to oil and grease, gamma radiation and many solvents.

[0051] It will be appreciated by those skilled in the art that although the sheet 15 is brought into conforming engagement with the inner body 33 by means of application of a vacuum to the underside of the sheet 15, a similar result can be produced by the application of a positive pressure to the upper side of the sheet 15, the effect is to drive air through the inner body 33, rather than to draw the air through the body 33. One advantage of drawing air through the permeable inner body 33 is that in the event that the heat of the heated sheet 15 softens the EPS to the point where any gases, such as pentane, are liberated, then these gases can be safely evacuated via the tank 20 and air pump 21.

[0052] If desired, a bonding agent (preferably heat activated) can be applied to the outer surface of the inner body 33 in order to ensure a better bonding between the sheet 15 and inner body 33, however, generally speaking this is not necessary since the engagement is sufficiently intimate. Typically the thickness of the sheet 15 can range from 0.1 mm to 10 mm with preferred thicknesses being in the range 0.25 mm - 3 mm and preferably 0.5-0.7 mm for bicycle helmets. A total cycle time of approximately 10 -60 seconds is achievable. It will be apparent to those skilled in the art that multiple formers 12 can be provided relative to a single sheet 15, and that multiple stations can be provided, each of which increases the total output.

[0053] For those applications where a thicker sheet is used, or the permeability of the body 33 is reduced (for example because high density EPS is used) then a greater pressure differential can be created by applying a positive pressure to the upper surface of the sheet 15 and a vacuum to the lower surface of the sheet 15. The easiest way of pressurising the upper surface of the sheet 15 is by means of compressed air, however, a liquid can also be used.

[0054] In order to reduce the time taken for the covering to cool, the semi-finished, untrimmed, helmet is cooled by an air stream and more preferably a cold air stream.

[0055] An additional advantage of the above involves the provision for integral components within the helmet. For example, if the retention straps are installed before the covering is applied they will be captive retained between the shell and covering. This feature can be used to even greater advantage for motorcycle helmets where the mechanisms associated with the visor are able to be encased in the covering. When use is made of coverings which are water and chemical resistant they will effectively isolate these mechanisms from corrosion.

[0056] Further embodiments include threaded bushes which are embedded within body 33 prior to formation of the covering. Once the covering has been formed it can be appropriately pierced to allow attachment of articles to the helmet. For example, lights, battery packs, ear protectors, visors and the like are able to be appropriately removably attached.

[0057] The helmet formed from the abovementioned method can include further external coatings such as any one of a variety of epoxies or urethanes. Moreover, where the helmet is intended for high impact applications an additional high density shock absorbent layer is applied to covering 15 and the epoxy or urethane layer then applied to the exterior side of the high density layer.

[0058] In some embodiments, following the formation of covering 15 on body 33, a second like covering is formed by the same method. It has been found that the intimate engagement between two adjacent 0.75 mm coverings provides greater structural rigidity than a single 1.5 mm covering.

[0059] Use can be made of a heat activated or other adhesive between adjacent layers to further the laminate bond-
If required, the plastics sheet 15 can be coloured or included printed matter. Alternatively, separate printed material can be captively maintained between body 33 and a transparent covering 15. Alternatively the body 33 can be painted or printed upon prior to undergoing the process. Furthermore, the plastic sheet can be painted or printed upon after undergoing the process.

The intimate bonding between the outer layer and the inner member results in a very substantial structural strength being imparted to the combination. In addition, by the simple expedient of reversing the inner body 33, it is possible to apply a sheet 15 to both sides of the inner body 33. When this is done it is desirable to apply a bonding agent to the region where the two sheets 15 overlap. Where the inner body is curved, it is desirable to cover the concave surface first, and cover the convex surface second. If desired, a needle or like tube can be inserted through the first applied sheet 15 in order to assist in the application of a vacuum to the body 33 during the application of the second sheet 15. A body 33 having two covering sheets 15 is illustrated schematically in Fig. 9. It will be understood that the inner body 33 can be shaped into any desired form including strengthening ribs, corrugations and the like.

Consequently, extremely strong and durable, yet very light articles of almost any configuration can be fabricated. Such articles have excellent mechanical strengths and shock absorbing properties such as dent resistance. Good thermal resistance is also exhibited. The strength to weight ratio of such articles is extremely high and this has a number of advantages such as the reduction in freight costs by using such articles as a support for, or container for, goods to be transported.

As illustrated in Figs. 10-13, a pallet for use in the transportation and storage of goods, in particular by means of a forklift, can be fabricated. As illustrated in Fig. 13, the pallet 40 is formed from two identical halves 41 bolted together. One of the pallet halves 41 is illustrated in Fig. 10 in inverted form.

As will be apparent from Figs. 10-12, the outer surface of the pallet 41 is smooth save for recesses 42 which receive the head of a tightening bolt and its corresponding nut (not illustrated). The inner side of the pallet half is provided with eight strengthening ribs 43 arranged in an upright cross and diagonal cross configuration. A strengthening rib 44 is also provided extending around the periphery of the pallet half 41.

In the four corners of pallet half 41, four L-shaped bosses 45 are provided and five rectangular bosses 46 are provided in the centre of the pallet half 41 and at the centre of each side.

As will be apparent from Fig. 13, the pallet 40 is formed by opposing two like pallet halves 41 to thereby form the finished article.

It will also be apparent from Fig. 9 that the sandwich like material formed by use of two layers of plastic sheet 15 can be used to replace somewhat similar laminates, for example that formed by an outer layer of sheet steel and an inner plastics layer between which is located the insulating material of a domestic refrigerator. In accordance with another embodiment of the present invention, the material used to form the cabinet of the conventional domestic refrigerator can be replaced by material of the general character indicated in Fig. 9 and formed in accordance with one or more embodiments of the present invention. Clearly this enables embodiments of the present invention to be used in the construction of cool rooms, insulated storage rooms and the like where the laminated material can be used for the walls, floor and ceiling.

The concept of utilising the inner body 33 as an insulating material can be adapted in a straightforward manner in order to produce a light weight and portable cooling chest or hot box 51 as indicated in Fig. 14. Here the side walls, base, and lid are formed from expanded polystyrene, for example. Furthermore, the general principle can be extended still further by utilising the inner body 33, not as the thermally insulating material itself, but rather using the well known insulating properties of a vacuum. This is achieved by forming a vacuum between two "walls" each of which is formed from an inner body 33 and an outer covering 15. In this way a light but structurally strong "vacuum flask" of any convenient configuration and size can be fabricated.

Referring now to Fig. 15, there is shown, partly in section, such a cooling chest or hot box 151. In Fig. 16 there is shown an enlarged view of a portion of the side wall 50 of Fig. 15. The wall 50 is made from two box like structures comprising an inner box 52 and an outer box 53. The inner box 52 includes a low density EPS foam 54 coated with a sheet 55 as hereinbefore described. The outer box 53 takes the form of a high density EPS foam layer 56 covered with a sheet 57 utilising the methods as hereinbefore described. In between the two boxes 52, 53 there is formed a cavity 58. In one form of cooling chest, the cavity 58 can comprise air, and in a second form of cooling chest, the cavity 58 can be a vacuum. In order to secure the two boxes 52, 53 together, a suitable adhesive can be applied at 60 so as to join the boxes together. Where it is desired to form a vacuum in the cavity 58 the air in cavity 58 can first be pumped out and a sealant applied between the two sheets 55, 57 along the rim 61.

In Fig. 17, there is shown a side view, partly in section, of the cooling chest of Fig. 14. The structure of the base or floor of the cooling chest as is better illustrated in the exploded cross-sectional view of Fig. 18. Here it will be seen that the inner box 52 and outer box 53 include a number of protuberances 62, 63 which are designed to abut one another so as to provide support in a manner similar to that described with reference to the pallet of Figs. 10-13. By means of the protuberances 62, 63 the inner box 52 is supported by the outer box in a stable position.
5 [0071] It is not necessary for a chemical or heat related reaction to occur between the body and covering. For example, some embodiments make use of a heat activated adhesive for ensuring further intimate engagement while other embodiments rely only on the tensioned engagement between the body and covering. Moreover, if a thick covering is to be applied it is often advantageous to first apply a thin covering to protect the body from the heat required to form that second thick covering.

[0072] An alternative embodiment of the invention includes a thermal insulator on the exterior surface of body 1 to facilitate formation of thicker coverings or use of lower density EPS. Such coatings include paint based materials or less preferably reflective paints and metal foils. Other suitable materials would be known to those skilled in the art.

[0073] In this embodiment, the body and the covering provide shock absorption and penetration resistance properties respectively. It will be appreciated, however, that these properties are accentuated due to the unique tensioned engagement between the body and covering.

[0074] The covering is produced in a variety of thicknesses, for example, from 0.25mm up to about 3mm for helmets. However, much greater thicknesses can be used where greater penetration resistance is required. When using APET a covering thickness of 0.5-0.7mm is generally sufficient for helmets although thicknesses in the range of 0.1mm to 10mm are possible.

[0075] The body is able to be produced from a variety of materials. Where such materials are not sufficiently air permeable the body can be provided with a plurality of spaced apart vents to allow air to be drawn therethrough. However, it is also possible to simply draw air around the body from the space between the body and covering. The latter alternative will provide suitable products although of reduced structural strength in comparison to those embodiments utilising an air permeable body material.

[0076] Cycle times for the press apparatus of approximately 20-60 seconds are possible, although additional cooling time is required. There is no need to delay cooling of the covering as would be the case in prior vacuum forming processes. Moreover, it is preferred that immediately following formation of the covering layer that cooling of the helmet occurs by passing air, and preferably cold air, past the helmet. Moreover, it is preferred that the covering is at a temperature well below the melting point of the sheet material before the pressure differential is removed.

[0077] The above property of the method according to the invention allows coverings to be selected which would otherwise not be suited to vacuum forming. For example, very thin coverings or materials having a high thermal conductivity. Any shrinkage which may occur provides for a more effective engagement between the covering and body.

[0078] The choice of material composition of sheet covering is dependent upon the end use of the product. Insofar as helmets are concerned it has been found that PET is well suited as it offers a covering which is highly resilient, has high impact and tensile strengths, is gamma and UV radiation resistant as well as being chemically resistant and which is suitable for accepting surface coats such as paints and adhesives. A highly preferred material is APET.

[0079] The helmet formed from the abovementioned method can include further external coatings such as any one of a variety of epoxies or urethanes. Moreover, where the helmet is intended for high impact applications an additional high density shock absorbent layer is applied to the base covering and the epoxy or urethane layer then applied to the exterior side of the high density layer.

[0080] In some embodiments, following the formation of the base covering on the body, a second like covering is formed by the same method. It has been found that the intimate engagement between two adjacent 0.75mm coverings, for example, provides greater structural rigidity than a single 1.5mm covering.

[0081] The second covering will engage the first covering due to the pressure differential and subsequently cool to tensionally engage the first covering. In alternative embodiments the first covering is perforated and includes a temporary mask on its exterior side for preventing passage of air through the perforations. After formation of the first covering the mask is removed. The formation of the second covering can then take advantage of the air permeable nature of the first covering to ensure intimate engagement therebetween.

[0082] Use can be made of a heat activated or other adhesive between adjacent layers to further the laminate bonding.

[0083] The improved strength that the covering offers the underlying helmet body also makes the process suitable for other applications. For example, suitably shaped polystyrene and other articles can be coated to form building panels for interior walls and partitions, portable coolers, or refrigerator or cool room walls, ceilings, floors and doors. Additionally, where higher density polystyrenes are employed with thicker coverings, articles such as car panels and other automotive components can be produced. It will be appreciated that articles of substantially any size and shape can be formed with a covering in accordance with the invention. Appropriate forming apparatus requires scaling where the size of articles to be formed varies considerably from that of helmets.

[0084] According to another aspect of the invention a structural covering is formed over all the surfaces of an article. For example, structural members are covered to provide increased resistance to damage, water or chemical ingress and corrosion or decay. That is, structural members of solid wood, polystyrene, compressed particle board, aluminium or other metals are enveloped in a plastics covering.

[0085] In one particular embodiment a first plastics sheet is heated and subsequently brought into engagement with
at least one of the surfaces of the structural member. A pressure differential is formed between the first sheet and the 
member to effect intimate engagement therebetween. A second plastics sheet is then heated and brought into contact 
with at least one other surface of the member and another pressured differential is formed to effect an intimate en-
gagement of this second sheet with the member. The first and second sheets are configured to overlap and provide a 
continuous covering on the member. In this embodiment only two sheets form a complete protective covering for the 
member. However, in alternative embodiments three or more separate overlapping sheets are required. Preferably, a 
heat activated adhesive is used in the areas of overlap between adjacent sheets.

[0086] In circumstances where the member is a rectangular prism, such as a timber beam, it is preferred that the 
first sheet be brought into engagement with a broad surface of the beam and at least part of both of the two adjacent 
opposed narrower surfaces. The second sheet is then engaged with the other broad surface of the beam and the 
narrower surfaces such that it overlaps with the first sheet on both those narrower surfaces.

[0087] A material which provides significant advantages when formed into a helmet body or structural member is a 
product marketed under the trade mark GECET which is manufactured and sold by Huntsman Chemical Corporation 
under licence from General Electric Company. This material is a blend of polyphenylene oxide and polystyrene im-
regnated with pentane. A range of densities can be produced. Other particularly preferred materials are expanded 
polypropylene and that material sold under the trade mark CARIL.

[0088] Appropriately shaped GECET, EPS or similar components which include a protective covering in accordance 
with the present invention have a number of applications. For example, moped helmets, industrial helmets, building 
panels, ladders, timber substitutes, refrigerator cabinets, traffic barriers and baby capsules.

[0089] The use of thick coverings provides a structural member having a very high strength to weight ratio. Addition-
ally the core material can be easily shaped to provide additional strength which will be enhanced by the following of 
that shape by the subsequently formed covering. These properties make a structural member created in accordance 
with the present invention useful for wall panels, doors and window frames. That is, an EPS or similar core material 
including a covering is suitable as a timber or metal substitute.

[0090] One particularly advantageous application of the invention is to panels for use in the construction of temper-
ature conditioned areas such as cool rooms, refrigerators, laboratories or the like. With reference to Figures 19 and 
20, a panel 120 for the use in construction of a cool room is illustrated. The panel 120 includes two rectangular GECET 
expanded resin sheets 121 and 122 which are both enveloped and held in abutment by a covering 123.

[0091] The sheet 121 is of uniform thickness, however, the sheet 122 includes a substantially planar face 124 and 
a contoured face 125. The face 125 includes a peripheral lip 126 which perpendicularly extends from the face 125 for 
abutting the periphery of the adjacent face of sheet 121.

[0092] Also perpendicularly extending from the face 125 are a plurality of spaced apart projections 127. These pro-
jections are uniformly distributed over the face 125 and preferably are of the same height as the lip 126. Accordingly, 
the projections also engage the adjacent face of the sheet 121.

[0093] Once sheets 121 and 122 are enveloped with covering 123 by way of the process described above, a sub-
stantially sealed cavity will be formed between the sheets.

[0094] The lip 126 includes an aperture 128 for allowing air to be withdrawn from the cavity or alternatively for tem-
perature conditioned fluid to be passed into the cavity. In the illustrated embodiment a vacuum pump 129 is fluidically 
connected with the aperture 128 to maintain a substantial vacuum within the cavity to provide the panel 120 with 
improved insulating properties. The vacuum can be established and the aperture 128 sealed, or alternatively, the pump 
129 can be periodically operated to ensure a sufficient vacuum is maintained.

[0095] A number of modular panels are fitted together to construct a cool room of desired dimensions. All the panels 
can be interconnected through respective apertures 128 whereby only a single vacuum pump 129 is required. In ad-
dition, the pump 129 can be powered from the refrigeration unit used to condition the air within the cool room.

[0096] The existence of the vacuum or partial vacuum within the cavity also facilitates repair of damage to either of 
sheets 121 or 122. That is, a patch can be placed over the damaged portion of the sheets and although some form of 
 adhesive is required the action of the vacuum in the cavity will be to further draw the patch into sealing engagement 
with the surrounding panel.

[0097] The invention is similarly applicable to refrigerator cabinets. In addition, however, the vacuum pump can be 
powered through movement of the door to the cabinet. Alternatively, the motor unit for the existing compressor can be 
used.

[0098] Another application of the invention is to sound barriers along roadways. Modular panels of GECET, EPS or 
the like including a covering in accordance with the invention are produced. These panels include complimentary 
locking formations for securing adjacent panels together. The dimensions of such panels are envisaged as being 3m 
x im x 100mm, however, this can be varied as required.

[0099] The protective covering applied provides a substantially vandal proof panel which also facilitates cleaning 
due to the smooth finish and impermeable nature of the covering. Durability is also enhanced by the use of a UV stable 
covering.
A further embodiment of the invention is the production of safety barriers as shown in Fig. 21. An existing barrier 135 includes a frame 136 for supporting a curved metal barrier 137. An additional energy absorbent barrier 138 is constructed in accordance with the invention and includes a substantially planar outer face 139 and an opposed face 140 which is complimentarily shaped to the barrier 137. The barrier 138 is constructed from a dense EPS or the like and includes an APET or similar skin for providing penetration resistance. The barrier 138 snap locks onto the existing barrier 137 and provides additional protection against injury particularly for motorcyclists and cyclists as the metal components are now effectively encased in an energy absorbent material.

The covering on any of the embodiments described can be tinted or coloured as required. Alternatively, the GECET or EPS core can be painted prior to the application of a substantially transparent covering.

When use is made of an EPS, GECET or similar core material the resultant covered product is particularly suitable to marine craft due to its buoyancy. For example, light weight boat hulls, personal water transport devices, and cabins can be produced. Other articles advantageously manufactured in accordance with the embodiment of the invention include life preservers, boat furniture life boat containers, and snow transport devices such as those sold under the trade mark SKIDO.

Coated GECET is particularly advantageous because of its high melting temperature of this core material. The resultant product is suitable for use in the construction of sterilisers, bench tops, sinks, hot water services and the like.

Embodyments of the invention are also applicable to the production of panels for use with sound boxes for boat generators or motors, swimming pool pumps or other equipment.

Articles produced in accordance with these embodiments of the invention can include a body constructed from a number of separate components which are subsequently maintained in a predetermined orientation by the covering. In some embodiments the separate body components are initially adhered together. For example, a plurality of EPS panels can be fitted together to form a helmet body prior to the formation of the structural covering over that body.

Alternatively, a block of material such as EPS or GECET is sculptured with a hot knife to produce a surface of a desired shape. A covering is then formed on that surface. This method facilitates the production of prototype and "one-off" articles. It is also possible to mass produce articles, for example, by employing robotics.

Structural members constructed in accordance with the invention are also suitable for yacht masts and motor vehicle bodies.

Further embodiments of the invention utilise bodies of very resilient materials for providing energy absorbing bumpers for motor vehicles.

Helmets produced in accordance with embodiments of the invention can include a structural covering on either of the interior or exterior surfaces or both. Where thick coverings are required the use of the pressure differential is supplemented by mechanical means which facilitate initial shaping of the sheet to the contour of the body being covered.

Embodies of the invention lend themselves favourably to the use of recycled materials. For example, the sheet or covering can be manufactured from used PET bottles while in some embodiments the body can be comprised of pulp material. One particular field of application where recycled materials are well suited is that of partitioning.

The intimate engagement which is effected between the body and the sheet provides for an article having a high impact resistance. This feature is particularly desirable in the safety helmet field. A helmet covering formed from APET is especially suitable because the covering itself tends to mould against the shape of the impacting article. The intimate engagement between the body and covering facilitates a broad spread of the impact force across the body.

A helmet including an EPS body and APET shell has been tested by the SNELL MEMORIAL FOUNDATION. During such tests a headform covered by the helmet being tested is dropped onto one of a variety of anvils under controlled conditions. The acceleration experienced by the headform is measured and expressed in terms of multiples of gravitational acceleration. Should any reading exceed 300 times such acceleration the helmet is failed. For prior helmets including an EPS body an epoxy coating readings of about 170 to 180 and 200 to 220 respectively for front and side impacts are obtained. A similar EPS body including an APET covering formed in accordance with the present invention results in front and side readings of about 100 and 150 respectively. Accordingly, a significant improvement in impact characteristics are effected.

A further application of the invention is to munition storage containers. A container produced in accordance with the invention provides a high impact resistant, durable store for ammunition of the like. More particularly, the containers effectively isolate the munitions from weathering far in excess of available containers. Moreover, the weight saving over traditional metal or wooden containers is significant.

In another advantageous use of articles constructed with embodiments of the invention, a replacement for the well known multi-layer plywood used to form the mould for concrete casting is disclosed. Such timber formwork is becoming increasingly scarce and therefore expensive. Attempts to replace this timber formwork with sheet plastics materials have not hitherto been successful because the sheet plastics material has not been sufficiently strong to support the heavy wet concrete.
However, in accordance with the present invention a suitable structural strength member for such formwork can be created by expanded polystyrene sheets cut to the required size and shape and then covered with two of the skins or sheets 15. Each sheet 15 covers an opposite side and an overlapping joint is formed, preferably along the edges of the sheet. Thus the correctly sized and shaped article is formed in a single two-step process. Also able to be formed are pre-shaped moulds including curved portions and internal corners. Because the strength is imparted in coating the final article, the need to fabricate complicated moulds in such a way as to be strong is avoided. Instead the mould is fabricated into the desired shape without any consideration needed to be given as to the strength of the fabrication. Instead the necessary strength to the final mould is imparted by the covering.

Various release agents can be added into the plastics of sheet 15, such as silicone. Alternatively, the surface of the formwork can be covered by a thin layer of expendable material such as the clear plastic material sold under the generic name "cling wrap" and sold in Australia under the Registered Trade Mark "GLAD WRAP". This covering is placed over the formwork prior to pouring of the cement or concrete and functions as a release agent.

The concept of the construction of formwork can be readily extended to the construction of walk in refrigeration units or the like which can be constructed from a series of panels, each panel having an interlocking edge with an adjacent panel with special panels being constructed in the form of curved portions and internal corners for the edges or corners of the walk in refrigeration unit. Such a panelled refrigeration unit can then be quickly assembled on site from interlocking panels.

Further panelling produced in accordance with an embodiment of the present invention is illustrated in Figs. 22 and 23. Here a board 70 of cellulosic fibre material - such as that known by the generic term "fibro" in Australia - is to be coated with a single plastics layer 71 using apparatus of a type essentially similar to that illustrated in Figs. 4-7. The upper surface of the board 70 is preferably coated with a layer of heat activated adhesive. The layer 71 is heated (preferably to a temperature in the range 130-150°C) and the board 70 moved relative to the sheet so as to bring same together. Air between the board 70 and layer 71 is extracted as before. In this respect four small apertures 72-75 can be drilled through the board with one of the apertures being located in each corner. These non-essential apertures assist in removal of air between the board 70 and layer 71 and thereby avoid any entrapped air remaining in the form of bubbles in the layer 71.

As illustrated in Fig. 23, the layer 71 being of slightly larger dimensions than the board 70 wraps around the edges of the board 70. If used as wall cladding, for example, one surface of the board 70 is normally left uncoated. However, both surfaces of the board 70 can be coated if desired. The result is a tough, durable and weather proof coating which substantially increases the strength of the board 70. Further the surface(s) of the board 70 to be coated can be coloured or decorated in any desired way thereby substantially increasing the attractiveness of the previously drab board.

The heat activated adhesives used in accordance with the above described method include thermosetting adhesives including phenolic or melamine resins. The adhesive selected should be compatible with both the inner core and the substrate material. Adhesives which require venting of vapors are contra indicated.

Set out in tabular form below are various combinations of materials able to be used in the above described methods.

<table>
<thead>
<tr>
<th>Inner Core</th>
<th>Sheet Material</th>
</tr>
</thead>
<tbody>
<tr>
<td>Expanded Polystyrene (EPS)</td>
<td>APET - Thermoplastic</td>
</tr>
<tr>
<td>GECET</td>
<td>PET - Thermoplastic</td>
</tr>
<tr>
<td>CARIL</td>
<td>PETG - Thermoplastic</td>
</tr>
<tr>
<td>Polyethylene</td>
<td>Polycarbonate</td>
</tr>
<tr>
<td>Polyurethane</td>
<td>Polycarbonate/Polyester</td>
</tr>
<tr>
<td>Recycled Cellulose Material (Paper Cardboard, Timber)</td>
<td>ABS - Polystyrene</td>
</tr>
</tbody>
</table>
It will be understood that each of the inner core materials listed in the left hand column can be coated with each of the sheet materials listed in the right hand column.

The interior surface of the sheet material can be decorated with various paints such as the water based polyester paint sold under the trade name DURABOND. Such paints are preferably filled with alumina trihydrate. As a consequence when such paints are heated water is liberated thereby making the paint self quenching. This helps to protect the inner core material. In addition various fillers, UV absorbers, carbon black and other pigments can be added to the sheet material and in this respect PETG is particularly useful in view of its reluctance to crystallise. Useful properties of the final product include resistance to heat and cold, fatigue resistance and shape restoring memory.

Finally, the present invention is not limited to a single coating or layer. In this connection it is readily apparent that the helmet of Fig. 8 after trimming along the dashed lines in Fig. 8 can be re-located on the former 12 of Fig. 4 and the entire process described in relation to Figs. 5-8 repeated so as to create a second layer 15 which overlies the “first” layer previously applied.

The foregoing describes only some embodiments of the present invention and modifications, obvious to those skilled in the art, can be made thereto without departing from the scope of the present invention. For examples, surfboards and boogie boards can be constructed in accordance with the present invention.

**Claims**

1. A method of forming an article having load bearing capabilities from a shape defining interior member (33), said shape defining interior member being at least partially fluid permeable, and at least one external skin, said method comprising the steps of:

   A) heating a thermoplastic sheet (15) intended to form said external skin;
   B) bringing said heated sheet (15) alongside said interior member (33) to overlie;
   C) applying a fluid pressure differential between opposite sides of said shape defining interior member (33) and said thermoplastic sheet (15) to conform said thermoplastic sheet (15) to the shape of said shape defining interior member (33) and mutually engage said shape defining interior member (33), air trapped between said thermoplastic sheet (15) and said shape defining interior member (33) passing through at least said shape defining interior member; and
   D) cooling said thermoplastic sheet (15) or allowing same to cool;

   **characterised in that**

   the fluid pressure differential is maintained until said thermoplastic sheet (15) has cooled whereupon tensional forces arise in said thermoplastic sheet (15) in all directions.
2. The method as claimed in claim 1, wherein step (B) comprises moving said shape defining interior member (33) relative to said thermoplastic sheet (15) while heated.

3. The method as claimed in claim 2, further comprising holding the periphery of said thermoplastic sheet (15) with clamping means (14) and moving said shape defining interior member (33) through the plane of said thermoplastic sheet (15) by relative movement between said shape defining interior member (33) and the clamping means (14).

4. The method as claimed in claim 3, wherein the clamping means (14) is stationary and said shape defining interior member (33) moves.

5. The method as claimed in claim 1, wherein said shape defining interior member (33) is permeable and the fluid is drawn through said shape defining interior member (33) in response to the pressure differential.

6. The method as claimed in claim 5, wherein said shape defining interior member (33) is an open matrix material.

7. The method as claimed in claim 5, wherein said shape defining interior member (33) includes a plurality of spaced apart vents (26) extending between opposite sides of said shape defining interior member to facilitate conforming of said thermoplastic sheet (15) to said shape defining interior member (33).

8. The method as claimed in claim 1, comprising applying a second external skin (15) to said shape defining interior member (33).

9. The method as claimed in claim 8, wherein said second skin (15) applied to a side of said shape defining interior member (33) opposite to a side to which said heated thermoplastic sheet is applied.

10. The method as claimed in claim 9, wherein opposite sides of said shape defining interior member (33) terminate in a common peripheral edge and said two skins overlap along at least the common peripheral edge.

11. The method as claimed in claim 1, wherein the fluid pressure differential is created by a region of negative pressure fluid on a side of the shape defining interior member (33) remote said sheet (15).

12. The method as claimed in claim 1, including creating the pressure differential by establishing a region of positive pressure fluid on an exterior side of the shape defining interior member (33) adjacent said sheet (15).

13. The method as claimed in claim 11, wherein the fluid comprises a gas.

14. The method as claimed in claim 13, wherein the gas comprises air.

15. The method as claimed in claim 1, wherein said heated thermoplastic sheet (15) tensionally engages shape defining interior member (33) as said shape defining interior member cools.

16. The method as claimed in claim 1, wherein said heated thermoplastic sheet (15) sufficiently raises the temperature of an immediately adjacent surface of said shape defining interior member (33) to allow some softening of said shape defining interior member which, in turn, facilitates a laminate bond between said thermoplastic sheet (15) and shape defining interior member (33).

17. The method as claimed in claim 1, wherein said shape defining interior member (33) comprises a material selected from the group consisting of expanded thermoplastic materials, timber, compressed timber particles, and cellulosic fibre cement.

18. The method as claimed in claim 17, wherein said shape defining interior member (33) is an expanded thermoplastic material selected from the group consisting of expanded polystyrene (EPS), high density expanded polystyrene (HDEPS), a blend of polyphenylene ether (PPE) and polystyrene (PS) impregnated with pentane, a blend of polyphenylene oxide and pentane impregnated polystyrene, polyethylene, and expanded polypropylene.

19. The method as claimed in claim 1, wherein said external skin (15) is selected from at least one of the group consisting of:
acrylonitrile butadiene styrene (ABS); polyester; styrene; polycarbonate; polyethylene terephthalate (PET); amorphous polyethylene terephthalate (APET); polyethylene terephthalate glycol (PETG); polyvinyl chloride (PVC); polyester/polycarbonate copolymer; and high density polyethylene (HDPE).

20. The method as claimed in claim 1, and including the step of applying a heat activated adhesive to a surface of said shape defining interior member (33) to be engaged with said heated thermoplastic sheet (15).

21. An apparatus for forming an article having load bearing capabilities from at least one external skin (15) and a shape defining interior member (33), said shape defining interior member being at least partially fluid permeable, said apparatus comprising:

A) a sheet holding device (14) to hold a sheet (15) of plastic material around a periphery of a sheet or adjacent a pair of opposite edges of the sheet;
B) a former (12) to hold and support the shape defining interior member;
C) translation means (13) to move said former relative to said sheet holding device, moving the sheet (15) and shape defining interior member (33) together;
D) heating means (16) to heat a thermoplastic sheet (15) held in said sheet holding device (14) to at least partially soften said sheet;
E) pressure differential means (20, 21) to create a pressure differential between the sheet (15) and shape defining interior member (33) to conform the sheet to the member, so that air trapped between the sheet and the shape defining interior member passes through the shape defining interior member; characterised in that said apparatus further comprises
F) a cooling system (17) facing a surface of the sheet that is not engaged with the shape defining interior member (33), wherein said pressure differential means (20, 21) maintains the pressure differential until the sheet (15) has cooled whereby tensile forces arise in the sheet in all directions.

22. The apparatus as claimed in claim 21, wherein said cooling system comprises at least one nozzle (17) for delivery of a flow of air (24).

23. The apparatus as claimed in claim 21, wherein said heating means (16) is reciprocally movable towards and away from said sheet holding device (14).

24. The article having load bearing capabilities made in accordance with the method of claim 1.

25. The article as claimed in claim 24, comprising a thermally insulative barrier.

26. The article as claimed in claim 25 having an internal void.

27. The article as claimed in claim 26, wherein the void is evacuated.

28. The article as claimed in claim 27, wherein the void is intermittently or continuously evacuated.

Patentansprüche

1. Verfahren zur Herstellung eines Artikels mit einer Tragfähigkeit aus einem die Form bestimmenden Innenelement (33), wobei besagtes die Form bestimmende Innenelement mindestens teilweise flüssigkeitsdurchlässig ist, sowie mindestens einer Außenhaut, wobei das besagte Verfahren die folgenden Schritte umfasst:

(A) Erwärmen einer Thermoplastfolie (15), die besagte Außenhaut bilden soll;
(B) Anordnen der besagten erwärmten Folie (15) längs über besagtem Innenelement;
(C) Anwenden einer hydrostatischen Druckdifferenz zwischen den gegenüberliegenden Seiten des besagten die Form bestimmenden Innenelementes (33) und der besagten Thermoplastfolie (15), damit sich besagte Thermoplastfolie (15) der Form des besagten die Form bestimmenden Innenelementes (33) anpasst und damit sie mit dem besagten die Form bestimmenden Innenelement (33) in Berührung kommt, wobei Luft, die zwischen besagter Thermoplastfolie (15) und besagtem die Form bestimmenden Innenelement (33) gefangen ist, mindestens durch besagtes die Form bestimmende Innenelement passiert; und
(D) Abkühlen der besagten Thermoplastfolie oder Erlauben, dass sie sich abkühlt;

bestimmt dadurch, dass die hydrostatische Druckdifferenz aufrechterhalten wird, bis besagte Thermoplastfolie (15) abgekühlt ist, wonach in besagter Thermoplastfolie (15) Spannungskräfte in alle Richtungen entstehen.

2. Das Verfahren nach Anspruch 1, bei dem Schritt (B) aus dem Bewegen des die Form bestimmenden Innenelements (33) relativ zu besagter Thermoplastfolie (15) besteht, während Letztere erwärmt wird.

3. Das Verfahren nach Anspruch 2, bei dem die Außenfläche der besagten Thermoplastfolie (15) durch Klemmvorrichtungen (14) gehalten und das besagte die Form bestimmende Innenelement (33) durch die Ebene besagter Thermoplastfolie (15) durch relative Bewegung zwischen besagtem die Form bestimmenden Innenelement (33) und den Klemmvorrichtungen (14) bewegt werden.

4. Das Verfahren nach Anspruch 3, wonach die Klemmvorrichtungen (14) stationär sind und sich das die Form bestimmende Innenelement (33) bewegt.

5. Das Verfahren nach Anspruch 1, bei dem besagtes die Form bestimmende Innenelement (33) durchlässig ist und die Flüssigkeit als Reaktion auf die Druckdifferenz durch besagtes die Form bestimmende Innenelement (33) gezogen wird.

6. Das Verfahren nach Anspruch 5, bei dem das besagte die Form bestimmende Innenelement (33) ein offenes Grundmaterial ist.

7. Das Verfahren nach Anspruch 5, bei dem besagtes die Form bestimmende Innenelement (33) eine Vielzahl von in Abständen angeordneten Entlüftungsöffnungen (26) umfasst, die sich zwischen den gegenüberliegenden Seiten des besagten die Form bestimmenden Innenelements erstrecken, um die Anpassung der besagten Thermoplastfolie (15) an das die Form bestimmende Innenelement (33) zu erleichtern.

8. Das Verfahren nach Anspruch 1, bei dem eine zweite Außenhaut (15) auf das die Form bestimmende Innenelement (33) aufgebracht wird.

9. Das Verfahren nach Anspruch 8, bei dem besagte zweite Außenhaut (15) auf eine Seite des besagten die Form bestimmenden Innenelements (33) aufgebracht wird, die der Seite gegenüberliegt, auf der besagte erwärmte Thermoplastfolie aufgebracht wird.

10. Das Verfahren nach Anspruch 9, bei dem gegenüberliegende Seiten des besagten die Form bestimmenden Innenelements (33) in einem gemeinsamen Außenrand enden und sich die besagten beiden Außenhauten mindestens längs des gemeinsamen Außenrands überlappen.

11. Das Verfahren nach Anspruch 1, bei dem die hydrostatische Druckdifferenz durch einen Flüssigkeitsbereich mit Unterdruck erzeugt wird, der sich auf einer Seite des die Form bestimmenden Innenelements (33) befindet, die von der Thermoplastfolie (15) abgewendet ist.

12. Das Verfahren nach Anspruch 1, das die Erzeugung der Druckdifferenz durch die Bildung eines Flüssigkeitsbereichs mit Hochdruck umfasst, der sich an einer Außenseite des die Form bestimmenden Innenelements (33) befindet, der neben besagter Folie (15) liegt.

13. Das Verfahren nach Anspruch 11, bei dem die Flüssigkeit ein Gas enthält.


15. Das Verfahren nach Anspruch 1, bei dem besagte erwärmte Thermoplastfolie (15) im Spannungszustand mit dem die Form bestimmenden Innenelement (33) in Berührung kommt, während besagtes die Form bestimmende Innenelement sich abkühlt.

16. Das Verfahren nach Anspruch 1, bei dem besagte erwärmte Thermoplastfolie (15) die Temperatur einer unmittelbar angrenzenden Oberfläche des besagten die Form bestimmenden Innenelements (33) ausreichend erhöht, um eine gewisse Erweichung des besagten die Form bestimmenden Innenelements zu ermöglichen, die wiederum
17. Das Verfahren nach Anspruch 1, bei dem das besagte Innenelement (33) ein Material umfasst, das aus der Gruppe ausgewählt wird, die aus geschäumten Thermoplastmaterialien, Holz, gepressten Holzpartikeln und Cellulosefaserkleber besteht.

18. Das Verfahren nach Anspruch 17, bei dem das besagte Innenelement (33) aus einem geschäumten Thermoplastmaterial besteht, das zu der Gruppe gehört, die aus Schaumpolystyrol (EPS), Schaumpolystyrol mit hoher Dichte (HDEPS), einer Mischung aus Polyphenyläther (PPE) und pentanimprägniertem Polystyrol (PS), einer Mischung aus Polyphenyloxid und pentanimprägniertem Polystyrol, Polyäthylen und Schaumpropylen besteht.

19. Das Verfahren nach Anspruch 1, bei dem die Außenhaut (15) aus mindestens einem der folgenden Materialien ist:

   Acrylnitrilbutadienstyrol (ABS), Polyester, Styrol, Polycarbonat, Polyäthylen-thereptatal (PET), amorphem Polyäthylen-thereptatal (APET), Polyäthylen-thereptatal-glykol (PETG), Polyvinylchlorid (PVC), Polyester-/Poly-carbonatcopolymersat und Polyäthylen mit hoher Dichte (HDPE).

20. Das Verfahren nach Anspruch 1, das außerdem den Schritt umfasst, einen durch Wärme aktivierten Kleber auf eine Oberfläche des besagten Innenelements (33) aufzutragen, die mit besagter Thermoplastfolie (15) in Berührung kommen soll.

21. Eine Vorrichtung zur Herstellung eines Artikels mit einer Tragfähigkeit aus einer Außenhaut (15) und einem Innenelement (33), wobei das Innenelement mindestens teilweise flüssigkeitsdurchlässig ist und die Vorrichtung besteht aus:

   (A) einer Folienhaltevorrichtung (14), um eine Kunststofffolie um den Außenrand einer Folie herum oder an einem Paar gegenüberliegender Ränder der Folie zu halten;
   (B) einer Formvorrichtung (12), um das die Form bestimmende Innenelement zu halten und zu tragen;
   (C) einer Bewegungsvorrichtung (13), um besagte Formvorrichtung relativ zur Folienhaltevorrichtung zu bewegen, wobei die Folie (15) und das die Form bestimmende Innenelement (33) zusammen bewegt werden;
   (D) einer Heizvorrichtung (16), um eine Thermoplastfolie (15) zu erwärmen, die in besagter Haltevorrichtung (14) gehalten wird, um besagte Folie mindestens teilweise zu erweitern;
   (E) einer Druckdifferenzvorrichtung (20, 21), um eine Druckdifferenz zwischen der Folie (15) und dem die Form bestimmenden Innenelement (33) zu erzeugen, damit sich die Folie dem Innenelement anpassen kann und damit Luft, die zwischen Folie und dem die Form bestimmenden Element gefangen ist, durch das die Form bestimmende Innenelement passiert.

22. Die Vorrichtung nach Anspruch 21, wobei das Kühl system mindestens eine Düse (17) für die Zuführung eines Luftstroms (24) umfasst.

23. Die Vorrichtung nach Anspruch 21, wobei das Heizsystem (16) wechselweise zur und von besagter Folienhaltevorrichtung (14) weg bewegbar ist.

24. Der Artikel mit Tragfähigkeit wurde gemäß dem Verfahren nach Anspruch 1 hergestellt.

25. Der Artikel nach Anspruch 24, der eine wärmeisolierende Sperre umfasst.

26. Der Artikel nach Anspruch 25, der einen inneren Hohlraum aufweist.

27. Der Artikel nach Anspruch 26, bei dem der Hohlraum luftleer ist.
Der Artikel nach Anspruch 27, wobei der Hohlraum periodisch oder kontinuierlich luftleer gemacht wird.

Revendications

1. Procédé de fabrication d'un article présentant des capacités de support de charge, à partir d'un élément interne délimitant définisseur de forme (33), ledit élément interne délimitant définisseur de forme devant être au moins partiellement perméable aux fluides, et d'au moins une pellicule externe, ledit procédé comprenant les étapes suivantes :

(A) chauffer une feuille en thermoplastique (15) destinée à former ladite pellicule externe;
(B) agencer la dite feuille chauffée (15) le long dudit élément interne (33) pour la superposer à celui-ci;
(C) appliquer une pression différentielle fluide entre les côtés opposés dudit élément interne délimitant définisseur de forme (33) et de ladite feuille en thermoplastique (15) pour adapter ladite feuille en thermoplastique (15) à la forme dudit élément interne délimitant définisseur de forme (33) et pour engager mutuellement ledit élément interne délimitant définisseur de forme (33), l'air emprisonné entre ladite feuille en thermoplastique (15) et ledit élément interne délimitant définisseur de forme (33) devant passer au moins au travers dudit élément interne délimitant définisseur de forme; et
(D) refroidir ladite feuille en thermoplastique (15) ou laisser celle-ci se refroidir;

de manière à ce que
la pression différentielle fluide soit maintenue jusqu'à ce que ladite feuille en thermoplastique (15) ait refroidi, sur quoi les forces tensionnelles de ladite feuille en thermoplastique (15) pourront s'appliquer dans toutes les directions.

2. Procédé selon la revendication 1, où au cours de l'étape (B), le déplacement dudit élément interne délimitant définisseur de forme (33) est relatif à celui de ladite feuille en thermoplastique (15) pendant son échauffement.

3. Procédé, selon la revendication 2, comprenant également le maintien de la périphérie de ladite feuille en thermoplastique (15) aux moyens d'un outil de serrage (14) et le déplacement dudit élément interne délimitant définisseur de forme (33) au travers du plan de ladite feuille en thermoplastique (15), par le moyen d'un mouvement relatif entre ledit élément interne délimitant définisseur de forme (33) et l'outil de serrage (14).

4. Procédé, selon la revendication 3, dans lequel l'outil de serrage (14) est fixe et ledit élément interne délimitant définisseur de forme (33) est mobile.

5. Procédé, selon la revendication 1, dans lequel ledit élément interne délimitant définisseur de forme (33) est perméable, le fluide étant aspiré à travers ledit élément interne délimitant définisseur de forme (33) en réponse à la pression différentielle.

6. Procédé, selon la revendication 5, dans lequel ledit élément interne délimitant définisseur de forme (33) est un matériau de type matrice ouverte.

7. Procédé, selon la revendication 5, dans lequel ledit élément interne délimitant définisseur de forme (33) englobe plusieurs conduits d'aération séparés (26) s'étendant entre les côtés opposés dudit élément interne délimitant définisseur de forme, de manière à faciliter l'adaptation de ladite feuille en thermoplastique (15) à la forme dudit élément interne délim- nisseur de forme (33).

8. Procédé, selon la revendication 1, comprenant l'application d'une deuxième pellicule externe (15) sur ledit élément interne délimitant définisseur de forme (33).

9. Procédé, selon la revendication 8, dans lequel ladite deuxième pellicule externe (15) est appliquée sur le côté dudit élément interne délimitant définisseur de forme (33) opposé de celui sur lequel est appliquée ladite feuille en thermoplastique chauffée.

10. Procédé, selon la revendication 9, dans lequel les côtés opposés dudit élément interne délimitant définisseur de forme (33) se terminent dans un bord périphérique commun et dans lequel lesdites deux pellicules se chevauchent au moins le long du bord périphérique commun.

11. Procédé, selon la revendication 1, dans lequel la pression différentielle fluide est créée par une région de fluide à pression négative sur un côté de l'élément interne délimitant définisseur de forme (33) séparé de ladite feuille (15).
12. Procédé, selon la revendication 1, dans lequel la pression différentielle est créée en établissant une région de fluide à pression positive sur un côté extérieur de l'élément interne définitisseur de forme (33) jouxtant la dite feuille (15).

13. Procédé, selon la revendication 11, dans lequel le fluide comprend un gaz.

14. Procédé, selon la revendication 13, dans lequel le gaz consiste en de l'air.

15. Procédé, selon la revendication 1, dans lequel ladite feuille en thermoplastique chauffée (15) s'engage tensionnellement avec l'élément interne définitisseur de forme (33), tandis que ledit élément interne définitisseur de forme se refroidit.

16. Procédé, selon la revendication 1, dans lequel ladite feuille en thermoplastique chauffée (15) est capable de d'augmenter suffisamment la température d'une surface immédiatement adjacente au dit élément interne définitisseur de forme (33) pour permettre un certain ramollissement dudit élément interne définitisseur de forme, facilitant ainsi une liaison stratifiée entre ladite feuille en thermoplastique (15) et l'élément interne définitisseur de forme (33).

17. Procédé, selon la revendication 1, dans lequel ledit élément interne définitisseur de forme (33) est composé d'un matériau sélectionné dans le groupe constitué de matériaux en thermoplastique expansé, de bois, de particules de bois comprimées et de ciment renforcé de fibres de cellulose.

18. Procédé, selon la revendication 17, dans lequel ledit élément interne définitisseur de forme (33) est composé d'un matériau en thermoplastique expansé sélectionné dans le groupe constitué de polystyrène expansé (EPS), de polystyrène expansé haute densité (HDEPS), d'un mélange d'éther de polyphénylène (PPE) et de polystyrène (PS) imprégné de pentane, et d'un mélange d'oxyde de polyphénylène, de polystyrène imprégné de pentane, de polyéthylène et de polypropylène expansé.

19. Procédé, selon la revendication 1, dans lequel ladite pellicule externe (15) est sélectionnée à partir d'au moins un des éléments du groupe suivant :
   Acrylonitrile butadiène styrène (ABS); polyester; styrène; polycarbonate; polyéthylène téréphtalate (PET); polyéthylène téréphtalate amorphe (APET); polytétréphtalate d’éthylène-glycol (PETG); polychlorure de vinyle (PVC); copolymère polyester/polycarbonate; et polyéthylène haute densité (HDPE).

20. Procédé, selon la revendication 1, englobant l'étape d'application d'un adhésif activé par la chaleur sur la surface dudit élément interne définitisseur de forme (33) devant s'engager avec ladite feuille en thermoplastique chauffée (15).

21. Appareil de fabrication d'un article présentant des capacités de support de charge, composé au moins d'une pellicule externe (15) et d'un élément interne définitisseur de forme (33), ledit élément interne définitisseur de forme devant être au moins partiellement perméable aux fluides, ledit appareil comprenant :
   (A) un dispositif de maintien des feuilles (14) capable de maintenir une feuille (15) en matériau plastique autour de la périphérie d'une feuille ou à côté de la paire de bords opposés de la feuille; (B) un gabarit (12) pour maintenir et supporter l'élément interne définitisseur de forme; (C) un dispositif de translation (13) pour déplacer ledit gabarit en fonction du dispositif de maintien des feuilles, déplaçant ensemble la feuille (15) et l'élément interne définitisseur de forme (33); (D) un dispositif de chauffage (16) permettant de chauffer une feuille en thermoplastique (15) maintenue dans ledit dispositif de maintien des feuilles (14), pour ramollir au moins partiellement ladite feuille;
   (E) un dispositif de pression différentielle (20,21) pour créer une pression différentielle entre la feuille (15) et l'élément interne définitisseur de forme (33), de manière à adapter ladite feuille audit élément et à ce que l'air emprisonné entre la feuille et l'élément interne définitisseur de forme puisse passer au travers de l'élément interne définitisseur de forme;
   (F) un système de refroidissement (17) placé face à la surface de la feuille non engagée dans l'élément interne définitisseur de forme (33), dans lequel le dispositif de pression différentielle (20,21) est capable de maintenir la pression différentielle jusqu'à ce que la feuille (15) ait refroidi, grâce à quoi les forces tensionnelles de feuille s'appliqueront dans toutes les directions.
22. Appareil, selon la revendication 21, dans lequel ledit système de refroidissement est composé d’au moins une buse (17) permettant l’apport d’un flux d’air (24).

23. Appareil, selon la revendication 21, dans lequel ledit dispositif de chauffage (16) peut être réciproquement rapproché ou éloigné dudit dispositif de maintien des feuilles (14).

24. L’article présentant des capacités de support de charge sera fabriqué conformément au procédé de la revendication 1.

25. Article, selon la revendication 24, comprenant une barrière d'isolation thermique.

26. Article, selon la revendication 25, comportant un vide interne.

27. Article, selon la revendication 26, dans lequel le vide est évacué.

28. Article, selon la revendication 27, dans lequel le vide est évacué par intermittence ou en continu.