EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention of the grant of the patent: 12.02.2003 Bulletin 2003/07

(21) Application number: 97301128.1

(22) Date of filing: 21.02.1997

(54) Editing apparatus and methods
Schnittgerät und Verfahren
Appareil de montage et méthodes

(84) Designated Contracting States: AT DE FR GB NL


(43) Date of publication of application: 27.08.1997 Bulletin 1997/35

(73) Proprietor: SONY CORPORATION
Tokyo 141 (JP)

(72) Inventors:
• Higuchi, Yukihide c/o Sony Corp. Int.Prop.Div. Shinagawa-ku, Tokyo 141 (JP)

(74) Representative: Pilch, Adam John Michael et al
D. YOUNG & CO.,
21 New Fetter Lane
London EC4A 1DA (GB)

(56) References cited:
• PATENT ABSTRACTS OF JAPAN vol. 007, no. 134 (P-203), 11 June 1983 & JP 58 050684 A (MATSUSHITA DENKI SANGYO KK), 25 March 1983,
• PATENT ABSTRACTS OF JAPAN vol. 018, no. 564 (P-1819), 27 October 1994 & JP 06 203533 A (SONY CORP), 22 July 1994,
Description

[0001] The present invention relates to editing apparatus and methods using a disk-like recording medium.

[0002] Recently, there has been used an editing method in which a video signal recorded on a magnetic tape or the like is temporarily recorded on a hard disk and only a video signal located within a desired interval is reproduced from the hard disk, whereas the reproduced signal is processed in a variety of fashions. The reason for this is that the access speed of the hard disk is significantly higher than that of the magnetic tape.

[0003] On the other hand, although the hard disk has a high access speed, its storage capacity is very much smaller than that of the magnetic tape. Therefore, in an editing method using a hard disk, it is preferable that only that part of the video signal used in the editing is recorded so as to effectively use the hard disk which is comparatively small in storage capacity. However, that leads to difficulties for an operator in that a video signal reproduced from the magnetic tape needs to be monitored on the picture screen of a television monitor, a head position and an end position of an interval desired to be used are positively designated by a key input, and then it is recorded on the hard disk. This operation is difficult due to the functioning of the various items of equipment. A device which makes use of a video disk for editing a video signal produced by a video tape recorder is for example disclosed by GB-A-286282.

[0004] An editing apparatus according to one aspect of the present invention comprises reproducing means for reproducing a video signal recorded in a tape-like recording medium, recording means for recording a reproduced video signal in a disk-like recording medium, input means for designating a recording starting point and a recording ending point; and control means for controlling an operation of the recording means based on an output signal from the input means, in which the control means controls the recording means such that the video signal reproduced by the reproducing means is repeatedly recorded on a predetermined repetitive recording area of the disk-like recording medium until data indicative of the recording starting position is supplied thereto through the input means after start of operation, the control means controls the recording means such that the video signal reproduced by the reproducing means is sequentially recorded on a predetermined normal recording area of the disk-like recording medium when data indicative of the recording starting point is supplied thereto through the input means, and the control means controls the recording means such that the video signal reproduced by the reproducing means is repeatedly recorded on a second predetermined repetitive recording area of the disk-like recording medium when data indicative of the recording ending point is supplied thereto through the input means.

[0005] An editing method according to another aspect of the present invention comprises the steps of reproducing a video signal stored in a tape-like recording medium, designating a recording starting point, repeatedly recording the video signal on a predetermined repetitive recording area of a disk-like recording medium until the recording starting point is designated, starting sequentially recording the video signal on a predetermined normal recording area of the disk-like recording medium when the recording starting point is designated, and recording the video signal on the normal recording area during a predetermined period until when a recording ending point is designated, and then repetitively recording the video signal on a second predetermined repetitive recording area of the disk-like recording medium.

[0006] A preferred embodiment of the present invention provides editing apparatus and an editing method in which the storage capacity of a disk-like recording medium can be used effectively and in which a video signal necessary for editing can be reliably transferred from a tape-like recording medium to a disk-like recording medium.

[0007] The invention will now be described by way of example with reference to the accompanying drawings, throughout which like parts are referred to by like references, and in which:

FIGS. 1A to 1C are explanatory diagrams showing a concept of an editing apparatus embodying the present invention;
FIG. 2 is a block diagram showing an editing apparatus according to an embodiment of the present invention;
FIG. 3A is a schematic diagram showing an editing table used in the editing apparatus shown in FIG. 2; FIGS. 3B to 3E are schematic diagrams used to explain an operation of the editing apparatus shown in FIG. 2;
FIG. 4 is a schematic diagram used to explain an operation of the editing apparatus shown in FIG. 2; and
FIGS. 5 and 6 are flowcharts to which reference will be made in explaining an operation of the editing apparatus shown in FIG. 2.

[0008] FIGS. 1A to 1C are diagrams used to explain a concept of an editing apparatus embodying the present invention. As shown in FIG. 1A, the editing apparatus includes a recorded material reproducing means 100, a disk recorder 200 and a control means 300. Material that is to be reproduced by the material reproducing means 100 is recorded on the disk recorder 200.

[0009] The manner in which the material reproduced by the material reproducing means 100 is recorded on the disk recorder 200 will be described with reference to FIGS. 1B and 1C.

[0010] FIG. 1B shows the manner in which materials recorded on a recording medium such as a tape-like recording medium or the like are reproduced by the ma-
terial reproducing means 100. As shown in FIG. 1B, when cue-ins and cue-outs are respectively designated, materials between respective pairs of the cue-in and the cue-out are provided as materials A, B, C. FIG. 1C conceptually shows the manner in which materials are recorded on recording areas of the disk recorder 200. In FIG. 1C, areas shown hatched illustrate repetitive recording areas, and areas shown dots illustrate extra recording areas, respectively.

[0011] As shown in FIG. 1A, materials are incessantly reproduced by the material reproducing means 100. Reproduced materials are repeatedly recorded in the disk recording areas at its repetitive recording areas until a cue-in is designated. Sectors 1 to 5 are recording areas and reproduced materials are recorded in the sectors 1, 2, 3, 4, 5, in that order. After reproduced material has been recorded in the sector 5, reproduced materials are recorded one more time in the sequential order of the sectors 1, 2, 3, 4, 5. During reproduced materials are repeatedly recorded in the repetitive recording areas, if a cue-in is designated, then a seek operation is started immediately and reproduced materials are sequentially recorded in the next areas of the repetitive recording areas. At that time, the above-mentioned repetitive recording is not carried out and the ordinary recording is carried out.

[0012] Subsequently, when a cue-out is designated, the repetitive recording area of the same duration of time is set from a recording area obtained at the time a predetermined time is passed from the cue-out. Reproduced materials are repetitively recorded in the repetitive recording areas. When the "pre-determined time" has passed, as shown by dots in FIG. 1C, the extra recording areas are formed. When the above-mentioned processing is carried out repeatedly, materials A, B, C each of which has extra portions attached to the starting and ending portions, are recorded on the recording areas of the disk.

[0013] Hence, necessary materials can be recorded on the disk reliably and the small storage capacity can be used effectively. The present invention will be described below more fully with reference to FIG. 2 and the following sheets of drawings.

[0014] FIG. 2 is a block diagram showing an editing system according to an embodiment of the present invention.

[0015] In the editing system shown in FIG. 2, a CPU (central processing unit) bus 304 is connected to a CPU 303, and a VCR (video cassette recorder) 101 is connected to the CPU bus 304 through an interface (IF) circuit 102. An editor 301 is connected through an interface (IF) circuit 302 to the bus 304 to which a RAM (random-access memory) 306, a video control unit 311 and a disk recorder control unit 312 are connected. A storage memory 305 are connected to a data bus 304.

[0016] The RAM 306 stores therein recording mode data 307, starting position data 308, ending position data 309 and present position data 310 which will be described later on. The disk recorder control unit 312 comprises an image buffer 313 serving as a buffer for data to be stored on or data reproduced from the disk drives 201 through 207 and a disk control unit 314. A storage capacity of the image buffer 313 is selected to be sufficient so that at least reproduced video data, which are incessantly supplied from the VCR 101, can be all recorded in the disk drives 201 through 207.

[0017] The disk control unit 314 includes a table 315 to control the disk drives 201 through 207. The table 315 will be described below with reference to FIG. 3A. As shown in FIG. 3A, the table 315 comprises block number data, logical address data and disk ID (identification) data. The block number data is given to each of video data of one frame upon recording. The logical address data comprises track number data, logical sector number data and data length data. The disk ID data is each ID of the hard disk drives 201 through 207. The present position data 310 shown in FIG. 2 corresponds to logical address data.

[0018] The logical sector number data corresponds to a starting sector number of all sectors corresponding to the data amount of video data of one frame. Video data is data of frame unit and recorded in the sector unit. One frame generally comprises N sectors so that block number data corresponding to each frame is registered in the table 315 in correspondence with starting logical sector number data of sectors of each frame. Thus, when block number data is supplied from the CPU 303, the disk control unit 314 supplies logical address data, which is registered in correspondence with that block number data, to the hard disk drives 201 through 207. When supplied with the logical address data, the hard disk drive 201 converts the thus supplied logical address data into physical address data, and reads out video data from the recording area indicated by the physical address data by an amount shown by data length data.

[0019] Data length data always becomes a constant value because the minimum unit of recording and playback is one frame. The contents of the table 315 are rewritten in the same manner as the manner in which video data reproduced from the VCR 101 is recorded in the hard disk drives 201 through 207. Specifically, within the range of logical address data corresponding to the repetitive recording area, block number data generated from the CPU 303 are rewritten cyclically. Then, when a mark-in key 350 is depressed, block number data and logical address data are sequentially written in the next storage area of the range of the logical address corresponding to the repetitive recording area. Logical address data may, of course, be loaded into the RAM 306 from a ROM (read-only memory) or the like, not shown, and only block number data may be rewritten.

[0020] The recording sequence will be described with reference to FIG. 4. If a start key 351 of the editor 301
shown in FIG. 2 is depressed, then the editor 301 supplies a control signal indicative of the repetitive recording to be carried out to the CPU 303. Thus, the CPU 303 places the disk control unit 314 in the repetitive recording mode. The disk control unit 314 controls the hard disk drives 201 through 207 in such a manner that reproduced video data supplied from the VCR 101 through the video control unit 311 are repetitively recorded in recording areas of 30 blocks of the hard disk drives 201 through 207. Watching reproduced video data displayed on a display 353 after it has been supplied to the editor 301 from the video control unit 311 through the data bus 305, the operator determines the cue-in and the cue-out of the reproduced video data.

[0021] If the operator depresses the mark-in key 350 of the editor 301 shown in FIG. 2 at the arrival of a desired cue-in, then the editor 301 supplies a control signal indicative of the normal recording to be carried out to the CPU 303 so that the CPU 303 places the disk control unit 314 in the normal recording mode. Then, the disk control unit 314 controls the hard disk drives 201 through 207 in such a fashion that reproduced video data supplied from the VCR 101 through the video control unit 311 is successively recorded in the next area of recording areas of 30 blocks of the hard disk drives 201 through 207. The mark-in key 350 is used to designate a cue-in.

[0022] Subsequently, if the operator depresses a mark-out key 352 of the editor 301 shown in FIG. 2 at the arrival of a desired cue-out, then the editor 301 supplies a control signal indicative of the repetitive recording to be carried out with a delay of 30 blocks, for example, to the CPU 303 so that the CPU 303 sets the disk control unit 314 in the extra recording mode. In the extra recording mode, after depression of the mark-out key 352, video data of 30 blocks are recorded in surplus and then the disk control unit 314 goes to the repetitive recording mode. The disk control unit 314 controls the hard disk drives 201 through 207 in such a manner that reproduced video data supplied from the VCR 101 through the video control unit 311 are recorded on the recording areas of 30 blocks of the hard disk drives 201 through 207. The mark-out key 352 is used to designate cue-out.

[0023] After the recording of video data on the recording areas of 30 block has been finished, the disk control unit 314 is placed again in the repetitive recording mode. Therefore, if the above-mentioned processing is repeated, materials will be sequentially recorded in the hard disk drives 201 through 207.

[0024] FIGS. 3B through 3E are diagrams showing the repetitive recording more clearly. In the repetitive recording, materials 1, 2, 3, ..., 6 are sequentially recorded in the repetitive recording areas of the hard disk drives 201 through 207 in the order in which the materials 1, 2, 3, ..., 6 are supplied. If materials up to the material 6 are recorded, then the next material 7 is recorded again in the starting portion of the repetitive recording area as shown in FIG. 3C. Then, as shown in FIG. 3D, the next material 8 is recorded during the next cycle. If the above-mentioned processing is repeated, then materials 7, 8, 9 and 10 are recorded as shown in FIG. 3E.

[0025] In this state, if the operator depresses the mark-in key 350, then under control of the disk control unit 314, areas of the hard disk drives 201 through 207 in which the materials 4 and 6 are recorded are extracted by the seek operation and the next recording area of the repetitive recording area is accessed. The repetitive recording mode for the repetitive recording area will be released from now on. Then, materials 11, 12 supplied after the material 10 are sequentially recorded.

[0026] The manner in which materials recorded on the hard disk drives 201 through 207 are reproduced will be described below. Specifically, reproduced video data are temporarily written in the image buffer 313, then read out therefrom and supplied through the data bus 305 to the video control unit 311, whereafter it is converted into a video signal and then outputted from an output terminal 311a. Moreover, the reproduced video data is supplied through the data bus 305 to the editor 301 and then displayed by the display 353.

[0027] The manner in which the editing system shown in FIG. 2 is operated upon recording will be described with reference to FIGS. 5 and 6.

[0028] Referring to FIG. 5, following the start of operation, it is determined at a decision step S1 by the CPU 303 shown in FIG. 2 whether or not data is entered by operation keys of the editor 301. If a YES is outputted at the decision step S1, then control goes to the next decision step S2. In the decision step S2, it is determined by the CPU 303 shown in FIG. 2 whether or not the start key 351 of the editor 301 is depressed. If a YES is outputted at the decision step S2, then it is determined that the repetitive recording is instructed. Then, control goes to the next decision step S3. When the start key 351 is depressed, data indicating the repetitive recording to be carried out is stored in the RAM 306 as the recording mode data 307. It is determined by the CPU 303 by reading the recording mode data 307 whether or not the recording mode is the repetitive recording mode.

[0029] As a consequence, the CPU 303 shown in FIG. 2 supplies a playback start command to the video control unit 311. The video control unit 311 supplies a playback start command to the VCR 101 through the interface circuit 102. Reproduced video data from the VCR 101 is sequentially written in the image buffer 313 of the disk recorder control unit 312 through the video control unit 311 and the data bus 305.

[0030] In the decision step S3, it is determined by the CPU 303 shown in FIG. 2 whether or not present position data is larger than ending position data. If a YES is outputted at the decision step S3, then control goes to a step S4. If a NO is outputted at the decision step S3, then control goes to a step S5. When a power switch of the editing system is turned on, under control of the CPU 303, the starting position data 308 and the ending posi-
tion data 309 are stored in the RAM 306 and starting logical address data is stored in the RAM 306 as the present position data 310. The ending position data 309 shows the position advanced from the starting position data 308 by 30 blocks. [0031] In the step S4, the starting position data 308 is written in the storage area of the present position data 310 on the storage area of the RAM 306 under control of the CPU 303 shown in FIG. 2 because the position shown by the present position data 310 exceeds the position shown by the ending position data 309. In order to effect the repetitive recording, the starting position data 308 should be stored when the position shown by the present position data 310 reaches the position shown by the ending position data 309. [0032] In the step S5, the CPU 303 shown in FIG. 2 reads out the present position data 310 stored in the RAM 306 and supplies the above present position data 310 to the disk recorder control unit 312. The disk control unit 314 of the disk recorder control unit 312 determines the hard disk drives 201 through 207 to which the video data is transferred. The disk control unit 314 reads out physical address data corresponding to the present position data 310 supplied from the CPU 303 from the table 315. Subsequently, the disk control unit 314 reads out video data of one block from the image buffer 313 and transfers the video data of one block to the hard disk drives 201 through 207 together with the physical address data. [0040] The video data of one block transferred to the hard disk drives 201 through 207 is recorded in the hard disk drives 201 through 207 at their recording areas shown by the physical address data. Further, the disk control unit 314 registers disk ID data of the hard disk drives 201 through 207 to which the video data is transferred in the table 315. [0041] In the next step S1, the CPU 303 shown in FIG. 2 increments the value of the present position data 310 stored in the RAM 306 by one block. [0042] In the next decision step S12, it is determined by the CPU 303 shown in FIG. 2 whether or not the end key 354 of the editor 301 is depressed. If a YES is outputted at the decision step S12, control is ended. If on the other hand a NO is outputted, then control goes to the next decision step S13. [0043] At the decision step S13, it is determined by the CPU 303 shown in FIG. 2 whether or not the mark-out key 352 of the editor 301 is depressed. If a YES is outputted at the decision step S13, then control goes to the next decision step S14. If on the other hand a NO is outputted at the decision step S13, then control goes back to the step S10. [0044] In the decision step S14, it is determined by the CPU 303 shown in FIG. 2 whether or not the present position data is larger than the ending position data. If a YES is outputted at the decision step S14, then control is ended. If on the other hand a NO is outputted, then control goes to a step S15. [0045] In the step S15, the CPU 303 shown in FIG. 2 writes the starting position data 308 in the RAM 306 at its storage area in which the present position data 310 is stored. The reason for this has already been described with reference to the step S4. [0046] In the next step S16, the CPU 303 shown in FIG. 2 reads out the present position data 310 stored in the RAM 306, and supplied the above present position data 310 to the disk recorder control unit 312. The disk control unit 314 in the disk recorder control unit 312 determines the hard disk drives 201 through 207 to which video data is transferred. The disk control unit 314 reads out physical address data corresponding to the present position data 310 supplied from the CPU 303 from the table 315. Subsequently, the disk control unit 314 reads out video data of one block from the image buffer 313 and transfers the above video data of one block to the hard disk drives 201 through 207 together with the physical address data. [0047] The video data of one block transferred to the hard disk drives 201 to 207 is recorded in the hard disk...
drives at their recording areas shown by the physical address data. Further, the disk control unit 314 registers disk ID data of the hard disk drives 201 through 207 to which the video data was transferred in the table 315.

[0048] In the next step S17, the CPU 303 shown in FIG. 2 increments the value of the present position data 310 stored in the RAM 306 by one block. Then, control goes back to the decision step S14.

[0049] Upon reproduction, the editor 301 can vary the cue-in and cue-out by entering block number data 356. In the editor 301, cue-in and cue-out are designated by block number data and a playback key 355 is depressed. With reference to the table 315 shown in FIG. 2, the CPU 303 sequentially supplies logical address data corresponding to block number data from the block number data of the designated cue-in to the block number data of the designated cue-out to the hard disk drives 201 through 207 and places the hard disk drives 201 through 207 in the reproducing mode. Therefore, video data ranging from the designated cue-in to the designated cue-out are reproduced from the hard disk drives 201 through 207. Thus, even when the operator depresses the mark-in key 350 and the mark-out key 352 at different timings, the operator can change desired cue-in and cue-out easily.

[0050] As described above, when the value shown by the present position data 310 is larger than that shown by the ending position data 309, the starting position data 308 is written in the RAM 306 at its storage area in which the present position data 310 is stored, and the present position data 310 is used as recording address for the hard disk drives 201 through 207. Thus, video data reproduced by the VCR 101 can be recorded in the disk drives 201 through 207 at their recording areas of predetermined 30 blocks in the repetitively recording mode.

[0051] If the mark-in key 350 is depressed during the repetitive recording is carried out, then the normal recording is started from the next area of the predetermined recording area of 30 blocks.

[0052] Then, if the mark-out key 352 is depressed, the repetitive recording is carried out again after a time period of 30 blocks was elapsed from that time point, i.e., after video data of 30 blocks has been recorded.

[0053] Therefore, the operator can set a desired position to the cue-in or cue-out reliably. Specifically, when the operator designates a cue-in and a cue-out in a manual fashion, it is unavoidable that the designated positions are delayed from desired cue-in and desired cue-out. However, video data are recorded in the recording area of 30 blocks from the position immediately-preceding the cue-in and the recording area of 30 blocks from the position immediately-succeeding the cue-out. Accordingly, even when the designated position is delayed from a desired cue-in or a desired cue-out, video data at that position are recorded in the above-mentioned recording areas. Thus, it is sufficient for the operator to advance or delay the positions of the cue-in and the cue-out in the later stage.

[0054] Furthermore, there is the large advantage that the storage capacities of the hard disk drives 201 through 2007 and the number of the hard disk drives 201 through 207 can be minimized.

[0055] As described above, reproduced materials are repeatedly recorded in the repetitive recording areas of the recordable areas of the disk recorder until the cue-in is designated. When the cue-in is designated, the reproduced materials are recorded in the normal recording areas of the disk recorder in the normal recording mode. After the cue-out is designated, the reproduced materials are repeatedly recorded in the above repetitive recording areas after a predetermined time has elapsed since cue-out was designated. Thus, the recording areas of the disk-like recording medium can be used effectively, and desired materials of the materials recorded in the tape-like recording medium can be reliably recorded in the disk-like recording medium.

Claims

1. An editing apparatus comprising:
   1. reproducing means for reproducing a video signal recorded in a tape-like recording medium;
   2. recording means for recording said reproduced video signal in a disk-like recording medium;
   3. input means for designating a recording starting point and a recording ending point; and
   4. control means for controlling an operation of said recording means based on an output signal from said input means, in which said control means controls said recording means such that said video signal reproduced by said reproducing means is repeatedly recorded on a predetermined repetitive recording area of said disk-like recording medium until data indicative of said recording starting position is supplied thereto through said input means after start of operation, said control means controls said recording means such that said video signal reproduced by said reproducing means is sequentially recorded on a predetermined normal recording area of said disk-like recording medium when data indicative of said recording starting point is supplied thereto through said input means, and said control means controls said recording means such that said video signal reproduced by said reproducing means is repeatedly recorded on a second predetermined repetitive recording area of said disk-like recording medium when data indicative of said recording ending point is supplied thereto through said input means.

2. An editing apparatus according to claim 1, further
comprising display means for displaying said video signal reproduced by said reproducing means.

3. An editing apparatus according to claim 1, further comprising second reproducing means for reproducing said video signal recorded on said disk-like recording medium by said recording means and second input means for designating a reproducing starting point and a reproducing ending point of said video signal that is to be reproduced from said disk-like recording medium, and wherein said control means controls said reproducing means such that said video signal located between said reproducing starting point and said reproducing ending point designated through said second input means is reproduced from said disk-like recording medium.

4. An editing apparatus according to claim 3, further comprising display means for displaying said video signal reproduced by said second reproducing means.

5. An editing method comprising the steps of:

reproducing a video signal stored in a tape-like recording medium;

designating a recording starting point;

repeatedly recording said video signal on a predetermined repetitive recording area of a disk-like recording medium until said recording starting point is designated;

starting sequentially recording of said video signal on a predetermined normal recording area of said disk-like recording medium when said recording starting point is designated; and

recording said video signal on said normal recording area during a predetermined period until when a recording ending point is designated, and then repetitively recording said video signal on a second predetermined repetitive recording area of said disk-like recording medium.

Patentansprüche

1. Editiergerät, welches aufweist:

    eine Wiedergabe einrichtung, um ein Videosignal, welche auf einem bandförmigen Aufzeichnungsträger aufgezeichnet ist, wiederzugeben;

    eine Aufzeichnungseinrichtung, um das wiedergegebene Videosignal auf einem plattenförmigen Aufzeichnungsträger aufzuzzeichnen;

    eine Eingabe einrichtung, um einen Aufzeichnungssstartpunkt und einen Aufzeichnungsendpunkt zu bestimmen; und

    eine Steuerung, um einen Betrieb der Aufzeichnungseinrichtung auf der Basis eines Ausgangssignals von der Eingabe einrichtung zu steuern, wobei die Steuerung die Aufzeichnungseinrichtung so steuert, dass das Videosignal, welches durch die Wiedergabe einrichtung wiedergegeben wird, wiederholt auf einem vorher festgelegten Wiederholungsbereich des plattenförmigen Aufzeichnungsträgers aufgezeichnet wird, bis Daten, die die Aufzeichnungsstartposition zeigen, über die Eingabe einrichtung nach dem Start des Betriebs dahin geliefert werden, die Steuerung die Aufzeichnungseinrichtung so steuert, dass das Videosignal, welches durch die Wiedergabe einrichtung wiedergegeben wird, sequentiell auf einem vorher festgelegten Normalbereich des plattenförmigen Aufzeichnungsträgers aufgezeichnet wird, wenn Daten, die den Aufzeichnungsstartpunkt zeigen, über die Eingabe einrichtung dahin geliefert werden, und die Steuerung die Aufzeichnungseinrichtung so steuert, dass das Videosignal, welches durch die Wiedergabe einrichtung wiedergegeben wird, wiederholt auf einem zweiten vorher festgelegten Wiederholungsbereich des plattenförmigen Aufzeichnungsträgers aufgezeichnet wird, wenn Daten, die den Aufzeichnungsendpunkt zeigen, über die Eingabe einrichtung dahin geliefert werden.

2. Editiergerät nach Anspruch 1, welches außerdem eine Anzeige einrichtung aufweist, um das Videosignal, welches durch die Wiedergabe einrichtung wiedergegeben wird, anzuzeigen.

3. Editiergerät nach Anspruch 1, welches außerdem eine zweite Wiedergabe einrichtung aufweist, um das Videosignal, welches auf dem plattenförmigen Aufzeichnungsträger durch die Aufzeichnungseinrichtung aufgezeichnet ist, wiederzugeben, und eine zweite Eingabe einrichtung, um einen Wiedergabe startpunkt und eine Wiedergabe endpunkt des Videosignals zu bestimmen, der von dem plattenförmigen Aufzeichnungsträger wiedergegeben ist, und wobei die Steuer e einrichtung die Wiedergabe einrichtung so steuert, dass das Videosignal, welches zwischen dem Wiedergabe startpunkt und dem Wiedergabe endpunkt liegt, durch die zweite Eingabe einrichtung bestimmt wird, vom plattenförmigen Aufzeichnungsträger wiedergegeben wird.

4. Editiergerät nach Anspruch 3, welches außerdem eine Anzeige einrichtung aufweist, um das Videosignal, welches durch die zweite Wiedergabe einrichtung wiedergegeben wird, anzuzeigen.
5. Editierverfahren, welches folgende Schritte aufweist:

Wiedergeben eines Videosignals, welches auf einem bandförmigen Aufzeichnungsträger gespeichert ist; Bestimmen eines Aufzeichnungsstartpunktes; wiederholtes Aufzeichnen des Videosignals auf einem vorher festgelegten Wiederholungsaufzeichnungsbereich eines plattenförmigen Aufzeichnungsträgers, bis der Aufzeichnungsstartpunkt bestimmt wird; Beginnen eines sequentiellen Aufzeichnens dieses Videosignals auf einem vorher festgelegten Normalaufzeichnungsbereich des plattenförmigen Aufzeichnungsträgers, wenn der Aufzeichnungsstartpunkt bestimmt ist; und Aufzeichnen des Videosignals auf dem Normalaufzeichnungsbereich während einer vorher festgelegten Periode, bis ein Aufzeichnungsendpunkt bestimmt wird, und dann wiederholtes Aufzeichnen des Videosignals auf einem zweiten vorher festgelegten Wiederholungsaufzeichnungsbereich des plattenförmigen Aufzeichnungsträgers.

Revendications

1. Appareil de montage comprenant :

un moyen de reproduction destiné à reproduire un signal vidéo enregistré sur un support d'enregistrement de type bande ;
un moyen d'enregistrement destiné à enregistrer, sur un support d'enregistrement de type disque, ledit signal vidéo reproduit ;
un moyen d'entrée destiné à désigner un point de départ d'enregistrement et un point de fin d'enregistrement ; et
un moyen de commande destiné à commander le fonctionnement dudit moyen d'enregistrement en se basant sur un signal de sortie issu dudit moyen d’entrée, dans lequel ledit moyen de commande commande ledit moyen d'enregistrement de façon que ledit signal vidéo reproduit par ledit moyen de reproduction soit enregistré de façon répétée sur une zone prédéterminée d'enregistrement répétitif dudit support d'enregistrement de type disque jusqu'à ce qu'une donnée indicative de ladite position de début d'enregistrement lui soit délivrée par l'intermédiaire dudit moyen d'entrée après démarrage du fonctionnement, dans lequel ledit moyen de commande commande ledit moyen d'enregistrement de façon que ledit signal vidéo reproduit par ledit moyen de reproduction soit enregistré séquentiellement sur une zone prédéterminée d'enregistrement normal dudit support d'enregistrement de type disque lorsqu'une donnée indicative dudit point de départ d'enregistrement lui est délivrée par l'intermédiaire dudit moyen d'entrée.

2. Appareil de montage selon la revendication 1, comprenant en outre un moyen d'affichage destiné à afficher ledit signal vidéo reproduit par ledit moyen de reproduction.

3. Appareil de montage selon la revendication 1, comprenant en outre un second moyen de reproduction destiné à reproduire ledit signal vidéo enregistré sur ledit support d'enregistrement de type disque par ledit moyen d'enregistrement et un second moyen d'entrée destiné à désigner un point de début de reproduction et un point de fin de reproduction dudit signal vidéo qui est à reproduire à partir dudit support d'enregistrement de type disque, et dans lequel ledit moyen de commande commande ledit moyen de reproduction de façon que ledit signal vidéo situé entre ledit point de début de reproduction et ledit point de fin de reproduction désignés à l'aide dudit second moyen d'entrée soit reproduit à partir dudit support d'enregistrement de type disque.

4. Appareil de montage selon la revendication 3, comprenant en outre un moyen d'affichage destiné à afficher ledit signal vidéo reproduit par ledit moyen de reproduction.

5. Procédé de montage comprenant les étapes :

de reproduction d'un signal vidéo mémorisé sur un support d'enregistrement de type bande ;
de désignation d'un point de départ d'enregistrement ;
d'enregistrement de façon répétée dudit signal vidéo sur une zone prédéterminée d'enregistrement répétitif dudit support d'enregistrement de type disque jusqu'à ce que ledit point de départ d'enregistrement soit désigné ;
de démarrage d'un enregistrement séquentiel dudit signal vidéo sur une zone prédéterminée d'enregistrement normal dudit support d'enregistrement de type disque lorsque ledit point de départ d'enregistrement est désigné ; et
d'enregistrement dudit signal vidéo sur ladite
zone d'enregistrement normal pendant une pé-
riode prédéterminée jusqu'au moment où un
point de fin d'enregistrement est désigné, et en-
suite d'enregistrement de façon répétitive dudit
signal vidéo sur une seconde zone prédetermi-
née d'enregistrement répétitif dudit support
d'enregistrement de type disque.
FIG. 1A

100
Recorded Material Reproducing Means.

200
Disk Recorder

300
Control Means

FIG. 1B

Cue-In
Recorded Material A
Recorded Material B
Recorded Material C
Cue-Out
Cue-In
Cue-In
Cue-Out
Cue-In
Cue-Out

FIG. 1C

Recorded Material A
Recorded Material B
Recorded Material C

... Repetitive Recording Area

... Surplus Recording Area
<table>
<thead>
<tr>
<th>Block Number Data</th>
<th>Logical Address (Logical Track Number, Logical Sector Number, Data Length)</th>
<th>Disk ID Data</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**FIG. 3A**

**FIG. 3B**

**FIG. 3C**

**FIG. 3D**

**FIG. 3E**

Repellent F Essentiel Range

Recorded Material 1 Recorded Material 2 Recorded Material 3 Recorded Material 4 Recorded Material 5 Recorded Material 6

Recorded Material 1 Recorded Material 2 Recorded Material 3 Recorded Material 4 Recorded Material 5 Recorded Material 6

Recorded Material 1 Recorded Material 2 Recorded Material 3 Recorded Material 4 Recorded Material 5 Recorded Material 6

Recorded Material 1 Recorded Material 2 Recorded Material 3 Recorded Material 4 Recorded Material 5 Recorded Material 6

Recorded Material 1 Recorded Material 2 Recorded Material 3 Recorded Material 4 Recorded Material 5 Recorded Material 6

Seek → Recording
**FIG. 4**

- **Editor**
- **Control Signal**
- **Disk Drive**

- **Start** → Repetitive Recording Mode (Repetitive Recording of Data of 30-Block Amounts)
- **Mark-In** → Normal Recording Mode (Sequential Recording)
- **Mark-Out** → Surplus Recording Mode (Repetitive Recording of Data of 30-Block Amounts After Surplus Recording of Data of 30-Block Amounts)
FIG. 5

Start

NO

Data entered?

YES

S1

NO

Repetitive recording?

YES

S2

NO

Present position > ending position?

YES

S4

Write start-position data in present-position data storage area

S5

Write contents of image buffer in hard disk at area indicating present-position data

S6

Increment present-position data by one block amount

NO

Mark-in?

YES

S7

Increment ending-position data by one block amount

S8

1
FIG. 6

1. Write new ending-position data in present-position data storage area (S9)
   - Write contents of image buffer in hard disk at area indicating present position data (S10)
   - Increment present-position data by one block amount (S11)
   - End ? (S12)
     - YES (S13)
       - Mark-out ? (S13)
         - YES (S14)
           - Present position > ending position ? (S14)
             - NO (S15)
               - Write starting-position data in present-position data storage area (S15)
             - WRITE CONTENTS OF IMAGE BUFFER IN HARD DISK AT AREA INDICATING PRESENT POSITION DATA (S16)
               - Increment present-position data by one block amount (S17)
             - END (S18)
         - NO (S14)
           - Presentation position < ending position ? (S14)
             - WRITE CONTENTS OF IMAGE BUFFER IN HARD DISK AT AREA INDICATING PRESENT POSITION DATA (S16)
             - Increment present-position data by one block amount (S17)
         - TOTAL NUMBER OF BLOCKS INSIDE ENDING POSITION >= TOTAL NUMBER OF BLOCKS INSIDE PRESENT POSITION (S13)
               - END (S18)