Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

[0001] The present invention relates to wheels and, in particular, to an apparatus which is able to be fitted to a spoked bicycle wheel or the like device to provide an improvement in the aerodynamic performance of the spoked wheel or like device as well as maintaining the strength and stiffness required for the wheel to absorb road shock and the like.

BACKGROUND TO THE INVENTION

[0002] Although the following description refers primarily to bicycles, it will be readily appreciated that other means of propulsion may equally benefit from employment of the inventive principles. Consequently any reference to a bicycle is meant to encompass any similar mode of transport whereby suitable application, modification or adaptation of the invention can be applied.

[0003] It has long been recognised that the aerodynamics of a bicycle are strongly effected by the aerodynamic performance of the wheels in particular. This is particularly true for racing, but is equally applicable to leisure pursuits involving bicycles. In other words the better aerodynamic performance of the wheels of a bicycle, the easier it is to ride. A cyclist has in any event to pedal to propel himself forward and any substantial drag caused by the bicycle, and the wheels in particular, lessens the speed obtainable by the cyclist for the effort expended.

[0004] It is known for racing bicycles in particular to have at least the rear wheel made from a lightweight material in the form of a disc. The aerodynamics of such a disc wheel are such that the drag on the bicycle is lessened when compared to the conventionally spoked wheel. These types of disc wheels are usually made from a composite material and although extremely light in weight, they are relatively stiff and easily damaged and as such are suited for use on a racing track where the surface is extremely even. These types of wheels are unsuitable for use on uneven surfaces as they are easily damaged if they strike any protrusion such as can be found on roads or similar surfaces.

[0005] In addition, these types of disc wheels are most suitable when used on indoor tracks because when they are used outdoors problems arise with regard to cross-winds which tend to cause aerodynamic drag. This drag removes the advantages gained in the aerodynamic performance of the wheels due to their disc nature.

[0006] Further to the above, there are known wheels which have been designed to overcome the above mentioned disadvantage by providing a lightweight spoked wheel whereby the at least three spokes and rim are made from composite materials of a similar nature to the composite discs. The rim extends inwardly towards the axle a short distance for strength and to provide an aerodynamic advantage over a conventionally spoked bicycle wheel. These wheels are supposed to absorb road shock and the like and reduce fatigue of the composite material, while reducing the drag caused by cross winds to the above described disc wheels while also providing improvements in aerodynamic performance over the conventionally spoked bicycle wheel.

[0007] However, it has been found that these wheels are also easily damaged if used on roads or the like and especially if the road conditions are rough. These wheels are not easily able to be repaired. This means that if the wheel is only slightly damaged, the wheel will have to be discarded as it is unable to perform as it is supposed. This is a relatively expensive wheel to purchase and therefore as they appear to be easily damaged, they have not been universally adopted.

[0008] Another type of bicycle wheel that is known and which has been developed to overcome the disadvantages associated with the aerodynamics of conventionally spoked bicycle wheels is a wheel that includes an annulus shaped rim which extends substantially inwardly from the outer edge and a number of metal spokes which extend between the axle and the annulus shaped rim in the same manner as a conventionally spoked bicycle wheel. The metal spokes are embedded into the annulus shaped rim which is made from plastics materials such as carbon fibre resins.

[0009] In a similar manner to the previously described wheels, this wheel has the disadvantage that if the wheel is only slightly damaged it will have to be discarded as it is unable to be repaired satisfactorily for its intended use.

[0010] Therefore it would be advantageous to provide a wheel and/or wheel apparatus which enables the cyclist to have improved aerodynamic performance as compared to a conventionally spoked bicycle wheel as well as being a wheel and/or wheel apparatus which is easily repaired when damaged. Such an apparatus could be able to be adapted to be applied to a conventionally spoked wheel such that the conventionally spoked bicycle wheel is improved aerodynamically without the need to use the costly wheels as described above.

[0011] It has been proposed, in US 4 660 893 (HUNTZINGER) (preamble of claim 1) to provide a conventionally spoked cycle wheel with a convex cover on each side of the wheel each in the general form of a disc with a central aperture for receiving the hub of the wheel. The discs on each side are connected by connectors which pass through the spoke array and have tabs which connect with adjacent spokes. This cover, whilst it provides an improved aerodynamic profile, present a full disc to cross winds and thus introduces a new disadvantage whilst providing a readily replaceable cover.

[0012] It is an object of the present invention provide apparatus for improving the aerodynamic performances of conventionally spoked bicycle wheels which substantially overcomes or ameliorates the above mentioned disadvantages. At the very least, the object of the invention is to provide an alternative to known means of im-
proving the aerodynamic performance for bicycle wheels.

[0013] According to the present invention there is disclosed an apparatus for improving an aerodynamic performance of conventionally spoked bicycle wheels or the like according to claim 1, wherein said apparatus comprises a pair of rings which are adapted to be located one to each side of the spokes of said wheel and abutting against the radially inner surface of the rim of said wheel at their most radially outward portion and extending partway inwardly towards the axle of the wheel, said rings being releasably mated at their most radially inward portion and shaped to produce cavities when so mated, said cavities being formed about the spokes when the rings are located on the wheel, the outer surface of said pair of rings forming an aerodynamic surface extending radially inward from the radially inner surface from the radially inner surface of the rim wheel.

[0014] In one preferable form, the rings are releasably connected by holding means which in the most preferable form is a plurality of threaded grub screws. Naturally other means of connection are envisaged by the invention.

[0015] Preferably, the rings have access means for a valve extension means to be applied to the valve of the inner tube so that the tyre pressure can be adjusted while the rings are in place. Preferably the access means is a groove cut into the inner surface of the rings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0016] The present invention will be better understood and appreciated from the following discussion of a number of preferred forms of the invention. Reference is made to the accompanying drawings in which:

Fig. 1 is a schematic view of the inner surface of a ring of the apparatus according to the present invention; and

Fig. 2 is a partial cutaway circumferential cross sectional view II-II of the ring of the apparatus of Fig. 1;

Fig. 3 is a transverse cross sectional view III-III of the ring of the apparatus of Fig. 1;

Fig. 4 is a schematic cross sectional view of the pairs of rings of the apparatus of Fig. 1 shown connected in their aerodynamic configuration;

Fig. 5 is an exploded perspective view of the apparatus of Fig. 1 and a conventionally spoked bicycle wheel; and

Fig. 6 is a perspective view of the apparatus of Fig. 1 shown attached to a conventionally spoked bicycle wheel.

BEST MODE OF CARRYING OUT THE INVENTION

[0017] The apparatus of the present invention includes a pair of rings 10 which are adapted to be applied to a conventionally spoked bicycle wheel 10a to provide better aerodynamic performance. The rings 10 are able to be located one on either side of the spokes of the wheel abutting against the wheel's inside rim at their most radial outward portion 11. The rings 10 extend radially inwardly from the rim towards the wheel's axle with their outer surfaces 12 forming the aerodynamic surface which is substantially flush with the outer surface of the rim of the wheel when applied to the wheel. The aerodynamic outer surfaces 12 as seen in Fig. 4 curve inwardly towards their most radial inward portion 13 which forms a foil having an arrow shaped point in cross section when the two rings 10 are joined or connected together.

[0018] The inner surfaces 14 of the rings 10 are shaped in such a way that they abut against the spokes of the wheel which are not in the same plane in a conventionally spoked bicycle wheel as they are relatively radially directed but to alternate sides of the axle. Therefore the inner surfaces 14 are saw-toothed as seen in the drawings with the valleys 15 of the saw-toothed profile receiving the spokes. The inner surfaces 14 of the two rings 10 are able to nest against or mate with the other ones inner surface 14 with the spokes positioned therebetween. The saw-toothed profile is only a preferred profile, and other profiles that result in the rings 10 being locatable on the wheel is within the scope of the present invention.

[0019] The most radial inward portions 13 of the rings abut against each other with apertures 16 being formed thereat so that the spokes can protrude therefrom. The apertures 16 are therefore effectively formed around the spokes when the rings 10 are fitted to the wheel.

[0020] The rings 10 have an access for a valve extension device 17a to be applied to the valve of the inner tube (not illustrated) so that the tyre pressure can be adjusted while the rings 10 are in place. In the preferred embodiment the access is a groove 17 cut into the inner surface 14 of the rings 10.

[0021] In the preferable form, the rings 10 are releasably connected by means which is in the form of a number of threaded grub screws 18. In the most preferred form the number of grub screws is three set at 120 degrees to each other substantially near the rim of the wheel. Naturally other means of connection are envisaged by the invention.

[0022] It is seen from the above description that the rings 10 are easily installed and removed from the wheel as desired. If the wheel is damaged the rings 10 can be removed while the wheel is repaired or if the wheel is not able to be repaired, the rings 10 can be used on a new or other wheel. It is also the case that if the rings 10 are damaged, the ring can be replaced without replacing the entire wheel which is the case with the prior
The rings 10 are suitable for all size wheels and wheels with differing numbers of spokes. For example, the rings 10 are equally suitable for use with 36 spokes or 16 spokes. The rings are also suitable for use with racing bicycles as well as "mountain bikes".

The rings are made from any suitable lightweight material, such as thermal plastics, carbon fibre composites and Kevlar®.

Claims

1. An apparatus for improving the aerodynamic performance of conventionally spoked bicycle wheels (10a) or the like, said apparatus comprising a pair of rings (10) which are adapted to be located one to each side of the spokes of said wheel (10a) and extending part way inwardly towards the axle of the wheel forming an aerodynamic surface extending radially inward from the radially inner surface of the wheel rim (10a), characterised in that said rings (10) are releasably mated at their most inward portion (13) and abut against the radially inner surface of the rim of said wheel (10a), the surfaces (14) of the rings (10) are releasably mated at their most inward portion (13) and abut against the radially inner surface of the rim of said wheel (10a) at their most radially inward portion (11) and are furthermore shaped to produce cavities (16) when so mated, said cavities (16) being formed about the spokes when the rings are located on the wheel, the outer surface (12) of said pair of rings (10) forming said aerodynamic surface.

2. The apparatus as claimed in claim 1, wherein the surfaces (14) of the rings (10) are adapted to mate with each other when the rings are located on the wheel (10a), the inner surfaces (14) of the rings (11) being adapted to abut against the spokes of the wheel (10a).

3. The apparatus as claimed in claims 1 or 2, wherein the rings (10) are releasably connected by holding means (18).

4. The apparatus as claimed in claim 3, wherein the holding means (18) is a plurality of threaded grub screws.

5. The apparatus as claimed in claims 1, wherein the rings (10) have access means (17) 20 for a valve extension means (17A) to be applied to the valve of the inner tube so that the tyre pressure can be adjusted while the rings are in place.

6. The apparatus as claimed in claims 1, wherein the access means (17) is a groove cut into the inner surface of the rings.

Patentansprüche

1. Vorrichtung zur Verbesserung der aerodynamischen Leistung herkömmlich verspechter Fahr- räder (10a) o.ä., umfassend ein Paar von Rin- gen (10), die dazu eingerichtet sind, dass einer die- ser Ringe an jeder Seite der Speichen des Rades (10a) angeordnet wird und sich zum Teil nach innen in Richtung der Achse des Rades erstreckt, und ei- ne aerodynamische Oberfläche bildet, die sich von der radialen inneren Oberfläche der Radfelge (10a) radial nach innen erstreckt, dadurch gekennzeich- net, dass diese Ringe (10) an ihrem innersten Teil (13) trennbar miteinander verbunden sind und an ihrem radial äußersten Teil (11) auf die radiale in- nere Oberfläche der Felge des Rades (10a) treffen, und außerdem so geformt sind, dass sie Hohlräume (16) bilden, wenn sie miteinander verbunden sind, wobei diese Hohlräume (16) um die Speichen aus- gebildet sind, wenn die Ringe am Rad angeordnet sind, und die äußere Oberfläche (12) dieses Paares von Ringen (10) die aerodynamische Oberfläche bildet.

2. Vorrichtung nach Anspruch 1, wobei die Oberflä- chen (14) der Ringe (10) dazu eingerichtet sind, miteinander in Verbindung zu treten, wenn die Ringe auf dem Rad (10a) angeordnet sind, und die inne- ren Oberflächen (14) der Ringe (11) dazu eingerich- tet sind, auf die Speichen des Rades (10a) zu tref- fen.

3. Vorrichtung nach Anspruch 1 oder 2, wobei die Ringe (10) durch ein Haltemittel (18) trennbar verbun- den sind.

4. Vorrichtung nach Anspruch 3, wobei das Haltemittel (18) eine Vielzahl von Gewindestiften ist.

5. Vorrichtung nach Anspruch 1, wobei die Ringe ein Zugangsmittel (17) (20) für ein Ventilverlänge- rungsmittel (17a) aufweisen, das am Ventil des In- nenschlauchs angebracht werden kann, so dass der Reifendruck reguliert werden kann, während die Ringe angebracht sind.

6. Vorrichtung nach Anspruch 1, wobei das Zugangs- mittel (17) eine Einkerbung ist, die in die innere Oberfläche der Ringe geschnitten ist.

Revendications

1. Dispositif destiné à améliorer la performance aéro- dynamique de roues (10a) de vélo à rayons classi- ques ou analogues, ledit dispositif comportant une paire d’anneaux (10) qui sont adaptés pour être dis- posés l’un de chaque côté des rayons de ladite roue
(10a) et s'étendant partiellement vers l'intérieur en direction de l'axe de la roue en formant une surface aérodynamique s'étendant radialement vers l'intérieur à partir de la surface radialement intérieure de la jante de roue (10a), caractérisé en ce que les dits anneaux (10) sont accouplés de façon détachable sur leur partie (13) la plus intérieure et viennent en butée contre la surface radialement intérieure de la jante de ladite roue (10a) en leur partie (11) la plus radialement extérieure et sont en outre conçus pour délimiter des cavités (16) lorsqu'ils sont ainsi accouplés, lesdites cavités (16) étant formées autour des rayons lorsque les anneaux sont disposés sur la roue, la surface extérieure (12) de ladite paire d'anneaux (10) formant ladite surface aérodynamique.

2. Dispositif selon la revendication 1, caractérisé en ce que les surfaces (14) des anneaux (10) sont adaptées pour s'accoupler l'une avec l'autre lorsque les anneaux sont disposés sur la roue (10a), les surfaces internes (14) des anneaux (11) étant adaptées pour venir en butée contre les rayons de la roue (10a).

3. Dispositif selon la revendication 1 ou 2, caractérisé en ce que les anneaux (10) sont fixés de façon détachable par des moyens de maintien (18).

4. Dispositif selon la revendication 3, caractérisé en ce que les moyens de maintien (18) comprennent une pluralité de vis sans tête filetées.

5. Dispositif selon la revendication 1, caractérisé en ce que les anneaux (10) possèdent des moyens d'accès (17) pour des moyens d'extension de valve (17A) destinés à être appliqués à la valve de la chambre à air de manière à ce que la pression du pneu puisse être ajustée lorsque les anneaux sont en place.

6. Dispositif selon la revendication 1, caractérisé en ce que les moyens d'accès (17) comprennent une rainure creusée sur la surface interne des anneaux.