EUROPEAN PATENT SPECIFICATION

Date of publication and mention of the grant of the patent: 14.08.2002 Bulletin 2002/33

Application number: 97117238.2

Date of filing: 24.02.1993

A deflection circuit having a controllable sawtooth generator
Ablenkschaltung mit kontrollierbarem Sägezahngenerator
Circuit de déflexion avec générateur de balayage contrôlable

Designated Contracting States: DE ES FR GB IT PT

Priority: 02.03.1992 US 843063

Date of publication of application: 28.01.1998 Bulletin 1998/05

Document number(s) of the earlier application(s) in accordance with Art. 76 EPC: 93102826.0 / 0 560 117

Proprietor: THOMSON multimedia 92648 Boulogne Cédex (FR)

Inventor: Koblitz, Karl Rudolf 76327 Pfinztal (DE)

Representative: Rossmanith, Manfred, Dr. et al Deutsche Thomson-Brandt GmbH European Patent Operations Karl-Wiechert-Allee 74 30625 Hannover (DE)


Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

[0001] The invention relates to a sawtooth generator of a deflection arrangement in a video apparatus.

[0002] Typically, a vertical sawtooth generator of a vertical deflection circuit in a television receiver utilizes a current integrating capacitor that is charged from a source of a D.C. current to produce a ramp, trace portion of an output sawtooth signal synchronized to a vertical synchronizing signal. The trace portion of the sawtooth signal controls a trace portion of a vertical deflection current that produces vertical deflection in a cathode ray tube (CRT).

[0003] The value of the capacitance of the capacitor may have an appreciable effect on the amplitude of the sawtooth signal. A change in, for example, the capacitance of the integrating capacitor due to, for example, aging or temperature variation may tend to vary the amplitude of the sawtooth signal.

[0004] U.S. Patent 4,686,432 entitled VERTICAL DEFLECTION CIRCUIT FOR ELECTRON BEAMS IN PICTURE TUBE, in the names of Berland et al., discloses an arrangement in which a pulse occurring at the center of vertical trace is used for sensing the difference between the sawtooth signal and a reference voltage and for controlling the current source in accordance with such difference. The level of the sawtooth signal is established at the center of vertical trace at a magnitude that is equal to that of the reference level.

[0005] In order to control the amplitude of the sawtooth signal accurately, it may be desirable to sense the aforementioned difference between the sawtooth signal and the reference voltage at an instant that is significantly closer to the end of vertical trace than to the center. The length of the vertical period may be different for standard and nonstandard synchronizing signals. The limit as to how close to the end of vertical trace such sensing can occur is determined by the minimum required period of the vertical sawtooth signal for the range of values of the required vertical period.

[0006] A video deflection apparatus according to the present invention is defined in claims 1 to 5.

[0007] A video display deflection apparatus, embodying an aspect of the invention, includes a first capacitor. A current that flows in the capacitor in a first direction is generated to produce a first ramping portion of a sawtooth signal in the capacitor, during a first portion of a period of the sawtooth signal, and in a direction that is opposite to the first direction to produce a second ramping portion of the sawtooth signal, during a second portion of the period. The sawtooth signal is synchronized to a synchronizing signal. The first ramping portion is established at a level that corresponds to a first reference level. A timing control signal is generated during the first ramping portion. The capacitor current is controlled in a gain control feedback manner, in accordance with a difference between the first ramping portion and the second reference level. The difference is determined when the timing control signal is generated. A length of an interval between the first instant, when the first predetermined level is established, and a second instant, when the timing control signal is generated, is greater than one-half of a length of the first ramping portion of the sawtooth signal. A first amplifier is responsive to the sawtooth signal and coupled to a deflection winding for generating a deflection current in the deflection winding that varies in accordance with the sawtooth signal to form a raster on a screen of a cathode ray tube.

[0008] The typical integrating capacitor of the vertical sawtooth generator has a larger capacitance than cannot be fabricated using integrated circuit (IC) fabrication technique. It may be desirable to fabricate the integrating capacitor using the IC fabrication technique.

[0009] In accordance with an aspect of the invention, a current source that is controlled in a negative feedback manner is applied to an integrating capacitor fabricated with the IC fabrication technique to produce the sawtooth signal.

FIGURES 1a, 1b and 1c illustrate, a vertical deflection circuit, embodying an aspect of the invention; and

FIGURES 2a-2d illustrate idealized waveforms of the arrangement of FIGURE 1.

[0010] FIGURES 1a, 1b and 1c illustrate, partially in block diagram form, a vertical deflection circuit, embodying an aspect of the invention that includes a sawtooth generator 100. A synchronizing signal SYNC produced by, for example, a video detector of a television receiver, not shown, that processes a television signal conforming to the NTSC standard, for example, is coupled to a vertical timing generator 10. Generator 10 generates a vertical rate pulse signal VRESET, as shown in FIGURE 2a. Similar symbols and numerals in FIGURES 1a, 1b, 1c and 2a-2d indicate similar items or functions.

[0011] Pulse signal VRESET of FIGURE 1a is coupled to a "set" input of a Set-Reset flip-flop 12 causing flip-flop 12 to change states. Consequently, an output Q of flip-flop 12 produces a leading edge LE of an output control signal 112a. Leading edges of signals VRESET and 112a occur at the end of a given vertical trace interval and initiate vertical retrace. Signal 112a is coupled to a control terminal 13a of a current switch 13. Immediately after leading edge LE, signal 112a causes switch 13 to couple a D.C. current IDRAMP to a junction terminal 18a of an integrating capacitor 14 that is fabricated using an integrating circuit (IC) fabrication technique.

[0012] Current IDRAMP is produced in a voltage-to-current (V/I) converter 15 that is controlled by a voltage VRSLOPE produced in a digital-to-analog (D/A) converter 16. The digital data input to D/A converter 16 is supplied via a bus BUS from a microprocessor 17. Microprocessor 17 may additionally control various adjustment functions, not shown, in the television receiver such as S-shaping and East-West correction.

A second
end terminal 18b of integrating capacitor 14 is coupled to an output of an amplifier 18 where a sawtooth signal VRAMP is generated. Current IDRAMP forms a retrace portion RETRACE of sawtooth signal VRAMP of FIGURE 2b. Terminal 18a of capacitor 14 of FIGURE 1a is coupled to an inverting input terminal of amplifier 18 to form a current integrator.

[0013] Signal VRAMP of FIGURE 1a is also coupled to a noninverting input terminal of a comparator 19 that senses the level of signal VRAMP during portion RETRACE to determine an end time of portion RETRACE of signal VRAMP. An inverting input terminal of comparator 19 is coupled to a source of a D.C. reference voltage VLOW that is generated in a manner discussed later on. An output terminal 19a of comparator 19 is coupled via an “OR” gate 20 to a “reset” input R of flip-flop 12.

[0014] When, as a result of current IDRAMP, signal VRAMP ramps down and attains a level that is equal to voltage VLOW, comparator 19 produces an output signal that causes flip-flop 12 to change states and to produce, at output Q, a trailing edge TE of signal 112a. Thereafter, current IDRAMP is decoupled from capacitor 14 by switch 13.

[0015] A magnitude of current IDRAMP is programmable, in accordance with the value of the digital data input to D/A converter 16 for providing the required retrace slope or length of portion RETRACE of signal VRAMP. For example, in an arrangement similar to that of FIGURE 1a, intended for controlling a switched vertical deflection circuit, not shown, V/I converter 15 may be programmed to produce current IDRAMP of a smaller magnitude than in FIGURE 1a. In this way, portion RETRACE is lengthened, as shown in broken line in FIGURE 2b, relative to the length of portion RETRACE used for controlling a non-switched vertical deflection circuit such as shown in FIGURE 1c. Thus, a retrace portion RETRACE of signal VRAMP of FIGURE 2b can be made adaptable for operation with either a switched or non-switched vertical deflection circuit.

[0016] Provided that the pulse width of signal VRESET of FIGURE 1a is shorter than the length of portion RETRACE of signal VRAMP, the precise timings of the trailing edge of signal VRESET is, advantageously, not critical. The advantage of not being critical is that timing generator 10 that is required for processing both non-standard and standard sync signal SYNC can be simplified. Nonstandard sync signal SYNC might be received from, for example, a video tape recorder operating in a freeze-frame or still picture mode.

[0017] A D.C. current IDRAMP that is substantially smaller than current IDRAMP is produced in a V/I converter 21. After trailing edge TE of signal 112a, current IDRAMP that is coupled to terminal 18a of capacitor 14 charges capacitor 14 to produce a ramping trace portion TRACE of sawtooth signal VRAMP of FIGURE 2b. The magnitude of current IDRAMP of V/I converter 21 of FIGURE 1a is controlled in an automatic gain control (AGC) feedback loop by a voltage VAGC, developed across a capacitor 22. Voltage VAGC controls converter 21 such that the more positive is voltage VAGC, the smaller is current IDRAMP. An AGC strobe signal AGCSTR is coupled to a control terminal 24a of a switch 24.

[0018] In accordance with an aspect of the invention, signal AGCSTR is produced in vertical timings generator 10 close to the end of vertical trace. Signal AGCSTR has a pulse width that is equal to the length of, for example, a horizontal video line or 64 microseconds. During the occurrence of the pulse of signal AGCSTR, a current IOUT, generated in a V/I converter 23, is coupled via a switch 24 to capacitor 22. Outside of the occurrence of the pulse of signal AGCSTR, capacitor 22 maintains its voltage approximately at a constant level to provide sample-and-hold operation. The magnitude of current IOUT is controlled in converter 23 is proportional to a difference between signal VRAMP and a reference voltage VHIGH, that is produced in a manner described later on.

[0019] During a given trace interval, should the magnitude of signal VRAMP be smaller than voltage VHIGH when strobe signal AGCSTR occurs, current IOUT would be positive and at a magnitude that is proportional to the difference between voltage VHIGH and signal VRAMP. Positive current IOUT causes a decrease of voltage VAGC in capacitor 22. Consequently, in subsequent vertical trace intervals, current IDRAMP would be larger and the rate of increase of signal VRAMP would be greater than before in a manner to compensate for the aforementioned tendency of signal VRAMP to be smaller than required.

[0020] Conversely, should the magnitude of signal VRAMP be larger than voltage VHIGH, when the pulse of signal AGCSTR occurs, current IDRAMP, in the subsequent vertical trace intervals, would be smaller. Thus, the AGC feedback loop causes the magnitude of signal VRAMP to be at the same level of voltage VHIGH, when strobe signal AGCSTR occurs. In steady state operation, the polarity of current IOUT changes at the center of the pulse of signal AGCSTR, as shown in FIGURE 2d.

[0021] Immediately after the circuit is energized, capacitor 22 is fully discharged. Capacitor 22 is coupled to voltage VCC. Therefore, upon power turn-on, voltage VAGC is equal to voltage VCC and the amplitude of ramp signal VRAMP is at a minimum or zero. Had capacitor 22 been coupled to ground, instead, the amplitude of signal VRAMP at power turn-on might have been excessive. Excessive amplitude of signal VRAMP could cause excessive deflection current amplitude. The result could be that the electron beam in CRT 49' could impinge on a neck of CRT 49 and damage CRT 49.

[0022] In accordance with an aspect of the present invention, signal AGCSTR is made to occur further from the center of vertical trace portion TRACE and as close to the end of vertical trace as feasible. In this way, the length of an interval between the instant when the level of signal VRAMP is established to be equal to voltage
VLOW and the instant when signal AGCSTR is generated is, for example, at the maximum feasible length. The upper limit as to how late in the cycle of signal VRAMP, signal AGCSTR can occur, is determined by the minimum required length of the vertical cycle of signal VRAMP. Illustratively, signal AGCSTR is selected to occur after an interval T, having a length of 80% of the nominal vertical period V, has elapsed from the trailing edge TE of signal 112a, as shown in FIGURE 2c.

[0023] A time CENTER occurs at the center of portion TRACE. At a time that is further away from time CENTER of FIGURE 2b, the level of signal VRAMP is close to its peak value. Therefore, the relative contribution of offset errors to control accuracy is reduced with respect to a situation in which signal AGCSTR occurs, for example, at time CENTER. It follows that, advantageously, a more accurate control of signal VRAMP of FIGURE 1a can be obtained.

[0024] Signal VRAMP is waveform corrected for providing S-shaping, in a manner not shown, and D.C. coupled to, for example, a D.C. coupled linear vertical deflection circuit 11 of FIGURE 1c that includes a vertical amplifier 11a for producing a vertical deflection current I in a vertical deflection winding Ly. Winding Ly of FIGURE 1c provides vertical deflection in a CRT 49. Advantageously, D.C. coupling eliminates the need for a large A.C. coupling capacitor and eliminates a dependency of linearity and S-correction on the coupling capacitor characteristics.

[0025] FIGURE 1b illustrates an arrangement 101, for generating voltages VHIGH and VLOW of FIGURE 1a, referred to before, and for generating a voltage VCENT that is used for vertical centering adjustment purposes, as explained later on. Arrangement 101 includes a resistor R9 having a terminal that is coupled to a supply voltage VCC of 7.7 volts. A second terminal, 101a, of resistor R9 is coupled to a resistor R8. A terminal 101c of resistor R8 is coupled to a series arrangement of resistors R7 and R6. The series arrangement of resistors R7 and R6 is coupled between terminal 101c and a terminal 101b. A resistor R5 is coupled between terminal 101b and ground. A second series arrangement of resistors R11a and R10a is coupled between terminals 101b and 101c, in parallel with the series arrangement of resistors R7 and R6.

[0026] Voltage VLOW is developed at terminal 101b. Voltage VHIGH is developed at terminal 101c. Voltage VCENT is developed at a terminal 101d, between resistors R11a and R10a.

[0027] A V/I converter 52 that is controlled by input data received via bus BUS from microprocessor 17 of FIGURE 1a and via a D/A converter 53 produces a D.C. current ICENTER of FIGURE 1b. Current ICENTER is coupled between resistors R6 and R7. Current ICENTER provides adjustment of the average value of signal VRAMP by adjusting voltages VLOW and VHIGH so as to adjust vertical centering. The average value of signal VRAMP is nominally equal to one-half the value of voltage VCC. Because signal VRAMP is D.C. coupled to winding Ly of FIGURE 1c, a change in the average value of signal VRAMP causes a corresponding change in the vertical centering of the electron beam.

[0028] A V/I converter 50 of FIGURE 1b that is controlled by input data received via bus BUS from microprocessor 17 of FIGURE 1a and via a D/A converter 51 of FIGURE 1b produces a D.C. current IHEIGHT of FIGURE 1b that is coupled both to the base and to the collector of a transistor Q1, coupled in a diode configuration. The base and collectors of transistor Q1 are coupled to the base of a transistor Q3 to control a collector current in transistor Q3 that is equal to current IHEIGHT. The collector of transistor Q3 is coupled to a terminal 101b between resistors R5 and R6. Collector base electrodes of a transistor Q4 are coupled together in a diode configuration and also coupled to the emitter of transistor Q3 for supplying the current of transistor Q3. The emitter of transistor Q4 is coupled via a resistor R2 to terminal 101a. The base of transistor Q2 is coupled to the base and to the collector of transistor Q4. The emitter of transistor Q2 is coupled via a resistor R1 to terminal 101a. A collector of transistor Q2 is coupled to the emitter of transistor Q1 for supplying the collector current of transistor Q1.

[0029] Transistors Q1, Q2, Q3 and Q4 form a temperature compensated current mirror arrangement. The sum of the emitter currents of transistors Q2 and Q4 that flow in resistors R1 and R2, respectively, is supplied via terminal 101a and is equal to twice the value of current IHEIGHT. Whereas, the collector current of transistor Q3, that is coupled to terminal 101b, is equal to current IHEIGHT.

[0030] The level of current IHEIGHT is controlled to establish the required peak-to-peak amplitude of signal VRAMP of FIGURE 1a by establishing the levels of voltages VHIGH and VLOW. An adjustment of current IHEIGHT causes voltages VHIGH and VLOW to change in opposite directions.

[0031] A change in current IHEIGHT produces a change in the peak-to-peak amplitude of signal VRAMP for providing vertical height adjustment without affecting vertical centering. For example, an increase in current IHEIGHT of FIGURE 1b causes voltages VHIGH to decrease and voltage VLOW to increase such that the average value of voltage VRAMP and the level of voltage VCENT remain unaffected by the increase in current IHEIGHT. This advantageous feature is obtained by selecting the appropriate values for the resistors in arrangement 101 as well as for the currents that are coupled to terminals 101a and 101b and produced by transistors Q1, Q2, Q3 and Q4.

[0032] The level of current ICENTER is controlled via bus BUS such that voltages VLOW and VHIGH change in the same direction. For example, an increase in current ICENTER, made for service raster centering adjustment, causes each of voltages VHIGH and VLOW to decrease.
The values of the resistors in arrangement 101 are also selected in such a way that the peak-to-peak amplitude of signal VRAMP of FIGURE 1a remains approximately the same after adjustment of current ICENTER of FIGURE 1b. Therefore, adjustment of vertical centering does not affect vertical height. Advantageously, the peak-to-peak amplitude of signal VRAMP and the average value of signal VRAMP can be adjusted independently of each other.

In deflection circuit 11 of FIGURE 1c, deflection winding Ly is coupled in series with a deflection current sampling resistor R80 to form a series arrangement that is coupled between an output terminal 11b of amplifier 11a and a junction terminal 11c of a power supply decoupling capacitor C6. A resistor R70 couples to terminal 11c a supply voltage V+, for example, +12 volts. A junction terminal 11d, coupled between winding Ly and resistor R80, is coupled via a feedback resistor R60 to an inverting input terminal of amplifier 11a. Terminal 11c of resistor R80 is coupled via a resistor R30 to a noninverting input terminal of amplifier 11a. In this way, a negative feedback voltage that is developed across resistor R80 is applied to the input terminals of amplifier 11a. Sawtooth signal VRAMP that controls amplifier 11a is coupled via a parallel arrangement of resistors R40 and R50 to the inverting input terminal of amplifier 11a. A resistor R20 is coupled between the noninverting input terminal of amplifier 11a and ground.

Resistors R10, R20, R30, R40, R50 and R60 are manufactured, for example, on a common substrate to form a single resistor network package for providing close temperature tracking. Each of resistors R10, R20, R30, R40, R50 and R60 has a tolerance of, for example, 0.5%. Resistors R10, R20 and R30 form a first portion of the resistor network for coupling voltage VCC and the voltage that is developed at terminal 11c to the noninverting input terminal of amplifier 11a. Resistors R40, R50 and R60 form a second portion of the resistor network for coupling signal VRAMP and the deflection current indicative feedback signal at terminal 11d to the inverting input terminal of amplifier lid.

The values of the elements of arrangement 101 of FIGURE 1c are selected in such a way that the average value of signal VRAMP of FIGURE 1c is nominally equal to one-half of voltage VCC. Assume that the voltages at terminals 11d and 11c are equal when the level of signal VRAMP is equal to one-half of voltage VCC. Thus, the Thevenin equivalent, with respect to the inverting input terminal of amplifier 11a, of the portion of the circuit that includes signal VRAMP and resistors R40, R50 and R60, is equal to the Thevenin equivalent, with respect to the noninverting input terminal of amplifier 11a, of the portion of the circuit that includes voltage VCC and resistors R10, R20 and R30. Therefore, signal VRAMP that is equal to its average value or one-half of voltage VCC, produces deflection current iy having approximately symmetrical negative and positive peak amplitudes.

The contribution of each of resistors R10, R20 and R30 to the Thevenin equivalent, with respect to the noninverting input terminal of amplifier 11a, is the same as the contribution of each of resistors R40, R50 and R60, respectively, to the Thevenin equivalent with respect to the inverting input terminal. This is so, because the resistors within a given pair of each of the pairs (R10, R40), (R20, R50) and (R30, R60) are of equal values. Advantageously, because the resistors within each of the pairs are of equal value, a closer or better match and temperature tracking is obtained than if the resistor of such pair were of unequal value. Such close temperature tracking occurs because, in the manufacture process, it is more feasible to make a pair of separate resistors having close temperature tracking coefficient, such as 50 ppm/°C, when they are of equal value. By establishing the average value of signal VRAMP equal to one-half of voltage VCC, the pair of resistors R10 and R40 could be made of equal value resistors and also the pair of resistors R20 and R50 could be made of equal value resistors.

Because the resistors in each of the pairs are equal, common mode rejection with respect to a vertical rate parabolic voltage developed at terminal 11c of capacitor C6 due to current iy, common mode rejection with respect to variations of supply voltage V+ and common mode rejection with respect to variations of supply voltage VCC are higher and less temperature dependent. Thus, distortion and D.C. current drift in deflection current iy are, advantageously, reduced, within an entire operational temperature range of, for example, 0°C and 40°C. A change in voltage VCC due to, for example, a temperature change, causes both the average value of signal VRAMP, that is coupled to the inverting input terminal of amplifier 11a, and the portion of D.C. voltage VCC, that is coupled to the noninverting input terminal of amplifier 11a, to vary in the same direction and approximately by the same amounts. Therefore, advantageously, D.C. centering is made less dependent on variation of voltage VCC.

For the purpose of television receiver field adjustment or factory adjustment, it may be desirable to collapse the vertical raster and to establish the electron beam in CRT 49 of FIGURE 1c at or close to the vertical center of the display screen.

A signal SERVICE of FIGURE 1a that is produced in a bus interface unit 30 from input data generated by microprocessor 17 is coupled via "OR" gate 20 to "reset" input R of flip-flop 12, during service mode operation. Consequently, current IDRAMP is decoupled from capacitor 14. Instead, signal SERVICE that is coupled to a control terminal 31a of a switch 31, causes switch 31 to couple a current ISERV produced in a V/I converter 32 to terminal 18a of capacitor 14. V/I converter 32 generates current ISERV at a magnitude that is...
proportional to a difference between signal VRAMP and D.C. voltage VCENT produced in a manner that was described before. As a result of the negative feedback via V/I converter 32, signal VRAMP is established at a constant level that is equal to voltage VCENT, when signal SERVICE is generated. Signal VRAMP at the level of voltage VCENT produces a small or zero D.C. current of FIGURE 1c that causes the vertical raster to collapse at the vertical center of the screen of CRT 49. Thus, horizontal scanning produced by a horizontal deflection circuit, not shown, occurs continuously at a vertical center of the display screen of CRT 49.

Claims

1. A video display deflection apparatus, comprising:
   a capacitor (14);
   a controllable current generator (12, 15, 18) responsive to a synchronizing signal (SYNC) at a frequency related to a deflection frequency for generating in said capacitor a periodic sawtooth signal (VRAMP) having first (trace) and second (retrace) ramping portions that vary in opposite directions;
   a timing generator (10) responsive to said synchronizing signal for generating a timing control signal (AGCSTR) during said first ramping portion at an end portion of said first ramping portion, where the level of the ramp signal is close to its peak value;
   a current controller (22, 23, 24) coupled to said current generator and responsive to said timing control signal (AGCSTR), said sawtooth signal (VRAMP) and to a reference signal (VHIGH) for controlling a current in said capacitor in a gain control feedback manner, in accordance with a magnitude difference between said first ramping portion (trace) and said reference signal (VHIGH), said difference being determined when said timing control signal (AGCSTR) occurs; and
   an amplifier (12) responsive to said sawtooth signal (VRAMP) for generating a deflection current (iy) in a deflection winding (LY) to generate a raster on a screen of a cathode ray tube (49).

2. An apparatus according to claim 1, further characterized by a second amplifier (18) wherein said capacitor (14) is coupled between an input terminal and an output terminal of said amplifier to form a signal integrator in a closed-loop feedback operation.

3. An apparatus according to claim 2, characterized in that said second amplifier (18) and said capacitor (14) are included in a common integrating circuit.

4. An apparatus according to claim 1, characterized in that said means (19) for establishing first ramping portion at said level comprises a comparator (19) responsive to said sawtooth signal (VRAMP) and to said signal at said first reference level (VLOW) for generating a comparator output signal that is coupled to said capacitor (14).

5. An apparatus according to claim 1, characterized in that said first amplifier (11a) forms a D.C. coupled deflection circuit with respect to said sawtooth signal (VRAMP).

Patentansprüche

1. Videowiedergabe-Ablenkvorrichtung mit:
   einem Kondensator (14),
   einem auf ein Synchronsignal (SYNC) ansprechenden, steuerbaren Stromgenerator (12, 15, 18) mit einer mit einer Ablenkfrequenz verknüpften Frequenz zum Erzeugen eines periodischen Sägezahnsignals (VRAMP) an dem Kondensator mit einem rampenförmigen ersten Teil (Hinlauf) und einem rampenförmigen zweiten Teil (Rücklauf), die sich in entgegengesetzte Richtungen ändern,
   einem auf das Synchronsignal ansprechenden Timing-Generator (10) zum Erzeugen eines Timing-Steuersignals (AGCSTR) während des ersten rampenförmigen Teils bei einem Endteil des ersten rampenförmigen Teils, wo der Wert des Rampensignals in der Nähe seines Spitzenwertes liegt,
   einer Strom-Steuereinheit (22, 23, 24), die mit dem Stromgenerator verbunden ist und auf das Timing-Steuersignal (AGCSTR), das Sägezahnsignal (VRAMP) und ein Referenzsignal (VHIGH) für die Steuerung eines Stromes in dem Kondensator in der Weise einer Rückkopplungs-Verstärkungssteuerung entsprechend der Größendifferenz zwischen dem ersten rampenförmigen Teil (Hinlauf) und dem Referenzsignal (VHIGH) anspricht, wobei das Differenzsignal ermittelt wird, wenn das Timing-Steuersignal (AGCSTR) auftritt, und
   einem auf das Sägezahnsignal (VRAMP) ansprechenden Verstärker (12) zum Erzeugen eines Ablenkstroms (iy) in einer Ablenkwandlung...
(Ly) zum Erzeugen eines Rasters auf einem Schirm einer Kathodenstrahlröhre (49).

2. Vorrichtung nach Anspruch 1, **gekennzeichnet durch** einen zweiten Verstärker (18), wobei der Kondensator (14) zwischen einer Eingangsklemme und einer Ausgangsklemme des Verstärkers liegt und einen Signalintegrator in einem Rückkopplungsbetrieb mit geschlossener Schleife bildet.

3. Vorrichtung nach Anspruch 2, **dadurch gekennzeichnet, daß** der zweite Verstärker (18) und der Kondensator (14) in einer gemeinsamen integrierten Schaltung enthalten sind.

4. Vorrichtung nach Anspruch 1, **dadurch gekennzeichnet, daß** die Mittel (19) zum Bilden des ersten rampenförmigen Teils bei dem Wert einen Komparator (19) enthalten, der auf das Sägezahnsignal (VRAMP) und auf das Signal bei dem ersten Referenzwert (VLOW) anspricht, zum Erzeugen eines Komparator-Ausgangssignals, das dem Kondensator (14) zugeführt wird.

5. Vorrichtung nach Anspruch 1, **dadurch gekennzeichnet, daß** der erste Verstärker (11a) eine gleichspannungsgekoppelte Ablenkschaltung für das Sägezahnsignal (VRAMP) bildet.

**Revendications**

1. Dispositif de déviation d' affichage vidéo, comprenant :
   - un condensateur (14) ;
   - un générateur de courant contrôlable (12, 15, 18) sensible à un signal de synchronisation (SYNC) à une fréquence liée à une fréquence de déviation pour générer dans ledit condensateur un signal en dents de scie périodique (VRAMP) ayant des première (trace) et deuxième (retour de balayage) parties en rampe qui varient en sens opposés ;
   - un générateur de cadencement (10) sensible audit signal de synchronisation pour générer un signal de commande de cadencement (AGCSTR) durant ladite première partie en rampe à une partie d’extrémité de ladite première partie en rampe, où le niveau du signal en rampe est proche de sa valeur maximale ;
   - un contrôleur de courant (22, 23, 24) couplé audit générateur de courant et sensible audit signal de commande de cadencement (AGCSTR), audit signal en dents de scie (VRAMP) et à un signal de référence (VHIGH) pour commander un courant dans ledit condensateur par contre-réaction de commande de gain, confor-
FIG. 1b