Projector display apparatus
Projektionsanzeigevorrichtung
Dispositif d'affichage par projection

Designated Contracting States: DE GB

Priority: 19.08.1996 JP 21765296
15.07.1997 JP 19000497

Date of publication of application: 25.02.1998 Bulletin 1998/09

Divisional application: 03076242.1

Proprietor: SEIKO EPSON CORPORATION
Tokyo 163 (JP)

Inventors:
Hashizume, Toshiaki
Suwa-shi, Nagano-ken 392 (JP)
Ichikawa, Hisashi
Suwa-shi, Nagano-ken 392 (JP)
Ogawa, Yasunori
Suwa-shi, Nagano-ken 392 (JP)

Representative: Sturt, Clifford Mark et al
Miller Sturt Kenyon
9 John Street
London WC1N 2ES (GB)

References cited:
EP-A- 0 803 754
US-A- 4 645 319

PATENT ABSTRACTS OF JAPAN vol. 012, no. 377 (P-768), 7 October 1988 & JP 63 123019 A (YOKOGAWA ELECTRIC CORP), 26 May 1988

Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

[0001] The present invention relates to a projection-type display apparatus that modulates an output light beam from a light source in response to a video signal using modulating means such as a liquid-crystal light valve or the like and enlarges and projects the modulated light beam through a projection lens onto a screen. More particularly, the present invention relates to the construction of the projection-type display apparatus that illuminates in a proper condition an image forming area of the modulating means such as a liquid-crystal light valve.

[0002] A projection-type display apparatus of the type that forms a modulated light beam in response to a video signal using a liquid-crystal light valve and enlarges and projects the modulated light beam onto a screen is disclosed in Japanese Unexamined Patent Publication 3111806 (corresponding to US 5 098 184 A), for example. Referring to FIG. 13, the projection-type display apparatus disclosed in the disclosure comprises an integrator optical system 923, having two lens plates 921 and 922, for illuminating uniformly the image forming area of a liquid-crystal light valve 925, as modulating means, with light from a light source.

[0003] As shown in FIG. 13, a single light beam emitted from a light source lamp unit 8 is split into a plurality of intermediate light beams by lenses 921a constituting the first lens plate 921, and is superimposed on the liquid-crystal light valve 925 via lenses 922a constituting the second lens plate 922.

[0004] In the projection-type display apparatus shown in FIG. 13, the brightness of an image projected onto the screen will drop or the projected image suffers an outlining shadow if the image forming area of the liquid-crystal light valve 925 is not accurately illuminated. To cope with this problem, as shown in FIG. 14, a certain margin M is assured around the image forming area A of the liquid-crystal light valve 925 to allow for positioning accuracies of the liquid-crystal light valve 925 and the lens plates 921, 922 constituting the integrator optical system 923, the positional errors in the focal points of the lenses 921a, 922a of the lens plates and the positioning accuracies of the remaining optical systems disposed in an optical axis. More particularly, the image forming area A of the liquid-crystal light valve 925 is sized to be distinctly smaller than an illumination area B of the output light from the light source, and even if the illumination area B is offset vertically upward or downward, or horizontally leftward or rightward depending on the overall positioning accuracy of the above components, the image forming area A is designed to be kept within the illumination area B. With this arrangement, the outlining shadow around the projected image and drop in brightness of the projected image are avoided. To cope with a large positional error of the components, the margin M is simply set to be accordingly widened.

[0005] To increase the brightness of a projected image, the efficiency in the utilisation of the light that illuminates the liquid-crystal light valve 925 needs to be increased. If the margin M is enlarged to accommodate errors of the components, the efficiency in the utilisation of light drops, thereby dimming the projected image. In this viewpoint, the width of the margin formed around the image forming area of the liquid-crystal light valve is preferably narrow. A narrow margin in turn offsets the illumination area from the image forming area of the liquid-crystal light valve, possibly presenting a shadow outlining the projected image.

[0006] It is an object of the present invention to provide a projection-type display apparatus that offers an increased image brightness without any shadow around a projected image while presenting a narrow margin around the image forming area of a liquid-crystal light valve.

[0007] In a first aspect, this invention provides a projector comprising:

- a light source;
- modulating means for modulating a light beam emitted by the light source;
- projection means for enlarging and projecting the modulated light beam from the modulating means onto a projection area;
- an optical element, disposed in an optical path between the light source and the modulating means, for splitting the light beam emitted from the light source into a plurality of intermediate light beams; and
- a superimposing lens for superimposing each of the split intermediate light beams from the optical element on an image forming area of the modulating means, characterised by an adjusting mechanism for the mounting position of the superimposing lens in a direction orthogonal to its optical axis.

[0008] With this arrangement, the present invention increases the efficiency in the utilisation of illumination light that illuminates the modulating means, thereby brightening a projected image. Even when the margin around the image forming area of the modulating means is narrowed, the illumination area relative to the modulating means is fine adjusted so that the image forming area is kept within the illumination area, and the projected image is thus free from the outlining shadow attributed to any offset between the image forming area and the illumination area.

[0009] After components of the optical systems are mounted, the image forming area of the modulating means is illuminated by the optical element and the superimposing means, and when the illumination area is offset from the image forming area of the modulating means, the superimposing means is fine-adjusted so that the image forming area of the modulating means is fully included within the illumination area. Taking into consideration the offset between the illumination area
and the image forming area, attributed to the positioning error of the optical components, the margin formed around the outline of the image forming area of the modulating means is narrowed.

[0010] Since, according to the present invention, the mounting position of the superimposing means, which is an optical component chiefly determining the illumination area of the modulating means, is fine-adjusted, the position of the illumination area of the modulating means is easily and efficiently adjusted. The adjustment of the position of the illumination area is thus performed taking into consideration the overall mounting error of optical components (optical elements) in front of the superimposing means (upstream of the superimposing means in the optical path).

[0011] Since the plurality of split intermediate light beams are finally superimposed on a single illumination area through the superimposing means and are then delivered, a constant brightness polarised light beam with no illuminance variations is obtained as an illumination light even when an incident light beam has a large light intensity distribution in its cross section. A constant-brightness polarised light beam with no illuminance variations will be obtained as an illumination light, when the incident light beam has a uniform light intensity, when the intermediate light beam cannot be separated into a p-polarised light and an s-polarised light beam because of spectral characteristics, or when the light intensity and spectral characteristics change in the course of aligning the polarisation directions of both polarised light beams.

[0012] The projection-type display apparatus of the present invention presents a particularly bright projected image that is uniform and bright on an entire display area or projection area.

[0013] In the optical system of the projection-type display apparatus, reflection means for bending an optical path may be disposed in the optical path extending from the light source to the modulating means. If an error is introduced in the mounting angle of the reflection means, the illumination area may be offset from the image forming area of the modulating means. The mounting angle of the reflection means disposed in such a position is preferably adjustable relative its incident optical axis.

[0014] The projection-type display apparatus of the present invention is applied to a projection-type display apparatus for projecting a colour image. More particularly, the present invention is applied to a projection-type display apparatus comprising a colour separating optical system for separating an output light from the superimposing means into colour light beams, a plurality of modulating means for modulating the colour light beams separated by the colour separating optical system, a colour synthesising optical system for synthesising the colour light beams respectively modulated by the plurality of modulating means, wherein the synthesised modulated light beam from the colour synthesising optical system is enlarged and projected via the projection means to the projection area.

[0015] In the projection-type display apparatus for projecting a colour image, reflection means may be disposed in an optical path between the colour separating optical system and at least one of the plurality of modulating means. Depending on the mounting angle of the reflection means, the illumination area may be offset, and the reflection means is preferably adjustable in its mounting angle with respect to the incident optical axis.

[0016] The reflection means disposed closest to the modulating means remaining adjustable in its mounting angle is advantageous from the standpoint of assembling the apparatus and position adjusting the illumination area relative to the modulating means, as well.

[0017] If the modulating means is reflection type modulating means and the colour separating optical system and the colour synthesising optical system are integrated into the same optical system, the optical path length is shortened, and a compact-design projection-type display apparatus results.

[0018] In the projection-type display apparatus according to the second aspect of the present invention, the polarisation conversion unit is additionally provided besides the arrangement according to the first aspect, and thus, the projection-type display apparatus according to the second aspect of the invention presents the advantage offered by the use of the polarisation conversion unit in addition to the advantage presented by the projection-type display apparatus according to the first aspect. More particularly, with the polarisation conversion unit, both polarising light beams are efficiently used without wasting any of both light beams, thereby resulting in a bright projected image.

[0019] To make the mounting position of the superimposing means adjustable in the first projection-type display apparatus of the present invention, an adjusting mechanism is provided. Contemplated as the adjusting mechanism is a structure constructed of a first adjusting mechanism for adjusting the mounting position of the superimposing means in a first direction that is orthogonal to an optical axis and a second adjusting mechanism for adjusting the mounting position of the superimposing means in a second direction that is orthogonal to both the optical axis and the first direction.

[0020] Provided to realise such an adjusting mechanism are a base adjusting plate, a first adjusting plate slidably movable in the first direction relative to the base adjusting plate, and a second adjusting plate slidably movable in the second direction relative to the first adjusting plate. With this mechanism, the mounting position of the superimposing means is independently adjusted in individual directions (in the first and second directions).

[0021] The mounting position of the superimposing means will be difficult to adjust if the first adjusting plate is offset in the second direction when the second adjusting plate is slid in the second direction, or if the second
Adjusting plate is offset in the first direction when the adjusting plate is slid in the first direction. For this reason, the adjusting mechanism preferably comprises a first slip prevention mechanism for preventing the first adjusting plate from slipping in the second direction and a second slip prevention mechanism for preventing the second adjusting plate from slipping in the first direction. With these slip prevention mechanisms, the above problem is resolved, and the mounting position of the super-imposing means is easily and accurately adjusted. When the adjusting mechanism including the first and second adjusting plates is employed, the superimposing means may be fixed to the second adjusting plate.

FIG. 1 is an external view of the projection-type display apparatus of the present invention.

FIG. 2(A) is a general plan view showing the internal structure of the projection-type display apparatus.

FIG. 2(B) is a sectional view of the apparatus.

FIG. 3 is a plan view showing an optical unit and a projection lens unit disassembled.

FIG. 4 is a general view of the optical system to be assembled in the optical unit.

FIG. 5 shows the relationship between an illumination area and a liquid-crystal light valve in an integrator optical system.

FIG. 6 shows a lens mounting position adjusting mechanism.

FIG. 7 is an explanatory view showing the illumination areas of the integrator optical system by the reflection surface of reflection means.

FIGS. 8(A)-8(C) show the mechanism for fine-adjusting the mounting angle of the reflection mirror.

FIG. 8(A) is an explanatory view of a holder plate.

FIG. 8(B) is a plan view of the fine-adjustment mechanism.

FIG. 8(C) is a cross-sectional view of the fine-adjustment mechanism.

FIG. 9 is a general plan view showing the optical system of another example of the projection-type display apparatus of the present invention.

FIG. 10(A) is a perspective view showing a polarisation separation unit array of FIG. 7.

FIG. 10(B) is an explanatory view showing the separation process of a polarisation light beam by the polarisation separation unit array.

FIG. 11 is a general plan view showing the optical system of another example of the projection-type display apparatus of the present invention.

FIG. 12 is an explanatory view showing the operation of the reflection-type liquid-crystal device of FIG. 9.

FIG. 13 is a general view of the optical system of a typical projection-type display apparatus equipped with an integrator optical system.

FIG. 14 is an explanatory view showing the relationship between an illumination area and an image forming area in a liquid-crystal light valve.

[0023] Referring now to the drawings, the projection-type display apparatus of the present invention is discussed.

[0024] FIG. 1 is an external view of the projection-type display apparatus of one embodiment of the present invention. The projection-type display apparatus 1000 picks up red, blue and green colour light beams from a light emitted from a light source, through an integrator optical system and a colour separating optical system, guides each colour light beam to a liquid-crystal light valve arranged correspondingly to a respective colour, modulates it there according to a colour video signal, synthesises the modulated light beams for the three colours through a colour synthesising optical system, and then enlarges and projects the synthesised colour image onto a projection screen.

[0025] As shown in FIG. 1, the projection-type display apparatus 1000 has a rectangular parallelepiped outer casing 2, and the outer casing 2 basically comprises an upper case 3, a lower case 4, and a front case 5 that forms the front of the apparatus. The front portion of a projection lens unit 6 is projected out of the centre of the front case 5.

[0026] FIG. 2 shows the positional relationship of components inside the outer casing 2 of the projection-type display apparatus 1000. As shown, a power supply unit 7 is housed in the rear portion inside the outer casing 2. Arranged in front of the power supply unit 7 is a light source lamp unit 8. An optical unit 9 is also arranged in front. The projection lens unit 6 is mounted with its base end portion positioned at the centre front of the optical unit 9.

[0027] Disposed on one side of the optical unit 9 is an interface board 11 having an input/output interface circuit thereon which extends from front to back in the casing, and a video board 12 having a video signal processing circuit thereon extends in parallel with the interface board 11. A control board 13 for driving and controlling the apparatus is mounted above the light source lamp unit 8 and optical unit 9. Loudspeakers 14R, 14L are respectively installed on the left-front and right-front corners in the apparatus.

[0028] A suction fan 15A for cooling is installed on the centre of the top surface of the optical unit 9, and a circulating fan 15B for forming a circulating cooling air flow is attached on the centre of the underside of the optical unit 9. Furthermore, an exhaust fan 16 is attached to the rear side of the light source lamp unit 8 facing, from inside, one side of the apparatus. Disposed on one side of the power supply unit 7 close to the rear ends of the boards 11, 12 is an auxiliary cooling fan 17 for sucking in cooling air flow from the suction fan 15A into the power supply unit 7.

[0029] Disposed on top of the power supply unit 7 on
the left-hand side of the apparatus is a floppy disk drive unit (FDD) 18.

(Optical unit and optical system)

[0030] FIG. 3 shows the optical unit 9 and projection lens unit 6 dismounted from the casing. As shown, the optical unit 9 has optical elements, except a prism unit 910 constituting colour synthesising means, interposed between upper and lower light guides 901, 902. The upper light guide 901 and lower light guide 902 are respectively secured to the upper case 3 and lower case 4 using fixing screws. The upper and lower light guides 901, 902 are also secured to sides of the prism unit 910 using fixing screws. The prism unit 910 is secured to the inside of a diecast head plate 903 using fixing screws. The base section of the projection lens unit 6 is bolted to the front side of the head plate 903.

[0031] FIG. 4 generally shows an optical system assembled into the optical unit 9. Referring to FIG. 4, the optical system assembled into the optical unit 9 is discussed. The optical system of this embodiment comprises a discharge lamp 81, an element constituting the light source lamp unit 8, and an integrator optical system 923 including a first lens plate 921 and a second lens plate 922, as uniform illumination optical elements. The optical system further comprises a colour separating optical system 924 for separating a white light beam W emitted from the integrator optical system 923 into red, green and blue colour light beams R, G, and B, three liquid-crystal light valves 925R, 925G, and 925B as light valves for respectively modulating the colour light beams, the prism unit 910 as a colour synthesising optical system for synthesising modulated colour light beams, and the projection lens unit 6 for enlarging and projecting the synthesised light beam to the surface of a screen 100. Also provided is a light guide system 927 for guiding to a liquid-crystal light valve 925B the blue colour light beam B out of the colour light beams separated by the colour separating optical system 924.

[0032] A halogen lamp, a metal halide lamp or a xenon lamp may be used as the discharge lamp 81. The uniform illumination optical system 923 is provided with a reflection mirror 931, which bends at a right angle the central optical axis 1a of the output light from the integrator optical system 923 toward the front of the apparatus. The first and second lens plates 921, 922 are arranged to be perpendicular to a superimposing lens 930 as superimposing means with the mirror 931 therebetween.

[0033] The output light from the discharge lamp 81 is reflected in the form of parallel light beams by the reflection surface 821 of a reflector 82, and is directed to the first lens plate 921, and then the light beams as a secondary light source image are directed to the surface of incidence of each lens constituting the second lens plate 922, and the secondary light source images are superimposed through the superimposing lens 930 on objects to be illuminated. More particularly, the image forming areas of the liquid-crystal light valves 925R, 925G and 925B are illuminated.

[0034] The colour separating optical system 924 comprises a blue/green-reflecting dichroic mirror 941, a green reflecting dichroic mirror 942, and a reflecting mirror 943. The blue light beam B and the green light beam G contained in the white light beam W are first reflected at a right angle off the blue/green-reflecting dichroic mirror 941 toward the green-reflecting mirror 942.

[0035] The red light beam R passes through the blue/green-reflecting dichroic mirror 941, is reflected at a right angle off the reflecting mirror 943 downstream thereof, and is delivered toward the prism unit 910 via the delivery section 944 for the red light beam. The green light beam G only out of the blue and green light beams B and G reflected off the mirror 941 is reflected at a right angle off the green-reflecting mirror 942, and is delivered toward the prism unit 910 via the delivery section 945 for the green light beam. The blue light beam B passing through the mirror 942 is delivered toward the light guide system 927 via the delivery section 946 for the blue light beam. In this embodiment, the distances from the delivery section of the white light beam of the integrator optical system 923 respectively to the delivery sections 944, 945, and 946 in the colour separating optical system 924 are set to be equal.

[0036] Converging lenses 951, 952 are respectively arranged to the exit sides of the delivery sections 944, 945 for the red and green light beams in the colour separating optical system 924. These colour light beams from the respective delivery sections are therefore made parallel through the converging lenses 951, 952.

[0037] The red and green light beams R, G in their parallel form are respectively introduced into the liquid-crystal light valves 925R, 925G to be modulated there, and image information is imparted to each colour light beam. More particularly, these light valves are switching-controlled by the image information by unshown driving means, and the colour light beams passing therethrough are thus modulated. Any of known means may be used as the driving means. The blue light beam B, on the other hand, is guided to the liquid-crystal light valve 925B via the light guide system 927, where it is equally modulated according to the image information. The light valves in this embodiment may employ a polysilicon TFT as a switching element.

[0038] The light guide system 927 comprises a converging lens 953, an input reflecting mirror 971, an output reflecting mirror 972, an intermediate lens 973 disposed between both the input reflecting mirror 971 and the output reflecting mirror 972, and a converging lens 954 disposed in front of the liquid-crystal panel 925B. Among the lengths of the optical paths of the colour light beams from the delivery section for the white light beam in the integrator optical system to the respective liquid-crystal light valves 925R, 925G and 925B, the length of the optical path of the blue light beam B is the longest.
and thus the blue light beam suffers a maximum loss. By arranging the light guide system 927, however, the light loss the blue light beam suffers is restricted.

[0039] The colour light beams modulated through the respective liquid-crystal light valves 925R, 925G, and 925B are introduced into the prism unit 910 to be synthesised there. In this embodiment, the prism unit 910 of a dichroic prism constitutes the colour synthesising optical system. A colour image synthesised here is enlarged and projected through the projection lens unit 6 to the screen 100 at a predetermined position.

(Adjusting mechanism for illumination area of the liquid-crystal light valve)

[0040] In the projection-type display apparatus 1 of this embodiment, the illumination area of the liquid-crystal light valve 925 determined by the integrator optical system 923 is fine-adjusted vertically up or down and horizontally to the left or to the right, relative to the image forming area of the liquid-crystal light valve as shown in FIG. 5.

[0041] FIG. 5(A) diagrammatically illustrates the relationship between the illumination area of the liquid-crystal light valve 925 determined by the integrator optical system 923 and the image forming area A of the liquid-crystal light valve 925. Referring to FIG. 5(A), the projection area of the screen 100 is typically rectangular, and the image forming area A of the liquid-crystal light valve 925 is accordingly rectangular. The illumination area B (represented by phantom lines) determined by the integrator optical system 923 is rectangular, as well.

[0042] As described above, the image forming area A of the liquid-crystal light valve 925 is sized to be distinctly smaller than the illumination area B. In other words, the display area A has a margin of a predetermined width. With the margin introduced, even if the illumination area B is offset in position because of the position errors of the first and second lens plates 921, 922 of the integrator optical system 923 and the superimposing lens 930, the image forming area A is continuously included within the illumination area B.

[0043] In this embodiment, the superimposing lens 930 can be fine-adjusted vertically and horizontally in a plane orthogonal to the optical axis 1a as shown in arrows by position adjusting mechanisms. For example, plate springs attached to the upper and lower light guides 901, 902 and position adjusting screws are contemplated as the position adjusting mechanisms.

[0044] FIGS. 6(A) to 6(C) show one example of a mechanism for fine-adjusting the mounting position of the superimposing lens 930 vertically and horizontally. FIG. 6(A) shows the mechanism for fine-adjusting the mounting position of the superimposing lens 930, viewed from the upstream side along the optical path, FIG. 6(B) shows a top view of the mechanism, that is, the view from the side of the upper light guide 901, and FIG. 6(C) shows the mechanism viewed from one side.

A lens mounting position adjusting mechanism 700 to which the superimposing lens 930 is secured is provided with a lower base plate 710, which in turn is bolted to the lower light guide 902. A lens adjusting base plate (base adjusting plate) 720 is secured to the lower base plate 710 in a manner such that the lens adjusting base plate 720 is orthogonal to the optical path. The lens adjusting base plate 720 has a vertical wall 721 and a horizontal flange 722 that horizontally extends from the centre of the top edge of the vertical wall 721 toward the upstream side along the optical path (+Z direction). The vertical wall 721 supports a lens vertical adjusting plate (first adjusting plate) 730 in parallel therewith. The lens vertical adjusting plate 730 has bottom flanges 731a, 731b extending from its bottom edge toward the upstream side along the optical path and a top flange 732 extending from its top edge toward the upstream side along the optical path. The bottom flanges 731a, 731b of the lens vertical adjusting plate 730 are supported by an alignment spring 735 at the lower base plate 710, and the top flange 732 is pressed downward by an adjusting screw 736 attached to the top flange 722 of the lens adjusting base plate 720. By adjusting the screwed depth of the adjusting screw 736, the lens vertical adjusting plate 730 is shifted vertically upward or downward (±Y directions) relative to the lens adjusting base plate 720.

[0045] The lens vertical adjusting plate 730 has a pair of slots 734 in the Y direction and the lens adjusting base plate 720 has a pair of projections 724 that are respectively received in the slots 734, as a slip prevention mechanism that prevents the lens vertical adjusting plate 730 from shifting leftward and rightward (±X directions) when the mounting position of the superimposing lens 930 is adjusted vertically upward or downward (±Y directions) by using the adjusting screw 736.

[0046] The lens vertical adjusting plate 730 supports a lens horizontal adjusting plate (second adjusting plate) 740 in parallel therewith. The lens vertical adjusting plate 730 has a pair of left-hand side and right-hand side flanges 733a, 733b extending toward the upstream side along the optical path, while the lens horizontal adjusting plate 740 has side flanges 743a, 743b respectively extending in parallel with the side flanges 733a, 733b. The side flange 743a of the lens horizontal adjusting plate 740 is urged by an alignment spring 745 supported by the side flange 733a toward the side flange 743b, while the side flange 743b is pressed by an adjusting screw 746 attached to the side flange 733b toward the side flange 743a. By adjusting the screwed depth of the adjusting screw 746, the lens horizontal adjusting plate 740 is shifted horizontally to the left or to the right (±X directions) relative to the lens vertical adjusting plate 730.

[0047] The lens horizontal adjusting plate 740 has a pair of slots 747 in the X direction and the lens vertical adjusting plate 730 has a pair of projections 737 that are respectively received in the slots 747, as a slip preven-
The superimposing lens 930 is attached to the lens horizontal adjusting plate 740 in a manner such that it occupies the generally central portion of the lens horizontal adjusting plate 740. In this embodiment, the superimposing lens 930 is supported at part of its top portion by a bracket and at its bottom portion at two points by plate springs 752 fixed by screws 751. Each of the three plates, which are components constituting the lens mounting position adjusting mechanism 700, namely, the lens adjusting base plate 720, lens vertical adjusting plate 730 and lens horizontal adjusting plate 740, is provided with an opening for guiding the light from the superimposing lens 930 to the colour separating optical system.

In the lens mounting position adjusting mechanism 700, the three plates, namely, the lens adjusting base plate 720, lens vertical adjusting plate 730 and lens horizontal adjusting plate 740, are supported at a total of four points, two on their top portion and two on their bottom portion, by U-shaped adjusting plate fixing springs 755. For this reason, the mounting position of the superimposing lens 930 is adjusted vertically upward or downward, and horizontally to the left or to the right with the lens mounting position adjusting mechanism 700 remaining fixed to the lower light guide 902. The lens adjusting base plate 720 and lens horizontal adjusting plate 740 are respectively provided with adhesive wells 728, 748 on their top portions, and after the adjustment of the mounting position of the superimposing lens 930 is complete, an adhesive is introduced into these wells through adhesive applying ports 904a, 904b (FIG. 3) formed in the upper light guide 901 to bond the three plates, and thus to prevent the superimposing lens 930 from offsetting from its mounting position.

The mounting position of the superimposing lens 930 is thus enabled to be fine-adjusted vertically upward or downward and horizontally to the right or to the left, and when the illumination area B is horizontally offset from the image forming area A of the liquid-crystal light valve 925 causing the image forming area A to be left partly unilluminated as shown in FIG. 5(B), the superimposing lens 930 is fine-adjusted in its position by tightening or loosening the adjusting screw 764 to move horizontally the position of the illumination area until the image forming area A is correctly put in the illumination area B of the liquid-crystal light valve 925G. To correct the offset of the illumination area A, the superimposing lens 930 may be shifted in its mounting position horizontally to the left or to the right (±X direction) until illuminances P1 and P2 on the left-hand side and right-hand side of the image forming area A become constant. Since this method, however, needs setting beforehand a predetermined constant value, a difficulty is presented when the light source is changed to the one with small light intensity.

If the superimposing lens 930 is designed to shift in its mounting position horizontally to the left or to the right until illuminances P1 and P2 on the left-hand side and right-hand side of the image forming area A become equal, the setting of the predetermined constant value is not required, and thus this method works even when the light source is changed to the one with small light intensity. Furthermore, if the superimposing lens 930 is designed to shift in its mounting position horizontally to the left or to the right until the sum of illuminances P1 and P2 on the left-hand side and right-hand side of the image forming area A is maximised, the predetermined setting of the constant value is not required either, and this method also works even when the light source is changed to the one with small light intensity.

Instead of the method of measuring illuminance in the periphery portion of the image forming area A on the liquid-crystal light valve 925G, the fine-adjustment of the superimposing lens 930 in the horizontal direction (±X direction) may be automatically or manually performed by measuring luminance in the periphery portion around the projected image formed by the liquid-crystal light valve 925G and projected onto the screen. More particularly, in the condition shown in FIG. 5(B), the illumination area B is offset leftward, and illuminance drops in the rightmost portion of the image forming area of the liquid-crystal light valve 925G. To correct the offset of the illumination area A, the superimposing lens 930 may be shifted in its mounting position horizontally to the left or to the right (±X direction) until illuminances P1 and P2 on the left-hand side and right-hand side of the image forming area A become constant. Since this method, however, needs setting beforehand a predetermined constant value, a difficulty is presented when the light source is changed to the one with small light intensity.

When the screen 100 is illuminated as shown in the condition in FIG. 5(B), a projected image B fails to appear on the leftmost portion of the area A where the image would otherwise be projected, as shown in FIG. 5(D). For this reason, illuminance drops in the leftmost portion. By measuring illuminances Q1 and Q2 on the left-hand side and right-hand side of the area A where the image is supposed to be projected, the superimposing lens 930 is fine-adjusted in the same manner that the fine-adjustment is performed by measuring illuminance on the liquid-crystal light valve 925G. More particularly, the first lens plate 921 is shifted in its mounting position horizontally to the left or to the right until illuminances Q1 and Q2 become a constant value, or...
the first lens plate 921 is shifted in its mounting position horizontally to the left or to the right until illuminances Q1 and Q2 become equal, or the first lens plate 921 is shifted in its mounting position horizontally to the left or to the right until the sum of illuminances Q1 and Q2 is maximised. As already described, the first lens plate 921 is shifted in its mounting position horizontally to the left or to the right until illuminances Q1 and Q2 become equal or until the sum of illuminances Q1 and Q2 is maximised, the fine-adjustment is carried out without any difficulty even when the light source is changed to the one with small light intensity.

[0055] The fine-adjustment of the superimposing lens 930 in the vertical direction (±Y direction) may be automatically or manually performed by measuring illuminances above and below the image forming area or the projected image. Like the horizontal fine-adjustment, the vertical fine-adjustment is performed by shifting the second lens plate 922 in its mounting position vertically upward or downward until illuminances at two points become a constant value. Alternatively, the second lens plate 922 is shifted in its mounting position vertically upward or downward until the illuminances at two points become equal to each other or until the sum of the illuminances at two points is maximised, and these methods work even when the light source is changed to the one with small light intensity.

[0056] The fine-adjustment of the mounting position of the superimposing lens 930 may be performed using one of the remaining liquid-crystal light valves 925R and 925B as a reference, instead of the liquid-crystal light valve 925G.

[0057] With the superimposing lens 930 enabled to be fine-adjusted in its mounting position in this way, the necessity for setting a wide margin around the image forming area A of the liquid-crystal light valves to cover the offset of the illumination area is eliminated. Since a narrow margin around the image forming area A works, the efficiency in the utilisation of the illumination light is heightened and the brightness of the projected image is increased.

[0058] Even with a narrow margin, fine-adjusting the mounting position of the superimposing lens 930 prevents the image forming area A from being left partly unilluminated as shown in FIG. 5(B). The outline of the projected image is thus free from shadowing.

[0059] In the projection-type display apparatus 1000, the superimposing lens 930 arranged at the exit side of the integrator optical system 923 is the optical element that finally controls the illumination area of the liquid-crystal devices. Since the superimposing lens 930 is fine-adjusted in this embodiment, the position of the illumination area of the liquid-crystal light valve is easily and efficiently adjusted. More particularly, the optical components (the first and second lens plates 921, 922) arranged upstream of the superimposing lens 930 in the optical path are fixed, and by adjusting the mounting position of the superimposing lens 930 only, the position of the illumination area B is adjusted taking into consideration the position errors of the optical components upstream of the superimposing lens 930 in the optical path, and the adjustment is thus easily and efficiently performed.

[0060] In this embodiment, the mounting position of the superimposing lens 930 is adjustable in only the directions (the ±X direction and ±Y direction) orthogonal to the optical axis 1a, and if the mounting position of the superimposing lens 930 in the direction of the optical axis 1a (±Z direction) is allowed to be adjustable, the illumination area formed on the liquid-crystal light valve 925 can be fine-adjusted as well. More particularly, if the fine-adjustment is performed in the optical axis 1a after the mounting position of the superimposing lens 930 is adjusted in the directions orthogonal to the optical axis 1a, the illumination area can be reduced to the smallest possible size. With an extremely narrow margin, the efficiency in the utilisation of light is even more enhanced.

[0061] The mounting position of the superimposing lens 930 may be set to be adjustable in any arbitrary direction orthogonal to the optical axis 1a. With the mounting position of the superimposing lens 930 adjustable in any arbitrary direction orthogonal to the optical axis 1a, the distortion of the illumination area B shown in FIG. 7 is corrected as will be described later, and illumination uniformity is enhanced.

[0062] An error in the mounting angle of the reflection surface of the reflecting mirror in the optical path for each colour beam is also a factor contributing to offsetting the illumination area B of the output light from the superimposing lens 930 off the image forming area A of the liquid-crystal light valve 925. The mounting angle of each reflecting mirror is angled at 45° with respect to the optical axis, and if this angle suffers variations, the illumination area B will be distorted as shown in FIGS. 7(A) and 7(B), and the image forming area A is partly offset from the illumination area B as shown in FIG. 5(B). If the illuminances on the left-hand side and on the right-hand side of the illumination area B become less uniform, even the advantage presented by the use of the integrator optical system 923 may be lost. For this reason, in the projection-type display apparatus 1000, besides the fine-adjustment of the superimposing lens 930 already described, the angles of the reflection surfaces of the reflecting mirror 943 for reflecting the red light beam R toward the liquid-crystal light valve 925R and the reflecting mirror 972 for reflecting the blue light beam B toward the liquid-crystal light valve 925B, shown in FIG. 4, are fine-adjusted about respective axes perpendicular to the planes in which the incident light axis and reflection light axis lie (in the directions shown by the arrows) with respect to the incident light axes. As the mounting angle adjusting mechanism for the reflecting mirrors, plate springs and angle adjusting screws similar to those of the position adjusting mechanism for the superimposing lens 930 are contemplated.

[0063] FIGS. 8(A) to 8(C) show one example of the
mechanism for fine-adjusting the mounting angle of the reflecting mirror 972. FIG. 8(A) is an explanatory view showing a holder plate 770 for holding the reflecting mirror 972, FIG. 8(B) is a view of the mounting angle adjusting mechanism for the reflecting mirror 972 viewed from the side of upper light guide 901, and FIG. 8(C) is a sectional view of the mounting angle adjusting mechanism for the reflecting mirror 972 taken along a cross-section A-A in FIG. 8(A). As shown, the mounting angle adjusting mechanism 760 comprises the holder plate 770, with its holder sections 772a, 772b supporting the reflecting mirror 972 from the side opposite its reflection surface. The reflecting mirror 972 is also supported at its top edge by a clip 773 on the holder plate 770. The holder plate 770 has on its centre a shaft 771 extending vertically. The shaft 771 is rotatably supported by the lower light guide 902. The reflecting mirror 972 is thus permitted to rotate about the axis 1b of the shaft 771 of the holder plate 770 by a predetermined angle of travel.

[0064] The holder plate 770 is provided with a holder spring 774 on its one side portion, and a first support point 775a of an alignment spring 775 is inserted through the holder spring 774. The arms 775d, 775e of the alignment spring 775 abut respectively to spring pads 777a, 777b formed on the holder plate 770. Second and third support points 775b, 775c of the alignment spring 775 abut a support section 778 on the lower light guide 902. The holder plate 770 is thus fixed to the lower light guide 902 via the alignment spring 775.

[0065] The holder plate 770 is pressed in the direction of the arrow B by an adjusting screw 776 supported by the lower light guide 902. When an instrument is inserted through a screw driving port 779 formed in the lower light guide 902 to screw the adjusting screw 776 to increase its screwed depth, the one side portion of the holder plate 770 is pressed in the direction of +B by the adjusting screw 776, and the holder plate 770 is turned about the axis 1b of the shaft 771 in the direction of an arrow R1 as shown in FIG. 8(B). The angle of the reflection surface of the reflecting mirror 972 is changed to increase the angle of incidence of the light incident on the reflecting mirror 972. When the adjusting screw 776 is loosened to decrease its screwed depth on the other hand, the one side of the holder plate 770 is drawn in the direction of B by the alignment spring 775, and the holder plate 770 is turned about the axis 1b of the shaft 771 in the direction of an arrow R2 as shown in FIG. 8(B). The angle of the reflection surface of the reflecting mirror 972 is thus changed to decrease the angle of incidence of the light incident on the reflecting mirror 972. By changing the screwed depth of the adjusting screw 776, the angle of the reflection surface of the reflecting mirror 972 is adjusted about the axis 1b perpendicular to the plane in which the incident light axis and reflected light axis lie, and the mounting angle of the reflection surface with respect to the incident light axis is thus adjusted.

[0066] The same mechanism as above may be employed as a mechanism for adjusting the angle of the reflection surface of the reflecting mirror 943.

[0067] In this embodiment, after the mounting angles of the reflecting mirrors 943, 972 are fine-adjusted, an adhesive is applied through adhesive applying ports 906a, 906b, 907a, and 907b (FIG. 3) formed in the upper light guide 901 to bond them. Although bonding these mirrors is not a requirement, bonded mirrors 943 and 972 are effectively prevented from being offset under external shock.

[0068] The above fine-adjustment may be automatically or manually performed by measuring illuminance in the periphery portion of the image forming area on the respective liquid-crystal light valve 925R or 925B. When the illumination area B is distorted as shown in FIGS. 7(A) and 7(B), the illuminances on the left-hand side and right-hand side of the illumination area B become less uniform, and illuminance unbalance takes place. In the condition shown in FIG. 7(A), the illuminance P1 on the leftmost side is greater than the illuminance P2 on the rightmost side of the image forming area A, and in the condition shown in FIG. 7(B), the illuminance P2 on the rightmost side is greater than the illuminance P1 on the leftmost side of the image forming area A. The mounting angles of the reflecting mirrors 943, 972 are adjusted until the illuminances P1, P2 on the left-hand side and right-hand side of the image forming area A become a constant value, in the same way the lens plates are fine-adjusted as already described. To comply with the case where the light source is changed to the one with small light intensity, the mounting angle of each of the reflecting mirrors 943, 972 is adjusted until the illuminances P1, P2 on the left-hand side and right-hand side of the image forming area A are equalised or until the sum of the illuminances P1, P2 on the left-hand side and right-hand side of the image forming area A is maximised.

[0069] Instead of the method of measuring illuminance in the periphery portion of the image forming area A on the respective liquid-crystal light valve 925R or 925B, and in the same way the superimposing lens 930 is fine-adjusted, the fine-adjustment of each of the mirrors 943, 972 may be automatically or manually performed by measuring luminance in the periphery portion around the projected image on the screen 100 with the respective liquid-crystal light valve 925R or 925B set to allow the illumination light to transmit therethrough to form the image on the screen 100. More particularly, when the screen 100 is illuminated in the condition shown in FIG. 7(A) or 7(B), the illuminances on the left-hand side and right-hand side of the projected image are unbalanced, and by measuring the illuminances on the left-hand side and on the right-hand side of the projected image in the same way the image forming area A is measured in illuminance, the mounting angle of each of the reflecting mirrors 943, 972 is adjusted until the illuminances on the left-hand side and on the right-hand side become a constant value, or until the illuminances on the left-hand side and on the right-hand side
are equalised, or until the sum of the illuminances on the left-hand side and on the right-hand side is maximised.

[0070] Both the reflecting mirrors 943 and 972 may be concurrently moved for fine-adjustment, but instead, the fine-adjustments may be sequentially performed, for example, the reflecting mirror 943 may be moved for angle adjustment using the projected image or the image forming area through the liquid-crystal light valve 925R as a reference, and next, the reflecting mirror 972 may be moved for angle adjustment using the projected image or the image forming area through the liquid-crystal light valve 925B as a reference.

[0071] Although in this embodiment, the reflecting mirrors 943, 972 respectively closest to the liquid-crystal light valves 925R, 925B are adjustable in their mounting angles, other optical elements, in combination with the light valves 925R, 925B, such as the blue/green-reflecting dichroic mirror 941, green-reflecting mirror 942, and converging lens 971 are all or partly fine-adjusted in mounting angle, or alternatively, instead of the reflecting mirrors 943, 972, these optical elements are all or partly fine-adjusted in mounting angle. The fine-adjustment of the reflecting mirrors 943, 972 respectively closest to the liquid-crystal light valve 925R, 925B in their mounting angle is the most effective in view of the construction of the apparatus and position adjustment accuracy.

[0072] Instead of the reflecting mirror 972, the intermediate lens 973 may be set to be adjustable, and such an arrangement presents the same advantage as the reflecting mirror 972 fine-adjusted.

[0073] With the reflecting mirrors 943, 972 enabled to be fine-adjusted in their mounting angle, the necessity for setting a wide margin around the image forming area A of the liquid-crystal light valve to cover the offset of the illumination area is eliminated. Since a narrow margin around the image forming area A works, the efficiency in the utilisation of the illumination light is heightened and the brightness of the projected image is increased.

[0074] Even with a narrow margin, fine-adjusting the mounting angles of the reflecting mirrors 943, 972 prevents the image forming area A from being partly offset from the illumination area B as shown in FIGS. 7(A) and 7(B). The outline of the projected image is thus free from shadowing.

[0075] Since the distortion of the illumination area B is removed with the reflecting mirrors 943, 972 fine-adjusted, the uniform illumination featured by the integrator optical system 923 is fully exploited, and a projected image is presented in an extremely uniform brightness.

[0076] The above-described angle adjusting mechanism for the optical elements such as the reflecting mirrors works effectively in a projection-type display apparatus without the integrator optical system 923.

(First modification)

[0077] One modification of the projection-type display apparatus of the present invention is now discussed. The optical system of the projection-type display apparatus 2000 comprises a polarisation illumination unit including an integrator optical system and a polarisation beam splitter with a special configuration. In FIG. 9, components equivalent to those described in connection with the projection-type display apparatus 1000 in FIGS. 1 to 8 are designated with the same reference numerals, and the description of them is omitted.

[0078] FIG. 9 is a general sectional view of the major portion of the projection-type display apparatus 2000 taken in the XZ plane. The projection-type display apparatus 2000 of this embodiment generally comprises a polarisation illumination unit 1, colour separation means for separating a white light beam into three colour components, three transmission-type liquid-crystal devices for respectively modulating three colour lights according to image information and presenting a display image, colour synthesising means for synthesising three colour lights to form a colour image, and a projection optical system for projecting the colour image for presentation.

[0079] The polarisation illumination unit 1 comprises a light source block 10 for outputting randomly polarised light beams in one direction, and the randomly polarised light beams from the light source block 10 are converted into almost single type of polarised light beam through a polarisation conversion block 20.

[0080] The light source block 10 generally comprises a light source lamp 101 and a paraboloidal reflector 102, and the light emitted from the light source lamp 101 is reflected by the paraboloidal reflector 102 in one direction, and is directed in parallel beams to the polarisation conversion block. The light source block 10 is arranged such that the light source optical axis R of the light source block 10 is offset in parallel in the X direction by a distance D from the optical axis L of the system.

[0081] The polarisation conversion block 20 comprises a first optical element 200 and a second optical element 300.

[0082] The first optical element 200 corresponds to the first lens plate 921 in the aforementioned projection-type display apparatus 1000, and comprises a matrix of a plurality of light splitting lenses 201, each having a rectangular shape in cross section in the XZ plane. The light source optical axis R is aligned with the centre of the first optical element 200. The light incident on the first optical element 200 is split into a plurality of intermediate light beams 202 that are spatially separated from each other, and with the converging effect by the light splitting lenses 201, images of the same number as the light splitting lenses 201 are formed where the intermediate light beams 202 are converged in a plane orthogonal to the system optical axis L (the XZ plane in FIG. 9). The cross-sectional configuration of the light splitting lens 201 in the XY plane is similar to that of the image forming area of a liquid-crystal light valve. In this embodiment, the illumination area has a longer side along the X direction in the XY plane, and the cross-sectional config-
tration of the light splitting lenses 201 in the XY plane is also rectangular.

[0083] The second optical element 300 generally comprises a converging lens array 310, a polarisation separation unit array 320, a selective phase plate 380 and a superimposing lens 390 as superimposing means, and the second optical element 300 is disposed in a plane orthogonal to the system optical axis L (the XY plane in FIG. 9) near the position where the images are converged by the first optical element 200. When the light beams incident on the first optical element 200 exhibit excellent parallelism, the second optical element may dispense with the converging lens array 310. The converging lens array 310 as one component of the second optical element 300 and the first optical element 200 correspond to the integrator optical system in the aforementioned projection-type display apparatus 1000. The second optical element 300 separates spatially each of the intermediate light beams 202 into a p-polarised light beam and an s-polarised light beam, and aligns the direction of one of both light beams with the direction of the other of both light beams, guides light beams with their polarisation direction aligned to a single illumination area.

[0084] The converging lens array 310 is substantially identical to the first optical element 200 in construction. More particularly, the converging lens array 310 has a matrix of converging lenses 311 having the same number as the light splitting lenses 201 constituting the first optical element 200, and has a function of converging and guiding each intermediate light beam 202 at a particular position of the polarisation separation unit array 320. The characteristics of each converging lens is preferably optimised taking into consideration the characteristics of the intermediate light beams 202 formed by the first optical element 200 and an ideal setup that the incident light on the polarisation separation unit array 320 has its principal light beam in parallel with the system optical axis L. With a view to a low cost design of the optical system and ease of design, generally speaking, the one identical to the first optical element 200 may be used as the converging lens array 310, or a converging lens array of converging lenses, each having a cross-sectional shape in the XY plane similar to that of the light splitting lens 201 may be used, and the one identical to the first optical element 200 is used as the converging lens array 310. The converging lens array 310 may be spaced from the polarisation separation unit array 320 (closer to the first optical element 200). Referring to FIGS. 10(A) and 10(B), the polarisation separation unit array 320 has a matrix of a plurality of polarisation separation units 330. The first optical element 200 is constructed by arranging, in a matrix, the concentric light splitting lenses 201 with the light splitting lens characteristics, and the polarisation separation unit array 320 is constructed by arranging identical polarisation separation units 330 in the same direction in a matrix. If the polarisation separation units in the same column in the Y direction are identical, they are preferably arranged with their longer sides aligned with the Y direction and shorter sides aligned with the X direction to constitute the polarisation separation unit array 320, because light loss on the borders between polarisation separation units are reduced while the manufacturing cost of the polarisation separation unit array is also reduced.

[0085] The polarisation separation unit 330 is a rectangular prism structure having a pair of polarisation separation face 331 and a reflection face 332 inside, and spatially separates each of the intermediate light beams into a p-polarised light and an s-polarised light beam. The cross-sectional shape of the polarisation separation unit 330 in the XY plane is similar to that of the light splitting lens 201 in the XY plane, namely a rectangular shape with its longer sides horizontal. The polarisation separation face 331 and reflection face 332 are placed side by side in the horizontal direction (the X direction).

As for the polarisation separation face 331 and reflection face 332, the polarisation separation face 331 is angled at about 45° with respect to the system optical axis L, and the reflection face 332 is in parallel with the polarisation separation face 331, and further, both the polarisation separation face 331 and reflection face 332 are arranged such that the area on the XY plane to which the polarisation separation face 331 is projected (equal to the area of a p exit surface 333 to be described later) is equal to the area on the XY plane to which the reflection face 332 is projected (equal to the area of an s exit surface 334 to be described later). In this embodiment, the width Wp in the XY plane within a region where the polarisation separation face 331 is present is set to be equal to the width Wm in the XY plane within a region where the reflection face 332 is present. The polarisation separation face 331 is typically manufactured of dielectric multilayers, and the reflection face 332 is typically manufactured of dielectric multilayers or an aluminium film.

[0086] The light incident on the polarisation separation units 330 is dispersed through the polarisation separation face 331 into a p-polarised light beam 335 passing through the polarisation separation face 331 and an s-polarised light beam 336 that is reflected off the polarisation separation face 331 and changes its direction of travel toward the reflection face 332. The p-polarised light beam 335 is directly output past the p exit surface 333 from the polarisation separation unit 330 while the s-polarised light beam 336 changes again its direction of travel at the reflection face 332, travels generally in parallel with the p-polarised light beam 335, and is output past an s exit surface 334 from the polarisation separation unit 330. In this way, the randomly polarised light beams incident on the polarisation separation units 330 are separated into the two types of polarised light beams mutually different in polarisation direction, namely the p-polarised light beam 335 and the s-polarised light beam 336, which are respectively output from two dif-
ferent places (the p exit surface 333 and the s exit sur-
face 334) but in almost the same direction. Since the
polarisation separation unit 330 works in this way, each
intermediate light beam 202 needs to be guided to the
region where the polarisation separation face 331 of
each polarisation separation unit 330 is present, and for
this reason, the positional relationship between the
polarisation separation units 330 and the respective con-
verging lenses 311 and the lens characteristics of each
converging lens 311 are determined so that the interme-
diate light beam 202 is directed to the centre of the po-
larisation separation face 331 of each polarisation sep-
aration unit 330. In this embodiment, in order to align
the centre axis of each converging lens 311 with the cen-
tre of the respective polarisation separation face 331 in
the respective polarisation separation unit 330, the con-
verging lens array 310 is shifted by a quarter of the hor-
izontal width W of polarisation separation unit 330 in the
X direction relative to the polarisation separation unit ar-
ray 320.

[0087] Returning to FIG. 9, the projection-type display
apparatus 2000 is further discussed.

[0088] Disposed at the exit surface side of the polar-
isation separation unit array 320 is the selective phase
plate 380 constructed of regularly arranged λ/2 phase
plates. More particularly, a λ/2 phase plate is placed at
the p exit surface 333 of each polarisation separation
unit 330 constituting the polarisation separation unit ar-
ray 320, and no λ/2 phase plate is arranged at each s
exit surface 334. With such an arrangement of the λ/2
phase plates, the p-polarised light beams output from
the p exit surfaces 333 of the polarisation separation
units 330 are subjected to rotation of polarisation direc-
tion while they pass through the λ/2 phase plates, and
are converted to s-polarised light beams. On the other
hand, the s-polarised light beams output from the s exit
surfaces 334 pass no λ/2 phase plate, are subjected to
no change in polarisation direction, and pass through the
selective phase plate 380 as they are. The interme-
diate light beams 202 random in polarisation direction
are thus converted to one type of polarised light beams
(the s-polarised light beams in this case) by the polar-
isation separation unit array 320 and the selective phase
plate 380.

[0089] The superimposing lens 390, which is dis-
posed at the exit side of the selective phase plate 380,
namely, the exit surface of the second optical element 300, guides the light beams, now s-polarised
through the selective phase plate 380, to the illu-
mination area of each liquid-crystal device, and then
superimposes the light beams on the illumination area.
The superimposing lens 390 is not necessarily a single
lens body, and may be a composite body of a plurality
of lenses such as the first optical element 200 or the
second lens plate 922 in the aforementioned projection-
type display apparatus 1000.

[0090] In summary, one of the functions of the second
optical element 300 is to superimpose the intermediate
light beams 202 split by the first optical element 200
(namely, an image segmented by the light splitting lens-
es 201) on the illumination area. Through its polarisation
separation unit array 320, the second optical element
300 spatially separates the intermediate light beams
202, which are the randomly polarised light beams, into
the two types of polarised light beams mutually different
in polarisation direction, and converts them into a single
type of polarised light beams through the selective
phase plate 380. The image forming area of the liquid-
crystal light valve is thus substantially uniformly illu-
ninated with an almost single type of polarised light beams.

[0091] As described above, the polarisation illumina-
tion unit 1 of this embodiment converts the randomly po-
larised light beams emitted from the light source block
10 into an almost single type of polarised light beams
through the polarisation conversion block 20 construct-
ed of the first optical element 200 and second optical
element 300, and illuminates the image forming area of
the liquid-crystal light valve with the well aligned polar-
ised light beams. Since the process of generating polar-
ised light beams is associated with no substantial light
loss, almost all of the light emitted from the light source
block 10 is guided to the image forming area of the liq-
uid-crystal light valve, and the efficiency in the utilisation
of the light is very high.

[0092] Since the converging lens array 310, polarisa-
tion separation unit array 320, and selective phase plate
380, all constituting the second optical element 300, are
optically integrated in this embodiment, the light loss
taking place in borders or interfaces are reduced and the
efficiency in the utilisation of the light is further en-
hanced. To be compatible with the rectangular shape of
the image forming area with its horizontal sides longer,
each light splitting lens 201, constituting the first optical
element 200, is also made rectangular with its horizontal
sides longer, and the two types of polarised light beams
output from the polarisation separation unit array 320
are arranged in the horizontal direction (the X direction).
Because of this, even the image forming area having a
rectangular shape with its horizontal sides longer is illu-
minated, no light quantity is wasted, and the illumination
efficiency (and utilisation of light) of the liquid-crystal
light valve is enhanced.

[0093] If light beams random in polarisation direction
are simply separated into a p-polarised light beam and
an s-polarised light beam, the entire width of each beam
after separation is doubled, and the optical system is
accordingly enlarged. In the polarisation illumination
unit 1 of this embodiment, the first optical element 200
forms a plurality of small converging images, a space,
generated in the course of the forming process of the
images and having no light within, is skillfully exploited
in a manner such that the reflection face 332 of the po-
larisation separation unit 330 is arranged in that space,
the horizontal expansion of each light beam arising from
the separation of the beam into two beams is accommo-
dated, and the overall width of the light beam is free from expansion, permitting a compact optical system design. [0094] The projection-type display apparatus 2000 having the polarisation illumination unit 1 employs a liquid-crystal device of the type that modulates a single type of polarised light beams. If a conventional illumination device is used to guide randomly polarised light beams to the liquid-crystal device, polarisers (not shown) will absorb and convert almost half the randomly polarised light beams into heat, thereby not only degrading utilisation of light but also requiring a noisy and large cooling device to control heat emitted from the polarisers. The projection-type display apparatus 2000 of this embodiment substantially eases this problem.

[0095] In its polarisation illumination unit 1, the projection-type display apparatus 2000 rotates the polarisation direction of one type of polarised light beams only, for example, p-polarised light beams only, through the $\lambda/2$ phase plates to align them with the other type of polarised light beams, for example, s-polarised light beams in polarisation direction. For this reason, an almost single type of polarised light beams with their polarisation directions aligned is guided to three liquid-crystal light valves 925R, 925G, and 925B, absorption by the polarisers is extremely small, utilisation of the light is enhanced, and a bright projected image results.

[0096] The polarisation illumination unit 1 spatially separates two types of polarised light beams in the horizontal direction (the X direction) in the second optical element 300. The polarisation illumination unit 1 therefore wastes no light quantity and is best suited to illuminating a rectangular liquid-crystal device with its horizontal sides longer. The polarisation illumination unit 1 of this embodiment restricts the expansion of the light beam output from the polarisation separation unit array 320 regardless of the polarisation conversion optical elements incorporated. This means that when a liquid-crystal device is illuminated, practically no light is incident on the liquid-crystal device with a large angle with respect thereto. A highly bright projected image is therefore formed without using a small number, large aperture projection lens, and as a result, a compact projection-type display apparatus is provided.

[0097] Like in the projection-type display apparatus 1000 already described, in the projection-type display apparatus 2000 of this embodiment thus constructed, the mounting position of the superimposing lens 390 disposed at the side of the exit surface of the polarisation illumination unit 1 may be made adjustable in the direction orthogonal to the optical axis L, and the illumination areas of the liquid-crystal light valves 925R, 925G and 925B by the polarisation illumination unit 1 are thus fine-adjusted horizontally forward or backward and horizontally to the left or to the right, and the image forming area of each liquid-crystal device is continuously kept within the illumination area.

[0098] As a mechanism for adjusting the mounting position of the superimposing lens 390, the lens mounting position adjusting mechanism described with reference to FIG. 6 is available. The fine-adjustment procedure and advantages achieved by the position adjustment of the illumination area remain unchanged from those already described in connection with the projection-type display apparatus 1000.

[0099] In the projection-type display apparatus 2000, as described above, fine-adjusting the mounting position of the superimposing lens 390 eliminates the need for setting a wide margin around the image forming area of the liquid-crystal device to cover the offset of the illumination area as in the conventional art. Since a narrow margin around the image forming area works, the utilisation of the illumination light is increased and the projected image is brightened.

[0100] Even with a narrow margin, fine-adjusting the mounting position of each optical element prevents the image forming area of the liquid-crystal device from being partly offset from the illumination area of the polarisation separation unit array. The outline of the projected image is thus free from shadowing.

[0101] In the polarisation illumination unit 1, the superimposing lens 390 for superimposing the intermediate light beams on the illumination area is the optical element that finally controls the illumination area of the liquid-crystal device. With the superimposing lens 390 enabled to be fine-adjusted in this embodiment, the mounting position of the superimposing lens 390 only is adjusted with the optical components upstream of the superimposing lens 390 in the optical path fixed, and the position of the illumination area B is thus adjusted taking into consideration the position errors of the optical components such as the first optical element 200 upstream of the superimposing lens 390 in the optical path. The position of the illumination area of the liquid-crystal light valve is efficiently adjusted, and adjusting procedure itself is not time consuming. An error in the mounting angle of the reflection surface of the reflecting mirror in the optical path for each colour beam is also a factor contributing to offsetting the illumination area of the liquid-crystal device by the polarisation illumination unit 1 from the image forming area of the liquid-crystal device. The mounting angle of each reflecting mirror is angled at 45° with respect to the optical axis, and if this angle suffers variations, the illumination area will be distorted as shown in FIGS. 7(A) and 7(B), and the illumination area is partly projected out of the image forming area of the liquid-crystal device. When the illumination area is distorted in this way, the illuminances on the left-hand side and on the right-hand side of the illumination area become unbalanced, and even the advantage presented by the use of the polarisation illumination unit 1 may be lost.

[0102] In the projection-type display apparatus 2000, the angles of the reflection surfaces of the reflecting mirrors 943, 972 in the respective colour beam optical paths may be fine-adjusted with respect to the incident light axes about the axes perpendicular to the planes in
which the incident light axis and the reflection light axis line (in the direction of the arrow in FIG. 9). The mounting position of the intermediate lens 973 arranged between the reflecting mirrors 943, 972 may be adjusted vertically upward or downward and horizontally to the left or to the right. Available as the mechanism for adjusting the mounting angle of each reflecting mirror is the angle adjusting mechanism described with reference to FIG. 8, and available as the mechanism for adjusting the mounting position of the intermediate lens 973 is the lens mounting position adjusting mechanism described with reference to FIG. 6.

(Second modification)

[0103] In the two preceding embodiments, the liquid-crystal light valves 925R, 925G and 925B are of a transmission type light valve, and the present invention may be equally applied to a projection-type display apparatus employing a reflection-type liquid-crystal device. Discussed now is one example of the projection-type display apparatus employing a reflection-type light valve instead of a transmission-type light valve. In a projection-type display apparatus 3000 of this embodiment, components identical those described with reference to FIGS. 9 and 10 in the aforementioned projection-type display apparatus 2000 are designated with the same reference numerals and the description of them is not repeated.

[0104] FIG. 11 is a general diagram showing the major portion of the projection-type display apparatus 3000 of this embodiment. FIG. 11 is a cross-sectional view of the second optical element 300 taken along the XZ plane.

[0105] A polarisation beam splitter 400 is constructed of a prism 401 which has an polarised light beam reflecting face 401 that reflects an s-polarised light beam at 45° with respect to the XZ plane in FIG. 11 and permits a p-polarised light beam to transmit therethrough. Since the light beams output from the second optical element 300 are the ones having an almost single polarisation direction, almost all light beams are reflected or transmitted through the polarisation beam splitter 400. In this embodiment, the light beams output from the second optical element 300 are s-polarised light beams, and the polarised light beams are bent at a right angle by an s-polarised light beam reflecting face 401, are introduced to a prism unit 500 to which a dichroic film is glued in a cross configuration, and are separated into three colour components R, G and B. Separated colour component lights are respectively directed to reflection-type liquid-crystal devices 600R, 600G, and 600B arranged along three sides of the dichroic prism 500. The light beams introduced into the reflection-type liquid-crystal devices 600R, 600G, and 600B are active matrix liquid-crystal devices in which pixels are arranged in a matrix with a TFT switching element connected to each pixel, and a liquid-crystal layer 620 is interposed between a pair of substrates 610, 630. The substrate 610 is manufactured of silicon, and has a source 611 and a drain 616. Also formed on the substrate 610 are a source electrode 612 and a drain electrode 617, both made of aluminium layers, a channel of silicon dioxide 613, a gate electrode of a silicon layer 614 and a tantalum layer 615, an interlayer insulating layer 618, and a reflection pixel electrode 619 of an aluminium layer, and the drain electrode 617 and the reflection pixel electrode 619 are electrically connected through a contact hole H. Since the reflection pixel electrode 619 is opaque, the interlayer insulating layer 618 is laminated over the gate electrode, the source electrode 612, and the drain electrode 617. Since the spacing between adjacent pixel electrodes 619 is made fairly small, a large aperture ratio of the device is permitted, and a projected image is brightened. Also provided in this embodiment is a holding capacitance formed by the drain 616, a silicon dioxide layer 613a, a silicon layer 614a, and a tantalum layer 615a.

[0107] The opposed substrate 630 has an opposed electrode 631 of ITO (Indium Tin Oxide) on its side facing the liquid-crystal layer 620, and a anti-reflection layer 632 on the other side. Employed as the liquid-crystal layer 620 in this embodiment is a super-homeotropic type in which liquid-crystal molecules 621 orient vertically with no voltage applied (OFF) and twist by 90° with a voltage applied (ON). As shown in FIG. 11, with no voltage applied (OFF), the s-polarised light beams are introduced from the polarisation beam splitter 400 to the reflection-type liquid-crystal devices 600R, 600G, and 600B, are returned to the polarisation beam splitter 400 without changing the polarisation direction from the reflection-type liquid-crystal devices 600R, 600G, and 600B, and are reflected by the s-polarised light beam reflecting face 401 without reaching the projection lens unit 6. With the voltage applied (ON), the s-polarised light beams introduced from the polarisation beam splitter 400 to the reflection-type liquid-crystal devices 600R, 600G, and 600B are converted to p-polarised light beams with their polarisation direction changed by the twist of the liquid-crystal molecules 621, pass through the s-polarised light beam reflecting face 401, and are then projected to the screen 100 via the projection lens unit 6.

[0108] Returning to FIG. 11, the operation of the projection-type display apparatus 3000 is discussed. The light beams modulated through the reflection-type liquid-crystal devices 600R, 600G, and 600B are synthesised by the prism unit 500, and are then projected to the screen 100 via the polarisation beam splitter 400 and projection lens unit 6.

[0109] In the projection-type display apparatus 3000 again, the illumination area of the liquid-crystal device by the polarisation illumination unit 1 is adjusted to its
The present invention is applied to this rear-projection-type display apparatus. The present invention is applied to this rear-projection-type for projecting an image is projected to the screen from the viewing side. Since the position of the illumination area by the illumination light that illuminates the modulating means is fine-adjusted, the illumination area is positioned such that it always includes the image forming means of the modulating means within.

As described above, the projection-type display apparatus of the present invention permits to be adjustable the mounting position of the superimposing means for superimposing a plurality of intermediate light beams on the image forming area of the modulating means. When the reflection means is arranged in the optical path between the light source and the modulating means, the mounting angle of the reflection means is made adjustable. Since the position of the illumination area by the illumination light that illuminates the modulating means is fine-adjusted, the illumination area is positioned such that it always includes the image forming means of the modulating means within.

The above arrangement makes it unnecessary to set a large margin around the image forming area to cover the offset of the illumination area from the image forming area of the modulating means. The utilisation of the illumination light is thus enhanced, and the brightness of the projected image is heightened. Since the illumination area by the illumination light is positioned such that it includes the image forming area, no shadow is generated around the projected image.

Since, according to the present invention, the mounting position of the superimposing means, which is an optical component chiefly determining the illumination area of the modulating means, is fine-adjusted, the adjustment of the position of the illumination area is thus performed taking into consideration the mounting errors of optical components (optical elements) in front of the superimposing means (upstream of the superimposing means). The position of the illumination area of the modulating means is easily and efficiently adjusted.

The polarisation sensitive optical elements described above could of course have their polarisation characteristics reversed from s-polarisation to p-polarisation and vice-versa.

The foregoing description has been given by way of example only and it will be appreciated by a person skilled in the art that modifications can be made without departing from the scope of the present invention as defined in the appended claims.

Claims

1. A projector (1000) comprising:

   a light source (8);
   modulating means (925R, 925G, 925B) for modulating a light beam emitted by the light source;
   projection means (6) for enlarging and projecting the modulated light beam from the modulating means onto a projection area (100);
   an optical element (921, 922), disposed in an optical element (921, 922), disposed in an optical means, the mounting angle of the reflection means is adjustable the mounting position of the superimposing means, the optical path between the light source and the modulating means. When the reflection means is arranged in the optical path between the light source and the modulating means, the mounting angle of the reflection means is made adjustable. Since the position of the illumination area by the illumination light that illuminates the modulating means is fine-adjusted, the illumination area is positioned such that it always includes the image forming means of the modulating means within.

   The above arrangement makes it unnecessary to set a large margin around the image forming area to cover the offset of the illumination area from the image forming area of the modulating means. The utilisation of the illumination light is thus enhanced, and the brightness of the projected image is heightened. Since the illumination area by the illumination light is positioned such that it includes the image forming area, no shadow is generated around the projected image.

   Since, according to the present invention, the mounting position of the superimposing means, which is an optical component chiefly determining the illumination area of the modulating means, is fine-adjusted, the adjustment of the position of the illumination area is thus performed taking into consideration the mounting errors of optical components (optical elements) in front of the superimposing means (upstream of the superimposing means). The position of the illumination area of the modulating means is easily and efficiently adjusted.

   The polarisation sensitive optical elements described above could of course have their polarisation characteristics reversed from s-polarisation to p-polarisation and vice-versa.

   The foregoing description has been given by way of example only and it will be appreciated by a person skilled in the art that modifications can be made without departing from the scope of the present invention as defined in the appended claims.

   Claims

   1. A projector (1000) comprising:

      a light source (8);
      modulating means (925R, 925G, 925B) for modulating a light beam emitted by the light source;
      projection means (6) for enlarging and projecting the modulated light beam from the modulating means onto a projection area (100);
      an optical element (921, 922), disposed in an optical path between the light source and the
modulating means, for splitting the light beam emitted from the light source into a plurality of intermediate light beams; and a superimposing lens (930) for superimposing each of the split intermediate light beams from the optical element on an image forming area of the modulating means, characterised by an adjusting mechanism (700) for adjusting the mounting position of the superimposing lens in a direction orthogonal to its optical axis.

2. A projector (2000) according to claim 1, further comprising:

- a polarisation conversion unit (320, 380) said superimposing lens superimposing the light beams output from the polarisation conversion unit, wherein the polarisation conversion unit is arranged in the vicinity of a position where the intermediate light beams are converged, separates each of the split intermediate light beams from the optical element into a p-polarised light beam and an s-polarised light beam, aligns the polarisation direction of one of the p-polarised light beam and the s-polarised light beam with the polarisation direction of the other of the p-polarised light beam and the s-polarised light beam, and outputs the resulting light beams.

3. A projector according to Claim 1 or Claim 2 further comprising reflection means (943, 972) in the optical path between the light source and the modulating means, wherein the mounting angle of the reflection means is adjustable with respect to an incident optical axis.

4. A projector according to Claim 1 or Claim 2, further comprising:

- a colour separating optical system (924) for separating an output light (W) from the superimposing lens into colour light beams (R, G, B);
- a plurality of modulating means for modulating the colour light beams separated by the colour separating optical system;
- a colour synthesising optical system (910) for synthesising the colour light beams respectively modulated by the plurality of modulating means, wherein the synthesised modulated light beam from the colour synthesising optical system is enlarged and projected via the projection means to the projection area; and
- reflection means (943, 972) disposed in an optical path between the colour separating optical system and at least one of the plurality of modulating means,

wherein the mounting angle of the reflection means is adjustable with respect to an incident optical axis.

5. A projector according to Claim 3 or Claim 4, wherein said reflection means comprises a plurality of reflection mirrors and the mounting angle of the reflection mirror disposed closest to the modulating means is adjustable.

6. A projector according to Claim 5, wherein the modulating means is reflection type modulating means (600R, 600G, 600B) and the colour separating optical system and the colour synthesising optical system are integrated into the same optical system (400).

7. A projector according to any preceding Claim, wherein the adjusting mechanism comprises:

- a first adjusting mechanism for adjusting the mounting position of the superimposing lens in a first direction that is orthogonal to an optical axis (1a); and
- a second adjusting mechanism for adjusting the mounting position of the superimposing lens in a second direction that is orthogonal to both the optical axis and the first direction.

8. A projector according to Claim 7, wherein the adjusting mechanism comprises:

- a base adjusting plate (720);
- a first adjusting plate (730) slidably movable in the first direction relative to the base adjusting plate; and
- a second adjusting plate (740) slidably movable in the second direction relative to the first adjusting plate.

9. A projector according to Claim 8, wherein the adjusting mechanism comprises a first slip prevention mechanism (724, 734) for preventing the first adjusting plate from slipping in the second direction and a second slip prevention mechanism (737, 747) for preventing the second adjusting plate from slipping in the first direction.

10. A projector according to Claim 8 or Claim 9, wherein the superimposing lens is fitted to the second adjusting plate.

Patentansprüche

1. Ein Projektor (1000), umfassend:

- eine Lichtquelle (8);
- Modulationsmittel (925R, 925G, 925B) zum Modulieren eines durch die Lichtquelle emittier-
ten Lichtstrahls; Projektor (2000) nach Anspruch 1, ferner umfassend:
die Polarisationsumwandlungseinheit (320, 380), wobei die Überlagerungslinse die von der Polarisationsumwandlungseinheit ausgegebenen Lichtstrahlen überlagert, wobei die Polarisationsumwandlungseinheit in der Nähe einer Position angeordnet ist, wo die Zwischenlichtstrahlen zusammengeführt werden, jeden der geteilten Zwischenlichtstrahlen von dem optischen Element in einen p-polarisierten Lichtstrahl und einen s-polarisierten Lichtstrahl trennt, die Polarisationsrichtung des einen aus p-polarisiertem Lichtstrahl und s-polarisiertem Lichtstrahl mit der Polarisationsrichtung des anderen aus p-polarisiertem Lichtstrahl und s-polarisiertem Lichtstrahl ausrichtet sowie die resultierenden Lichtstrahlen ausgibt.

2. Projektor nach Anspruch 1 oder 2, ferner umfassend:
eine Polarisationsumwandlungseinheit (320, 380), wobei die Überlagerungslinse die von der Polarisationsumwandlungseinheit ausgegebenen Lichtstrahlen überlagert, wobei die Polarisationsumwandlungseinheit in der Nähe einer Position angeordnet ist, wo die Zwischenlichtstrahlen zusammengeführt werden, jeden der geteilten Zwischenlichtstrahlen von dem optischen Element in einen p-polarisierten Lichtstrahl und einen s-polarisierten Lichtstrahl trennt, die Polarisationsrichtung des einen aus p-polarisiertem Lichtstrahl und s-polarisiertem Lichtstrahl mit der Polarisationsrichtung des anderen aus p-polarisiertem Lichtstrahl und s-polarisiertem Lichtstrahl ausrichtet sowie die resultierenden Lichtstrahlen ausgibt.

3. Projektor nach Anspruch 1 oder 2, ferner umfassend Reflektionsmittel (943, 972) im optischen Weg zwischen der Lichtquelle und den Modulationsmitteln, wobei der Montagewinkel der Reflektionsmittel bezüglich einer einfallenden optischen Achse einstellbar ist.

4. Projektor nach Anspruch 1 oder 2, ferner umfassend:
einen ersten Einstellmechanismus zum Einstellen der Montageposition der Überlagerungslinse in einer ersten, zu einer optischen Achse (1a) orthogonalen Richtung; und
einen zweiten Einstellmechanismus zum Einstellen der Montageposition der Überlagerungslinse in einer zweiten, sowohl zur optischen Achse als auch zur ersten Richtung orthogonalen Richtung.

5. Projektor nach Anspruch 1 oder 2, ferner umfassend:
einen ersten Einstellmechanismus zum Einstellen der Montageposition der Überlagerungslinse in einer ersten, zu einer optischen Achse (1a) orthogonalen Richtung; und
einen zweiten Einstellmechanismus zum Einstellen der Montageposition der Überlagerungslinse in einer zweiten, sowohl zur optischen Achse als auch zur ersten Richtung orthogonalen Richtung.

6. Projektor nach Anspruch 1 oder 2, ferner umfassend:
einen ersten Einstellmechanismus zum Einstellen der Montageposition der Überlagerungslinse in einer ersten, zu einer optischen Achse (1a) orthogonalen Richtung; und
einen zweiten Einstellmechanismus zum Einstellen der Montageposition der Überlagerungslinse in einer zweiten, sowohl zur optischen Achse als auch zur ersten Richtung orthogonalen Richtung.

7. Projektor nach einem vorhergehenden Anspruch, wobei der Einstellmechanismus umfasst:
einen ersten Einstellmechanismus zum Einstellen der Montageposition der Überlagerungslinse in einer ersten, zu einer optischen Achse (1a) orthogonalen Richtung; und
einen zweiten Einstellmechanismus zum Einstellen der Montageposition der Überlagerungslinse in einer zweiten, sowohl zur optischen Achse als auch zur ersten Richtung orthogonalen Richtung.

8. Projektor nach Anspruch 7, wobei der Einstellmechanismus umfasst:
eine Basiseinstellplatte (720); eine erste Einstellplatte (730), welche relativ zu der Basiseinstellplatte in der ersten Richtung verschiebbar beweglich ist; und eine zweite Einstellplatte (740), welche relativ zu der ersten Einstellplatte in der zweiten Richtung verschiebbar beweglich ist.

9. Projektor nach Anspruch 8, wobei der Einstellmechanismus einen ersten Rutschschutzmechanis-
mus (724, 734), welcher die erste Einstellplatte daran hindert, in der zweiten Richtung zu verrutschen, sowie einen zweiten Rutschschutzmechanismus (737, 747) umfasst, der die zweite Einstellplatte daran hindert, in der ersten Richtung zu verrutschen.

10. Projektor nach Anspruch 8 oder Anspruch 9, wobei die Überlagerungslinse an der zweiten Einstellplatte befestigt ist.

**Revendications**

1. Projecteur (1000) comprenant :

   - une source lumineuse (8) ;
   - des moyens de modulation (925R, 925G, 925B) pour moduler un faisceau lumineux émis par la source lumineuse ;
   - des moyens de projection (6) pour agrandir et projeter le faisceau lumineux modulé provenant des moyens de modulation vers une surface de projection (100) ;
   - un élément optique (921, 922), disposé dans un trajet optique entre la source lumineuse et les moyens de modulation, pour scinder le faisceau lumineux émis par la source lumineuse en une pluralité de faisceaux lumineux intermédiaires ; et
   - une lentille de superposition (930) pour superposer chacun des faisceaux lumineux intermédiaires scindés provenant de l’élément optique sur une surface de formation d’image des moyens de modulation, caractérisé par un mécanisme de réglage (700) pour régler la position de montage de la lentille de superposition dans une direction perpendiculaire à son axe optique.

2. Projecteur (2000) selon la revendication 1, comprenant en outre :

   - une unité de conversion de polarisation (320, 380), laquelle lentille de superposition superposant les faisceaux lumineux émis par l’unité de conversion de polarisation, dans lequel l’unité de conversion de polarisation est agencée au voisinage d’une position où les faisceaux lumineux intermédiaires convergent, sépare chacun des faisceaux lumineux intermédiaires scindés provenant de l’élément optique en un faisceau lumineux à polarisation p et un faisceau lumineux à polarisation s, aligne la direction de polarisation de l’un desdits faisceau lumineux à polarisation p et faisceau lumineux à polarisation s avec la direction de polarisation de l’autre desdits faisceau lumineux à polarisation p et faisceau lumineux à polarisation s, et envoie les faisceaux lumineux résultats.

3. Projecteur selon la revendication 1 ou la revendication 2, comprenant en outre des moyens de réflexion (943, 972) dans le trajet optique entre la source lumineuse et les moyens de modulation, dans lequel l’angle de montage des moyens de réflexion est réglable par rapport à un axe optique incident.

4. Projecteur selon la revendication 1 ou la revendication 2, comprenant en outre :

   - un système optique de séparation des couleurs (924) pour séparer une lumière émise (W) provenant de la lentille de superposition en faisceaux lumineux de couleur (R, G, B) ;
   - une pluralité de moyens de modulation pour moduler les faisceaux lumineux de couleur séparés par le système optique de séparation des couleurs ;
   - un système optique de synthèse des couleurs (910) pour synthétiser les faisceaux lumineux de couleur respectivement modulés par la pluralité de moyens de modulation, dans lequel le faisceau lumineux modulé synthétisé provenant du système optique de synthèse des couleurs est agrandi et projeté via les moyens de projection vers la surface de projection ; et
   - des moyens de réflexion (943, 972) disposés dans un trajet optique entre le système optique de séparation des couleurs et au moins un de la pluralité de moyens de modulation, dans lequel l’angle de montage des moyens de réflexion est réglable par rapport à un axe optique incident.

5. Projecteur selon la revendication 3 ou la revendication 4, dans lequel lesdits moyens de réflexion comprennent une pluralité de miroirs de réflexion et l’angle de montage du miroir de réflexion disposé le plus près des moyens de modulation est réglable.

6. Projecteur selon la revendication 5, dans lequel les moyens de modulation sont des moyens de modulation de type à réflexion (600R, 600G, 600B) et le système optique de séparation des couleurs et le système optique de synthèse des couleurs sont intégrés dans le même système optique (400).

7. Projecteur selon une quelconque revendication précédente, dans lequel le mécanisme de réglage comprend :

   - un premier mécanisme de réglage pour régler la position de montage de la lentille de superposition dans une première direction qui est
perpendiculaire à un axe optique (1a); et
un second mécanisme de réglage pour régler
la position de montage de la lentille de super-
position dans une seconde direction qui est
perpendiculaire à la fois à l’axe optique et à la
première direction.

8. Projecteur selon la revendication 7, dans lequel le
mécanisme de réglage comprend :

un plateau de réglage de base (720) ;
un premier plateau de réglage (730) pouvant
se déplacer de façon coulissante dans la pre-
mière direction par rapport au plateau de régla-
ge de base ; et
un second plateau de réglage (740) pouvant se
déplacer de façon coulissante dans la seconde
direction par rapport au premier plateau de ré-
glage.

9. Projecteur selon la revendication 8, dans lequel le
mécanisme de réglage comprend un premier mé-
canisme anti-glissement (724, 734) pour empêcher
le premier plateau de réglage de glisser dans la se-
conde direction et un second mécanisme anti-glis-
sement (737, 747) pour empêcher le second pla-
tau de réglage de glisser dans la première direc-
tion.

10. Projecteur selon la revendication 8 ou la revendica-
tion 9, dans lequel la lentille de superposition est
placée sur le second plateau de réglage.
Fig. 1
Fig. 4
Fig. 7

(A) P1 > P2

(B) P1 < P2
Fig. 10

(A)

(B)
Fig. 11

PROJECTION-TYPE DISPLAY APPARATUS