Method and machine for harvesting crop material
Verfahren und Maschine zum Einbringen von Erntegut
Méthode et machine pour rentrer la récolte
Description

The present invention relates to a method and a machine for harvesting crop material involving the determination of a proportion of foreign bodies in relation to the crop material. The invention has particular application to the determination of a percentage of leaves and branches in a batch of fruit, berries and the like which have been harvested or of fruit, berries and the like grown on fruit trees or bushes.

A particular application of this invention relates to the field of machines for harvesting fruit, berries and the like produced on fruit trees or bushes grown in rows. Such a machine comprises a high clearance chassis which can be travelled over fields and one or more shaker assemblies mounted on the chassis. The shaker assembly comprises one or more pairs of elongated shaker units which extend approximately horizontally in the direction of one of the longitudinal median axes of the machine. The shaker units are spaced transversely to each other on either side of the longitudinal median axis. The shaker assembly also comprises a control mechanism connected to the shaker units to activate them in a synchronised reciprocating movement in a transverse direction in relation to the longitudinal median axis.

The invention will be described in relation to a particular example relating to the harvesting of grapes. However, it will be appreciated that the invention is also applicable to the harvesting of other crop material. Such crop may comprise other fruits and berries, such as blackcurrants, gooseberries, raspberries... or, more generally, any fruit grown on trees or bushes planted in rows.

The principle of harvesting grapes is practically the same for most known grape harvesting machines. It involves shaking the vine by applying a sinusoidal, pseudodinousoidal or similar movement of the proper amplitude and frequency to detach the grapes or bunches of grapes. The movement is transmitted upon the vine by shaker units spaced so that they act either on the stock or vine or on the vegetation, that is, the fruiting area, depending on the type and number of shaker units used. The percentage of bunches and/or grape berries detached from the vine depends on the number and amplitude of the oscillations to which a given bunch of grapes is subjected. The more energetically and the more times a bunch is shaken, the more chance there is of said bunch or its individual grapes being detached from the vine. The number and amplitude of the oscillations to which a given bunch is subjected in turn depend essentially on various parameters which can be selected, particularly the amplitude and frequency of the control mechanism connected to the shaker units and the forward speed of the machine.

In detaching the bunches or grapes, the shaker units can also cause substantial detachment of leaves and/or breakage of shoots and/or buds. Apart from the fact that such damage compromises the future yield of the vine, the foreign bodies thus collected with the grapes cause problems with cleaning the crop which may lead to oenological problems.

The more energetically and the more times the shaker units act on the vine vegetation, the more and greater the above-mentioned damage will be. It is therefore normally necessary to find a compromise between the various above-mentioned parameters in order to obtain an acceptable percentage of harvested bunches or grapes without causing too much damage to the vine or complicating the cleaning of the crop.

Up to now, the working parameters of the harvester has been set manually by the driver based on visual observation of the harvest or of the vine plants after the machine has passed over them. Even though certain parameters such as shaker frequency can be adjusted from the driver’s seat, such a visual check presents several inconveniences. Firstly, this inspection of plants and vines or of the crop is imprecise and depends on the driver’s experience and powers of observation. Secondly, an unacceptable proportion of unharvested grapes on the vines or of foreign bodies (leaves, stems, buds) in the harvested crop can only be detected at the end of a row. The driver cannot inspect the contents of the temporary crop storage bin whilst the machine is travelling. Moreover, he cannot see the plants which have already been harvested because they are hidden behind the machine. Furthermore, the driver has to concentrate on driving the harvester both to align with the rows of vines and to control the speed of the machine on which, among other things, the number of times the shaker units act on a vine plant depends. It therefore would be very useful to have a system which might show the driver automatically what proportion of foreign bodies there was in the grapes harvested and/or the proportion of unharvested grapes after the machine had passed.

There are some optical systems for locating fruit on trees to enable a robot to pick it.

Document FR-A-2 658 624 describes such a system in which a camera provided with photosensitive charge coupled device (CCD) elements is used to find the coordinates of a fruit in a vertical plane parallel to the row of trees from which the fruit is to be picked. A roboticised picking arm is directed at substantially right angles to the vertical plane towards the point of the fruit coordinate and the arm is slowed down near to the fruit by the action of an ultrasonic detector. The image processing means comprises means for activating a flash synchronously with the camera’s integration periods.

Document EP-A-0 267 860 describes another system using several multi-colour cameras to detect fruit on a tree and indicate successively to a robot with a picking arm the respective positions of fruit which it detects.

Document JP-A-6 261 622 describes a similar harvesting system which uses at least two infrared wavelengths.

Such systems do not provide a solution to the problems of examining the quality of the crop and the durability of the vine which the present invention aims to
resolve. Moreover, in the above systems the processing of images is especially complex because it is necessary to detect the shape and coordinates of the fruit to be picked. Detection of shape serves, in particular, to distinguish fruit from foliage if their respective colours are similar.

[0013] There are also other crop sorting systems which use a camera working in the infrared field. For example, document FR-A-2 697 450 describes a system of sorting constantly moving fruit and vegetables to separate them from others, these being made up of non-fleshy parts. This system uses infrared rays in order to detect, by means of the difference in reflectivity between the fleshy and non-fleshy parts, the presence of a non-fleshy part in or attached to the fruit.

[0014] It is an object of the present invention to allow automatic real-time determination of the proportion of foreign bodies in the crop and/or of the proportion of unpicked grapes in the harvested vine plants.

[0015] More generally this invention aims to determine the proportion of bodies foreign to fruit in a batch of harvested fruit or the proportion of fruit on trees or bushes.

[0016] According to one aspect of the present invention, there is provided a method for harvesting agricultural crop material by means of a machine, characterised in that it comprises the steps of:

- obtaining an image of a mixture of products containing crop material and bodies foreign to the crop material;
- processing said image to determine at least one product in said image;
- calculating the proportion of said at least one product in said mixture; and
- using the calculated proportion to adapt at least one operating parameter of the machine which has an effect on said proportion.

[0017] The method may comprise a near infrared shot taking step to obtain one or more initial images of an area of the mixture to be examined, a thresholding step consisting of allocating to each pixel of the image one of the two extreme grey levels dependent on the initial grey level of the pixel relative to a set threshold and a calculating step for the above proportion comprising the recording over one or more zones of the image resulting from the thresholding step of the number of pixels of at least one extreme grey level to determine an area ratio between the areas occupied respectively by crop material and the foreign bodies in the image.

[0018] When harvesting fruit, use can be made of the fact that leaves, vine stems and stock have reflectivities in near infrared which are very different from those of grapes, independently of their colour, which allows a simple and precise determination of the proportion of foreign bodies to fruit or the proportion of fruit in relation to the mixture of products.

[0019] According to one embodiment of this invention, the threshold is derived automatically from the distribution of the grey levels in the initial image. The threshold is thus automatically adapted according to the actual average grey level of the fruit and the foreign bodies in the image. This makes the determination less susceptible to variations in intensity of the infrared rays, for example after a change in lighting.

[0020] The thresholding carried out on images helps to facilitate the determination of the proportion, by means of a single count of pixels with the same grey level. Furthermore, this thresholding makes it possible to implement further steps which improve the precision of the proportion or rate calculated.

[0021] According to an embodiment of this invention, the method also comprises carrying out, between the thresholding and recording step, one or more steps of erosion and dilatation of the image which was produced by the thresholding step. This step consists of determining the contours of the patterns which appear on the image from the thresholding with an initial extreme grey level corresponding to foreign bodies, of obtaining an intermediate image reducing the area of these patterns in a peripheral and regular manner by assigning the second extreme grey level to the pixels involved and of reconstituting an image to be subjected to the recording step by increasing the area of the patterns of the first grey level of the intermediate image in a peripheral and regular manner, the peripheral increment being made on a same number of pixels as the peripheral reduction carried out to obtain the intermediate image.

[0022] One advantage of such a step is that it enables the elimination of specular reflections on the grapes which on the images are translated by points of the same intensity as the leaves and stems. Such specular reflections are produced especially if the area under examination is brightly lit, for example, by means of flash.

[0023] According to an embodiment of this invention, the above-mentioned proportion is determined by an average of area ratios determined from a series of images. So, although the images are interpreted two-dimensionally, it is possible to estimate the proportion of foreign bodies in a volume being progressively discharged within camera range. In the case of determining the proportion of fruit on trees or bushes, this determination can be made independently of the surface examined at each exposure.

[0024] According to another aspect of the present invention there is provided an agricultural harvesting machine, comprising:

- a chassis for travelling across fields;
- a harvesting assembly mounted on said chassis for harvesting crop material from the field; and
- at least one conveyor for gathering the harvested crop material and guiding it into a temporary storage bin,
vice for obtaining an image of a mixture of products comprising crop material and bodies foreign to the crop material, for processing said image to determine at least one product in said image and for calculating the proportion of said at least one product in said mixture.  

[0025] Advantageously, the device comprises a means for taking infrared shots of an area of the said mixture of products under examination and a suitable means of image processing to determine a ratio of surfaces of fruit and foreign bodies over one or more zones of an image obtained by the camera, this processing means comprising means for carrying out the determination process described above.  

[0026] According to an embodiment of this invention, the area under examination is lit artificially by a light source emitting at least within the near infrared range in order to minimise the effects of daylight. This artificial lighting is obtained preferably from a flash synchronised with a short exposure of the shot taking means. The shot taking means preferably consists of a camera equipped with photosensitive, charge coupled device (CCD) components associated with an electronic shutter means which determines very short exposure times of the photosensitive components.  

[0027] According to an embodiment of this invention, the image subjected to the thresholding step is reconstituted by the difference between two frames of the same image or between two consecutive images which are taken respectively while artificially lighting the zone to be examined at least in the near infrared and, subsequently, without artificially lighting the zone to be examined. Such a method enables the elimination of infrared rays generated by the daylight. Only those rays generated by the artificial lighting source are taken into account when determining said ratio.  

[0028] According to an embodiment of this invention which applies more particularly to the determination of the proportion of fruit on trees or bushes, artificial lighting is created during the image acquiring step from the back of the examined zone as seen from the shot taking means. The advantage of this method is that determination is thus not distorted by gaps in the foliage which could be interpreted as fruit.  

[0029] In order to guarantee clear images, whether taken in temporary crop storage bins which are steadily filled or on trees or bushes, the camera preferably is provided with a fixed focal length lens and with an automatic definition sharpening device. The camera may, alternatively or additionally, be fitted with a motorised zoom lens.  

[0030] One advantage of the present invention, when used for automatic adjustment of operating parameters of the machine, is that the driver of the machine now can concentrate on driving. The interpretation of the results of the determination of the foreign body ratio is carried out automatically and the parameters of the machine which have an influence on this proportion and therefore on the quality of the crop or the durability of the trees or bushes are, at least for some of them, automatically adjusted to these results. Moreover, the corrections made to the machine’s operating parameters are henceforth far more precise.  

[0031] The operating parameters governed by the proportion of foreign bodies in the crop or of unharvested fruit are preferably selected from the following:  

- the frequency and/or amplitude of movement of the shaker units which constitute the shaker assembly mounted on a chassis of the machine to detach fruit, berries and the like from trees or bushes;  
- the forward speed of the machine in relation to the trees or bushes;  
- the linear speed of an intermediate conveyor for catching the detached fruit and conveying it to one or more temporary storage bins on the machine; and  
- the parallelism of an approximately vertical median plane of the shaker assembly in relation to the trees or shrubs.  

[0032] According to an embodiment of this invention, at least one determining device is associated to the temporary fruit crop storage bin for determining the proportion of foreign bodies in a batch of fruit collected in the bin. Besides the above-mentioned parameters, the air flow from at least one means for pneumatic cleaning of the crop tipped into said temporary storage bin may be controlled.  

[0033] According to an embodiment of this invention, one or more determining devices are placed at the rear of the machine with respect to the direction of travel when harvesting to determine the proportion of fruit left on the trees or bushes.  

[0034] This proportion of fruit can be determined directly or as the complement to 100% of the ratio of foreign bodies.  

[0035] At least two determining devices in accordance with the invention are preferably associated with said temporary crop storage bin and with the rear of the machine respectively. In this way the operating parameters of the machine can be controlled while taking account of both the quality (cleanliness) of the crop and its yield. By achieving control by means of a control system which takes into account the two ratios (debris in the crop and unharvested grapes), these two proportions can be optimised by varying the machine’s working parameters, without achieving optimisation of one proportion at the cost of the other. For example, a more aggressive shaking of the vine could be envisaged in order to guarantee that all the fruit on the vine is harvested, but this action would result in the presence of more debris (foreign bodies) in the batch of harvested grapes. The combination of the two above-mentioned ratios would allow the machine to be adjusted so as to obtain a good proportion of grapes harvested and a good crop quality.  

[0036] One advantage of this invention is that it thus enables the improvement of the yield of the current crop as well as of future crops, by optimising the necessary
compromise between shaking the trees or bushes and preserving their foliage.

[0037] These objects, characteristics and advantages, among others, of this invention will be described in detail in the following description of specific embodiments, carried out in a non-restrictive way with reference to the attached figures, of which:

Figure 1 represents, on the same diagram, the respective reflectivity of leaves and grapes as a function of their wavelength;

Figure 2 is a schematic representation of a device for determining a proportion of bodies foreign to fruit in a mixture of fruit and foreign bodies according to one embodiment of the present invention;

Figure 3 represents the spectral response of a camera of the device shown in Figure 2;

Figure 4 represents the transmittance of an optical filter associated with a camera of the device in Figure 2;

Figure 5 is an infrared image of a batch of grapes and foreign bodies;

Figure 6 represents a histogram of the grey levels of the image in Figure 5;

Figure 7 represents the image in Figure 5 after a thresholding step according to the invention;

Figure 8 represents an intermediate image after an erosion and dilation step according to this invention;

Figure 9 represents a flow chart showing an embodiment of the image processing function according to the invention;

Figure 10 represents a side view of a harvesting machine showing the positioning of devices for determining the respective ratios of foreign bodies in the harvested grapes and of unharvested grapes after passage of the machine according to an embodiment of the invention;

Figure 11 represents in side elevation a part of the harvesting unit of the machine shown in Figure 10;

Figure 12 represents an embodiment of a shaker unit for the machine shown in Figure 10, showing the location of the device for determining the proportion of unharvested grapes after passage of the machine in accordance with an embodiment of this invention; and

Figure 13 represents a flow chart showing a method of implementing a system for controlling the moving parts of the machine according to the determination established by the device for determining the proportion of foreign bodies in the grapes harvested, shown in Figure 10.

[0038] For reasons of clarity, the same elements have been given the same references in the different figures. For the same reasons, only those elements necessary for the understanding of the invention have been shown and will be described below.

[0039] Firstly, with reference to Figures 1 to 9, the method and the device establishing the proportion of foreign bodies to grapes or grapes to foreign bodies to be determined, in accordance with the first aspect of the invention, will be described.

[0040] One aspect of the present invention is the use of the reflectivity of grapes in the near infrared range. This feature is illustrated in Figure 1 which shows the reflectivity spectrum of the vine. In Figure 1 are shown the respective spectra of the fruit (white grapes) and upper and lower surfaces (in the vine plane) of a leaf, the upper surface being quite glossy in appearance while the lower surface appears rather mat which shows up as a difference in reflectivity between the two surfaces. It can be seen that, although the difference in reflectivity between the leaf (especially on its lower surface) and the white grape is very small for wavelengths less than 700 nm (in the visible sphere) this difference in reflectivity is very clear in near infrared (wavelengths of over 800 nm).

[0041] This characteristic is due to the presence of sugar and water in fruit which have a larger rate of absorption of infrared rays and it expresses itself in a greater reflectivity of the leaves. Thus, although grapes, particularly white grapes, have approximately the same reflectivity as leaves, the reflectivity of the grape in near infrared is independent of colour and has a markedly different value from that of leaves. Moreover, the method can therefore be transposed to any fruit which contains more sugar and/or water than the foreign bodies irrespective of the colour of the fruit and the foreign bodies.

[0042] Figure 2 is a schematic representation of a device for determining a percentage of leaves and vine limbs for example in a batch of harvested grapes.

[0043] This device comprises a system 1 for processing images from a camera 2 for monochrome pictures. Conventionally, the camera comprises a sensor device with charge coupled device (CCD) photosensitive elements. The camera 2 is chosen because its spectral response extends into near infrared. The spectral response of the camera 2 thus obtained is illustrated in Figure 3. To the camera 2 (more precisely to its lens 3) is fitted a band-pass optical filter 4 with a transmittance graph in function of the wavelength as illustrated in Figure 4. The role of the filter 4 is to eliminate all visible light and to transmit only the wavelengths within the infrared range (above 800 nm).

[0044] According to a first application of the invention, the camera 2 is directed towards a batch 5 of harvested grapes, for example towards the bottom of a temporary storage bin 6 attached to a grape harvester. In this application, two problems have to be overcome.

[0045] One problem is linked to the fact that the level of grapes in the bin 6 rises, so that the distance between the batch 5 and the camera 2 decreases as the bin 6 fills in the course of the harvest.

[0046] Therefore the lens 3 is, for instance, an automatic motorised zoom activated by a sensor sensing the grape level in the bin 6. The sharpness of the images is,
for example, adjusted on the bottom of the bin 6 when it is empty. The zoom allows the area of the images examined to be kept constant whatever the level of grapes in the bin 6. Change of focus in the course of filling the bin does not necessarily mean that the sharpness has to be adjusted if the depth of field is sufficient. Alternatively, the lens 3 is fixed focus and the camera is associated to, if necessary, an automatic means (autofocus) for adjusting the focus to the distance between the lens 3 and the surface of the batch 5. In this case, the area of the images examined is not constant but this does not matter as the purpose is to determine a proportion or ratio and not an absolute quantity. Obviously, the camera may be associated to a motorised zoom lens and to an autofocus device at the same time.

A second problem is linked to the lighting of the batch 5. On the one hand, the continuous tipping of grapes and foreign bodies into the bin risks giving a blurred image if the exposure time is too long, consequent to insufficient lighting. On the other hand, the presence of uncontrolled ambient lighting (sun, shadows from the machine) risks distorting the measurements.

To guarantee image sharpness, one or more flash units 7 are attached to the camera 2. Thus, most of the lighting comes from the flash which lasts for only a short time (for example, less than one millisecond) and the movement of the grapes and foreign bodies in that time span is negligible. The camera 2 may also be fitted with a sensor with photosensitive components attached to some type of electronic shutter mechanism which, with a sufficiently short exposure time (integration period) produces the same result as the light from a flash.

In order to eliminate the disturbances following from ambient light, the bin 6 can be fitted with a hood or canvas sheet. Then continuous lighting or a flash is used. Nevertheless, the presence of a sheet over the bin complicates emptying the bin 6 when it is full and cleaning the same.

One preferred solution of the invention consists in providing both a flash unit 7 and a camera 2 fitted with photosensitive elements associated with an electronic shutter. In Figure 2, the sensor with photosensitive elements associated with an electronic shutter mechanism is represented by a block 8. The exposure time is then kept very short (for example in the order of 100 microseconds) and light from the flash unit is synchronised with this exposure. In this way the influence of ambient light is reduced to a minimum. Alternatively, the flash is used for every other image or for every other frame of images. Then the effect of ambient light can be eliminated by comparing two consecutive images (or frames), the first image having a mix of ambient light and flash while the next image has only ambient light.

The camera 2 provides images in the form of a composite video signal supplied by a cable 9 to the processing system 1. The output rate of the images is, for example, 25 images/s. Anyhow, the processing system may not process all the images. The time lapse between two images processed by the system is, for example, between 0.5 and 10 seconds depending in particular on how frequently the proportion of foreign bodies needs to be calculated. Of course, in the case where the difference between two consecutive images from the camera is used to deal with the ambient light, this interval corresponds to the interval between two processed images, that is, between two groups of consecutive images. Operation of the camera 2 and flash unit 7 is synchronised by the processing system 1 by means of wired connections, 10 and 11 respectively.

The purpose of the processing by the system 1 is to calculate the percentage of foreign bodies in relation to grapes in a batch of grapes and foreign bodies. Figure 5 is a representation of an initial infrared image, i.e. an image relayed by the camera 2 fitted with the filter 4. The image includes both red and white grapes but they are not differentiated here for the reasons described above. On the other hand, the leaves and stalks stand out in clear contrast as a different "grey level". "Grey level" herein designates, by analogy with the analysis of a black and white image in normal visible range, the intensity of infrared rays captured on camera. The greater the infrared radiation coming from daylight or flash the higher the grey is said to be. By the same analogy, extreme levels (maximum and minimum) of infrared radiation captured by the camera will further be furtheron respectively as "white level" and "black level".

The images are first digitized in a conventional way by the processing system.

In a first step of the method according to the invention an initial thresholding of the grey level image is carried out to increase the contrast between fruit and foreign bodies. The thresholding consists of detecting the grey level of each pixel of the initial image (between, for example, 0 for black and 255 for white) and allocating it to a new extreme grey level (0 or 255) according to whether its original grey level was above or below a certain threshold value. Figure 6 is a histogram showing the number of pixels per grey level in the image reproduced in Figure 5. An initial peak P1 corresponding to the darker pixels and a second peak P2 corresponding to the lighter pixels become apparent. The threshold indicated by a dotted line is between the two peaks P1 and P2. As will be seen below, the value of the threshold can be altered, in particular, in terms of the respective positions of peaks 1 and 2 in the grey scale. To all the pixels with a grey level less (less reflected radiation intensity) than the threshold level a black level will be attributed and to all the pixels with a grey level higher (higher sensed radiation intensity) than the threshold a white level will be attributed. However, it will be appreciated that the choice of black and white is arbitrary. In fact, as all pixels are allocated a new extreme value, a new black or white level could likewise be allocated to all the pixels which initially had grey levels respectively higher or lower than the threshold value.

Preferably, the threshold is determined auto-
matically by the processing system by analyzing the distribution of grey levels in the initial image. This automatic determination is made possible by recording the number of pixels for each grey level in the initial image in order to determine at which grey levels the two peaks P1 and P2 are located. Thus the trough between these two grey levels is determined by finding out what level, between the levels of peaks P1 and P2, corresponds to the least number of pixels. The threshold is fixed at this grey level. After thresholding, that is after allocation of one of the two extreme levels to each pixel of the initial image in accordance with the threshold so determined, an image is obtained such as that represented in Figure 7. 

[0056] It will be observed that it would be possible to determine, from the respective numbers of pixels on either side of the threshold value of the histogram in Figure 4, an initial ratio indicative of the proportion of foreign bodies to fruit. However, this ratio may be considered to be too imprecise because of specular reflections present on the grapes and resulting from the lighting of the batch being processed, by the flash, the light from which included infrared radiation. This is why, according to a preferred embodiment, a second processing step is carried out called the opening-up or of the image patterns, the role of which is to eliminate specular reflections which are translated into points of high intensity and hence of high grey level of the image on Figure 5. These points stand out better from the image in Figure 7, which represents the same image as that in Figure 5 at the end of the thresholding step and on which it can be clearly seen that the corresponding pixels have been made white. 

[0057] The opening-up step consists of carrying out an erosion, then a dilatation of the outlines of the areas supposed to represent foreign bodies, here the white areas of the image. First the adjoining pixels of the same value are grouped together to determine the outlines of the white areas. Then, the image is eroded, that is, a black level is allocated to all pixels situated on the periphery of each white area. According to the size in pixels of the specular reflections this erosion is carried out on a relatively wide peripheral region of each white area. Thus, an intermediate image (not shown) is obtained in which all the small-sized white points, corresponding to specular reflections, have disappeared. In order to restore the original area to the other white areas (foreign bodies), a dilatation of the white areas of the intermediate image is carried out. This dilatation represents the inverse of an erosion, i.e. it consists of increasing the white surfaces by changing the levels of adjoining pixels outside the periphery of the white areas of the intermediate area from black to white. The opening-up step serves to "smooth out" the contours of leaves and make any small pieces of leaf disappear if necessary. Anyhow, this remains still negligible. 

[0058] A final image is then obtained represented in Figure 8 in the case of the example taken in Figures 5 and 7. It can be seen that the stalks present in Figure 7 have also disappeared. The erosion has, in fact, had the effect of eliminating the narrow areas. The elimination of the stalks by erosion constitutes an advantage for the precise determination of the proportion of foreign bodies which will be carried out subsequently, inasmuch as the stalks generally are not considered as foreign bodies in grape harvesting. 

[0059] The proportion of foreign bodies to grapes is thus determined in a third step by recording the white pixels in relation to the black ones. 

[0060] It may also be desirable to determine the proportion of vine limbs (not shown) in relation to leaves, i.e. the proportion of different constituents of foreign bodies to each other. To do this the white pixels are recorded after an initial erosion to eliminate the specular reflections, i.e. from the intermediate image above. A first number corresponding approximately to the total number of foreign bodies is obtained. Then a second erosion is carried out to eliminate the vine limbs, the white areas of which are narrower than those of leaves and have already been made narrower by the first erosion. The number of pixels made black on the periphery, that is, the size of the surrounding area eroded by the second erosion is a function of the width of vine limbs in the image. The white pixels are also recorded and a second number corresponding approximately to the leaves, is obtained. A third number of pixels is obtained corresponding approximately to the vine limbs by the difference between the two previous numbers. It will be observed that the number of pixels corresponding to the vine limbs and to the leaves can be added to the areas reconstituted by dilatation. In fact, by knowing the total number of pixels which correspond to foreign bodies in the final image (Figure 8), it is possible to determine the ratio to be applied to the above third number to find out the proportion of vine limbs in the final image and therefore the proportion of leaves. 

[0061] With slightly less precision it may also be acceptable to take the proportions of foreign bodies and vine limbs in the intermediate images without carrying out a dilatation. This has the advantage of eliminating the need to reconstitute the final image (Figure 8) after a single erosion to determine the exact ratio of foreign bodies to grapes. 

[0062] According to a second embodiment of the invention, the camera 2 is placed at the rear of the machine with respect to its normal direction of travel and is directed towards the trees or bushes planted in rows in order to determine the proportion or ratio of unharvested fruit, berries or the like, for example, the proportion of unharvested grapes. Apart from similar problems to those described with respect to the first application, here there is an extra problem to resolve. Indeed, the light intensity is inversely proportional to the square of the distance and therefore the background is hardly lit at all by the flash which lights the area to be examined. If the flash unit or units associated to the camera allow the next or preceding row of vines not to be apparent in situations where there is a gap in the foliage, this leads to any absence of foreground (gap in foliage, dead stock etc.) being translated into
black on the image. However, in the infrared image, the bunches of grapes appear dark and the leaves light. After thresholding the bunches of grapes are therefore black. In this embodiment the purpose is to locate the bunches of grapes instead of the leaves and any lack of foreground will thus be recorded in the number of the bunches of grapes, which will obviously distort the measurement.

[0063] To solve this problem, a second flash unit or set of flash units or continuous lighting is installed opposite the camera in relation to the stocks for increasing the back-lit exposure. Thus the photosensitive elements corresponding to the gaps are highly stimulated and the gaps are interpreted as foreign bodies in relation to grapes. This is exactly what is desired in this invention, for determining the proportion of foreign bodies is, in fact, used to determine the proportion of bunches of grapes remaining on the vine.

[0064] Alternatively, opposite the camera in relation to the vine stocks a reflective background (for example a metal plate) may be set up. However, this alternative arrangement is not a preferred embodiment because of the risk of the reflector becoming dirty which requires regular cleaning in order to preserve the accuracy of the determination of the unharvested fruit.

[0065] Figure 9 shows the steps described above in the simplified form of a flow-chart according to a preferred method of processing the images applied to the determination of fruit, berries and the like in a harvested batch. When the data processing control program reaches the actual beginning (20) of the image processing function, the program starts by calculating (21) the threshold from the first image. Then it is verified (22) that it has been possible to determine a threshold. If this is the case, the thresholding, opening-up (erosion and dilatation) and calculating steps are implemented (23) and the function sends (24) the percentage calculated to the main program. Otherwise, the function (25) sends to the main program a code indicating a processing error. For application to the determination of proportion of fruit, berries or the like, the only difference is that steps 23 and 24 respectively, calculate a percentage of fruit.

[0066] Below is a description with reference to Figures 10 to 13 of a machine for harvesting fruit, berries and the like growing on trees or bushes planted in rows which is equipped with the means, according to the second aspect of this invention, for using the proportion of foreign bodies in relation to harvested fruit and/or the proportion of fruit left unharvested after the machine has passed in order to adapt one or more operating parameters of the machine which affect this or these proportions.

[0067] This second aspect will be described with reference to a specific example of a grape harvesting machine. However, it is observed that the invention applies equally to other types of machines for harvesting grapes or other fruit.

[0068] Figure 10 is a schematic side view of a harvesting machine according to an embodiment of this invention. This machine comprises a conventional chassis 30 provided with front 31 and rear wheels 32 and having a boom shape to enable it to straddle a row of crops, in this case a row of vines. The chassis 30 supports a conventional harvesting assembly 40 comprising a shaker assembly 60 (Figure 12).

[0069] The harvesting assembly comprises, in general, two identical portions positioned symmetrically in relation to a median vertical plane. Figure 11 is a lateral elevation, showing a view taken along this plane and illustrating one of the two portions of the harvesting assembly 40 and Figure 12 shows, in perspective, an example of a shaker assembly 60.

[0070] The harvesting assembly 40 can be permanently fitted to the chassis 30 or may take the form of an stationary assembly, which is mounted on the chassis 30 in such a way as to be removable for replacement with other equipment or accessories such as spraying, pruning, soil cultivation, etc. equipment.

[0071] In order to enable harvesting on sloping ground without destabilising the machine, the wheels 31 and 32 are usually mounted on a telescopic tilt correction means 35. The tilt correction system helps to ensure that the vertical median plane of the shaker assembly remains parallel with the vine row.

[0072] Each portion (Figure 11) of the harvesting assembly 40 comprises an elevator 41 constituted by a conveyor belt 43 with buckets (noria) to collect the grapes detached by the shaker assembly 60 and to convey them to an intermediate belt, for example, a conveyor apron 43 suitable to tip said grapes into a temporary storage bin 6 (usually two bins 6 are provided for either side of the machine, each being attached to one of the portions of the harvesting assembly 40).

[0073] The conveyor belts are driven by, for example, a system of gears driven by a shaft 38. The speed of the norias is equal to the forward speed of the machine and the driving sense is such that the buckets 42 are moved in the opposite sense to that of the machine in the area where they collect the grapes. Thus, the buckets 42 surround the vine stems without friction.

[0074] The function of the intermediate conveyor 43 is to guide the grapes, tipped out by the buckets 42, to an auger 44 (Figure 10) for spreading the crop in the bin 6. The chassis 30 also supports a pneumatic crop cleaning means composed, for example, for each portion of the harvesting assembly 40, of a lower aspirator 45 associated with the respective conveyor 41 and an upper aspirator 46 associated with the respective bin 6 and the respective intermediate conveyor 43.

[0075] The function of the lower aspirator 45 is to eliminate part of the leaves which were detached from the vine limbs at the same time as the grapes, before these are collected by the buckets 42. The function of the upper aspirators 46 is to finish the crop cleaning by sucking out the remaining leaves when the crop is tipped into the bins 6 by the conveyor apron 43. The differences in weight and the coefficient of air penetration between the leaves and the grapes assist in the cleaning process. The aprons
43 ensure better spread of the crop in the areas where it falls into the bins 6 which also helps the cleaning process.

[0076] The leaves are discharged through suitable chutes 47 and ejected to the outside of the harvesting assembly 40. Each aspirator 45 or 46 is connected to a hood 48 or 49 respectively, directed, as the case may be, towards the area where the buckets receive the grapes detached by the shaker assembly 60 or towards the end of the apron 43 from where the crop is tipped into the bin 6. The aspirators may be replaced by blowers positioned in such a way that they blow the leaves out of the buckets 42 and/or out of the bin 6.

[0077] The shaker assembly 60 (Figure 12) can be supported directly by the harvesting assembly 40 or by an auxiliary frame or chassis 61 carried on the chassis 30 or on the harvesting assembly 40. The frame 61 can be fitted in the usual way to the harvesting assembly 40 (or to the chassis 30) or be suspended from the top to adapt to the alignment of the row of vines. The frame 61 is, for instance, suspended from the harvesting assembly 40 or from the chassis 30 by means of shock-absorbing silent blocks 36. If the shaker assembly is suspended it may be linked to an electric or hydraulic system (not shown) for correcting the parallelism of the substantially vertical median plane of the shaker assembly to the vine row. In other words, if the tilt adjustment system is not able to ensure that the median plane of the shaker assembly merges with the vertical plane of the vine plant (for example, if the vine plants are leaning slightly from the vertical) the parallelism correction system enables the substantially vertical median plane of the shaker assembly to be aligned with the vine plants. If necessary, the harvesting assembly 40 may, alternatively or additionally, be mounted in a pendular manner to the chassis 30. In this case, it can also be connected to a similar parallelism correction system in order to assist in adjusting the parallelism of the shaker assembly with the vine plants.

[0078] The frame 61 comprises, at the front with respect to the direction of movement of the machine, a front boom 62 for mounting two approximately vertical shaker plates 63 on bearings. These plates 63 have slots 64 for attachment of one end of the shaker rods 65 (not shown in Figure 11) in accordance with to the vertical distribution of the crop in the vine row. The frame 61 also comprises a rear boom 66 to the pillars of which are attached, by means of short links 68, the other ends of the shaker rods 65. Individual articulation of the rods 65 by means of their respective links 68 allows the shakers to bend independently of each other. The links 68 are articulated individually on the boom 66 by means of appropriate brackets (not shown), the respective vertical positions of which are determined by slots 69 provided in the pillars of the boom 66.

[0079] Two side beams 70 interconnect the booms 62 and 66 at their upper ends. The beams 70 carry a drive mechanism 71 for oscillation of the plates 63 about the axes of their respective bearings. The mechanism 71 is, for instance, made up of two connecting rod and crank systems synchronised by a horizontal shaft 72 which is mounted for rotation in bearings 73 fitted on each respective beam 70. Two connecting rods 74 are each articulated at the one end, to an eccentric crankpin 75 on a flywheel 76 which is affixed to one end of the shaft 72 and, at the other end, to a substantially horizontal arm 77, linked to one of the shaker plates 63. The amplitude of the oscillations of the plates 63 is usually controlled by adjusting the position of the respective articulated connections of the rods 74 on the arms 77 in relation to the respective pivot axes of the plates 63. One of the flywheels 76 is rotated, for example, by a drive shaft 79 and chain 78 and its rotary movement is transmitted to the other flywheel 76 by the shaft 72. The respective crankpins 75 of the two flywheels 76 are diametrically opposed. The shaker rods 65 define an inlet convergent allowing the vegetation to be channelled gently towards the shaking area and an outlet divergent allowing the vegetation to be steadily released.

[0080] An engine 50 usually supplies the necessary power to the driving means of the various active components of the machine and to the wheel drive in the case of a self-propelled machine. Motive power to the wheels is usually provided by hydraulic motors which are supplied, by means of a hydraulic speed control system 55, by a fluid from a hydrostatic pump driven by the engine 50. Motive power to the conveyor aprons 43 and the drive shaft 79 of the shaker assembly 60, is e.g. provided by the hydraulic or electric systems, 51 and 52 respectively. The aspirators 45 and 46 are also usually powered by the hydraulic or electric systems, 53 and 54 respectively.

[0081] The harvesting machine described above is known in the art. For more details reference can be made to, for example, the description of documents FR-A-2 605 487 and FR-A-2 399 793.

[0082] According to the present invention, the harvesting machine is associated to one or more devices for determining a proportion of product in a mixture of products containing fruit and foreign bodies of the type described above with reference to Figures 1 to 9.

[0083] In the example illustrated in Figures 10 to 12 the machine comprises at least one first device for the determination of the proportion of leaves, vine stems and limbs in at least one bin 6 and at least one second device for the determination of the proportion of fruit unharvested after passage of the machine.

[0084] The first device comprises a system 1 (Figure 10) for processing images provided by a camera 2, the lens 3 of which is directed to the bottom of the temporary storage bin 6. This camera is associated to one or more flash units 7. The second device comprises a camera 2' (Figures 10 and 12) installed at the rear of the machine. The lens 3' of the camera 2' is directed towards the median vertical plane to take shots of vine surfaces after harvesting. The camera 2' is associated to one or more flash units 7' for lighting the vine surfaces. One or more
additional flash units 12’ are situated in the median vertical plane opposite the camera 2’ to create back lighting in the areas where there is no vegetation. The flash unit 12’ is controlled via a wired connection 13’ by an image processing system 1’ connected to the flash unit 7’ and the camera 2’ by wires 11’ and 9’, 10’ respectively.

The respective processing systems 1 and 1’ for the images from the cameras 2 and 2’ are depicted by blocks. Although this is not shown, these blocks are mounted on the chassis 30. Blocks 1 and 1’ are connected, by suitable means 15 and 15’ to a control system 16 of some machine components in accordance with the proportion or proportions determined. Eventually, blocks 1, 1’ and 16 may be merged in a data processing system, for example, a central microcomputer unit mounted on the chassis 30.

The system 16 adjusts, in accordance with the proportion of leaves in the bin 6 determined by the system 1, the output from the aspirators 45 and 46 and/or the speed of the conveyor apron 43 and/or the oscillation frequency of the shaker plates 63, i.e. the rotation speed of the shaft 79, and/or the forward speed of the machine. The hydraulic or electric systems 53, 54, 51 and 52 respectively, which drive these units and the system 55 connected the engine 50, are, for this purpose, linked by wired connections 80, 81, 82, 83 and 85 to the system 16.

The proportion of unharvested grapes established by the system 1’ serves in particular to adjust, by means of the system 16, the frequency of shaking and/or the forward speed of the machine.

The connections 80, 81, 82, 83 and 85 are two-way to allow the systems 53, 54, 51 and 52 and the speed regulator to supply data on the output of air from the aspirators, the speed of the conveyor belt 43, the frequency of oscillation of plates 63 and the forward speed of the machine. If necessary, separate sensors (not shown) are associated with the moving parts and communicate with the control system 16.

Other moving parts of the machine can, if required, be controlled by the established proportion or proportions. For example, the width of the shakers could be adjusted by making the positions of the articulations between the connecting rods 74 and the arms 77 remotely controllable by means of a suitable hydraulic or electric system. The system for correcting parallelism of the shaker assembly (and/or the harvester assembly) in relation to the vine plants could also be controlled, for example, by the proportion of unharvested grapes.

If required, two devices for determining the proportion of foreign bodies in the bins 6 and/or two devices for determining the proportion of unharvested grapes could be associated with each side of the machine. This helps to control the parallelism of the shaker assembly by enabling the assessment of an imbalance between the proportion of unharvested grapes on either side of the machine or between the proportion of foreign bodies in the bins attached to each side of the machine. If two devices are provided at the rear of the machine, then the extra flash unit 12 can be dispensed with, since the flash unit 7’ on each device can be used as back lighting to the other device if they are correctly synchronised.

The system 16, preferably, also should be connected to a control console 86 with a screen and keyboard. The console 86 may be used, if necessary, to adjust, by means of the keyboard, the operation of the moving parts of the machine. This operator control is thus achieved in accordance with the proportion(s) determined by the units 1 and 1’ and displayed on the screen of the console 86.

The practical implementation of the control system 16 is within the competence of the skilled person working from the teaching above. It would be possible, for example, to have recourse to a computer network connecting, by means of a computer bus, various electronic interfaces associated with the operating systems of the moving parts of the machine, to a central data processing unit.

Figure 13 shows, in the form of a flow chart, an embodiment of the harvesting method according to the invention. The flow chart in Figure 13 shows how the system 16 works in relation to system 1, that is, with an examination of the batch 5 of fruit harvested in bin 6.

After starting up (90) the system 16, comes first the step of initialisation (91) of the camera 2 and the flash unit 7 and of the means for measuring speeds (air flow, forward speed, frequency of oscillation) of the moving parts of the machine. Then there is a wait (92) for the start of a row of vines which is characterised by the forward movement of the machine and the starting up of the shaker assembly. The system then determines (93) whether the level of products in the bin is sufficiently high to begin determination of the proportion of foreign bodies. To do this, a sensor is used to detect the contents level, the sensor being associated in a known manner with the bin 6. Processing proper begins when the contents level reaches a predetermined threshold in order to avoid the inclusion of images of the bottom of the bin 6 which would distort the measurements (the bottom being interpreted as grapes). When the level threshold is reached, the system 16 commands (94) the system 1 to obtain an image, process the same and calculate a percentage of leaves and foreign bodies in accordance with the processing method described above (Figure 9).

The step (94) is carried out several times at short intervals to allow the system 16 to calculate (95) the average percentage of leaves in n images for displaying the result or adjusting the moving parts of the machine. The interval between two images processed by the system 1 (for example 5 seconds) depends mainly on the rapidity with which one bin 6 is expected to fill up in relation to the volume of grapes on the plants. The quicker the bin 6 fills the less time it takes to have an influence on the proportion of debris. The slower the bin 6 fills, the longer the time it takes to ensure that the average of the last n images processed is obtained from
distinct levels of the crop and to avoid making an adjustment on the basis of an exceptionally incorrect proportion established from the surface of an invariant batch.

Steps 93, 94 and 95 are repeated until the end of the row of vines is reached (96). The end of the row of vines may be indicated by the driver by means of the console keyboard 86 or be automatically detected, for example, by detecting when the shakers stop. At the end of the vine row a return (97) is made to the waiting step 92 at the start of the next vine row unless the harvesting of the plot has finished. Otherwise the control system 16 is stopped (98).

The operation of the system 16 with respect to the system 1' is similar except for the difference that step 93 is omitted and that steps 94 and 95 calculate, respectively, the grape rate and its average over the last n images processed by the system 1'. The time lapse between two images involved in the average is e.g. one second.

This invention is, of course, susceptible to many variations and modifications apparent to the skilled person. In particular, although the invention has been described in relation to a particular example of a grape harvesting machine, it is applicable to any type of grape harvesting machine and, more generally, to any type of machine for harvesting fruit, berries and the like grown on trees or bushes planted in rows.

Claims

1. A method for harvesting agricultural crop material by means of a machine, characterised in that it comprises the steps of:

obtaining an image of a mixture of products containing crop material and bodies foreign to the crop material;

processing (23) said image to calculate (94) the proportion of at least one product in said mixture; and

using (95) the calculated proportion to adapt at least one operating parameter of the machine which has an effect on said proportion.

2. A method according to claim 1, characterised in that:

said image obtaining step comprises taking shots in the near infrared to obtain at least one initial image of the mixture to be examined; and

said image processing step comprises thresholding (23) comprising the allocation, to each pixel of the image, of one out of two extreme grey levels, corresponding to the initial grey level of the pixel in relation to a determined threshold; and

said proportion calculating step comprises calculation (23) of said proportion comprising the recording, over at least one zone of the image produced by the thresholding, of the number of pixels of at least one extreme grey level to determine an area ratio between zones occupied respectively by crop material and foreign bodies in the image.

3. A method according to claim 2, characterised in that said threshold is derived automatically (21) from the distribution of grey levels in said initial image.

4. A method according to claim 2 or 3, characterised in that it further comprises, between the thresholding and recording steps, at least one step of erosion and dilatation (23) of the image produced by the thresholding step, this step comprising:

determining the outlines of patterns in the image produced by the thresholding step with a first extreme grey level corresponding to the foreign bodies;

reducing in a peripheral and regular fashion, the area of said patterns by allocating a second extreme grey level to the pixels involved in order to obtain an intermediate image; and

enlarging, in a peripheral and regular fashion, the area of the patterns of the first extreme grey level of the intermediate image, in order to reconstitute the image to be submitted to the recording step, the peripheral expansion being performed by a same number of pixels as the peripheral reduction carried out to obtain the intermediate image.

5. A method according to any of the claims 2 to 4, characterised in that said proportion is determined from the average of area ratios calculated over a series of images.

6. A method according to any of the claims 2 to 5, characterised in that the image subjected to the thresholding step, is obtained from the difference between two separate frames of one image, or between two consecutive images, taken, respectively, with and without artificial lighting (7, 7'), at least by near infrared, of the zone under examination.

7. A method according to any of the claims 2 to 6, characterised in that, during the shot taking step, artificial back lighting (12) is created from behind the zone under examination with respect to a means for making shots (2').

8. A method according to any of the claims 2 to 7, characterised in that said shot taking step comprises:

impulse-triggering the photosensitive charge
coupled device elements of a camera (2, 2'); and lighting (7, 7'), at least in the near infrared, the zone under examination in at least every other exposure.

9. A method according to any of the preceding claims, characterised in that said calculated proportion is the proportion of foreign bodies in a batch (5) of harvested crop material.

10. A method according to any of the claims 1 to 8, characterised in that said calculated proportion is the proportion of crop material remaining on the field after the machine has passed.

11. A method according to any of the preceding claims, characterized in that said operating parameter is the travel speed of the machine while harvesting.

12. A method according to any of the preceding claims, characterized in that said crop material are berries and the like growing on trees or bushes planted in rows, and the operating parameter is taken from the following:

- the frequency and/or amplitude of the movements of the components (65) of a shaker assembly (60);
- the linear speed of an intermediate conveyor (43) receiving the harvested fruit;
- the parallelism of an approximately vertical median plane of the shaker assembly (60) with respect to the trees or shrubs; and
- the output of air from at least one means (45, 46) for pneumatic cleaning of the crop tipped into said temporary storage bin (6).

13. An agricultural harvesting machine, comprising:

- a chassis (30) for travelling across fields;
- a harvesting assembly (60) mounted on said chassis (30) for harvesting crop material from the field; and
- at least one conveyor (41) for gathering the harvested crop material and guiding it into a temporary storage bin (6),

characterized in that it further comprises at least one device (1, 2, 3, 4, 7, 8; 1', 2', 3', 7', 12) for obtaining an image of a mixture of products comprising crop material and bodies foreign to the crop material, for processing said image to calculate the proportion of at least one product in said mixture.

14. An agricultural harvesting machine according to claim 13, characterised in that said device comprises:

- means (2, 2') for taking shots in near infrared of said mixture of products to be examined; and
- means (1, 1') for processing the images to determine an area ratio between crop material and foreign bodies in at least one zone of an image obtained by said shot taking means (2, 2'), said processing means (1, 1') comprising means for carrying out the image processing step according to any of the claims 1 to 12.

15. An agricultural harvesting machine according to claim 14, characterized in that said device comprises at least one means (7, 7') for impulse lighting of the zone to be examined.

16. An agricultural harvesting machine according to claim 15, characterised in that it further comprises at least one means (12) for additional lighting placed opposite the shot taking means (2') with respect to said mixture of products and directed towards the shot taking means (2').

17. An agricultural harvesting machine according to any of the claims 14 to 16, characterised in that the shot taking means comprise a camera (2, 2') provided with photosensitive charge coupled device elements associated with an electronic shutter (8) to determine short periods of exposure of the photosensitive elements.

18. An agricultural harvesting machine according to claim 17, characterized in that the camera (2, 2') is provided with a lens having a fixed focus (3, 3') and an automatic device for adjusting the sharpness of the image.

19. An agricultural harvesting machine according to claim 17 or 18, characterized in that the camera (2, 2') is provided with a motorised zoom lens.

20. An agricultural harvesting machine according to any of the claims 13 to 19, characterized in that at least one determination device (1, 2, 3, 4, 7, 8) is associated with the temporary storage bin (6) to determine the proportion of foreign bodies in a batch (5) of harvested crop material in the bin (6).

21. An agricultural harvesting machine according to any of the claims 13 to 20, characterized in that at least one determination device (1', 2', 3', 7', 12) is installed at the rear of the machine for determining the proportion of crop material remaining on the field.

22. An agricultural harvesting machine according to any of the claims 13 to 21, characterized in that it comprises means (16) for controlling at least one operating parameter of the machine in relation to the proportion determined by said determining device (1, 2,
23. An agricultural harvesting machine according to claim 22, characterized in that said operating parameter or parameters is/are taken from the following:

- the frequency and/or amplitude of the movements of components (65) of the harvesting assembly (60);
- the travel speed of the machine; and
- the linear speed of a conveyor (43) receiving the harvested crop material.

24. An agricultural harvesting machine according to any of the claims 13 to 23, characterized in that:

- said machine is a machine for harvesting fruit, berries and the like growing on fruit trees or bushes planted in rows;
- said chassis is a high clearance chassis (30) for straddling said trees or bushes; and
- said harvesting assembly is a shaker assembly (60) mounted on said chassis (30) to detach fruit, berries and the like from said trees or bushes.

25. An agricultural harvesting machine according to claim 24, when appended to claim 22 or 23, characterized in that the operating parameter or parameters is/are taken from the following:

- the parallelism of an approximately vertical median plane of the shaker assembly (60) with respect to the trees or shrubs; and
- the output of air from at least one means (45, 46) for pneumatic cleaning of the crop tipped into said temporary storage bin (6).

Patentansprüche

1. Verfahren zum Ernten von landwirtschaftlichem Erntematerial mit Hilfe einer Maschine, dadurch gekennzeichnet, dass es die folgenden Schritte umfasst;

- Gewinnen eines Bildes einer Mischung von Produkten, die Erntematerial und Fremdkörper enthält, die von dem Erntematerial verschieden sind;
- Verarbeiten (23) des Bildes zur Berechnung (94) des Anteils des zumindest einen Produktes in der Mischung; und
- Verwenden (95) des berechneten Anteils zur Anpassung zumindest eines Betriebsparameters der Maschine, der eine Auswirkung auf den Anteil hat.

2. Verfahren nach Anspruch 1, dadurch gekennzeichnet, dass:

- der Bildgewinnung-Schritt die Durchführung von Aufnahmen in dem nahen Infrarot-Bereich zur Gewinnung von zumindest einem Ausgangsbild der zu überprüfenden Mischung umfasst; und
- der Bildverarbeitungs-Schritt eine Schwellenwert-Bildung (23) umfasst, die für jedes Pixel des Bildes die Zuordnung von einem von zwei extremen Graupiegeln entsprechend dem Ausgangs-Graupiegel des Bildes bezüglich eines festgestellten Schwellenwertes umfasst; und
der den Anteil berechnende Schritt die Berechnung (23) des Anteils umfasst, der die Aufzeichnung der Anzahl der Pixel mit zumindest einem extremen Graupiegel über zumindest eine Zone des durch die Schwellenwert-Bildung erzeugten Bildes umfasst, um ein Flächenverhältnis zwischen Zonen zu bestimmen, die durch Erntematerial bzw. Fremdkörper in dem Bild belegt sind.


4. Verfahren nach Anspruch 2 oder 3, dadurch gekennzeichnet, dass es weiterhin zwischen dem Schwellenwertbildungs- und Aufzeichnungs-Schritt zumindest einen Schritt der Erosion und Dilatation (23) des durch den Schwellenwertbildungs-Schritt erzeugten Bildes umfasst, wobei dieser Schritt Folgendes umfasst:

- Bestimmen der Umrisse von Mustern in dem durch den Schwellenwertbildungs-Schritt bestimmten Bild mit einem ersten extremen Graupiegel, der den Fremdkörpern entspricht; Reduzieren der Fläche der Muster in einer peripheren und regelmäßigen Weise durch Zuteilen eines zweiten extremen Graupiegels zu den betreffenden Pixeln, um ein Zwischenbild zu gewinnen; und

Vergrößern der Fläche der Muster mit dem ersten extremen Graupiegel des Zwischenbildes in einer peripheren und regelmäßigen Weise, um das auf den Aufzeichnungs-Schritt zu sendende Bild wiederherzustellen, wobei die periphere Erweiterung durch die gleiche Anzahl von Pixeln durchgeführt wird, wie die periphere Reduzierung, ausgeführt wird, um das Zwischenbild zu gewinnen.

5. Verfahren nach einem der Ansprüche 2 bis 4, dadurch gekennzeichnet, dass der Anteil aus dem Mittelwert der Flächenverhältnisse bestimmt wird,
die über eine Serie von Bildern berechnet werden.

6. Verfahren nach einem der Ansprüche 2 bis 5, dadurch gekennzeichnet, dass das Schwellenwertbildungs-Schritt unterworffene Bild aus der Differenz zwischen zwei getrennten Rahmen eines Bil- des oder zwischen zwei aufeinander folgenden Bil- dern gewonnen wird, die mit beziehungsweise ohne künstliche Beleuchtung (7, 7’) mit Licht zumindest in der Nähe des Infrarot-Bereiches der überprüften Zone aufgenommen werden.


8. Verfahren nach einem der Ansprüche 2 bis 7, dadurch gekennzeichnet, dass der Schritt der Auf- nahme der Bilder Folgendes umfasst:

***Impuls-Triggerung der lichtempfindlichen ladungsgekoppelten Elemente einer Kamera (2, 2’); und Beleuchten (7, 7’) der überprüften Zone zumin- dest mit Licht in dem nahen Infrarot-Bereich bei zumindest jeder zweiten Bildbelichtung.***


10. Verfahren nach einem der Ansprüche 1 bis 8, dadurch gekennzeichnet, dass der berechnete Anteil der Anteil von Erntematerial ist, der nach dem Durchlauf der Maschine auf dem Feld verbleibt.

11. Verfahren nach einem der vorhergehenden Ansprü- che, dadurch gekennzeichnet, dass der Betriebs- parameter die Fahrgeschwindigkeit der Maschine beim Ernten ist.

12. Verfahren nach einem der vorhergehenden Ansprü- che, dadurch gekennzeichnet, dass das Erntematerial Beeren und dergleichen sind, die auf Bäumen oder Büschen wachsen, die in Reihen gepflanzt sind, und dass der Betriebsparameter aus Folgendem ausgewählt ist:

***der Frequenz und/oder Amplitude der Bewe- gungen der Bauteile (65) einer Schüttel-Baugruppe (60); der Linear-Geschwindigkeit eines Zwischenför- derers (43), der die geernteten Früchte emp- fängt;***

der Parallelität einer angenähert vertikal Mit- telebene der Schüttel-Baugruppe (60) bezüg- lich der Bäume oder Büsche; und der Abgabe von Luft von zumindest einer Ein- richtung (45, 46) zur pneumatischen Reinigung des in den vorübergehenden Speicher-Behälter (6) gekippten Erntematerials.

13. Landwirtschaftliche Erntemaschine, mit:

***einem Fahrgestell (30) zum Fahren über Felder hinweg; einer Ernte-Baugruppe (60), die auf dem Fahr- gestell (30) befestigt ist, um Erntematerial von dem Feld zu ernten; und zumindest einem Förderer (41) zum Erfassen des geernteten Erntematerials und zu dessen Führung in einen vorübergehenden Speicher- behälter (6),***

14. Landwirtschaftliche Erntemaschine nach Anspruch 13, dadurch gekennzeichnet, dass die Vorrich- tung Folgendes umfasst:

Einrichtungen (2, 2’) zur Aufnahme von Bildern im nahen Infrarot-Bereich der zu überprüfenden Mischung von Produkten; und Einrichtungen (1, 1’) zur Verarbeitung der Bilder zur Bestimmung eines Flächenverhältnisses zwischen dem Erntematerial und dem Fremdkör- pern in zumindest einer Zone eines Bildes, dass durch die die Bilder aufnehmenden Einrichtun- gen (2, 2’) gewonnen wurde, wobei die Verarbei- tungs-Einrichtungen (1, 1’) Einrichtungen zur Durchführung des Bildverarbeitungs-Schrittes nach einem der Ansprüche 1 bis 12 umfassen.

15. Landwirtschaftliche Erntemaschine nach Anspruch 14, dadurch gekennzeichnet, dass die Vorrich- tung zumindest eine Einrichtung (7, 7’) zur impuls- förmigen Beleuchtung der zu überprüfenden Zone umfasst.

16. Landwirtschaftliche Erntemaschine nach Anspruch 15, dadurch gekennzeichnet, dass sie weiterhin zumindest eine Einrichtung (12) für eine zusätzliche Beleuchtung umfasst, die entgegengesetzt zu der die Bilder aufnehmenden Einrichtung (2’) bezüglich der Mischung von Produkten angeordnet ist und auf
die Bilder aufnehmende Einrichtung (2') gerichtet ist.

17. Landwirtschaftliche Erntemaschine nach einem der Ansprüche 14 bis 16, **dadurch gekennzeichnet**, dass die Bilder aufnehmende Einrichtung eine Kamera (2, 2') umfasst, die mit lichtempfindlichen ladungsgekoppelten Bauteil-Elementen versehen ist, die einem elektronischen Verschluss (8) zugeordnet sind, um kurze Belichtungszeiten der lichtempfindlichen Elemente zu bestimmen.

18. Landwirtschaftliche Erntemaschine nach Anspruch 17, **dadurch gekennzeichnet**, dass die Kamera (2, 2') mit einer Linse mit einer festen Brennweite (3, 3') und einer automatischen Vorrichtung zur Einstellung der Schärfe des Bildes versehen ist.

19. Landwirtschaftliche Erntemaschine nach Anspruch 18, **dadurch gekennzeichnet**, dass die Kamera (2, 2') mit einer motorisierten Zoom-Linse versehen ist.

20. Landwirtschaftliche Erntemaschine nach einem der Ansprüche 13 bis 19, **dadurch gekennzeichnet**, dass zumindest eine Bestimmungs-Einrichtung (1, 2, 3, 4, 7, 8) dem vorübergehenden Speicherbehälter (6) zugeordnet ist, um den Anteil von Fremdkörpern in einer Menge (5) des geernteten Erntematerials in dem Behälter (6) zu bestimmen.


22. Landwirtschaftliche Erntemaschine nach einem der Ansprüche 13 bis 21, **dadurch gekennzeichnet**, dass sie Einrichtungen (16) zur Steuerung von zu- mindest einem Betriebsparameter der Maschine in einem Verhältnis zu dem Anteil umfasst, der durch die Bestimmungs-Einrichtung (1, 2, 3, 4, 7, 8; 1', 2', 3', 7', 12) bestimmt wird.

23. Landwirtschaftliche Erntemaschine nach Anspruch 22, **dadurch gekennzeichnet**, dass der oder die Betriebsparameter aus Folgendem ausgewählt ist (sind):

der Frequenz und/oder der Amplitude der Bewegungen von Bauteilen (65) der Ernte-Baugruppe (60);
der Fahrgeschwindigkeit der Maschine; und

der Linear-Geschwindigkeit eines Förderers (43), der das geerntete Erntematerial empfängt.

24. Landwirtschaftliche Erntemaschine nach einem der Ansprüche 13 bis 23, **dadurch gekennzeichnet**, dass:

die Maschine eine Maschine zum Ernten von Früchten, Beeren und dergleichen ist, die auf Fruchtbäumen oder Büschen wachsen, die in Reihen gepflanzt sind;
das Fahrgestell ein Fahrgestell (30) mit großer Bodenfreiheit zum Überqueren der Bäume oder Büsche ist; und
die Ernte-Baugruppe eine Schüttel-Baugruppe (60) ist, die auf dem Fahrgestell (30) befestigt ist, um Früchte, Beeren und dergleichen von den Bäumen oder Büschen zu lösen.

25. Landwirtschaftliche Erntemaschine nach Anspruch 24 unter Rückbeziehung auf die Ansprüche 22 oder 23, **dadurch gekennzeichnet**, dass der oder die Betriebsparameter aus Folgendem ausgewählt ist (sind):

der Parallelität einer angenähert vertikalen Mittelebene der Schüttel-Baugruppe (60) bezüglich der Bäume oder Büsche; und
der Abgabe von Luft von zumindest einer Einrichtung (45, 46) zur pneumatischen Reinigung des Erntematerials, das in den vorübergehen- den Speicherbehälter (6) gekippt wird.

**Revendications**

1. Procédé de récolte de cultures agricoles au moyen d’une machine, **caractérisé en ce qu’il comprend les étapes suivantes** :

- l’obtention d’une image d’un mélange de produits contenant des fruits et des corps étrangers aux fruits ;
- le traitement (23) de ladite image afin de déterminer au moins un produit dans ladite image ;
- le calcul (95) de la proportion dudit produit dans ledit mélange ; et
- l’utilisation (95) de la proportion calculée pour adapter au moins un paramètre de fonctionnement de la machine qui a un effet sur ladite proportion.

2. Procédé selon la revendication 1, **caractérisé en ce que**

ladite étape d’obtention d’une image comprend une prise de vues dans l’infrarouge proche de manière à obtenir au moins une image initiale du mélange à examiner ; et
ladite étape de traitement d’images comprend un seuillage (23) comprenant l’attribution à cha-
Procédé selon l'une quelconque des revendications 2 à 7, caractérisé en ce que l'étape de prise de vue consiste à exciter des éléments photosensibles à transfert de charges d'une caméra (2, 2') de façon impulsionnelle ; et à éclairer (7, 7'), au moins dans l'infrarouge proche, la région à examiner pendant au moins une impulsion sur deux.

Procédé selon l'une quelconque des revendications précédentes caractérisée en ce que la proportion calculée est la proportion de corps étrangers dans un lot (5) de fruits récoltés.

Procédé selon l'une quelconque des revendications précédentes, caractérisée en ce que ledit paramètre de fonctionnement est la vitesse d'avanço de la machine pendant la récolte.

Procédé selon l'une quelconque des revendications précédentes, caractérisée en ce que ledit paramètre de fonctionnement étant sélectionné parmi les paramètres suivants :

- la fréquence et/ou l'amplitude des mouvements d'organes secoueurs (65) constitutifs de l'ensemble de secouage (60) ;
- la vitesse linéaire d'un convoyeur intermédiaire (43) recevant les fruits récoltés ;
- Machine selon la revendication 18, caractérisée en ce qu'elle comporte un moyen (16) d'asservissement d'au moins un paramètre de fonctionnement de la machine en fonction de la proportion déterminée par ledit dispositif de détermination (1, 2, 3, 4, 7, 8 ; 1', 2', 3', 7', 12).

Machine de récolte agricole comprenant un châssis enjambeur (30) mobile à travers champs :

- un ensemble de secouage (60) monté sur le châssis (30) pour détacher les fruits, baies et similaires des arbres ou arbustes ; et
- au moins un convoyeur (41) pour recueillir les fruits détachés et les acheminer vers au moins une benne (6) de stockage temporaire,

caractérisée en ce qu'elle comporte au moins un dispositif (1, 2, 3, 4, 7, 8 ; 1', 2', 3', 7', 12)
pour l’obtention d’une image d’un mélange de produits comprenant des fruits et des corps étrangers aux fruits, pour le traitement de ladite image en vue de calculer la proportion d’au moins un produit dans ledit mélange.

14. Machine de récolte agricole selon la revendication 13, **caractérisée en ce que** ledit dispositif comprend :

- un moyen (2, 2’) de prise de vues dans le proche infrarouge d’une région dudit mélange de produits à examiner ;
- un moyen (1, 1’) de traitement d’images propre à déterminer un rapport de surfaces entre les fruits et les corps étrangers sur au moins une zone d’une image obtenue par le moyen de prise de vues (2, 2’), ledit moyen de traitement (1, 1’) comportant des moyens de mise en œuvre du procédé de détermination selon l’une quelconque des revendications 1 à 12.

15. Dispositif selon la revendication 14, **caractérisé en ce qu’il** comporte au moins un moyen (7, 7’) d’éclairage impulsionnel de la région à examiner.

16. Dispositif selon la revendication 9, **caractérisé en ce qu’il** comporte en outre au moins un moyen (12) d’éclairage additionnel situé à l’opposé du moyen de prise de vues (2’) par rapport audit mélange de produits et dirigé vers le moyen de prise de vues (2’).

17. Dispositif selon l’une quelconque des revendications 14 à 16, **caractérisé en ce que** le moyen de prise de vues est constitué d’une caméra (2, 2’) pourvue d’éléments photosensibles à transfert de charges associés à des moyens d’obturation électroniques (8) déterminant des périodes brèves d’exposition des éléments photosensibles.

18. Machine selon la revendication 17, **caractérisée en ce que** la caméra (2, 2’) est pourvue d’un objectif (3, 3’) à focale fixe et d’un dispositif automatique de réglage de netteté.

19. Machine selon la revendication 17 ou 18, **caractérisée en ce que** la caméra (2, 2’) est pourvue d’un zoom motorisé.

20. Machine selon l’une quelconque des revendications 13 à 19, **caractérisée en ce qu’au moins un dispositif de détermination (1, 2, 3, 4, 7, 8) est associé à la benne (6) de stockage temporaire des fruits récoltés pour déterminer la proportion de corps étrangers dans un lot (5) de fruits récoltés dans la benne (6).

21. Machine selon l’une quelconque des revendications 13 à 20, **caractérisée en ce qu’au moins un dispositif de détermination (1’, 2’, 3’, 7’, 12) est situé à l’arrière de la machine par rapport au sens de sa progression en cours de récolte pour déterminer la proportion de fruits restant sur le champ.

22. Machine selon l’une quelconque des revendications 13 à 21, **caractérisée en ce qu’elle** comporte un moyen (16) d’asservissement d’au moins un paramètre de fonctionnement de la machine en fonction de la proportion déterminée par ledit dispositif de détermination (1, 2, 3, 4, 7, 8 ; 1’, 2’, 3’, 7’, 12).

23. Machine selon la revendication 22, **caractérisée en ce que** le ou les paramètres de fonctionnement sont choisis parmi au moins la fréquence et/ou l’amplitude des mouvements d’organes secoueurs (65) constitutifs de l’ensemble de secouage (60) :

- la vitesse de progression de la machine par rapport aux arbres ou arbustes ;
- la vitesse linéaire d’un convoyeur intermédiaire (43) recevant les fruits récoltés.

24. Machine selon l’une quelconque des revendications 13 à 23, **caractérisée en ce que** ladite machine est une machine de récolte de fruits, de baies et analogues poussant sur des arbres et arbustes fruitiers plantés en ligne ;

- ledit châssis est un châssis enjambeur (30) qui enjambe lesdits arbres et arbustes ; et

- ledit dispositif de récolte est un ensemble de secouage (60) monté sur ledit châssis (30) pour détacher les fruits, baies et analogues desdits arbres et arbustes.

25. Machine de récolte agricole suivant la revendication 24, lorsqu’elle est annexée à la revendication 22 ou 23, **caractérisée en ce que** le ou les paramètre(s) de fonctionnement est/sont sélectionné(s) parmi les paramètres suivants :

- et le parallélisme d’un plan médian sensiblement vertical de l’ensemble de secouage (60) par rapport aux arbres ou arbustes ; et
- le débit d’air d’au moins un moyen (45, 46) de nettoyage pneumatique de la récolte déversée dans ladite benne (6) de stockage temporaire.
FIG. 3

FIG. 4
Start of processing function

Calculation of threshold

Determination of threshold OK?

Yes

Thresholding Opening-up (erosion-dilatation)
Leaf percentage calculation

Leaf percentage feedback

No

Error code feedback

FIG. 9
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

- FR 2658624 A [0009]
- FR 2697450 A [0013]
- FR 2605487 A [0081]
- FR 2399793 A [0081]