**EUROPEAN PATENT SPECIFICATION**

**Date of publication and mention of the grant of the patent:**
12.11.2003 Bulletin 2003/46

**Application number:** 98304589.9

**Date of filing:** 10.06.1998

**Designated Contracting States:**
DE FR GB

**Priority:**
13.06.1997 JP 15663197
11.08.1997 JP 21606297

**Date of publication of application:**

**Proprietor:** TEIJIN SEIKI COMPANY LIMITED Osaka (JP)

**Inventors:**
- Koizumi, Takashi, c/o Teijin Seiki Co., Ltd. Tarui-cho, Fuwa-gun, Gifu (JP)
- Miyajima, Kiyoshi, c/o Teijin Seiki Co., Ltd. Tarui-cho, Fuwa-gun, Gifu (JP)

**Representative:** Murnane, Graham John et al Murgitroyd & Company 165-169 Scotland Street Glasgow G5 8PL (GB)

**References cited:**
- US-A- 2 975 595
- CARY R SPITZER: "A New Direction in Energy Conversion: The All-Electric Aircraft", PROCEEDINGS OF THE INTERSOCIETY ENERGY CONVERSION ENGINEERING CONFERENCE, US, WARRENDALE, S.A.E. INC, VOL. CONF. 20, PAGE(S) 1388-1393 XP002089503 * page 1392, left-hand column, paragraph 2 - page 1393; figure 5B *

---

Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

FIELD OF THE INVENTION

[0001] The present invention relates to a hydraulic system for retracting into and extending out of the body of an aircraft a landing gear assembly for use in taking off and landing, and more particularly to a landing gear actuator for operating a landing gear of a relatively small aircraft when the aircraft is landing or taking off.

BACKGROUND OF THE INVENTION

[0002] In general, an aircraft has a body, a right wing, a left wing, a front landing gear assembly provided at the front lower portion of the body, a right wing landing gear assembly provided at the lower portion of the right wing, and a left wing landing gear assembly provided at the lower portion of the left wing. Each of the front landing gear assembly, the right wing landing gear assembly and the left wing landing gear assembly is hereinafter simply referred to as “a landing gear” and generally comprises rubber wheels and an arm having the rubber wheels rotatably supported at the lower end portion thereof.

[0003] The landing gear is designed to be retracted into the body of the aircraft while it is flying at a cruising speed and to be extended from the body of the aircraft when it is landing and taking off and while it is moving on land. The reason why the landing gear is being retracted into the body of the aircraft while it is flying at a cruising speed is that the landing gear is liable to affect the flying performance of the aircraft such as cruising speeds and distances caused by air resistance of the landing gear. For this reason, the landing gear is required to be retracted into the body of the aircraft and extended from the body of the aircraft.

[0004] The landing gear of this type is generally operated by a hydraulic system which comprises a driving motor, a hydraulic pump driven by the driving motor, an actuator operatively connected to the landing gear and reciprocably moved by the hydraulic pump to retract the landing gear into the body of the aircraft and to expand the landing gear from the body of the aircraft with a hydraulic fluid supplied to the actuator and discharged from the actuator by the hydraulic pump, a hydraulic fluid reservoir for reserving the hydraulic fluid, a change-over valve for selectively changing the flow of the hydraulic fluid to supply the actuator with the hydraulic fluid and to discharge the hydraulic fluid from the actuator, and locking means for locking the landing gear with and unlocking the landing gear from the body of the aircraft when it is held at its retracted and extended positions. Such a system is for example known from US-A-5 184 465.

[0005] There have so far been proposed various types of hydraulic systems one of which comprises a driving motor, a hydraulic pump driven by the driving mo-
valve accommodated in the housing unit and positioned between the hydraulic pump and the hydraulic actuator and between the pressure imparting port and the hydraulic actuator and movable with respect to the housing unit to assume two different positions for selectively changing the flow of the hydraulic fluid between the hydraulic pump and the hydraulic actuator and the flow between the hydraulic pump and the fluid pressure reservoir, an actuator pressure releasing mechanism accommodated in the housing unit to release the hydraulic pressure in the hydraulic actuator to allow the piston rod assembly to be freely moved with respect to the housing unit toward the extended position of the piston rod assembly, and a mechanism accommodated in the housing unit to retain the hydraulic assembly, an actuator pressure retaining mechanism accommodated in the housing unit to lock the piston rod assembly with the housing unit toward the extended position of the piston rod assembly to be freely moved with respect to the housing unit to assume two different positions for selectively changing the flow of the hydraulic fluid between the hydraulic pump and the hydraulic actuator and the flow between the hydraulic pump and the fluid pressure reservoir, an actuator pressure releasing mechanism accommodated in the housing unit to release the hydraulic pressure in the hydraulic actuator to allow the piston rod assembly to be freely moved with respect to the housing unit toward the extended position of the piston rod assembly, and a mechanism accommodated in the housing unit to retain the hydraulic assembly, an actuator pressure retaining mechanism accommodated in the housing unit to lock the piston rod assembly with the housing unit toward the extended position of the piston rod assembly to be freely moved with respect to the housing unit to assume two different positions for selectively changing the flow of the hydraulic fluid between the hydraulic pump and the hydraulic actuator and movable with respect to the housing unit to assume two different positions for selectively changing the flow of the hydraulic fluid between the hydraulic pump and the hydraulic actuator, a dump valve accommodated in the housing unit to release the hydraulic pressures of the hydraulic fluid in the pressure chambers of the hydraulic actuator become equal to have the hydraulic pressure in the hydraulic actuator, and a mechanism accommodated in the housing unit to retain the hydraulic pressure in the hydraulic actuator, and a mechanically locking mechanism accommodated in the housing unit toward the extended position of the piston rod assembly, an actuator pressure retaining mechanism accommodated in the housing unit to lock the piston rod assembly with the housing unit when the hydraulic pump is not driven by the driving motor and to unlock the piston rod assembly from the housing unit to be freely moved when the hydraulic pump is driven by the driving motor.

According to the third aspect of the present invention, as defined in claim 13, there is provided a hydraulic system for retracting into and extending out of the body of an aircraft a landing gear for use in taking off and landing, comprising: a housing unit formed with a pressure inlet/outlet port connected with an up-lock cylinder to have a hydraulic pressure of a hydraulic fluid pass therethrough and with a pressure inlet/outlet port connected with an up-lock cylinder to have a hydraulic pressure of a hydraulic fluid pass therethrough, a hydraulic pump accommodated in the housing unit to discharge therefrom and introduce therethrough, a hydraulic pump accommodated in the housing unit to discharge therefrom and introduce therethrough, a hydraulic pump accommodate in the housing unit to assume two different positions consisting a retraction position where the piston rod assembly is positioned at its retracted position and locked by the up-lock cylinder and an extended position where the piston rod assembly is positioned at its extended position, a shuttle valve accommodated in the housing unit and positioned between the hydraulic pump and the hydraulic actuator and movable with respect to the housing unit to assume two different positions for selectively changing the flow of the hydraulic fluid between the hydraulic pump and the hydraulic actuator, an actuator pressure retaining mechanism accommodated in the housing unit to retain the hydraulic pressure in the hydraulic actuator, and a mechanically locking mechanism accommodated in the housing unit to lock the piston rod assembly with the housing unit when the hydraulic pump is not driven by the driving motor and to unlock the piston rod assembly from the housing unit to be freely moved when the hydraulic pump is driven by the driving motor.

BRIEF DESCRIPTION OF THE DRAWINGS

The features and advantages of a hydraulic system according to the present invention will be more clearly understood from the following description taken in conjunction with the accompanying drawings in which:

Fig. 1 is a longitudinal cross-sectional view showing a first preferred embodiment of the hydraulic system according to the present invention;
Fig. 2 is a schematic view showing an arrangement of the hydraulic system in association with three up-lock cylinders assembled to an aircraft;
Fig. 3 is a longitudinal cross-sectional view similar to Fig. 1 but showing a second preferred embodi-
The first embodiment of the hydraulic system according to the present invention; Fig. 4 is a schematic view similar to Fig. 2 but showing an arrangement of the second embodiment of the hydraulic system according to the present invention in association with three up-lock cylinders assembled to an aircraft; Fig. 5 is a longitudinal cross-sectional view similar to Figs. 1 and 3 but showing a third preferred embodiment of the hydraulic system according to the present invention; Fig. 6 is a schematic view similar to Figs. 2 and 4 but showing an arrangement of the third embodiment of the hydraulic system according to the present invention in association with three up-lock cylinders assembled to an aircraft; Fig. 7(A) is an enlarged fragmentary cross-sectional view of a hydraulic pump and a hydraulic pressure controller to be assembled into each of the first to third embodiments of the hydraulic system according to the present invention; Fig. 7(B) is an enlarged fragmentary cross-sectional view similar to Fig. 7(A) but showing a ring member forming part of the hydraulic pump and moved by the hydraulic pressure controller from the position of the ring member shown in Fig. 7(A) in a direction having the amount of the hydraulic fluid from the hydraulic pump reduced; and Fig. 8 is an enlarged fragmentary cross-sectional view of a dump valve forming part of the second embodiment of the hydraulic system.

DESCRIPTION OF THE PREFERRED EMBODIMENTS

[0013] The first embodiment of the hydraulic system according to the present invention will be described hereinafter with reference to the drawings, particularly to Figs. 1 and 2.

[0014] The first embodiment of the hydraulic system 10 comprises a housing unit 11. The housing unit 11 is formed with a large diameter cavity 11a having an opening end and a closing end, and a small diameter cavity 11b smaller in diameter than the large diameter cavity 11a and having an opening end connected with the opening end of the large diameter cavity 11a and a closing end.

[0015] The housing unit 11 has a first end wall portion 12 and a second end wall portion 13 and is formed with a central cavity 14 having a center axis 14a, an actuator cavity 15 surrounding the central cavity 14 and positioned in coaxial relationship with the central cavity 14. The housing unit 11 further has an annular guide portion 16 axially extending toward the first end wall portion 12 from the second end wall portion 13 along the center axis 14a of the central cavity 14. The first end wall portion 12 of the housing unit 11 has secured thereto a bracket being formed with an eye 95 used for connection with other parts of the aircraft not shown.

[0016] The first embodiment of the hydraulic system 10 comprises a hydraulic pump 20. As best shown in Figs. 7(A) and 7(B), the hydraulic pump 20 comprises a cavity 21 formed in the housing unit 11 in the neighborhood of the first end wall portion 12 of the housing unit 11 and a ring member 22 received in the cavity 21 and movably retained by the housing unit 11, the ring member 22 being formed with first and second inlet/outlet ports 20a, 20b and having a center axis, an eccentric member 23 received in the ring member 22 and having an eccentric shaft 23b rotatably supported by the housing unit 11 with an eccentric axis eccentric with respect to the center axis of the ring member 22, a plurality of vane members 24 equi-angularly positioned around the eccentric axis of the eccentric member 23 and radially outwardly extending to have their respective leading radial ends resiliently held in sliding contact with the inner surface of the ring member 22 by a compression coil spring not shown in the drawings.

[0017] It is therefore appreciated that the hydraulic fluid is introduced into the interior of the ring member 22 and discharged out of the interior of the ring member 22 under the influence of the vane members 24 radially retracted out of and extended into contact with the ring member 22 when the eccentric member 23 is rotated around the eccentric axis of the eccentric shaft 23b.

[0018] The first embodiment of the hydraulic system 10 further comprises a pressure controller 26 which comprises first biasing means 27 having a fixed constant spring force Fa, and second biasing means 28 positioned in radially opposing relationship to the first biasing means 27 and having a variable biasing force Fb to urge the ring member 22 of the hydraulic pump 20 in a direction having the center axis of the ring member 22 moved toward and away from the eccentric axis of the eccentric shaft 23b.

[0019] Referring to the Figs. 7(A) and 7(B), the first biasing means 27 comprises a cylindrical recess 29 formed in the housing unit 11, a compression coil spring 30 received in the cylindrical recess 29, and a cap member 31 capping the leading end of the compression coil spring 30 in contact with the ring member 22 of the hydraulic pump 20 so that the ring member 22 is resiliently urged toward the second biasing means 28 by the compression coil spring 30.

[0020] The second biasing means 28 comprises first and second pistons 32 and 33 having respective pressure receiving faces 32a and 33a which allow the respective hydraulic pressures of the hydraulic fluid discharged from the first and second inlet/outlet ports 20a and 20b of the hydraulic pump 20 to receive thereon, and first and second piston rods coaxially arranged in the housing unit 11 to be moved toward and away from the eccentric member 23 of the hydraulic pump 20. This means that the ring member 22 can be moved toward and away from the first biasing means 27 by the hydraulic pressure of the hydraulic fluid from each of the first
and second inlet/outlet ports 20a and 20b of the hydraulic pump 20 and the spring force Fa of the compression coil spring 30 of the first biasing means 27 to adjust the distance between the eccentric axis of the eccentric shaft 23b and the center axis of the ring member 22, i.e., the eccentricity of the eccentric axis to the center axis of the ring member 22 in response to the hydraulic pressures of the hydraulic fluid discharged from the first and second inlet/outlet ports 20a and 20b of the hydraulic pump 20. The adjustment of the eccentricity can make the amount of the hydraulic fluid discharged from each of the first and second inlet/outlet port 20a and 20b of the hydraulic pump 20 to be varied. This results in the fact that the hydraulic pressure of the hydraulic fluid discharged from each of the first and second inlet/outlet ports 20a and 20b of the hydraulic pump 20 on the basis of the hydraulic pressures at the first and second inlet/outlet ports 20a and 20b of the hydraulic pump 20.

[0021] It is to be understood that the hydraulic pressure controller 26 thus constructed in the above description can control the hydraulic pressure in the hydraulic fluid discharged from each of the first and second inlet/outlet ports 20a and 20b of the hydraulic pump 20 on the basis of the hydraulic pressures at the first and second inlet/outlet ports 20a and 20b of the hydraulic pump 20.

[0022] The first embodiment of the hydraulic system further comprises a driving motor 25 drivably connected with the eccentric shaft 23b of the hydraulic pump 20 to impart rotation motion to the eccentric shaft 23b of the hydraulic pump 20. The relationship between the hydraulic pump 20 and the driving motor 25 is schematically shown but not exactly shown in Fig. 1 in a way to have these parts connected with each other. The driving shaft of the driving motor 25 is assumed to be in drivable connection with the eccentric shaft 23b of the hydraulic pump 20.

[0023] The first embodiment of the hydraulic system 10 further comprises a hydraulic actuator 35 accommodated in the actuator cavity 15 of the housing unit 11. The hydraulic actuator 35 has a piston rod assembly 36 received therein to be reciprocably moved by the hydraulic pump 20 to assume two different positions consisting a retraction position Pr where the piston rod assembly 36 is positioned at its retracted position and a piston extended position at its extended position.

[0024] The piston rod assembly 36 comprises a piston rod 37 formed with a central cavity 38 having a center axis in coaxial relationship with the axis 14a of the central cavity 14 of the housing unit 11 and axially movably received in the annular guide portion 16 of the housing unit 11, an orifice 39 having one end connected to the central cavity 38 of the piston rod 37 and the other end open to exterior ambient air, a piston 40 integrally formed with the piston rod 37 and axially movably received in the hydraulic actuator 35 of the housing unit 11 to form first and second pressure chambers 35c and 35d and having first and second axial end faces 40a and 40b to receive the hydraulic pressure of the hydraulic fluid thereon. The hydraulic actuator 35 has first and second ports 35a and 35b having said hydraulic fluid introduced into and discharged out of the hydraulic actuator 35 there through. The piston rod 37 of the piston rod assembly 36 is formed with an eye 96 used for connection with other parts of the aircraft not shown.

[0025] The housing unit 11 is further formed with a through bore 41, first and second openings 41a and 41b positioned at the both longitudinal ends of the through bore 41. The first embodiment of the hydraulic system 10 further comprises a shuttle valve 42 which comprises a rod portion 43 slidable held in the through bore 41, and first and second ball portions 43a and 43b securely connected with the both longitudinal ends of the rod portion 43. The rod portion 43 of the shuttle valve 42 has a suitable length so as to enable the first and second openings 41a and 41b to be selectively closed and open by the first and second ball portions 43a and 43b, respectively, when each of the first and second ball portions 43a and 43b is subjected to the hydraulic pressure of the hydraulic fluid to have the rod portion 43 moved axially with respect to the housing unit 11.

[0026] It is thus to be understood that the shuttle valve 42 is accommodated in the housing unit 11 and positioned between the hydraulic pump 20 and the hydraulic actuator 35 and movable with respect to the housing unit 11 to assume two different positions for selectively changing the flow of the hydraulic fluid between the hydraulic pump 20 and the hydraulic actuator 35.

[0027] The housing unit 11 is further formed with a side cavity 45 open at first, second and third ports 45a, 45b and 45c. The first port 45a is held in communication with the second inlet/outlet port 20b of the hydraulic pump 20. The second port 45b is held in communication with the second opening 41b of the shuttle valve 42, the first pressure chamber 35c of the hydraulic actuator 35 and a pressure inlet/outlet port 74 which will be apparent as the description proceeds. The third port 45c is held in communication with a pressure imparting port 70 which will also be apparent as the description proceeds.

[0028] The first embodiment of the hydraulic system further comprises an emergency valve 46. The emergency valve 46 comprises a valve body 47 axially movably received in the side cavity 45, having two annular grooves formed on the peripheral portion thereof and axially spaced apart from each other, and a pair of pressure receiving faces 47a and 47c at its axially outer ends to allow the hydraulic pressure of the hydraulic fluid to be received thereon, and a spherical member 48 received in one of the annular grooves. The housing unit 11 is further formed with an annular recess 49 in the vicinity of the valve body 47 of the emergency valve 46 and having a center axis in perpendicular relationship with the center axis of the valve body 47 of the emergency valve 46. The annular recess 49 receives a com-
pression coil spring therein to resiliently urge the spherical member 48 on the valve body 47 of the emergency valve 46 toward the center axis of the valve body 47 of the emergency valve 46. The valve body 47 of the emergency valve 46 is axially movable with respect to the housing unit 11 when any one of the pressure receiving faces 47a and 47c is subjected to the hydraulic pressure of the hydraulic fluid introduced into the side cavity 45 through the first and third ports 45a and 45c of the side cavity 45 of the housing unit 11. The valve body 47 of the emergency valve 46 can assume two different positions consisting a first axial position where the spherical member 48 is engaged with one of the annular groove to allow the hydraulic fluid to pass from the second inlet/outlet port 20b of the hydraulic pump 20 to the shuttle valve 42 through the first port 45a of the side cavity 45 and vice versa, and a second axial position where the spherical member 48 is engaged with the other of the annular groove to allow the hydraulic fluid to be introduced into the side cavity 45 through the pressure imparting port 70 and the third port 45c of the side cavity 45.

[0029] It is thus to be understood that the emergency valve 46 is accommodated in the housing unit 11 and positioned between the hydraulic pump 20 and the hydraulic actuator 35 and between the pressure imparting port 70 and the hydraulic actuator 35 and movable with respect to the housing unit 11 to assume two different positions for selectively changing the flow of the hydraulic fluid between the hydraulic pump 20 and the hydraulic actuator 35 and the flow of the hydraulic pump 20 and the pressure imparting port 70.

[0030] The first embodiment of the hydraulic system 10 further comprises a pressure releasing mechanism 60.

[0031] The pressure releasing mechanism 60 is accommodated in the central cavity 14 of the housing unit 11 and comprises a ring member 61 axially slidably received in the central cavity 14, a valve member 62 axially slidably received in the ring member 61 to have a pressure chamber 14c and a non-pressure chamber 14d separated therebetween, the pressure chamber 14c being held in communication with the through bore 41 of the shuttle valve 42 and the non-pressure chamber 14d being held in communication with exterior ambient air through the central cavity 38 of the piston rod 37 of the piston rod assembly 36 and the orifice 39 of the piston rod 37 of the piston rod assembly 36, a first compression coil spring 63 received in the non-pressure chamber 14d of the central cavity 14 to axially urge the ring member 61 toward the shuttle valve 42 against the hydraulic pressure of the hydraulic fluid in the pressure chamber 14c of the central cavity 14, and a second compression coil spring 64 received in the ring member 61 to axially urge the valve member 62 toward the shuttle valve 42 against the hydraulic pressure of the hydraulic fluid in the pressure chamber 14c of the central cavity 14. The above construction of the pressure releasing mechanism 60 leads to the fact that the valve member 62 can close and open communication between the pressure chamber 14c and non-pressure chamber 14d of the central cavity 14.

[0032] The first embodiment of the hydraulic system 10 further comprises a mechanically locking mechanism 65 accommodated in the annular guide portion 16 of the housing unit 11.

[0033] The mechanically locking mechanism 65 comprises a ring member 66 slidably received in the small diameter cavity 11b and positioned around the annular guide portion 16 and formed with a pressure receiving face to receive the hydraulic pressure of the hydraulic fluid thereon. The pressure receiving face of the ring member 66 has a radially inner inclined face portion inclined with respect to the center axis 14a of the central cavity 14 of the housing unit 11. The ring member 66 has a radially outer face portion substantially perpendicular to the center axis 14a of the central cavity 14 of the housing unit 11, a radially inner portion formed with an annular inner groove, a radially outer portion formed with an annular outer groove, and a compression coil spring 67 received in the annular inner groove and on the annular guide portion 16 of the housing unit 11 to resiliently urge the ring member 66 toward the large diameter cavity 11a against the hydraulic pressure of the hydraulic fluid received on the pressure receiving face of the ring member 66.

[0034] The annular guide portion 16 of the housing unit 11 has an end portion axially spaced apart from the second end wall portion 13 of the housing unit 11 and formed with a first group of radial through bores not shown in the drawings and circumferentially equally formed to allow the hydraulic fluid to pass therethrough to and from the second pressure chamber 35d of the hydraulic actuator 35, and a second group of radial through bores also not shown in the drawings and circumferentially equally formed and each of which is disposed between the two neighboring radial through bores of the first group. The end portion of the annular guide portion 16 further comprises a plurality of locking members 68 each radially movably received in each of the second group of the radial through bores to be engageable with the radially outer face of the piston rod 37 of the piston rod assembly 36.

[0035] This means that each of the locking members 68 can assume a first radial position where each of the locking members 68 is held in frictional contact with the radially outer face of the piston rod 37 of the piston rod assembly 36 to lock the piston rod 36 with the housing unit 11 when the ring member 66 is resiliently urged and axially moved toward the large cavity 11a of the housing unit 11 by the compression coil spring 67 against the hydraulic pressure of the hydraulic fluid received on the pressure receiving face of the ring member 66, and a second radial position where each of the locking members 68 is released and held out of frictional contact with the radially outer face of the piston rod 37 of the piston rod assembly 36.
rod assembly 36 to unlock the piston rod 37 from the housing unit 11 when the ring member 66 is urged and axially moved away from the large cavity 11a of the housing unit 11 toward the second end wall portion 13 of the housing unit 11 by the hydraulic pressure of the hydraulic fluid received on the pressure receiving face of the ring member 66 against the compression coil spring 67. The mechanically locking mechanism 65 further comprises a position sensor 69 for sensing the axial position of the ring member 66 to output a signal when the ring member 66 is urged and axially moved away from the large cavity 11a of the housing unit 11 toward the second end wall portion 13 of the housing unit 11. The outputted signal is transmitted to a lump, not shown in the drawings, which is turned on to inform a pilot of the state of the mechanically locking mechanism 65.

[0036] It is thus to be noted that the mechanically locking mechanism 65 can lock the piston rod 37 with the housing unit 11 when the hydraulic pump 20 is not driven by the driving motor 25 and can unlock the piston rod 37 from the housing unit 11 to be freely moved when the hydraulic pump 20 is driven by the driving motor 25.

[0037] The housing unit 11 is further formed with the pressure imparting port 70 held in communication with the side cavity 45 of the emergency valve 46. The pressure imparting port 70 is in turn to be held in communication with the pressure chamber of a fluid pressure reservoir 71 through an electro-magnetic change valve 72 as will be seen in Fig. 2. The electro-magnetic change valve 72 is of two-position change-over valve type so that when the hydraulic pump 20 or the driving motor 25 comes to be out of order, the electro-magnetic change valve 72 is pushed down in Fig. 2 to cause the high pressure fluid of the pressure chamber of the fluid pressure reservoir 71 to be introduced into the side cavity 45 of the housing unit 11 through the pressure imparting port 70. Fig. 2 shows three hydraulic systems 10 and three up-lock cylinders 73 respectively operatively connected with the hydraulic systems 10. Each of the up-lock cylinders 73 has a pressure chamber held in communication with the pressure inlet-outlet port 74 formed in the housing unit 11 in the vicinity of the pressure imparting port 70 of the housing unit 11 as particularly shown in Fig. 1. This means that the pressure chamber of the up-lock cylinder 73 is held in communication with the first pressure chamber 35c of the hydraulic actuator 35 and the through bore 41 of the shuttle valve 42. The pressure chamber of the up-lock cylinder 73 is usually held in communication with the first pressure chamber 35c of the hydraulic actuator 35 to be subjected to the hydraulic pressure same as the hydraulic pressure in the first pressure chamber 35c of the hydraulic actuator 35.

When the hydraulic pump 20 or the driving motor 25 becomes damaged, the electro-magnetic change valve 72 is pushed downward in Fig. 2 to have the pressure chamber of the up-lock cylinder 73 brought into communication with the fluid pressure reservoir 71 through the pressure inlet/outlet port 74 and the pressure imparting port 70 of the housing unit 11. At this time, the valve body 47 of the emergency valve 46 is axially moved toward the first end wall portion 12 of the housing unit 11 to have the emergency valve 46 brought into communication with the fluid pressure reservoir 71 and to have the up-lock cylinder 73 at its unlocked state.

[0038] The housing unit has first, second, third and fourth fluid passageways 80, 81, 82 and 83.

[0039] The first fluid passageway 80 is connected at its one end to the first inlet/outlet port 20a of the hydraulic pump 20 and at its other end to the first opening 41a of the shuttle valve 42. The second fluid passageway 81 is connected at its one end to the second inlet/outlet port 20b of the hydraulic pump 20 and at its other end to the second opening 41b of the shuttle valve 42. The first and second fluid passageways 80 and 81 are respectively connected at their halfway with the first and second pistons 32 and 33 of the second biasing means 28 to have the first and second pistons 32 and 33 subjected to the hydraulic pressure of hydraulic fluid passing through the first and second fluid passageways 80 and 81.

[0040] The second fluid passageway 81 is also connected at its halfway with the side cavity 45 having the valve body 47 of the emergency valve 46 received therein to impart the hydraulic pressure of the hydraulic fluid on the first pressure receiving face 47a of the valve body 47 of the emergency valve 46.

[0041] The third fluid passageway 82 is connected at its one end to the first opening 41a of the shuttle valve 42 and at its other end to the small diameter cavity 11b of the housing unit 11. The third fluid passageway 82 has a restricting member 93 which is designed to have the hydraulic fluid to restrictively pass therethrough so that the amount of the hydraulic fluid is limited at a certain level when the hydraulic fluid passes the restricting member 93.

[0042] The fourth fluid passageway 83 is connected at its one end to the second opening 41b of the shuttle valve 42 and at its other end to the first pressure chamber 35c of the hydraulic actuator 35. The fourth fluid passageway 83 is connected at its halfway with the pressure inlet/outlet port 74 of the housing unit 11 to be held in communication with the up-lock cylinder 73.

[0043] The housing unit 11 further has fifth fluid passageway 84 having one end connected to a drain port 91 of the hydraulic pump 20 and the other end connected to the through bore 41 of the shuttle valve 42. The fifth passageway 84 is provided at its halfway with a drain filter 92 which serves to filtrate the hydraulic fluid drained from the through bore 41 of the shuttle valve 42.

[0044] The operation of the first embodiment of the hydraulic system 10 for retracting into and extending out of the body of an aircraft a landing gear for use in taking off and landing will be described hereinlater with reference to Figs. 1 and 2.

[0045] It is assumed, in the following description, that the hydraulic fluid is introduced into the interior of the
hydraulic pump 20 through the second inlet/outlet port 20b and discharged out of the hydraulic pump 20 through the first inlet/outlet port 20a when the hydraulic pump 20 is rotated clockwise in Fig. 1 by the driving motor 25. Under these conditions, the second inlet/outlet port 20b serves as an inlet port of the hydraulic fluid while the first inlet/outlet port 20a serves as an outlet port of the hydraulic fluid.

**[0046]** On the other hand, it is assumed, in the following description, that the hydraulic fluid is introduced into the interior of the hydraulic pump 20 through the first inlet/outlet port 20a and discharged out of the hydraulic pump 20 through the second inlet/outlet port 20b when the hydraulic pump 20 is rotated anti-clockwise in Fig. 1 by the driving motor 25. Under these conditions, the first inlet/outlet port 20a serves as an inlet port of the hydraulic fluid while the second inlet/outlet port 20b serves as an outlet port of the hydraulic fluid.

**[0047]** Firstly, the driving motor is driven to rotate the hydraulic pump anti-clockwise in Fig. 1, under the condition that all of the cavities and the passageways of the housing unit 11 are filled with the hydraulic fluid. It is to be understood, in this case, from the foregoing assumption, that the first inlet/outlet port 20a serves as an inlet port and the second inlet/outlet port 20b serves as an outlet port, therefore, the hydraulic fluid is discharged from the second inlet/outlet port 20b and is fed through the second fluid passageway 81 to supply high pressure to the second opening 41b of the through bore 41 of the shuttle valve 42. The high hydraulic pressure supplied to the second opening 41b of the shuttle valve 42 pushes the second ball portion 43b of the shuttle valve 42 to close the second opening 41b of the through bore 41 with the second ball portion 43b of the shuttle valve 42 and to open the first opening 41a as shown in Fig. 1. The hydraulic fluid fed through the second fluid passageway 81 is introduced into the side cavity 45 with the receiving face 47a of the valve body 47 subjected to the hydraulic pressure of the hydraulic fluid thus introduced.

**[0048]** The hydraulic fluid fed to the second opening 41b of the shuttle valve 42 is then fed through the fourth fluid passageway 83 and is introduced into the first pressure chamber 35c through the second port 35b of the hydraulic actuator 35. This means that the hydraulic pressure of the hydraulic fluid in the first pressure chamber 35c becomes higher than the hydraulic pressure of the hydraulic fluid in the second pressure chamber 35d. When the hydraulic pressure of the hydraulic fluid in the first pressure chamber 35c becomes higher than the hydraulic pressure of the hydraulic fluid in the second pressure chamber 35d, the piston 40 of the piston rod assembly 36 is urged and moved toward the second end wall portion 13 of the housing unit 11 to increase the hydraulic pressure of the second pressure chamber 35d.

**[0049]** The hydraulic fluid in the second pressure chamber 35d then acts to supply the increased hydraulic pressure to the pressure receiving face of the ring member 66 of the mechanically locking mechanism 65 via the opening port 35a of the hydraulic actuator 35 and the first group of the radial through bores of the annular guide portion 16. The ring member 66 around the annular guide portion 16 is axially moved toward the second end wall portion 13 by the increased hydraulic pressure of the hydraulic fluid against the compression coil spring 67.

**[0050]** Under these conditions, each of the locking members 68 assumes the second radial position where the locking members 68 is released and held out of frictional contact with the radially outer face of the piston rod 37 of the piston rod assembly 36 to unlock the piston rod 37 from the housing unit 11.

**[0051]** The piston rod 37 of the piston rod assembly 36 is, consequently, moved toward the second end wall portion 13 by the hydraulic pressure of the first pressure chamber 35c to assume the extended position (Pe).

**[0052]** The hydraulic fluid is then fed through the third fluid passageway 82 to the first opening 41a of the shuttle valve 42 via the restricting member 93 and subsequently fed through the first fluid passageway 80 to the hydraulic pump 20 via the first inlet/outlet port 20a. The hydraulic fluid introduced to the first opening 41a of the shuttle valve 42 passes through the first opening 41a of the shuttle valve 42 remaining open. The hydraulic fluid passed through the first opening 41a of the shuttle valve 42 is then fed through the fifth fluid passageway 84 to the drain port 91 of the hydraulic pump 20 via the drain filter 92 and simultaneously is introduced into the pressure chamber 14c of the central cavity 14. When the hydraulic pressure of the hydraulic fluid of the pressure chamber 14c to the valve member 62 of the pressure releasing mechanism 60 is higher than the force of the second compression coil spring 64 to the valve member 62, the valve member 62 is moved by the hydraulic pressure of the hydraulic fluid of the pressure chamber 14c toward the second end wall portion 13 to open the communication between the pressure chamber 14c and the non-pressure chamber 14d. By the reason that the non-pressure chamber 14d of the central cavity 14 is open to exterior ambient air via the orifice 39, the high hydraulic pressure in the pressure chamber 14c of the central cavity 14 is released through the non-pressure chamber 14d of the central cavity 14.

**[0053]** During the aforementioned process, the hydraulic fluid discharged from the second inlet/outlet port 20b is also fed to the second piston 33 of the second biasing means 28 to supply hydraulic pressure of the hydraulic fluid to the pressure receiving face 33a of the second piston 33. The hydraulic pressure of the hydraulic fluid to the second piston 33 of the second biasing means 28 acts to urge the ring member 22 toward the first biasing means 27 against the compression coil spring 30 of the first biasing means 27.

**[0054]** Referring to the Figs. 7(A) and 7(B), the hydraulic pressure of the hydraulic fluid imparted on the pressure receiving face 33a of the second piston 33 as
shown by an arrow “Fb” is supplied to the ring member 22 of the hydraulic pump 20. When the hydraulic pressure “Fb” of the hydraulic fluid is larger than the spring force of the compression coil spring 30 of the first biasing means, the ring member 22 is moved from the position shown in Fig. 7(A) to the position shown in Fig. 7(B) by the force Fb to reduce the eccentricity of the eccentric axis of the eccentric shaft 23 to the center axis of the ring member 22. When the hydraulic pressure “Fb” of the hydraulic fluid is inversely smaller than the spring force of the compression coil spring 30 of the first biasing means 27 under these conditions, the ring member 22 is moved from the position shown in Fig. 7(B) to the position shown in Fig. 7(A) by the force of the compression coil spring 30 shown by an arrow “Fa” to increase the eccentricity of the eccentric axis of the eccentric shaft 23 to the center axis of the ring member 22. The reduction and increase of the eccentricity of the eccentric axis of the eccentric shaft 23 to the center axis of the ring member 22 results in the change of the pressure of the hydraulic fluid discharged from the first inlet/outlet ports 20a of the hydraulic pump 20. This leads to the fact that the hydraulic pressure of the hydraulic fluid discharged from the first inlet/outlet ports 20a of the hydraulic pump 20 is adjusted and compensated by the first and second biasing means 27 and 28.

[0055] On the other hand, the driving motor 25 is in turn driven to rotate the hydraulic pump 20 clockwise in Fig. 1, under the condition that all of the cavities and the passageways of the housing unit 11 are filled with the hydraulic fluid. It is to be understood, in this case, from the foregoing assumption, that the second inlet/outlet port 20b serves as an inlet port while the first inlet/outlet port 20a serves as an outlet port, therefore, the hydraulic fluid is discharged from the first inlet/outlet port 20a and is fed through the first fluid passageway 80 to supply high hydraulic pressure to the first opening 41a of the through bore 41 of the shuttle valve 42. The high hydraulic pressure supplied to the first opening 41a of the shuttle valve 42 acts to urge the first ball portion 43a of the shuttle valve 42 toward the second opening 41b of the shuttle valve 42 to close the first opening 41a of the through bore 41 with the first ball portion 43a of the shuttle valve 42 and to open the second opening 41b of the through bore 41.

[0056] The hydraulic fluid is then fed through the third fluid passageway 82 to supply high hydraulic pressure to the pressure receiving face of the ring member 66 of the mechanically locking mechanism 65 via the restricting member 93. The ring member 66 is axially moved toward the second end wall portion 13 of the housing unit 11 by the high hydraulic pressure of the hydraulic fluid against the compression coil spring 67. Under these conditions, each of the locking members 68 assumes the second radial position where the locking members 68 is released and held out of frictional contact with the radially outer face of the piston rod 37 of the piston rod assembly 36 to unlock the piston rod 37 from the housing unit 11.

[0057] At the same time, the hydraulic fluid is introduced into the second pressure chamber 35d of the hydraulic actuator 35 through the first group of the radial through bores of the annular guide portion 16 to supply high pressure to the second axial end surface 40b of the piston 40 of the piston rod assembly 37. This means that the hydraulic pressure of the hydraulic fluid in the second pressure chamber 35d of the hydraulic actuator 35 becomes higher than the hydraulic pressure of the hydraulic fluid in the first pressure chamber 35c of the hydraulic actuator 35. The piston rod 37 of the piston rod assembly 36 is, consequently, moved away from the second end wall portion 13 by the high hydraulic pressure of the second pressure chamber 35d of the hydraulic actuator 35 to assume the retraction position (Pr) of the piston rod assembly 36.

[0058] In accordance with the movement of the piston rod 37 of the piston rod assembly 36, the hydraulic fluid in the first pressure chamber 35c of the hydraulic actuator 35 is discharged out through the second port 35b of the hydraulic actuator 35 to supply high pressure to the pressure chamber of the up-lock cylinder 73 through the pressure inlet/outlet port 74.

[0059] At the same time, the hydraulic fluid discharged out of the first pressure chamber 35c of the hydraulic actuator 35 is then fed through the fourth fluid passageway 83 to the second opening 41b of the shuttle valve 42 and is then fed through the second fluid passageway 81 to the hydraulic pump 20 via the side cavity 84 to the drain port 91 of the hydraulic pump 20 via the drain filter 92 and simultaneously is introduced into the pressure chamber 14c of the central cavity 14. When the hydraulic pressure of the hydraulic fluid of the pressure chamber 14c of the central cavity 14 to the valve member 62 of the pressure releasing mechanism 60 is higher than the force of the second compression coil spring 64 to the valve member 62, the valve member 62 is moved by the hydraulic pressure of the hydraulic fluid of the pressure chamber 14c toward the second end wall portion 13 to open the communication between the pressure chamber 14c of the central cavity 14 and the non-pressure chamber 14d of the central cavity 14. By the reason that the non-pressure chamber 14d of the central cavity 14 is open to exterior ambient air via the orifice 39, the high hydraulic pressure in the pressure chamber 14c of the central cavity 14 is released through the non-pressure chamber 14d of the central cavity 14.

[0060] The hydraulic fluid fed to the second opening 41b of the shuttle valve 42 passes through the second opening 41b of the shuttle valve 42. The hydraulic fluid passed through the second opening 41b of the shuttle valve 42 is then fed through the fifth fluid passageway 84 to the drain port 91 of the hydraulic pump 20 via the drain filter 92 and simultaneously is introduced into the pressure chamber 14c of the central cavity 14. When the hydraulic pressure of the hydraulic fluid of the pressure chamber 14c of the central cavity 14 to the valve member 62 of the pressure releasing mechanism 60 is higher than the force of the second compression coil spring 64 to the valve member 62, the valve member 62 is moved by the hydraulic pressure of the hydraulic fluid of the pressure chamber 14c toward the second end wall portion 13 to open the communication between the pressure chamber 14c of the central cavity 14 and the non-pressure chamber 14d of the central cavity 14. By the reason that the non-pressure chamber 14d of the central cavity 14 is open to exterior ambient air via the orifice 39, the high hydraulic pressure in the pressure chamber 14c of the central cavity 14 is released through the non-pressure chamber 14d of the central cavity 14.

[0061] During the aforementioned process, the hydraulic fluid discharged from the first inlet/outlet port 20a is similarly fed to the first piston 32 of the second biasing
means 28 to supply hydraulic pressure of the hydraulic fluid to the pressure receiving face 32a of the first piston 32. The hydraulic pressure of the hydraulic fluid to the first piston 32 of the second biasing means 28 acts to urge the ring member 22 toward the first biasing means 27 against the compression coil spring 30 of the first biasing means 27.

[0062] As a result, the hydraulic pressure of the hydraulic fluid discharged from the first inlet/outlet ports 20a of the hydraulic pump 20 is adjusted and compensated by the first and second biasing means 27 and 28.

[0063] When the hydraulic pump 20 or the driving motor 25 becomes out of order, the electromagnetic change valve 72 is pushed down in Fig. 2 to cause the high pressure fluid of the pressure chamber of the fluid pressure reservoir 71 to be introduced to the pressure imparting port 45c of the side cavity 45 through the pressure imparting port 70. The high pressure fluid introduced to the third port 70 of the side cavity 45 is imparted to the pressure receiving face of the valve body 47 of the emergency valve 46 to urge the valve body 47 of the emergency valve 46 toward the first end wall portion 12 of the housing unit 11 against the compression coil spring 49. When the pressure receiving face of the valve body 47 of the emergency valve 46 exceeds the spring force of the compression coil spring 49, the valve body 47 is axially moved toward the first end wall portion 12 of the housing unit 11 to engage the annular groove nearer to the first end wall portion 12 of the housing unit 11.

[0064] Under these conditions, the third port 45c of the side cavity 45 is opened while the first port 45a of the side cavity 45 is closed by the valve body 47 of the emergency valve 46. The hydraulic fluid is then introduced into the side cavity and fed to the second opening 41b of the through bore 41 through the second fluid passageway 81. The hydraulic fluid is successively fed through the chambers 35c and 35d and passageways 83 and 82 in the same way as described above in the case when the second inlet/outlet port 20b serves as an outlet port to the first opening port 41a of the through bore 41. The axial movement of the valve body of the emergency valve ensures the piston rod 37 of the piston rod assembly 36 to assume the extended position (Pe).

[0065] The hydraulic fluid fed to the first opening 41a of the through bore 41 then passes through the first opening 41a to be fed into the pressure chamber 14c of the central cavity 14. The hydraulic fluid in the pressure chamber 14c of the central cavity 14 supplies high hydraulic pressure to the valve member 62 of the pressure releasing mechanism 60 against the force of the second compression coil spring 64 to the valve member 62 to move the valve member 62 toward the second end wall portion 13 for opening the communication between the pressure chamber 14c and the non-pressure chamber 14d. The non-pressure chamber 14d is thus open to exterior ambient air via the orifice 39, and the high hydraulic pressure in the pressure chamber 14c is released from the pressure chamber 14c of the central cavity 14 even though the hydraulic pump 20 or the driving motor does not work and hydraulic fluid is not fed through the fifth fluid passageway 84 to the drain port 91 of the hydraulic pump 20.

[0066] When, on the other hand, the hydraulic pump 20 or the driving motor 25 is returned to its normal operation, the electromagnetic change valve 72 is held at its position shown in Fig. 2. Under these conditions, the valve body 47 of the emergency valve 46 is returned to its original position shown in Fig. 1 by appropriate means not shown in the drawings.

[0067] The second embodiment of the hydraulic system according to the present invention will be described hereinafter with reference to the drawings, particularly to Figs. 3, 4 and 8.

[0068] The second embodiment of the hydraulic system 110 comprises a housing unit 111. The housing unit 111 is formed with a large diameter cavity 111a having an opening end and a closing end, and a small diameter cavity 111b smaller in diameter than the large diameter cavity 111a and having an opening end connected with the opening end of the large diameter cavity 111a and a closing end.

[0069] The housing unit 111 has a first end wall portion 112 and a second end wall portion 113 and is formed with a central cavity 114 having a center axis 114a, an actuator cavity 115 surrounding the central cavity 114 and positioned in coaxial relationship with the central cavity 114. The housing unit 111 further has an annular guide portion 116 axially extending toward the first end wall portion 112 from the second end wall portion 113 along the center axis 114a of the central cavity 114. The first end wall portion 112 of the housing unit 111 has secured thereto a bracket being formed with an eye 195 used for connection with other parts of the aircraft not shown.

[0070] The second embodiment of the hydraulic system 110 comprises a hydraulic pump 120. The second embodiment of the hydraulic system 110 further comprises a hydraulic pump 120 accommodated in the housing unit to discharge therefrom and introduce therein a hydraulic fluid.

[0071] The hydraulic pump 120 comprises a cavity 121 formed in the housing unit 111 in the neighborhood of the first end wall portion 112 of the housing unit 111 and a ring member 122 received in the cavity 121 and movably retained by the housing unit 111, the ring member 122 being formed with first and second inlet/outlet ports 120a, 120b and having a center axis, an eccentric member 123 received in the ring member 122 and having an eccentric shaft 123b rotatably supported by the housing unit 111 with an eccentric axis eccentric with respect to the center axis of the ring member 122, a plurality of vane members 124 equi-angularly positioned around the eccentric axis of the eccentric member 123 and radially outwardly extending to have their respective leading radial ends resiliently held in sliding contact with...
the inner surface of the ring member 122 by a compression coil spring not shown in the drawings.

The second embodiment of the hydraulic system 110 further comprises a pressure controller 126 which is substantially identical to the pressure controller 26 of the first embodiment of the hydraulic system according to the present invention shown in Figs. 1, 7(A) and 7(B) so that the elements or parts of the pressure controller 126 of the second embodiment of the hydraulic system 110 will not be described hereinafter.

The second embodiment of the hydraulic system further comprises a driving motor 125 drivably connected with the eccentric shaft 123c and 123d and having first and second axial end faces 123a and 123b, respectively, when each of the first and second ball portions 143a and 143b is subjected to the hydraulic pressure of the hydraulic fluid to have the rod portion 143 moved axially with respect to the housing unit 111. The shuttle valve 142 is accommodated in the housing unit 111 and positioned between the hydraulic pump 120 and the hydraulic actuator 135 and movable with respect to the housing unit 111 to assume two different positions for selectively changing the flow of the hydraulic fluid between the hydraulic pump 120 and the hydraulic actuator 135.

The second embodiment of the hydraulic system 110 further comprises a dump valve 145 accommodated in the housing unit 111. Fig. 8 particularly shows the elements and parts of the dump valve 145. The dump valve 145 comprises a valve bore 145a formed in the housing unit 111, a valve body 146 movable in response to changing the flow of the hydraulic fluid between the hydraulic pump 120 and the hydraulic actuator 135, a plunger 147, a valve land 146a and 146b, a second annular groove 146d between the first and second annular lands 146a and 146b, a second annular groove 146c, a compression coil spring 147 received in the valve bore 145a to upwardly urge the valve body 146 in Fig. 8, and first to fourth ports open at the valve bore 145a, the first port being held in and out of communication with the through bore 141 of the shuttle valve 142 and the hydraulic pump 120, the second port being held in and out of communication with the pressure chamber 114c of the center cavity 114 and the first pressure chamber 135c of the hydraulic actuator 135, the third port being held in and out of communication with the through bore 141 of the shuttle valve 142, and the fourth port being held in and out of communication with the second pressure chamber 135d of the hydraulic actuator 135. The first land 146a of the valve body 146 is formed with a bypass 148 which is to be held in and out of communication with the hydraulic pump 120 and the hydraulic actuator 135.

The dump valve 145 is movable in response to the downward movement in Fig. 8 of the valve body 146, by an operator when either one of the hydraulic pump 120 and the driving motor 125 become out of order to assume an abnormal position from a normal position shown in Fig. 8.

When the dump valve 145 is positioned at the normal position as shown in Fig. 8, the first and third
ports and second port are respectively held in communication with the through bore 141 of the shuttle valve 142 and the pressure chamber 114c of the central cavity 114 while the fourth port is held out of communication with the second pressure chamber 135d of the hydraulic actuator 135. The first pressure chamber 135c of the hydraulic actuator 135 is held in communication with the hydraulic pump 120 through the bypass 148 of the first land 146a.

When the dump valve 145 is moved downward in Fig. 8 to the abnormal position, the first port comes to be held in communication with the hydraulic pump 120 and the through bore 141 of the shuttle valve 142, the second port comes to be held in communication with the first pressure chamber 135c of the hydraulic actuator 135 and the pressure chamber 114c of the central cavity 114, and the fourth port comes to be held in communication with the second pressure chamber 135d of the hydraulic actuator 135. The third port remains to be held in communication with the through bore 141 of the shuttle valve 142. This result in the fact that the first pressure chamber 135c of the hydraulic actuator 135 and the second pressure chamber 135d of the hydraulic actuator 135 come to be held in communication with each other through first and second ports of the dump valve, the through bore 141 of the shuttle valve 142 and third and fourth ports of the dump valve 145.

It is to be seen from the above description that the dump valve 145 is movable with respect to the housing unit 111 to assume two different positions consisting of the normal position where the hydraulic actuator 135 is reciprocably moved by the hydraulic pump 120 to assume the retraction position and the extended position and the abnormal position where the hydraulic pressures of the hydraulic fluid in the first and second pressure chambers 135c and 135d of the hydraulic actuator 135 become equal to have the piston rod assembly 136 freely movable with respect to the housing unit 111 toward the extended position of the piston rod assembly 136.

The second embodiment of the hydraulic system 110 further comprises a pressure retaining mechanism 160.

The pressure retaining mechanism 160 is accommodated in the central cavity 114 of the housing unit 111 and comprises a valve member 166 axially slidably received in the central cavity 114 to have a pressure chamber 114c and a non-pressure chamber 114d separated therebetween, the pressure chamber 114c being held in communication with the through bore 141 of the shuttle valve 142 and the non-pressure chamber 114d being held in communication with exterior ambient air through the central cavity 138 of the piston rod 137 of the piston rod assembly 136 and the orifice 139 of the piston rod 137 of the piston rod assembly 136, and a compression coil spring 163 received in the non-pressure chamber 114d of the central cavity 114 to axially urge the valve member 166 toward the shuttle valve 142 against the hydraulic pressure of the hydraulic fluid in the pressure chamber 114c of the central cavity 114.

The above construction of the pressure retaining mechanism 160 leads to the fact that the valve member 161 can retain the hydraulic pressure of the hydraulic fluid in the pressure chamber 114c of the central cavity 114 by being moved toward and away from the shuttle valve 142 in accordance with the hydraulic pressure force of the hydraulic fluid in the pressure chamber 114c against the force of compression coil spring 163.

The second embodiment of the hydraulic system 110 further comprises a mechanically locking mechanism 165 accommodated in the small diameter cavity 111b around the annular guide portion 116 of the housing unit 111.

The mechanically locking mechanism 165 comprises a ring member 166 slidably received in the annular guide portion 116 and formed with a pressure receiving face to receive the hydraulic pressure of the hydraulic fluid thereon. The pressure receiving face of the ring member 166 has a radially inner inclined face portion inclined with respect to the center axis 114a of the central cavity 114 of the housing unit 111. The ring member has a radially outer face portion substantially perpendicular to the center axis 114a of the central cavity 114 of the housing unit 111, a radially inner portion formed with an annular inner groove, a radially outer portion formed with an annular outer groove, and a compression coil spring 167 received in the annular inner groove and on the annular guide portion 116 of the housing unit 111 to resiliently urge the ring member 166 toward the large diameter cavity 111a against the hydraulic pressure of the hydraulic fluid received on the pressure receiving face of the ring member 166.

The annular guide portion 116 of the housing unit 111 has an end portion axially spaced apart from the second end wall portion 113 of the housing unit 111 and formed with a first group of radial through bores not shown in the drawings and circumferentially equally formed to allow the hydraulic fluid to pass therethrough to and from the second pressure chamber 135d of the hydraulic actuator 135, and a second group of radial through bores also not shown in the drawings and circumferentially equally formed and each of which is disposed between the two neighboring radial through bores of the first group. The end portion of the annular guide portion 116 further comprises a plurality of locking members 168 each radially movably received in each of the second group of the radial through bores to be engageable with the radially outer face of the piston rod 137 of the piston rod assembly 136.

This means that each of the locking members 168 can assume a first radial position where each of the locking members 168 is held in frictional contact with the radially outer face of the piston rod 137 of the piston rod assembly 136 to lock the piston rod 136 with the housing unit 111 when the ring member 166 is resiliently urged and axially moved toward the large cavity 111a of the
housing unit 111 by the compression coil spring 167 against the hydraulic pressure of the hydraulic fluid received on the pressure receiving face of the ring member 166, and a second radial position where each of the locking members 168 is released and held out of frictional contact with the radially outer face of the piston rod 137 of the piston rod assembly 136 to unlock the piston rod 137 from the housing unit 111 when the ring member 166 is urged and axially moved away from the large cavity 111a of the housing unit 111 toward the second end wall portion 113 of the housing unit 111 by the hydraulic pressure of the hydraulic fluid received on the pressure receiving face of the ring member 166 against the compression coil spring 167. The mechanically locking mechanism 165 further comprises a position sensor 169 for sensing the axial position of the ring member 166 to output a signal when the ring member 166 is urged and axially moved away from the large cavity 111a of the housing unit 111 toward the second end wall portion 113 of the housing unit 111. The outputted signal is transmitted to a lump, not shown in the drawings, which is turned on to inform a pilot of the state of the mechanically locking mechanism 165.

[0091] It is thus to be noted that the mechanically locking mechanism 165 can lock the piston rod 137 with the housing unit 111 when the hydraulic pump 120 is not driven by the driving motor 125 and can unlock the piston rod 137 from the housing unit 111 to be freely moved when the hydraulic pump 120 is driven by the driving motor 125.

[0092] The second embodiment of the hydraulic system further comprises a hydraulic pressure compensator 150 which comprises a piston 151 slidably received in a cavity 150a formed in the housing unit 111 in the vicinity of the hydraulic actuator 135 to be held in communication with the second pressure chamber 135d of the hydraulic actuator 135, and a compression coil spring 152 received in the cavity 150a to urge the piston 151 in a direction having the hydraulic pressure of the hydraulic fluid in the cavity 150a increased to prevent the hydraulic pressure of the second pressure chamber 135a of the hydraulic actuator 135 from being decreased resulting from some reasons. For this reason, the pressure of the hydraulic pressure compensator 150 is retained at a constant value. It is thus to be noted that the above mentioned hydraulic pressure compensator 150 can control the hydraulic pressure in the hydraulic fluid discharged from the hydraulic pump 120 and received in the second pressure chamber 135d of the hydraulic actuator 135.

[0093] The cavity 150a of the hydraulic pressure compensator 150 is formed with a pressure inlet-outlet port held in communication with an up-lock cylinder 173 shown in Fig. 4. The up-lock cylinder 173 has a pressure chamber to be held in communication with the pressure inlet-outlet port 174 of the hydraulic pressure compensator 150. This means that the pressure chamber of the up-lock cylinder 173 is held in communication with the second pressure chamber 135d of the hydraulic actuator 135 to be subjected to the hydraulic pressure same as the hydraulic pressure in the second pressure chamber 135d of the hydraulic actuator 135.

[0094] The second embodiment of the hydraulic system further comprises a two-position solenoid valve 155 provided between the hydraulic pump 120 and the second pressure chamber 135d of the hydraulic actuator 135 to assume a first position where the hydraulic fluid between the hydraulic pump 120 and the second pressure chamber 135d of the hydraulic actuator 135 is allowed to pass therethrough when the piston rod assembly 136 is being moved toward its retracted position Pr and its extended position Pe, and a second position where the hydraulic fluid between the hydraulic pump 120 and the hydraulic actuator 135 is not allowed to pass therethrough when the piston rod assembly 136 is held at its retracted position Pr and its extended position Pe. The two-position solenoid valve 155 is operated to assume the first and second positions by an appropriate electric circuit not shown in the drawings.

[0095] The housing unit has first to tenth fluid passageways 180 to 189.

[0096] The first fluid passageway 180 is connected at its one end to the first inlet/outlet port 120a of the hydraulic pump 120 and at its other end to the first opening 141a of the shuttle valve 142. The second fluid passageway 181 is connected at its one end to the second inlet/outlet port 120b of the hydraulic pump 120 and at its other end to the second opening 141b of the shuttle valve 142. The first and second fluid passageways 180 and 181 are respectively connected at their halfway with the hydraulic pressure controller 126.

[0097] The third and fourth fluid passageways 182 and 183 are connected with each other at their one ends via the two-position solenoid valve 155 and respectively connected at their other ends to the first opening 141a of the shuttle valve 142 and to the second pressure chamber 135d of the hydraulic actuator 135 through the annular guide portion 116. The fourth passageway 183 has a restricting member 193 which is designed to have the hydraulic fluid to restrictively pass therethrough so that the amount of the hydraulic fluid is limited at a certain level when the hydraulic fluid passes the restricting member 193. The fourth passageway 183 is also connected at its halfway with the hydraulic pressure compensator 150 to be held in communication with the up-lock cylinder 174.

[0098] The fifth and sixth fluid passageways 184 and 185 are connected with each other at their one ends via either the bypass of the first land 146a or the first and second port of the dump valve 145 and respectively connected at their other ends to the second opening 141b of the shuttle valve 142 and to the first pressure chamber 135c of the hydraulic actuator 135.

[0099] The seventh fluid passageway 186 is connected at its one end to the through bore 141 of the shuttle valve 142 and at its other end to the first port of the dump...
The eighth fluid passageway 187 is connected at its one end to the pressure chamber 114c of the central cavity 114 and at its other end to the second port of the dump valve 145.

The ninth fluid passageway 188 is connected at its one end to the through bore 141 of the shuttle valve 142 and at its other end connected to the through bore 141 of the shuttle valve 142. The eleventh fluid passageway 190 having one end connected to a drain port 191 of the hydraulic pump 120 and the other end connected to the through bore 141 of the shuttle valve 142.

The operation of the second embodiment of the hydraulic system 110 according to the present invention is identical to the operation of the first embodiment of the hydraulic system 10 according to the present invention, so that the operation of the second embodiment of the hydraulic system 110 identical to that of the first embodiment of the hydraulic system 10 will not be described and only the operation of the second embodiment of the hydraulic system 110 which is not identical to that of the first embodiment of the hydraulic system 10 will be described hereinlater.

It is assumed, same as the assumption in the above described first embodiment of the hydraulic system 10, that the hydraulic fluid is introduced into the interior of the hydraulic pump 120 through the first inlet/outlet port 120a and discharged out of the hydraulic pump 120 through the second inlet/outlet port 120b when the hydraulic pump 20 is rotated anti-clockwise in Fig. 3 by the driving motor 125. Under these conditions, the first inlet/outlet port 120a serves as an inlet port of the hydraulic fluid while the second inlet/outlet port 120b serves as an outlet port of the hydraulic fluid.

On the other hand, it is assumed that the hydraulic fluid is introduced into the interior of the hydraulic pump 120 through the second inlet/outlet port 120b and discharged out of the hydraulic pump 120 through the first inlet/outlet port 120a when the hydraulic pump 120 is rotated clockwise in Fig. 3 by the driving motor 125. Under these conditions, the second inlet/outlet port 120b serves as an inlet port of the hydraulic fluid while the first inlet/outlet port 120a serves as an outlet port of the hydraulic fluid.

When the driving motor 125 is driven to rotate the hydraulic pump 120 clockwise in Fig. 3 to supply the hydraulic pressure to the second pressure chamber 135d of the hydraulic actuator 135, the piston rod 137 of the piston rod assembly 136 is moved away from the second end wall portion 113 of the housing unit 111 to assume the retraction position (Pr) by the hydraulic pressure supplied to the second pressure chamber 135d of the hydraulic actuator 135. After this movement of the piston rod 137 of the piston rod assembly 136 is completed, the two-position solenoid valve 155 is moved downward in Fig. 3 to assume the second position where the hydraulic fluid between the hydraulic pump 120 and the hydraulic actuator 135 is not allowed to pass therethrough. Under these conditions, no hydraulic pressure of the hydraulic fluid is supplied to or withdrawn from the second pressure chamber 135d of the hydraulic actuator 135 and the hydraulic pressure controller retains the hydraulic pressure of the hydraulic fluid in the second pressure chamber 135d of the hydraulic actuator 135 at its constant value.

When, on the other hand, the driving motor 125 is driven to rotate the hydraulic pump 120 anti-clockwise in Fig. 3 to supply the hydraulic pressure to the first pressure chamber 135c of the hydraulic actuator 135, the piston rod 137 of the piston rod assembly 136 is moved toward the second end wall portion 113 of the housing unit 111 to assume the extended position (Pe) by the hydraulic pressure supplied to the first pressure chamber 135c of the hydraulic actuator 135. After this movement of the piston rod 137 of the piston rod assembly 136 is completed, the two-position solenoid valve 155 is moved downward in Fig. 3 to assume the second position where the hydraulic fluid between the hydraulic pump 120 and the hydraulic actuator 135 is not allowed to pass therethrough. Under these conditions, no hydraulic pressure of the hydraulic fluid is supplied to or withdrawn from the second pressure chamber 135d of the hydraulic actuator 135 and the hydraulic pressure controller 150 retains the hydraulic pressure of the hydraulic fluid in the second pressure chamber 135d of the hydraulic actuator 135 at its constant value.

This results in the fact that the piston rod assembly 136 is locked and held at its retracted position (Pr) and its extended position (Pe) when the two-position solenoid valve 155 is at its second position.

When the hydraulic pump 120 or the driving motor 125 becomes out of order, the dump valve 145 is moved downward in Fig. 3 to assume its abnormal position. At this time, the first and second pressure chambers 135c and 135d come to be held in communication with each other through the sixth fluid passageway 185, the first and second ports of the dump valve 145, the seventh fluid passageway 186, the through bore 141 of the shuttle valve 142, the ninth fluid passageway 188, the third and fourth ports of the dump valve 145, fifth fluid passageway 189, and the fourth fluid passageway 183. This results in the fact that the hydraulic pressures of the hydraulic fluid in the first and second pressure chambers 135c and 135d of the hydraulic actuator 135 become equal to have the piston rod assembly 136 freely movable with respect to the housing unit 111 toward the extended position of the piston rod assembly 136 by the gravity of the piston rod assembly 136.
the eccentric axis of the eccentric shaft 223b when the eccentric member 223 is rotationally retracted out of and extended into contact with the ring member 222 under the influence of the vane members 224 and having an opening end connected with the opening end of the large diameter cavity 211a and a closing end.

The third embodiment of the hydraulic system 210 further comprises a hydraulic actuator 235 accommodated in the housing unit 211. The hydraulic actuator 235 has a piston rod assembly 236 received therein to be reciprocably moved by the hydraulic pump 220 to assume two different positions consisting a retraction position Pr where the piston rod assembly 236 is positioned at its retracted position and locked by the up-lock cylinder 273 and an extended position Pe where the piston rod assembly 236 is positioned at its extended position.

The piston rod assembly 236 comprises a piston rod 237 formed with a central cavity 214a having a center axis 214a of the central cavity 214. The first end wall portion 212 of the housing unit 211 has secured thereto a bracket being formed with an eye 296 used for connection with other parts of the aircraft not shown.

The third embodiment of the hydraulic system 210 further comprises an annular guide portion 216 axially extending toward the first end wall portion 212 from the second end wall portion 213 along the center axis 214a of the central cavity 214. The first end wall portion 212 of the housing unit 211 has secured thereto a bracket being formed with an eye 295 used for connection with other parts of the aircraft not shown.

The third embodiment of the hydraulic system 210 further comprises a hydraulic pump 220 accommodated in the housing unit 211. The hydraulic pump 220 comprises a cavity 214 and positioned in coaxial relationship with the central cavity 214. The housing unit 211 further has an orifice 239 having one end connected to the central cavity 238 of the piston rod 237 and the other end open to exterior ambient air, a piston 240 integrally formed with the piston rod 237 and axially movably received in the annular guide portion 216 of the housing unit 211, an orifice 239 having one end connected to the central cavity 238 of the piston rod 237 and the other end open to exterior ambient air, a piston 240 integrally formed with the piston rod 237 and axially movably received in the hydraulic actuator 235 of the housing unit 211 to form first and second pressure chambers 235c and 235d and having first and second axial end faces 240a and 240b to receive hydraulic pressure of the hydraulic fluid thereon. The piston rod 237 of the piston rod assembly 236 is formed with an eye 296 used for connection.

The housing unit 211 is further formed with a through bore 241, first and second openings 241a and 241b positioned at the both longitudinal ends of the through bore 241. The third embodiment of the hydraulic system 210 further comprises a shuttle valve 242 which comprises a rod portion 243 slidably received in the through bore 241, and first and second ball portions 243a and 243b securedly connected with the both longitudinal ends of the rod portion 243. The rod portion 243 of the shuttle valve 242 has a suitable length so as to enable the first and second openings 241a and 241b to be selectively closed and open by the first and second ball portions 243a and 243b, respectively, when each of the first and second ball portions 243a and 243b is subjected to the hydraulic pressure of the hydraulic fluid to have the rod portion 243 moved axially with respect to the housing unit 211.

It is therefore appreciated that the hydraulic fluid is introduced into the interior of the ring member 222 and discharged out of the interior of the ring member 222 under the influence of the vane members 224 radially retraced out of and extended into contact with the ring member 222 when the eccentric member 223 is rotated around the eccentric axis of the eccentric shaft 223b.
The third embodiment of the hydraulic system 210 further comprises a pressure retaining mechanism 260.

The pressure retaining mechanism 260 is accommodated in the central cavity 214 of the housing unit 211 and comprises a valve member 261 axially slidably received in the central cavity 214 to have a pressure chamber 214c and a non-pressure chamber 214d separated therebetween, the pressure chamber 214c being held in communication with the through bore 241 of the shuttle valve 242 and the non-pressure chamber 214d being held in communication with external ambient air through the central cavity 238 of the piston rod 237 of the piston rod assembly 236 and the orifice 239 of the piston rod 237 of the piston rod assembly 236, and a compression coil spring 263 received in the non-pressure chamber 214d of the central cavity 214 to axially urge the valve member 261 toward the shuttle valve 242 against the hydraulic pressure of the hydraulic fluid in the pressure chamber 214c of the central cavity 214.

The above construction of the pressure retaining mechanism 260 leads to the fact that the valve member 261 can retain the hydraulic pressure of the hydraulic fluid in the pressure chamber 214c of the central cavity 214 by being moved toward and away from the shuttle valve 242 in accordance with the hydraulic pressure force of the hydraulic fluid in the pressure chamber 214c against the force of compression coil spring 263.

The third embodiment of the hydraulic system 210 further comprises a mechanically locking mechanism 265 accommodated in the small diameter cavity 211b around the annular guide portion 216 of the housing unit 211.

The mechanically locking mechanism 265 comprises a ring member 266 slidably received around the annular guide portion 216, being formed with a pressure receiving face to receive the hydraulic pressure of the hydraulic fluid thereon and having a radially inner inclined face portion inclined with respect to the center axis 214a of the central cavity 214 of the housing unit 211 and a radially outer face portion substantially perpendicular to the center axis 214a of the central cavity 214 of the housing unit 211, a radially inner portion formed with an annular inner groove, a radially outer portion formed with an annular outer groove, and a compression coil spring 267 received in the annular inner groove and on the annular guide portion 216 of the housing unit 211 to resiliently urge the ring member 266 toward the large diameter cavity 211a against the hydraulic pressure of the hydraulic fluid received on the pressure receiving face of the ring member 266.

The mechanically locking mechanism 265 further comprises a position sensor 269 for sensing the axial position of the ring member 266, and a second radial position where each of the locking members 268 can assume a first radial position where each of the locking members 268 is held in frictional contact with the radially outer face of the piston rod 237 of the piston rod assembly 236 to lock the piston rod 236 with the housing unit 211 when the ring member 266 is resiliently urged and axially moved toward the large cavity 211a of the housing unit 211 by the compression coil spring 267 against the hydraulic pressure of the hydraulic fluid received on the pressure receiving face of the ring member 266 against the compression coil spring 267.

This means that each of the locking members 268 can assume a first radial position where each of the locking members 268 is held in frictional contact with the radially outer face of the piston rod 237 of the piston rod assembly 236 to lock the piston rod 236 with the housing unit 211 when the ring member 266 is resiliently urged and axially moved toward the large cavity 211a of the housing unit 211 by the compression coil spring 267 against the hydraulic pressure of the hydraulic fluid received on the pressure receiving face of the ring member 266 against the compression coil spring 267. The mechanically locking mechanism 265 further comprises a position sensor 269 for sensing the axial position of the ring member 266 to output a signal when the ring member 266 is urged and axially moved away from the large cavity 211a of the housing unit 211 toward the second end wall portion 213 of the housing unit 211 by the hydraulic pressure of the hydraulic fluid received on the pressure receiving face of the ring member 266 against the compression coil spring 267.

The third embodiment of the hydraulic system 210 is further formed with a pressure imparting port 270 to have the hydraulic pressure of the hydraulic fluid pass therethrough and with a pressure inlet/outlet port 274 to be connected with an up-
lock cylinder 273 to have the hydraulic pressure of the hydraulic fluid pass therethrough.

[0131] The pressure imparting port 270 is held in communication with the second pressure chamber of the hydraulic actuator via the annular guide portion of the hydraulic actuator and with the first opening of the through bore 241. The pressure imparting port 270 is in turn to be held in communication with an exterior pressure imparting port.

[0132] The pressure inlet/outlet port 273 is held in communication with the first pressure chamber 235c of the hydraulic actuator 235 and with the second opening of the through bore 241. The pressure inlet/outlet port 273 is in turn to be held in communication with an exterior pressure inlet/outlet port.

[0133] Fig. 6 shows three hydraulic systems 210 and three up-lock cylinders 273 respectively operatively connected with the hydraulic systems 210. Each of the pressure imparting ports 270 of the hydraulic systems 210 are held in communication with each other while each of the pressure inlet/outlet ports 274 of the hydraulic systems 210 are held in communication with each other.

[0134] The above construction of the pressure imparting port 270 and the pressure inlet/outlet port 274 leads to the fact that the hydraulic system can be properly operated even when the hydraulic pump 220 or the driving motor 225 of one of the hydraulic systems becomes damaged, because the pressure imparting port and the pressure inlet/outlet port of the hydraulic system are respectively connected to the pressure imparting ports and the pressure inlet/outlet ports of other two hydraulic systems. It means that the hydraulic fluid is introduced into and discharged out of each of the housing units 211 through their pressure imparting ports and the pressure inlet/outlet ports on the basis of the hydraulic pressure difference between each of the pressure imparting ports and the pressure inlet/outlet ports of three hydraulic systems as shown in Fig. 6.

[0135] Each of the up-lock cylinders 273 has a pressure chamber held in communication with the pressure inlet-outlet port 274 formed in the housing unit 211. The pressure chamber of the up-lock cylinder 273 is usually held in communication with the first pressure chamber 235c of the hydraulic actuator 235 to be subjected to the hydraulic pressure same as the hydraulic pressure in the first pressure chamber 235c of the hydraulic actuator 235.

[0136] The housing unit 211 has first, second, third and fourth fluid passageways 280, 281, 282 and 283.

[0137] The first fluid passageway 280 is connected at its one end to the first pressure chamber 235c of the hydraulic actuator 235 and with the second opening of the through bore 241 of the hydraulic pump 220 and at its other end to the first opening 241a of the shuttle valve 242. The second fluid passageway 281 is connected at its one end to the second inlet/outlet port 220b of the hydraulic pump 220 and at its other end to the second opening 241b of the shuttle valve 242. The first and second fluid passageways 280 and 281 are respectively connected at their halfway with the first and second pistons 232 and 233 of the second biasing means 228 to have the first and second pistons 232 and 233 subjected to the hydraulic pressure of hydraulic fluid passing through the first and second fluid passageways 280 and 281.

[0138] The second fluid passageway 281 is also connected at its halfway with the pressure inlet/outlet port 274 to be held in communication with the up-lock cylinder 273 and with the pressure inlet/outlet ports of the exterior hydraulic systems.

[0139] The third fluid passageway 282 is connected at its one end to the first opening 241a of the shuttle valve 242 and at its other end to the annular guide portion 216. The third passageway has a restricting member 293 which is designed to have the hydraulic fluid to restrictively pass therethrough so that the amount of the hydraulic fluid is limited at a certain level when the hydraulic fluid passes the restricting member 293. The third fluid passageway 282 is connected at its halfway with the pressure imparting port 270 to be held in communication with the pressure imparting ports of the exterior hydraulic systems.

[0140] The fourth fluid passageway 283 is connected at its one end to the second opening 241b of the shuttle valve 242 and at its other end to the first pressure chamber 235c of the hydraulic actuator 235.

[0141] The housing unit 211 further has fifth fluid passageway 284 having one end connected to a drain port 291 of the hydraulic pump 220 and the other end connected to the through bore 241 of the shuttle valve 242. The fifth passageway 284 is provided at its halfway with a drain filter 292 which serves to filtrate the hydraulic fluid drained from the through bore 241 of the shuttle valve 242.

[0142] The operation of the third embodiment of the hydraulic system 210 according to the present invention is identical to the operation of the first embodiment of the hydraulic system 10 according to the present invention, so that the operation of the third embodiment of the hydraulic system 210 identical to that of the first embodiment of the hydraulic system 10 will not be described but only the operation of the third embodiment of the hydraulic system 210 which is not identical to that of the first embodiment of the hydraulic system 10 will be described hereinafter.

[0143] When the hydraulic pump 220 or the driving motor 225 accommodated in one of the hydraulic systems provided at an aircraft becomes out of order, the hydraulic fluid is supplied from other hydraulic systems which are provided on the aircraft through either the pressure imparting port 270 or the pressure inlet/outlet port 273.

[0144] When the hydraulic fluid is supplied to the hydraulic system 210 whose hydraulic pump 220 or the driving motor 225 is out of order through the pressure imparting port 270 of the housing unit 211, the hydraulic fluid is fed to the second pressure chamber 235d of the...
A hydraulic system (11) for retracting into and extending out of the body of an aircraft a landing gear for use in taking off and landing, comprising:

- a housing unit (11) formed with a pressure imparting port (70) connected with a fluid pressure reservoir (71) and a pressure inlet/outlet port (74) connected with an up-lock cylinder (73), a hydraulic pump (20) accommodated in said housing unit (11) to outlet therefrom and inlet therein a hydraulic fluid, a driving motor (25) drivably connected with said hydraulic pump (20) to impart rotation motion to said hydraulic pump (20), a hydraulic actuator (35) accommodated in said housing unit (11) and having a piston rod assembly (36) received therein to be reciprocably moved by said hydraulic pump (20) to assume two different positions consisting a retraction position (Pr) where said hydraulic actuator (35) is positioned at its retracted position and locked by said up-lock cylinder (73) and an extended position (Pe) where said hydraulic pump (20) is not driven by said driving motor (25) and to unlock said piston rod assembly (36) from said housing unit (11) to be freely moved when said hydraulic pump (20) is driven by said driving motor (25).

Claims

1. A hydraulic system (10) for retracting into and extending out of the body of an aircraft a landing gear for use in taking off and landing, comprising:

- a hydraulic system (10) as set forth in claim 1, in which said driving motor (25) is accommodated in said housing unit (11).

2. A hydraulic system (10) as set forth in claim 1, in which said driving motor (25) is accommodated in said housing unit (11).

3. A hydraulic system (10) as set forth in claim 1, in which said driving motor (25) is attached to said housing unit (11).

4. A hydraulic system (10) as set forth in claim 1, in which said hydraulic pump (20) is constituted by a variable displacement pump.

5. A hydraulic system (10) as set forth in claim 1, in which said hydraulic pump (20) has first and second inlet/outlet ports (20a, 20b) having said hydraulic fluid introduced into said hydraulic pump (20) and discharged out of said hydraulic pump (20) therethrough, said hydraulic actuator (35) has first and second ports (35a, 35b) having said hydraulic fluid introduced into and discharged out of said hydraulic actuator (35) therethrough, said first and second inlet/outlet ports (20a, 20b) being connected with said first and second ports (35a, 35b) to allow said hydraulic fluid from said hydraulic pump (20) to be introduced into said hydraulic actuator (35) and to allow said hydraulic fluid from said hydraulic actuator (35) to be returned to said hydraulic pump (20), and which further comprises a hydraulic pressure controller (26) for controlling the hydraulic pressure in the hydraulic fluid discharged from said hydraulic pump (20).

6. A hydraulic system (110) for retracting into and extending out of the body of an aircraft a landing gear for use in taking off and landing, comprising:
a housing unit (111) formed with a pressure inlet/outlet port (174) connected with an up-lock cylinder (173),
a hydraulic pump (120) accommodated in said housing unit (111) to discharge therefrom and introduce therein a hydraulic fluid,
a driving motor (125) drivably connected with said hydraulic pump (120) to impart rotation motion to said hydraulic pump (120),
a hydraulic actuator (135) accommodated in said housing unit (111) and having a piston rod assembly (136) received therein to define two pressure chambers (135c, 135d), said piston rod assembly (136) being reciprocably moved by said hydraulic pump (120) to assume two different positions consisting a retraction position (Pr) where said piston rod assembly (136) is positioned at its retracted position (Pr) and an extended position (Pe) where said piston rod assembly (136) is positioned at its extended position, a shuttle valve (142) accommodated in said housing unit (111) and positioned between said hydraulic pump (120) and said hydraulic actuator (135) and movable with respect to said housing unit (111) to assume two different positions for selectively changing the flow of said hydraulic fluid between said hydraulic pump (120) and said hydraulic actuator (135), a dump valve (145) accommodated in said housing unit (111) and positioned between said hydraulic pump (120) and said hydraulic actuator (135) and movable with respect to said housing unit (111) to assume two different positions consisting of a normal position where said hydraulic actuator (135) is reciprocably moved by said hydraulic pump (120) to assume said retraction position (Pr) and said extended position (Pe), and an abnormal position where the hydraulic pressures of the hydraulic fluid in said pressure chambers (135c, 135d) of said hydraulic actuator (135) become equal to have said piston rod assembly (136) freely movable with respect to the housing unit (111) toward said extended position (Pe) of said piston rod assembly (136), an actuator pressure retaining mechanism (160) accommodated in said housing unit (111) to retain said hydraulic pressure in said hydraulic actuator (135), and a mechanically locking mechanism (165) accommodated in said housing unit (111) to lock said piston rod assembly (136) with said housing unit (111) when said hydraulic pump (120) is not driven by said driving motor (125) and to unlock said piston rod assembly (136) from said housing unit (111) to be freely moved when said hydraulic pump (120) is driven by said driving motor (125).

7. A hydraulic system (110) as set forth in claim 6, in which said driving motor (125) is accommodated in said housing unit (111).

8. A hydraulic system (110) as set forth in claim 6, in which said driving motor (125) is attached to said housing unit (111).

9. A hydraulic system (110) as set forth in claim 6, in which said hydraulic pump (120) is constituted by a variable displacement pump.

10. A hydraulic system (110) as set forth in claim 6, in which said hydraulic pump (120) has first and second inlet/outlet ports (120a, 120b) having said hydraulic fluid introduced into said hydraulic pump (120) and discharged out of said hydraulic pump (120) therethrough, said hydraulic actuator (135) has first and second ports (135a, 135b) having said hydraulic fluid introduced into and discharged out of said hydraulic actuator (35) therethrough, said first and second inlet/outlet ports (120a, 120b) being connected with said first and second ports (135c, 135d) to allow said hydraulic fluid from said hydraulic pump (120) to be introduced into said hydraulic actuator (135) and to allow said hydraulic fluid from said hydraulic actuator (135) to be returned to said hydraulic pump (120), and which further comprises a hydraulic pressure controller (126) for controlling the hydraulic pressure in the hydraulic fluid discharged from said hydraulic pump (120).

11. A hydraulic system (110) as set forth in claim 6, which further comprises a pressure compensator (150) accommodated in said housing unit (111) in association with said hydraulic actuator (135) to compensate the hydraulic pressure in one of the pressure chambers (135c, 135d) of the hydraulic actuator (135) to cause the piston rod assembly (136) to be held at its retracted position (Pr).

12. A hydraulic system (110) as set forth in claim 6, which further comprises an two-position solenoid valve (155) provided between said hydraulic pump (120) and said hydraulic actuator (135) to assume a first position where the hydraulic fluid between said hydraulic pump (120) and said hydraulic actuator (135) is allowed to pass therethrough when the piston rod assembly (136) is being moved toward its retracted position (Pr) and its extended position (Pe), and a second position where the hydraulic fluid between said hydraulic pump (120) and said hydraulic actuator (135) is not allowed to pass therethrough when the piston rod assembly (136) is held at its retracted position (Pr) and its extended position (Pe).
13. A hydraulic system (210) for retracting into and extending out of the body of an aircraft a landing gear for use in taking off and landing, comprising:

- a housing unit (211) formed with a pressure imparting port (270) to have a hydraulic pressure of a hydraulic fluid pass therethrough and with a pressure inlet/outlet port (274) connected with an up-lock cylinder (273) to have a hydraulic pressure of a hydraulic fluid pass therethrough,
- a hydraulic pump (220) accommodated in said housing unit (211) to discharge therefrom and introduce therein a hydraulic fluid,
- a driving motor (225) drivably connected with said hydraulic pump (220) to impart rotation motion to said hydraulic pump (220),
- a hydraulic actuator (235) accommodated in said housing unit (211) and having a piston rod assembly (236) received therein to be reciprocably moved by said hydraulic pump (220) to assume two different positions consisting a retraction position (Pr) where said piston rod assembly (236) is positioned at its retracted position and locked by said up-lock cylinder (273) and an extended position (Pe) where said piston rod assembly (236) is positioned at its extended position,
- a shuttle valve (242) accommodated in said housing unit (211) and positioned between said hydraulic pump (220) and said hydraulic actuator (235) and movable with respect to said housing unit (211) to assume two different positions for selectively changing the flow of said hydraulic fluid between said hydraulic pump (220) and said hydraulic actuator (235),
- an actuator pressure retaining mechanism (260) accommodated in said housing unit (211) to retain said hydraulic pressure in said hydraulic actuator (235), and
- a mechanically locking mechanism (265) accommodated in said housing unit (211) to lock said piston rod assembly (236) with said housing unit (211) when said hydraulic pump (220) is not driven by said driving motor (225) and to unlock said piston rod assembly (236) from said housing unit (211) to be freely moved when said hydraulic pump (220) is driven by said driving motor (225).

14. A hydraulic system (210) as set forth in claim 13, in which said driving motor (225) is accommodated in said housing unit (211).

15. A hydraulic system (210) as set forth in claim 13, in which said driving motor (225) is attached to said housing unit (211).

16. A hydraulic system (210) as set forth in claim 13, in which said hydraulic pump (220) is constituted by a variable displacement pump.

17. A hydraulic system (210) as set forth in claim 13, in which said hydraulic pump (220) has first and second inlet/outlet ports (220a, 220b) having said hydraulic fluid introduced into said hydraulic pump (220) and discharged out of said hydraulic pump (220) therethrough, said hydraulic actuator (235) has first and second ports (235a, 235b) having said hydraulic fluid introduced into and discharged out of said hydraulic actuator (235) therethrough, said first and second inlet/outlet ports (220a, 220b) being connected with said first and second ports (235a, 235b) to allow said hydraulic fluid from said hydraulic pump (220) to be introduced into said hydraulic actuator (235) and to allow said hydraulic fluid from said hydraulic actuator (235) to be returned to said hydraulic pump (220), and which further comprises a hydraulic pressure controller (226) for controlling the hydraulic pressure in the hydraulic fluid discharged from said hydraulic pump (220).

Patentansprüche

1. Eine Hydraulikanlage (10) zum Einfahren und Ausfahren eines Fahrwerks in den und aus dem Rumpf eines Luftfahrzeugs zur Verwendung beim Starten und Landen, die Folgendes beinhaltet:

- eine Gehäuseeinheit (11), die mit einer Druckübertragenden Öffnung (70), die mit einem Flüssigkeitbehälter (71) verbunden ist, und mit einer Druckeinlassöffnung/Druckauslassöffnung (74), die mit einem Verriegelungszylinder (73) verbunden ist, gebildet ist,

- eine Hydropumpe (20), die in dieser Gehäuseeinheit (11) untergebracht ist, um eine Hydraulikflüssigkeit aus dieser auszulassen und in diese einzulassen,

- einen Antriebsmotor (25), der mit der Hydropumpe (20) antreibbar verbunden ist, um Drehbewegung auf die Hydropumpe (20) zu übertragen,

- ein hydraulisches Betätigungselement (35), das in der Gehäuseeinheit (11) untergebracht ist und eine Kolbenstangenanordnung (36) aufweist, die darin aufgenommen ist, um durch die Hydropumpe (20) wechselseitig bewegt zu werden, um zwei verschiedene Positionen einzunehmen, die aus einer eingelegten Position (Pr), in der die Kolbenstangenanordnung (36) in ihrer eingelegten Position positioniert
und durch den Verriegelungszylinder (73) verriegelt ist, und einer ausgefahrenen Position (Pe), in der die Kolbenstangenanordnung (36) in ihrer ausgefahrenen Position positioniert ist.

ein Durchgangsventil (42), das in der Gehäuseeinheit (11) untergebracht ist und zwischen der Hydropumpe (20) und dem hydraulischen Betätigungselement (35) positioniert ist und bezüglich der Gehäuseeinheit (11) beweglich ist, um zwei verschiedene Positionen zum selektiven Ändern der Durchflussmenge der Hydraulikflüssigkeit zwischen der Hydropumpe (20) und dem hydraulischen Betätigungselement (35) einzunehmen,

ein Sicherheitsventil (46), das in der Gehäuseeinheit (11) untergebracht ist und zwischen der Hydropumpe (20) und dem hydraulischen Betätigungselement (35) und zwischen der Druck übertragenden Öffnung (70) und dem hydraulischen Betätigungselement (35) positioniert und bezüglich der Gehäuseeinheit (11) beweglich ist, um zwei verschiedene Positionen zum selektiven Ändern der Durchflussmenge der Hydraulikflüssigkeit zwischen der Hydropumpe (20) und dem hydraulischen Betätigungselement (35) und der Durchflussmenge zwischen der Hydropumpe (20) und dem Flüssigkeitdruckbehälter (71) einzu nehmen,

eine Betätigungselementdruckabgabevorrichtung (60), die in der Gehäuseeinheit (11) untergebracht ist, um den hydraulischen Druck in dem hydraulischen Betätigungselement (35) abzulassen, um das freie Bewegen der Kolbenstangenanordnung (36) zu ermöglichen, und

einen mechanischen Verriegelungsmechanismus (65), der in der Gehäuseeinheit (11) untergebracht ist, um die Kolbenstangenanordnung (36) mit der Gehäuseeinheit (11) zu verriegeln, wenn die Hydropumpe (20) nicht von dem Antriebsmotor (25) angetrieben wird, und um die Kolbenstangenanordnung (36) von der Gehäuseeinheit (11) zu entriegeln, damit sich diese frei bewegen kann, wenn die Hydropumpe (20) von dem Antriebsmotor (25) angetrieben wird.

2. Hydraulikanlage (10) gemäß Anspruch 1, in welcher der Antriebsmotor (25) in der Gehäuseeinheit (11) untergebracht ist.
nehmen, die aus einer eingezogenen Position (Pr), in der die Kolbenstangenanordnung (136) in ihrer eingezogenen Position positioniert und durch den Verriegelungszylinder (173) verriegelt ist, und einer ausgefahrenen Position (Pe), in der die Kolbenstangenanordnung (136) in ihrer ausgefahrenen Position positioniert ist, bestehen,
ein Durchgangsventil (142), das in der Gehäuseeinheit (111) untergebracht ist und zwischen der Hydropumpe (120) und dem hydraulischen Betätigungselement (135) positioniert und bezüglich der Gehäuseeinheit (111) beweglich ist, um zwei verschiedene Positionen zum selektiven Ändern der Durchflussmenge der Hydraulikflüssigkeit zwischen der Hydropumpe (120) und dem hydraulischen Betätigungselement (135) einzunehmen,
ein Entleerventil (145), das in der Gehäuseeinheit (111) untergebracht ist und zwischen der Hydropumpe (120) und dem hydraulischen Betätigungselement (135) positioniert und bezüglich der Gehäuseeinheit (111) beweglich ist, um zwei verschiedene Positionen einzunehmen, die aus einer normalen Position, in der das hydraulische Betätigungselement (135) wechselseitig durch die Hydraulikflüssigkeit in den Druckkammern (135c, 135d) des hydraulischen Betätigungselements (135) an gleicht, damit die Kolbenstangenanordnung (136) bezüglich der Gehäuseeinheit (111) in Richtung der ausgefahrenen Position (Pe) der Kolbenstangenanordnung (136) frei beweglich ist, bestehen,
einen Betätigungselementdruckrückhaltemechanismus (160), der in der Gehäuseeinheit (111) untergebracht ist, um den hydraulischen Druck in dem hydraulischen Betätigungselement (135) zurückzuhalten, und
einen mechanischen Verriegelungsmechanismus (165), der in der Gehäuseeinheit (111) untergebracht ist, um die Kolbenstangenanordnung (136) mit der Gehäuseeinheit (111) zu verriegeln, wenn die Hydropumpe (120) nicht von dem Antriebsmotor (125) angetrieben wird, und um die Kolbenstangenanordnung (136) von der Gehäuseeinheit (111) zu entriegeln, damit sich diese frei bewegen kann, wenn die Hydropumpe (120) von dem Antriebsmotor (125) angetrieben wird.

7. Hydraulikanlage (110) gemäß Anspruch 6, in welcher der Antriebsmotor (125) in der Gehäuseeinheit (111) untergebracht ist.

8. Hydraulikanlage (110) gemäß Anspruch 6, in welcher der Antriebsmotor (125) an der Gehäuseeinheit (111) angebracht ist.

9. Hydraulikanlage (110) gemäß Anspruch 6, in welcher die Hydropumpe (120) aus einer Verdrängerpumpe gebildet ist.

10. Hydraulikanlage (110) gemäß Anspruch 6, in welcher die Hydropumpe (120) erste und zweite Einlass-/Auslassöffnungen (120a, 120b) aufweist, durch die die Hydraulikflüssigkeit in die Hydropumpe (120) eingeführt und aus der Hydropumpe (120) abgeführt wird, wobei das hydraulische Betätigungselement (135) erste und zweite Öffnungen (135a, 135b) aufweist, durch die die Hydraulikflüssigkeit in das hydraulische Betätigungselement (35) eingeführt und aus diesem abgeführt wird, wobei die ersten und zweiten Einlass-/Auslassöffnungen (120a, 120b) mit den ersten und zweiten Öffnungen (135c, 135d) verbunden sind, um das Einführen der Hydraulikflüssigkeit von der Hydropumpe (120) in das hydraulische Betätigungselement (135) zu ermöglichen und um das Zurückführen der Hydraulikflüssigkeit von dem hydraulischen Betätigungselement (135) zur Hydropumpe (120) zu ermöglichen, und die ferner einen hydraulischen Druckregler (126) zum Regeln des hydraulischen Drucks in der von der Hydropumpe (120) abgeführten Hydraulikflüssigkeit beinhaltet.

11. Hydraulikanlage (110) gemäß Anspruch 6, die ferner einen Druckkompensator (150) beinhaltet, der in der Gehäuseeinheit (111) in Verbindung mit einem hydraulischen Betätigungselement (135) untergebracht ist, um den hydraulischen Druck in einer der Druckkammern (135c, 135d) des hydraulischen Betätigungselements (135) zu kompensieren, um das Halten der Kolbenstangenanordnung (136) in ihrer eingezogenen Position (Pr) zu bewirken.

12. Hydraulikanlage (110) gemäß Anspruch 6, die ferner ein Zweipunktmagnetventil (155) beinhaltet, das zwischen der Hydropumpe (120) und dem hydraulischen Betätigungselement (135) bereitgestellt ist, um eine erste Position, in der die Hydraulikflüssigkeit zwischen der Hydropumpe (120) und dem hydraulischen Betätigungselement (135) hindurch laufen kann, wenn die Kolbenstangenanordnung (136) in Richtung ihrer eingezogenen Position (Pr) und ihrer ausgefahrenen Position (Pe) bewegt wird, und eine zweite Position, in der die Hydraulikflüssigkeit zwischen der Hydropumpe (120) und
13. Hydraulikanlage (210) zum Einfahren und Ausfahren eines Fahrwerks in den und aus dem Rumpf eines Luftfahrzeugs zur Verwendung beim Starten und Landen, die Folgendes beinhaltet:

eine Gehäuseeinheit (211), die mit einer Druckübertragenden Öffnung (270) gebildet ist, damit ein hydraulischer Druck einer Hydraulikflüssigkeit dort hindurch laufen kann, und mit einer Druckeinlass-/Druckauslassöffnung (274), die mit einem Verriegelungszylinder (273) verbunden ist, damit ein hydraulischer Druck einer Hydraulikflüssigkeit dort hindurch fließen kann, gebildet ist,
eine Hydropumpe (220), die in der Gehäuseeinheit (211) untergebracht ist, um eine Hydraulikflüssigkeit aus dieser abzuführen und in diese einzuführen,
einen Antriebsmotor (225), der mit der Hydropumpe (220) anreibbar verbunden ist, um Drehbewegung auf die Hydropumpe (220) zu übertragen,
ein hydraulisches Betätigungselement (235), das in der Gehäuseeinheit (211) untergebracht ist und eine Kolbenstangenanordnung (236) aufweist, die darin aufgenommen ist, um wechselseitig durch die Hydropumpe (220) bewegt zu werden, um zwei verschiedene Positionen einzunehmen, die aus einer eingezeichneten Position (Pr), in der die Kolbenstangenanordnung (236) in ihrer eingezeichneten Position positioniert und durch den Verriegelungszylinder (273) verriegelt ist, und einer ausgefahrenen Position (Pe), in der die Kolbenstangenanordnung (236) in ihrer ausgefahrenen Position positioniert ist, bestehen,
ein Durchgangsventil (242), das in der Gehäuseeinheit (211) untergebracht ist und zwischen der Hydropumpe (220) und dem hydraulischen Betätigungselement (235) positioniert und be- züglich der Gehäuseeinheit (211) beweglich ist, um zwei verschiedene Positionen zum selektiven Ändern der Durchflussmenge der Hydraulikflüssigkeit zwischen der Hydropumpe (220) und dem hydraulischen Betätigungselement (235) einzunehmen,
ein Betätigungselementdruckrückhaltemechanis- nismus (260), der in der Gehäuseeinheit (211) untergebracht ist, um den hydraulischen Druck in dem hydraulischen Betätigungselement (235) zurückzuhalten, und
einen mechanischen Verriegelungsmechanismus (265), der in der Gehäuseeinheit (211) untergebracht ist, um die Kolbenstangenanordnung (236) mit der Gehäuseeinheit (211) zu verriegeln, wenn die Hydropumpe (220) nicht von dem Antriebsmotor (225) angetrieben wird, und um die Kolbenstangenanordnung (236) von der Gehäuseeinheit (211) zu entriegeln, damit diese frei beweglich ist, wenn die Hydropumpe (220) von dem Antriebsmotor (225) angetrieben wird.


15. Hydraulikanlage (210) gemäß Anspruch 13, in welcher der Antriebsmotor (225) an der Gehäuseeinheit (211) angebracht ist.


17. Hydraulikanlage (210) gemäß Anspruch 13, in welcher die Hydropumpe (220) erste und zweite Einlass-/Auslassöffnungen (220a, 220b) aufweist, durch die die Hydraulikflüssigkeit in die Hydropumpe (220) eingeführt und aus der Hydropumpe (220) abgeführt wird, wobei das hydraulische Betätigungselement (235) erste und zweite Öffnungen (235a, 235b) aufweist, durch die die Hydraulikflüssigkeit in das hydraulische Betätigungselement (235) eingeführt und aus diesem abgeführt wird, wobei die ersten und zweiten Einlass-/Auslassöffnungen (220a, 220b) mit den ersten und zweiten Öffnungen (235a, 235b) verbunden sind, um das Einführen der Hydraulikflüssigkeit von der Hydropumpe (220) in das hydraulische Betätigungselement (235) zu ermöglichen und um das Zurückführen der Hydraulikflüssigkeit von dem hydraulischen Betätigungselement (235) zur Hydropumpe (220) zu ermöglichen, und die ferner einen hydraulischen Druckregler (226) zum Regeln des hydraulischen Drucks in der von der Hydropumpe (220) abgeführten Hydraulikflüssigkeit, beinhaltet.

Revendications

1. Un système hydraulique (10) destiné à rétracter dans le corps d’un aéronef et à déployer hors de celui-ci un train d’atterrissage destiné à être utilisé
pour le décollage et l’atterrissage, comportant :

une unité de logement (11) formée avec un orifice de communication de pression (70) raccordé à un réservoir de pression de fluide (71) et avec un orifice d’entrée/de sortie de pression (74) raccordé à un cylindre à verrou de position rentré (73),

une pompe hydraulique (20) logée dans ladite unité de logement (11) pour faire sortir de celle-ci et faire entrer dans celle-ci un fluide hydraulique,

un moteur d’entraînement (25) raccordé de façon à pouvoir être entraîné à ladite pompe hydraulique (20) pour communiquer un mouvement de rotation à ladite pompe hydraulique (20),

un actionneur hydraulique (35) logé dans ladite unité de logement (11) et ayant un assemblage à tige de piston (36) reçu dans celui-ci pour être déplacé selon un mouvement alternatif par la pompe hydraulique (20) afin de prendre deux positions différentes consistant en une position de rétraction (Pr) où ledit assemblage se retrouve verrouillé par ledit cylindre à verrou de position rentré (73) et une position déployée (Pe) où ledit assemblage à tige de piston (36) est positionné à sa position déployée,

un clapet-navette (42) logé dans ladite unité de logement (11) et positionné entre ladite pompe hydraulique (20) et ledit actionneur hydraulique (35) et pouvant être déplacé par rapport à ladite unité de logement (11) afin de prendre deux positions différentes pour changer de façon sélective l’écoulement dudit fluide hydraulique entre ladite pompe hydraulique (20) et ledit actionneur hydraulique (35),

un clapet d’urgence (46) logé dans ladite unité de logement (11) et positionné entre ladite pompe hydraulique (20) et ledit actionneur hydraulique (35) et entre ledit orifice de communication de pression (70) et ledit actionneur hydraulique (35) et pouvant être déplacé par rapport à ladite unité de logement (11) afin de prendre deux positions différentes pour changer de façon sélective l’écoulement dudit fluide hydraulique entre ladite pompe hydraulique (20) et ledit actionneur hydraulique (35) et l’écoulement entre ladite pompe hydraulique (20) et ledit réservoir de pression de fluide (71),

un mécanisme de libération de pression d’actionneur (60) logé dans ladite unité de logement (11) pour libérer ladite pression hydraulique dans ledit actionneur hydraulique (35) afin de permettre audit assemblage à tige de piston (36) d’être déplacé librement par rapport à ladite unité de logement (11) en direction de ladite position déployée (Pe) dudit assemblage à tige de piston (36), et

un mécanisme de verrouillage de façon mécanique (65) logé dans ladite unité de logement (11) pour verrouiller ensemble ledit assemblage à tige de piston (36) et ladite unité de logement (11) lorsque ladite pompe hydraulique (20) n’est pas entraînée par ledit moteur d’entraînement (25) et pour déverrouiller ledit assemblage à tige de piston (36) de ladite unité de logement (11) afin qu’il soit déplacé librement lorsque ladite pompe hydraulique (20) est entraînée par ledit moteur d’entraînement (25).

2. Un système hydraulique (10) tel qu’exposé dans la revendication 1, dans lequel ledit moteur d’entraînement (25) est logé dans ladite unité de logement (11).

3. Un système hydraulique (10) tel qu’exposé dans la revendication 1, dans lequel ledit moteur d’entraînement (25) est attaché à ladite unité de logement (11).

4. Un système hydraulique (10) tel qu’exposé dans la revendication 1, dans lequel ladite pompe hydraulique (20) est constituée d’une pompe à débit variable.

5. Un système hydraulique (10) tel qu’exposé dans la revendication 1, dans lequel ladite pompe hydraulique (20) a des premier et deuxième orifices d’entrée/de sortie (20a, 20b) faisant que ledit fluide hydraulique est introduit dans ladite pompe hydraulique (20) et déversé hors de ladite pompe hydraulique (20) à travers ceux-ci, ledit actionneur hydraulique (35) a des premier et deuxième orifices (35a, 35b) faisant que ledit fluide hydraulique est introduit dans ledit actionneur hydraulique (35) et déversé hors de celui-ci à travers ceux-ci, ledits premier et deuxième orifices d’entrée/de sortie (20a, 20b) étant raccordés auxdits premier et deuxième orifices (35a, 35b) afin de permettre audit fluide hydraulique provenant de ladite pompe hydraulique (20) d’être introduit dans ledit actionneur hydraulique (35) et de permettre audit fluide hydraulique provenant dudit actionneur hydraulique (35) d’être renvoyé à ladite pompe hydraulique (20), et lequel comporte de plus un contrôleur de pression hydraulique (26) destiné à contrôler la pression hydraulique dans le fluide hydraulique déversé à partir de
ladite pompe hydraulique (20).

6. Un système hydraulique (110) destiné à rétracter dans le corps d'un aéronef et à déployer hors de celui-ci un train d'atterrissage destiné à être utilisé pour le décollage et l'atterrissage, comportant :

une unité de logement (111) formée avec un orifice d'entrée/de sortie de pression (174) raccordé à un cylindre à verrou de position rentré (173),

une pompe hydraulique (120) logée dans ladite unité de logement (111) pour déverser de celle-ci et introduire dans celle-ci un fluide hydraulique,

un moteur d'entraînement (125) raccordé de façon à pouvoir être entraîné à ladite pompe hydraulique (120) pour communiquer un mouvement de rotation à ladite pompe hydraulique (120),

un actionneur hydraulique (135) logé dans ladite unité de logement (111) et ayant un assemblage à tige de piston (136) reçu dans celui-ci pour définir deux chambres de pression (135c, 135d), ledit assemblage à tige de piston (136) étant déplacé selon un mouvement alternatif par ladite pompe hydraulique (120) afin de prendre deux positions différentes consistant en une position de rétraction (Pr) où ledit assemblage à tige de piston (136) est positionné à sa position rétractée et verrouillé par ledit cylindre à verrou de position rentré (173) et une position déployée (Pe) où ledit assemblage à tige de piston (136) est positionné à sa position déployée,

un clapet-navette (142) logé dans ladite unité de logement (111) et positionné entre ladite pompe hydraulique (120) et ledit actionneur hydraulique (135) et pouvant être déplacé par rapport à ladite unité de logement (111) afin de prendre deux positions différentes pour changer de façon sélective l'écoulement du fluide hydraulique entre ladite pompe hydraulique (120) et ledit actionneur hydraulique (135),

un clapet de décharge (145) logé dans ladite unité de logement (111) et positionné entre ladite pompe hydraulique (120) et ledit actionneur hydraulique (135) et pouvant être déplacé par rapport à ladite unité de logement (111) afin de prendre deux positions différentes consistant en une position normale où ledit actionneur hydraulique (135) est déplacé selon un mouvement alternatif par ladite pompe hydraulique (120) afin de prendre ladite position de rétraction (Pr) et ladite position déployée (Pe), et une position anormale où les pressions hydrauliques du fluide hydraulique dans lesdites chambres de pression (135c, 135d) deviennent égales pour faire que ledit assemblage à tige de piston (136) puisse se déplacer librement par rapport à l'unité de logement (111) en direction de ladite position déployée (Pe) dudit assemblage à tige de piston (136),

un mécanisme de maintien de pression d'actionneur (160) logé dans ladite unité de logement (111) pour maintenir ladite pression hydraulique dans ledit actionneur hydraulique (135), et

un mécanisme de verrouillage de façon mécanique (165) logé dans ladite unité de logement (111) pour verrouiller ensemble ledit assemblage à tige de piston (136) et ladite unité de logement (111) lorsque ladite pompe hydraulique (120) n'est pas entraînée par ledit moteur d'entraînement (125) et pour déverrouiller ledit assemblage à tige de piston (136) de ladite unité de logement (111) afin qu'il soit déplacé librement lorsque ladite pompe hydraulique (120) est entraînée par ledit moteur d'entraînement (125).

7. Un système hydraulique (110) tel qu'exposé dans la revendication 6, dans lequel ledit moteur d'entraînement (125) est logé dans ladite unité de logement (111).

8. Un système hydraulique (110) tel qu'exposé dans la revendication 6, dans lequel ledit moteur d'entraînement (125) est attaché à ladite unité de logement (111).

9. Un système hydraulique (110) tel qu'exposé dans la revendication 6, dans lequel ladite pompe hydraulique (120) est constituée d'une pompe à débit variable.

10. Un système hydraulique (110) tel qu'exposé dans la revendication 6, dans lequel ladite pompe hydraulique (120) a des premier et deuxième orifices d'entrée/de sortie (120a, 120b) faisant que ledit fluide hydraulique est introduit dans ladite pompe hydraulique (120) et déversé hors de ladite pompe hydraulique (120) à travers ceux-ci, ledit actionneur hydraulique (135) a des premier et deuxième orifices (135a, 135b) faisant que ledit fluide hydraulique est introduit dans ledit actionneur hydraulique (35).
et déversé hors de celui-ci à travers ceux-ci, lesdits premier et deuxième orifices d'entrée/de sortie (120a, 120b) étant raccordés auxdits premier et deuxième orifices (135c, 135d) pour permettre audit fluide hydraulique provenant de ladite pompe hydraulique (120) d'être introduit dans ledit actionneur hydraulique (135) et pour permettre audit fluide hydraulique provenant dudit actionneur hydraulique (135) d'être renvoyé à ladite pompe hydraulique (120), et lequel comporte de plus un contrôleur de pression hydraulique (126) destiné à contrôler la pression hydraulique dans le fluide hydraulique déversé de ladite pompe hydraulique (120).

11. Un système hydraulique (110) tel qu'exposé dans la revendication 6, lequel comporte de plus un compensateur de pression (150) logé dans ladite unité de logement (111) en association avec ledit actionneur hydraulique (135) pour compenser la pression hydraulique dans l'une des chambres de pression (135c, 135d) de l'actionneur hydraulique (135) pour amener l'assemblage à tige de piston (136) à être gardé à sa position rétractée (Pr).

12. Un système hydraulique (110) tel qu'exposé dans la revendication 6, lequel comporte de plus une électrovanne à deux positions (155) fournie entre ladite pompe hydraulique (120) et ledit actionneur hydraulique (135) afin de prendre une première position où il est permis au fluide hydraulique entre ladite pompe hydraulique (120) et ledit actionneur hydraulique (135) de passer à travers celle-ci lorsque l'assemblage à tige de piston (136) est déplacé en direction de sa position rétractée (Pr) et de sa position déployée (Pe), et une deuxième position où il n'est pas permis au fluide hydraulique entre ladite pompe hydraulique (120) et ledit actionneur hydraulique (135) de passer à travers celle-ci lorsque l'assemblage à tige de piston (136) est gardé à sa position rétractée (Pr) et à sa position déployée (Pe).

13. Un système hydraulique (210) destiné à rétracter dans le corps d'un aéronef et à déployer hors de celui-ci un train d'atterrissage destiné à être utilisé pour le décollage et l'atterrissage, comportant :

- une unité de logement (211) pour déverser à partir de celle-ci et introduire dans celle-ci un fluide hydraulique,
- un moteur d'entraînement (225) raccordé de façon à pouvoir être entraîné à ladite pompe hydraulique (220) pour communiquer un mouvement de rotation à ladite pompe hydraulique (220),
- un actionneur hydraulique (235) logé dans ladite unité de logement (211) et ayant un assemblage à tige de piston (236) réceptif dans celui-ci pour être déplacé selon un mouvement alternatif par ladite pompe hydraulique (220) afin de prendre deux positions différentes consistant en une position de rétraction (Pr) où ledit assemblage à tige de piston (236) est positionné à sa position rétractée et verrouillé par ledit cylindre à verrou de position rentré (273) et une position déployée (Pe) où ledit assemblage à tige de piston (236) est positionné à sa position déployée,
- un clapet-navette (242) logé dans ladite unité de logement (211) et positionné entre ladite pompe hydraulique (220) et ledit actionneur hydraulique (235) et pouvant être déplacé par rapport à ladite unité de logement (211) afin de prendre deux positions différentes pour changer de façon sélective l'écoulement dudit fluide hydraulique entre ladite pompe hydraulique (220) et ledit actionneur hydraulique (235),
- un mécanisme de maintien de pression d'actionneur (260) logé dans ladite unité de logement (211) pour maintenir ladite pression hydraulique dans ledit actionneur hydraulique (235), et
- un mécanisme de verrouillage de façon mécanique (265) logé dans ladite unité de logement (211) pour verrouiller ledit assemblage à tige de piston (236) à ladite unité de logement (211) lorsque ladite pompe hydraulique (220) n'est pas entraînée par ledit moteur d'entraînement (225) et pour déverrouiller ledit assemblage à tige de piston (236) de ladite unité de logement (211) pour être déplacé librement lorsque ladite pompe hydraulique (220) est entraînée par ledit moteur d'entraînement (225).

14. Un système hydraulique (210) tel qu'exposé dans la revendication 13, dans lequel ledit moteur d'entraînement (225) est logé dans ladite unité de logement (211).
15. Un système hydraulique (210) tel qu'exposé dans la revendication 13, dans lequel ledit moteur d'entraînement (225) est attaché à ladite unité de logement (211).

16. Un système hydraulique (210) tel qu'exposé dans la revendication 13, dans lequel ladite pompe hydraulique (220) est constituée d'une pompe à débit variable.

17. Un système hydraulique (210) tel qu'exposé dans la revendication 13, dans lequel ladite pompe hydraulique (220) a des premier et deuxième orifices d'entrée/de sortie (220a, 220b) faisant que ledit fluide hydraulique est introduit dans ladite pompe hydraulique (220) et déversé hors de ladite pompe hydraulique (220) à travers ceux-ci, ledit actionneur hydraulique (235) a des premier et deuxième orifices (235a, 235b) faisant que ledit fluide hydraulique est introduit dans et déversé hors dudit actionneur hydraulique (235) à travers ceux-ci, lesdits premier et deuxième orifices d'entrée/de sortie (220a, 220b) étant raccordés auxdits premier et deuxième orifices (235a, 235b) pour permettre audit fluide hydraulique provenant de ladite pompe hydraulique (220) d'être introduit dans ledit actionneur hydraulique (235) et pour permettre audit fluide hydraulique provenant dudit actionneur hydraulique (235) d'être renvoyé à ladite pompe hydraulique (220), et lequel comporte de plus un contrôleur de pression hydraulique (226) destiné à contrôler la pression hydraulique dans le fluide hydraulique déversé de ladite pompe hydraulique (220).
FIG. 8