**EUROPEAN PATENT SPECIFICATION**

<table>
<thead>
<tr>
<th>(45) Date of publication and mention of the grant of the patent:</th>
<th>(51) Int Cl.7: H01M 10/50, H01M 2/04, H01M 10/04, H01M 2/26</th>
</tr>
</thead>
<tbody>
<tr>
<td>06.09.2000 Bulletin 2000/36</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>(21) Application number:</th>
<th>(22) Date of filing:</th>
</tr>
</thead>
<tbody>
<tr>
<td>9811375.6</td>
<td>19.06.1998</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>(54) <strong>Cylinder-shaped secondary battery</strong></th>
</tr>
</thead>
<tbody>
<tr>
<td>Zylinderförmiger Akkumulator</td>
</tr>
<tr>
<td>Accumulateur en forme cylindrique</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>(84) Designated Contracting States:</th>
</tr>
</thead>
<tbody>
<tr>
<td>DE FR GB</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>(30) Priority:</th>
</tr>
</thead>
<tbody>
<tr>
<td>27.06.1997 JP 17176597</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>(43) Date of publication of application:</th>
</tr>
</thead>
</table>

<table>
<thead>
<tr>
<th>(73) Proprietor:</th>
</tr>
</thead>
<tbody>
<tr>
<td>Kabushiki Kaisha Toyota Chuo Kenkyusho</td>
</tr>
<tr>
<td>Aichi-gun, Aichi-ken, 480-1192 (JP)</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>(72) Inventors:</th>
</tr>
</thead>
<tbody>
<tr>
<td>• Watanabe, Goro,</td>
</tr>
<tr>
<td>c/o K.K. Toyota Chuo Kenkyusho</td>
</tr>
<tr>
<td>Aichi-gun, Aichi-ken, 480-1192 (JP)</td>
</tr>
<tr>
<td>• Suzuki, Kenichi,</td>
</tr>
<tr>
<td>c/o K.K. Toyota Chuo Kenkyusho</td>
</tr>
<tr>
<td>Aichi-gun, Aichi-ken, 480-1192 (JP)</td>
</tr>
<tr>
<td>• Ebine, Yoshiaki,</td>
</tr>
<tr>
<td>c/o K.K. Toyota Chuo Kenkyusho</td>
</tr>
<tr>
<td>Aichi-gun, Aichi-ken, 480-1192 (JP)</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>(74) Representative:</th>
</tr>
</thead>
<tbody>
<tr>
<td>Blumbach, Kramer &amp; Partner GbR</td>
</tr>
<tr>
<td>Radeckestrasse 43</td>
</tr>
<tr>
<td>81245 München (DE)</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>(56) References cited:</th>
</tr>
</thead>
<tbody>
<tr>
<td>EP-A 0 620 610</td>
</tr>
<tr>
<td>FR-A 2 679 382</td>
</tr>
</tbody>
</table>

**Note:** Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

Field of the Invention

[0001] The present invention relates to a secondary battery. More particularly, it relates to a secondary battery which can efficiently radiate the heat generated during the service, which is less likely to suffer from the electrolyte-leakage problems resulting from the internal-pressure increment, and which can stably carry out its functions.

Description of Related Art

[0002] In secondary batteries, such as lithium-ion batteries, the positive electrode and negative electrode usually employ a sheet-shaped electrode in order to take out electricity efficiently. The sheet-shaped electrodes are prepared by coating an active material thinly on a metallic sheet. The resulting sheet-shaped electrodes are faced with each other while interposing a separator therebetween. Moreover, in large-sized batteries (i.e., batteries of large capacity) used in electric vehicles, the positive electrode and negative electrode are required to have an enlarged area, but to be accommodated in a battery container compactly. In particular, the secondary batteries, referred to as cylinder-shaped batteries, employ electrode sheets which are made long and continuous. The long-and-continuous electrode sheets are rolled by using a mandrel for rolling, thereby preparing a cylindrically-formed electrode. The resulting cylindrically-formed electrode is accommodated in a cylinder-shaped container. Finally, the cylinder-shaped container is closed at the opposite ends by bonding in an air-tight manner.

[0003] When the secondary batteries are charged or discharged, they generate heat by the internal resistance. Especially, the large-sized secondary batteries produce a larger amount of heat, because a large electric current flows therein. Accordingly, it is necessary to suppress the internal-pressure increment resulting from the generation of heat, and to provide adequate pressure resistance for the battery container. In particular, the cylinder-shaped batteries produce a large amount of heat, and radiate the generated heat only at the outer peripheral portion and the opposite disk-shaped members limitedly. Accordingly, the cylinder-shaped batteries carry out the radiation of heat insufficiently at portions adjacent to the center of rolling. As a result, the internal pressure increases so that there occurs the warpage at the opposite disk-shaped members, and furthermore there arise the electrolyte-leakage problems at the bonding between the cylinder-shaped container and the opposite disk-shaped members.

[0004] Japanese Unexamined Patent Publication (KOKAI) No. 6-349,460 proposes one of the measures for inhibiting the large-sized batteries from increasing the temperature: for instance; a column-shaped battery is hollowed along the central axis to utilize the resulting hollow as a cooling cylinder. According to the technique, an inner cylinder is made from an electrically-conductive metal, and is used as an external terminal of a positive electrode or a negative electrode. Moreover, disk-shaped plates are disposed at the opposite ends of a container of the column-shaped battery; and at least one of the disk-shaped plates is bonded to the inner cylinder and an outer cylinder of the container by caulking, or is fastened thereto with screws, by way of an insulating gasket or packing in an air-tight manner.

[0005] In the application to electric vehicles, it is essential to connect the independent large-sized batteries in series in a quantity of about 100 in order to produce an output voltage of about 300 V. In addition, it is needed to gather them compactly. The large-sized batteries of the above-described conventional construction employ a battery container which works as the external terminal as well. Consequently, when the battery containers are brought into contact with each other, there occurs short-circuiting between the electrodes. Hence, when assembling the conventional large-sized batteries together, it is necessary to put an insulating cover on an outer periphery of the containers. As a result, there arises the problem in that the covers impair the heat radiation off from the conventional large-sized batteries. In addition, when the heat is generated at the central portion of the conventional large-sized batteries, the heat not only radiates off directly from the inner periphery of the inner cylinder, but also transfers to the opposite end plates. Therefore, it is needed to radiate the heat off from the surface of the opposite end plates. In the conventional technique disclosed in the publication, however, the heat is inhibited from transferring to the opposite end plates, because the end plates are bonded to the inner cylinder, or fastened thereto with screws, by way of the insulating member, or the like. Thus, there arises the problem in that the heat radiation cannot be carried out sufficiently. Moreover, the end plates are bonded to the outer and inner cylinders, for example, by caulking. Accordingly, the bonding strength is low between the end plates and the outer and inner cylinders. Thus, it is difficult to provide the air-tightness between the outer and inner cylinders and the end plates.

SUMMARY OF THE INVENTION

[0006] The present invention has been developed in view of the aforementioned circumstances. It is therefore an object of the present invention to provide a secondary battery which can efficiently radiate the heat generated during the service, which is less likely to suffer from the electrolyte-leakage problems resulting from the internal-pressure increment, and which can stably carry out its functions.

[0007] A cylinder-shaped secondary battery according to the present invention comprises:
a container including a cylinder-shaped inner member, a cylinder-shaped outer member, and a pair of ring-shaped end plates; and

a rolled electrode including a positive electrode, a negative electrode and a separator disposed therethrough, the rolled electrode being accommodated in the container in an electrically insulating manner, rolled spirally, having a pair of tabs and a hollow formed therein and extending in an axial direction thereof,

the cylinder-shaped inner member having opposite ends and a hollow formed therein and extending in an axial direction thereof, and disposed in the axially-extending hollow of the rolled electrode,

the cylinder-shaped outer member having opposite ends, and disposed on a centrifugal side of the rolled electrode,

the ring-shaped end plates closing the opposite ends of the cylinder-shaped inner and outer members, and being pierced through by terminals of the cylinder-shaped secondary battery in an electrically insulating manner, the ring-shaped end plates being bonded to the opposite ends of the cylinder-shaped inner member and/or the cylinder-shaped outer member by welding.

[0008] As described above, the present cylinder-shaped secondary battery has the hollow which extends in the axial direction, and includes the container which is bonded at the opposite ends by welding. In the thus constructed present cylinder-shaped secondary battery, the heat can be transferred from the central portion to the opposite ends smoothly. As a result, the heat generated at the central portion of the present cylinder-shaped secondary battery is likely to be expelled from the cylinder-shaped inner member by way of the end plates disposed at the opposite ends.

[0009] Moreover, in the present cylinder-shaped secondary battery, the battery container involving the cylinder-shaped inner member is electrically insulated with respect to the positive electrode and negative electrode of the rolled electrode. Consequently, there arises no problem even if the independent present cylinder-shaped secondary batteries are stacked to bring the battery containers into contact with each other. This advantage is effective in the application of the present cylinder-shaped secondary battery to the electric vehicles, where a plurality of batteries are usually connected in series during the service. Specifically, the present cylinder-shaped secondary battery can get rid of the insulating cover which has been indispensable for the battery container of the conventional batteries. In the conventional batteries, the insulating cover inhibits the heat generated in the conventional batteries from radiating. On the other hand, even when heat is generated in the present cylinder-shaped secondary battery, the heat is likely to be expelled to the outside because no heat-radiation hindering element exists in the present cylinder-shaped secondary battery.

[0010] In most cases, the present cylinder-shaped secondary battery can be adequately cooled to radiate the heat by natural air-cooling or air-blowing. However, under severer service conditions where the present cylinder-shaped secondary battery generates more heat, the cylinder-shaped inner members of the independent present cylinder-shaped secondary batteries can be connected with each other by using metallic pipes to directly flow a coolant therein. If such is the case, there hardly occur the problems resulting from the electrochemical corrosion.

[0011] Thus, the present cylinder-shaped secondary battery can radiate the heat generated therein efficiently, and can keep the internal pressure increment minimum. Moreover, even when the internal pressure increases, the present cylinder-shaped secondary battery little suffers from the electrolyte-leakage problems, because the container is joined by welding to exhibit high strength. All in all, the present cylinder-shaped secondary battery can stably carry out its functions.

BRIEF DESCRIPTION OF THE DRAWINGS

[0012] A more complete appreciation of the present invention and many of its advantages will be readily obtained as the same becomes better understood by reference to the following detailed description when considered in connection with the accompanying drawings and detailed specification, all of which forms a part of the disclosure:

Fig. 1 is a perspective view for illustrating a rolled electrode in a First Preferred Embodiment of a cylinder-shaped secondary battery according to the present invention, i.e., a rolled electrode which is prepared by rolling a positive electrode, a separator and a negative electrode around a cylinder-shaped inner member;

Fig. 2 is an exploded perspective view for illustrating a cylinder-shaped outer member and end plates of a container in the First Preferred Embodiment of the present cylinder-shaped secondary battery;

Fig. 3 is a schematic perspective view for illustrating the First Preferred Embodiment of the present cylinder-shaped secondary battery, in which the end plates are bonded to the cylinder-shaped outer and inner members;

Fig. 4 is a schematic perspective view for illustrating how the end plates are bonded to the cylinder-shaped inner and outer members by welding in the First Preferred Embodiment of the present cylinder-shaped secondary battery;

Fig. 5 is a schematic axial cross-sectional view for illustrating the First Preferred Embodiment of the
The present cylinder-shaped secondary battery; Fig. 6 is a schematic axial cross-sectional view for illustrating Comparative Example No. 1, a comparative cylinder-shaped secondary battery; Fig. 7 is a schematic axial cross-sectional view for illustrating Comparative Example No. 2, another comparative cylinder-shaped secondary battery; Fig. 8 is a graph for illustrating the results of a discharging test, i.e., a graph which depicts the relationships between the discharging time and the surface temperature exhibited by the battery containers of the First Preferred Embodiment, Comparative Example No. 1 and Comparative Example No. 2; Fig. 9 is a schematic cross-sectional view for illustrating a Second Preferred Embodiment of the present cylinder-shaped secondary battery, i.e., a modified version of the First Preferred Embodiment, in which a rod is fitted into a hollow of a cylinder-shaped inner member of a battery container and is fastened by flanged nuts at the opposite ends to suppress deformation, whereby the pressure resistance of the battery container is enhanced; and Fig. 10 is a schematic partial cross-sectional view for illustrating a Third Preferred Embodiment of the present cylinder-shaped secondary battery, i.e., another modified version of the First Preferred Embodiment, in which a cylinder-shaped inner member of a battery container is threaded on the inner periphery and a flanged bolt is screwed into the cylinder-shaped inner member to suppress deformation, whereby the pressure resistance of the battery container is enhanced.

**DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS**

**[0013]** Having generally described the present invention, a further understanding can be obtained by reference to the specific preferred embodiments which are provided herein for purposes of illustration only and are not intended to limit the scope of the appended claims.

**[0014]** A cylinder-shaped secondary battery according to the present invention comprises a container, and a rolled electrode. The rolled electrode is accommodated in the container in an electrically insulating manner, and is rolled spirally. Further, the rolled electrode has a pair of tabs, and a hollow extending in an axial direction thereof. Furthermore, the rolled electrode includes a positive electrode, a negative electrode, and a separator disposed between the positive electrode and negative electrode so as to separate them.

**[0015]** The container includes a cylinder-shaped inner member, a cylinder-shaped outer member, and a pair of ring-shaped end plates. Accordingly, the container is a cylinder-shaped container whose opposite ends are closed by the ring-shaped end plates. Note that the container can be configured to have a cylinder shape, a squared-tube shape, or the like, in cross-section. The term "cylinder shape" herein means a complete circle, an ellipse shape, or the like, in cross-section. The term "squared-tube shape" herein means a rectangular shape, a square shape, a triangular shape, or the like, in cross-section.

**[0016]** The cylinder-shaped inner and outer members can be pipes of different inside and outside diameters, for example. The cylinder-shaped outer member has a length so that it can accommodate the rolled electrode therein. The cylinder-shaped inner member has a length that can be equal to or more than the length of the cylinder-shaped outer member. Further, the cylinder-shaped inner member has an outside diameter smaller than the inside diameter of the cylinder-shaped outer member. Accordingly, the cylinder-shaped inner member can be disposed in the cylinder-shaped outer member. Furthermore, the cylinder-shaped inner member has an outside diameter which can be within 50%, preferably from 10 to 20%, of the outside diameter of the rolled electrode. Moreover, the cylinder-shaped inner member can have a thickness of from 0.2 to 2 mm, preferably from 0.8 to 1.5 mm. Note that, however, the dimensional specifications of the cylinder-shaped inner member cannot be determined in general because they should be determined in view of the heat-radiating ability for the heat generated in the resulting present cylinder-shaped secondary battery as well as in view of the following factors: the winding ability of the positive electrode, negative electrode and separator of the rolled electrode, the welding ability of the cylinder-shaped inner member for constituting a battery container, and the reinforcing ability for the end plates. In addition, the cylinder-shaped outer member can have an inside diameter which is from 0.2 to 2 mm larger than, preferably from 0.5 to 1.5 mm larger than the outside diameter of the rolled electrode, and can have a thickness of from 0.2 to 2 mm, preferably from 0.5 to 1.5 mm.

**[0017]** The ring-shaped end plates can include a ring-shaped body, a terminal, and a through hole formed at the central portion of the body. The terminals of the end plates can be an external terminal and an internal terminal of the present cylinder-shaped secondary battery, and can be fitted into and fastened into the bodies of the end plates in an electrically insulating manner. The internal terminals are connected with the tabs of the rolled electrode. The cylinder-shaped inner member is fitted into the through hole of the end plates. The end plates can be formed as a ring-shaped disk, respectively. Note that the term "ring-shaped" herein means a complete circle, an ellipse, a rectangle, a square, a triangle, or the like. Further, the ring-shaped disk has an outside diameter which can be identical with the outside diameter of the cylinder-shaped outer member. Alternatively, the ring-shaped disk has an outside diameter which can fall between the outside diameter of the cylinder-shaped outer member and the inside diameter thereof. Furthermore, the ring-shaped disk has an inside diameter which
can be identical with the outside diameter of the cylinder-shaped inner member. Alternatively, the ring-shaped disk has an inside diameter which can fall between the outside diameter of the cylinder-shaped inner member and the inside diameter thereof.

[0018] As described above, the container includes the cylinder-shaped inner member, the cylinder-shaped outer member, and the ring-shaped end plates. The container can be made from materials having excellent thermal conductivity, weldability and corrosion resistance. For instance, the container can preferably be made from stainless steel, nickel-plated steel, copper, copper alloy, aluminum or aluminum alloy.

[0019] The rolled electrode includes a positive electrode, a negative electrode and a separator. It is prepared by rolling the positive electrode, separator and negative electrode spirally. Thus, in the rolled electrode, the positive electrode and negative electrode are separated from each other by the separator. The positive electrode, negative electrode and separator are not limited in particular in the present invention, and accordingly can be those used in ordinary secondary batteries.

[0020] The rolled electrode is made electrically insulated from the cylinder-shaped inner and outer members of the container in the following manner. For instance, when preparing the rolled electrode, the constituent strip-shaped separator can be made longer than the constituent positive electrode and negative electrode at the opposite ends so as to be rolled at the opposite ends by a couple of extra turns, specifically, from 2 to 3 turns, at the beginning of the rolling and after the completion of the rolling. Moreover, the cylinder-shaped inner member can be used as the mandrel for rolling the constituent strip-shaped positive electrode, negative electrode and separator of the rolled electrode.

[0021] The electricity can be taken out of the present cylinder-shaped secondary battery as follows. For instance, the rolled electrode can be provided with a pair of electrode tabs. The electrode tabs work as the current collector of the rolled electrode. Then, the electrode tabs of the rolled electrode are connected with the internal terminals of the ring-shaped end plates. The connection can be carried out by any one of the following methods: for example; fastening with a screw, caulking, spot welding and ultrasonic welding.

[0022] In the conventional batteries, the cylinder-shaped member and the plate are electrically insulated from each other by using a packing, because a part of the container must work as the electrode as well. On the other hand, in the present cylinder-shaped secondary battery, the ring-shaped end plates can be bonded to the cylinder-shaped inner and outer members directly. Thus, in the present cylinder-shaped secondary battery, no insulating member, such as a packing, is required, because the container is electrically insulated from the terminals of the rolled electrode. As a result, the abutting portions of the container can be bonded directly with each other. The container can be bonded by any one of the following metallic bonding processes: for example; soldering, brazing, arc welding and laser welding. In view of avoiding the adverse thermal influences against the rolled electrode, such as the fusion loss of the positive electrode and negative electrode into the separator in particular, it is preferred to employ the laser welding for the operation, because the laser welding can locally heat only the joints to be welded.

First Preferred Embodiment

[0023] Figs. 1 through 5 illustrate a First Preferred Embodiment of a cylinder-shaped secondary battery according to the present invention. The First Preferred Embodiment is a lithium-ion battery, and is prepared by rolling an electrode 1 around a cylinder-shaped inner member 2 working as a mandrel therefor as illustrated in Fig. 1. Fig. 5 shows the schematic axial cross-sectional view of the resulting First Preferred Embodiment.

[0024] As illustrated in Figs. 1 and 2, a battery container of the lithium-ion battery includes the cylinder-shaped inner member 2, a cylinder-shaped outer member 4, and a pair of end plates 5, all of which are made from a aluminum alloy, for example, A3004 as per Japanese Industrial Standard. The inner member 2 is made of a pipe, and has a length of 420 mm, an outside diameter of 12 mm and an inside diameter of 8 mm. The outer member 4 is made of a pipe, and has a length of 416 mm, an outside diameter of 80 mm and an inside diameter of 77 mm. The end plates 5 are made of a disk-shaped plate, and has an outside diameter of 80 mm and a thickness of 2 mm. The end plates 5 are further provided with a through hole at the central portion, respectively. The through hole has a diameter of 12 mm. Accordingly, the inner member 2 can be fitted into the through hole of the end plates 5.

[0025] The rolled electrode 1 includes a positive electrode, a negative electrode, and a separator. The positive electrode is made of a strip-shaped metallic foil, and is prepared by coating lithium manganate thereon. The negative electrode is made of a strip-shaped metallic foil, and is prepared by coating graphite thereon. The separator is made of a strip-shaped porous film. The strip-shaped porous film is made from polyethylene. The electrolyte solution was an organic solution which contains LiBF₄ as a supporting electrolyte. The positive electrode and negative electrode have a width of 360 mm. The separator has a width of 390 mm.

[0026] The positive electrode, separator and negative electrode are superimposed in this order to prepare a strip-shaped electrode. In the strip-shaped electrode, the positive electrode and negative electrode are separated from each other by the separator. The resulting strip-shaped electrode is rolled around the cylinder-shaped inner member 2 to prepare the rolled electrode 1. In the preparation, the strip-shaped electrode is rolled until the rolled electrode 1 has a rolled diameter of 76 mm. The opposite ends of the inner member 2 are pro-
The thus prepared rolled electrode 1 is accommodated in the cylinder-shaped outer member 4. Then, the outer member 4 is closed by the end plates 5 at the opposite ends. The abutting portions 10 between the end plates 5 and the inner member 2, and the abutting portions 9 between the end plates 5 and the outer member 4 are bonded by a laser welding process as illustrated in Fig. 4. The preparation of the First Preferred Embodiment of the present cylinder-shaped secondary battery is thus finished substantially. The schematic cross-sectional view of the resultant First Preferred Embodiment is depicted in Fig. 5. Note that, in the preparation, the electrode tabs 3 of the rolled electrode 1 are bonded to the internal terminal 7 of the end plates 5 by a ultrasonic welding process, thereby providing electrode terminals for the present cylinder-shaped secondary battery. Furthermore, the internal terminal 7 and external terminal 6 are electrically insulated from the end plates 5. Moreover, after bonding the abutting portions 9 between the end plates 5 and the outer member 4, and the abutting portions 10 between the end plates 5 and the inner member 2 with a laser welding machine 12 as illustrated in Fig. 4, an electrolytic solution is filled through an electrolytic-solution filling hole (not shown) which is provided for the end plate 5 of the battery container in advance. The electrolytic solution is an ordinary electrolytic solution for secondary batteries. Finally, the filling hole is sealed, thereby completing a large-sized lithium-ion battery (i.e., First Preferred Embodiment of the present cylinder-shaped secondary battery).

For comparison, Comparative Example Nos. 1 and 2 (i.e., comparative cylinder-shaped secondary batteries) are further prepared by using the same raw materials as those of the First Preferred Embodiment as hereinafter described. Note that Comparative Example Nos. 1 and 2 include a cylinder-shaped inner member, a cylinder-shaped outer member, and end plates whose dimensional specifications are slightly different from those of the First Preferred Embodiment, but which are made from the identical raw material (e.g., the A3004 aluminum alloy) with those of the First Preferred Embodiment. Whilst, Comparative Example Nos. 1 and 2 include a rolled electrode whose arrangement is same as the rolled electrode 1 of the First Preferred Embodiment.
posed at the opposite ends of a cylinder-shaped inner member 22 to close the hollow therein, but not to bond between ring-shaped end plates 52 and the inner member 22. Consequently, the axial heat transfer is hindered internally between the end plates 52 and the inner member 22 or a rolled electrode 120. Specifically, Comparative Example No. 2 has an axially-extending hollow, in which no electrolytic solution is filled. Note that, in Comparative Example No. 2, the opposite abutting portions 92 between the end plates 52 and a cylinder-shaped outer member 42 are bonded by a laser welding process, and that the end plates 52 and the inner member 22 are faced with each other by way of the flexible members 14 made from resin.

For instance, the cylinder-shaped inner member 22 is made of a pipe, and has a length of 412 mm, an outside diameter of 12 mm and an inside diameter of 8 mm. The cylinder-shaped outer member 42 is made of a pipe, and has a length of 416 mm, an outside diameter of 80 mm, and an inside diameter of 77 mm. The end plates 52 are made of a disk-shaped plate, have an outside diameter of 80 mm and a thickness of 2 mm, and are free from a through hole at the central portion.

The cylinder-shaped secondary battery of Comparative Example No. 2 is prepared in the following order: a rolled electrode 120 is prepared around the cylinder-shaped inner member 22 in the same manner as the rolled electrode 1 of the First Preferred Embodiment; the rolled electrode 120 is accommodated in the cylinder-shaped outer member 42; the flexible members 14 are placed at the opposite ends of the inner member 22; the end plates 52 are disposed at the opposite ends of the outer member 42 to close the opposite ends thereof; and the opposite abutting portions 92 between the end plates 52 and the outer member 42 are bonded by a laser welding process. Thus, in Comparative Example No. 2, the opposite abutting portions 92 between the end plates 52 and the outer member 42 are bonded by a laser welding process, however, the end plates 52 and the inner member 22 are not bonded but faced with each other by way of the flexible members 14. Note that the other manufacturing processes, such as the bonding between the internal terminals of the end plates 52 and the rolled electrode 120 and the filling of the electrolytic solution, are carried out in the same manner as the First Preferred Embodiment.

Performance Evaluation

The thus prepared First Preferred Embodiment of the present cylinder-shaped secondary battery, and Comparative Example Nos. 1 and 2 were subjected to the following tests to evaluate their performance.

(Discharging Test on Independent Cylinder-shaped Secondary Batteries)

After the First Preferred Embodiment, Comparative Example No. 1 and Comparative Example No. 2 were fully charged, they were discharged to evaluate their heat-radiating abilities. Specifically, in the discharging test, the First Preferred Embodiment, Comparative Example No. 1, and Comparative Example No. 2 were examined for the temperature variations on their battery-container surfaces with respect to the discharging time. The First Preferred Embodiment, Comparative Example No. 1, and Comparative Example No. 2 were provided with a thermocouple at the middle, as specified with an inverted solid triangle in Figs. 5, 6 and 7, respectively, to measure the temperature variations on their battery-container surfaces. Fig. 8 illustrates the results of the temperature-variation measurements on the surfaces of the cylinder-shaped secondary batteries during the discharging test. Note that all of the First Preferred Embodiment, Comparative Example No. 1 and Comparative Example No. 2 had an identical capacity of 100 Ah independently, and that they were discharged by flowing a current of 200 A at room temperature and were cooled by natural air-cooling.

According to Fig. 8, the First Preferred Embodiment exhibited a sharp temperature rise at the beginning of discharging. However, it thereafter showed an extremely gentle temperature increment which was kept about 38 °C at most. Thus, the temperature was increased only by about 13 °C from 25 °C, room temperature. It follows that the First Preferred Embodiment having the hollowed and welded construction could efficiently radiate the heat generated in the battery container because the generated heat was transferred over the entire battery container.

On the other hand, Comparative Example No. 1 showed a slightly gentle temperature increment at first, but exhibited the maximum temperature of 47 °C at the end of discharging. Thus, it exhibited a temperature increment of about 22 °C from room temperature.

It is furthermore apparent from Fig. 8 that Comparative Example No. 2 exhibited the largest temperature increment. For example, Comparative Example No. 2 was 53 °C at the end of discharging. Thus, in Comparative Example No. 2, the temperature was increased maximally by about 28 °C from room temperature.

(Battery Module Test)

Ten pieces of the First Preferred Embodiment of the present cylinder-shaped secondary battery were prepared. Five pieces were lined to connect them in series, and another five pieces were also lined to connect them in series. The resulting two lines of the present cylinder-shaped secondary batteries were stacked in two stories, thereby preparing a battery module. Thus, in the resulting battery module, the battery containers were brought into contact with each other.

The battery module was subjected to a discharging-and-recharging test under a forced air-cooling condition. According to the discharging-and-recharging
test, the independent present cylinder-shaped secondary batteries were found to generate heat, but not to exhibit the internal-pressure increment substantially. Thus, they were verified to have a good heat-radiating ability. Note that, however, the forced air-cooling was not carried out so as to flow the delivered air through the cylinder-shaped inner members 2 of the independent present cylinder-shaped secondary batteries in the axial direction thereof. It follows that, even when the inner members 2 were not subjected to the forced air-cooling, the independent present cylinder-shaped secondary batteries could satisfactorily radiate the heat generated therein.

(Pressure Resistance Evaluation)

[0042] In addition, the First Preferred Embodiment of the independent present cylinder-shaped secondary battery was subjected to a pressure-resistance test in order to examine the pressure resistance of the battery container. Specifically, air was pressurized to 20 atm, and was blown into the battery container. Then, the appearance of the battery container was inspected visually. According to the result of the visual inspection, no warpage was observed in the opposite end plates 5 substantially. Hence, it was determined that the cylinder-shaped inner member 2 bonded to the end plates 5 could effectively work as the reinforcement.

Modified Versions of First Preferred Embodiment

[0043] The First Preferred Embodiment of the present cylinder-shaped secondary battery can be further improved in terms of the pressure resistance of the battery container. The improvement can be carried out, for example, by reinforcing the abutting portions 9 between the end plates 5 and the cylinder-shaped outer member 4, and the abutting portions 10 between the end plates 5 and the cylinder-shaped inner member 2. The reinforcements can inhibit the abutting portions 9 and 10 from deforming, thereby increasing the pressure at fracture. As a result, the battery container can be upgraded in terms of the pressure resistance.

[0044] For instance, it is possible to reinforce the abutting portions 9 between the end plates 5 and the cylinder-shaped outer member 4 by altering the bonding process from the welding process to a caulking process. Moreover, it is possible to reinforce the abutting portions 10 between the end plates 5 and the cylinder-shaped inner member 2 by installing a fitting which inhibits the end plates 5 from deforming outwardly. The fitting can be installed so as not to impair the heat-radiating ability of the hollowed inner member 2 of the present cylinder-shaped secondary battery. For example, a through bolt, or an anchor bolt can be fitted into the hollow of the inner member 2, and can be fastened by using a flanged nut which keeps the end plates 5 from warping.

[0045] The following Second and Third Preferred Embodiments of the present cylinder-shaped secondary battery, the modified versions of the First Preferred Embodiment, are presented herein in order to describe how the fitting is installed to the battery container. The Second and Third Preferred Embodiments will be hereinafter described with reference to Figs. 9 and 10, respectively.

Second Preferred Embodiment

[0046] As illustrated in Fig. 9, a rod 15 is fitted into the hollow of the cylinder-shaped inner member 2. The rod 15 is of a length that is larger than that of the battery container, and is threaded at the opposite ends. Moreover, a pair of flanged nuts 16 are prepared, and are adapted for suppressing the warpage in the end plates 5. The rod 15, and the flanged nuts 16 can be formed of either metal or resin. After the rod 15 is inserted into the inner member 2, the flanged nuts 16 are fastened to the opposite ends of the rod 15. The flanged nuts 16 hold the peripheries of the abutting portions 10 between the end plates 5 and the inner member 2 directly, and thereby inhibit the end plates 5 from deforming. As a result, the flanged nuts 16 can upgrade the pressure resistance of the battery container.

Third Preferred Embodiment

[0047] The Third Preferred Embodiment employs a modified cylinder-shaped inner member 2. As illustrated in Fig. 10, the inner member 2 is threaded on the opposite inner peripheries to form threads 18, and a deformation-inhibiting flanged bolts 17 is screwed into the opposite ends of the inner member 2 directly. The flanged bolts 17 can be formed of either metal or resin. Note that Fig. 10 illustrates one of the opposite ends of the battery container only. The flanged bolts 17 hold the peripheries of the abutting portion 10 between the end plate 5 and the inner member 2 directly, and thereby inhibit the end plates 5 from deforming. As a result, the flanged bolts 17 can upgrade the pressure resistance of the battery container.

[0048] When the threads 18 are formed directly on the opposite inner peripheries of the cylinder-shaped inner member 2 which has a uniform thickness over the entire axial length, the inner member 2 comes to have a reduced thickness at the opposite ends. The reduced thickness may result in the strength deterioration at the opposite ends of the inner member 2. Hence, in the Third Preferred Embodiment, the inner member 2 can preferably have inner shoulders at the opposite ends. The inner shoulders have a thickness larger than that of the intermediate portion of the inner member 2 prior to the formation of the threads 18, and are thereafter processed to the threads 18.

[0049] Having now fully described the present invention, it will be apparent to one of ordinary skill in the art that many changes and modifications can be made.
thereto without departing from the scope of the present invention as set forth herein including the appended claims.

Claims

1. A cylinder-shaped secondary battery, comprising:

   a container including a cylinder-shaped inner member [2], a cylinder-shaped outer member [4], and a pair of ring-shaped end plates [5]; and
   a rolled electrode [1] including a positive electrode, a negative electrode and a separator disposed therebetween, said rolled electrode being accommodated in said container in an electrically insulating manner, rolled spirally, having a pair of tabs [3] and a hollow formed therein and extending in an axial direction thereon

   said cylinder-shaped inner member having opposite ends and a hollow formed therein and extending in an axial direction thereof, and disposed in the axially-extending hollow of said rolled electrode,

   said cylinder-shaped outer member having opposite ends, and disposed on a centrifugal side of said rolled electrode.

   said ring-shaped end plates [5] closing the opposite ends of the cylinder-shaped inner and outer members [2, 4], and being pierced through by terminals [7] of said cylinder-shaped secondary battery in an electrically insulating manner, said ring-shaped end plates being bonded to the opposite ends of the cylinder-shaped inner member and/or the cylinder-shaped outer member by welding.

2. The cylinder-shaped secondary battery according to Claim 1, wherein the ring-shaped end plates [5] are bonded to the opposite ends of the cylinder-shaped inner member [2] of said container by fitting a threaded rod [15] into the hollow of the inner member and fastening a flanged nut [16] to the rod.

3. The cylinder-shaped secondary battery according to Claim 1, wherein the ring-shaped end plates [5] are bonded to the opposite ends of the cylinder-shaped inner member [2] of said container by screwing a flanged threaded bolt [17] into the hollow of the inner member.

4. The cylinder-shaped secondary battery according to Claim 1, wherein said cylinder-shaped inner member [2] has a outside diameter within 50% of the outside diameter of the rolled electrode.

5. The cylinder-shaped secondary battery according to Claim 4, wherein

   said cylinder-shaped inner member [2] has an outside diameter being from 10 to 20% of the outside diameter of said rolled electrode.

6. The cylinder-shaped secondary battery according to Claim 1, wherein said cylinder-shaped inner member [2] has a thickness of from 0.2 to 2 mm.

7. The cylinder-shaped secondary battery according to Claim 1, wherein

   said cylinder-shaped outer member [4] has an inside diameter being from 0.2 to 2 mm larger than the outside diameter of the rolled electrode.

8. The cylinder-shaped secondary battery according to Claim 7, wherein said cylinder-shaped outer member [4] has an inside diameter being from 0.5 to 1.5 mm larger than the outside diameter of the rolled electrode.

9. The cylinder-shaped secondary battery according to Claim 9, wherein said cylinder-shaped inner member [2] has a thickness of from 0.5 to 1.5 mm.

10. The cylinder-shaped secondary battery according to Claim 1, wherein

    the positive electrode and negative electrode of said rolled electrode [1] have a predetermined length; and

    said separator of said rolled electrode is made longer than the length of the positive electrode and negative electrode at the opposite ends, and is rolled at the opposite ends by a couple of extra turns at the beginning of preparing the rolled electrode and after the completion thereof, thereby electrically insulating said rolled electrode from said cylinder-shaped inner and outer members.

Patentansprüche

1. Zylinderförmige Sekundärbatterie, die aufweist:

   einen Behälter, der ein zylinderförmiges innere Teil (2), ein zylinderförmiges äußeres Teil (4) und ein paar von ringförmigen Endplatten (5) aufweist, und

   eine gerollte Elektrode (1), die eine positive Elektrode, eine negative Elektrode und einen Separator, der dazwischen angeordnet ist, aufweist, wobei die gerollte Elektrode in dem Behälter in einer elektrisch isolierenden Weise aufgenommen ist, spiralformig gerollt ist, und ein Paar von Nasen (3) und einen Hohlraum,
der darin ausgebildet ist und sich in einer axialen Richtung derselben erstreckt, aufweist,

wobei das zylinderförmige innere Teil entgegengesetzte Enden und einen Hohlraum, der darin ausgebildet ist und sich in einer axialen Richtung derselben erstreckt, aufweist und in dem sich axial erstreckenden Hohlraum der gerollten Elektrode angeordnet ist,

wobei das zylinderförmige äußere Teil entgegengesetzte Enden aufweist und auf einer zentrifugalen Seite der gerollten Elektrode angeordnet ist, und

wobei die ringförmigen Endplatten (5) die entgegengesetzten Enden der zylinderförmigen inneren und äußeren Teile (2,4) verschließen und durch Anschlüsse (7) der zylinderförmigen Sekundärbatterie in einer elektrisch isolierenden Weise durchstoßen sind, wobei die ringförmigen Endplatten mit den entgegengesetzten Enden des zylinderförmigen inneren Teils und/oder des zylinderförmigen äußeren Teils durch Schweißen verbunden sind.

2. Zylinderförmige Sekundärbatterie nach Anspruch 1, bei der die ringförmigen Endplatten (5) an die entgegengesetzten Enden des zylinderförmigen inneren Teils (2) des Behälters durch Einsetzen einer mit einem Gewinde versehenen Stange (15) in den Hohlraum des inneren Teils und durch Festziehen einer mit einem Flansch versehenen Mutter (16) an der Stange verbunden sind.


4. Zylinderförmige Sekundärbatterie nach Anspruch 1, bei der das zylinderförmige innere Teil (2) einen Außendurchmesser innerhalb von 50 % des Außendurchmessers der gerollten Elektrode aufweist.

5. Zylinderförmige Sekundärbatterie nach Anspruch 4, bei der das zylinderförmige innere Teil (2) einen Außendurchmesser aufweist, der im Bereich von 10 bis 20 % des Außendurchmessers der gerollten Elektrode liegt.

6. Zylinderförmige Sekundärbatterie nach Anspruch 1, bei der das zylinderförmige innere Teil (2) eine Dicke von 0,2 bis 2 mm aufweist.

7. Zylinderförmige Sekundärbatterie nach Anspruch 1, bei der das zylinderförmige äußere Teil (4) einen Innendurchmesser aufweist, der 0,2 bis 2 mm größer als der Außendurchmesser der gerollten Elektrode ist.

8. Zylinderförmige Sekundärbatterie nach Anspruch 7, bei der das zylinderförmige äußere Teil (4) einen Innendurchmesser aufweist, der 0,5 bis 1,5 mm größer als der Außendurchmesser der gerollten Elektrode ist.

9. Zylinderförmige Sekundärbatterie nach Anspruch 6, bei der das zylinderförmige innere Teil (2) eine Dicke von 0,5 bis 1,5 mm aufweist.

10. Zylinderförmige Sekundärbatterie nach Anspruch 1, bei der die positive Elektrode und die negative Elektrode der gerollten Elektrode (1) eine vorbestimmte Länge aufweisen, und der Separator der gerollen Elektrode länger als die Länge der positiven Elektrode und der negativen Elektrode an den entgegengesetzten Enden gemacht ist und an den entgegengesetzten Enden mit ein paar Extrawicklungen am Beginn des Präparierens der gerollen Elektrode und nach der Vervollständigung desselben gerollt ist, wodurch die gerollte Elektrode von dem zylinderförmigen inneren und äußeren Teil elektrisch isoliert ist.

Revendications

1. Accumulateur de forme cylindrique comprenant :

um godet comportant un élément (2) intérieur de forme cylindrique, un élément (4) extérieur de forme cylindrique et une paire de plaques (5) d'extrémité de forme annulaire, et une électrode (1) enroulée comprenant une électrode positive, une électrode négative et un séparateur disposé entre eux, l'électrode enroulée étant logée dans le godet d'une manière électriquement isolante, enroulée en spirale, ayant une paire de pattes (3) et une cavité formée en son sein et s'étendant dans sa direction axiale,

l'élément intérieur en forme de cylindre ayant des extrémités opposées et une cavité formée en son sein et s'étendant dans sa direction axiale et étant disposé dans la cavité s'étén-
dant axialement de l'électrode enroulée, l'élément extérieur en forme de cylindre ayant des extrémités opposées et étant disposé sur un côté centrifuge de l'électrode enroulée, les plaques (5) d'extrémité de forme annulaire fermant les extrémités opposées des éléments (5, 4) intérieur et extérieur en forme de cylindre et étant traversées par des bornes (7) de l'accumulateur de forme cylindrique d'une manière électriquement isolante, les plaques d'extrémité de forme annulaire étant liées aux extrémités opposées de l'élément intérieur en forme de cylindre et/ou de l'élément extérieur en forme de cylindre par soudage.

2. Accumulateur de forme cylindrique suivant la revendication 1, dans lequel les plaques (5) d'extrémité de forme annulaire sont liées aux extrémités opposées de l'élément de l'intérieur de forme cylindrique du godet en ajustant une tige (15) filetée dans la cavité de l'élément intérieur et en fixant un écrou (16) à collet à la tige.

3. Accumulateur de forme cylindrique suivant la revendication 1, dans lequel les plaques (5) d'extrémité de forme annulaire sont liées aux extrémités opposées de l'élément (2) intérieur de forme cylindrique du godet en vissant un boulon (17) à collet dans la cavité de l'élément intérieur.

4. Accumulateur de forme cylindrique suivant la revendication 1, dans lequel l'élément (2) intérieur de forme cylindrique a un diamètre extérieur représentant moins de 50% du diamètre extérieur de l'électrode enroulée.

5. Accumulateur de forme cylindrique suivant la revendication 4, dans lequel l'élément (2) intérieur de forme cylindrique a un diamètre extérieur représentant de 10 à 20% du diamètre extérieur de l'électrode enroulée.

6. Accumulateur de forme cylindrique suivant la revendication 1, dans lequel l'élément (2) intérieur de forme cylindrique a une épaisseur de 0,2 à 2 mm.

7. Accumulateur de forme cylindrique suivant la revendication 1, dans lequel l'élément (4) extérieur de forme cylindrique a un diamètre intérieur qui est plus grand de 0,2 à 2 mm que le diamètre extérieur de l'électrode enroulée.

8. Accumulateur de forme cylindrique suivant la revendication 7, dans lequel l'élément (4) extérieur de forme cylindrique a un diamètre intérieur plus grand de 0,5 à 1,5 mm que le diamètre extérieur de l'électrode enroulée.

9. Accumulateur de forme cylindrique suivant la revendication 9, dans lequel l'élément (2) intérieur de forme cylindrique a une épaisseur de 0,5 à 1,5 mm.

10. Accumulateur de forme cylindrique suivant la revendication 1, dans lequel l'électrode positive et l'électrode négative de l'électrode (1) enroulée ont une longueur prédéterminée; et le séparateur de l'électrode enroulée peut dépasser de l'électrode positive et de l'électrode négative aux extrémités opposés, et est enroulé aux extrémités opposés d'un certain nombre de spires supplémentaires au début de la fabrication de l'électrode enroulée et après que celle-ci est terminée, isolant électriquement l'électrode enroulée des éléments intérieur et extérieur en forme de cylindre.