NEW EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention of the opposition decision: 28.11.2007 Bulletin 2007/48

(45) Mention of the grant of the patent: 03.12.2003 Bulletin 2003/49

(21) Application number: 98112868.9

(22) Date of filing: 10.07.1998

(54) Blowing agent powder and process for producing the same
Treibmittelpulver und Verfahren zu ihrer Herstellung
Agents de gonflage en poudre et procédé pour les préparer

(84) Designated Contracting States:
BE CH DE ES FR GB IT LI NL SE

(30) Priority: 19.03.1998 JP 6961898
17.04.1998 JP 10726298

(43) Date of publication of application: 22.09.1999 Bulletin 1999/38

(73) Proprietor: OTSUKA CHEMICAL COMPANY, LIMITED
Osaka-shi,
Osaka 540-0021 (JP)

(72) Inventors:
• Maekawa, Tsukasa
Kawauchi-cho,
Tokushima-shi,
Tokushima (JP)
• Takao, Toshinori
Kawauchi-cho,
Tokushima-shi,
Tokushima (JP)
• Shono, Sadafumi
Kawauchi-cho,
Tokushima-shi,
Tokushima (JP)
• Yasumaru, Chiaki
Kawauchi-cho,
Tokushima-shi,
Tokushima (JP)
• Sumitomo, Shigeru
Kawauchi-cho,
Tokushima-shi,
Tokushima (JP)
• Ueda, Nobuyuki
Satoura-cho,
Naruto-shi,
Tokushima (JP)
• Tachi, Yoshifumi
Satoura-cho,
Naruto-shi,
Tokushima (JP)

(74) Representative: Hansen, Bernd et al
Hoffmann Eitle,
Patent- und Rechtsanwälte,
Arabellastrasse 4
81925 München (DE)

(56) References cited:
EP-A- 0 092 740
US-A- 4 190 710
US-A- 4 714 568

• DATABASE WPI Week 7332 Derwent Publications Ltd., London, GB; AN 73-45415u XP002104667 & JP 48 026233 B (YOSHINORI SODA)
• DATABASE WPI Week 8152 Derwent Publications Ltd., London, GB; AN 81-95954d XP002104668 & JP 56 147833 A (OTSUKA KAGAKU YAKUHIN), 17 November 1981
• DATABASE WPI Week 8910 Derwent Publications Ltd., London, GB; AN 89-071673 XP002104669 & JP 01 022851 A (SUMITOMO ELECTRIC IND. CO.), 25 January 1989
• DATABASE WPI Week 9704 Derwent Publications Ltd., London, GB; AN 97-038157 XP002104670 & JP 08 295872 A (OTSUKA KAGAKU YAKUHIN), 12 November 1996
• DATABASE WPI Week 7605 Derwent Publications Ltd., London, GB; AN 76-08217X XP002104671 & JP 50 087455 A (EIWA CHEM. IND. CO.), 14 July 1975

Remarks:
The file contains technical information submitted after the application was filed and not included in this specification.
Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present relates to a blowing agent powder and a process for producing the same.

2. Discussion of the Background

[0002] Blowing agents have conventionally been used in the form of a fine powder, and have posed a problem of dusting in the working atmosphere.

[0003] As a means for eliminating the above problem, a technique has been proposed in which a blowing agent powder is mixed with a wax under heating using a mixer having shearing blades, mixing blades, or the like, and the resultant mixture is granulated (see Japanese Published Unexamined Patent Application No. 90543/77). However, the granulated blowing agent obtained by the above technique has poor homogeneity and poor dispersibility into resins. It is therefore difficult to use the granulated blowing agent to obtain a finely and evenly foamed object, and therefore, the granulated blowing agent is hence unsatisfactory for practical use.

[0004] Furthermore, such conventional blowing agents have a problem that they agglomerate and are solidified with the lapse of time or under load to thereby show impaired flowability in the step of addition to resins to cause hopper clogging, or to thereby have impaired dispersibility into resins. Mitigation of this solidification is desired more and more with the recent trend toward quality improvement in foamed resins and labor saving in the production thereof.

[0005] On the other hand, techniques which have been employed for inhibiting the solidification of blowing agents include (1) technique of adding inorganic powder particles, e.g., silica, metal silicate or the like, as a solidification inhibitor to a blowing agent, (2) technique of batchwise drying a blowing agent for a sufficient period to thereby diminish the water contained therein in a slight amount, and the like.

[0006] However, use of these techniques has various drawbacks. Namely, technique (1), although effective in solidification prevention in some degree, cannot impart the effect which lasts beyond several months. For application to a blowing agent comprising finer particles, inorganic powder particles should be added in a larger amount. However, the addition of a larger amount of the inorganic powder particles is causative of cell enlargement during foaming, and is hence undesirable in applications where fine cells are required. Technique (2), on the other hand, has significantly reduced productivity because the drying requires much time, resulting in an increased production cost. In addition, technique (2) cannot cope with continuous production.

[0007] Japanese Published Unexamined Patent Application No. 320432/92 discloses a method of adding a silane coupling agent dissolved in a solvent to azodicarbonamide to thereby improve flowability and dispersibility into resins. Furthermore, Japanese Published Unexamined Patent Application No. 295872/96 discloses a method of adding an aluminum coupling agent dissolved in a solvent to a chemically blowing agent to thereby improve flowability and dispersibility into resins. However, these techniques each is insufficient in the effect of solidification prevention and ineffective in eliminating the problem of dusting.

[0008] JP-A-56-147833 describes a blowing agent composition comprising a blowing agent powder (azodicarbonamide), an inorganic zinc compound and a fatty acid. The fatty acid is used in an amount of 0.0025 - 1 part by weight of the blowing agent powder.

SUMMARY OF THE INVENTION

[0009] An object of the present invention is to provide a modified blowing agent powder which is inhibited from causing dusting in the working atmosphere during each of packaging, transportation, storage, use, and the like, and is inhibited from aggregation and solidification with the lapse of time or under load, is homogeneous, and has satisfactory dispersibility into resins.

[0010] Another object of the present invention is to provide a process for producing a blowing agent powder.

[0011] According to a first aspect, there is provided a powder comprising a blowing agent powder core coated on its surface with a liquid paraffin, the blowing agent being azodicarbonamide, hydrazodicarbonamide, p,p'-oxybis(benzenesulfonyl hydrazide), dinitropentamethylenetetramine, p-toluenesulfonyl hydrazide, benzenesulfonyl hydrazide, 5-phenyltetrazole, or a salt of any thereof with an alkaline earth metal or aluminium, and the blowing agent has a water content of less than 0.03 wt.% and is obtained by treating a blowing agent with a surface-treating agent capable of removing water from the blowing agent.

[0012] According to a second aspect, the present invention provides a process for producing a powder comprising a blowing agent powder core coated on its surface with an oil-like substance selected from an oil or fat in a liquid to solid
(a) adding the at least one oil-like substance in the form of a mist to a blowing agent powder; and

(b) mixing the oil-like substance with the blowing agent powder under such conditions that pulverization of the blowing agent powder is avoided to the extent that the specific surface area of the blowing agent powder increases by no more than 20% during the mixing whilst ensuring that the blowing agent powder is evenly sprayed with the oil-like substance, and

(c) adding to the blowing agent powder a surface-treating agent capable of removing water from the blowing agent.

The present inventors made intensive studies in order to solve the above problems. As a result, the inventors have found that a blowing agent powder having the desired properties is obtained by adding an oil-like substance in the form of a mist to a blowing agent powder and mixing the oil-like substance with the blowing agent powder under such mixing conditions that the blowing agent powder is less susceptible to pulverization. As a result, dusting in the working atmosphere is inhibited during each of packaging, transportation, storage, use, and the like, and a blowing agent powder which is homogeneous and has satisfactory dispersibility into resins is produced.

Furthermore, the present inventors assumed that the solidification of a blowing agent powder proceeds because a slight amount of water, specifically the water contained in a slight amount in the blowing agent particles and the water absorbed by the blowing agent particles from the atmosphere during production, transportation, and storage, serves to bond the blowing agent particles to one another on their surfaces. Further investigations were made based on this assumption. As a result, the present inventors have found that a blowing agent powder significantly inhibited from solidification and satisfactory in flowability, dispersibility into resins, and the like, even after the lapse of a prolonged period of time is obtained by reacting the water contained in blowing agent particles with a surface-treating agent capable of removing water from the blowing agent, such as a coupling agent, and preferably form a film of the surface-treating agent on the surface of the blowing agent particles. As a result, solidification of the blowing agent powder is markedly inhibited, and a blowing agent powder which is homogeneous and has satisfactory dispersibility into resins is produced.

The blowing agent powder which can be used in the process of the present invention is selected from conventionally known blowing agents. Examples include blowing agents, for example, azodicarbonamide (ADCA), hydrazodicarbonamide (HDCA), p,p'-oxybis(benzenesulfonyl hydrazide) (OBSh), dinitropentamethylenetetramine (DPT), p-toluenesulfonyl hydrazide (TSH), benzenesulfonyl hydrazide (BSH) and 5-phenyltetrazole (5-PT), and salts of these with an alkaline earth metal (e.g., calcium, barium, or strontium) or with aluminum; and inorganic blowing agents, for example, sodium hydrogen carbonate and anhydrous monosodium citrate. Among these, preferred are ADCA, OBSh, DPT, TSH, BSH and 5-PT; and salts of these with calcium, barium, strontium and aluminum, especially preferred is ADCA.

In the present invention, these blowing agent powders are used alone or as a mixture of two or more thereof.

Although the particle diameter of the blowing agent powder is not particularly limited in the present invention, the process of the present invention is generally applicable to blowing agent powders having a particle diameter of about 1 to 100 μm, which often pose the problem of dusting. The particle diameter of the blowing agent powder is preferably about 2 to 50 μm, more preferably about 3 to 30 μm, and most preferably about 3 to 20 μm. The term "particle diameter" as used herein for a blowing agent powder means the median size thereof determined with a laser diffraction type particle size distribution analyzer.

The blowing agent powder for use in the present invention may contain one or more other ingredients known in this field, such as a stabilizer, a pigment/filler and a blowing inhibitor. A blowing agent powder containing these ingredients is included in the blowing agent powder of the present invention.

Examples of the stabilizer include tribasic lead sulfate, dibasic phosphites, lead stearate, zinc stearate, zinc carbonate, zinc oxide, barium stearate, calcium stearate, dibutylin maleate and urea. Examples of the pigment/filler include chrome yellow, carbon black, titanium dioxide and calcium carbonate. Examples of the blowing inhibitor include maleic acid.

The term "substantially anhydrous" as used herein means to have a water content lower than 0.03% by weight, preferably lower than 0.01% by weight. The water content (% by weight) in a blowing agent (e.g., crystalline ADCA) is herein determined by heating the blowing agent at 110°C for 2 hours while passing water-free nitrogen gas therethrough, introducing the effluent nitrogen gas into a Karl Fisher's water meter (trade name: MKS-1; manufactured by Kyoto Electronics Manufacturing Co., Ltd.) prevented from suffering water penetration thereinto from the surrounding air to measure the amount of water contained in the nitrogen gas, and converting this water amount into a percentage amount based on the weight of the blowing agent.

In the process of the invention. Also, in the powder of the invention such a water content of lower than 0.03 wt.% is obtained by treating the blowing agent powder with such a surface-treating agent. Such a substantially anhydrous blowing agent powder is obtained by a step (c) of adding to a blowing agent a surface-treating agent capable of removing
These compounds react with and remove water in a blowing agent, for example, by the following mechanism:

\[
2RCOOH \rightarrow \beta \text{ triethoxysilane}, N-(\text{ethylacetoacetate}) \text{ titanate, tetraoctyl bis(ditridecyl phosphate) titanate and bis(dioctyl pyrophosphate) hydroxyacetate titanate.}
\]

Examples of the organic acid anhydrides include conventionally known organic acid anhydrides. Specific examples include isopropyl triisostearoyl titanate, isopropyl tris(dioctyl pyrophosphate) titanate, tetracetyl bis(ditridecyl phosphate) titanate and bis(dioctyl pyrophosphate) hydroxyacetate titanate.

These compounds react with and remove water in a blowing agent, for example, by the following mechanism:

\[
(RCO)_2 + H_2O \rightarrow 2RCOOH
\]

(wherein \( R \) represents an organic acid residue).

The above coupling agents and the organic acid anhydrides can be especially preferred because they not only have the property of chemically bonding to water to thereby remove the water contained in a blowing agent, but also have the property of forming a film capable of preventing external water absorption on the surface of the blowing agent particles (for example, unreacted coupling agent, and the like).

Examples of the anhydrous inorganic compounds include known anhydrous inorganic compounds so long as they can remove crystal water by binding to water. Specific examples include anhydrous magnesium sulfate, anhydrous potassium carbonate, anhydrous sodium carbonate, anhydrous sodium sulfate, anhydrous sodium sulfite and anhydrous magnesium carbonate. These compounds react with water contained in a blowing agent and fix the reacted water as crystal water, for example, by the following typical mechanism:

\[
\text{Na}_2\text{SO}_4 + nH_2O \rightarrow \text{Na}_2\text{SO}_4\cdot nH_2O
\]

(wherein \( n \) represents an integer of 1 or more).
By regulating the addition amount of the oil-like substance by weight, more preferably 0.1 to 0.5 parts by weight, based on 100 parts by weight of the blowing agent powder.

Examples of methods for forming a mist of an oil-like substance which has been liquefied by heating are given. The thus obtained oil-like substance can be used as it is or after being dissolved in an appropriate solvent. Examples of the solvent include aromatic hydrocarbons, such as toluene or xylene. In the case where an oil-like substance which is solid at ordinary temperature, the surface-treating agent which is solid at ordinary temperature, the surface-treating agent is preferably used as it is without being dissolved in a solvent, preferably under conditions substantially free of a solvent, in order that no adverse influence be exerted on reaction with water or adsorption of water. If a solution or dispersion of an coupling agent in a solvent is used, the reaction between the water present in the blowing agent and the coupling agent does not proceed sufficiently, water is remained in the blowing agent, and therefore, a substantially anhydrous blowing agent cannot be obtained. Consequently, such use is not preferred. Especially, use of an organic solvent containing water or moisture is not preferred because a water content in the blowing agent may be increased to the contrary.

The term "oil-like substance" as used herein means any of oils and fats in a liquid to solid state, hydrocarbons, and fatty acids.

Examples of the oils and fats include natural fats derived from vegetables or animals, such as soybean oil, coconut oil, linseed oil, cotton seed oil, rapeseed oil, tung oil, pine oil, rosin, castor oil, beef tallow, squalane, lanolin, and hardened oils, and purified products of these.

Examples of the hydrocarbons include aliphatic hydrocarbons having 20 to 48 carbon atoms, inclusively called paraffin waxes, and derivatives thereof; aliphatic hydrocarbons having 8 to 19 carbon atoms and derivatives thereof (for example, dialkyl phthalates (e.g., dioctyl phthalate), phthalates of higher alcohols (e.g., nonyl phthalate)); paraffinic, naphthenic, or aromatic processing oils; and liquid paraffins. The above hydrocarbons include those isolated and purified from the above natural oils and fats.

Examples of the fatty acids include fatty acids (for example, lauric acid, myristic acid, palmitic acid, stearic acid; oleic acid and behenic acid), salts thereof, and other derivatives thereof. The fatty acids include those isolated and purified from the above natural oils and fats.

Oil-like substances having a melting point of 90°C or lower are preferably used in the present invention. More preferred are oil-like substances which are liquid at ordinary temperature. An especially preferred oil-like substance is a liquid paraffin.

In the present invention, the oil-like substance can be used as it is or after being dissolved in an appropriate solvent. Examples of the solvent include aromatic hydrocarbons, such as toluene or xylene. In the case where an oil-like substance which is solid at ordinary temperature is used, it is preferred to liquefy the same by heating.

In the step (a) in the present invention, the addition of an oil-like substance to a blowing agent powder is accomplished by forming a mist of the oil-like substance and spraying the same over the blowing agent powder. If an oil-like substance placed in a container, e.g., a cup, is directly added to a blowing agent powder, for example, by dropping, the blowing agent powder cannot be sufficiently mixed with the oil-like substance. As a result, blowing agent powders which, even in the same lot, have unevenness of the content of the oil-like substance are given. The thus obtained blowing agent powders are hence unsuitable for use in applications where even and fine foaming is required.

Examples of methods for forming a mist of an oil-like substance and spraying the mist over a blowing agent powder include a method in which a liquid oil-like substance or an oil-like substance which has been liquefied by heating is sprayed over a blowing agent powder by means of an atomizer. Examples of the atomizer include a two-fluid nozzle and a pressure nozzle. The size of the mist particles during spraying is generally about 0.1 to 100 μm, preferably about 1 to 50 μm, and more preferably about 1 to 10 μm.

The addition amount of the oil-like substance based on the blowing agent powder is preferably 0.001 to 10 parts by weight, more preferably 0.1 to 0.5 parts by weight, based on 100 parts by weight of the blowing agent powder. By regulating the addition amount of the oil-like substance to 0.001 part by weight or more, a blowing agent powder
sufficiently inhibited from causing dusting can be obtained. By regulating the addition amount of the oil-like substance to 10 parts by weight or less, preferably 0.5 part by weight or less, the blowing agent powder can be inhibited from solidification or having impaired dispersibility into resins. More specifically, it is preferred to regulate the addition amount of the oil-like substance according to the specific surface area of the blowing agent powder. For example, the addition amount of an oil-like substance for a blowing agent powder having a small specific surface area (0.1 to 2 m²/g) is preferably small (0.001 to 0.5 part by weight), while that for a blowing agent powder having a large specific surface area (2 to 10 m²/g) is preferably large (0.2 to 10 parts by weight).

[0050] In the step (b) in the present invention, the mixing is conducted under mixing conditions that the blowing agent powder is less susceptible to pulverization. Herein the term "under mixing conditions that the blowing agent powder is less susceptible to pulverization" means that an increase in the specific surface area through the mixing is 20% or less, more preferably 10% or less. Mixing apparatuses which can be used for the above mixing are not particularly limited. Examples include supermixers, Henschel mixers, screw mixers such as Nauta mixers, proshear mixers, and ribbon blenders.

[0051] If a blowing agent is pulverized in the above mixing, dust reducing effect may be lost, and the resultant powder has an increased specific surface area and hence enhanced hygroscopicity. Additionally, even if the blowing agent powder which has been coated to inhibit water adsorption is used, a section having no coating is provided, and hence hygroscopicity is enhanced more and more. Thus, the effect of the present invention may be lost. Particularly, if the blowing agent powders having a particle diameter of 10 μm or more which are easily pulverized are used, it should be especially paid attention to this point.

[0052] For more evenly mixing a blowing agent powder with an oil-like substance in the present invention, the mixing apparatus used is preferably operated at a sufficiently high mixing speed as long as the blowing agent powder is inhibited from being pulverized. Namely, it is preferred to conduct the mixing under such conditions that the blowing agent powder is not pulverized, in such a manner that the blowing agent powder is evenly sprayed with the oil-like substance, in other words, the blowing agent powder is sprayed with these ingredients over a certain period so as to avoid unevenness of spraying.

[0053] In the step (b) in the present invention, the blowing agent powder is mixed with the oil-like substance preferably under heating.

[0054] For example, the heating temperature is generally from 30°C to the decomposition temperature of the blowing agent, preferably from 40°C to the decomposition temperature of the blowing agent. If ADCA, OBSH or DPT having a decomposition temperature of not lower than 150°C is used as a blowing agent, the preferred temperature is 55 to 100°C. From the standpoint of reducing the heating period to conduct the mixing even more efficiently to thereby minimize the energy cost, it is preferred to use a heating temperature of about 70 to 90°C.

[0055] The addition method, mixing conditions, and heating temperature in the above method of treating the blowing agent powder with the oil-like substance can be selected in the same manner as in the method of treating the blowing agent powder with the surface-treating agent in step (c).

[0056] Although the step (b) may be conducted after the step (a) in the process of the present invention, it is especially preferred to simultaneously conduct the steps (a) and (b). Furthermore, it is preferred that the step (c) is simultaneously conducted.

[0057] More specifically, in the case where a cone ribbon blending dryer having a capacity of 50 liters (trade name: Ribocone E RME-50; manufactured by Okawara Mfg. Co., Ltd.), for example, is used as the mixing apparatus, it is preferably operated at a rotational speed of 40 to 100 rpm, a spraying rate for the aluminum compound coupling agent of 1 to 200 g/min (preferably 1 to 20 g/min), a spraying rate for the oil-like substance of 1 to 200 g/min (preferably 1 to 20 g/min), and a mixing period of 1 to 30 minutes. In the case where a cone ribbon blending dryer having a capacity of 400 liters (trade name: Ribocone E RME-400; manufactured by Okawara Mfg. Co., Ltd.), for example, is used as the mixing apparatus, it is preferably operated under the conditions of a rotational speed of 30 to 70 rpm, a spraying rate for the aluminum compound coupling agent of 10 to 2,000 g/min (preferably 10 to 100 g/min), a spraying rate for the oil-like substance of 10 to 2,000 g/min (preferably 10 to 100 g/min), and a mixing period of 1 to 30 minutes.

[0058] Since the blowing agent powder modified by the process of the present invention is inhibited from causing dusting in the handling atmosphere in each of packaging, storage, transportation and use, it does not adversely influence the health of the workmen. The blowing agent powder of the present invention is equal or superior to conventional blowing agent powders in foaming performance. Furthermore, since the blowing agent powder of the present invention has satisfactory dispersibility into resins, it is especially suitable for use in applications where even and fine foaming is required, for example, in the production of foamed sheets for use as wall papers. Additionally, since the blowing agent powder of the present invention has intact unsusceptibility to solidification, it does not necessitate a step of pulverization or the like before use.

[0059] The blowing agent powder of the present invention has been significantly improved especially in unsusceptibility to solidification under load and in unsusceptibility to solidification with the lapse of time. Hence, it is not only hardly solidified even through long-term storage in a stacked state, but also retains over long the satisfactory flowability and
the satisfactory dispersibility into resins which properties are possessed immediately after production.

[0060] Consequently, as a result that the blowing agent powder of the present invention is provided, the fear that blowing agent powder products may be solidified under load or with the lapse of time from the production thereof to the use thereof by users is eliminated.

[0061] The present invention will be explained below in more detail by reference to Examples, Comparative Examples, and Test Examples.

[0062] The oil-like substances used in the following Examples and Comparative Examples are as follows:

Oil-like substance A: highly purified liquid paraffin having 21 carbon atoms on the average (trade name: U-6; manufactured by Matsumura Oil Research Corp.);
Oil-like substance B: liquid paraffin having 21 carbon atoms on the average (trade name, P-60: manufactured by Matsumura Oil Research Corp.);
Oil-like substance C: liquid paraffin having 33 carbon atoms on the average (trade name: P-350P; manufactured by Matsumura Oil Research Corp.)

EXAMPLES 1 TO 8 (Reference, not according to the invention)

[0063] Into a cone ribbon blender having a capacity of 50 liters (trade name: Ribocone E; manufactured by Okawara Mfg. Co., Ltd.) was introduced 20 kg of ADCA (manufactured by Otsuka Chemical Co., Ltd.; average particle diameter: 5 \( \mu \)m; specific surface area: 1.5 m\(^2\)/g; the same applies in the following Examples 9 to 11 and Comparative Example 1). Oil-like substance A, B, or C was sprayed over the ADCA with a two-fluid nozzle or a pressure nozzle under the conditions shown in Table 1 given later, while mixing the contents at a rotational speed of 76 rpm. After completion of the spraying, the contents were further stirred continuously for 7 minutes and 30 seconds to obtain a blowing agent powder according to the present invention.

EXAMPLE 9 (Reference, not according to the invention)

[0064] ADCA was introduced into a supermixer (capacity: 200 liters; manufactured by Kawata Seisakusho K.K.). Oil-like substance A was sprayed over the ADCA with a two-fluid nozzle while mixing the contents at a rotational speed of 300 rpm. Thereafter, the contents were further stirred continuously for 7 minutes and 30 seconds to obtain a blowing agent powder.

EXAMPLE 10 (Reference, not according to the invention)

[0066] A blowing agent powder was obtained in the same manner as in Example 9, except that the addition of oil-like substance A was conducted by dropping.

EXAMPLE 11 (Reference, not according to the invention)

[0066] A blowing agent powder was obtained in the same manner as in Example 1, except that the addition of oil-like substance A was conducted by dropping.

COMPARATIVE EXAMPLE 1

[0067] ADCA in the untreated state was taken as a blowing agent powder of Comparative Example 1.

TEST EXAMPLE 1

[0068] A 5 g portion was taken from the blowing agent powder obtained in each of the above Examples and Comparative Examples, and examined with a Heubach dust meter for the degree of dusting (%) under the conditions of a flow rate of 20 l/min and an examination period of 5 minutes. The results obtained are shown in Table 1.

<table>
<thead>
<tr>
<th>Oil-like substance</th>
<th>Addition amount</th>
<th>Nozzle</th>
<th>Flow rate (g/min)</th>
<th>Mixer</th>
<th>Degree of dusting (%)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Ex. 1</td>
<td>A</td>
<td>50 g (0.25%)</td>
<td>two-fluid</td>
<td>Ribocone E</td>
<td>0.1</td>
</tr>
</tbody>
</table>

TABLE 1
The results given in Table 1 show that the blowing agent powders according to the present invention were significantly inhibited from causing dusting as compared with the untreated blowing agent powder (Comparative Example 1).

**TEST EXAMPLE 2**

A 400 g portion of each of the blowing agent powders obtained in the above Example 1 and Comparative Example 1 was packed into a polyethylene bag having dimensions of 23 cm by 13 cm. After sufficient deaeration, the opening of each bag was heat-sealed. The packages thus obtained were stacked, and a load of 8 kPa (0.08 kg/cm²) was imposed on the stack. These packages were allowed to stand for 10 days in that state to obtain blowing agent powders to be tested.

To 100 parts by weight of poly(vinyl chloride) were added 3 parts by weight of each blowing agent powder to be tested, 2.5 parts by weight of a calcium/zinc compound stabilizer (trade name: KV-83; manufactured by Kyodo Chemical Co., Ltd.), and 60 parts by weight of a plasticizer (dioctyl phthalate). These ingredients were mixed by means of a propeller mixer at 400 rpm for 3 or 7 minutes. The resultant mixture was applied to a flame-retardant paper for wallpaper use in a thickness of 0.25 mm over an area having a width of 120 mm and a length of 400 mm, and the coating was caused to gel by heating at 145°C for 45 seconds to obtain a sheet: The sheet obtained was visually examined to count the number of blowing agent solidification contained therein to thereby evaluate dispersibility.

Both samples had the same dispersibility. The results show that the blowing agent powder of the present invention was equal in foaming performance to the untreated blowing agent powder.

**EXAMPLE 12**

In a cone ribbon blender (trade name: Ribocone E RME-400; manufactured by Okawara Mfg. Co., Ltd.) was placed 250 kg of ADCA (manufactured by Otsuka Chemical Co., Ltd.; average particle diameter, 20 μm; the same applies in the following Examples 13 to 18 and Comparative Example 2-4). Thereto was added, with stirring at 70 rpm and 90°C, 250 g of aluminum tris(ethylacetoacetate) (trade name: ALCH-TR; manufactured by Kawaken Fine Chemicals Co., Ltd.) which had been melted by heating at 90°C and 125 g of oil-based substance B which had not been preheated, by spraying in the form of a mist using a two-fluid nozzle (the thermally molten aluminum tris(ethylacetoacetate) was sprayed at a rate of 20 g/min, and the liquid paraffin was sprayed at a rate of 10 g/min). After completion of the addition, stirring was further continued under the same conditions for 7.5 minutes to obtain a blowing agent powder according to the present invention.

**EXAMPLE 13**

In a cone ribbon blender (trade name: Ribocone E RME-400; manufactured by Okawara Mfg. Co., Ltd.) was placed 250 kg of ADCA. Thereto was added, with stirring at 70 rpm and 90°C, 250 g of aluminum tris(ethylacetoacetate)
(trade name: ALCH-TR; manufactured by Kawaken Fine Chemicals Co., Ltd.) which had been melted by heating at 90°C, by spraying in the form of a mist using a two-fluid nozzle (the thermally molten aluminum tris(ethylacetoacetate) was sprayed at a rate of 20 g/min). After completion of the addition, stirring was further continued under the same conditions for 10 minutes. Subsequently, while the contents were continuously stirred, 125 g of oil-based substance B which had not been preheated was added thereto by spraying in the form of a mist (the liquid paraffin was sprayed at a rate of 10 g/min). After completion of the addition, stirring was further continued for 7.5 minutes to obtain a blowing agent powder according to the present invention.

EXAMPLE 14

[0075] In a cone ribbon blender (trade name: Ribocone E RME-400; manufactured by Okawara Mfg. Co., Ltd.) was placed 250 kg of ADCA. Thereto were simultaneously added, with stirring at 70 rpm and 90°C, 250 g of aluminum tris(ethylacetoacetate) (trade name: ALCH-TR, manufactured by Kawaken Fine Chemicals Co., Ltd.) which had been melted by heating at 90°C and 125 g of oil-based substance B which had not been preheated, by dropping (the thermally molten aluminum tris(ethylacetoacetate) was dropped at a rate of 20 g/min, and the liquid paraffin was dropped at a rate of 10 g/min). After completion of the addition, stirring was further continued under the same conditions for 7.5 minutes to obtain a blowing agent powder according to the present invention.

EXAMPLE 15

[0076] A mixture of 250 g of aluminum tris(ethylacetoacetate) (trade name: ALCH-TR; manufactured by Kawaken Fine Chemicals Co., Ltd.) and 500 g of oil-based substance B was prepared and melted by heating at 90°C beforehand. Subsequently, 250 kg of ADCA was placed in a cone ribbon blender (trade name: Ribocone E RME-400; manufactured by Okawara Mfg. Co., Ltd.). Thereto was added, with stirring at 70 rpm and 90°C, the aluminum tris(ethylacetoacetate)/liquid paraffin mixture prepared beforehand, by spraying in the form of a mist using a two-fluid nozzle (the aluminum tris(ethylacetoacetate)/liquid paraffin mixture was sprayed at a rate of 20 g/min). After completion of the addition, stirring was further continued under the same conditions for 7.5 minutes to obtain a blowing agent powder according to the present invention.

EXAMPLE 16

[0077] In a cone ribbon blender (trade name: Ribocone E RME-400; manufactured by Okawara Mfg. Co., Ltd.) was placed 250 kg of ADCA. Thereto was added, with stirring at 70 rpm and 90°C, 250 g of aluminum tris(ethylacetoacetate) (trade name: ALCH-TR; manufactured by Kawaken Fine Chemicals Co., Ltd.) which had been melted by heating at 90°C, by spraying in the form of a mist using a pressure nozzle (the thermally molten aluminum tris(ethylacetoacetate) was sprayed at a rate of 40 g/min). After completion of the addition, stirring was further continued under the same conditions for 10 minutes. Subsequently, while the contents were continuously stirred, 125 g of oil-based substance B which had not been preheated was added thereto by spraying in the form of a mist using a pressure nozzle (the liquid paraffin was sprayed at a rate of 20 g/min). After completion of the addition, stirring was further continued for 7.5 minutes to obtain a blowing agent powder according to the present invention.

EXAMPLE 17

[0078] In a cone ribbon blender (trade name: Ribocone E RME-400; manufactured by Okawara Mfg. Co., Ltd.) was placed 250 kg of ADCA. Thereto was added, with stirring at 70 rpm and 90°C, 500 g of aluminum tris(ethylacetoacetate) (trade name: ALCH-TR; manufactured by Kawaken Fine Chemicals Co., Ltd.) which had been melted by heating at 90°C, by spraying in the form of a mist using a two-fluid nozzle (the thermally molten aluminum tris(ethylacetoacetate) was sprayed at a rate of 20 g/min). After completion of the addition, stirring was further continued under the same conditions for 10 minutes. Subsequently, while the contents were continuously stirred, 125 g of oil-based substance B which had not been preheated was added thereto by spraying in the form of a mist using a two-fluid nozzle (the liquid paraffin was sprayed at a rate of 5 g/min). After completion of the addition, stirring was further continued for 7.5 minutes to obtain a blowing agent powder according to the present invention.

EXAMPLE 18

[0079] In a supermixer (trade name: SMV-200; manufactured by Kawata Seisakusho K.K.) was placed 100 kg of ADCA. Thereto were simultaneously added, with stirring at 300 rpm and 90°C, 100 g of aluminum tris(ethylacetoacetate) (trade name: ALCH-TR; manufactured by Kawaken Fine Chemicals Co., Ltd.) which had been melted by heating at
90°C and 50 g of oil-based substance B which had not been preheated, by spraying in the form of a mist using a two-fluid nozzle (the thermally molten aluminum tris(ethylacetoacetate) was sprayed at a rate of 20 g/min, and the liquid paraffin was sprayed at a rate of 10 g/min). After completion of the addition, stirring was further continued under the same conditions for 7.5 minutes to obtain a blowing agent powder.

COMPARATIVE EXAMPLE 2

[0080] The untreated blowing agent was taken as a blowing agent powder of Comparative Example 2.

COMPARATIVE EXAMPLE 3

[0081] In a cone ribbon blender (trade name: Ribocone E RME-400; manufactured by Okawara Mfg. Co., Ltd.) was placed 250 kg of ADCA. Thereto was added, with stirring at 70 rpm and 90°C, 250 g of aluminum tris(ethylacetoacetate) (trade name: ALCH-TR; manufactured by Kawaken Fine Chemicals Co., Ltd.) which had been melted by heating at 90°C as the only additive, by spraying in the form of a mist using a two-fluid nozzle (the thermally molten aluminum tris (ethylacetoacetate) was sprayed at a rate of 20 g/min). After completion of the addition, stirring was further continued under the same conditions for 7.5 minutes to obtain a blowing agent powder.

COMPARATIVE EXAMPLE 4

[0082] In a cone ribbon blender (trade name: Ribocone E RME-400; manufactured by Okawara Mfg. Co., Ltd.) was placed 250 kg of ADCA. Thereto was added, with stirring at 70 rpm and 90°C, 125 g of oil-based substance B which had not been preheated as the only additive, by spraying in the form of a mist using a two-fluid nozzle (the liquid paraffin was sprayed at a rate of 20 g/min). After completion of the addition, stirring was further continued under the same conditions for 7.5 minutes to obtain a blowing agent powder.

TEST EXAMPLE 3

Evaluation of Solidification Property:

[0083] Each of the blowing agent powders obtained in Examples 9 to 14 and Comparative Examples 2 to 4 given above was subjected to a solidification test in stacking and a solidification test in practical package by the following methods. The results obtained are shown in Table 2.

(1) Solidification Test in Stacking:

[0084] Polyethylene bags each having dimensions of 23 cm by 13 cm were respectively packed with 450 g portions of a sample. After sufficient deaeration, the opening of each bag was heat-sealed. The packages thus obtained were stacked, and a load of 21.6 kPa (0.216 kg/cm²) was imposed on the stack. After 14 days, the sample was taken out and screened with a 14-mesh sieve to measure the amount of the sample screened out. This amount was converted to %, which was taken as the value of solidification in stacking.

(2) Solidification Test in Practical Package:

[0085] A 25 kg portion of a sample was packed into a corrugated fiberboard case for use as a product packaging container for distribution. This package was allowed to stand for 1 month under the conditions of a temperature of 40°C and a humidity of 80%. Thereafter, the sample was screened with a 14-mesh sieve to measure the amount of the sample screened out. This amount was converted to %, which was taken as the value of solidification in practical package.

TEST EXAMPLE 4

Evaluation of Foaming Performance:

[0086] Each of the blowing agent powders obtained in Example 1 and Comparative Example 2 was compounded in an amount of 15 parts by weight with 100 parts by weight of low-density polyethylene (melt index, 2.0) and 0.8 parts by weight of dicumyl peroxide. The resultant compositions each was kneaded under heating at a roll temperature of 110 to 115°C, taken out as a sheet having a thickness of 5 mm, and then heated at 125°C for 5 minutes while applying a pressure of 120 kg/cm² thereto to obtain a pressed sheet. The sheets obtained were foamed using a hot-air oven set
The foamed objects thus obtained using the blowing agent powder of Example 12 and that of Comparative Example 2, respectively, each had uniform and fine cells. The two foamed objects were satisfactory and almost equal to each other in surface smoothness and decomposition rate.

These results show that the blowing agent powder of the present invention was equal in foaming performance to the untreated blowing agent powder.

TEST EXAMPLE 5

Measurement of Degree of Dusting:

A 5 g portion was taken from each of the blowing agent powders obtained in Examples 12 to 18 and Comparative Examples 2 to 4 given above, and examined with a Heubach dust meter for the degree of dusting (%) under the conditions of a flow rate of 20 l/min and an examination period of 5 minutes. The results obtained are also shown in Table 2.
<table>
<thead>
<tr>
<th></th>
<th>Ex. 12</th>
<th>Ex. 13</th>
<th>Ex. 14</th>
<th>Ex. 15</th>
<th>Ex. 16</th>
<th>Ex. 17</th>
<th>Ex. 18</th>
<th>Comp. Ex. 2</th>
<th>Comp. Ex. 3</th>
<th>Comp. Ex. 4</th>
</tr>
</thead>
<tbody>
<tr>
<td>Aluminum</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>compound</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>coupling</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>agent</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Amount (pts. wt.)</td>
<td>0.1</td>
<td>0.1</td>
<td>0.1</td>
<td>0.1</td>
<td>0.1</td>
<td>0.2</td>
<td>0.1</td>
<td>-</td>
<td>0.1</td>
<td>-</td>
</tr>
<tr>
<td>Rate of</td>
<td>20</td>
<td>20</td>
<td>20</td>
<td>20*</td>
<td>40</td>
<td>20</td>
<td>20</td>
<td>-</td>
<td>20</td>
<td>-</td>
</tr>
<tr>
<td>addition (g/min)</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Method of</td>
<td>two-fluid nozzle</td>
<td>two-fluid nozzle</td>
<td>dropping</td>
<td>two-fluid nozzle</td>
<td>pressure nozzle</td>
<td>two-fluid nozzle</td>
<td>two-fluid nozzle</td>
<td>-</td>
<td>two-fluid nozzle</td>
<td>-</td>
</tr>
<tr>
<td>addition</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Liquid paraffin</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Amount (pts. wt.)</td>
<td>0.05</td>
<td>0.05</td>
<td>0.05</td>
<td>0.2</td>
<td>0.05</td>
<td>0.05</td>
<td>0.05</td>
<td>-</td>
<td>-</td>
<td>0.05</td>
</tr>
<tr>
<td>Rate of</td>
<td>10</td>
<td>10</td>
<td>10</td>
<td>20*</td>
<td>20</td>
<td>5</td>
<td>10</td>
<td>-</td>
<td>-</td>
<td>20</td>
</tr>
<tr>
<td>addition (g/min)</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Method of</td>
<td>two-fluid nozzle</td>
<td>two-fluid nozzle</td>
<td>dropping</td>
<td>two-fluid nozzle</td>
<td>pressure nozzle</td>
<td>two-fluid nozzle</td>
<td>two-fluid nozzle</td>
<td>-</td>
<td>-</td>
<td>two-fluid nozzle</td>
</tr>
<tr>
<td>addition</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Means of</td>
<td>simultaneous spraying</td>
<td>separate spraying</td>
<td>simultaneous</td>
<td>mixing spray</td>
<td>separate spraying</td>
<td>separate spraying</td>
<td>simultaneous</td>
<td>-</td>
<td>-</td>
<td>-</td>
</tr>
<tr>
<td>addition</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Mixing</td>
<td>Ribocone</td>
<td>Ribocone</td>
<td>Ribocone</td>
<td>Ribocone</td>
<td>Ribocone</td>
<td>Ribocone</td>
<td>super-mixer</td>
<td>Ribocone</td>
<td>Ribocone</td>
<td>Ribocone</td>
</tr>
<tr>
<td>apparatus</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Value of solidification in stacking (%)</td>
<td>5</td>
<td>5</td>
<td>15</td>
<td>25</td>
<td>10</td>
<td>3.1</td>
<td>25</td>
<td>55</td>
<td>3</td>
<td>59</td>
</tr>
<tr>
<td>Liquid paraffin Value of solidification in practical package (%)</td>
<td>2.1</td>
<td>2.3</td>
<td>9.2</td>
<td>15</td>
<td>5</td>
<td>1.9</td>
<td>19</td>
<td>40</td>
<td>1.8</td>
<td>45</td>
</tr>
<tr>
<td>-------------------------------------------------------------</td>
<td>-----</td>
<td>-----</td>
<td>-----</td>
<td>----</td>
<td>---</td>
<td>-----</td>
<td>----</td>
<td>----</td>
<td>-----</td>
<td>----</td>
</tr>
<tr>
<td>Degree of dusting (%)</td>
<td>0.1</td>
<td>0.1</td>
<td>3.4</td>
<td>0</td>
<td>0.1</td>
<td>0.1</td>
<td>2.2</td>
<td>12.0</td>
<td>4.9</td>
<td>2.0</td>
</tr>
</tbody>
</table>

*: In the column of Example 15, 20* is the rate of addition of the aluminum compound coupling agent/liquid paraffin mixture.
While the invention has been described in detail and with reference to specific embodiments thereof, it will be apparent to one skilled in the art that various changes and modifications can be made therein without departing from the spirit and scope thereof.

Claims

1. A powder comprising a blowing agent powder core coated on its surface with a liquid paraffin, the blowing agent being azodicarbonamide, hydradricarbonamide, p,p'oxybis(benzenesulfonyl hydrazide), dinitropentamethylene tetramine, p-toluene sulfonil hydrazide, benzenesulfonil hydrazide, 5-phenyltetrazole, or a salt of any thereof with an alkaline earth metal or aluminum, and the blowing agent powder has a water content of less than 0.03 wt-% and is obtained by treating a blowing agent with a surface-treating agent capable of removing water from the blowing agent.

2. A powder according to Claim 1, wherein the liquid paraffin is used in an amount of 0.001-10 parts by weight based on 100 parts by weight of the blowing agent powder.

3. A powder according to Claim 2, wherein the amount of liquid paraffin is 0.1-0.5 parts by weight.

4. A powder according to any preceding Claim, wherein the blowing agent powder is azodicarbonamide.

5. A powder according to Claim 1, wherein the surface-treating agent is one or more of a coupling agent, an organic acid anhydride, an anhydrous inorganic compound and a desiccant.

6. A powder according to Claim 5, wherein the coupling agent is a silane coupling agent, an aluminum coupling agent or a titanate coupling agent.

7. A process for producing a powder comprising a blowing agent powder core coated on its surface with an oil-like substance selected from an oil or fat in a liquid to solid state, a hydrocarbon and a fatty acid, comprising the following steps (a), (b) and (c):

   (a) adding the at least one oil-like substance in the form of a mist to a blowing agent powder,
   (b) mixing the oil-like substance with the blowing agent powder under such conditions that pulverization of the blowing agent powder is avoided to the extent that the specific surface area of the blowing agent powder increases by no more than 20% during the mixing whilst ensuring that the blowing agent powder is evenly sprayed with the oil-like substance, and
   (c) adding to the blowing agent powder a surface-treating agent capable of removing water from the blowing agent.

8. A process according to Claim 7, wherein the mixing of the oil-like substance with the blowing agent powder results in the specific surface area of the blowing agent powder being increased by no more than 10%.

9. A process according to Claim 7 or 8, wherein the coated powder comprises 0.001-10 parts by weight of the oil-like substance based on 100 parts by weight of the blowing agent powder.

10. A process according to Claim 9, wherein the coated powder comprises 0.1-0.5 parts by weight of the oil-like substance based on 100 parts by weight of the blowing agent powder.

11. A process according to any of Claims 7-10, wherein the oil-like substance is a liquid paraffin.

12. A process according to any of Claims 7-11, wherein the blowing agent powder is azodicarbonamide.

13. A process according to any of Claims 7-12, wherein the surface-treating agent in step (c) is added in the form of a mist.

14. A process according to Claim 13, wherein the step (c) is carried out prior to or during the step (a).

15. A process according to any of Claims 13-14, wherein the surface-treating agent is one or more of a coupling agent, an organic acid anhydride, an anhydrous inorganic compound and a desiccant.
16. A process according to Claim 15, wherein the coupling agent is a silane coupling agent, an aluminum coupling agent or a titanate coupling agent.
16. Verfahren gemäß Anspruch 15, worin das Kupplungsmittel ein Silankupplungsmittel, ein Aluminiumkupplungsmittel oder ein Titanatkupplungsmittel ist.

Revendications

1. Poudre comprenant une âme d’agent de gonflage en poudre revêtue à sa surface d’une paraffine liquide, l’agent de gonflage étant l’azodicarbonamide, l’hydrazodicarbonamide, le p,p’-oxybis(hydradize de benzènesulfonyle), la dinitropentaméthylénététramine, l’hydrazide de p-toluènesulfonyle, l’hydrazide de benzènesulfonyle, le 5- phosphylétetrazole, ou un sel d’un quelconque de ceux-ci avec un métal alcalino-terreux ou l’aluminium, et l’agent de gonflage en poudre présente une quantité en eau inférieure à 0,03 % en poids et est obtenu en traitant un agent de gonflage avec un agent de traitement de surface capable d’éliminer l’eau de l’agent de gonflage.

2. Poudre selon la revendication 1, dans laquelle la paraffine liquide est utilisée en une quantité de 0,001 à 10 parties en poids, rapporté à 100 parties en poids de l’agent de gonflage en poudre.

3. Poudre selon la revendication 2, dans laquelle la quantité de paraffine liquide est 0,1 à 0,5 partie en poids.


5. Poudre selon la revendication 1, dans laquelle l’agent de traitement de surface est un ou plusieurs d’un agent de couplage, un anhydride d’acide organique, un composé minéral anhydre et un desséchant.

6. Poudre selon la revendication 5, dans laquelle l’agent de couplage est un agent de couplage au silane, un agent de couplage à l’aluminium ou un agent de couplage au titanate.

7. Procédé de préparation d’une poudre comprenant une âme d’agent de gonflage en poudre revêtue à sa surface d’une substance analogue à de l’huile choisie parmi une huile ou une graisse dans un état liquide à solide, un hydrocarbure et un acide gras, comprenant les étapes suivantes (a), (b) et (c) :

(a) l’addition de la au moins une substance analogue à une huile sous forme d’un brouillard à un agent de gonflage en poudre,
(b) le mélange de la substance analogue à une huile avec l’agent de gonflage en poudre dans des conditions telles que la pulvérisation de l’agent de gonflage en poudre est évitée jusqu’au point où la surface spécifique de l’agent de gonflage en poudre n’augmente pas de plus de 20 % pendant le mélange tout en assurant que l’agent de gonflage en poudre est atomisé de manière homogène avec la substance analogue à une huile, et
(c) l’addition à l’agent de gonflage en poudre d’un agent de traitement de surface capable d’éliminer l’eau de l’agent de gonflage

8. Procédé selon la revendication 7, dans laquel le mélange de la substance analogue à une huile avec l’agent de gonflage en poudre aboutit à une surface spécifique de l’agent de gonflage en poudre n’ayant pas augmenté de plus de 10 %.

9. Procédé selon la revendication 7 ou 8, dans laquel la poudre revêtue comprend 0,001 à 10 parties en poids de la substance analogue à une huile, rapporté à 100 parties en poids de l’agent de gonflage en poudre.

10. Procédé selon la revendication 9, dans laquel la poudre revêtue comprend 0,1 à 0,5 partie en poids de la substance analogue à une huile, rapporté à 100 parties en poids de l’agent de gonflage en poudre.

11. Procédé selon l’une quelconque des revendications 7 à 10, dans laquel la substance analogue à une huile est une paraffine liquide.

13. Procédé selon l'une quelconque des revendications 7 à 12, dans lequel on ajoute l'agent de traitement de surface dans l'étape (c) sous forme d'un brouillard.

14. Procédé selon la revendication 13, dans lequel on effectue l'étape (c) avant ou pendant l'étape (a).

15. Procédé selon l'une quelconque des revendications 13 à 14, dans lequel l'agent de traitement de surface est un ou plusieurs d'un agent de couplage, un anhydride d'acide organique, un composé minéral anhydre et un desséchant.

16. Procédé selon la revendication 15, dans lequel l'agent de couplage est un agent de couplage au silane, un agent de couplage à l'aluminium ou un agent de couplage au titanate.
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

- JP 56147833 A [0008]