A modular separating barrier element
Ein modulares Leitplankensystemelement
Un élément de glissière modulaire de séparation

Designated Contracting States:
AT BE CH DE ES FR GB GR IT LI NL PT

Priority: 12.05.1998 ES 9800987

Date of publication and mention of the grant of the patent:
07.04.2004 Bulletin 2004/15

Application number: 98500237.7

Date of filing: 29.10.1998

Date of publication of application:
17.11.1999 Bulletin 1999/46

Proprietor: Construcciones Mecanicas Mares, S.A.
08110 Montcada i Reixac (Barcelona) (ES)

Inventor: Mares Ibanez, Pere
08110 Montcada i Reixac (Barcelona) (ES)

Representative: Durán Olivella, Alfonso
DURAN-CORRETJER
Córsega, 329
(Paseo de Gracia/Diagonal)
08037 Barcelona (ES)

References cited:
EP-A- 0 120 795
FR-A- 2 704 879

Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

[0001] The present invention is intended to disclose a novel element for forming separating barriers for various applications, having characteristics of novelty and inventive activity in comparison with the prior art.

[0002] Boundary barriers of many types are currently used for separating traffic or pedestrian zones for various purposes, for example, as boundaries for work zones, for public functions, etc.

[0003] Currently-known barriers are mainly self-supporting metal barriers which have a grid structure of bars or the like. The said barrier elements suffer from various shortcomings, the most important being their great weight which makes their transportation complex and expensive and makes them difficult to handle at the place of use in order to separate the zones fenced off.

[0004] U.S. Patent 5,544,614 refers to a barricade assembly made up from a plurality of hinged panel units which can be secured together to provide a ladder-like barricade of adjustable height. However, said Patent does not foresee self-standing one panel barrier elements incorporating means for its prolongation.

[0005] European Patent 0 120 795 discloses a rotatable foot with an upper external sleeve with internal shaped guides and pivot pins connected by an helical spring.

[0006] French Patent 2704879 discloses an attaching device for barrier elements which has an structure rotatably assembled to one of the end sides of a barrier and having two different hook-like elements to permit the connection to adjacent barrier elements respectively situated on a lower or higher level.

[0007] The present invention is intended to solve the above-mentioned problems, providing a modular separating barrier element which has novel characteristics of light weight, easy orientation of the feet for bearing on the ground, and connection means with which greater stability and connectability of the various elements making up the separating barrier is achieved. At the same time, the separating barrier element of the present invention has specific characteristics which enable it to receive advertising material and notices, which represents a novel use of barrier elements of this type.

[0008] To achieve its objects, the separating barrier element of the present invention is characterized in that it comprises a surrounding frame, preferably of elongate, rectangular structure, of which the longer sides define the upper edge and the lower edge of the barrier element and the shorter sides have, at their lower ends, the rotatable supporting feet of the barrier element, the space bordered by the rectangular frame being occupied wholly or partially by closure panels which may be plain or may have openings of various types for reducing weight and minimizing the effect of wind. According to one characteristic of the present invention, the surrounding frame of the barrier element has a hollow structure, this characteristic enabling the frame to be manufactured from a plastics material by gas injection moulding.

[0009] The substantially rectangular body of the barrier element preferably has lower bracket-like portions for increasing strength in the vicinity of the feet and has means for permitting swivel coupling of the support feet, thus enabling the feet to adopt the most suitable position for supporting the barrier element.

[0010] The shorter sides of the modular barrier element have elements in the form of complementary recesses and projections for permitting easy coupling of the various barrier elements making up a complete barrier.

[0011] The material used for the manufacture of the barrier element of the present invention may vary but is preferably any easily mouldable synthetic resin having weather-resistance characteristics.

[0012] Given the characteristics of the present invention it is also applicable to sports hurdles such as the hurdles used in various sports for jumping competitions and the like.

[0013] To improve the coupling of the modular barrier elements of the present invention, in a variant, there is provision for a particular construction of the side edges of the barrier elements according to which, on one of the sides, the barrier element has strong horizontal projections which have upper and lower rods of considerable length which, in combination with projections of similar elements disposed on the opposite sides and having holes for receiving the said rods, enable two adjacent modular elements to be connected, even if one of them is at a higher level than the other, which occurs when one of the said elements is on the roadway and the other on the pavement beside the roadway.

[0014] The vertical positions of the said projections on the sides of the barrier elements are slightly offset on one lateral edge relative to the other to enable the vertical rods of one of the edges to be fitted in the holes in the other.

[0015] For a better understanding, some drawings of a barrier element formed in accordance with the present invention are appended by way of non-limiting example.

Figure 1 is a perspective view of a modular barrier element formed in accordance with the present invention.

Figures 2 and 3 are a front elevational view and a plan view of the barrier element of Figure 1, respectively.

Figures 4 and 5 are respective details in cross section by the planes indicated.

Figure 6 is an elevational view showing the barrier element from one end.

Figure 7 corresponds to a side elevational view from the opposite end to that of Figure 6.

Figure 8 is a front elevational view of a modular separating barrier element which incorporates the present improvements.
Figures 9 and 10 are views which show in detail and in section the articulation of a modular barrier element to another located in an adjacent position. Figure 11 is a partially-sectioned front elevational view of two barrier elements coupled on a flat surface. Figure 12 is a view similar to Figure 11 with the two adjacent modular barrier elements at different levels, in the coupling position. Figure 13 is a front view similar to Figure 12 in which the two adjacent barrier elements can be seen already coupled.

[0016] As can be appreciated from the drawings, the modular barrier element according to the present invention comprises a body 1 of generally rectangular structure having a peripheral frame with upper and lower longer sides 2 and 3 and shorter lateral sides 4 and 5 having lower orientable feet 6 and 7 rotatable about respective vertical pivot pins incorporated in the said shorter sides. Although from the point of view of the design of the barrier element many variations may be introduced, the preferred embodiment shown in the drawings comprises upper regions such as 2' and 2'' which are curved in the vicinity of the ends, and lower bracket-like portions 3' and 3'' for increasing strength in the regions of the coupling of the rotatable feet 6 and 7.

[0017] The inner portion bordered by the outer frame is occupied by a moulded plate which may have end panels 8 and 9 having a plurality of openings and a plain panel 10 which can receive advertising inscriptions or various other signs. Similarly, some of the parts of the panel, such as the lower portion 11 adjacent the plain region 10, may receive a corrugated structure for increasing the strength of the element.

[0018] In general, it is preferable to provide the intermediate panel with a region having ribs which may be constituted by a corrugated profile.

[0019] The corrugated arrangement mentioned may also be produced in the form of transverse ribs on any of the sides, as shown for the region 12 of the upper side 2.

[0020] The structure of the sides 2, 3, 4 and 5 of the barrier element is preferably hollow, preferably having been produced by gas injection moulding. A lighter weight of the barrier element is thus achieved.

[0021] According to a variant of the present invention, the barrier element and, in particular, some of the sides of the peripheral frame, may be formed in accordance with the so-called two-material technique, that is, by co-extrusion of two materials, with the use, in the case of the present invention, of a recycled plastics material for the interior of the body of the barrier element and a finishing material, which will have the desired material colour and quality characteristics, for the exterior.

[0022] This two-material arrangement with recycled material in the core or inner portion of the body of the barrier element enables recycled synthetic materials to be re-used with the clear ecological advantage of utilizing waste material.

[0023] To improve the visibility of the barrier element, it may be manufactured in synthetic materials of colours such as yellow which are clearly visible in conditions of reduced visibility, possibly complemented with reflecting regions such as 17, 18 and 19 in different portions of the barrier element, particularly in its outer frame.

[0024] In order to form a complete barrier, several barrier elements 1 are connected to one another, for which purpose the shorter sides such as 4 and 5 have coupling regions, for example, projections of variable structure with cavities on one shorter side and projections complementary to the cavities on the other side, such as those indicated 13 and 14 for the side 4 and those indicated 15 and 16 on the side 5, forming articulated couplings. The said projections may also include through-holes for connection elements of variable types, enabling a barrier of variable length to be formed by the interconnection of a plurality of successive elements of the type described.

[0025] One embodiment of the said couplings can be seen in Figures 3, 6 and 7, the projections 13, 14 as well as 15 and 16 forming complementary recesses and projections, as can be seen in Figure 3 in which the recessed shape 20 in a projection on one side and the projecting shape 21 in a projection of the other side can be seen; these can be fitted one inside the other by pressure with a capability for articulation, constituting an easy method of extending the barrier.

[0026] In the variant of Figures 8 to 13, the barrier element 22 has, on one of its side edges 23, two horizontal projections 24 and 25 having through-holes such as the hole 26 shown in Figure 9 corresponding to the lateral projection 24, whereas the opposite side 27 has a further two projections 28 and 28' having respective pairs of rods 29, 30 and 31, 32, coaxial with one another and perpendicular to the projections 28 and 28', that is, corresponding to a vertical position when the barrier element 22 is supported on a horizontal surface 33.

[0027] The pairs of projections 29, 30 and 31, 32 of one of the sides are intended to be fitted the recesses of an adjoining element in order to achieve articulation thereof as shown, for example, in Figure 9 which shows the projection 24 having the hole 26, which receives the rod 34 of a corresponding projection 35 of an adjoining barrier element 37, which is articulated to the adjacent element, indicated 22.

[0028] The relative positions of the two barrier elements 22 and 37 articulated to one another when both barrier elements are disposed on horizontal ground can be seen in Figure 11, in which the coupling of the rods of the barrier element 37 in the holes of the opposed projections 24 and 25 of the barrier element 22 can be appreciated. In this drawing, it can be appreciated that, in addition to the rod of the upper projection 35, the fitting and articulation is also achieved by the rod of the lower projection, indicated 38, of the barrier element 37.
As indicated above, the heights of the projections having holes are offset vertically relative to the projections carrying the rods in order to enable the projections to be coupled and, depending on circumstances, to be kept at the same level.

In each of the projections carrying rods, for example, the projection 35 of the barrier element 37, the lower or inner rod element 34 is longer than the coaxial rod 39 on the upper or outer side. By virtue of this arrangement, the two inner rods are longer than the two outer rods of one side of a barrier element.

The specific structure of the rods may vary although the ribbed structure indicated in Figure 10, in which an embodiment with a cross-shaped cross-section is shown, may be favourable; clearly, however, the cross-section may be of another type.

The ends of the rods are preferably rounded to facilitate handling and coupling of the barrier elements.

Figures 12 and 13 show the positions of the barrier elements when the ground has a difference in level so that one of the barrier elements, for example, that indicated 37, is disposed with its feet resting on the ground 40, which may correspond to a roadway for traffic, and the adjacent barrier element 22 is disposed on a higher surface 41 with a height difference which corresponds to a kerb. In this arrangement, it can be appreciated that in spite of the difference in level between the two adjacent barrier elements, the rods of one of them are fitted in the holes of the adjacent one, thus giving the barrier continuity.

Claims

1. Modular separating barrier element, characterized in that it comprises a frame (1) of generally rectangular structure which is moulded from synthetic material and which borders an inner panel having plain regions (8, 9) and regions having perforations and other regions (11) having reinforcing ribs, the element comprising detachable feet (6, 7) coupled rotatably to the lower ends of the shorter sides of the structure of the element.

2. Modular separating barrier element according to Claim 1, characterized in that the shorter sides (4, 5) have elements (13, 14; 15, 16) for complementary coupling with other elements of adjacent barriers.

3. Modular separating barrier element according to Claim 1, characterized in that the reinforcing ribs (11) are constituted by transverse corrugations in regions of the panel.

4. Modular separating barrier element according to any one of the preceding claims, characterized in that the upper side (2) of the moulded frame is in the form of a transversely corrugated profile for conferring greater strength.

5. Modular separating barrier element according to Claims 1 and 2, characterized in that the coupling elements (13, 14; 15, 16) are constituted by projections on both shorter sides (4, 5) of the projections of one side comprising cavities (13, 14) which can receive under pressure the profiles of the projections (15, 16) of the other side, to enable adjacent barriers to be coupled by the insertion of the said projecting profiles in the said cavities with a capacity for articulation.

6. Modular separating barrier element according to any one of the preceding claims, characterized in that it is produced by moulding from a synthetic material by gas injection.

7. Modular separating barrier element according to any one of Claims 1 to 5, characterized in that it is formed with a structure co-extruded in two materials, in which the inner material is a recycled synthetic material and the outer material is finishing synthetic material.

8. Modular separating barrier element according to Claims 1 and 2, characterized by respective pairs of projections (13, 14; 15, 16) on each of the opposite sides (4, 5) of a barrier element, those of one of the sides having respective vertical through-holes (26) and those of the other side edge having respective pairs of coaxial rods (30, 31) which extend vertically and can be fitted in the holes of the projections of an adjacent barrier element.

9. Modular separating barrier element according to Claim 8, characterized in that the projections of one of the sides (4, 5) edges are offset vertically relative to those of the other side edge to permit levelled insertion of the rods in the holes of an adjacent barrier element.

10. Modular separating barrier element according to Claims 8 and 9, characterized in that the inner rods (30, 31) extending towards one another are longer than the outer rods (29, 32) extending in opposite directions.

11. Modular separating barrier element according to any one of Claims 8 to 10, characterized in that the coupling rods (30, 31) have lengths which enable two adjacent barrier elements situated, respectively, at different heights to be coupled with articulation.

12. Modular separating barrier element according to any one of Claims 8 to 11, characterized in that...
the rods (29, 30; 31, 32) have ribbed cross-sections and rounded ends.

Patentansprüche

1. Modulares Trennbarriereelement, dadurch gekennzeichnet, daß es einen Rahmen (1) von allgemein rechteckiger Struktur umfaßt, welche aus einem synthetischen Material geformt ist und welche eine innere Platte mit ebenen Bereichen (8, 9) und Bereichen mit Perforierungen und anderen Bereichen (11) mit Verstärkungsrippen begrenzt, wobei diejenigen von einer der Seiten entsprechende vertikale Durchgangsöffnungen (26) besitzen und diejenigen der anderen Seite entsprechende Paare koaxialer Stangen (30, 31) besitzen, welche sich senkrecht erstrecken und in die Löcher der Vorsprünge eines angrenzenden Barriereelements eingepaßt werden können.

2. Modulares Trennbarriereelement gemäß Anspruch 1, dadurch gekennzeichnet, daß die kürzeren Seiten (4, 5) Elemente (13, 14; 15, 16) zur sich gegenseitig ergänzenden Kopplung mit anderen Elementen angrenzender Barrieren besitzen.

3. Modulares Trennbarriereelement gemäß Anspruch 1, dadurch gekennzeichnet, daß die Verstärkungsrippen (11) durch Querriffelungen in Bereichen der Platte gebildet sind.

4. Modulares Trennbarriereelement gemäß einem der voranstehenden Ansprüche, dadurch gekennzeichnet, daß die obere Seite (2) des geformten Rahmens in der Form eines quer geriffelten Profils zur Verleihung größerer Festigkeit ist.

5. Modulares Trennbarriereelement gemäß Anspruch 1 und 2, dadurch gekennzeichnet, daß die Kopplungselemente (13, 14; 15, 16) durch Vorsprünge auf beiden kürzeren Seiten (4, 5) gebildet werden, wobei die Vorsprünge auf einer Seite Kavitäten (13, 14) umfassen, welche unter Druck die Profile der Vorsprünge (15, 16) der anderen Seite aufnehmen können, um angrenzende Barrieren durch das Einführen der genannten vorstehenden Profile in die genannten Kavitäten mit einer Gelenkfähigkeit ankoppeln zu können.


8. Modulares Trennbarriereelement gemäß Anspruch 1 und 2, dadurch gekennzeichnet durch zugehörige Vorsprungspaare (13, 14; 15, 16) auf jeder der gegenüberliegenden Seiten (4, 5) eines Barriereelements, wobei diejenigen von einer der Seiten entsprechende vertikale Durchgangsöffnungen (26) besitzen und diejenigen der anderen Seite entsprechende Paare koaxialer Stangen (30, 31) besitzen, welche sich senkrecht erstrecken und in die Löcher der Vorsprünge eines angrenzenden Barriereelements eingepaßt werden können.

9. Modulares Trennbarriereelement gemäß Anspruch 8, dadurch gekennzeichnet, daß die Vorsprünge von einer der Seiten (4, 5) relativ zu denjenigen der anderen Seite vertikal versetzt sind, um ein nivelierteres Einfügen der Stangen in die Löcher eines angrenzenden Barriereelements zu ermöglichen.

10. Modulares Trennbarriereelement gemäß Ansprüchen 8 und 9, dadurch gekennzeichnet, daß die inneren Stangen (30, 31), die sich aufeinander zu erstrecken, länger sind als die äußeren Stangen (29, 32), die sich in entgegengesetzte Richtungen erstrecken.

11. Modulares Trennbarriereelement gemäß einem der Ansprüche 8 bis 10, dadurch gekennzeichnet, daß die Kopplungstangen (30, 31) Längen besitzen, die es zwei angrenzenden Barriereelementen, welche zueinander auf unterschiedlichen Höhen gelegen sind, ermöglicht, gelenkfähig miteinander gekoppelt zu werden.

12. Modulares Trennbarriereelement gemäß einem der Ansprüche 8 bis 11, dadurch gekennzeichnet, daß die Stangen (29, 30; 31, 32) gerippte Querschnitte und abgerundete Enden besitzen.

Revendications

1. Élément de glissière modulaire de séparation, caractérisé par le fait qu’il comporte un cadre (1) de structure globalement rectangulaire, qui est moulé à partir d’une matière synthétique et délimité un panneau intérieur comprenant des régions pleines (8, 9), des régions munies de perforations, et d’autres régions (11) dotées de nervation de renfort, ledit élément comprenant des pietements amovibles (6, 7) reliés, avec faculté de rotation, aux extrémités inférieures des côtés courts de la structure de l’élément.

2. Élément de glissière modulaire de séparation, selon la revendication 1, caractérisé par le fait que les côtés courts (4, 5) présentent des organes (13, 14; 15, 16) en vue de l’accouplement complémen-
Elément de glissière modulaire de séparation, selon la revendication 1, **caractérisé par le fait que** les nervures de renfort (11) sont constituées par des striures transversales ménagées dans des régions du panneau.

Elément de glissière modulaire de séparation, selon l'une quelconque des revendications précédentes, **caractérisé par le fait que** le côté supérieur (2) du cadre moulé revêt la forme d'un profil à striures transversales, conçu pour prodiguer une plus grande robustesse.

Elément de glissière modulaire de séparation, selon les revendications 1 et 2, **caractérisé par le fait que** les organes d'accouplement (13, 14 ; 15, 16) sont materialisés par des protubérances façonnées sur les deux côtés courts (4, 5), les protubérances de l'un des côtés comprenant des cavités (13, 14) pouvant recevoir, sous pression, les profils des protubérances (15, 16) de l'autre côté, de telle sorte que des glissières adjacentes puissent être solidarisées par insertion desdits profils saillants dans lesdites cavités, avec faculté d'articulation.

Elément de glissière modulaire de séparation, selon l'une quelconque des revendications précédentes, **caractérisé par le fait qu'il est venu de mouleage à partir d'une matière synthétique, par injection de gaz.**

Elément de glissière modulaire de séparation, selon l'une des revendications 1 à 5, **caractérisé par le fait qu'il est produit avec une structure coextrudée en deux matières, dans laquelle la matière intérieure est une matière synthétique recyclée, et la matière extérieure est une matière synthétique de finition.**

Elément de glissière modulaire de séparation, selon les revendications 1 et 2, **caractérisé par des paires respectives de protubérance (13, 14 ; 15, 16) sur chacun des côtés opposés (4, 5) d'un élément de glissière, celles de l'un des côtés comportant des trous traversants verticaux (26) respectifs, et celles de l'autre côté comportant des paires respectives de tiges coaxiales (30, 31) qui s'étendent verticalement, et peuvent être ajustées dans les trous des protubérances d'un élément de glissière adjacent.

Elément de glissière modulaire de séparation, selon la revendication 8, **caractérisé par le fait que** les protubérances de l'un des côtés (4, 5) sont décalées verticalement vis-à-vis de celles de l'autre côté, de telle sorte que les tiges puissent être insé-