EUROPEAN PATENT SPECIFICATION

Date of publication and mention of the grant of the patent: 30.07.2003 Bulletin 2003/31

Application number: 00109590.0

Date of filing: 05.05.2000

Push-button switch incorporating self-restoring function

Tastschalter mit Rückstellfunktion

Interrupteur à bouton poussoir avec dispositif de remise à l' état initial

Designated Contracting States: DE FR GB IT

Priority: 06.05.1999 JP 12593699

Date of publication of application: 08.11.2000 Bulletin 2000/45

Proprietor: ALPS ELECTRIC CO., LTD. Ota-ku Tokyo (JP)

Inventor: Mori, Toshiharu, c/o ALPS ELECTRIC CO., LTD. Tokyo (JP)


References cited:
EP-A- 0 747 915
DE-A- 3 641 684
DE-A- 19 519 181

Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention relates to the structure of a switch used as a power switch used in, for example, a washing machine, a dish washer, or a drying machine, and more particularly to the structure of a push-button switch incorporating a self-restoring function.

2. Description of the Related Art

[0002] Figs. 11 to 14 illustrate the structure of a conventional push-button switch incorporating a self-restoring function. More specifically, Fig. 11 is a partly cutaway plan view showing a state in which the push-button switch is locked. Fig. 12 illustrates the relationship between a lock cam and a lock pin of Fig. 11. Fig. 13 is a partly cutaway plan view showing a state in which a solenoid of the push-button switch is performing an actuating operation. Fig. 14 illustrates the relationship between the lock cam and the lock pin of Fig. 13.

[0003] In these figures, a frame member 11 is formed by pressing a metallic plate, such as a steel plate. An AC switch section 12 and a solenoid 13 are integrally mounted side-by-side to the frame member 11. A DC switch section 14 is mounted behind the AC switch section 12.

[0004] A sliding member 15 is slidably disposed on the AC switch section 12. By pushing in the sliding member 15, a circuit provided at the AC switch section 12 and a circuit provided in the DC switch section 14 are turned on. The sliding member 15 is biased towards an initial position thereof by a restoring spring (not shown). When the sliding member 15 is in the initial position, the circuits of the AC switch section 12 and DC switch section 14 are turned off.

[0005] A heart cam 16 is disposed at the sliding member 15, and includes a protrusion-like lock cam 16a at the center portion thereof. A lock pin 17 (described later) is made to slide along the lock cam 16a. By stopping the lock pin 17 by a surface of the lock cam 16a, the sliding member 15 is locked in a pushed-in state.

[0006] The lock pin 17 is formed by bending both ends of a round rod at right angles, with a lock-pin fulcrum 17a being formed at one end thereof and a lock-pin operating end 17b being formed at the other end thereof. The lock-pin fulcrum 17a is axially supported in a hole (not shown) formed in the frame member 11, while the lock-pin operating end 17b, which is rotatable, is disposed so as to slide along the lock cam 16a of the heart cam 16.

[0007] An actuating cam 18 includes a cam protrusion 18a at the center portion thereof. The cam protrusion 18a is rotatably axially supported by the frame member 11. One end of the actuating cam 18 is engaged and connected to an iron core 13a of the solenoid 13. The actuating cam 18 is formed so that it can be rotationally driven around the cam protrusion 18a as a fulcrum by the force of attraction of the solenoid 13. On the other hand, the other end of the actuating cam 18 is disposed near the heart cam 16 disposed at the sliding member 15, with inclined surfaces 18b and 18c together forming a triangular shape at the tip of this other end of the actuating cam 18. The actuating cam 18 is disposed between the AC switch section 12 and the frame member 11.

[0008] The operation of the conventional push-button switch incorporating a self-restoring function will be described. When the sliding member 15 is pushed in, it is kept in a pushed-in position. In this pushed-in position, the operating end 17b of the lock pin 17 is stopped by the lock cam 16a, so that the sliding member 15 is locked in the pushed-in position. From this pushed-in position, when the solenoid 13 is energized by a signal transmitted from an external control circuit (not shown), the force of attraction of the solenoid 13 causes the actuating cam 18 to rotate around the cam protrusion 18a as the fulcrum by the iron core 13a. At this time, the inclined surface 18b formed at the end of the actuating cam 18 which has rotated comes into contact with the operating end 17b from a longitudinal direction of the lock pin 17 (or a direction perpendicular to the direction of movement of the lock pin 17), and guides and moves the operating end 17b in a horizontal direction (or a downward direction in the figures). This causes the operating end 17b to disengage from a stopper section of the lock cam 16a of the heart cam 16, so that the sliding member 15 is unlocked.

[0009] However, in the structure of the conventional push-button switch incorporating a self-restoring function, when the sliding member 15 is in the locked state, the operating end 17b of the lock pin 17 is held by the stopper section of the lock cam 16a, whereas, when the sliding member 15 is in an auto-off state, the operating end 17b of the lock pin 17 is disengaged from the lock cam 16a as a result of pushing the operating end 17b of the lock pin 17 horizontally by the inclined surface 18b at the end of the actuating cam 18 actuated by the solenoid 13. Therefore, friction between the lock pin 17 and the lock cam 16a is large, so that a large force is required to unlock the lock pin 17. This results in the problem that the amount of actuating current supplied to the solenoid 13 becomes large.

[0010] In addition, since the lock pin 17 is forced to disengage from the stopper section of the lock cam 16a by pushing the lock pin 17 horizontally, the lock pin 17 is severely worn, which may prevent a highly reliable product with a long life from being manufactured.

[0011] Further, the actuating cam 18 actuated by the solenoid 13 is rotated to unlock the lock pin 17, so that the actuating cam 18 is increased in size, thus making it difficult to reduce the size of the product.

[0012] Document DE 195 19 181 discloses a push-
button switch as described in the preamble of claim 1.

SUMMARY OF THE INVENTION

[0013] Accordingly, in order to overcome the above-described problems, it is an object of the present invention to provide a more reliable, longer-life, small push-button switch structure incorporating a self-restoring function by simplifying an actuating structure and reducing the actuating electrical current in a solenoid as a result of reducing friction between a lock pin and a lock cam during an auto-off state in order to reduce the amount of force required to unlock the lock pin.

[0014] To this end, according to the present invention, there is provided a push-button switch comprising:

- a sliding member;
- a lock pin for locking the sliding member at a certain location;
- a heart cam including a lock cam along which the lock pin slides; and
- a movable stopper member, disposed at the heart cam, for holding the lock pin at a lock position as a result of cooperating with the lock cam or for unlocking the lock pin.

[0015] The push-button switch may be such as to comprise a switch body; the sliding member slidably provided at the switch body; the lock pin, with a first end thereof being axially stopped by the sliding member and a second end thereof being rotatable; the heart cam provided at the switch body, with the second end of the lock pin sliding along the heart cam; an actuating member for unlocking the lock pin; a restoring spring for biasing the sliding member in a restoring direction; the movable stopper member movable along a sliding path of the lock pin and to a location away from the sliding path; wherein, after the lock pin has been held at the lock position by the lock cam of the heart cam and the stopper member, the stopper member is moved by the actuating member in order to unlock the lock pin.

[0016] When the push-button switch comprises a slide member, a lock pin, a heart cam, and a movable stopper member, the stopper member may be formed at the heart cam so as to be movable parallel to a surface in which a cam groove in the heart cam is formed.

[0019] When the push-button switch comprises a switch body, the slide member, the lock pin, the heart cam, an actuating member, a restoring spring, and the movable stopper member, the actuating member may comprise a solenoid, the stopper member being moved by an attracting force of the solenoid.

BRIEF DESCRIPTION OF THE DRAWINGS

[0020] Fig. 1 is a partly cutaway plan view of a first embodiment of the push-button switch incorporating a self-restoring function in accordance with the present invention.

Fig. 2 is a partly cutaway front view of the first embodiment of the push-button switch incorporating a self-restoring function in accordance with the present invention.

Fig. 3 illustrates the relationship between a heart cam and a lock pin when a sliding member is manually operated in the present invention.

Fig. 4 illustrates the relationship between the heart cam and the lock pin during an auto-off state in the present invention.

Fig. 5 is a perspective view schematically showing the relationship between a lock cam and a stopper member during the auto-off state in the present invention.

Fig. 6 is a schematic plan view of Fig. 5.

Fig. 7 is a plan view showing the state of connection of the stopper member and a solenoid in accordance with the present invention.

Fig. 8 is a side view of Fig. 7.

Fig. 9 is a schematic perspective view of a second embodiment of the push-button switch incorporating a self-restoring function, in which the relationship between a lock cam and a stopper member during an auto-off state is shown.

Fig. 10 is a schematic plan view of Fig. 9.

Fig. 11 is a partly cutaway plan view of a conventional push-button switch incorporating a self-restoring function in a locked state.

Fig. 12 illustrates the relationship between a lock cam and a lock pin of Fig. 11.

Fig. 13 is a partly cutaway plan view showing a state in which a solenoid of the conventional push-button switch incorporating a self-restoring function is performing an actuating operation.

Fig. 14 illustrates the relationship between the lock cam and the lock pin of Fig. 13.
DESCRIPTION OF THE PREFERRED EMBODIMENTS

[0021] Hereunder, a description of preferred embodiments will be given with reference to Figs. 1 to 10. Figs. 1 to 8 illustrate the structure of a first embodiment of the push-button switch incorporating a self-restoring function in accordance with the present invention. More specifically, Fig. 1 is a partly cutaway plan view of the first embodiment of the push-button switch in accordance with the present invention. Fig. 2 is a partly cutaway front view of the push-button switch in accordance with the present invention. Fig. 3 illustrates the relationship between a heart cam and a lock pin when a sliding member is manually operated. Fig. 4 illustrates the relationship between the heart cam and the lock pin during an auto-off state. Fig. 5 is a perspective view schematically showing the relationship between a lock cam and a stopper member during the auto-off state. Fig. 6 is a schematic plan view of Fig. 5. Fig. 7 is a plan view showing a state in which the stopper member and a solenoid are connected together. Fig. 8 is a side view of Fig. 7.

[0022] In these figures, a frame member 1 is formed of an insulating material such as synthetic resin, and is shaped like a box. The frame member 1 is mounted so as to cover an opening in a housing (described later).

[0023] A sliding member 2 is formed of an insulating material such as synthetic resin. An operating section 2a is formed at one end thereof so as to protrude outward from a switch body. An accommodating section 2b for accommodating a restoring spring (described later) is provided at the center portion of the operating section 2a. On the other hand, a shaft hole 2c in which one end of a lock pin (described later) is axially supported is formed in the other end of the sliding member 2. The lock pin is disposed so as to be movable in the switch body along with the sliding member 2. A contact actuating means (not shown) is provided at the center portion of the sliding member 2. The contact actuating means is provided to turn on and off a switch circuit of the switch body.

[0024] A housing 3 is formed of an insulating material such as synthetic resin, and is shaped like a box. An opening 3a is formed in its top surface. A switch circuit (not shown) is formed at the opening 3a for accommodating a restoring spring (described later) is provided in the housing 3. The sliding member 2 is slidably disposed in the opening 3a formed in the housing 3. When the switch circuit of the switch body is actuated by the contact actuating means (not shown) provided at the sliding member 2, switching of the switch circuit is performed.

[0025] At the rear end of the housing 3, an actuating member mounting section 3b for mounting an actuating member (described later) opens into a side opposite to the side into which the opening 3a opens. A window 3c, which is a small through hole, is formed in a side of the actuating member mounting section 3b with a bottom. A heart cam 4 forming a lock mechanism of the switch body is formed at the opening 3a side through the window 3c.

[0026] The heart cam 4 includes a lock cam 4b and a cam groove 4c. A lock cam surface 4a being a heart-shaped protrusion is formed at the center portion of the heart cam 4. The cam groove 4c is defined by a plurality of inclined surfaces and steps. A stopper member 5 is provided so as to protrude from a sliding path (described later) on the cam groove 4c on which the lock pin slides, and so as to be movable in a direction opposite to the direction in which the protrusion formed at the lock cam 4b protrudes. The stopper member 5 is formed separately of the heart cam 4, and includes a protruding section 5a and a base section 5b which is larger than the protruding section 5a. The protruding section 5a is inserted into the window 3c formed in the actuating member mounting section 3b of the housing 3. The base section 5b of the stopper member 5 has provided thereat an upper section 5c and a lower section 5c which are parallel to each other. The parallel sections 5c are formed by bending one metallic plate piece into a U shape. When these parallel sections 5c are extended, a pair of tongues 5d are formed on the left and right sides of each section 5c, whereby a connecting section with an iron core of the solenoid (described below) is formed.

[0027] The lock pin 6 is formed by bending both ends of a round wire material into a substantially U shape, with a fulcrum 6a being formed at one end thereof and an operating end 6b being formed at the other end thereof. By axially supporting the fulcrum 6a in the shaft hole 2c in the sliding member 2, the operating end 6b is disposed so as to be rotatable with the shaft hole 2c as a fulcrum. The operating end 6b engages the groove 4c in the heart cam 4 formed at the housing 3 so as to slide on the groove 4c as the sliding member 2 moves.

[0028] An actuating member 7 comprises a solenoid including an iron core 7a in its interior. The base 5b of the stopper member 5 is connected to an end of the iron core 7a. Hereunder, the connection of the base section 5b of the stopper member 5 and the solenoid will be described in detail.

[0029] As shown in Figs. 7 and 8, in the connecting structure, a flange 7b of the iron core 7a in the solenoid is disposed between the parallel sections 5c of the base section 5b so that there is a small play formed in a space defined by the parallel sections 5c and the four tongues 5d. The iron core 7a is prevented from being dislodged by left and right tongues 5d.

[0030] The solenoid is formed so that, when it is energized, the stopper member 5 moves as a result of being attracted along with the iron core 7a. Here, since the stopper member 5 is connected to the iron core 7a so that a small play is formed therebetween, the stopper member 5 can smoothly move vertically in the window 3c even if, for example, there is play at the iron core 7a in the solenoid or there are variations in the mounting postures of the solenoid.

[0031] A restoring coil spring 8 is mounted to the iron core 7a to restore the stopper member 5 to its initial po-
situation after the stopper member 5 has been attracted. In this case, the base section 5b of the stopper 5 is made to contact the side of the actuating member mounting section 3b of the housing 3 with a bottom in order to regulate the position of the stopper member 5.

A restoring spring 9 is a coil formed by winding a wire material, and is accommodated in the spring-accommodating section 2b of the sliding member 2. The restoring spring 9 is formed so that the sliding member 2 slidably mounted to the switch body can, from its pushed-in position, be restored to its initial position when the sliding member 2 is unlocked.

A description of the operation of the above-described push-button switch incorporating a self-restoring function in accordance with the present invention will be given. When the operating section 2a of the sliding member 2 is pushed in, the lock pin 6 whose fulcrum 6a is axially supported in the sliding member 2 moves, so that the operating end 6b of the lock pin 6 is brought into engagement with the groove 4c in the heart cam 4 disposed at the housing 3, and slides on the cam groove 4c as the sliding member 2 moves. Here, the operating end 6b moves along the groove 4c in the heart cam 4 from a groove surface 4ca (shown in Fig. 3) to a groove surface 4cb (shown in Fig. 3) in the directions of the arrows. At a groove surface 4cc disposed at an intermediate point, the operating end 6b gets locked as a result of cooperation of the lock cam 4b and the stopper member 5. In this state, the sliding member 2 is locked in its pushed-in position, so that the circuit (not shown) of the switch body is brought into an on state.

From the above-described locked state, when the switch circuit is to be manually turned off, the operating section 2a is pushed in further, causing the operating end 6b to move along the cam groove 4c from the cam groove surface 4cc to a cam groove surface 4ce, as indicated in Fig. 4, in order to be restored to the location of the cam groove surface 4ca, that is, its initial position.

In the structure of the above-described push-button switch incorporating a self-restoring function in accordance with the present invention, the operating end 6b of the lock pin 6 is held in its locked position as a result of the cooperation of the lock cam 4b of the heart cam 4 and the movable stopper member 5, and the lock pin 6 is unlocked by moving the stopper member 5. Therefore, excessive force is not exerted between the operating end 6b and the lock cam 4b, thereby reducing friction. In addition, the amount of force required to unlock the lock pin 6 can be reduced, making it possible to reduce the amount of starting current supplied to the actuating member 7.

Since the inclined surface 4d is formed at the lock cam surface 4a of the lock cam 4b in order to guide the lock-pin operating end 6b towards the operating section 2a of the sliding member 2, it is no longer necessary to forcibly disengage the operating end 6b from the lock cam 4b. Therefore, wear is reduced, resulting in the production of a more reliable product with a longer life.

Since the stopper member 5 is directly connected to the actuating member 7, the actuating mechanism can be simplified, making it easier to reduce the size of the product.

Figs. 9 and 10 illustrate the structure of a second embodiment of the push-button switch incorporating a self-restoring function in accordance with the present invention. More specifically, Fig. 9 is a perspective view schematically showing the relationship between a lock cam, a stopper member, and a lock pin when the push-button switch is in an auto-off state, while Fig. 10 is a schematic plan view of Fig. 9.

Component parts corresponding to those illustrated in Figs. 1 to 8 are given the same reference numerals and will not be described below.

The second embodiment push-button switch differs from the first embodiment push-button switch in that the structure of a stopper member 50 is partly dif-
The force required to unlock the lock pin can be reliably unlocked using a simple structure. Therefore, the stopper member 50 is structured so that it moves as a result of being attracted in a direction parallel to the surface in which a groove 4c of a heart cam 4 is formed.

Here, the mounting location of the actuating member 7 to a housing 3 can be changed with the direction of movement of the stopper member 50, so that the switch body can be designed with greater freedom.

In the structure of the second embodiment push-button switch incorporating a self-restoring function, excessive force is not exerted between an operating end 6b and a lock cam 4b, so that friction therebetween is reduced. In addition, the amount of force required to unlock a lock pin 6 can be reduced, making it possible to reduce starting current supplied to the actuating member 7.

In addition, it no longer becomes necessary to forcibly disengage the lock pin operating end 6b, thereby reducing wear and making it possible to produce a more reliable product with a longer life, so that the actuating mechanism can be simplified, making it easier to reduce the size of the product.

Although, in the previous embodiments, the lock pin 6 is axially supported in the sliding member 2, and the heart cam 4 is formed at the housing 3, the present invention is not limited thereto. For example, the lock pin 6 may be axially supported in the housing 3, and the heart cam 4 may be formed at the sliding member 2. It is obvious that, even this case, the same advantages are obtained.

In addition, the structure of the heart cam 4 is not limited to those used in the previous embodiments. For example, the form of the lock cam 4b, the form of the cam groove 4c, etc., may be variously modified within the scope of the present invention.

As can be understood from the foregoing description, in the push-button switches incorporating a self-restoring function in accordance with the present invention, a movable stopper member is provided at the heart cam in order to hold the lock pin in the lock position as a result of cooperation with the lock cam, or in order to disengage the lock pin. Therefore, excessive force is not exerted between the lock pin and the lock cam, thereby reducing friction therebetween, so that the sliding member can be reliably unlocked.

The push-button switch may be such as to comprise the movable stopper member movable along a sliding path of the lock pin and to a location away from the sliding path, wherein, after the lock pin has been held in the lock position by the lock cam of the heart cam and the stopper member, the stopper member is moved by the actuating member in order to unlock the lock pin. Therefore, the force required to unlock the lock pin can be made small, making it possible to reduce the amount of starting electrical current supplied to the actuating member.

When the push-button switch comprises a slide member, a lock pin, a heart cam, and a movable stopper member, a lock cam surface which extends from a first end of the lock cam to a second end, at a stopper-member side, of the lock cam may be formed by an inclined surface formed so as to extend towards an operating section of the sliding member from the first end of the lock cam to the second end, at the stopper-member side, of the lock cam. Therefore, it is no longer necessary to forcibly unlock the lock pin, thereby reducing wear and making it possible to provide a more reliable product with a longer life.

When the push-button switch comprises a slide member, a lock pin, a heart cam, and a movable stopper member, the stopper member may be formed at the heart cam so as to be movable in a direction perpendicular to a surface in which a cam groove in the heart cam is formed. Therefore, a simple lock-pin locking structure can be used, without the necessity of increasing the size of the heart cam.

When the push-button switch comprises a slide member, a lock pin, a heart cam, and a movable stopper member, the stopper member may be formed at the heart cam so as to be movable parallel to a surface in which a cam groove in the heart cam is formed. Therefore, the mounting location of the actuating member to be mounted to the housing can be changed with the direction of movement of the stopper member, so that the switch body can be designed with greater freedom.

When the push-button switch comprises a switch body, the slide member, the lock pin, the heart cam, an actuating member, a restoring spring, and the movable stopper member, the actuating member may comprise a solenoid, the stopper member being moved by an attracting force of the solenoid. Therefore, the lock pin can be reliably unlocked using a simple structure.

**Claims**

1. A push-button switch comprising:
   - a sliding member (2);
   - a lock pin (6) for locking the sliding member at a certain location;
   - a heart cam (4) including a lock cam along which the lock pin slides;
   - characterised in that the switch also comprises a movable stopper member (5), disposed at the heart cam, for holding the lock pin at a lock position as a result of cooperating with the lock cam or for unlocking the lock pin.

2. A push-button switch according to Claim 1, com-
prising:

1. A push-button switch according to Claim 1 or 2, wherein a lock cam surface which extends from a first end of the lock cam to a second end, at a stopper-member side, of the lock cam is formed by an inclined surface formed so as to extend towards an operating section of the sliding member from the first end of the lock cam to the second end, at the stopper-member side, of the lock cam.

2. A push-button switch according to any of Claims 1 to 3, wherein the stopper member is formed at the heart cam so as to be movable parallel to a surface in which a cam groove in the heart cam is formed.

3. A push-button switch according to any of Claims 2 to 5, wherein the actuating member comprises a solenoid, the stopper member being moved by an attracting force of the solenoid.

4. A push-button switch according to any of Claims 2 to 5, wherein a lock cam surface which extends from a first end of the lock cam to a second end, at a stopper-member side, of the lock cam is formed by an inclined surface formed so as to extend towards an operating section of the sliding member from the first end of the lock cam to the second end, at the stopper-member side, of the lock cam.

5. A push-button switch according to any of Claims 1 to 3, wherein the stopper member is formed at the heart cam so as to be movable parallel to a surface in which a cam groove in the heart cam is formed.

6. A push-button switch according to any of Claims 1 to 3, wherein the stopper member is movable along a sliding path of the lock pin and to a location away from the sliding path.

wherein, after the lock pin has been held at the lock position by the lock cam of the heart cam and the stopper member, the stopper member is moved by the actuating member in order to unlock the lock pin.

2. Drucktastenschalter nach Anspruch 1, der folgenden aufweist:

3. Drucktastenschalter nach Anspruch 1 oder 2, wobei eine Verriegelungsstiftsteuerflächenleiste aus einem Verriegelungssteuerflächenleisten- und Anschlagelementelement besteht.

4. Drucktastenschalter nach einem der Ansprüche 1 bis 3,
wobei das Anschlagelement an dem herzförmigen Steuerflächenglied derart ausgebildet ist, dass es in einer Richtung rechtwinklig zu einer Oberfläche beweglich ist, in der eine Steuerflächennut in dem herzförmigen Steuerflächenglied ausgebildet ist.

5. Drucktastenschalter nach einem der Ansprüche 1 bis 3, wobei das Anschlagelement an dem herzförmigen Steuerflächenglied derart ausgebildet ist, dass es parallel zu einer Oberfläche beweglich ist, in der eine Steuerflächennut in dem herzförmigen Steuerflächenglied ausgebildet ist.

6. Drucktastenschalter nach einem der Ansprüche 2 bis 5, wobei das Betätigungselement einen Elektromagnet aufweist und das Anschlagelement durch eine Anziehungskraft des Elektromagneten bewegt wird.

Revendications

1. Interrupteur à bouton-poussoir comprenant :
   un élément glissant (2) ;
   un axe de verrouillage (6) pour bloquer l'élément glissant en une certaine position ;
   une came en forme de coeur (4) comportant une came de verrouillage le long de laquelle coulisse l'axe de verrouillage ;

   caractérisé en ce que l'interrupteur comprend également
   un élément d'arrêt mobile (5), disposé au niveau de la came en forme de coeur, pour tenir l'axe de verrouillage en une position de verrouillage suite à sa coopération avec la came de verrouillage ou pour débloquer l'axe de verrouillage.

2. Interrupteur à bouton-poussoir selon la revendication 1, comprenant
   un corps d'interrupteur ;
   l'élément glissant, placé à coulissement au niveau du corps d'interrupteur ;
   l'axe de verrouillage, avec une première extrémité (6a) de celui-ci axialement stoppée par l'élément glissant et une deuxième extrémité (6b) de celui-ci qui est rotative ;
   la came en forme de coeur placée au niveau du corps d'interrupteur, la deuxième extrémité de l'axe de verrouillage coulissant le long de la came en forme de coeur ;
   un élément d'actionnement (7) pour débloquer l'axe de verrouillage ;
   un ressort de retour pour solliciter l'élément glissant dans une direction de retour ;
   l'élément d'arrêt mobile, mobile le long d'un chemin de coulissement de l'axe de verrouillage et jusqu'à une position éloignée du chemin de coulissement :

   dans lequel, après que l'axe de verrouillage a été maintenu dans la position de verrouillage par la came de verrouillage de la came en forme de coeur et l'élément d'arrêt, l'élément d'arrêt est déplacé par l'élément d'actionnement afin de débloquer l'axe de verrouillage.

3. Interrupteur à bouton-poussoir selon la revendication 1 ou 2, dans lequel une surface de came de verrouillage qui s'étend d'une première extrémité de la came de verrouillage à une deuxième extrémité, d'un côté élément d'arrêt, de la came de verrouillage est formée par une surface inclinée formée de façon à s'étendre vers une section de travail de l'élément glissant de la première extrémité de la came de verrouillage à la deuxième extrémité, du côté élément d'arrêt, de la came de verrouillage.

4. Interrupteur à bouton-poussoir selon l'une quelconque des revendications 1 à 3, dans lequel l'élément d'arrêt est formé au niveau de la came en forme de coeur de manière à être mobile dans une direction perpendiculaire à une surface dans laquelle est formée une rainure de came dans la came en forme de coeur.

5. Interrupteur à bouton-poussoir selon l'une quelconque des revendications 1 à 3, dans lequel l'élément d'arrêt est formé au niveau de la came en forme de coeur de manière à être mobile parallèlement à une surface dans laquelle est formée une rainure de came dans la came en forme de coeur.

6. Interrupteur à bouton-poussoir selon l'une quelconque des revendications 2 à 5, dans lequel l'élément d'actionnement comprend un solénoïde, l'élément d'arrêt étant déplacé par une force d'attraction du solénoïde.
FIG. 11
PRIOR ART

FIG. 12
PRIOR ART