EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention of the grant of the patent: 24.05.2006 Bulletin 2006/21

(21) Application number: 01106305.4

(22) Date of filing: 15.03.2001

(54) Aerosol spray gun
Aerosolspritzpistole
Pistolet pulvérisateur aérosol

(84) Designated Contracting States:
AT BE CH CY DE DK ES FI FR GB GR IE LI LU MC NL PT SE TR

(30) Priority: 15.03.2000 JP 2000072809

(43) Date of publication of application: 19.09.2001 Bulletin 2001/38

(73) Proprietor: Ransburg Industrial Finishing KK
Yokohama-shi, Kanagawa-ken 236-0004 (JP)

(72) Inventors:
• Kaneko, Shuzo
  Kamakura-Shi, Kanagawa-Ken (JP)
• Hashimoto, Shigefumi
  Yokohama-Shi, Kanagawa-Ken (JP)

(74) Representative: Vetter, Ewald Otto et al
Meissner, Bolte & Partner
Anwaltssozietät GbR
Postfach 10 26 05
86016 Augsburg (DE)

(56) References cited:
EP-A-0 513 626

Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

BACKGROUND OF THE INVENTION

FIELD OF THE INVENTION

[0001] The present invention relates to an aerosol spray gun used for spraying paint on an object.

(Prior Art)

[0002] In general, an aerosol spray gun transforms liquid paint into mist or aerosol to jet the aerosol paint stream ahead and directs patterning air to the aerosol paint stream to shape it as desired.

[0003] The present invention relates to an aerosol spray gun used for spraying paint on an object.

[0004] More specifically, the air flow rate regulating valves in the air flow paths within the gun are provided with tapered movable valve shafts coupled to the trigger via links and sprung in a direction equivalent to that of closing the valve, and as the movable valve shafts are correlated with the squeezing of the trigger to come apart from valve seats, an amount of air passing through the air flow rate regulating valves increases linearly.

[0005] Allowing for the practice that this type of spray guns are typically used by fully squeezing the trigger, a spray gun described in Official Gazette of Japanese Patent Laid-Open No. H2-102755 has a plurality of circumferential grooves in a shaft of a needle valve that determines an amount of ejected paint, and engagement pieces or stoppers are provided being urged toward the circumferential grooves by means of spring force.

[0006] The inventor of the present application has devised a new invention in the above-mentioned point of view.


[0008] The inventor of the present application has devised a new invention in the above-mentioned point of view.

[0009] Accordingly, it is an object of the present invention to provide a spray gun selectively used in two modes, between small pattern and large pattern, which can be comprised of simple components.

[0010] It is another object of the present invention to provide an aerosol spray gun which can be comprised of a reduced number of components compared with the prior art embodiments.

SUMMARY OF THE INVENTION

[0011] The present invention provides an aerosol gun, which overcomes technical disadvantages in the prior art as mentioned above and which employs a trigger manipulated by fingers of an operator to regulate an amount of sprayed paint, and the aerosol gun includes:

- a throttle valve mechanism that has a movable valve element provided in an internal air duct through which pressurized air is supplied to an outlet of patterning air for shaping aerosol paint stream jetted from the aerosol spray gun;
- air hole formed at the tip of the movable valve element for supplying a small amount of air from the internal air duct to the outlet of the patterning air while the movable valve seats on a valve seat; and
- a coupling means for coupling the movable valve element to the trigger;

the coupling means comprising a disconnecting means for disconnecting cooperative relation of the trigger with the movable valve element from an initial operation step by an operator of starting squeezing the trigger till a step prior to the one where the trigger is fully squeezed.

[0012] Thus, in accordance with the present invention, since the cooperative relation between the trigger and the movable valve element is disconnected by the disconnecting means during the steps prior to the one where the trigger is fully squeezed, the movable valve element continually seats on the valve seat while a small amount of air is supplied through the air hole in the movable valve element to the outlet of the patterning air. Thus, during these steps, paint jetted out is small in both amount and pattern, and this results in the paint being sprayed in a
small pattern. When the trigger is fully squeezed, however, such movement of the trigger is transmitted to the movable valve element via the coupling means, and the movable valve element is moved away from the valve seat to remain the throttle valve mechanism open, resulting in a large volume of air being supplied to the outlet of the patterning air. Thus, while the trigger is fully squeezed, the paint jetted out is large in both volume and pattern, and this results in the paint being sprayed in a large pattern.

[0013] The operator physically feels repelling spring force that is applied to the movable valve element in the course of gradually squeezing the trigger deeper when the spray pattern turns from the small pattern to a larger pattern. Thus, the operator can spray the paint in the small pattern by squeezing the trigger to such an extent of being about to feeling the spring force, and also can switch the paint spray pattern to the large pattern by fully squeezing the trigger of the spray gun.

[0014] Other objects and advantages of the present invention will become apparent from preferred embodiments thereof detailed in the following description.

(BRIEF DESCRIPTION OF THE DRAWINGS)

[0015] FIGURE 1 is a vertical cross-sectional view of an embodiment of an aerosol spray gun of the present invention.

FIGURE 2 is a partially cut-out cross-sectional view showing a barrel of the aerosol spray gun in Fig. 1.

FIGURE 3 is an enlarged cross-sectional view showing a main portion extracted from a front section of the barrel in Fig. 2.

FIGURE 4 is a diagram illustrating properties of the embodiment of the aerosol spray gun according to the present invention.

(DETAILED DESCRIPTION OF THE PREFFERED EMBODIMENT)

[0016] Preferred embodiments of the present invention will be described below in detail in conjunction with the accompanying drawings.

[0017] Fig. 1 is a vertical cross-sectional view showing an embodiment of an aerosol spray gun. An aerosol spray gun 1 is a hand-held gun outlined as follows: Similar to the prior art, the aerosol spray gun 1 has a handle 3 and a barrel 5, and an operator (not shown), who holds the handle 3, squeezes a trigger 7 so that pain introduced from a paint introducing port 9 in the middle of the barrel 5 can be hit by atomizing air from the tip of the barrel 5 and transformed into mist to be jetted out ahead in a paint spray stream.

[0018] The aerosol spray gun 1 will now be further detailed, and the barrel 5 has its tip removably loaded with a paint nozzle 11 and an air cap 13 via a fixture ring 15, both of which make up a spraying head. The paint nozzle 11 has a paint spraying aperture 17 at its center. The air cap 13 is provided with an atomizing air outlet 19 positioned close to the paint spraying aperture 17 in the paint nozzle 11 and a pair of patterning air outlets 21 outwardly positioned from the paint spraying aperture 17 and opposed to each other in radial direction, and air is jetted out through the pair of outlets to the paint spraying stream. The handle 3 has a pressurized air introducing port 23 at its bottom surface, and air introduced through the port 23 into the inside of the handle 3 is transported to the atomizing air outlet 19 and the patterning air outlets 21.

[0019] An amount of the paint sprayed from the paint nozzle 11 is determined by displacing the needle valve 25 facing the paint spraying aperture 17. A needle valve 25 extends backward from the paint spraying aperture 17 to the barrel 5 through the trigger 7 and then through the handle 3. A stroke of the needle valve 25 can be regulated by rotating a regulating knob 27 that covers a rear end of the needle valve 25. The needle valve 25 comprises a flare portion 25a at its middle section, and is forced to its closing position by compressed spring 29 between a rear end of the flare portion 25a and the regulating knob 27.

[0020] The trigger 7 has a flange 7a which comes in contact and engagement with a front end of the flare portion 25a of the needle valve 25, and the flange 7a can not engage with the needle valve 25 to move it backward till the trigger 7 is squeezed slightly. As the needle valve 25 is gradually moved backward, the paint spraying aperture 17 relatively increase in its effective opening area gradually (i.e., an amount of ejected paint is gradually increased). Reversely, when the trigger 7 is released, the needle valve 25 is moved forward by repelling force of the compressed spring 29, and thus, the paint spraying aperture 17 reduces its effective opening area gradually (i.e, an amount of sprayed paint is gradually decreased).

[0021] The port 23 merging into an internal air duct is provided with a main throttle valve mechanism 33 which is cooperative with the squeezing of the trigger 7 via a pin 31 extending from behind the trigger 7 toward it to open the internal air duct 23. The internal air duct 23 leads to the barrel 5 through the main throttle valve mechanism 33, and further conducts to a second throttle valve mechanism 35 provided immediately upstream the branch of the air duct into the atomizing air outlet 19 and the patterning air outlet 21. The throttle valve mechanism 35, as best seen in Figs 2 and 3, includes a valve shaft 39 circular in cross section and serving as a movable valve element which is capable of seating on a valve seat 37, and the valve shaft 39 is positioned in the internal air duct 23 extending through the barrel 5 and is protruded from a rear end of the barrel 5.

[0022] The valve shaft 39 is urged to seat on the valve seat 37 by the compressed spring 41 positioned coaxial with a rear end of the valve shaft. The valve 39 has an
air hole 43 at its tip. The ventilation hole 43 includes an outlet port 43a opening at a leading end of the valve shaft and an inlet port 43b opening at circumferential surface of the valve shaft 39 (Fig. 3), and when the valve shaft 39 seats on the valve seat 37, pressurized air passing through the internal air duct 23 within the barrel 5 is introduced to the air hole 43 through the inlet port 43b and then is guided through the outlet port 43a till it is ejected through the atomizing air outlet 19 and the patterning air outlet 21. As will be recognized in view of the above, an amount of air ejected through the atomizing air outlet 19 and the patterning air outlet 21 depends upon a diameter of the air hole 42 in the valve shaft 39 when the valve shaft 39 seats on the valve seat 37. On the contrary, when the valve shaft 39 is moved apart from the valve seat 37 and a clearance is defined between them, air is transported to the atomizing air outlet 19 and the patterning air outlet 21 through the clearance and the air duct 43.

The valve shaft 39 is coupled to the trigger 7 via a coupling link 45. The coupling link 45 is positioned approximately in parallel with the valve shaft 39 outside the barrel 5, extending from the trigger 7 to the rear end of the valve shaft 39. The coupling link 45 has an elongated hole 47 defined in a longitudinal direction of the coupling link 45, and the coupling link 45 and a trigger 7 are coupled to each other by a fixture pin 49 crossing the elongated hole 47. On the other hand, the coupling link 45 has its rear end pivotally connected about a pin 51 and fixed to a block 53 by the pin. The elongated hole 47 is formed in the front end of the coupling link 45 and may be created in both the front and rear ends of the coupling link 45.

The block 53 has a through-hole 53a receiving the rear end of the valve shaft 39, and the through-hole 53a is shaped in three quarter (3/4) of a circle in cross section. The non-circular cross-section of the through-hole 53a corresponds to a flat surface 39a which is created by partially notching the rear end of the valve shaft 39 circular in cross section. The valve shaft 39a of the valve shaft 39 provides a receiving face for a fixture screw 55 radially extending through the block 53. A fixing position of the block 53 relative to the valve shaft 39 can be regulated by unscrewing the fixture screw 55 to moved the block 53 back and fore along an axis of the valve shaft 39 and then screwing the fixture screw 55 tightly. This mechanism of regulating the fixing position of the block 53, which will be understood from the description below, provides a means of timing and terminating a disconnection between the trigger 7 and the coupling link 45 because of the elongated hole 47 intervening therebetween.

Manipulation and operation of the aerosol spray gun 1 will now be described.

When the operator holds the handle 3 of the spray gun 1 and begins squeezing the trigger 7 after directing a tip of the barrel 5 to an object to paint (not shown), air is merely ejected through the atomizing air outlet 19 and the patterning air outlet 21 and no paint is ejected yet at the initial stage of such operation (refer to Figure 4). Specifically, at the initial stage of squeezing the trigger 7, a needle valve 25 controlling an amount of sprayed paint is closed by repelling force of the compressed spring 29 although the main throttle valve mechanism 33 is ready for opening in immediate response to the squeezing of the trigger 7 while the second throttle valve mechanism 35 remains closed, so that air passing through the internal air duct 23 is guided through the air hole 43 in the valve shaft 39 to the atomizing air outlet 19 and the patterning air outlet 21. For convenience of explanation, this stage of the operation is referred to as "idle stage".

When the operator further squeezes the trigger 7, the needle valve 25 begins to open in accordance with an extent of the squeezing, and a volume of paint corresponding to a degree of opening the needle valve 25 is ejected through the paint spraying outlet 17. In such a situation, the elongated hole in the coupling link 45 prevents the squeezing of the trigger 7 from being transmitted to the coupling link 45 to keep the second throttle valve mechanism 35 in the internal air duct 23 still closed (the valve shaft 39 continues to seat on the valve seat 37 because of the repelling force of the compressed spring 41). Specifically, in this state, the trigger 7 and the coupling link 45 are disconnected from each other by the elongate hole 47 and are non-cooperative with each other, the valve 39 does not follow the displacement of the trigger 7 that has been squeezed to such an extent, and the second throttle valve mechanism 35 remains closed. Thus, air passing through the internal air duct 23 is guided through the air hole 43 in the valve shaft 39 to the atomizing air outlet 19 and the patterning air outlet 21. For convenience of explanation, this state is referred to as "small pattern stage".

When the operator further squeezes the trigger 7, the needle valve 25 further opens to eject a larger amount of paint through the paint spraying outlet 17. At such a stage of ejecting a large amount of the paint, the coupling link 45 follows the squeezing the trigger 7 and moves backward while the valve shaft 39 moves back ward against the repelling force of the compressed spring 41, so that the second throttle valve mechanism 35 in the internal air duct 23 is opened (the valve shaft 39 is moved apart from the valve seat 37). Thus, air passing through the internal air duct 23 comes out not only through the air hole 43 in the valve shaft 39 but also through the clearance between the valve shaft 39 and the valve seat 37 and a resultant vast stream of air is guided to the atomizing air outlet 19 and the patterning air outlet 21. For convenience of explanation, this state is referred to as "large pattern stage".

As will be recognized from the above description, the operator using the aerosol spray gun 1 physically feels the repelling force of the compressed spring 41 applied to the valve shaft 39 when the second throttle valve mechanism 35 in the internal air duct 23 opens. Specif-

EP 1 134 028 B1
ually, when the second throttle valve mechanism 35 opens, additional force to move the valve shaft 39 back-ward against the repelling force of the compressed spring 41 is necessary to further squeeze the trigger 7, and hence, the operator learns timing due to force exerted on his or her fingers on the trigger 7.

[0030] As can be recognized, the spray gun 1 has the following properties in relation with the force required for squeezing the trigger 7:

1. An initial displacement of the trigger 7, or a state of transition immediately before an engagement of the flange 7a of the trigger 7 with the flare portion 25a of the needle valve 25 (Idle Stage), where almost no force is required for manipulating the trigger 7; and
2. A state of disconnection of cooperative relation between the trigger 7 squeezed to a certain extent and the coupling link 45 due to the elongated hole 47 (Small Pattern Stage), where force to move the needle valve 25 (i.e., force against the repelling force of the compressed spring 29 for the needle valve) is required for squeezing the trigger 7.

The spray gun 1 further has the properties as follows:
3. A state of transmission of the squeezing of the trigger 7 to the valve shaft 39 via the coupling link 45 (Large Pattern Stage), where additional force to move the valve shaft 39 (i.e., force against the repelling force of the compressed spring 41 for the valve shaft) is required for further squeezing the trigger 7.

[0031] When the spray gun 1 having the properties as mentioned above is used to paint, the operator relies upon an extent of the force exerted on his or her fingers on the trigger 7 and roughly divided stepwise into Large or Small to selectively paint in two modes.

1. The operator squeezes the trigger 7 and stops further squeezing right before he or she feels the repelling force of the compressed spring 41 for the valve shaft (Small Pattern Stage). In such a situation, the paint spraying outlet 17 half opens, and a volume of the paint is ejected corresponding to the degree of opening the half-opened paint spraying outlet 17. On the other hand, the valve shaft 39 seats on the valve seat 37 (the second throttle valve mechanism 35 is closed), and air passing through the internal air duct 23 is guided through the air hole 43 to the atomizing air outlet 19 and the patterning air outlet 21 (Small Pattern Spraying).
2. The trigger is fully squeezed (Large Pattern Stage).

[0032] In this situation, the paint spray outlet 17 is fully opened, and a large volume of the paint is sprayed through the paint spray outlet 17. On the other hand, the valve shaft 39 is moved apart from the valve seat 37 (the second throttle valve mechanism 35 is opened), and air passing through the internal air duct 23 is guided not only through the air hole 43 but through the clearance defined between the valve shaft 39 and the valve seat 37 to the atomizing air outlet 19 and the patterning air outlet 21 (Large Pattern Stage).

[0033] In the above-mentioned small pattern spraying mode, a relatively small volume of paint is ejected from the spray gun 1 while a relatively small volume of air is ejected from the atomizing air outlet 19 and the patterning air outlet 21. This mode is suitable for spot painting.

[0034] In the above-mentioned large pattern spraying mode, a large volume of the paint is ejected from the spray gun 1 while a large volume of air is ejected through the atomizing air outlet 19 and the patterning air outlet 21. This mode is suitable for painting large dimensions of an object at a time.

[0035] Timing upon which the small pattern spraying and the large pattern spraying are switched is determined by regulating a position where the block cooperatively connected to the rear end of the coupling link is to be fixed to the valve shaft 39. This regulation can not be carried out in the course of practically painting with the spray gun 1, but must be performed preliminarily in advance of using the spray gun 1.

[0036] An exemplary way of the timing is as follows: After the regulating know 27 is fully turned to close so as to determine a stroke of the needle valve 25, the regulating knob 27 is turned three quarter of a turn to one full turn, for example, to open so as to permit a certain level of the stroke of the needle valve 25, and then, the trigger 7 is squeezed to its upper limit. While keeping such a state (where the trigger 7 is squeezed), the block 53 is moved relative to the valve shaft 39 so that the pin 49 comes in contact with a rear edge of the elongated hole 47 in the coupling link 45, and keeping the state, the block 53 is fixed to the valve shaft 39 (the fixture screw 55 is screwed down therein). Thus, a setting of the timing between the two modes of the small and large pattern sprayings is completed. In practical use of the spray gun 1, the regulating knob 27 is fully opened. In order to facilitate the setting of the timing, the regulating knob 27 has its circumferential surface marked, and the mark is preferably viewed to confirm a revolving amount of the regulating knob 27.

[0037] A volume of air in the small pattern spraying mode, or the volume of air supplied through the air duct 43 in the valve shaft 39 to the atomizing air outlet 19 and the patterning air outlet 21 is regulated by using a plurality of valve shafts 39 respectively having the air ducts 43 of different diameters and selecting appropriate one of them to attach it to the spray gun 1.

[0038] As has been explained, the operator learns the timing of switching the small pattern spraying mode and the large pattern spraying mode from the repelling force of the compressed spring 41 which urges the valve shaft 39 to open the valve and is felt by the operator on his or her fingers, and if desired, the operator can learn the timing clearer than he or she feels by attaching the com-
pressed spring 41 developing a larger repelling force to the spray gun. Alternatively, a plurality of the compressed springs 41 of different levels of repelling force may be used so that the operator, who practically uses and feels the additional repelling force from the spring, may chose suitable one among those compressed springs 41 as he or she desires, to attach the spring to the spray gun 1.

**Claims**

1. An aerosol spray gun (1) having a trigger (7) which an operator manipulates to regulate a volume of paint to spray, including a throttle valve mechanism (33) provided in an internal air duct (23) for supplying pressurized air to a patterning air outlet (21) which shapes a paint spray stream jetted out of the aerosol spray gun (1), and having a movable valve element (39) urged by spring force (41) to close the valve, an air hole (43) created at the tip of the movable valve element (39) for supplying a small volume of air from the internal air duct (23) to the patterned air outlet (21) while the movable valve element (39) seats on a valve seat (37), and a coupling means (45) for coupling the movable valve element (39) to the trigger (7), characterised in that the coupling means (45) are provided with a means (47) for disconnecting the trigger (7) from the movable valve element (39) without cooperative relation between them from an initial stage of the operation where the operator begins to squeeze the trigger (7) to an intermediate stage before the operator fully squeezes the trigger (7).

2. An aerosol spray gun (1) according to claim 1, wherein the aerosol spray gun (1) further includes a means (53, 55) of timing and terminating a disconnection of cooperative relation between the trigger (7) and the movable valve element (39).

3. An aerosol spray gun (1) having a handle (3) held by an operator, a barrel (5) extending forward from the handle (3), and a trigger (7) manipulated by the operator to regulate a volume of paint to spray, including an internal air duct (23) created in the barrel (5) and extending along the barrel (5) for supplying pressurized air to an outlet (17) through which air is jetted to hit and atomize paint ejected out of the tip of the barrel (5), and for supplying pressurized air to an outlet (21), through which patterning air is jetted to hit and shape a paint spray stream developed by the atomizing air, a throttle valve mechanism (33) provided in the internal air duct (23) and having a movable valve shaft (39) which is urged by spring (41) to close the valve and is configured to extend through the inside of the internal air duct (23) and protrude from a rear end of the barrel (5), and characterised in an elongated hole (47) receiving a coupling pin (49) operative between the coupling link (45) and the trigger (7) and/or a coupling pin (49) operative between the coupling link (45) and the movable valve shaft (39), and extending along an extension of the coupling link (45), the elongated hole (47) is dimensioned to disconnect the trigger (7) from the movable valve shaft (39) without cooperative relation between them from an initial stage where an operator begins to squeeze the trigger (7) to an intermediate stage before the operator fully squeezes the trigger (7).

4. The aerosol spray gun (1) according to claim 3, wherein the coupling link (45) and the movable valve shaft (39) are coupled to each other via a block (53) which is movable in an axial direction of the movable valve shaft (39).

5. The aerosol spray gun according to claim 4, wherein the block (53) is fixed to the movable valve shaft (39) by a fixture screw (55) accessible by the operator.

**Patentansprüche**

1. Aerosolspritzpistole (1) mit einem Abzug (7), den ein Bediener betätigt, um ein zu spritzendes Farbvolum zu regulieren, die Folgendes aufweist:

   einen Drosselventilmechanismus (33), der in einem inneren Luftkanal (23) zur Zuführung von Druckluft zu einem Musterbildungsluftauslass (21) vorgesehen ist, welcher einen aus der Aerosolspritzpistole (1) herausgespritzten Farbspritzstrom formt, und ein bewegliches Ventilelement (39) aufweist, das durch Federkraft (41) zum Schließen des Ventils gezwungen wird, ein an der Spitze des beweglichen Ventilelements (39) hergestelltes Luftloch (43) zum führen eines kleinen Luftvolumens aus dem inneren Luftkanal (23) zum Musterbildungsluftauslass (21), während das bewegliche Ventilelement (39) auf einem Ventilsitz (37) sitzt, und Verbindungsmittel (45) zur Verbindung des beweglichen Ventilelements (39) mit dem Abzug (7),
dadurch gekennzeichnet, dass die Verbindungsmittel (45) mit einem Mittel (47) zum Trennen des Abzugs (7) von dem beweglichen Ventilelement (39) ohne zusammenwirkende Beziehung zwischen ihnen von einem Anfangsbetätigungssta-
3. Aerosolspritzpistole (1) mit einem von einem Bediener gehaltenen Griff (3), einem sich von dem Griff (3) nach vorne erstreckenden Rohr und einem von dem Bediener betätigten Abzug (7) zur Regulierung eines zu spritzenden Farbvolumens, die Folgendes enthält:

dadurch gekennzeichnet, dass

einen im Rohr (5) hergestellten inneren Luftkanal (23), der sich entlang dem Rohr (5) erstreckt, um Druckluft zu einem Auslass (17) zuzu führen, durch den Luft herausgespritzt wird, um aus der Spitze des Rohrs (5) ausgestoßene Farbe zu treffen und zu zerstäuben, und um Druckluft zu einem Auslass (21) zuzu führen, den beweglichen Ventilschaft (39) über einen Block (53) miteinander verbindet, der in einer Axialrichtung des beweglichen Ventilschafts (39) beweglich ist.}

5. Aerosolspritzpistole nach Anspruch 4, bei der der Sicherungsschraube (55) an dem beweglichen Ventilschaft (39) befestigt ist.

Revendications

1. Pistolet pulvérisateur d’aérosol (1) comprenant une gâchette (7) manipulée par un opérateur pour réguler un volume de peinture à pulvériser, comprenant:

un mécanisme de soupape d’étranglement (33) prévu dans un conduit d’air interne (23) pour fournir de l’air sous pression à une sortie d’air de mise en forme (21) servant à donner une forme à un jet de pulvérisation de peinture projeté hors du pistolet de pulvérisateur d’aérosol (1) et comprenant un élément de soupape mobile (39) poussé par une force de ressort (41) pour fermer la soupape, un trou d’air (43) pratiqué à l’extrémité de l’élément de soupape mobile (39) pour fournir un petit volume d’air à partir du conduit d’air interne (23) à la sortie d’air de mise en forme (21) alors que l’élément de soupape mobile (39) s’appuie sur un siège de soupape (37); et un moyen de coupleage (45) pour coupler l’élément de soupape mobile (39) à la gâchette (7), caractérisé en ce que

le moyen de coupleage (45) comprend un moyen (47) pour déconnecter la gâchette (7) de l’élément de soupape mobile (39), sans relation de coopération entre ceux-ci, à partir d’un stade initial du fonctionnement au cours duquel l’opérateur commence à presser la gâchette (7) jusqu’à un stade intermédiaire avant que l’opérateur presse complètement la gâchette (7).

2. Pistolet pulvérisateur d’aérosol (1) selon la revendication 1, dans lequel le pistolet pulvérisateur d’aérosol (1) comprend en outre un moyen (53, 55) pour synchroniser et terminer une déconnexion d’une relation de coopération entre la gâchette (7) et l’élément de soupape mobile (39).

3. Pistolet pulvérisateur d’aérosol (1) comprenant une poignée (3) tenue par un opérateur, un canon (5) s’étendant vers l’avant à partir de la poignée (3) et une gâchette (7) manipulée par l’opérateur pour réguler un volume de peinture à pulvériser, comprenant un conduit d’air interne (23) formé dans le canon (5) et s’étendant le long du canon (5) pour fournir de l’air sous pression à une sortie d’air (17) à travers laquelle de l’air est projeté pour heurter et pulvériser de la peinture éjectée hors de l’extrémité du canon (5) et pour fournir de l’air sous pression à une sortie (21)
à travers laquelle de l’air de mise en forme est projeté pour heurter et donner une forme à un jet de pulvérisation de peinture développé par l’air de pulvérisation;

un mécanisme de soupape d’étranglement (33) prévu dans le conduit d’air interne (23) et comprenant une tige de soupape mobile (39) poussée par un ressort (41) pour fermer la soupape, et configurée pour s’étendre à travers l’intérieur du conduit d’air interne (23) et faire saillie hors d’une extrémité arrière du canon (5), et caractérisé par un trou allongé (47) recevant une broche de couplage (49) agissant entre la liaison de couplage (45) et la gâchette (7), et/ou une broche de couplage (49) agissant entre la liaison de couplage (45) et la tige de soupape mobile (39) et s’étendant le long d’une extension de la liaison de couplage (45), le trou allongé (47) étant dimensionné pour déconnecter la gâchette (7) de la tige de soupape mobile (39), sans relation de coopération entre celles-ci, à partir d’un stade initial du fonctionnement au cours duquel un opérateur commence à presser la gâchette (7) jusqu’à un stade intermédiaire avant que l’opérateur presse complètement la gâchette (7).

4. Pistolet pulvérisateur d’aérosol (1) selon la revendication 3, dans lequel la liaison de couplage (45) et la tige de soupape mobile (39) sont couplées l’une à l’autre par l’intermédiaire d’un bloc (53) mobile dans une direction axiale de la tige de soupape mobile (39).

5. Pistolet pulvérisateur d’aérosol selon la revendication 4, dans lequel le bloc (53) est fixé à la tige de soupape mobile (39) par une vis de fixation (55) accessible pour l’opérateur.