SQUEEZE BOTTLE FOR DISPENSING A LIQUID IN A METERED AND SUBSTANTIALLY GERM-FREE MANNER
QUETSCHBEHÄLTER ZUR DOSIERTEN UND KEIMFREIEN ABGABE VON FLÜSSIGKEITEN
FLACON PRESSABLE POUR UNE DISTRIBUTION DE LIQUIDE PAR DOSES ET SENSIBLEMENT DEPOURVUE DE GERMES

Designated Contracting States:
AT BE CH CY DE DK ES FI FR GB GR IE IT LU MC NL PT SE

Priority: 07.12.1998 NL 1010749

Date of publication of application:
10.10.2001 Bulletin 2001/41

Proprietor: V.O.F. Pharmasept 9321 VA Peize (NL)

Inventors:
• SCHILTHUIZEN, Stephanus, Fransiscus NL-5056 MG Berkel Enschot (NL)
• VAN HEES, Lukas, Wilhelmus NL-2613 ZA Delft (NL)

Representative: Wittop Koning, Tom Hugo Exter Polak & Charlouis B.V., P.O. Box 3241 2280 GE Rijswijk (NL)

References cited:
EP-A- 0 473 892
DE-C- 4 310 019
US-A- 3 258 175
US-A- 4 376 495
US-A- 3 240 399
US-A- 3 910 467
US-A- 4 972 977

Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

[0001] This invention relates to a squeeze bottle for dispensing a liquid, in particular a liquid medicament in a metered and substantially germ-free manner. In this invention, a squeeze bottle is to be understood as a container with a flexible wall, whereby by squeezing the container at the location of the flexible wall pressure is exerted to the contents of the container, whereby the contents are dispensed via a dispense opening.

[0002] In the art, squeeze bottles for dispensing a liquid in an unmetered sterile manner are known. In this respect, US-A-5 154 325 describes a squeeze bottle having a duckbill valve, in which valve an antimicrobial component is present to keep dispensed liquid, remaining behind at the outer side of the valve, in sterile condition. Ventilation takes place via a sterile filter. A duckbill valve is to be understood as a tubular structure of flexible material, the end portion thereof defining an outflow opening, which opening is closed in rest position. This closed position is effected by a biased tension that is exerted by the tube wall at the location of the end portion in inner direction. The level of biased tension is dependent on the material chosen and can e.g. be increased by applying around the tube a fitting, optionally tapered ring-shaped element.

[0003] In US-A-5 310 094 a squeeze bottle is described, wherein the dispense opening comprises two serially arranged duckbill valves. This construction prevents material that is dispensed from the last duckbill valve from flowing back into the container. The above-described squeeze bottles are however not suitable for dispensing in a metered manner.

[0004] Dosing devices for dispensing under metered conditions are also known. In US-A-3 910 467 a tube for dispensing pasty material in a metered manner is described. The tube contains a metering chamber with a valve, which valve is partly in contact with the outer environment. By pressure on the tube the valve is opened, whereby a portion of the contents of the metering chamber is dispensed. During opening of the valve, the valve portion, which in closed condition of the valve is in contact with the outer environment in a non sterile manner, comes into contact with the contents of the metering chamber, whereby dispensing in a sterile manner is not guaranteed. In the device, described in DE-C-431 0019, wherein a squeeze bottle is described with a metering chamber and a dispensing opening that can be closed by a valve, the valve is, in its closed position, in its entirety located in the metering chamber that is filled with liquid. By pressure on the squeeze bottle a major portion of the valve is moved from the metering chamber into the outer environment, resulting in a high risk of contamination. This device is therefore not suitable for dispensing in a sterile manner as well. In US-A-4 376 495 a tube is described, wherein the volume of a metering chamber is adjusted with the aid of a needle-shaped element, accommodated in a screw cap, which element, in closed condition, contacts the material to be dispensed, present in the metering chamber. For dispensing, the cap is removed and the needle-shaped element is in contact with the environment. At reclosure of the device, there is a substantial risk of contamination. Also in EP-A-0 701 108 a metering device for liquids is described, wherein the liquid is dispensed from a stock container via a metering chamber. The volume of the metering chamber can be adjusted by means that come into contact with both the air from the environment as well as with the metering chamber, resulting in dispensing in a sterile manner being impossible from this device.

[0005] Further, numerous containers having fixed walls for dispensing liquids in a metered and a germ-free manner are known; such containers are for this purpose moreover provided with complicatedly engineered pumping devices. Actuating such devices therefore takes place by depressing a pumping element, and not by squeezing the walls of the container, like a squeeze bottle. Examples of metering pumps for dispensing a liquid in a metered way are described in e.g. EP-B-0 473 892, of which parts of the pump, that contact the liquid to be dispensed, such as the dispensing passage or the walls of the metering chamber, comprise an oligodynamic agent. In US-A-5 253 788 a combination of a squeeze bottle and a pump containing a metering chamber is described. The metering chamber of this squeeze bottle is in communication, via a non-return valve, with a storage chamber containing a cosmetic preparation. By squeezing the squeeze bottle, the valve is opened, and the preparation can then flow into the metering chamber. To dispense the contents of the metering chamber to the environment, it is necessary to depress an actuating component; during this movement, the abovementioned non-return valve is closed, so that it is impossible for any material to flow back out of the metering chamber into the storage chamber. Therefore, two separate movements have to be carried out in order to meter and dispense a metered unit from the said squeeze bottle, namely squeezing the squeeze bottle and depressing the actuating component.

[0006] In the art, there is however a great need for a squeeze bottle for dispensing liquid in a metered and substantially germ-free manner. The advantage of a squeeze bottle is the simple actuation thereof and the possibility for cheap production on an industrial scale.

[0007] The invention therefore provides a squeeze bottle for dispensing a liquid, in particular a liquid medicament, in a metered and substantially germ-free manner, at least comprising:

- a storage chamber for accommodating the liquid,
- a metering chamber with a variable volume for dispensing from this chamber, under reduction of volume of the chamber, a measured volume of liquid,
- restoring means for returning the metering chamber to its original state after a volume of liquid has been dispensed;
- an inlet for placing the metering chamber in communication with the storage chamber by mediation of a flow restrictor, which flow restrictor counteracts flow from the metering chamber to the storage chamber substantially completely and, when the pressure in the storage chamber is increased, counteracts flow between the storage chamber and the metering chamber substantially completely and, when the increased pressure in the storage chamber is removed, allows flow from the storage chamber into the metering chamber,
- at least one outflow opening for placing the interior of the metering chamber in communication with the environment, the outflow opening comprising a non-return valve, which exclusively allows flow in the intended dispense direction, the valve being designed in such a way that valve portions that are, in closed position, in direct contact with the environment, are also located outside the metering chamber in opened position of the valve, and valve portions that are, in opened position, in direct contact with the environment, are also located outside the metering chamber in closed position of the valve,
- actuating means for reducing the volume of the metering chamber, which actuating means can be actuated by squeezing the bottle,
- means for ventilating the squeeze bottle.

[0008] In the context of this application, germ-free conditions are also understood to mean low-germ conditions, which term is defined in the European Pharmacopoeia (3rd edition).

[0009] Germs are to be understood as all biologically multipliable life forms, comprising e.g. bacteria, spores of bacteria, fungi, yeast cells etc.

[0010] By applying pressure to the storage chamber by squeezing the wall of the squeeze bottle an increased pressure is exerted on the metering chamber. This increased pressure reduces the volume of the metering chamber, for example by a partition between the storage chamber and the metering chamber, on which the said increased pressure is exerted, being at least partially depressed. As a result of the reduction in volume of the metering chamber, the valve will be opened at the location of the outlet and the contents of the metering chamber will be dispensed, while feed from the storage chamber as well as dispensing to the storage chamber, is substantially blocked.

[0011] As soon as the pressure on the tock chamber is removed, the metering chamber is forced back into the original state, for example spring means. When this increase in the volume of the metering chamber takes place, the flow restrictor allows flow to take place from the storage chamber to the metering chamber, so that the metering chamber is filled with material to be dispensed. The material which is situated in the metering chamber is dispensed by increasing the pressure on the storage chamber, as has been explained above.

[0012] By the fact that the outflow opening comprises a non-return valve, it is prevented that after dispensing, a passage in the squeeze bottle remains filled with liquid, which liquid will be dispensed in the next metering action, and remains, until said action, in contact with the environment and susceptible to contamination. To counteract contamination, the valve in the squeeze bottle according to the invention is furthermore designed in such a way, that the valve portions that come into contact with the metering chamber do not come in contact with the outer environment and vice versa, so that contamination or fouling of the liquid in the metering chamber via the non-return valve is virtually excluded.

[0013] During ventilation of the squeeze bottle according to the invention it is to be prevented that the contents of the bottle come into contact with germs from the air resulting into contamination.

[0014] The ventilating means in the squeeze bottle according to the invention can e.g. be designed as a sterile hydrophobic filter that can be accommodated in or at the vicinity of the bottom of the squeeze bottle wall. In order to prevent leakage through the filter when the squeeze bottle is squeezed, the ventilating means may comprise a non-return valve at the inside of the squeeze bottle, which valve is opened at ventilation of the storage chamber, and is closed in relaxed position of the squeeze bottle or during squeezing thereof. Such sterile ventilation means are generally known in the art, see e.g. WO 94/11115. When a filter is applied, the openings thereof are preferably maximally 0,2 µm.

[0015] The ventilating means may also comprise an opening in the wall of the squeeze bottle, wherein the liquid in the storage chamber is accommodated in a bag of flexible material, which bag is connected in a sealed manner with the metering chamber. In this way the air, taken up in the storage chamber during ventilation cannot come into contact with the liquid. Suitable materials for the bag which may be mentioned are optionally organic additives comprising thermoplastic materials, or a laminate of thermoplastic materials with high gas barrier properties.

[0016] Thus, as a result of squeezing the squeeze bottle, material is dispensed from the metering chamber in a sterile way and the metering chamber is filled again after squeezing, i.e. when the squeeze bottle regains its original volume.

[0017] Further embodiments of the squeeze bottle according to the invention are explained in the subclaims.

[0018] The invention will be explained in more detail with reference to the following drawing, in which:

- Figure 1 shows a cross section through a simple embodiment of a squeeze bottle according to the invention when at rest, when dispensing and when metering,
- Figure 2 shows a cross section through a metering chamber without and with increased pressure being exerted on the storage chamber,
In Figure 1A, 1 denotes a squeeze bottle having wall 10 and a storage chamber 2 in which liquid 11, such as a liquid medicament, may be accommodated. The storage chamber is separated from a metering chamber 3 by a movable piston 7 which is provided with a small opening 4 through which liquid can flow out of the storage chamber into the metering chamber when the volume of the metering chamber is increased. On the opposite side from the piston, the metering chamber comprises an outflow opening 5 which is provided with a duckbill valve 6. A spring 8, which presses piston 7 against a stop 9 and prevents piston 7 from moving into the storage chamber 2, is accommodated in the metering chamber 3. If the piston 7 is fixed in the metering chamber and is attached to the spring 8, stop 9 can be omitted. In this situation, the metering chamber is full. Opening 4 is selected to be so small that the inherent weight of the liquid does not cause it to flow out of the metering chamber into the storage chamber. In the case of an aqueous liquid, the diameter, if the opening is circular, may be between 0.1 mm and 1.0 mm, but is preferably between 0.3 and 0.7 mm, and most preferably 0.4-0.5 mm.

In Figure 1B, pressure is exerted on the storage chamber 2 by squeezing the wall 10 (as indicated by two horizontal arrows), with the result that piston 7 is moved towards outlet opening 5. As a result, spring 8 is compressed, the volume of the metering chamber is reduced and a volume of liquid amounting to the reduction in volume of the metering chamber is dispensed out of the metering chamber to the environment through duckbill valve 6. It has been found that, by suitably selecting the dimension of the opening 4 and providing sufficiently low flow resistance at the outlet valve, in this case duckbill valve 6, no liquid, or scarcely any liquid, flows back out of the metering chamber into the storage chamber when the above-described reduction in volume of the metering chamber takes place, but that virtually the entire contents of the metering chamber are dispensed to the environment.

Figure 1C shows the situation in which piston 7 has moved into its outermost position and the metering chamber has been emptied by the squeeze bottle wall 10 being compressed. A metered volume has now been dispensed to the environment.

In Figure 1D, the pressure on the squeeze bottle has been removed by the fact that the squeeze bottle is no longer being compressed (as illustrated by the horizontal arrows). As a result, duckbill valve 6 is closed and piston 7 is moved in the direction of the side which is remote from the outlet opening 6 by the spring pressure of spring 8, with the result that the volume of metering chamber 3 increases. As a result of the associated underpressure in the metering chamber, liquid flows out of the storage chamber 2 into the metering chamber 3, as long as the squeeze bottle is held with the outflow opening directed downwards as illustrated, during which environmental air is taken up in the storage chamber 2 via ventilating means (not shown).

The ventilating means can e.g. comprise an opening with a hydrophobic sterile filter in the squeeze bottle wall, e.g. in the bottom thereof. It is of course also possible that ventilation means may be accommodated in the side wall of the squeeze wall of the squeeze bottle, if desired in the vicinity of the metering chamber. It is of importance that these ventilating means allow entry of air into the storage chamber, but prevent entrance of germs that are present in the air into the liquid.

When piston 7 is pressed against stop 9, the metering chamber has been completely filled, as illustrated in Figure 1E. Figure 1E is identical to Figure 1A, except that the volume of the liquid 11 has decreased by one metered volume.

Figure 2 shows an embodiment in which the flow restrictor is designed not just as a narrow opening but as an active valve. The same numbers as those used in Figure 1 have been employed for corresponding components. Advantages of this embodiment are that liquid is prevented from flowing back out of the metering chamber into the storage chamber and that if desired the squeeze bottle can be used in the upright position. In that case, the valve must be connected to a riser (part of which is shown by a dashed line), the open end of which must be situated in the liquid in storage chamber 1.

In Figure 2A, no pressure is being exerted on the storage chamber 2 and metering chamber 3 is full of liquid. For the sake of clarity, no restoring means, such as a spring, are shown, although these must be present, as illustrated in Figure 1, in order to return the metering chamber to its original state. Piston 7 contains a cylindrical component 77 which is closed on the top side and is provided with an opening 78. Wall 10 comprises a shoulder 101 which delimits the metering chamber 3 and on which a cylinder 102 which is open on two sides is formed, which cylinder defines an outflow passage 5. One of the openings forms an outflow opening and is connected to duckbill valve 6. The wall of cylinder 102 contains an opening 104. The outer circumference of cylindrical component 77 substantially corresponds to the inner circumference of cylinder 102, so that cylindrical component 77 can slide into cylinder 102 in a sealed manner. In the situation illustrated, metering chamber 3 is full; opening 78 is selected to be so small
that the force of gravity does not cause liquid to flow back into the storage chamber. The outflow opening 5 is closed.

When pressure is exerted on the storage chamber 2, piston 7, as illustrated in Figure 2B, will move towards the outlet opening (counter to a spring pressure), with the result that cylindrical component 77 is slid into cylinder 102, and opening 78 is closed. As soon as cylindrical component 77 has slid sufficiently far out of cylinder 102 for opening 78 to connect storage chamber 2 to the interior of metering chamber 3, the metering chamber 3 will be filled again with liquid from storage chamber 2.

Figure 3A shows a squeeze bottle with a metering chamber 3 which is filled with liquid 11, which squeeze bottle comprises a movable piston 7, in which an active valve 70 is diagrammatically depicted, which active valve is, in relaxed condition of the squeeze bottle, in the open position, similar to the situation illustrated in Figure 2. The valve may however also be designed in such a way, that it is closed in relaxed condition of the squeeze bottle. The open condition can e.g. be obtained by valve 70 being kept open by spring action (not shown). On the side opposite the first piston 7, metering chamber 3 is delimited by a second piston 300 which can move in the direction away from the storage chamber 2. The movement of the second piston 300 is limited by shoulder 101 of the squeeze bottle. A spring 308 is accommodated between shoulder 101 and the piston 300, which spring exerts a force in the direction of the storage chamber 2 on the piston 300. A spring 8 is accommodated between the first piston 7 and the second piston 300, in order to restore the volume of the metering chamber to the original state. Second piston 300 comprises a cylinder 302 which is open on two sides and is provided with an internal passage 305, which passage opens out into two outlet passages 306 which, in the case illustrated, are closed off by vertical wall 110.

Metering chamber 3, including pistons 7 and 307 and springs 8 and 308 are accommodated in a lid component 14 which, by means of an internal screw thread 13, is attached to a matching external screw thread 12 on the neck of the squeeze bottle.

By squeezing the wall 10, as shown in Figure 3B, valve 70 is closed and piston 300 and piston 7 will be moved towards the outlet opening 35, counter to the pressure of spring 308, until outlet passages 306 have been pushed beyond vertical wall 110. Then, spring 8 will be compressed as the volume of metering chamber 3 is reduced and liquid is dispensed from this chamber to the environment, until both springs 8 and 308 are fully compressed or the movement of one or both pistons 7 and 300 is halted by a stop. This situation is illustrated in Figure 3C.

Removing the pressure in the storage chamber 2 (as illustrated by horizontal arrows) will cause both springs 8 and 308 and pistons 7 and 307 to be returned to the original position, i.e. the position illustrated in Figure 3A, closing outlet passages 306 and opening valve 70, so that the metering chamber 3 is filled with liquid.

In this embodiment, the portions of the non-return valve that, either in open or closed condition, come in contact with the environment (cylinder 302 in the vicinity of outlet passages 306) do not come in contact with the metering chamber 3. Thus with this non-return valve as well, a contamination of the liquid in the metering chamber is substantially excluded.

The spring constants of springs 8 and 308 are preferably equal, so that optimum operation is ensured, although the spring constants may differ from one another. If, for example, spring 308 is stronger than spring 8, both pistons 7 and 307 will be pushed towards the outflow opening 45 by the increase in the liquid pressure. After the liquid pressure has been removed, when the liquid is dispensed from the metering chamber to the environment, both pistons will spring back again.

Figure 4 illustrates a metering chamber 7 which is suitable for use in the squeeze bottle as illustrated in Figure 3. In this figure, components which have already been discussed in connection with the previous figures are provided with corresponding reference numerals and are not explained in such detail.

Figure 4 illustrates a squeeze bottle with a metering chamber 3 which is separated from storage chamber 2 by a first piston 7 which has a cylindrical component 77 which is closed on one side and in which an opening 78 is incorporated. On the side opposite the first piston 7, metering chamber 3 is delimited by a second piston 300 which can move in the direction away from the storage chamber 2. The movement of the second piston 300 is limited by shoulder 101 of the squeeze bottle. A spring 308, which exerts a force towards the storage chamber 2 on the piston 300, is accommodated between shoulder 101 and the piston 300. A spring 8 is accommodated between the first piston 7 and the second piston 300, in order to restore the volume of the metering chamber to its original state. Second piston 300 comprises a cylinder 302 which is open on two sides and which is provided with an internal passage 305, which passage opens out into two outlet passages 306, which in the situation illustrated are closed off by means of vertical wall 110. The wall of cylinder 302 contains an opening 304. The outer circumference of cylindrical component 77 substantially corresponds to the inner circumference of cylinder 302, so that cylindrical component 77 can slide into cylinder 302 in a sealed manner. In the case illustrated, metering chamber 3 is full; open-
ing 78 is selected to be so small that the force of gravity cannot cause the liquid to flow back into the storage chamber. The outflow opening 45 is closed. As in the cases illustrated in Figures 2 and 3, in the event of a pressure increase inside storage chamber 2, pistons 7 and 300 will be moved towards outflow opening 45 until outflow passages 306 have been pushed passed vertical wall 110. Then, spring 8 will be compressed, while the volume of metering chamber 3 is reduced and liquid is dispensed from this chamber to the environment, until both springs 8 and 308 have been fully compressed, after which the metering chamber can be filled again with liquid from storage chamber 2 by removing the pressure in storage chamber 2, in a similar manner to the case illustrated in Figure 3.

[0036] Figure 5 shows an embodiment of a squeeze bottle according to the invention in which the metering chamber 3 is of bellows-like design.

[0037] In the illustrated case, the ventilating means comprise an opening 52 in squeeze bottle wall 10, and a bag 50 of flexible material is accommodated in storage chamber 51, which bag is connected to the metering chamber in a sealed manner. In the illustrated case, the bag can advantageously be integrally formed with the bellows. In the case that such a bag is accommodated in the storage chamber, the space in the storage chamber, not taken by the bag is called "ventilating space", which is denoted in the present case with 51 as well.

[0038] In opening 52, a non-return valve may be accommodated, which valve allows air from the environment into the ventilating space 51 but prevents air from flowing out of this space 51 to the atmosphere, in order to ensure, when the squeeze bottle wall is compressed as illustrated in Figure 5B, that pressure is exerted on the ventilating space 51, and therewith on the contents of bag 50, as a result of the wall 10 being compressed.

[0039] By squeezing the wall 10, the pressure in space 51 and in the bag 50 will be increased, with the result that the bellows are compressed. In functional terms, wall 53 of the bellows is similar to piston 7 in, for example, Figure 3A. In this case, a valve 70 likewise prevents liquid from flowing back out of the metering chamber 3 into the bag and is closed when the pressure in the space is increased, but allows liquid to flow out of the bag into the metering chamber when the increased pressure is removed. The space around the bellows will be able to fill up with liquid, a fact which does not present any problems.

[0040] The outlet opening 5 of metering chamber 3 comprises a duckbill valve 6 which will be opened when the wall 10 is squeezed.

[0041] When the wall 10 is released, as shown in Figure 5C, the inherent elasticity of the bellows will cause it to return to its original volume, as illustrated in Figure 5A. During this movement, the metering chamber will be able to fill up with liquid from the bag. While the wall is being released, air will be received in the intermediate space 51 from the environment.

[0042] In a similar manner to the case illustrated in Figure 5, it is possible to design a squeeze bottle in accordance with Figure 1 or 3 with a flexible bag and to provide the wall with an opening for the uptake of environmental air. In this case, the bag may, for example, be attached between the lid component and the neck of the squeeze bottle.

[0043] When the ventilating means in the squeeze bottle according to the invention comprise a flexible bag as described above, the squeeze bottle can be designed as an atomiser in a simple manner, wherein the squeeze bottle is provided with one or more passages or channels, of which the one end ends in the ventilation space and the other end ends in the close vicinity of the outflow opening of the squeeze bottle. When the squeeze bottle is squeezed for the discharge of liquid, air will be blown from ventilation space 51 along the non-return valve via the above-described passages/channels, in addition to the discharge of liquid through the non-return valve, resulting, at the location of the valve, in the air atomising the liquid just discharged. In such a case, the ventilation opening in the squeeze bottle wall may comprise a sterile sieve in order to prevent entry of germs from the air into the ventilation space 51 and into the atomised spray.

[0044] The outflow opening of the squeeze bottle may have any desired form, depending on the intended dispensing method. For example, the squeeze bottle may be designed as a dropper or atomizer, but also be suited as an injection syringe, for example by designing the outlet opening to fit onto an injection needle.

[0045] The fact that the liquid is unable to flow back out of the metering chamber into the storage chamber means that the squeeze bottle according to the invention is particularly suitable for dispensing a liquid under aseptic (i.e. germ-free) conditions.

[0046] In a special embodiment of the squeeze bottle according to the invention, an additional non-return valve may be located between the non-return valve and the metering chamber in order to minimize the risk of contamination of the liquid in the metering chamber even further.

[0047] In order to optimize the aseptic dispensing, it is possible to employ aseptic measures, such as accommodating a bacteriostatic or oligodynamic agent, such as a silver compound, which is preferred. By bacteriostatic or oligodynamic agent an agent is meant that counteracts growth of bacteria and other germs, or even kills them. Particularly advantageously, the aseptic material is moulded into one or more squeeze bottle components, or a component with which the liquid comes into contact is coated with a bacteriostatic or oligodynamic agent, such as a silver compound. The bacteriostatic or oligodynamic agent preferably comprises a silver zeolite, e.g. the silver zeolite, distributed by Sinanen, Japan, under the trade name "ZEOMIC". Using such a silver zeolite in a squeeze bottle according to the invention, growth of germs was not observed. As such a bottle
component, a part of the wall of the metering chamber or a spring, being accommodated within the metering chamber are very suitable. The agent can in such a case be taken up into the liquid. In the metering chamber an amount of liquid is present that will be dispensed during the first subsequent use of the squeeze bottle. In order to obtain a sufficient aseptic discharge, it is sufficient to bring the volume of the liquid that is present in the metering chamber into contact with the bacteriostatic or oligodynamic agent. In such a way, it is not the entire liquid stock that comes into contact with the bacteriostatic or oligodynamic agent. It is of course also possible to provide the squeeze bottle wall, the flexible bag (if present), or the non-return valve of the outflow opening with such a bacteriostatic or oligodynamic agent. It is also possible to accommodate separate granular elements, containing a bacteriostatic or oligodynamic agent in the metering chamber.

The invention furthermore relates to a metering chamber as described above, for attachment to a squeeze bottle for accommodating a liquid to be metered, in particular a liquid medicament, such as eye drops, etc.

As has already been described with reference to Figure 3A, a metering chamber of this nature may comprise screw means for attachment to the screw thread of a squeeze bottle; however, all known attachment means, such as a click-fit or bayonet connection, are possible within the scope of the invention.

Obviously, the invention is also suitable for dispensing other liquids which become rapidly contaminated by bacteria or must not be contaminated, for example cosmetics. The squeeze bottle can also be used for metered dispensing of a medicament for injection to a cylinder of an injection syringe, or may itself be used as the injection syringe. The squeeze bottle is extremely simple to operate, making the squeeze bottle particularly suitable for use as an injection syringe to be utilized by patients themselves, for example patients suffering from diabetes or allergies.

Claims

1. Squeeze bottle (1) for dispensing a liquid, in particular a liquid medicament, in a metered and substantially germ-free manner, at least comprising:
   - a storage chamber (2) for accommodating the liquid,
   - a metering chamber (3) with a variable volume for dispensing from this chamber, under reduction of volume of the chamber, a measured volume of liquid,
   - restoring means (8) for returning the metering chamber to its original state after a volume of liquid has been dispensed,
   - an inlet (4) for placing the metering chamber in communication with the storage chamber by mediation of a flow restrictor, which flow restrictor counteracts flow from the metering chamber to the storage chamber substantially completely and, when the pressure in the storage chamber is increased, counteracts flow between the storage chamber and the metering chamber substantially completely and, when the increased pressure in the storage chamber is removed, allows flow from the storage chamber into the metering chamber,
   - at least one outflow opening (5) for placing the interior of the metering chamber in communication with the environment, the outflow opening comprising a non-return valve (6), which exclusively allows flow in the intended dispense direction, the valve being designed in such a way that valve portions that are, in closed position, in direct contact with the environment, are also located outside the metering chamber in opened position of the valve, and valve portions that are, in opened position, in direct contact with the environment, are also located outside the metering chamber in closed position of the valve,
   - actuating means (7) for reducing the volume of the metering chamber, which actuating means can be actuated by squeezing the bottle,
   - means for ventilating the squeeze bottle.

2. Squeeze bottle according to claim 1, characterized in that the flow restrictor is designed as an active valve.

3. Squeeze bottle according to claim 1 or 2, characterized in that the metering chamber is at least partially accommodated in the storage chamber and comprises a bellows-like body which is compressed by the pressure in the storage chamber being increased.

4. Squeeze bottle according to claim 1 or 2, characterized in that the metering chamber is separated from the storage chamber by a first movable piston (7), which piston is, under spring load, moved towards the outlet by the pressure in the storage chamber being increased.

5. Squeeze bottle according to claim 4, characterized in that the metering chamber is delimited, on the opposite side from the first piston, by a second piston (300), which is, under spring load, moveable in the direction away from the storage chamber, as far as a stop, first and second spring means (8, 308) being respectively accommodated between the first and second piston and between the second piston and the stop.
6. Squeeze bottle according to claim 5, characterized in that the spring constants of the first and second springs are substantially equal.

7. Squeeze bottle according to any of the preceding claims, characterized in that the non-return valve (6) is designed as a duckbill valve.

8. Squeeze bottle according to any of the preceding claims, characterized in that the ventilating means comprise an opening in the wall of the squeeze bottle, wherein the liquid in the storage chamber is accommodated in a bag of flexible material, which bag is connected in a sealed manner with the metering chamber.

9. Squeeze bottle according to any of the preceding claims, characterized in that the non-return valve (6) is designed as a duckbill valve.

10. Squeeze bottle according to any of the preceding claims, characterized in that at least a portion of the squeeze bottle that is in contact with at least a portion of the liquid comprises an oligodynamic or bacteriostatic agent.

11. Squeeze bottle according to claim 10, characterized in that the wall of the metering chamber comprises an oligodynamic or bacteriostatic agent.

12. Squeeze bottle according to claim 10 or 11, characterized in that the bacteriostatic or oligodynamic agent comprises a silver compound, preferably a silver zeolite.

13. Squeeze bottle according to one of the claims 10-12, characterized in that the squeeze bottle is produced by moulding and the bacteriostatic or oligodynamic agent is moulded into the squeeze bottle at the same time.

14. Squeeze bottle according to claims 3 and 8, characterized in that the bag and the bellows-like body are formed from a single piece of material.

Patentansprüche

1. Quetschflasche (1) zum Abgeben einer Flüssigkeit, insbesondere eines flüssigen Medikaments, in dosierter und im wesentlichen keimfreier Weise, zumindest umfassend:
   - Eine Speicherkammer (2) zum Aufnehmen der Flüssigkeit,
   - Eine Dosierkammer (3) mit einem variablen Volumen zum Abgeben eines abgemessenen Flüssigkeitsvolumens aus dieser Kammer unter Volumenverminderung der Kammer,
   - Wiederherstellmittel (8) zum Rückstellen der Dosierkammer zu ihrem Originalzustand, nachdem ein Flüssigkeitsvolumen abgegeben worden ist,
   - Einen Einlass (4) zum Platzieren der Dosierkammer in Verbindung mit der Speicherkammer durch Vermittlung eines Durchflussbegrenzers, der einem Fluss aus der Dosierkammer zur Speicherkammer im wesentlichen vollständig entgegengewirkt und, wenn der Druck in der Speicherkammer erhöht wird, einem Fluss zwischen der Speicherkammer und der Dosierkammer im wesentlichen vollständig entgegengewirkt, und, wenn der erhöhte Druck in der Speicherkammer abgebaut wird, einen Fluss von der Speicherkammer in die Dosierkammer gestattet,
   - Zumindest eine Ausflussöffnung (5) zum Platzieren des Inneren der Dosierkammer in Verbindung mit der Umgebung, wobei die Ausflussöffnung ein Nichtrückflussventil (6) umfasst, dass ausschließlich Fluss in der beabsichtigten Abgaberichtung gestattet, und das Ventil in solcher Weise ausgelegt ist, dass Ventilteile, die in geschlossener Position in direktem Kontakt mit der Umgebung stehen, sich auch bei geöffneter Position des Ventils außerhalb der Dosierkammer befinden, und Ventilteile, die in geöffneter Position in direktem Kontakt mit der Umgebung stehen, sich auch bei geschlossener Position des Ventils außerhalb der Dosierkammer befinden,
   - Betätigungsmittel (7) zum Reduzieren des Volumens der Dosierkammer, wobei das Betätigungsmittel durch Zusammendrücken der Flasche betätigt werden kann,
   - Mittel zum Belüften der Quetschflasche.

2. Quetschflasche gemäß Anspruch 1, dadurch gekennzeichnet, dass der Durchflussbegrenzer als ein aktives Ventil ausgelegt ist.

3. Quetschflasche gemäß Anspruch 1 oder 2, dadurch gekennzeichnet, dass die Dosierkammer zumindest teilweise in der Speicherkammer aufgenommen ist und einen balgenartigen Körper umfasst, der dadurch komprimiert wird, dass der Druck in der Speicherkammer erhöht wird.

4. Quetschflasche gemäß Anspruch 1 oder 2, dadurch gekennzeichnet, dass die Dosierkammer von der Speicherkammer durch einen ersten beweglichen Kolben (7) getrennt ist, der unter Federdruck dadurch zum Auslass hin bewegt wird, dass der Druck in der Speicherkammer erhöht wird.


7. Quetschflasche gemäß einem der vorstehenden Ansprüche, dadurch gekennzeichnet, dass die Federkonstanten der ersten und zweiten Feder im wesentlichen gleich sind.

8. Quetschflasche gemäß einem der vorstehenden Ansprüche, dadurch gekennzeichnet, dass das Nichtrückflussventil (6) als ein Schnabelventil ausgelegt ist.

9. Quetschflasche gemäß einem der vorstehenden Ansprüche, dadurch gekennzeichnet, dass das Belüftungsmittel eine Öffnung in der Wand der Quetschflasche umfasst, wobei die Flüssigkeit in der Speicherkammer in einer Blase aus flexiblem Material aufgenommen ist, die in abgedichteter Weise mit der Dosierkammer verbunden ist.


11. Quetschflasche gemäß Anspruch 10, dadurch gekennzeichnet, dass die Wand der Dosierkammer ein oligodynamisches oder bakteriostatisches Agens umfasst.

12. Quetschflasche gemäß Anspruch 10 oder 11, dadurch gekennzeichnet, dass das oligodynamische oder bakteriostatische Agens eine Silberverbindung, vorzugsweise ein Silberzeolit, umfasst.

13. Quetschflasche gemäß einem der Ansprüche 10-12, dadurch gekennzeichnet, dass die Spritzflasche durch Gießen hergestellt wird und das oligodynamische oder bakteriostatische Agens zur selben Zeit in die Quetschflasche eingegossen wird.

14. Quetschflasche gemäß Anspruch 3 und 8, dadurch gekennzeichnet, dass die Blase und der balgenartige Körper aus einem einzelnen Materialstück gebildet sind.

Revendications

1. Bouteille (1) pouvant être pressée pour dispenser un liquide, notamment un médicament sous forme liquide, d'une manière mesurée et sensiblement sans germe, comportant au moins :

- une chambre (2) de stockage pour recevoir le liquide,
- une chambre (3) de mesure ayant un volume variable pour dispenser à partir de cette chambre, sous l'effet de la réduction du volume de la chambre, un volume mesuré de liquide,
- des moyens (8) de restauration pour ramener la chambre de mesure à son état initial après qu'un volume de liquide a été dispensé,
- une entrée (4) pour placer la chambre de mesure en communication avec la chambre de stockage par l'intermédiaire d'un restricteur d'écoulement, restricteur d'écoulement qui agit à l'encontre de l'écoulement de la chambre de mesure vers la chambre de stockage sensiblement complètement et, lorsque la pression dans la chambre de stockage est accrue, est exclu de l'écoulement de la chambre de stockage vers la chambre de mesure et la chambre de mesure sensiblement complètement et, lorsque la pression accrue dans la chambre de stockage est éliminée, permet l'écoulement de la chambre de stockage à la chambre de mesure,
- au moins une ouverture (5) de sortie d'écoulement pour placer l'intérieur de la chambre de mesure en communication avec l'extérieur, l'ouverture d'écoulement vers l'extérieur comportant une vanne (6) de non-retour, qui permet exclusivement l'écoulement dans la direction de dispensation prévue, la vanne étant conçue de telle manière que des parties de vanne qui sont, en position fermée, en contact direct avec l'environnement, sont également situées à l'extérieur de la chambre de mesure dans la position ouverte de la vanne, et des parties de vanne qui sont, dans la position ouverte, en contact direct avec l'environnement, sont également situées à l'extérieur de la chambre de mesure dans la position fermée de la vanne,
- des moyens (7) d'actionnement pour diminuer le volume de la chambre de mesure, moyens d'actionnement qui peuvent être actionnés par le fait de presser la bouteille,
- des moyens destinés à ventiler la bouteille à presser.
2. Bouteille pouvant être pressée suivant la revendication 1, caractérisée en ce que le restricteur d'écoulement est conçu en tant qu'une vanne active.

3. Bouteille pouvant être pressée suivant la revendication 1 ou 2, caractérisée en ce que la chambre de mesure est au moins partiellement reçue dans la chambre de stockage et comporte un corps en forme de soufflet qui est comprimé par la pression dans la chambre de stockage qui est augmentée.

4. Bouteille pouvant être pressée suivant la revendication 1 ou 2, caractérisée en ce que la chambre de mesure est séparée de la chambre de stockage par un premier piston (7) mobile, piston qui est, sous l'effet d'une charge de ressort, déplacé en direction de la sortie par la pression dans la chambre de stockage qui est augmentée.

5. Bouteille pouvant être pressée suivant la revendication 4, caractérisée en ce que la chambre de mesure est délimitée, sur le côté opposé au premier piston, par un deuxième piston (300), qui est, sous l'effet d'une charge de ressort, mobile dans la direction s'éloignant de la chambre de stockage, aussi loin qu'une butée, des premier et deuxième moyens (8, 308) à ressort étant respectivement reçus entre les premier et deuxième pistons et entre le deuxième piston et la butée.

6. Bouteille pouvant être pressée suivant la revendication 5, caractérisée en ce que les constantes de ressort des premier et deuxième ressorts sont sensiblement égales.

7. Bouteille pouvant être pressée suivant l'une quelconque des revendications précédentes, caractérisée en ce que la vanne (6) de non-retour est conçue sous la forme d'une vanne à bec de canard.

8. Bouteille pouvant être pressée suivant l'une quelconque des revendications précédentes, caractérisée en ce que les moyens de ventilation comportent une ouverture dans la paroi de la bouteille pouvant être pressée, le liquide dans la chambre de stockage étant reçu dans un sac souple, sac qui est relié d'une manière étanche à la chambre de mesure.

9. Bouteille pouvant être pressée suivant l'une quelconque des revendications précédentes, caractérisée en ce que les moyens de ventilation comportent une ouverture dans la paroi de la bouteille pouvant être pressée, l'ouverture étant conçue pour être imperméable vis-à-vis de germes qui sont présentes dans l'air ambiant.