Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

[0001] This invention relates generally to a storage container according to the preamble of claim 1.

[0002] Such a storage container is known from the teachings of the GB-A-2312665.

[0003] In recent times, most recorded music is purchased by the consumer either on a cassette tape or a compact disc. Cassettes tapes and compact discs have supplanted vinyl records and 8-track tapes as the dominant forms of recorded music. Along with the growth of compact discs, numerous storage containers have been developed to hold the discs during shipping, display for sale, and subsequent home storage of the discs. A disc may spend over 99% of its life stored in one such storage container because the same storage container is typically used to ship the disc, to display the disc, and to store the disc at the home of the consumer. Most of the storage containers known in the art hold the compact disc on a hub that engages the center hole of the disc to hold the disc in place in the storage container.

[0004] Digital versatile discs (DVDs) have recently been developed and are expected to grow as more consumers are exposed to the benefits of a digital video picture combined with a digital audio track on a single DVD. DVDs also have a larger storage capacity than a compact disc and may be used to hold feature length films as well as multiple music recordings. It is likely that DVDs may also be used to hold data in computer readable forms. One problem with DVDs is that they currently trade durability for their increased storage capacity. It is believed that a DVD may be damaged over time by the forces that are commonly created in a compact disc storage container. These forces are the outwardly directed forces created by the hub that typically radially engages the interior wall that forms the center hole in a disc. Compact discs are durable enough to be insensitive to this force but it is believed that a DVD will eventually warp as a result of these constant radial forces. Such warping can prevent the data on a DVD from being correctly read by a DVD player.

[0005] In view of the perceived problems with the constant bending forces, the industry has moved in the direction of requiring all DVD storage containers to loosely retain the DVD such that it may freely rotate while securely retained by the storage container. The storage container thus must retain the DVD in a manner that allows it to freely rotate while also securely holding the DVD during a standard drop test. It is thus desired in the art to provide a storage container for a DVD that holds the DVD without creating constant bending stresses in the DVD while securely retaining the DVD to prevent it from coming loose.

[0006] Another problem with existing storage containers that allow compact discs and DVDs to be easily removed from a hub is that some of these devices create large bending forces in the discs when the disc is removed from the hub. These storage containers typically allow a person to grasp the edge of the disc at any location about its perimeter and pull upwardly causing the disc to engage the hub, compress a portion of the hub, and then pop off of the hub. Although these discs certainly allow for easy removal, the stresses experienced by the disc during the removal process are thought to be large enough to damage a DVD. It is thus desired in the art to provide a storage container for a DVD that allows the DVD to be quickly and easily removed without creating significantly large bending stresses in the DVD during the removal process.

SUMMARY OF THE INVENTION

[0007] In view of the foregoing, it is an objective of the present invention to provide a storage container for an item of recorded media that allows the item of recorded media to be easily removed from the storage container.

[0008] Another objective of the present invention is to provide a storage container for an item of recorded media that is particularly suited to storing a DVD.

[0009] Yet another objective of the present invention is to provide a storage container for an item of recorded media that securely retains the item of recorded media while not subjecting the item to constant bending stresses during storage.

[0010] Still another objective of the present invention is to provide a storage container for an item of recorded media that allows the item of recorded media to be easily removed from the storage container without subjecting the item to substantial bending forces.

[0011] A further objective of the present invention is to provide a storage container for an item of recorded media that prevents the improper removal of the item of recorded media from the storage container. Yet a further objective of the present invention is to provide a storage container for an item of recorded media that allows the item of recorded media to freely rotate within the storage container while being stored in the storage container.

[0012] Still a further objective of the present invention is to provide a storage container for an item of recorded media that allows an item of recorded media to be removed from the storage container without damaging the media when a user grasps the edge of the media and pulls upward.

[0013] Yet a further objective of the present invention is to provide a storage container for an item of recorded media that supports the item of recorded media at its center and periphery to prevent it from experiencing stresses when it is stored.

[0014] An additional objective of the present invention is to provide a storage container for an item of recorded media that securely stores the media on a centrally-disposed hub that prevent the media from falling off of the hub during the standard industry drop test.

[0015] Still an additional objective of the present invention is to provide a storage container for an item of recorded media having at least a centrally-disposed stor-
Another objective of the present invention is to provide a storage container for an item of recorded media that allows the item of recorded media to be removed from the storage container with a one-handed operation.

Another objective of the present invention is to provide a storage container for an item of recorded media having inner and outer supports that do not engage the information-containing area of the item of recorded media.

Another objective of the present invention is to provide a storage container for an item of recorded media having a plurality of raised bumps that solely support the item of recorded media from below to reduce friction between the storage container and the item of recorded media allowing the item of recorded media to rotate or spin with essentially no friction while in the storage position.

Another objective of the present invention is to provide a storage container for an item of recorded media that includes a hub that has a portion that may be manually moved out of engagement with the item of recorded media while the item of recorded media is being removed from the storage container.

Another objective of the present invention is to provide a storage container for an item of recorded media that includes a rib projecting from the back wall of the storage container that helps retain the item of recorded media in the storage container when the storage container is closed and separates a literature held in the storage container from the item of recorded media.

A further objective of the present invention is to provide a storage container for recorded media that includes only a single finger access hole that is aligned with the resilient arms of the hub such that the item of recorded media may not be improperly removed from the hub.

Another objective of the present invention is to provide a storage container for an item of recorded media that is of a simple construction, that achieves the stated objectives in a simple, effective, and inexpensive manner, and that solves the problems and that satisfies the needs existing in the art.

These and other objectives and advantages are obtained by the storage container for an item of recorded media of the present invention according to the features of claim 1.

BRIEF DESCRIPTION OF THE DRAWINGS

The preferred embodiments of the invention, illustrative of the best mode in which applicants have contemplated applying the principles, are set forth in the following description and are shown in the drawings and are particularly and distinctly pointed out and set forth in the appended claims.

FIG. 1 is a top plan view of a storage container for an item of recorded media depicted in an open position;
FIG. 2 is an enlarged top plan view of the hub encircled by the line labeled FIG. 2 in FIG. 1;
FIG. 3 is an enlarged sectional view taken along line 3-3 of FIG. 1;
FIG. 4 is an enlarged side view of the hub taken along line 4-4 of FIG. 1;
FIG. 5 is a fragmentary sectional view of the storage container with an item of recorded media disposed above the hub prior to engaging the hub, the hub being in a resting position;
FIG. 6 is a view similar to FIG. 5 with the item of recorded media initially engaging the hub;
FIG. 7 is a view similar to FIG. 5 depicting the item of recorded media fully engaging the hub while it is being installed on the hub;
FIG. 8 is a view similar to FIG. 5 with the item of recorded media in the storage position on the hub;
FIG. 9 is a view similar to FIG. 5 depicting the item of recorded media being removed from the hub;
FIG. 10 is a view similar to FIG. 5 depicting the item of recorded media having been fully removed from the hub;
FIG. 11 is a view similar to FIG. 2 showing an enlarged top plan view of a first alternative embodiment of the hub of the present invention;
FIG. 12 is a view similar to FIG. 11 showing a second alternative embodiment of the hub of the present invention;
FIG. 13 is a top plan view of a storage container for an item of recorded media depicted an open position having a third alternative embodiment of the hub of the present invention;
FIG. 14 is an enlarged top plan view of the third alternative embodiment of the hub that is encircled by the line labeled FIG. 14 in FIG. 13;
FIG. 15 is a sectional view taken along line 15-15 of FIG. 13;
FIG. 16 is a sectional view taken along line 16-16 of FIG. 13;
FIG. 17 is a view similar to FIG. 16 depicting the item of recorded media being removed from the hub;
FIG. 18 is a view similar to FIG. 16 depicting the item of recorded media being released from the hub;
FIG. 19 is a view similar to FIG. 16 depicting the item of recorded media fully removed from the hub; and
FIG. 20 is a sectional view taken through two different parts of the storage container of the present invention when the storage container is closed showing the relationship between the item of recorded media, the rib projecting from the back wall, and the literature held by the storage container.

Similar numerals refer to similar parts throughout the specification.
DESCRIPTION OF THE PREFERRED EMBODIMENT

[0026] The storage container for recorded media according to the present invention is depicted in the accompanying drawings and is indicated generally by the numeral 10. Storage container 10 includes a base, indicated generally by the numeral 12, that is hingedly attached to a lid 14. In the embodiment of the present invention depicted in the drawings, the hinged connection between base 12 and lid 14 is formed by a back wall 16 and a pair of continuous living hinges 18. A rib 19 projects outwardly from back wall 16 and is substantially perpendicular to back wall 16. Rib 19 is configured to extend over the item of recorded media to help retain the item when storage container 10 is closed. Base 12 includes a sidewall 20 that extends about three sides of base 12 attached to living hinge 18. Sidewall 20 includes a plurality of reinforcing ribs 22. Lid 14 may also have a sidewall 24 that extends about the three sides of lid 14 not connected to living hinge 18. Sidewall 24 may have latches that keep container 10 closed. Lid 14 may also include a pair of clips 26 that may be used to hold printed material 27 (see Fig. 20) that describes the material on the item of recorded media stored in storage container 10. Printed material 27 is carried by clips 26 and rib 19 as shown in Fig. 20. Storage container 10 may be fabricated from any of a wide variety of materials but it is preferred that it be fabricated from a plastic strong enough to resist breaking when dropped during a drop test.

[0027] In accordance with the objectives of the present invention, storage container 10 includes a hub 30 that is configured and adapted to selectively receive an item of recorded media 32 in a secure manner while allowing item 32 to rotate freely on hub 30 within storage container 10. Hub 30 also allows item 32 to be quickly and easily removed from hub 30 while not creating excessive bending stresses in item 32. Storage container 10 also includes an outer wall 34 that is spaced from hub 30 but fully surrounds hub 30. Outer wall 34 is configured and adapted to prevent a user from improperly removing item 32 of recorded media from storage container 10. Outer wall 34 also cooperates with hub 30 to prevent item 32 from experiencing excessive bending stresses when item 32 is placed into storage container 10. Outer wall 34 further cooperates with hub 30 to allow item 32 to freely rotate while in the stored position while experiencing minimal friction. Outer wall 34 also functions to allow item 32 to be easily removed from storage container 10. Outer wall 34 further protects item 32.

[0028] Item of recorded media 32 is in the form of a disc in the preferred embodiment of the present invention. Item 32 may be a typical compact disc or DVD which each have an outer diameter defined by the substantially circular outer edge or wall 36 of item 32. Item 32 also includes an upper surface 38 and a lower surface 40 that are both substantially planar. The distance between upper surface 38 and lower surface 40 of item 32 defines the thickness of item 32. Item 32 further includes an inner wall 42 that is substantially circular and defines an inner hole 44 that has a hole diameter. As is known in the art, the machine-readable information stored on item of recorded media 32 extends from a location adjacent to but spaced from outer edge 36 of item 32 across a middle area 45 to an area adjacent to but spaced from inner wall 42 of item 32 (see Fig. 5). The information is typically spaced farther from inner wall 42 than outer edge 36 such that an inner area 46 surrounding inner wall 42 does not contain machine-readable information whereby that area may be used to hold item of recorded media 32 while it is being played in an appropriate machine.

[0029] Base 12 of storage container 10 includes a bottom wall 50 that is substantially planar and includes an upper surface 52. Hub 30 extends up from bottom wall 50. Hub 30 includes a first support platform 54 that is carried above bottom wall 50 of base 12 by an annular spacing wall 56. In the preferred embodiment of the present invention, annular spacing wall 56 is sloped between first support platform 54 and bottom wall 50. In other embodiments of the present invention, annular spacing wall 56 may be perpendicular to both bottom wall 50 and first support platform 54. In still other embodiments of the present invention, annular spacing wall 56 may not be continuous about the entire periphery of first support platform 54.

[0030] The upper surface 58 of first support platform 54 is spaced above upper surface 52 of bottom wall 50 so as to provide a space or gap under lower surface 40 of item 32 when item 32 is in the stored position in storage container 10 as depicted in FIG. 8. This gap prevents item 32 from experiencing any friction in the area of item 32 that is disposed above upper surface 52 when item 32 is in the storage position. Annular spacing wall 56 is also configured to place item 32 at a level with respect to bottom wall 50 such that a user can fit at least a portion of a finger or thumb below lower surface 40 of item 32 and upper surface 52 of bottom wall 50 to remove item 32 from storage container 10. Annular spacing wall 56 further provides strength to base 12 by providing a protuberance in the middle portion of base 12 that adds rigidity to storage container 10.

[0031] First support platform 54 is substantially circular and provides a lower support to item 32 when item 32 is in the storage position as depicted in FIG. 8. Specifically, a plurality of bumps 60 extend upward from upper surface 58 of first support platform 54 to provide essentially frictionless support to item 32. In the preferred embodiment of the present invention, three bumps 60 are disposed equally about first support platform 54 such that their support is evenly distributed to item 32. Other numbers of bumps 60 may be used in other embodiments of the present invention. Each bump 60 is preferably rounded such that minimal contact between bumps 60 and item 32 is provided. The minimal contact creates essentially no friction between bumps 60 and item 32 when item 32 is in the storage position. The reduced friction is important because item 32 is permitted to freely rotate on hub 30.
while in the storage position. In other embodiments of the present invention, bumps 60 may be formed in other shapes that perform the same functions as rounded bumps 60. Bumps 60 are disposed sufficiently inwardly on first support platform 54 so as not to contact the areas of recorded information on item of recorded media 32.

[0032] Hub 30 further includes a substantially stable, nonmovable body 62 that extends up from first support platform 54 and a pair of resilient arms 64 that are each cantilevered from first support platform 54. Body 62 includes a sidewall 66 that is substantially annular about its circumference with the exception of being broken by a pair of inset curves 68 that define areas that are configured to at least partially receive resilient arms 64 as shown in FIG. 2. Body 62 further includes an upper wall 70 that vaults sidewall 66.

[0033] In accordance with one of the objectives of the present invention, body 62 is adapted and configured to prevent the user from manipulating or damaging resilient arms 64 when the user pushes down on hub 30. Such protection is accomplished by configuring body 62 to be substantially taller than each resilient arm 64. As such, upper wall 70 of body 62 is disposed at a height that is larger than the tallest height of each resilient arm 64. The relative heights may be seen in FIG. 5. In the embodiment of the invention depicted in the drawings, each arm 64 is short enough to flex inward and fit under upper wall 70 of body 62. This characteristic prevents a user’s finger or thumb from contacting resilient arms 64 when the user presses the center of body 62 with the finger or thumb. As described in the Background of the Invention section above, some prior art devices function by having the user depress the center of the hub of the storage container. Hub 30 of storage container 10 functions by preventing any action from occurring when the center (upper wall 70 of body 62) of hub 30 is pushed on by the user. Such force is transmitted from upper wall 70 through sidewall 66 to first support platform 54 into annular spacing wall 56 to bottom wall 50 of base 12. The force applied by a user is thus not transmitted into resilient arms 64 causing them to release item 32.

[0034] Each resilient arm 64 is separated from body 62 by a slot 72 that extends from first support platform 54 up next to sidewall 66, adjacent upper wall 70, back down next to sidewall 66, and then out into first support platform 54. As may be perhaps best seen in FIG. 2, slots 72 do not extend radially from body 62. The portion of each slot 72 that is formed in first support platform 54 forms an angle with a reference line that passes through a diameter of body 62. The configuration of slots 72 thus allows each resilient arm 64 to be easily deflected by reducing the amount of material supporting each arm 64.

[0035] Each resilient arm 64 includes a pair of substantially horizontal support beams 74 that extend between slot 72 and an opening 76 that is formed in first support platform 54 adjacent each resilient arm 64. The sizing and configuration of opening 76 and slot 72 causes each horizontal support beam 74 to be thin such that resilient arm 64 may be easily deflected inward toward the center of hub 30 upon application of a small force. Such easy deflection is important when an item of recorded media such as a DVD is stored in storage container 10 because it is desirable to minimize the bending forces experienced by the recorded media when it is inserted into and removed from storage container 10. Each horizontal support beam 74 is tapered such that it’s thin end connects with a vertical leg 78 of resilient arms 64. The thin ends of each support beam 74 function as bending structural members that allow vertical leg 78 to flex inwardly easily. The thicker end of horizontal support beam 74 merges with first support platform 54 and provides the cantilevered support for each resilient arm 64.

[0036] As may be seen in FIG. 4, vertical leg 78 of resilient arm 64 extends up from the inner end of horizontal support beam 74 to a location that is below the upper surface of sidewall 66 of body 62. An upper arm wall 80 extends radially inward from the upper end of vertical leg 78 such that slot 72 has a relatively constant dimension throughout its length. In the preferred embodiment of the present invention, upper arm wall 80 has a curved inner surface that is complementary to inset curves 68 of body 66. Upper arm wall 80 is also disposed below upper wall 70 of body 62. As discussed above, this configuration prevents the user from readily contacting upper arm wall 80 of resilient arm 64 when the user exerts force on body 62.

[0037] In accordance with another object of the present invention, the outwardly facing surface of each vertical leg 78 form a diameter, indicated by the dimension line labeled with the numeral 82, that is larger than the outer diameter of sidewalls 66 that is indicated by the dimension line labeled with the numeral 84. Each diameter 82 and 84 is, however, smaller than the hole diameter of item 32 such that inner wall 42 of item 32 may not contact both sides of sidewall 66 or both vertical legs 78 when item 32 is in the storage position. The configuration ensures that inner wall 42 will only contact one vertical leg 78 at a time. These dimensions allow item 32 to freely rotate on hub 30 when item 32 is securely retained on hub 30 by body 62 and resilient arms 64. The larger diameter 82 of vertical legs 78 ensures that item 32 will initially contact arms 64 when removed from container 10 instead of contacting fixed body 62.

[0038] In accordance with another objective of the present invention, detents 86 and 87 project from vertical legs 78 of resilient arms 64. Detents 86 and 87 are configured to cooperate to have a diameter, indicated by the dimension line labeled by the numeral 88 in FIG. 8, that is larger than the hole diameter of item 32. Each detent 86 and 87 is disposed above item 32 when item 32 is in the storage position. Detents 86 and 87 thus cooperate to retain item 32 on hub 30 when item 32 is in the storage position as depicted in FIG. 8.

[0039] Detents 86 and 87 are shaped differently as may be seen in FIG. 5. Each detent 86 and 87 includes an upper taper 90 that is sized and configured to engage
the lower edge of inner wall 42 of item 32 when item 32 is placed over hub 30 as shown in Fig. 6. Upper taper 90 thus extends down from the top surface of upper arm wall 80. Detents 86 and 87 are otherwise differently configured so as to function to hold item 32 in storage container 10 and to allow item 32 to be removed from storage container 10 without experiencing damaging bending forces.

One of detents 87 is a locking detent that is designed to hold item 32 in its storage position and to not interfere with the removal of item 32 from hub 30. Locking detent 87 is disposed on the arm 64 that is opposite the finger access hole 96 (discussed in more detail below) that is disposed in outer wall 34. Locking detent 87 includes a substantially vertical outer face 91 and an undercut wall 92 that is substantially parallel to upper surface 58 of first support platform 54. In other embodiments of the present invention, undercut wall 92 need not be horizontal and may form a smooth curve between the bottom of outer face 91 and the top of vertical leg 78. Undercut wall may also be angled with respect to horizontal. Vertical outer face 91 and undercut wall 92 are sized and configured to be disposed above a portion of item 32 when item 32 is in the storage position. Undercut wall 92 provides a strong retaining force to item 32 due to its angle with respect to item 32 when an outside force results in item 32 be forced up away from first support platform 54. Such forces occur when storage container 10 is turned upside down or when storage container 10 is dropped during a drop test or by accident.

The other detent 86 that is adjacent finger access hole 96 is the unlocking detent because it is acted on by item 32 to release item 32 from storage container 10 when the correct type of force is transmitted to item 32. Unlocking detent 86 is a dual-tapered detent that has a lower taper 93. Lower taper 93 may connect directly to upper taper 90 or may be connected by a smooth curve 94 as depicted in the drawings. Unlocking detent 86 is configured to allow item 32 to contact lower taper 93 and force unlocking detent 86 and its resilient arm 64 inwardly when item 32 is being removed from container 10 by a user. Although lower taper 93 provides a retaining force to item 32 because it is disposed above item 32, lower taper 93 is angled more steeply with respect to item 32 than undercut wall 92 is angled with respect to item 32 such that item 32 may slide over lower taper 93 more easily than undercut wall 92.

As noted above, storage container 10 includes outer wall 34 in addition to hub 30. In accordance with another objective of the present invention, outer wall 34 only allows the user to access item of recorded media 32 in a single, predetermined location that is specifically designed to transfer force from item 32 to resilient arms 64. Outer wall 34 thus ensures that the user of storage container 10 will remove item of recorded media 32 in the proper manner whereby any harmful bending stresses in item of recorded media 32 are minimized. Outer wall 34 achieves this limitation by blocking access to item of recorded media 32 by the user about all of the perimeter of item of recorded media 32 but for a single finger access hole 96.

As may be seen in FIG. 3, finger access hole 96 has a lower surface 98 that is disposed below upper surface 52 of bottom wall 50. The location of lower surface 98 provides extra room for the user to grasp item 32 when item 32 is in the storage position depicted in FIG. 8. The sidewall 100 of finger access hole 96 is dished so as to provide a smooth transition and entrance for the finger or thumb of the user. Finger access hole 96 is aligned with resilient arms 64 such that a reference line 101 that bisects each resilient arm 64 also bisects finger access hole 96. This arrangement causes the user to exert force on item 32 in a direction that causes the force to be directly transferred to resilient arms 64 such that at least one arm 64 will immediately deflect and start to release item 32. The thinness of support beams 74 also assists in the immediate reaction in arms 64. The provision of only a single finger access hole 96 also forces the user to properly remove item 30 from container 10. Some prior art storage containers allow the user to grasp the disc on either side of a hub thus squeezing and bending the disc. The provision of a pair of finger access holes also allows the user to choose which side of the disc to initially pick up. The present invention eliminates such choice by only providing the single finger access hole 96. These configurations and arrangements reduce the amount of undesirable bending forces being experienced in item 32 during removal of item 32 from storage container 10.

Aside from finger access hole 96, outer wall 34 extends entirely about the outer periphery of item 32 to prevent the user from grasping outer edge 36 of item 32 when item 32 is in the storage position. In accordance with another objective of the present invention, outer wall 34 includes a blocking wall 102 that extends upwardly from bottom wall 50 of storage container 10. Blocking wall 102 is substantially perpendicular to bottom wall 50 and extends to a height that is above upper surface 38 of item 32 when item 32 is in the storage position. Blocking wall 102 has an inner surface 104 that has an inner diameter that is greater than the outer diameter of item 32 such that item 32 does not contact any portion of blocking wall 102 when item 32 is in the storage position. Such a configuration also provides no friction between blocking wall 102 and item 32 when item 32 is free to rotate on hub 30. Blocking wall 102 further protects outer wall 36 of item 32.

Outer wall 34 further includes a second support platform 106 that extends entirely about outer wall 34 except for the area where finger access hole 96 interrupts outer wall 34. Second support platform 106 has an upper surface 108 that is at substantially the same height and substantially planar with upper surface 58 of first support platform 54. Outer wall 34 further includes a plurality of bumps 110 that project upwardly from second support platform 106. Each bump 110 is substantially similar to
bumps 60 disposed on first support platform 54 such that bumps 110 and bumps 60 are substantially at the same height. Bumps 110 are also preferably rounded to provide minimal friction between item 32 and bumps 110. In the preferred embodiment of the present invention, three bumps 110 are equally disposed about outer wall 34. Bumps 110 are oppositely disposed with respect to bumps 60. Bumps 110 and 60 thus cooperate to support item of recorded media 32 in a substantially frictionless manner such that item 32 may rotate freely on hub 30 while in the storage position. A different number of bumps may be used in other embodiments of the present invention.

The operation of storage container 10 is depicted in FIGS. 5-10. In FIG. 5, item of recorded media 32 is completely removed from storage container 10. Item of recorded media 32 is placed on storage container 10 by first positioning item of recorded media 32 above hub 30 such that inner hole 44 of item 32 is substantially aligned with body 62 and resilient arms 64. The user then places item 32 into contact with detents 86 and 87 on resilient arms 64. This position is depicted in FIG. 6. The user then applies substantially even force as indicated by the arrows labeled with numeral 112. Force 112 is transmitted by item 32 to detents 86 and 87 and particularly upper taper 90 of detents 86 and 87. The force on upper tapers 90 causes resilient arm 64 to flex inwardly as depicted in FIG. 7. The movement of each resilient arm is indicated by the arrow labeled with the numeral 114. The user maintains force 112 until item 32 gently snaps over detents 86 and 87 to the storage position as depicted in FIG. 8. The force that is required to deflect each arm 64 inwardly is small and not large enough to cause damage to a recorded media. Arms 64 deflect inwardly easily due to the dimensions of support beams 74.

Once item 32 is below detents 86 and 87, resilient arms 64 flex back outwardly to their resting position. As described above, the outer surface of each resilient arm 64 does not contact inner wall 42 of item 32 in tandem. In this position, item 32 is supported from below by bumps 60 and 110 while being supported from above by lower taper 93 and undercut wall 92. Undercut wall 92 and lower taper 93 are sized to be large enough to prevent item 32 from falling off hub 30 during the industry drop test that is performed on storage container 10. Item 32 does not contact any portion of blocking wall 102. Item 32 is thus free to rotate and is only loosely held by storage container 10. Item 32 thus is free from damaging bending stresses that can harm item 32 when it is stored for an extended period of time in a storage container. The supporting forces provided by bumps 60 and 110 prevent item 32 from experiencing damaging bending stresses if the user applies additional downward force on item once it is in the storage position. Item 32 is thus supported at its inner portion and at its outer portion when it is in the storage position. Furthermore, if the user attempts to push the center of hub 30 to release item 32 from its storage position, upper wall 70 of body 62 remains stable and prevents the user from accidentally manipulating or damaging resilient arms 64. When item 32 is in the storage position on hub 30, storage container 10 may be closed by bending lid 14 over base 12. Bumps 110 and 60 thus cooperate to support item 32 in a substantially frictionless manner such that item 32 may rotate freely on hub 30 while in the storage position. A different number of bumps may be used in other embodiments of the present invention.

The user maintains force 112 until item 32 deflects each resilient arm 64 inwardly far enough to allow item of recorded media 32 to pass over detents 86 and 87 and become free from under undercut wall 92.

The user then applies force in the direction indicated by the arrow labeled by numeral 116 to item 32 causing it to pivot on the bump 110 that is disposed opposite finger access hole 96. The contact between the user's finger or thumb and undercut wall 92 is substantially perpendicular to leg 78 that is attached to leg 78 of undercut wall 96. When this occurs, inner wall 42 is pushed away from leg 78 of resilient arm 64 that is opposite finger access hole 96 thus moving item 32 as far out as possible from under undercut wall 92.

The user then applies force in the direction indicated by the arrow labeled by numeral 116 to item 32 causing it to pivot on the bump 110 that is disposed opposite finger access hole 96. The contact between the user's finger or thumb and undercut wall 92 is substantially perpendicular to leg 78 that is attached to leg 78 of undercut wall 96. When this occurs, inner wall 42 is pushed away from leg 78 of resilient arm 64 that is opposite finger access hole 96 thus moving item 32 as far out as possible from under undercut wall 92.

The user then applies force in the direction indicated by the arrow labeled by numeral 116 to item 32 causing it to pivot on the bump 110 that is disposed opposite finger access hole 96. The contact between the user's finger or thumb and undercut wall 92 is substantially perpendicular to leg 78 that is attached to leg 78 of undercut wall 96. When this occurs, inner wall 42 is pushed away from leg 78 of resilient arm 64 that is opposite finger access hole 96 thus moving item 32 as far out as possible from under undercut wall 92.

The user then applies force in the direction indicated by the arrow labeled by numeral 116 to item 32 causing it to pivot on the bump 110 that is disposed opposite finger access hole 96. The contact between the user's finger or thumb and undercut wall 92 is substantially perpendicular to leg 78 that is attached to leg 78 of undercut wall 96. When this occurs, inner wall 42 is pushed away from leg 78 of resilient arm 64 that is opposite finger access hole 96 thus moving item 32 as far out as possible from under undercut wall 92.
A first alternative embodiment of the hub for storage container 10 is depicted in Fig. 11 and is indicated by the numeral 200. Hub 200 includes substantially the same elements as hub 30 described above except that resilient arms 64 are disposed 90 degrees from each other instead of 180 degrees from each other. A second alternative embodiment of the hub for storage container 10 is depicted in Fig. 12 and is indicated by the numeral 250. Hub 250 includes a third arm 64 with arms 64 equally dispersed about body 62. Each hub 200 and 250 functions to retain item 32 in storage container 10 in substantially the same manner as described above in respect to hub 30.

A third alternative embodiment of the hub for storage container 10 of the present invention is depicted in Figs. 13-19 and is indicated by the numeral 300. Hub 300 is formed in base 12 and has substantially the same relation to base 12, lid 14, back wall 16, and outer wall 34 as hub 30 described above. In view of the similarities, only the specific structure of hub 300 will now be described with it being understood that the structure of outer wall 34, base 12, lid 14, and back wall 16 are substantially as described above.

Base 12 of storage container 10 contains bottom wall 50 that is substantially planar and includes upper surface 52 as described above. Hub 300 extends up from bottom wall 50. Hub 300 includes a first support platform 354 that is carried above bottom wall 50 of base 12 by an annular spacing wall 356. Annular spacing wall 356 may be sloped between first support platform 354 and bottom wall 50. The upper surface 358 of first support platform 354 is spaced above upper surface 52 of bottom wall 50 so as to provide a gap under lower surface 40 of item 32 when item 32 is in the storage position in storage container 10 as depicted in Fig. 16. This gap prevents item 32 from experiencing any friction in the area of item 32 that is disposed above upper surface 52 when item 32 is in the storage position. Annular spacing wall 356 is also configured to place item 32 at a level with respect to bottom wall 50 such that a user can fit at least a portion of a finger or thumb below lower surface 40 of item 32 and upper surface 52 of bottom wall 50 to remove item 32 from storage container 10. Annular spacing wall 356 further provides strength to base 12 by providing a protruberance in the middle portion of base 12 that adds rigidity to storage container 10.

First support platform 354 is substantially circular and provides a lower support to item 32 when item 32 is in the storage position as depicted in Fig. 16. Specifically, a plurality of bumps 360 extend up from upper surface 358 of first support platform 354 to provide essentially frictionless support to item 32. In this embodiment of the present invention, three bumps 360 are disposed equally about first support platform 354 such that their support is evenly distributed to item 32. Other numbers of bumps 360 may be used in other embodiments of the present invention. Each bump 360 is preferably rounded to provide minimal contact between bumps 360 and item 32. The minimal contact creates essentially no friction between bumps 360 and item 32 when item 32 is in the storage position. The reduced friction is important because item 32 is permitted to freely rotate on hub 300 while in the storage position. In other embodiments of the present invention, bumps 360 may be formed in other shapes that perform the same functions as rounded bumps 360. Bumps 360 are disposed sufficiently inward on first support platform 354 so as not to contact the areas of recorded information on item 32.

A third alternative embodiment of the hub for storage container 10 of the present invention is depicted in Figs. 13-19 and is indicated by the numeral 300. Hub 300 includes a first resilient arm 362 and a second resilient arm 364 that are each cantilevered from first support platform 354. First resilient arm 362 includes a side wall 366 that is substantially cantilevered from hub 300 as shown in Fig. 14. Arm 362 further includes an upper wall 370 that vaults side wall 366.

In accordance with one of the objectives of the present invention, first resilient arm 362 is adapted and configured to allow the user to depress arm 362 when the user pushes down on top wall 370. Such action allows the user to easily remove item 32 of recorded media from hub 300 with essentially no contact occurring between item 32 and hub 300 that could cause a damaging bending stress from occurring in item 32. To facilitate this movement, upper wall 370 of arm 362 is disposed at a height that is taller than the tallest position of resilient arm 364. The relative heights may be seen in Fig. 16.

Each arm 362 and 364 is cantilevered from first support platform 354 by a substantially horizontal support beam 374 that is defined by a slot 372 that extends around side wall 366 and extends outwardly into first support platform 354. As can be seen in Fig. 14, slot 372 extends farther into platform 354 when defining horizontal support beam 374 that supports first resilient arm 362 than it does when defining beam 74 that supports second resilient arm 364. Fig. 14 shows that slot 372 extends through about a quarter to half of the width of support platform 354 when defining beam 74 that supports arm 364. Slot 372 extends over half of the width of support platform 354 when defining beam 74 that supports arm 364. This configuration allows first resilient arm 362 to be more flexible than second resilient arm 364 and allows arm 362 to be depressed as depicted in Figs. 17 and 18.

As may be seen in Fig. 16, each resilient arm 362 and 364 includes a vertical leg 378 that extends up from the inner ends of horizontal support beams 374. The upper end of vertical leg 378 of resilient arm 362 connects with top wall 370. The upper end of vertical leg 378 of resilient arm 364 connects with an upper arm wall 380 that extends radially inward into inset curve 368. Upper arm wall 380 has a curved inner surface that is complimentary to inset curve 368. Upper arm wall 380 is
also disposed below top wall 370 of arm 362. This configuration allows the user of storage container 10 having hub 300 to easily contact top surface 370 and depress resilient arm 362.

[0059] In accordance with another objective of the present invention, the outwardly facing surface of each vertical leg 378 form a distance, indicated by the dimension line labeled with the numeral 382, that is larger than the outer diameter of side wall 366 that is indicated by the dimension line labeled 384. Each distance 382 and 384 is, however, smaller than the hole diameter of item 32 such that inner wall 42 of item 32 is not permitted to contact both sides of side wall 366 or both vertical legs when item 32 is in the storage position. The configuration ensures that inner wall 42 will only contact one surface at a time. These dimensions allow item 32 to freely rotate on hub 300 when item 32 is securely retained on hub 30 by arms 362 and 364.

[0060] In accordance with another objective of the present invention, detents 386 and 387 project from vertical legs 378 of resilient arms 362 and 364. Detents 386 and 387 are configured to cooperate to have a diameter, indicated by the dimension line labeled by the numeral 388 in Fig. 16, that is larger than the hole diameter of item 32. Each detent 386 and 387 is disposed above item 32 when item 32 is in the storage position. Detents 386 and 387 thus cooperate to retain item 32 on hub 300 when item 32 is in the storage position as depicted in Fig. 16.

[0061] Detents 386 and 387 may be shaped differently as described above with respect to hub 30 and detents 86 and 87. However, in hub 300, detents 386 and 387 may be substantially the same shape as depicted in Figs. 16-19. Each detent 386 and 387 is a dual-taped detent having an upper taper 390 and a lower taper 393. Lower taper 393 connects directly with upper taper 390 in a smooth curve as depicted in the drawings.

[0062] As described above, storage container 10 includes outer wall 34 in addition to hub 300. In accordance with another objective of the present invention, outer wall 34 only allows the user to access item of recorded media 32 in a single, predetermined location that is specifically designed to force the user of storage container 10 to remove item 32 in the proper manner thereby minimizing any harmful bending stresses in item 32 during the removal procedure. Outer wall 34 creates this limitation by blocking access to item 32 by the user about all of the perimeter of item 32 but for a single finger access hole 96. The structure of finger access hole 96 and outer wall 34 are described above.

[0063] The operation of storage container 10 and hub 300 is depicted in Figs. 16-19. Item 32 of recorded media is placed on hub 300 in substantially the same manner as described above with respect to hub 30 and as depicted in Figs. 5-7. Once item 32 has been forced over detents 386 and 387, it rests in the storage position depicted in Fig. 16. The steps of removing item 32 from hub 300 are depicted in Figs. 16-19. Item of recorded media 32 may be removed from hub 300 and storage container 10 by the user in two different ways. First, item 32 may be removed as described above with respect to hub 30 by simply placing a finger or thumb in finger access hole 96 and lifting the edge of item 32 away from storage container 10. The contact between the user’s finger or thumb and outer edge 36 of item 32 forces item 32 away from finger access hole 96 such that inner wall 42 of item 32 is forced against the radial outer surface of leg 378 that is adjacent finger access hole 96. When this occurs, inner wall 42 is pushed away from leg 378 of resilient arm 364 that is opposite finger access hole 96. The user then lifts item 32 and resilient arms 362 and 364 function substantially as resilient arms 364 described above.

[0064] The other way of removing item 32 allows item 32 to be removed from hub 300 with essentially no contact between item 32 and hub 300. To remove item 32 in this manner, the user first depresses resilient arm 362 by depressing top wall 370 as indicated by the arrow labeled by numeral 400. The act of depressing resilient arm 362 causes detent 386 to move radially inward allowing the user to lift the edge of item 32 as indicated by the arrow labeled by numeral 402. The user may lift item 32 over detent 386 with essentially no contact, if any, when resilient arm 362 is in the depressed position depicted in Figs. 17-18. Once inner wall 42 clears detent 386, item 32 moves away from finger access hole 96 such that inner wall 42 also clears detent 387 as depicted in Fig. 18. Item 32 is then lifted away from hub 300 as shown in Fig. 19 and indicated by the arrows labeled with numeral 404. The user then releases the force on top wall 370 and resilient arm 362 moves back to its resting position. Item 32 thus experiences essentially no bending forces while being removed from storage container 10 in this manner.

[0065] Accordingly, the improved storage container for recorded media is simplified, provides an effective, safe, inexpensive, and efficient device which achieves all the enumerated objectives, provides for eliminating difficulties encountered with prior devices, and solves problems and obtains new results in the art.

[0066] In the foregoing description, certain terms have been used for brevity, clearness and understanding; but no unnecessary limitations are to be implied therefrom beyond the requirement of the prior art, because such terms are used for descriptive purpose and are intended to be broadly construed.

[0067] Moreover, the description and illustration of the invention is by way of example, and the scope of the invention is not limited to the exact details shown or described.

[0068] Having now described the features, discoveries and principles of the invention, the manner in which the improved storage container for recorded media is constructed and used, the characteristics of the construction, and the advantageous, new and useful results obtained, the new and useful structures, devices, elements, arrangements, parts and combinations, are set forth in the
Claims

1. A storage container (10) for releasably securing an item (32) of recorded media having an outer edge (36) defining an outer diameter and an inner edge defining a centrally disposed inner hole having a hole diameter, said storage container (10) comprising:
   - a base (12) having an upper surface; with a hub (30) projecting upward from said upper surface of said base (12), said hub (30) including first and second resilient arms (64), said first resilient arm forming a center bottom that may be depressed at least partially below said upper surface of said base (12);
   - a back wall (16) hingedly connected to said base (12);
   - a lid (14) hingedly connected to said back wall and moveable between open and closed positions;
   - said back wall (16) being substantially perpendicular to said base (12) when said lid (14) is in said closed position; characterized by:
     - a rib (19) connected to said back wall (16);
     - said rib (19) adapted to be positioned over the item (32) of recorded media when said lid (14) is in said closed position.

2. The storage container of claim 1, further comprising:
   - an outer wall (34) surrounding said hub (30);
   - said outer wall (34) having a finger access hole; and
   - said finger access hole being aligned with said first and second resilient arms (64).

3. The storage container of claim 2, wherein said outer wall (34) includes a blocking wall (102) about its entire circumference except for the area where said finger access hole passes through said outer wall (34); said blocking wall (102) adapted to extend higher than the item (32) of recorded media when the item (32) of recorded media is securely received on said hub (30).

4. The storage container (10) of claim 3, wherein said blocking wall (102) has an inner diameter that is adapted to be larger than the outer diameter of the item (32) of recorded media.

5. The storage container (10) of claim 1, wherein said hub (30) includes a first support platform (54) having an upper surface, said resilient arms (64) projecting up from said upper surface of said first support plat-
said lid (14) is in said closed position.

16. The storage container (10) of claim 1, wherein said outer wall (34) includes a support platform (54); at least a portion of said rib (19) disposed over said support platform (54) when said lid (14) is in said closed position.

Patentansprüche

1. Aufbewahrungsbehälter (10) zum trennbaren Sichern eines Exemplars (32) eines Speichermediums mit einer äußeren Kante (36), welche einen Außendurchmesser definiert, und einer inneren Kante, welche ein zentral platziertes inneres Loch mit einem Lochdurchmesser definiert, wobei der Aufbewahrungsbehälter (10) Folgendes umfasst:

   Eine Basis (12) mit einer oberen Oberfläche, wobei eine Nabe (30) von der oberen Oberfläche der Basis (12) nach oben vorsteht und die Nabe (30) einen ersten und einen zweiten elastischen Arm (64) umfasst, wobei der erste elastische Arm einen mittleren Knopf bildet, der mindestens teilweise unter die obere Oberfläche der Basis (12) nach unten gedrückt werden kann; eine Rückwand (16), die klappbar mit der Basis (12) verbunden ist; einen Deckel (14), der klappbar mit der Rückwand verbunden und zwischen den geöffneten und geschlossenen Positionen beweglich ist; wobei die Rückwand (16) im Wesentlichen senkrecht zur Basis (12) verläuft, wenn sich der Deckel (14) in der geschlossenen Position befindet: gekennzeichnet durch:

   eine Rippe (19), die mit der Rückwand verbunden ist; wobei die Rippe (19) so gestaltet ist, dass sie über dem Exemplar (32) eines Speichermediums positioniert ist, wenn sich der Deckel (14) in der geschlossenen Position befindet.

2. Aufbewahrungsbehälter nach Anspruch 1, der darüber hinaus Folgendes umfasst: eine Außenwand (34), welche die Nabe (30) umgibt; ein Fingerloch in der Außenwand (34), wobei dieses Fingerloch auf den ersten und zweiten elastischen Arm (64) ausgerichtet ist.

3. Aufbewahrungsbehälter nach Anspruch 2, wobei die besagte Außenwand entlang ihres gesamten Umfangs mit Ausnahme der Fläche, in der das besagte Fingerloch durch die Außenwand (34) hindurch verläuft, eine blokkierende Wand (102) umfasst; wobei die blockierende Wand (102) so gestaltet ist, dass sie während der sicheren Aufbewahrung eines Exemplars (32) eines Speichermediums auf der Nabe (30) höher als das Exemplar (32) eines Speichermediums ist.

4. Aufbewahrungsbehälter (10) nach Anspruch 3, wobei der Innendurchmesser der blockierenden Wand (102) so gewählt ist, dass er größer als der Außenendurchmesser des Exemplars (32) eines Speichermediums ist.

5. Aufbewahrungsbehälter (10) nach Anspruch 1, wobei die besagte Nabe (30) eine erste unterstützende Plattform (54) mit einer oberen Oberfläche und elastischen Armen (64) umfasst, die von der oberen Oberfläche der ersten unterstützenden Plattform (54) vorstehen.

6. Aufbewahrungsbehälter (10) nach Anspruch 5, der ferner eine Außenwand (34) umfasst, welche die Nabe (30) umgibt, wobei die Außenwand (34) eine zweite unterstützende Plattform mit einer oberen Oberfläche umfasst, wobei die obere Oberfläche der zweiten unterstützenden Plattform im wesentlichen ebenflächig zu der oberen Oberfläche der ersten unterstützenden Plattform (54) verläuft; wobei die zweite unterstützende Plattform so gestaltet ist, dass sie die Außenkante (36) eines Exemplars (32) eines Speichermediums hält.

7. Aufbewahrungsbehälter (10) nach Anspruch 6, der darüber hinaus eine Vielzahl Wölbungen (60) umfasst, die von den besagten unterstützenden Plattformen aus nach oben verlaufen.

8. Aufbewahrungsbehälter (10) nach Anspruch 7, wobei jede der Wölbungen abgerundet und so gestaltet ist, dass sie das Exemplar eines Speichermediums hält, wenn es im Aufbewahrungsbehälter abgelegt ist.

9. Aufbewahrungsbehälter (10) nach Anspruch 1, wobei der elastische Arm eine Seitenwand und eine obere Wand umfasst, die die Seitenwand (66) überwölbt; wobei die obere Wand (70) höher als der zweite elastische Arm verläuft; wobei die Seitenwand und die obere Wand den mittleren Knopf bilden.

10. Aufbewahrungsbehälter (10) nach Anspruch 9, wobei die besagte Seitenwand (66) einen Außendurchmesser aufweist; wobei jeder elastische Arm mit einem vertikalen Schenkel versehen ist; wobei die vertikalen Schenkel zusammensprengen, so dass sie einen Außendurchmesser haben; wobei der Außendurchmesser der vertikalen Schenkel größer als der Außendurchmesser der Seitenwand ist; und wobei beide Außendurchmesser so gestaltet sind, dass sie kleiner als der Durchmesser des Lochs im Exemplar
(32) eines Speichermediums sind.

11. Aufbewahrungsbehälter (10) nach Anspruch 1, der darüber hinaus zwei konische Arretierungen (86, 87) umfasst, die von jedem der elastischen Arme getragen werden.

12. Aufbewahrungsbehälter (10) nach Anspruch 1, wobei sich der erste und der zweite elastische Arm (64) unabhängig voneinander bewegen.

13. Aufbewahrungsbehälter (10) nach Anspruch 1, wobei der Deckel (14) über ein Scharnier (18) mit der Rückwand (16) verbunden ist und die Rückwand (16) über ein Scharnier (18) mit der Basis (12) verbunden ist.

14. Aufbewahrungsbehälter (10) nach Anspruch 1, wobei die Rippe (19) im Wesentlichen senkrecht zur Rückwand verläuft.

15. Aufbewahrungsbehälter (10) nach Anspruch 1, der darüber hinaus eine Außenwand (34) umfasst, die radial von der Nabe (30) entfernt ist, wobei ein Teil der Nabe (19) zwischen dem Deckel (14) und einem Teil der Außenwand (34) verläuft, wenn sich der Deckel (14) in der geschlossenen Position befindet.

16. Aufbewahrungsbehälter (10) nach Anspruch 1, wobei die Außenwand (34) eine unterstützende Plattform (54) umfasst, wobei mindestens ein Teil der besagten Rippe (19) sich über die unterstützende Plattform erstreckt, wenn sich der Deckel (14) in der geschlossenen Position befindet.

Revidications

1. Dispositif de stockage (10) pour fixer de façon amovible un article (32) d’information enregistrée comportant un bord externe (36) définissant un diamètre externe et un bord interne définissant un trou interne disposé centralement ayant un diamètre de trou, ledit dispositif de stockage (10) comprenant :
   une base (12) comportant une surface supérieure ; avec un moyeu (30) en saillie vers le haut depuis ladite surface supérieure de ladite base (12), ledit moyeu (30) comprenant des premier et deuxième bras élastiques (64), ledit premier bras élastique formant un bouton central qui peut être enfoncé au moins en partie au-dessous de ladite surface supérieure de ladite base (12) ;
   une paroi arrière (16) reliée par articulation à ladite base (12) ;
   un couvercle (14) relié par articulation à ladite paroi arrière et mobile entre des positions ouvertes et fermées ;
   ladite paroi arrière (16) étant sensiblement perpendiculaire à ladite base (12) lorsque ledit couvercle (14) est dans ladite position fermée ;
   caractérisé par :
   une nervure (19) reliée à ladite paroi arrière (16) ;
   ladite nervure (19) étant adaptée à être positionnée au-dessus de l’article (32) d’information enregistrée lorsque ledit couvercle (14) est dans ladite position fermée.

2. Dispositif de stockage selon la revendication 1, comprenant en outre :
   une paroi externe (34) entourant ledit moyeu (30) ;
   ladite paroi externe (34) comportant un orifice d’accès pour doigt ; et
   ledit orifice d’accès pour doigt étant aligné avec lesdits premier et deuxième bras élastiques (64).

3. Dispositif de stockage selon la revendication 2, dans lequel ladite paroi externe (34) comprend une paroi de blocage (102) autour de la totalité de sa circonférence, excepté dans la zone où ledit orifice d’accès pour doigt traverse ladite paroi externe (34) ; ladite paroi de blocage (102) étant adaptée à s’étendre plus haut que l’article (32) d’information enregistrée lorsque l’article (32) d’information enregistrée est reçu fixement sur ledit moyeu (30).

4. Dispositif de stockage (10) selon la revendication 3, dans lequel ladite paroi de blocage (102) a un diamètre intérieur qui est adapté à être plus grand que le diamètre externe de l’article (32) d’information enregistrée.

5. Dispositif de stockage (10) selon la revendication 1, dans lequel ledit moyeu (30) comprend une première plate-forme de support (54) comportant une surface supérieure, lesdits bras élastiques (64) faisant saillie vers le haut depuis ladite surface supérieure de ladite première plate-forme de support (54).

6. Dispositif de stockage (10) selon la revendication 5, comprenant en outre une paroi externe (34) entourant ledit moyeu (30) ; ladite paroi externe (34) comprenant une deuxième plate-forme de support comportant une surface supérieure, ladite surface supérieure de ladite deuxième plate-forme de support étant sensiblement dans le même plan que ladite surface supérieure de ladite première plate-forme de support (54) ; ladite deuxième plate-forme de support étant adaptée à supporter le bord externe (36) de l’article (32) d’information enregistrée.
7. Dispositif de stockage (10) selon la revendication 6, comprenant en outre une pluralité de bossages (60) en saillie vers le haut depuis lesdites plates-formes de support.

8. Dispositif de stockage (10) selon la revendication 7, dans lequel chacun desdits bossages est arrondi et est adapté à supporter l’article de support d’information enregistrée lorsque l’article est stocké dans le dispositif de stockage.

9. Dispositif de stockage (10) selon la revendication 1, dans lequel ledit premier bras élastique comprend une paroi latérale et une paroi supérieure qui cintre ladite paroi latérale (66), ladite paroi supérieure (70) étant disposée plus haut que ledit deuxième bras élastique ; ladite paroi latérale et ladite paroi supérieure étant ledit bouton central.

10. Dispositif de stockage (10) selon la revendication 9, dans lequel ladite paroi latérale (66) a un diamètre extérieur ; chacun desdits bras élastiques ayant un jambage vertical ; lesdits jambages verticaux coïncidant pour avoir un diamètre extérieur ; ledit diamètre extérieur desdits jambages verticaux étant supérieur audit diamètre extérieur de ladite paroi latérale ; et lesdits deux diamètres extérieurs étant adaptés à être plus petits que le diamètre de trou de l’article (32) d’information enregistrée.

11. Dispositif de stockage (10) selon la revendication 1, comprenant en outre un cliquet doublement conique (86, 87) supporté par chacun desdits bras élastiques (64).

12. Dispositif de stockage (10) selon la revendication 1, dans lequel lesdits premier et deuxième bras élastiques (64) se déplacent indépendamment l’un de l’autre.

13. Dispositif de stockage (10) selon la revendication 1, dans lequel ledit couvercle (14) est relié à ladite paroi arrière (16) au moyen d’une articulation vive (18) et ladite paroi arrière (16) est reliée à ladite base (12) au moyen d’une articulation vive (18).

14. Dispositif de stockage (10) selon la revendication 1, dans lequel ladite nervure (19) est sensiblement perpendiculaire à ladite paroi arrière.

15. Dispositif de stockage (10) selon la revendication 1, comprenant en outre une paroi externe (34) espacée radialement dudit moyen (30) ; une portion de ladite nervure (19) étant disposée entre ledit couvercle (14) et une portion de ladite paroi externe (34) lorsque ledit couvercle (14) est dans ladite position fermée.

16. Dispositif de stockage (10) selon la revendication 1,