EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention of the grant of the patent:
22.10.2003 Bulletin 2003/43

(21) Application number: 01108307.8

(22) Date of filing: 25.07.1997

(54) Picture decoder and picture decoding method
Bilddekoder und Verfahren zur Bilddekodierung
Décodeur d'image et méthode de décodage d'image

(84) Designated Contracting States:
AT BE CH DE DK ES FI FR GB GR IE IT LI LU MC NL PT SE

(30) Priority:
31.07.1996 JP 20234696
30.09.1996 JP 25807796
22.10.1996 JP 27917096

(43) Date of publication of application:

(62) Document number(s) of the earlier application(s) in accordance with Art. 76 EPC:
97933029.7 / 0 917 351

(73) Proprietor:
MATSUSHITA ELECTRIC INDUSTRIAL CO., LTD.
Kadoma-shi, Osaka 571-8501 (JP)

(72) Inventors:
• Hata, Koichi
  Sakai-shi, Osaka 591 (JP)
  • Etoh, Minoru
    Kanagawa, 236-0053 (JP)
  • Ankei, Takeshi
    Fukuoka, 816-0931 (JP)

(74) Representative:
Grünecker, Kinkeldey, Stockmair & Schwanhäusser Anwaltssozietät
Maximilianstrasse 58
80538 München (DE)

(56) References cited:

Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
The present invention relates to an image decoding apparatus and to an image decoding method.

In view of the prior art, it is the object of the present invention to provide an image decoding apparatus and an image decoding method having an increased efficiency. This is achieved by the features of claim 1 for an image decoding apparatus and by the features of claim 6 for an image decoding method.
The motion compensated blocking means obtain a reference block from a reference binary image by applying a motion compensation using motion information. The statistical model selecting means select a statistical model from among a plurality of statistical models based on the states of pixels surrounding a reference pixel in said reference block. Said reference pixel corresponds to a target pixel in the target block. The arithmetic decoding means recover the target block by decoding the encoded data using said selected statistical model.

[0016] According to a further aspect of the present invention, an image decoding method is provided for decoding an encoded data that is obtained by encoding a binary image on each block in order to recover a target block of the binary image. First, the image decoding method comprises the step of obtaining a reference block from a reference binary image by applying a motion compensation using motion information. Based on the states of pixels surrounding a reference pixel in the reference block, wherein the reference pixel corresponds to a target pixel in the target block, a statistical model from among a plurality of statistical models is selected. In order to recover the target block, the encoded data are arithmetic decoded by using the selected statistical model.

Figure 1 is a block diagram of an image encoding apparatus according to an A1st embodiment.
Figure 2 is a block diagram of an image decoding apparatus according to an A2nd embodiment.
Figure 3 is a block diagram of an image encoding apparatus according to an A3rd embodiment.
Figure 4 is a block diagram of an image decoding apparatus according to an A4th embodiment.
Figure 5 is a block diagram of an image encoding apparatus according to an A5th.
Figure 6 is a block diagram of an image decoding apparatus according to an A6th embodiment.
Figure 7 is a block diagram of an image encoding apparatus according to an A7th embodiment.
Figure 8 is a block diagram of an image decoding apparatus according to an A8th embodiment.
Figure 9 is a block diagram of an image encoding apparatus according to an A9th embodiment.
Figure 10 is a block diagram of an image decoding apparatus according to an A10th embodiment.
Figure 11 is a block diagram of an image encoding apparatus according to an A11th embodiment.
Figure 12 is a block diagram of an image decoding apparatus according to an A12th embodiment, an embodiment of the present invention.
Figure 13 is a block diagram of an image encoding apparatus according to an A13th embodiment.
Figure 14 is a block diagram of an image decoding apparatus according to an A14th embodiment.
Figure 15 is a block diagram of an image encoding apparatus according to an A15th embodiment.
Figure 16 is a block diagram of an image decoding apparatus according to an A16th embodiment.
Figure 17 is a block diagram of an image encoding apparatus according to an A17th embodiment.
Figure 18 is a block diagram of an image encoding apparatus according to an A18th embodiment.
Figure 19 is a diagram showing a reference image and target image in a mask moving image.
Figure 20 is a diagram for explaining how an exclusive OR block is constructed.
Figure 21 is a diagram for explaining the principle of arithmetic coding.
Figure 22 is a block diagram for arithmetic coding.
Figure 23 is a diagram showing a portion of a statistical model table.
Figure 24 is a diagram showing a portion of the statistical model table.
Figure 25 is a diagram showing a portion of the statistical model table.
Figure 26 is a diagram showing a portion of the statistical model table.
Figure 27 is a diagram for explaining extrapolated reference blocks.
Figure 28 is a diagram for explaining indices in the statistical model table.
Figure 29 is a diagram for explaining a frequency to generation probability conversion graph.
Figure 30 is a block diagram of an image encoding apparatus according to another embodiment.
Figure 31 is a block diagram of an image decoding apparatus.
Figure 32 is a block diagram of an image decoding apparatus according to still another embodiment.
Figure 33 is a block diagram of an image decoding apparatus according to the same embodiment.
Figure 34 is a block diagram of an image decoding apparatus according to yet another embodiment.
Figure 35 is a block diagram of an image decoding apparatus according to the same embodiment.
Figure 36 is a block diagram of an image encoding apparatus according to a B1st embodiment.
Figure 37 is a diagram showing a multi-value image used in the same embodiment.
Figure 38 is a distribution diagram of pixels values along line A-B in Figure 37.
Figure 39 is a block diagram of a smoothing function estimating means according to the B1st embodiment.
Figure 40 is a diagram for explaining non-maximum value suppression used in the embodiment.
Figure 41 is a diagram showing the correspondence between normalized average gradient and smoothing filter according to the B1st embodiment.
Figure 42 is a diagram for explaining the smoothing filter according to the B1st embodiment.
Figure 43 is a diagram for explaining smoothing filter step responses according to the B1st embodiment.
Figure 44 is a diagram for explaining thresholding used in the embodiment.
Figure 45 is a block diagram of an image decoding apparatus according to a B2nd embodiment.
Figure 46 is a diagram for explaining pixel value conversion used in the embodiment.
Figure 47 is a block diagram of an image encoding apparatus according to a B3rd embodiment.
Figure 48 is a block diagram of a smoothing function estimating means according to the B3rd embodiment.
Figure 49 is a diagram showing the correspondence between normalized average gradient and smoothing filter according to the B3rd embodiment.
Figure 50 is a diagram for explaining the smoothing filter according to the B3rd embodiment.
Figure 51 is a diagram for explaining smoothing filter step responses according to the B3rd embodiment.
Figure 52 is a block diagram of an image decoding apparatus according to a B4th embodiment.
Figure 53 is a block diagram of an image encoding apparatus according to a B5th embodiment.
Figure 54 is a block diagram of a smoothing function estimating means according to the B5th embodiment.
Figure 55 is a block diagram for explaining a smoothing filter according to the B5th embodiment.
Figure 56 is a diagram for explaining a smoothing filter according to the B5th embodiment.
Figure 57 is a block diagram of an image decoding apparatus according to a B6th embodiment.
Figure 58 is a block diagram of an image encoding apparatus according to a B7th embodiment.
Figure 59 is a block diagram of an image decoding apparatus according to a B8th embodiment.
Figure 60 is a diagram for explaining a smoothing pattern in the B7th, B8th, B9th, and B10th embodiments.
Figure 61 is a diagram for explaining multi-stage smoothing in the B7th, B8th, B9th, and B10th embodiments.
Figure 62 is a block diagram of an image encoding apparatus according to the B9th embodiment.
Figure 63 is a block diagram of an image decoding apparatus according to the B9th embodiment.
Figure 64 is a block diagram of an image decoding apparatus according to the B10th embodiment.
Figure 65 is a block diagram of an image encoding apparatus in a modified example of the B1st embodiment.
Figure 66 is a block diagram of an image encoding apparatus according to another embodiment.
Figure 67 is a block diagram of an image encoding apparatus in a modified example of the embodiment shown in Figure 66.
Figure 68 is a block diagram of an image encoding apparatus in a modified example of the B11th embodiment.
Figure 69 is a block diagram of an image decoding apparatus according to another embodiment.

(DESCRIPTION OF NUMERALS)

[0017]

101. BLOCKING MEANS 1
102. BLOCKING MEANS 2
103. EXCLUSIVE OR BLOCK CONSTRUCTING MEANS
104. EXCLUSIVE OR ENCODING MEANS
201. EXCLUSIVE OR DECODING MEANS
202. BLOCKING MEANS 2
402. TARGET BLOCK CONSTRUCTING MEANS
301. BLOCKING MEANS 1
302. MOTION COMPENSATED BLOCKING MEANS 2
303. EXCLUSIVE OR BLOCK CONSTRUCTING MEANS
304. EXCLUSIVE OR ENCODING MEANS
405. MOTION ESTIMATING MEANS
401. EXCLUSIVE OR DECODING MEANS
402. MOTION COMPENSATED BLOCKING MEANS 2
403. TARGET BLOCK CONSTRUCTING MEANS
501. BLOCKING MEANS 1
502. BLOCKING MEANS 2
503. EXCLUSIVE OR BLOCK CONSTRUCTING MEANS
504. EXCLUSIVE OR ENCODING MEANS
505. REFERENCE BLOCK ADOPTION DETERMINING MEANS
506. TARGET PIXEL ENCODING MEANS
601. EXCLUSIVE OR DECODING MEANS
602. BLOCKING MEANS 2
603. TARGET BLOCK CONSTRUCTING MEANS
604. REFERENCE BLOCK ADOPTION CONTROL MEANS
605. TARGET PIXEL DECODING MEANS
701. BLOCKING MEANS 1
702. BLOCKING MEANS 2
703. STATISTICAL MODEL ESTIMATING MEANS
5
704. STATISTICAL MODEL
705. ENTROPY ENCODING MEANS
801. ENTROPY DECODING MEANS
802. BLOCKING MEANS 2
803. STATISTICAL MODEL ESTIMATING MEANS
10
804. STATISTICAL MODEL
901. BLOCKING MEANS 1
902. MOTION COMPENSATED BLOCKING MEANS
903. STATISTICAL MODEL ESTIMATING MEANS
904. STATISTICAL MODEL
15
905. ENTROPY ENCODING MEANS
906. MOTION ESTIMATING MEANS
1001. ENTROPY DECODING MEANS
1002. MOTION COMPENSATED BLOCKING MEANS 2
1003. STATISTICAL MODEL SELECTING MEANS
20
1004. STATISTICAL MODEL TABLE
1101. BLOCKING MEANS 1
1102. BLOCKING MEANS 2
1103. STATISTICAL MODEL SELECTING MEANS
1104. STATISTICAL MODEL TABLE
25
1105. ENTROPY ENCODING MEANS
1106. REFERENCE BLOCK ADOPTION DETERMINING MEANS
1107. TARGET PIXEL ENCODING MEANS
1201. ENTROPY DECODING MEANS
1202. BLOCKING MEANS 2
30
1203. STATISTICAL MODEL SELECTING MEANS
1204. STATISTICAL MODEL TABLE
1205. REFERENCE BLOCK ADOPTION CONTROL MEANS
1206. TARGET PIXEL DECODING MEANS
35
1301. BLOCKING MEANS 1
1302. BLOCKING MEANS 2
1303. STATISTICAL MODEL ESTIMATING MEANS
1304. STATISTICAL MODEL
1305. ENTROPY ENCODING MEANS
40
1401. ENTROPY DECODING MEANS
1402. BLOCKING MEANS 2
1403. STATISTICAL MODEL ESTIMATING MEANS
1404. STATISTICAL MODEL
1501. BLOCKING MEANS 1
1502. MOTION COMPENSATED BLOCKING MEANS 2
45
1503. ENTROPY ENCODING MEANS
1504. STATISTICAL MODEL ESTIMATING MEANS
1505. STATISTICAL MODEL
1506. MOTION ESTIMATING MEANS
1601. ENTROPY DECODING MEANS
50
1602. MOTION COMPENSATED BLOCKING MEANS 2
1603. STATISTICAL MODEL ESTIMATING MEANS
1604. STATISTICAL MODEL
1701. BLOCKING MEANS 1
1702. BLOCKING MEANS 2
55
1703. STATISTICAL MODEL ESTIMATING MEANS
1704. STATISTICAL MODEL
1705. ENTROPY ENCODING MEANS
1706. REFERENCE BLOCK ADOPTION DETERMINING MEANS
1707. TARGET PIXEL ENCODING MEANS
1801. ENTROPY DECODING MEANS
1802. BLOCKING MEANS 2
1803. STATISTICAL MODEL ESTIMATING MEANS
5
1804. STATISTICAL MODEL
1805. REFERENCE BLOCK ADOPTION CONTROL MEANS
1806. TARGET PIXEL DECODING MEANS
1901. MASK MOVING IMAGE
1902. REFERENCE IMAGE
10
1903. TARGET IMAGE
1904. REFERENCE BLOCK IMAGE
1905. TARGET BLOCK IMAGE
2001. REFERENCE BLOCK
2002. TARGET BLOCK
15
2003. EXCLUSIVE OR BLOCK
2101. NUMBER LINE
2102. RANGE
2103. BINARY POINT
2104. GENERATION PROBABILITY MODEL
20
2105. SYMBOL STRING
2201. START
2202. INITIALIZE RANGE
2203. INPUT SYMBOL
2204. LIMIT RANGE
25
2205. END SYMBOL?
2206. OUTPUT BINARY POINT
2207. END
2301. STATISTICAL MODEL TABLE
2401. REFERENCE BLOCK
30
2402. EXTRAPOLATED REFERENCE BLOCK
2403. EXTRAPOLATED REFERENCE BLOCK
2501. REFERENCE BLOCK
2502. TARGET BLOCK
2503. REFERENCE MASK
35
2504. TARGET MASK
2601. CONVERSION GRAPH
10101. DYNAMIC RANGE ESTIMATING MEANS
10102. SMOOTHING FUNCTION ESTIMATING MEANS
10103. MULTI-VALUE TO BINARY CONVERTING MEANS
40
10104. BINARY IMAGE ENCODING MEANS
10105. DYNAMIC RANGE ENCODING MEANS
10106. SMOOTHING FUNCTION ENCODING MEANS
10201. MULTI-VALUE IMAGE
10301. X-DIRECTION FILTERING
45
10302. Y-DIRECTION FILTERING
10303. GRADIENT DETECTION
10304. GRADIENT DIRECTION DETECTION
10305. NON-MAXIMUM VALUE SUPPRESSION
10306. AVERAGE GRADIENT DETECTION
50
10307. SMOOTHING FUNCTION SELECTION
10601. FILTER 1
10602. FILTER 2
10603. FILTER 3
10604. FILTER 4
55
10901. BINARY IMAGE DECODING MEANS
10902. SMOOTHING FUNCTION DECODING MEANS
10903. DYNAMIC RANGE DECODING MEANS
10904. BINARY TO MULTI-VALUE CONVERTING MEANS
10905. BINARY MASK APPLYING MEANS
11101. DYNAMIC RANGE ESTIMATING MEANS
11102. SMOOTHING FUNCTION ESTIMATING MEANS
11103. MULTI-VALUE TO BINARY CONVERTING MEANS
11104. BINARY IMAGE ENCODING MEANS
11105. DYNAMIC RANGE ENCODING MEANS
11106. SMOOTHING FUNCTION ENCODING MEANS
11201. X-DIRECTION FILTERING
11202. Y-DIRECTION FILTERING
11203. GRADIENT DETECTION
11204. GRADIENT DIRECTION DETECTION
11205. NON-MAXIMUM VALUE SUPPRESSION
11206. AVERAGE GRADIENT DETECTION
11207. SMOOTHING FUNCTION CONSTRUCTION
11401. SMOOTHING FILTER STEP 2
11402. SMOOTHING FILTER STEP 3
11403. SMOOTHING FILTER STEP 4
11404. SMOOTHING FILTER COEFFICIENT TABLE
11601. MORPHOLOGICAL FILTER 1
11602. MORPHOLOGICAL FILTER 2
11603. MORPHOLOGICAL FILTER 3
11701. BINARY IMAGE DECODING MEANS
11702. SMOOTHING FUNCTION DECODING MEANS
11703. DYNAMIC RANGE DECODING MEANS
11704. BINARY TO MULTI-VALUE CONVERTING MEANS
11801. DYNAMIC RANGE ESTIMATING MEANS
11802. SMOOTHING FUNCTION ESTIMATING MEANS
11803. MULTI-VALUE TO BINARY CONVERTING MEANS
11804. BINARY IMAGE ENCODING MEANS
11805. DYNAMIC RANGE ENCODING MEANS
11806. SMOOTHING FUNCTION COEFFICIENT ENCODING MEANS
11901. X-DIRECTION FILTERING
11902. Y-DIRECTION FILTERING
11903. GRADIENT DETECTION
11904. GRADIENT DIRECTION DETECTION
11905. NON-MAXIMUM VALUE SUPPRESSION
11906. AVERAGE GRADIENT DETECTION
11907. SMOOTHING FUNCTION GENERATION
12101. BINARY IMAGE DECODING MEANS
12102. SMOOTHING FUNCTION COEFFICIENT DECODING MEANS
12103. DYNAMIC RANGE DECODING MEANS
12104. BINARY TO MULTI-VALUE CONVERTING MEANS
12201. MULTI-VALUE TO BINARY CONVERTING MEANS
12202. BINARY IMAGE ENCODING MEANS
12203. SMOOTHING FUNCTION ESTIMATING MEANS
12204. SMOOTHING FUNCTION ENCODING MEANS
12301. BINARY IMAGE DECODING MEANS
12302. SMOOTHING FUNCTION DECODING MEANS
12303. BINARY TO MULTI-VALUE CONVERTING MEANS
12601. MULTI-VALUE TO BINARY CONVERTING MEANS
12602. BINARY IMAGE ENCODING MEANS
12603. SMOOTHING FUNCTION ESTIMATING MEANS
12604. SMOOTHING FUNCTION ENCODING MEANS
12605. BINARY TO MULTI-VALUE CONVERTING MEANS
12606. DIFFERENCE CALCULATOR
12607. RESIDUAL ENCODING MEANS
12701. BINARY IMAGE DECODING MEANS
12702. SMOOTHING FUNCTION DECODING MEANS
[0018] Embodiments according to the present invention will be described below with reference to the accompanying drawings.

(Embodiment A1)

[0019] Figure 1 is a block diagram showing the configuration of an image encoding apparatus according to an embodiment * of the present invention.

[0020] In Figure 1, blocking means 1 (101) is a means which takes as an input a target image to be encoded, and which divides the input image into blocks each consisting of a plurality of pixels. Blocking means 2 (102) is a means which divides a previously obtained reference image into blocks each consisting of a plurality of pixels. Exclusive OR block constructing means (103) is a means which constructs an exclusive OR block by scanning a target block taken from the image divided by the blocking means 1 (101) and a reference block taken from the image divided by the blocking means 2 (102), and by exclusive-ORing pixel values between them. Exclusive OR encoding means (104) is a means which encodes the exclusive OR block and outputs the encoded data.

[0021] The operation of the thus configured image encoding apparatus of the present embodiment will be described below, together with the operation of an image encoding method.

[0022] Here, the (+1)th frame (1903) of a person's moving mask image (1901), shown in Figure 19, is taken as a target binary image, and the t-th frame (1902) as a reference binary image. In the diagrams hereinafter described, value 1 is represented by black and value 0 by white. The target binary image (1903) is divided by the blocking means 1 (101) into target blocks of 8 × 8 pixels, as shown in a target block image (1905). Image blocking in the blocking means 1 (101), however, is not limited to blocks of 8 × 8 pixels or 16 × 16 pixels. The reference binary image (1902) is likewise divided into reference blocks, as shown in a reference block image (1904).

[0023] The reference binary image (1902) is divided by the blocking means 2 (102) into reference blocks of 8 × 8 pixels, as shown in the reference block image (1904). Image blocking in the blocking means 2 (102), however, is not limited to blocks of 8 × 8 pixels or 16 × 16 pixels.

[0024] The target block (2002) shown in Figure 20 is one block taken from the target block image (1905). The reference block (2001) shown is one block, taken from the reference block image (1904), that matches the target block (2002). The exclusive OR block constructing means (103) scans the target block (2002) and the reference block (2001) from top left to bottom right, exclusive-ORs the pixels values between them, and thereby constructs the exclusive OR block (2003). The exclusive OR block (2003), consisting of 0s and 1s, is encoded by the exclusive OR encoding means (104) using a technique generally known as arithmetic coding. Arithmetic coding will be briefly described below (refer to Hiroshi Yasuda, "International Standards for Multimedia Encoding," Chapter 3 Arithmetic Coding, published by Maruzen).

[0025] Figure 21 is a diagram for explaining the principle of arithmetic coding. In arithmetic coding, using a symbol string (2105) and a symbol generation probability model (2104), a number line (2101) from 0 to 1 is successively limited with each input of a symbol from the symbol string (2105), and the shortest binary point (2103) that does not go outside the obtained range (2102) whatever follows next is output as the encoded data.

[0026] Figure 22 shows a flowchart for arithmetic coding. In 2201, arithmetic coding is started. In 2202, the range is initialized to an interval bounded by 0 and 1. In 2203, a symbol is input. In 2204, a generation probability model is assigned to the current range, and the probability range of the input symbol is set as the new range. In 2205, if the symbol is an end symbol, then in 2206 the range is expressed by a binary point which is output, and the arithmetic coding is terminated in 2207. If, in 2205, the symbol is not an end symbol, then the next symbol is input in 2203. If the number of symbols is predetermined, the end symbol can be omitted.

[0027] Decoding is performed by determining the symbol string from the binary point. It is known that arithmetic coding has the property that the better the symbol matches the generation probability model of the symbol, and the more biased the symbol generation probability is, the fewer the code bits to encode the symbol string. It is also known that even if the generation probability model is changed during the encoding, decoding can be done if the way the model is changed is known.

[0028] Using the above-described arithmetic coding and a generation probability model with [0, 0.9] as symbol 0 and [0.9, 1.0] as symbol 1, the exclusive OR encoding means (104) generates a coded sequence for the exclusive OR block consisting of a symbol string of 0s and 1s, and outputs the same as encoded data.

[0029] As described above, in the present embodiment, efficient encoding with fewer code bits can be achieved by utilizing the property that in the case of a mask moving image or the like, the generation probabilities of symbol 0 and * helpful for the understanding

* helpful for the understanding
symbol 1 from the exclusive ORing of the target block and reference block are at a ratio of about 9:1, and by combining the exclusive ORing with the arithmetic coding.

(Embodiment A2)

[0030] Figure 2 is a block diagram showing the configuration of an image decoding apparatus according to an embodiment * of the present invention. The configuration of this embodiment will be described with reference to same figure.

[0031] In the figure, exclusive OR decoding means (201) is a means which takes the encoded data as an input and decodes it to recover the exclusive OR block. Blocking means 2 (202) is a means which divides a previously obtained reference image into reference blocks each consisting of a plurality of pixels. Target block constructing means (203) is a means which recovers the target block from the exclusive OR block supplied from the exclusive OR decoding means (201) and a reference block supplied from the blocking means (202).

[0032] The operation of the thus configured image decoding apparatus of the present embodiment will be described below, together with the operation of an image decoding method.

[0033] The exclusive OR decoding means (201) is a decoder for arithmetic coding that has a generation probability model with [0, 0.9) as symbol 0 and [0.9, 1.0) as symbol 1, as does the exclusive OR encoding means (104). The exclusive OR block is constructed by generating a symbol string from the binary point as the encoded data and the generation probability model, and by arranging the symbols in the scanning direction.

[0034] In operation, the blocking means 2 (202) is equivalent to the blocking means 2 (102). The target block constructing means (203) constructs the target block by scanning the exclusive OR block and the reference block, and by inverting pixel values in the reference block for pixels whose values in the exclusive OR block are 1.

[0035] As described above, in the present embodiment, efficient decoding with fewer code bits can be achieved by utilizing the property that in the case of a mask moving image or the like, the generation probabilities of symbol 0 and symbol 1 from the exclusive ORing of the target block and reference block is at a ratio of about 9:1, and by combining the exclusive ORing with the arithmetic coding.

(Embodiment A3)

[0036] Figure 3 is a block diagram showing the configuration of an image encoding apparatus according to an embodiment * of the present invention. The configuration of this embodiment will be described below with reference to same figure.

[0037] In the figure, blocking means 1 (301) is a means which takes as an input a target image to be encoded, and which divides the input image into blocks each consisting of a plurality of pixels. Motion estimating means (305) is a means which searches through a reference image for a block that resembles the target block, and which generates a motion vector for the block. Motion compensated blocking means 2 (302) is a means which takes the reference image and motion information as inputs and which, based on the motion information, divides the input reference image into blocks each consisting of a plurality of pixels. Exclusive OR block constructing means (303) is a means which constructs an exclusive OR block by scanning a target block taken from the image divided by the blocking means 1 (301) and a reference block taken from the image divided by the motion compensated blocking means 2 (302), and by exclusive-OR-ing pixel values between them. Exclusive OR encoding means (304) is a means which encodes the exclusive OR block and outputs the encoded data.

[0038] The operation of the thus configured image encoding apparatus of the present embodiment will be described below, together with the operation of an image encoding method.

[0039] In operation, the blocking means 1 (301) is equivalent to the blocking means 1 (101). When the motion vector to be estimated is denoted by v, the number of pixels in the target block by m, the location of each pixel in the image by u_i (i is 1 to m), the pixel value at location x in the target image by A(x), and the pixel value at location x in the reference image by B(x), the motion estimating means (305) detects from within a predetermined range the v that minimizes the similarity S(v) (equation A1), and outputs the v as the motion vector.
The motion compensated blocking means (302) moves the block, taken from the reference image, by the motion vector and generates the reference block which is output. In operation, the exclusive OR block constructing means (303) is equivalent to the exclusive OR block constructing means (103). The exclusive OR encoding means (304) is equivalent to the exclusive OR encoding means (104).

As described above, according to the present embodiment, efficient encoding with fewer code bits can be achieved by using the motion estimating means and motion compensated blocking means and applying motion compensation to a block for which the generation probabilities of symbol 0 and symbol 1 in the exclusive OR block differs widely from the ratio of 9:1, in such a manner that the ratio of the generation probabilities is brought closer to 9:1.

(Embodiment A4)

Figure 4 is a block diagram showing the configuration of an image decoding apparatus according to an embodiment * of the present invention. The configuration of this embodiment will be described with reference to same figure.

In the figure, exclusive OR decoding means (401) is a means which takes the encoded data as an input and decodes it to recover the exclusive OR block. Motion compensated blocking means 2 (402) is a means which takes a reference image and the motion information as inputs and which, based on the motion information, divides the input reference image into blocks each consisting of a plurality of pixels. Target block constructing means (403) is a means which recovers the target block from the exclusive OR block supplied from the exclusive OR decoding means (401) and a reference block supplied from the motion compensated blocking means (402).

The operation of the thus configured image decoding apparatus of the present embodiment will be described below, together with the operation of an image decoding method.

As described above, according to the present embodiment, efficient decoding with fewer code bits can be achieved by using the motion estimating means and motion compensated blocking means and applying motion compensation to a block for which the generation probabilities of symbol 0 and symbol 1 in the exclusive OR block differs widely from the ratio of 9:1, in such a manner that the ratio of the generation probabilities is brought closer to 9:1.

(Embodiment A5)

Figure 5 is a block diagram showing the configuration of an image encoding apparatus according to an embodiment * of the present invention. The configuration of this embodiment will be described below with reference to same figure.

In the figure, blocking means 1 (501) is a means which takes as an input a target image to be encoded, and which divides the input image into blocks each consisting of a plurality of pixels. Blocking means 2 (502) is a means which takes a reference image as an input and divides the input reference image into blocks each consisting of a plurality of pixels. Exclusive OR block constructing means (503) is a means which constructs an exclusive OR block by scanning a target block taken from the image divided by the blocking means 1 (501) and a reference block taken from the image divided by the blocking means 2 (502), and by exclusive-ORing pixel values between them. Exclusive OR encoding means (504) is a means which encodes the exclusive OR block and outputs the encoded data. Reference block adoption determining means (505) is a means which compares the target block with the reference block, and which outputs a reference block adoption determining signal for switching the subsequent processing. Target pixel encoding means (506) is a means which encodes the target block and outputs the encoded data.

The operation of the thus configured image encoding apparatus of the present embodiment will be described below, together with the operation of an image encoding method.

In operation, the blocking means 1 (501) is equivalent to the blocking means 1 (101). The blocking means 2...
(502) is equivalent to the blocking means 2 (102). The reference block adoption determining means (505) outputs the reference block adoption determining signal for switching the processing, based on the sum of the absolute differences (SAD) between the target block and the reference block, in such a manner that encoding is performed using the target pixel encoding means (506) if the sum of the absolute differences is larger than or equal to a threshold value, and using the exclusive OR block constructing means (503) and exclusive OR encoding means (504) if the sum of the absolute differences is less than the threshold value. Here, 5 is used as the threshold value. In operation, the exclusive OR block constructing means (503) is equivalent to the exclusive OR block constructing means (103). The exclusive OR encoding means (504) is equivalent to the exclusive OR encoding means (104). The target pixel encoding means (506) is substantially equivalent to the exclusive OR encoding means (504), and is an arithmetic encoder that takes the target block as an input and has a generation probability model with [0, 0.5) as symbol 0 and [0.5, 1.0) as symbol 1. As described above, according to the present embodiment, blocks for which the generation probabilities of symbol 0 and symbol 1 differ widely from the ratio of 9:1 are regarded as blocks that yield large sums of absolute differences, and the reference block adoption determining means changes the coding scheme to reduce the number of blocks inefficient in coding, thereby achieving efficient encoding with fewer code bits.

(Embodiment A6)

[0051] Figure 6 is a block diagram showing the configuration of an image decoding apparatus according to an embodiment * of the present invention. The configuration of this embodiment will be described below with reference to the same figure.

[0052] In the figure, exclusive OR decoding means (601) is a means which takes the encoded data as an input and decodes it to recover the exclusive OR block. Blocking means 2 (602) is a means which takes a reference image as an input, and which divides the input reference image into reference blocks each consisting of a plurality of pixels. Target block constructing means (603) is a means which takes as inputs the exclusive OR block recovered by the exclusive OR decoding means (601) and a reference block supplied from the blocking means (602), and which thereby recovers the target block. Reference block adoption control means (604) is a means which switches the subsequent processing in accordance with the reference block adoption determining signal. Target pixel decoding means (605) is a means which decodes the encoded data and recovers the target block.

[0053] The operation of the thus configured image decoding apparatus of the present embodiment will be described below, together with the operation of an image encoding method.

[0054] In operation, the exclusive OR decoding means (601) is equivalent to the exclusive OR decoding means (201). The blocking means 2 (602) is equivalent to the blocking means 2 (102).

[0055] The target block constructing means (603) is equivalent to the target block constructing means (203). The reference block adoption control means (604), based on the reference block adoption determining signal, switches the subsequent processing between the target block constructing means (603) and blocking means 2 (602) when using the reference block and the target pixel decoding means (605) when not using the reference block.

[0056] The target pixel decoding means (605) is a decoder for arithmetic encoding that has a generation probability model with [0, 0.5) as symbol 0 and [0.5, 1.0) as symbol 1, as does the target pixel encoding means (506). The target block is constructed by generating a symbol string from the binary point as the encoded data and the generation probability model, and by arranging the symbols in the scanning direction.

[0057] As described above, according to the present embodiment, blocks for which the generation probabilities of symbol 0 and symbol 1 differ widely from the ratio of 9:1 are regarded as blocks that yield large sums of absolute differences, and the reference block adoption control means changes the coding scheme to reduce the number of blocks inefficient in coding, thereby achieving efficient decoding with fewer code bits.

(Embodiment A7)

[0058] Figure 7 is a block diagram showing the configuration of an image encoding apparatus according to an embodiment * of the present invention. The configuration of this embodiment will be described below with reference to the same figure.

[0059] In the figure, blocking means 1 (701) is a means which takes as an input an image to be encoded, and which divides the input image into blocks each consisting of a plurality of pixels.

[0060] Blocking means 2 (702) is a means which takes a reference image as an input and divides the input reference image into blocks each consisting of a plurality of pixels. Statistical model selecting means (703) is a means which takes as inputs the location of the target pixel to be encoded, a reference block, and a statistical model table hereinafter described, and which selects a statistical model from the statistical model table (704) in accordance with the states of blocks inefficient in coding, thereby achieving efficient encoding with fewer code bits.

* helpful for the understanding
* helpful for the understanding
the pixels surrounding the corresponding location of the target pixel in the reference block, and supplies the selected model to an entropy encoding means (705). That is, the statistical model selecting means 703 is a means that selects a statistical model from among a plurality of statistical models, based on the states of the pixels surrounding a reference pixel in the reference block that corresponds to the target pixel in the target block. The entropy encoding means (705) is a means that supplies the location of the target pixel to be encoded to the statistical model selecting means (703), and that entropy-encodes the target block based on the statistical model supplied from the statistical model selecting means (703), and outputs the same as encoded data.

[0061] The operation of the thus configured image encoding apparatus of the present embodiment will be described below, together with the operation of an image encoding method.

[0062] In operation, the blocking means 1 (701) is equivalent to the blocking means 1 (101). The blocking means 2 (702) is equivalent to the blocking means 2 (102).

[0063] The statistical model selecting means (703) selects a statistical model from among a plurality of statistical models, and supplies the selected model to the entropy encoding means (705). The statistical model table (2301) is a table in which an index is assigned to each surrounding pixel state and a statistical model is assigned to each index, as shown in Figures 23 to 26. Correspondence between the state and index will be described with reference to Figures 27 and 28.

[0064] Since the states of the pixels surrounding the corresponding pixel are considered, first the reference block (2401) is extrapolated to create an extrapolated reference block.

[0065] In one method of creation, if the values of the surrounding pixels are obtained from the reference image, these pixels are added to create the extrapolated reference block (2402). In the present embodiment, this method is referred to as the extrapolation method 1.

[0066] If the values of the surrounding pixels are not obtained from the reference image, the pixels in the outer periphery of the reference block are simply extended outside to create the extrapolated reference block (2403). This method is referred to as the extrapolation method 2. In like manner, an extrapolated target block is created from the target block.

[0067] The states of the pixels surrounding the corresponding location of the target pixel in the reference block are obtained by applying a reference mask (2503) to the reference block (2501) and a target mask (2504) to the target block (2502), as shown in Figure 28. When the pixel values at the respective locations in the reference mask (2503) and target mask (2504) are denoted by A, B, C, D, E, F, G, H, I, J, K, L, and M, as shown in Figure 28, index i is expressed by equation A2 below. In Figure 28, the target pixel to be encoded next is designated by reference numeral 2502a, and the reference pixel corresponding to the target pixel (2502a) is designated by reference numeral 2501a. In order to also consider the states of the already encoded pixels in the neighborhood of the target pixel (2502a) in the target block, the statistical model selecting means (703) of the present embodiment obtains the states of the pixels in the neighborhood of the target pixel (2502a) in the same manner as described above by using the extrapolated target block. This achieves more appropriate selection of the statistical model than when using the surrounding pixel states only in the reference block. It is, of course, possible to use the configuration where the surrounding pixel states only in the reference block are used.

\[
i = B + 2D + 4E + 8F + 16H + 32K + 64M
\]

[0068] At this time, the statistical model corresponding to the index i in the statistical model table (2301) is selected.

[0069] In this way, the statistical model selecting means (703) selects a statistical model from the statistical model table and supplies the selected model to the entropy encoding means (705).

[0070] The entropy encoding means (705) uses an arithmetic encoder, as in the exclusive OR encoding means (104), but the arithmetic encoder here uses as the generation probability model the statistical model (704) selected by the statistical model selecting means (703), and encodes the target pixel using the selected statistical model.

[0071] As described above, according to the present embodiment, the statistical model is changed by the statistical model selecting means in accordance with the states of the pixels surrounding the corresponding location of the target pixel in the reference block; this increases the efficiency of entropy encoding and achieves efficient encoding with fewer code bits.

(Embodiment A8)

[0072] Figure 8 is a block diagram showing the configuration of an image decoding apparatus according to an embodiment * of the present invention. The configuration of this embodiment will be described below with reference to
In the figure, blocking means 2 (802) is a means which takes a reference image as an input and divides the input reference image into blocks each consisting of a plurality of pixels. Statistical model selecting means (803) is a means which takes as inputs the location of the target pixel to be encoded, a reference block, and the statistical model table, and which selects a statistical model from the statistical model table (804) in accordance with the states of the pixels surrounding the corresponding location of the target pixel in the reference block, and supplies the selected model to an entropy decoding means (801). The entropy decoding means (801) is a means that takes the encoded data as an input, and which, based on the statistical model (804), decodes the encoded data and recovers the target block.

The operation of the thus configured image decoding apparatus of the present embodiment will be described below, together with the operation of an image decoding method.

In operation, the blocking means 2 (802) is equivalent to the blocking means 2 (102). The statistical model selecting means (803) is equivalent to the statistical model selecting means (703). The statistical model table (804) is equivalent to the statistical model table (704).

As described above, according to the present embodiment, the statistical model is changed by the statistical model selecting means in accordance with the states of the pixels surrounding the corresponding location of the target pixel in the reference block; this increases the efficiency of entropy coding and achieves efficient decoding with fewer code bits.

(Embodiment A9)

Figure 9 is a block diagram showing the configuration of an image encoding apparatus according to an embodiment * of the present invention. The configuration of this embodiment will be described below with reference to same figure.

In the figure, blocking means 1 (901) is a means which takes as an input a target image to be encoded and divides the input image into blocks each consisting of a plurality of pixels. Motion estimating means (906) is a means which searches through a reference image for a block that resembles the target block, and which generates a motion vector for the block. Motion compensated blocking means 2 (902) is a means which takes the reference image and motion information as inputs and which, based on the motion information, divides the input reference image into blocks each consisting of a plurality of pixels. Statistical model selecting means (903) is a means which takes as inputs the location of the target pixel to be encoded, a reference block, and a statistical model table, and which selects a statistical model from the statistical model table (904) in accordance with the states of the pixels surrounding the corresponding location of the target pixel in the reference block, and supplies the selected model to an entropy encoding means (905). The entropy encoding means (905) is a means that entropy-encodes the target block based on the statistical model supplied from the statistical model selecting means (903), and outputs the same as encoded data.

The operation of the thus configured image encoding apparatus of the present embodiment will be described below, together with the operation of an image encoding method.

In operation, the blocking means 1 (901) is equivalent to the blocking means 1 (101). The motion estimating means (906) is equivalent to the motion estimating means (305). The motion compensated blocking means 2 (902) is equivalent to the motion compensated blocking means 2 (302). The statistical model selecting means (903) is equivalent to the statistical model selecting means (703). The statistical model table (904) is equivalent to the statistical model table (704). The entropy encoding means (905) is equivalent to the entropy encoding means (705).

As described above, according to the present embodiment, using the motion estimating means and motion compensated blocking means, the statistical model accuracy is increased, achieving efficient encoding with fewer code bits.

(Embodiment A10)

Figure 10 is a block diagram showing the configuration of an image decoding apparatus according to an embodiment * of the present invention. The configuration of this embodiment will be described below with reference to same figure.

In the figure, motion compensated blocking means 2 (1002) is a means which takes a reference image and...
the motion information as inputs and which, based on the motion information, divides the input reference image into blocks each consisting of a plurality of pixels. Statistical model selecting means (1003) is a means which takes as inputs the location of the target pixel to be decoded, a reference block, and a statistical model table, and which selects a statistical model from a statistical model table (1004) in accordance with the states of the pixels surrounding the corresponding location of the target pixel in the reference block, and supplies the selected model to an entropy decoding means (1001). The entropy decoding means (1001) is a means that takes the encoded data as an input and that, based on the statistical model, decodes the encoded data and recovers the target block.

[0088] The operation of the thus configured image decoding apparatus of the present embodiment will be described below, together with the operation of an image decoding method.

[0089] In operation, the motion compensated blocking means 2 (1002) is equivalent to the motion compensated blocking means 2 (402). The statistical model selecting means (1003) is equivalent to the statistical model selecting means (803). The entropy decoding means (1001) is equivalent to the entropy decoding means (801). The statistical model table (1004) is equivalent to the statistical model table (704).

[0090] As described above, according to the present embodiment, using the motion compensated blocking means 2, the statistical model accuracy is increased, achieving efficient decoding with fewer code bits.

(Embodiment A11)

[0091] Figure 11 is a block diagram showing the configuration of an image encoding apparatus according to an embodiment * of the present invention. The configuration of this embodiment will be described below with reference to same figure.

[0092] In the figure, blocking means 1 (1101) is a means which takes as an input a target image to be encoded and divides the input image into blocks each consisting of a plurality of pixels.

[0093] Blocking means 2 (1102) is a means which takes a reference image as an input and divides the input reference image into blocks each consisting of a plurality of pixels. Statistical model selecting means (1103) is a means which takes as inputs the location of the target pixel to be encoded, a reference block, and a statistical model table, and which selects a statistical model from a statistical model table (1104) in accordance with the states of the pixels surrounding the corresponding location of the target pixel in the reference block, and supplies the selected model to an entropy encoding means (1105). Reference block adoption determining means (1106) is a means which compares the target block with the reference block, and which outputs a reference block adoption determining signal for switching the subsequent processing. The entropy encoding means (1105) is a means which encodes the target block and outputs the same as encoded data. Target pixel encoding means (1107) is a means which encodes the target block with the reference block, and which outputs the same as encoded data.

[0094] The operation of the thus configured image encoding apparatus of the present embodiment will be described below, together with the operation of an image encoding method.

[0095] In operation, the blocking means 1 (1101) is equivalent to the blocking means 1 (101). The blocking means 2 (1102) is equivalent to the blocking means 2 (102). The statistical model selecting means (1103) is equivalent to the statistical model selecting means (703). The statistical model table (1104) is equivalent to the statistical model table (704). The entropy encoding means (1105) is equivalent to the entropy encoding means (705). The reference block adoption determining means (1106) is equivalent to the reference block adoption determining means (505). The target pixel encoding means (1107) is equivalent to the target pixel encoding means (506).

[0096] As described above, according to the present embodiment, the reference block adoption determining means changes the coding scheme for a block that does not match the statistical model, thereby reducing the number of blocks inefficient in encoding and thus achieving efficient encoding with fewer code bits.

(Embodiment A12)

[0097] Figure 12 is a block diagram showing the configuration of an image decoding apparatus according to an embodiment of the present invention. The configuration of this embodiment will be described below with reference to same figure.

[0098] In the figure, blocking means 2 (1202) is a means which takes a reference image as an input and divides the input reference image into blocks each consisting of a plurality of pixels. Statistical model selecting means (1203) is a means which takes as inputs the location of the target pixel to be decoded, a reference block, and a statistical model table, and which selects a statistical model from a statistical model table (1204) in accordance with the states of the pixels surrounding the corresponding location of the target pixel in the reference block, and supplies the selected model to an entropy decoding means (1201). The entropy decoding means (1201) is a means which takes the encoded data as an input and which, based on the statistical model, decodes the encoded data and recovers the target block. Refer-
The operation of the thus configured image decoding apparatus of the present embodiment will be described below, together with the operation of an image decoding method, according to one embodiment of the present invention.

In operation, the entropy decoding means (1201) is equivalent to the entropy decoding means (801). The blocking means 2 (1202) is equivalent to the blocking means 2 (102). The statistical model selecting means (1203) is equivalent to the statistical model selecting means (703). The statistical model table (1204) is equivalent to the statistical model table (704). The reference block adoption control means (1205) is equivalent to the reference block adoption control means (604). The target pixel decoding means (1206) is equivalent to the target pixel decoding means (605).

As described above, according to the present embodiment, the reference block adoption control means changes the coding scheme for a block that does not match the statistical model, thereby reducing the number of blocks inefficient in coding and thus achieving efficient decoding with fewer code bits.

Figure 13 is a block diagram showing the configuration of an image encoding apparatus according to an embodiment of the present invention. The configuration of this embodiment will be described below with reference to same figure.

In the figure, blocking means 1 (1301) is a means which takes as an input an image to be encoded and divides the input image into blocks each consisting of a plurality of pixels. Blocking means 2 (1302) is a means which takes a reference image as an input and divides the input reference image into blocks each consisting of a plurality of pixels. Statistical model estimating means (1303) is a means which estimates a statistical model for a target block from a reference block, and stores the estimated model in a statistical model (1304). Entropy encoding means (1305) is a means which encodes pixels in the target block based on the statistical model (1304), and outputs the encoded data.

The entropy encoding means (1305), like the entropy encoding means (102), encodes the target block by using an arithmetic encoder and the estimated statistical model (1304).

As described above, according to the present embodiment, a statistical model for the symbols in the target block is estimated from the reference block by the statistical model estimating means, thereby increasing the efficiency of entropy encoding and achieving efficient encoding with fewer code bits.

In the present embodiment, a statistical model is generated for each target block, but the configuration is not limited to the illustrated arrangement; for example, a statistical model may be generated for each target pixel.

Figure 14 is a block diagram showing the configuration of an image decoding apparatus according to an embodiment of the present invention. The configuration of this embodiment will be described below with reference to same figure.

In the figure, blocking means 2 (1402) is a means which takes a reference image as an input and divides the input reference image into blocks each consisting of a plurality of pixels. Statistical model estimating means (1403) is a means which estimates a statistical model for a target block from a reference block, and stores the estimated model in a statistical model (1404). Entropy decoding means (1401) is a means which takes the encoded data as an input, and which decodes the encoded data based on the statistical model (1404) and recovers the target block.

* helpful for the understanding
* helpful for the understanding
The operation of the thus configured image decoding apparatus of the present embodiment will be described below, together with the operation of an image decoding method. In operation, the blocking means 2 (1402) is equivalent to the blocking means 2 (102). The statistical model estimating means (1403) is equivalent to the statistical model estimating means (1303). The entropy decoding means (1401), like the exclusive OR decoding means (201), decodes the encoded data and recovers the target block by using an arithmetic decoder and the statistical model estimated by the statistical model estimating means (1403).

As described above, according to the present embodiment, a statistical model for the symbols in the target block is estimated from the reference block by the statistical model estimating means, thereby increasing the efficiency of entropy coding and achieving efficient decoding with fewer code bits.

(Embodiment A15)

Figure 15 is a block diagram showing the configuration of an image encoding apparatus according to an embodiment * of the present invention. The configuration of this embodiment will be described below with reference to same figure. In the figure, blocking means 1 (1501) is a means which takes as an input an image to be encoded and divides the input image into blocks each consisting of a plurality of pixels. Motion estimating means (1506) is a means which searches through a reference image for a block that resembles a target block, and which generates a motion vector for the block.

Motion compensated blocking means 2 (1502) is a means which takes the reference image and motion information as inputs and which, based on the motion information, divides the input reference image into blocks each consisting of a plurality of pixels.

Statistical model estimating means (1503) is a means which estimates a statistical model for a target block from a reference block, and stores the estimated model in a statistical model (1504).

Entropy encoding means (1505) is a means which encodes pixels in the target block based on the statistical model (1504), and outputs the encoded data.

The operation of the thus configured image encoding apparatus of the present embodiment will be described below, together with the operation of an image encoding method. In operation, the blocking means 1 (1501) is equivalent to the blocking means 1 (101). The motion compensated blocking means 2 (1502) is equivalent to the motion compensated blocking means 2 (302). The statistical model estimating means (1504) is equivalent to the statistical model estimating means (1303). The entropy encoding means (1505) is equivalent to the motion estimating means (305).

As described above, according to the present embodiment, using the motion estimating means and motion compensated blocking means, the accuracy of statistical model estimation is increased, thereby achieving efficient encoding with fewer code bits.

(Embodiment A16)

Figure 16 is a block diagram showing the configuration of an image decoding apparatus according to an embodiment * of the present invention. The configuration of this embodiment will be described below with reference to same figure. In the figure, motion compensated blocking means 2 (1602) is a means which takes a reference image and motion information as inputs and which, based on the motion information, divides the input reference image into blocks each consisting of a plurality of pixels. Statistical model estimating means (1603) is a means which estimates a statistical model for a target block from a reference block, and stores the estimated model in a statistical model (1604).

Entropy decoding means (1601) is a means which takes the encoded data as an input, and which decodes the encoded data based on the statistical model (1604) and recovers the target block.

The operation of the thus configured image decoding apparatus of the present embodiment will be described below, together with the operation of an image decoding method. In operation, the motion compensated blocking means 2 (1602) is equivalent to the motion compensated blocking means 2 (402). The statistical model estimating means (1603) is equivalent to the statistical model estimating means (1303). The entropy decoding means (1601) is equivalent to the entropy decoding means (1401).

As described above, according to the present embodiment, using the motion compensated blocking means 2, the accuracy of statistical model estimation is increased, thereby achieving efficient decoding with fewer code bits.

* helpful for the understanding
* helpful for the understanding
**Embodiment A17**

[0129] Figure 17 is a block diagram showing the configuration of an image encoding apparatus according to an embodiment * of the present invention. The configuration of this embodiment will be described below with reference to the same figure.

[0130] In the figure, blocking means 1 (1701) is a means which takes as an input an image to be encoded and divides the input image into blocks each consisting of a plurality of pixels. Blocking means 2 (1702) is a means which takes a reference image as an input and divides the input reference image into blocks each consisting of a plurality of pixels. Statistical model estimating means (1703) is a means which estimates a statistical model for a target block from a reference block, and stores the estimated model in a statistical model (1704). Entropy encoding means (1705) is a means which inputs the output data from blocking means 1 (1701), and which encodes the input data based on the statistical model (1704) and recovers the encoded data. Reference block adoption determining means (1706) is a means which compares the target block with the reference block and outputs a reference block adoption determining signal for switching the subsequent processing.

[0131] The operation of the thus configured image encoding apparatus of the present embodiment will be described below, together with the operation of an image encoding method.

[0132] In operation, the blocking means 1 (1701) is equivalent to the blocking means 1 (101). The blocking means 2 (1702) is equivalent to the blocking means 2 (102). The statistical model estimating means (1703) is equivalent to the statistical model estimating means (1303). The entropy encoding means (1705) is equivalent to the entropy encoding means (1305). The reference block adoption determining means (1706) is equivalent to the reference block adoption determining means (505). The target pixel encoding means (1707) is equivalent to the target pixel encoding means (506).

[0133] As described above, according to the present embodiment, the reference block adoption determining means changes the coding scheme for a block that does not match the statistical model, thereby reducing the number of blocks inefficient in coding and thus achieving efficient encoding with fewer code bits.

**Embodiment A18**

[0134] Figure 18 is a block diagram showing the configuration of an image decoding apparatus according to an embodiment * of the present invention. The configuration of this embodiment will be described below with reference to the same figure.

[0135] In the figure, blocking means 2 (1802) is a means which takes a reference image as an input and divides the input reference image into blocks each consisting of a plurality of pixels. Statistical model estimating means (1803) is a means which estimates a statistical model for a target block from a reference block, and stores the estimated model in a statistical model (1804). Entropy decoding means (1801) is a means which takes the encoded data as an input, and which decodes the encoded data based on the statistical model (1804) and recovers the target block. Reference block adoption control means (1805) is a means which switches the subsequent processing in accordance with the reference block adoption determining signal. Target pixel decoding means (1806) is a means which decodes the encoded data and outputs the decoded data of the target pixel.

[0136] The operation of the thus configured image decoding apparatus of the present embodiment will be described below, together with the operation of an image decoding method.

[0137] In operation, the blocking means 2 (1802) is equivalent to the blocking means 2 (102). The statistical model estimating means (1803) is equivalent to the statistical model estimating means (1303). The entropy decoding means (1801) is equivalent to the entropy decoding means (1401). The reference block adoption control means (1805) is equivalent to the reference block adoption control means (604). The target pixel decoding means (1806) is equivalent to the target pixel decoding means (605).

[0138] As described above, according to the present embodiment, the reference block adoption control means changes the coding scheme for a block that does not match the statistical model, thereby reducing the number of blocks inefficient in coding and thus achieving efficient decoding with fewer code bits.

[0139] In any one of the above-described embodiments, a magnetic recording medium or an optical recording medium may be used that holds a program for having a computer implement the functions of all or part of the means so far described so that the program can be run on the computer to carry out the above-described operations. In that case also, the same effects as described in connection with the respective embodiments can be obtained.

[0140] As described above, using the image decoding apparatus, and image decoding method of the present invention, more efficient decoding can be achieved than when using the prior known binary image decoding techniques, for the reasons given below.

* helpful for the understanding

* helpful for the understanding
In a binary moving image sequence, a target image is predicted from a reference image, and the residual is expressed by exclusive ORs.

(2) Appropriate statistical model is always used by changing the statistical model in accordance with the states of surrounding pixels in another frame having correlation.

(3) Appropriate statistical model is used by creating a statistical model from a reference image.

(4) The number of blocks that do not match the statistical model is reduced by using motion compensation or by changing the coding scheme using a threshold value and a sum of absolute differences.

The reference block adoption determining means of the present invention has been described in the fifth embodiment as being applied to the configuration shown in Figure 5, but the applicable configuration is not limited to the previously described one; for example, the configuration shown in Figure 30 is also applicable. That is, in the case of the image encoding apparatus shown in Figure 30, the reference block adoption determining means 3505 outputs a reference block adoption determining signal for switching the subsequent processing, by comparing the number of code bits of the target block with that of the reference block. This point constitutes a major difference from the configuration of Figure 11. More specifically, the reference block adoption determining means 3505 compares the number of code bits used in the target pixel encoding means 506 with the number of code bits used in the exclusive OR encoding means 504, and performs switching in such a manner that if the number of code bits from the target pixel encoding means 506 is smaller, the encoded data from that means is output, and if the number of code bits from the exclusive OR encoding means 504 is smaller, the encoded data from that means is output. Further, when the number of code bits from the target pixel encoding means 506 is smaller, the reference block adoption determining signal is output. In this way, according to this embodiment, the reference block adoption determining means 3505 switches the output of the encoded data by reference to the number of code bits, thereby reducing the number of blocks inefficient in coding and thus achieving efficient coding with fewer number of code bits. In Figure 30, elements fundamentally the same as those in Figure 5 are designated by the same reference numerals.

The reference block adoption control means of the present invention has been described in the sixth embodiment as being applied to the configuration shown in Figure 6, but the applicable configuration is not limited to the previously described one; for example, the configuration shown in Figure 31 is also applicable. That is, the configuration of the image decoding apparatus shown in Figure 31 includes: target pixel decoding means 605 for recovering the target block by decoding the encoded data output from the image encoding apparatus shown in Figure 5 or 30; and reference block adoption control means 3604 for selecting, based on the reference block adoption determining signal output from the image encoding apparatus, the output from the target block constructing means 603 or the output from the target pixel decoding means 605 for output as the target block. This configuration achieves more efficient decoding compared with the prior art. In Figure 31, elements fundamentally the same as those in Figure 6 are designated by the same reference numerals.

The statistical model selecting means of the present invention has been described in the seventh embodiment as being applied to the configuration in which the result of the statistical model selection is not transmitted to the decoding apparatus, but the applicable configuration is not limited to the previously described one; for example, as shown in Figure 32, the statistical model selecting means 3703 may be configured to output the result of the statistical model selection as a selection result signal to the decoding apparatus. In Figure 32, elements fundamentally the same as those in Figure 7 are designated by the same reference numerals.

The image decoding apparatus of the present invention has been described in the eighth embodiment as having a configuration corresponding to the configuration of the image encoding apparatus of the type that does not transmit the result of the statistical model selection to the decoding apparatus, but the configuration is not limited to the previously described one; for example, the configuration shown in Figure 33 is also applicable. That is, the image decoding apparatus shown in Figure 33 comprises: statistical model selecting means 3803 for receiving the selection result signal output from the image encoding apparatus shown in Figure 32, and for selecting from among a plurality of statistical models a statistical model corresponding to the selection result signal; and entropy decoding means 801 for recovering the target block by entropy-decoding the encoded data output from the image encoding apparatus by using the selected statistical model. This configuration achieves more efficient decoding compared with the prior art. In this embodiment, blocking means 2 (802) such as shown in Figure 8 can be eliminated. In Figure 33, elements fundamentally the same as those in Figure 8 are designated by the same reference numerals.

The reference block adoption determining means of the present invention has been described in the 11th embodiment as being applied to the configuration shown in Figure 11, but the applicable configuration is not limited to the previously described one; for example, the configuration shown in Figure 34 is also applicable. That is, in the case of the image encoding apparatus shown in Figure 34, the reference block adoption determining means 3106 outputs a reference block adoption determining signal for switching the subsequent processing, by comparing the number of code bits of the target block with that of the reference block. This point constitutes a major difference from the configuration of Figure 11. More specifically, the reference block adoption determining means 3106 compares the number of code bits used in the target pixel...
encoding means 1107 with the number of code bits used in the entropy encoding means 1105, and performs switching in such a manner that if the number of code bits from the target pixel encoding means 1107 is smaller, the encoded data from that means is output, and if the number of code bits from the entropy encoding means 1105 is smaller, the encoded data from that means is output. Further, when the number of code bits from the target pixel encoding means 1107 is smaller, the reference block adoption determining signal is output. In this way, according to this embodiment, the reference block adoption determining means 3106 switches the output of the encoded data by reference to the number of code bits, thereby reducing the number of blocks inefficient in coding and thus achieving efficient encoding with fewer number of code bits. In Figure 34, elements fundamentally the same as those in Figure 11 are designated by the same reference numerals.

[0146] The reference block adoption control means of the present invention has been described in the 12th embodiment as being applied to the configuration shown in Figure 12, but the applicable configuration is not limited to the previously described one; for example, the configuration shown in Figure 35 is also applicable. That is, the configuration of the image decoding apparatus shown in Figure 35 includes: target pixel decoding means 1206 for recovering the target block by decoding the encoded data output from the image encoding apparatus shown in Figure 11 or 34; and reference block adoption control means 3205 for selecting, based on the reference block adoption determining signal output from the image encoding apparatus, the output from the entropy decoding means 1201 or the output from the target pixel decoding means 1206 for output as the target block. This configuration achieves more efficient decoding compared with the prior art. In Figure 35, elements fundamentally the same as those in Figure 12 are designated by the same reference numerals.

[0147] Each of the above embodiments has been described for the case in which the (t+1)th frame of a moving image sequence is used as the target binary image and the t-th frame as the reference binary image, but the embodiments are not restricted to the illustrated case; for example, the same subject may be photographed by a stereocamera pair, and an image captured by one camera and an image captured by the other camera at the same time may be used as the target binary image and reference binary image, respectively. In this case also, the same effects as described in connection with the respective embodiments can be obtained.

[0148] As is apparent from the above description, the present invention offers the advantage of being able to achieve more efficient decoding than when using the prior art binary image coding techniques.

[0149] Further embodiments * of the present invention will be described below with reference to drawings.

(Embodiment B1)

[0150] Figure 36 is a block diagram showing the configuration of an image encoding apparatus according to a B1st embodiment * of the present invention. The configuration of this embodiment will be described below with reference to same figure.

[0151] In the figure, dynamic range estimating means (10101) is a means which takes a target multi-value image as an input, extracts the pixel value of the largest area and the pixel value of the second largest area in the multi-value image, and outputs the pixel values as a dynamic range.

[0152] Smoothing function estimating means (10102) is a means which takes the multi-value image and dynamic range as inputs, and which estimates a smoothing function by analyzing luminance gradients in the multi-value image.

[0153] Multi-value to binary converting means (10103) is a means which performs luminance conversion using the dynamic range, and which generates a binary image from the multi-value image by using a threshold value as a multi-value to binary conversion criterion which is predetermined so that the original multi-value image could be well approximated if smoothing were done at the corresponding decoder side using the same smoothing function as mentioned above. Thresholding using this threshold value will be described in detail in the operational description hereinafter given. The smoothing function estimated by the smoothing function estimating means 10102 based on the multi-value image is a function so adjusted that the original multi-value image could, in effect or in approximation fashion, be reproduced if the smoothing function were applied to the corresponding binary image at the corresponding decoder side.

[0154] Dynamic range encoding means (10105) is a means which encodes the dynamic range and outputs the encoded data.

[0155] Binary image encoding means (10104) is a means which encodes the binary image and outputs the encoded data.

[0156] The operation of the thus configured image encoding apparatus of the present embodiment will be described below with reference to Figures 36 to 44, together with the operation of an image encoding method according.

[0157] Figure 37 is a diagram showing the target multi-value image. Figure 38 is a distribution diagram of pixel values along line A-B in Figure 37. As shown in Figure 37, the pixel value of black is 255 and the pixel value of white is 0.
The dynamic range estimating means (10101) extracts the pixel value of the largest area and the pixel value of the second largest area in the multi-value image; in many multi-value images, these pixel values coincide with the largest pixel value and the smallest pixel value, respectively, so that in the present embodiment, the largest pixel value $D_{max}$ and the smallest pixel value $D_{min}$ are extracted by scanning the target multi-value image.

The smoothing function estimating means (10102) is shown in Figure 39.

As shown in the figure, in x-direction filtering (10301), an x-direction filter (10401) is applied and scanned over the image to detect the gradient along the x-direction in the image.

In y-direction filtering (10302), a y-direction filter (10402) is applied and scanned over the image to detect the gradient along the y-direction in the image.

In gradient detection (10303), gradient $d(i, j)$ is detected by calculating the following equation B1 using the x-direction gradient $dx(i, j)$ obtained by the x-direction filtering (10301) and the y-direction gradient $dy(i, j)$ obtained by the y-direction filtering (10302), where $(i, j)$ are the coordinates on the image.

\[
d(i, j) = \sqrt{dx(i, j)^2 + dy(i, j)^2}
\]  

(Equation B1)

In gradient direction detection (10304), gradient direction $\theta(i, j)$ is detected by calculating the following equation B2 using the x-direction gradient $dx(i, j)$ obtained by the x-direction filtering (10301) and the y-direction gradient $dy(i, j)$ obtained by the y-direction filtering (10302), where $(i, j)$ are the coordinates on the image.

\[
\theta = \tan^{-1}\frac{dy}{dx}
\]  

(Equation B2)

In non-maximum value suppression (10305), using a window that changes with $\theta$, as shown in Figure 40, an image is created in such a manner that if the value of the gradient at reference point within the window is a maximum value, the image portion at the coordinates of the reference point is assigned a value of 1; otherwise, the image portion at the coordinates of the reference point is assigned a value of 0.

In average gradient detection (10306), average gradient $d_{ave}$ is obtained by calculating the average of the gradients detected in the gradient detection (10303) for the pixels of value 1 in the binary image obtained by the non-maximum value suppression (10305). Further, using the maximum pixel value $D_{max}$ and minimum pixel value $D_{min}$ detected by the dynamic range estimating means (10101), normalized average gradient is recalculated from equation B3 below to obtain $d_{ave}$.

\[
d_{ave} = \frac{255}{D_{max}-D_{min}} d_{ave}
\]  

(Equation B3)

Smoothing function selecting means (10307) selects a smoothing filter in accordance with the average gradient $d_{ave}$, as shown in Figure 41. The detail of the smoothing filter 1 in Figure 41 is shown in Figure 42. In Figure 42, the encircled position shows the location of the pixel to be subjected to smoothing. While scanning the image, the result of the convolution with the filter 1 (10601), the result of the convolution with the filter 2 (10602), the result of the convolution with the filter 3 (10603), and the result of the convolution with the filter 4 (10604) are respectively calculated, and the smallest value of the four filters is taken as the result of the smoothing filter 1. In Figure 42, a, b, c, d, e, f, g, and h are each 0.5. The smoothing filter 2 is a filter that applies the smoothing filter 1 after applying the smoothing filter 1. The smoothing filter 3 is a filter that applies the smoothing filter 1 after applying the smoothing filter 2. When $d_{ave}$ is greater than 191, smoothing by the smoothing filter will not be applied, since the gradient of the image is considered to represent a step edge. On the other hand, when $d_{ave}$ is smaller than 10, smoothing by the smoothing filter will not be applied, since it is considered that there is no image gradient.

The multi-value to binary converting means (10103) converts the multi-value image to a binary image having only two pixel values, 255 and 0, by considering the characteristic of the smoothing function estimated by the smoothing function estimating means (10102). The responses to one-dimensional steps of the smoothing filter 1, smoothing filter 2, and smoothing filter 3 are as shown in Figure 43; accordingly, the multi-value to binary conversion corresponding
to the smoothing filter 1, smoothing filter 2, and smoothing filter 3 is the thresholding such as shown in Figure 44. Therefore, the multi-value to binary converting means (10103) applies the thresholding shown in Figure 44 to the multi-value image.

[0169] The binary image encoding means (10104) encodes the binary image by using the binary image encoding scheme MMR, defined in CCITT’s international standard traditionally used for facsimile systems, etc., and outputs the encoded data.

[0170] The smoothing function encoding means (10106) encodes the smoothing function estimated by the smoothing function estimating means (10102), and outputs the encoded data. In the present embodiment, since the smoothing function is selected from among the three smoothing functions, the identification number of the selected smoothing function is encoded which is output as the encoded data.

[0171] The dynamic range encoding means (10105) individually encodes the Dmax and Dmin obtained by the dynamic range estimating means (10101), and outputs the encoded data.

[0172] As described above, in the present embodiment, by utilizing the property of a multi-value image that almost all pixels in the image have a uniform minimum value or maximum value with intermediate values distributed along the boundary, the state of the distribution of the intermediate values is analyzed, the smoothing function that provides a good approximation of the intermediate value distribution is estimated, and a binary base image corresponding to the estimated smoothing function is estimated. By individually encoding the estimated maximum pixel value and minimum pixel value, the estimated smoothing function, and the estimated binary base image and outputting the results as encoded data, efficient encoding can be achieved.

(Embodiment B2)

[0173] Figure 45 is a block diagram showing the configuration of an image decoding apparatus according to a B2nd embodiment * of the present invention. The configuration of this embodiment will be described below with reference to same figure.

[0174] In the figure, binary image decoding means (10901) is a means for recovering the binary image by decoding the binary image encoded data.

[0175] Smoothing function decoding means (10902) is a means for recovering the smoothing function by decoding the smoothing function encoded data.

[0176] Dynamic range decoding means (10903) is a means for recovering the dynamic range by decoding the dynamic range encoded data.

[0177] Binary to multi-value converting means (10904) is a means for recovering the multi-value image by smoothing the binary image using the smoothing function recovered by the smoothing function decoding means (10902), and by performing luminance conversion using the dynamic range recovered by the dynamic range decoding means (10903).

[0178] Binary mask applying means (10905) is a means for obtaining a new multi-value image by applying masking to the multi-value image with the binary image recovered by the binary image decoding means (10901).

[0179] The operation of the thus configured image decoding apparatus of the present embodiment will be described below.

[0180] The binary image decoding means (10901) recovers the binary image having only two pixel values, 0 and 255, by decoding the binary image encoded data which was encoded using the binary image encoding scheme MMR defined in CCITT’s international standard traditionally used for facsimile systems, etc.

[0181] The smoothing function decoding means (10902) recovers the smoothing function by decoding the smoothing function encoded data.

[0182] The dynamic range decoding means (10903) recovers the maximum pixel value Dmax and minimum pixel value Dmin by decoding the dynamic range encoded data.

[0183] The binary to multi-value converting means (10904) actually applies the smoothing filter recovered by the smoothing function decoding means (10902). (For the method of applying the smoothing filter, refer to the description of the smoothing function selecting means (10307) and Figure 42.) Further, using the maximum pixel value Dmax and minimum pixel value Dmin recovered by the dynamic range decoding means (10903), a linear conversion is performed as shown in Figure 46, to recover the multi-value image. In the binary mask applying means (10905), using the binary image recovered by the binary image decoding means (10901), the values of the pixels in the multi-value image that correspond to the pixels of value 0 in the binary image are forcefully changed to Dmin so that the pixels in the encoded multi-value image that have a minimum pixel value do not take any other value than the minimum pixel value. The binary mask applying means (10905) is effective particularly when there is a need to restrict the position of Dmin to maintain matching with texture data, but can be omitted if there is no such need.

[0184] As described above, in the present embodiment, by utilizing the property of a multi-value image that almost all pixels in the image have a uniform minimum value or maximum value with intermediate values distributed along the boundary, efficient decoding can be achieved.

* helpful for the understanding
boundary, the state of the distribution of the intermediate values is analyzed, the smoothing function that provides a
good approximation of the intermediate value distribution is estimated, and a binary base image corresponding to the
estimated smoothing function is estimated. By individually encoding and outputting the estimated maximum pixel value
and minimum pixel value, the estimated smoothing function, and the estimated binary base image, and by decoding
the encoded data thus output, efficient decoding with fewer code bits can be achieved.

(Embodiment B3)

[0185] Figure 47 is a block diagram showing the configuration of an image encoding apparatus according to a B3rd
embodiment * of the present invention. The configuration of this embodiment will be described below with reference
to the same figure.

[0186] In the figure, dynamic range estimating means (11101) is a means which takes a target multi-value image as
an input, and which extracts the pixel value of the largest area and the pixel value of the second largest area in the
multi-value image.

[0187] Smoothing function estimating means (11102) is a means which takes the multi-value image and dynamic
range as inputs, and which estimates a smoothing function by analyzing luminance gradients in the multi-value image.

[0188] Multi-value to binary converting means (11103) is a means which generates a binary image by using the
dynamic range, smoothing function, and multi-value image so that the multi-value image can be well approximated
when luminance conversion is performed using the dynamic range and smoothing is done using the smoothing function.

[0189] Dynamic range encoding means (11105) is a means which encodes the dynamic range and outputs the en-
coded data.

[0190] Smoothing function encoding means (11106) is a means which encodes the smoothing function and outputs
the encoded data.

[0191] Binary image encoding means (11104) is a means which encodes the binary image and outputs the encoded
data.

[0192] The operation of the thus configured image encoding apparatus of the present embodiment will be described
below.

[0193] The dynamic range estimating means (11101) extracts the pixel value of the largest area and the pixel value
of the second largest area in the multi-value image; in many multi-value images, these pixel values coincide with the
largest pixel value and the smallest pixel value, respectively, so that in the present embodiment, the largest pixel value
Dmax and the smallest pixel value Dmin are extracted by scanning the target multi-value image.

[0194] The smoothing function estimating means (11102) is shown in Figure 48.

[0195] In x-direction filtering (11201), an x-direction filter (10401) is applied and scanned over the image to detect
the gradient along the x-direction in the image. In y-direction filtering (11202), a y-direction filter (10402) is applied
and scanned over the image to detect the gradient along the y-direction in the image.

[0196] In gradient detection (11203), gradient d (i, j) is detected by calculating equation B1 using the x-direction
gradient dx (i, j) obtained by the x-direction filtering (11201) and the y-direction gradient dy (i, j) obtained by the y-
direction filtering (11202), where (i, j) are the coordinates on the image.

[0197] In gradient direction detection (11204), gradient direction θ (i, j) is detected by calculating equation B2 using
the x-direction gradient dx (i, j) obtained by the x-direction filtering (11201) and the y-direction gradient dy (i, j) obtained
by the y-direction filtering (11202), where (i, j) are the coordinates on the image.

[0198] In non-maximum value suppression (11205), using a window that changes with θ, as shown in Figure 40, an
image is created in such a manner that if the value of the gradient at reference point within the window is a maximum
value, the image portion at the coordinates of the reference point is assigned a value of 1; otherwise, the image portion
at the coordinates of the reference point is assigned a value of 0.

[0199] In average gradient detection (11206), average gradient d'ave is obtained by calculating the average of the
gradients detected in the gradient detection (11203) for the pixels of value 1 in the binary image obtained by the non-
maximum value suppression (11205). Further, using the maximum pixel value Dmax and minimum pixel value Dmin
detected by the dynamic range estimating means (11101), normalized average gradient is recalculated from equation
B3 to obtain d'ave.

[0200] In smoothing function construction (11207), a smoothing filter is constructed in accordance with the normalized
average gradient d'ave, as shown in Figure 49. The number of steps of the constructed smoothing filter is varied ac-
gording to the gradient, as shown in Figure 49. The detail of the smoothing filter of Figure 49 is shown in Figure 50. In
the figure, the smoothing filter step 2, smoothing filter step 3, and smoothing filter step 4 are designated by 11401,
11402, and 11403, respectively. Smoothing filter coefficient table 11404 is also shown in the figure. When d'ave is
greater than 191, smoothing by the smoothing filter will not be applied, since the gradient of the image is considered
to represent a step edge. On the other hand, when d'ave is smaller than 10, smoothing by the smoothing filter will not

* helpful for the understanding
be applied, since it is considered that there is no image gradient.

[0201] The multi-value to binary converting means (11103) converts the multi-value image to a binary image having only two pixel values, 255 and 0, by considering the characteristic of the smoothing function estimated by the smoothing function estimating means (11102). The responses to one-dimensional steps of the smoothing filter step 2, smoothing filter step 3, and smoothing filter step 4 are as shown in Figure 51; accordingly, the multi-value to binary conversion corresponding to the smoothing filter step 2 (11401), smoothing filter step 3 (11402), and smoothing filter step 4 (11403) involves the thresholding shown in Figure 44 followed by morphological processing with a morphological filter such as shown in Figure 52. That is, the processing is such that when the smoothing filter step 2 is constructed, the reference point is replaced by the smallest value within the filter window by using the morphological filter 1 (11601); when the smoothing filter step 3 (11603) is constructed, the reference point is replaced by the smallest value within the filter window by using the morphological filter 2 (11602); and when the smoothing filter step 4 is constructed, the reference point is replaced by the smallest value within the filter window by using the morphological filter 3. [0202] Therefore, the multi-value to binary converting means (11103) applies the morphological processing to the multi-value image by using the smoothing filter constructed as shown in Figure 52, after performing the thresholding shown in Figure 44.

[0203] The binary image encoding means (11104) encodes the binary image by using the binary image encoding scheme MMR defined in CCITT's international standard traditionally used for facsimile systems, etc., and outputs the encoded data.

[0204] The smoothing function encoding means (11106) encodes the smoothing function estimated by the smoothing function estimating means (11102), and outputs the encoded data.

[0205] The dynamic range encoding means (11105) encodes the Dmax and Dmin obtained by the dynamic range estimating means (11101), and outputs the encoded data.

[0206] As described above, in the present embodiment, by utilizing the property of a multi-value image that almost all pixels in the image have a uniform minimum value or maximum value with intermediate values distributed along the boundary, the state of the distribution of the intermediate values is analyzed, the smoothing function that provides a good approximation of the intermediate value distribution is estimated, and a binary base image corresponding to the estimated smoothing function is estimated. By individually encoding the estimated maximum pixel value and minimum pixel value, the estimated smoothing function, and the estimated binary base image and outputting the results as encoded data, efficient encoding can be achieved.

(Embodiment B4)

[0207] Figure 53 is a block diagram showing the configuration of an image decoding apparatus according to a B4th embodiment * of the present invention. The configuration of this embodiment will be described below with reference to same figure.

[0208] In the figure, binary image decoding means (11701) is a means for recovering the binary image by decoding the binary image encoded data.

[0209] Smoothing function decoding means (11702) is a means for recovering the smoothing function by decoding the smoothing function encoded data.

[0210] Dynamic range decoding means (11703) is a means for recovering the dynamic range by decoding the dynamic range encoded data.

[0211] Binary to multi-value converting means (11704) is a means for recovering the multi-value image by smoothing the binary image using the smoothing function recovered by the smoothing function decoding means (11702), and by performing luminance conversion using the dynamic range recovered by the dynamic range decoding means (11703).

[0212] The operation of the thus configured image decoding apparatus of the present embodiment will be described below.

[0213] The binary image decoding means (11701) recovers the binary image having only two pixel values, 0 and 255, by decoding the binary image encoded data which was encoded using the binary image encoding scheme MMR defined in CCITT's international standard traditionally used for facsimile systems, etc.

[0214] The smoothing function decoding means (11702) recovers the smoothing function by decoding the smoothing function encoded data.

[0215] The dynamic range decoding means (11703) recovers the maximum pixel value Dmax and minimum pixel value Dmin by decoding the dynamic range encoded data. The binary to multi-value converting means (11704) actually applies the smoothing filter recovered by the smoothing function decoding means (11702). (For the method of applying the smoothing filter, refer to the description of the smoothing function constructing means (11207) and Figure 50.) Further, using the maximum pixel value Dmax and minimum pixel value Dmin recovered by the dynamic range decoding means (10903), a linear conversion is performed as shown in Figure 46, to recover the multi-value image.

* helpful for the understanding
As described above, in the present embodiment, by utilizing the property of a multi-value image that almost all pixels in the image have a uniform maximum value or minimum value with intermediate values distributed along the boundary, the state of the distribution of the intermediate values is analyzed, the smoothing function that provides a good approximation of the intermediate value distribution is estimated, and a binary base image corresponding to the estimated smoothing function is estimated. By individually encoding and outputting the estimated maximum pixel value and minimum pixel value, the estimated smoothing function, and the estimated binary base image, and by decoding the encoded data thus output, efficient decoding with fewer code bits can be achieved.

(Embodiment B5)

Figure 54 is a block diagram showing the configuration of an image encoding apparatus according to a B5th embodiment * of the present invention. The configuration of this embodiment will be described below with reference to same figure.

In the figure, dynamic range estimating means (11801) is a means which takes a target multi-value image as an input, and which extracts the pixel value of the largest area and the pixel value of the second largest area in the multi-value image.

Smoothing function estimating means (11802) is a means which takes the multi-value image and dynamic range as inputs, and which estimates a smoothing function by analyzing luminance gradients in the multi-value image. Multi-value to binary converting means (11803) is a means which generates a binary image by using the dynamic range, smoothing function, and multi-value image so that the multi-value image can be well approximated when luminance conversion is performed using the dynamic range and smoothing is done using the smoothing function.

Dynamic range encoding means (11805) is a means which encodes the dynamic range and outputs the encoded data.

Smoothing function coefficient encoding means (11806) is a means which encodes the smoothing function and outputs the encoded data. Binary image encoding means (11804) is a means which encodes the binary image and outputs the encoded data.

The operation of the thus configured image encoding apparatus of the present embodiment will be described below.

The dynamic range estimating means (11801) extracts the pixel value of the largest area and the pixel value of the second largest area in the multi-value image; in many multi-value images, these pixel values coincide with the largest pixel value and the smallest pixel value, respectively, so that in the present embodiment, the largest pixel value Dmax and the smallest pixel value Dmin are extracted by scanning the target multi-value image.

The smoothing function estimating means (11802) is shown in Figure 55. In x-direction filtering (11901), an x-direction filter (10401) is applied and scanned over the image to detect the gradient along the x-direction in the image. In y-direction filtering (11902), a y-direction filter (10402) is applied and scanned over the image to detect the gradient along the y-direction in the image. In gradient direction detection (11904), gradient direction θ (i, j) is detected by calculating equation B2 using the x-direction gradient dx (i, j) obtained by the x-direction filtering (11901) and the y-direction gradient dy (i, j) obtained by the y-direction filtering (11902), where (i, j) are the coordinates on the image.

In gradient direction detection (11904), gradient direction θ (i, j) is detected by calculating equation B2 using the x-direction gradient dx (i, j) obtained by the x-direction filtering (11901) and the y-direction gradient dy (i, j) obtained by the y-direction filtering (11902), where (i, j) are the coordinates on the image. In non-maximum value suppression (11905), using a window that changes with θ, as shown in Figure 40, an image is created in such a manner that if the value of the gradient at reference point within the window is a maximum value, the image portion at the coordinates of the reference point is assigned a value of 1; otherwise, the image portion at the coordinates of the reference point is assigned a value of 0.

In direction-by-direction average gradient detection (11906), average gradient is obtained for each of two directions, i.e., the horizontal and vertical directions, based on the gradient direction detected in the gradient detection (11904), by calculating the average of the gradients detected in the gradient detection (11903) for the pixels of value 1 in the binary image obtained by the non-maximum value suppression (11905). Further, using the maximum pixel value Dmax and minimum pixel value Dmin detected by the dynamic range estimating means (11901), normalized average gradient is recalculated from equation B3 to obtain the average gradient, dave_1, in the vertical direction and the average gradient, dave_2, in the horizontal direction.

In smoothing function generation (11907), a smoothing filter is generated by estimating smoothing filter coefficients based on the average gradients dave_1 and dave_2. In the present embodiment, the coefficients of the smoothing filter of step number 3 shown in Figure 56 are estimated. Here, constraints are applied by equation B4, but depending on the image, each coefficient may be weighted.

* helpful for the understanding
Using $dave_1$, $c$ is estimated by equation B5. However, when $dave_1$ is greater than 200, the gradient of the image is considered to represent a step edge, so that $c$ is set to 0. On the other hand, when $dave_1$ is smaller than 50, it is considered that there is no image gradient, so that $c$ is set to 0.

Using $dave_2$, $b$ is estimated by equation B6. However, when $dave_2$ is greater than 200, the gradient of the image is considered to represent a step edge, so that $b$ is set to 0. On the other hand, when $dave_2$ is smaller than 50, it is considered that there is no image gradient, so that $b$ is set to 0.

Filter coefficients and scales are estimated using equations B4, B5, and B6, as described above. The multi-value to binary converting means (11903) converts the multi-value image to a binary image having only two pixel values, 255 and 0, by considering the characteristic of the smoothing function estimated by the smoothing function estimating means (11902). In this embodiment, the threshold value is estimated based on the filter coefficients, and the binary image is obtained by thresholding the multi-value image using the estimated threshold value. The threshold value $\gamma$ is estimated by equation B7.

\begin{equation}
\gamma = 255\left(\frac{a+2b}{4j} + \frac{a+2h}{4j}\right) \tag{10}
\end{equation}

The binary image encoding means (11804) encodes the binary image by using the binary image encoding scheme MMR defined in CCITT’s international standard traditionally used for facsimile systems, etc., and outputs the encoded data.

The smoothing function coefficient encoding means (11806) encodes each coefficient and scale of the smoothing function estimated by the smoothing function estimating means (11802), and outputs the encoded data. The dynamic range encoding means (11805) individually encodes the Dmax and Dmin obtained by the dynamic range estimating means (11801), and outputs the encoded data.

As described above, in the present embodiment, by utilizing the property of a multi-value image that almost all pixels in the image have a uniform maximum value or minimum value with intermediate values distributed along the boundary, the state of the distribution of the intermediate values is analyzed, the smoothing function that provides a
good approximation of the intermediate value distribution is estimated, and a binary base image corresponding to the estimated smoothing function is estimated. By individually encoding the estimated maximum pixel value and minimum pixel value, the estimated smoothing function, and the estimated binary base image and outputting the results as encoded data, efficient encoding can be achieved.

(Embodiment B6)

[0235] Figure 57 is a block diagram showing the configuration of an image decoding apparatus according to a B6th embodiment * of the present invention. The configuration of this embodiment will be described below with reference to the same figure.

[0236] In the figure, binary image decoding means (12101) is a means for recovering the binary image by decoding the binary image encoded data.

[0237] Smoothing function coefficient decoding means (12102) is a means for recovering the smoothing function by decoding the smoothing function encoded data.

[0238] Dynamic range decoding means (12103) is a means for recovering the dynamic range by decoding the dynamic range encoded data.

[0239] Binary to multi-value converting means (12104) is a means for recovering the multi-value image by smoothing the binary image using the smoothing function recovered by the smoothing function decoding means (12102), and by performing luminance conversion using the dynamic range recovered by the dynamic range decoding means (12103).

[0240] The operation of the thus configured image decoding apparatus of the present embodiment will be described below.

[0241] The binary image decoding means (12101) recovers the binary image having only two pixel values, 0 and 255, by decoding the binary image encoded data which was encoded using the binary image encoding scheme MMR defined in CCITT's international standard traditionally used for facsimile systems, etc.

[0242] The smoothing function coefficient decoding means (12102) recovers the smoothing filter coefficients and scales and thus the smoothing function by decoding the smoothing function encoded data. The dynamic range decoding means (12103) recovers the maximum pixel value Dmax and minimum pixel value Dmin by decoding the dynamic range encoded data.

[0243] The binary to multi-value converting means (12104) applies convolution with the smoothing filter recovered by the smoothing function coefficient decoding means (12102). Further, using the maximum pixel value Dmax and minimum pixel value Dmin recovered by the dynamic range decoding means (12103), a linear conversion is performed as shown in Figure 46, to recover the multi-value image.

[0244] As described above, in the present embodiment, by utilizing the property of a multi-value image that almost all pixels in the image have a uniform maximum value or minimum value with intermediate values distributed along the boundary, the state of the distribution of the intermediate values is analyzed, the smoothing function that provides a good approximation of the intermediate value distribution is estimated, and a binary base image corresponding to the estimated smoothing function is estimated. By individually encoding and outputting the estimated maximum pixel value and minimum pixel value, the estimated smoothing function, and the estimated binary base image, and by decoding the encoded data thus output, efficient decoding with fewer code bits can be achieved.

(Embodiment B7)

[0245] Figure 58 is a block diagram showing the configuration of an image encoding apparatus according to a B7th embodiment * of the present invention. The configuration of this embodiment will be described below with reference to the same figure.

[0246] In the figure, multi-value to binary converting means (12201) is a means which takes a target image (with a range of values from 0 to 255, each being an integer) as an input, and which binarizes the input target image by assigning a value of 0 to pixels of value 0 and a value of 255 to pixels of other values.

[0247] Binary image encoding means (12202) is a means which encodes the binary image having values of {0, 255} and outputs the encoded data. Smoothing function estimating means (12203) is means for determining a smoothing function. Smoothing function encoding means (12204) is a means for encoding the thus determined function. Here, the smoothing function estimating means (12203) corresponds to the smoothing function generating means of the present invention.

[0248] The operation of the thus configured image encoding apparatus of the present embodiment will be described below.

[0249] The binary image binarized by the multi-value to binary converting means (12201) is encoded by the binary
image encoding means (12202). For the encoding, the binary image encoding scheme MMR defined in CCITT’s international standard is used, with value 0 as white and 255 as black.

[0250] On the other hand, the binarized image is compared by the smoothing function estimating means (12203) with the input multi-value image to determine the smoothing function. This will be explained below with reference to Figures 60 and 61.

[0251] As noted in the description of the background art, many alpha planes have the property that most portions are uniform and intermediate values are distributed along the boundary. To reproduce the intermediate values distributed along the boundary, consider the smoothing operation wherein substitution is made for the center pixel value \( x \), depending on whether the values of the vertically (\( b_3, b_0 \)) and horizontally (\( b_2, b_1 \)) neighboring pixels are 255 or not.

[0252] Since the target multi-value image is binarized by assigning 0 to pixels of value 0 and 255 to pixels of other values, the substitution is performed only when the value of the target pixel is 255. Therefore, the binarization pattern of the four neighbors of a pixel taking the value of 255 is expressed by four bits (16 patterns).

[0253] The smoothing function estimating means (12203) scan the image and obtain the value to substitute by finding the average value for each of the 16 patterns of the four neighboring pixels of a pixel taking the value of 255. An example is shown in Table 1.

<table>
<thead>
<tr>
<th>( b_3 )</th>
<th>( b_2 )</th>
<th>( b_1 )</th>
<th>( b_0 )</th>
<th>( x )</th>
</tr>
</thead>
<tbody>
<tr>
<td>≠ 255</td>
<td>≠ 255</td>
<td>≠ 255</td>
<td>≠ 255</td>
<td>32</td>
</tr>
<tr>
<td>≠ 255</td>
<td>≠ 255</td>
<td>≠ 255</td>
<td>= 255</td>
<td>64</td>
</tr>
<tr>
<td>≠ 255</td>
<td>≠ 255</td>
<td>= 255</td>
<td>≠ 255</td>
<td>64</td>
</tr>
<tr>
<td>≠ 255</td>
<td>= 255</td>
<td>= 255</td>
<td>= 255</td>
<td>128</td>
</tr>
<tr>
<td>= 255</td>
<td>≠ 255</td>
<td>≠ 255</td>
<td>≠ 255</td>
<td>64</td>
</tr>
<tr>
<td>= 255</td>
<td>≠ 255</td>
<td>≠ 255</td>
<td>= 255</td>
<td>128</td>
</tr>
<tr>
<td>= 255</td>
<td>≠ 255</td>
<td>≠ 255</td>
<td>= 255</td>
<td>128</td>
</tr>
<tr>
<td>= 255</td>
<td>= 255</td>
<td>= 255</td>
<td>= 255</td>
<td>192</td>
</tr>
</tbody>
</table>

[0254] Accordingly, in the case of a pixel at the boundary where the value changes from 0 to 255, as shown in the first stage of smoothing in Figure 61, for example, 128 is substituted for the pixel value. If there are two or more pixels with intermediate values at or near the contour, the operation for finding the average value for each of the 16 patterns of the four neighboring pixels is repeated in a recursive manner for the pixels having the value of 255. Table 2 shows the results of this second operation. In this way, a boundary having an intermediate value corresponding to the second stage of smoothing in Figure 61 can be expressed.

<table>
<thead>
<tr>
<th>( b_3 )</th>
<th>( b_2 )</th>
<th>( b_1 )</th>
<th>( b_0 )</th>
<th>( x )</th>
</tr>
</thead>
<tbody>
<tr>
<td>≠ 255</td>
<td>≠ 255</td>
<td>≠ 255</td>
<td>≠ 255</td>
<td>128</td>
</tr>
<tr>
<td>≠ 255</td>
<td>≠ 255</td>
<td>≠ 255</td>
<td>= 255</td>
<td>128</td>
</tr>
<tr>
<td>≠ 255</td>
<td>≠ 255</td>
<td>= 255</td>
<td>≠ 255</td>
<td>128</td>
</tr>
<tr>
<td>≠ 255</td>
<td>= 255</td>
<td>= 255</td>
<td>= 255</td>
<td>192</td>
</tr>
</tbody>
</table>
The output of the smoothing function estimating means (12203) is obtained as the number of stages of smoothing (in the illustrated example, 2 stages, the maximum possible number being 8 stages) and pixel value tables for the patterns of (b3, b2, b1, b0) corresponding to the number of stages. Here, the number of stages refers to the number of repetitions of the smoothing operation which is repeated in a recursive manner. The smoothing function encoding means (12204) encodes the number of stages of smoothing as three bits and the pixel value tables for the patterns of (b3, b2, b1, b0) as 8 bits (the number of patterns excluding the pattern in which all pixel values are 255) × number of stages.

(Embodiment B8)

Figure 59 is a block diagram showing the configuration of an image decoding apparatus according to a B8th embodiment * of the present invention. The configuration of this embodiment will be described below with reference to the same figure. Outputs from the image encoding apparatus of the seventh embodiment are supplied as inputs to the decoding apparatus of the present embodiment. Binary image decoding means (12301) is a means which takes the output of the binary image encoding means (12202) as an input and recovers the binary image of {0, 255} from the binary image encoded data. Smoothing function decoding means (12302) is a decoding means for decoding the output of the smoothing function encoding means (12204). Binary to multi-value converting means (12303) is a means which takes the smoothing function and binary image as inputs and reconstructs the multi-value image.

The operation of the thus configured image decoding apparatus of the present embodiment will be described below.

(Embodiment B9)

Figure 62 is a block diagram showing the configuration of an image encoding apparatus according to a B9th embodiment * of the present invention. The configuration of this embodiment will be described below with reference to the same figure. Outputs from the image encoding apparatus of the seventh embodiment are supplied as inputs to the decoding apparatus of the present embodiment. Binary image decoding means (12301) is a means which takes the output of the binary image encoding means (12202) as an input and recovers the binary image of {0, 255} from the binary image encoded data. Smoothing function decoding means (12302) is a decoding means for decoding the output of the smoothing function encoding means (12204). Binary to multi-value converting means (12303) is a means which takes the smoothing function and binary image as inputs and reconstructs the multi-value image.

As described above, in the seventh and eighth embodiments, by utilizing the property of a multi-value image that almost all pixels in the image have uniform binary values with intermediate values distributed along the boundary, the state of the distribution of the intermediate values is analyzed, and the smoothing function that provides a good approximation of the intermediate value distribution is estimated. Since this smoothing function is expressed by multiple stages, even if the intermediate value has a width greater than or equal to two pixels, any smoothing pattern can be expressed for up to eight pixels. Any smoothing pattern here means the rising/falling characteristic at the boundary.

* helpful for the understanding

<table>
<thead>
<tr>
<th>b3</th>
<th>b2</th>
<th>b1</th>
<th>b0</th>
<th>x</th>
</tr>
</thead>
<tbody>
<tr>
<td>255</td>
<td>255</td>
<td>255</td>
<td>255</td>
<td>128</td>
</tr>
<tr>
<td>255</td>
<td>255</td>
<td>255</td>
<td>255</td>
<td>192</td>
</tr>
<tr>
<td>255</td>
<td>255</td>
<td>255</td>
<td>255</td>
<td>192</td>
</tr>
<tr>
<td>255</td>
<td>255</td>
<td>255</td>
<td>255</td>
<td>128</td>
</tr>
<tr>
<td>255</td>
<td>255</td>
<td>255</td>
<td>255</td>
<td>192</td>
</tr>
<tr>
<td>255</td>
<td>255</td>
<td>255</td>
<td>255</td>
<td>192</td>
</tr>
<tr>
<td>255</td>
<td>255</td>
<td>255</td>
<td>255</td>
<td>192</td>
</tr>
<tr>
<td>255</td>
<td>255</td>
<td>255</td>
<td>255</td>
<td>255</td>
</tr>
</tbody>
</table>
embodiment * of the present invention. The configuration of this embodiment will be described below with reference to same figure. In the figure, multi-value to binary converting means (12601) is a means which takes a target image (with a range of values from 0 to 255, each being an integer) as an input, and which binarizes the input target image by assigning a value of 0 to pixels of value 0 and a value of 255 to pixels of other values. Binary image encoding means (12602) is a means which encodes the binary image having values of {0, 255} and outputs the encoded data. Smoothing function estimating means (12603) is means for determining a smoothing function.

[0261] Smoothing function encoding means (12604) is a means for encoding the thus determined function. Binary to multi-value converting means (12605) is a means which takes the smoothing function and binary image as inputs and reconstructs the multi-value image. Difference calculator (12606) is a means which obtains the difference between the output of the binary to multi-value converting means (12605) and the target multi-value image. Residual encoding means (12607) is a means for encoding the difference.

[0262] The operation of the thus configured image encoding apparatus of the present embodiment will be described below.

[0263] The blocks with numerals 2601 to 2605 are identical in configuration and operation to the blocks of the same names previously described with reference to Figures 58 and 59. In the present embodiment, the image encoding apparatus shown in the seventh embodiment is used as a predictor. That is, the output of the binary to multi-value converting means (12605) is taken as a predicted image, and the difference of the predicted image is obtained by the difference calculator (12606), the difference then being encoded by the residual encoding means (12607).

[0264] For the encoding of the difference, the interframe coding mode (discrete cosine transform coding) defined in CCITT's international standard for moving picture coding H.261 is used.

(Embodiment B10)

[0265] Figure 63 is a block diagram showing the configuration of an image decoding apparatus according to a 10th embodiment * of the present invention. The configuration of this embodiment will be described below with reference to same figure. Outputs from the image encoding apparatus of the ninth embodiment are supplied as inputs to the decoding apparatus of the present embodiment.

[0266] In the figure, binary image decoding means (12701) is a means which takes the output of the binary image encoding means (12602) as an input and recovers the binary image of {0, 255} from the binary image encoded data. Smoothing function decoding means (12702) is a decoding means for decoding the output of the smoothing function encoding means (12604). Binary to multi-value converting means (12703) is a means which takes the smoothing function and binary image as inputs and reconstructs the multi-value image. Residual decoding means (12704) is a means which takes the output of the residual encoding means (12607) as an input and obtains the residual. Adder (12705) adds the outputs of the binary to multi-value converting means (12703) and residual decoding means (12704).

[0267] The operation of the thus configured image decoding apparatus of the present embodiment will be described below.

[0268] The blocks with numerals 2701 to 2703 are identical in configuration and operation to the blocks of the same names previously described with reference to Figures 58 and 59. The residual decoding means (12704) uses the interframe decoding mode as defined in the moving image coding H.261 to correspond with the output of the residual encoding means (12607). The difference signal representing the difference between the target multi-value image in Figure 41 and the image obtained by smoothing the binary image is thus reconstructed, and the difference signal is added in the adder (12705) to reconstruct the multi-value image. In the 9th and 10th embodiments, the image encoding method shown in the seventh and eighth embodiment is used for prediction, and the prediction residual component is separately encoded, transmitted and stored, thereby achieving more accurate reproduction of the target multi-value image. In particular, by predicting an abrupt change in value at the boundary, high-frequency components can be removed from the residual signal, and the efficiency of discrete cosine transform coding can thus be improved.

(Embodiment B11)

[0269] Figure 64 is a block diagram showing the configuration of an image encoding apparatus according to an 11th embodiment * of the present invention. The configuration of this embodiment will be described below with reference to same figure.

[0270] In the figure, dynamic range estimating means (20101) is a means which takes a target multi-value image as an input, extracts the pixel value of the largest area and the pixel value of the second largest area in the multi-value image, and outputs them as a dynamic range.

* helpful for the understanding
* helpful for the understanding
* helpful for the understanding
Multi-value to binary converting means (20103) is a means which performs luminance conversion using the dynamic range, and applies thresholding using a predetermined threshold value to generate a binary image. Smoothing function estimating means (20102) is a means which, by considering the thresholding performed in the multi-value to binary converting means (20103), analyzes luminance gradients in the multi-value image and estimates a smoothing function. Dynamic range encoding means (20105) is a means which encodes the dynamic range and outputs the encoded data. Smoothing function encoding means (20106) is a means which encodes the smoothing function and outputs the encoded data. Binary image encoding means (20104) is a means which encodes the binary image and outputs the encoded data. The operation of the thus configured image encoding apparatus of the present embodiment will be described below with reference to Figures 40, 49, etc., together with the operation of an image encoding method according to one embodiment of the present invention.

The dynamic range estimating means (20101) extracts the pixel value of the largest area and the pixel value of the second largest area in the multi-value image; in many multi-value images, these pixel values coincide with the largest pixel value and the smallest pixel value, respectively, so that in the present embodiment, the largest pixel value Dmax and the smallest pixel value Dmin are extracted by scanning the target multi-value image. The multi-value to binary converting means (20103) performs linear conversion, as shown in Figure 40, and applies thresholding to each pixel value using a threshold value of 128 so that the maximum value Dmax is set to 255 and the minimum value Dmin is set to 0.

The size of the average filter is determined by the average of the gradients of the pixel values in the image. In the present embodiment, an average filter with a reference point at its center is employed since the thresholding is done using a threshold value of 128 in the multi-value to binary converting means (20103). The size of the average filter is determined based on the normalized average gradient dave and by referring to Figure 40.

As described above, in the present embodiment, by utilizing the property of a multi-value image that almost all pixels in the image have a uniform minimum value or maximum value with intermediate values distributed along the dynamic range, the image portion at the coordinates of the reference point is assigned a value of 1; otherwise, the image portion at the coordinates of the reference point is assigned a value of 0.

In gradient detection (10303), gradient d (i, j) is detected by calculating the equation B1 given in the first embodiment using the x-direction gradient dx (i, j) obtained by the x-direction filtering (10301) and the y-direction gradient dy (i, j) obtained by the y-direction filtering (10302), where (i, j) are the coordinates on the image. In gradient direction detection (10304), gradient direction θ (i, j) is detected by calculating the equation B2 , given in the first embodiment using the x-direction gradient dx (i, j) obtained by the x-direction filtering (10301) and the y-direction gradient dy (i, j) obtained by the y-direction filtering (10302), where (i, j) are the coordinates on the image. In non-maximum value suppression (10305), using a window that changes with θ, as shown in Figure 40, an image is created in such a manner that if the value of the gradient at the reference point within the window is a maximum value, the image portion at the coordinates of the reference point is assigned a value of 1; otherwise, the image portion at the coordinates of the reference point is assigned a value of 0.

In average gradient detection (10306), average gradient d’ave is obtained by calculating the average of the gradients detected in the gradient detection (10303) for the pixels of value 1 in the binary image obtained by the non-maximum value suppression (10305). Further, using the maximum pixel value Dmax and minimum pixel value Dmin detected by the dynamic range estimating means (20101), normalized average gradient is recalculated from the equation B3 given in the first embodiment to obtain dave.

In gradient detection (10303), gradient d (i, j) is detected by calculating the equation B1 given in the first embodiment using the x-direction gradient dx (i, j) obtained by the x-direction filtering (10301) and the y-direction gradient dy (i, j) obtained by the y-direction filtering (10302), where (i, j) are the coordinates on the image. In gradient direction detection (10304), gradient direction θ (i, j) is detected by calculating the equation B2 , given in the first embodiment using the x-direction gradient dx (i, j) obtained by the x-direction filtering (10301) and the y-direction gradient dy (i, j) obtained by the y-direction filtering (10302), where (i, j) are the coordinates on the image. In non-maximum value suppression (10305), using a window that changes with θ, as shown in Figure 40, an image is created in such a manner that if the value of the gradient at the reference point within the window is a maximum value, the image portion at the coordinates of the reference point is assigned a value of 1; otherwise, the image portion at the coordinates of the reference point is assigned a value of 0.

In average gradient detection (10306), average gradient d’ave is obtained by calculating the average of the gradients detected in the gradient detection (10303) for the pixels of value 1 in the binary image obtained by the non-maximum value suppression (10305). Further, using the maximum pixel value Dmax and minimum pixel value Dmin detected by the dynamic range estimating means (20101), normalized average gradient is recalculated from the equation B3 given in the first embodiment to obtain dave.

In gradient detection (10303), gradient d (i, j) is detected by calculating the equation B1 given in the first embodiment using the x-direction gradient dx (i, j) obtained by the x-direction filtering (10301) and the y-direction gradient dy (i, j) obtained by the y-direction filtering (10302), where (i, j) are the coordinates on the image. In gradient direction detection (10304), gradient direction θ (i, j) is detected by calculating the equation B2 , given in the first embodiment using the x-direction gradient dx (i, j) obtained by the x-direction filtering (10301) and the y-direction gradient dy (i, j) obtained by the y-direction filtering (10302), where (i, j) are the coordinates on the image. In non-maximum value suppression (10305), using a window that changes with θ, as shown in Figure 40, an image is created in such a manner that if the value of the gradient at the reference point within the window is a maximum value, the image portion at the coordinates of the reference point is assigned a value of 1; otherwise, the image portion at the coordinates of the reference point is assigned a value of 0.

In average gradient detection (10306), average gradient d’ave is obtained by calculating the average of the gradients detected in the gradient detection (10303) for the pixels of value 1 in the binary image obtained by the non-maximum value suppression (10305). Further, using the maximum pixel value Dmax and minimum pixel value Dmin detected by the dynamic range estimating means (20101), normalized average gradient is recalculated from the equation B3 given in the first embodiment to obtain dave.
boundary, the multi-value image is converted into a binary image, the state of the distribution of the intermediate values is analyzed, and a smoothing function that provides a good approximation of the intermediate value distribution is estimated. By individually encoding the estimated maximum pixel value and minimum pixel value, the estimated smoothing function, and the estimated binary image and outputting the results as encoded data, efficient encoding can be achieved.

[0293] In any one of the above-described embodiments, a magnetic recording medium or an optical recording medium may be created that holds a program for having a computer implement the functions of all or part of the means so far described so that the program can be run on the computer to carry out the above-described operations.

[0294] An image encoding apparatus has been described in the above embodiments as including the dynamic range estimating means and its encoding means, but this is not an essential condition; for example, since, in many cases, Dmax is 255 and Dmin is 0, both of the above means may be omitted. In that case, the image encoding apparatus comprises, as shown in Figure 65, smoothing function estimating means (10102) for estimating a smoothing function from a target multi-value image which is the image to be encoded; multi-value to binary converting means (10103) for converting the multi-value image to a binary image in accordance with a multi-value to binary conversion criterion determined to match the estimated smoothing function; binary image encoding means (10104) for encoding the binary image and outputting the same as binary image encoded data; and smoothing function encoding means (10106) for encoding the estimated smoothing function and outputting the same as smoothing function encoded data. According to this configuration, the smoothing function is estimated from the target multi-value image to be encoded; the multi-value image is converted to the binary image in accordance with the multi-value to binary conversion criterion determined to match the estimated smoothing function; the binary image is encoded and output as the binary image encoded data; and the estimated smoothing function is encoded and output as the smoothing function encoded data. In this case also, approximately the same effects as those achieved in the first described configuration can be obtained.

[0295] Furthermore, the image encoding apparatus has been described in the above embodiments as including the smoothing function estimating means, but this is not an essential condition; for example, a configuration that does not include the smoothing function estimating means is also possible. In that case, the image encoding apparatus comprises, as shown in Figure 66, multi-value to binary converting means for taking a target multi-value image to be encoded and a smoothing function as inputs, and for generating a binary image from the multi-value image on the basis of the smoothing function; binary image encoding means for encoding the binary image and outputting the same as binary image encoded data; and smoothing function encoding means for encoding the smoothing function and outputting the same as smoothing function encoded data. The smoothing function is a predetermined function so adjusted that the original multi-value image could, in effect or in approximation fashion, be reproduced if the smoothing function were applied to the binary image. According to this configuration, the target multi-value image to be encoded and the smoothing function are input; the binary image is generated from the multi-value image on the basis of the smoothing function; the binary image is encoded and output as the binary image encoded data; and the smoothing function is encoded and output as the smoothing function encoded data. In this case also, approximately the same effects as those achieved in the first described configuration can be obtained.

[0296] The image encoding apparatus has been described in the embodiment illustrated in Figure 66 as not including the dynamic range estimating means, etc. but this is not an essential condition; for example, a configuration including the dynamic range estimating means, etc. is also possible. In that case, the image encoding apparatus comprises, in addition to the elements shown in Figure 66, the dynamic range estimating means for obtaining the dynamic range from the target multi-value image and the dynamic range encoding means for encoding the dynamic range and outputting the same as dynamic range encoded data, as shown in Figure 67. In this configuration, the multi-value to binary converting means generates the binary image by also considering the dynamic range. In operation, this configuration involves, in addition to the operation described in connection with the configuration of Figure 66, obtaining the dynamic range from the target multi-value image, encoding the dynamic range, and outputting the same as the dynamic range encoded data.

[0297] Furthermore, the image encoding apparatus has been described in the embodiment illustrated in Figure 64 as including the dynamic range estimating means, etc. but this is not an essential condition; for example, a configuration that does not include the dynamic range estimating means, etc. is also possible. In that case, the image encoding apparatus comprises, as shown in Figure 68, multi-value to binary converting means (20103) for converting a target multi-value image, the image to be encoded, to a binary image in accordance with a multi-value to binary conversion criterion determined to match the multi-value image; smoothing function estimating means (20102) for estimating a smoothing function such that the original multi-value image could, in effect or in approximation fashion, be reproduced if the same smoothing function is applied to the binary image; binary image encoding means (20104) for encoding the binary image and outputting the same as binary image encoded data; and smoothing function encoding means (20106) for encoding the estimated smoothing function and outputting the same as smoothing function encoded data. According to this configuration, the multi-value image is converted to the binary image in accordance with the multi-value to binary conversion criterion determined to match the target multi-value image to be encoded; the smoothing function that could,
in effect or in approximation fashion, reproduce the original multi-value image if applied to the binary image is estimated; the binary image is encoded and output as the binary image encoded data; and the estimated smoothing function is encoded and output as the smoothing function encoded data. In this case also, approximately the same effects as those achieved in the first described configuration can be obtained.

[0298] The image decoding apparatus has been described in the above embodiments as including the dynamic range decoding means, but this is not an essential condition; for example, a configuration that does not include the dynamic range decoding means is also possible. In that case, the image decoding apparatus has the configuration that accepts the various kinds of encoded data output from the image encoding apparatus shown in Figure 58, 65, 66, or 68, and comprises, as shown in Figure 69, binary image decoding means for recovering the binary image by decoding the binary image encoded data out of the encoded data; smoothing function decoding means for recovering the smoothing function by decoding the smoothing function encoded data out of the encoded data; and binary to multi-value converting means for recovering the multi-value image by smoothing the decoded binary image using the decoded smoothing function. According to this configuration, the various kinds of encoded data output from any one of the image encoding apparatuses are input; of the encoded data, the binary image encoded data is decoded to recover the binary image; of the encoded data, the smoothing function encoded data is decoded to recover the smoothing function; and the multi-value image is recovered by smoothing the decoded binary image using the decoded smoothing function. In this case also, approximately the same effects as those achieved in the first described configuration can be obtained.

[0299] Using the above described image decoding apparatus, and image decoding method of the present invention, more efficient decoding can be achieved than when using the prior art multi-value image coding techniques, for the reasons given below.

1. In a multi-value image, the distribution of intermediate values along the boundary between the maximum value region occupying a major portion of the image and the minimum value region also occupying a major portion is analyzed, and the smoothing function that provides a good approximation of the distribution is determined.
2. Based on the smoothing function determined in 1, a binary image is generated that has only two values, the maximum value and the minimum value.
3. The multi-value image is expressed by the smoothing function determined in 1 and the binary image generated in 2 and encoded accordingly.
4. At the decoder, the encoded smoothing function and binary image are decoded to reconstruct the multi-value image.

[0300] As is apparent from the above description, the present invention has the advantage of being able to achieve more efficient decoding than can be achieved with the prior art.

INDUSTRIAL APPLICABILITY

[0301] As described above, by predicting a pixel to be encoded, for example, from a previously obtained binary image having high correlation, and by encoding its difference, more efficient encoding and decoding can be achieved. Furthermore, the distribution of intermediate values, for example, is analyzed, and a smoothing function that approximates the distribution and a binary base image that has only two values, the maximum value and the minimum value, are respectively encoded and then decoded, thereby achieving more efficient encoding and decoding.

Claims

1. An image decoding apparatus for decoding encoded data of a binary image by using an arithmetic decoder (1201), characterized by reference block adoption control means (1205) for switching the decoding processing of said encoded data of a target block (2502) in accordance with a reference block adoption determining signal to decode the encoded data of the target block (2502) by a blocking means (1202), a statistical model selecting means (1203) and the arithmetic decoding means (1201), when the reference block adoption determining signal indicates that a reference block is to be adopted, wherein said blocking means (1202) being adapted to obtain a reference block (2501) from a reference binary image, which has been previously obtained, said statistical model selecting means (1203) being adapted to select for a target pixel (2502a) of the target block (2502) a statistical model from among a plurality of statistical models based on the states of pixels (J, K, L, M) surrounding the target pixel (2502a) and the states of pixels (A, B, C, D, E, F, G, H, I) surrounding a pixel (2501a) in the reference block (2501) at a position corresponding to the position of the target pixel (2502a) in the target
An image decoding apparatus according to claim 1, wherein said pixels surrounding said pixel (2501a) in said reference block (2501) are pixels (A-I) positioned within one pixel distance from said pixel (2501a).

An image decoding apparatus according to claim 1, wherein said pixels surrounding said pixel (2501a) in said reference block (2501) are four pixels (B, H, D, F) positioned immediately above, immediately beneath, immediately left and immediately right of said pixel (2501a).

An image decoding apparatus according to any of claims 1 to 3, wherein said pixels (K, M, J, L) surrounding said target pixel (2502a) are positioned immediately above, immediately left, immediately left-above and immediately right-above of said target pixel (2502a).

An image decoding method for decoding encoded data of a binary image by arithmetic decoding characterized by the steps of:

switching the decoding processing of said encoded data for a target block (2502) in accordance with a reference block adoption determining signal to decode the encoded data of the target block (2502) by performing a blocking step, a statistical model selection step, and the arithmetic decoding step, when the reference block adoption determining signal indicates that a reference block is to be adopted, wherein

said blocking step obtaining a reference block (2501) from a reference binary image, which has been previously obtained,

said statistical model selecting step selecting for a target pixel (2502a) of the target block (2502) a statistical model from among a plurality of statistical models based on the states of pixels (J, K, L, M) surrounding the target pixel (2502a) and the states of pixels (A, B, C, D, E, F, G, H, I) surrounding a pixel (2501a) in the reference block (2501) at a position corresponding to the position of the target pixel (2502a) in the target block (2502), and

said arithmetic decoding step decoding the target pixel (2502a) from said encoded data using said selected statistical model.

An image decoding method according to claim 5, wherein said pixels surrounding said pixel (2501a) in said reference block (2501) are pixels (A-I) positioned within one pixel distance from said pixel (2501a).

An image decoding method according to claim 5, wherein said pixels surrounding said pixel (2501a) in said reference block (2501) are four pixels (B, H, D, F) positioned immediately above, immediately beneath, immediately left and immediately right of said pixel (2501a).

An image decoding method according to any of claims 5 to 7, wherein said pixels (K, M, J, L) surrounding said target pixel (2502a) are positioned immediately above, immediately left, immediately left-above and immediately right-above of said target pixel (2502a).
2. Bilddekodiervorrichtung nach Anspruch 1, wobei die Pixel, die das Pixel (2501a) in dem Referenzblock (2501) umgeben, Pixel (A-I) an einer Position innerhalb einer Ein-Pixel-Distanz von dem Pixel (2501a) sind.

3. Bilddekodiervorrichtung nach Anspruch 1, wobei die Pixel, die das Pixel (2501a) in dem Referenzblock (2501) umgeben, vier Pixel (B, H, D, F) an Positionen unmittelbar oberhalb, unmittelbar unterhalb, unmittelbar links und unmittelbar rechts des Pixels (2501a) sind.

4. Bilddekodiervorrichtung nach einem der Ansprüche 1 bis 3, wobei die Pixel (K, M, J, L), die das Zielpixel (2502a) umgeben, an Positionen unmittelbar oberhalb, unmittelbar links, unmittelbar links oberhalb und unmittelbar rechts oberhalb des Zielpixel (2502a) angeordnet sind.

5. Bilddekodierverfahren zum Dekodieren kodierter Daten eines binären Bildes durch arithmetisches Dekodieren, gekennzeichnet durch die Schritte:

   Umschalten der Dekodierverarbeitung der kodierten Daten eines Zielblocks (2502) in Abhängigkeit von einem Referenzblock-Übernahmebestimmungssignal zur Dekodierung der kodierten Daten des Zielblocks (2502) durch Ausführung eines Blockbildungsschrittes, eines Statistikmodell-Auswahlschrittes und eines arithmetischen Dekodierschrittes, wenn das Referenzblock-Übernahmebestimmungssignal angibt, dass ein Referenzblock zu übernehmen ist, wobei

   der Blockbildungsschritt einen Referenzblock (2501) aus einem binären Referenzbild erhält, das zuvor erhalten wurde,

   der Statistikmodell-Auswahlschritt für ein Zielpixel (2502a) des Zielblocks (2502) ein Statistikmodell aus einer Mehrzahl von Statistikmodellen basierend auf den Zuständen der Pixel (J, K, L, M), die das Zielpixel (2502a) umgeben, und den Zuständen der Pixel (A, B, C, D, E, F, G, H, I) auswählt, die ein Pixel (2501a) in dem Referenzblock (2501) an einer Position, die der Position des Zielpixels (2502a) in dem Zielblock (2502) entspricht, umgeben, und

   der arithmetische Dekodierschritt das Zielpixel (2502a) aus den kodierten Daten unter Verwendung des ausgewählten statistischen Modells dekodiert.


7. Bilddekodierverfahren nach Anspruch 5, wobei die Pixel, die das Pixel (2501a) in dem Referenzblock (2501) umgeben, vier Pixel (B, H, D, F) an Positionen unmittelbar oberhalb, unmittelbar unterhalb, unmittelbar links und unmittelbar rechts des Pixels (2501a) sind.

8. Bilddekodierverfahren nach einem der Ansprüche 5 bis 7, wobei die Pixel (K, M, J, L), die das Zielpixel (2502a) umgeben, unmittelbar oberhalb, unmittelbar links, unmittelbar links oberhalb und unmittelbar rechts oberhalb des Zielpixel (2502a) positioniert sind.

Revendications

1. Appareil de décodage d'image destiné à décoder des données codées d'une image binaire au moyen d'un décodeur arithmétique (1201), caractérisé par
un moyen de commande (1205) d'adoption de bloc de référence destiné à commuter le processus de décoder desdites données codées d'un bloc cible (2502) en conformité avec un signal de détermination d'adoption de bloc de référence dans le but de décoder les données codées du bloc cible (2502) par un moyen de blocage (1202), un moyen de sélection (1203) d'un modèle statistique et le moyen de décodage arithmétique (1201) quand le signal de détermination d'adoption de bloc de référence indique qu'un bloc de référence doit être adopté, dans lequel ledit moyen de blocage (1202) est adapté à obtenir un bloc de référence (2501) à partir d'une image binaire de référence qui a été antérieurement obtenue, dans lequel ledit moyen de sélection (1203) d'un modèle statistique est adapté à sélectionner pour un pixel cible (2502a) du bloc cible (2502) un modèle statistique parmi une pluralité de modèles statistiques en se basant sur les états des pixels (J, K, L, M) entourant le pixel cible (2502a) et les états des pixels (A, B, C, D, E, F, G, H, I) entourant un pixel (2501a) dans le bloc de référence (2501) en une position correspondant à la position du pixel cible (2502a) dans le bloc cible (2502), et et dans lequel ledit moyen de décodage arithmétique (1201) est adapté à décoder le pixel cible (2502a) à partir desdites données codées au moyen dudit modèle statistique sélectionné.

2. Appareil de décodage d'image selon la revendication 1, dans lequel lesdits pixels entourant ledit pixel (2501a) dans ledit bloc de référence (2501) sont les pixels (A-I) positionnés à une distance de pixel dudit pixel (2501a).

3. Appareil de décodage d'image selon la revendication 1, dans lequel lesdits pixels entourant ledit pixel (2501a) dans ledit bloc de référence (2501) sont quatre pixels (B, H, D, F) positionnés immédiatement au-dessous, immédiatement à gauche et immédiatement à droite dudit pixel (2501a).

4. Appareil de décodage d'image selon l'une quelconque des revendications 1 à 3, dans lequel lesdits pixels (K, M, J, L) entourant ledit pixel cible (2502a) sont positionnés immédiatement au-dessus, immédiatement à gauche, immédiatement à gauche et au-dessus et immédiatement à droite et au-dessus dudit pixel cible (2502a).

5. Procédé de décodage d'image destiné à décoder des données codées d'une image binaire par décodage arithmétique, caractérisé par les étapes consistant à :

commuter le processus de décoder desdites données codées pour un bloc cible (2502) en conformité avec un signal de détermination d'adoption de bloc de référence dans le but de décoder les données codées du bloc cible (2502) par exécution d'une étape de blocage, d'une étape de sélection de modèle statistique, et d'une étape de décodage arithmétique, quand le signal de détermination d'adoption de bloc de référence indique qu'un bloc de référence doit être adopté, dans lequel ladite étape de blocage (1202) obtient un bloc de référence (2501) à partir d'une image binaire de référence qui a été antérieurement obtenue, dans lequel ladite étape de sélection d'un modèle statistique sélectionne pour un pixel cible (2502a) du bloc cible (2502) un modèle statistique parmi une pluralité de modèles statistiques en se basant sur les états des pixels (J, K, L, M) entourant le pixel cible (2502a) et les états des pixels (A, B, C, D, E, F, G, H, I) entourant un pixel (2501a) dans le bloc de référence (2501) en une position correspondant à la position du pixel cible (2502a) dans le bloc cible (2502), et et dans lequel ladite étape de décodage arithmétique décode le pixel cible (2502a) à partir desdites données codées au moyen dudit modèle statistique sélectionné.

6. Procédé de décodage d'image selon la revendication 5, dans lequel lesdits pixels entourant ledit pixel (2501a) dans ledit bloc de référence (2501) sont les pixels (A-I) positionnés à une distance de pixel dudit pixel (2501a).

7. Procédé de décodage d'image selon la revendication 5, dans lequel lesdits pixels entourant ledit pixel (2501a) dans ledit bloc de référence (2501) sont quatre pixels (B, H, D, F) positionnés immédiatement au-dessus, immédiatement au-dessous, immédiatement à gauche et immédiatement à droite dudit pixel (2501a).

8. Procédé de décodage d'image selon l'une quelconque des revendications 5 à 7, dans lequel lesdits pixels (K, M, J, L) entourant ledit pixel cible (2502a) sont positionnés immédiatement au-dessus, immédiatement à gauche, immédiatement à gauche et au-dessus et immédiatement à droite et au-dessus dudit pixel cible (2502a).
**Fig. 1**

TARGET
BINARY IMAGE

101

BLOCKING
MEANS 1

EXCLUSIVE OR BLOCK
CONSTRUCTING MEANS

103

REFERENCE
BINARY IMAGE

102

BLOCKING
MEANS 2

EXCLUSIVE OR ENCODING MEANS

104

ENCODED DATA
Fig. 4

ENCODED DATA

REFERENCE BINARY IMAGE

MOTION INFORMATION

EXCLUSIVE OR DECODING MEANS

MOTION COMPENSATED BLOCKING MEANS 2

TARGET BLOCK CONSTRUCTING MEANS

TARGET BLOCK
**Fig. 5**

TARGET BINARY IMAGE

501

BLOCKING MEANS 1

502

REFERENCE BINARY IMAGE

505

REFERENCE BLOCK ADOPTION DETERMINING MEANS

503

EXCLUSIVE OR BLOCK CONSTRUCTING MEANS

504

EXCLUSIVE OR ENCODING MEANS

506

TARGET PIXEL ENCODING MEANS

ENCODED DATA

REFERENCE BLOCK ADOPTION DETERMINING SIGNAL
Fig. 6

ENCODED DATA

REFERENCE BINARITY IMAGE

REFERENCE BLOCK ADOPTION DETERMINING SIGNAL

604

REFERENCE BLOCK ADOPTION CONTROL MEANS

EXCLUSIVE OR DECODING MEANS

601

BLOCKING MEANS 2

602

TARGET BLOCK DECODING MEANS

605

TARGET BLOCK CONSTRUCTING MEANS

603

TARGET BLOCK
Fig. 8

Encoded Data

Reference Binary Image

Blocking Means 2

Entropy Decoding Means

Target Block

Statistical Model Estimating Means

Statistical Model
Figure 10

Encoded Data → Reference Binary Image → Motion Compensated Blocking Means 2

Entropy Decoding Means → Statistical Model Selecting Means

Target Block → Statistical Model Table
Fig. 14

Encoded Data

Reference Binary Image

Blocking Means 2

Statistical Model Estimating Means

Entropy Decoding Means

Statistical Model

Target Block
Fig. 18

Encoded Data

Reference Binary Image

Reference Block Adoption Determining Signal

Reference Block Adoption Control Means

Blocking Means 2

Target Pixel Decoding Means

Statistical Model Estimating Means

Entropy Decoding Means

Statistical Model

Target Block
Fig. 21

GENERATION PROBABILITY MODEL

2104

SYMBOL STRING

2105

2102
RANGE

2101
NUMBER LINE

0.0010101011

2103
BINARY POINT
<table>
<thead>
<tr>
<th>INDEX</th>
<th>SYMBOL 0</th>
<th>SYMBOL 1</th>
<th>INDEX</th>
<th>SYMBOL 0</th>
<th>SYMBOL 1</th>
</tr>
</thead>
<tbody>
<tr>
<td>0</td>
<td>0.9</td>
<td>0.1</td>
<td>16</td>
<td>0.8</td>
<td>0.2</td>
</tr>
<tr>
<td>1</td>
<td>0.8</td>
<td>0.2</td>
<td>17</td>
<td>0.7</td>
<td>0.3</td>
</tr>
<tr>
<td>2</td>
<td>0.8</td>
<td>0.2</td>
<td>18</td>
<td>0.7</td>
<td>0.3</td>
</tr>
<tr>
<td>3</td>
<td>0.7</td>
<td>0.3</td>
<td>19</td>
<td>0.6</td>
<td>0.4</td>
</tr>
<tr>
<td>4</td>
<td>0.8</td>
<td>0.2</td>
<td>20</td>
<td>0.7</td>
<td>0.3</td>
</tr>
<tr>
<td>5</td>
<td>0.7</td>
<td>0.3</td>
<td>21</td>
<td>0.6</td>
<td>0.4</td>
</tr>
<tr>
<td>6</td>
<td>0.7</td>
<td>0.3</td>
<td>22</td>
<td>0.6</td>
<td>0.4</td>
</tr>
<tr>
<td>7</td>
<td>0.6</td>
<td>0.4</td>
<td>23</td>
<td>0.4</td>
<td>0.6</td>
</tr>
<tr>
<td>8</td>
<td>0.8</td>
<td>0.2</td>
<td>24</td>
<td>0.7</td>
<td>0.3</td>
</tr>
<tr>
<td>9</td>
<td>0.7</td>
<td>0.3</td>
<td>25</td>
<td>0.6</td>
<td>0.4</td>
</tr>
<tr>
<td>10</td>
<td>0.7</td>
<td>0.3</td>
<td>26</td>
<td>0.6</td>
<td>0.4</td>
</tr>
<tr>
<td>11</td>
<td>0.6</td>
<td>0.4</td>
<td>27</td>
<td>0.4</td>
<td>0.6</td>
</tr>
<tr>
<td>12</td>
<td>0.7</td>
<td>0.3</td>
<td>28</td>
<td>0.6</td>
<td>0.4</td>
</tr>
<tr>
<td>13</td>
<td>0.6</td>
<td>0.4</td>
<td>29</td>
<td>0.4</td>
<td>0.6</td>
</tr>
<tr>
<td>14</td>
<td>0.6</td>
<td>0.4</td>
<td>30</td>
<td>0.4</td>
<td>0.6</td>
</tr>
<tr>
<td>15</td>
<td>0.4</td>
<td>0.6</td>
<td>31</td>
<td>0.3</td>
<td>0.7</td>
</tr>
</tbody>
</table>

**STATISTICAL MODEL TABLE**
<table>
<thead>
<tr>
<th>INDEX</th>
<th>SYMBOL 0</th>
<th>SYMBOL 1</th>
<th>SYMBOL 2</th>
<th>SYMBOL 3</th>
<th>SYMBOL 4</th>
<th>SYMBOL 5</th>
<th>SYMBOL 6</th>
</tr>
</thead>
<tbody>
<tr>
<td>32</td>
<td>0.8</td>
<td>0.2</td>
<td>0.7</td>
<td>0.4</td>
<td>0.5</td>
<td>0.6</td>
<td>0.7</td>
</tr>
<tr>
<td>33</td>
<td>0.7</td>
<td>0.3</td>
<td>0.7</td>
<td>0.4</td>
<td>0.5</td>
<td>0.6</td>
<td>0.7</td>
</tr>
<tr>
<td>34</td>
<td>0.6</td>
<td>0.4</td>
<td>0.7</td>
<td>0.6</td>
<td>0.6</td>
<td>0.6</td>
<td>0.7</td>
</tr>
<tr>
<td>35</td>
<td>0.6</td>
<td>0.4</td>
<td>0.7</td>
<td>0.6</td>
<td>0.6</td>
<td>0.6</td>
<td>0.7</td>
</tr>
<tr>
<td>36</td>
<td>0.6</td>
<td>0.4</td>
<td>0.7</td>
<td>0.6</td>
<td>0.6</td>
<td>0.6</td>
<td>0.7</td>
</tr>
<tr>
<td>37</td>
<td>0.6</td>
<td>0.4</td>
<td>0.7</td>
<td>0.6</td>
<td>0.6</td>
<td>0.6</td>
<td>0.7</td>
</tr>
<tr>
<td>38</td>
<td>0.6</td>
<td>0.4</td>
<td>0.7</td>
<td>0.6</td>
<td>0.6</td>
<td>0.6</td>
<td>0.7</td>
</tr>
<tr>
<td>39</td>
<td>0.6</td>
<td>0.4</td>
<td>0.7</td>
<td>0.6</td>
<td>0.6</td>
<td>0.6</td>
<td>0.7</td>
</tr>
<tr>
<td>40</td>
<td>0.6</td>
<td>0.4</td>
<td>0.7</td>
<td>0.6</td>
<td>0.6</td>
<td>0.6</td>
<td>0.7</td>
</tr>
<tr>
<td>41</td>
<td>0.6</td>
<td>0.4</td>
<td>0.7</td>
<td>0.6</td>
<td>0.6</td>
<td>0.6</td>
<td>0.7</td>
</tr>
<tr>
<td>42</td>
<td>0.6</td>
<td>0.4</td>
<td>0.7</td>
<td>0.6</td>
<td>0.6</td>
<td>0.6</td>
<td>0.7</td>
</tr>
<tr>
<td>43</td>
<td>0.6</td>
<td>0.4</td>
<td>0.7</td>
<td>0.6</td>
<td>0.6</td>
<td>0.6</td>
<td>0.7</td>
</tr>
<tr>
<td>44</td>
<td>0.6</td>
<td>0.4</td>
<td>0.7</td>
<td>0.6</td>
<td>0.6</td>
<td>0.6</td>
<td>0.7</td>
</tr>
<tr>
<td>45</td>
<td>0.6</td>
<td>0.4</td>
<td>0.7</td>
<td>0.6</td>
<td>0.6</td>
<td>0.6</td>
<td>0.7</td>
</tr>
<tr>
<td>46</td>
<td>0.6</td>
<td>0.4</td>
<td>0.7</td>
<td>0.6</td>
<td>0.6</td>
<td>0.6</td>
<td>0.7</td>
</tr>
<tr>
<td>47</td>
<td>0.6</td>
<td>0.4</td>
<td>0.7</td>
<td>0.6</td>
<td>0.6</td>
<td>0.6</td>
<td>0.7</td>
</tr>
<tr>
<td>Symbol 0</td>
<td>Symbol 1</td>
<td>Index</td>
<td>Symbol 0</td>
<td>Symbol 1</td>
<td>Index</td>
<td>Symbol 0</td>
<td>Symbol 1</td>
</tr>
<tr>
<td>---------</td>
<td>---------</td>
<td>-------</td>
<td>---------</td>
<td>---------</td>
<td>-------</td>
<td>---------</td>
<td>---------</td>
</tr>
<tr>
<td>0.8</td>
<td>0.2</td>
<td>8.0</td>
<td>0.7</td>
<td>0.3</td>
<td>8.1</td>
<td>0.6</td>
<td>0.6</td>
</tr>
<tr>
<td>0.7</td>
<td>0.7</td>
<td>8.2</td>
<td>0.4</td>
<td>0.4</td>
<td>8.3</td>
<td>0.3</td>
<td>0.3</td>
</tr>
<tr>
<td>0.6</td>
<td>0.6</td>
<td>8.4</td>
<td>0.4</td>
<td>0.4</td>
<td>8.6</td>
<td>0.4</td>
<td>0.4</td>
</tr>
<tr>
<td>0.7</td>
<td>0.4</td>
<td>8.7</td>
<td>0.6</td>
<td>0.6</td>
<td>8.8</td>
<td>0.6</td>
<td>0.6</td>
</tr>
<tr>
<td>0.6</td>
<td>0.7</td>
<td>9.0</td>
<td>0.4</td>
<td>0.4</td>
<td>9.1</td>
<td>0.3</td>
<td>0.3</td>
</tr>
<tr>
<td>0.4</td>
<td>0.6</td>
<td>9.3</td>
<td>0.4</td>
<td>0.4</td>
<td>9.4</td>
<td>0.3</td>
<td>0.3</td>
</tr>
<tr>
<td>0.3</td>
<td>0.7</td>
<td>9.5</td>
<td>0.4</td>
<td>0.4</td>
<td>9.6</td>
<td>0.4</td>
<td>0.4</td>
</tr>
</tbody>
</table>
**Fig. 26**

<table>
<thead>
<tr>
<th>INDEX</th>
<th>SYMBOL 0</th>
<th>SYMBOL 1</th>
<th>INDEX</th>
<th>SYMBOL 0</th>
<th>SYMBOL 1</th>
</tr>
</thead>
<tbody>
<tr>
<td>96</td>
<td>0.7</td>
<td>0.3</td>
<td>112</td>
<td>0.6</td>
<td>0.4</td>
</tr>
<tr>
<td>97</td>
<td>0.6</td>
<td>0.4</td>
<td>113</td>
<td>0.4</td>
<td>0.6</td>
</tr>
<tr>
<td>98</td>
<td>0.6</td>
<td>0.4</td>
<td>114</td>
<td>0.4</td>
<td>0.6</td>
</tr>
<tr>
<td>99</td>
<td>0.4</td>
<td>0.6</td>
<td>115</td>
<td>0.3</td>
<td>0.7</td>
</tr>
<tr>
<td>100</td>
<td>0.6</td>
<td>0.4</td>
<td>116</td>
<td>0.4</td>
<td>0.6</td>
</tr>
<tr>
<td>101</td>
<td>0.4</td>
<td>0.6</td>
<td>117</td>
<td>0.3</td>
<td>0.7</td>
</tr>
<tr>
<td>102</td>
<td>0.4</td>
<td>0.6</td>
<td>118</td>
<td>0.3</td>
<td>0.7</td>
</tr>
<tr>
<td>103</td>
<td>0.3</td>
<td>0.7</td>
<td>119</td>
<td>0.2</td>
<td>0.8</td>
</tr>
<tr>
<td>104</td>
<td>0.6</td>
<td>0.4</td>
<td>120</td>
<td>0.4</td>
<td>0.6</td>
</tr>
<tr>
<td>105</td>
<td>0.4</td>
<td>0.6</td>
<td>121</td>
<td>0.3</td>
<td>0.7</td>
</tr>
<tr>
<td>106</td>
<td>0.4</td>
<td>0.6</td>
<td>122</td>
<td>0.3</td>
<td>0.7</td>
</tr>
<tr>
<td>107</td>
<td>0.3</td>
<td>0.7</td>
<td>123</td>
<td>0.2</td>
<td>0.8</td>
</tr>
<tr>
<td>108</td>
<td>0.4</td>
<td>0.6</td>
<td>124</td>
<td>0.3</td>
<td>0.7</td>
</tr>
<tr>
<td>109</td>
<td>0.3</td>
<td>0.7</td>
<td>125</td>
<td>0.2</td>
<td>0.8</td>
</tr>
<tr>
<td>110</td>
<td>0.3</td>
<td>0.7</td>
<td>126</td>
<td>0.2</td>
<td>0.8</td>
</tr>
<tr>
<td>111</td>
<td>0.2</td>
<td>0.8</td>
<td>127</td>
<td>0.1</td>
<td>0.9</td>
</tr>
</tbody>
</table>

**2301**

**STATISTICAL MODEL TABLE**
Fig. 29

2601
CONVERSION GRAPH
Fig. 34

TARGET BINAY IMAGE

1101

BLOCKING MEANS 1

1105

ENTROPY ENCODING MEANS

REFERENCE BINARY IMAGE

1102

BLOCKING MEANS 2

1103

STATISTICAL MODEL SELECTING MEANS

TARGET PIXEL ENCODING MEANS

1104

STATISTICAL MODEL TABLE

ENCODING DATA

REFERENCE BLOCK ADOPTION DETERMINING MEANS

REFERENCE BLOCK ADOPTION DETERMINING SIGNAL
<table>
<thead>
<tr>
<th>ANGLE</th>
<th>WINDOW</th>
</tr>
</thead>
<tbody>
<tr>
<td>(0^\circ \leq \theta &lt; 22.5^\circ)</td>
<td><img src="image" alt="Diagram" /></td>
</tr>
<tr>
<td>(157.5^\circ \leq \theta &lt; 202.5^\circ)</td>
<td><img src="image" alt="Diagram" /></td>
</tr>
<tr>
<td>(337.5^\circ \leq \theta &lt; 360^\circ)</td>
<td><img src="image" alt="Diagram" /></td>
</tr>
<tr>
<td>(22.5^\circ \leq \theta &lt; 67.5^\circ)</td>
<td><img src="image" alt="Diagram" /></td>
</tr>
<tr>
<td>(202.5^\circ \leq \theta &lt; 247.5^\circ)</td>
<td><img src="image" alt="Diagram" /></td>
</tr>
<tr>
<td>(67.5^\circ \leq \theta &lt; 112.5^\circ)</td>
<td><img src="image" alt="Diagram" /></td>
</tr>
<tr>
<td>(247.5^\circ \leq \theta &lt; 292.5^\circ)</td>
<td><img src="image" alt="Diagram" /></td>
</tr>
<tr>
<td>(112.5^\circ \leq \theta &lt; 157.5^\circ)</td>
<td><img src="image" alt="Diagram" /></td>
</tr>
<tr>
<td>(292.5^\circ \leq \theta &lt; 337.5^\circ)</td>
<td><img src="image" alt="Diagram" /></td>
</tr>
<tr>
<td>SMOOTHING FILTER</td>
<td>NO SMOOTHING</td>
</tr>
<tr>
<td>------------------</td>
<td>--------------</td>
</tr>
<tr>
<td>NORMALIZED AVERAGE GRADIENT</td>
<td>( d_{ave} \geq 191 )</td>
</tr>
</tbody>
</table>
Fig. 42

FILTER 1  FILTER 2  FILTER 3  FILTER 4
<table>
<thead>
<tr>
<th>Normalized Average Gradient</th>
<th>Smoothing Filter</th>
</tr>
</thead>
<tbody>
<tr>
<td>$d_{ave} \geq 191$</td>
<td>No Smoothing</td>
</tr>
<tr>
<td>$106 \leq d_{ave} &lt; 191$</td>
<td>Smoothing Filter Step 2</td>
</tr>
<tr>
<td>$74 \leq d_{ave} &lt; 106$</td>
<td>Smoothing Filter Step 3</td>
</tr>
<tr>
<td>$10 \leq d_{ave} &lt; 74$</td>
<td>Smoothing Filter Step 4</td>
</tr>
<tr>
<td>$d_{ave} &lt; 10$</td>
<td>No Smoothing</td>
</tr>
</tbody>
</table>
**Fig. 50**

**SMOOTHING FILTER STEP 2**

\[
\begin{array}{cccc}
\text{a}_2 & \text{b}_2 & \text{c}_2 & \text{d}_2 \\
\text{e}_2 & \text{f}_2 & \text{g}_2 & \text{h}_2 & \text{i}_2
\end{array}
\]

\[
\begin{array}{c}
\frac{1}{9}
\end{array}
\]

**SMOOTHING FILTER STEP 3**

\[
\begin{array}{cccc}
\text{g}_3 & \text{h}_3 & \text{i}_3 & \text{j}_3 \\
\text{f}_3 & \text{a}_2 & \text{b}_2 & \text{k}_3 \\
\text{e}_3 & \text{c}_3 & \text{d}_3 & \text{l}_3 \\
\text{p}_3 & \text{o}_3 & \text{n}_3 & \text{m}_3
\end{array}
\]

\[
\begin{array}{c}
\frac{1}{16}
\end{array}
\]

**SMOOTHING FILTER COEFFICIENT TABLE**

<table>
<thead>
<tr>
<th>a _1</th>
<th>b _1</th>
<th>c _1</th>
<th>d _1</th>
<th>1/4</th>
</tr>
</thead>
<tbody>
<tr>
<td>a _2</td>
<td>b _2</td>
<td>c _2</td>
<td>d _2</td>
<td>e _2</td>
</tr>
<tr>
<td>a _3</td>
<td>b _3</td>
<td>c _3</td>
<td>d _3</td>
<td>e _3</td>
</tr>
<tr>
<td>k _3</td>
<td>l _3</td>
<td>p _3</td>
<td>o _3</td>
<td>n _3</td>
</tr>
</tbody>
</table>
Fig. 51

SMOOTHING FILTER STEP 2

SMOOTHING FILTER STEP 3

SMOOTHING FILTER STEP 4

Fig. 52

11601

11602

11603

MORPHOLOGICAL FILTER 1

MORPHOLOGICAL FILTER 2

MORPHOLOGICAL FILTER 3
**Fig. 54**

TARGET MULTI-VALUE IMAGE

DYNAMIC RANGE ESTIMATING MEANS

SMOOTHING FUNCTION ESTIMATING MEANS

MULTI-VALUE TO BINARY CONVERTING MEANS

BINARY IMAGE ENCODING MEANS

DYNAMIC RANGE ENCODING MEANS

SMOOTHING FUNCTION COEFFICIENT ENCODING MEANS

BINARY IMAGE ENCODED DATA

SMOOTHING FUNCTION ENCODED DATA

DYNAMIC RANGE ENCODED DATA
Fig. 55

Dynamic Range -> Multi-Value Image

11901 X-DIRECTION FILTERING

11902 Y-DIRECTION FILTERING

11903 Gradient Detection

11904 Gradient Direction Detection

11905 Non-Maximum Value Suppression

11906 Average Gradient Detection

11907 Smoothing Function Generation

Smoothing Function

Fig. 56

g h i
f a b
e c d

j

Smoothing Filter Scale
Fig. 59

Binary Image Encoded Data

12301

Binary Image Decoding Means

12303

Binary to Multi-Value Converting Means

Multi-Value Image

Fig. 60

Smoothing Pattern

Fig. 61

Pixel Value Profile 255

Location

First Stage of Smoothing

Pixel Value Profile 128

Location

Second Stage of Smoothing

Pixel Value Profile 192

Location

255
Fig. 64

TARGET MULTI-VALUE IMAGE

DYNAMIC RANGE ESTIMATING MEANS

MULTI-VALUE TO BINARY CONVERTING MEANS

SMOOTHING FUNCTION ESTIMATING MEANS

BINARY IMAGE ENCODING MEANS

SMOOTHING FUNCTION ENCODING MEANS

DYNAMIC RANGE ENCODING MEANS

BINARY IMAGE ENCODED DATA

SMOOTHING FUNCTION ENCODED DATA

DYNAMIC RANGE ENCODED DATA
Fig. 69

BINARY IMAGE ENCODED DATA

10901

BINARY IMAGE DECODING MEANS

10904

BINARY TO MULTI-VALUE CONVERTING MEANS

10905

BINARY MASK APPLYING MEANS

MULTI-VALUE IMAGE

SMOOTHING FUNCTION ENCODED DATA

10902

SMOOTHING FUNCTION DECODING MEANS