Storage device for shaving cartridges
Speichervorrichtung für Rasierkassetten
Dispositif de rangement pour cartouches de rasoir

Designated Contracting States:
AT BE CH CY DE DK ES FI FR GB GR IE IT LI LU MC NL PT SE

Priority: 29.07.1999 US 364240

Date of publication of application:
07.08.2002 Bulletin 2002/32

Document number(s) of the earlier application(s) in accordance with Art. 76 EPC:
00950586.8 / 1 202 844

Proprietor: The Gillette Company
Boston, Massachusetts 02190 (US)

Inventor: Worrick, III, Charles Bridgham Hanson, MA 02341 (US)

Representative:
Ebner von Eschenbach, Jennifer et al
Ladas & Parry,
Dachauerstrasse 37
80335 München (DE)

References cited:
FR-A-2 491 877

Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

[0001] The invention relates to storage devices for storing items such as shaving razors and cartridges.

[0002] Shaving cartridges are typically sold in plastic dispensers containing a plurality of shaving cartridges in respective sections of the dispenser. Shaving razors are after sold supported on a plastic tray that can then be used to support the razor in a bathroom. Some plastic trays are designed to carry a dispenser of razor blades on the bottom side of the tray.

[0003] French Patent Document No. 2,491,877 shows a carrier supporting a plurality of toiletry items, such as pre-packaged soaps and shaving creams, and also supporting personal hygiene tools such as a razor, a comb and a toothbrush. U.S. Patent No. 4,611,716 shows a storage device with a hinged cover that houses bottles of soap and cream rinse) and a bar of soap in corresponding compartments defined therein. U.S. Patent No. 5,782,346 shows a tray for a razor that includes a base member and a platform member wherein the base member includes a platform structure for readily retaining the razor thereon. U.S. Patent No. 5,265,759 discloses a dispenser for razor blades that is provided with a slot-like opening on a front side in the vicinity of the bottom of the housing. Each of the side walls is provided with a respective recessed portion in the vicinity of the bottom of the housing that cooperates with the slot-like opening of the front side. European Patent Application No. 290965 shows a dispenser for replacement shaving cartridges in respective protective casings that are retained in the dispenser by forces on both sides of the casing. U.K. Patent Document No. 2,107,175 shows a device that can be removedly attached to a mating plate that is secured to a wall, the device having a region that receives a razor blade cartridge and the head of a razor.

[0004] In accordance with the invention there is provided a shaving cartridge storage device including a base member having at least one divider spaced between respective ends thereof and defining at least one storage compartment, wherein one or more sealed packages are each located in a respective said compartment, each said package containing a stored solid unit therein which is enclosed by said package and removable in unitary form from said package.

[0005] In accordance with the invention, there is also provided a sealed package storage device comprising a base member having at least one storage compartment, and one or more sealed packages that are each located in a respective said compartment, each said package containing a stored solid unit therein which is enclosed by said package and removable in unitary form from said package.

[0006] In accordance with the invention, there is further provided a storage device for one or more sealed packages comprising a base member having at least one divider spaced between respective ends thereof and defining at least one storage compartment, one or more sealed packages that are each located in a respective storage compartment, each said package containing a stored solid unit therein which is enclosed by said package, and a reclosable cover that is hingedly connected to said base member, wherein in an open position of said cover being spaced from said base member each said package being selectively removable from its respective storage compartment independently of any other said package.

[0007] In accordance with the invention, there is further provided a storage device for a shaving razor comprising a base member having at least one storage compartment, and a cover that is hingedly connected to said base member, said cover having shaving razor engagement structure on an external surface thereof.

[0008] In accordance with the invention, there is also provided a wall-mounted storage device comprising a base member having a wall-mounting structure, said base member having at least one storage compartment, and one or more packages that are each located in a respective said compartment, each said package containing a stored unit therein that is removable as a single unit, each said compartment having opposed members providing a retention force to opposite sides of a said package within said compartment.

[0009] In accordance with the invention, there is also provided a wall-mounted storage device comprising a securing device for securely mounting to a wall, said securing device carrying first engagement structure, and a base member that is removably mounted to said securing device, said base member carrying second engagement structure that removably engages said first engagement structure, said base member having a plurality of storage compartments, and one or more packages that are each located in a respective said compartment, each said package containing a single razor cartridge comprising a plastic housing and one or more blades.

[0010] In accordance with the invention, there is further provided a removable wall-mounted storage device for connection to a securing device that is securely mounted to a wall and carries first engagement structure, said device comprising a base member that is removably mountable to said securing device, said base member carrying second engagement structure that removably engages said first engagement structure, said base member having a plurality of storage compart-
ments, and one or more packages that are each located in a respective said compartment, each said package containing a single razor cartridge comprising a plastic housing and one or more blades.

[0011] Preferred embodiments of the invention may include one or more of the following features. In preferred embodiments, the base member of the storage device can carry a surface mounting structure, for a horizontal surface or a wall, such as double-sided adhesive tape, suction cups or openings in the base member for receiving transverse mounting members attached to a wall. The base member is formed of plastic and has a side wall that extends around its periphery. The base member has dividers formed therein to provide a plurality of compartments along with the side wall. The dividers each have a flat portion at a free end of the divider, the flat portion receiving a lip that extends from one side of the package retained in the compartment. The dividers each also have a ridge that is formed between the base and the free end for receiving a narrow end portion of the package. The dividers extend only part way from the side wall at one side of the base member to the side wall at the other side to provide a region for gripping an exposed portion of the lip of the package. The dividers have opposed members for retaining the packages. One of the opposed members has a sharp portion that engages the package. One of the opposed members can have spring flexure. The dividers have drainage openings, and the side wall has a drainage opening at the bottom of the base member. The base member has projections between the dividers to position the packages.

[0012] In other preferred embodiments, the cover of the base member is hingedly connected to the base member by a snap-fit connection. The cover has an opening that engages the bottom of a razor handle and opposed flexible wings that engage the razor head end of the handle. The cover has a raised portion that matches the contour of one side of a razor handle. The cover has a flat area to provide clearance for the cartridge attached to a handle supported on the cover. The cover is made of softer plastic than the base member. The cover has a snap-fit closure member and a finger engagement lip extending from the cover for opening the cover.

[0013] Embodiments of the invention may include one or more of the following advantages. Shaving cartridges packaged in sealed containers, to protect them from water and cleaning agents, are stored in a storage device that can be conveniently mounted on a bathroom shower wall. The sealed packages are securely retained prior to removal, and can be easily gripped at exposed corners. The sealed packages are safely removed from the storage device in normal use without risk of the peelable film being removed prematurely. The shaving razor can be conveniently and securely mounted on the outside of the cover for easy removal and replacement without the need to open the cover. Drainage openings prevent water from collecting in the device.

[0014] Other advantages and features of the invention will be apparent from the following detailed description of particular embodiments of the invention and from the claims.

[0015] Fig. 1 is a perspective view showing a storage device mounted on a bathroom wall.

[0016] Fig. 2 is a perspective view showing the Fig. 1 storage device in an open position with a single sealed package therein.

[0017] Fig. 3 is a side elevation showing the Fig. 1 device in a closed position.

[0018] Fig. 4 is a plan view of a base member of the Fig. 1 storage device shown with a single sealed package therein.

[0019] Fig. 5 is the vertical sectional view, taken at 5-5 of Fig. 4, of the Fig. 4 base member and sealed package.

[0020] Fig. 6 is a vertical sectional view, taken at 6-6 of Fig. 7, showing a cover of the Fig. 1 storage device.

[0021] Fig. 7 is a plan view of the Fig. 6 cover.

[0022] Fig. 8 is a perspective view showing a sealed package of Figs. 2 and 4 in a partially opened condition.

[0023] Fig. 9 is a perspective view of a mounting plate for an alternative embodiment of the base member of the storage device.

[0024] Fig. 10 is an elevation of the Fig. 9 mounting plate.

[0025] Fig. 11 is a plan view of the alternative base member that is mounted on the Fig. 9 mounting plate.

[0026] Referring to Figs. 1, 2 and 3, there is shown wall-mounted storage device 10 for shaving razor 12, supported on the outside of device 10, and replacement cartridges 13 in sealed packages 14, stored inside device 10. Cartridges 13 each have a plastic housing and a plurality of blades. Sealed packages 14 have airtight seals to keep moisture and cleaning agents from cartridges inside the packages. Cartridge 13 is not substantially flat and has a complex, non-planar shape with many different contours. Sealed package 14 sufficiently surrounds those contours and acts as an air and moisture barrier.

[0027] Storage device 10 includes base member 16, made of ABS, and cover 18, made of polypropylene. Base member 16 is made of a hard plastic to provide structural integrity for the mounted member. Polypropylene provides a desired appearance for the cover, and facilitates use of a snap-fitting hinge. Base member 16 is adhered to bathroom tiles 20 on wall 22 via double-sided adhesive pads 24 (Fig. 3) made of foam pads and acrylic adhesive. Cover 18 is hingedly connected to base member 16 via snap-fit hinge members 21. Cover 18 has finger engagement lip 23 to assist in opening cover 18 and to provide sufficient force to overcome the snap (interference) fit closure mechanism used to keep cover 18 closed. (Alternatively a latch structure could be employed to keep cover 18 closed. The upper part of handle 15 of shaving razor 12 is engaged by wings 26 formed on the exterior surface of cover 18, and the bot-
tom of handle 15 sits within opening 28 in cover 18. Razor 12 rests on cover 18.

[0028] Referring to Figs. 4 and 5, it is seen that base member 16 has three dividers 30, which, along with sidewalls 32 and upper support 36 and lower support 38, define compartments for receiving four sealed packages 14. In Figs. 4 and 5, a single package 14 is shown in the second compartment from the bottom. Each divider has a flat outer surface 40 at an end thereof against which lip 43 (Figs. 5 and 8) of package 14 rests. As is seen in Figs. 4 and 8, the two sides of the lip 43 extend beyond divider 30 or lower support 38 at adjacent plastic tabs 72, providing access for a user to grip and remove package 14. Prior to opening of the packages, tabs 72 in effect are extensions of lip 43. The upper surface of each divider 30 and of lower support 38 has a retention member 42 that presses against the bottom of package 14 and holds it against the opposing flat surface 44 of the next higher divider 30. Retention member 42 advantageously has a sharp edge that digs into the softer plastic of package 14. Retention member 42 and the opposed flat surface 44 function as opposed members that provide a retention force to opposite sides of a package 14 within a compartment. While retention members 42 are hard, they alternatively could be spring-biased. Each compartment also has a pair of projections 46 which space the bottom of the package 14 away from the wall in the desired position (Fig. 5). The upper portion of each divider 30 and lower support 38 has an opening 48 for drainage of water. Flat surface 44 has a ridge 52 at its outer end that receives an edge 54 of sealed package 14 (Fig. 5). Base member 16 also has four through-holes 56 to permit mounting on pins extending from a mounted base plate or to permit mounting by screws or other fasteners. Base member 16 has drainage opening 57 at the bottom.

[0029] Referring to Figs. 6 and 7, cover 18 has support surfaces 60, 62 that tend to conform to the back surface of razor handle 15, which is designed for use by women in shaving underarms and legs. The handle is shown in U.S. Des. Patent No. 407,851, which is hereby incorporated by reference. The bottom of handle 15 is engaged in and supported by opening 28, and the upper portion of handle 15 is located in the space between wings 26 and outward of support surface 62 and is engaged by wings 26. A flat portion 64 is provided at the upper end of cover 18 for providing clearance for the blade unit of the attached shaving cartridge 13. The back surface of handle 15 closely matches and is close to the outer surface of cover 18. The user grips the sides of handle 15, as there is insufficient room for a user's fingers to grip the back surface of handle 15.

[0030] Referring to Fig. 8, sealed package 14 includes a plastic container 68 and peelable cover sheet 70 that is sealed to container 68 to cover and closes the entrance to the storage region for cartridge 13. Gripping tab 72 is attached to a comer of cover sheet 70 at an end of lip 43 for use in initiating peeling of cover sheet 70. In use, storage device 10 is secured to bathroom tiles 20 of wall 22 (e.g., in a shower) by removing a cover layer on double sided-adhesive pads 24 and applying pressure to device 10 to cause a good bond between the adhesive and the tile surface. The user removes razor 12 when shaving and can store it on cover 18 between uses. When removing razor 12, handle 15 is grasped on the lateral sides of the razor, is slipped outward through support wings 26, and is raised upward from its rest position in opening 28. When placing shaving razor 12 back on cover 18, the bottom of handle 15 is placed in opening 28, and the upper portion of handle 15 is guided between wings 26 and held in place. When it is time to replace the shaving cartridge 13 on handle 15 with a new cartridge 13, cover 18 is opened by engaging finger grips 23, and a sealed package 14 is removed by engaging the tab 72 adjacent to lip 43. Cover 18 is then closed. The user then peels open cover sheet 70 (see Fig. 8) and attaches the new cartridge 13 to handle 15. Cover sheet 70 is attached to container 68 by a seal that has a predetermined initial peel force value needed to open the package. That value is five times higher (preferably ten times higher) than the retaining force provided by retention members 42 to retain packages 14 in their respective compartments in base member 16. E.g., the initial peel force could be 3-5 pounds, and the retaining force on packages 14 could be as little as one ounce. Thus, packages 14 will not accidentally open upon (or prior to) removal from base member 16.

[0032] Other embodiments of the invention are within the scope of the claims. For example, device 10 could be connected to wall 22 via suction cups instead of adhesive pads 24. Also, storage device 10 could be mounted (or simply supported) in a horizontal position on a horizontal surface, and could also be used as a carrying case.

[0033] Also, instead of directly mounting storage device 10 to the wall, it could be removably mounted on a wall-mounted plate, as is shown in Figs. 9-11. Referring to Figs. 9-11, plate 100 has posts 102 with enlarged heads 104 that are received in the circular, lower portions of slotted openings 106 on base member 108, the narrow shafts 109 of posts 102 are locked in place in the tapered, upper portions of slotted openings 106. Tapered blade projections 110 on plate 100 fit within recesses on the back sides of the upper two dividers 30 of base member 108 in order to guide openings 106 to the locations of posts 102. Blade projections 110 also prevent base member 108 from being forced downward too far to avoid jamming or breaking of posts 102 during attachment. Plate 100 also has a rectangular opening 112 and is sized so that the plate can be contained within storage device 10 prior to mounting on a wall. When plate 100 is contained in device 10, a divider 30 projects through opening 112.
Claims

1. A shaving cartridge storage device (10) including a base member (16) having at least one divider (30) spaced between respective ends thereof and defining at least one storage compartment, characterized by one or more sealed packages (14) that are each located in a respective storage compartment, each said sealed package containing a replaceable shaving cartridge (13) including a plastic housing and a plurality of blades, said shaving cartridge (13) being enclosed by said sealed package (14) and removable in unitary form from said package (14).

2. A storage device (10) according to claim 1, characterized in that a lateral side wall structure (32) forms a boundary of the package-receiving storage compartment.

3. A storage device (10) according to claim 2, characterized in that two opposed lateral side wall structures form said boundary of the package-receiving storage compartment.

4. A storage device (10) according to any of claims 1 to 3, characterized in that said base member (16) has a surface-mounting structure.

5. A storage device (10) according to any of claims 1 to 3, characterized in that said base member (16) has a wall mounting structure.

6. A storage device (10) according to any of claims 1 to 5, characterized in that said base member (16) has a plurality of said compartments and has dividers (30) formed therein to provide said compartment.

7. A storage device (10) according to any of claims 1 to 6, characterized in that said storage device (10) further includes a cover that is hingedly connected to said base member (16).

8. A storage device (10) according to claim 7, characterized in that said cover has shaving razor engagement structure on an external surface thereof.

9. A storage device (10) according to claim 8, characterized in that said razor engagement structure includes a portion of said cover defining an opening (28) to engage the bottom of a handle (15) of a razor.

10. A storage device (10) according to claim 8 or claim 9, characterized in that said cover (18) has a flat area (64) to provide clearance for the cartridge (13) attached to a handle (15) supported on said engagement structure.

11. A storage device (10) according to any of claims 7 to 10, characterized in that said cover (18) has a raised portion (62) matching the contour of one side of a razor handle (15).

12. A storage device (10) according to any of claims 7 to 11, characterized in that said cover (18) has opposed wings (26) to engage a razor handle (15) near the razor head end of the handle.

13. A storage device (10) according to any of claims 7 to 11, characterized in that said cover (18) has opposed flexible wings (26) to engage a razor handle (15) near the razor head end of the handle, and a support portion (62) between the wings.

14. A storage device (10) according to any of claims 7 to 13, characterized in that said cover (18) is made of softer plastic than said base member (16).

15. A storage device (10) according to any of claims 7 to 14, characterized in that said cover (18) is hingedly connected to said base member (16) by a snap-fit connection.

16. A storage device (10) according to any of claims 7 to 15, characterized in that said cover (18) has a snap-fit closure member and a finger engagement lip extending from said cover for opening said cover.

Patentansprüche

1. Speichervorrichtung (10) für Rasierkassetten, mit einem Basiselement (16) mit mindestens einem Teiler (30), der räumlich getrennt zwischen entsprechenden Enden des Elements angeordnet ist und mindestens ein Speicherfach definiert, gekennzeichnet durch eine oder mehrere dicht verschlossene Packungseinheiten (14), die jeweils in einem entsprechenden Speicherfach angeordnet sind, wobei jede der genannten dicht verschlossenen Packungseinheiten (14) eine auswechselbare Rasierkassette (13) aufweist, die ein Kunststoffgehäuse und eine Mehrzahl von Klingen aufweist, wobei die genannte Rasierkassette (13) durch die genannte dicht verschlossene Packungseinheit (14) eingeschlossen ist und in unitärer Form aus der genannten Packungseinheit (14) entfernt werden kann.

2. Speichervorrichtung (10) nach Anspruch 1, dadurch gekennzeichnet, dass eine laterale Seitenwandstruktur (32) eine Begrenzung des Speicherfachs bildet.
3. Speichervorrichtung (10) nach Anspruch 2, dadurch gekennzeichnet, dass zwei entgegengesetzte laterale Seitenwandstrukturen die genannte Begrenzung des Speicherfachs bilden.

4. Speichervorrichtung (10) nach einem der Ansprüche 1 bis 3, dadurch gekennzeichnet, dass das genannte Basiselement (16) eine Oberflächenbefestigungsstruktur aufweist.

5. Speichervorrichtung (10) nach einem der Ansprüche 1 bis 3, dadurch gekennzeichnet, dass das genannte Basiselement (16) eine Wandbefestigungsstruktur aufweist.

6. Speichervorrichtung (10) nach einem der Ansprüche 1 bis 5, dadurch gekennzeichnet, dass das genannte Basiselement (16) aus Kunststoff besteht, und wobei das genannte Basiselement (16) eine Mehrzahl der genannten Fächer und darin ausgeführte Teilchen (30) zum Vorsehen der genannten Fächer aufweist.

7. Speichervorrichtung (10) nach einem der Ansprüche 1 bis 6, dadurch gekennzeichnet, dass die genannte Speichervorrichtung ferner eine Abdichtung (18) aufweist, die drehbar mit dem genannten Basiselement (16) verbunden ist.

8. Speichervorrichtung (10) nach Anspruch 7, dadurch gekennzeichnet, dass die genannte Abdeckung (18) an einer ihrer externen Oberflächen eine Rasierereingriffsstruktur aufweist.

9. Speichervorrichtung (10) nach Anspruch 8, dadurch gekennzeichnet, dass die genannte Rasierereingriffsstruktur ein Teilstück der genannten Abdeckung aufweist, die eine Öffnung (28) zum Eingriff mit der Unterseite eines Handstücks (15) eines Rasierers definiert.

10. Speichervorrichtung (10) nach einem der Ansprüche 8 oder 9, dadurch gekennzeichnet, dass die genannte Abdeckung (18) einen flachen Bereich (64) aufweist, um einen Zwischenraum für die an einem Handstück (15), der an der genannten Eingriffsstruktur getragen wird, angebrachte Kassette (13) vorzusehen.

11. Speichervorrichtung (10) nach einem der Ansprüche 7 bis 10, dadurch gekennzeichnet, dass die genannte Abdeckung (18) ein erhöhtes Teilstück (62) aufweist, das der Kontur einer Seite eines Rasiererhandstücks (15) entspricht.

12. Speichervorrichtung (10) nach einem der Ansprüche 7 bis 11, dadurch gekennzeichnet, dass die genannte Abdeckung (18) entgegengesetzte Flügel (26) aufweist, die dazu dienen, mit einem Rasiererhandstück (15) nahe dem Rasiererkopfende des Handstücks (15) einzugreifen.

13. Speichervorrichtung (10) nach einem der Ansprüche 7 bis 10, dadurch gekennzeichnet, dass die genannte Abdeckung (18) entgegengesetzte flexible Flügel (26) aufweist, die dazu dienen, mit einem Rasiererhandstück (15) nahe dem Rasiererkopfende des Handstücks (15) einzugreifen, und mit einem Stützteilstück (62) zwischen den Flügeln.

14. Speichervorrichtung (10) nach einem der Ansprüche 7 bis 13, dadurch gekennzeichnet, dass die genannte Abdeckung (18) aus einem weicheren Kunststoff als das genannte Basiselement (16) besteht.

15. Speichervorrichtung (10) nach einem der Ansprüche 7 bis 14, dadurch gekennzeichnet, dass die genannte Abdeckung (18) durch eine Druckverbindung drehbar mit dem genannten Basiselement (16) verbunden ist.

16. Speichervorrichtung (10) nach einem der Ansprüche 7 bis 14, dadurch gekennzeichnet, dass die genannte Abdeckung (18) ein Druckverschlusselement und eine Fingereingriffslippe (23) aufweist, die sich zur Öffnung der genannten Abdeckung (18) von der genannten Abdeckung (18) erstreckt.

Revendications

1. Dispositif de stockage de cartouche de rasage (10) comprenant un élément de base (16) ayant au moins un séparateur (30) espacé entre des extrémités respectives de celui-ci et définissant au moins un compartiment de stockage, caractérisé par un ou plusieurs paquets scellés (14) qui sont disposés chacun dans un compartiment de stockage respectif, chaque dit paquet scellé (14) contenant une cartouche de rasage remplaçable (13) comprenant un boîtier en matière plastique et une multiplicité de lames, ladite cartouche de rasage (13) étant enfermée par le dit paquet scellé (14) et amovible sous une forme unitaire dudit paquet (14).

2. Dispositif de stockage (10) selon la revendication 1, caractérisé en ce qu'une structure de paroi latérale (32) forme une limite du compartiment de stockage.

3. Dispositif de stockage (10) selon la revendication 2, caractérisé en ce que deux structures de paroi latérale opposées forment ladite limite du compartiment de stockage.
4. Dispositif de stockage (10) selon l'une quelconque des revendications 1 à 3, caractérisé en ce que ledit élément de base (16) a une structure de montage en surface.

5. Dispositif de stockage (10) selon l'une quelconque des revendications 1 à 3, caractérisé en ce que ledit élément de base (16) a une structure de montage sur un mur.

6. Dispositif de stockage (10) selon l'une quelconque des revendications 1 à 5, caractérisé en ce que ledit élément de base (16) est formé en matière plastique, et en ce que ledit élément de base (16) a une multiplicité desdits compartiments et a des séparateurs (30) formés dedans afin de procurer lesdits compartiments.

7. Dispositif de stockage (10) selon l'une quelconque des revendications 1 à 6, caractérisé en ce que ledit dispositif de stockage comprend en outre un couvercle (18) qui est relié de manière articulée audit élément de base (16).

8. Dispositif de stockage (10) selon la revendication 7, caractérisé en ce que ledit couvercle (18) a une structure d'engagement de rasoir (26) sur une surface externe.

9. Dispositif de stockage (10) selon la revendication 8, caractérisé en ce que ladite structure d'engagement de rasoir comprend une partie dudit couvercle définissant une ouverture (28) afin d'engager le fond d'un manche (15) d'un rasoir.

10. Dispositif de stockage (10) selon l'une quelconque des revendications 8 ou 9, caractérisé en ce que ledit couvercle (18) a une surface plate (64) afin de procurer un dégagement pour la cartouche (13) fixée sur un manche (15) supporté sur ladite structure d'engagement.

11. Dispositif de stockage (10) selon l'une quelconque des revendications 7 à 10, caractérisé en ce que ledit couvercle (18) a une partie relevée (62) correspondant au contour d'un côté d'un manche de rasoir (15).

12. Dispositif de stockage (10) selon l'une quelconque des revendications 7 à 11, caractérisé en ce que ledit couvercle (18) a des ailes opposées (26) afin d'engager un manche de rasoir (15) près de l'extrémité de tête de rasoir du manche (15). de l'extrémité de tête de rasoir du manche (15), et une partie de support (62) entre les ailes.

14. Dispositif de stockage (10) selon l'une quelconque des revendications 7 à 13, caractérisé en ce que ledit couvercle (18) est fabriqué dans une matière plastique plus souple que ledit élément de base (16).

15. Dispositif de stockage (10) selon l'une quelconque des revendications 7 à 14, caractérisé en ce que ledit couvercle (18) est relié de manière articulée audit élément de base (16) par une liaison à encliquetage.

16. Dispositif de stockage (10) selon l'une quelconque des revendications 7 à 14, caractérisé en ce que ledit couvercle (18) a un élément de fermeture à encliquetage et une lèvre d'engagement de doigt (23) s'étendant depuis ledit couvercle (18) afin d'ouvrir ledit couvercle (18).