EUROPEAN PATENT SPECIFICATION

Date of publication and mention of the grant of the patent: 21.01.2009 Bulletin 2009/04

Application number: 02006971.2

Date of filing: 27.03.2002

Process for producing a supported metal catalyst
Verfahren zur Herstellung eines metallhaltigen Trägerkatalysators
Procédé de préparation d’un catalyseur supporté contenant un métal

Designated Contracting States: DE GB

Priority: 03.04.2001 JP 2001104282

Date of publication of application: 09.10.2002 Bulletin 2002/41

Proprietor: MITSUBISHI GAS CHEMICAL COMPANY, INC.
Chiyoda-ku, Tokyo (JP)

Inventors:
• Yoshihara, Jun
22 Wadai, Tsakuba-shi, Ibaraki (JP)
• Motoi, Takashi
22 Wadai, Tsakuba-shi, Ibaraki (JP)
• Maeshima, Kazuaki
22 Wadai, Tsakuba-shi, Ibaraki (JP)

Representative: Gille Hrabal Struck Neidlein Prop Roos
Patentanwälte Brucknerstrasse 20
40593 Düsseldorf (DE)

References cited:
GB-A- 762 728
GB-A- 844 358
US-A- 4 212 854

Remarks:
The file contains technical information submitted after the application was filed and not included in this specification

Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention relates to a process for producing a supported metal catalyst which comprises a metal more highly dispersed than that in conventional supported catalysts.

2. Description of the Related Arts

[0002] As the process for producing a supported metal catalyst, a process in which an inert support material is impregnated with or allowed to adsorb a salt of a metal used as the catalyst, the metal salt is reduced by treating the resultant product with a reducing agent such as hydrogen gas and fine particles of the metal are formed on the surface of the support material, has been known. However, in accordance with this process, it is necessary that the treatment of reduction be conducted at a high temperature since the entire amount of the metal salt on the support material must be reduced into fine particles of the metal. The treatment at a high temperature causes sintering of the fine particles of the metal and, as the result, it is difficult that a catalyst in which the metal is highly dispersed is obtained.

[0003] As another process, a process in which colloidal particles of a metal dispersed in a liquid are fixed on a support material has been known. Since colloidal particles of a metal tend to aggregate with each other and precipitate, in general, a protective colloid is formed by adding a macromolecular compound or a surfactant so that the dispersion is stabilized. In general, for preparation of a supported metal catalyst using colloidal particles of a metal, the colloidal particles of a metal is stabilized as a protective colloid using the above method, then a support material is added to the stabilized colloidal fluid and the resultant colloidal fluid is destabilized by heating or the like method (for example, Japanese Patent Application Laid-Open No. Showa 56(1981)-155645). However, this process has drawbacks in that the process for the preparation requires many steps and that the amount of the metal supported on the support material decreases due to the stabilization of the colloid of the metal as the protective colloid by the addition of a macromolecular compound or a surfactant and the process is disadvantageous with respect to cost, in particular, when a supported noble metal catalyst is prepared.

[0004] As still another process for preparing a supported metal catalyst using a colloidal fluid, Nakao et al. introduced a process for supporting a metal without using a protective colloid (Japanese Patent Application Publication Heisei 3(1991)-60534). Although this process may be considered to be advantageous with respect to cost since no protective colloid is used, an expensive salt of boron hydride is used for reduction of the metal salt and this process is disadvantageous with respect to cost. Moreover, when an alkali metal salt of boron hydride which is most stable and most easily available among salts of boron hydride is used, the alkali metal component tends to remain in the catalyst and unexpected side reactions frequently take place in the actual reaction system. Therefore, the above process is not preferable.

[0005] For producing a supported metal catalyst in accordance with the so-called ion exchange capacity of the support material (Petrotech, Volume 17, 1994, Page 331), it is difficult that a supported metal catalyst having a great amount of the supported metal is prepared. The above process has a further drawback in that the obtained supported metal catalyst does not always exhibit a high activity since sintering of the metal particles occasionally takes place during the treatment of reduction.

[0006] As the process for producing a metal black, the process of Feulgen et al. has been known for a long time (Ber., 54, 360 (1921)). However, when the process of Feulgen et al. is applied to preparation of a supported metal catalyst, an alkali metal is mixed into the catalyst since an alkali metal compound is used in a step of the preparation. Therefore, this process is not preferable. When the obtained catalyst is washed with a great amount of water to remove the alkali metal, a drawback arises in that, since a portion of the metal intended to be supported on the support material flows away as colloidal particles, the metal is not fixed to the support material in the prescribed amount and the portion of the metal which has flowed away must be recovered.

SUMMARY OF THE INVENTION

[0007] The object of present invention is to provide an industrially advantageous process for producing a supported metal catalyst which comprises the metal component supported in the highly dispersed condition and exhibits high activity.

[0008] As the result of intensive studies by the present inventors to overcome the above drawbacks on the process for preparing a supported metal catalyst, it was found that a supported metal catalyst which comprises the metal component supported in the highly dispersed condition could be obtained by using an inexpensive metal halide as the raw material and reducing the metal component in the liquid phase in the presence of an organic base. The present invention has been completed based on this knowledge.

[0009] The present invention provides a process for producing a supported metal catalyst which comprises reducing a metal halide in a liquid phase in a presence
of a support material, an organic base and a reducing agent.

DESCRIPTION OF THE PREFERRED EMBODIMENTS

[0010] In the process for producing a supported metal catalyst of the present invention, a metal halide is used as the precursor.

[0011] As the metal component, various metals which can be used as the catalyst can be used. Gold, silver, platinum, rhodium, palladium, ruthenium, osmium and iridium are preferable. The metal component is used as a halide such as fluoride, chloride, bromide and iodide.

[0012] The metal halide may be used singly or as a mixture of two or more. When a metal halide having poor solubility in water is used as the precursor, it is necessary that the metal halide is dissolved into a dilute hydrochloric acid or a dilute nitric acid so that an aqueous solution is prepared and the prepared aqueous solution is used for the process.

[0013] For producing a supported metal catalyst of the present invention, various support materials usually used for supported metal catalysts may be used. Examples of the support materials include carbon black, activated carbon, alumina and silica.

[0014] The organic base is at least one compound selected from tetramethylammonium hydroxide, tetraethylammonium hydroxide, tetrapropylammonium hydroxide, tetrabutylammonium hydroxide and choline.

[0015] When sodium hydroxide is used as the base without using the organic base, the supported metal flows away as a colloid during washing of the obtained catalyst to remove the alkali metal and a catalyst having the metal in the desired amount cannot be obtained. When ammonia is used as the base, a stable ammine complex is formed and the metal cannot be supported on the support material when some types of the metal are used.

[0016] In the process for producing a supported metal catalyst of the present invention, the amount of the organic base used in the process relative to the amount of the metal halide is in the range of 2 to 15 equivalents and preferably in the range of 3 to 12 equivalents per 1 equivalent of the metal halide. When the amount of the organic base is added to a metal halide having poor solubility in water, it is necessary that the amount of the organic base be increased by the amount required for neutralizing a dilute hydrochloric acid or a dilute nitric acid which is used for dissolving the metal halide. When the amount of the organic base is smaller than 2 equivalents per 1 equivalent of the metal halide, reduction of the metal halide does not proceed sufficiently and the fraction of the metal supported on the support material decreases. Therefore, the catalyst having the desired amount of the supported metal cannot be obtained. Moreover, the decrease in the fraction of the metal successfully supported on the support material is disadvantageous with respect to cost since the amount of the lost metal is great. When the amount of the organic base exceeds 15 equivalents per 1 equivalent of the metal halide, the liquid frequently becomes markedly basic during the preparation and, occasionally, portions of the base and the metal form stable complex compounds. Since these complex compounds are not supported on the support material, the catalyst having the desired amount of the supported metal cannot be obtained. Therefore, such range of amount of organic base is not preferable.

[0017] Alcohols, aqueous solutions of formaldehyde and of hydrazine hydrate may be used as the reducing agent in the process for producing a supported metal catalyst of the present invention. Among them, the aqueous solutions of formaldehyde are more preferable. Examples of the alcohol include methanol, ethanol, n-propyl alcohol, isopropyl alcohol, n-butyl alcohol, sec-butyl alcohol and isobutyl alcohol.

[0018] In the process for producing a supported metal catalyst of the present invention, the amount of the reducing agent used in the process relative to the amount of the metal halide is in the range of 1 to 6 equivalents per 1 equivalent of the metal halide. When the amount of the reducing agent is smaller than 1 equivalent per 1 equivalent of the metal halide, reduction of the metal halide does not proceed sufficiently and the fraction of the metal supported on the support material decreases. Therefore, the catalyst having the desired amount of the supported metal cannot be obtained. Moreover, the decrease in the fraction of the metal successfully supported on the support material is disadvantageous with respect to cost. When the amount of the reducing agent exceeds 6 equivalents per 1 equivalent of the metal halide, the specific surface area of the metal in the obtained catalyst is small. Therefore, such amount of reducing agents is not preferable. However, when the above alcohol used as the reducing agent is also used as the solvent described in the following, the alcohol may be used in an amount outside the above range.

[0019] The preparation of the supported metal catalyst in accordance with the present invention is performed in the liquid phase. Water is mainly used as the solvent. Alcohols such as methanol, ethanol, n-propyl alcohol, isopropyl alcohol, n-butyl alcohol, sec-butyl alcohol, iso-butyl alcohol and tert-butyl alcohol can also be used as the solvent. The solvent may be used as a mixture of two or more.

[0020] The preparation of the supported metal catalyst is conducted at a temperature in the range of 5 to 120°C and preferably in the range of 5 to 100°C. When the temperature is lower than 5°C, reduction of the metal halide does not proceed sufficiently and the fraction of the metal supported on the support material decreases. Therefore, the catalyst having the desired amount of the supported metal cannot be obtained. Moreover, amount of the metal lost will be large, making the process less feasible with respect to the cost of production. When the temperature exceeds 120°C, the vaporized amounts of the organic base and the reducing agent during the preparation in-
crease and the reduction of the metal salt does not proceed sufficiently. Therefore, such temperature range is not preferable.

[0021] In the process for producing a supported metal catalyst of the present invention, the concentration of the metal halide in the solvent used in the preparation of the catalyst is that the metal component of the metal halide in the range of 0.1 to 5% by weight as a metal and preferably in the range of 0.5 to 2.5% by weight. When the concentration of the metal component of the metal halide in the solvent is smaller than 0.1% by weight, the metal is not sufficiently supported on the support material and such a concentration is not preferable. When the concentration of the metal component of the metal halide in the solvent exceeds 5% by weight as a metal, the dispersion of the metal on the support material in the obtained catalyst becomes poor and such a concentration is not preferable.

[0022] In accordance with the present invention, the supported metal catalyst which comprises the metal component supported in the highly dispersed condition and exhibits high activity can be obtained easily. In general, when a catalyst which comprises a large amount of a supported metal is prepared, it is difficult that the metal component is supported in a highly dispersed form. Even in such a case, the supported metal catalyst which comprises a metal component supported in the highly dispersed condition and exhibits high activity can be obtained easily in accordance with the present invention.

[0023] The supported metal catalyst prepared in accordance with the process of the present invention can exhibit the above advantageous effect independently of the amount of the supported metal component. Since the specific surface area of the metal is large, the amount of the catalyst used as the catalyst can be decreased to a great extent and the process is advantageous with respect to the cost.

EXAMPLES

[0024] The present invention will be described more specifically with reference to examples in the following. However, the present invention is not limited to these examples.

Example 1

[0025] 10.5 g of carbon black was placed into a 500 ml flask and dispersed in 240 g of water. Then, 12.2 g of hexachloroplatinic(IV) acid hydrate, 9.2 g of an aqueous solution of 36% by weight formaldehyde and 80 g of an aqueous solution of 25% by weight tetramethylammonium hydroxide were added. The temperature of the resultant mixture was raised to 95°C under stirring and the reaction was allowed to proceed at 95°C for 1 hour. Then, the resultant slurry was filtered and washed with water. The residue obtained after the washing was dried by heating under a reduced pressure and a carbon black-supported platinum catalyst containing 30% by weight of platinum was obtained. The filtrate obtained after the filtration was analyzed and no platinum was detected. Therefore, the entire amount of platinum contained in the hexachloroplatinic(IV) acid hydrate used for the preparation of the catalyst was supported on the carbon black.

Example 2

[0026] 10.5 g of carbon black was placed into a 200 ml flask and dispersed in 100 g of water. Then, 0.28 g of hexachloroplatinic (IV) acid hydrate, 0.2 g of an aqueous solution of 36% by weight formaldehyde and 2.0 g of an aqueous solution of 25% by weight tetramethylammonium hydroxide were added. The temperature of the resultant mixture was raised to 95°C under stirring and the reaction was allowed to proceed at 95°C for 1 hour. Then, the resultant slurry was filtered and washed with water. The residue obtained after the washing was dried by heating under a reduced pressure and a carbon black-supported platinum catalyst containing 1% by weight of platinum was obtained. The filtrate obtained after the filtration was analyzed and no platinum was detected. Therefore, the entire amount of platinum contained in the hexachloroplatinic(IV) acid hydrate used for the preparation of the catalyst was supported on the carbon black. The surface area of platinum per unit weight in the obtained supported metal catalyst was measured in accordance with the CO adsorption method and found to be 97 m²/g.

Example 3

[0027] 10.5 g of carbon black was placed into a 500 ml flask and dispersed in 240 g of water. After an aqueous solution prepared by dissolving 7.9 g of palladium chloride in 20 ml of 1 N hydrochloric acid was added, 9 g of an aqueous solution of 36% by weight formaldehyde and 107 g of an aqueous solution of 25% by weight tetramethylammonium hydroxide were added. The temperature of the resultant mixture was raised to 95°C under stirring and the reaction was allowed to proceed at 95°C for 1 hour. Then, the resultant slurry was filtered and washed with water. The residue obtained after the washing was dried by heating under a reduced pressure and a carbon black-supported palladium catalyst containing 31% by weight of palladium was obtained. The filtrate obtained after the filtration was analyzed and no palladium was detected. Therefore, the entire amount of palladium contained in palladium chloride used for the preparation of
the catalyst was supported on the carbon black. The surface area of palladium per unit weight in the obtained supported metal catalyst was measured in accordance with the CO adsorption method and found to be 70 m²/g.

Comparative Example 1

[0028] 10.5 g of carbon black was placed into a 500 ml flask and dispersed in 140 g of water. Then, 12 g of hexachloroplatinic (IV) acid hydrate, 10 g of an aqueous solution of 36% by weight formaldehyde and 81 g of an aqueous solution of 25% by weight sodium hydroxide were added. The temperature of the resultant mixture was raised to 95°C under stirring and the reaction was allowed to proceed at 95°C for 1 hour. Then, the resultant slurry was filtered. Platinum flowed away as a colloid and the desired platinum catalyst supported on the carbon black could not be obtained.

Example 4

[0029] 9.9 g of carbon black was placed into a 200 ml flask and dispersed in 60 g of water. After an aqueous solution prepared by dissolving 0.17 g of palladium chloride into 5 ml of 1 N hydrochloric acid was added to the resultant solution, 0.2 g of an aqueous solution of 36% by weight formaldehyde and 4.0 g of an aqueous solution of 25% by weight tetramethylammonium hydroxide were added. The temperature of the resultant mixture was raised to 95°C under stirring and the reaction was allowed to proceed at 95°C for 1 hour. Then, the resultant slurry was filtered and washed with water. The residue obtained after the washing was dried by heating under a reduced pressure and a carbon black-supported palladium catalyst containing 1% by weight of palladium was obtained. The filtrate obtained after the filtration was analyzed and the conversion of benzaldehyde was found to be 87%.

Comparative Application Example 1

[0032] Into a 200 ml flask, 0.17 g of palladium chloride was dissolved into 5 ml of a 1 N hydrochloric acid. Then, 90 g of water was added to the resultant solution and a uniform solution was obtained. To the obtained solution, 9.9 g of carbon black was added and the resultant mixture was stirred for 30 minutes. While the obtained fluid was stirred, water was removed by distillation by reducing the pressure in the flask and the palladium component was supported on the carbon black. After the content of the flask was taken out and dried in vacuo for 2 hours, the dried product was reduced under a hydrogen stream at 300°C for 2 hours and a carbon black-supported palladium catalyst containing 1% by weight of palladium was obtained.

[0033] Using the carbon black-supported palladium catalyst containing 1% by weight of palladium which was prepared above in accordance with the impregnation process, benzaldehyde was hydrogenated and benzyl alcohol was synthesized. The reaction was conducted under the same condition as that in Application Example 1. The obtained resultant fluid was analyzed and the conversion of benzaldehyde was found to be 68%.

Claims

1. A process for producing a supported metal catalyst which comprises reducing a metal halide in a liquid phase in a presence of a support material, an organic base and a reducing agent, wherein the organic base is at least one compound selected from tetramethylammonium hydroxide, tetraethylammonium hydroxide, tetrapropylammonium hydroxide, tetrabutylammonium hydroxide and choline.

2. A process according to Claim 1, wherein the metal halide is at least one metal halide selected from halides of gold, silver, platinum, rhodium, palladium, ruthenium, osmium and iridium.

3. A process according to Claim 1 or 2, wherein the reducing agent is at least one compound selected from alcohols, aqueous solutions of formaldehyde and hydrazine hydrate.

4. A process according to any of Claims 1 to 3, wherein the metal halide is reduced in a liquid phase at 5 to 120°C using water, an alcohol or a mixture thereof as a solvent.
Patentansprüche

1. Verfahren zur Herstellung eines geträgerten Metallkatalysators, welches Reduzieren eines Metallhalogenids in flüssiger Phase in Gegenwart eines Trägermaterials, einer organischen Base und eines Reduktionsmittels umfasst, wobei die organische Base mindestens eine Verbindung ist, die ausgewählt wird aus Tetramethylammoniumhydroxid, Tetraethylammoniumhydroxid, Tetrapropylammoniumhydroxid, Tetrabutylammoniumhydroxid und Cholin.

2. Verfahren nach Anspruch 1, wobei das Metallhalogenid mindestens ein Metallhalogenid ist, das ausgewählt wird aus Halogeniden von Gold, Silber, Platin, Rhodium, Palladium, Ruthenium, Osmium und Iridium.

3. Verfahren nach Anspruch 1 oder 2, wobei das Reduktionsmittel mindestens eine Verbindung ist, die ausgewählt wird aus Alkoholen, wässerigen Lösungen von Formaldehyd und Hydrazinhydrat.

4. Verfahren nach einem der Ansprüche 1 bis 3, wobei das Metallhalogenid in einer flüssigen Phase bei 5 bis 120°C unter Verwendung von Wasser, eines Alkohols oder einer Mischung davon als Lösungsmittel reduziert wird.

Revendications

1. Procédé de préparation d’un catalyseur métallique supporté qui comprend la réduction d’un halogénure de métal dans une phase liquide en présence d’un matériau de support, d’une base organique et d’un agent réducteur, où la base organique est au moins un composé choisi parmi l’hydroxyde de tétraméthylammonium, l’hydroxyde de tétraéthylammonium, l’hydroxyde de tétrapropylammonium, l’hydroxyde de tétrabutylammonium et la choline.

2. Procédé selon la revendication 1, dans lequel l’halogénure de métal est au moins un halogénure de métal choisi parmi les halogénures d’or, d’argent, de platine, de rhodium, de palladium, de ruthéniun, d’osmium et d’iridium.

3. Procédé selon la revendication 1 ou 2, dans lequel l’agent réducteur est au moins un composé choisi parmi les alcools, les solutions aqueuses de formaldéhyde et d’hydrate d’hydrazine.

4. Procédé selon l’une quelconque des revendications 1 à 3, dans lequel l’halogénure de métal est réduit en phase liquide à 5°C à 120°C en utilisant de l’eau, un alcool ou leur mélange en tant que solvant.
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description


Non-patent literature cited in the description