INHALATION PARTICLES INCORPORATING A COMBINATION OF TWO OR MORE ACTIVE INGREDIENTS

INHALATIONSPARTIKEL BESTEHEND AUS MINDESTENS ZWEI WIRKSTOFFEN

PARTICULES D’INHALATION COMPRENANT UNE COMBINAISON D’AU MOINS DEUX PRINCIPES ACTIFS

Designated Contracting States:
AT BE CH CY DE DK ES FR GB GR IE LI LU MC NL PT SE TR
Designated Extension States:
AL LT LV MK RO SI

Priorities:
06.10.2000 FI 20002215

Proprietor:
ORION CORPORATION
02200 Espoo (FI)

Inventors:
• WATANABE, Wiwik
  FIN-02150 Espoo (FI)
• KAUPPINEN, Esko
  FIN-00730 Helsinki (FI)
• AHONEN, Petri
  FIN-09630 Koisjärvi (FI)
• BROWN, David
  FIN-00500 Helsinki (FI)
• MUTTONEN, Esa
  FIN-02210 Espoo (FI)

References cited:
EP-A- 0 357 005
WO-A-01/49263
WO-A-98/41193
US-A- 4 999 182
US-A- 6 030 604

Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

Field of the Invention

[0001] The present invention relates to inhalation particles and inhalation compositions suitable for pulmonary drug delivery and to methods for the preparation thereof. In particular, the present invention relates to inhalation particles incorporating a combination of two or more different active ingredients. The inhalation particles of the invention are particularly useful in the treatment of asthma and other respiratory disorders.

Background of the Invention

[0002] Inhalation has become the primary route of administration in the treatment of asthma. This is because, besides providing direct access to the lungs, medication delivered through the respiratory tract provides rapid and predictable onset of action and requires lower dosages compared to the oral route.

[0003] There have been recent advances in the treatment of asthma resulting from the recognition that asthma is a chronic inflammatory disease. Current asthma drugs can be classified into two classes, namely anti-inflammatory agents and bronchodilators. Anti-inflammatory drugs, such as glucocorticosteroids do not relieve asthma symptoms once they occur, rather they are used to control the inflammation. One of the drawbacks of anti-inflammatory drugs is that their onset of action is relatively slow. Therefore, patients often do not recognise any immediate therapeutic effects and tend to stop the medication. This could cause the inflammation uncontrollable. On the other hand, bronchodilators, such as β₂-agonists and theophylline, are effective to relieve acute asthma symptoms. They have a potent bronchodilating activity and rapid onset of action. The short-acting inhaled β₂-agonists e.g. salbutamol and terbutaline, are important for an immediate symptomatic asthma relieve, while long-acting β₂-agonists, e.g. salmeterol, formoterol and procaterol, are important for the treatment of moderate and severe asthma. However, there are currently debates on the safety of a regular use of β₂-agonists as well as efficiency of long-acting β₂-agonists. Also, the short-acting nature of the drug requires more frequent drug administrations, which tend to cause patient compliance problem.

[0004] To overcome these problems, inhalation compositions comprising a combination of anti-inflammatory and bronchodilator agents have been proposed as described e.g. in patent publications EP 0416950, EP 0416951, WO 93/11773 and WO 98/15280. Such combinations include salmeterol with beclomethasone dipropionate, salmeterol with fluticasone propionate, and formoterol with budesonide. These patent publications disclose a method of mixing mechanically the two drug powders and optionally the carrier material in a certain proportion and placing the resulting inhalation powder into an inhaler device. When these combinations are used in dry powder inhalers, the consistency of drug proportion in each dose cannot be easily controlled. The ratio of drugs in each dose significantly depends on the forces existing in each drug, between the drugs, between the drug and carrier material, and between the drug and the dry powder container of the inhaler device. It is well acknowledged that the current powder manufacturing methods, especially the conventional methods, produce dry powder that is highly charged and therefore very cohesive. Hence, it is not easy to keep the ratio of the drugs in each dose constant. The inconsistency of the dose could cause serious problems especially when a very potent drug is delivered in a much higher amount than expected.

[0005] A method for the preparation of inhalation particles by spray-drying a solution of one or several drugs has been disclosed in US 4,590,206. However, the method produces amorphous particles, which have stability problems and a high tendency toward moisture re-absorption, which is undesirable for pharmaceutical particles intended for administration by inhalation. Furthermore the size and the morphology of the particles obtained are not optimal for pulmonary delivery.

[0006] The object of the invention is to provide a composition that is better adapted than products of the prior art, for delivery of a drug combination into the lungs.

Summary of the Invention

[0007] It has now been found that, by using an aerosol flow reactor method, it is possible to prepare uncharged, spherical and crystalline inhalation particles incorporating, in an individual particle, a combination of two or more drugs in a predetermined and constant ratio. The particles provide more controlled delivery of combination medicaments by inhalation, since it is now possible to keep the ratio of the drugs in each dose constant. The particles exhibit improved dispersibility and good stability as a result of their crystalline nature. The particles have a narrow aerodynamic particle size distribution, typically between about 1-5 μm, which is especially suitable for the preparation of compositions for dry powder inhalers. Moreover, particle surfaces are spherical and generally rough, which reduces the force required to break-up the aggregates of the particles or detach the particle from a coarse carrier. Furthermore, the method of the invention provides a high purity product since the product purity only depends on the purity of solution precursors. Moreover, the method is simple and can be easily scaled-up to higher production rates.

[0008] In one aspect the present invention provides inhalation particles incorporating a combination of two or more different active ingredients, wherein said particles are spherical and at least one of the active ingredients is in crystalline form. The mean mass aerodynamic diameter of the particles is typically between about 0.5 - 10 μm, more typically between about 1 - 5 μm.
aerodynamic particle size distribution of said particles is typically between about 0.5 - 10 µm, more typically between 1-5 µm.

[0009] In another aspect the present invention provides an inhalation composition comprising particles incorporating a combination of two or more different active ingredients, wherein said particles are spherical and at least one of the active ingredients is in crystalline form. The particles may be formulated into an inhalation composition together with one or more pharmaceutically acceptable additives, diluents or carriers. Preferably, the composition is provided in the form of dry inhalation powder.

[0010] In still another aspect, the present invention provides a method for preparing particles incorporating a combination of two or more different active ingredients, comprising the steps of:

- providing liquid feed stock comprising two or more different active ingredients in a predetermined ratio;
- atomising said liquid feed stock to create droplets;
- suspending said droplets in a carrier gas;
- passing said carrier gas and droplets suspended therein through a heated tube flow reactor under predetermined residence time and temperature history; and
- collecting the particles produced.

[0011] The present invention is particularly useful in the preparation of combination medicaments, e.g. for the treatment of asthma and other respiratory disorders. Especially preferred drug combination is a combination of an anti-inflammatory agent and a bronchodilator, for example a combination of a glucocorticosteroid and a β₂-agonist.

Brief Description of the Drawings

[0012] Figures 1a, 1b and 1c are schematic diagrams showing parts of the apparatus used in the method of the invention.

Figure 2 is a schematic diagram of the electrostatic precipitator.

Figures 3a and 3b show the normalised and cumulative mass size distribution of the drug combination particles of the invention.

Figure 4 shows the XRD pattern of the combination powder of the invention.

Figure 5 shows moisture absorption profile of the combination powder of the invention when exposed in different humidity levels.

Figure 6 depicts a scanning electron microscopy image of the combination powder of the invention.

Detailed Description of the Invention

[0013] The particles of the invention can be used to deliver locally or systemically to a patient a variety of drug combinations. Particularly suitable are drug combinations which are typically used in the pulmonary delivery by inhalation, such as combinations used in the treatment of asthma and other respiratory diseases. These include, but are not limited to, a combination of an anti-inflammatory agent and a bronchodilator, e.g. a combination of a glucocorticosteroid and a β₂-agonist. Examples of anti-inflammatory glucocorticosteroids include beclometasone, budesonide, fluticasone, mometasone, betamethasone, triamcinolone, flunisolide and the like and their salts and hydrates. Examples of β₂-agonists include salbutamol, formoterol, fenoterol, procaterol, salmeterol, clenbuterol and the like, and their salts and hydrates. Typical combinations include beclometasone dipropionate and formoterol fumarate, beclometasone dipropionate and salbutamol, budesonide and formoterol fumarate, fluticasone propionate and salmeterol, beclometasone dipropionate and salmeterol. Finding suitable ratio of the active ingredients in a given combination is considered to be a routine for one skilled in the art.

[0014] Any inhalable pharmaceutically active compound which can be formulated into a powder is suitable for use in the present invention. Examples of other inhalable drugs include drugs for the treatment of respiratory disorders such as anticholinergic bronchodilators such as ipratropium bromide and the like, anti-allergic drugs such as nedocromil sodium, expectorants, mucolytics, antihistamines, cyclooxygenase inhibitors, leukotriene synthesis inhibitors, leukotriene antagonists, PLA2 inhibitors, PAF antagonists and prophylactics of asthma and combinations thereof. Alternatively, the pharmaceutically active agent can be any of several types of inhalable, systemically active drugs including antiarrhythmic drugs, tranquilizers, cardiac glycosides, hormones, antihypertensive drugs, antiinflammatory drugs, anticancer drugs, sedatives, analgesics, vitamins and combinations thereof. A combination of an anti-inflammatory agent and a bronchodilator is particularly preferred.

[0015] The particles of the present invention are preferably prepared using an aerosol flow reactor method (aerosol synthesis method). It is a one-step continuous process, which can directly produce desirable particle size range. The method has been used to produce various materials, e.g. ceramic powder (US 5,061,682) or zirconia powder (US 4,999,182), at high operation temperatures. However, the method has not been used to produce pharmaceutical materials, which requires a significantly lower-temperature operation (less than 300 °C).

[0016] The aerosol flow reactor method comprises generally the following steps: (a) providing liquid feed stock comprising two or more different active ingredients in a predetermined ratio, (b) atomising said liquid...
feed stock to create droplets, (c) suspending said droplets in a carrier gas, (d) passing said carrier gas and droplets suspended therein through a heated tube flow reactor under predetermined residence time and temperature history, and (e) collecting the particles produced.

[0017] The above method differs significantly from the conventional spray-drying process. In spray-drying, hot gas is used as a source of heat to evaporate the solvent. The spray-drying chamber is only used as a place for the heat transfer to occur, the chamber itself is not heated. The temperature of the gas is changing across the chamber as heat transfer occurs between the cold feed and the hot gas. Furthermore, the evaporation is so rapid that it is not easy to properly control the temperature history and the residence time of each droplet and product particle. The crystallization can not be easily controlled either, and therefore the particles formed are commonly amorphous.

[0018] In the present method, the droplets are already suspended in the carrier gas before they are fed into the tubular flow reactor, which is placed in an oven set at a constant temperature. The carrier gas flows evenly in the tubular reactor with a constant rate, uniform temperature field and non-circulating flow. Therefore, the temperature history and the residence time of each droplet and product particle can be properly controlled and excellent uniformity of the particles can be ensured. Accordingly, the method provides better control of the droplet size distribution, and thus the particle size distribution such that particles with optimal aerodynamic particle size distribution typically between about 1-5 µm can be obtained. Furthermore, in contrast to spray drying, the method allows essentially complete crystallization of the particles. Thus, the method is able to produce consistent and controlled particle properties, including particle size and size distribution, shape, crystallinity, polymorphic phase, surface roughness and chemical purity.

[0019] The liquid feed stock of step (a) may be prepared by mixing each active ingredient with a suitable liquid solution, e.g. solvent. The two or more liquid feed stocks are then mixed to form a solution, suspension, dispersion, gel, emulsion, slurry or the like, and is preferably homogenous to ensure uniform distribution of the components in the mixture. It is also possible to mix all active ingredients directly in one liquid feed stock. The liquid feed stock in the form of a solution is preferred.

[0020] Various solvents may be employed in the preparation of the liquid feed stock, including but not limited to, water, hydrocarbons, halogenated hydrocarbons, alcohols, ketones and the like. Examples of suitable solvents include water, hexane, perfluorohexane, ethanol, methanol, acetone, chloroform, methylene chloride and combinations thereof.

[0021] In case the liquid feed stock is a solution, the active ingredients should be sufficiently soluble in the solvent of the solution so as to obtain, from the atomized droplets of the liquid feed stock, uniform particles with the desired particle size, size distribution and drug ratio. The total solids dissolved may be present in wide range of concentrations, typically from about 0.1 % to about 10 % by weight, for example from about 1 % to about 5 % by weight. A liquid feed stock containing relatively low concentration of solids results in particles having relatively small diameter. The finding of suitable liquid feed stock concentrations for each active agents/solvent combinations is considered to be a routine to one skilled in the art. Usually, the liquid feed stock concentration is firstly chosen at its maximum solubility so as to obtain the largest particle size with the atomizer and atomizer conditions used. From the results, the liquid feed stock concentration required to obtain the desired particle size range with the atomizer and the atomizer conditions used can be approximated.

[0022] The liquid feed stock is atomized to create droplets in a suitable atomizer, which are well known in the art, such as a spray nozzle (e.g. a two fluid nozzle), an ultrasonic or air assisted nebuliser or a spinning disc, an ultrasonic nebulizer being preferred. Examples of the devices used in this process include ultrasonic generators sold under trademarks Omron NE-U12 and RBI Pyrosol 7901. While there are no special restrictions placed on the atomisers used in the process, it is recommended to use an atomiser, which can produce uniform droplets of constant composition and in a specific size range. Such devices are suitable to produce dry powders of controlled composition and with particle size range suitable for dry powder inhalation.

[0023] The droplets of the liquid feed stock are suspended in a carrier gas before passing through a heated tube flow reactor. The carrier gas must be inert with respect to the drug molecules and the solvent. It is recommended to use nitrogen gas or other inert gases. The temperature of the carrier gas is typically ambient. To maintain a uniform solution concentration in the droplets in the suspending phase, it is preferred to bubble the carrier gas through a bottle containing the same solvent as the liquid feed stock before entering the atomizer.

[0024] Because the droplets are already suspended in the carrier gas when fed into the reactor (i.e. the droplet generation and flow reactor are separated), the temperature history and residence time of each droplet and product particle can be better controlled than in the conventional spray-drying method. Therefore, excellent uniformity of the resulted particles and narrow particle size distribution can be ensured.

[0025] The droplets suspended in the carrier gas are passed through a tubular flow reactor, which is maintained at a constant temperature. The temperature and the flow rate of the carrier gas are adjusted to evaporate the solvent and to allow the crystallisation process to complete. The particles formed are then collected using an electrostatic precipitator, a cyclone, a planar filter (e.g. nylon) or other particle collecting devices.

[0026] The particle size may be controlled to any ex-
pected particle size ranges by selection of the atomizer and concentration of the liquid feed stock. It is also possible to employ a droplet size modification apparatus (e.g. impactor or virtual impactor, or using size selective collection of particles, e.g. a cyclone) upstream and/or downstream of the flow reactor.

[0027] For the tubular flow reactor, while there are no particular restrictions, it is recommended to use a vertical, rather than horizontal configuration in order to minimise buoyancy effects and related losses due to recirculating flow. A laminar flow is preferred. To ensure uniform temperature and flow fields in the hot zone of the reactor, CFD (Computational Fluid Dynamics) calculations have shown that it is preferable that the aerosol flows against gravity. Flow in any other direction tends to produce undesirable reactor conditions. The reactor tube is preferably placed inside an oven to maintain a uniform reactor wall temperature during the process. The oven can be of any kind, which has sufficient temperature control (i.e. ± 1 °C or less) at low temperatures (less than 300 °C). The temperature of the oven is set such that the materials being processed do not decompose. Typically the selected oven temperature is within the range of about 30 to 300 °C, more typically between about 70 to 200 °C. For the combination of beclomethasone dipropionate and formoterol fumarate, for example, since the melting point of beclomethasone dipropionate is about 210 °C and the melting point of formoterol fumarate is about 138 °C, the range of oven temperature used for the combination particle production may vary between 30 to 110 °C, preferably between 70 to 100 °C.

[0028] While there are no particular restrictions placed on the particle collection, it is recommended to use a system, which can be heated to prevent the re-condensation process. Electrostatic precipitators, cyclones and/or filters can be used for this purpose. Accordingly, the particle collection system and the line from the flow reactor outlet to the particle collection system are preferably heated to a temperature above the boiling point of the solution to prevent the re-condensation process to occur. However, the temperature should not be too high so as to cause material degradation. For example, for the combination of beclomethasone dipropionate and formoterol fumarate dissolved in ethanol, the temperature of the collection system and the line may be kept constant at a temperature between 80 to 100 °C, preferably between 80 and 90 °C. To further prevent the re-condensation process to occur, dry carrier gas may be flown to the particle collection system. The carrier gas is preferably heated at a temperature between 80 to 90 °C.

[0029] It is preferred that the aerosol flow reactor conditions are selected such that crystalline spherical particles of homogeneous constituents having a narrow particle size distribution and rough surfaces are formed. The particle size of the resulting powder is such that the mean mass aerodynamic diameter of said particles is between about 0.5 - 10 µm, more typically between about 1 - 5 µm. Particularly it is preferred that more than 98 % of the mass is in particles having a diameter of 5 µm or less, and less than about 5 % of the mass being in particles having a diameter of 0.5 µm or less. It is particularly preferred that the aerodynamic particle size distribution of said particles is between about 0.5 - 10 µm, more preferably between about 1 - 5 µm.

[0030] The particles obtained incorporate, in an individual particle, a combination of two or more drugs. An individual particle means here an unagglomerated particle which have the typical spherical form.

[0031] In the particle of the invention, at least one of the active ingredients is in a crystalline form, i.e. has a relative degree of crystallinity preferably 90 % or higher, more preferably 95 % or higher, most preferably 99 % or higher. Preferably the aerosol flow reactor conditions are selected such that all active ingredients in the particle are in a crystalline form. The relative degree of crystallinity can be determined based on x-ray diffraction patterns. The value of the relative degree of crystallinity can be estimated by a known method of broadening of the diffraction maxima (FWHM-values).

[0032] The particles of the invention are essentially spherical, i.e. the spherical form is consistent and apparent when examined under a scanning electron microscope. The spherical form reduces the contact areas between particles and thereby improves aerosolization and deagglomeration of the particles upon inhalation.

[0033] Generally, the surface of the spherical particles is rough, i.e. the roughness is consistent over the entire surface of the particle, apparent when examined under the scanning electron microscope, and the ratio of the maximum and minimum diameter of the particle is between 1.001 - 1.5, preferably between 1.002 - 1.2, more preferably between 1.01 - 1.1. Rough surface is advantageous since it increases the effective separation distance of the particles, and thus improves aerosolization and deagglomeration properties of the particles.

[0034] If desired, various additives known in the art may be additionally incorporated in the particles together with the active ingredients. Such additives include e.g. diluents such as lactose, carriers and stabilizers and the like. In such case the additives are included in the liquid feed stock of the process together with the active ingredients. Also such additives incorporated in the particle are preferably in crystalline form. It is particularly preferred that at least about 90 w-% of the total weight of the particle is in crystalline form.

[0035] However, in order to reduce the amount of material other than the active ingredients potentially reaching the lungs, it is preferred that the active ingredients constitute at least 90 w-%, preferably at least 95 w-%, more preferably at least 99 w-%, of the total weight of particles. Most preferably the particles are free from other material than the active ingredients.

[0036] The particles of the invention may be formulated into an inhalation composition together with one or more pharmaceutically acceptable additives, diluents or
carriers. Examples of suitable solid diluents or carriers comprise lactose, dextran, mannitol and glucose, lactose being preferred. Examples of aerosol carriers include non-chlorofluorocarbon-based carriers such as HFA (hydrofluoroalkane). The use of aqueous carriers is also possible. Typical additives include solubilizers, stabilizers, flavouring agents, colorizing agents and preserving agents.

[0037] The particles of the invention are preferably administered in the form of a dry powder composition. The particles obtained are generally in the form of individual (unagglomerated) particles which are well suited for pulmonary drug delivery by inhalation as such, e.g. they can be filled directly into capsules, cartridges, blister packs or reservoirs of dry powder inhalers. However, if desired the particles may be adapted to form loose agglomerates of several individual particles, said agglomerates breaking into individual particles upon dispersion in the inhaled air stream. The particles may also be combined with pharmaceutically acceptable carrier materials or excipients typically used in dry inhalation powders. Such carriers may be used simply as bulking agents or to improve the dispersibility of the powder. For example, the particles may be used in admixture with carrier particles, e.g. lactose, having larger particle size than the active ingredients, typically in the range of 5 to 100 µm. If the composition contains a carrier, the total amount of the active ingredients is typically about 0.1 - 50 % (w/w), preferably about 1 - 10 % (w/w), based on total weight of the composition. Such compositions can be prepared by methods known in the art.

[0038] The particles of the invention can be also administered in the form of pressurized metered dose inhalation suspension, where the particles are suspended in pressurized aerosol carrier and delivered using pressurized metered dose inhaler (pMDI).

[0039] The invention is further illustrated by the following experiments, which are not meant to limit the scope of the invention.

Experiments

[0040] All compositions produced according to the present invention fulfill the strict specification for content and purity required for pharmaceutical products.

Example 1. Preparation of inhalation particles incorporating a combination of beclomethasone dipropionate and formoterol fumarate

Preparation of the liquid feed stock

[0041] Beclomethasone dipropionate is an anti-inflammatory glucocorticosteroid, which is practically insoluble in water, freely soluble in acetone and in chloroform, and sparingly soluble in alcohol. Thus, the solvent could be acetone, chloroform, methanol, ethanol, or other alcohols. In the current experiments, ethanol was used as a solvent, not only because ethanol is cheap and readily available but it is also recommended for use in production of pharmaceutical agents because it is non-toxic.

[0042] The beclomethasone dipropionate liquid feed stock was prepared by dissolving 1 gram of beclomethasone dipropionate powder in 40 ml of ethanol (99.5%) at room temperature.

[0043] Formoterol fumarate is a β₂-agonist bronchodilator, which is freely soluble in glacial acetic acid, soluble in methanol, sparingly soluble in ethanol. Thus, the solvent could be glacial acetic acid, methanol or ethanol. In the current experiments, ethanol was used as a solvent, not only because ethanol is cheap and readily available but it is also harmless and recommended for use in production of pharmaceuticals.

[0044] The formoterol fumarate liquid feed stock was prepared by dissolving 1 gram of formoterol fumarate powder in 613 ml of ethanol (99.5%) at room temperature.

[0045] The two liquid feed stocks were then mixed in such a way that ratio between beclomethasone dipropionate and formoterol fumarate in the mixture is 200:6 (weight basis), which was considered to be a suitable drug ratio for the treatment of asthma.

Aerosol Synthesis

[0046] Figure 1a shows the experimental set-up of the particle synthesis, and Fig. 1b and 1c show optional configurations used for particle analysis. The liquid feed stock described above was atomised using an ultrasonic atomizer (2), sold under trademark RBI Pyrosol 7901. The resulted droplets, which were suspended into a carrier gas, were then passed through a heated tube flow reactor (4). Nitrogen gas was used as a carrier gas, with a constant flow rate of 1.5 l/min. To maintain a uniform solution concentration in the atomizer, the carrier gas was bubbled through ethanol in a saturation bottle (1) before entering the atomizer. A vertical tube, which was inserted into an oven (3), was used to dry up the droplets. The oven used was a WTB Binder FD/FED 400, which has temperature variations of ± 1 and ± 2°C for temperature at 70 and 110°C, respectively. The tube was made of stainless steel, with an inner diameter and a heated length of 30 and 800 mm, respectively. The oven temperature was set at 100 °C. The minimum particle residence time in the heated zone under the selected process conditions was approximately 12 seconds.

From the CFD calculation, it is shown that temperature field is uniform and the velocity is fully developed and non-circulating in the heated zone.

[0047] The resulted particles were then collected using an electrostatic precipitator (ESP) (5) connected to a high voltage generator (6). A carrier gas, preferably nitrogen gas, may be flown to the ESP to further prevent the re-condensation process to occur. The exhaust gas was led from ESP via a dripping bottle (7) to exit (9).
Figure 2 shows the schematic diagram of ESP having inlet (16) and exit for exhaust gas (19). The ESP was made of a tubular stainless steel collection plate (20) with inside diameter and length of 10 and 50 cm, respectively. A 0.05 mm diameter tungsten wire was placed on the center axis of the collection plate and a high voltage (18) of 16 kV was applied between the wire and the plate. The high electric field formed a corona discharge (17) on the wire and charged the gas molecules. The gas ions were then formed. These ions collided with the aerosol particles, which thus acquired charge. The charged particles then migrated toward the grounded plate, they lost their charges and adhered to the plate surface via surface forces. Therefore, the particles collected were then removed from the plate surface by scraping, and then placed in a tight glass bottle to avoid moisture penetration or other contamination.

Characterisation

i. Particle size analysis

[0048] Referring now to Fig. 1b, the particle size distribution was measured by an electrical low pressure impactor (12) (ELPI) connected to a vacuum (13). The particles exiting the tubular tube were passed into a diluter (10), with a dilution ratio of 1:10, before entering the ELPI. Exhaust gas exit (11) was arranged in the diluter. To minimize temperature gradient, and thus to reduce the moisture condensation, the diluter, the line to the diluter and the gas line into the diluter were layered with heating elements, which were kept at a temperature higher than that of the solution dew point. Figures 3a and 3b show normalised and cumulative mass size distributions of beclomethasone dipropionate/formoterol fumarate particles, respectively, measured gravimetrically. It is shown that a narrow size distribution within the range of aerodynamic particle size of interest, i.e. at around 1-5 µm, was obtained.

ii. Particle crystallinity

[0049] Crystallinity of the sample was studied by X-ray powder diffraction (Diffractometer D500, Siemens GmbH, Karlsruhe, Germany). A copper target X-ray (wavelength 0.1541nm) tube was operated with the power of 40 kV x 40 mA.

[0050] For X-ray powder diffraction analysis, 500 mg of the powder was mounted to a cylindrical sample stage which has a diameter of 20 mm and height of approximately 2 mm.

[0051] The relative degree crystallinity of the powder was also determined based on the x-ray powder diffraction patterns shown in Figure 4, wherein "A" means typical beclomethasone dipropionate, "B" means typical formoterol fumarate and "C" means the (200:6) combination of beclomethasone dipropionate (BDP) and formoterol fumarate. It is noticed that the diffraction pattern of the combination of beclomethasone dipropionate (BDP) and formoterol fumarate resembles very much to the diffraction pattern of pure BDP. Hence, formoterol fumarate may be partly or totally in amorphous state. For BDP, it can be seen that the maximum intensities were sharp and well above background intensities, which indicates that the BDP in the powder was well crystallised. The determined relative degree of crystallinity for BDP was 100%. The estimation was based on the broadening of the diffraction maxima (FWHM-values) positioned at 11.3° and 18.4°.

iii. Powder stability

[0052] The ratio of BDP to formoterol fumarate in the powder is 200:6 (formoterol fumarate is about 2.9% w/w). As shown from the XRD pattern, formoterol fumarate in the powder may be in amorphous state. Despite of the small formoterol concentration in the powder, it was desirable to conduct stability tests to ensure that the powder remains stable in various conditions. The stability tests were carried out by observing moisture adsorption profiles of the powder when exposed to different relative humidity levels. From Figure 5, it can be seen that the combination powder of the invention is stable when exposed to different humidity levels, with a maximum weight increase of 0.02% when exposed to 80% relative humidity for 24h.

iv. Particle shape and surface structure

[0053] Referring now to Fig. 1c, individual particles were collected on the surface of a holey carbon film TEM grid (14) connected to a vacuum (15) after particle collection. The morphology of the particles were then imaged using a field emission low voltage scanning electron microscope (FE-SEM) operated at 2 kV acceleration voltage. Figure 6 is a scanning electron microscope image of the powder (magnification x27000). It is shown that the particles are spherical with rough surfaces and diameter of about 2-3 µm.

v. Chemical analysis

[0054] The product purity was analysed using Hewlett Packard HP 1090 Liquid Chromatograph equipped with diode array detector. The column used is
Hewlett-Packard Hypersil ODS, 5 µm, 100×2.1 mm.

To analyse formoterol fumarate, the powder was dissolved into 25 ml of a mixture of water-methanol (25:75). The sample was then analysed using the high performance liquid chromatograph with diode array detector (wavelengths 200 nm and 214 nm), and the quantitative analyses were carried out using external standard method with four standard concentrations. Eluents used were 0.01M ammonium dihydrogen phosphate (NH₃ is added to obtain pH 8) (solvent A) and acetonitrile (solvent B) with gradient elution of 40% B for 2 minutes followed by 100% B in 5 minutes. The flow rate and injection volume used were 0.4 ml/min and 5µl, respectively, and the oven temperature was set to 40°C.

To analyse beclomethasone dipropionate, the powder was dissolved into 25 ml of a mixture of water-methanol (25:75) and then diluted (1:50) using water-methanol (25:75). Samples were then analysed with the high performance liquid chromatograph using diode array detector (wavelength 241 nm) and quantitative analyses were carried using external standard method (four different standard concentrations). Eluents used were water (solvent A) and acetonitrile (solvent B) with gradient elution of 65% B for 2 minutes followed by 100%B in 5 minutes. The flow rate and injection volume used were 0.4 ml/min and 8µl, respectively, and the oven temperature was set to 40°C.

The analysis results show beclomethasone dipropionate 97.1% and formoterol fumarate 2.9%, the same as concentration of solution precursor.

Example 2. Dry inhalation powder

| Per dose |  
| Formoterol fumarate | 6 µg |  
| Beclomethasone dipropionate | 200 µg |  
| Lactose monohydrate Ph. Eur. | 8 mg |  

Particles of Example 1 and part of lactose is added into a blender. The powder mixture is mixed until it is homogenous. The mixture is sieved to reduce the number of particle clusters present. Thereafter the rest of lactose is added and the powder is again mixed until it is homogenous. Powder is poured into a supply chamber of the multi-dose powder inhaler Easyhaler (Orion Corporation trademark) for a supply of 200 doses.

Claims

1. Inhalation particles incorporating, in an unagglomerated individual particle, a combination of two or more different active ingredients, wherein said particles are spherical and at least one of the active ingredients is in crystalline form.

2. Inhalation particles according to claim 1, wherein the mean mass aerodynamic diameter of said particles is between 1- 5 µm.

3. Inhalation particles according to claim 1 or 2, wherein the aerodynamic particle size distribution of said particles is between 0.5 - 10 µm, preferably between 1- 5 µm.

4. Inhalation particles according to any of claims 1 to 3, wherein the ratio of the active ingredients is constant.

5. Inhalation particles according to any of claims 1 to 4, wherein the particles have rough surface.

6. Inhalation particles according to any of claims 1 to 5, wherein the particles are uncharged.

7. Inhalation particles according to any of claims 1 to 6 incorporating a combination of an anti-inflammatory drug and a bronchodilator.

8. Inhalation particles according to any of claims 1 to 7 incorporating a combination of beclomethasone dipropionate and farmaterol fumarate.

9. Inhalation composition comprising particles incorporating, in an unagglomerated individual particle, a combination of two or more different active ingredients, wherein said particles are spherical and at least one of the active ingredients is in crystalline form.

10. Inhalation composition according to claim 9 additionally comprising one or more pharmaceutically acceptable additives, diluents or carriers.

11. Inhalation composition according to claim 9 or 10 in the form of dry inhalation powder.

12. Inhalation composition according to claim 9 or 10 in the form of pressurized metered dose inhalation suspension.

13. An inhaler device comprising inhalation composition according to any of claims 9 to 11.

14. A method for preparing particles incorporating a combination of two or more different active ingredients, comprising the steps of:

- providing liquid feed stock comprising two or more different active ingredients in a predetermined ratio;
- atomising said liquid feed stock to create droplets;
- suspending said droplets in a carrier gas;
passing said carrier gas and droplets suspend-
ated therein through a heated tube flow reactor
under predetermined residence time and tem-
perature history; and
collecting the particles produced.

15. A method of claim 14 wherein the liquid feed stock,
comprising two or more different active ingredients
in a predetermined ratio, is in the form of a solution.

16. A method according to claim 14 or 15, wherein the
carrier gas is selected from nitrogen gas or an inert
gas.

17. A method according to any of claims 14 to 16,
wherein the particles are collected using a particle
collection system selected from a group consisting
of an electrostatic precipitator, a cyclone or a filter.

18. A method according to claim 17, wherein the parti-
cle collection system is heated to a temperature
above the dew point temperature of the solution
to prevent condensation.

19. A method according to any of claims 14 to 18,
wherein the active ingredients are beclomethasone
dipropionate and formoterol fumarate.

20. A method according to claim 19, wherein the liquid
feed stock comprises ethanol as a solvent.

Patentansprüche

1. Inhalationsteilchen, welche, in einem nicht-agglomerier-
ten Einzelteilchen, eine Kombination aus
two oder mehr verschiedenen Wirkstoffen vereini-
gen, wobei diese Teilchen sphärisch sind und we-
 nigstens einer der Wirkstoffe in kristalliner Form
vorliegt.

2. Inhalationsteilchen nach Anspruch 1, wobei der
mittlere aerodynamische Massendurchmesser die-
ser Teilchen 1 - 5 µm beträgt.

3. Inhalationsteilchen nach Anspruch 1 oder 2, wobei
die aerodynamische Teilchengrößenverteilung die-
ser Teilchen 0,5 - 10 µm, vorzugsweise 1 - 5 µm
beträgt.

4. Inhalationsteilchen nach irgendeinem der Ansprü-
che 1 bis 3, wobei das Verhältnis der Wirkstoffe kon-
stant ist.

5. Inhalationsteilchen nach irgendeinem der Ansprü-
che 1 bis 4, wobei die Teilchen eine rauhe Oberflä-
che haben.

6. Inhalationsteilchen nach irgendeinem der Ansprü-
che 1 bis 5, wobei die Teilchen ungeladen sind.

7. Inhalationsteilchen nach irgendeinem der Ansprü-
che 1 bis 6, welche eine Kombination aus einem
entzündungshemmenden Mittel und einem Bron-
chodilator vereinigen.

8. Inhalationsteilchen nach irgendeinem der Ansprü-
che 1 bis 7, welche eine Kombination aus Beclome-
thasondipropionat und Formoterolfumarat vereini-
gen.

9. Zusammensetzung zum Inhalieren, umfassend
teilchen, welche, in einem nicht-agglomerierten
Einzelteilchen, eine Kombination aus zwei oder
mehr verschiedenen Wirkstoffen vereinigen, wobei
diese Teilchen sphärisch sind und wenigstens einer
der Wirkstoffe in kristalliner Form vorliegt.

10. Zusammensetzung zum Inhalieren nach Anspruch
9, welche zusätzlich ein oder mehrere pharmazeu-
tisch verträgliche Hilfsstoffe, Verdünnungsmittel
oder Trägerstoffe umfaßt.

11. Zusammensetzung zum Inhalieren nach Anspruch
9 oder 10 in Form eines Pulvers zur Trockeninha-
lation.

12. Zusammensetzung zum Inhalieren nach Anspruch
9 oder 10 in Form einer unter Druck stehenden Sus-
pension zur dosierten Inhalation.

13. Inhaliergerät, umfassend eine Zusammensetzung
zum Inhalieren nach irgendeinem der Ansprüche 9
bis 11.

14. Verfahren zur Herstellung von Teilchen, welche ei-
eine Kombination aus zwei oder mehr verschiedenen
Wirkstoffen vereinigen, umfassend die Schritte:

Bereitstellen eines flüssigen Einsatzmaterials,
welches zwei oder mehr verschiedenen Wirk-
stoffe in einem vorbestimmten Verhältnis um-
faßt;

Zerstäuben dieses Einsatzmaterials unter Er-
zugung von Tröpfchen;

Suspendieren dieser Tröpfchen in einem Trä-
gergas;

Durchleiten dieses Träergases mit den darin
suspendierten Tröpfchen durch einen beheiz-
ten Durchfluß-Rohrreaktor mit vorbestimmter
Verweilzeit und vorbestimmtem zeitlichen Tem-
peraturverlauf; und
Sammeln der erzeugten Teilchen.

15. Verfahren nach Anspruch 14, wobei das flüssige Einsatzmaterial, das zwei oder mehr verschiedene Wirkstoffe in einem vorbestimmten Verhältnis umfaßt, in Form einer Lösung vorliegt.

16. Verfahren nach Anspruch 14 oder 15, wobei das Trägergas aus Stickstoffgas oder einem Inertgas ausgewählt ist.

17. Verfahren nach irgendeinem der Ansprüche 14 bis 16, wobei die Teilchen mit einem Teilchensammler gesammelt werden, der ausgewählt ist aus der Gruppe bestehend aus einem Elektroabscheider, einem Zyklon oder einem Filter.

18. Verfahren nach Anspruch 17, wobei der Teilchensammler auf eine Temperatur oberhalb der Taupunkttemperatur der Lösung erhitzt wird, um Kondensation zu verhindern.

19. Verfahren nach irgendeinem der Ansprüche 14 bis 18, wobei die Wirkstoffe Beclomethasondipropionat und Formoterolfumarat sind.

20. Verfahren nach Anspruch 19, wobei das flüssige Einsatzmaterial Ethanol als ein Lösungsmittel umfaßt.

Revendications

1. Particules pour inhalation, incorporant dans une particule individuelle non agglomérée une combinaison de deux ou plusieurs principes actifs différents, dans lesquelles lesdites particules sont sphériques et l'un au moins des principes actifs est présent sous forme cristalline.

6. Particules pour inhalation selon l'une quelconque des revendications 1 à 5, dans lesquelles les particules ne sont pas chargées.

7. Particules pour inhalation selon l'une quelconque des revendications 1 à 6, incorporant une combinaison d'un médicament anti-inflammatoire et d'un bronchodilatateur.

8. Particules pour inhalation selon l'une quelconque des revendications 1 à 7, incorporant une combinaison de dipropionate de bêclométhasone et de fumarate de formotérol.

9. Composition pour inhalation, comprenant des particules incorporant dans une particule individuelle non agglomerée une combinaison de deux ou plusieurs principes actifs différents, dans lesquelles lesdites particules sont sphériques et l'un au moins des principes actifs est présent sous forme cristalline.

10. Composition pour inhalation selon la revendication 9, comprenant en plus un ou plusieurs additifs, diluants ou véhicules pharmaceutiquement acceptables.

11. Composition pour inhalation selon la revendication 9 ou la revendication 10, sous la forme d'une poudre sèche pour inhalation.

12. Composition pour inhalation selon la revendication 9 ou la revendication 10, sous la forme d'une suspension pour inhalation à dose mesurée sous pression.


14. Procédé de préparation de particules incorporant une combinaison de deux ou plusieurs principes actifs différents, comprenant les étapes consistant à :

obtenir une charge de départ liquide comprenant deux ou plusieurs principes actifs différents selon un rapport prédéterminé ;
atomiser ladite charge de départ liquide afin de former des gouttelettes ;
méditer lesdites gouttelettes en suspension dans un gaz vecteur ;
faire passer ledit gaz vecteur et les gouttelettes en suspension dans celui-ci dans un réacteur à écoulement tubulaire chauffé selon un profil de temps de séjour et de température prédéterminé ; et collecter les particules produites.
15. Procédé selon la revendication 14, dans lequel la charge de départ liquide comprenant deux ou plusieurs principes actifs différents selon un rapport prédéterminé se présente sous la forme d'une solution.

16. Procédé selon la revendication 14 ou la revendication 15, dans lequel le gaz vecteur est choisi parmi l'azote gaz ou un gaz inerte.

17. Procédé selon l'une quelconque des revendications 14 à 16, dans lequel les particules sont collectées en utilisant un système de collecte de particules choisi dans le groupe constitué par un précipitateur électrostatique, un cyclone ou un filtre.

18. Procédé selon la revendication 17, dans lequel le système de collecte de particules est chauffé à une température supérieure au point de rosée de la solution afin d'empêcher la condensation.

19. Procédé selon l'une quelconque des revendications 14 à 18, dans lequel les principes actifs sont le dipropionate de béclométhasone et le fumarate de formotérol.

20. Procédé selon la revendication 19, dans lequel la charge de départ liquide comprend de l'éthanol comme solvant.