(11)  EP 1 350 657 B1

(12)  EUROPEAN PATENT SPECIFICATION

(45)  Date of publication and mention of the grant of the patent: 28.02.2007 Bulletin 2007/09

(21)  Application number: 02020740.3

(22)  Date of filing: 16.09.2002

(54)  Power switching apparatus for switching between two-wheel and four-wheel drive states
Antriebsumschaltgerät zum Umschalten zwischen Zweirad- und Vierradantrieb
Dispositif de commutation de puissance entre deux et quatre roues motrices

(84)  Designated Contracting States: DE GB

(30)  Priority: 25.03.2002 JP 2002084285

(43)  Date of publication of application: 08.10.2003 Bulletin 2003/41

(73)  Proprietor: SHOWA CORPORATION
Gyoda-shi,
Saitama (JP)

(72)  Inventor: Terada, Eiichi
Haga-gun,
Tochigi (JP)

(74)  Representative: Casalonga, Axel et al
Bureau Casalonga & Josse
Bayerstrasse 71/73
80335 München (DE)

(56)  References cited:
US-A- 5 971 123

Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

[0001] The present invention relates to a power switching apparatus which is preferable for switching a two-wheel drive state and a four-wheel drive state, in a vehicle.

[0002] In power switching apparatuses for a vehicle, as described in Japanese Patent Application Laid-Open No. 2001-80385 (JP-A), there are structures having the following features. A differential transmits rotation of a drive shaft to a wheel pair. A first rotary member corresponds to an output member of the differential in a side of one wheel, and a second rotary member is arranged to be relatively rotatable to the first rotary member and which integrally rotates with one wheel. A third rotary member integrally rotates with a case of the differential in correspondence to the rotation of the drive shaft. A dog clutch can be switched among a first position at which a connection between the first rotary member and the second rotary member is cancelled, a second position at which the first rotary member and the second rotary member are connected, and a third position at which the first rotary member, the second rotary member and the third member are connected.

[0003] In the prior art, a two-wheel drive state in which rear wheels are only driven may be established, during which time the dog clutch is at the first position. A differential free state (a four-wheel drive state capable of absorbing rotation difference between right and left front wheels during a vehicle turning operation) in which four wheels are driven is established when the dog clutch is at the second position. A differential lock state (a direct-connection four-wheel drive state capable of integrally rotating the right and left front wheels so as to improve traveling characteristics) in which four wheels are driven may be established when the dog clutch is at the third position.

[0004] In the conventional power switching apparatus, the differential mechanism for switching the two-wheel drive state, the four-wheel drive differential free state and the four-wheel drive differential lock state involves installation of a bevel gear. Therefore, the structure becomes complex and large in size.

[0005] Further, since the switching operation is executed by using the dog clutch, it is necessary to align phases for engagement and disengagement of a sleeve and a spline which constitute the dog clutch.

[0006] Reference is made to the closest prior art of US patent 5,971,123 which discloses a bi-directional over-running clutch for controlling torque transmission between a drive shaft and a driven shaft using a set of rolls lying against a cam surface provided in a clutch housing rotatably connected to the drive shaft and intend to engage with the driven shaft.

[0007] An object of the present invention is to easily switch between a complete two-wheel drive state and a complete four-wheel drive state based on a compact and simple structure. In this case, the complete two-wheel drive state means a state in which only two front wheels or only two rear wheels are driven. The complete four-wheel drive state means a state in which the two front wheels and the two rear wheels are driven, and the right and left wheels are driven based on the integral rotation.

[0008] According to the present invention, there is disclosed a power switching apparatus for switching a power transmitting state from a drive member to right and left two driven member comprising the features of claim 1.

[0009] The present invention will be more fully understood from the detailed description given below and from the accompanying drawings which should not be taken to be a limitation on the invention, but are for explanation and understanding only.

The drawings

FIG. 1 is a cross sectional view which shows a power switching apparatus;
FIG. 2 is an enlarged view of a main portion in FIG. 1;
FIG. 3 is a cross sectional view along a line III-III in FIG. 2, and shows a wedge connection state;
FIG. 4 is a cross sectional view along a line III-III in FIG. 2, and shows a wedge connection state;
FIG. 5 is an exploded perspective view of the power switching apparatus; and
FIG. 6 is an enlarged view of a main portion in FIG. 5.

[0010] According to the invention, a vehicle to which the present invention is applied is structured such that a transmission is connected to an output side of an engine. A drive shaft is connected to an output side of the transmission. Right and left rear wheel sets are connected to an end of the drive shaft in a side of the rear wheels via a differential, and right and left front wheel sets are connected to an end of the drive shaft in a side of the front wheels via a power switching apparatus 10. In this vehicle, an engine rotating force which is transmitted to the differential of the rear wheels from the drive shaft is always transmitted to the rear wheels, and a rotating force which is transmitted to the power switching apparatus 10 in the side of the front wheels from the drive shaft is transmitted to the right and left front wheels according to a switching operation of the power switching apparatus 10.

When the power switching apparatus 10 is in an off mode in which the power switching apparatus 10 does not transmit the rotating force to the right and left front wheels, the vehicle operates in a complete two-wheel drive state in which the vehicle is driven only by two rear wheels. When the power switching apparatus 10 is in an on mode in which the power switching apparatus 10 transmits the rotating force to the right and left front wheels, the vehicle operates in a complete four-wheel drive state in which the vehicle is directly driven by two front wheels and is driven by two rear wheels.

[0011] The power transmitting apparatus 10 is, as shown in FIG. 1 to FIG. 6, such that first to third housings 11A to 11B are integrally connected by a bolt 10A. A pinion gear shaft 12 provided with a pinion gear 12A is
supported to the housing 11A via bearings 13A and 13B. A yoke 14 is fixed to the pinion gear shaft 12 via a spline connection, and the drive shaft mentioned above is connected to the yoke 14.

[0012] A drive member 15 is supported to the housing 11A and the housing 11B via bearings 16 and 17. The drive member 15 corresponds to an assembled body, in which a ring gear shaft 18 which is provided with a ring gear 18A, and a case 19, are integrally connected by a bolt 20. The ring gear 18A is engaged with the pinion gear 12A. Accordingly, the drive member 15 is always driven by a rotation of the drive shaft.

[0013] Two left and right driven members 21 and 22 and a spacer 23 held between the driven members 21 and 22 are arranged between end surfaces which are opposed to each other on a center axis of the ring gear shaft 18 and the case 19 constituting the drive member 15. A left front wheel set 24 is fixed to the driven member 21 through a spline connection, and a right front wheel set 25 is fixed to the driven member 22 through a spline connection.

[0014] At this time, the drive member 15, both of the driven members 21 and 22 and the spacer 23 are coaxially arranged with each other. A step-like outer peripheral portion 21A which is provided on an outward end surface of the driven member 21 in a protruding manner is coaxially fitted to a step-like inner diameter portion 18B which is provided on a punched end surface of the ring gear shaft 18 in a recess manner, so as to be capable of relatively rotating. The outward end surface of the driven member 21 can be abutted against the punched end surface of the ring gear shaft 18 in an axial direction thereof.

[0015] Further, in the power switching apparatus 10, a circumferential connection surface 30 which is provided on an inner diameter surface of the case 19 constituting the drive member 15, and circumferential connection surfaces 31 and 32 which are provided on outer diameter surfaces of both of the driven members 21 and 22 are coaxially arranged inside and outside, respectively, as shown in FIGS. 2 and 3. The circumferential connection surface 30 of the case 19 is formed in a polygonal shape. A wedge-like gap 33A is formed in which both sides (a forward rotating direction and a backward rotating direction) in a circumferential direction are narrow, in an annular space 33 between the circumferential connection surfaces 31 and 32 of both of the driven members 21 and 22, in a repeated manner.

[0016] Further, the power switching apparatus 10 receives cages 41 and 42 respectively corresponding to both of the driven members 21 and 22 in the annular gap 33 between the drive member 15 (the case 19) and both of the driven members 21 and 22. The power switching apparatus 10 holds roller-like rolling elements 43 and 44 in pockets 41A and 42A which are provided at a plurality of positions in a peripheral direction of the respective cages 41 and 42, thereby constituting a roller clutch mechanism according to the following manner.

[0017] The power switching apparatus 10 is provided with annular grooves 43A and 44A in center portions of the respective rolling elements 43 and 44. A ring-like energizing member 45 which is provided in the periphery of the driven member 21 is engaged with and attached to the groove 43A of each of the rolling elements 43. The power switching apparatus 10 is provided with a ring-like energizing member 46 which is provided in the periphery of the driven member 22 and is engaged with and attached to the groove 44A of each of the rolling bodies 44.

The energizing member 45 is engaged with and attached to the grooves 43A of all the rolling elements 43 which are adjacent in the peripheral direction from the side of the driven member 21, in a state in which one end bent portion is engaged with the groove 43A of one rolling element 43. The energizing member 45 energizes each of the rolling elements 43 in such a manner as to be in contact with the maximum inner diameter portion of the circumferential connection surface 30 in the case 19. The rolling element 43 is in non-contact with the circumferential connection surface 31 of the driven member 21, and is held in a neutral position. Accordingly, the energizing member 45 forms a racing state in which the drive member 15 (the case 19) and the driven member 21 are not engaged (FIG. 3). The energizing member 46 is engaged with and attached to the grooves 44A of all the rolling elements 44 which are adjacent in the peripheral direction from the side of the driven member 22, in a state in which one end bent portion is engaged with the groove 44A of one rolling element 44. The energizing member 46 energizes each of the rolling elements 44, so as to be in contact with the maximum inner diameter portion of the circumferential connection surface 30 in the case 19.
The rolling element 43 is in non-contact with the circumferential connection surface 32 of the driven member 22, and is held in a neutral position. Accordingly, the energizing member 46 forms a racing state in which the drive member 15 (the case 19) and the driven member 22 are not engaged (the same as FIG. 3).

**[0018]** The power switching apparatus 10 has a switching means 50. The switching means 50 switches modes from an off mode (a mode capable of forming a complete two-wheel drive state in which the rear wheels only are driven) to an on mode (a mode capable of forming a complete four-wheel drive state in which the front and rear wheels are driven). In the off mode, the drive member 15 and both of the driven member 21 and 22 are placed in a disengaged state by the energizing members 45 and 46 mentioned above so as to be capable of racing. Power transmission from the drive member 15 to both of the driven members 21 and 22 can thus be cancelled. In the on mode, the drive member 15 and both of the driven members 21 and 22 are engaged, and the power transmission from the drive member 15 to both of the driven members 21 and 22 can be executed.

**[0019]** The switching means 50 can move the cages 41 and 42 slightly in an axial direction with respect to flanges 21C and 22C of both of the driven members 21 and 22, in a state of the followings; the inner end surfaces of both of the cages 41 and 42 are placed back to back with each other; inner peripheral portions 41B and 42B of the inner end surfaces of both of the cages 41 and 42 are supported by an outer peripheral guide surface 23C of the spacer 23, when receiving both of the cages 41 and 42 in the annular gap 33 between the drive member 15 and both of the driven members 21 and 22. In the on mode, the switching means 50 slides and guides both of the cages 41 and 42 by the guide surface 23C of the spacer 23 so as to move them to an outer side in an axial direction. This also brings the outer end surfaces of the respective cages 41 and 42 into contact with the opposing flanges 21C and 22C of the driven members 21 and 22 so as to achieve friction contact. Then, the switching means 50 makes the respective cages 41 and 42 capable of rotating together with the respective driven members 21 and 22. In this state, when the drive member 15 is rotated forward and a rotation phase difference is further generated between the drive member 15 and the driven members 21 and 22, the rolling elements 43 and 44 of the respective cages 41 and 42 move relatively in a reverse direction in the peripheral direction of the circumferential connection surface 30 in the case 19. They wedge connect the circumferential connection surface 30 of the case 19 to the circumferential connection surfaces 31 and 32 of both of the driven members 21 and 22, and integrally rotate the drive member 15 (the case 19) and the driven members 21 and 22 in a forward rotating direction (FIG. 4). On the other hand, when the drive member 15 is rotated backward and the rotation phase difference is generated between the drive member 15 and the driven members 21 and 22, the rolling elements 43 and 44 of the respective cages 41 and 42 move relatively in a reverse direction in the peripheral direction of the circumferential connection surface 30 in the case 19. They wedge connect the circumferential connection surface 30 of the case 19 to the circumferential connection surfaces 31 and 32 of both of the driven members 21 and 22, and integrally rotate the drive member 15 (the case 19) and the driven members 21 and 22 in a backward rotating direction.

**[0020]** Accordingly, the switching means 50 moves both of the cages 41 and 42 in the axial direction via a ball cam mechanism as a result of an electromagnetic force generated in the on mode. In particular, an electromagnet 51 having an electromagnetic coil 51A built-in is provided in the housing 11C. An armature plate 52 which is fixed to a base end portion of a cam tube 54 fitted to an outer periphery of the case 19 in such a manner as to be capable of moving in an axial direction by a washer 53, is arranged in a front face of the electromagnet 51. Thereby, the cam tube 54 can be moved based on an electromagnetic force which is generated by an electric current application to the electromagnet 51. Further, balls 56 are received in through holes 55 which are provided at a plurality of positions (for example, three positions) in the peripheral direction of the case 19. Pressing cam surfaces 54A against the balls 56 are provided in an inner periphery of a leading end portion of the cam tube 54. Then the inclined surface driven cam surfaces 41C and 42C are provided in outer peripheral portions of the inner end surfaces in both of the cages 41 and 42.

**[0021]** Accordingly, in the on mode, the switching means 50 moves the cam tube 54 as a result of the electromagnetic force of the electromagnet 51, and presses the balls 56 to the inner side in the diametrical direction by the pressing cam surfaces 54A of the cam tube 54. Then, the balls 56 are pressed into the driven cam surfaces 41C and 42C in both of the cages 41 and 42. As a result, both of the cages 41 and 42 are respectively slid and guided by the guide surface 23C of the spacer 23 so as to be moved in an outer side in the axial direction, whereby the outer end surfaces of the cages 41 and 42 can be respectively pressed against the flanges 21C and 22C of the driven members 21 and 22.

**[0022]** The switching means 50 is controlled by a control apparatus. That is, when vehicle speed detected by a vehicle speed sensor gets around to a high vehicle speed state which is over a predetermined fixed value, an electric current is applied to the electromagnet 51, and the mode is switched from the off mode mentioned above to the on mode.

**[0023]** In this case, the switching means 50 can switch the mode from the off mode to the on mode based on manual operation by a vehicle driver.

**[0024]** Accordingly, the power switching apparatus 10 operates in the following manner.
(A) Complete two-wheel drive state

[0025] In a state in which the electric current application to the electromagnet 51 is turned off and the switching means 50 is set in the off mode, when the wedge connection between the drive member 15 and the left and right driven members 21 and 22 is cancelled, the driving force to the left and right driven members 21 and 22 is not transmitted. Thus, a complete two-wheel drive state is achieved. The racing in the bevel gear or the like of the differential does not take place, and fuel consumption is improved.

(B) Complete four-wheel drive state

[0026] In a state in which the electric current application to the electromagnet 51 is turned on and the switching means 50 is set in the on mode, when a rotation phase difference is generated between the drive member 15 and the driven members 21 and 22 due to a sudden acceleration of the engine rotating force or the like, the drive member 15 and the left and right driven members 21 and 22 are immediately wedge connected. As a result, driving force to the left and right driven members 21 and 22 is transmitted, and a complete four-wheel drive state is achieved. Since both of the left and right driven members 21 and 22 are wedge connected to the drive member 15, the rotating forces transmitted to the left and right driven members 21 and 22 are uniform, and high speed straight traveling stability is improved.

[0027] Further, since the connection state is maintained even during engine braking or during sudden speed reduction, straight traveling stability is maintained.

[0028] According to the present embodiment, the following effects can be obtained.

1. Since the power switching apparatus 10 has no differential gear built-in, it is possible to make the structure compact and simple, and to reduce weight.
2. The switching means 50 moves the cages 41 and 42 in the axial direction as a result of the electromagnetic force, and brings the end surfaces of the cages 41 and 42 into frictional contact with the flanges 21C and 22C of the driven members 21 and 22 so as to rotate together therewith. The drive member 15 and the left and right driven members 21 and 22 can be wedge connected to each other according to an interposition of the rolling elements 43 and 44 immediately after the rotation phase difference is generated between the driven members 21 and 22 and the drive member 15 (a roller clutch mechanism). The wedge connection between the drive member 15 and the driven members 21 and 22 can be easily and lightly engaged and disengaged.
3. The switching means 50 can simply and securely move the cages 41 and 42 in the axial direction based on a simple structure (the ball cam mechanism) which uses the cam tube 54 moved by the electromagnetic force and the ball 56 pressed by the cam surface 54A of the cam tube 54.

[0029] As heretofore explained, embodiments of the present invention have been described in detail with reference to the drawings. However, the specific configurations of the present invention are not limited to the embodiments but those having a modification of the design within the range of the present invention are also included in the present invention. For example, the structure may be made such that the circumferential connection surface of the drive member and each of the circumferential connections of both of the driven members are wedge connected according to an interposition of the rolling elements. This may be caused by the followings; the rolling elements in each of the cages may be held in contact with the polygonal circumferential connection surface of the driven member by the energizing member so as to energize in a direction in which the rolling elements are not in contact with the circumferential connection surface of the drive member; and the end surface of the cage moved in the axial direction as a result of the electromagnetic force, would be brought into frictional contact with the drive member so as to rotate together therewith, when the switching means is set to the on mode.

[0030] As described above, according to the present invention, it is possible to easily switch between the complete two-wheel drive state and the complete four-wheel drive state, based on this compact and simple structure.

[0031] Although the invention has been illustrated and described with respect to several exemplary embodiments thereof, it should be understood by those skilled in the art that the foregoing and various other changes, omissions and additions may be made to the present invention provided that the changes do not depart from the scope of the present invention which is set out in the appended claims.

Claims

1. A power switching apparatus for switching a power transmitting state from a drive member (15) to a right and a left driven member (21 and 22) comprising:
   a circumferential connection, surface (30) provided in the drive member (15) and circumferential connection surfaces (31, 32) provided in both of the driven members, the circumferential connection surface of the drive member and the circumferential connection surfaces of the driven members being coaxially arranged inside and outside;
   an annular space (33) which forms a wedge-like gap in a peripheral direction between the circumferential connection surface (30) of the drive member (15) and the circumferential connection surfaces (31, 32) of both of the driven members
in a repeated manner;
two cages (41, 42) which are received in the annular space;
a plurality of rolling elements (43, 44) which are held at a plurality of positions in a peripheral direction of the cages;

**characterized in that** it further comprises:

an energizing member (45, 46) which brings each of the rolling elements (43, 44) into contact with the circumferential connection surfaces (30) in the drive member and one of the driven members, and energizes each of the rolling elements in a direction in which the rolling elements are not in contact with the circumferential connection surfaces in the drive member and another of the driven members; and

a switching means (50) which moves both cages (41, 42) in an axial direction due to an electromagnetic force, brings end surfaces of the respective cages into frictional contact with opposing flanges of the driven member so as to rotate together therewith, and wedge connects the circumferential connection surface (30) of the drive member (15) and each of the circumferential connection surfaces (31, 32) in both of the driven members (21, 22) according to an interposition of the rolling elements (43, 44), and

**in that** the switching means has a cam tube (54) which is provided in an outer periphery of the drive member (15) and is freely moveable in an axial direction, and balls (56) which are held in through holes (55) provided in a part of the drive member (15) in a peripheral direction, moves the cam tube as a result of an electromagnetic force, the balls being pressable by cam surfaces of the cam tube, the cages being moveable in the axial direction by the balls.

2. A power switching apparatus according to claim 1, wherein the circumferential connection surface (30) of the drive member (15) is formed in a polygonal shape.

3. A power switching apparatus according to claim 1, wherein the energizing member (45, 46) is formed in a ring shape, one end bent portion is engageable and attachable to all of the adjacent rolling elements (43, 44) in a peripheral direction from a side of the driven member in a state of engaging one end bent portion with one rolling element, each of the rolling elements being energizable in such a manner as to be in contact with a maximum inner diameter portion of the circumferential connection surface of the drive member (15).

**Patentansprüche**

1. Antriebsumschaltgerät zum Umschalten eines Antriebs-übertragungszustands von einem Antriebs-element (15) zu einem rechten und einem linken angetriebenen Element (21 und 22), das Folgendes umfasst:

   eine Umfangsverbindungsoberfläche (30), die in dem Antriebsselement (15) bereitgestellt ist, und Umfangsverbindungsoberflächen (31, 32) die in beiden angetriebenen Elementen bereitgestellt sind, wobei die Umfangsverbindungsoberfläche des Antriebselements und die Umfangsverbindungsoberflächen der angetriebenen Elemente innen und außen koaxial angeordnet sind;

   einen ringförmigen Zwischenraum (33), der in einer Umfangsrichtung, in der Umdrehungsrichtung zwischen der Umfangsverbindungsoberfläche (30) des Antriebselements (15) und dem Umfangsverbindungsoberflächen (31, 32) beider angetriebenen Elemente wiederholt einen keilartigen Spalt bildet;

   zwei Käfige (41, 42), die in der Umfangsrichtung der Käfige in einer Vielzahl von Positionen gehalten werden, dadurch gekennzeichnet, dass es ferner Folgendes umfasst:

   ein Anregungselement (45, 46), das jedes der Rollelemente (43, 44) in Kontakt mit den Umfangsverbindungsoberflächen (30) in dem Antriebsselement und einem der angetriebenen Elemente bringt, und jedes der Rollelemente in eine Richtung anregt, in der es sich die Rollelemente nicht in Kontakt mit den Umdrehungsrichtung der Käfige in einer Vielzahl von Positionen befindet;

   ein Schaltmittel (50), das beide Käfige (41, 42) aufgrund einer elektromagnetischen Kraft in eine Axialrichtung bewegt, die Endoberfläche des jeweiligen Käfigs in Reibungskontakt mit den gegenüberliegenden Flanschen der angetriebenen Elemente bringt, so dass sie sich damit zusammen drehen, und die Umdrehungsrichtung der Käfige (30) des Antriebselements (15) und jede der Umdrehungsrichtung der Käfige (31, 32) in beiden angetriebenen Elementen (21, 22) koaxial verbindet, entsprechend einer Zwischenschaltung der Rollelemente (43, 44), und dass das Schaltungsselement ein Nokkenrohr (54), das an einem Außenumfang des Antriebselements (15) vorgesehen und
in einer Axialrichtung frei beweglich ist, und Kugeln (56) aufweist, die in Durchgangslöchern (55) gehalten werden, welche in einer Umfangsrichtung in einem Teil des Antriebselements (15) vorgesehen sind, das Nokkenrohr als Ergebnis einer elektromagnetischen Kraft bewegt, wobei die Kugeln durch die Nokkenoberflächen des Nokkenrohrs angedrückt werden können und die Käfige durch die Kugeln in der Axialrichtung bewegt werden können.

2. Antriebsumschaltgerät nach Anspruch 1, wobei die Umfangsverbindungsoberfläche (30) des Antriebselements (15) polygonal geformt ist.

3. Antriebsumschaltgerät nach Anspruch 1, wobei das Anregungselement (45, 46) ringförmig geformt ist, wobei ein gebogener Endabschnitt von allen benachbarten Rollelementen (43, 44) in einer Umfangsrichtung von einer Seite des angetriebenen Elements in Eingriff genommen und daran angebracht werden kann, in einem Zustand der Eingriffnahme eines gebogenen Endabschnitts von einem Rollelement, wobei jedes der Rollelemente so anregbar ist, dass es sich in Kontakt mit einem maximalen Innendurchmesserschnitt der Umfangsverbindungsoberfläche des Antriebselements (15) befindet.
de l’élément de transmission (15).