**EUROPEAN PATENT SPECIFICATION**

<table>
<thead>
<tr>
<th>Date of publication and mention of the grant of the patent:</th>
<th>13.06.2007 Bulletin 2007/24</th>
</tr>
</thead>
<tbody>
<tr>
<td>Application number:</td>
<td>02781028.2</td>
</tr>
<tr>
<td>Date of filing:</td>
<td>02.12.2002</td>
</tr>
<tr>
<td>Int Cl.:</td>
<td>C22B 34/34 (2006.01)</td>
</tr>
<tr>
<td>International application number:</td>
<td>PCT/CA2002/001852</td>
</tr>
</tbody>
</table>

**PROCESS FOR THE TREATMENT OF MOLYBDENUM CONCENTRATE ALSO CONTAINING COPPER**

**VERFAHREN ZUM AUFARBEITEN KUPFER ENTHALTENDER MOLYBDÄNKONZENTRATE**

**PROCEDE POUR LE TRAITEMENT D’EXTRACTION DE CONCENTRES DE MOLYBDENE CONTENANT DU CUIVRE**

<table>
<thead>
<tr>
<th>Designated Contracting States:</th>
<th>AT BE BG CH CY CZ DE DK EE ES FI FR GB GR IE IT LI LU MC NL PT SE SI SK TR</th>
</tr>
</thead>
<tbody>
<tr>
<td>Priority:</td>
<td>03.12.2001 CA 2364213</td>
</tr>
<tr>
<td>Date of publication of application:</td>
<td>01.09.2004 Bulletin 2004/36</td>
</tr>
<tr>
<td>Proprietor:</td>
<td>COMINCO ENGINEERING SERVICES LTD.</td>
</tr>
<tr>
<td>Vancouver, British Columbia V6C 3L9 (CA)</td>
<td></td>
</tr>
<tr>
<td>Inventor:</td>
<td>JONES, David, L.</td>
</tr>
<tr>
<td>Delta, British Columbia V4M 2X8 (CA)</td>
<td></td>
</tr>
<tr>
<td>Representative:</td>
<td>McNeeney, Stephen Phillip</td>
</tr>
<tr>
<td>Eric Potter Clarkson LLP</td>
<td></td>
</tr>
<tr>
<td>Park View House</td>
<td></td>
</tr>
<tr>
<td>58 The Ropewalk</td>
<td></td>
</tr>
<tr>
<td>Nottingham NG1 5DD (GB)</td>
<td></td>
</tr>
</tbody>
</table>

**References cited:**

- Database WPI Section Ch, Week 197830
- Derwent Publications Ltd., London, GB; Class E31, AN 1978-54789A XP002243557
- ANONYMOUS: “Removal of copper from molybdenum oxide, e.g. calcined molybdenite - by chemical treatment, e.g. leaching with ferric chloride, or magnetic sepn.” & RESEARCH DISCLOSURE, vol. 171, no. 063, 10 July 1978 (1978-07-10), Emsworth, GB
Description

FIELD OF THE INVENTION

[0001] This invention relates to the treatment of a molybdenum concentrate. It also relates to the treatment of a copper-molybdenum concentrate for the recovery of metal values therefrom.

BACKGROUND OF THE INVENTION

[0002] Molybdenum occurs chiefly as molybdenite (MoS₂) and is often present in small amounts in ores also containing copper.

[0003] Typically, such an ore contains about 0.5% to 1% Cu (as sulphide) and about 0.01 to 0.03% Mo, by weight, although these concentrations vary widely. The ore is usually treated in a concentrator to produce a bulk concentrate containing about 25%-40% Cu and about 0.3%-2% Mo. The bulk concentrate is then treated in a molybdenum separation plant to produce a Cu concentrate and a Mo concentrate containing about 50% Mo and about 0.1 - 10% Cu as copper sulphide. The % Cu in the Mo concentrate varies widely as the separation of Cu from Mo is sometimes difficult and expensive. If the % Cu in the Mo concentrate is above about 0.25% Cu, it may incur a penalty in the market, or be difficult to market at all when the market is over-supplied. Mo concentrates containing high Cu, above 0.75%, are sometimes referred to as dirty Mo concentrates.

[0004] The dirty Mo concentrate is sometimes subjected to a leach process with a concentrated or strong ferric chloride solution, typically about 50 to 100 g/L chloride to produce a solution containing Cu and a low copper Mo concentrate containing less than about 0.25% Cu, as required by the market, in order to avoid the payment of a penalty. The amount of the penalty increases as the amount of Cu in the Mo concentrate increases.

[0005] The ferric chloride leach, however, is a capital intensive process with high operating costs. Copper recovery from the leach solution is difficult because of the high chloride content so that the solution is often discarded or blended with a heap leaching operation, which however results in chloride contamination and reagent losses. As a result of the high cost, some mining operations do not use the leaching process. They simply endeavour to produce the best quality Mo concentrate possible under the circumstances, which concentrate is then marketed taking the penalty for having a Cu concentration which is above the required maximum value.

[0006] There is, however, a trade-off between the amount of Cu in the high copper Mo concentrate produced by the process and the amount of Mo recovery to the Mo concentrate. The smaller the amount of Cu present in the Mo concentrate, the poorer the Mo recovery from the concentrate. Thus, it is beneficial to have a copper presence in the high copper Mo concentrate but, as indicated above, the presence of copper is problematic when using conventional processes.

[0007] US Patent No. 3,674,424 discloses removal of impurities from molybdenite concentrates by leaching the concentrates at a temperature of at least 70°C with an aqueous solution containing at least one alkali metal or alkaline earth metal chloride and at least one oxidising chloride selected from cupric and ferric chlorides.

[0008] US Patent No. 3,714,325 discloses leaching of low-grade molybdenite flotation products with water at elevated temperature and pressure in an oxidising atmosphere to selectively dissolve copper from sulphide minerals normally present so as to increase the recovery of molybdenite in marketable concentrates.

[0009] US Patent No. 3,694,147 discloses a process for extracting impurities from a molybdenum oxide concentrate which comprises leaching the concentrate with an aqueous solution of an ammonium halide and a hydrohalic acid.

[0010] US Patent No. 4,046,852 discloses a process for purifying an impure molybdenum oxide concentrate feed material to remove contaminating metals by autoclaving at an elevated temperature under an oxygen partial pressure of at least about 100psi, a slurry of the particulated feed material in an aqueous acid solution containing a mineral acid for a period of time sufficient to convert the predominant portion of the molybdenum compounds to molybdenum trioxide and to convert the contaminating metal compounds present to aqueous acid soluble compounds. The autoclaved slurry is filtered and the solids are subjected to an aqueous alkaline hydroxide leach treatment to extract the molybdenum trioxide constituent in the form of alkali metal molybdate compounds.

[0011] US Patent No. 4,083,921 discloses the removal of copper, iron and lead impurities from molybdenum flotation concentrates by mixing the feed concentrates with a non-volatile chloride salt, heating the mixture to a temperature of from about 200°C to 350°C for a time sufficient to activate the lead impurities in the concentrates so that they can be leached during the subsequent leach step, and leaching copper, iron and lead impurities from the heat-treated concentrates with a mildly oxidising leach solution containing chloride ions and having a pH of no more than 4.

[0012] It is accordingly an object of the present invention to provide an alternative process for the recovery of Mo from the so-called dirty Mo concentrate referred to above.

[0013] It is also an object of the invention to remove impurities, such as Mo and As, from a copper containing solution during a copper recovery process.

SUMMARY OF THE INVENTION

[0014] The invention provides a process for the extraction of molybdenum and copper in accordance with claim 1 of the appended claims. The invention further provides a method for purification of a molybdenite concentrate in accordance with claim 17 or the appended claims.
according to the invention there is provided a method for the treatment of a molybdenum concentrate also containing copper and/zinc comprising the step of subjecting the concentrate to a pressure oxidation process which leaches the copper and/zinc into solution leaving the bulk of the molybdenum in the residue, which residue is substantially copper and/zinc free.

According to a further aspect of the invention there is provided a method of purification of a molybdenite concentrate contaminated with copper and/or zinc, comprising the step of subjecting the molybdenite concentrate to pressure oxidation in the presence of oxygen and a feed solution containing chloride to produce a pressure oxidation solution containing copper and/or zinc and a solid residue containing molybdenum.

According to another aspect of the invention, there is provided a process for the extraction of molybdenum and copper, comprising the steps of subjecting a molybdenum-copper concentrate to a first pressure oxidation in the presence of oxygen and a first feed solution containing halide and copper (e.g. CuCl₂ and CuSO₄) to produce a first copper containing solution and a solid residue containing molybdenum; subjecting a copper concentrate to a second pressure oxidation in the presence of oxygen and a second feed solution containing halide and copper (e.g. CuCl₂ and CuSO₄) to produce a second copper containing solution and a solid residue; subjecting the second copper containing solution to solvent extraction to produce a pregnant copper solution and a raffinate; recycling a first portion of said raffinate as said second feed solution to the first pressure oxidation along with said first copper containing solution; and recycling a second portion of said raffinate as said first feed solution to the first pressure oxidation.

For convenience, a concentrate containing more copper than molybdenum is referred to as a "copper-molybdenum concentrate" and a concentrate containing more molybdenum than copper is referred to as a "molybdenum-copper concentrate".

The pressure oxidations may be carried out at a temperature of from about 115°C to about 175°C, preferably 130°C to 155°C.

The halide may be chloride and the chloride in the first and second feed solutions may be maintained at a value of about 8 to 15 g/L, preferably 12 g/L.

The second feed solution may contain from 0 to 50 g/L free acid as H₂SO₄.

The second feed solution may contain about 10 to 20 g/L, preferably 15 g/L, copper.

Further objects and advantages of the invention will become apparent from the description of preferred embodiments of the invention below.

BRIEF DESCRIPTION OF THE DRAWINGS

The invention is now described, by way of examples, with reference to the accompanying drawings, in which:

Figure 1 is a flow diagram of a molybdenum and copper recovery process;

Figure 2 is a flow diagram of another molybdenum and copper recovery process;

Figure 3 is a flow diagram showing a first pressure oxidation stage of the processes of Figures 1 and 2 in greater detail; and

Figure 4 is a flow diagram showing a second pressure oxidation stage of the processes of Figures 1 and 2 in greater detail.

DETAILED DESCRIPTION OF PREFERRED EMBODIMENTS

According to one aspect of the process, the dirty Mo concentrate referred to above, containing about 50% Mo and about 0.5 - 10% Cu as copper sulphide, is subjected to a pressure oxidation process which leaches the copper into solution leaving the molybdenum in the residue, which residue is substantially copper free.

An integrated process 3 for the treatment of the high copper Mo concentrate (dirty concentrate) is shown in Figure 1. Figure 1 also shows how the high copper concentrate is obtained from a copper-molybdenum ore. The ore from mine 4 used in the present example contains about 0.5% Cu and about 0.01% Mo. The ore is processed in a concentrator 6, incorporating crushing, grinding and flotation, to produce a bulk concentrate containing about 28% Cu and 0.5% Mo. The ore is then subjected to a re-grind if necessary to reduce it to a particle size suitable to allow the next step (selective flotation) to proceed efficiently. The concentrate then proceeds to a Mo-separation plant 8. The plant 8 uses flotation under conditions specifically designed to suppress flotation of copper sulphide minerals while allowing MoS₂ to float. Special reagents (notably sodium sulphide or its derivatives) and specific conditions, such as high pH and low oxidative conditions, are necessary to achieve this separation.

The above Mo separation process is well-known and is therefore not described here in any further detail. As applied in practice, this process has its limitations, i.e. complete rejection of the copper minerals to the tailing (Cu concentrate) can only be achieved at the expense of some rejection of Mo minerals at the same time. Thus, the Cu concentrate contains significant amounts of Mo which represents a loss of Mo since the Mo in the Cu concentrate is not recoverable by normal accepted methods, e.g. smelting. This loss of Mo is minimized in the present process by allowing some copper minerals to float, thereby maximizing Mo recovery to the float concentrate. This results in the Mo concentrate having significant copper content. The Mo concentrate may also include zinc as an impurity along with the copper.

The float from the separation plant 8, therefore,
comprises the high copper Mo concentrate containing about 45-50% Mo and 0.5-10% Cu. The tail from the separation plant comprises a copper concentrate containing about 28% Cu and a minimal amount of Mo.

[0029] The high copper Mo concentrate is subjected to pressure oxidation 11 in a stirred autoclave at a temperature of about 150 °C in the presence of oxygen and a feed solution containing copper (as CuSO₄) and chloride (as CuCl₂) for a retention time of about 1 hour. The copper content in the feed solution is maintained at about 15 g/L and the chloride content at about 12 g/L. The solids content in the pressure oxidation 11 is up to about 1000 g/L solids, but preferably about 500 g/L solids.

[0030] The slurry from the pressure oxidation 11 is flashed down to atmospheric pressure in a flash tank 19 (Figure 3) and cooled. It is then filtered, as shown at 13, to produce a liquid 15 and a solid 17.

[0031] In the pressure oxidation 11, about 95% of the copper in the Mo concentrate is leached into the solution 15, thus reducing the amount of copper in the Mo concentrate to about 0.15% Cu, while only about 1-2% of the molybdenum present in the concentrate is leached into the solution 15, thereby resulting in a significantly improved copper removal. The results of particular tests illustrating this are given in Examples 1 to 3 below. The liquid 15, in the present example, contains about 30 g/L Cu, 3-7 g/L Mo, 0-30 g/L free acid and some iron. The composition of the liquid will of course vary depending on the type of ore being treated.

[0032] If the Mo concentrate also contains zinc, the solution 15 will also contain zinc which can be removed by precipitation or a bleed circuit. If economical amounts of zinc are present then the zinc may be removed by solvent extraction and electrowinning.

[0033] The Cu concentrate from the tail of the separation plant is also subjected to pressure oxidation 12 in an autoclave under the same conditions as the pressure oxidation 11, except that the solids content is lower, e.g. about 120-300 g/L solids.

[0034] After the pressure oxidation 12, the resulting pressure oxidation slurry is flashed down to atmospheric pressure in a flash tank 21 (Figure 4) and cooled. It is then filtered as indicated at 14 (Figure 1), to produce a liquid 16 and a solid residue 18.

[0035] The solid residue 18 can be further treated for copper recovery by subjecting it to washing followed by leaching at atmosphere pressure with H₂SO₄, as shown in the process of Figure 2, to be described below.

[0036] The pressure oxidations 11 and 12 can be carried out batchwise or in continuous fashion. The latter is to be preferred since the autoclave is continuously in use and no external heating is required to initiate the exothermic pressure oxidation reactions.

[0037] Both pressure oxidations 11 and 12 are carried out under an oxygen pressure of about 350 to 1800 kPa, preferably 1000 kPa. This is partial oxygen pressure over and above the steam pressure in the autoclave.

[0038] When the pressure oxidations 11, 12 are carried out in continuous fashion, oxygen, which is about 95% to 98% pure (the remainder being inert gases such as nitrogen and argon) is fed to the autoclave. As the oxygen reacts during pressure oxidation, the oxygen content in the autoclave is reduced. A gas bleed is, therefore, taken from the autoclave in order to maintain a steady amount of about 80-85% oxygen content in the autoclave. A minimum oxygen content of at least about 60% in the autoclave is considered necessary for the pressure oxidation to proceed satisfactorily.

[0039] A surfactant, such as Lignosolv™ may be added to the pressure oxidation 12 to counteract wetting of unreacted sulphides by liquid elemental sulphur inside the autoclave, which would otherwise prevent such sulphide particles from reacting completely. The surfactant has the effect of changing the physical properties of the liquid sulphur.

[0040] The pressure oxidation liquid or solution 16, which in the present example contains about 20 g/L free acid and about 40 g/L Cu and a negligible amount of Mo is subjected to Cu solvent extraction 20 with a suitable extractant (typically an organic) to produce a pregnant copper solution and a raffinate. The pregnant solution (loaded organic) is subjected to stripping, as shown at 22, and is then subjected to electrowinning 24 to recover copper. The copper stripping 22 is effected by means of spent electrolyte which is recycled from the electrowinning 24, as indicated by arrow 21.

[0041] The raffinate resulting from the solvent extraction 20, which now contains a reduced amount of copper (about 13 g/L) as well as chloride and about 60 g/L free acid, is split into two portions 25 and 27, as indicated at 26. The portion 27 is recycled to the pressure oxidation 12, as shown.

[0042] The portion 25 is subjected to neutralization 28 with limestone so that it contains essentially no free acid and is subjected to a liquid/solid separation 30 to produce a liquid 32 and a solid residue 35. The residue 35 is essentially gypsum and may be discarded after washing.

[0043] The liquid 32 is split, as indicated at 40, in a certain ratio. The ratio is determined by factors such as the relative amounts of Mo concentrate and Cu concentrate being treated in the pressure oxidations 11 and 12 (the Mo concentrate usually being a much smaller amount) and the relative solids densities at which the pressure oxidations 11, 12 are carried out, i.e. 500 and 140 g/L, respectively, in the present example. The split may vary from 5:1 to 500:1 to the pressure oxidation 12 and 11, respectively, for these reasons.

[0044] The pressure oxidation 11 is carried out at a relatively high solid density in order to maintain operating temperature. This is in view of the fact that the copper in the Mo concentrate which takes part in the exothermic reaction during pressure oxidation and the amount of copper in the concentrate is small.

[0045] In the pressure oxidation 12 on the other hand, the amount of copper in the ore is higher so that much more heat is generated by the exothermic reaction, so
that the solids concentration must be lower for temperature control.

The smaller portion containing essentially no free acid is recycled to the pressure oxidation 11, to serve as the feed solution to the autoclave for the pressure oxidation 11. The major portion is combined with the copper bearing solution 15 from the pressure oxidation 11, as shown. The combined stream 23 which in the present example, contains about 10-50 g/L free acid (H₂SO₄), chloride (e.g. as CuCl₂) and copper (e.g. as CuSO₄) is recycled to serve as feed solution to the autoclave for the pressure oxidation 12. The chloride concentration in the feed solution is maintained at a value of about 12 g/L and the copper concentration at about 10-20 g/L, preferably 15 g/L. Although in the present example, the feed solution is shown as the recycled raffinate stream 23, it is appreciated that the required amounts of acid, copper and chloride may be provided from any other suitable source, e.g. an external source.

It has been found that effectively all Mo in the solution 15 is precipitated in the pressure oxidation 12 and forms part of the solid residue 18. In this way Mo is removed from the copper bearing solution 15. If the solution 15 contains arsenic, this impurity is removed in a similar fashion. The results of particular tests illustrating this are given in Examples 4 and 5 below.

In the present example the split at 26 is about 50-50, i.e. about half of the raffinate recycled to the pressure oxidation 12 is neutralized. However, this ratio may vary depending on the amount of acid generated in the autoclave during the pressure oxidation 12. Thus the feed solution may contain up to 50 g/L free acid in cases where little acid is generated in the pressure oxidation 12 and down to essentially no free acid in cases where large amounts of acid are generated.

The solid residue 17 is a clean Mo concentrate, the copper content of which has been reduced to market acceptable values, e.g. <0.2% Cu. The concentrate 17 can be further treated for Mo recovery or, alternatively, the concentrate can be marketed.

Figure 2 shows a process 50 in which treatment of the dirty Mo concentrate forms part of a copper recovery process. The copper recovery process, as well as the recovery of other metals present in the pressure oxidation solution 16 is more fully described in U.S. Patents 5,645,708 and 5,874,055, as well as 5,855,858, the entire contents of which is incorporated herein by reference.

The process 50 is similar to the process 3, except that, in addition to copper recovery from the Cu concentrate tail of the Mo separation plant 8, copper from a separate Cu concentrate 51 is also extracted. Parts of the process 50 corresponding with the process 3 are indicated by the same reference numerals.

The process 50 is an expanded version of the process 3 in that copper recovery from the residue 18 is effected by subjecting the residue 18 to an atmospheric leach 52 and then to liquid/solid separation (counter current decantation 53) to produce a copper solution which is subjected to solvent extraction 54 to recover copper therefrom.

As shown, the solvent extractions 54 and 20 are effected with the same extractant (indicated by the stream 55) which is recycled after the stripping 22. As shown, the loaded extractant from the solvent extractions 54 and 20 is washed with water at 57 prior to the stripping 22.

As shown, each solvent extraction 20 and 54 is preceded by a kerosene pre-treatment step 60 and 62, respectively. In the solvent extractions 20 and 54, kerosene together with a suitable copper extractant, typically an hydroxy-exime is used. In the pre-treatment steps 60, 62, kerosene only is used to mimic to some extent, or to anticipate the physical problems that may occur in the solvent extractions 20 and 54. These problems may be due to:

(a) suspended solids in the aqueous feed solution, which can result in "crud" in the solvent extraction circuit; or
(b) surfactants in the aqueous feed solution, which can result in contamination of the solvent used in solvent extraction, such that the solvent is no longer as immiscible as before, resulting in turn in poor separation of aqueous and organic phases in the settlers after solvent extraction (often referred to as high aqueous entrainment in the organic phase, and/or high organic entrainment in the aqueous phase produced form the settlers).

It is to minimize the above problems that the pre-treatment steps 60, 62 are introduced. In this way the problems occur in the pre-treatment steps where the phenomenon can be managed economically, because of the absence of the extractant which is much more costly than the kerosene.

The raffinate from the solvent extraction 54 is combined with wash water from the organic wash 57 and is then a split as indicated at 69. The one portion of the split 69 recycled to the atmospheric leach 52 and the other portion is subjected to neutralization 70 and subsequent liquid/solid separation 71 to produce a liquid which is recycled as wash water to counter current decantation (CCD) 72 and a solid which is combined with the gypsum solid 35.

In the present example, the split 69 is about 50-50. However, this ratio may vary in the same way as with the split 26 described above.

The process 50 also provides for a bleed stream 80 to be taken at the split 40. The stream 80 is subjected to solvent extraction 82 for copper recovery and subjected to neutralization 84 to precipitate impurities such as Ni, Co and Zn, (if present), as shown at 86, after passing through a thickener 88. The solids separated in the thickener 88 are sent to the neutralization 28.

The raffinate from the solvent extraction 15 contains arsenic, this impurity is removed in a subsequent liquid/solid separation (counter current decantation 53) to produce a copper solution which is subjected to solvent extraction 54 to recover copper therefrom.
Example 1

A molybdenite concentrate, containing 45.2% Mo, 3.6% Cu, 3.6% Fe and 34.2% total sulphur, was subjected to pressure oxidation at 500 g/L solids density, using a feed solution containing 15 g/L Cu, 12 g/L C1 and 20 g/L free acid. The pressure oxidation was carried out at 150°C at 200 psig (1480 Kpa) total pressure for a retention time of one hour.

After the pressure oxidation, the product slurry was filtered and the residue was washed with water. The pH of the filtrate was 0.91. The filtrate contained 31.34 g/L Cu, 3.64 g/L Mo and 5.87 g/L iron. Copper and molybdenum extraction was 96.2% and 1.6%, respectively (The copper extraction is solid based; the molybdenum extraction is solution based).

Example 2

In another test the same Mo concentrate was subjected to pressure oxidation under the same conditions as above, except that the feed solution contained no free acid. The pH of the filtrate from the pressure oxidation was 1.06. The filtrate contained 33.04 g/L Cu, 6.64 g/L Mo and 7.24 g/L iron. Copper and molybdenum extraction was 95.2% and 2.7%, respectively.

Example 3

In another test the same Mo concentrate was subjected to pressure oxidation under the same conditions as above, except that the feed solution contained 30 g/L free acid. The pH of the filtrate from the pressure oxidation was 1.03. The filtrate contained 30.60 g/L Cu, 3.04 g/L Mo and 6.16 g/L iron. Copper and molybdenum extraction was 94.1% and 1.3%, respectively.

As can be seen from the above three examples, high copper extraction is obtained while molybdenum extraction (representing Mo loss from the concentrate) is low.

Example 4

A high copper concentrate containing about 32% Cu and 23% Fe by weight was subjected to pressure oxidation at 240 g/L solids density, using a feed solution containing 15 g/L Cu, 12 g/L C1 and 31 g/L free acid. The feed solution also contained 0.298 g/L Mo and 6.65 g/L As.

The pressure oxidation was carried out at 150°C at 200 psig (1480 Kpa) total pressure for a retention time of one hour.

After the pressure oxidation, the product slurry was filtered and the residue washed with water. The pH of the filtrate was 2.14. The filtrate contained 54.72 g/L Cu, 0.151 g/L Fe, 0.002 g/L Mo and no detectable arsenic.

Example 5

In another test a medium copper concentrate containing about 21.4% Cu and 25% iron by weight was subjected to pressure oxidation at 200 g/L solids density using a feed solution containing 15 g/L Cu, 12 g/L C1 and 13 g/L free acid. The feed solution also contained 0.201 g/L Mo and 5.75 g/L As.

The pressure oxidation was carried out at 150°C at 200 psig (1480 Kpa) total pressure for a retention time of one hour.

After the pressure oxidation, the product slurry was filtered and the residue washed with water. The pH of the filtrate was 2.53. The filtrate contained 51 g/L Cu, 0.064 g/L Fe, 0.001 g/L Mo and no detectable arsenic.

As can be seen from the results of Examples 4 and 5 the molybdenum and arsenic contained in the feed solution are effectively precipitated during the pressure oxidation.

Although certain preferred embodiments of the present invention have been shown and described in detail, it should be understood that various changes and modifications may be made therein without departing from the scope of the appended claims.

Claims

1. A process for the extraction of molybdenum and copper, comprising the steps of:

   subjecting a molybdenum-copper concentrate to a first pressure oxidation in the presence of oxygen and a first feed solution containing copper and halide to produce a first copper containing solution and a solid residue containing molybdenum;
   subjecting a copper concentrate to a second pressure oxidation in the presence of oxygen and a second feed solution containing copper and halide to produce a second copper containing solution and a solid residue;
   subjecting the second copper containing solution to solvent extraction to produce a pregnant copper solution and a raffinate;
   recycling a first portion of said raffinate as said second feed solution to the second pressure oxidation along with said first copper containing solution;
   recycling a second portion of said raffinate as said first feed solution to the first pressure oxidation.

2. The process according to claim 1, further comprising the step of subjecting said second portion to neutralization prior to recycling the second portion to the first pressure oxidation.
3. The process according to claim 1, wherein said molybdenum-copper concentrate and said copper concentrate are obtained by subjecting a copper-molybdenum concentrate to a flotation process to produce a float comprising said molybdenum-copper concentrate and a tail comprising said copper concentrate.

4. The process according to claim 1, wherein the first and second pressure oxidations are carried out at a temperature of from 115°C to 175°C.

5. The process according to claim 4, wherein the pressure oxidations are carried out at a temperature of about 150°C.

6. The process according to claim 1, wherein the second feed solution contains from 0 g/L to 50 g/L, free acid.

7. The process according to claim 6, wherein the copper in the first and second feed solutions has a concentration of 10 to 20 g/L.

8. The process according to claim 7, wherein the concentration of copper in the feed solutions is about 15 g/L.

9. The process according to claim 1, wherein the halide is chloride and the chloride in the first and second feed solutions is maintained at a value of 8 to 15 g/L.

10. A process according to claim 9, wherein the chloride in the feed solutions is maintained at a value of about 12 g/L.

11. The process according to claim 1, wherein the first pressure oxidation is carried out with a solids density of up to about 1000 g/L.

12. The process according to claim 11, wherein the solids density is about 500 g/L.

13. The process according to claim 1, wherein the first pressure oxidation is carried out with a solids density of 250 to 800 g/L.

14. The process according to claim 1, wherein the second pressure oxidation is carried out with a solids density of 120 to 300 g/L.

15. The process according to claim 1, wherein the copper is present as copper sulphate in the first and second feed solutions.

16. The process according to claim 1, wherein the halide is present as copper chloride in the first and second feed solutions.

17. A method of purification of a molybdenite concentrate contaminated with copper, comprising the step of subjecting the molybdenite concentrate to pressure oxidation in the presence of oxygen and a feed solution containing copper and chloride whereby the oxygen acts as oxidant to produce a pressure oxidation solution containing copper and a solid residue containing molybdenum, the amount of chloride in the feed solution being 8 to 15 g/L.

18. The method according to claim 17, wherein the pressure oxidation is carried out at a temperature of from 115°C to 175°C.

19. The method according to claim 18, wherein the pressure oxidation is carried out at a temperature of about 150°C.

20. The method according to claim 17, wherein the pressure oxidation is carried out under an oxygen pressure of 350 to 1800 kPa.

21. The method according to claim 17, wherein the copper in the feed solution has a concentration of 10 to 20 g/L.

22. The method according to claim 21, wherein the concentration of copper in the feed solution is about 15 g/L.

23. The method according to claim 17, wherein the chloride in the feed solution is maintained at a value of 10 to 15 g/L.

24. A method according to claim 23, wherein the chloride in the feed solution is maintained at a value of about 12 g/L.

25. The method according to claim 17, wherein the feed solution is provided by recycling at least part of the pressure oxidation solution to the pressure oxidation.

26. The method according to claim 25, wherein the pressure oxidation solution is subjected to copper solvent extraction to produce a pregnant copper solution and a raffinate and wherein at least part of the raffinate is recycled to the pressure oxidation.

27. The method according to claim 18, wherein the pressure oxidation is carried out with a solids density of about 1000 g/L.

28. The method according to claim 27, wherein the solids density is about 500 g/L.

29. The method according to claim 17, wherein the copper is present as copper sulphate in the feed solution.
30. The method according to claim 17, wherein the chloride is present as copper chloride in the feed solution.

31. The method according to claim 17, wherein the pressure oxidation is carried out with a solids density of 250 to 800 g/L.

**Patentansprüche**

1. Verfahren zur Extraktion von Molybdän und Kupfer, umfassend die Schritte:
   Unterziehen eines Molybdän-Kupfer-Konzentrats einer ersten Druckoxidation in Gegenwart von Sauerstoff und einer ersten, Kupfer und Halogenid enthaltenden Zufuhrlösung zur Herstellung einer ersten kupferhaltigen Lösung und eines Molybdän enthaltenden festen Rückstands;
   Unterziehen eines Kupferkonzentrats einer zweiten Druckoxidation in Gegenwart von Sauerstoff und einer zweiten, Kupfer und Halogenid enthaltenden Zufuhrlösung zur Herstellung einer zweiten kupferhaltigen Lösung und eines festen Rückstands;
   Unterziehen der zweiten kupferhaltigen Lösung einer Lösungsmittelextraktion zur Herstellung einer geschwängerten Kupferlösung und eines Raffinats;
   Rückführen eines ersten Teils des Raffinats als die zweite Zufuhrlösung zur zweiten Druckoxidation zusammen mit der ersten kupferhaltigen Lösung und eines festen Rückstands;
   Rückführen eines zweiten Teils des Raffinats als die erste Zufuhrlösung zur ersten Druckoxidation.

2. Verfahren nach Anspruch 1, ferner umfassend den Schritt des Unterziehens des zweiten Teils einer Neutralisation vor dem Rückführen des zweiten Teils zur ersten Druckoxidation.


4. Verfahren nach Anspruch 1, wobei die erste und die zweite Druckoxidation bei einer Temperatur von 115 bis 175°C durchgeführt werden

5. Verfahren nach Anspruch 4, wobei die Druckoxidationen bei einer Temperatur von etwa 150°C durchgeführt werden.

6. Verfahren nach Anspruch 1, wobei die zweite Zufuhrlösung 0 bis 50 g/l freie Säure enthält.

7. Verfahren nach Anspruch 6, wobei das Kupfer in der ersten und in der zweiten Zufuhrlösung eine Konzentration von etwa 10 bis 20 g/l aufweist.

8. Verfahren nach Anspruch 7, wobei die Kupferkonzentration in den Zufuhrlösungen etwa 15 g/l beträgt.

9. Verfahren nach Anspruch 1, wobei das Halogenid Chlorid ist und das Chlorid in der ersten und in der zweiten Zufuhrlösung bei einem Wert von 8 bis 15 g/l gehalten wird.

10. Verfahren nach Anspruch 9, wobei das Chlorid in den Zufuhrlösungen bei einem Wert von etwa 12 g/l gehalten wird.

11. Verfahren nach Anspruch 1, wobei die erste Druckoxidation mit einer Feststoffdichte von bis zu etwa 1000 g/l durchgeführt wird.

12. Verfahren nach Anspruch 11, wobei die Feststoffdichte etwa 500 g/l beträgt.

13. Verfahren nach Anspruch 1, wobei die erste Druckoxidation mit einer Feststoffdichte von 250 bis 800 g/l durchgeführt wird.

14. Verfahren nach Anspruch 1, wobei die zweite Druckoxidation mit einer Feststoffdichte von 120 bis 300 g/l durchgeführt wird.

15. Verfahren nach Anspruch 1, wobei das Kupfer als Kupfersulfat in der ersten und der zweiten Zufuhrlösung vorliegt.

16. Verfahren nach Anspruch 1, wobei das Halogenid als Kupferhalogenid in der ersten und der zweiten Zufuhrlösung vorliegt.

17. Verfahren zur Reinigung eines mit Kupfer verunreinigten Molybdänkonzentrats, umfassend den Schritt des Unterziehens des Molybdänkonzentrats einer Druckoxidation in Gegenwart von Sauerstoff und einer ersten, Kupfer und Chlorid enthaltenden Zufuhrlösung, wodurch der Sauerstoff als Oxidationsmittel wirkt, zur Herstellung einer Druckoxidationslösung, die Kupfer und einen Molybdän enthaltenden festen Rückstand enthält, wobei die Chloridmenge in der Zufuhrlösung 8 bis 15 g/l beträgt.

18. Verfahren nach Anspruch 17, wobei die Druckoxidation bei einer Temperatur von 115 bis 175°C durchgeführt wird.

19. Verfahren nach Anspruch 18, wobei die Druckoxidation bei einer Temperatur von 115 bis 175°C durchgeführt wird.
dation bei einer Temperatur von etwa 150°C durch-geführter wird.

20. Verfahren nach Anspruch 17, wobei die Druckoxi-
dation unter einem Sauerstoffdruck von 350 bis 1800 kPa durchgeführt wird.

21. Verfahren nach Anspruch 17, wobei das Kupfer in der Zufuhrösung eine Konzentration von etwa 10 bis 20 g/l aufweist.

22. Verfahren nach Anspruch 21, wobei die Kupferkon-
zentration in den Zufuhrösungen etwa 15 g/l beträgt.

23. Verfahren nach Anspruch 17, wobei das Chlorid in der Zufuhrösung bei einem Wert von 10 bis 15 g/l gehalten wird.

24. Verfahren nach Anspruch 23, wobei das Chlorid in der Zufuhrösung bei einem Wert von etwa 12 g/l gehalten wird.

25. Verfahren nach Anspruch 17, wobei die Zufuhrös-
zung durch Rückführen zumindest eines Teils der Druckoxidationsslösung zur Druckoxidation bereitge-
stellt wird.

26. Verfahren nach Anspruch 25, wobei die Druckoxi-
dationslösungen einer Kupferlösungsmitteleextraktion zur Herstellung einer geschwängerten Kupferlösungs- und eines Raffinats unterzogen wird, und wobei zu-
mindest ein Teil des Raffinats zur Druckoxidation rückgeführt wird.

27. Verfahren nach Anspruch 18, wobei die Druckoxi-
dation mit einer Feststoffdichte von 1000 g/l durch-
geführt wird.

28. Verfahren nach Anspruch 27, wobei Feststoffdichte etwa 500 g/l beträgt.

29. Verfahren nach Anspruch 17, wobei das Kupfer als Kupfersulfat in der Zufuhrösung vorliegt.

30. Verfahren nach Anspruch 17, wobei das Chlorid als Kupferchlorid in der Zufuhrösung vorliegt.

31. Verfahren nach Anspruch 17, wobei die Druckoxi-
dation mit einer Feststoffdichte von 250 bis 800 g/l durchgeführt wird.

Revendications

1. Procédé d’extraction de molybdène et de cuivre, comprenant les étapes de :

- soumission d’un concentré de molybdène/cuivre à une première oxydation sous pression en présence d’oxygène et d’une première solution d’alimentation contenant du cuivre et un halogéné pour produire une première solution contenant du cuivre et un résidu solide contenant du molybdène ;

- soumission d’un concentré de cuivre à une deuxième oxydation sous pression en présence d’oxygène et d’une deuxième solution d’alimentation contenant du cuivre et un halogéné pour produire une deuxième solution contenant du cuivre et un résidu solide ;

- soumission de la deuxième solution contenant du cuivre à une extraction par solvant pour produire une solution riche en cuivre et un raffinat ;

- recyclage d’une première portion dudit raffinat en tant que dite deuxième solution d’alimentation vers la deuxième oxydation sous pression conjointement avec ladite première solution contenant du cuivre ; et

- recyclage d’une deuxième portion dudit raffinat en tant que dite première solution d’alimentation vers la première oxydation sous pression.

2. Procédé selon la revendication 1, comprenant en outre l’étape de soumission de ladite deuxième portion à une neutralisation avant le recyclage de la deuxième portion vers la première oxydation sous pression.

3. Procédé selon la revendication 1, dans lequel ledit concentré de molybdène/cuivre et ledit concentré de cuivre sont obtenus en soumettant un concentré de cuivre/molybdène à un procédé de flottation pour produire un flottant comprenant ledit concentré de molybdène/cuivre et une queue comprenant ledit concentré de cuivre.

4. Procédé selon la revendication 1, dans lequel les première et deuxième oxydations sous pression sont réalisées à une température de 115°C à 175°C.

5. Procédé selon la revendication 4, dans lequel les oxydations sous pression sont réalisées à une température d’environ 150°C.

6. Procédé selon la revendication 1, dans lequel ladite deuxième solution d’alimentation contient de 0 g/L à 50 g/L d’acide libre.

7. Procédé selon la revendication 6, dans lequel le cui-
vre dans les première et deuxième solutions d’ali-
mentation a une concentration de 10 à 20 g/L.

8. Procédé selon la revendication 7, dans lequel la con-
centration du cuivre dans les solutions d’alimenta-
tion est d’environ 15 g/L.
9. Procédé selon la revendication 1, dans lequel l'halogénure est un chlorure et le chlorure dans les première et deuxième solutions d'alimentation est maintenu à une valeur de 8 à 15 g/L.

10. Procédé selon la revendication 9, dans lequel le chlorure dans les solutions d'alimentation est maintenu à une valeur d'environ 12 g/L.

11. Procédé selon la revendication 1, dans lequel la première oxydation sous pression est réalisée avec une densité de matières solides allant jusqu'à environ 1 000 g/L.

12. Procédé selon la revendication 11, dans lequel la densité de matières solides est d'environ 500 g/L.

13. Procédé selon la revendication 1, dans lequel la première oxydation sous pression est réalisée avec une densité de matières solides de 250 à 800 g/L.

14. Procédé selon la revendication 1, dans lequel la deuxième oxydation sous pression est réalisée avec une densité de matières solides de 120 à 300 g/L.

15. Procédé selon la revendication 1, dans lequel le cuivre est présent sous forme de sulfate de cuivre dans les première et deuxième solutions d'alimentation.

16. Procédé selon la revendication 1, dans lequel l'halogénure est présent sous forme de chlorure de cuivre dans les première et deuxième solutions d'alimentation.

17. Technique de purification d'un concentré de molybdénite contaminé par du cuivre, comprenant l'étape de soumission du concentré de molybdénite à une oxydation sous pression en présence d'oxygène et d'une solution d'alimentation contenant du cuivre et un chlorure de sorte que l'oxygène agisse comme oxydant pour produire une solution d'oxydation sous pression contenant du cuivre et un résidu solide contenant du molybdène, la quantité de chlorure dans la solution d'alimentation étant de 8 à 15 g/L.

18. Technique selon la revendication 17, dans laquelle l'oxydation sous pression est réalisée à une température de 115°C à 175°C.

19. Technique selon la revendication 18, dans laquelle l'oxydation sous pression est réalisée à une température d'environ 150°C.

20. Technique selon la revendication 17, dans laquelle l'oxydation sous pression est réalisée sous une pression d'oxygène de 350 à 1 800 kPa.

21. Technique selon la revendication 17, dans laquelle le cuivre dans la solution d'alimentation a une concentration de 10 à 20 g/L.

22. Technique selon la revendication 21, dans laquelle la concentration du cuivre dans la solution d'alimentation est d'environ 15 g/L.

23. Technique selon la revendication 17, dans laquelle le chlorure dans la solution d'alimentation est maintenu à une valeur de 10 à 15 g/L.

24. Technique selon la revendication 23, dans laquelle le chlorure dans la solution d'alimentation est maintenu à une valeur d'environ 12 g/L.

25. Technique selon la revendication 17, dans laquelle la solution d'alimentation est fournie en recyclant au moins une partie de la solution d'oxydation sous pression vers l'oxydation sous pression.

26. Technique selon la revendication 25, dans laquelle la solution d'oxydation sous pression est soumise à une extraction par solvant du cuivre pour produire une solution riche en cuivre et un raffinat et dans laquelle au moins une partie du raffinat est recyclée vers l'oxydation sous pression.

27. Technique selon la revendication 18, dans laquelle la première oxydation sous pression est réalisée avec une densité de matières solides d'environ 1 000 g/L.

28. Technique selon la revendication 27, dans laquelle la densité de matières solides est d'environ 500 g/L.

29. Technique selon la revendication 17, dans laquelle le cuivre est présent sous forme de sulfate de cuivre dans la solution d'alimentation.

30. Technique selon la revendication 17, dans laquelle le chlorure est présent sous forme de chlorure de cuivre dans la solution d'alimentation.

31. Technique selon la revendication 17, dans laquelle l'oxydation sous pression est réalisée avec une densité de matières solides de 250 à 800 g/L.
FIG. I
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

- US 3674424 A [0007]
- US 3714325 A [0008]
- US 3694147 A [0009]
- US 5645708 A [0050]
- US 5874055 A [0050]
- US 5855858 A [0050]