EUROPEAN PATENT SPECIFICATION

ELECTROPHORETIC ACTIVE MATRIX DISPLAY DEVICE
ELEKTROPHORETISCHE ANZEIGEVORRICHTUNG MIT AKTIVER MATRIX
MATRICE ACTIVE ELECTROPHORETIQUE

(84) Designated Contracting States:
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HU IE IT LI LU MC NL PT SE SI SK TR

(30) Priority: 15.03.2002 EP 02076038
24.05.2002 EP 02077017

(43) Date of publication of application:

(72) Inventors:
• ZHOU, Guo-Fu
NL-5656 AA Eindhoven (NL)
• JOHNSON, Mark, T.
NL-5656 AA Eindhoven (NL)
• HENZEN, Alexander, V.
NL-5656 AA Eindhoven (NL)
• DIJKMAN, Willibrordus, J.
NL-5656 AA Eindhoven (NL)

(73) Proprietor: Adrea LLC
Sunnyvale, CA 94085 (US)

(45) Date of publication and mention of the grant of the patent:

(51) Int Cl.:
G09G 3/34 (2006.01) G09G 3/36 (2006.01)
G09G 1/16 (2006.01)

(86) International application number:
PCT/IB2003/000423

(87) International publication number:

(74) Representative: Williams, Michael Ian et al
Cleveland
10 Fetter Lane
London EC4A 1BR (GB)

(56) References cited:
EP-A- 0 536 744
KR-A- 20020 013 724
US-A- 4 746 917
US-B1- 6 504 524

• PATENT ABSTRACTS OF JAPAN vol. 015, no. 169
05218 A (MATSUSHITA ELECTRIC IND CO LTD),

• PATENT ABSTRACTS OF JAPAN vol. 018, no. 608
(E-1633), 18 November 1994 (1994-11-18) & JP 06
233131 A (FUJI FILM MICRO DEVICE
KK; OTHERS: 01), 19 August 1994 (1994-08-19)

Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
The invention relates to an electrophoretic active matrix display device.

Display devices of this type are used in, for example, monitors, laptop computers, personal digital assistants (PDAs), mobile telephones and electronic books.

US 4,947,159 discloses a multi-mode power supply for biasing an electrophoretic display and particularly for biasing the anode electrode of such a display. The supply contains first and second supply means each of which can operate as a constant voltage or constant current supply. The first and second supplies are respectively coupled to the anode electrode of the electrophoretic display so that during the Write Mode the display is operated with a constant current at a first polarity and operates with a constant current at a second polarity during the Erase Mode. Additional modes are shown where AC voltages are applied to the anode electrode either directly as in the case of a Slow Erase Mode or via a capacitor in the case of a Time 60 Cycle Mode for a given time period. In these modes the supplies are operated as constant voltage sources to enable suitable magnitude voltages to be applied to the anode electrode in order to provide optimum operating conditions for the electrophoretic display.

US patent no. 4,041,481 discloses a scanning apparatus for an electrophoretic matrix display panel, has a horizontal (X-line) electrode driving circuit to provide a selecting pulse, a vertical (Y-line) electrode driving circuit to provide a data pulse, and an information signal supply means. An electric field is imposed across cells of an electrophoretic suspension layer to change the optical reflective property of the cells in a predetermined sequence after a pause interval by the horizontal and vertical electrode driving circuits. This causes operation of the display panel without cross effect.

US patent no. 6,236,385 discloses a method of driving a liquid crystal that has a memory capability, wherein a reset voltage is initially applied to the liquid crystal during a reset period. During a subsequent selection period, a selection voltage that is selected in the basis of a critical value that brings about one of two metastable states in the liquid crystal is applied to the liquid crystal, and, during a non-selective period that follows the selection period, a non-selection voltage that is less than or equal to a threshold value that maintains two metastable states is applied to the liquid crystal. A delay period is provided between the reset period and the selection period, in order to gain effective timing for applying the selection voltage to the liquid crystal after the application of the reset voltage has been turned off. This shortens the length of the selection period, and hence the write time.

A display device of the type mentioned in the opening paragraph is known from international patent application WO 99/53373. This patent application discloses an electronic ink display comprising two substrates, one of which is transparent and the other substrate is provided with electrodes arranged in rows and columns. A crossing between a row and a column electrode is associated with a display element. The display element is coupled to the column electrode via a thin-film transistor (TFT), the gate of which is coupled to the row electrode. This arrangement of display elements, TFT transistors and row and column electrodes jointly forms an active matrix. Furthermore, the display element comprises a pixel electrode. A row driver selects a row of display elements and the column driver supplies a data signal to the selected row of display elements via the column electrodes and the TFT transistors. The data signal corresponds to graphic data to be displayed.

Furthermore, an electronic ink is provided between the pixel electrode and a common electrode provided on the transparent substrate. The electronic ink comprises multiple microcapsules of about 10 to 50 microns. Each microcapsule comprises positively charged white particles and negatively charged black particles suspended in a fluid. When a negative field is applied to the common electrode, the white particles move to the side of the microcapsule directed to the transparent substrate, and the display element becomes visible to a viewer. Simultaneously, the black particles move to the pixel electrode at the opposite side of the microcapsule where they are hidden from the viewer. By applying a positive field to the common electrode, the black particles move to the common electrode at the side of the microcapsule directed to the transparent substrate, and the display element appears dark to a viewer. When the electric field is removed, the display device remains in the acquired state and exhibits a bi-stable character.

Grey scales can be created in the display device by controlling the amount of particles that move to the counter electrode at the top of the microcapsules. For example, the energy of the positive or negative electric field, defined as the product of field strength and time of application, controls the amount of particles moving to the top of the microcapsules.

The known display devices have a so-called dwell time. The dwell time is defined as the interval between a previous image update and a new image update.

A disadvantage of the present display is that it exhibits an underdrive effect, which leads to inaccurate grey scale reproduction. This underdrive effect occurs, for example, when an initial state of the display device is black and the display is periodically switched between the white and the black state. For example, after a dwell time of several seconds, the display device is switched to white by applying a negative field for an interval of 200ms. In a subsequent interval, no electric field is applied for 200ms and the display remains white, and in the next interval a positive field is applied for 200 ms and the display is switched to black. The brightness of the display as a response of the first pulse of the series is below the desired maximum brightness, which can be reproduced...
several pulses later.

[0011] It is an object of the invention to provide a display device of the type mentioned in the opening paragraph which has an improved reproduction of grey scales.

[0012] According to the present invention there is provided a display device as defined in claim 1.

[0013] The invention is based on the recognition that the optical response depends on the history of the display element. The inventors have observed that when a preset signal is supplied before the drive signal to the pixel electrode, which preset signal comprises a pulse representing an energy which is sufficient to release the electrophoretic particle from a static state at one of the two electrodes, but is too low to reach the other one of the electrodes, the underdrive effect is reduced. Because of the reduced underdrive effect, the optical response to an identical data signal will be substantially equal, regardless of the history of the display device and in particular its dwell time. The underlying mechanism can be explained by the fact that, after the display device is switched to a predetermined state, e. g. a black state, the electrophoretic particles come to a static state, when a subsequent switching to the white state takes place, in which the moment of the particles is low because their starting speed is close to zero. This results in a long switching time. The application of the preset pulses increases the momentum of the electrophoretic particles and thus reduces the switching time.

[0014] A further advantage is that the application of the preset pulses significantly reduces a prior history of the electronic ink, whereas, in contrast, conventional electronic ink display devices require massive signal processing circuits for generating data pulses of a new frame, storage of several previous frames and a large look-up table.

[0015] Such a preset pulse may have a duration of one order of magnitude less than the time interval between two subsequent image updates. An image update takes place when the image information of the display device is renewed or refreshed.

[0016] Further advantageous embodiments of the invention are defined in the dependent claims.

[0017] In an embodiment, the power dissipation of the display device can be minimised by applying just a single preset pulse.

[0018] In an embodiment, a preset signal consisting of an even number of preset pulses of opposite polarity can be generated for minimising the DC component and the visibility of the preset pulses of the display device. Two preset pulses, one with a positive polarity and one with a negative polarity will minimize the power dissipation of the display device in this mode of operation.

[0019] In an embodiment, the electrodes are arranged to form a passive matrix display.

[0020] In an embodiment, the display device is provided with an active matrix addressing to provide the data signals to the pixel electrodes of the display elements.

[0021] In an embodiment, the display elements are interconnected in two or more groups, wherein preset pulses having a different polarity are supplied to the different parts of the screen. For example, when in a single frame addressing period the preset pulses are applied with a positive polarity to all even rows and with a negative polarity to all odd rows, adjacent rows of the display device will appear alternately brighter and darker, and in the subsequent frame addressing period the positive and negative polarities of the preset pulses are inverted, in which the perceptual appearance will then hardly be affected, as the eye integrates these short brightness fluctuations both across the display (spatial integration) and on subsequent frames (temporal averaging). This principle is similar to the line inversion principle in methods of driving liquid crystal displays with reduced flicker.

[0022] In an embodiment, the preset signals are generated in the second driving means and applied to the pixel electrodes simultaneously by selecting, for example, all even rows followed by all odd rows at a time by the first driving means. This embodiment requires no additional electronics on the substrates.

[0023] In an embodiment, the preset signals are applied directly via the counter electrode to the pixel electrode. An advantage of this arrangement is that the power consumption is lower because the capacitance involved in this case is lower than in a case where the row or column electrodes are addressed.

[0024] In an embodiment, the counter electrode is divided into several portions, in order to reduce the visibility of the preset pulses.

[0025] In an embodiment, the pixel electrode is coupled via a first additional capacitive element. The voltage pulses on the pixel electrode can now be defined as the ratio of a pixel capacitance and the first additional capacitive element. The pixel capacitance is the intrinsic capacitance of the material between the pixel electrode and the transparent substrate. Particularly in combination with an encapsulated electrophoretic material as supplied by E-Ink Corporation, this embodiment may be advantageous because, in case the first additional capacitive element is selected to have a large value compared to the pixel capacitance, the preset signal will substantially be transmitted to the pixel electrode, which reduces the power consumption.

[0026] Furthermore, the pixel capacitance will not vary significantly with the different applied grey levels. Thus, the preset pulse on the pixel electrode will be substantially equal for all display elements, irrespective of the applied grey levels.

[0027] In an embodiment, the pixel element is coupled to the control means via a further switching element. The further switching elements allow a division of the display elements into two or more groups.

[0028] In an embodiment, the grey scale reproduction of the display device can be further improved. Storing previous states and the current state of the display element and determining the drive signal in dependence
upon the stored previous states, the current state and the new state of the display element improves the grey scale reproduction. In order to determine the drive signal, the processing means can be provided with a look-up table whose entries correspond to the previous state and the new state of the display elements.

In an embodiment, the grey scale reproduction can be further improved by incorporating a temperature sensor and a temperature compensation to correct the drive signal for the actual operating temperature of the display device.

These and other aspects of the invention are apparent from and will be elucidated with reference to the embodiments described hereinafter.

In the drawings:

Fig. 1 is a diagrammatic cross-section of a portion of a display device,
Fig. 2 is an equivalent circuit diagram of a portion of a display device,
Figs. 3 and 4 show drive signals and internal signals of the display device,
Fig. 5 shows an optical response of a data signal,
Fig. 6 shows an optical response of a preset signal and a data signal,
Fig. 7 shows preset signals for pixel electrodes for two adjacent rows consisting of 6 pulses of opposite polarities,
Fig. 8 shows an example of a counter electrode comprising interdigitized comb structures,
Fig. 9 shows an equivalent circuit of a display element with two TFTs,
Fig. 10 shows a display device with a state memory,
Fig. 11 shows an integrated sequence of preset pulses and drive signals,
Fig. 12 shows a histogram of a display device with a state memory for two previous states and a drive signal preceded by four preset pulses for each transition.

The Figures are schematic and not drawn to scale, and, in general, like reference numerals refer to like parts.

Fig. 1 is a diagrammatic cross-section of a portion of an electrophoretic display device 1, for example of the size of a few display elements, comprising a base substrate 2, an electrophoretic film with an electronic ink which is present between two transparent substrates 3, 4 of, for example, polyethylene. One of the substrates 3 is provided with transparent picture electrodes 5 and the other substrate 4 is provided with a transparent counter electrode 6. The electronic ink comprises multiple microcapsules 7 of about 10 to 50 microns. Each microcapsule 7 comprises positively charged white particles 8 and negatively charged black particles 9 suspended in a fluid 10. When a negative field is applied to the counter electrode 6, the white particles 8 move to the side of the microcapsule 7 directed to the counter electrode 6, and the display element becomes visible to a viewer. Simultaneously, the black particles 9 move to the opposite side of the microcapsule 7 where they are hidden from the viewer. By applying a positive field to the counter electrodes 6, the black particles 9 move to the side of the microcapsule 7 directed to the counter electrode 6, and the display element appears dark to a viewer (not shown). When the electric field is removed, the particles 7 remain in the acquired state and the display exhibits a bi-stable character and consumes substantially no power.

Fig. 2 is an equivalent circuit diagram of a picture display device 1 comprising an electrophoretic film laminated on a base substrate 2 provided with active switching elements, a row driver 16 and a column driver 10. Preferably, a counter electrode 6 is provided on the film comprising the encapsulated electrophoretic ink, but could be alternatively provided on a base substrate in the case of operation with in-plane electric fields. The display device 1 is driven by active switching elements, in this example thin-film transistors 19. It comprises a matrix of display elements at the area of crossings of row or selection electrodes 17 and column or data electrodes 11. The row driver 16 consecutively selects the row electrodes 17, while a column driver 10 provides a data signal to the column electrode 11. Preferably, a processor 15 first processes incoming data 13 into the data signals. Mutual synchronisation between the column driver 10 and the row driver 16 takes place via drive lines 12. Select signals from the row driver 16 select the pixel electrodes 22 via the thin-film transistors 19 whose gate electrodes 20 are electrically connected to the row electrodes 17 and the source electrodes 21 are electrically connected to the column electrodes 17. A data signal present at the column electrode 17 is transferred to the pixel electrode 22 of the display element coupled to the drain electrode via the TFT. In the embodiment, the display device of Fig. 1 also comprises an additional capacitor 23 at the location of each display element 18. In this embodiment, the additional capacitor 23 is connected to one or more storage capacitor lines 24. Instead of TFTs, other switching elements can be used, such as diodes, MIMs, etc.

Figs. 3 and 4 show drive signals of a conventional display device. At the instant t0, a row electrode 17 is energized by means of a selection signal Vsel (Fig. 1), while simultaneously data signals Vd are supplied to the column electrodes 11. After a line selection time TL has elapsed, a subsequent row electrode 17 is selected at the instant t1, etc. After some time, for example, a field time or frame time, usually 16.7 msec or 20 msec, said row electrode 17 is energized again at instant t2 by means of a selection signal Vsel, while simultaneously the data signals Vd are presented to the column electrode 11, in the case of an unchanged picture. After a selection time TL has elapsed, the next row electrode is selected at the instant t3. This is repeated from instant t4. Because of the bistable character of the display de-
vice, the electrophoretic particles remain in their selected state and the repetition of data signals can be halted after several frame times when the desired grey level is obtained. Usually, the image update time is several frames.

[0036] Fig. 5 shows a first signal 51 representing an optical response of a display element of the display device of Fig. 2 on a data signal 50 comprising pulses of alternating polarity after a dwell period of several seconds. In Fig. 5, the optical response 51 is indicated by ---- and the data signal by _. Each pulse 52 of the data signal 50 has a duration of 200 ms and a voltage with an alternating polarity of plus and minus 15 V. Fig. 5 shows that the optical response 51 after the first negative pulse 52 is not a desired grey level, which is obtained only after the third or fourth negative pulse.

[0037] In order to improve the accuracy of the desired grey level with the data signal, the processor 15 generates a single preset pulse or a series of preset pulses before the data pulses of a subsequent refresh field, where the pulse time is typically 5 to 10 times less than the interval between an image update and a subsequent image update. If the interval between two image updates is 200 ms, the duration of a preset pulse is typically 20 ms.

[0038] Fig. 6 shows the optical response of a data signal 60 of the display device of Fig. 2 as a response of a series of 12 preset pulses of 20 ms and data pulses of 200 ms having a voltage of alternating polarity of plus and minus 15 V. In Fig. 5, the optical response 51 is indicated by ----, the improved optical response 61 by - - - - - - - and the data signal by _. The series of preset pulses consists of 12 pulses of alternating polarity. The voltage of each pulse is plus or minus 15 V. Fig. 6 shows a significant increase of the grey scale accuracy, the optical response 61 is substantially at the same level as the optical response after the fourth data pulse 55. However, some flicker introduced by the preset pulses may become visible, see optical response 56. In order to reduce the visibility of this flicker, the processor 15 and the row driver 16 can be arranged in such a way that the row electrodes 17 associated with display elements are interconnected in two groups, and the processor 15 and the column driver 10 are arranged to execute an inversion scheme by generating a first preset signal having a first phase to the first group of display elements and a second reset signal having a second phase to the second group of display elements, wherein the second phase is opposite to the first phase. Alternatively, multiple groups can be defined, for which reset pulses are supplied with different phases. For example, the row electrodes 17 can be interconnected in two groups, one group of the even rows and one group of the odd rows, with the processor generating a first preset signal consisting of six preset pulses with an alternating polarity of plus and minus 15 V, starting with a negative pulse to the display elements of the even rows, and a second preset signal consisting of six preset pulses of alternating polarity of plus and minus 15 V, starting with a positive pulse to display elements of the odd rows.

[0039] Fig. 7 shows two graphs which are indicative of an inversion scheme. A first graph 71 relates to a first preset signal consisting of 6 preset pulses of 20 ms supplied to a display element of an even row n, and a second graph 73 relates to a second preset signal consisting of 6 preset pulses of 20 ms supplied to a display element of an odd row n+1, wherein the phase of the second preset signal is opposite to the phase of the first preset signal. The voltage of the pulse alternates between plus and minus 15 V.

[0040] Instead of the series of preset pulses applied to two or more different groups of rows, the display elements can be divided into two groups of columns, for example, one group of even columns and one group of odd columns wherein the processor 15 executes an inversion scheme by generating a first preset signal consisting of six preset pulses of alternating polarity of plus and minus 15 V, starting with a negative pulse to the display elements of the even columns, and a second preset signal consisting of six preset pulses of alternating polarity of plus and minus 15 V, starting with a positive pulse to the display elements of the odd columns. Here, all rows can be selected simultaneously. In further embodiments, inversion schemes as discussed above can be simultaneously supplied to both rows and columns to generate a so-called dot-inversion scheme, which still further reduces optical flicker.

[0041] In a further embodiment, the counter electrode 80 is shaped as two interdigitized comb structures 81,83 as shown in Fig. 8 in order to reduce optical flicker. This kind of electrode is well known to the skilled person. The two counter electrodes 81,83 are coupled to two outputs 85,87 of the processor 15. Furthermore, the processor 15 is arranged to generate an inversion scheme by supplying a first preset signal consisting of six preset pulses of 20 ms and an alternating polarity of plus and minus 15 V, starting with a negative pulse to the first comb structure 81, and a second preset signal consisting of six preset pulses of 20 ms and an alternating polarity of plus and minus 15 V, starting with a positive pulse to the second comb structure 83, whilst maintaining the pixel electrode 23 at 0 V. After the preset pulses are supplied, the two comb structures 81,83 can be connected to each other before new data is supplied to the display device.

[0042] In a further embodiment, the preset pulses can be applied by the processor 15 via the additional storage capacitors 23 by charge sharing between the additional storage capacitor 23 and the pixel capacitance 18. In this embodiment, the storage capacitors on a row of display elements are connected to each other via a storage capacitor line, and the row driver 16 is arranged to interconnect these storage capacitor lines to each other in two groups allowing inversion of the preset pulses across two groups, a first group related to even rows of display elements and a second group related to odd rows of display elements. In order to improve grey scale reproduction before new data is supplied to the display elements, the row driver executes an inversion scheme by generating a first preset signal consisting of 6 preset pulses of
In a further embodiment, the preset pulses can data is supplied to the display elements. the storage capacitors can be grounded before the new data is supplied to the display elements.

In a further embodiment, the preset pulses can be applied directly to the pixel electrode 22 by the processor 15 via an additional thin-film transistor 90 coupled via its source 94 to a dedicated preset pulse line 95. The drain 92 is coupled to the pixel electrode 22. The gate 91 is coupled via a separate preset pulse addressing line 93 to the row driver 16. The addressing TFT 19 must be non-conducting by, for example, setting the row electrode 17 to 0 V.

When the preset signal is applied to all display elements simultaneously, flicker may occur. Therefore, preset signal inversion is applied by division of the additional thin-film transistors 90 into two groups, one group being connected to display elements of even rows and one group being connected to display elements of odd rows. Both groups of TFTs 90 are separately addressable and connected to the preset pulse lines 95. The processor 15 executes an inversion scheme by generating a first preset signal consisting of, for example, 6 preset pulses of 20 ms and a voltage 15 V of alternating polarity to the first group of TFTs 90 via the preset pulse line 95, and a second preset signal consisting of 6 preset pulses of 20 ms and a voltage of 15 V of alternating polarity to the second groups of TFTs 90, wherein the phase of the second signal is opposite to the phase of the first signal. Alternatively, a single set of TFTs addressable in the same period can be attached to two separate preset pulse lines with inverted pre set pulses.

After the preset signals are supplied to the TFTs 90, the TFTs are deactivated before new data is supplied via the column drivers 10.

Further power reductions are possible in the described embodiments by applying any of the well-known charge recycling techniques to the (inverted) preset pulse sequences to reduce the power used to charge and discharge pixel electrodes during the preset pulse cycles.

In order to improve the grey-scale reproduction of the displayed image information, a conventional electrophoretic display device can be provided with memory means for storing various previous states and the current state of the display elements.

Fig. 10 shows a conventional electrophoretic display device 100 for displaying image information provided to the display device in a series of consecutive frames N-1, N, N+1. The display device has a similar arrangement as the device as shown in Fig. 2, extended with memory means, for example, a first RAM memory 101 and a second RAM memory 103 for storing a previous state of the display elements corresponding to a frame N-1 directly before a current frame N is displayed, and a current state of the display elements corresponding to the current frame N which is being displayed, respectively. Furthermore, processing means 15 are arranged to generate the drive signal 12 in dependence upon the stored previous state of the previous frame N-1, the stored current state of the display element corresponding to the current frame N being displayed and the new state of the display element corresponding to the new frame N+1 to be displayed. Preferably, the processing means 15 comprises a look-up table 105 which has address entries corresponding to one previous state of the display element, the current state of the display element and the new state of the display element, each state corresponding to a 4-bit number corresponding to a 16-level grey scale. These bits together form a 12-bit entry in the look-up table 105. Furthermore, the display device 100 may be provided with a digital temperature sensor 107 for sensing an operating temperature of the device and for providing a temperature compensation in order to reduce the temperature dependency of the grey value reproduction of the display device. To this end, the temperature sensor 107 generates, for example, a 4-bit number representing an actual operating temperature of the display device, and the entry of the look-up table 105 is extended with these further 4 bits. Now, the look-up table entry consists of 16 bits. These entries of the look-up table 105 point to a predetermined drive parameter of the drive signal for transition of a display element from a first grey value corresponding to a current state corresponding to frame N to a second grey value in a new state corresponding to frame N+1. The look-up table 105 can be realized in a ROM memory. The drive signal may consist of a pulse of fixed duration and varying amplitude, a pulse with a fixed amplitude, alternating polarity and a varying duration between two extreme values, and a hybrid drive signal wherein both the pulse length and the amplitude can be varied. For a pulse amplitude drive signal, this predetermined drive parameter indicates the amplitude of the drive signal including the sign thereof. For a pulse time modulated drive signal, the predetermined drive parameter indicates the duration and sign of the pulse making up the drive signal. For a hybrid generation or pulse-shaped drive signal, the predetermined drive parameter indicates the amplitude and the length of portions making up the drive pulse. The predetermined drive parameter may be, for example, an 8-bit number. For each entry in the look-up table 105, the drive parameter is experimentally determined for a selected type of electronic ink for a corresponding grey level transition and different predetermined operating temperatures. The drive signal 12 is applied to the column driver 10.

Furthermore, the generation of the drive signal in this electrophoretic display device 100 can be combined with the preset pulses in order to further improve the reproduction of grey scales. To this end, the preset pulses are generated before the drive signal in accordance with the examples described above. For example, the preset pulses may consist of 4 pulses having a duration of 40 ms and an amplitude of 15 V and an alter-
Fig. 11 shows an integrated sequence of preset pulses $97$ and $4$ drive signals $V(n)$, $V(n+1), V(n+2), V(n+3)$.

A comparison of the grey value reproduction of a conventional electrophoretic display without preset pulses inserted before the drive signal and an electrophoretic display device with preset pulses inserted before each drive signal is given in Fig. 12 and Fig. 13.

Fig. 12 shows a first histogram 120 of the brightness of a number of display elements of an electrophoretic display device comprising memories for two previous states of the display table and a look-up table. The brightnesses are measured after a transition from one of the $4$ predetermined states corresponding to frame $N$ to another of the $4$ predetermined states corresponding to frame $N+1$. The previous states stored in the memories are a first predetermined state corresponding to a frame $N-1$, and a present state corresponding to a frame $N$. The first histogram shows the number of display elements having a brightness $L^*$ as the result of a sequence of $1000$ random transitions between $4$ predetermined reflectance values, i.e. corresponding to $4$ grey values of the drive signal with a dwell time of $2$ seconds between two consecutive transitions. The maximum value of the brightness $L^*$ that can be obtained is $70$. The minimal value of the brightness $L^*$ is $25$. The brightness $L^*$ is defined as $116. (\text{reflectance} / 100)^{1/3} - 16$, where the reflectance is a number between $0$ and $100$. $0$ indicates no reflectance and $100$ indicates absolute reflection.

In this conventional electrophoretic display device, no preset pulses are generated before the drive signal for a transition from one of the $4$ predetermined grey values to another one of the $4$ predetermined grey values. As can be seen from Fig. 12, the grey scale reproduction is poor.

Fig. 13 shows a second histogram 130 of the brightness of a number of display elements of an electrophoretic display device comprising memories for two previous states and a look-up table wherein preset pulses are inserted before the drive signal for a transition from one of the $4$ predetermined grey values to another one of the $4$ predetermined grey values. The brightness is measured after a transition from one of the $4$ predetermined states corresponding to frame $N$ to another of the $4$ predetermined states corresponding to frame $N+1$. The previous states stored in the memories are a first predetermined state corresponding to a frame $N-1$, and a present state corresponding to a frame $N$. The second histogram 130 shows the brightness in $L^*$ of a number of display elements as the result of a sequence of $1000$ random transitions to $4$ possible reflectance values, i.e. corresponding to $4$ predetermined grey values of the drive signal with a dwell time of $2$ seconds between two consecutive transitions. The preset pulse sequence consists of $4$ pulses of a duration of $40$ ms and an amplitude of $15$ V and an alternating polarity. A part of this sequence is shown in Fig. 11. Fig. 13 shows that, with the reduced width of the distributions corresponding to the $4$ predetermined grey scales as compared with the width of the distributions of the histogram in Fig. 12, the grey scale reproduction has improved significantly, wherein the grey scale error is $1.5 \, L^*$.

Claims

1. A display device (1) comprising electrophoretic particles (8, 9), a display element comprising a pixel electrode (5) and an associated counter electrode (6), between which a portion of the electrophoretic particles is present, and control means (15) for supplying a drive signal to the electrodes to bring the display element to a predetermined optical state corresponding to the image information to be displayed, wherein the control means (15) are arranged to supply a preset signal preceding the drive signal comprising a preset pulse representing an energy which is sufficient to release the electrophoretic particles at a first position near one of the two electrodes corresponding to a first optical state, but is too low to enable the particles to reach a second position near the other electrode corresponding to a second optical state, characterised in that:

the control means (15) are arranged to generate the preset pulse with a negative or positive polarity, and the control means are further arranged to generate the drive signal comprising a pulse with a negative or positive polarity, wherein the polarity of the preset pulse is opposite to the polarity of the pulse of the data signal.

2. A display device as claimed in claim 1, wherein the duration of the preset pulse is one tenth of a time interval between two subsequent image updates.

3. A display device as claimed in claim 1 or 2, wherein the control means (15) are further arranged to generate an even number of preset pulses.

4. A display device as claimed in any of the preceding claims, wherein one of the electrodes comprises a data electrode and the other electrode comprises a selection electrode, and the control means further comprise first drive means for applying a selection signal to the selection electrodes and second drive means for applying a data signal to the data electrode.

5. A display device as claimed in any of the preceding claims, wherein the pixel electrode of the display element is coupled to a selection electrode or a data electrode via a switching element, and the control means further comprise first drive means for apply-
ing a selection signal to the selection electrodes and second drive means for applying a data signal to the data electrode.

6. A display device as claimed in claim 4 or 5, wherein selection electrodes associated with display elements are interconnected in two groups, and the control means are arranged to generate a first preset signal having a first phase to the first group and a second preset signal having a second phase opposite to the first phase to the second group.

7. A display device as claimed in any of claims 4 to 6, wherein the second drive means are arranged to generate the preset signal.

8. A display device as claimed in any of the preceding claims, wherein the pixel electrode is coupled to the control means for generating the reset signal via the counter electrode.

9. A display device as claimed in claim 8, wherein the counter electrode is divided into two portions, and wherein each portion is associated with a set of display elements connected via a selection electrode.

10. A display device as claimed in any of claims 1 to 7, wherein the pixel electrode is coupled via a first additional capacitive element to the control means for receiving the preset signal.

11. A display device as claimed in any of claims 1 to 7, wherein the pixel electrode is coupled to the control means via a further switching element.

12. A display device as claimed in any of the preceding claims, wherein the display comprises two substrates, one of which is transparent, and the electrophoretic particles are present between the two substrates.

13. A display device as claimed in any of the preceding claims, wherein the image information is received in consecutive frames N-1, N and the display device further comprises memory means for storing a previous display state of the display elements corresponding to a frame N-1 directly before a new frame N to be displayed, and the processing means are further arranged to generate the drive signal in dependence upon the stored previous state, the current state and the new state of the display element corresponding to the new frame N+1 to be displayed.

14. A display device as claimed in any of the preceding claims, wherein the image information is received in consecutive frames N-1, N, N+1 and the display device further comprises memory means for storing a previous display state of the display elements corresponding to a frame N-1 directly before a current frame N is displayed and the current display state of the frame N is displayed, and the processing means are further arranged to generate the drive signal in dependence upon the stored previous state, the current state and the new state of the display element corresponding to the new frame N+1 to be displayed.

15. A display device as claimed in any of the preceding claims, wherein the display device is provided with a temperature sensor for sensing an operating temperature of the display device and a temperature compensating circuit for generating a drive signal in dependence upon a desired grey value and operating temperature.

Patentansprüche

1. Anzeigevorrichtung (1), umfassend elektrophoretische Partikel (8, 9), ein Anzeigeelement, umfassend eine Pixelelektrode (5) und eine dazugehörige Gegenelektrode (6), zwischen denen ein Teil der elektrophoretischen Partikel vorhanden ist, und Steuermittel (15) zum Liefern eines Ansteuersignals an die Elektroden, um das Anzeigeelement in einen vorbestimmten optischen Zustand entsprechend den anzuzeigenden Bildinformationen zu bringen, wobei die Steuermittel (15) angeordnet sind, um ein voreingestelltes, dem Ansteuersignal vorausgehendes Signal zu liefern, umfassend einen voreingestellten Puls, der eine Energie darstellt, die ausreicht, um die elektrophoretischen Partikel an einer ersten Position in der Nähe von einer der beiden Elektroden freizusetzen, was einem ersten optischen Zustand entspricht, die jedoch zu gering ist, um den Partikeln das Erreichen einer zweiten Position in der Nähe der anderen Elektrode, was einem zweiten optischen Zustand entspricht, zu ermöglichen, dadurch gekennzeichnet, dass:

2. Anzeigevorrichtung nach Anspruch 1, wobei die Dauer des voreingestellten Pulses mit einer negativen oder positiven Polarität zu erzeugen, und die Steuermittel des Weiteren angeordnet sind, um das Ansteuersignal zu erzeugen, das einen Puls mit einer negativen oder positiven Polarität umfasst, wobei die Polarität des voreingestellten Pulses der Polarität des Pulses des Datensignals entgegengesetzt ist.

3. Anzeigevorrichtung nach Anspruch 1 oder 2, wobei die Steuermittel (15) des Weiteren angeordnet sind,
um eine gerade Anzahl von voreingestellten Pulsen zu erzeugen.

4. Anzeigevorrichtung nach einem der vorhergehenden Ansprüche, wobei eine der Elektroden eine Datenelektrode umfasst und die andere Elektrode eine Selektionslektrode umfasst, und die Steuermittel des Weiteren erste Ansteuermittel zum Anlegen eines Selektionssignals an die Selektionslektroden und zweite Ansteuermittel zum Anlegen eines Datensignals an die Datenelektrode umfassen.

5. Anzeigevorrichtung nach einem der vorhergehenden Ansprüche, wobei die Pixelelektrode des Anzeigeelements über ein Schaltelement mit einer Datenelektrode verbunden ist und die Steuermittel des Weiteren erste Ansteuermittel zum Anlegen eines Selektionssignals an die Selektionslektroden und zweite Ansteuermittel zum Anlegen eines Datensignals an die Datenelektrode umfassen.

6. Anzeigevorrichtung nach Anspruch 4 oder 5, wobei die mit den Anzeigeelementen verbundenen Selektionslektroden in zwei Gruppen verschaltet sind und die Steuermittel angeordnet sind, um ein erstes voreingestelltes Signal mit einer ersten Phase zur ersten Gruppe und ein zweites voreingestelltes Signal mit einer zweiten Phase, die der ersten Phase entgegengesetzt ist, zur zweiten Gruppe zu erzeugen.

7. Anzeigevorrichtung nach einem der Ansprüche 4 bis 6, wobei die zweiten Ansteuermittel angeordnet sind, um das voreingestellte Signal zu erzeugen.

8. Anzeigevorrichtung nach einem der vorhergehenden Ansprüche, wobei die Pixelelektrode mit den Steuermitteln verbunden ist, um über die Gegenelektrode das Reset-Signal zu erzeugen.

9. Anzeigevorrichtung nach Anspruch 8, wobei die Gegenelektrode in zwei Teile unterteilt ist und wobei jeder Teil zu einem Satz von Anzeigeelementen gehört, die über eine Selektionslektrode verbunden sind.

10. Anzeigevorrichtung nach einem der Ansprüche 1 bis 7, wobei die Pixelelektrode über ein erstes zusätzli ches kapazitives Element mit den Steuermitteln verbunden ist, um das voreingestellte Signal zu empfangen.

11. Anzeigevorrichtung nach einem der Ansprüche 1 bis 7, wobei die Pixelelektrode über ein weiteres Schaltelement mit den Steuermitteln verbunden ist.

12. Anzeigevorrichtung nach einem der vorhergehenden Ansprüche, wobei die Anzeige zwei Substrate umfasst, von denen eines transparent ist, und die elektrophoretischen Partikel zwischen den beiden Substraten vorliegen.


Revendications

1. Dispositif d'affichage (1) comprenant des particules électrophorétiques (8, 9), un élément d'affichage comprenant une électrode pixel (5) et une électrode associée de comptage (6), entre lesquelles est présente une partie des particules électrophorétiques, et un moyen de contrôle-commande (15) pour fournir un signal de commande aux électrodes afin d'amener l'élément d'affichage dans un état optique prédéterminé correspondant aux informations d'image à afficher, le moyen de commande (15) étant disposé de façon à fournir un signal prérglé précédant le
Dispositif d'affichage tel que revendiqué dans la revendication 4 ou 5, dans lequel le deuxième moyen de commande est disposé de façon à générer le signal de mise à zéro via la contre-électrode.

8. Dispositif d'affichage tel que revendiqué dans l'une quelconque des revendications précédentes, dans lequel l'électrode pixel est couplée au moyen de contrôle-commande pour recevoir le signal préréglé.

9. Dispositif d'affichage tel que revendiqué dans la revendication 8, dans lequel la contre-électrode est divisée en deux portions, chaque portion étant associée à un ensemble d'éléments d'affichage connectés via l'électrode de sélection.

10. Dispositif d'affichage tel que revendiqué dans l'une quelconque des revendications 1 à 7, dans lequel l'électrode pixel est couplée via un premier élément capacitif supplémentaire au moyen de contrôle-commande pour stocker l'état d'affichage précédent des éléments d'affichage correspondant à une trame N-1, N, N+1, le dispositif d'affichage comprenant en outre un moyen de mémorisation pour stocker l'état d'affichage précédent des éléments d'affichage correspondant à une trame N-1 directement avant une trame N à afficher, le moyen de traitement étant en outre disposé afin de générer un signal de commande en fonction des états précédents stockés et du nouvel état de l'élément d'affichage correspondant à la nouvelle trame à afficher.
1 directement avant que la trame N courante soit affichée et que l’état courant d’affichage de la trame N soit affiché, le moyen de traitement étant en outre disposé afin de générer le signal de commande en fonction de l’état précédent stocké, de l’état courant et du nouvel état de l’élément d’affichage correspondant à la nouvelle trame N+1 à afficher.

15. Dispositif d’affichage tel que revendiqué dans l’une quelconque des revendications précédentes, dans lequel le dispositif d’affichage est pourvu d’un capteur de température pour détecter la température de fonctionnement du dispositif d’affichage et un circuit de compensation de température permettant de générer un signal de commande en fonction d’une valeur grise souhaitée et de la température de fonctionnement.
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader's convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• US 4041481 A [0004]

• US 6236385 B [0005]
• WO 9953373 A [0006]