EUROPEAN PATENT SPECIFICATION

Date of publication and mention of the grant of the patent:
07.05.2008 Bulletin 2008/19

Application number: 03785848.7

Date of filing: 17.12.2003

Int Cl.:
F16L 33/207 (2006.01)

International application number:
PCT/EP2003/014367

International publication number:

Compressed Fitting for Pipes
Verpressbare Rohrverbindung
Raccord à compression destiné à des tuyaux

Designated Contracting States:
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HU IE IT LI LU MC NL PT RO SE SI SK TR
Designated Extension States:
AL LT LV MK

Priority: 08.01.2003 IT MI20030010

Date of publication of application:
05.10.2005 Bulletin 2005/40

Proprietors:
• Romanelli, Carmine
  80128 Napoli (IT)
• Romanelli, Mario
  80128 Napoli (IT)

Inventors:
• Romanelli, Carmine
  80128 Napoli (IT)
• Romanelli, Mario
  80128 Napoli (IT)

Representative: Faraggiana, Vittorio
Ingg. Guzzi & Ravizza S.r.l.
Via Vincenzo Monti 8
20123 Milano (IT)

References cited:
AU-B- 510 400
FR-E- 54 476
WO-A-1 340 084

Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

[0001] The fastening of the extremity of a pipe to a hydraulic connection terminal body, fitting the extremity onto an internal cylindrical element, then pressing the pipe on said element by means of radial deformation of an external sleeve is known.

[0002] If the pipe is made in a pliable material, such as a plastic material, the use of an internal element generally cylindrical is known whose external surface has successive ridges and ring-like grooves. The pressure of the pipe on this sleeve deforms the material of the pipe making said ridges penetrate into the material itself, with effective hydraulic seal action.

[0003] When the fitting is intended to receive rigid or semi-rigid pipes, in plastic, metal or multi-layer metal and plastic, a problem is constituted by the need to achieve efficient resistance both to the withdrawal mechanical stress and to the hydraulic leakages, which is also reliable over its service life. The deformation of the external sleeve proves to be easier and can be deeper, if it is carried out in correspondence with discrete circumferential areas, so as to form deformed ring areas to assume a reduced diameter.

[0004] The present invention therefore concerns that type of fitting in which the whole section of the rigid or semi-rigid pipe is deformed because the pipe follows the path of the internal sleeve that is not generically cylindrical, but has at least one section with a heavily reduced diameter into which the pipe is forced to penetrate by deformation of its entire section, in the sense of reducing the diameter.

[0005] According to the known technique, in this type of fitting the internal element is fitted with circumferential grooves corresponding in position to the areas of the sleeve that are intended to be deformed. The deformation of the pipe, so that it takes on such a path that adheres to the internal element also in the areas with reduced diameter is obtained by means of deformation of an external sleeve fitted onto the pipe. The sleeve is deformed by means of a semi-circular jaw clamp with configuration corresponding to that of the sleeve, fitted with protruding circumferential beads, to compress and selectively deform the desired areas of the sleeve, in correspondence of the areas of the pipe that have to be deformed with diameter reduction to penetrate the reduced diameter areas of the internal element.

[0006] With such a known configuration of parts, between internal element and sleeve a winding path seat is formed within which the pipe is received and pressed, with good resistance to withdrawal, because of the deep deformation to which the diameter of the pipe itself is subject in limited areas.

[0007] Joints of the type described are known in numerous variants, and are for example shown in US 5,829,795.

[0008] A serious inconvenience that is presented by this type of pressure joint known is constituted by the fact that their reliability is determined by the precision with which the sleeve is pressed, in relation to the configuration of the internal element onto which the pipe is fitted.

[0009] In fact the beads of the deformation collet of the sleeve are required to act in correspondence with the grooves of the internal element, to obtain the desired effect.

[0010] Nevertheless, the application of these fittings to the extremity of a pipe can also be carried out in the formation of plants on the installation site and therefore not in the workshop where the operator can work at ease. In awkward conditions it may happen that the operator does not apply the tightening jaws in axially correct position on the external sleeve so that it is deformed in axially incorrect positions, and the grooves formed in the sleeve by the beads of the jaws do not correspond with sufficient precision to the grooves of the internal element, seriously compromising the formation of the joint, without the possibility of successive corrections of the incorrect deformation.

[0011] Proposal has also been made to define the sleeve areas that are subject to maximum pressure by a deformation collet by making slight protrusions on the external surface of the sleeve situated in correspondence of areas where maximum pressure on the pipe is required, to push it against a corresponding area of the internal element, as shown in DE 101 37 078. In this manner the result is that there are areas of the pipe that are more compressed so that the plastic material that constitutes the wall of the pipe, or at least its external layer, is deformed locally altering the thickness of the pipe and causing the insertion of the material in said seats for elastic gaskets of a generically cylindrical internal element of the fitting. The requirement in this document is that excessive diametric deformation of the pipe is avoided so as not to damage elastic gasket elements, while according to the aims of the invention the contrary is required, that is that the pipe is deeply deformed in the sense of locally diminishing its diameter, to reach a winding path that adapts to an internal element that has wide and deep grooves, to anchor mechanically against withdrawal.

[0012] The aim of the present invention is to obviate the inconveniences of the known technique and to produce a pressure joint that is highly reliable both for mechanical resistance against withdrawal and for hydraulic seal, suitable for pipes with relatively rigid wall in metal or in layers of plastic material and metal, and with improved facility of installation.

[0013] In accordance with the invention, the pressure fitting for rigid or semi-rigid pipes in metal, rigid plastic material (such as reticular polythene) or metal-plastic multi-layer, comprises an internal element on which the pipe is fitted and into which at least one circumferential groove is machined and an external sleeve usually cylindrical is positioned around the portion of pipe fitted on the internal element and intended to be deformed by radial compression to deform the pipe so as to make its
wall adhere to the bottom of the groove, and is characterized in that the width of said groove on the internal element is greater than the thickness of the pipe and its maximum depth is equal to at least a quarter of the thickness of the pipe, and that the external wall of the sleeve has a circumferential protruding bead in line with its area which is found in correspondence with the groove of the internal element with interposition of the wall of the pipe, the width of said groove being less at the width of the groove of the internal element and height greater than the depth of the groove, so that the compression of the sleeve by action of a cylindrical wall radially pushing acts on the grooving to deform the sleeve in the sense of deforming the wall of the pipe to penetrate said groove of the internal element.

[0014] To clarify the aims and the characteristics of the invention, a description of an embodiment thereof follows, illustrated in the enclosed drawings, in which:

- Figure 1 shows a detailed view of the fitting;
- Figure 2 shows an axial section view of the fitting before the deformation;
- Figure 3 shows an axial section view similar to that of Figure 2, showing enlarged detail;
- Figure 4 shows a view in section like that shown in Figure 2 after the final tightening action of the fitting has been applied.

[0015] The fitting in accordance with the invention comprises a body generically indicated with 10, of any configuration desired to be connected to another element that is not shown of a hydraulic plant.

[0016] The element 11, onto which pipe 12 is intended to be fitted, comes out of the generic body 10. Element 11 presents a suitable number of grooves 13, in the example two.

[0017] A sleeve 20 is also provided which is intended to be inserted around the pipe fitted onto the element 11 until it comes up against a shoulder 16, as can be seen in Figure 2.

[0018] Preferably, but not necessarily, an edge of the sleeve has a temporary holding axial coupling 21 on a complementary seat 15 of the corresponding extremity of the element 11. This coupling can be of simple interference with limited pressure, or the claw, filet, bayonet or similar type, and it is useful to fix the position of the sleeve when presetting the joint, so that accidental movements cannot occur too easily. Protruding beads 22 are machined on the external surface of the sleeve 20, which come into alignment with grooves 13 of the internal element when the parts of the joint are assembled, as shown in Figure 2. In any case the elements 15 and 21 must define the limit position of the sliding of the sleeve in such a position that the protruding beads 22 and the grooves 13 come into mutual alignment.

[0019] The forced pre-assembly of the sleeve 20 enables the installer to fit the pipe onto the element 11 without having to pay attention to the correct axial alignment of the parts to align the protruding bead 22 with the grooves 13.

[0020] One or more radial holes 23 can be made in the sleeve, through which the pipe fitted onto the joint can be seen. The operator can, therefore, be sure that the pipe has been completely fitted onto the internal element by seeing the wall of the pipe through said hole 23.

[0021] Should good anchorage on the internal element be required of the pipe also in relation to possible movements of mutual rotation, a circumferential band 17 is made on element 11 with surface machining creating roughness, for example direct tooth reeding like the generators of the element.

[0022] When the parts of the fitting are assembled as in Figure 2, a radial pressure is exerted on the sleeve, by means of jaws with usually cylindrical surfaces, schematized with 30 in Figure 2. Tools of this kind, manual or motorized, are well known and require no illustration.

[0023] Because of the presence of the beads 22, the sleeve receives a deforming action differentiated by the clamp tool, concentrated where said beads are present, so that the sleeve deforms the wall of the pipe 12 to penetrate the grooves 13 that are aligned with the beads 22, as shown in Figure 4. In this manner the pipe is positioned and held with a winding path between the element 11 and the sleeve 20, permanently deformed and with excellent axial hold.

[0024] The controlled deformation of the sleeve, in accordance with the aims of the invention, is not influenced by the exact axial positioning of the tool used for its radial compression.

[0025] Figure 3 shows an enlarged detail of the section of Figure 2 where details have been neglected, such as the elastic gaskets and their seats, for representation clarity, of important dimensions of parts of the fitting.

[0026] The width L1 of each groove 13 must be greater than the thickness s of the pipe to which the fitting is intended, which is usually slightly less than the distance between the cylindrical wrapper surface of the external surface of the element 11 and the internal surface of the sleeve 20 before the deformation. Preferably, L1 is greater than 1.5 s.

[0027] The depth H1 of the groove 13 will have to be at least equal to 0.25 the thickness s of the pipe.

[0028] The width L2 of the protrusion 22 must be less than the width L1 of the opposite groove 13 and the height H2 equal to or greater than the height H1 of the groove. It has been found that it must be verified that H2 is between the interval 1.25 to 1.5 H1, preferably around 1.3 H1.

[0029] The dimensional ratios specified above originate from the requirement, according to the aims of the invention, that the pipe can be deformed radially to take on a winding path by deformation of the sleeve 20, without however excessive localized pressures being created that deform the pipe in the sense of excessively lessening the thickness.

[0030] For this reason, for example, its is essential that the width of the ring-like protrusions 22 of the sleeve is
1. A compression fitting for rigid or semi-rigid pipes in metal, rigid plastic material, or metal-plastic multilayer, comprising an internal element (11) onto which the pipe (12) is fitted and into which at least one circumferential groove (13) is machined and an external sleeve (20) having a cylindrical shape is positioned around the portion of pipe fitted on the internal element (11) and intended to be deformed by radial compression to deform the pipe (12) so as to make its wall adhere to the bottom of the groove (13), characterized in that the width of said groove (13) of the internal element (11) is greater than the thickness of the pipe (12) and its maximum depth is equal to at least a quarter of the thickness of the pipe (12), and that the external wall of the sleeve (20) bears a circumferential protruding bead (22) corresponding with its area that is found in line with the groove (13) of the internal element (11) with interposition of the wall of the pipe (12), the width of said bead (22) being less than the width of the groove (13) of the internal element (11) and height at least equal to the depth of the groove (13), so that the compression of the sleeve (20) by action of a cylindrical wall pressing radially acts on the bead (22) to deform the sleeve (20) in the sense of deforming the wall of the pipe (12) to penetrate said groove (13) of the internal element (11).

2. Fitting according to claim 1, characterized in that the height of the bead (22) is between 1 and 1.5 times the depth of the groove (13), preferably about 1.3 times the depth of the groove (13).

3. Fitting in accordance with claim 1, characterized in that the width of the groove (13) is about 1.5 times the thickness of the pipe (12).

4. Fitting in accordance with claim 1, characterized in that a plurality of grooves (13) axially spaced along the internal element (11) are provided, to identify their mutual positioning.

5. Fitting in accordance with claim 1, characterized in that a seat is made at the bottom of the groove (13), in which an elastic seal ring gasket (14) is positioned.

6. Fitting in accordance with claim 1, characterized in that axial holding means (15, 21) of the extremity of the sleeve (20) with the internal element (11) are provided.

**Patentansprüche**

1. Verpressbare Verbindung für starre oder halbstarr Rohre aus Metall, starrem Kunststoff oder Metall-Kunststoffverbund mit einem inneren Element (11), an dem das Rohr (12) montiert ist und in dem mindestens eine umlaufende Rille (13) ausgebildet ist, und eine äußere Muffe (20) mit einer in den Wesentlich zylindrischen Form ist um den Rohrab schnitt, der an dem inneren Element (11) montiert ist, herum positioniert und dafür vorgesehen, durch radiale Pressung zur Verformung des Rohrs (12) verformt zu werden, so dass seine Wand an dem Boden der Rille (13) hält, dadurch gekennzeichnet dass die Breite der Rille (13) in dem inneren Element (11) größer als die Dicke des Rohrs (12) und ihre maximale Tiefe gleich mindestens einem Viertel der Dicke des Rohrs (12) ist, und dass die äußere Wand der Muffe (20) im Bereich ihres Abschnitts, der bei zwischengelagerter Wand des Rohrs (12) mit der Rille (13) des inneren Elements (11) fluchtet, eine umlaufende auskragende Wulst (22) trägt, wobei die Breite der Wulst (22) kleiner als die Breite der Rille (13) des inneren Elements (11) und die Höhe mindestens gleich der Tiefe der Rille (13) ist, so dass die Pressung der Muffe (20) durch Einwirkung einer Pressung der zylindrischen Wand in radialer Richtung derart auf die Wulst (22) einwirkt, dass die Muffe (20) in der Weise verformt wird, dass sich die Wand des Rohrs (12) verformt, um in die Rille (13) des inneren Elements (11) einzudringen.
2. Verbindung nach Anspruch 1, dadurch gekennzeichnet dass die Höhe der Wulst (22) zwischen dem 1-Fachen und 1,5-Fachen der Tiefe der Rille (13), vorzugsweise ungefähr das 1,3-Fache der Tiefe der Rille (13) beträgt.

3. Verbindung nach Anspruch 1, dadurch gekennzeichnet dass die Breite der Rille (13) ungefähr das 1,5-Fache der Dicke des Rohrs (12) beträgt.

4. Verbindung nach Anspruch 1, dadurch gekennzeichnet dass eine Vielzahl von Rillen (13) vorgesehen ist, die entlang des inneren Elements (11) in axialer Richtung verteilt sind.

5. Verbindung nach Anspruch 1, dadurch gekennzeichnet dass am Boden der Rille (13) ein Sitz ausgebildet ist, in dem eine elastische Ringdichtung (14) angeordnet ist.

6. Verbindung nach Anspruch 1, dadurch gekennzeichnet dass axiale Mittel (15, 21) für das Halten des Endes der Muffe (20) an dem inneren Element (11) vorgesehen sind, um ihre gegenseitige Anordnung zu bewirken.

Revendications

1. Raccord de compression pour tuyaux rigides ou semi-rigides en métal, matériau plastique rigide ou multicouche métal-plastique, comprenant un élément interne (11) sur lequel le tuyau (12) est raccordé et dans lequel au moins une gorge circonférentielle (13) est usinée, et un manchon extérieur (20) ayant une forme cylindrique est positionné autour de la partie de tuyau raccordée sur l’élément interne (11) et qui est destiné à être déformé par compression radiale pour déformer le tuyau (12), de façon à faire en sorte que la paroi adhère sur le fond de la gorge (13), caractérisé en ce que la largeur de ladite gorge (13) sur l’élément interne (11) est supérieure à l’épaisseur du tuyau (12) et sa profondeur maximum est égale à au moins un quart de l’épaisseur du tuyau (12), et en ce que la paroi extérieure du manchon (20) porte un filet circonférentiel faisant saillie (22), correspondant par sa superficie qui est alignée sur la gorge (13) de l’élément interne (11) à la position intercalée de la paroi du tuyau (12), la largeur dudit filet (22) étant inférieure à la largeur de la gorge (13) de l’élément interne (11) et la hauteur au moins égale à la profondeur de la gorge (13), de sorte que la compression du manchon (20) par action d’une paroi cylindrique s’appuyant radialement agit sur le filet (22) pour déformer le manchon (20) dans le sens de déformation de la paroi du tuyau (12) pour pénétrer dans ladite gorge (13) de l’élément interne (11).

2. Raccord selon la revendication 1, caractérisé en ce que la hauteur du filet (22) se situe entre 1 et 1,5 fois la profondeur de la gorge (13), de préférence environ 1,3 fois la profondeur de la gorge (13).

3. Raccord selon la revendication 1, caractérisé en ce que la largeur de la gorge (13) est d’environ 1,5 fois l’épaisseur du tuyau (12).

4. Raccord selon la revendication 1, caractérisé en ce qu’il est prévu une pluralité de gorges (13) espacées axialement le long de l’élément interne (11).

5. Raccord selon la revendication 1, caractérisé en ce qu’un siège est réalisé sur le fond de la gorge (13), dans lequel est positionné un joint d’étanchéité annulaire élastique (14).

6. Raccord selon la revendication 1, caractérisé en ce qu’il est prévu des moyens de retenue axiale (15, 21) de l’extrémité du manchon (20) avec l’élément interne (11) pour identifier leur positionnement réciproque.
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

- US 5829795 A [0007]
- DE 10137078 [0011]