Cylindrically shaped superconductor component and its use as resistive current limiter
Zylindrisch geformtes supraleitendes Bauelement und sein Gebrauch als resistiver Strombegrenzer
Composant supraconducteur en forme cylindrique et son application en tant que limiteur de courant résistif

Designated Contracting States:
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HU IE IT LI LU MC NL PL PT RO SE SI SK TR

Bock, Joachim
50374, Erftstadt (DE)

Eischner, Steffen
69121 Heidelberg (DE)

Representative: Feray, Valérie
Feray Lenne Conseil
39/41, avenue Aristide Briand
92163 Antony (FR)

References cited:
EP-A- 0 523 374
EP-A- 0 525 313
WO-A-00/08657
DE-A- 10 040 935
DE-A- 19 634 424
DE-A- 19 825 564

Note: Within nine months from the publication of the mention of the grant of the European patent, any person may give notice to the European Patent Office of opposition to the European patent granted. Notice of opposition shall be filed in a written reasoned statement. It shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

[0001] The present invention relates to a superconductor component with substantially cylindrical cross-section, in particular a high temperature superconductor component, and its use as resistive current limiter.

[0002] Superconductors, in particular ceramic high-temperature superconductors, offer a great potential as fault current limiters which enable rapid and effective current limitation, automatic recovery, negligible impedance during normal operation and application at high voltage.

[0003] Such resistive current limiters are capable of switching off the current within a very short time such as about 2 ms to protect large rectifier installation and other electrotechnical equipment against short circuit currents.

[0004] There are known different embodiments of current limiters. In so called resistive (ohmic) limiters the superconductive element becomes normally conductive if a critical current level is exceeded. This transition is also termed “quenching”. Further, such superconductor current limiters have the capability to return to its superconducting state after the current limiting event.

[0005] They are also known so called inductive current limiters. When applied with fault currents, the inductive current limiter provides a high impedance which limits the fault currents below a threshold level. For example, US-A-5,140,290 discloses an inductive current limiter in which the current to be limited flows through an inductive coil. A hollow cylinder of a high temperature superconductor is arranged in the interior of this coil, and a soft magnetic material with high permeability is arranged concentrically inside.

[0006] In normal operation (rated current) the superconductivity of the hollow cylinder shields the magnetic fields of the induction coil completely from the coil and impedance of the induction coil is maintained at a very low level. When a fault current flows through the induction coil the superconductivity of the cylindrical body disappears and the impedance of the induction coil reaches its maximum current limiting value.

[0007] In general the resistance of the superconducting material in its normal conducting state depends on the length of the conductor. Thus, for obtaining optimum current limitation the conductor requires a very long length. For practical operation it is necessary that despite the required length the conductor should occupy only a volume as small as possible.

[0008] There are several proposals for increasing the electrically active length of a conductor whereas its volume and linear extent, respectively, does not exceed a predetermined value.

[0009] In EP 0 523 374 a resistive current limiter is disclosed having the shape of an orthogonal plate. Into the sides extending parallel to the longitudinal axis of the plate a defined number of slots is cut which extend vertically with respect to the longitudinal axis of the plate. That is, the slots are cut into these two longitudinal sides such that they alternate. This forms a meandering conductor from the plate. Due to the meandering form the active length along which the current flows is significantly increased depending on the number of slots without increasing the actual volume. The ends of the conductor thus formed are provided with one electric connecting pole each.

[0010] A cylindrically shaped resistive current limiter is disclosed in EP 0 525 313. According to this proposal in a hollow cylinder made of a superconducting material also slots are cut alternately from the upper and the lower end of the hollow body, said slots extending parallel to the longitudinal axis of the hollow cylinder. Also in this embodiment the active length of the current flow is increased wherein the current flowing up and down.

[0011] According to another solution a long stripe made of a superconducting material is wound such that it forms a flat bifilar coil and is arranged on a substrate. Due to the bifilar form the active length is significantly increased and the overall area occupied by the bifilar coil is nevertheless small.

[0012] European Patent Application No. 02 292 449.2 discloses a cylindrical hollow body into which a coil or a bifilar coil is cut which are usable for a resistive current limiter.

[0013] In DE 196 34 424 A1, a flat, meander-shaped superconductor and a cylindrical inductive superconducting current limiters are disclosed.

[0014] One of the main obstacles in the application of superconductor components in current limiters is the occurring large electrical field on the superconductor component during fault, such as short circuit or in the case of lightning strokes. Therefore in superconductor components as referred to above wherein current flows in adjacent turns as is the case in coils insulation between adjacent turns is necessary to prevent electric discharges.

[0015] Moreover, in short circuit case and in particular during lightning strokes the high voltage typically progresses with a steep ramp along the conductor. The voltage difference therefore increases with increasing conductor length. The bifilar geometry or the meander concept in axial direction of a cylinder as referred to above, however, have the disadvantage that the on- and outgoing end of the superconducting path in each component are close to each other. Because of the long conductor length, usually several meters, are large voltage establishes between both ends. Therefore, sufficient insulation is difficult and requires insulation material of considerable thickness.

[0016] Further, during quenching the superconductor material is significantly heated up. For returning into the superconducting state rapid cooling is necessary. However, necessary minimation of the recooling rates is not possible when using thick insulation layers.

[0017] Thus, there was a need for a superconductor component useful as resistive current limiter wherein local electric fields occurring between neighbouring con-
ductor segments are as small as possible so that no insulation is necessary at all or sufficient electrical insulation is achieved with only a thin insulation layer.

[0018] According to the present invention as defined by claim 1, this problem is solved by a cylindrical superconductor component wherein the cylindrical superconductor body of the superconductor component is provided with a longitudinal slot which extends at a distance from the one end to a distance of the other end of the cylindrical body leaving a non-cut section between the one end and the other end, respectively, of the superconductor body and the starting point and end point, respectively, of the longitudinal slot, and a number of azimuthal slots incised vertically to the longitudinal slot into the cylindrical body, wherein each azimuthal slot is cut into the cylindrical body starting from the longitudinal slot and extending along the perimeter of the cylindrical body until an end point with a distance d from the longitudinal slot, the distance d between the longitudinal slot at the starting point of the respective azimuthal slot and the end point defining a non-cut section on the perimeter of the cylindrical body, wherein the azimuthal slots are cut into the perimeter of the cylindrical body in parallel and alternating.

[0019] The specific arrangement of the slots in the cylindrical superconductor component of the present invention has the advantage that current flows in opposite directions in adjacent path segments defined by the slots and, thus, magnetic self-fields generated by the current nearly compensate each other, thereby inductions and eddy current losses can be reduced.

[0020] Due to these advantages the cylindrical superconductor component of the present invention is particularly useful as resistive current limiter, in particular for AC, in order to avoid the creation of high short-circuit currents, especially in power stations, and to prevent destruction of plant components such as generators and transformers.

[0021] The superconductor component in accordance to the present invention usually has a cylindrical or substantially cylindrical basic shape.

[0022] A suitable starting geometry for the superconductor component is a rod or a tube, a cuboid with very rounded edge regions or a similar geometry, above all with substantially cylindrical external geometry. Within the meaning of the present invention superconductor components having such a shape are referred to "cylindrical superconductor component".

[0023] Solid bodies can be converted into the corresponding hollow body by mechanical processing. The cylindrical superconductor component should, if appropriate, have a maximally uniform thickness, in particular a cylindrical cavity concentric with the external surface. In principle, however, other cross-sections for the superconductor component and cavity may also be used.

[0024] The cylindrical superconductor component may be made from tubes, similar hollow or solid bodies.

[0025] In principle the present invention may include any desired ceramic superconductor. Typical examples comprise oxide superconductors based on Bi-Ae-Cu-O, (Bi, Pb)-Ae-Cu-O, (Y, Re)-Ae-Cu-O or (Tl, Pb)-(Ae, Y)-Cu-O.

In the above formula Ae means at least one alkaline earth element, particularly, Ba, Ca and/or Sr.

Re means at least one rare earth element, particularly Y or a combination of 2 or more of the elements Y, La, Lu, Sc, Sm, Nd or Yb.

[0026] Particularly, preferred examples have a composition of or approximately of Bi$_2$(Sr, Ca)$_2$Cu$_3$O$_x$ (Bi, Pb)$_2$(Sr, Ca)$_2$Cu$_3$O$_x$, (Bi, Pb)$_2$(Sr, Ca)$_3$Cu$_2$O$_{y'}$, (Bi, Pb)$_2$(Sr, Ca)$_3$Cu$_3$O$_y$, (Tl, Pb)$_2$(Tl, Pb)$_2$(Ca, Ba)$_2$Cu$_3$O$_y$, (Tl, Pb)$_2$(Ba, Ca)$_2$Cu$_3$O$_{y''}$, and/or BaSO$_4$ as auxiliaries in an amount up to 20 percent by weight or when BaSO$_4$ is used, preferably only up to about 10 percent by weight.

Such compounds are disclosed for example in EP-A-0 524 442 and EP-A-0 573 798 to which reference is explicitly made.

[0028] Especially suitable superconductors are those known by the reference BSCCO-2212, BSCCO-2223, wherein the numerical combinations 2212 and 2223 stands for the stoichiometric ratios of the elements Bi, Sr, Ca and Cu, in particular those, wherein part of Bi is substituted by Pb; and those known by the reference YBCO-123 and YBCO-211, wherein the numerical combinations 123 and 211 stand for the stoichiometric ratios of the elements Y, Ba and Cu.

[0029] On demand further elements may be present in the superconductor material. For example, BSCCO based superconductor materials may contain SrSO$_4$ and/or BaSO$_4$ as auxiliaries in an amount up to 20 percent by weight or when BaSO$_4$ is used, preferably only up to about 10 percent by weight.

Such compounds are disclosed for example in EP-A-0 524 442 and EP-A-0 573 798 to which reference is explicitly made.

[0030] In general, ceramic oxide high-temperature superconductors as, for example, referenced above and methods for their production are well known in the art. A summary of suitable high-temperature superconductors and production method thereof is given in WO 00/08657.

[0031] In principle the cylindrical superconducting component can be made from a prefired, sintered or post-annealed superconducting material. In order to obtain a high-quality superconductor material it is in principle necessary to perform the process stages of pre-firing, such as e.g. calcining, sintering and optionally post-annealing, which may be carried out in a single firing operation or in several, possibly even repeated, substages. However, it is also possible, to start with a high-quality superconducting material, which contains a high proportion of one or more superconducting phases.

[0032] YBCO-based superconductor bodies can be, for example, prepared by mixing the metal oxides, or compounds which are converted to metal oxides on heating, in suitable molar ratios, heating the mixture in the presence of oxygen to a temperature of between about...
800 and about 1100 °C and slowly cooling the mixture in the presence of oxygen over a period of at least about 1 hour.

[0033] BSCCO-based superconductor bodies can be prepared by mixing oxides, carbides or carbonates or mixtures of the respective elements in suitable mixing ratios. Subsequently, calcining is carried out at a temperature of about 700 to 900 °C for a period of about 2 to about 20 hours, the calcined mixture is ground, converted into the desired shape and sintered at temperatures of about 800 to about 1100 °C in the semi- or fully-molten state. Examples of suitable BSCCO-based compounds and production methods thereof are found, for example, in EP-B-0 330 305 and EP-A-0 327 044, to which reference is expressly made here.


[0035] For example, in EP 0 462 409 a process for the production of tubular superconductor bodies is disclosed, wherein an oxide starting mixture is allowed to run in a predetermined stoichiometry at temperatures from 900 to 1100 °C into a casting zone rotating about its horizontal axis. The solidified shaped body is taken out of the casting zone and heat-treated for 4 to 150 hours at 700 to 900 °C in an oxygen containing atmosphere. This process is particularly suitable for BSCCO-based superconductor bodies.

[0036] In the following the present invention is explained in more detail with reference to the figures showing a preferred embodiment of the present invention without being limited to this specific embodiment

[0037] It is shown

in figure 1 schematically an embodiment of the cylindrical superconductor component of the present invention from the side with the longitudinal slot; and

in figure 2 the embodiment of figure 1 in the developed state.

[0038] As is shown in figure 1 the longitudinal slot 2 reaches from one end of the superconductor body 1 to the other end leaving a non-cut region on both sides each located between the respective edge of the superconductor body and the longitudinal slot 2.

[0039] The longitudinal slot 2 extends in parallel to the longitudinal axis of the superconductor body 1.

[0040] Along the length of the superconductor body defined by the longitudinal slot 2 and vertically to the longitudinal slot 2 azimuthal slots 3 are cut into the perimeter of the superconductor body in parallel and alternating. Each azimuthal slot 3 starts from the longitudinal slot 2, circumferences the perimeter of the superconductor body 1 until an end point 5, wherein the distance between the end point 5 and the starting point of the respective azimuthal slot 3 at the longitudinal slot 2 defines a non-cut region in the perimeter of the superconductor body 1. An azimuthal slot 3 is provided at each end of the longitudinal slot 2. Between these two slots 3 at each end of the longitudinal slot 2 a number of further azimuthal slots 3 is provided in parallel and in an alternating manner. Incoming current flows from one end of the superconductor body to the other end along the path in windings 6 defined by the longitudinal slot 2 and the azimuthal slots 3.

[0041] For the present invention the term "windings" means a path segment on the superconductor body 1 between two adjacent azimuthal slots 3.

[0042] Due to the specific design of the slots 2, 3 in adjacent windings 6 the current flows in opposite direction. For illustration purposes the superconductor component of the present invention is shown in figure 2 in the developed state. In figure 2 the longitudinal slot 2 is indicated at the right side. Current flowing, for example, from the top to the bottom is supplied to the first winding form the left end side of the top and flows from the left to the right side until the end point 5 of the slot, turns to the next winding and flows from right to left and so on until the lowest winding at the bottom end where the current leaves the superconductor component.

[0043] The advantage of the design of the present invention is that along the whole electric path the path length between adjacent windings is small. Consequently the local voltage and the voltage difference in fault case between adjacent windings is only small. Since the voltage difference is only small there is almost no risk of electric discharge in fault case.

[0044] Moreover, since in adjacent windings the current flows in opposite direction the magnetic self-fields generated by the current flowing through adjacent windings is reduced by each other or even compensated.

[0045] The width of the longitudinal slot 2 and of the azimuthal slots 3 is not particularly restricted and can be selected according to need. For example, preferably the width is selected sufficiently large in order to obtain sufficient insulation between adjacent windings. If sufficient insulation is provided by the slots provision of insulation material can be omitted saving not only costs but resulting in improved cooling performance of the superconductor component.

[0046] For providing sufficient insulation at the turning points of adjacent windings 6, that is to say the region at the end 5 of the azimuthal slot 3, at both sides of the longitudinal slot 2, if necessary, the width of the longitudinal slot 2 can be selected sufficiently larger than the width of the azimuthal slots 3. Specific values are given in the example below. However, as is clear, these values may vary in accordance to the actual dimension of the superconductor component.

[0047] From figure 2 showing the incised cylindrical superconductor body 1 in accordance to the present in-
vention in the developed state it is recognisable that the superconductor material traces a path wherein the course of the path is comparable with a meandering tape. Generally the electrical properties such as critical current density and current carrying capacity of a superconductor body are defined by its cross-section. That is to say these properties increases with increasing cross-section.

In the present invention the cross-section of the path formed by the superconductor material can be defined by the wall thickness of the cylindrical superconductor body, the width of the path defined by the perpendicular line between two adjacent azimuthal slots 3 and the length of the perpendicular line between the end point 5 of each azimuthal slot 3 and the longitudinal slot 2.

[0048] Usually, said distance between two adjacent azimuthal slots 3 and said distance between the end point 5 of an azimuthal slot 3 to the longitudinal slot 2 can be the same or substantially the same. However, if appropriate, these distances may differ. For example, it could be appropriate to have different cross-sections along the windings 6 and at the turning point for achieving improved current flow and electrical behaviour, respectively.

[0049] Further, the shape of the azimuthal slot 3 at its end point 5, that is to say the shape of the bottom of the slot 3, can be freely chosen according to need. Usually, on practical reasons in view of easier production, the bottom has a angular shape such as a rectangular shape. But it is also possible to have it rounded if desirable for achieving improved electrical behaviour.

[0050] As indicated in figure 1 by reference number 4 on the non-cut regions at both ends of the superconductor body electrical contacts can be provided for connecting the superconductor body with further electrical equipment.

[0051] The electrical contacts 4 are preferably formed from silver sheets. These contacts may, however, also have burned-in metal contacts or sheet contacts based on metals other than silver, e.g. copper.

[0052] Further, a shunt can be applied on the external surface of the superconductor component of the present invention. Such shunt is made of normal conducting material whose resistance is lower than the resistance of the superconducting material in its normal conducting state. It is well known, to provide superconductor components with such shunt of normal conducting material in order to avoid overheating of the superconducting material and generation of so called "hot spots". In case of a certain temperature increase, for example in a limitation event due to short circuit, current is by-passed to the shunt and heat is dissipated.

[0053] As the material for the shunt, in principal, all materials are suitable, which have an appropriate resistance to limit the fault current to a desired value. Such a material may, for example, be a correspondingly conductive plastic, but a metal is preferred. Specific examples for metals are copper, a copper alloy, such as CuNi, and stainless steel. For example, CuNi alloy has a resistance of 30 \( \mu \Omega \text{cm} \) and stainless steel of 50 \( \mu \Omega \text{cm} \) at 77 K.

[0054] The shunt material can be applied on the external surface of the cylindrical superconductor body by any suitable method. For example, the shunt can be applied by soldering.

[0055] For example, for providing the external surface of the cylindrical superconductor component with a shunt a metal cladding can be soldered on the external surface of the superconductor body prior to the incision of the slots. Then, the slots can be cut into both the cladding material and the superconductor material.

[0056] Usually, the shunt is in electrical contact with the end sections of the cylindrical superconductor body designed as electrical contacts 4.

[0057] Further, the cylindrical superconductor component of the present invention can be provided with a reinforcing element for enhancing the mechanical stability.

[0058] For example, into the cavity of the cylindrical superconductor component a correspondingly cylindrically shaped reinforcing element can be fitted made of non-conducting or substantially non-conducting material such as glass fibre reinforced plastic.

[0059] The cylindrically shaped reinforcing element can be a solid or hollow body, a hollow body such as a tube or pipe, being preferred.

The dimensions of the cylindrically shaped reinforcing element are adjusted to fit to the dimensions of the cavity of the cylindrical superconductor body. The longitudinal length of both the cylindrically shaped reinforcing element and the cylindrical superconductor body may be the same or essentially the same. Usually, for simpler handling, the length of the cylindrically shaped reinforcing element is selected a little bit larger.

[0060] The reinforcing element is fixed to the superconductor component by appropriate means for avoiding unintentional slipping out. For example, the external surface of the reinforcing element can be soldered or stuck to the internal surface for the cylindrical superconductor component.

[0061] For application in a resistive current limiter more than one superconductor component in accordance of the present invention can be present. These superconductor components can be connected to one another in parallel or in series, in series being preferred.

[0062] For illustration purposes in the following example a specific embodiment of the cylindrical superconductor component of the present invention is given in more detail by reference to figure 1.

[0063] The cylindrical superconductor component is prepared starting from a cylindrical superconductor body made of BSCCO 2212 with a length of 280 mm and an outer diameter of 50 mm and an inner diameter of 46 mm. On the external surface of the superconductor component a cladding or tube of CuNi alloy is soldered having a thickness of 2 mm (not shown).

[0064] A longitudinal slot 2 is incised into the cylindrical superconductor body in parallel to the longitudinal axis leaving on both ends of the superconductor body non-cut end sections of 20 mm length.
1. A cylindrical superconductor component comprising a cylindrical superconductor body (1), characterised in that the cylindrical superconductor body is provided with a longitudinal slot (2) extending parallel to the longitudinal axis at a distance from the one end to a distance of the other end of the cylindrical superconductor body (1), leaving a non-cut section between the one end and the other end, respectively, of the cylindrical superconductor body (1) and the starting point and the end point, respectively, of the longitudinal slot (2) and a number of azimuthal slots (3) incised vertically to the longitudinal slot (2) into the cylindrical superconductor body, wherein each azimuthal slot (3) is cut into the cylindrical superconductor body (1) starting from the longitudinal slot (2) and extending along the perimeter of the cylindrical superconductor body (1) until an end point (5) with a distance from the longitudinal slot (2) said distance between the longitudinal slot (2) at the start of the respective azimuthal slot (3) and the end point (5) defining a non-cut section on the perimeter of the cylindrical superconductor body, wherein the azimuthal slots (3) are cut into the perimeter of the cylindrical superconductor body (1) in parallel, and wherein each individual azimuthal slot (3) starts from the longitudinal slot (2) in a sense along the perimeter of the cylindrical body opposite to the sense of the azimuthal slots (3) immediately neigbouring the individual slot (3) along the longitudinal slot (2).

2. Cylindrical superconductor component according to claim 1, characterised in that the cylindrical superconductor body (1) is made of a high temperature superconductor material.

3. Cylindrical superconductor component according to claims 1 or 2, characterised in that the high temperature superconductor material is selected from Bi-Ae-Cu-O, (Bi, Pb)-Ae-Cu-O, (Y, Re)-Ae-Cu-O and (Ti, Pb)-(Ae, Y)-Cu-O, wherein Ae means at least one alkaline earth element and Re means at least one rare earth element.

4. Cylindrical superconductor component according to any of claims 1 to 3, characterised in that the high temperature superconductor material is selected from high temperature superconductor materials based on BSCCO-2212 or BSCCO-2223.

5. Cylindrical superconductor component according to any of the preceding claims, characterised in that on the external surface of the superconductor body (1) a shunt of normal conducting material is applied.

6. Method for producing a cylindrical superconductor component in accordance to any of claims 1 to 5, characterised in that a cylindrical superconductor body (1) is provided with a longitudinal slot (2) and vertically to the longitudinal slot (2) with a number of azimuthal slots (3), wherein the longitudinal slot (2) extends at a distance from the one end to a distance of the other end of the cylindrical superconductor body (1) leaving a non-cut section between the one end and the other end, respectively, of the superconductor body (1) and the starting point and end point, respectively, of the longitudinal slot (2) and wherein the number of azimuthal slots (3) are incised in parallel and alternating and wherein each azimut-
Zylinderförmige Supraleiterkomponente, umfas-

Patentansprüche

1. Zylinderförmige Supraleiterkomponente, umfas-

2. Zylinderförmige Supraleiterkomponente nach An-

3. Zylinderförmige Supraleiterkomponente nach An-

4. Zylinderförmige Supraleiterkomponente nach einem
dadurch gekennzeichnet,
dass der zylinderförmige Supraleiterkörper (1) aus
einem Hochtemperatur-Supraleitermaterial herge-

5. Zylinderförmige Supraleiterkomponente nach einem
dadurch gekennzeichnet,
dass das Hochtemperatur-Supraleitermaterial aus-
gewählt ist aus Hochtemperatur-Supraleitermateria-
lien basierend auf BSCCO-2212 oder BSCCO-2223.

6. Verfahren zur Herstellung einer zylinderförmigen
Supraleiterkomponente nach einem der Ansprüche
1 bis 5,
dadurch gekennzeichnet,
dass ein Nebenanschluss aus einem normal leiten-
den Material auf der externen Oberfläche des Su-
preleiterkörpers (1) angelegt wird.

7. Method according to claim 6,
characterised in
that a cylindrical superconductor body (1) is used
having a cladding of a normal conducting metal ap-
plied on its external surface, and cutting the slots (2),
(3) into both the cladding as well as the supercon-
ductor material.

8. Method in accordance to claim 6 or 7,
characterised in
that the cylindrical superconductor body (1) is made
of BSCCO-2212 or BSCCO-2223.

9. Method according to any of claims 6 to 8,
characterised in
that the material for the cladding is selected from
copper, copper-alloy or stainless steel.

10. Resistive current limiter comprising at least one cy-
lindrical superconductor component in accordance
to any of claims 1 to 5.

11. Resistive current limiter in accordance to claim 10,
characterised in
that the cylindrical superconductor components are
connected to one another in parallel or in series.

1. Zylinderförmige Supraleiterkomponente, umfas-
send einen zylinderförmigen Supraleiterkörper (1),
dadurch gekennzeichnet,
dass der zylinderförmige Supraleiterkörper mit ei-

2. Zylinderförmige Supraleiterkomponente nach An-

3. Zylinderförmige Supraleiterkomponente nach An-

4. Zylinderförmige Supraleiterkomponente nach einem
dadurch gekennzeichnet,
dass das Hochtemperatur-Supraleitermaterial aus-
gewählt ist aus Bi-Ae-Cu-O, (Bi, Pb)-Ae-Cu-O, (Y,
Re)-Ae-Cu-O und (T1, Pb)-(Ae, Y)-Cu-O,
wobei

5. Zylinderförmige Supraleiterkomponente nach einem
dadurch gekennzeichnet,
dass ein Nebenanschluss aus einem normal leiten-
den Material auf der externen Oberfläche des Su-
praleiterkörpers (1) angelegt wird.

6. Verfahren zur Herstellung einer zylinderförmigen
Supraleiterkomponente nach einem der Ansprüche
1 bis 5,
dadurch gekennzeichnet,
dass ein zylinderförmiger Supraleiterkörper (1) mit
einem Längsschlitz (2) und vertikal zum Längsschlitz
(2) mit einer Reihe von schiefeinwinkligen Schlitzen
(3) bereitgestellt ist, wobei sich der Längsschlitz (2) in einem Abstand
vom einen Ende zu einem Abstand vom anderen
Ende des zylinderförmigen Supraleiterkörpers (1) erstreckt, wobei jeweils ein ungeschnittener Abschnitt zwischen dem einen Ende und dem anderen Ende des zylinderförmigen Supraleiterkörpers (1) und jeweils dem Anfangs- und Endpunkt des Längsschlitzes (2) freigelaßt wird und wobei eine Reihe von scheitelwinkligen Schlitzten (3), parallel und abwechselnd eingeschnitten werden und wobei jeder scheitelwinklige Schlitz (3) ausgehend vom Längsschlit (2), entlang des Umschungs des zylinderförmigen Supraleiterkörpers (1) bis zu einem Endpunkt in einem Abstand d vom Längsschlit (2) in den zylinderförmigen Supraleiterkörper (1) eingeschnitten wird, wobei der Abstand d zwischen dem Längsschlit (2) am Anfangspunkt des jeweiligen scheitelwinkligen Schlitzten (3) und am Endpunkt (5) einen ungeschnittenen Abschnitt am Umfang des zylinderförmigen Supraleiterkörper (1) definiert.

7. Verfahren nach Anspruch 6, dadurch gekennzeichnet, dass ein zylinderförmiger Supraleiterkörper (1) verwendet wird, auf dessen externer Oberfläche eine Umhüllung aus einem normal leitenden Material aufgebracht ist und wobei die Schlitzte (2) (3) sowohl in die Umhüllung als auch in das Supraleitermaterial eingeschnitten sind.

8. Verfahren nach Anspruch 6 oder 7, dadurch gekennzeichnet, dass der zylinderförmige Supraleiterkörper (1) aus BSCCO-2212 oder BSCCO-2223 hergestellt ist.

9. Verfahren nach einem der Ansprüche 6 bis 8, dadurch gekennzeichnet, dass das Material für die Umhüllung ausgewählt ist aus Kupfer, Kupferlegierung oder Edelstahl.

10. Widerstands-Strombegrenzer, umfassend wenigstens eine zylinderförmige Supraleiterkomponente nach einem der Ansprüche 1 bis 5.

11. Widerstands-Strombegrenzer nach Anspruch 10, dadurch gekennzeichnet, dass die zylinderförmigen Supraleiterkomponenten miteinander parallel oder in Reihe geschaltet sind.

Revendications

1. Composant supraconducteur cylindrique comprenant un corps supraconducteur cylindrique (1), caractérisé en ce que :

le corps supraconducteur cylindrique est réalisé avec une fente longitudinale (2) qui s’étend parallèlement à l’axe longitudinal à une distance depuis l’une des extrémités jusqu’à une distance de l’autre extrémité du corps supraconducteur cylindrique (1) qui laisse une section non découpée entre la une des extrémités et l’autre extrémité, respectivement, du corps supraconducteur cylindrique (1) et le point de départ et le point terminal, respectivement, de la fente longitudinale (2) et un nombre de fentes azimutales (3) incisées verticalement jusqu’à la fente longitudinale (2) dans le corps supraconducteur cylindrique,

dans lequel chaque fente azimutale (3) est découpée dans le corps supraconducteur cylindrique (1) en partant depuis la fente longitudinale (2) et en s’étendant le long du périmètre du corps supraconducteur cylindrique (1) jusqu’à un point d’extrémité (5) avec une distance depuis la fente longitudinale (2), ladite distance entre la fente longitudinale (2) au niveau du point de départ des fentes azimutales respectives (3) et le point terminal (5) définissant une section non découpée sur le périmètre du corps supraconducteur cylindrique,
dans lequel les fentes azimutales (3) sont découpées dans le périmètre du corps supraconducteur cylindrique (1), en parallèle, et dans lequel chaque fente azimutale individuelle (3) commence au niveau de la fente longitudinale (2) dans un sens le long du périmètre du corps cylindrique opposé au sens des fentes azimutales (3) immédiatement adjacentes à la fente individuelle (3) le long de la fente longitudinale (2).

2. Composant supraconducteur cylindrique selon la revendication 1, caractérisé en ce que :

le corps supraconducteur cylindrique (1) est constitué en un matériau supraconducteur à haute température.

3. Composant supraconducteur cylindrique selon les revendications 1 ou 2, caractérisé en ce que :

le matériau supraconducteur à haute température est sélectionné parmi Bi-Ae-Cu-O, (Bi, Pb)-Ae-Cu-O, (Y, Re)-Ae-Cu-O et (Ti, Pb)-(Ae, Y)-Cu-O,
dans lequel :

Ae désigne au moins un élément alcalino-terreux, et Re désigne au moins un élément de terres rares.

4. Composant supraconducteur cylindrique selon l’une quelconque des revendications 1 à 3,
composé en ce que :
le matériau supraconducteur à haute tempéra-

ture est sélectionné parmi des matériaux supra-

doconducteurs à haute température basés sur
BSCCO-2212 ou BSCCO-2223.

5. Composant supraconducteur cylindrique selon l’une
quelconque des revendications précédentes,
composé en ce que :

sur la surface externe du corps supraconducteur
(1), un shunt de matériau normalement conduc-
teur est appliqué.

6. Procédé de fabrication d’un composant supracon-
ducteur cylindrique selon l’une quelconque des re-
vendications 1 à 5,
composé en ce que :

le corps supraconducteur cylindrique (1) est réa-
lisé avec une fente longitudinale (2) et vertica-
lement par rapport à la fente longitudinale (2)
avec un nombre de fentes azimutales (3),
dans lequel la fente longitudinale (2) s’étend à une
distance depuis l’une des extrémités jusqu’à une dis-
tance de l’autre extrémité du corps supraconducteur
cylindrique (1) qui laisse une section non découpée
entre la une des extrémités et l’autre extrémité, res-
pectivement, du corps supraconducteur cylindrique
et le point de départ et le point terminal, respective-
ment, de la fente longitudinale (2) ; et
dans lequel le nombre de fentes azimutales (3) sont
incisées en parallèle et en alternance, et dans lequel
echaque fente azimutale (3) est découpée dans le
corps supraconducteur cylindrique (1) en partant de-
puis la fente longitudinale (2) et en s’étendant le long
du périmètre du corps supraconducteur cylindrique
(1) jusqu’à un point d’extrémité avec une distance d
depuis la fente longitudinale (2), la distance d entre
la fente longitudinale (2) au niveau du point de départ
de la fente azimutale respective (3) et le point termi-
nal (5) définissant une section non découpée sur le
périmètre du corps supraconducteur cylindrique (1).

7. Procédé selon la revendication 6,
composé en ce que :

un corps supraconducteur cylindrique (1) est uti-
lisé, qui comporte une gaine d’un matériau nor-
malement conducteur appliquée sur sa surface
externe, et qui englobe les fentes (2) (3) à la fois
dans la gaine et dans le matériau supraconduc-
teur.

8. Procédé selon la revendication 6 ou 7,
composé en ce que :

le corps supraconducteur cylindrique (1) est fait
en BSCCO-2212 ou en BSCCO-2223.

9. Procédé selon l’une quelconque des revendications
6 à 8,
composé en ce que :

le matériau employé pour la gaine est sélection-
né parmi du cuivre, un alliage de cuivre ou de
l’acier inoxydable.

10. Limiteur de courant résistif comprenant au moins un
composant supraconducteur cylindrique selon l’une
quelconque des revendications 1 à 5.

11. Limiteur de courant résistif selon la revendication 10,
composé en ce que :

les composants supraconducteurs cylindriques
sont connectés les uns aux autres de façon en
parallèle ou en série.
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description