EUROPEAN PATENT SPECIFICATION

Date of publication and mention of the grant of the patent:

Application number: 05006809.7

Date of filing: 29.03.2005

Apparatus for supplying gas at two different pressures
Vorrichtung für die Gaszufuhr unter zwei verschiedenen Drücken
Appareil fournissant du gaz à deux pressions différentes

Designated Contracting States:
DE FR GB

Priority: 29.03.2004 JP 2004097126
22.03.2005 JP 2005082545

Date of publication of application:
15.02.2006 Bulletin 2006/07

Proprietor: Olympus Corporation
Tokyo 192-8507 (JP)

Inventors:
- Uesugi, Takefumi
  Tachikawa-shi,
  Tokyo 190-0013 (JP)
- Sano, Daisuke
  Hachioji-shi,
  Tokyo 192-0032 (JP)

Kasahi, Atsuhiko
Tokyo 227-0065 (JP)
Noda, Kenji
Machida-shi,
Tokyo 194-0004 (JP)

Representative: von Hellfeld, Axel
Wuesthoff & Wuesthoff
Patentanwälte PartG mbB
Schweigerstrasse 2
81541 München (DE)

References cited:
US-B1- 6 299 592

Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

CROSS REFERENCE TO RELATED APPLICATIONS


BACKGROUND OF THE INVENTION

[Technical Field of the Invention]

[0002] The present invention relates to a gas supply apparatus for supplying a predetermined kind of gas (e.g., carbon dioxide gas) to body cavities of a subject to be medically treated, and more particularly, to a gas supply apparatus which supplies gas to different body cavities, such as an abdominal cavity and a luminal cavity, at different pressures, respectively.

[Related Art]

[0003] In recent years, laparoscopic surgeries are performed for curative treatment without opening an abdominal cavity, for the purpose of mitigating invasion on a subject to be examined. In a laparoscopic surgery, a first trocar for guiding an endoscope for observation and a second trocar for guiding a treatment tool to a site to be treated, for example, are punctured into an abdomen of a subject. Also, in a laparoscopic surgery, treatment or the like is performed observing both a site to be treated and a treatment tool that has been inserted through an insertion hole of the second trocar, by using an endoscope inserted into an abdominal cavity through an insertion hole of the first trocar.

[0004] In such a laparoscopic surgery, an abdominal insufflation apparatus is used for injecting carbon dioxide gas, for example, as an abdominal insufflation gas into an abdominal cavity for purposes of retaining a visual field for the endoscope and a space for manipulating the treatment tool.

[0005] For luminal cavities, such as a stomach and a large intestine, an endoscope and a treatment tool as mentioned above are also used for diagnosis and treatment. In effecting medical treatment, including diagnosis and treatment, in luminal cavities, such as a stomach and a large intestine by an endoscopic observation, a gas, such as air as a luminal cavity gas is injected into the luminal cavity for purposes of retaining a visual field for the endoscope and a space for manipulating the treatment tool. Air, which is generally supplied into a luminal cavity by a gas supply pump, may be replaced by carbon dioxide gas.

[0006] Recently, a new approach may be taken in a laparoscopic surgery by inserting an endoscope into a luminal cavity to internally and externally specify a site to be treated for effecting treatment. In this case as well, air, for example, may be supplied from an endoscope inserted into a luminal cavity to inflate the luminal cavity.

[0007] However, when air is supplied into a luminal cavity as described above, as air is less likely to be absorbed by a living organism, the luminal cavity may possibly remain being inflated and may make it difficult to retain a necessary space for laparoscopic surgery. Accordingly, there has been a need for use of an endoscope CO2 regulator (hereinafter referred to as an ECR), a device for sending a gas such as carbon dioxide gas which is easily absorbed by living organisms, such as a large intestine.

[0008] However, arranging conventional surgical equipment for endoscopic surgery by providing an ECR, results in placing a set of the abdominal insufflation apparatus and a CO2 container, separately from a set of the ECR and a CO2 container. This results in increasing variety of pieces of peripheral medical equipment, which are to be accommodated in a plurality of carts, making movement a bothersome labor.

[0009] In the prior art equipment described above, two pieces of equipment, i.e. an abdominal insufflation apparatus and an ECR, have to be separately provided, which arises problems of cumbersome and complicated preparation and of spatial inefficiency. Further, when pieces of equipment are separately set up, erroneous connections tend to occur, e.g., connecting a luminal cavity tube to a supply fitting of an abdominal insufflation apparatus, or connecting an abdominal cavity tube to a supply fitting of an ECR.

[0010] In US 3,004,777 there is disclosed an operating room overhead gas service system and fixture thereof which comprise four pairs of matching couplings which are differently keyed so that hose sections cannot be interchanged accidentally.

[0011] US 5,197,511 discloses a fluid outlet system for selectively providing a plurality of fluids at different locations. The fluids are selected by positioning an active fascia assembly at a location along the length of a distribution system of the fluids.

[0012] US 6,299,592 discloses a system, apparatus, and method for supplying continuous and intermittent insufflating gas flow. The system, apparatus, and method is capable of providing a continuous flow of insufflation gas, while assuring the continuity of delivery lines, and pressure sense lines. A delivery assembly, an internal sensing assembly, an internal sense line, a pressure assembly, and a controller are described.

SUMMARY OF THE INVENTION

[0013] The present invention has been made in light of the circumstances described above, and has as its object to provide a gas supply apparatus which enables correct and prompt connection of tubes to a fitting for supplying an abdominal cavity gas and a fitting for supplying a luminal cavity gas, whereby the gas can be correctly supplied.

[0014] The present invention provides a gas supply ap-
A gas supply apparatus may comprise a first fitting through which a gas of a first pressure is discharged; a second fitting through which a gas of a second pressure is discharged; a first tube having one end to which a first connector connectable to the first fitting is attached and supplying the gas of the first pressure to a first body cavity of a subject to be medically treated; and a second tube having one end to which a second connector connectable to the second fitting is attached and supplying the gas of the second pressure to a second body cavity of the subject.

There is provided an erroneous-connection preventing device for preventing erroneous connection, i.e. connecting the first connector to the second fitting, and connecting the second connector to the first fitting.

Further, there is provided: a single gas source for supplying a gas having the first and the second pressures; and a gas supply unit that controls pressure of the gas supplied from the gas source so as to supply the first pressure gas and the second pressure gas to the first and the second fittings, respectively.

In this connection, there may be further provided: for example, a sensor for detecting information on connecting state between the first connector and the first fitting, and between the second connector and the second fitting; a device for judging whether or not connection has been correctly made between the first connector and the first fitting, and between the second connector and the second fitting, based on the information from the sensor; and a gas supply control unit for controlling supply of the first pressure gas and the second pressure gas from the gas supply unit to the first and the second fittings, respectively, based on the results of judgment made by the judging device.

A method for managing connection of conduits in a gas supply apparatus may comprise steps of: detecting a state of connection of a first conduit which is connected to a first fitting for discharging a gas having a first pressure, and a state of connection of a second conduit which is connected to a second fitting for discharging a gas having a second pressure; judging whether or not the first connector has been correctly connected to the first fitting, and whether or not the second connector has been correctly connected to the second fitting; giving a command to supply the first pressure gas to the first fitting upon judgment of correct connection as having made between the first connector and the first fitting; giving a command to supply the second pressure gas to the second fitting upon judgment of erroneous connection as having made between the second connector and the second fitting.

The invention is defined by the independent claim 1. Insofar as the term invention or embodiment is used in the following, or features are presented as being optional, this should be interpreted in such a way that the only protection sought is that of the invention claimed.

BRIEF DESCRIPTION OF THE DRAWINGS

In the appended drawings:

Fig. 1 is a schematic diagram illustrating an endoscopic system including a first embodiment of a gas supply apparatus of the present invention;

Fig. 2 is a block diagram illustrating a configuration of a gas supply apparatus of the first embodiment;

Fig. 3 is an explanatory diagram illustrating an operation panel of a gas supply apparatus;

Fig. 4 is an explanatory diagram illustrating a display panel of a gas supply apparatus;

Fig. 5 is an explanatory diagram illustrating a front panel including a preset operation part and a display part;

Fig. 6A is a perspective view of a front panel of a gas supply apparatus mounting gas supply fittings, and an abdominal cavity tube and a luminal cavity tube to be connected to the gas supply fittings, respectively;

Fig. 6B is a sectional view showing a structure along a direction orthogonal to a longitudinal direction to illustrate a state of connection between an abdominal cavity fitting and a connector for an abdominal cavity tube;

Fig. 6C is a sectional view showing a structure along a direction orthogonal to a longitudinal direction to illustrate a state of connection between a luminal cavity fitting and a connector for a luminal cavity tube;

Fig. 7A is a perspective view of a front panel of a gas supply device mounting gas supply fittings, and an abdominal cavity tube and a luminal cavity tube to be connected to the gas supply fittings, respectively, according to a second embodiment of the gas supply apparatus of the present invention;

Fig. 7B is a sectional view showing a structure along a direction orthogonal to a longitudinal direction of a connector for an abdominal cavity tube;

Fig. 7C is a sectional view showing a structure along a direction orthogonal to a longitudinal direction of a connector for a luminal cavity tube;

Fig. 7D is a sectional view showing a structure along a direction orthogonal to a longitudinal direction of a supply fitting for an abdominal cavity;

Fig. 7E is a sectional view showing a structure along a direction orthogonal to a longitudinal direction of a supply fitting for a luminal cavity;

Fig. 8 is a block diagram illustrating a configuration of a second embodiment of a gas supply apparatus of the present invention;

Fig. 9 is a flowchart generally illustrating processes.
Embodiments of the present invention will now be described below with reference to the appended drawings.

(First embodiment)

[0021] Embodiments of the present invention will now be described below with reference to the appended drawings.

(Fig. 1) Referring to Figs. 1 to 6, a first embodiment of a gas supply apparatus according to the present invention is described.

[0022] Fig. 1 shows an endoscopic system 1 to which the present embodiment of the gas supply apparatus according to the present invention is applied. As shown, the endoscopic system 1 has an endoscope 5 for performing endoscopy in an abdominal cavity of a subject 3 lying on an operating table 2, with the endoscope 5 forming endoscopy in a luminal cavity, such as a large intestine of the subject 3. The endoscope 12 is arranged for supplying carbon dioxide gas to the gas supply apparatus 21 through a high pressure gas tube 29A. The abdominal cavity tube 10 is connected to a gas supply apparatus, which is loaded on a trolley 18. Further, the signal cable 8 and the light guide cable 9 are, respectively, connected to a camera control unit (hereinafter referred to as a CCU) 19 and a first light source device 24 and used for the endoscope 5. An abdominal insufflation tube (hereinafter referred to as an abdominal cavity tube) 10 is connected to the abdominal insufflation guide tube 6, and a signal cable 11 is connected to the electric cautery probe (not shown) which is inserted into the electric cautery guide tube 7.

[0023] The signal cable 8 and the light guide cable 9 are, respectively, connected to a camera control unit (hereinafter referred to as a CCU) 19 and a first light source device 20 which are both loaded on a trolley 18. Further, the signal cable 11 is connected to an electric cautery device 23 loaded on the trolley 18.

[0024] As shown, a guide tube (trocar) 6 for performing abdominal insufflation by supplying carbon dioxide gas for retaining a visual field for the endoscope 5, and a guide tube (trocar) 7 for inserting an electric cautery probe (not shown) for electrically performing cautery, are punctured into the abdominal cavity of the subject 3.

[0025] A signal cable 8 is connected to the TV camera head 4, and a light guide cable 9 is connected to the endoscope 5. An abdominal insufflation tube (hereinafter referred to as an abdominal cavity tube) 10 is connected to the abdominal insufflation guide tube 6, and a signal cable 11 is connected to the electric cautery probe (not shown) which is inserted into the electric cautery guide tube 7.

[0026] The signal cable 8 and the light guide cable 9 are, respectively, connected to a camera control unit (hereinafter referred to as a CCU) 19 and a first light source device 20 which are both loaded on a trolley 18. The abdominal cavity tube 10 is connected to a gas supply apparatus 21 serving as an abdominal insufflation apparatus, which is loaded on the trolley 18. Further, the signal cable 11 is connected to an electric cautery device 23 loaded on the trolley 18.

[0027] The endoscopic system 1 incorporating the present embodiment comprises an endoscope 12 for performing endoscopy in a luminal cavity, such as a large intestine of the subject 3. The endoscope 12 is arranged such that a gas, such as carbon dioxide gas supplied through a gas supply conduit (not shown) in a universal code 17 can be supplied from a tip of an insert 16, by pressing down a gas supply button 13a provided at an operating part 13 which is located at a rear end side of a handle 14.

[0028] The universal code 17 comprises therein, although not shown, a signal cable, a light guide and the gas supply conduit, and is connected to a second light source device 24 loaded on the trolley 18 through a connector part 17A. It is arranges such that the connector part 17A has a carbon dioxide gas supply port 17a to which a luminal cavity tube 22 from the gas supply apparatus is connected and that carbon dioxide gas is supplied by the gas supply apparatus 21 through the carbonic gas supply port 17a.

[0029] Loaded on the trolley 18 are the CCU 19 for processing signals for the imaging device, the first light source device 20 for providing illumination to the endoscope 5, the gas supply apparatus 21 for supplying gas (carbon dioxide gas) for use in an abdominal cavity and a luminal cavity, the electric cautery device 23 for feeding high-frequency power for enabling cautery, and the second light source device 24 for providing illumination to the endoscope 12. The trolley 18 also carries thereon, a system controller 25 for performing general control, a CCU (camera control unit) 19A which is connected to the second light source device 24 and used for the endoscope 12, a VTR (not shown) for recording video signals from the CCUs 19 and 19A, a monitor 26 for displaying the video signals, which are obtained from the CCUs 19 and 19A via the system controller 25, in the form of images, a carbon dioxide gas container (CO2 container) 29 for supplying carbon dioxide gas to the gas supply apparatus 21 through a high pressure gas tube 29A.

[0030] Further, a display panel 27 for performing display and a panel 28 for performing operation are attached to the trolley 18.
[0031] The individual pieces of the medical equipment, such as the CCUs 19 and 19A are connected to the system controller 25 through communication cables, not shown. The system controller 25 may be operated through the operation panel 28 of touch panel type or a remote controller, not shown. Further, indication for the system controller 25 is performed through the operation panel 28 or the display panel 27.

[0032] The CCU 19 effects signal processing to the image signals from the endoscope 5 and supplies video signals based on the image signals to the system controller 25, the monitor 26 and the VTR (not shown).

[0033] The CCU 19A effects signal processing to the image signals from the endoscope 12 and supplies video signals based on the image signals to the system controller 25 and the VTR (not shown).

[0034] The first light source device 20 serves as a light source device for providing illumination through a light guide in the light guide cable 9 to an illumination optical system provided at the endoscope 5. The second light source device 24 serves as a light source device for providing illumination through a light guide in the universal code 17 to an illumination optical system provided at the endoscope 12.

[0035] The gas supply apparatus 21, whose internal configuration is described later, is used for retaining a visual field for the endoscope 5 by supplying carbon dioxide gas into an abdominal cavity, for example, of a subject through the abdominal insufflation guide tube 6 connected thereto, and for retaining a visual field for the endoscope 12 by supplying carbon dioxide gas into a luminal cavity, for example, of a subject through the tip of the insert 16 of the endoscope 12 connected thereto.

[0036] A supply fitting 21A for abdominal cavity to which the abdominal cavity tube 10 is connected, and a supply fitting 21B for luminal cavity to which the luminal cavity tube 22 from the carbon dioxide gas supply port 17A is connected, are provided at a front panel FP of the gas supply apparatus 21 (see Fig. 5).

[0037] The electric cautery device 23 serves as a surgical treatment tool for use in electro-thermal cutting process, for example, at an abnormal site within an abdominal area of a subject, and as a high-frequency output device for outputting a high-frequency current to the surgical treatment tool.

[0038] In the system controller 25 are provided an operation signal receiver for receiving a signal from the operation panel 28 and a preset operation part 41 (see Fig. 2), as will be described hereinafter, for the gas supply apparatus 21, an operation driver for transmitting information necessary for the operation panel 28 and for indication at a display 42 (see Fig. 2) for the gas supply apparatus 21.

[0039] The system controller 25 is electrically connected to a communication part, not shown, for performing communication with the pieces of medical equipment loaded on the trolley 18. The communication part is so arranged as to be connected to the CCUs 19 and 19A, the first light source device 20, the gas supply apparatus 21, the electric cautery device 23, the second light source device 24, and the VTR, not shown, through communication cables to enable two-way communication with these pieces of medical equipment. It should be noted that Fig. 1 shows an arrangement wherein the gas supply apparatus 21 is connected to the system controller 25 through a connector cable 25A.

[0040] In addition, the system controller 25 comprises therein a video signal processor (not shown), which is configured such that image signals from the CCUs 19 and 19A may be processed to produce video signals for transmission to the monitor 26.

[0041] The monitor 26 displays the video information, i.e. endoscopic images supplied from the system controller 25.

[0042] A configuration of the gas supply apparatus 21 is described below with reference Fig. 2.

[0043] As shown in Fig. 2, the gas supply apparatus 21 comprises a high-pressure fitting 30, a supply pressure sensor 31, a pressure reducing device 32, a first and second electropneumatic proportional valves 33 and 34, a first and a second electromagnetic valves 35 and 36, a pressure sensor 37, a first and a second flow sensors 38 and 39, a controller 40, the preset operation part 41, the endoscope images supplied from the system controller 25, the video signal processor 44, the VTR, not shown, through communication cable 25A.

[0044] The carbon dioxide gas container 29 and the gas supply apparatus 21 are linked through the high-pressure tube 29A with one end of which being connected to the high-pressure fitting 30A provided at the gas supply apparatus 21.

[0045] The signal cable 25A extending from the system controller 25 is adapted to be detachably attached to an electric connector, not shown, of the gas supply apparatus 21 so as to be electrically connected to the controller 40 therein.

[0046] The other end (connector part) of the abdominal cavity tube 10 is adapted to be detachably attached to the abdominal cavity supply fitting 21A which is provided at the gas supply apparatus 21. Also, the other end (connector part) of the luminal cavity tube 22 is adapted to be detachably attached to the luminal cavity supply fitting 21B which is provided at the gas supply apparatus 21.

[0047] Liquid carbon dioxide stored in the carbon dioxide gas container 29 is gasified and led to the pressure reducing device 32 through an internal conduit inside the gas supply apparatus 21. The carbon dioxide gas, after its pressure being reduced to a predetermined level by the pressure reducing device 32, is led to the internal conduit which is formed into two systems, so that the pressure is adjusted by the first and the second electropneumatic proportional valves 33 and 34 in the systems to the levels suitable for use in the abdominal cavity and the luminal cavity, respectively.

[0048] The carbon dioxide gas for abdominal cavity which has been adjusted by the first electropneumatic
The carbon dioxide gas for the luminal cavity which has been adjusted by the second electropneumatic proportional valve 34 is so arranged to be led into the luminal cavity through the second electropneumatic valve 36, the first electromagnetic valve 35 and the second electromagnetic valve 33. The flow rate of carbon dioxide gas that flows in the internal conduit passing through the first electromagnetic valve 35, and outputs the results of the measurement to the controller 40.

Although not shown, an exhaust valve may be provided between the first electromagnetic valve 35 and the first flow sensor 38. When a measured value of the pressure sensor 37 exceeds a set pressure value of an abdominal cavity, the exhaust valve is adapted to be open in response to a signal from the controller 40 so that the pressure in the abdominal cavity is decreased, thereby allowing the carbon dioxide gas in the abdominal cavity to be discharged in the atmosphere. A similar pressure sensor and an exhaust valve may be provided on the side of an internal conduit for luminal cavity (i.e. between the second electromagnetic valve 36 and the second flow sensor 39).

The pressure sensor 37 measures the pressure, which has been reduced by the pressure reducing device 32, based on a control signal from the controller 40 so as to fall within a predetermined range. For example, the first and the second electropneumatic proportional valves 33 and 34 can reduce the pressure of the carbon dioxide gas, which has been reduced by the pressure reducing device 32, based on a control signal from the controller 40, so as to fall within a range of 0-500 mmHg.

It should be noted that a range of a gas supply pressure suitable for an abdominal cavity may desirably be about 0-80 mmHg, and that a suitable range of a gas supply flow rate may desirably be about 0.1-35 L/min. Also, a range of a gas supply pressure suitable for a luminal cavity may desirably be about 0-500 mmHg, and that a suitable range of a gas supply flow rate may desirably be about 1-3 L/min.

The first and the second electromagnetic valves 35 and 36 are the valves whose opening and closing can be controlled by the controller 40. Specifically, these valves are switched from an open state to a closed state, or vice versa, in response to a control signal from the controller 40.

The pressure sensor 37 measures the pressure in an abdominal cavity when the first electromagnetic valve 35 is closed, and outputs the results of the measurement to the controller 40.

The first flow sensor 38 measures the flow rate of carbon dioxide gas that flows in the internal conduit passing through the first electromagnetic valve 35, and outputs the results of the measurement to the controller 40. The second flow sensor 39 measures the flow rate of carbon dioxide gas that flows in the internal conduit passing through the second electromagnetic valve 36, and outputs the results of the measurement to the controller 40.
panel FP of the gas supply apparatus 21 is described below with reference to Fig. 5.

[0064] As shown in Fig. 5, the preset operation part 41 and the display 42 are provided at the front panel FP of the gas supply apparatus 21.

[0065] The preset operation part 41 and the display 42 are partitioned into a preset display 21C for preset, operation and display for the carbon dioxide container 29, a preset display 21D for preset, operation and display for an abdominal cavity, and a preset display 21E for preset, operation and display for a luminal cavity. The abdominal cavity supply fitting 21A is provided at a lower side of the preset display 21D, and the luminal cavity supply fitting 21B is provided at a lower side of the preset display 21E. With such disposition and configuration, an operator can easily operate and easily view the gas supply apparatus 21.

[0066] In the preset display 21C, there are provided a residual gas quantity display 21a which is included in the display 42, a gas supply start button 21b, a gas supply stop button 21c and a power switch 21d which are included in the preset operation part 41.

[0067] In the preset display 21D, there are provided a display 21e for internal pressure of an abdominal cavity, a flow rate display 21f, a total gas supply display 21g and a pressure warning lamp 2h which are included in the display 42, and a preset button 21i for internal pressure of an abdominal cavity, a preset button 21j for gas supply flow rate and an instruction button 21k for an abdominal cavity which are included in the preset operation part 41.

[0068] In the preset display 21E, there are provided a display 21l for luminal cavity flow rate which is included in the display 42, and an instruction button 21m for a luminal cavity and a preset button 21n for gas supply flow rate which are included in the preset operation part 41.

[0069] The power switch 21d switches on and off a power source of the gas supply apparatus 21. The gas supply start button 21b is a button for instructing to start gas supply. The gas supply stop button 21c serves as a switch for switching from a gas supplying state to a gas supply stopped state.

[0070] Each of the preset button 21i for internal pressure of an abdominal cavity and the preset button 21j for supply gas flow rate has two operational buttons. It is configured such that proper operation of these buttons allows variation in a preset value in a gradually increasing manner or in a gradually decreasing manner.

[0071] The residual gas quantity display 21a indicates a residual quantity of carbon dioxide gas in the carbon dioxide gas container 29. The display 21e for internal pressure of an abdominal cavity has two displays, right and left, with the right display indicating a value based on the measurement by the pressure sensor 37, and with the left display indicating, for example, a preset pressure which has been input through the preset button 21i for internal pressure of an abdominal cavity.

[0072] The flow rate display 21f has two displays, right and left, with the right display indicating, for example, a value based on the measurement by the first flow sensor 38, and with the left display indicating a preset flow rate which has been input through the preset button 21j for gas supply flow rate.

[0073] The total gas supply display 21g indicates a total gas quantity which has been obtained through an arithmetic operation by the controller 40 based on the measurement of the first flow sensor 38. When a value measured by the pressure sensor 37 becomes higher, by a predetermined pressure, than a preset value of an abdominal cavity internal pressure, the pressure warning lamp 2h gives warning accordingly by varying the state of the lamp from, for example, an off-state to a flickering state or to a red light emitting state in response to a control signal from the controller 40.

[0074] The abdominal cavity instruction button 21k serves as an instruction button for selecting a mode for the gas supply apparatus 21 to supply carbon dioxide gas into an abdominal cavity. A gas supply mode for an abdominal cavity is adapted to be selected by operating the button.

[0075] The luminal cavity flow rate display 21l has two displays, right and left, with the right display indicating a value based on the measurement by the flow sensor 39, and with the left display indicating a preset flow rate which has been input through an operation of the supply gas flow rate preset button 21n.

[0076] The luminal cavity instruction button 21m serves as an instruction button for selecting a mode for the gas supply apparatus 21 to supply carbon dioxide gas into a luminal cavity. A gas supply mode for a luminal cavity is adapted to be selected by operating the button.

[0077] The supply gas flow rate preset button 21n has two operational buttons for presetting a flow rate of carbon dioxide gas when it is supplied into a luminal cavity by the gas supply apparatus 21. Proper operation of these buttons allows variation of a preset value in a gradually increasing manner or in a gradually decreasing manner.

[0078] Note that a pressure warning lamp for a luminal cavity, similar to the pressure warning lamp 2h may be provided at the preset display 21E for a luminal cavity.

[0079] Further, the present embodiment is configured such that when both of the abdominal cavity instruction button 21k and the luminal cavity instruction button 21m are operated together, a gas supply mode for an abdominal cavity and a gas supply mode for a luminal cavity may be simultaneously performed.

[0080] The gas supply apparatus 21 of the present embodiment has two gas supply fittings, i.e. the abdominal cavity supply fitting 21A and the luminal cavity supply fitting 21B, with the configuration wherein a abdominal insufflation apparatus and an ECR are integrated as described hereinafter. Accordingly, in case of providing such two gas supply fittings 21A and 21B for an abdominal cavity and a luminal cavity, respectively, it is necessary to prevent erroneous connection so that carbon dioxide gas is supplied to each of the gas supply fittings.
with a right gas supply pressure.

[0081] Therefore, the gas supply apparatus 21 of the present embodiment undergoes improvements in the abdominal cavity supply fitting 21A and the luminal cavity supply fitting 21B in order to prevent erroneous connection. An example of such a configuration is described with reference to Figs. 6A, 6B and 6C.

[0082] In the gas supply apparatus 21 of the present embodiment, carbon dioxide gas having a pressure suitable for an abdominal cavity should be supplied to the abdominal cavity supply fitting 21A under the control of the controller 40 over the first electropneumatic proportional valve 33, and carbon dioxide having a pressure suitable for a luminal cavity should be supplied to the luminal cavity supply fitting 21B under the control of the controller 40 over the second electropneumatic proportional valve 34.

[0083] As shown in Fig. 6A, the gas supply apparatus 21 of the present embodiment is provided with the abdominal cavity supply fitting 21A and the luminal cavity supply fitting 21B having pieces of means for preventing erroneous connection, respectively, which prevent erroneous connection (i.e. inversely connected state) between the abdominal cavity tube 10 and the luminal cavity tube 22.

[0084] The abdominal cavity supply fitting 21A and the luminal cavity supply fitting 21B are adapted, for example, to differentiate the outer diameters of the fittings from each other as well as to differentiate the number of projections from each other provided on the outer peripheries of the fittings so as to enable identification of one fitting from the other, thereby preventing erroneous connection.

[0085] A connector (hereinafter referred to an abdominal cavity connector) 43 for the abdominal cavity tube 10, which is to be connected to the abdominal cavity supply fitting 21A, and a connector (hereinafter referred to a luminal cavity connector) 44 for the luminal cavity tube 22, which is to be connected to the luminal cavity supply fitting 21B, are configured, respectively, although not shown, to have shapes matched to those of the gas supply fittings.

[0086] As shown in Fig. 6B, the abdominal cavity supply fitting 21A, for example, has a larger outer diameter than the luminal cavity supply fitting 21B, and is formed to have a single projection 45 at a predetermined position on its outer periphery. Further, the abdominal cavity connector 43 is formed to have an inner diameter, not shown, that matches the outer diameter of the abdominal cavity supply fitting 21A, with a notch (not shown) being provide in its inner peripheral surface to fit with the projection 45. In this way, the abdominal cavity connector 43 is adapted to fit into and connected to the abdominal cavity supply fitting 21A.

[0087] As shown in Fig. 6C, the luminal cavity supply fitting 21B, for example, has a smaller outer diameter than the abdominal cavity supply fitting 21A, and is formed to have two projections 45 at predetermined positions on its outer periphery. Further, the abdominal cavity connector 44 is formed to have an inner diameter, not shown, that matches the outer diameter of the luminal cavity supply fitting 21B, with two notches (not shown) being provide in its inner peripheral surface to fit with the two projections 45, respectively. In this way, the luminal cavity connector 44 is adapted to fit into and connected to the luminal cavity supply fitting 21B.

[0088] It should be noted that, in the present embodiment, the abdominal cavity supply fitting 21A and the luminal cavity supply fitting 21B are so configured to have varied diameter, number of projections or the like for distinction from each other, however, there is no intention of limiting to these variations. For example, as to outer diameters, those of the pair of the supply fitting 21B and the connector 44 for luminal cavity may be configured to be larger than those of the pair of the supply fitting 21A and the connector 43 for abdominal cavity. In addition, the number of projections 45 formed in the outer peripheral surfaces of the abdominal cavity supply fitting 21A and the luminal cavity supply fitting 21B, i.e. the number of recesses RS formed in the inner peripheral surfaces of the abdominal cavity connector 43 and the luminal cavity connector 44, respectively, may not be limited to the number shown in Figs. 6B and 6C, and thus, for example, three or more projections and recesses may be provided to the luminal cavity supply fitting 21B and the luminal cavity connector 44, respectively.

[0089] Further, only the outer diameters of the fittings 21A and 21B, i.e. only the inner diameters of the connectors 43 and 44 may be differentiated from each other between the uses for an abdominal cavity and a luminal cavity, without forming projections or recesses. Alternatively, Sizes and shapes of the fittings and the connectors may be configured to have completely the same between the uses for an abdominal cavity and a luminal cavity, but to have different numbers or shapes of the projections and recesses for distinction from each other.

[0090] Furthermore, the fittings and the connectors may be configured to have colored members or the like at the outer peripheries thereof to enable identification from each other.

[0091] The effects of the gas supply apparatus 21 of the present embodiment are described below.

[0092] In a laparoscopic surgery, an operator is to connect both of the abdominal cavity tube 10 and the luminal cavity tube 22 to the gas supply apparatus 21 in order to give treatment by internally and externally specifying a site to be treated with the insertion of the endoscope 12 into a luminal cavity, such as a large intestine.

[0093] On this occasion, as the abdominal cavity supply fitting 21A and the luminal cavity supply fitting 21B, as shown in Fig. 6A, are configured such that the respective diameters are different from each other and that the number of projections provided on the respective peripheries are different from each other, the operator can make a distinction between the abdominal cavity supply fitting 21A and the luminal cavity supply fitting 21B only through...
In addition, as the abdominal cavity connector 43 and the luminal cavity connector 44 are configured to have shapes that match those of the two supply fittings 21A and 21B, respectively, when the operator erroneously attempts to connect the luminal cavity connector 44 to the abdominal cavity supply fitting 21A, no fitting or connection is obtained. Of course, contrarily, however an operator may attempt to connect the luminal cavity supply fitting 21B to the abdominal cavity connector 43, no fitting or connection is obtained. Thus, erroneous connection can be prevented.

In the gas supply apparatus 21 of the present embodiment, when an operator operates the abdominal cavity instruction button 21k, the luminal cavity instruction button 21m and the gas supply start button 21b, carbon dioxide gas having a pressure suitable for an abdominal cavity is supplied, as described above, to the abdominal cavity supply fitting 21A under the control of the controller 40 over the first electropneumatic proportional valve 33, and similarly, carbon dioxide gas having a pressure suitable for a luminal cavity is supplied to the luminal cavity supply fitting 21B under the control of the controller 40 over the second electropneumatic proportional valve 34. In short, gas supply with right pressure is effected to the abdominal cavity supply fitting 21A and the luminal cavity supply fitting 21B.

Thus, according to the present embodiment, effective utilization of a space can be achieved by allowing the gas supply apparatus 21 to have a function of a conventional abdominal insufflation apparatus and a function of an ECR.

In addition, as the abdominal cavity supply fitting 21A and the luminal cavity supply fitting 21B are provided in juxtaposition in the integrated front panel FP of the gas supply apparatus 21, connecting operation can be performed in shorter time and in a smoother manner than a conventional system wherein connectors have to be connected to gas supply fittings that are provided in separate devices, respectively, and thus less erroneous connections come to occur. This correct tube connection for inflating both an abdominal cavity and a luminal cavity by simultaneously supplying carbon dioxide gas therein may ensure sufficient visual fields for the endoscopes 5 and 12, and treatment tools (not shown), respectively.

Further, in the gas supply apparatus 21 of the present embodiment, means for preventing erroneous connection in connecting the abdominal cavity supply fitting 21A and the luminal cavity supply fitting 21B to the abdominal cavity connector 43 and the luminal cavity connector 44, respectively, are positively established. Therefore, erroneous connection of the connectors can be prevented, and hence carbon dioxide gas may be supplied at right gas supply pressures through these two abdominal cavity supply fitting 21A and the luminal cavity supply fitting 21B, respectively.

An endoscopic system in which a second embodiment of a gas supply apparatus of the present invention is implemented, is described with reference to Figs. 7 to 9. Note that in this embodiment, the same or like functional effects are referred to by the same reference numbers to omit or simplify the description. The manner of omission and simplification is applied to a third and the subsequent embodiments.

The gas supply apparatus 21 of the present embodiment provides the abdominal cavity supply fitting 21A and the luminal cavity supply fitting 21B both having entirely the same size, but is different from the first embodiment in that a connecting state is electrically detected and that a gas supply to the two supply fittings 21A and 21B is controlled depending on the results of the detection.

Each of these electrical contacts 46b consists of a pair of conductive electrical pieces. For the present embodiment, as shown in Figs. 7C and 7E, three electrical contacts 46b are formed, by way of example, at each of the abdominal cavity supply fitting 46A and the luminal cavity supply fitting 46B. In addition, a positioning groove 46a is provided at a portion on an outer peripheral surface of each of the abdominal cavity fitting 46A and the luminal cavity supply fitting 46B.

An abdominal cavity connector 43A and a luminal cavity connector 44A are configured to have a shape that fits into the two supply fittings 46A and 46B, respectively. The abdominal cavity connector 43A and the luminal cavity connector 44A are configured to have electrical contacts 43b, on inner peripheries thereof, which are to be electrically in contact with the electrical contacts 46b, respectively. The electrical contacts 43b are comprised, for example, of a conductive material. For the present embodiment, as shown in Fig. 7B, two electrical contacts 43b are formed, by way of example, at the abdominal cavity connector 43A. In addition, as shown in Fig. 7D, three electrical contacts 43b are formed, by way of example, at the luminal cavity connector 44A. Further, the abdominal cavity connector 43A and the luminal cavity connector 44A are configured to have positioning projections 43a and 44a, at a predetermined position in inner peripheral surfaces thereof, respectively, to fit into the positioning grooves 46a, respectively, and to be in position.

Specifically, as shown in Fig. 7B, two electrical contacts 43b are disposed at predetermined positions at a lower inner peripheral surface of the abdominal cavity connector 43A. The abdominal cavity supply fitting 46A,
as shown in Fig. 7C, to which the abdominal cavity connector 43A is fitted is provided with three electrical contacts 46b.

Further, the electrical contacts 46b of the abdominal cavity supply fitting 46A and the electrical contacts 43b of the abdominal cavity connector 43A form a first detector 21A1 as a sensor (see Fig. 8).

The respective electrical contacts 46b of the fitting 46A are connected to the controller 40 and are applied current from the controller 40 at the time connection is judged. Therefore, when the contacts 46b and 43b are, respectively, in contact with each other, the controller 40 may obtain an electrical signal indicative of normality of connection in response to such a current application. Specifically, for the present embodiment, the controller 40 judges as to whether or not the connection is in normality wherein electrical signals indicative of connection are obtained from the two of the three electrical contacts 46b, which are in predetermined positions, provided at the abdominal cavity supply fitting 46A. This may allow the first detector 21A1 to function as a sensor for detecting a state of connection between the abdominal cavity supply fitting 46A and the abdominal cavity connector 43A. Briefly, the controller 40 can obtain information as to whether or not the fitting and the connector are appropriately in electrical connection with each other.

Contrarily, where connection is out of the above described normality (i.e. when signals indicative of contact is obtained from one or three of the three electrical contacts 46b of the abdominal cavity supply fitting 46A, or when no signal indicative of contact is obtained from any of the contacts 46b), the controller 40 can obtain electrical signals indicative of abnormality of connection (erroneous connection).

In short, as shown in Fig. 8, the first detector 21A1 may function as a sensor for detecting a state of connection between the connector and the fitting, and may give information to the controller 40 as to whether or not the two of the electrical contacts 43b and two electrical contacts 46b, respectively, are appropriately in electrical contact with each other.

As shown in Fig. 7D, three electrical contacts 43b are disposed at predetermined positions at a lower inner peripheral surface of the luminal cavity connector 44A.

The luminal cavity supply fitting 46B to fit into the luminal cavity connector 44A is provided, as shown in Fig. 7E, with three electrical contacts 46b at predetermined positions on an outer peripheral surface so as to be electrically connected to the three electrical contacts 43b, respectively, of the luminal cavity connector 44A.

It is configured such that, in fitting the luminal cavity connector 44A to the luminal cavity supply fitting 46B for connection, the positioning projection 44a is engaged with the positioning groove 46a to ensure electrical connection between the three electrical contacts 43b and the three electrical contacts 46b, respectively, as described hereinbefore.

The electrical contacts 46b of the luminal cavity supply fitting 46B and the electrical contacts 43b of the luminal cavity connector 44A form a second detector 21A2 as a sensor (see Fig. 8). The respective electrical contacts 46b of the fitting 46B are connected to the controller 40 and are applied current at the time connection is judged.

Therefore, when both of the contacts 46b and 43b are, respectively, in contact with each other, the controller 40 can obtain an electrical signal indicative of normality of connection in response to such a current application. Specifically, for the present embodiment, the controller 40 judges as to whether or not the connection is in normality wherein electrical signals indicative of connection are obtained from all of the three of the three electrical contacts 46b provided at the luminal cavity supply fitting 46B. This may allow the second detector 21A2 to function as a sensor for detecting a state of connection between the luminal cavity supply fitting 46B and the luminal cavity connector 44A. Briefly, the controller 40 can obtain information as to whether or not the fitting and the connector are in appropriately in electrical connection with each other.

Contrarily, when only portions of both of the contacts 46b and 43b, respectively, are apart from each other, the controller 40 can obtain electrical signals indicative of abnormality of connection (erroneous connection).

In short, as shown in Fig. 8, the second detector 21A2 may function as a sensor for detecting a state of connection between the connector and the fitting, and may give information to the controller 40 as to whether or not the three of the electrical contacts 43b and 46b, respectively, are appropriately electrically connected with each other.

Other portions of the configuration are the same as or equivalent to those of the first embodiment.

Next, effects of the gas supply apparatus 21 of the present embodiment are described.

An operator is supposed to fit the abdominal cavity connector 43A into the abdominal cavity supply fitting 46A for connection. In this instance, the two electrical contacts 43b are reliably connected to the two electrical contacts 46b, respectively, by allowing the positioning projection 43a to engage with the positioning groove 46a.

Also, an operator is supposed to fit the luminal cavity connector 44A into the luminal cavity supply fitting 46B for connection. In this instance, the three electrical contacts 43b are reliably connected to the three electrical contacts 46b, respectively, by allowing the positioning projection 44a to engage with the positioning groove 46a.

The controller 40 applies current to the first de-
and 46b are partially not in conduction with each other. For example, may be obtained as the electrical contacts 43b when connection is in error, a signal of potential "1", for example, may be obtained as the electrical contacts 43b and 46b are brought into electrical conduction with each other. In contrast, a signal having a "0" potential, for example, may be obtained as electrical contacts 43b and 46b are partially not in conduction with each other.

[0122] Then, the controller 40 makes a judgment on whether or not the abdominal cavity connector 43A is appropriately connected to the abdominal cavity supply fitting 46A (step S22). Further, a judgment is also made as to whether or not the luminal cavity connector 44A is appropriately connected to the luminal cavity supply fitting 46B (step S23). It should be noted that the term "appropriately" does not include a case where a state of connection is correct, i.e. not inverted, but "inappropriate (incomplete)", such as a case where insertion is insufficient.

[0123] When both of the judgments at the steps S22 and S23 are to proceed to YES, i.e. when both of the connectors 43A and 44A are judged to be appropriately connected to both of the fittings 46A and 46B, respectively, the controller 40 permits the first electropneumatic proportional valve 33 and the second electropneumatic proportional valve 34 to effect pressure control (step S24). Thus, the first electropneumatic proportional valve 33 effects valve control so that its discharge pressure will be a pressure suitable for an abdominal cavity. Also, the second electropneumatic proportional valve 34 effects valve control so that its discharge pressure will be a pressure suitable for a luminal cavity.

[0124] When an operator has erroneously fit the luminal cavity connector 44A to the abdominal cavity supply fitting 46A, as the three electrical contacts 46b should then all be in a contacted state, the controller 40 may obtain the results of detection as not having been electrically connected from the first detector 21A1 (NO at step S22). Thus, the controller 40, judging that erroneous connection has occurred, controls the first electropneumatic proportional valve 33 and the first electromagnetic valve 36 so as not to effect a gas supply output.

[0125] Further, when an operator has erroneously fit the abdominal cavity connector 43A to the luminal cavity supply fitting 46B, as no complete electrical contact is attained with the three electrical contacts 43b, the controller 40 may also obtain the results of detection as not having been electrically connected from the second detector 21A1 (NO at step S23). Thus, the controller 40 makes a judgment of erroneous connection as having been made, and controls the second electropneumatic proportional valve 34 and the second electromagnetic valve 36 so as not to effect a gas supply output.

[0126] Thus, according to the present embodiment, similar effects as in the first embodiment can be obtained. Specifically, when the abdominal cavity tube 10 and/or the luminal cavity tube 22 are erroneously connected to the supply fitting 46B and/or 46A, the fact of erroneous connection is automatically detected to allow disconnection as appropriate pressure to the respective two supply fittings 46A and 46B. Therefore, an operator is obliged to reconnect the tube 10 (22) to the right fitting 46A (46B), and when such a reconnection is suitably done, an allowance is made to supply carbon dioxide gas to the supply fitting 46A and/or 46B at an appropriate pressure.

[0128] In this way, according to the present embodiment, a configuration, in which the abdominal cavity supply fitting 46A and the luminal cavity supply fitting 46B have a similar shape, cannot result in erroneous connection but enables a supply of carbon dioxide gas at a right pressure to the respective two supply fittings 46A and 46B. The common diameter and the shape between the fittings 46A and 46B are advantageous from a viewpoint of manufacturing cost.

(Third embodiment)

[0129] An endoscopic system in which a third embodiment of the gas supply apparatus of the present invention is implemented is described with reference to Figs. 10A to 10D and 11.

[0130] The present embodiment is an improvement of the gas supply apparatus 21 of the second embodiment, which is different from the second embodiment in that the present embodiment is configured such that distinction between an abdominal and luminal cavity connectors is made not based on contact/noncontact between the electrical contacts, but based on the results of detection of an internal resistance at the electrical contacts.

[0131] As shown in Figs. 10A and 10D, the gas supply apparatus 21 of the present embodiment is provided with an abdominal cavity supply fitting 47A and a luminal cavity supply fitting 47B having the same shape (the same diameter), which is approximately the same as the second embodiment. Each of the abdominal cavity supply fitting 47A and the luminal cavity supply fitting 47B has two electrical contacts 47b on an outer peripheral surface thereof.

[0132] An abdominal cavity connector 43B and a luminal cavity connector 44B are configured so as to have shapes that fit into the two supply fittings 46A and 46B, respectively, which is approximately the same as the second embodiment. The abdominal cavity connector 43B and the luminal cavity connector 44B are configured so as to have two electrical contacts 43b and two electrical contacts 46b, respectively, at positions on respective inner peripheral surfaces thereof, which match the positions of the electrical contacts 47b for electrical connection therebetween.

[0133] As shown in Fig. 10B, the abdominal cavity con-
ector 43B has, at the two electrical contacts 43b, a resistance which is equivalent to a resistor R1. The resistance of the resistor R1 is an internal resistance of the electrical contacts 43b.

[0134] As shown in Fig. 10C, the luminal cavity connector 44B has, at the two electrical contacts 46b, a resistance which is equivalent to a resistor R2. The resistance of the resistor R2 is an internal resistance of the electrical contacts 46b. In the present embodiment, the resistances of the resistor R1 and the resistor R2 are not the same but are predetermined different resistances which are adapted to be recorded on a memory, not shown, in the controller 40.

[0135] In the present embodiment, it is configured that, when the abdominal cavity connector 43B is fit into the abdominal cavity supply fitting 47A for connection, a positioning projection 43a is brought into engagement with a positioning groove 47a, by which the two electrical contacts 43b are reliably electrically connected to the two electrical contacts 47b, respectively.

[0136] Also, it is configured that, when the luminal cavity connector 44B is fit into the luminal cavity supply fitting 47B for connection, a positioning projection 44a is brought into engagement with the positioning groove 47a, in the like manner as described above, by which the two electrical contacts 46b are reliably electrically connected to the two electrical contacts 47b, respectively.

[0137] Further, the electrical contacts 47b of the abdominal cavity supply fitting 47A and the electrical contacts 47b of the luminal cavity supply fitting 47B are configured to be connected to the controller 40, as in the second embodiment, so as to be charged with electricity from the controller 40 at the time of judging connection.

[0138] Thus, the two electrical contacts 47b of the abdominal cavity supply fitting 47A and the two electrical contacts 43b (resistor R1) of the abdominal cavity connector 43B constitute a first detector 21A1 as a sensor. Also, the two electrical contacts 47b of the luminal cavity supply fitting 47B and the two electrical contacts 46b (resistor R2) of the luminal cavity connector 44B constitute a second detector 21A2 as a sensor (see Fig. 8 as described hereinbefore).

[0139] Other portions of the configuration are similar to those of the second embodiment.

[0140] In the present embodiment, a description has been given of a configuration in which are provided two electrical contacts 43b and two electrical contacts 47b for an abdominal cavity side, and two electrical contacts 46b and two electrical contacts 47b for a luminal cavity side. However, without limitation to this, other configuration may be provided in which at least one electrical contact is provided each at an abdominal cavity side and a luminal cavity side, and resistors R1 and R2 of different resistances are provided at the connector side electrical contacts, respectively.

[0141] Next, effects of the gas supply apparatus 21 of the present embodiment are described with reference to Fig. 11.

[0142] In a laparoscopic surgery, an operator is to connect the abdominal cavity tube 10 and the luminal cavity tube 22 to the gas supply apparatus 21 in order to give treatment by inserting the endoscope 12 into a luminal cavity, such as a large intestine for internal and external specification of a site to be treated.

[0143] At this time, assuming that the gas supply apparatus 21 is switched on, the controller 40 starts a program shown in Fig. 11.

[0144] The controller 40 charges electricity to the first detector 21A1 and the second detector 21B1 through a process at step S1, by which each of the resistances of the resistors R1 and R2 of the connected connectors (the abdominal cavity connector 43B and the luminal cavity connector 44B) is detected (measured).

[0145] Thereafter, the controller 40 makes a judgment, through a judgment process at step S2, as to whether or not the resistance detected by the first detector 21A1 is the same as a resistance of the resistor R1 of the abdominal cavity connector 43B.

[0146] In case the detected resistance is judged to be the same as the resistance of the resistor R1 of the abdominal cavity connector 43B, the controller 40 allows processes to proceed to step S3. Contrarily, in case a judgment is made as being different, erroneous connection is regarded to have occurred at step S5, which is then informed to an operator by lighting up an erroneous connection indicator, not shown, of the display 42. At the same time, the first electropneumatic proportional valve 33 and the first electromagnetic valve 35 are controlled so as to stop supply of carbon dioxide gas, and then processes are allowed to return to step S1.

[0147] In the judgment process at step S3, the controller 40 judges on whether or not the resistance detected by the second detector 21B1 is the same as the resistance of the resistor R2 of the luminal cavity connector 44B.

[0148] In case the detected resistance is judged to be the same as the resistance of the resistor R2 of the abdominal cavity connector 44B, the controller 40 allows processes to proceed to step S4. Contrarily, in case a judgment is made as being different, processes are allowed to proceed to step S5 to carry out processing of indication in this regard and of stopping gas supply output, as described above, and then processes are allowed to return to step S1.

[0149] The controller 40 then controls, in the process at step S4, the first electropneumatic proportional valve 33 so that carbon dioxide gas having a pressure suitable for an abdominal cavity is supplied to the abdominal cavity supply fitting 47A, and at the same time, controls the second electropneumatic proportional valve 34 so that carbon dioxide gas having a pressure suitable for a luminal cavity is supplied to the luminal cavity supply fitting 47B. Then, the controller 40 allows processes to return to step S1 being ready for next connection of connectors.

[0150] Thus, according to the present embodiment, when the abdominal cavity supply fitting 47A and the lu-
minal cavity supply fitting 47B are configured to have the same shape, erroneous connection is ultimately prevented as in the second embodiment, and carbon dioxide gas is allowed to be supplied to the respective two supply fittings 47A an 47B with right pressures.

(Fourth embodiment)

[0151] An endoscopic system in which a fourth embodiment of the gas supply apparatus of the present invention is implemented is described with reference to Fig. 12. It should be noted that in Fig. 12, like processing contents as the ones shown in Fig. 11 of the third embodiment are referenced by the same step number.

[0152] In the present embodiment, the gas supply apparatus 21 is approximately the same as the one in the third embodiment except that the present embodiment is configured such that the controller 40 performs automatic control by detecting internal resistances at electrical contacts, judging on connections of luminal cavity and abdominal cavity connectors based on the results of the detection, and supplying gas at optimal predetermined pressures depending on the type of connected connectors based on the results of the judgment.

[0153] Other portions of the configuration of the gas supply apparatus 21 are similar to those of the second embodiment.

[0154] Effects of the gas supply apparatus 21 of the present embodiment are described with reference to Fig. 12.

[0155] In a laparoscopic surgery, an operator is to connect the abdominal cavity tube 10 and the luminal cavity tube 22 to the gas supply apparatus 21 in order to give treatment by inserting the endoscope 12 to a luminal cavity, such as a large intestine for internal and external specification of a site to be treated.

[0156] At this time, assuming that the gas supply apparatus 21 is switched on, the controller 40 starts the program shown in Fig. 12.

[0157] Then, in the process at step S1, the controller 40 detects (measures), via the first detector 21A1 and the second detector 21B1, respective resistances of the resistors R1 and R2 of the connectors (the abdominal cavity connector 43B and the luminal cavity connector 44B) connected to the fittings 47A and 47B, respectively.

[0158] Thereafter, the controller 40 makes a judgment, in the process at step S2, on whether or not the resistance detected by the first detector 21A1 is the same as the resistance of the resistor R1 of the abdominal cavity connector 43B.

[0159] In case the detected resistance is judged to be the same as the resistance of the resistor R1 of the abdominal cavity connector 43B, the controller 40 allows processes to proceed to step S10. Contrarily, in case a judgment is made as being different, processes are allowed to proceed to step S11.

[0160] At step S10, the controller 40 sets a pressure value for an abdominal cavity to be used for supplying carbon dioxide gas of a pressure suitable for an abdominal cavity to the abdominal cavity supply fitting 47A, and at the same time, controls the first electropneumatic proportional valve 33 based on the set pressure value for abdominal cavity, and then processes are allowed to proceed to step S3.

[0161] In a judgment process at step S11, the controller 40 judges as to whether or not the resistance detected by the first detector 21A1 is the same as the resistance of the resistor R2 of the luminal cavity connector 44B. In case the detected resistance is judged to be the same as the resistance of the resistor R2 of the luminal cavity connector 44B, the controller 40 judges the luminal cavity connector 44B as having been connected to the abdominal cavity supply fitting 47A. Then, in a process at step S12, a pressure value for a luminal cavity is set to supply carbon dioxide gas of a pressure suitable for the luminal cavity from the abdominal cavity supply fitting 47A, and based on the set pressure for a luminal cavity, the first electropneumatic proportional valve 33 is controlled. After that, processes are allowed to proceed to step S3. If the resistance is judged not to be the same in a judgment process at step S11, processes are, as well, allowed to return to step S3.

[0162] In the judgment process at step S3, the controller 40 makes a judgment as to whether or not the resistance detected by the second detector 21B1 is the same as the resistance of the resistor R2 of the luminal cavity connector 44B.

[0163] When the detected resistance is judged to be the same as the resistance of the resistor R2 of the luminal cavity connector 44B, the controller 40 allows processes to proceed to step S13, and when the resistance is judged as not being the same, processes are allowed to proceed to step S14.

[0164] At step S13, the controller 40 sets a pressure value for a luminal cavity to supply carbon dioxide gas of a pressure suitable for a luminal cavity to the luminal cavity supply fitting 47B, and at the same time, controls the second electropneumatic proportional valve 34 based on the set pressure value for a luminal cavity, and then processes are allowed to return to step S1.

[0165] In a judgment process at step S14, the controller 40 judges on whether or not the resistance detected by the second detector 21B1 is the same as the resistance of the resistor R1 of the abdominal cavity connector 43B. In case the detected resistance is judged to be the same as the resistance of the resistor R1 of the abdominal cavity connector 43B, the controller 40 judges the abdominal cavity connector 43B as having been connected to the luminal cavity supply fitting 47B. Then, in a process at step S15, the controller 40 sets a pressure value for an abdominal cavity to supply carbon dioxide gas of a pressure suitable for an abdominal cavity from the luminal cavity supply fitting 47B, and controls the second electropneumatic proportional valve 34 based on the set pressure value for an abdominal cavity. Thereafter, processes are allowed to return to step S1. Meanwhile, in
Thus, even when a wrong connector has been connected, the erroneous connection preventing device is able to return to step S1.

Thus, according to the present embodiment, irrespective of the occurrences of erroneous connection, the abdominal cavity connector 43B and the luminal cavity connector 44B are automatically identified, and based on the results of the identification, gas supply can be carried out with a right pressure. Such an automatic control enables automatic gas supply, even when an abdominal cavity side gas supply conduit or a luminal cavity side gas supply conduit breaks down, at an optimum pressure for an abdominal cavity or a luminal cavity through a supply fitting which is in order, thereby allowing an operation to proceed without interruption.

The gas supply apparatus of each of the embodiments described above is configured such that an abdominal cavity supply fitting and a luminal cavity supply fitting are integrally provided and that carbon dioxide gas can be supplied at a right pressure through respective supply fittings, and accordingly that the space of an operating room can be effectively utilized. The gas supply apparatus of each of the embodiments is especially effective in a laparoscopic surgery wherein treatment is carried out with a right pressure. Such an automatic control enables automatic gas supply, even when an abdominal cavity supply fitting which is in order, thereby allowing an operation to proceed without interruption.

The present invention is not limited to the first to fourth embodiments described above, but may be embodied in many other ways with various modulations without departing from the scope of the invention. Additionally, the embodiments described above include inventions at various stages, and thus suitable combinations of the disclosed plurality of components may extract various inventions.

Claims

1. A gas supply apparatus (21) comprising:

   a first fitting (21A, 46A, 47A) adapted to discharge a gas of a first pressure therethrough;
   a second fitting (21B, 46B, 47B) adapted to discharge a gas of a second pressure therethrough, wherein the second pressure is different from the first pressure;
   a first tube (10) adapted to supply the gas of the first pressure to a first body cavity of a subject to be medically treated;
   a first connector (43A, 43B) attached to one end of the first tube (10) and being connectable to the first fitting (21A, 46A, 47A);
   a second tube (22) adapted to supply the gas of the second pressure to a second body cavity of a subject to be medically treated;
   a second connector (44A, 44B) attached to one end of the second tube (22) and being connectable to the second fitting (21B, 46B, 47B), an erroneous-connection preventing device adapted to prevent at least one of an erroneous connection of the first connector (43A, 43B) to the second fitting (21B, 46B, 47B) and an erroneous connection of the second connector (44A, 44B) to the first fitting (21A, 46A, 47A);
   a single gas source (29); and
   a gas supply unit adapted to control the supply of gas from the gas source (29) to the first and second fittings (21A, 46A, 47A, 21B, 46B, 47B) so as to supply the first fitting (21A, 46A, 47A) with the gas of the first pressure and the second fitting (21B, 46B, 47B) with the gas of the second pressure.

2. The gas supply apparatus (21) according to claim 1, further comprising:

   a sensor (21A1, 21B1) adapted to detect information indicative of a condition of the first connector (43A, 43B) connected to the first fitting (21A, 46A, 47A) and information indicative of a condition of the second connector (44A, 44B) connected to the second fitting (21B, 46B, 47B);
   a determination unit adapted to determine, based on the information from the sensor, whether or not the first connector (43A, 43B) is properly connected to the first fitting (21A, 46A, 47A) and whether or not the second connector (44A, 44B) is properly connected to the second fitting (21B, 46B, 47B); and
   a gas supply control unit (40) adapted to control, based on a result determined by the determination unit, the gas supply unit to supply the gas of the first pressure and the gas of the second pressure to the first (21A, 46A, 47A) and second fittings (21B, 46B, 47B), respectively.

3. The gas supply apparatus (21) according to claim 1, wherein both of the first (21A, 46A, 47A) and second fittings (21B, 46B, 47B) are formed on a surface of a casing of the gas supply apparatus (21), thereby allowing an operator to manually connect the first (43A, 43B) and second connectors (44A, 44B) to the first (21A, 46A, 47A) and second fittings (21B, 46B, 47B), respectively.

4. The gas supply apparatus (21) according to claim 1, wherein the erroneous-connection preventing device is a device to make a connecting portion of the first fitting (21A, 46A, 47A) to the first connector (43A, 43B) automatically identified, and based on the results of the identification, gas supply can be carried out with a right pressure. Such an automatic control enables automatic gas supply, even when an abdominal cavity supply fitting which is in order, thereby allowing an operation to proceed without interruption.

The embodiments described above include inventions at various stages, and thus suitable combinations of the disclosed plurality of components may extract various inventions.
5. The gas supply apparatus (21) according to claim 1, wherein the erroneous-connection preventing device has means preventing the erroneous connection using a color-identification technique with which at least one of the first fitting (21A, 46A, 47A) and the first connector (43A, 43B) is colored in a particular hue and at least one of the second fitting (21B, 46B, 47B) and the second connector (44A, 44B) is colored in a hue different from the particular hue.

6. The gas supply apparatus (21) according to claim 1, wherein the erroneous-connection preventing device is composed of a first fit portion formed on both the first fitting (21A, 46A, 47A) and the first connector (43A, 43B) and a second fit portion formed on both the second fitting (21B, 46B, 47B) and the second connector (44A, 44B), wherein the first and second fit portions provide mutually different fit conditions.

7. The gas supply apparatus (21) according to claim 6, wherein the first fit portion is composed of a pair of a protrusion formed on the first fitting (21A, 46A, 47A) and a recess formed on the first connector (43A, 43B), the second fit portion is composed of a pair of a protrusion formed on the second fitting (21B, 46B, 47B) and a recess formed on the second connector (44A, 44B), and the pair of the protrusion and the recess on the first fit portion differs in number from the pair of the protrusion and the recess on the second fit portion.

8. The gas supply apparatus (21) according to claim 6, wherein a connecting portion of the first fitting (21A, 46A, 47A) to the first connector (43A, 43B) differs in size from a connecting portion of the second fitting (21B, 46B, 47B) to the second connector (44A, 44B).

9. The gas supply apparatus (21) according to claim 2, wherein the gas supply control unit (40) is configured to issue a command to allow the gas of the first pressure to be supplied to the first fitting (21A, 46A, 47A) in cases where the determination unit determines that the first connector (43A, 43B) is properly connected to the first fitting (21A, 46A, 47A); issue a further command to prohibit the gas of the first pressure from being supplied to the first fitting (21A, 46A, 47A) in cases where the determination unit determines that the first connector (43A, 43B) is not properly connected to the first fitting (21A, 46A, 47A); issue a further command to allow the gas of the second pressure to be supplied to the second fitting (21B, 46B, 47B) in cases where the determination unit determines that the second connector (44A, 44B) is properly connected to the second fitting (21B, 46B, 47B); and issue a further command to prohibit the gas of the second pressure from being supplied to the second fitting (21B, 46B, 47B) in cases where the determination unit determines that the second connector (44A, 44B) is not properly connected to the second fitting (21B, 46B, 47B).

10. The gas supply apparatus (21) according to claim 9, further comprising a display unit (27) adapted to inform of an erroneous connection when the determination unit determines that the first connector (43A, 43B) is not properly connected to the first fitting (21A, 46A, 47A) or the second connector (44A, 44B) is not properly connected to the second fitting (21B, 46B, 47B).

11. The gas supply apparatus (21) according to claim 2, wherein the sensor (21A1, 21B1) is composed of conductive fitting-side contacts formed on the first (21A, 46A, 47A) and second fittings (21B, 46B, 47B), respectively and conductive connector-side contacts formed on the first (43A, 43B) and second connectors (44A, 44B), respectively, and permitted to touch the fitting-side contacts when being connected, and the determination unit is configured to perform the determination on the basis of results obtained when current is made to flow through the fitting-side contact and connectors-side contact at each of the first (21A, 46A, 47A) and second fittings (21B, 46B, 47B).

12. The gas supply apparatus (21) according to claim 11, wherein the fitting-side contact and connector-side contact on the first fitting (21A, 46A, 47A) and first connector (43A, 43B) include a plurality of first pairs of contacts and the fitting-side contact and connector-side contact on the second fitting (21B, 46B, 47B) and second connector (44A, 44B) include a plurality of second pairs of contacts which are different in number from the plurality of first pairs of contacts.

13. The gas supply apparatus (21) according to claim 11, further comprising positioning means positioning both the first connector (43A, 43B) connected to the first fitting (21A, 46A, 47A) and the second connector (44A, 44B) connected to the second fitting (21B, 46B, 47B).

14. The gas supply apparatus (21) according to claim 2, wherein the sensor is composed of a resistor with conductive contact portions at both ends thereof arranged on either the first fitting (21A, 46A, 47A) or the first connector (43A, 43B) and on
the second fitting (21B, 46B, 47B) or the second connector (44A, 44B), respectively; and conductive contact portions arranged on the remaining one of the first fitting (21A, 46A, 47A) and the first connector (43A, 43B) and on the remaining one of the second fitting (21B, 46B, 47B) and the second connector (44A, 44B), respectively, and allowed to touch the contact portions of the resistor when being connected, and
the determination unit is configured to perform the determination, at each of the first (21A, 46A, 47A) and second fittings (21B, 46B, 47B), on the basis of results obtained when current is made to flow through the resistor via the contact portions on both the first (21A, 46A, 47A) and second fittings (21B, 46B, 47B), on the basis of the current.

15. The gas supply apparatus (21) according to claim 14, further comprising positioning means positioning both the first connector (43A, 43B) connected to the first fitting (21A, 46A, 47A) and the second connector (44A, 44B) connected to the second fitting (21B, 46B, 47B).

Patentansprüche

1. Gaszuführgerät (21), das umfasst:
   einen ersten Anschluss (21A, 46A, 47A), der dazu eingerichtet ist, ein Gas mit einem ersten Druck auszugeben;
   einen zweiten Anschluss (21B, 46B, 47B), der dazu eingerichtet ist, ein Gas mit einem zweiten Druck auszugeben, wobei sich der zweite Druck von dem ersten Druck unterscheidet;
   ein erstes Rohr (10), das dazu eingerichtet ist, das Gas mit dem ersten Druck einem ersten Körperhohlraum eines medizinisch zu behandelnden Subjekts zuzu führen;
   einen ersten Verbinder (43A, 43B), der an einem Ende des ersten Rohrs (10) befestigt und mit dem ersten Anschluss (21A, 46A, 47A) verbindbar ist;
   ein zweites Rohr (22), das dazu eingerichtet ist, das Gas mit dem zweiten Druck einem zweiten Körperhohlraum eines medizinisch zu behandelnden Subjekts zuzu führen;
   einen zweiten Verbinder (44A, 44B), der an einem Ende des zweiten Rohrs (22) befestigt und mit dem zweiten Anschluss (21B, 46B, 47B) verbindbar ist;
   eine Einrichtung zur Vermeidung einer fehlerhaften Verbindung, die dazu eingerichtet ist, eine fehlerhafte Verbindung des ersten Verbinders (43A, 43B) mit dem ersten Anschluss (21A, 46A, 47A) zu vermeiden;
   eine einzige Gasquelle (29); und

2. Gaszuführgerät (21) nach Anspruch 1, das ferner umfasst:
   einen Sensor (21A1, 21B1), der dazu eingerichtet ist, eine Information, die einen Zustand anzeigt, in dem der erste Verbinder (43A, 43B) mit dem ersten Anschluss (21A, 46A, 47A) verbunden ist, und eine Information, die einen Zustand anzeigt, in dem der zweite Verbinder (44A, 44B) mit dem zweiten Anschluss (21B, 46B, 47B) verbunden ist, zu erfassen;
   eine Bestimmungseinheit, die dazu eingerichtet ist, auf der Basis der Information von dem Sensor zu bestimmen, ob der erste Verbinder (43A, 43B) ordnungsgemäß mit dem ersten Anschluss (21A, 46A, 47A) verbunden ist oder nicht und ob der zweite Verbinder (44A, 44B) ordnungsgemäß mit dem zweiten Anschluss (21B, 46B, 47B) verbunden ist oder nicht; und
   eine Gaszuführsteuerungseinheit (40) die dazu eingerichtet ist, auf der Basis eines von der Bestimmungseinheit bestimmten Ergebnisses die Gaszuführseinheit zu steuern, um das Gas mit dem ersten Druck und das Gas mit dem zweiten Druck dem ersten (21A, 46A, 47A) bzw. dem zweiten Anschluss (21B, 46B, 47B) zuzuführen.


4. Gaszuführgerät (21) nach Anspruch 1, wobei die Einrichtung zur Vermeidung einer fehlerhaften Verbindung eine Einrichtung ist, die verursacht, dass ein Verbindungsabschnitt des ersten Anschlusses (21A, 46A, 47A) mit dem ersten Verbinder (43A, 43B) eine andere Größe hat als ein Verbindungsabschnitt des zweiten Anschlusses (21B, 46B, 47B) mit dem zweiten Verbinder (44A, 44B).
5. Gaszufuhrgerät (21) nach Anspruch 1, wobei die Einrichtung zur Vermeidung einer fehlerhaften Verbindung ein Mittel umfasst, das die fehlerhafte Verbindung vermeidet, indem es eine Farbidentifikationstechnik einsetzt, bei der der erste Anschluss (21A, 46A, 47A) und/oder der erste Verbinde (43A, 43B) in einem spezifischen Farbton gefärbt ist/sind und der zweite Anschluss (21B, 46B, 47B) und/oder der zweite Verbinde (44A, 44B) in einem Farbton gefärbt ist/sind, der sich von dem spezifischen Farbton unterscheidet.

6. Gaszufuhrgerät nach Anspruch 1, wobei die Einrichtung zur Vermeidung einer fehlerhaften Verbindung aus einem ersten Anschlussabschnitt, der sowohl an dem ersten Anschluss (21A, 46A, 47A) als auch dem ersten Verbinde (43A, 43B) ausgebildet ist, und einem zweiten Anschlussabschnitt, der sowohl an dem zweiten Anschluss (21B, 46B, 47B) als auch dem zweiten Verbinde (44A, 44B) ausgebildet ist, besteht wobei die ersten und zweiten Anschlussabschnitte jeweils unterschiedliche Anschlussbedingungen beinhalten.

7. Gaszufuhrgerät (21) nach Anspruch 6, wobei der erste Anschlussabschnitt aus einem Paar aus einem Vorsprung, der an dem ersten Anschluss (21A, 46A, 47A) ausgebildet ist, und einer Ausnehmung, die an dem ersten Verbinde (43A, 43B) ausgebildet ist, besteht der zweite Anschlussabschnitt aus einem Paar aus einem Vorsprung, der an dem zweiten Anschluss (21B, 46B, 47B) ausgebildet ist, und einer Ausnehmung, die an dem zweiten Verbinde (44A, 44B) ausgebildet ist, besteht der zweite Anschlussabschnitt aus einem Paar aus einem Vorsprung, der an dem zweiten Anschluss (21B, 46B, 47B) ausgebildet ist, und einer Ausnehmung, die an dem zweiten Verbinde (44A, 44B) ausgebildet ist, das die an dem zweiten Anschluss (21B, 46B, 47B) verbunden ist oder der zweite Verbinde (44A, 44B) ordnungsgemäß mit dem zweiten Anschluss (21B, 46B, 47B) verbunden ist.


9. Gaszufuhrgerät (21) nach Anspruch 2, wobei die Gaszufuhrsteuerungseinheit (40) dazu eingerichtet ist einen Befehl auszugeben, um zu verhindern, dass das Gas mit dem ersten Druck dem ersten Anschluss (21A, 46A, 47A) zugeführt wird, wenn die Bestimmungseinheit bestimmt, dass der erste Verbinde (43A, 43B) ordnungsgemäß mit dem ersten Anschluss (21A, 46A, 47A) verbunden ist;

10. Gaszufuhrgerät (21) nach Anspruch 9, das ferner eine Anzeigeeinheit (27) umfasst, die dazu eingerichtet ist, über eine fehlerhafte Verbindung zu informieren, wenn die Bestimmungseinheit bestimmt, dass der erste Verbinde (43A, 43B) ordnungsgemäß mit dem ersten Anschluss (21A, 46A, 47A) verbunden ist oder der zweite Verbinde (44A, 44B) nicht ordnungsgemäß mit dem zweiten Anschluss (21B, 46B, 47B) verbunden ist.


Paaren von Kontakten unterscheidet.


14. Gaszufuhrgert (21) nach Anspruch 2, wobei der Sensor aus einem Widerstand mit leitfähigen Kontaktab schnitten an seinen beiden Enden, die entweder an dem ersten Anschluss (21A, 46A, 47A) oder dem ersten Verbinder (43A, 43B) bzw. an dem zweiten Anschluss (21B, 46B, 47B) oder dem zweiten Verbinder (44A, 44B) angeordnet sind; und leitfähigen Kontaktab schnitten, die an dem verbli benden des ersten Anschlusses (21A, 46A, 47A) und des ersten Verbinder (43A, 43B) bzw. an dem verbli benden des zweiten Anschlusses (21B, 46B, 47B) und des zweiten Verbinder (44A, 44B) ange ordnet sind und in einem verbundenen Zustand die Kontaktab schnitten des Widerstands berühren kön nen, besteht, und wobei die Bestimmungseinheit dazu eingerichtet ist, die Bestimmung an jedem der ersten (21A, 46A, 47A) und zweiten Anschlusse (21B, 46B, 47B) auf der Basis der Ergebnisse durchzuführen, die erhalten werden, wenn veranlasst wird, dass ein Strom durch den Widerstand über die Kontaktab schnitten an sowohl den ersten (21A, 46A, 47A) als auch den zweiten Anschlüssen (21B, 46B, 47B) und den ersten (43A, 43B) und zweiten Verbinder (44A, 44B) fließt.


Revendications

1. Appareil (21) de délivrance de gaz comprenant :

- un premier raccord (21A, 46A, 47A) adapté à décharger un gaz d’une première pression à travers celui-ci ;
- un deuxième raccord (21B, 46B, 47B) adapté à décharger un gaz d’une deuxième pression à travers celui-ci, dans lequel la deuxième pression est différente de la première pression ;
- un premier tube (10) adapté à délivrer le gaz de la première pression à une première cavité corporelle d’un sujet devant être médicalement traité ;
- un premier connecteur (43A, 43B) fixé à une extrémité du premier tube (10) et pouvant être connecté au premier raccord (21A, 46A, 47A) ;
- un deuxième tube (22) adapté à délivrer le gaz de la deuxième pression à une deuxième cavité corporelle d’un sujet devant être médicalement traité ;
- un deuxième connecteur (44A, 44B) fixé à une extrémité du deuxième tube (22) et pouvant être connecté au deuxième raccord (21B, 46B, 47B) ;
- un dispositif de prévention de connexion erronee adapté à prévenir au moins une d’une connexion erronée du premier connecteur (43A, 43B) au deuxième raccord (21B, 46B, 47B) et d’une connexion erronée du deuxième connecteur (44A, 44B) au premier raccord (21A, 46A, 47A) ;
- une source unique (29) de gaz ; et
- une unité de délivrance de gaz adaptée à commander la délivrance de gaz de la source de gaz (29) aux premier et deuxième raccords (21A, 46A, 47A, 21B, 46B, 47B) de façon à délivrer au premier raccord (21A, 46A, 47A) le gaz de la première pression et au deuxième raccord (21B, 46B, 47B) le gaz de la deuxième pression.

2. Appareil (21) de délivrance de gaz selon la revendication 1, comprenant en outre :

- un capteur (21A1, 21B1) adapté à détecter une information indicatrice d’une condition du premier connecteur (43A, 43B) connecté au premier raccord (21A, 46A, 47A) et une information indicatrice d’une condition du deuxième connecteur (44A, 44B) connecté au deuxième raccord (21B, 46B, 47B) ;
- une unité de détermination adaptée à déterminer, sur la base des informations provenant du capteur, si oui ou non le premier connecteur (43A, 43B) est correctement connecté au premier raccord (21A, 46A, 47A) et si oui ou non le deuxième connecteur (44A, 44B) est correctement connecté au deuxième raccord (21B, 46B, 47B) ; et
- une unité (40) de commande de délivrance de gaz adaptée à commander, sur la base d’un résultat déterminé par l’unité de détermination, l’unité de délivrance de gaz pour délivrer le gaz de la première pression et le gaz de la deuxième pression aux premier (21A, 46A, 47A) et deuxième (21B, 46B, 47B) raccords, respectivement.

3. Appareil (21) de délivrance de gaz selon la revendication 1, dans lequel les premier (21A, 46A, 47A) et deuxième (21B, 46B, 47B) raccords sont tous les deux formés sur une surface d’un boîtier de l’appareil
(21) de délivrance de gaz, permettant ainsi à un opérateur de connecter manuellement les premier (43A, 43B) et deuxième (44A, 44B) connecteurs aux premier (21A, 46A, 47A) et deuxième (21B, 46B, 47B) raccords, respectivement.

4. Appareil (21) de délivrance de gaz selon la revendication 1, dans lequel le dispositif de prévention de connexion erronée est un dispositif pour faire en sorte qu'une partie de connexion du premier raccord (21A, 46A, 47A) au premier connecteur (43A, 43B) diffère en taille d'une partie de connexion du deuxième raccord (21B, 46B, 47B) au deuxième connecteur (44A, 44B).

5. Appareil (21) de délivrance de gaz selon la revendication 1, dans lequel le dispositif de prévention de connexion erronée a un moyen prévenant la connexion erronée utilisant une technique d'identification par couleurs avec laquelle au moins un du premier raccord (21A, 46A, 47A) et du premier connecteur (43A, 43B) est coloré à une teinte particulière et au moins un du deuxième raccord (21B, 46B, 47B) et du deuxième connecteur (44A, 44B) est coloré à une teinte différente de la teinte particulière.

6. Appareil (21) de délivrance de gaz selon la revendication 1, dans lequel le dispositif de prévention de connexion erronée est composé d'une première partie d'ajustement formée sur les deux du premier raccord (21A, 46A, 47A) et du premier connecteur (43A, 43B) et d'une deuxième partie d'ajustement formée sur les deux du deuxième raccord (21B, 46B, 47B) et du deuxième connecteur (44A, 44B), dans lequel les première et deuxième parties d'ajustement offrent des conditions d'ajustement mutuellement différentes.

7. Appareil (21) de délivrance de gaz selon la revendication 6, dans lequel la première partie d'ajustement est composée d'une paire d'une saillie formée sur le premier raccord (21A, 46A, 47A) et d'un évidement formé sur le premier connecteur (43A, 43B), la deuxième partie d'ajustement est composée d'une paire d'une saillie formée sur le deuxième raccord (21B, 46B, 47B) et d'un évidement formé sur le deuxième connecteur (44A, 44B), et la paire de la saillie et de l'évidement sur la première partie d'ajustement diffère en nombre de la paire de la saillie et de l'évidement sur la deuxième partie d'ajustement.

8. Appareil (21) de délivrance de gaz selon la revendication 6, dans lequel une partie de connexion du premier raccord (21A, 46A, 47A) au premier connecteur (43A, 43B) diffère en taille d'une partie de connexion du deuxième raccord (21B, 46B, 47B) au deuxième connecteur (44A, 44B).

9. Appareil (21) de délivrance de gaz selon la revendication 2, dans lequel l'unité (40) de commande de délivrance de gaz est configurée pour envoyer une commande pour permettre que le gaz de la première pression soit délivré au premier raccord (21A, 46A, 47A) dans des cas où l'unité de détermination détermine que le premier connecteur (43A, 43B) est correctement connecté au premier raccord (21A, 46A, 47A) ; envoyer une autre commande pour interdire que le gaz de la première pression ne soit délivré au premier raccord (21A, 46A, 47A) ; envoyer une autre commande pour interdire que le gaz de la deuxième pression soit délivré au deuxième raccord (21B, 46B, 47B) dans des cas où l'unité de détermination détermine que le deuxième connecteur (43A, 43B) n'est pas correctement connecté au premier raccord (21A, 46A, 47A) ; et envoyer une autre commande pour interdire que le gaz de la deuxième pression ne soit délivré au deuxième raccord (21B, 46B, 47B) dans des cas où l'unité de détermination détermine que le deuxième connecteur (44A, 44B) n'est pas correctement connecté au deuxième raccord (21B, 46B, 47B).

10. Appareil (21) de délivrance de gaz selon la revendication 9, comprenant en outre une unité (27) d'affichage adaptée à informer d'une connexion erronée lorsque l'unité de détermination détermine que le premier connecteur (43A, 43B) n'est pas correctement connecté au premier raccord (21A, 46A, 47A) ou que le deuxième connecteur (44A, 44B) n'est pas correctement connecté au deuxième raccord (21B, 46B, 47B).

11. Appareil (21) de délivrance de gaz selon la revendication 2, dans lequel le capteur (21A1, 21B1) est composé de contacts conducteurs de côté raccords formés sur les premier (21A, 46A, 47A) et deuxième (21B, 46B, 47B) raccords, respectivement, et de contacts conducteurs de côté conducteurs formés sur les premier (43A, 43B) et deuxième (44A, 44B) conducteurs, respectivement, et pouvant toucher les contacts de côté raccords lorsqu'ils sont connectés, et l'unité de détermination est configurée pour exécuter la détermination sur la base de résultats obtenus lorsqu'un courant est fait traverser le contact de côté raccords et le contact de côté raccords au niveau de chacun des premier (21A, 46A, 47A) et deuxième (21B, 46B, 47B) raccords.

12. Appareil (21) de délivrance de gaz selon la revendication 11, dans lequel le contact de côté raccord et le contact de côté raccord
(21A, 46A, 47A) et le premier connecteur (43A, 43B) incluent une pluralité de premières paires de contacts et le contact de côté raccord et le contact de côté connecteur sur le deuxième raccord (21B, 46B, 47B) et le deuxième connecteur (44A, 44B) incluent une pluralité de deuxième paires de contacts qui sont différentes en nombre de la pluralité de premières paires de contacts.

13. Appareil (21) de délivrance de gaz selon la revendication 11, comprenant en outre des moyens de positionnement positionnant à la fois le premier connecteur (43A, 43B) connecté au premier raccord (21A, 46A, 47A) et le deuxième connecteur (44A, 44B) connecté au deuxième raccord (21B, 46B, 47B).

14. Appareil (21) de délivrance de gaz selon la revendication 2, dans lequel le capteur est composé d'une résistance avec des parties de contacts conducteurs aux deux extrémités de celle-ci agencée sur le premier raccord (21A, 46A, 47A) ou le premier connecteur (43A, 43B) et sur le deuxième raccord (21B, 46B, 47B) ou le deuxième connecteur (44A, 44B), respectivement ; et des parties de contacts conducteurs agencées sur l'autre du premier raccord (21A, 46A, 47A) et du premier connecteur (43A, 43B) et sur l'autre du deuxième raccord (21B, 46B, 47B) et du deuxième connecteur (44A, 44B), respectivement, et pouvant toucher les parties de contacts de la résistance lorsqu'ils sont connectés, et l'unité de détermination est configurée pour exécuter la détermination, au niveau de chacun des premier (21A, 46A, 47A) et deuxième (21B, 46B, 47B) raccords, sur la base de résultats obtenus lorsqu'un courant est fait traverser la résistance par l'intermédiaire des parties de contacts sur à la fois les premier (21A, 46A, 47A) et deuxième (21B, 46B, 47B) raccords et les premier (43A, 43B) et deuxième (44A, 44B) connecteurs.

15. Appareil (21) de délivrance de gaz selon la revendication 14, comprenant en outre des moyens de positionnement positionnant à la fois le premier connecteur (43A, 43B) connecté au premier raccord (21A, 46A, 47A) et le deuxième connecteur (44A, 44B) connecté au deuxième raccord (21B, 46B, 47B).
FIG. 11

START

S1: DETECT RESISTANCES (R1, R2) OF CONNECTORS USING FIRST AND SECOND DETECTORS

N

IS RESISTANCE DETECTED USING SAME RESISTANCE OF ABDOMINAL CAVITY CONNECTOR? (R1)

S2

S3

IS RESISTANCE DETECTED USING SAME RESISTANCE OF LUMINAL CAVITY CONNECTOR? (R2)

Y

CONTROL OUTPUTS BASED ON PRESET PRESSURES FOR ABDOMINAL AND LUMINAL CAVITIES

S4

Y

PROHIBIT GAS FROM BEING OUTPUTTED AND PERFORM DISPLAY INDICATING ERRONEOUS CONNECTION

S5
FIG. 12

START

1. DETECT RESISTANCES (R1, R2) OF CONNECTORS USING FIRST AND SECOND DETECTORS

2. IS RESISTANCE DETECTED USING FIRST DETECTOR THE SAME AS RESISTANCE (R1) OF ABDOMINAL CAVITY CONNECTOR?

3. CONTROL OUTPUT PRESSURE THROUGH CONTROL OF FIRST ELECTROSTATIC PROPORTIONAL VALVE BASED ON SET PRESSURE VALUE FOR ABDOMINAL CAVITY

4. IS RESISTANCE DETECTED USING SECOND DETECTOR THE SAME AS RESISTANCE (R2) OF ABDOMINAL CAVITY CONNECTOR?

5. CONTROL OUTPUT PRESSURE THROUGH CONTROL OF SECOND ELECTROSTATIC PROPORTIONAL VALVE BASED ON SET PRESSURE VALUE FOR ABDOMINAL CAVITY
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• JP 2004097126 A [0001]
• JP 2005082545 A [0001]
• US 6299592 B [0012]