EUROPEAN PATENT SPECIFICATION

METHOD AND APPARATUS FOR SELECTING MBMS RADIO BEARER TYPE

VERFAHREN UND VORRICHTUNG ZUR AUSWAHL EINES MBMS-FUNKTRÄGERTyps

PROCÉDE ET APPAREIL POUR SELECTIONNER LE TYPE DE RADIO-PORTEUSE MBMS

Designated Contracting States:
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HU IE IT LI LU MC NL PL PT RO SE SI SK TR

Priority: 19.08.2003 KR 2003057388

Date of publication of application: 17.05.2006 Bulletin 2006/20

Proprietor: LG Electronics, Inc. 150-172 Seoul (KR)

Inventors:
- LEE, Young Dae Gyeonggi-do 465-804 (KR)
- YI, Seung June Seocho-gu, Seoul 137-880 (KR)
- CHUN, Sung Duck Gwanak-gu, Seoul 151-891 (KR)

Representative: Urner, Peter TER MEER STEINMEISTER & PARTNER GbR Patentanwälte Mauerkircherstrasse 45 81679 München (DE)

Int Cl.:
H04W 4/06 (2009.01) H04L 12/24 (2006.01)

References cited:

Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
Description

Field of Invention

[0001] The present invention relates to a method and apparatus for providing a service, such as a multimedia broadcast/multicast service (MBMS), in a universal mobile telecommunications system (UMTS), and more particularly, to a method and apparatus for selecting a radio bearer type according to a count of mobile terminals obtained through responses to a service response request message from a network.

Background Art

[0002] The universal mobile telecommunications system (UMTS) is a third-generation mobile communications system evolving from the global system for mobile communications system, which is the European standard. The UMTS is aimed at providing enhanced mobile communications services based on the GSM core network and wideband code-division multiple-access technologies.

[0003] A conventional UMTS network structure is illustrated in FIG. 1. One mobile terminal 2, or user equipment (UE), is connected to a core network 4 through a UMTS terrestrial radio access network (UTRAN) 6. The UTRAN 6 configures, maintains, and manages a radio access bearer for communications between the UE 2 and core network 4 to meet end-to-end quality-of-service requirements.

[0004] The UTRAN 6 consists of at least one radio network subsystem 8, including one RNC 10 acting as an access point to the core network, and at least one Node B 12 managed by a corresponding RNC. The RNCs 10 are logically classified as controlling RNCs, which allocate and manage common radio resources for a plurality of UEs 2 of a cell, and serving RNCs, which allocate and manage dedicated radio resources for a specific UE of a cell. Each Node B 12 manages at least one cell.

[0005] The core 4 network may be divided according to the type of service provided, namely, a circuit-switched (CS) domain and a packet-switched (PS) domain. The CS domain includes a mobile switching center (MSC) 14 acting as an access point to the UTRAN 6 and a gateway mobile switching center (GMSC) 16 acting as an access point to an external network. The PS domain includes a serving GPRS support node (SGSN) 18 acting as an access point to the UTRAN 6 and a gateway GPRS support node (GGSN) 20 acting as an access point to the external network.

[0006] In the CS domain, the core network’s 4 access point is the MSC 14 via an lu-CS interface. In the PS domain, the core network’s 4 access point is the SGSN 18 via an lu-PS interface. A visitor location register (VLR) 22 and a home location register (HLR) 24 manage user registration information.

[0007] The air interface (Uu) between the UE 2 and the UTRAN 6 includes a radio resource control (RRC) layer (not shown) for the establishment, reconfiguration, and release of radio bearers, for example a service providing data transfer between the UE and an RNC 10 of the UTRAN. A UE 2 is said to be in the RRC-connected mode when the RRC layer of a UE and the RRC layer of a corresponding RNC 10 are connected, thereby providing for bi-directional transfer of RRC messages. If there is no RRC connection, the UE 2 is said to be in the RRC-idle mode.

[0008] The serving RNC 10 of an RRC-connected UE 2 recognizes and manages the UE by cells. An RRC-idle UE 2, on the other hand, cannot be recognized by cells and can be considered invisible to the RNC 10. Therefore, the MSC 14 or SGSN 18 of the core network 4 manages RRC-idle UEs 2 using larger areas, such as location units or routing area units.

[0009] Upon power-up, a UE 2 is in the RRC-idle mode by default. When necessary, an RRC-idle UE 2 transitions to the RRC-connected mode through an RRC connection procedure.

[0010] An RRC connection is established, for example, when uplink data transfer is needed to make a call or to respond to a paging message from the RNC 10. The RRC connection connects the UE 2 to the RNC 10 of the UTRAN 6. However, in order to receive a service, for example MBMS, the UE must be connected to the core network 4 (MSC 14 or SGSN 18). Connection of the UE 2 to the core network 4 for control of the service is achieved by a "signaling connection," either a CS connection or PS connection according to the type of service.

[0011] A CS connection, which is established between the UE 2 and MSC 14, consists of an RRC connection and an lu-CS connection. When there is a CS connection, the UE 2 is said to be in the circuit mobility management (CMM) connected, or CMM-connected, mode. When there is no such connection, the UE 2 is said to be in the CMM-idle mode.

[0012] A PS connection, which is established between the UE 2 and SGSN 18, consists of an RRC connection and an lu-PS connection. When there is a PS connection, the UE 2 is said to be in the packet mobility management (PMM) connected, or PMM-connected, mode. When there is no such connection, the UE 2 is said to be in the PMM-idle mode.

[0013] One UE 2 may have two signaling connections, for example both a CS connection and a PS connection, but only one RRC connection. An RRC-connected UE 2 may have no signaling connection, whereby the UE is managed by the RNC 10 only and cannot receive services.

[0014] To join a specific MBMS, both an RRC connection and an lu-PS connection, or a PS connection, is required through which a UE 2 is connected to the SGSN 18. An MBMS-joined UE 2 remains in the RRC-connected mode by maintaining the PS connection. Upon termination of the service, the UE 2 transitions to the RRC-idle mode by severing the PS connection.
When MBMS data transfer is eminent and a UE2 is standing by, for example intending to receive data of the MBMS, the SGSN 18 sends a "session start" message to the RNC 10. The RNC 10 transmits an MBMS notification message to the UE 2 at least once before the MBMS data is transferred.

The MBMS notification message is transmitted via a combination of common logical and transport channels. At the time of MBMS notification, the RNC 10 recognizes, or counts, the number of UEs 2 joining the MBMS within a cell. The counted number of UEs 2 determines whether a radio bearer will be established for providing a specific MBMS, and if so, whether the established radio bearer will be a point-to-multipoint (p-t-m) type or a point-to-point (p-t-p) type. Proper establishment of a radio bearer ensures efficient utilization of radio resources.

FIG. 2 illustrates a conventional connection of a plurality of UEs 2 to a core network 4 providing an MBMS. The RNC 10 first receives information from the SGSN 18 to determine the number of UEs 2 intending to receive the MBMS. Recognizing the presence of UEs 2 that join the MBMS and remain in the RRC-connected mode due to another service, the SGSN 18 provides the RNC 10 with information regarding PMM-connected UEs 2.

Specifically, the SGSN 18 provides "initial" UE 2 identification information, such as an intrinsic identifier or ID assigned to each UE, and the MBMS identification, or service ID information, of the specific service that the UE is joining. The RNC 10 stores the initial UE IDs of the UEs 2 joining the MBMS and thereby counts the number of RRC-connected UEs among a plurality of UEs joining the MBMS.

The initial UE ID enables the identification of a UE 2 regardless of its RRC connection status, thereby enabling identification of UEs by a core network 4 entity such as the MSC 14 or SGSN 18. The initial UE ID may be an international mobile subscriber identity (IMSI) enabling a subscriber's identification worldwide, a temporary mobile subscriber identity (TMSI) allocated by the MSC 14 to a UE 2 having a CS connection for security of the IMSI, or a packet TMSI allocated by the SGSN 18 to a UE having a PS connection.

Since RRC-idle UEs 2 are invisible to the SGSN 18, a UE having transitioned to the RRC-idle mode after joining the MBMS cannot be counted by the RNC 10 in the same manner as an RRC-connected UE. In order to count RRC-idle UEs 2, the RNC 10 receives an RRC-connection request message from each RRC-idle UE receiving an MBMS response request message via a combination of common logical and transport channels. The RRC-connection request message is transmitted by a UE to inform the RNC 10 of its presence using a combination of common logical and transport channels. The RRC-connection request message includes the service ID of the MBMS that the UE 2 intends to receive.

The RNC 10 adds the number of RRC-idle UEs 2 to the number of RRC-connected UEs, which is a number included in the PMM-connected UE information received from the SGSN 18, in order to determine the total number of UEs intending to receive the MBMS in each cell. The RNC 10 compares the total to a threshold. If the number of UEs 2 intending to receive the MBMS in a cell is less than the threshold, the RNC 10 establishes a p-t-p MBMS radio bearer. If the number of UEs 2 intending to receive the MBMS in a cell is greater than the threshold, the RNC 10 establishes a p-t-m MBMS radio bearer. No MBMS radio bearer is established for the cell if there is no UE 2 intending to receive the service.

After determining the appropriate MBMS radio bearer, the RNC 10 informs the UEs 2 accordingly. If a p-t-p MBMS radio bearer is established for a specific MBMS, each UE 2 intending to receive the service transitions to the RRC-connected mode. On the other hand, if a p-t-m MBMS radio bearer is established, it is unnecessary for all the UEs 2 to remain in the RRC-connected mode since MBMS data reception by RRC-idle UEs is enabled when a p-t-m radio bearer is established.

The RNC 10 informs the SGSN 18 of the established MBMS radio bearer. In transmitting MBMS data via the established MBMS radio bearer, the SGSN 18 first transmits the session start message, followed after a time interval by the MBMS data. The time interval is sufficient for the RNC 10, in response to the session start message, to send an MBMS notification to the UEs 2, to count the UEs, and to determine the MBMS radio bearer.

In performing the MBMS counting function to determine the appropriate MBMS radio bearer, an RNC 10 adopting the conventional method receives information regarding RRC-connected UEs. The number of RRC-idle UEs 2 is determined by the number of UEs that respond to an MBMS response request message with an RRC-connection request message.

However, not all RRC-idle UEs 2 in a cell intending to receive the MBMS need to transmit an RRC-connection request message. The conventional method cannot determine the number of UEs 2 in the RRC-connected mode and PMM-idle mode.

If a CS connection is established, for example for carrying out a voice communication function, by an MBMS-joined UE2 having transitioned to the RRC-idle mode to stand by for MBMS notification, an RRC connection exists but without a PS connection. In the conventional method, the RRC-connected but PMM-idle UE 2 is omitted from the RNC’s 10 count since the SGSN 18 is unable to inform the RNC of the UE’s presence.

An incorrect count of UEs 2 may be a serious problem if there are very few RRC-idle UEs among those joining an MBMS in a cell. A particular problem may occur if the number of RRC-idle UEs 2 is below the threshold for triggering a p-t-m radio bearer.

For example, if only one among a relatively large number of UEs 2 joining a specific MBMS within a cell stands by for MBMS notification in the RRC-idle mode and all others enter the RRC-connected mode to estab-
lish a CS connection, the RNC 10 is unable to recognize the majority of UEs since they are in the RRC-connected and PMM-idle mode. Since the RNC 10 counts only one UE 2 intending to receive the MBMS with the conventional method, a p-t-p radio bearer is established. A p-t-p radio bearer is an insufficient resource for the majority of the UEs 2 in the cell to receive the MBMS. In an extreme case, when every UE 2 of a cell is in the RRC-connected and PMM-idle mode, the RNC 10 would stop MBMS data transfer altogether since no UEs 2 intending to receive the MBMS would be counted using the conventional method.

Therefore, there is a need for a method and apparatus for accurately counting the number of mobile terminals in a cell that need to establish an RRC-connection to receive a specific service in order to properly determine the appropriate radio bearer needed. The present invention addresses these and other needs.

VODAFONE GROUP; "Mechanism for counting and re-counting MBMS users in idle/URA_PCH-like states". [Online] 16 January 2003, XP002996227 discloses a recounting of the number of idle mode MBMS users in a point-to-multipoint cell, whereby the MBMS Notification is sent periodically and responses are counted in order to periodically update the selected MBMS radio bearer type according to the actual count of MBMS users.

NOKIA; "MBMS signalling flows for UEs in idle mode" [Online] 15 November 2002; XP002996229 discloses a signaling flow for counting UEs in RRC-IDLE mode. The UTRAN broadcasts a MBMS Notification Counting message which is received by all UEs in RRC IDLE mode. The UEs responsively return an MBMS Group Membership Report message which is received by the UTRAN. The number of received MBMS Group Membership Report messages has reached the point-to-multipoint channel selection threshold parameter, or the UTRAN internal timer expires, the UTRAN selects the usage of point-to-multipoint or point-to-point channels and thereafter the UTRAN broadcasts an MBMS Notification "Counting Stopped" Message to said UEs in the given cell.

3GPP TS 25.346 V2.0.0 "3rd Generation partnership project, technical specification group" 3GPP TS 25.356 V2.0.0, [Online] June 2003, XP002996228 is a standard associated with the provision of Multimedia Broadcast Multicast Service (MBMS) in mobile communication systems. It defines a requirement that the radio access network (RAN) should have means to calculate the number of user equipment (UEs) joined to a specific MBMS service, so that a usage decision between a point-to-point (p-t-p) or a point-to-multipoint (p-t-m) channel over the radio interface can be made.

Disclosure of Invention

The present invention is directed to a method and apparatus for selecting a radio bearer type for providing a service to a plurality of mobile terminals according to a count of mobile terminals obtained through responses to a service response request message from a network. Specifically, the invention is directed to a method and apparatus that facilitates selecting an MBMS radio bearer type according to a count that includes RRC-connected mobile terminals that still need to establish a connection in order to receive the service such that the radio bearer type established is sufficient to provide the service to all mobile terminals desiring to receive the service. The object is solved by the features of the independent claims.

Additional features and advantages of the invention will be set forth in the description which follows, and in part will be apparent from the description, or may be learned by practice of the invention. The objectives and other advantages of the invention will be realized and attained by the structure particularly pointed out in the written description and claims hereof as well as the appended drawings.

To achieve these and other advantages and in accordance with the purpose of the present invention, as embodied and broadly described, the present invention is embodied in a method and apparatus that provides information to a network to facilitate determination of the appropriate radio bearer type to provide a service to a plurality of mobile terminals by counting those mobile terminals that either have no existing connection with the network or have an existing connection with the network that is not sufficient to receive a desired service, while excluding from the count those mobile terminals that have an existing connection with the network that is sufficient to receive the service. Specifically, mobile terminals that are either in the RRC-idle state or in the RRC-connected state but the PMM-idle state provide a response to a response request message from a network that facilitates an accurate count of those mobile terminals desiring to receive a point-to-multipoint service in a mobile communication system.

In one aspect of the present invention, a method is provided for receiving a service in a mobile terminal. The method includes receiving a response request message associated with the service from a network and transmitting to the network either a connection request message or a notification response message. A connection request message is transmitted if no connection for exchanging control data with the network already exists. A notification response message is transmitted if a connection for exchanging control data with the network already exists. A notification response message is transmitted if a connection for exchanging control data with the network already exists. The network counts the number of connection request messages and notification response messages received to determine the appropriate radio bearer to establish.

When determining whether to transmit a connection request message or a notification response message, a mobile terminal is considered to be in an RRC-idle state if no connection for exchanging control data with the network exists and considered to be in an RRC-connected state if a connection for exchanging control
data with the network already exists, regardless of whether the connection is sufficient to receive the service. Therefore, mobile terminals desiring to receive the service that have no existing connection with the network will transmit a connection request message while mobile terminals desiring to receive the service that have an existing connection with the network will transmit a notification response message. Since all mobile terminals desiring to receive the service will provide a response, an accurate count of mobile terminals is facilitated.

[0038] It is contemplated that the service may be a point-to-multipoint service. Preferably, the mobile terminal has joined the service in a mobile telecommunication system.

[0039] It is contemplated that the response request message is received via a combination of common logical and common transport channels, a combination of dedicated logical and common transport channels, or a combination of dedicated logical and dedicated transport channels when the mobile terminal is in the CELL_PCH state or the URA_PCH state. Preferably, the response request message is received via a combination of common logical and common transport channels or a combination of dedicated logical and common transport channels when the mobile terminal is in the CELL_FACH state. Preferably, the response request message is received a combination of common logical and common transport channels when the mobile terminal is in the CELL_DCH state.

[0040] It is contemplated that the notification response message is transmitted via a combination of common logical and common transport channels when the mobile terminal is in the CELL_PCH state or the URA_PCH state. Preferably, the notification response message is transmitted via a combination of common logical and common transport channels or a combination of dedicated logical and common transport channels when the mobile terminal is in the CELL_FACH state. Preferably, the notification response message is transmitted via a combination of common logical and common transport channels, a combination of dedicated logical and common transport channels, or a combination of dedicated logical and dedicated transport channels when the mobile terminal is in the CELL_DCH state.

[0041] It is contemplated that the notification response message is transmitted via a combination of common logical and common transport channels, a combination of dedicated logical and common transport channels, or a combination of dedicated logical and dedicated transport channels when the mobile terminal is in the CELL_PCH state or the URA_PCH state. Preferably, the notification response message is transmitted via a combination of common logical and common transport channels or a combination of dedicated logical and common transport channels when the mobile terminal is in the CELL_FACH state. Preferably, the notification response message is transmitted via a combination of common logical and common transport channels, a combination of dedicated logical and common transport channels, or a combination of dedicated logical and dedicated transport channels when the mobile terminal is in the CELL_DCH state.

[0042] Preferably, the notification response message is transmitted via a combination of common logical and common transport channels when the mobile terminal is in the CELL_PCH state or the URA_PCH state. Preferably, the notification response message is transmitted via a combination of common logical and common transport channels or a combination of dedicated logical and common transport channels when the mobile terminal is in the CELL_FACH state. Preferably, the notification response message is transmitted via a combination of common logical and common transport channels, a combination of dedicated logical and common transport channels, or a combination of dedicated logical and dedicated transport channels when the mobile terminal is in the CELL_DCH state.

[0043] In one embodiment of the invention, a notification response message is transmitted only if a connection for exchanging control data with the network already exists and no connection for exchanging packet-switched control data with the network exists. If a connection for exchanging packet-switched control data with the network already exists, no message is transmitted.

[0044] Therefore, only those mobile terminals having no network connection and those mobile terminals having a network connection but no network connection for exchanging packet-switched control data will respond. The network counts the number of connection request messages and notification response messages received and utilizes additional information regarding the number of mobile terminals having an existing network connection that is sufficient to receive the service to determine the appropriate radio bearer to establish.

[0045] In another aspect of the present invention, a method is provided for receiving a multimedia service in a mobile terminal that has joined the service in a telecommunication system. The method includes receiving a response request message from a network and transmitting a notification response message to the network if a connection for exchanging control data with the network already exists and it is desired to receive the service. The network utilizes the notification response message when determining which radio bearer to set.

[0046] When determining whether to transmit a notification response message, a mobile terminal is considered to be in an RRC-idle state if no connection for exchanging control data with the network exists and considered to be in an RRC-connected state if a connection for exchanging control data with the network already exists, regardless of whether the connection is sufficient to receive packet-switched control data. Therefore, mobile terminals desiring to receive the service that have an existing connection to the network will transmit a notification response message. Preferably, the mobile terminal has joined the service in a mobile telecommunication system.

[0047] In another aspect of the present invention, a method is provided for providing a service to a plurality of mobile terminals having joined the service in a mobile telecommunication system. The method includes transmitting a response request message to at least one terminal, receiving a least one connection request message or notification response message from a mobile terminal, comparing the sum of the number of connection request messages received and the number of notification response messages received to a predetermined threshold value, and determining a type of radio bearer according to the comparison.

[0048] A connection request message is received from a mobile terminal not yet having a connection for exchanging control data with a core network. A notification response message is received from a mobile terminal
already having a connection for exchanging control data with a core network. It is contemplated that the service may be a point-to-multipoint service.

Preferably, a point-to-point radio bearer is determined if the sum of the number of connection request messages received and the number of notification response messages received is less than the threshold value. Preferably, a point-to-multipoint radio bearer is determined if the sum of the number of connection request messages received and the number of notification response messages received is greater than or equal to the threshold value.

It is contemplated that a response request message is transmitted to each mobile terminal having no connection for exchanging control data with a core network via a combination of common logical and common transport channels. It is further contemplated that a response request message is transmitted to each mobile terminal having a connection for exchanging control data with a core network via one of a combination common logical and common transport channels, a combination of dedicated logical and common transport channels, and a combination of dedicated logical and dedicated transport channels. Moreover, it is contemplated that the combination of channels is based on an operational state of the mobile terminal to which the response request message is transmitted.

Preferably, the response request message is transmitted via a combination of common logical and common transport channels when the mobile terminal is in the CELL_PCH state or the URA_PCH state. Preferably, the response request message is transmitted via a combination of common logical and common transport channels or a combination of dedicated logical and common transport channels when the mobile terminal is in the CELL_FACH state. Preferably, the response request message is transmitted via a combination of common logical and common transport channels, a combination of dedicated logical and common transport channels, or a combination of dedicated logical and dedicated transport channels when the mobile terminal is in the CELL_DCH state.

In another aspect of the present invention, a method is provided for providing a service to a plurality of mobile terminals having joined the service in a mobile telecommunication system. The method includes receiving an indication from a core network of the number of mobile terminals having connections for exchanging packet-switched control data with the core network, transmitting a response request message to at least one terminal, receiving at least one connection request message or notification response message from a mobile terminal, comparing the sum of the number of mobile terminals having connections for exchanging packet-switched control data with the core network, the number of connection request messages received and the number of notification response messages received to a predetermined threshold value, and determining a type of radio bearer according to the comparison.

A connection request message is received from a mobile terminal not having a connection for exchanging control data with a core network. A notification response message is received from a mobile terminal having a connection for exchanging control data with a core network but no connection for exchanging packet-switched control data. No response is received from a mobile terminal having a connection for exchanging packet-switched control data with a core network. Preferably, the service is a point-to-multipoint service.

Preferably, a point-to-point radio bearer is determined if the sum of the number of mobile terminals having connections for exchanging packet-switched control data with the core network, the number of connection request messages received and the number of notification response messages received is less than the threshold value. Preferably, a point-to-multipoint radio bearer is determined if the sum of the number of mobile terminals having connections for exchanging packet-switched control data with the core network, the number of connection request messages received and the number of notification response messages received is greater than or equal to the threshold value.

In another aspect of the present invention, a mobile communication device is provided for receiving a service from a network. The mobile communication device includes an RF module, an antenna, a keypad, a display, a storage unit, and a processing unit.

The antenna and RF module receive a response request from the network and transmits a connection response to the network. The keypad allows a user to enter information. The display conveys information to a user. The storage unit stores a connection status for exchanging control data with the network. The processing unit performs the methods of the present invention to process the response request received from the network and generates the connection response based on the connection status.

The connection response includes a connection request message if the connection status indicates no connection for exchanging control data with the network exists. In one embodiment, the connection response includes a notification response message if the connection status indicates a connection for exchanging control data with the network already exists. In another embodiment, the connection response includes a notification response message only if the connection status indicates a connection for exchanging control data with the network already exists and no connection for exchanging packet-switched control data with the network exists and no connection response is transmitted if the connection status indicates a connection for exchanging packet-switched control data with the network already exists.

In another aspect of the present invention, a network is provided for providing a service to a plurality of mobile terminals having joined the service in a mobile
telecommunication system. The network includes a transmitter, a receiver and a controller.

[0059] The transmitter transmits a response request message to at least one mobile terminal. The receiver receives at least one connection request message or notification response message from a mobile terminal.

[0060] In one embodiment, the controller performs the methods of the present invention to compare the sum of the number of connection request messages received and the number of notification response messages received to a predetermined threshold value in order to determine a type of radio bearer according to the comparison. In another embodiment, the controller performs the methods of the present invention to receive an indication from a core network of the number of mobile terminals having connections for exchanging packet-switched control data with the core network and compare the sum of the number of mobile terminals having connections for exchanging packet-switched control data with the core network, the number of connection request messages received and the number of notification response messages received to a predetermined threshold value in order to determine a type of radio bearer according to the comparison.

[0061] It is to be understood that both the foregoing explanation and the following detailed description of the present invention are exemplary and illustrative and are intended to provide further explanation of the invention as claimed.

Brief Description of Drawings

[0062] The accompanying drawings, which are included to provide a further understanding of the invention and are incorporated in and constitute a part of this application, illustrate embodiment(s) of the invention and together with the description serve to explain the principle of the invention. In the drawings:

FIG. 1 illustrates a block diagram of a conventional UMTS network structure.

FIG. 2 illustrates a diagram of a connection of a plurality of UEs to a core network providing an MBMS according to a conventional method.

FIG. 3 illustrates a diagram of the RRC state transition of a mobile terminal.

FIG. 4 illustrates a diagram of a connection of a plurality of UEs to a core network providing an MBMS according to a first embodiment of the present invention.

FIG. 5 illustrates a diagram of a connection of a plurality of UEs to a core network providing an MBMS according to a second embodiment of the present invention.

FIG. 6 illustrates a mobile communication device for receiving a service from a network according to one embodiment of the present invention.

FIG. 7 illustrates a network for transmitting a service to a mobile terminal according to one embodiment of the present invention.

Best Mode for Currying out the Invention

[0063] The present invention relates to a method and apparatus for selecting a radio bearer type for providing a service to a plurality of mobile terminals according to a count of mobile terminals obtained through responses to a service response request message from a network, the count including network-connected mobile terminals that still need to establish a connection in order to receive the service. Although the present invention is illustrated with respect to a mobile terminal, it is contemplated that the present invention may be utilized anytime it is desired to select a radio bearer type for providing a service to a plurality of mobile communication devices by performing a counting operation that includes those devices that have an existing connection to a network.

[0064] Reference will now be made in detail to the preferred embodiments of the present invention, examples of which are illustrated in the accompanying drawings. Throughout the drawings, like elements are indicated using the same or similar reference designations.

[0065] Upon receiving a "session start" message from a core network 4 for a specific service, for example an MBMS, an RNC 10 transmits a service notification, for example an MBMS notification, to mobile terminals 2, for example UEs, in a cell desiring to receive the service. According to the present invention, an MBMS response request message is transmitted together with the MBMS notification and includes a service ID enabling the receiving UE 2 to ascertain to which MBMS the response request message corresponds.

[0066] The MBMS response request message is transmitted to UEs 2 in the RRC-connected mode as well as to those in the RRC-idle mode. A combination of common logical and transport channels is used to transmit the MBMS response request message to RRC-idle UEs 2. Additionally, a combination of dedicated logical and common transport channels and dedicated logical and dedicated transport channels is used to transmit the MBMS response request message to RRC-connected UEs 2. The transmission of the MBMS response request message to the RRC-connected UEs 2 may use the same common logical and transport channels used for transmission to the RRC-idle UEs or may use another combination of these channels.

[0067] The combination of channels is based on an operational state of the UE 2 to which the transmission is made and the available channel differs according to the operational state. The possible logical channels include control channels BCCH, PCCH, CCCH, and DCCH, and traffic channels DTCH and CTCH. The possible transport channels include the common transport channels BCH, PCH, RACH, FACH, CPCH, and DSCH and the dedicated transport channel DCH.

[0068] FIG. 3 illustrates operational transitions of a UE
2, between the RRC-idle mode and the RRC-connected mode. Four operational states of a UE 2 in the RRC-connected mode are illustrated, specifically the Cell_DCH state, the Cell_FACH state, the Cell_PCH state, and the URA_PCH state. In FIG. 3, curved arrows indicate potential transitions between states.

[0069] In the Cell_DCH state, the UE 2 transmits and receives data via a dedicated transport channel, for example DCH, using dedicated logical channels, for example DCCH and DTCH, to receive high-capacity PS services and most CS services. Transition to the Cell_DCH state occurs when a UE 2 in the RRC-idle mode establishes an RRC connection or when a dedicated transport channel is allocated to a UE in the Cell_FACH state. The UE 2 receiving an MBMS in the Cell_DCH state can make a transition to the Cell_FACH state if the data volume increases and may transition to the Cell_PCH or URA_PCH state to reduce power consumption in the event of an extended absence of data transfer. An RRC-connected UE 2 transitions to the RRC-idle mode when there is no further service to be provided.

[0070] In the Cell_FACH state, the UE 2 transmits and receives data via common transport channels, for example RACH and FACH, using dedicated logical channels, for example DCCH and DTCH, and common logical channels, for example CCCH and CTCH, to receive low-capacity PS services. Transition to the Cell_FACH state takes place if a UE 2 in the RRC-idle mode establishes an RRC connection, if an RRC-connected UE in the Cell_DCH state needs to switch to a common transport channel due to a reduction in data volume, or if a UE in the Cell_PCH or URA_PCH state needs to transmit or receive data. The UE 2 receiving an MBMS in the Cell_FACH state may make a transition to the Cell_DCH state if the data volume increases and may transition to the Cell_PCH or URA_PCH state to reduce power consumption in the event of an extended absence of data transfer.

[0071] While in the Cell_PCH or URA_PCH state, the UE 2 receives a paging channel, for example PCH, among dedicated channels while performing a discontinuous reception (DRX) function to reduce power consumption, whereby a logical channel, for example PCCH, among common logical channels is receivable. These states are mainly used for the bursty data of a PS service.

[0072] The same basic operation of standing by to receive the paging channel, for example PCH, is applicable to both the Cell_PCH and URA_PCH states. The Cell_PCH and URA_PCH states differ from each other, however, in terms of their update cycles.

[0073] A UE 2 in the Cell_PCH state keeps looking for a better cell. Particularly applicable when the UE 2 is traveling at high speed, the UE performs a cell update by UTRAN registration areas (URAs). URAs are area units much larger than one cell. Transition to the Cell_PCH or URA_PCH state occurs if data transfer of a Cell_FACH or Cell_DCH UE 2 is temporarily interrupted. When data transfer restarts, the UE 2 makes a transition to the Cell_FACH or Cell_DCH state according to data volume.

[0074] According to the channel combinations illustrated in FIG. 3, the MBMS response request message from the RNC 10 may be received by an RRC-connected mode UE 2 regardless of its operational state. Preferably, the transmission of the MBMS response request message uses a combination of common logical or transport channels for UEs 10 in the Cell_PCH or URA_PCH state. Preferably, the transmission of the MBMS response request message uses a combination of common logical or transport channels or a combination of dedicated logical channels or common transport channels for UEs 2 in the Cell_FACH state. Preferably, the transmission of the MBMS response request message to an RRC-connected UE 2 may be transmitted via the same channel combinations.

[0075] According to the present invention, an RRC-connected UE 2, having joined an MBMS, receives an MBMS response request message from the RNC 10 and responds by transmitting a notification response message to the RNC. The notification response can be selectively transmitted.

[0076] For example, the UE 2 may check to determine whether the MBMS is receivable and transmit a notification response message accordingly. On the other hand, the user may arbitrarily determine whether a notification response message is transmitted and whether the notification response message is transmitted immediately or after the RNC 10 determines the radio bearer type, in which case the notification response message would be transmitted only in the event of a point-to-point radio bearer.

[0077] The notification response message includes MBMS ID information enabling the RNC 10 to ascertain to which MBMS the notification response message corresponds and includes RNC ID information enabling the RNC to ascertain which UE 2 transmitted the notification response message. The RNC 10 allocates RNC ID information for RRC-connected UEs 2 only. The RNC ID information, which enables the RNC 10 to identify each UE 2, is based on a UE's radio network temporary identifier (RNTI) and uses the cell RNTI to identify the UE by cell or the UTRAN RNTI to identify the UE by RNC.

[0078] A UE 2 in RRC-connected mode transmits the notification response message using channel combinations determined according to its operational state. Preferably, the notification response message is transmitted using a combination of common logical and transport channels for UEs 2 in the Cell_PCH or URA_PCH state. Preferably, the notification response message is transmitted using a combination of common logical and trans-
request received from the SGSN 18. An MBMS response and PMM-connected mode is determined from information received from the SGSN 18. An MBMS response message is transmitted using a combination of common logical and transport channels, a combination of dedicated logical channels and dedicated transport channels, or a combination of dedicated logical channels and dedicated transport channels for UEs 2 in the Cell_DCH state. Preferably, the notification response message is transmitted using a combination of dedicated logical channels and dedicated transport channels for UEs 2 in the Cell_DCH state. If two or more such channel combinations are possible, as in the case of the Cell_FACH or Cell_DCH state, the notification response message from an RRC-connected UE 2 may be transmitted via the same channel combinations.

For each session of a specific MBMS, the RNC 10 adds the number of notification response messages received from RRC-connected UEs 2 to the number of RRC connection request messages received from RRC-idle UEs and utilizes the total and a threshold to establish an MBMS radio bearer.

FIG. 4 illustrates a connection of a plurality of UEs 2 to a core network 4 providing an MBMS according to a first embodiment of the invention. The RNC 10 counts RRC-connected UEs 2 joining the MBMS. As indicated by the dotted lines in FIG. 4, a UE 2 in the RRC-connected mode may have a connection between either the MSC 14 and/or the SGSN 18 or neither one. If the UE 2 transmits a notification response message using a combination of dedicated logical channels and dedicated transport channels, the RNC ID can be omitted since the RNC 10 may identify the UE from which the message is transmitted.

The method of the first embodiment illustrated in FIG. 4 counts UEs 2 in the RRC-connected mode for a specific MBMS according to notification response messages received regardless of whether the RRC-connected UEs also have a connection with the SGSN 18, that is regardless of whether the UEs are PMM-connected or PMM-idle. Since the RNC 10 counts the number of UEs 2 having a PS connection, or those that are PMM-connected, among a plurality of RRC-connected UEs, radio resources may be wasted by unnecessary transmissions of the MBMS response request and notification response messages. To conserve radio resources, the method illustrated in FIG. 5 is proposed.

FIG. 5 illustrates a connection of a plurality of UEs 2 to a core network 4 providing an MBMS according to a second embodiment of the invention. The RNC 10 utilizes a method similar to that illustrated in FIG. 2 to count the number of UEs 2 in either the RRC-idle mode or both the RRC-connected and PMM-connected mode. The RNC 10 utilizes a method similar to that illustrated in FIG. 4 to count the number of UEs 2 in the RRC-connected and PMM-idle mode.

The number of RRC connection request messages received determines the number of RRC-idle UEs 2. The number of UEs 2 in both the RRC-connected mode and PMM-connected mode is determined from information received from the SGSN 18. An MBMS response request message and notification response messages are utilized to count the number of UEs in the RRC-connected and PMM-idle mode.

As indicated by the dotted lines in FIG. 5, a UE2 in the RRC-connected and PMM-idle mode may or may not have a CS connection. The second embodiment of the invention differs from the first embodiment of the invention in that UEs 2 in the RRC-connected mode, having received the MBMS response request message, transmits a notification response message only if the UE is also in the PMM-idle mode. By preventing a UE in both the RRC-connected and PMM-connected mode from unnecessarily transmitting a notification response message, radio resources may be conserved.

Referring to FIG. 6, a block diagram of a mobile communication device 100 of the present invention is illustrated, for example a mobile phone for performing the methods of the present invention. The mobile communication device 100 includes a processing unit 110 such as a microprocessor or digital signal processor, an RF module 135, a power management module 105, an antenna 140, a battery 155, a display 115, a keypad 120, a storage unit 130 such as flash memory, ROM or SRAM, a speaker 145 and a microphone 150.

A user enters instructional information, such as a telephone number, for example, by pushing the buttons of the keypad 120 or by voice activation using the microphone 150. The processing unit 110 receives and processes the instructional information to perform the appropriate function, such as to dial the telephone number. Operational data may be retrieved from the memory unit 130 to perform the function. Furthermore, the processing unit 110 may display the instructional and operational information on the display 115 for the user’s reference and convenience.

The processing unit 110 issues instructional information to the RF module 135, to initiate communication, for example, by transmitting radio signals comprising voice communication data. The RF module 135 includes a receiver and a transmitter to receive and transmit radio signals. The antenna 140 facilitates the transmission and reception of radio signals. Upon receiving radio signals, the RF module 135 may forward and convert the signals to baseband frequency for processing by the processing unit 110. The processed signals may be transformed into audible or readable information output, for example, via the speaker 145.

The RF module 135 is adapted to receive a response request from a network 4 and to transmit a connection response to the network and the storage unit 130 is adapted to store a connection status for exchanging control data with the network. In one embodiment, the processing unit 110 is adapted to process the response request and generate the connection response based on the connection status such the connection response includes a connection request message if the connection status indicates that the mobile terminal has no connection for exchanging control data with the network and the
connection response includes a notification response message if the connection status indicates that the mobile terminal has a connection for exchanging control data with the network. In another embodiment, the processing unit 110 is adapted to generate a connection response including a notification response message only if the connection status indicates that the mobile terminal has a connection for exchanging control data with the network and has no connection for exchanging packet-switched control data with the network and to generate no connection response if the connection status indicates the mobile terminal has a connection for exchanging packet-switched control data with the network.

FIG. 7 illustrates a block diagram of a UTRAN 220 according to one embodiment of the present invention. The UTRAN 220 includes one or more radio network sub-systems (RNS) 225. Each RNS 225 includes a radio network controller (RNC) 223 and a plurality of Node-Bs 221, or base stations, managed by the RNC. The RNC 223 handles the assignment and management of radio resources and operates as an access point with respect to the core network 4. Furthermore, the RNC 223 is adapted to perform the methods of the present invention.

The Node-Bs 221 receive information sent by the physical layer of the terminal 110 through an uplink and transmit data to the terminal through a downlink. The Node-Bs 221 operate as access points, or as a transmitter and receiver, of the UTRAN 220 for a mobile terminal 100.

The Node-Bs 221 are adapted to transmit a response request message to at least one mobile terminal 100 and to receive at least one connection request message or notification response message from at least one mobile terminal. In one embodiment, the RNC 223 is adapted to compare the sum of the number of connection request messages received and the number of notification response messages received to a predetermined threshold value in order to determine a type of radio bearer according to the comparison. In another embodiment, the RNC 223 is adapted to receive an indication from a core network 4 of the number of mobile terminals 100 having connections for exchanging packet-switched control data with the core network and compare the sum of the number of mobile terminals having connections for exchanging packet-switched control data with the core network, the number of connection request messages received and the number of notification response messages received to a predetermined threshold value to determine a type of radio bearer according to the comparison.

An RNC and network adopting the methods of the present invention can correctly count the number of UEs for a specific MBMS service. The present invention ensures that a UE joining an MBMS can be provided the service in all situations. In particular, the methods of the present invention enable the counting of RRC-connected UEs having no PS connection, which cannot be counted by the conventional method when the UTRAN counts UEs intending to receive an MBMS.

It will be apparent to one skilled in the art that the preferred embodiments of the present invention can be readily implemented using, for example, the processor 110 or other data or digital processing device, either alone or in combination with external support logic.

Although the present invention is described in the context of mobile communication, the present invention may also be used in any wireless communication systems using mobile devices, such as PDAs and laptop computers equipped with wireless communication capabilities. Moreover, the use of certain terms to describe the present invention should not limit the scope of the present invention to certain type of wireless communication system, such as UMTS. The present invention is also applicable to other wireless communication systems using different air interfaces and/or physical layers, for example, TDMA, CDMA, FDMA, WCDMA, etc.

The preferred embodiments may be implemented as a method, apparatus or article of manufacture using standard programming and/or engineering techniques to produce software, firmware, hardware, or any combination thereof. The term “article of manufacture” as used herein refers to code or logic implemented in hardware logic (e.g., an integrated circuit chip, Field Programmable Gate Array (FPGA), Application Specific Integrated Circuit (ASIC), etc.) or a computer readable medium (e.g., magnetic storage medium (e.g., hard disk drives, floppy disks, tape, etc.), optical storage (CD-ROMs, optical disks, etc.), volatile and non-volatile memory devices (e.g., EEPROMs, ROMs, PROMs, RAMs, DRAMs, SRAMs, firmware, programmable logic, etc.).

Code in the computer readable medium is accessed and executed by a processor. The code in which preferred embodiments are implemented may further be accessible through a network or from a file server over a network. In such cases, the article of manufacture in which the code is implemented may comprise a transmission media, such as a network transmission line, wireless transmission media, signals propagating through space, radio waves, infrared signals, etc.

The present invention can be applicable to a mobile communications system for providing MBMS services.

Claims

1. A method of transmitting a message from a mobile terminal to a network for enabling the network to count the number of mobile terminals which desire to receive a point-to-multipoint service in a mobile telecommunication system, the method comprising:
receiving a response request message from the network, the response request message is associated with the point-to-multipoint service; and transmitting a response message if the mobile terminal is in an RRC-connected, Radio Resource Control-connected, and PMM-idle, Packet Mobility Management-idle, mode in which the mobile terminal has a connection for exchanging control data with the network but no packet switching, PS, connection with a core network.

2. The method of claim 1, wherein the response request message is received via one of a combination of common logical and common transport channels, a combination of dedicated logical and common transport channels, and a combination of dedicated logical and dedicated transport channels.

3. The method of claim 2, wherein the combination of channels is based on an operational state of the mobile terminal.

4. The method of claim 3, wherein the response request message is received via a combination of common logical and common transport channels when the mobile terminal is in the CELL_PCH state.

5. The method of claim 3, wherein the response request message is received via a combination of common logical and common transport channels when the mobile terminal is in the URA_PCH state.

6. The method of claim 3, wherein the response request message is received via one of a combination of common logical and common transport channels and a combination of dedicated logical and common transport channels when the mobile terminal is in the CELL_FACH state.

7. The method of claim 3, wherein the response request message is received via one of a combination of common logical and common transport channels, a combination of dedicated logical and common transport channels, and a combination of dedicated logical and dedicated transport channels when the mobile terminal is in the CELL_DCH state.

8. The method of claim 1, wherein the response message is transmitted via a combination of common logical and common transport channels when the mobile terminal is in a CELL_PCH state.

9. The method of claim 1, wherein the response message is transmitted via a combination of common logical and common transport channels when the mobile terminal is in the URA_PCH state.

10. The method of claim 1, wherein the response message is transmitted via one of a combination of common logical and common transport channels and a combination of dedicated logical and common transport channels when the mobile terminal is in a CELL_FACH state.

11. The method of claim 1, wherein the response message is transmitted via one of a combination common logical and common transport channels, a combination of dedicated logical and common transport channels, and a combination of dedicated logical and dedicated transport channels when the mobile terminal is in the CELL_DCH state.

12. A method of exchanging messages with a plurality of mobile terminal for counting the number of mobile terminals which desire to receive a point-to-multipoint service in a network of a mobile telecommunication system, the method comprising transmitting a response request message to at least one of the plurality of mobile terminal; and receiving at least one response message if the at least one of the plurality of mobile terminal is in an RRC-connected, Radio Resource Control-connected, and PMM-idle, Packet Mobility Management-idle, mode in which the at least one of the plurality of mobile terminals has a connection for exchanging control data with the network but no packet switching, PS, connection with a core network.

13. The method of claim 12, wherein the network establishes a point-to-point type radio bearer if the number of response messages received from the at least one of the plurality of mobile terminals is less than a threshold value.

14. The method of claim 12, wherein the network establishes a point-to-multipoint type radio bearer if the number of response messages received from the at least one of the plurality of mobile terminals exceeds a threshold value.

15. The method of claim 12, wherein the response request message is transmitted to each of the plurality of mobile terminals having no connection for exchanging control data with a core network via a combination of common logical and common transport channels.

16. The method of claim 12, wherein the response request message is transmitted to each of the plurality of mobile terminals having a connection for exchanging control data with a core network via one of a combination common logical and common transport channels, a combination of dedicated logical and common transport channels, and a combination of dedicated logical and dedicated transport channels.
17. The method of claim 16, wherein the combination of channels is based on an operational state of the mobile terminal to which the response request message is transmitted.

18. The method of claim 17, wherein the response request message is transmitted via a combination of common logical and common transport channels when the mobile terminal is in one of the CELL_PCH state and URA_PCH state.

19. The method of claim 17, wherein the response request message is transmitted via one of a combination of common logical and common transport channels and a combination of dedicated logical and common transport channels when the mobile terminal is in the CELL_FACH state.

20. The method of claim 17, wherein the response request message is transmitted via one of a combination common logical and common transport channels, a combination of dedicated logical and common transport channels, and a combination of dedicated logical and dedicated transport channels when the mobile terminal is in the CELL_DCH state.

21. An apparatus adapted to carry out a method according to any one of claims 1-20.

Patentansprüche

1. Verfahren zum Senden einer Nachricht von einem mobilen Endgerät zu einem Netz, um dem Netz zu ermöglichen, die Anzahl mobiler Endgeräte zu zählen, die in einem Mobiltelekommunikationssystem einen Punkt-zu-Mehrpunkt-Dienst empfangen möchten, wobei das Verfahren umfasst:

Empfangen einer Antwortanforderungsnachricht von dem Netz, wobei die Antwortanforderungsnachricht dem Punkt-zu-Mehrpunkt-Dienst zugeordnet ist; und
Senden einer Antwortnachricht, falls das mobile Endgerät in einer RRC-verbbundenen, d. h. durch Funkbetriebsmittelsteuerung verbundenen, und PMM-Leerlauf-, d. h. Paketmobilitätsmanagement-Leerlauf-Betriebsart ist, in der das mobile Endgerät eine Verbindung zum Austauschen von Steuerdaten mit dem Netz, jedoch keine Paketvermittlungsverbindung, PS-Verbindung, mit einem Kernnetz hat.

2. Verfahren nach Anspruch 1, wobei die Antwortanforderungsnachricht über eine Kombination aus gemeinsamen Logik- und gemeinsamen Transportkanälen empfangen wird.

3. Verfahren nach Anspruch 2, wobei die Kombination von Kanälen auf einem Betriebszustand des mobilen Endgeräts beruht.

4. Verfahren nach Anspruch 3, wobei die Antwortanforderungsnachricht über eine Kombination aus gemeinsamen Logik- und gemeinsamen Transportkanälen empfangen wird, wenn das mobile Endgerät in dem CELL_PCH-Zustand ist.

5. Verfahren nach Anspruch 3, wobei die Antwortanforderungsnachricht über eine Kombination aus gemeinsamen Logik- und gemeinsamen Transportkanälen empfangen wird, wenn das mobile Endgerät in dem URA_PCH-Zustand ist.

6. Verfahren nach Anspruch 3, wobei die Antwortanforderungsnachricht über eine Kombination aus gemeinsamen Logik- und gemeinsamen Transportkanälen oder eine Kombination aus dedizierten Logik- und gemeinsamen Transportkanälen empfangen wird, wenn das mobile Endgerät in dem URA_PCH-Zustand ist.

7. Verfahren nach Anspruch 3, wobei die Antwortanforderungsnachricht über eine Kombination aus gemeinsamen Logik- und gemeinsamen Transportkanälen oder eine Kombination aus dedizierten Logik- und dedizierten Transportkanälen empfangen wird, wenn das mobile Endgerät in dem CELL_DCH-Zustand ist.

8. Verfahren nach Anspruch 1, wobei die Antwortnachricht über eine Kombination aus gemeinsamen Logik- und gemeinsamen Transportkanälen gesendet wird, wenn das mobile Endgerät in einem CELL_PCH-Zustand ist.

9. Verfahren nach Anspruch 1, wobei die Antwortnachricht über eine Kombination aus gemeinsamen Logik- und gemeinsamen Transportkanälen gesendet wird, wenn das mobile Endgerät in dem URA_PCH-Zustand ist.

10. Verfahren nach Anspruch 1, wobei die Antwortnachricht über eine Kombination aus gemeinsamen Logik- und gemeinsamen Transportkanälen oder eine Kombination aus dedizierten Logik- und gemeinsamen Transportkanälen gesendet wird, wenn das mobile Endgerät in einem CELL_FACH-Zustand ist.

11. Verfahren nach Anspruch 1, wobei die Antwortnachricht über eine Kombination aus gemeinsamen Logik- und gemeinsamen Transportkanälen oder eine
12. Verfahren zum Austauschen von Nachrichten mit mehreren mobilen Endgeräten, um die Anzahl mobiler Endgeräte zu zählen, die in einem Netz eines Mobiltelekommunikationssystems einen Punkt-zu-Mehrpunkt-Dienst empfangen möchten, wobei das Verfahren umfasst:

Senden einer Antwortanforderungsnachricht zu wenigstens einem der mehreren mobilen Endgeräte; und
Empfangen wenigstens einer Antwortnachricht, falls das wenigstens eine der mehreren mobilen Endgeräte in einer RRC-verbundenen, d. h. durch Funkbetriebmittelsteuerung verbundenen, und PMM-Leerlauf-, d. h. Paketmobilitätsmanagement-Leerlauf-Betriebsart ist, in der das wenigstens eine der mehreren mobilen Endgeräte eine Verbindung zum Austauschen von Steuerdaten mit dem Netz, jedoch keine Paketvermittlungsverbindung, PS-Verbindung, mit einem Kernnetz hat.


15. Verfahren nach Anspruch 12, wobei die Antwortanforderungsnachricht zu jedem der mobilen Endgeräte, die keine Verbindung zum Austauschen von Steuerdaten mit einem Kernnetz haben, über eine Kombination gemeinsamer Logik- und gemeinsamer Transportkanäle gesendet wird.

16. Verfahren nach Anspruch 12, wobei die Antwortanforderungsnachricht zu jedem der mehreren mobilen Endgeräte, die eine Verbindung zum Austauschen von Steuerdaten mit einem Kernnetz haben, über eine Kombination gemeinsamer Logik- und gemeinsamer Transportkanäle oder eine Kombination dedizierter Logik- und gemeinsamer Transportkanäle oder eine Kombination dedizierter Logik- und dedizierter Transportkanäle gesendet wird.
termédiaire d’une combinaison parmi une combinaison de logique commune et de canaux de transport communs, une combinaison de logique dédiée et de canaux de transport communs, et une combinaison de logique dédiée et de canaux de transport dédiés.

3. Procédé selon la revendication 2, dans lequel la combinaison de canaux est basée sur un état de fonctionnement du terminal mobile.

4. Procédé selon la revendication 3, dans lequel le message de demande de réponse est reçu par l’intermédiaire d’une combinaison de logique commune et de canaux de transport communs quand le terminal mobile est dans l’état CELL_PCH.

5. Procédé selon la revendication 3, dans lequel le message de demande de réponse est reçu par l’intermédiaire d’une combinaison de logique commune et de canaux de transport communs et d’une combinaison de logique dédiée et de canaux de transport communs quand le terminal mobile est dans l’état URA_PCH.

6. Procédé selon la revendication 3, dans lequel le message de demande de réponse est reçu par l’intermédiaire d’une combinaison de logique commune et de canaux de transport communs, et d’une combinaison de logique dédiée et de canaux de transport communs quand le terminal mobile est dans l’état CELL_FACH.

7. Procédé selon la revendication 3, dans lequel le message de demande de réponse est reçu par l’intermédiaire d’une combinaison de logique commune et de canaux de transport communs, d’une combinaison de logique dédiée et de canaux de transport communs, et d’une combinaison de logique dédiée et de canaux de transport dédiés quand le terminal mobile est dans l’état CELL_DCH.

8. Procédé selon la revendication 1, dans lequel le message de réponse est transmis par l’intermédiaire d’une combinaison de logique commune et de canaux de transport communs quand le terminal mobile est dans l’état CELL_PCH.

9. Procédé selon la revendication 1, dans lequel le message de réponse est transmis par l’intermédiaire d’une combinaison de logique commune et de canaux de transport communs quand le terminal mobile est dans l’état URA_PCH.

10. Procédé selon la revendication 1, dans lequel le message de réponse est transmis par l’intermédiaire d’une combinaison parmi une combinaison de logique commune et de canaux de transport communs, une combinaison de logique dédiée et de canaux de transport communs quand le terminal mobile est dans un état CELL_FACH.

11. Procédé selon la revendication 1, dans lequel le message de réponse est transmis par l’intermédiaire d’une combinaison parmi une combinaison de logique commune et de canaux de transport communs, une combinaison de logique dédiée et de canaux de transport communs, et une combinaison de logique dédiée et de canaux de transport dédiés quand le terminal mobile est dans l’état CELL_DCH.

12. Procédé d’échange de messages avec une pluralité de terminaux mobiles pour compter le nombre de terminaux mobiles qui souhaitent recevoir un service point à multipoint dans un réseau d’un système de télécommunication mobile, le procédé comprenant :

- la transmission d’un message de demande de réponse à au moins l’un des terminaux de la pluralité de terminaux mobiles ;
- la réception d’au moins un message de réponse si ledit au moins un terminal mobile est dans un mode connecté RRC, connecté en gestion des ressources radio, et au repos PMM, repos de gestion de mobilité de paquets, dans lequel ledit au moins un des terminaux mobiles a une connexion pour échanger des données de commande avec le réseau mais pas de connexion à commutation de paquets, PS, avec un réseau d’infrastructure.

13. Procédé selon la revendication 12, dans lequel le réseau établit un support radio du type point à point si le nombre de messages de réponse transmis par ledit au moins un terminal mobile est inférieur à une valeur de seuil.

14. Procédé selon la revendication 12, dans lequel le réseau établit un support radio du type point à multipoint si le nombre de messages de réponse transmis par ledit au moins un terminal mobile dépasse une valeur de seuil.

15. Procédé selon la revendication 12, dans lequel le message de demande de réponse est transmis à chaque terminal de la pluralité de terminaux mobiles n’ayant pas de connexion pour échanger des données de commande avec un réseau d’infrastructure par l’intermédiaire d’une combinaison de logique commune et de canaux de transport communs.

16. Procédé selon la revendication 12, dans lequel le message de demande de réponse est transmis à chaque terminal de la pluralité de terminaux mobiles ayant une connexion pour échanger des données de commande avec un réseau d’infrastructure par l’intermédiaire d’une combinaison parmi une combinaison de logique commune et de canaux de transport communs, une combinaison de logique dédiée et de canaux de transport communs, et une combi-
naison de logique dédiée et de canaux de transport dédiés.

17. Procédé selon la revendication 16, dans lequel la combinaison de canaux est basée sur un état de fonctionnement du terminal mobile auquel est transmis le message de demande de réponse.

18. Procédé selon la revendication 17, dans lequel le message de demande de réponse est transmis par l’intermédiaire d’une combinaison de logique commune et de canaux de transport communs quand le terminal mobile est dans l’un des états CELL_PCH et URA_PCH.

19. Procédé selon la revendication 17, dans lequel le message de demande de réponse est transmis par l’intermédiaire d’une combinaison parmi une combinaison de logique commune et de canaux de transport communs et une combinaison de logique dédiée et de canaux de transport communs quand le terminal mobile est dans l’état CELL_FACH.

20. Procédé selon la revendication 17, dans lequel le message de demande de réponse est transmis par l’intermédiaire d’une combinaison parmi une combinaison de logique commune et de canaux de transport communs, une combinaison de logique dédiée et de canaux de transport communs, et une combinaison de logique dédiée et de canaux de transport dédiés quand le terminal mobile est dans l’état CELL_DCH.

FIG 1
Related Art
FIG. 3

RRC Connected Mode

URA_PCH  Cell_PCH

Cell_DCH  Cell_FACH

RRC Idle Mode
FIG. 4

Core network(4)

MSC

SGSN

UTRAN(6)

RNC

MBMS response request (service ID)

RRC connection request (initial UE ID, service ID)

RRC-idle UEs

RRC-connected UEs

CS connection

PS connection

MBMS response request (service ID)

RRC connection

Notification response (RNC ID, service ID)
FIG. 6

[Diagram showing a block diagram with various components labeled as Receiver, RF Module, Power Management Module, Battery, DSP/Microprocessor, Display, Keypad, Flash Memory, ROM, SRAM, with connections and numbers 100, 106, 110, 115, 120, 130, 135, 140, 145, 150, 155.]
FIG. 7

UTRAN 220

RNS 225

RNS 525

Node B

221

Node B

221

Node B

221

Node B

221

RNC

223

RNC

223