A decorative sheet includes a base member having a principal surface, and a decoration layer disposed on the principal surface of the base member. The base member is formed from a first resin material. The decoration layer includes a resin layer formed from a second resin material having a deflection temperature under load which is lower than that of the first resin material, and a metal layer which is in contact with the resin layer.
BACKGROUND OF THE INVENTION

[0001] The present invention relates to a decorative sheet used for decorating a molded article. The present invention also relates to a molded article provided with such a decorative sheet, a production method thereof, and a motor vehicle provided with such a molded article.

[0002] Recently, as a technique for decorating various kinds of molded articles, a technique for attaching a decorative sheet onto a surface of a molded article has been proposed. The decorative sheet used in this technique is disclosed in Japanese Laid-Open Patent Publication No. 10-249999. The decorative sheet disclosed in this publication includes a base member and an ink layer formed by printing on a surface of the base member. The decorative sheet is attached to a molded article with an adhesive applied to the ink layer. The publication also describes that, instead of the ink layer, a metal layer formed of a metal material such as aluminum or chromium may be disposed on the surface of the base member.

[0003] When such a decorative sheet is used, the molded article can be easily recycled as compared with the case of paint application using a coating material. In addition, such a decorative sheet can create a beautiful appearance which is different from the paint application, so that a decorative quality can be improved.

[0004] A conventional decorative sheet including a metal layer is, however, suitable for the decoration of a molded article having a flat surface, but is not suitable for the decoration of a molded article having an uneven surface. As a result of examination by the inventors of the present invention, it was discovered that when a decorative sheet including a metal layer was attached to a molded article having an uneven surface (a hole for a screw, or a fixing structure for fixing to other members, for example), or a molded article having a deep drawing shape, the metal layer was broken and the color became locally pale, thereby deteriorating the decorative appearance.

SUMMARY OF THE INVENTION

[0005] In order to overcome the problems described above, preferred embodiments of the present invention provide a decorative sheet preferably used for the decoration of a molded article having an uneven surface, and a molded article to which the decorative sheet is attached, and a production method thereof, and a motor vehicle provided with such a molded article.

[0006] A decorative sheet according to a preferred embodiment of the present invention includes a base member having a principal surface, and a decoration layer disposed on the principal surface of the base member, wherein the base member is formed from a first resin material, and the decoration layer includes a resin layer formed from a second resin material having a deflection temperature under load that is lower than a deflection temperature under load of the first resin material, and a metal layer which is in contact with the resin layer.

[0007] Preferably, the second resin material is a thermoplastic resin material.

[0008] Preferably, the first resin material is a thermoplastic resin material.

[0009] Preferably, the second resin material is a resin material having a deflection temperature under load of about 85°C or less measured under a load of about 0.45 MPa in accordance with ASTM D648.

[0010] In a preferred embodiment, the resin layer is located at a position that is closer to the base member than the metal layer.

[0011] In a preferred embodiment, the metal layer is located at a position that is closer to the base member than the resin layer.

[0012] In a preferred embodiment, the decorative sheet according to the present invention further includes a coloring layer disposed on the decoration layer.

[0013] Preferably, a thickness of the base member is not less than about 100 µm and not greater than about 1,000 µm.

[0014] Preferably, the metal layer is formed of a metal having a Mohs’ hardness of about 3 or less.

[0015] Preferably, the metal layer is formed from a material selected from a group of tin, aluminum, gold, copper, zinc, silver, and indium, and alloys thereof.

[0016] Preferably, a thickness of the metal layer is not less than about 0.2 µm and not greater than about 1.2 µm.

[0017] Preferably, a thickness of the metal layer is not less than about 0.2 µm and not greater than about 1.2 µm.

[0018] Preferably, a total thickness of the decoration layers is about 100 µm or less.

[0019] The molded article according to various preferred embodiments of the present invention preferably includes a molded article body and the decorative sheet with the above-described structure joined to a surface of the molded article body.

[0020] In a preferred embodiment, the molded article body has a deep drawing shape.

[0021] In a preferred embodiment, the decorative sheet joined to the surface of the molded article body has a first portion having the largest thickness, and a second portion having a thickness which is approximately 70% or less of the
thickness of the first portion.

[0022] In a preferred embodiment, the second portion of the decorative sheet includes a third portion having a thickness which is about 50% or less of the thickness of the first portion.

[0023] In a preferred embodiment, grain is formed on the surface of the molded article body.

[0024] In a preferred embodiment, a surface of the metal layer has a shape reflecting the grain, and a surface of the decorative sheet opposite to the side of the molded article body is smoother than the surface of the metal layer.

[0025] The motor vehicle according to another preferred embodiment of the present invention is provided with the molded article having the above-described structure.

[0026] A production method of a molded article according to a preferred embodiment of the present invention includes the steps of preparing a molded article body and the decorative sheet having the above-described structure, heating the decorative sheet, and removing the air existing between the decorative sheet and the molded article body after overlapping the heated decorative sheet and the molded article body, thereby joining the decorative sheet to the molded article body.

[0027] The decoration layer included in the decorative sheet according to preferred embodiments of the present invention preferably includes a resin layer formed from a second resin material having a deflection temperature under load that is lower than a deflection temperature under load of the first resin material for forming a base member, and a metal layer which is in contact with the resin layer. The resin layer formed from the second resin material is more easily deformed and spread than the base member with respect to a stress applied in shaping and joining, so that the metal layer which is in contact with the resin layer is suitably spread by following a contour and shape of the resin layer which is more easily spread than the base member. Therefore, the breakage of the metal layer is effectively prevented. As a result, a beautiful appearance can be attained.

[0028] Thus, according to preferred embodiments of the present invention, a decorative sheet suitably used for decorating a molded article having an uneven surface, a molded article provided with such a decorative sheet and a production method thereof, and a motor vehicle provided with such a molded article are provided.

[0029] Other features, elements, characteristics and advantages of the present invention will become more apparent from the following detailed description of preferred embodiments of the present invention with reference to the attached drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0030] The foregoing summary as well as the following detailed description of the preferred embodiments of the present invention will be better understood when read in conjunction with the appended drawings. For the purpose of illustrating the present invention, there is shown in the drawings embodiments which are presently preferred. It should be understood, however, that the present invention is not limited to the precise arrangements and instrumentalities shown.

[0031] FIG. 1 is a perspective view schematically showing a decorative sheet 10 according to a preferred embodiment of the present invention.

[0032] FIG. 2 is a sectional view schematically showing the decorative sheet 10 according to a preferred embodiment of the present invention.

[0033] FIGS. 3A, 3B, and 3C are views schematically showing one exemplary use of the decorative sheet 10 according to a preferred embodiment of the present invention.

[0034] FIGS. 4A and 4B are sectional views schematically showing another preferred embodiment of the decorative sheet 10 according to the present invention.

[0035] FIGS. 5A and 5B are views illustrating a condition of a decoration layer when the decorative sheet according to a preferred embodiment of the present invention is joined to a molded article body having a grain.

[0036] FIG. 6A is a top view schematically showing a protruding portion which looks like a screw (an artificial screw), and 6B is a perspective view thereof.

[0037] FIGS. 7A, 7B, and 7C are process sectional views schematically showing a production method of a molded article using the decorative sheet 10 according to a preferred embodiment of the present invention.

[0038] FIGS. 8A, 8B, and 8C are process sectional views schematically showing a production method of a molded article using the decorative sheet 10 according to a preferred embodiment of the present invention.

[0039] FIGS. 9A and 9B are process sectional views schematically showing another production method using the decorative sheet 10 according to a preferred embodiment of the present invention.

[0040] FIG. 10 is a perspective view schematically showing another decorative sheet 10’ according to a preferred embodiment of the present invention.

[0041] FIG. 11 is a sectional view schematically showing the decorative sheet 10’ according to a preferred embodiment of the present invention.

[0042] FIG. 12 is a view schematically showing a condition where the decorative sheet 10’ according to a preferred embodiment of the present invention reflects light.
FIG. 13 is a view schematically showing a two-wheeled vehicle.

DETAILED DESCRIPTION OF PREFERRED EMBODIMENTS

First Preferred Embodiment

FIGS. 1 and 2 schematically show a decorative sheet 10 according to a first preferred embodiment of the present invention. The decorative sheet 10 includes a base member 1 preferably formed from a resin material and a decoration layer 2 disposed on a principal surface 1a of the base member 1.

The decoration layer 2 has a laminated structure in which a resin layer 3 formed from a resin material and a metal layer 4 formed from a metal material are laminated. The decoration layer 2 in this preferred embodiment further includes an adhesive layer 5 as shown in FIG. 2. The adhesive layer 5 attaches and fixes the decoration layer 2 to the principal surface 1a of the base member 1. The base member 1, the adhesive layer 5, the resin layer 3, and the metal layer 4 are laminated in this order. Thus, the resin layer 3 is located at a position that is closer to the base member 1 than the metal layer 4. An adhesive layer 6 shown by a chain line in FIG. 2 is applied on the decoration layer 2 when the decorative sheet 10 is to be attached.

An exemplary use of the decorative sheet 10 is shown in FIGS. 3A, 3B, and 3C. The decorative sheet 10 is attached to a surface of a molded article body 21, thereby decorating the molded article body 21, as shown in FIGS. 3A, 3B, and 3C. A combination of a metallic luster caused by a reflection of light from the metal layer 4 of the decoration layer 2 and a shine of the base member 1 positioned in an outermost surface of a molded article 20 provides a beautiful appearance.

The molded article body 21 shown in FIG. 3A preferably has a substantially hemispherical (bowl-like) protruding portion 21a, and accordingly has an uneven surface. Therefore, when the decorative sheet 10 is attached, the decorative sheet 10 is spread so as to follow the unevenness. In order to preferably perform the spreading of the decorative sheet 10, typically, the decorative sheet 10 is attached after the decorative sheet 10 has been heated and softened.

In the case where a conventional decorative sheet is used, if a molded article body has an uneven surface, a metal layer is not spread well during attachment, and the metal layer may sometimes be broken. The inventors of the present invention discovered that the breakage of the metal layer 4 was effectively prevented by forming the decoration layer 2 so as to have a layered structure, as shown in FIGS. 1 and 2, and by forming the resin layer 3 constituting the layered structure from a resin layer including a specific physical property. Thus, the inventors thought of and developed the present invention.

The resin material for forming the resin layer 3 is preferably a resin material having a lower deflection temperature under load than that of a resin material for forming the base member 1. The term "deflection temperature under load" means a temperature at which a resin deflects by a predetermined distance under a predetermined load. Hereinafter, for simplicity of description, the resin material for forming the base member 1 is referred to as a "first resin material", and the resin material for forming the resin layer 3 is referred to as a "second resin material".

Since the resin layer 3 is formed from the second resin material having a lower deflection temperature under load than that of the first resin material for forming the base member 1, the resin layer 3 is more easily deformed and spread against a stress applied in attachment (a bending stress or a tensile stress generated when the decorative sheet 10 is caused to follow the unevenness of the surface of the molded article body 21) than the base member 1. Therefore, the metal layer 4 which is in contact with the resin layer 3 follows the contour and shape of the surface of the resin layer 3 which is more easily spread than the base member 1, so as to be preferably spread during attaching. Therefore, in the decorative sheet 10 according to preferred embodiments of the present invention, the breakage of the metal layer 4 is effectively prevented. As a result, a beautiful appearance can be achieved.

The second resin material for forming the resin layer 3 is preferably a resin material having a deflection temperature under load of about 85°C or less which is measured under a load of about 0.45 MPa in accordance with ASTM D648. The standards "ASTM D648" are the standards of a method of measuring a deflection temperature under load established by American Society for Testing and Materials. In the standards, a piece to be tested is heated under a specific bending load, and a temperature at which a predetermined amount of deflection occurs is determined to be a deflection temperature under load. When the deflection temperature under load of the second resin material exceeds about 85°C, the deforming and spreading properties of the resin layer 3 against the stress in attaching are sometimes insufficient. The second resin material is preferably a resin material having a deflection temperature under load of about 30°C or more measured under a load of about 0.45 MPa in accordance with ASTM D648. If the deflection temperature under load is lower than about 30°C, the resin layer 3 is too easily flowed due to the pressure in shaping (in attaching),
so that defects such as wrinkles or breakage of the metal layer 4 may occur. When the deflection temperature under load of the second resin material is not lower than about 30°C and not higher than about 85°C, the effect that breakage of the metal layer 4 is effectively prevented can be more reliably achieved.

[0053] As the second resin material, a thermoplastic resin material can be preferably used. For example, a thermoplastic polyurethane resin can be preferably used. Alternatively, a silicone resin can be preferably used. More specifically, a polyurethane resin or a silicone resin which is prepared by using much of the materials having the number of functional group of 2, and which has a weight-average molecular weight of about 20,000 to about 100,000 can be preferably used.

[0054] FIGS. 1 and 2 exemplarily show the structure in which one decoration layer 2 is disposed. Alternatively, as shown in FIGS. 4A and 4B, a plurality of decoration layers 2 may be disposed. As for the metal layer 4, since the light reflectivity varies depending on the thickness thereof, a predetermined thickness is required for realizing a desired metallic luster. If the thickness of the metal layer 4 is excessive, a high spreading property cannot be obtained depending on the kind of a metal material in some cases. As shown in FIGS. 4A and 4B, if a plurality of decoration layers 2 are disposed, a plurality of metal layers 4 contribute to the reflection of light, so that respective metal layers 4 can be thin. Therefore, a desired metallic luster can be realized, while the spreading property of the metal layers 4 is maintained to be high.

[0055] In this preferred embodiment, the resin layer 3 is preferably located at a position that is closer to the base member 1 than the metal layer 4. The present invention is not limited to this structure. The metal layer 4 may be located at a position that is closer to the base member 1 than the resin layer 3. If the resin layer 3 is located at a position that is closer to the base member 1 than the metal layer 4, a minute structure formed on the surface of the molded article body can be reflected in the appearance. Hereinafter, with reference to FIGS. 5A and 5B, this point will be described in more detail. FIG. 5A shows a condition before the decorative sheet 10 is attached to the molded article body 21. FIG. 5B shows a condition after the decorative sheet 10 is attached to the molded article body 21. The attachment of the decorative sheet 10 is performed at a temperature that is substantially equal to or higher than the deflection temperature under load of the second resin material.

[0056] On the surface of the molded article body 21 shown in FIGS. 5A and 5B, a minute projections-and-depressions structure which looks like wrinkles, i.e., so-called “grain” is formed. The grain is typically a projections-and-depressions structure in which the maximum distance Rmax from the deepest point to the highest point is not less than about 300 μm and not more than about 1,000μm. The grain in this preferred embodiment has a maximum distance Rmax of about 500 μm formed by using a vacuum/pressure forming method.

[0057] As shown in FIG. 5A, in the case where the resin layer 3 is located at a position that is closer to the base member 1 than the metal layer 4, when the decorative sheet 10 is attached to the molded article body 21, the metal layer 4 is closer to the molded article body 21 than the resin layer 3. Accordingly, as shown in FIG. 5B, the metal layer 4 is deformed so as to have a form reflecting the form of the grain, and light is reflected from the metal layer 4 which is deformed in this way. Therefore, it is possible to reflect the grain in the appearance. At this time, the surface of the resin layer 3 on the side of the metal layer 4 is deformed by following the deformation of the metal layer 4. However, since the second resin material is in a condition where it can sufficiently deform (plastic deformation), the surface thereof on the side of the base member 1 is not deformed. That is, the resin layer 3 positioned between the metal layer 4 and the base member 1 functions as a cushion for reducing the influence of the deformation of the metal layer 4 to the base member 1. Accordingly, the form of the grain is not reflected on the principal surface 1a or a back surface (a surface opposite to the principal surface 1a) of the base member 1, and the form of the back surface (functioning as a surface of the decorative sheet 10) of the base member 1 is smoother than the surface of the metal layer 4. Thus, the luster of the base member 1 is not deteriorated. Therefore, a tasteful appearance in which the grain-like wrinkle is reflected, and having a high luster can be attained.

[0058] Table 1 shows the results of appearance evaluation when the deflection temperature under load of the second resin material is varied. Table 1 shows the case where a decorative sheet 10 including a base member 1, preferably formed from polycarbonate, having a thickness of about 500 μm, a metal layer 4, preferably formed from tin, having a thickness of about 1 μm, and a resin layer 3 having a thickness of about 25 μm is attached to a surface of a molded article body 21 on which a grain with a difference in height between the deepest point and the highest point of about 0.2 mm is formed at a shaping temperature of about 195°C. Table 1 evaluates whether the grain formed on the surface of the molded article body 21 can be reflected in the appearance or not. Table 1 also evaluates the whitening of the decorative sheet 10.
As is seen from Table 1, when the deflection temperature under load of the second resin material exceeds about 85°C, the grain becomes weak or does not appear. This is because if the deflection temperature under load of the second resin material exceeds about 85°C, the function of the resin layer 3 of absorbing the stress caused by the deformation of the metal layer 4 is deteriorated, so that a deformation failure of the metal layer 4 may occur. For this reason, it is preferred that the deflection temperature under load of the second resin material be about 85°C or less. As described above, in order to prevent the excess flow of the resin layer 3 in shaping, it is preferred that the deflection temperature under load of the second resin material be about 30°C or more. Accordingly, when the deflection temperature under load of the second resin material is not less than about 30°C and not more than about 85°C, the resin layer 3 functions as a stress absorbing layer in just proportion for the deformation of the metal layer 4.

Next, preferred structures of respective components of the decorative sheet 10 will be described.

In order to effectively prevent the breakage of the metal layer 4, it is preferred that the metal layer 4 be formed from a metal material having a high spreading property (a high extensibility). The metal layer 4 formed from a metal material having a high spreading property may easily deformed as shown in FIG. 5B. Thus, in view of easily reflecting a minute structure on the surface of the molded article body 21 to improve the appearance, the metal layer 4 may preferably be formed from a metal material having a high spreading property. As a material with a high spreading property, specifically, tin, aluminum, gold, copper, zinc, silver, and indium, and alloys thereof may be used to form the metal layer 4.

Table 2 shows the results of appearance evaluations when the material of the metal layer 4 is changed. Table 2 shows the case where two decoration layers 2 are disposed as shown in FIG. 4A. Table 2 also shows the case where a decorative sheet 10 includes a base member 1, formed from polycarbonate, having a thickness of about 500 μm, a resin layer 3, formed from polyurethane, having a thickness of about 18 μm, and an adhesive layer 5, formed from polyurethaneacrylate, having a thickness of about 1.5 μm. Table 2 evaluates whether the grain formed on the surface of the molded article body 21 can be observed in the appearance or not.

As is seen from Table 2, if the material of the metal layer 4 is gold or tin, the grain can be reflected in all of the cases of about 0.5 μm, about 1 μm, and about 2 μm in thickness. On the contrary, if the material is platinum, the thickness is required to be about 0.5 μm or less in order to reflect the grain. If the material is nickel, the grain cannot be reflected in all of the cases of about 0.5 μm, about 1 μm, and about 2 μm in thickness.

The preferred materials of the metal layer 4 are not limited to those exemplarily described in the above description. Generally, a softer metal has a higher spreading property. If metal having Mohs' hardness of about 3 or less is used, the spreading property of the metal layer 4 can be sufficiently high. Table 3 shows Mohs' hardnesses of various
kinds of metal materials. As is seen from Table 3, all of tin, aluminum, gold, copper, zinc, silver, and indium have Mohs' hardness of about 3 or less, so that they can be preferably used as the material for the metal layer 4.

Table 3

<table>
<thead>
<tr>
<th>Mohs' Hardness</th>
</tr>
</thead>
<tbody>
<tr>
<td>Indium</td>
</tr>
<tr>
<td>Tin</td>
</tr>
<tr>
<td>Zinc</td>
</tr>
<tr>
<td>Silver</td>
</tr>
<tr>
<td>Aluminum</td>
</tr>
<tr>
<td>Copper</td>
</tr>
<tr>
<td>Gold</td>
</tr>
<tr>
<td>Platinum</td>
</tr>
<tr>
<td>Nickel</td>
</tr>
<tr>
<td>Chromium</td>
</tr>
</tbody>
</table>

[0065] The thickness of the metal layer 4 is preferably not less than about 0.2 μm and not more than about 1.2 μm. If the thickness of the metal layer 4 is less than about 0.2 μm, the light reflectivity of the metal layer 4 is low, and the color may sometimes be weak. If the thickness of the metal layer 4 exceeds about 1.2 μm, a sufficiently high spreading property cannot be obtained, in some cases. Table 4 shows the results of appearance evaluation when the thickness of the metal layer 4 formed from tin and the accumulation number of decoration layers 2 are varied.

Table 4

<table>
<thead>
<tr>
<th>Thickness of Resin Layer (μm), Thickness of Adhesive Layer (μm)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Resin Layer</td>
</tr>
<tr>
<td>Adhesive Layer</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Number of Decoration Layers</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Total Thickness of Decoration Layers (μm)</th>
</tr>
</thead>
<tbody>
<tr>
<td>About 10</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Thickness of Metal Layer (μm)</th>
<th>0.2</th>
<th>0.5</th>
<th>0.7</th>
<th>0.9</th>
<th>1.2</th>
</tr>
</thead>
<tbody>
<tr>
<td>With Grain</td>
<td>Thin Grain</td>
<td>With Grain</td>
<td>With Grain</td>
<td>Thin Grain</td>
<td>Without Grain</td>
</tr>
<tr>
<td>Thin Grain</td>
<td>Thin Grain</td>
<td>With Grain</td>
<td>With Grain</td>
<td>Thin Grain</td>
<td>Without Grain</td>
</tr>
<tr>
<td>Thin Grain</td>
<td>Thin Grain</td>
<td>Thin Grain</td>
<td>Thin Grain</td>
<td>Thin Grain</td>
<td>Without Grain</td>
</tr>
<tr>
<td>Thin Grain</td>
<td>Thin Grain</td>
<td>Thin Grain</td>
<td>Thin Grain</td>
<td>Thin Grain</td>
<td>Without Grain</td>
</tr>
<tr>
<td>Thin Grain</td>
<td>Thin Grain</td>
<td>Thin Grain</td>
<td>Thin Grain</td>
<td>Thin Grain</td>
<td>Without Grain</td>
</tr>
</tbody>
</table>

[0066] As shown in Table 4, when the accumulation number of decoration layers 2 is relatively small, and the total thickness of the decoration layers 2 is relatively small, good evaluation results can be obtained in the thickness range of about 0.2 μm to about 1.2 μm of the metal layer 4. On the other hand, when the accumulation number of decoration layers 2 is relatively large, and the total thickness of the decoration layers 2 is relatively large, the grain gets thinner, and it is difficult to observe the grain. Specifically, when the total thickness of the decoration layers 2 exceeds about 100 μm, the grain is remarkably thin. If the total thickness is about 200 μm, the grain is hardly observed. Accordingly, in order to reflect the grain in the appearance, it is preferred that the total thickness of the decoration layers 2 be about 100 μm or less.

[0067] As the first resin material for forming the base member 1, a thermoplastic resin material can be preferably used.
For example, polycarbonate can be preferably used. The deflection temperature under load of polycarbonate is about 140°C to about 200°C. It is understood that, instead of polycarbonate, polymethyl methacrylate (PMMA), polyolefine, polyethylene terephthalate (PET), or other suitable material may be used. Rigidity as a sheet member is required for the base member 1. Accordingly, it is preferred that the first resin material be selected in view of this point. Since the base member 1 is preferably superior in weather resistance and resistance to damage. Alternatively, on a surface of the base member 1 opposite to the side of the decoration layer 2, a protection layer which is superior in weather resistance and resistance to damage may be formed.

The thickness of the base member 1 is preferably not lower than about 100 μm and not less than about 1,000 μm. If the thickness of the base member 1 is less than about 100 μm, it is difficult to deal the base member 1 as a sheet, and the strength is not sufficient, so that the base member 1 may be broken during the attachment. If the thickness of the base member 1 exceeds about 1,000 μm, the following property for the surface of the molded article body 21 may sometimes be deteriorated.

Table 5 shows the results of appearance evaluation when the thickness of the base member 1 and the accumulation number of decoration layers 2 are varied. Table 5 shows the case where the base member 1 is formed from polycarbonate, and one to six decoration layers 2 each including the resin layer 3 having a thickness of about 18 μm, the metal layer 4 having a thickness of about 0.5 μm, and the adhesive layer 5 having a thickness of about 1.5 μm are disposed. In Table 5, a protruding portion (an artificial screw) 21b having a height of about 5 mm, which looks like a screw as shown in FIGS. 6A and 6B, is formed on the surface of the molded article body, and it is evaluated whether the protruding portion 21b can be observed well or not after the attachment of the decorative sheet 10. In the table, "@" indicates that the artificial screw 21b is observed very well, "O" indicates that the artificial screw 21b is observed well, and "Δ" indicates that the artificial screw 21b is not observed well.

As shown in Table 5, as the base member 1 becomes thicker, it becomes difficult to observe the artificial screw 21b. This is because, as the base member 1 becomes thicker, the following property of the decorative sheet 10 to the artificial screw 21b becomes deteriorated. Accordingly, in view of the point that the ability to follow the unevenness of the surface of the molded article body 21 is increased, thereby obtaining good appearance, it is preferred that the base member 1 is not too thin. Specifically, the base member 1 preferably has a thickness of about 1,000 μm or less. However, as described above, if the base member 1 is too thin, it is difficult to handle the base member 1 as a sheet, or the strength is insufficient, thereby causing the base member 1 to be broken during the attaching process. It is preferred that the thickness of the base member 1 be determined in view of these points. Thus, the thickness of the base member 1 is preferably about 100 μm or more.

As described above, in order to reflect the grain in the appearance, it is preferred that the total thickness of the decoration layers 2 is about 100 μm or less. As shown in Table 5, if the total thickness of the decoration layers 2 exceeds about 100 μm, it is difficult to observe the artificial screw 21. Accordingly, also in view of the property of being able to follow the unevenness which is larger than the grain (a head portion of a screw, or a step or roughness included in the molded article body), it is preferred that the total thickness of the decoration layer 2 is about 100 μm or less.

As a material of the adhesive layer 5 for attaching the decoration layer 2 to the base member 1, polyurethane acrylate, polyurethane, or acrylic resin, for example, can be used. The materials are not limited to these, but a material which can attach the resin layer 3 or the metal layer 4 to the base member 1 may be used. The thickness of the adhesive layer 5 is preferably about 1 μm to about 20 μm, for example.

Next, with reference to FIGS. 7A to 7C and FIGS. 8A to 8C, the production method of a molded article using the decorative sheet 10 will be described.

First, a molded article body 21 and a decorative sheet 10 are prepared. The molded article body 21 may be
formed from a resin material, formed from a metal material, or formed from other materials. The molded article body 21 can be prepared using a known technique. If a resin material is used, the molded article body 21 can be prepared by injection molding, for example. The decorative sheet 10 can be fabricated by using the above-described materials by a known technique. For example, the decorative sheet 10 can be prepared in the following manner. On a film as a resin layer 3, a metal material is vapor deposited, so as to form a metal layer 4, thereby forming a decoration layer 2. A required number of decoration layers 2 are laminated on a principal surface 1a of a base member 1, thereby fabricating the decorative sheet 10. When the decoration layers 2 are to be laminated, an adhesive can be used, for example.  

Next, as shown in FIG. 7A, the molded article body 21 is placed on a supporting device 30. The decorative sheet 10 is fixed by a holding device 32 so that the decorative sheet 10 is positioned above the molded article body 21. At this time, an adhesive is applied on the decoration layer 2 of the decorative sheet 10.  

Next, as shown in FIG. 7B, the decorative sheet 10 is heated by using a heater 34, thereby softening the decorative sheet 10. At this time, the decorative sheet 10 is heated up to a temperature which is higher than the deflection temperature under load of the second resin material for forming the base member 1. In order to preferably perform the spreading of the decorative sheet 10, when the deflection temperature under load of the first resin material is $T_{DUL}^1$, it is preferred that the decorative sheet 10 be heated to temperatures in the range of about ($T_{DUL}^1 - 40^\circ C$) to about ($T_{DUL}^1 + 20^\circ C$). At temperatures less than about ($T_{DUL}^1 - 40^\circ C$), it is difficult to deform the first resin material. Thus, in the shaping (in the attachment), breakage may occur, or the shaping cannot be performed in some cases. On the other hand, at temperatures greater than about ($T_{DUL}^1 + 20^\circ C$), the sags of the sheet in heating remarkably occur, so that it is difficult to perform the shaping in some cases. Irrespective of the temperatures in heating, a difference between the deflection temperature under load of the second resin material and the heating temperature is larger than a difference between the deflection temperature under load of the first resin material and the heating temperature, so that the resin layer 3 is in a condition where it can be easily deformed and spread than the base member 1. The heater 34 is preferably a far infrared heater, for example.  

Thereafter, as shown in FIG. 7C, after the decorative sheet 10 and the molded article body 21 are overlapped, the air existing between the decorative sheet 10 and the molded article body 21 is removed, thereby joining the decorative sheet 10 to the molded article body 21, as shown in FIG. 8A. When the air existing between the decorative sheet 10 and the molded article body 21 is removed, a difference in pressure occurs between a side of the decorative sheet 10 facing the molded article body 21 and the other side thereof. Thus, the decorative sheet 10 is pressed against the molded article body 21 with a substantially uniform pressure. Therefore, the joining of the decorative sheet 10 and the molded article body 21 is suitably performed. In this preferred embodiment, additionally, in this process step, compressed air is supplied to a space expanding on the side opposite to the molded article body 21 with respect to the decorative sheet 10, thereby causing a larger difference in pressure. The overlapping of the decorative sheet 10 onto the molded article body 21 is preferably performed by lowering the holding device 32 by an elevator apparatus, for example. The removal of the air between the decorative sheet 10 and the molded article body 21 is preferably performed by using a vacuum pump, for example, thereby sucking the air through an opening portion 30a disposed in the supporting device 30. The supply of the compressed air is preferably performed by a compressor, for example.  

Next, as shown in FIG. 8B, unnecessary portions 10a of the decorative sheet 10 are cut (trimmed) by a cutting device such as a rotary blade. Thereafter, the molded article body 21 is released from the supporting device 30, thereby completing a molded article 20, as shown in FIG. 8C.  

According to the above-described production method, the joining of the decorative sheet 10 to the molded article body 21 (i.e., the shaping of the decorative sheet 10) can be performed in a very short period of time (in less than one second, for example). In addition, the decorative sheet 10 according to preferred embodiments of the present invention is used, so that even if the decorative sheet 10 is shaped and joined in such a short time, no breakage occurs in the metal layer 4, and the beauty in appearance is not deteriorated.  

The decorative sheet 10 according to preferred embodiments of the present invention is not limited to the production method in which the decorative sheet 10 is joined to the molded article body 21 which is already molded as described with reference to FIGS. 7A to 7C and FIGS. 8A to 8C (referred to as a "film on" method), but can be applied to other production methods. FIGS. 9A and 9B schematically show a production method referred to as a "film insert" method.  

In the film insert method, first, as shown in FIG. 9A, a decorative sheet 10 is shaped in a vacuum along a surface of a female die 40. Although not shown in the figure, uncounted numbers of opening portions are disposed in the surface of the female die 40. Through the opening portions, the air existing between the female die 40 and the decorative sheet 10 is exhausted, thereby performing the vacuum shaping of the decorative sheet 10.  

Thereafter, as shown in FIG. 9B, a resin material is injected under pressure through a resin injecting port 42a of a male die 42, so as to molding the molded article body 21, and to join the molded article body 21 and the decorative sheet 10.  

As described above, the decorative sheet 10 according to preferred embodiments of the present invention can
be used in the film insert method. However, the film insert method requires both of the female die 40 and the male die 42. That is, two expensive dies are always required. This necessarily results in increases of the production cost. In vacuum shaping of the decorative sheet 10, the surface of the decorative sheet 10 is in contact with the surface of the female die 40 which includes openings for evacuation, so that projections and depressions are formed on the surface of the decorative sheet 10. As a result, the beautiful appearance may be diminished and deteriorated. In addition, the process step of injecting the resin material under pressure is required. Thus, the decorative sheet 10 is required to have high heat resistance and high pressure resistance. When the resin material is injected under pressure, a large force is locally applied to the decorative sheet 10. Thus, the decorative sheet 10 may be broken in some cases. In this method, the molded article body 21 is limited to be formed from the resin material.

On the contrary, in the film on method described with reference to FIGS. 7A to 7C and 8A to 8C, two dies are not necessarily required, so that the production cost can be reduced. The joining of the decorative sheet 10 is performed by removing the air existing between the decorative sheet 10 and the molded article body 21, so that a substantially uniform force can be applied to the entire surface of the decorative sheet 10. Thus, the breakage of the decorative sheet 10 can be prevented. In addition, the surface of the decorative sheet 10 on the side of the base member 1 is not required to be in contact with the openings for evacuation, so that any projections and depressions are not formed on the surface of the decorative sheet 10. Thus, the beautiful appearance is not diminished or deteriorated. In addition, the process step of injecting the resin under pressure is not required, so that the joining and the shaping of the decorative sheet 10 can be performed at a lower temperature and at a lower pressure as compared with the film insert method.

Thus, the decorative sheet 10 with lower temperature resistance and pressure resistance can be used. According to the film on method, not only the molded article body 21 formed from the resin material, but also the molded article body 21 formed from a metal material or other materials can be decorated.

Second Preferred Embodiment

With reference to FIGS. 10 and 11, a decorative sheet 10’ in this preferred embodiment will be described. In the figures, identical reference numerals are used for designating substantially the same components as those of the decorative sheet 10 in the first preferred embodiment, and the descriptions thereof are omitted.

As shown in FIGS. 10 and 11, the decorative sheet 10’ is different from the decorative sheet 10 in the first preferred embodiment in that the decorative sheet 10’ includes a coloring layer 7 disposed on the decoration layer 2. In this preferred embodiment, the decoration layer 2 has a structure in which the metal layer 4 is disposed in a position closer to the base member 1 than the resin layer 3. The coloring layer 7 is formed on the resin layer 3.

In the decorative sheet 10’ in this preferred embodiment, the decoration layer 2 also has a laminated structure including the resin layer 3 and the metal layer 4. The resin layer 3 is formed from the second resin material having the deflection temperature under load lower than the deflection temperature under load of the first resin material for forming the base member 1, so as to achieve the effect of preventing breakage of the metal layer 4.

In this preferred embodiment, the coloring layer 7 is additionally disposed on the decoration layer 2. As shown in FIG. 12, light entering in the inside of the decorative sheet 10’ is reflected from both of the metal layer 4 and the coloring layer 7. Accordingly, the decorative sheet 10’ can exhibit colors having both a metallic luster generated by the metal layer 4 and the coloring generated by the coloring layer 7, that is, metallic colors having a metal-like appearance.

As a material for the coloring layer 7, for example, ink including a resin material as a binder, and pigment dispersed in the resin material can be used. The coloring layer 7 can be formed by printing with such ink. The material for the coloring layer 7 is preferably superior in heat resistance and resistance to bending. The ink disclosed in Japanese Laid-Open Patent Publication No.2002-275405 has superior heat resistance and resistance to bending, so that the ink can be suitably used as the material for the coloring layer 7.

Table 6 shows the results of appearance evaluation when the thickness of the coloring layer 7 and the accumulated number of decoration layers 2 are varied. In Table 6, ★ indicates very good coloring, ○ indicates good coloring, and △ indicates no good coloring. Table 6 shows the case where a polyurethane resin is used as the material for the resin layer 3, tin is used as the material for the metal layer 4, and ink of dark green is used as the material for the coloring layer 7.
As shown in Table 6, as the thickness of the coloring layer 7 is increased, the coloring becomes better. This is because as the thickness of the coloring layer 7 is increased, the light reflectivity of the coloring layer 7 is increased. Accordingly, in order to improve the coloring, it is preferred that the coloring layer 7 be thicker.

In Table 6, the coloring is not good when one decoration layer 2 is disposed. This is because the light reflectivity of the metal layer 4 is too low to sufficiently obtain a metallic luster. Also in the case where five decoration layers 2 are disposed, the coloring is not good. This is because the light reflectivity of the plurality of metal layers 4 is too high, so that the amount of light which reaches the coloring layer 7 is small. Therefore, in the case where the coloring layer 7 is disposed on the decoration layers 2 as in this preferred embodiment, it is preferred that the number of decoration layers 2 and the thickness of the metal layer 4 be appropriately determined so that the metallic luster by the metal layer 4 is sufficiently obtained, and a sufficient amount of light reaches the coloring layer 7.

In this preferred embodiment, the metal layer 4 is located at a position closer to the base member 1 than the resin layer 3, and the coloring layer 7 is formed on the resin layer 3. Alternatively, the resin layer 3 may be disposed at a location that is closer to the base member 1 than the metal layer 4, and the coloring layer 7 may be formed on the metal layer 4. As for the material of the coloring layer 7 (ink, for example), generally, the adhesion to the resin layer 3 is often higher than the adhesion to the metal layer 4. For this reason, in order to improve the adhesion between the coloring layer 7 and the decoration layer 2, the metal layer 4 is preferably located at position that is closer to the base member 1 than the resin layer 3, and the coloring layer 7 is preferably formed on the resin layer 3.

As described in the first and second preferred embodiments, the decorative sheet according to the present invention can effectively prevent the breakage of the metal layer during shaping (in joining to the molded article body), so that the decorative sheet can be suitably used for decorating a molded article body having an uneven surface. Specifically, the decorative sheet according to preferred embodiments of the present invention can be suitably used in the case where a molded article body has a fixing structure for fixing to other members or has an uneven spot such as a screw hole in the surface, in the case where a molded article body has a deep drawing shape, and in other cases.

The "deep drawing shape" is a shape having a high ratio H/D of draw depth H to draw diameter D. Specifically, the shape has the ratio H/D of about 0.75 or more. The decorative sheet joined to the surface of the molded article body having the deep drawing shape typically includes a portion having a thickness which is about 70% or less of the thickness of a portion having the largest thickness. In many cases, the decorative sheet includes a portion having a thickness which is about 50% or less of the thickness of the portion having the largest thickness.

The molded article decorated by using the decorative sheet according to preferred embodiments of the present invention is suitably used for the interior or the exterior of motor vehicles. For example, the molded article is suitably used as a tank cover 51, a front fender 52, and a tail cowl 53 of a motorbike 50 shown in FIG. 13. As is well known, the term "motor vehicles" widely indicates mobile conveyances or machines for transporting passengers or merchandise, or for moving things, and includes a car, a motorbike, a bus, a truck, a tractor an airplane, a motorboat, a civil engineering vehicle, and other such devices. The motor vehicles include not only those provided with an internal combustion engine such as a gasoline engine, but also those provided with an electric motor or other type of motor or engine.

According to preferred embodiments of the present invention, a decorative sheet which can be suitably used

<table>
<thead>
<tr>
<th>Number of Decoration Layers</th>
<th>Total Thickness of Decoration Layers (μm)</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>10</td>
</tr>
<tr>
<td>2</td>
<td>20</td>
</tr>
<tr>
<td>4</td>
<td>40</td>
</tr>
<tr>
<td>5</td>
<td>80</td>
</tr>
<tr>
<td>6</td>
<td>100</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Thickness of Coloring Layer (μm)</th>
</tr>
</thead>
<tbody>
<tr>
<td>5</td>
</tr>
<tr>
<td>10</td>
</tr>
<tr>
<td>20</td>
</tr>
<tr>
<td>40</td>
</tr>
</tbody>
</table>
for decorating a molded article having an uneven surface, a molded article with the decorative sheet, a production method thereof, and a motor vehicle provided with such a molded article are provided.

While the present invention has been described with respect to preferred embodiments thereof, it will be apparent to those skilled in the art that the disclosed invention may be modified in numerous ways and may assume many embodiments other than those specifically set out and described above. Accordingly, it is intended by the appended claims to cover all modifications of the invention which fall within the true spirit and scope of the invention.

Claims

1. A decorative sheet (10) comprising:
   - a base member (1) having a principal surface (1a);
   - a decoration layer (2) being disposed on the principal surface (1a) of the base member (1);
   - the base member (1) being formed from a first resin material;
   - the decoration layer (2) including a resin layer (3) formed from a second resin material; and
   - a metal layer (4) being in contact with the resin layer (3);
   characterized in that
   - a heat deflection temperature of the second resin material measured according to ASTM D648 is lower than a heat deflection temperature of the first resin material measured according to ASTM D648, and
   - at least two decoration layers (2) are provided in the decorative sheet (10).

2. The decorative sheet of claim 1, wherein the second resin material is a resin material having a deflection temperature under load of 85°C or less measured under a load of 0,45 MPa in accordance with ASTM D648.

3. The decorative sheet of claims 1 or 2, wherein the first resin material is a thermoplastic resin material.

4. The decorative sheet of one of claims 1 to 3, wherein the second resin material is a thermoplastic resin material.

5. The decorative sheet of one of claims 1 to 4, wherein the resin layer is located at a position that is closer to the base member than the metal layer.

6. The decorative sheet of one of claims 1 to 5, wherein the metal layer is located at a position that is closer to the base member than the resin layer.

7. The decorative sheet of one of claims 1 to 6, further comprising a coloring layer disposed on the decoration layer.

8. The decorative sheet of one of claims 1 to 7, wherein the thickness of the base member is not less than 100 μm and not greater than 1,000 μm.

9. The decorative sheet of one of claims 1 to 8, wherein the metal layer is formed of a material selected from the group of tin, aluminum, gold, copper, zinc, silver, and indium, and alloys thereof.

10. The decorative sheet of one of claims 1 to 9, wherein the thickness of the metal layer is not less than 0.2 μm and not greater than 1.2 μm.

11. The decorative sheet of one of claims 1 to 10, wherein a total thickness of the decoration layers is 100 μm or less.

12. A molded article comprising a molded article body and the decorative sheet of one of claims 1 to 11 joined to a surface of the molded article body.

13. The molded article of claim 12, wherein the molded article body has a deep drawing shape.

14. The molded article of claims 12 or 13, wherein the decorative sheet joined to the surface of the molded article body has a first portion having the largest thickness, and a second portion having a thickness which is 70% or less of the thickness of the first portion.

15. The molded article of one of claims 12 to 14, wherein the second portion of the decorative sheet includes a third
portion having a thickness which is 50% or less of the thickness of the first portion.

16. The molded article of one of claims 12 to 15, wherein a grain is formed on the surface of the molded article body.

17. The molded article of one of claims 12 to 16, wherein a surface of the metal layer has a shape reflecting the grain, and a surface of the decorative sheet opposite to the side of the molded article body is smoother than the surface of the metal layer.

18. A motor vehicle provided with the molded article of one of claims 12 to 16.

19. A production method of a molded article comprising the steps of:

preparing a molded article body;
preparing a decorative sheet (10) including a base member (1) having a principal surface (1a), at least two decoration layers (2) disposed on the principal surface (1a) of the base member (1), the base member (1) being formed from a first resin material, the decoration layers (2) including a resin layer (3) formed from a second resin material having a deflection temperature measured according to ASTM D648 that is lower than a deflection temperature of the first resin material measured according to ASTM D648, and a metal layer (4) being in contact with the resin layer;
heating the decorative sheet (10); and
removing the air existing between the decorative sheet (10) and the molded article body after overlapping the heated decorative sheet (10) and the molded article body, thereby joining the decorative sheet (10) to the molded article body.
FIG. 8A

FIG. 8B

FIG. 8C
FIG. 13
## DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate, of relevant passages</th>
<th>Relevant to claim</th>
<th>CLASSIFICATION OF THE APPLICATION (IPC)</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>EP 1 316 419 A (GEN ELECTRIC) 4 June 2003 (2003-06-04) * page 2, line 36 - line 38 * * page 8, line 43 - line 46 * * page 9, line 55 - line 58 * * page 10, line 2 - line 50 * * page 11, line 1 - line 26; claims 1,17,19,20,39 *</td>
<td>1-19</td>
<td>INV. B32B27/08 B32B15/08 B32B27/02 B32B37/00</td>
</tr>
<tr>
<td>A</td>
<td>US 4 916 008 A (KATAYAMA KENJI ET AL) 10 April 1990 (1990-04-10) * column 1, line 6 - line 12 * * column 2, line 54 - column 4, line 22; claims 1-6; figures 1-3 *</td>
<td>1-19</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 4 681 648 A (MAEDA ATSUSHI) 21 July 1987 (1987-07-21) * column 1, line 37 - line 58 * * column 2, line 11 - line 60; claims 1-8 *</td>
<td>1-19</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 4 369 222 A (HEDRICK ROSS M ET AL) 18 January 1983 (1983-01-18) * column 1, line 42 - line 49 * * claims 1,29-31,42 *</td>
<td>1-11</td>
<td>B32B B29C</td>
</tr>
<tr>
<td>A</td>
<td>US 4 918 800 A (REAFLER GERALD G) 24 April 1990 (1990-04-24) * column 1, line 20 - line 22 * * column 2, line 29 - line 60 * * column 3, line 1 - line 5 * * column 5, line 44 - column 6, line 10; claims 1-5; figures 2-6 *</td>
<td>1-11</td>
<td></td>
</tr>
</tbody>
</table>

The present search report has been drawn up for all claims

Place of search | Date of completion of the search | Examiner
---|---|---
Munich | 19 July 2006 | Hindia, E

**CATEGORY OF CITED DOCUMENTS**

- **X**: particularly relevant if taken alone
- **Y**: particularly relevant if combined with another document of the same category
- **A**: technological background
- **O**: non-written disclosure
- **P**: intermediate document
- **T**: theory or principle underlying the invention
- **E**: earlier patent document, but published on, or after the filing date
- **D**: document cited in the application
- **L**: document cited for other reasons
- **&**: member of the same patent family, corresponding document
This annex lists the patent family members relating to the patent documents cited in the above-mentioned European search report.
The members are as contained in the European Patent Office EDP file on The European Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

19-07-2006

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>EP 0162419 A2</td>
<td>27-11-1985</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 1660702 C</td>
<td>21-04-1992</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 60242040 A</td>
<td>02-12-1985</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SE 468634 B</td>
<td>22-02-1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SE 8502183 A</td>
<td>17-11-1985</td>
</tr>
<tr>
<td>US 4369222 A</td>
<td>18-01-1983</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 4918800 A</td>
<td>24-04-1990</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>

For more details about this annex: see Official Journal of the European Patent Office, No. 12/82